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About This Guide
This document contains system diagrams, staging steps and sample test cases for supported models of Unified
CCE.

The Serviceability Guide for Cisco Unified CCE provides tools and procedures to monitor, troubleshoot, and
maintain system health across UCCE components. It covers diagnostics, logs, service control, SNMP/syslog
integration, and high availability features to ensure optimal system performance and reliability.

Audience
Individuals utilizing this document must have knowledge and experience with the following
tools/software/hardware to stage the system software as described in this document:

• Cisco Unified ICM Scripting and Configuration Tools

• Third-party software (if installed)

• Microsoft Windows Server and Windows Active Directory administration

• Microsoft SQL Server administration

Related Documents
LinkDocument or Resource

https://www.cisco.com/c/en/us/support/
unified-communications/
unified-communications-manager-express/
tsd-products-support-series-home.html
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Communications, Services, and Additional Information
• To receive timely, relevant information from Cisco, sign up at Cisco Profile Manager.

• To get the business results you’re looking for with the technologies that matter, visit Cisco Services.

• To submit a service request, visit Cisco Support.

• To discover and browse secure, validated enterprise-class apps, products, solutions and services, visit
Cisco Marketplace.

• To obtain general networking, training, and certification titles, visit Cisco Press.

• To find warranty information for a specific product or product family, access Cisco Warranty Finder.

Cisco Bug Search Tool

Cisco Bug Search Tool (BST) is a web-based tool that acts as a gateway to the Cisco bug tracking system
that maintains a comprehensive list of defects and vulnerabilities in Cisco products and software. BST provides
you with detailed defect information about your products and software.

Field Notice
Cisco publishes Field Notices to notify customers and partners about significant issues in Cisco products that
typically require an upgrade, workaround, or other user action. For more information, see Product Field Notice
Summary at https://www.cisco.com/c/en/us/support/web/tsd-products-field-notice-summary.html.

You can create custom subscriptions for Cisco products, series, or software to receive email alerts or consume
RSS feeds when new announcements are released for the following notices:

• Cisco Security Advisories

• Field Notices

• End-of-Sale or Support Announcements

• Software Updates

• Updates to Known Bugs

For more information on creating custom subscriptions, see My Notifications at https://cway.cisco.com/
mynotifications.

Documentation Feedback
To provide comments about this document, send an email message to the following address:
contactcenterproducts_docfeedback@cisco.com

We appreciate your comments.
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Conventions
This document uses the following conventions:

Table 1: Conventions

DescriptionConvention

Boldface font is used to indicate commands, such as user entries, keys, buttons,
folder names, and submenu names.

For example:

• Choose Edit > Find.

• Click Finish.

boldface font

Italic font is used to indicate the following:

• To introduce a new term. Example: A skill group is a collection of agents
who share similar skills.

• A syntax value that the user must replace. Example: IF (condition, true-value,
false-value)

• A book title. Example: See the Cisco Unified Contact Center Enterprise
Installation and Upgrade Guide.

italic font

Window font, such as Courier, is used for the following:

• Text as it appears in code or that the window displays. Example:
<html><title>Cisco Systems, Inc. </title></html>

window font

Angle brackets are used to indicate the following:

• For arguments where the context does not allow italic, such as ASCII output.

• A character string that the user enters but that does not appear on the window
such as a password.

< >
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C H A P T E R 1
Product Architecture

• Cisco Unified Contact Center, on page 1
• Router, on page 3
• Logger, on page 3
• Peripheral Gateway, on page 4
• Configuration System, on page 7
• Reporting System, on page 8
• Outbound Option, on page 14

Cisco Unified Contact Center
Unified CCE delivers intelligent contact routing, call treatment, network-to-desktop computer telephony
integration (CTI), and multichannel contact management over an IP infrastructure. It combines multichannel
automatic call distributor (ACD) functionality with IP telephony in a unified solution, enabling you to rapidly
deploy a distributed contact center infrastructure.

Unified CCE provides the following services:

• Segmentation of customers and monitoring of resource availability

• Delivery of each contact to the most appropriate resource anywhere in the enterprise

• Comprehensive customer profiles using contact-related data, such as dialed number and calling line ID

• Routing to the most appropriate resource to meet caller needs based on real-time conditions (such as
agent skills, availability, and queue lengths)

Unified CCE enables you to smoothly integrate inbound and outbound voice applications with internet
applications such as real-time chat, web collaboration, and email. This integration enables a single agent to
support multiple interactions simultaneously regardless of which communications channel the customer
chooses.

Unified CCE is a distributed solution with no single-server implementation. Unified CCE employs multiple
servers each with multiple software components. Deployment options are flexible with performance, capacity,
and network topology driving the deployment design.

Unified CCE was derived from Unified ICME with the primary difference being that Unified CCE integrates
only with the Cisco Unified Communications Manager (Unified CM) IP PBX. All other major components
of the Unified CCE solution are the same as the Unified ICM solution.

Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
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The Unified ICM platform is designed to route calls between various nodes in the TDM phone network. It is
designed with an emphasis on reliability and flexibility. All processing in these components is message-based.
The content of the message and the current state of the process determines the processing of each message.
The messages are delivered to these components using the Unified ICM Message Delivery Service (MDS).
MDS ensures that both processes are fed the exact same set of messages in the same order.

One of the most important concepts to understand about Unified CCE is its redundancy strategy. The
components that contain centralized state are run in duplex. Two of these components work in lockstep to
ensure redundancy and immediate recovery from a fault.

From a device standpoint, a typical Unified CCE deployment looks as follows:

Figure 1: Unified CCE Architecture

There are four major components of a Unified CCE deployment: the Router, the Logger, the Peripheral
Gateway (PG), and the Administration & Data Server. The basic function of each is as follows:

• Router—Make the routing decisions. The router selects a peripheral or agent to receive an inbound
contact (voice call, email, chat, and so on).

• Logger—Store (and replicate) all configuration, real-time and historical data.

• Peripheral Gateway—Act as a gateway to a peripheral device, like an IP PBX or a Voice Response
Unit (VRU), and a CTI gateway linking agent desktops.

• Administration & Data Server—A server implementation that provides configuration data (from the
Logger), an interface for real-time data, and a platform for the historical data server (HDS). The
Administration &Data Server also offers an interface for administrators to alter configuration and routing
scripts (Script Editor, Internet Script Editor).

Unified CCE applications do not report their resource usage to monitoring solutions, like Cisco Prime
Collaboration. The monitoring solution retrieves CPU and memory usage data directly from the Windows
Server operating system. On multicore systems, Windows Server might report usage greater than 100%while
the Unified CCE solution is running as usual.

Note

Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
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Router
The Router is the brain of Unified CCE. Unified CCE can run user-defined scripts to make decisions on what
happens with calls, and can determine how to get a call from one place to another. The Router communicates
with several other components, including the Logger, the PGs, and the Administration &Data Servers (ADSs).

The Router receives notification from routing clients (PGs) that a call is in need of some form of routing. It
then runs a user-defined script to determine what to tell the routing client to do with the call.

In addition, the Router receives status events and reporting events from PGs. The Router uses these messages
to update its current representation of the agents and resources in the system, which is used by the scripts to
determine where to send calls. It also sends these messages to the Logger for storage and some of the messages
to the Admin Workstations for real-time reporting.

Routers, Loggers and PGs are fault tolerant, having two instances of each component so that a failure of one
provides for bump-less continuation of function through the remaining half of a duplex pair. Routers are
duplex entities, which means that two separate, distributed instances (identified as Side A and Side B) use the
MDS to keep in lockstep with the other side, ensuring that any outage of one side guarantees that the system
continues operating without failures or impairments—the opposite side assuming sole responsibility for making
routing decisions. All data as well as call control messaging is shared between sides to ensure that both sides
have the same data by which to make (the same) routing decisions. Both Router sides are concurrently in
service.

Network Interface Controller
Like a PG, a Network Interface Controller (NIC) is a type of routing client. However, a NIC is more limited
than a PG. A NIC is used to interact with a telephony network. A NIC is typically coresident with the Router
and used for Unified ICM deployments.

Logger
Unified CCE uses the Logger to store historical data and configuration data about the call center. The Logger
is the place where historical data is first stored, and from which it is later distributed. The Logger receives
messages from the Router. These messages include detail messages about the calls and summary messages
that the PGs compute and send through the Router. Examples of these summary messages are half-hour
summaries (how many calls were received during a given period).

The Logger uses a synchronization process that is a little different than the Router. The messages coming to
the Logger are sent only from the corresponding Router. Side A Router sends messages only to the Side A
Logger. Side B Router sends messages only to the Side B Logger. Because the Routers are running in lockstep,
it is guaranteed that while messages are flowing they are the same messages. However, recovery happens
directly from Logger to Logger, using bulk database copy algorithms for efficiency.

The Loggers also distribute historical data to HDS and configuration and real-time data to the Administration
&Data Servers throughMDS. Loggers are duplex as well and are tightly coupled with their respective Router.
In many deployments, a side of the Router and Logger are collocated on the same physical server. A
Router/Logger combination is often referred to as the Central Controller.

Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
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Figure 2: Central Controller Architecture

Peripheral Gateway
The PG is the component that talks to the telephony devices through their own proprietary CTI interface in a
Unified CCE system. These devices can be ACDs, IVR devices or, in cases such as with Unified CCE, an IP
PBX. The PG normalizes whatever protocol the telephony device speaks, and keeps track of the state of agents
and calls that are on that device. The PG sends this status to the Router, as well as forwards requests requiring
customer logic to the Router.

The PG also exposes a normalized CTI interface to clients. These clients can be traditional CTI clients
(wallboards, agent/supervisor desktop clients, and so on), or they can be another instance of Unified CCE, as
is the case in a parent/child deployment.

The component of the PG that does the normalization is called a Peripheral Interface Manager (PIM). This
component talks to the peripheral and translates whatever proprietary language it speaks into the normalized
one that the Open Peripheral Controller (OPC) and the rest of the PG understand.

PGs fall into several groups. The first classification of PG includes those that talk to an ACD or Unified CM
that has agents on it. This is the typical case for a PG. It talks a proprietary CTI protocol to the switch, and
maintains the state of agents and calls in queue on the device. While all of these PGs report agent state to the
Central Controller, they do it in a different way. In the case of a PG talking to an ACD, the PG mirrors the
state of the agents on the ACD; it keeps a copy of the primary state of the agents tracked by the ACD. In the
case of a PG attached to a Unified CM, the Unified CM does not know about agents or agent states, it only
knows about phone lines. In this case the PG is the primary for the agent state.

The second classification of PG is a VRU or Media Routing (MR) PG. These PGs expose an interface that is
client-neutral. In the case of the VRU PG, this interface is tailored to voice calls; in the case of the MR PG,
it is more generic task routing that is exposed. These PGs do not maintain agent state, but only maintain the
state of calls (or tasks) and expose an interface for the devices to get instructions from the Router.
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Figure 3: Peripheral Gateway Architecture

The PG is duplexed using the same technology as the Central Controller, MDS. This means that there are two
PGs operating at any time. All of the messages to the critical process on the PG (OPC) go through the MDS
queue, to keep the two operating in lock-step. However, the PG operates slightly different from the Router –
from a fault tolerance standpoint – in that while both sides share the same data, for many PG components,
only one side is active. Should a fault occur, the opposite side activates and continues functioning, having the
context of the other side without losing calls.

PGs use the Device Management Protocol (DMP) to communicate between themselves and the central
controller. The following figure depicts the components involved in this communication and the communication
links employed.

Figure 4: DMP Flows

Coresident with the PG is the CTI Gateway (CG - CTI Server component).
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Open Peripheral Controller
The Open Peripheral Controller (OPC) computes and maintains the state of agents on the PG. The OPC reports
that state to the Router, knows when a call requests instructions from the Router, and performs the CTI
operations on the telephony device as necessary. OPC is the critical process on the PG. It is kept in lock-step
with its sibling on the other side.

Peripheral Interface Manager
The Peripheral InterfaceManager (PIM) is responsible for the connection to the peripheral (ACD, PBX, IVR).
This process is not a lock-step process nor is data shared between the two sides. Instead either the Side A or
Side B PIM is active for each peripheral. If one side loses its connection, the other side activates.

Unified Communications Manager PIM
Unified CCE Only

The Communications Manager PIM provides the interface between the Unified CM and the Unified CCE
OPC process. This PIM communicates with Unified CM through the JTAPI Gateway.

VRU PIM
The VRU PIM provides an interface to a VRU (or IVR). The communication protocol used between the PIM
and the VRU is GED-125.

Media Routing PIM
The Media Routing (MR) PIM provides the integration point for multimedia contacts such as emails or
collaboration (chat) sessions. It is also a necessary component for integration of the Outbound Option Dialer.

JTAPI Gateway
Unified CCE only

The JTAPI Gateway is a process that connects to the Unified CMCTIManager and provides the link between
the peripheral gateway and the Unified CM cluster. TheUnified CMCTIManager communicates CTImessages
to and from other nodes in the Unified CM cluster. The JTAPI Gateway provides an added level of translation
between the (Java) JTAPI interface and the (C++) Unified Communications Manager PIM.

CTI Gateway (CTI Server)
The CTI Server is the interface from OPC to CTI clients. It provides an interface (protocol) specified as
GED-188. This interface has many variances and message sets. It was used as a direct CTI connection to agent
desktops or third-party desktops. This use is deprecated.

GED-188 helps to hide the details of individual peripherals, but does not fully complete the job. The messages
sent from CTI Server connected to an Avaya PG differs from the messages sent from a CTI Server connected
to a Unified CCE PG.

Today, the CTI Server allows connection from digital channel clients through ARM:
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• Agent Reporting andMonitoring (ARM) clients – this variance of GED-188 allows reporting agent status
and receiving information about the status of agents. It is one of the integration points for multichannel
(email and web collaboration) applications and for the Outbound Dialing options.

At any given time, only Side A or Side B CTI Server is active, not both.

Configuration System
The Unified CCE configuration system is also based around the concept of reliability and scalability. There
can be multiple configuration database copies, which are kept in sync using MDS and a synchronization
process from the central controller. Each of these can send updates to the Router, but only the Logger
configuration database is authoritative.

The configuration system consists of the DBAgent process on the Router, which accepts connections from
the Administration & Data Servers, and distributes configuration updates to those Administration & Data
Servers. The Administration & Data Servers have a copy of the configuration and expose a GUI for browsing
and making changes. The Administration & Data Servers also expose an API (ConAPI) for accessing the
configuration information and for making changes.

Administration and Data Server
The Administration & Data Server is the main interface to the Unified CCE configuration. On the
Administration & Data Server resides a database that contains a copy of the configuration information in the
Logger. A Distributor process, which receives updates from the central controller, writes to the database to
keep everything in sync. Multiple clients read the configuration from the database and send update messages
to the central controller DBAgent process.

The two main clients in the Administration & Data Server are the configuration tools, and the Configuration
Management Server (CMS) process. The configuration tools are used to provide a GUI to update the
configuration. The CMS process is used to provide the Configuration API (ConAPI).

Processes that connect to ConAPI are the multichannel components for agent and skill group management
and CCMP.

The Administration & Data Server does not have a dependent twin, but rather provides fault tolerance in
numbers (N+1 model). A typical Unified CCE deployment often has two or more Administration & Data
Servers. Administration & Data Servers connect to each central controller side – a primary and a secondary.
If a failure occurs on the primary link, the secondary recovers from the failure and restores connectivity.

Configuration data is supported on multiple Administration & Data Server types:

• Administration Server and Real-time Data Server (AW Distributor) (with no HDS; configuration and
real-time data but no historical or call detail data)

• Administration Server, Real-time and Historical Data Server, and Detail Data Server (AW-HDS-DDS),
(configuration, real-time, historical, and call detail data)

• Administration Server and Real-time and Historical Data Server (AW-HDS) (configuration, real-time
and historical data but no call detail data)

• Administration & Data Server configuration (AW-CONFIG, configuration data only)
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Configuration changes are not supported on the HDS-DDS type (which includes historical and call detail data
but excludes real-time data). The HDS-DDS type includes only configuration data needed for historical
reporting purposes.

Configuration Updates
Figure 5: Configuration System Message Flow

Figure 5 illustrates how a configuration update may happen in Unified CCE:

• In the first step (not shown) anAdministration Client reads configuration from the database, and determines
that a change is required.

• When this determination happens, the GUI connects to the DBAgent process on the central controller
and sends the update (Step 1).

• DBAgent sends the message to the Router, through MDS (Steps 2, 3).
• The Router validates the configuration message and sends it to the Logger to be run (Steps 4, 5).
• The Logger updates its configuration (Step 6).
• The Logger sends confirmation of the update to the Router (Steps 7, 8).
• The Router then sends the update to all its clients (DBAgent, PGs, and so on) (Step 9, 10).
• DBAgent sends this message to each of its Administration Server and Real-time Data Servers (Step 11).
The Administration Server and Real-time Data Servers update their database (Step 12).

• The Configuration GUI detects the change happen (Step 13).

Reporting System
The reporting system for Unified CCE is similar to its configuration system; they use the same distribution
channel:

Reporting messages are generated by PGs (this includes both detail messages and summary messages) and
then are sent to the Central Controller, which consists of the Router and the Logger.

The Router feeds real-time data to the Administration Server and Real-time Data Servers.

The Logger stores historical data and replicates it to the Historical Database.

Administration Server and Real-time Data Servers write those records into the real-time reporting database.
Those Administration Server and Real-time Data Servers that are configured to have Historical Data Servers
also write the appropriate records to the historical database. Cisco Unified Intelligence Suite (Unified IS) are
web applications that uses Java Servlets to build reports to be viewed from thin (web browser) clients.
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Historical Data Server
The Historical Data Server (HDS) is an option to be installed with an Administration Server and Real-time
Data Server. It uses the same distributor technology used to keep the configuration database up to date. The
HDS provides a long-term repository for historical data and offloads historical reporting from the Logger.
Historical data is replicated from the Logger to one or more HDSs.

There are three types of HDSs:

• Administration Server, Real-time and Historical Data Server, and Detail Data Server
(AW-HDS-DDS): HDS with call detail data store. This type includes both real-time and configuration
data and you can use it to source historical data for the Analysis Call Path tool. This type is intended for
small- to medium-sized deployments. There may be a maximum of two AW-HDS-DDS servers per
Logger side in small or medium deployments but only one per Logger side in a large deployment
(presumably with multiple AW-HDS servers).

• Administration Server and Real-time and Historical Data Server (AW-HDS): HDS without a call
detail data store (no call detail, call variable, agent state data). This type also includes both real-time and
configuration data but you cannot use it to source data for the Analysis Call Path tool. This type is intended
for large deployments. There may be a maximum of three AW-HDS per Logger side.

• HDS-DDS: HDS with call detail data store but no real-time data or configuration data. This type may
be used to source historical data for the Analysis Call Path tool. This type is intended for large deployments
and for use with multiple AW-HDS servers. There may be a maximum of one HDS-DDS per Logger
side (presumably with multiple AW-HDS servers).

Unified Intelligence Center
Unified Intelligence Center is a web-based reporting platform for the Cisco Unified Communications products
and is supported by Unified ICME and Unified CCE.

You can install Unified Intelligence Center as a standalone server or in a cluster of a maximum of eight server
nodes. There is one mandatory publisher node (called the Controller) and up to seven subscriber nodes (called
Members). The Controller node includes a Member, which means a deployment can consist of a Controller
only.

Cisco Unified Intelligence Center offers both a web-based reporting application and an administration interface.
The reporting application runs on the Members. The administration application runs on the Controller.

Unified Intelligence Center reporting features includemulti-user support, customized reports, security, multiple
display formats, web accessibility, and Web 2.0-like mashup support to display data from multiple sources
on a single dashboard. These features make Unified Intelligence Center a valuable tool in the information
technology arsenal of any organization and position it as a drop-in replacement or solution for most reporting
requirements.

Cisco Unified Intelligence Center reporting capabilities include:

• Web 2.0 based dashboard mashups
• Powerful grid presentations of reports with sorting and grouping
• Chart and gauge presentations of reports
• Association of multiple report displays with the same report definition
• Custom filters
• Custom thresholds to alert on the data
• Pre-installed stock report templates for Unified CCE data
• Ability to report data from JDBC compatible data sources
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Unified Intelligence Center supports the following:

• Multiple users
• Customized dashboards and custom reports
• Report scheduler
• Detailed security levels and LDAP/local database authentication
• Import and export of report XML files
• Export of grid reports to Microsoft Excel
• Multiple languages
• Clustered deployment
• Management support through Simple Network Management Protocol (SNMP), Java Management
Extensions (JMX), and Cisco Analysis Manager

Unified Intelligence Center Standard Deployment Model
The Unified Intelligence Center deployment with Unified CCE uses the AW-HDS as its data source server.
You can connect to multiple AW-HDS databases to handle the load from multiple Unified Intelligence Center
reporting nodes. You can use other data sources, such as the CVP Reporting Server, along with the Unified
CCEAW-HDS as data source servers. The ACE load balancer, an optional component, provides load balancing
for report queries across the multiple reporting nodes and servers as a single point of access to the cluster.

You can use Unified CCE deployments with a distributed AW-HDS as a data source for Unified Intelligence
Center reports. However, local area network AW-HDS access ensures enhanced throughput in data extracted
and ensures faster response times for reports, especially real-time reports with repeated refresh intervals.

Figure 6: Unified Intelligence Center Standard Deployment

Unified Intelligence Center Scaled Deployment Model
You can deploy Unified Intelligence Center as the reporting solution with Unified CCE deployments that
scale over WAN networks. In these deployments, Unified Intelligence Center is deployed locally with one
section or data center of the scaled Unified CCE deployment. Unified Intelligence Center can access the local
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AW-HDS over the Local Area Network (LAN), and the remote AW-HDS, which is deployed along with the
remote section of Unified CCE over the Wide Area Network (WAN).

You can deploy other data sources, such as the Cisco Unified Customer Voice Portal, along with Unified
CCE. Firewall considerationswhen you deploy over theWAN apply to the data source servers. Open appropriate
ports as described in Solution Design Guide for Cisco Unified Contact Center Enterprise at
https://www.cisco.com/en/US/products/sw/custcosw/ps1844/tsd_products_support_series_home.html,
depending on the remote database configuration.

Figure 7: CUIC Scaled Deployment

Unified Contact Center Management Portal
Unified CCMP is a suite of server components that simplify the operations and procedures for performing
basic administrative functions such as managing agents and equipment, and provide a common, web-based
user interface within the entire Unified CCE product set. Unified CCMP consists of four components:

• The Database Server component, which uses an application called the Importer to import enterprise data
from different data sources into aMicrosoft SQL Server management information database. The database
consists of separate database elements that sit on top of the SQL Server and that provide data to different
reporting elements:

• RDBMS Database (known as the datamart) holds the imported enterprise data.

• Reporting Services Database imports and processes data from the datamart so that SQL Server
Reporting Services can use it to populate reports.

• The Application Server component manages security and failover. It manages security by ensuring that
users can view only specific folders and folder content as defined by their security sign-in credentials.
It verifies that a user is valid and then loads the system configuration that applies to that user. It also
manages failover. So if one database server fails, the application can automatically retrieve the required
data via an alternative database server.

• The Web Server component provides a user interface to the platform. The user interface allows users to
work with report data, and perform administrative functions.
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• The Data Import Server component is an Extract, Transform, and Load (ETL) server for data warehouses.
The Data Import component imports the data used to build reports. It is designed to handle high volume
data (facts) such as call detail records and data that is rarely changed (dimensions) such as agents,
peripherals, and skill groups.

If you install these components on more than one server, you generally install the Data Import and Database
components on the Database Server. You usually install the Application and Web components on the Web
Application Server.

Unified CCMP maintains a complete data model of the contact center equipment to which it is connected and
periodically synchronized. In addition to configuration information such as agents or skill groups, the Unified
CCMP can optionally record the events logged by the equipment. These records are used for management
information and reporting purposes. Unified CCMP data model and synchronization activity allows for items
to be provisioned either through the Unified CCMP Web interface or from the standard equipment specific
user interfaces.

The following illustration shows the Unified CCMP system architecture. The top half of the diagram is a
traditional three tier application. This application includes a presentation layer (an ASP.NETweb application),
a business logic application server, and a SQL Server database. The lower half of the system architecture is
a process orchestration and systems integration layer called the Data Import Server.

Figure 8: Unified CCMP Architecture

Web Application

The user interface to Unified CCMP is via a web application that you access using a web browser. You gain
access to the Unified CCMP application through a secure sign-in screen. Every user has a unique username.
This user is assigned privileges by the system administrator, which defines the system functions the user can
access and perform.

The user interface is time-zone aware and connections to it are secured through HTTPS. The web application
is hosted on the server byMicrosoft Internet Information Services (IIS) so it is suitable for lockdown in secure
environments.
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Application Server

The Unified CCMP Application Server component provides a secure layer in which all business logic is
implemented. The application server component runs in a separate service and is always hosted with the web
server component. The application server component also includes caching to improve performance and audits
all actions taken by signed-in users.

Reporting Services

Unified CCMP uses Microsoft Reporting Services technology for generating reports. Microsoft Reporting
Services is a part of SQL Server Enterprise Edition. Unified CCMP provides a flexible reporting system in
which reports are authored in the industry standard Report Definition Language (RDL).

Data Import Server

The Data Import Server component is an Extract, Transform, and Load application for Unified CCMP. The
Data Import Server component imports the data used in Unified CCMP. The Data Import Server component
is designed to handle high volume data (facts), such as call detail records and data which is changed irregularly
(resources), such as agents, peripherals, and skill groups. The Data Import Server component is also responsible
for monitoring changes in Unified CCMP system and ensuring that those changes are updated onto Unified
CCE and Unified Communications Manager. The Data Import Server component orchestrates the creation,
deletion, and update of resources to Unified CCE and Unified Communications Manager. The Microflow
Runtime is the heart of the Data Import Server component. It orchestrates systems without resorting to low
level programming languages. The Microflow Runtime is a general purpose scripting environment and can
be applied to a wide range of problems. The termmicroflow describes anymodular, reusable, and independent
unit of business logic. An example microflow might update an agent on Unified CCE when changes are made
in the Unified Communications Manager web server component.

Unified CCMP Services

• Management Portal, Data Import Server: The Data Import Server is responsible for importing new
dimensions and changes to dimensions such as agents, skill groups, call types, and dialed numbers from
Unified CCE. The Data Import Server periodically checks whether there are any new dimensions to
import or whether there have been any changes made to dimensions that have already been imported.
This periodic check allows for closed-loop management of changes made to dimensions provisioned by
Unified CCMP.

• Management Portal, Provisioning Server: The Provisioning Server is responsible for sending
provisioning requests from Unified CCMP to Unified CCE. The requests are move, add, change, and
delete (MACD) operations for the resource types that Unified CCMP can manage such as creation of
new resources, for example a new agent, or new memberships, such as an Agent to Skill Group
membership. These updates are applied via the ConAPI interface.
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Figure 9: Unified CCMP Services

Unified CCMP exposes a rich set of performance (known as PerfMon) counters that you can monitor in real
time to gauge status, performance and health.

A shortcut to the 32-bit version of Performance Monitor application is available in the Cisco Unified CCE
Tools folder for easy access. This shortcut launches the 32-bit version of PerfMon utility so that you can easily
monitor the Unified CCE processes.

Outbound Option
Unified ICM and Unified CCE support outbound campaign dialing through its Outbound Dialing subsystem
(also known as Blended Agent or BA). The Outbound Dialing subsystem consists of three major components:
the Campaign Manager, the Import Process, and the Dialers.

Outbound campaigns start with the Import process. Use the Import process to import a set of outbound calls
into the BA database. This data defines what calls are made and how they are made.

The Campaign Manager is responsible for running the Outbound Dialing campaigns. It reads the campaigns
from the BA DB. It then distributes the calls to be made to the Dialers. It takes the results of calls and sends
reporting information to the Unified CCE central controller where it is recorded in Unified CCE reporting
database.

The Outbound Option Dialer maximizes the resources in a contact center by dialing several customers per
agent. This component resides on the PG server.

The outbound Option deployment uses the Session Initiation Protocol (SIP) Dialer. The SIP dialer performs
dialing, call control, Voice Gateway Interaction functionality instead of using resources on managing the call.
In an Outbound Option deployment that uses the SIP Dialer handles the Call Progress Analysis for Outbound
campaigns. This helps in increasing the number of outbound agents that a deployment can service on a PG.
This reduces the number of PGs and Dialers deployed for larger enterprise systems.

The following diagram provides a high-level view of the Outbound Option components and their relationship
with other Unified ICM components.
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Figure 10: Outbound Option Component Relationships

Enable the Outbound Option high availability option to provides continuous service without any disruptions,
using redundant SIP Dialers and Campaign Managers. For more information, see the following guides:

• Solution Design Guide for Cisco Packaged Contact Center Enterprise at https://www.cisco.com/c/en/us/
support/customer-collaboration/packaged-contact-center-enterprise/products-technical-reference-list.html

• Outbound Option Guide for Unified Contact Center Enterprise at https://www.cisco.com/c/en/us/support/
customer-collaboration/unified-contact-center-enterprise/products-user-guide-list.html

Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
15

Product Architecture
Outbound Option

https://www.cisco.com/c/en/us/support/customer-collaboration/packaged-contact-center-enterprise/products-technical-reference-list.html
https://www.cisco.com/c/en/us/support/customer-collaboration/packaged-contact-center-enterprise/products-technical-reference-list.html
https://www.cisco.com/c/en/us/support/customer-collaboration/unified-contact-center-enterprise/products-user-guide-list.html
https://www.cisco.com/c/en/us/support/customer-collaboration/unified-contact-center-enterprise/products-user-guide-list.html


Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
16

Product Architecture
Outbound Option



C H A P T E R 2
Monitoring SNMP Health

• SNMP Overview, on page 17
• Base-Level SNMP MIB Support, on page 19
• CISCO-CONTACT-CENTER-APPS-MIB, on page 22
• Configuring the SNMP Agents, on page 41

SNMP Overview

Faults
Unified CCE has an internal, proprietary, event management system (EMS) that provides guaranteed delivery
of application faults and status events from distributed nodes to the Logger component. Alarms are delivered
(viaMDS) to the Logger where they are stored in the database; alarms are subsequently forwarded to configured
interfaces for external delivery, for instance, to an SNMP network management station (NMS) via SNMP or
syslog or both.

SNMP notifications generated by the contact center application are always generated as SNMP traps from
the Logger; only generic traps or traps from other subagents (such as the platform subagents provided by
Hewlett Packard or IBM) are generated from Unified CCE nodes other than the Logger.

Events destined to be sent beyond just the local trace logs are stored in the local Windows Event log and then
forwarded via MDS to the Logger. The Logger stores all received events in the database and then forwards
them to the syslog interface (if configured). A subset of the alarms becomes SNMP notifications – only those
deemed to be health-impacting are sent to SNMP notification destinations. Thus, all SNMP notifications are
sent to syslog collectors; all syslog events are also stored in the Unified CCE database; every event that
becomes a syslog event is stored in the Windows Event log on the server that generated the event and it is
also stored in the trace log of the process that generated the event.

The following is the format of Unified CCE SNMP notifications (as defined in
CISCO-CONTACT-CENTER-APPS-MIB):

cccaIcmEvent NOTIFICATION-TYPE
OBJECTS {

cccaEventComponentId,
cccaEventState,
cccaEventMessageId,
cccaEventOriginatingNode,
cccaEventOriginatingNodeType,
cccaEventOriginatingProcessName,
cccaEventOriginatingSide,
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cccaEventDmpId,
cccaEventSeverity,
cccaEventTimestamp,
cccaEventText

}

A detailed description of each object in the notification type is found in cccaIcmEvent, on page 51 .

The following illustration shows the path alarms take from distributed nodes, via the Logger component to
an external NMS or alarm collector.

Figure 11: CCE Event Message Flow

The red lines denote the path that alarms and event messages take within the Unified CCE event management
system (EMS). These are one way from component node to the Logger (via the Router). Events are stored in
the database and forwarded to the SNMP and syslog interfaces for distribution to configured collectors. Syslog
is not supported on any Unified CCE nodes other than the Loggers.

The black lines denote the path of generic, or non-Unified CCE agent, SNMP notifications from device to a
configured SNMPmanagement station or stations. These are bidirectional in that SNMPmanagement stations
may poll (appropriately configured) devices for instrumentation. (Agents, by default, listen for polls on port
161.)With Unified CCE, SNMP agent processes run at a reduced priority, receiving only idle CPU time slices.
As such, agent performance is throttled to ensure that a polling device cannot adversely impact the real-time
Unified CCE application processes and cause a failure or impairment.

The blue lines denote the path of syslog events. Only the Loggers may generate syslog events. Syslog events
are sent only to configured collectors. If no syslog collector is configured, the CW2KFeed process does not

Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
18

Monitoring SNMP Health
Faults



run and no syslog events are generated. The syslog feed can be quite verbose with more than 1,000 unique
events possible depending on deployment model and optional components installed.

There are over 400 configured SNMP notifications for Unified CCE.

Instrumentation
All Unified CCE servers expose instrumentation defined by the following MIBs:

• MIB-II

• CISCO-CONTACT-CENTER-APPS-MIB

• HOST-RESOURCES-MIB

• SYSAPPL-MIB

The servers may (optionally) expose platformMIBs appropriate for the vendor-originated server model; these
MIBs and subagents are provided by the server vendor. If the provided subagent is a Microsoft Windows
extension agent (designed to integrate with the Windows SNMP service), it seamlessly integrates with the
SNMP agent implementation installed by Unified CCE.

Tables within the CISCO-CONTACT-CENTER-APPS-MIB are populated depending on which Unified CCE
components are installed and configured on the server. If a certain component is not installed, that
component-specific table is empty.

Base-Level SNMP MIB Support

SNMP Primary Agent
Unified CCE uses the SNMP Research International EMANATE SNMP agent infrastructure. The agent
infrastructure employs typical primary/subagent architecture; the primary agent supports industry-standard
MIB-II instrumentation. Subagents service polls for instrumentation from the MIBs listed here. There is also
a built-in subagent adapter process that integrates Microsoft Windows extension agents, which operate using
the built-in Windows primary/subagent interface. Thus, existing extension agents are seamlessly integrated
into the infrastructure.

The SNMP primary agent supports SNMP v1, v2c, and v3. For SNMP v3, the primary agent supports both
authentication and privacy, offering MD5 and SHA-1 for authentication and 3DES, AES-192, and AES-256
for privacy.

The primary agent listens for polls on port 161 (gets or sets) and by default, sends traps to the network
management station on port 162. You can configure either port other than the well-known ports via the Unified
CCE Microsoft Management Console (MMC) snap-in configuration tool.

Base Level SNMP Subagents
The SNMP subagents are processes that provide access to the application instrumentation within the server.
The subagents do not interact with the management station directly. Each subagent responds to the get and
set requests forwarded to them by the SNMP primary agent.
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Platform MIB Support
A platform MIB/subagent is provided by the hardware vendor. This subagent provides instrumentation for
low-level attributes of the specific hardware.

Host Resources MIB Subagent
The Host Resources MIB is an implementation of RFC-2790. The Host Resources MIB is a standard MIB
which provides attributes common to all hosts, including but not limited toWindows- and Linux-based servers.
Thus, the attributes defined are independent of the operating system, network services, or software applications.
The instrumentation is focused on host memory, processors, storage devices, run-time system data, and
software running on the host.

The Unified CCE Host Resources MIB subagent supports the following MIB objects/tables:

• hrSystem group

• hrMemorySize object

• hrStorage table

• hrDevice table

• hrProcessor table

• hrNetwork table

• hrDiskStorage table

• hrFS table

• hrSWRun table

• hrSWRunPerf table

• hrSWInstalledLastChange object

• hrSWInstalledLastUpdateTime object

• hrSWInstalled table

The Host Resources MIB SNMP Agent is a complete implementation of the Host Resources MIB, proposed
standard RFC-1514. The Host Resources MIB is also compliant with Host Resources MIB, draft standard
RFC-2790. The agent provides SNMP access to useful host information, such as the storage resources, process
table, device information, and the installed software base.

Each cccaComponentElmtEntry in the cccaComponentElmtTable in the Cisco Contact Center Applications
MIB corresponds to a Unified CCE managed process. The cccaComponentElmtName field contains the
process executable namewithout the .exe extension. The cccaComponentElmtRunID field contains the process
ID, which you can use as an index to the Host ResourcesMIB to obtain current values from the hrSWRunTable
and hrSWRunPerfTable tables. The following example shows the relationship
forcccaComponentElmtRunID.0.1.5 = 5384 using the results in Appendix A and a subset of the results provided
by the Host Resources MIB SNMP agent on the same system:

cccaComponentElmtName.0.1.5 = router
cccaComponentElmtRunID.0.1.5 = 4040
cccaComponentElmtStatus.0.1.5 = active(5)
hrSWRunIndex.4040 = 4040
hrSWRunName.4040 = router.exe
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hrSWRunPath.4040 = C:/icm/bin/router.exe
hrSWRunType.4040 = application(4)
hrSWRunStatus.4040 = notRunnable (3)
hrSWRunPerfCPU.4040 = 20
hrSWRunPerfMem.4040 = 6428

The implementation approach for standardizedMIBs, such as the Host Resources MIB, can vary from vendor
to vendor, subject to interpretation. For example, the hrSWRunStatusobject value (notRunnable) shown in
the preceding example is subjective; notRunnable implies that the process is not allocated CPU cycles at the
precise moment that the MIB was polled. However, any row in the hrSWRunTable indicates a process was
loaded and assigned a process ID regardless of whether it is receiving CPU cycles at the moment this object
value is polled. Later changes to the SNMP subagent are aligned with this assumption: any process loaded is
considered running even it is not allocated CPU cycles.

Note

MIB2
The MIB2 is defined in RFC-1213. It contains objects such as interfaces, IP, ICMP.

This MIB is fully supported on Unified CCE deployments.

SYSAPPL MIB Subagent
The System-Level Managed Objects for Applications MIB (also known as SYSAPPL MIB) is an
implementation of RFC-2287. The information allows for the description of applications as collections of
executables and files installed and running on a host computer. The MIB enumerates applications installed
and provides application run status, associated processes and locations of executables and files on the disk.

The Unified CCE SYSAPPL-MIB subagent supports the following SYSAPPL-MIB objects/tables:

• sysApplInstallPkg table
• sysApplInstallElmt table
• sysApplElmtRun table
• sysApplPastRunMaxRows scalar
• sysApplPastRunTableRemItems scalar
• sysApplPastRunTblTimeLimit scalar
• sysApplElemPastRunMaxRows scalar
• sysApplElemPastRunTableRemItems scalar
• sysApplElemPastRunTblTimeLimit scalar
• sysApplAgentPollInterval scalar
• sysApplMap table – sysApplMapInstallPkgIndex

The SYSAPPL-MIB is a good way to capture a software inventory – applications installed on the server.

The SYSAPPLMIB supports configuration, fault detection, performancemonitoring, and control of application
software. It contains tables that define an application as a series of processes and services. This includes
objects for applications installed on the system, elements and processes that comprise an application, and
currently running and previously run applications.
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CISCO-CONTACT-CENTER-APPS-MIB
The Cisco Contact Center Applications MIB contains tables of objects for the following Unified CC
components:

• Router (and NICs for Unified ICM)

• Logger

• Peripheral Gateways (PGs) (and PIMs)

• Administration Server and Real-time Data Server (AWs and HDSs)

• CTI Gateways (CGs)

• Outbound Option Campaign Manager

• Outbound Option Dialers

The Cisco Contact Center Applications MIB SNMP subagent provides access to component inventory,
component status, performance metrics, and links to IETF standard host-based MIBs. Appendix A, section 0
provides an example of the data provided by a Unified CC installation.

CISCO-CONTACT-CENTER-APPS-MIB Overview
The CISCO-CONTACT-CENTER-APPS-MIB is implemented on all major components of the Unified CCE
solution. That is, the Router, Logger, Peripheral Gateway and the AW/HDS.

In prior versions, the CTI Gateway components were supported installed on separate servers; however, are
now only supported co-located on the Peripheral Gateway.

Note

The SNMP agent infrastructure is installed on all of these component servers with a subagent that serves
CISCO-CONTACT-CENTER-APPS-MIB instrumentation for that server. The MIB defines a number of
tables of instrumentation – one set for discovery and basic health monitoring and an additional set of tables
of component-specific instrumentation. Each common component of a Unified CCE deployment has a table
of objects – the Router (with a sub-table of NICs), the Logger, the Administration Server and Real-time Data
Server (AW), the PG (with a sub-table of PIMs), and the CG as well as Outbound Option components,
CampaignManagers on the Logger and the Dialer on the PG. The component-specific tables are only populated
if that component is installed on the server.

CISCO-CONTACT-CENTER-APPS-MIB Structure
At the base, tables in the CISCO-CONTACT-CENTER-APPS-MIB are indexed by the Unified CCE instance
(the instance name is a unique textual identifier that relates components that are part of the same Unified CCE
system); most are secondarily indexed by the Component index. In a typical Unified CCE deployment, there
is only a single instance on a single server.

Thus, to inventory a particular server, the NMS should query the Instance table first; then query the Component
table to assign components to an instance. Lastly, query the Component Elmt table for the processes associated
with each component.
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Using the Instance and Component indexes, the NMS can then drill down further using it to query the
component-specific instrumentation for each component installed.

The component-specific table of instrumentation provides (where possible) links to dependent components
that are distributed within the solution (for example, which Router a peripheral gateway communicates with
or which Logger is the primary for a particular Administration Server and Real-time Data Server).

The CISCO-CONTACT-CENTER-APPS-MIB is structured as follows:

Figure 12: CISCO-CONTACT-CENTER-APPS-MIB Structure

The Instance table is indexed by the instance number – a value ranging from 1 to 25.

The Component table is indexed by Instance, and Component number that is arbitrarily assigned by the agent;
the value of the Component number could change from one run period to another.

The Component Element table is indexed by Instance, Component number, and Component Element number,
which is arbitrarily assigned by the agent; the value of the Component Element number could change from
one run period to another.

Each component-specific table of instrumentation is indexed by Component number.

From an inventory standpoint (a networkmanagement station taking inventory of the server itself), the Network
Management Station (NMS) first polls the Instance table. Typically, for Unified CCE, there is only one
instance. From that, the NMS polls all components that are part of this instance. Now the NMS knows what
is installed on this server and can see what is running. For example, this is a Unified CCE central controller
and the NMS wants to know what the inbound call rate is. With the Component entry for the Router, using
the Component index of that entry, the NMS then polls the cccaRouterCallsPerSec object within the Router
table (indexed by Instance number and Component index).

Additional inventory can be accomplished by drilling a little deeper. For example, assume the NMS wants to
list what PIMs are installed on PG4A. Again, poll the Instance table to get the instance number. Using that,
get all components for that instance. Find PG4A and using the component index for PG4A, get the PG table
objects for PG4A. Then get the PIM table for PG4A that returns a list of PIMs installed.

The following figure illustrates content for the application components installed:
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Figure 13: CCCA MIB – Component Inventory Example

Typically, for a Unified CCE deployment, a single instance is configured. In this case, all installed/configured
components are a part of that same instance.

The Component table comprises a list of installed Unified CCE components (for example, Router and Logger).

The Component Element table is a list of installed processes that should be running.

Real-time status of each component may be monitored by polling the cccaComponentTable. The status of a
Unified CCE component is derived by analyzing the collective status of each component element (the processes)
as best it can.

The Component Element table lists all Unified CCE processes that should be running, and exposes the
(operating system) process identifier and the current status of the process.

The information in the figure is an example, only; there can be many more processes listed in the Component
Element table.

Note

Mapping CCCA-MIB to Standard Host MIBs
The Component Element table also provides a row-by-rowmapping of Unified CCE processes to corresponding
rows of instrumentation in the HOST-RESOURCES-MIB and SYSAPPL-MIB. The direct mapping is
accomplished using the RunID object. Thus, rather than duplicate instrumentation already provided by the
HOST-RESOURCES-MIB and SYSAPPL-MIB, these standard MIBs augment the application MIB with
important process-related information.
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Figure 14: Mapping CCCA MIB Objects to Host MIB Objects

Using the cccaComponentElmtRunID object, a monitoring application can use this value as an index into the
HOST-RESOURCES-MIB hrSWRunTable as well as the hrSWRunPerfTable (which augments it). From
this, the monitoring application can acquire CPU andmemory usage metrics for each process of Unified CCE.
The application could also poll the remaining rows of the hrSWRunTable/hrSWRunPerfTable for processes
that are consuming excessive CPU cycles and/or system memory.

Youmust note that there is some level of interpretation open to an implementer of a HOST-RESOURCES-MIB
subagent. The implementer may decide that some columns of the table cannot be implemented or simply are
not necessary. There are no strict rules. That some objects within these tables do not have values is not
necessarily indicative of a failed implementation.
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Figure 15: Mapping CCCA MIB to SYSAPPL MIB

If a monitoring application prefers to acquire CPU and/or memory metrics on a per-process basis, the
cccaComponentElmtRunID valuemay also be used as an index into the SYSAPPL-MIB sysApplElmtRunTable.

The component-specific and subcomponent-specific tables include a separate table of instrumentation for
each possible Unified CCE component. The list of tables includes:

• Router Table (cccaRouterTable)

• NIC Table (cccaNicTable) – because nearly always installed on the Router, this is considered a
subcomponent of the Router

• Logger Table (cccaLoggerTable)

• Distributor Admin Workstation Table (cccaDistAwTable)

• Peripheral Gateway Table (cccaPgTable)

• Peripheral Interface Manager Table (cccaPimTable) – because always installed on the PG, this is a
subcomponent of the PG

• CTI Gateway Table (cccaCgTable)

• Outbound Option Campaign Manager (cccaCampaignMgrTable)

• Outbound Option Dialer (cccaDialerTable)

A single notification object is defined in the MIB, which is used to describe the format and content of all
notifications generated by Unified ICM and Unified Contact Center.
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CISCO-CONTACT-CENTER-APPS-MIB Objects
The following section provides a more detailed description of each object in the
CISCO-CONTACT-CENTER-APPS-MIB (CCCA MIB).

CCCA MIB Base Objects
cccaName

The fully-qualified domain name of the enterprise contact center application server.

cccaDescription

A textual description of the enterprise contact center application installed on this server. This is typically
the full name of the application.

cccaVersion

Identifies the version number of the enterprise contact center application software installed on this server.

cccaTimeZoneName

The name of the time zone where the enterprise contact center application server is physically located.

cccaTimeZoneOffsetHours

The number of hours that the local time, in the time zone where the enterprise contact center application
server is physically located, differs from Greenwich Mean Time (GMT).

cccaTimeZoneOffsetMinutes

The number of minutes that the local time, in the time zone where the enterprise contact center application
server is physically located, differs from Greenwich Mean Time (GMT). This object is combined with
the cccaTimeZoneOffsetHours object to represent the local time zone total offset from GMT.

cccaSupportToolsURL (Deprecated)

The URL for the enterprise contact center application Support Tools application server. The Support
Tools application server is an optional component of the solution and offers a centralized server for
diagnostic and troubleshooting tools. This application server resides on a Administration Server and
Real-timeData Server host. This object offers a navigation point from themanagement station (assuming
a web interface) can quickly access the Support Tools application server.

cccaWebSetupURL

The web setup URL object holds the URL for the enterprise contact center application setup web service.
The setup web service is a component of every Unified ICM and Unified CCE server and allows for an
administrator to configure parameters of the contact center application as it relates to the installation of
the product itself (not to be confused with provisioning).

cccaNotificationsEnabled

The notifications enabled object allows a management station to (temporarily) disable, during run time,
all outgoing contact center application notifications. This is typically done during a maintenance window
where many application components are frequently stopped, reconfigured and restarted, which can
generate periodic floods of notifications that are not desirable during that maintenance period. Note that
this setting is persistent even after a restart of the agent; the management station must explicitly reset
this object value to true to re-enable outgoing application notifications.
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CCCA MIB Instance Table Objects
The instance table is a list of enterprise contact center application instances. Each instance represents a contact
center application solution. A solution includes a collection of interconnected functional components (for
example, a Router, a Logger and a PG), each of which perform a specific, necessary function of the contact
center application.

cccaInstanceNumber

A numeric value that uniquely identifies an enterprise contact center application instance. The instance
number is a user-defined value configured when the instance is created by the administrator.

cccaInstanceName

The configured textual identification for the enterprise contact center application instance.

CCCA MIB Component Table Objects
The component table is a list of enterprise contact center application functional components. A Unified CCE
solution includes a collection of interconnected functional components (for example, a Router, a Logger and
a Peripheral Gateway), each of which perform a specific, necessary function of the contact center application.
This table enumerates and lists all contact center application functional components installed and configured
on this server.

A single server is permitted to have multiple functional components of a different type, but also multiple
components of the same type.

This table has an expansion relationship with the instance table; one or many entries in this table relate to a
single entry in the instance table.

cccaComponentIndex

A numeric value that uniquely identifies an entry in the component table. This value is arbitrarily assigned
by the SNMP subagent.

cccaComponentType

Identifies the type of enterprise contact center application functional component.

router(1), Logger(2), distAW(3), pg(4), cg(5), ctios(6)

cccaComponentName

A user-intuitive textual name for the enterprise contact center application functional component. Typically,
this name is constructed using the component type text, the letter that indicates which side this component
represents of a fault tolerant duplex pair and potentially a configured numeric identifier assigned to the
component. For example, a Router component might be RouterB; a peripheral gateway might be PG3A.
Often, this name is used elsewhere (in contact center application tools) to identify this functional
component.

cccaComponentStatus

The last known status of the enterprise contact center application functional component.

Unknown (1)

The status of the functional component cannot be determined.

Disabled (2)

The functional component was explicitly disabled by an administrator.
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Stopped (3)

The functional component is stopped. The component may be dysfunctional or impaired.

Started (4)

The functional component was started.

Disconnected (7)

The component is unexpectedly disconnected from a dependent component or service.

Uninitialized (8)

The component has not yet completed its initialization process.

NotRoutable (9)

The component is currently unable to make routing decisions.

CCCA MIB component element table objects
The component element table provides a list of component (operating system) services or processes that are
elements of an enterprise Contact Center application functional component. Each entry identifies a single
process that is a necessary element of the functional component.

This table also provides a one-to-one mapping of entries to a corresponding entry in the IETF standard host
and application MIB tables. The HOST-RESOURCES and SYSAPPL MIBs expose tables that provide
additional instrumentation for software and applications and for the processes that make up that software or
those applications. The HOST-RESOURCES-MIB entries in hrSWRunTable and hrSWRunPerfTable and
the SYSAPPL-MIB entries in sysApplElmtRunTable have a one-to-one relationship to entries in the component
element table. The entries in these standard MIB tables are solely or partially indexed by the operating system
process identifier (ID). The process ID is an integer value that uniquely identifies a single process that is
currently running on the host. Entries in the component element table maintain its process ID; this value is
used to relate the entry to a corresponding entry in the referenced tables of HOST-RESOURCES-MIB and
SYSAPPL-MIB.

cccaComponentElmtIndex

A unique numeric identifier for a system process or service that is a necessary element of an enterprise
Contact Center application functional component. This value is arbitrarily assigned by the SNMP subagent.

cccaComponentElmtName

The textual name of the component element, as known by the Contact Center application. The component
element is an operating system process, which is a necessary element of the enterprise Contact Center
application functional component. Most often, this name is the host executable filename, without the file
extension.

cccaComponentElmtRunID

The operating system process ID for the process or service that is an element of this enterprise Contact
Center application functional component. The component element run ID maps directly to the
hrSWRunIndex value of hrSWRunTable and hrSWRunPerfTable (which augments hrSWRunTable) of
the HOST-RESOURCES-MIB and the sysApplElmtRunIndex value of sysApplElmtRunTable of the
SYSAPPL-MIB. This object value provides the mechanism for a one-to-one relationship between an
entry in the referenced tables of these standard MIBs and an entry in the component element table.
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cccaComponentElmtStatus

The last known status of a system process or service that is a necessary element of an enterprise Contact
Center application functional component.

Unknown(1)

The status of the component element can’t be determined.

Disabled(2)

The component element was explicitly disabled by an administrator.

Stopped(3)

The component element is stopped; it may be dysfunctional or impaired.

Started(4)

The component element was started.

Active(5)

The component element is currently running.

Standby (6)

The functional component was started, is currently running and is the hot-standby side of a
fault-tolerant duplex pair.

Disconnected (7)

The component is unexpectedly disconnected from a dependent component or service.

Uninitialized (8)

The component hasn’t yet completed its initialization process.

NotRoutable (9)

The component is currently unable to make routing decisions.

Ready (10)
This status is specific to the dialer component. The dialer component is ready to go active but waiting
for the MR interface to become active.

CCCA MIB Router Table Objects
The Router table lists each enterprise contact center application Router component configured on this server.
Each entry in the table defines a separate Router functional component; a single server is permitted to have
multiple Router components for deployments but only has one Router for Unified CCE deployments.

The Router table has a sparse dependent relationship with the component table. The instance number acts as
the primary index for the Router table to properly relate a Router component entry to the appropriate instance
entry. The component index acts as the secondary index, relating the entry to the corresponding entry in the
component table.

cccaRouterSide

Indicates which of the duplex pair this entry represents of an enterprise contact center application fault
tolerant router functional component. The Router side value is either 'A' or 'B'. For simplex configurations,
the Router side value defaults to 'A'.
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cccaRouterCallsPerSec

Indicates the current inbound call rate; that is, the calculated number of inbound calls per second.

cccaRouterAgentsLoggedOn

The number of contact center agents currently managed by the enterprise contact center application. This
does not necessarily represent the number of contact center agents that can receive routed calls, but rather
the number of agents for which the application is recording statistical information.

cccaRouterCallsInProgress

Indicates the current number of active (voice) calls being managed by the enterprise contact center
application. The calls are in various states of treatment.

cccaRouterDuplexPairName

The hostname of the duplex pair (for example, the other side) server of an enterprise contact center
application fault tolerant Router component. If this component is not part of a duplex pair (for example,
simplex), the object value is the null string.

cccaRouterNicCount

The number of network interface controllers configured and enabled for this enterprise contact center
application Router functional component. There is an imposed architectural limit of 32 configured NICs
per Router.

cccaRouterCallsInQueue

The Router calls in queue object indicates the total number of calls queued in all network Voice Response
Units (VRUs), from the Router's perspective, including those calls that are in the process of transferring
to the VRU for queuing.

cccaRouterAppGwEnabled

The Router application gateway enabled object indicates whether an application gateway is configured
and a part of this contact center application deployment. An application gateway provides an external
interface to business back-end systems that may be used as external input to call scripting logic, or, that
logic which controls how a customer call is handled (routed).

cccaRouterDBWorkerEnabled

The Router database worker enabled object indicates whether a database worker process was configured
and is a part of this contact center application deployment. A database worker provides an interface to
an external database from which data may be retrieved and used as input to call scripting logic, or, that
logic which controls how a customer call is handled (routed).

cccaRouterPGsEnabledCount

The Router PGs enabled count object holds the number of PGs that were enabled for this Router; during
usual operation, this is the number of PGs that connect to this Router functional component. There is an
imposed architectural limit of 150 peripheral gateways per deployment.

cccaRouterPublicHighAddr

The Router public high address object holds the address of the local high-priority interface of this Router
functional component to the public network. The public network interface is exposed outside the realm
of the Unified Contact Center application and is used for the transfer of data between this Router and
other functional components of the contact center deployment. This interface is reserved for high-priority
messages; network prioritization is typically configured for this interface to ensure a level of quality of
service.
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cccaRouterPublicNonHighAddr

The Router public non-high address object holds the address of the local interface of this Router functional
component to the public network that is used for best effort priority messages. The public network
interface is exposed outside the realm of the Unified CC application and is used for the transfer of data
between this Router and other functional components of the deployment. This interface is used for
normal-priority messages.

cccaRouterPrivateHighAddr

The Router private high address object holds the address of the local high-priority interface of this Router
functional component to the private network. The private network interface is used exclusively by the
Unified Contact Center application for the transfer of synchronization data between duplexed pairs and
for the transfer of application data from the Router to the Logger. This interface is reserved for high-priority
messages and as much as 90% of the available network bandwidth is allocated to this interface.

cccaRouterPrivateNonHighAddr

The Router private non-high address object holds the address of the local interface of this Router functional
component to the private network that is used for best effort priority messages. The private network is
used exclusively by the Unified Contact Center application for the transfer of synchronization data
between duplexed pairs and for the transfer of application data from the Router to the Logger. This
interface is used for normal-priority messages.

CCCA MIB NIC Table Objects
The NIC table lists the enterprise contact center application network interface controllers enabled on this
Router functional component.

The NIC table has an expansion dependent relationship with the Router table. There may be one or more NIC
entries associated with a single Router entry. The instance index acts as the primary index and the component
index a secondary index. This indexing method ensures that NIC entries are properly related to its parent
Router and to the appropriate instance. The SNMP agent arbitrarily assigns the NIC index when each NIC
table entry is created.

cccaNicIndex

A value that uniquely identifies an entry in the network interface controller table. The value of this object
is arbitrarily assigned by the SNMP subagent.

cccaNicType

Indicates to which telephony network this NIC functional component provides an interface.

cccaNicStatus

The last known status of the enterprise contact center application network interface controller functional
component.

CCCA MIB Logger Table Objects
The Logger table lists the enterprise contact center application Logger functional components installed and
enabled on this server.

The Logger table has a sparse dependent relationship with the component table. The instance number acts as
the primary index for the Logger table to properly relate a Logger component entry to the appropriate instance
entry. The component index acts as the secondary index, relating the entry to the corresponding entry in the
component table.
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cccaLoggerSide

Which of the duplex pair this entry represents, of an enterprise contact center application fault tolerant
Logger functional component. The Logger side value is either 'A' or 'B'. For simplex configurations, the
Logger side value defaults to 'A'.

cccaLoggerType

Which type of enterprise contact center application Logger, is installed on this server. The Logger type
varies based on the configuration of the contact center solution.

cccaLoggerRouterSideAName

The hostname of the side 'A' Router that this enterprise contact center application Logger functional
component is associated. The Logger component must be connected to a Router that is part of the same
instance.

cccaLoggerRouterSideBName

The hostname of the side 'B' Router that this enterprise contact center application Logger functional
component is associated. The Logger component must be connected to a Router that is part of the same
instance.

cccaLoggerDuplexPairName

The hostname of the duplex pair (for example, the other side) server of an enterprise contact center
application fault tolerant Logger component. If this component is not part of a duplex pair (for example,
simplex), the object value is the null string.

The Logger connects to its duplex pair via a private' interface a closed subnet that guarantees a quality
of service level that does not impact the performance of the contact center application. This private subnet
is not accessible by the management station.

cccaLoggerHDSReplication

Indicates whether the Logger component replicates data to a Administration Server, Real-time and
Historical Data Server, and Detail Data Server. If true, the Logger feeds historical data at regular intervals
to the HDS for long-term storage. In this configuration, administrator reports are generated by accessing
data from the HDS rather than the Logger in order to remove the performance impact of reporting on
the Logger.

cccaLoggerAvgDBWriteTime

The Logger average database write time expresses the average amount of time, in 100 nanosecond units,
required to write data to a table in the central controller database. This value represents the average time
per write of the write operations that occurred in the past second. This object is a good indicator of
contention for database access.

CCCA MIB Administration Server and Real-Time Data Server Table Objects
The Administration Server and Real-time Data Server table lists the enterprise contact center application
Administration Server and Real-time Data Server functional components installed and enabled on this server.

The Administration Server and Real-time Data Server table has a sparse dependent relationship with the
component table. The instance number acts as the primary or the Administration Server and Real-time Data
Server table to properly relate an Administration Server and Real-Time Data Server component entry to the
appropriate instance entry. The component index acts as the secondary index, relating the entry to the
corresponding entry in the component table.
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cccaDistAwSide

Which of the duplex pair this entry represents, of an enterprise contact center application fault tolerant
distributor administrator workstation functional component. The Administration Server and Real-time
Data Server side value is either A or B. For simplex configurations, the Administration Server and
Real-time Data Server side value defaults to A.

cccaDistAwType

Which type of enterprise contact center application distributor administrator workstation, is installed on
this server. The Administration Server and Real-time Data Server type varies based on the configuration
of the contact center solution.

cccaDistAwAdminSiteName

A user-defined textual name that uniquely identifies the location or the configuration of the Administration
Server and Real-time Data Server component.

cccaDistAwRouterSideAName

The hostname of the side A Router that this enterprise contact center application Administration Server
and Real-time Data Server functional component is associated. The the Administration Server and
Real-time Data Server component must be connected to a Router that is part of the same instance. If the
side B Router is the active Router and a failure occurs, the side A Router then immediately assumes the
role. In this case, the Administration Server and Real-Time Data Server lose their connection to the side
B Router and thus use this object value to connect to the side A Router.

cccaDistAwRouterSideBName

The hostname of the side B Router that this enterprise contact center application Administration Server
and Real-timeData Server functional component is associated. The Administration Server and Real-time
Data Server component must be connected to a Router that is part of the same instance. If the side A
Router is the active Router and a failure occurs, the side B Router then immediately assumes the role.
In this case, the Administration Server and Real-Time Data Server lose their connection to the side A
Router and thus use this object value to connect to the side B Router.

cccaDistAwLoggerSideAName

The hostname of the side A Logger that this enterprise contact center application Administration Server
and Real-timeData Server functional component is associated. The Administration Server and Real-time
Data Server component must be connected to a Logger that is part of the same instance. If the side B
Logger is the active Logger and a failure occurs, the side A Logger then immediately assumes the role.
In this case, the Administration Server and Real-time Data Server lose their connection to the side B
Logger and thus use this object value to connect to the side A Logger.

cccaDistAwLoggerSideBName

The hostname of the side B Logger that this enterprise contact center application Administration Server
and Real-timeData Server functional component is associated. The Administration Server and Real-time
Data Server component must be connected to a Logger that is part of the same instance. If the side A
Logger is the active Logger and a failure occurs, the side B Logger then immediately assumes the role.
In this case, the distributor AW loses its connection to the side A Logger and use this object value to
connect to the side B Logger.

cccaDistAwDuplexPairName

The hostname of the duplex pair (for example, the other side) server of an enterprise contact center
application fault tolerant Administration Server and Real-time Data Server component. If this component
is not part of a duplex pair (for example, simplex), the object value is the null string.
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cccaDistAwHDSEnabled

Indicates whether this enterprise contact center application distributor administrator workstation has a
historical database server (HDS) configured and enabled. If so, this Administration Server and Real-time
Data Server receive replicated data from the Logger at periodic intervals and add the data to the HDS.
Client administrator workstations generate reports based on the data in this HDS.

cccaDistAwWebViewEnabled (Deprecated)

Indicates whether this enterprise contact center application distributor administrator workstation has a
web-based reporting server (WebView) configured and enabled. Having WebView configured and
enabled does not imply that a historical database server is also present on this server; the data may be
accessed by the WebView server from a database on a different host.

cccaDistAwWebViewServerName (Deprecated)

The server (universal naming convention [UNC]) name of the server where the enterprise contact center
application database resides. This database holds the real-time and/or historical data that is requested
when generating reports..

CCCA MIB Peripheral Gateway Table Objects
The PG table lists the enterprise contact center application PG functional components installed and enabled
on this server.

The PG table has a sparse dependent relationship with the component table. The instance number acts as the
primary index for the PG table to properly relate a PG component entry to the appropriate instance entry. The
component index acts as the secondary index, relating the entry to the corresponding entry in the component
table.

cccaPgNumber

A user-defined numeric identifier for this enterprise contact center application peripheral gateway.

cccaPgSide

Which of the duplex pair this entry represents of an enterprise contact center application fault tolerant
peripheral gateway functional component. The PG side value is either 'A' or 'B'. For simplex configurations,
the PG side value defaults to 'A'.

cccaPgRouterSideAName

The hostname of the side A Router that this enterprise contact center application peripheral gateway
functional component is associated. The peripheral gateway component must be connected to a Router
that is part of the same instance. If the side B Router is the active Router and a failure occurs, the side
A Router then immediately assumes the role. In this case, the peripheral gateway loses its connection to
the side B Router and thus use this object value to connect to the side A Router.

cccaPgRouterSideBName

The hostname of the side B Router that this enterprise contact center application peripheral gateway
functional component is associated. The peripheral gateway component must be connected to a Router
that is part of the same instance. If the side A Router is the active Router and a failure occurs, the side
B Router then immediately assumes the role. In this case, the peripheral gateway loses its connection to
the side A Router and thus use this object value to connect to the side B Router.
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cccaPgDuplexPairName

The hostname of the duplex pair (for example, the other side) server of an enterprise contact center
application fault tolerant peripheral gateway component. If this component is not part of a duplex pair
(for example, simplex), the object value is the null string.

cccaPgPimCount

The number of peripheral interface managers configured and enabled for this enterprise contact center
application peripheral gateway functional component.

cccaPgCallsInProgress

The call in progress object shows the number of calls that are currently active and being managed or
monitored by this peripheral gateway.

cccaPgAgentsLoggedOn

The agents logged in object shows the number of agents associated with this peripheral gateway that are
currently logged in and are being managed or monitored by this peripheral gateway.

cccaPgAgentsReady

The agents ready object shows the number of agents associated with this peripheral gateway that are
currently logged in and in a 'Ready' state, for example,, ready to receive calls.

cccaPgAgentsTalking

The agents talking object shows the number of agents associated with this peripheral gateway that are
currently logged in and taking a call (in a 'Talking' state).

cccaPgID

The PG identifier is a unique numeric identifier for this enterprise contact center application peripheral
gateway. The identifier is assigned by the contact center application.

CCCA MIB Peripheral Interface Manager Table Objects
The PIM table lists the enterprise contact center application PIM configured and enabled on this Peripheral
Gateway functional component.

The PIM table depends on both the instance table and the PG table; the instance index acts as the primary
index and the PG index a secondary index. This indexing method ensures that PIM entries are properly related
to its parent PG and to the appropriate instance.

The PIM table has an expansion dependent relationship with the PG table. There may be one or more PIM
entries associated with a single PG entry. The instance index acts as the primary index and the component
index a secondary index. This indexing method ensures that PIM entries are properly related to its parent PG
and to the appropriate instance. The SNMP agent assigns the PIM number, based upon the configuration,
when each PIM table entry is created.

cccaPimNumber

The numeric identifier for this enterprise contact center application PIM. This object value is a user-defined
numeric value and is limited to a maximum of 32 because this is the maximum number of PIMs supported
on a single peripheral gateway.

cccaPimPeripheralName

The user-defined textual name of the enterprise contact center application PIM. This name uniquely
identifies the PIM.

Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
36

Monitoring SNMP Health
CCCA MIB Peripheral Interface Manager Table Objects



cccaPimPeripheralType

The type of the enterprise contact center application PIM, for example, the brand name and model of the
ACD, private branch exchange (PBX), or VRU.

cccaPimStatus

The last known status of the enterprise contact center application peripheral interface manager functional
component.

cccaPimPeripheralHostName

The hostname or IP address of the peripheral (the PBX, ACD, or VRU) to which the enterprise contact
center application PIM is connected. If there are multiple interfaces to the peripheral, each hostname or
IP address is separated by a comma.

CCCA MIB CTI Gateway Table Objects
The CG table lists the enterprise contact center application computer telephony integration (CTI) gateway
functional components installed and enabled on this server.

The CTI gateway table has a sparse dependent relationship with the component table. The instance number
acts as the primary index for the CTI gateway table in order to properly relate a CTI gateway component entry
to the appropriate instance entry. The component index acts as the secondary index, relating the entry to the
corresponding entry in the component table.

cccaCgNumber

A numeric identifier for this enterprise contact center application CTI Gateway. This is a user-defined
numeric value and may not be identical to the table index.

cccaCgSide

Which of the duplex pair this entry represents of an enterprise contact center application fault tolerant
CTI gateway functional component. The CG side value is either 'A' or 'B'. For simplex configurations,
the CG side value defaults to 'A'.

cccaCgPgSideAName

The hostname of the side ‘A’ PG that this enterprise contact center application CTI gateway (CG)
functional component is associated. The CG component must be connected to a PG that is part of the
same instance. If the side ‘B’ PG is the active PG and a failure occurs, the side ‘A’ PG then immediately
assumes the role. In this case, the CG loses its connection to the side ‘B’ PG and thus use this object
value to connect to the side ‘A’ PG.

cccaCgPgSideBName

The hostname of the side ‘B’ peripheral gateway (PG) that this enterprise contact center application CTI
gateway (CG) functional component is associated. The CG component must be connected to a PG that
is part of the same instance. If the side ‘A’ PG is the active PG and a failure occurs, the side ‘B’ PG then
immediately assumes the role. In this case, the CG loses its connection to the side ‘A’ PG and thus use
this object value to connect to the side ‘B’ PG.

cccaCgDuplexPairName

The hostname of the duplex pair (for example, the other side) server of an enterprise contact center
application fault tolerant CTI gateway component. If this component is not part of a duplex pair (for
example, simplex), the object value is the null string.
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cccaCgOpenSessions

The CG open sessions object indicates the number of sessions (connections) that were established between
the CTI Gateway and CTI clients. These are active sessions that are functioning usually.

cccaCgOtherSessions

The CG other sessions objects indicates the total number of sessions (connections) between the CTI
Gateway and CTI clients that are not usual, open/active sessions. This includes sessions that are 'opening'
(not yet established and initialized), session that are 'closing' (connections being torn down) as well as
sessions that are in an 'unknown' state and sessions that have failed. While this object value fluctuates
from time to time, it stabilizes during usual operation. A steadily increasing value indicates a problem
that should be investigated.

cccaCgID

The CG number is a unique numeric identifier for this enterprise contact center application CTI gateway.
The identifier is assigned by the contact center application.

CCCA MIB Outbound Option Campaign Manager Table Objects
The Campaign Manager table lists the enterprise contact center application Outbound Option Campaign
Manager functional components installed and enabled on this server. In virtually all single-instance enterprise
deployments, the Campaign Manager is coresident with the Logger.

The Campaign Manager table has a sparse dependent relationship with the component table. The instance
number acts as the primary index for the Campaign Manager table to properly relate a Campaign Manager
component entry to the appropriate instance entry.

The component index acts as the secondary index, relating the entry to the corresponding entry in the component
table.

The SNMP agent constructs the CampaignManager table at startup. Because you can only configure Campaign
Manager components while the enterprise contact center application is stopped, Campaign Manager table
entries cannot be added to or deleted from the table either by the agent or the management station when the
application is running. The agent updates the values of CampaignManager entry objects as their values change
when the application is running. All objects in this table are read-only to the management station.

Each Campaign Manager entry represents an enterprise contact center application Campaign Manager server
functional component configured on the server. The Campaign Manager component, which resides on the
Unified CCE Logger, is responsible for:

• Managing when a campaign runs

• Maintaining system and Dialer configurations

• Making decisions about which contact records to retrieve from a campaign based on configurable query
rules and then delivering those contact records to Dialers

• Distributing configuration data to the import process and all available Dialers in the system

• Collecting real-time and historical data and sending it to the Router for subsequent storage and distribution

• Managing the Do Not Call list, ensuring no numbers on it are sent to the Dialers

The objects in each campaign manager entry provide configuration, performance, and component status
information.
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cccaCampaignMgrDbUtilization

The campaign manager and Import processes share a private database on the Logger. The campaign
manager database utilization object shows what percentage of allocated space in the database is currently
utilized. An administrator should monitor this object when its value exceeds 80 percent.

cccaCampaignMgrQueueDepth

The campaign manager is a multithreaded process. One main dispatch thread is involved in most
processing. The queue depth object indicates how many messages are queued to this internal dispatch
thread.

cccaCampaignMgrAvgQueueTime

The campaign manager is a multithreaded process; however, there is one main dispatch thread that is
involved in most message processing. The average queue time object shows the average amount of time
a message spends in the main dispatch thread queue awaiting processing (in milliseconds).

cccaCampaignMgrActiveDialers

The campaign manager process feeds several Dialer components which manage the dialing of customers
for outbound campaigns. The active Dialers counter indicates how many Dialers are currently registered
to this campaign manager.

CCCA MIB Outbound Option Dialer Table Objects
The Dialer table lists each enterprise contact center application Outbound Option Dialer component configured
on this server. Each entry in the table defines a separate Dialer functional component.

The Dialer table has a sparse dependent relationship with the component table. The instance number acts as
the primary index for the Dialer table to properly relate a Dialer component entry to the appropriate instance
entry. The component index acts as the secondary index, relating the entry to the corresponding entry in the
component table.

The SNMP agent constructs the Dialer table at startup. Because you can only configure a Dialer while the
enterprise contact center application is stopped, Dialer table entries cannot be added to or deleted from the
table either by the agent or the management station when the application is running. The agent updates Dialer
entry objects as their values change when the application is running. All objects in this table are read-only to
the management station.

Each Dialer entry represents an enterprise contact center application Outbound Option Dialer functional
component configured on the server. The Dialer component maximizes the resources in a contact center by
dialing several customers per agent. The Dialer component resides on the peripheral gateway (PG) server,
where it does the following:

• Dials customers
• Reserves agents
• Performs call classification
• Calculates agent availability
• Keeps Outbound Dialing at a level where the abandon rate is below the maximum allowed abandon rate

The objects in the Dialer entry provide information about dependent components, performance metrics, and
port usage.
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cccaDialerCampaignMgrName

The Dialer campaign manager name object holds the hostname or IP address of the Outbound Option
Campaign Manager to which this Dialer is associated. The Dialer connects to the campaign manager to
exchange data related to an Outbound Dialing campaign.

cccaDialerCampaignMgrStatus

The Dialer campaign manager status indicates the current connection status between this Dialer and the
Outbound Option Campaign Manager component, which is coresident with the Logger.

cccaDialerCtiServerAName

The Dialer CTI server A name object holds the hostname or IP address of the contact center application
CTI Server side A functional component, which this Dialer depends. The Dialer connects to the CTI
Server to monitor skill group statistics (to choose an agent) and runs call control after an available agent
is selected.

cccaDialerCtiServerBName

The Dialer CTI server B name object holds the hostname or IP address of the contact center application
CTI Server side B functional component, which this Dialer depends. The Dialer connects to the CTI
Server to monitor skill group statistics (to choose an agent) and runs call control after an available agent
is selected.

cccaDialerCtiServerStatus

The Dialer CTI server status indicates the current connection status between this Dialer and the active
CTI server component.

cccaDialerMediaRouterStatus

The Dialer media Router status indicates the current connection status between this Dialer and theMedia
Routing (MR) Peripheral Interface Manager (PIM) component. The Dialer uses the MR PIM interface
to reserve an available agent as a recipient for a dialed customer call.

cccaDialerQueueDepth

The Dialer is a multithreaded process that communicates between threads using inter-thread messaging.
The queue depth object indicates how many messages are currently queued for the main dispatch thread.
When this object is used in combination with the average queue time object, message processing
performance can be gauged.

cccaDialerAvgQueueTime

The Dialer is a multithreaded process that communicates between threads using messaging. One main
dispatch thread is involved in most message processing. The average queue time shows the average
amount of time (in milliseconds) that a message spent in the queue before being de-queued processing.
When this object used in combination with the queue depth object, message processing performance can
be gauged.

cccaDialerTalkingAgents

For an agent campaign, the Dialer places calls to customers and transfers those customer calls to agents.
The talking agents object indicates how many agents are currently talking in the monitored campaign
skill group.
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cccaDialerCallAttemptsPerSec (Deprecated)

The call attempts per second object tracks how many calls the Dialer is placing per second, rounded to
the nearest integer. If the dialing rate is too high, it can result in network congestion on the voice network,
which can result in inefficient dialing.

cccaDialerConfiguredPorts

The Dialer configured ports object is a count of the total number of ports that are configured for placing
calls to customers and for transferring calls to agents during outbound calling campaigns. During usual
operation, the Dialer configured ports object value is equal to a sum of busy and idle ports.

cccaDialerBusyCustomerPorts

The Dialer busy customer ports object is a count of the number of ports currently in use for customer
calls. The port is the unit on the Dialer that places calls to reserve agents and to contact customers.

cccaDialerBusyReservationPorts

The Dialer busy reservation ports object tracks how many ports are currently busy reserving agents. The
port is the unit on the Dialer that places calls to reserve agents and to contact customers.

cccaDialerIdlePorts

The Dialer idle ports object is a count of the number of ports that are currently idle, for example, there
are no calls to customers or to agents using these ports and they are available to the Dialer for placing
new calls.

cccaDialerBlockedPorts

The Dialer blocked ports object is a count of the number of ports that are currently unusable for placing
calls. A blocked port may be an impaired or inoperable port or one that has a ‘stuck’ call that was not
dropped. A ‘stuck’ call is a call that is identified by the application as exceeding a duration threshold.

Configuring the SNMP Agents

Installation Prerequisites for SNMP Support
Unified CCE SNMP support is automatically installed during setup. No extra steps must be taken during setup
for SNMP support to be enabled. However, you must install Microsoft Windows SNMP optional components
on the Unified CCE servers for any SNMP agents to function.

Install the appropriateMicrosoftWindows SNMP components before you install any Unified CCE components
that require SNMP monitoring. Instructions for installing the Microsoft Windows SNMP component are
below.

Note

You require the Microsoft SNMP components are required for Cisco SNMP support. However, the Microsoft
Windows SNMP service is disabled as part of the Unified ICM setup and is replaced by the Cisco Contact
Center SNMP Management service to process SNMP requests in its place. The Cisco Contact Center SNMP
Management service provides for more sophisticated SNMP capabilities than the standard Microsoft SNMP
Service.
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The AppInfo feature provided by the VMware tools has to be disabled. For instructions to disable the AppInfo
feature, see the VMware documentation.

Note

SNMP Agent Configuration
While all SNMP components are installed and enabled by default, the device is not manageable via an NMS
until you properly configure the solution. You configure the Cisco Contact Center SNMP solution using a
Microsoft Management Console (MMC) snap-in. There are many functions of a Windows-based server that
are configured using an MMC snap-in so the interface is familiar.

Add Cisco SNMP Agent Management Snap-In

Before you begin

To configure the Cisco SNMP agents, you must first add the Cisco SNMP Agent Configuration snap-in to a
Microsoft Management Console. You can then change and save SNMP agent settings. To add the snap-in:

Procedure

Step 1 From the Start menu select Run.
Step 2 In the Start box type in mmc /32 and press Enter.
Step 3 From the Console, select File > Add/Remove Snap-in

A new window appears.

Step 4 From the Standalone tab, verify Console Root is selected in the Snap-ins added to: field and click Add.
Step 5 In the Add Snap-in window scroll down and select Cisco SNMP Agent Management.
Step 6 In the Add Snap-in window click Add.
Step 7 In the Add Snap-in window click Close.
Step 8 Click OK in the Add/Remove Snap-in window.

The Cisco SNMP Agent Management snap-in is now loaded in the console.

Save Snap-In View
After you load the Cisco SNMP Agent Management MMC Snap-in, you can save that console view to a file
(with an .MSC file extension) that you can launch directly instead of repeatedly adding the Snap-in to a new
MMC console view.

Procedure

Step 1 Click Console > Save As.
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Save As dialog appears.
Step 2 Enter a memorable file name.

Example:

Cisco SNMP Agent Management.msc

Retain the .msc file extension.

Step 3 Click OK to save the file to the desired location.
The Administrative Tools (start) menu is the default location, which makes it conveniently available for later access via
the Start menu.

Configure Community Names for SNMP v1 and v2c
If you are using SNMP v1 or v2c you must configure a Community Name so that Network Management
Stations (NMSs) can access the data provided by your server. These names are left blank during installation
for security reasons.

SNMP Community Names are used to authenticate data exchange of SNMP information. An NMS can
exchange SNMP information only with servers that use the same Community Name.

To configure the Community Name for SNMP v1 and v2c:

Procedure

Step 1 Expand Cisco SNMP Agent Management in the left pane of the MMC snap-in.
Step 2 Highlight Community Names (SNMP v1/v2c) in the left pane under Cisco SNMP Agent Management Community

Name, SNMP Version, and Restricted Access columns appear in the right pane.
Step 3 Right-click the white space in the right pane and choose Properties.

A dialog box appears.
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Figure 16: SNMP Community Name Configuration Dialog

Step 4 Click Add New Community.
Step 5 In the dialog box, under Community Information, provide a community name.
Step 6 Select the SNMP Version by selecting the radio box for SNMP v1 or SNMP V2c.
Step 7 Optionally, enter one or more IP addresses in the IP Address entry field (containing “dots”) and click Insert to enable

the access solely for this community from the NMS with the IP Address provided.

This applies to both polling and traps.

Step 8 Click Save.

The community name appears in the Configured Communities section at the top of the dialog box.

Note
You can remove the community name by highlighting the name in the Configured Communities section and clicking
Remove Community.

Step 9 Click OK.

Configure User Names for SNMP v3
If you are using SNMP v3 you must configure a User Name so that Network Management Stations (NMSs)
can access the data provided by your server. By default, these names are left blank for security reasons.
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Procedure

Step 1 Expand Cisco SNMP Agent Management in the left pane of the MMC snap-in.
Step 2 Highlight User Names (SNMP v3) in the left pane under Cisco SNMP Agent Management.

User Name, Authentication, Privacy, and Restricted Access columns appear in the right pane.

Step 3 Right-click the white space in the right pane and choose Properties.
User Names (SNMP v3) Properties dialog box appears.

Figure 17: SNMP User Name Configuration Dialog Box

Step 4 Click Add User.
Step 5 Enter user name in User Configuration text box .
Step 6 (Optional) Check Required? under Authentication to use SNMP v3 authentication.

a) choose an authentication protocol
b) Enter and confirm a password.

Note
This setting encrypts the password information as it is sent over the network. You must use these settings on your NMS
to access SNMP data from this server.

Step 7 (Optional) Check Required? under Privacy to use SNMP v3 privacy.
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a) Choose an encryption type.
b) Enter and confirm a password.

Note
This setting encrypts all SNMP information as it is sent over the network. If privacy is configured, authentication is
required, but you can configure authentication without configuring privacy. You must use these settings on your NMS
to access SNMP data from this server.

Step 8 (Optional) Enter one or more IP addresses in the IP Address entry field (containing dots) and click Insert to enable
access solely from the NMS with the IP Address provided.

This applies to both polling and traps.

Step 9 Click Save
The new User Name appears in the Configured Users section at the top of the dialog box.

Note
You can remove the user by highlighting the name in the Configured Users section and clicking Remove User.

Step 10 Click OK.

Configure General Information Properties
You can configure general information properties for Cisco SNMPwithin the Cisco SNMPAgentManagement
Snap-in.

Procedure

Step 1 HighlightGeneral Information in the left pane under Cisco SNMPAgentManagement. Attribute, Value, and Description
columns appear in the right pane.

Step 2 Right-click the white space in the right pane and choose Properties.
General Information Properties dialog appears.
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Figure 18: SNMP General Information Configuration Dialog Box

Step 3 Change the following properties in the SNMP System Information section of the General Information Properties dialog
box.

Table 2: SNMP General Information Properties

DescriptionProperty

The fully qualified domain name of the system. If empty, this automatically fills.System Name

The physical location of the server itself, for example, Building 5, Floor 3, Room 310.System Location

The name, email address and/or telephone number of the system administrator or point of contact
that should be notified to help resolve a problem with the server.

System Contact

A brief description of this server, to include the primary application running on the server.System Description

The port number to be used to access/poll the device. The default port for SNMP polling is UDP
161; if you NMS uses a different port, enter the desired port number here.

Number

Check if you wish to enable Authentication Traps. When an NMS attempts to poll this device
with inappropriate authentication credentials (for example, wrong community name), the device
generates a failed authentication trap.

Enable Authentication Traps

Note
The notifications are explained in <INSTALL_DRIVE>/icm/snmp/CCA-Notifications.txt.
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Step 4 (Optional) Change Windows Execution Priority of Cisco SNMP agents in Agent Performance section under Execution
Priority.
The default is Below Normal. You can further lower it by setting it to Low. Keep the settings at the default levels unless
you are seeing a significant performance impact.

Step 5 (Optional) Modify SNMP Agent Performance by changing the number of Concurrent Requests, Subagent Wait Time (in
seconds), and Subagents.
The default values are 5, 25, and 25 respectively. Keep the settings at the default levels unless you are seeing a significant
performance impact.

Maximum Limits Settings for Agent Performance
Specify maximum limits for agent performance in the General Information Properties dialog.

Concurrent Requests

The maximum number of SNMP requests that a subagent can currently process. Any pending requests
above this value are queued.

Subagent Wait Time

The maximum number of seconds that the primary agent waits for a subagent response.

Subagents

The maximum allowable subagents that the primary agent loads.

Change Agent Log Quantity Setting

Change this value only under direction from Cisco Technical Assistance (TAC).Important

Procedure

Step 1 Change Agent Log Quantity setting in General Information Properties dialog.

• Verbose (most information),
• Normal (default), or
• Terse (least information)

Note
You can retrieve logs using the Analysis Manager.

Step 2 Click OK to save changes.
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Configure SNMP Trap Destinations
You can configure SNMP Trap Destinations for SNMP v1, SNMP v2c, and SNMP v3. A trap is a notification
used by the SNMP agent to inform the NMS of a certain event.

Procedure

Step 1 Expand Cisco SNMP Agent Management in left pane of MMC snap-in.
Step 2 Highlight Trap Destinations in left pane under Cisco SNMP Agent Management.

Trap Entity Name and SNMP Version columns appear in the right pane.

Step 3 Right-click white space in right pane and select Properties.
A dialog box appears:

Figure 19: SNMP Trap Destination Configuration Dialog Box

Step 4 Click Add Trap Entity.
Step 5 Select SNMP version in Trap Entity Information for version of SNMP used by your NMS.
Step 6 Provide name for trap entity in Trap Entity Name field.
Step 7 Select user or community name to associate with trap.

This list is auto-populated with existing users/community names that have been configured.
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Step 8 Enter IP addresses in IP address entry field (containing “dots”) and click Insert to define one or more destinations for
traps.

Step 9 Click Save to save trap destination.

The Trap Entity Name appears in the Trap Entities section at the top of the dialog box.

Note
You can remove the Trap Entity by highlighting the name in the Trap Entities section and clicking Remove Trap
Entity.

Step 10 Click OK.

Multihomed Windows Server

Amultihomed server is a server that connects to multiple network interfaces or IP addresses. If yourMicrosoft
Windows Server uses several IP addresses, you cannot guarantee that the SNMP primary agent binds to the
appropriate IP address.

For example, on Unified CCE Routers or Router/Logger (Rogger) systems, SNMP get requests may arrive
on the public nonhigh priority interface although responses are sent on the public high interface. Also, outbound
SNMP traps may be sent using the public high interface when the network management station expects the
SNMP traps sent using the public nonhigh priority interface.

There are two ways to bind the SNMP primary agent to the appropriate IP address:

• Continue to use the public high-priority network interface. Configure the network management station
to poll the public high interface.

• Use Web Setup to change the IP addresses for the Routers. Use the public high network interface for
public (normal priority) traffic. Use the public nonhigh interface for high priority traffic. Ensure that you
specify the appropriate priority (high or normal) for all nodes.
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C H A P T E R 3
Understanding SNMP Notifications

• Unified CCE Notification Type, on page 51
• Dual State Objects, on page 54
• Correlating Notifications, on page 56
• Single State Objects, on page 57
• Organizing SNMP Notifications, on page 58
• CSFS Heartbeat Notification, on page 58

Unified CCE Notification Type

cccaIcmEvent
An ICM event is a notification that is sent by a functional component of the Cisco Unified Intelligent Contact
Management (Unified ICM) and the Cisco Unified Contact Center Enterprise (Unified CCE) contact center
applications.

The following table details the objects which comprise the notification type:

Table 3: Unified CCE Notification Type Objects

DescriptionObject Name

A unique identifier used to correlate multiple notifications generated by a single
enterprise contact center application functional component or subcomponent. A
functional component constructs its unique identifier based upon configured
parameters; all notifications by that component include this event component ID.

cccaEventComponentId

Serviceability Guide for Cisco Unified Contact Center Enterprise, Release 15.0(1)
51



DescriptionObject Name

The state (not to be confused with severity) of the notification and potentially the
current state of the functional component that generated the notification. The possible
states are:

'clear' (0): The clear state indicates that the condition that generated a previous raise
notification is resolved.

'applicationError' (2): The application error state alerts the recipient that an error
exists in the enterprise contact center application but that the error does not affect
the operational status of the functional component.

'raise' (4): A raise state identifies a notification received because of a health-impacting
condition, such as a process failure. A subsequent clear state notification follows
when the error condition is resolved.

'singleStateRaise' (9): The single state raise state indicates that a health-impacting
error occurred and that a subsequent clear state notification is not forthcoming. An
example of a single state raise condition is an application configuration error that
requires the system to be stopped and the problem resolved by an administrator
before the affected component functions properly.

cccaEventState

The unique notificationmessage identifier (value) that was assigned by the enterprise
contact center application. This identifier is unique for each different notification
but consistent for each instance of the same notification.

cccaEventMessageId

The application-defined name of the enterprise contact center application functional
component that generated this notification. This name varies, both in content and
in format, based on the component that generated the notification. For example, the
name for a Router component may be 'RouterA', a combination of the component
identification and the 'side' identifier, while the name 'PG1A' is a combination of
the peripheral gateway acronym followed by the peripheral gateway number and
the ‘side’ identifier.

cccaEventOriginatingNode
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DescriptionObject Name

The type of enterprise contact center application functional component or
subcomponent that generated this notification. The node types are:

'unknown' (0): The notification originates from an unknown source.

'router' (1): The notification was generated by the Router functional component.

'pg' (2): The notification was generated by the peripheral gateway functional
component.

'nic' (3): The notification was generated by the network interface controller functional
component.

'aw' (4): The notification was generated by the administrator workstation functional
component.

'logger' (5): The notification was generated by the Logger functional component.

'listener' (6): The notification was generated by the listener functional component.
The listener is an enterprise contact center application process that collects event
messages from the Logger for display in a Cisco proprietary event management
application that is part of the Remote Management Suite (RMS).

'cg' (7): The notification was generated by the CTI gateway functional component.

'ba' (8): The notification was generated by the Blended Agent functional component.
BlendedAgent is an enterprise contact center 'outbound option' functional component
that manages campaigns of Outbound Dialing.

cccaEventOriginatingNodeType

Each enterprise contact center application functional component includes one or
more operating system processes, each of which performs a specific function. The
event originating process object identifies the name of the application process that
generated this notification.

cccaEventOriginatingProcessName

The enterprise contact center application functional component fault tolerant side
(either 'A' or 'B') that generated this notification.

cccaEventOriginatingSide

TheDeviceManagement Protocol (DMP) is a session layer protocol used for network
communication between enterprise contact center application functional components.
The DMP ID uniquely identifies the session layer addresses of an application
functional component. A single component may have multiple DMP IDs because
a functional component communicates with other functional components (or its
duplex pair) via multiple physical network interfaces and maintain multiple DMP
session connections on each interface. Should a communications failure occur, the
event DMP ID identifies the physical and logical address that the error occurred.

cccaEventDmpId
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DescriptionObject Name

The severity level of this notification. The severity levels are:

'informational' (1): The notification contains important health or operational state
information that is valuable to an administrator; however, the event itself does not
indicate a failure or impairment condition.

'warning' (2): The notification contains serious health or operational state information
that could be a precursor to system impairment or eventual failure.

'error' (3): The notification contains critical health or operational state information
and indicates that the system has experienced an impairment and/or a functional
failure.

cccaEventSeverity

The date and time that the notification was generated on the originating node.cccaEventTimestamp

The full text of the notification. This text includes a description of the event that
was generated, component state information, and potentially a brief description of
administrative action that may be necessary to correct the condition that caused the
event to occur.

cccaEventText

Dual State Objects
Most objects are defined as dual state; they have either a raise or clear state. The raise state indicates that there
is a problem or fault associated with the object. The clear state indicates the object is operating as usual.

A dual state Unified CCE SNMP notification contains a raise(4) or clear(0) value in the cccaEventState field.
In some cases, multiple raise notifications can correlate to the same object. For example, an object can go
offline for a variety of reasons: process termination, network failure, software fault, and so on. The SNMP
notification cccaEventComponentId field specifies a unique identifier that you can use to correlate common
raise and clear notifications to a single managed object.

The following example shows a pair of raise and clear notifications with the same cccaEventComponentId.

The first notification has a raise state; the notification that follows has a clear state.Note

snmpTrapOID.0 = cccaIcmEvent
cccaEventComponentId = 4_1_CC-RGR1A_ICM\acme\RouterA
cccaEventState = raise(4
cccaEventMessageId = 2701295877
cccaEventOriginatingNode = CC-RGR1A\acme
cccaEventOriginatingNodeType = router(1)
cccaEventOriginatingProcessName = nm
cccaEventOriginatingSide = sideA(1)
cccaEventDmpId = 0
cccaEventSeverity = warning(2)
cccaEventTimestamp = 2006-03-31,14:19:42.0
cccaEventText = The operator/administrator has shutdown the ICM software on

ICM\acme\RouterA

snmpTrapOID.0 = cccaIcmEvent
cccaEventComponentId = 4_1_CC-RGR1A_ICM\acme\RouterA
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cccaEventState = clear(0)
cccaEventMessageId = 1627554051
cccaEventOriginatingNode = CC-RGR1A\acme
cccaEventOriginatingNodeType = router(1
cccaEventOriginatingProcessName = nm
cccaEventOriginatingSide = sideA(1)
cccaEventDmpId = 0
cccaEventSeverity = informational(1)
cccaEventTimestamp = 2006-03-31,13:54:12.0
cccaEventText = ICM\acme\RouterA Node Manager started. Last shutdown was by operator

request.

The CCCA-Notifications.txt file is installed in the icm\snmp directory as part of Unified CCE installation. It
contains the complete set of SNMP notifications, which you can use to identify grouped events. The Correlation
ID is the data used to generate the cccaEventComponentId, which is determined at run time. The following
entries correspond to the SNMP notifications in the preceding example.

Table 4: Example: Raise Notification

Value / DescriptionField

1028105NOTIFICATION

2701295877 (0xA1028105)cccaEventMessageId

NodeManager on the ICMnode has been given the command to stop ICM services. This occurs
when an operator/administrator stops ICM services using ICM Service Control, 'nmstop',
'netstop', Control Panel Services, or shuts down the node.

DESCRIPTION

RaisecccaEventState

The operator/administrator has shut down the ICM software on %1.SUBSTITUTION STRING

Contact the operator/administrator to determine the reason for the shutdown.ACTION

{cccaEventOriginatingNode %1}cccaEventComponentId

{ CLASS_NM_INITIALIZING cccaEventOrginatingNode %1 }CorrelationId

Table 5: Example: Clear Notification

Value / DescriptionField

1028103NOTIFICATION

1627554051 (0x61028103)cccaEventMessageId

The NodeManager successfully started. The last reason the NodeManager stopped was because
a clean shutdown of the ICM code was requested by the operator.

DESCRIPTION

ClearcccaEventState

%1 Node Manager started. Last shutdown was by operator request.SUBSTITUTION STRING

No action is required.ACTION

{ cccaEventOriginatingNode %1 }cccaEventComponentId
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Value / DescriptionField

{ CLASS_NM_INITIALIZING cccaEventOrginatingNode %1 }CorrelationId

Correlating Notifications
The cccaEventComponentId is the primary means of matching a clear event to a raise event. When a clear
event is received, all pending raise events with the same alarm class andwith amatching cccaEventComponentId
should be cleared.

“Raise” Event:

cccaEventComponentId:“4_1_acme-rgr_ICM\acme\RouterA”

Event Class:CLASS_NM_INITIALIZING

cccaEventState:raise(4)

cccaEventMessageId:2701295877

cccaEventSeverity:warning(2)

cccaEventText:The operator/administrator has shutdown the ICM software on ICM\acme\RouterA.

“Clear” Event

cccaEventComponentId:“4_1_acme-rgr_ICM\acme\RouterA”

Event Class:CLASS_NM_INITIALIZING

cccaEventState:clear(0)

cccaEventMessageId:1627554051

cccaEventSeverity:informational(1)

cccaEventText:ICM\acme\RouterA Node Manager started. Last shutdown was by operator request.

Upon receipt of “Raise” event, categorize by severity

Upon receipt of “Clear” event, match to “Raise” using ‘cccaEventComponentId’

In the above example notifications, a simple string comparison of “” can suffice in matching the clear to the
raise. cccaEventComponentId has the event class built into this value and the rest of the string was crafted to
be sufficiently unique to ensure that the appropriate raises are cleared by the clear notification. (Remember:
Multiple raise notifications can be cleared by a single clear notification.)

Sample logic:

If (cccaEventState == “clear”)

set ID = cccaEventComponentId;

for (all “raise” events where cccaEventComponentId == ID)

Acknowledge();

There is no one-to-one mapping of alarms by event message ID.
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SNMP Notifications do not have a unique OID assigned to each alarm. The static assignment of an OID to a
notification requires that that notification be explicitly documented (in Cisco customer-facing documents)
and maintained following an established deprecation schedule. With so many Cisco devices in service,
maintaining such a list is impossible. The event definition method in the
CISCO-CONTACT-CENTER-APPS-MIB is consistent with the Cisco Unified Communications Manager
(CISCO-CCM-MIB) product MIBs.

Note

Single State Objects
A single state object has only a raise state. Because there is no corresponding clear event, the administrator
must manually clear the object. Single state objects are typically used when a corresponding clear event cannot
be tracked, for example the database is corrupt. Single state Unified CCE SNMP notifications contain raise
(9) value in the cccaEventState field.

The following example shows a value of Single-state Raise in the cccaEventState field to identify a single
state object.

Table 6: Example "Single-State Raise" Notification

Value / DescriptionField

105023CNOTIFICATION

3775201852 (0xE105023C)cccaEventMessageId

The Router has detected that it is no longer synchronized with its partner. One result of this is
that the Router might be routing some calls incorrectly.

DESCRIPTION

Single-state RaisecccaEventState

The Router has detected that it is no longer synchronized with its partner.SUBSTITUTION STRING

Action: Stop the Router on both sides. After both sides are completely stopped, restart both
Routers.

Alternate Action: Restart the Router on one side. After doing this, the Routers might still route
some calls incorrectly, but they will be in sync. Other actions: Collect all rtr, mds, ccag process
logs from both Routers from the entire day. Collect all sync*.sod files (where * is some number)
that exist in the icm\<instance>\ra directory of Router A and in the icm\<instance>\rb directory
of Router B. Contact the .

ACTION

{ cccaEventOriginatingNode cccaEventOriginatingProcessName cccaEventOriginatingSide }cccaEventComponentId

{CLASS_RTR_SYNC_CHECKcccaEventOriginatingNode cccaEventOriginatingProcessName
cccaEventOriginatingSide }

CorrelationId
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Organizing SNMP Notifications
Using the contents of the following Unified CCE SNMP notification fields, an SNMP Monitoring tool can
group Unified CCE SNMP notifications in an organized, hierarchical manner.

cccaEventOriginatingNode = CC-RGR1A\acme
cccaEventOriginatingNodeType = router(1)
cccaEventOriginatingSide = sideA(1)

where:

Unified CCE Node Name = left side of cccaEventOriginatingNode

Instance Name = right side of cccaEventOriginatingNode

Component Name = cccaEventOriginatingNodeType + cccaEventOriginatingSide letter

For example:

Within this node, raise and clear events with the same cccaEventComponentId can be grouped as a single
object.

CSFS Heartbeat Notification
The Customer Support Forwarding Service (CSFS) heartbeat notification should be monitored specifically
as it is a critical SNMP notification.

Table 7: CSFS Heartbeat Notification

Value / DescriptionField

12A0003NOTIFICATION

1630142467 (0x612A0003)cccaEventMessageId

Periodic message to indicate MDS is in service and that the event stream is active.DESCRIPTION

cccaEventState

HeartBeat Event for %1SUBSTITUTION STRING
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Value / DescriptionField

No action is required.ACTION

{ cccaEventOriginatingNode %1 }cccaEventComponentId

n/aCorrelationId

The CCCA-Notifications.txt file defines the decimal value of cccaEventMessageId for this event incorrectly
as 19529731.

Note

The heartbeat notification is sent periodically by the Logger CSFS process to indicate a healthy connection
exists between the Router and the Logger, and that the Logger SNMP notification feed is active. The heartbeat
interval is set to 720 minutes (12 hours) by default. The reason the interval is set this high is to accommodate
using a modem to communicate notifications.

You can modify the interval via the Windows Registry value: heartbeatIntervalMinutes, in:

HKLM\SOFTWARE\Cisco Systems, Inc.\ICM\<instance>\Logger<A or
B>\CSFS\CurrentVersion

The interval can be as much as one minute longer than the configured interval, so the logic that reacts to these
events should employ a certain “deadband” – in other words, allow for at least 60 seconds beyond the scheduled
interval before assuming the worst.

Monitoring this heartbeat notification provides an additional measure of safety; if the communication
infrastructure that sends notifications were to fail, one might assume that the system is operating, when in
fact, it is not. If this heartbeat event ceases to arrive at the management station, this indicates that that
communication infrastructure is impaired and immediately attention is necessary.

Important
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C H A P T E R 4
Syslog Message Interface

• The Cisco Log Message Format, on page 61
• Configure Syslog Destinations, on page 62

The Cisco Log Message Format
The Cisco Log message format is:

<PRI>SEQNUM: HOST: MONTH DAY YEAR HOUR:MINUTES:SECONDS.MILLISECONDS TIMEZONE:
%APPNAME-SEVERITY-MSGID:
%TAGS: MESSAGE

An example of a CiscoLog formatted syslog event follows. An entry displays on a single line.

<134>25: host-w3k: Feb 13 2007 18:23:21.408 +0000: %ICM_Router_CallRouter-6-10500FF:
[comp=Router-A][pname=rtr][iid=acme1][mid=10500FF][sev=info]: Side A rtr process is OK.

The following table describes the Cisco Log message fields:

Table 8: Cisco Log Message Fields

DescriptionField

Encodes syslog message severity and syslog facility. Messages are sent to a single syslog facility (that
is, RFC-3164 facilities local0 through local7). For more information, see RFC-3164.

PRI

Number used to order messages in the time sequence order when multiple messages occur with the same
time stamp by the same process. Sequence number begins at zero for the first message fired by a process
since the last startup.

SEQNUM

Fully qualified domain name (FQDN), hostname, or IP address of the originating system.HOST

Current month represented in MMM format (for example, “Jan” for January)MONTH

Current day represented in DD format. Range is 01 to 31.DAY

Current year represented in YYYY format.YEAR

Hour of the timestamp as two digits in 24-hour format; range is 00 to 23.HOUR

Minute of the timestamp as two digits; range is 00 to 59.MINUTE
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DescriptionField

Second of the timestamp as two digits; range is 00 to 59.SECOND

Milliseconds of the timestamp as three digits; range is 000 to 999.MILLISECONDS

Abbreviated time zone offset, set to +/-#### (+/- HHMM from GMT).TIMEZONE

Name of the application that generated the event. APPNAME field values are:

PRODUCT_COMPONENT_SUBCOMPONENT

PRODUCT – such as ICM

COMPONENT – such as Router

SUBCOMPONENT – such as CallRouter

APPNAME

Supported severity values are:

3 (Error)

4 (Warning)

6 (Informational)

7 (Debug)

SEVERITY

Hexadecimal message id that uniquely identifies the message, such as 10500FF.MSGID

(Optional) Supported tags are:

[comp=%s] - component name including side, such as Router-A

[pname=%s] - process name, such as rtr

[iid=%s] - instance name, such as acme1

[mid=%d] - message id, such as 10500FF

[sev=%s] – severity, such as info

TAGS

A descriptive message about the event.MESSAGE

Configure Syslog Destinations
You can configure syslog destinations using the Cisco SNMP Agent Management Snap-in. The syslog feed
is available only on the Unified CCE Logger Node.

Before you begin

Before you configure the syslog destinations, start the syslog process (cw2kfeed.exe) from the Web Setup
tool.

1. Open the Web Setup tool.

2. Select ComponentManagement > Loggers, and then choose the instance of the logger for which you want
to enable the syslog event feed.
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3. In the Additional Options area, check theEnable Syslog check box to enable the syslog event feed process.

Figure 20: Enable Syslog

These steps runs the CW2KFEED process when the logger is started.

Procedure

Step 1 Go to Start menu and select Run.
Step 2 In the Start box, type mmc / 32 and press Enter key.
Step 3 Expand Cisco SNMP Agent Management in the left pane of MMC snap-in.
Step 4 Highlight Syslog Destinations in the left pane under Cisco SNMP Agent Management.

The following columns appear in the right pane:

• ICM Instance Name

• Feed Enabled

• Ping Disabled

Step 5 Right-click the white space in right pane and select Properties.
A dialog box appears:
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Figure 21: Syslog Destinations Properties Dialog Box

Step 6 From the ICM/IPCC Instances list box, select one Unified CCE instance.
The Instance field displays the selected instance.

Step 7 Check Enable Feed? check box.
Step 8 In the Collector Address field, enter the IP address or Host Name.
Step 9 (Optional) In the Port field, enter the collector port number on which syslog collector is listening.

Note
The default port is 514.

Step 10 Click Insert to add the IP address to the list.

Note
You can add up to five IP addresses.

Step 11 (Optional) To remove an existing IP address, select the IP address in theCollector Address List area, and clickRemove.
Step 12 (Optional) Check Disable Ping Tests? check box.
Step 13 Click Save.
Step 14 Click OK.
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C H A P T E R 5
Services and Processes

• Services, on page 65
• Using the Local Desktop, on page 73
• ICM Service Control and Windows Task Manager, on page 74
• Using the Local Registry, on page 74
• Using the Remote SNMP Management Station, on page 75

Services
The following table lists the processes running on a particular server. In the Description column, the criticality
of a process is shown within brackets []. The key definitions are as follows:

Critical

This process is critical to the operation of the component. Failure of the process renders the application
either dysfunctional or impaired.

Critical/Optional

This process is optional (needed for a feature often enabled via configuration or during product
installation). However, if the feature is enabled, the process is critical and failure of the process is likely
to render the application either dysfunctional or impaired.

Optional

This process is optional (needed for a feature often enabled via configuration or during product
installation). Failure of the process is unfortunate but does not impair the Contact Center application.

Important

While failure of this process does not impair the Contact Center application, it disables an important
capability.

Non-Critical

This process runs on the server under general operating conditions, but its failure has little or no impact
on the Contact Center application.

An asterisk preceding the process name denotes that this process appears in the SNMP
CISCO-CONTACT-CENTER-APPS-MIB cccaComponentElmtTable.
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Table 9: Unified CCE Processes

DescriptionProcessComponent

[Critical] This is the primary Router
process.

* router.exeRouter

[Critical] Provides real-time data feed
from the Router to the Administration
& Data Server.

* rtsvr.exe

[Critical] Message Delivery Service* mdsproc.exe

[Critical] Router component that
manages communication links between
the Router and peripheral gateways.

* ccagent.exe

[Critical] Manages connections and
transactions (configuration updates)
from configuration tools.

* dbagent.exe

[Non critical] Provides interface for
component test tools.

* testsync.exe

[Optional/Critical] The process that
provides an interface for the Router to
communicate with external
applications.

* appgw.exe

[Optional/Critical] The process that
provides the interface for the Router
to query external databases.

* dbworker.exe

[Optional/Critical] A separate process
is active for each Network Interface
Controller (NIC) enabled during
SETUP. The NIC process manages the
interface to a telephony network.

The presence of a NIC is seen in CCE
to CCE lookups or in the Contact
Director deployment model.

NIC process names: netwrkcic.exe,
incrpnic.exe

* [NIC].exe
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DescriptionProcessComponent

[Critical] The process that manipulates
configuration data.

* configlogger.exeLogger

[Critical] The process that inserts
historical data into TMP historical
tables in the Logger database.

* histlogger.exe

[Critical] This process bulk copies
historical data from the TMP historical
tables to the actual historical tables.
Recovers and synchronizes historical
data with its partner logger during
failover if loggers are running duplex.
It is also responsible for historical data
purges in the Logger database based
on configured retention parameters.

* recovery.exe

[Critical] The process that replicates
data from the Logger to the Historical
Data Server on an Administration &
Data Server.

* replication.exe

[Critical] The alarm/event processor.
CSFS distributes alarms/events send
via EMS to supported alarm/event
feeds, for example, SNMP, syslog.
CSFS stands for Customer Support
Forwarding Service, which in Unified
ICM’s infancy, forwarded events to a
central monitoring location.

* csfs.exe

[Optional] The syslog event feed. This
process acquires events from the CSFS
process, formats them appropriately in
accordance with the syslog protocol
and sends the events to the configured
collector.

If a syslog collector is not configured,
the event feed from CSFS will not be
processed.

* cw2kfeed.exe

* campaignmanager.exe
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DescriptionProcessComponent

[Optional/Critical] Outbound Option
Campaign Manager. This process
manages customer lists: provides
customer records for every Dialer in
the enterprise; determines when
customers should be called again;
maintains the “Do Not Call” list
inmemory. The Campaign Manager
also sends real time and historical data
to the Router and distributes
configuration information to Dialer
and Import processes.

[Optional/Critical] Outbound Option
Import process. This process imports
contact lists into the Outbound Option
database; applies query rules to the
contact table to build dialing lists;
determines the GMT value for each
phone based on the region prefix
configuration.

* baimport.exe

[Critical] Microsoft SQL server
process

sqlservr.exe

[Critical] Microsoft SQL server
process

sqlagent.exe
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DescriptionProcessComponent

[Critical] Open Peripheral Controller
(OPC). This process acts as the brain
for the peripheral gateway, including
acting as a central collection and
distribution point for all interaction
with peripherals. OPC also ensures that
all synchronization is accomplished
with the other side. It also prepares and
sends termination call detail (TCD)
records as well as 5 minute and 30
minute reports.

* opc.exePG

[Critical] Message Delivery Service* mdsproc.exe

[Critical] MDS Peripheral Gateway
component that manages the interface
between the peripheral gateway and
the central controller.

* pgagent.exe

[Non critical] Provides interface for
component test tools.

* testsync.exe

[Optional/Critical] The Cisco Unified
CM peripheral interface manager
process. This process manages the
interface between OPC and the JTAPI
Gateway. Multiple PIMs of the same
type can be enabled for a PG. VRU
PIMs and Unified CM PIMs may be
coresident on a PG as well.

This is very common in Unified CCE
deployments but may not be present
on all PGs.

Theremay bemultiple instances of this
process running.

* eagtpim.exe

[Optional/Critical] Peripheral Interface
Manager process between OPC and a
Voice Response Unit (VRU) or
Interactive Voice Response (IVR).

Theremay bemultiple instances of this
process running.

* vrupim.exe

* mrpim.exe
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DescriptionProcessComponent

[Optional/Critical] TheMedia Routing
Peripheral Interface Manager is the
integration point for the Outbound
Option Dialer, Cisco Email Manager
(CEM), Cisco Collaboration Server
(CCS) and the Enterprise Chat and
Email.

Theremay bemultiple instances of this
process running.

[Critical] JTAPIGateway that manages
the interface to the Unified
CommunicationsManager IP PBX via
the JTAPI client to the CTI Manager
on the Unified CM. On the other side,
the JTAPI Gateway connects to the
Unified CMPIM and translates JTAPI
messages and events into a format
expected by the PIM.

* jtapigw.exe

[Critical] CTI Gateway (CTI Server)
process that processes (GED-188)
messages of OPC.

Note: In legacy implementations, CTI
Server manages connections to CTI
desktops.

* ctisvr.exe

[Critical]
Processes
inbound
configuration
data.

* configlogger.exeAdministration & Data Server
(AW/HDS)

[Critical]
Updates the
local
configuration
database
with
configuration
data from
the central
controller.

* updateaw.exe

* rtclient.exe
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[Critical]
Receives a
real-time
data feed
(from a
real-time
distributor)
and updates
the local
database.

[Critical] Manages inbound real-time
data from the real time server on the
Router and distributes it to real-time
clients.

* rtdist.exe

[Critical]Manages replicated historical
data received from the Logger (HDS
only) and inserts historical data in the
HDS database. In addition, it is
responsible for historical data purges
in the HDS database based upon
configured retention parameters.

* replication.exe

[Optional] ConfigurationManagement
System (CMS).Manages configuration
data for the ConAPI interface. This is
a necessary interface (process) for the
SystemCCEweb configuration. Thus,
for System Unified CCE, this is an
important process. Also, if the
customer has purchased the Cisco
Unified Contact Center Management
Portal (Unified CCMP), CONAPI is
also used. However, for a Unified CCE
deployment without Unified CCMP,
this process is not critical.

In a recent version of Unified CCE,
cmsnode.exe runs by default but it is
difficult for a management station to
know whether it is necessary.
Therefore, this is listed as Optional.

* cmsnode.exe

* cms_jserver.exe
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[Optional] ConfigurationManagement
System (CMS) Jaguar Server. This
process works with cmsnode.exe for
CMS to provide Java interfaces for
ConAPI.

In a recent version of Unified CCE,
cms_jserver.exe runs by default but it
is difficult for a management station
to know whether it is necessary.
Therefore, this is listed as Optional.

[Optional/Critical] Apache Tomcat
servlet engine for SCCE web config.

tomcat<version>.exe

[Optional] Internet Script Editor* iseman.exe

[Critical] Microsoft SQL server
process

sqlservr.exe

[Optional] Microsoft SQL server
process

sqlagent.exe
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[Critical] NodeManager. This process
monitors the status of all Unified CCE
processes on the server; should a
process terminate unexpectedly, the
Node Manager automatically restarts
that process.

nodeman.exeAll Nodes

[Critical] Node Manager Manager.
This process monitors the primary
NodeManager (nodeman.exe) process;
should the primary Node Manager
(nodeman.exe) process terminate
unexpectedly, the Node Manager
Manager restarts it.

nmm.exe

[Important] SNMP primary agent.snmpdm.exe

[Important] SNMP agent management
service – this service manages the
SNMP agent infrastructure and restarts
any agents that may terminate
unexpectedly. It also ensures that the
agent processes run at a reduced
priority so as to not adversely impact
server performance.

cccsnmpmgmt.exe

[Important]Microsoft built-in subagent
adapter.

msnsaagt.exe

[Important] Used by hostagt.exe and
cccaagent.exe to get information about
32-bit processes that are currently
running on the machine.

UcceSnmpHelperX86.exe

[Important]HOST-RESOURCES-MIB
subagent.

hostagt.exe

[Important] SYSAPPL-MIB subagent.sappagt.exe

[Important]
CISCO-CONTACT-CENTER-APPS-MIB
subagent.

cccaagent.exe

Using the Local Desktop
Use the Unified ICM Service Control and the local registry to monitor Unified CCE components and their
processes.
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ICM Service Control and Windows Task Manager
The Unified ICM Service Control displays the Node Manager service for each Unified CCE component and
its state and startup settings. Each Node Manager service appears in the following format: Cisco ICM
<instance> <component>. The following Unified ICM Service Control window example lists information
about the NodeManager services running on the local machine. The Router component NodeManager service
is identified as “Cisco ICM acme RouterA”.

Figure 22: ICM Service Control

You can no longer view Unified CCE processes on the Application tab of Windows Task Manager. To view
the status of each process, use the Diagnostic Framework Portico. For more information, see Accessing the
Diagnostic Framework Through the Built-In User Interface (Portico), on page 183.

Using the Local Registry
The CCE Windows registry hive contains the set of all installed components and their processes. However,
to determine which processes are being managed, traverse the NodeManager registry key for each component.

The following illustration shows the set of processes associated with the Cisco ICM acme RouterA component.
The key name for the Router process is rtr; it appears highlighted in the navigation pane of the Registry Editor
window. The process name, Router, is contained in the ImageName value; it appears without the .exe file
extension. If the ProcDisabled value is set to 0—as is the case for the Router process—the RouterA Node
Manager process starts and manages the process.

The key name is typically not the same as the process name.Note
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