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      Chapter 1. Cisco Virtualization Experience Media Engine
      

      
      
         
         	Medianet and Dual VLAN Support

         
      

      
      
      
   
      
      
      Virtual
         	 Deployments
      

      
         

         
          
            		
            A 
               		  Cisco Virtualization Experience Media Engine (VXME) virtual deployment is
               		  comprised of the following components:
               		
            

            
            		
            
               	
                  			 
                  Supported desktop
                     				virtualization platforms, such as the 
                     				Cisco Virtualization Experience Client 6215 or Wyse Z50D thin clients
                     			 
                  

                  

                  
                  			 
                  			 
                  For more
                     				information about supported platforms, see 
                     				Release
                        				  Notes for Cisco Virtualization Experience Media Engine.
                     			 
                  

                  

                  
                  		  
               

               
               	
                  			 
                  Cisco Virtualization Experience Media Engine add-on, which is required to support
                     				audio and video calls in the virtual environment
                     			 
                  

                  

                  
                  			 
                  Cisco Virtualization Experience Media Engine also provides support for some
                     				accessories. For more information about supported accessories, see 
                     				Release
                        				  Notes for Cisco Virtualization Experience Media Engine.
                     			 
                  

                  

                  
                  		  
               

               
               	
                  			 
                  Windows hosted
                     				virtual desktops (HVD), in a data center
                     			 
                  

                  

                  
                  		  
               

               
               	
                  			 
                  Supported
                     				Cisco Unified Communications clients with Cisco VXME Utilities, such as 
                     				Cisco Jabber and 
                     				Cisco UC Integration™ for Microsoft Lync
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                           For 
                              				  Cisco Jabber, you must install Cisco VXME
                              				  Utilities separately. 
                              				  Cisco UC Integration™ for Microsoft Lync includes Cisco VXME Utilities, which
                              				  install automatically if the installer detects a virtual environment.
                              				
                           

                           
                           			 
                           

                        
                     

                  

                  
                  		  
               

               
            

            
            		
             With the 
               		  Cisco Virtualization Experience Media Engine add-on, thin client users can place
               		  and receive calls with their Cisco Unified Communications client. The 
               		  Cisco Virtualization Experience Media Engine runs on the desktop virtualization
               		  platform, and the Cisco Unified Communications client runs on a Windows hosted
               		  virtual desktop (HVD), in the data center. To reduce latency and to enhance
               		  media quality, 
               		  Cisco Virtualization Experience Media Engine streams media between the thin
               		  clients without going through the hosted virtual desktops.
               		
            

            
            		
            		
            		
            Cisco Virtualization Experience Client 6215 and 
                  			 Cisco Virtualization Experience Media Engine . 
                  			 The following
                  				image depicts one example of a 
                  				Cisco Virtualization Experience Media Engine deployment, with 
                  				Cisco Virtualization Experience Client 6215 and 
                  				Cisco Jabber.
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                      In this
                        			 deployment guide, the term Cisco Virtualization Experience Client refers to the
                        			 
                        			 Cisco Virtualization Experience Client 6215.
                        		  
                     

                     
                     		
                     

                  
               

            

            
            		
            	 
         

         
      

      
      
   
      
      
      Differences in the Virtual Environment

      
         

         
         
            
            
            The user experience with  Cisco Virtualization Experience Media Engine and  a supported Cisco Unified Communications client in a virtual environment is very similar to the experience provided
               by a standard Cisco Unified Communications client installation, with some differences:
            

            
            
               	
                  The Cisco Unified Communications client detects the virtual environment at run time and starts in virtualization mode. 

                  

                  
               

               
               	
                  Users can choose to control their Cisco IP Phone or to use their computer  to make and receive calls. The default phone selection
                     is Use my computer for calls.  After device selection, the Cisco Virtualization Experience Media Engine application starts the transfer of the phone configuration data for that user. For more information, see Configuration Files.
                  

                  

                  
               

               
               	
                  Users manage their camera and audio devices by using the Device Selector, which is located in the Windows notification area. The Show button on the following option tabs directs users to the Device Selector:
                  

                  

                  
                  
                     	
                        File > Options > Audio

                        

                        
                     

                     
                     	
                        File > Options > Video
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                                 With Cisco Jabber or Cisco UC Integration for Microsoft Lync Release 9.7(2) or later, users can also select a video device
                                    and see their video preview with the selected camera.
                                 

                                 
                                 

                              
                           

                        

                        
                     

                     
                  

                  
               

               
               	
                   If a connection failure between the  thin client  and the HVD occurs, the user is prompted to log back on to the HVD. If
                     the user has an active call, it is preserved. The user can end the call by using one of the accessories, such as the keyboard.
                     If the user does not have an accessory with which to end the call, the user can ask the other party to end the call. If there
                     are held calls when the connection failure occurs, any parties on hold will not be aware of the connection failure. After
                     logging back on to the HVD, the user can send an instant message (IM) to the parties that were left on hold.
                  

                  

                  
               

               
               	
                  If the thin client loses the connection to the network, the user is prompted to log back on to the HVD. If the connection
                     failure occurs during a call, the call is lost. After reconnecting,  the user can try to call the other party or send an IM.
                     For the other party to the call, silence is the only indication that the call has dropped.
                  

                  

                  
               

               
               	
                  By default, all calls send and receive video if both parties have video capability. Users can select their preference from
                     the following options:
                  

                  

                  
                  
                     	
                        Always start calls with video: Starts all calls as video calls, which send local video
                        

                        

                        
                     

                     
                     	
                        Never start calls with video: Starts all calls as audio-only calls
                        

                        

                        
                     

                     
                  

                  
                  This setting applies to all calls that the user places and receives. The default setting is Always start calls with video. Users can change this setting in File > Options > Calls. 
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                           You can disable video globally or on a per-device basis on the Cisco Unified Communications Manager. Navigate to System >  Enterprise Phone Configuration and set  Video Calling to Disabled. 
                           

                           
                           

                        
                     

                  

                  
               

               
               	
                  Some menus and options for the supported Cisco Unified Communications clients are different. For example, users can receive
                     Desktop Share invitations but cannot initiate them. 
                  

                  

                  
               

               
            

            
         

         
      

      
      
   
      
      
      Considerations for Virtual Environments

      
         

         
         
            
            
            In a virtual environment, you install Cisco Virtualization Experience Media Engine and the required prerequisite add-on, on a supported desktop virtualization platform. Cisco Virtualization Experience Media Engine comes with the prerequisite add-on, which is a collection of required system settings. You must install the prerequisite
               add-on  first. You install a supported Cisco Unified Communications client  on the hosted virtual desktops (HVD), rather than
               on client computers (PCs). If your Cisco Unified Communications client does not include Cisco VXME Utilities, you must install
               that first. Otherwise, the installation is the same as the installation of   the Cisco Unified Communications client in a
               nonvirtual environment.  
            

            
            When you add devices for virtual users to the Cisco Unified Communications Manager,  the device type is Cisco Unified Client
               Services Framework (CSF).   Each user should have only one CSF device. If multiple CSF devices exist for a user, Cisco Virtualization Experience Media Engine selects the first device in the alphabetical list.  To prevent issues caused by multiple registrations for the same user
               on the Cisco Unified Communications Manager, advise users to sign in to only one HVD or client at a time. A CSF device user
               can register with the Unified Communications Manager from only one client at a time. Multiple registrations from multiple
               clients with the same CSF device are not supported.
            

            
            You must also enable the computer-telephony integration  (CTI) protocol for all virtual Cisco Unified Communications client
               users.  
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Cisco Audio Session Tunnel (CAST) connection to the HVD is not supported.
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                     Before you begin to install the Cisco Unified Communications client  on the HVD, see the Release Notes  documents for Cisco Virtualization Experience Media Engine and for the Cisco Unified Communications client. 
                     

                     
                     

                  
               

            

            
         

         
      

      
      
   
      
      
      User Mode

      
         
            The Cisco Virtualization Experience Media Engine pre-requisite add-on contains the auto-login add-on. After you install the
               pre-requisite add-on, the thin client automatically boots and logs in to thinuser mode, which restricts user access.
            

            
            In thinuser mode, the FireFox shortcut does not appear in the Start menu and xterm does not appear in the Application Browser.
               Users can access System Information by clicking an icon in the notification area of the task bar. To set up  access to FireFox,
               edit the wlx INI file to specify the required parameters.
            

            
            Example:

            CONNECT=BROWSER \
Description="Cisco Home Page" \
URL=http://www.cisco.com \
Resolution=FullScreen \
Mode=Normal

            After application of the new wlx INI file, an icon for FireFox appears on the thin client desktop. For more information about
               how to edit the wlx INI file, see the documentation for your device:
            

            
            
            
               	
                  INI Files Reference Guide for Cisco Virtualization Experience Client 6215

                  

                  
               

               
               	
                  Reference Guide: Wyse® Enhanced SUSE Linux Enterprise INI Files
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Dell Wyse Z50D users do not have access to the WDM icon in thinuser mode. This is expected behavior because users do not need
                     this access. If you need to access WDM to troubleshoot device check in issues, you can open the application from xterm. For
                     more information about how to manage the Z50D, see the Administrator's Guide and the Reference Guide for your base image version.
                     

                  
               

            

            
         

         
      

      
      
   
      
      
      Open FireFox in Thinuser Mode

      
         
            
               

            

            
            If you choose not to edit the wlx INI file to set up access to FireFox, users can access the application by using this workaround.

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        Right-click the taskbar.
               

               
               
                  	Step 2  
                     
                  
                  	Select Help. FireFox opens.
                  
               

               
            

         

         

         
      

      
      
   
      
      
      Schedule Update or Push Methods

      
         
            
               There are different methods that you can use to schedule an update or push
               a package to the thin clients. For more information about these methods, see the documentation for the Cisco VXC 6215 and
               Cisco VXC Manager or for the Dell Wyse Z50D and Dell Wyse Device Manager (WDM).
            

            
            Important: 
               Cisco strongly recommends that you use the Default Device Configuration (DDC) method to push packages to the thin clients.
                  The Drag-and-Drop method may function, but it  is only recommended in small environments
                  or for test purposes. Drag-and-Drop does not function at all for thin clients behind a
                  Cisco AnyConnect VPN.
               

               
            

            
         

         
      

      
      
   
      
      
      Medianet and Dual VLAN Support

      
         

         
                     
            
            If your network is set up for Medianet or Dual VLAN, no additional configuration is required for Cisco Virtualization Experience Client or Cisco Virtualization Experience Media Engine.
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                       Medianet and Dual VLAN are mutually exclusive and Dual VLAN has higher priority over Medianet. If the  network advertises
                        both Dual VLAN and Medianet, Dual VLAN is active and Medianet is not active.
                     

                     
                     

                  
               

            

            
         

         
      

      
      
      
         
         	Medianet

         
         	Dual VLAN

         
      

      
      
      
         
      

      
      
      
   
      
      
      Medianet

      
         

         
         
            
            
             Medianet is a set of network tools and infrastructure, including the Auto Smartports (ASP) and  Metadata Integration with
               quality of service (QoS) features. With ASP, the network infrastructure can  automatically detect a Medianet device that is
               attached to a Cisco Catalyst switch over the Cisco Medianet Service Interface (MSI) and configure the switch port to support
               that particular device. Cisco Virtualization Experience Media Engine (VXME) supports the MSI, which provides metadata-tagged
               traffic for better packet classification and improved QoS. For more information about the advantages of Medianet, see http:/​/​www.cisco.com/​web/​solutions/​trends/​medianet/​index.html.
            

            
            You can download MSI for Microsoft Windows 7 or Windows 8 from http:/​/​software.cisco.com/​download/​navigator.html. Choose Products > Collaboration Endpoints > Virtual Endpoints > Virtualization Experience Client Media Engine and then select the software type.
            

            
            Cisco Virtualization Experience Media Engine supports only the ASP and  Metadata Integration with QoS features.

            
         

         
         
            Auto Smartports Trigger Methods

            You can choose one of the following trigger methods:

            
            
               	
                   Device trigger

                  

                  
               

               
               	
                   MAC address

                  

                  
               

               
               	
                   Built-in

                  

                  
               

               
               	
                    Last resort

                  

                  
               

               
            

            
            Important: 
               For Cisco Virtualization Experience Client or another end device that does not have a built-in macro, you can trigger a macro
                  using either the Device trigger or MAC address group method.
               

               
            

            
            Use the MAC address method  for devices that do not support Cisco Discovery Protocol (CDP).

            macro auto global control device mac-address
macro auto mac-address-group VXC
mac-address list <Device Mac-Address>
macro auto execute VXC <built-in macro>/<User-Defined Macro>


            Use the Device trigger method  for devices that are CDP capable.

            CA3-FF2408#sh macro auto monitor device detail
DC default profile file version supported = 1

Detail:

MAC_Address     Port_Id    Cert Parent Proto    ProfileType  Profile Name                        Device_Name         
==============  ========== ==== ====== ======== ===========  =================================   ==============
f0f7.5554.3502  Gi2/0/2     10    0    C   D M  Built-in     Cisco-Device                        Cisco VXC 6215
==============================================================================================   ==============

            Device trigger works  with Device_Name or Profile_Name as shown in the following example:

            macro auto trigger VXC
device Cisco VXC 6215
profile Cisco-Device
macro auto execute VXC <built-in-macro>/<user-defined>


            You  can use a built-in macro or a user-defined macro to apply the configuration based on the trigger.

            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Dual VLAN

      
         

         
         
            
            
            Dual VLAN separation of voice and data reduces network congestion and improves performance. With Dual VLAN, the Cisco Virtualization Experience Media Engine (VXME) software creates a virtual NIC on top of one physical NIC. VXME is then bound to the Voice VLAN virtual NIC and all
               other processes are bound to the Data VLAN physical NIC to create the required split of voice and data paths.   Dual VLAN
               supports Cisco Discovery Protocol (CDP). Link Layer Discovery Protocol (LLDP) is not supported.
            

            
            After you install Virtualization Experience Media Engine, you can check
               		  to see whether the device is dual VLAN capable, by running the 
               		  isDualVlanDevice.sh script in xterm (as root).
               		
            

            
            Attention: 
               Cisco IP Phones do not extend Network Trust to the  data IP Phone switch port. Therefore, if Cisco Virtualization Experience Client connects to the data port of an IP Phone, Cisco Virtualization Experience Client cannot access the voice VLAN. See the following examples of output for CDP Neighbors.  
               

               
            

            
         

         
         
            Cisco Virtualization Experience Client  Connected Directly  to Switch
            
A3-FF2408#sh cdp neighbors
Capability Codes: R - Router, T - Trans Bridge, B - Source Route Bridge
                  S - Switch, H - Host, I - IGMP, r - Repeater, P - Phone,
                  D - Remote, C - CVTA, M - Two-port Mac Relay

Device ID        Local Intrfce     Holdtme    Capability  Platform  Port ID
SEPf0f755543502  Gig 2/0/2         123               H    VXC 6215  eth0



            

         
         
            Cisco Virtualization Experience Client  Connected to Data Port of IP Phone
            
CA3-FF2408#sh cdp neighbors
Capability Codes: R - Router, T - Trans Bridge, B - Source Route Bridge
                  S - Switch, H - Host, I - IGMP, r - Repeater, P - Phone,
                  D - Remote, C - CVTA, M - Two-port Mac Relay

Device ID        Local Intrfce     Holdtme    Capability  Platform  Port ID
SEP8CB64F57ED09  Gig 2/0/2         138             H P M  IP Phone  Port 1



            In this scenario, Cisco Virtualization Experience Client cannot use Dual VLAN and will look for Medianet elements in the network for QoS marking support.
            

            
         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Skip Dual VLAN Detection

      
         
            
               

            

            
            If you do not  plan to use dual VLAN, you can disable dual VLAN detection to speed up the thin client startup.

            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	Open the wlx.ini file
                        for editing.
                        
                        
               

               
               
                  	Step 2  
                     
                  
                  	Add the following line to the wlx.ini file:  
                     			       Cisco.Config.DisableDualVLAN=yes

                     If this line exists in the wlx.ini file and the value is yes, Virtualization Experience Media Engine skips dual VLAN detection.
                        If the line does not exist; or if the line exists but the value is no or invalid,  Virtualization Experience Media Engine
                        tries to detect and set up dual VLAN. An invalid value is any value other than yes or no.
                     

                     
                     			    
                  
               

               
            

         

         

         
      

      
      
   
      
      
      Dell Wyse Z50D
         	 Considerations
      

      
          
            		
            The Dell Wyse Z50D
               		  must meet the minimum platform base image version requirement. For more information, see Release Notes for Cisco Virtualization Experience Media Engine for your release.
               		
            

            
            		
            If the Dell Wyse
               		  Z50D has two MAC addresses, Cisco Virtualization Experience Media Engine
               		  supports dual VLAN mode. If the Z50D has only one MAC address, Cisco
               		  Virtualization Experience Media Engine sends voice and video over the data
               		  VLAN. After you install Virtualization Experience Media Engine, you can check
               		  to see whether the device is dual VLAN capable, by running the 
               		  isDualVlanDevice.sh script in xterm (as root).
               		
            

            
            		
            If the Z50D is
               		  turned on and connected to the switch, and then you enable voice VLAN on the
               		  switch port, you must restart the thin client to enable Dual VLAN support.
               		
            

            
            		
            Wyse Device
               		  Manager 4.9.1 is the recommended deployment tool to deploy Virtualization
               		  Experience Media Engine to the Dell Wyse Z50D thin clients.
               		
            

            
            		
            Important: 
               		  
               Cisco does not
                  			 support any management administrative method to deploy Virtualization
                  			 Experience Media Engine to Dell Wyse Z50D thin clients. Support for adding and
                  			 enabling add-ons is provided by Dell Wyse, using Wyse Device Manager or other
                  			 methods supported by Dell Wyse.
                  		  
               

               
               		
            

            
            	 
         

         
      

      
      
   
      
      
      Chapter 2. Installation and Deployment
      

      
      
   
      
      
      Download the Cisco Virtualization Experience Media Engine Add-on

      
         
            
               

            

            
            
               
                  	[image: ../images/note.gif]
Note
                  	



                     The Cisco Virtualization Experience Media Engine add-on includes a prerequisite add-on, which you must install on the thin
                        client, before you install the Cisco Virtualization Experience Media Engine add-on. The prerequisite add-on includes the auto-login
                        add-on. After installation, the device auto-logs in to the thinuser account at boot. 
                     

                     
                     

                  
               

            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        Go to the following URL: http:/​/​www.cisco.com/​cisco/​software/​navigator.html
               

               
               
                  	Step 2  
                     
                  
                  	
                        
                        Choose
                        Products > Unified Communications > Unified Communications Applications > Messaging > Cisco Virtualization Experience Media Engine > Cisco Virtualization Experience Media Engine for SUSE Linux.
               

               
               
                  	Step 3  
                     
                  
                  	From the list, choose the file for your release.
                        
                         

Example:The file for Release 9.3 is vxme-9.3.0-77.zip.

                     
                     The file for Release 9.7 is vxme-9.7.0-279.zip.

                     
                  
               

               
               
                  	Step 4  
                     
                  
                  	Select Download or Add to cart and follow the prompts.
                        
                        
               

               
            

         

         

         
      

      
      
   
      
      
      Download Cisco VXME Utilities

      
         
            
               

            

            
            Install Cisco Virtualization Experience Media Engine (VXME) Utilities on the hosted virtual desktops (HVD), before you install
               Cisco Jabber for Windows. If you plan to install Cisco UC Integration for Microsoft Lync, you need not perform this procedure
               because Cisco UC Integration for Microsoft Lync includes Cisco VXME Utilities.
            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        Go to the following URL: http:/​/​www.cisco.com/​cisco/​software/​navigator.html
               

               
               
                  	Step 2  
                     
                  
                  	
                        
                        Choose
                        Products > Unified Communications > Unified Communications Applications > Messaging > Cisco Virtualization Experience Media Engine > Cisco Virtualization Experience Media Engine for SUSE Linux.
               

               
               
                  	Step 3  
                     
                  
                  	From the list, choose the file for your release.
                        
                        
               

               
               
                  	Step 4  
                     
                  
                  	Select Download or Add to cart and follow the prompts.
                        
                        
               

               
            

         

         

         
      

      
      Related References

         
         File Names

         
      

      
      
   
      
      
      Create a Cisco VXC Manager Package

      
         
            
               

            

             With Cisco VXC
               		  Manager, you create and register specific packages to push upgrades and
               		  configurations to the thin clients.
               		
            

            
            		
             To register the
               		  package with Cisco VXC Manager, you must create a unique RSP file and, in the
               		  same directory, a matching folder of the same name. This matching folder serves
               		  as the root directory for the remaining configuration files in the package.
               		
            

            
            
            
            
            Important: 
               In the following procedure, the 6215-x.x.x notation means:
                  
                     	
                        6215-9.3.0 for Release 9.3

                        

                        
                     

                     
                     	
                        6215-9.7.0 for Release 9.7

                        

                        
                     

                     
                  

                  
               

               
            

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	Create a
                        			 folder for the client configurations, for example
                        			 6215-x.x.x-platform-files.
                        		  
               

               
               
                  	Step 2  
                     
                  
                  	
                        In the
                        			 6215-x.x.x-platform-files folder, create an RSP file, for example
                        			 6215-x.x.x-datetime-template.rsp, with the following content:
                         
                     To create the RSP
                        			 file, enter the required content in a text editor, and then save the file with
                        			 a .rsp extension.
                     

                     
                     
                        
                           	Note   
                                 
                                 
                           	
                              				
                              These RSP
                                 				  scripts are  provided as examples; you may need to specify different parameters
                                 				  depending on your environment. For details about how to create RSP files, see 
                                 				  Administration Guide for Cisco Virtualization Experience Client
                                    					 Manager 
                                    				      for your release.
                                 				
                              

                              
                              			 
                           
                        

                     

                     
                     
                        
                           	Caution   
                                 
                                 
                           	
                              				
                              These RSP
                                 				  scripts are applicable only for devices already running Firmware Release 9.0
                                 				  and later.
                                 				
                              

                              
                              			 
                           
                        

                     

                     
                     Release 9.3 Example

                     
                     			 [Version]
Number=6215-9.3.0-datetime-template
Description=Cisco firmware 11.2.038c
OS=SLX
Category=Cisco
USE_Pxe=NO

[Script]
RP "<regroot>"
EX "/usr/bin/perl /sbin/dhcp2registry"
EX "/usr/sbin/thinclient-config --set-update-mode both"
EX "/usr/sbin/thinclient-config --set-force-image-update no"
EX "/usr/sbin/thinclient-config --set-preserve-changes yes"
EX "sync"
EX "(test -e /usr/sbin/imageupgrade && imageupgrade; exit 0)"
EX "(! test -e /usr/sbin/imageupgrade && (sleep 10; /sbin/reboot)&)"



                     
                     			  The 
                        				Number= segment must have the exact same value as the
                        				RSP file name.
                        			 The previous example is for Release 9.3; the following example is for Release 9.7.
                     

                     
                     Release 9.7 Example

                     [Version]
Number=6215-9.7.0-datetime-template
Description=Cisco image 11.2.053c
OS=SLX
Category=Images
ImageSize=4000
USE_REMOTE=YES
USE_Pxe=NO 

[Script]
RP "<regroot>"
EX "/usr/bin/perl /sbin/dhcp2registry"
EX "/usr/sbin/thinclient-config --set-update-mode both"
EX "/usr/sbin/thinclient-config --set-force-image-update no"
EX "/usr/sbin/thinclient-config --set-preserve-changes yes"
EX "sync"
EX "(test -e /usr/sbin/imageupgrade && imageupgrade; exit 0)"
EX "(! test -e /usr/sbin/imageupgrade && (sleep 10; /sbin/reboot)&)"

                     
                     			 
               

               
               
                  	Step 3  
                     
                  
                  	
                        Create a
                        			 matching folder to contain the remaining package files, in this example,
                        			 6215-x.x.x-datetime-template.
                        
               

               
               
                  	Step 4  
                     
                  
                  	
                        In the
                        			 6215-x.x.x-datetime-template folder, add the required package files to create
                        			 the following folder structure:
                        		  
                         
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template.rsp
                        			 
                     

                     
                     			 
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template\latest-image.raw
                        			 
                     

                     
                     			 
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template\latest-image.raw.info
                        			 
                     

                     
                     			 
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template\wlx\wlx.ini
                        			 
                     

                     
                     			 
                  
               

               
               
                  	Step 5  
                     
                  
                  	
                        To install an
                        			 add-on, include the addons subfolder under the 6215-x.x.x-datetime-template
                        			 folder, and copy the RPM and directory file to this folder:
                        		  
                         			 
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template\addons\add-on-name.rpm
                        			 
                     

                     
                     			 
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template\addons\directory
                        			 
                     

                     
                     			 
                     
                        
                           	Note   
                                 
                                 
                           	
                              				
                              To install
                                 				  add-ons on devices running Firmware Release 9.3 or later, you do not need to include the
                                 				  InstallAddons parameter in the wlx.ini file. 
                                 				For more information about how to configure the wlx.ini file, see Administration Guide for Cisco Virtualization Client 6215 for your release.
                              

                              
                              			 
                           
                        

                     

                     

Example:To install
                        				Cisco VXME, you must copy the following two files to the specified folder as
                        				follows:
                        			 
                     

                     
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template\addons\vxme-pre-reqs-x.x.x-xx.sletc11sp2.rpm
                        			 
                     

                     
                     			 
                     C:\6215-x.x.x-platform-files\6215-x.x.x-datetime-template\addons\vxme-x.x.x-xx.sletc11sp2.rpm
                        			 
                     

                     
                     			 
                     			 
                     In addition,
                        				ensure that the directory file contains the following two lines:
                        			 
                     

                     
                     			 
                     For Release 9.3:
                        				vxme-pre-reqs-9.3.0-27.sletc11sp2.rpm
vxme-9.3.0-77.sletc11sp2.rpm

                        
                        			 

                     
                     For Release 9.7:vxme-pre-reqs-9.7.0-19.sletc11sp2.rpm
vxme-9.7.0-279.sletc11sp2.rpm

                        

                     
                     			 
                     
                        
                           	Caution   
                                 
                                 
                           	
                              				
                              The order
                                 				  in which the VXME pre-requisites add-on and the VXME add-on appear in the directory
                                 				  file is important. The VXME pre-requisites add-on must be specified 
                                 				  before the VXME addon. And any additional add-ons must be
                                 				  specified 
                                 				  before the VXME pre-requisites add-on. 
                                 				
                              

                              
                              			 
                           
                        

                     

                     
                  
               

               
               
                  	Step 6  
                     
                  
                  	In the
                        				  tree pane of the Administrator Console, expand 
                        				  Package Manager.
                        				
               

               
               
                  	Step 7  
                     
                  
                  	
                        In the
                        				  details pane, right-click 
                        				  Other Packages and choose 
                        				  New > Package.
                        				
                        
               

               
               
                  	Step 8  
                     
                  
                  	
                        Choose 
                        				  Register a Package from a Script file (.RSP) and
                        				  click 
                        				  Next.
                        				
                        
               

               
               
                  	Step 9  
                     
                  
                  	
                        Click 
                        				  Browse and choose the RSP file you want to register
                        				  and click 
                        				  Open.
                        
               

               
               
                  	Step 10  
                     
                  
                  	
                        Click 
                        				  Next to display the Package Wizard summary.
                        
               

               
               
                  	Step 11  
                     
                  
                  	
                        Click 
                        				  Next to see the Package Registration Progress
                        				  screen.
                        
               

               
               
                  	Step 12  
                     
                  
                  	
                        Click 
                        				  Next to create the package.
                        
               

               
               
                  	Step 13  
                     
                  
                  	
                        After the
                        				  package is created and registered, click 
                        				  Finish.
                        
               

               
            

         

         

         What to Do Next
            Use the Default Device Configuration (DDC) method to upgrade the
               			 Cisco VXC 6215. For more information about the DDC method, see   Administration Guide for Cisco Virtualization Client 6215 for your release.
            

            
         

      

      
      
   
      
      
      Cisco VXC Manager Folder Structure

      
         
            
            
               
                  	[image: ../images/note.gif]
Note
                  	



                     		  
                       Cisco VXC Manager package names, filenames (including .rsp and
                        			 .ini files), folders, and so on must be lower-case.
                        		  
                     

                     
                     		
                     

                  
               

            

            
            		
            		
             For example,
               		  assuming <packagename>.rsp is the RSP file, the folder structure required
               		  to register the package is as follows:
               		
            

            
            
            
            
               
                  
                     
                        	Directory
                        
                        	Description
                        
                     

                     
                  
                  
                  
                     
                        	~\<packagename>.rsp
                           				
                        
                        
                        	The unique RSP file,
                           				  located in the same directory as the matching root package directory. 
                           				
                        
                        
                     

                     
                     
                        	~\<packagename>\
                           				
                        
                        
                        					  
                            The root
                              					 package directory. It stores the wlx folder and the add-ons folder. It also
                              					 stores the following files, which are used for imaging and updating devices:
                              				  
                           

                           
                           				  
                           
                              	 Latest-image.raw
                                 					 
                              

                              
                              	 Latest-image.raw.info
                                 					 
                              

                              
                           

                           
                           				
                        
                        
                     

                     
                     
                        	 ~\<packagename>\wlx
                           				
                        
                        
                        	 The main INI configuration
                           				  folder. It stores the following: 
                           				  
                           
                              	wlx.ini file and $MAC.ini
                                 						file
                              

                              
                              	bitmap folder

                              
                              	certs folder

                              
                              	ini folder

                              
                           

                           
                           				
                        
                        
                     

                     
                     
                        					  ~\<packagename>\wlx\bitmap 
                           				
                        
                        
                        	 The folder where you can
                           				  place custom images you plan to use. 
                           				
                        
                        
                     

                     
                     
                        					  ~\<packagename>\wlx\certs 
                           				
                        
                        
                        	 The folder where you can
                           				  place the CA certificates that can be imported to a thin client. 
                           				  
                           
                              
                                 	Note   
                                       
                                       
                                 	
                                    					 
                                    Use the
                                       						Certs and ImportCerts INI parameters in the wlx.ini file to import the
                                       						certificates to thin clients. 
                                       					 
                                    

                                    
                                    				  
                                 
                              

                           

                           
                           				
                        
                        
                     

                     
                     
                        	~ \<packagename>\wlx\ini
                           				
                        
                        
                        	The folder where you can place the {username}.ini files.
                           				
                        
                        
                     

                     
                     
                        					  ~\<packagename>\addons 
                           				
                        
                        
                        	 The folder where you can
                           				  place the add-ons you want to use. It also stores the directory file and the
                           				  *.rpm packages available to be installed on the thin client. The directory file
                           				  should list all available add-ons. The directory file is required in the
                           				  add-ons folder to guarantee that add-ons are properly located. 
                           				
                        
                        
                     

                     
                  
                  
               

               
            

            
             You can create
               		  this structure in any location on your Cisco VXC Manager server, as long as all
               		  required files are in the appropriate folders.
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                      If a folder
                        			 does not contain a required file for the package, the folder can be omitted
                        			 from the package directory structure. For example, if the package contains no
                        			 graphics, the \wlx\bitmap folder is not required.
                        		  
                     

                     
                     		
                     

                  
               

            

            
            		
             After you
               		  register the package, Cisco VXC Manager stores the package files in the
               		  software repository under c:\inetpub\ftproot\Rapport\<packagename>.
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                      Do not attempt
                        			 to modify a registered package located in the Rapport folder. To modify a
                        			 package, you must create and register a new package that includes the required
                        			 changes.
                        		  
                     

                     
                     		
                     

                  
               

            

            
         

         
      

      
      
   
      
      
      Deployment Tasks

      
         

         
         
            
            
            Important: 
               If you are upgrading from a previous release, see the upgrade sections in this chapter.

               
            

            
            
            
               
                  Overview of Installation and Deployment Tasks
                  
                     
                        	 
                        
                        	Step
                        
                        	Details
                        
                     

                     
                  
                  
                  
                     
                        	
                           1

                           
                        
                        
                        	
                           Build the Microsoft Windows desktop image.

                           
                           Important: 
                              For best practices for cloning Microsoft desktop images, consult Microsoft.
                              

                              
                           

                           
                        
                        
                        	
                           
                              	
                                 Log into the hosted virtual desktop (HVD) as the new user, with administration rights.

                                 

                                 
                              

                              
                              	
                                 Join the HVD to the corporate domain. You must have domain administration rights.

                                 

                                 
                              

                              
                              	
                                 Set up Citrix or VMWare access to the HVDs.

                                 

                                 
                              

                              
                              	
                                 If you are installing Cisco Jabber, first install Cisco VXME Utilities  on the Microsoft Windows desktop image.

                                 

                                 
                                 The Cisco UC Integration for Microsoft Lync installer includes Cisco VXME Utilities.

                                 

                                 
                              

                              
                              	
                                 Install Cisco Jabber or Cisco UC Integration for Microsoft Lync on the Microsoft Windows desktop image.
                                 

                                 

                                 
                                 See the Installation and Configuration Guide  for Jabber for Windows for your release:
                                 

                                 

                                 
                                 http:/​/​www.cisco.com/​en/​US/​products/​ps12511/​prod_​installation_​guides_​list.html

                                 

                                 
                                 See the Administration Guide for Cisco UC Integration for Microsoft Lync for your release:
                                 

                                 

                                 
                                 http:/​/​www.cisco.com/​en/​US/​products/​ps11390/​prod_​installation_​guides_​list.html

                                 

                                 
                              

                              
                           

                           
                           Important: 
                              Multiple registrations to the Cisco Unified Communications Manager are not supported. To help prevent multiple registrations,
                                 we recommend that you create only one HVD for each user.
                              

                              
                           

                           
                        
                        
                     

                     
                     
                        	
                           2

                           
                        
                        
                        	
                           Add users and devices on the Cisco Unified  Communications Manager.

                           
                        
                        
                        	
                           
                              	
                                 Create a CSF Device and a Directory Number for Each User

                                 

                                 
                              

                              
                              	
                                 Associate New Devices with a User

                                 

                                 
                              

                              
                              	
                                 Enable the CTI Protocol for Users

                                 

                                 
                              

                              
                           

                           
                        
                        
                     

                     
                     
                        	
                           3

                           
                        
                        
                        	
                           Set up users on the Cisco Unified Communications Manager for  Cisco Jabber Unified Communications features, such as Cisco Unified CM IM and Presence and WebEx integration.
                           

                           
                        
                        
                        	
                           See the Server Setup Guide for your release of Cisco Jabber for Windows:
                           

                           
                           http:/​/​www.cisco.com/​en/​US/​products/​ps12511/​prod_​installation_​guides_​list.html

                           
                           See the Administration Guide for Cisco UC Integration for Microsoft Lync for your release:
                           

                           
                           http:/​/​www.cisco.com/​en/​US/​products/​ps11390/​prod_​installation_​guides_​list.html

                           
                        
                        
                     

                     
                     
                        	
                           4

                           
                        
                        
                        	
                           Ensure that users know how to access the user guides.

                           
                        
                        
                        	
                           Links to Documentation

                           
                        
                        
                     

                     
                     
                        	
                           5

                           
                        
                        
                        	
                           Set up the Cisco Virtualization Experience Client 6215 or Dell Wyse Z50D hardware and configure the device.
                           

                           
                        
                        
                        	
                           For links to software downloads, documentation roadmap, licensing information, and release notes, see:

                           
                           http:/​/​www.cisco.com/​en/​US/​products/​ps11976/​tsd_​products_​support_​general_​information.html

                           
                           For links to the  Quick Start Guide, VESA mount instructions, and regulatory information, see:

                           
                           http:/​/​www.cisco.com/​en/​US/​products/​ps11976/​prod_​installation_​guides_​list.html

                           
                           For the Dell Wyse Z50D, see Administrators Guide Wyse Enhanced SUSE Linux Enterprise Release 11 SP2, available from http:/​/​wyse.com/​.
                           

                           
                        
                        
                     

                     
                     
                        	
                           6

                           
                        
                        
                        	
                           Install the  Cisco Virtualization Experience Media Engine add-on, on the Cisco Virtualization Experience Client 6215 or on the Dell Wyse Z50D.
                           

                           
                        
                        
                        	
                           The Cisco Virtualization Experience Media Engine add-on comes with a prerequisite add-on, which you must install on the thin
                              client, before you install the Cisco Virtualization Experience Media Engine add-on.
                           

                           
                           See Administrator Guide for Cisco Virtualization Experience Client 6215  for your release:
                           

                           
                           http:/​/​www.cisco.com/​en/​US/​products/​ps11976/​prod_​maintenance_​guides_​list.html

                           
                           
                              
                                 	Note   
                                       
                                       
                                 	
                                    All software downloads include a Checksum folder, which contains SHA-1  checksums that you can use for verification.

                                    
                                 
                              

                           

                           
                           For the Dell Wyse Z50D, see Administrators Guide Wyse Enhanced SUSE Linux Enterprise Release 11 SP2, available from http:/​/​wyse.com/​.
                           

                           
                           Important: 
                              If you are upgrading from  a previous release, see the upgrade sections in this chapter. If you are upgrading from Voice and
                                 Video Firmware 8.6 or 8.7, you must first upgrade to Cisco Virtualization Experience Media Engine Release 9.0 or later.
                              

                              
                           

                           
                        
                        
                     

                     
                     
                        	
                           7

                           
                        
                        
                        	
                           Open the required ports in all firewalls.

                           
                        
                        
                        	
                           See Ports Reference Guide for Cisco Virtualization Experience Media Engine Release 9.0.
                           

                           
                           http:/​/​www.cisco.com/​en/​US/​products/​ps12862/​prod_​installation_​guides_​list.html

                           
                        
                        
                     

                     
                  
                  
               

               
            

            
         

         
      

      
      
   
      
      
      Create a Dell Wyse Device Manager Package

      
         
            
               

            

            
            Wyse Device Manager is the recommended deployment tool to deploy the Cisco Virtualization Experience Media Engine add-on to
               Dell Wyse Z50D thin clients. See the Dell Wyse documentation for supported versions. You can also use this procedure if the
               Cisco Virtualization Experience Client  6215 or the Dell Wyse Z50D device is already running the required base image and you
               want to deploy an add-on.
            

            
            
            
            Follow the optional steps in this procedure to deploy Cisco AnyConnect with Cisco Virtualization Experience Media Engine add-on.

            
         

         
         Before You Begin
               

            

            
            
               	
                  Ensure that the Z50D devices are running the required firmware build; see Release Notes for Cisco Virtualization Experience Media Engine for your release. If necessary, contact Dell Wyse to get a compatible image.
                  

                  

                  
               

               
               	
                  Ensure that the Z50D devices are checked-in to Dell Wyse Device Manager (WDM). The devices should appear green in WDM.

                  

                  
               

               
            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	On the server, on which you have WDM installed, extract the add-on files to a local folder.
                        
                         
                     The extracted add-on folder structure appears as follows for Release 9.3:

                     ~/vxme-9.3.0-77/addons/vxme-pre-reqs-9.3.0-27.sletc11sp2.rpm
~/vxme-9.3.0-77/addons/vxme-9.3.0-77.sletc11sp2.rpm
~/vxme-9.3.0-77/addons/directory

                     The extracted add-on folder structure appears as follows for Release 9.7:

                     ~/vxme-9.7.0-279/addons/vxme-pre-reqs-9.7.0-19.sletc11sp2.rpm
~/vxme-9.7.0-279/addons/9.7.0-279.sletc11sp2.rpm
~/vxme-9.7.0-279/addons/directory

                     
               

               
               
                  	Step 2  
                     
                  
                  	(Optional) To deploy Cisco AnyConnect with Virtualization Experience Media Engine, extract anyconnect_bundle.<version>.zip. 
                     For Release 9.3, the file name is anyconnect_bundle-3.1.04063-50.zip.

                     
                     For Release 9.7, the file name is anyconnect_bundle-3.1.05152-58.zip.

                     
                  
               

               
               
                  	Step 3  
                     
                  
                  	
                        
                        Copy vxme-pre-reqs-<version>.rpm and vxme-<version>.rpm to ~/CiscoVXME/CiscoVXME_9.x, where 9.x is your release number. 
                     The folder structure for Release 9.3 is as follows:

                     ~/CiscoVXME/CiscoVXME_9.7/install-sletc-addons.sh
~/CiscoVXME/CiscoVXME_9.7/update-addons-list
~/CiscoVXME/CiscoVXME_9.7/vxme-pre-reqs-9.3.0-27.sletc11sp2.rpm
~/CiscoVXME/CiscoVXME_9.7/vxme-vxme-9.3.0-77.sletc11sp2.rpm
~/CiscoVXME/CiscoVXME_9.7.rsp

                     The folder structure for Release 9.7 is as follows:

                     ~/CiscoVXME/CiscoVXME_9.7/install-sletc-addons.sh
~/CiscoVXME/CiscoVXME_9.7/update-addons-list
~/CiscoVXME/CiscoVXME_9.7/vxme-pre-reqs-9.7.0-19.sletc11sp2.rpm
~/CiscoVXME/CiscoVXME_9.7/vxme-9.7.0-279.sletc11sp2.rpm
~/CiscoVXME/CiscoVXME_9.7.rsp


                     
               

               
               
                  	Step 4  
                     
                  
                  	(Optional) To deploy Cisco AnyConnect with Virtualization Experience Media Engine, copy the anyconnect_bundle<version>.rpm
                        file to  ~/CiscoVXME/CiscoVXME_9.x where 9.x is your release number. 
                     For Release 9.3, the file name is anyconnect_bundle-3.1.04063-50.zip.

                     
                     For Release 9.7, the file name is anyconnect_bundle-3.1.05152-58.zip.

                     
                  
               

               
               
                  	Step 5  
                     
                  
                  	(Optional)  To deploy Cisco AnyConnect with Virtualization Experience Media Engine, add the following line to update-addons-list:
                        UPDATE_ADDONS_LIST+=" anyconnect_bundle-<version>.rpm" 
                     For Release 9.3 add the following:

                     UPDATE_ADDONS_LIST+=" anyconnect_bundle-3.1.04063-50.sletc11sp2.rpm"

                     For Release 9.7 add the following:

                     UPDATE_ADDONS_LIST+=" anyconnect_bundle-3.1.05152-58.sletc11sp2.rpm"

                     
               

               
               
                  	Step 6  
                     
                  
                  	In the navigation pane of the Administrator Console, right-click Package Manager and then choose New > Package.
                        
                        
               

               
               
                  	Step 7  
                     
                  
                  	
                        
                        In the Package Wizard window, select Register a Package from a Script File (.RSP), and then select Next.
               

               
               
                  	Step 8  
                     
                  
                  	
                        
                        Enter the path to the CiscoVXME_9.x.rsp file (where 9.x is your release), and then select Next. 
                     
                        
                           	Tip   
                                 
                                 
                           	You can select Browse to find and choose the file.
                           
                        

                     

                     
                  
               

               
               
                  	Step 9  
                     
                  
                  	
                        
                        In the Software Package Information dialog, check Active, and then select Next. 
                     This step makes the WDM package active for distribution.

                     
                  
               

               
               
                  	Step 10  
                     
                  
                  	To create and register the WDM package, select Next.
               

               
               
                  	Step 11  
                     
                  
                  	Select Finish.
                        
                         WDM copies the package to the Master Repository, where it appears under the appropriate category. The package is ready for
                     distribution.
                  
               

               
            

         

         

         
      

      
      
   
      
      
      Scripts

      
         
            
               You use the following scripts when you  create a  Dell Wyse Device Manager package.
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The examples for each script depict a Release 9.3 installation; the file names for later releases are different.
                     

                  
               

            

            
         

         
         
            install-sletc-addons.sh

            
            
            #!/bin/bash
source /tmp/update-addons-list
WYSE_INIT_ADDON_UPDATE=/etc/wyseinit_factory_reset
NEED_REBOOT=no
for A in ${UPDATE_ADDONS_LIST} ; do
if [ -e /tmp/${A} ] ; then
/usr/sbin/addon-install /tmp/${A}
# Find WYSE_INIT addon among the list of
specified addons
WYSE_INIT=${A:0:9}
if [ "$WYSE_INIT" = "wyse_init" ] ; then
/bin/touch $WYSE_INIT_ADDON_UPDATE
/bin/sync
NEED_REBOOT=yes
fi
fi
done
sync
# WYSE_INIT addon needs reboot
if [ "$NEED_REBOOT" == "yes" ] ; then
/sbin/init 6
Fi

            
            

         
         
            update-addons-list
# Quick guide
# Copy all the add-ons needs to be installed in to this directory
~install-sletc-addons/install-sletc-addons/
# Specify list of add-ons to be installed/updated preferably order
in which you wish to install as explained below
#
# Do not modify below line
UPDATE_ADDONS_LIST=
# Specify each add-on full name in separate line, with leading one
space enclosed inside quotes, as shown in below example
# Example:-
# Lets say you want to install following two add-ons
# abcd-xyz-1.1.1.sletc11sp2.rpm and aaaa-xxxx-2.2.2.sletc11sp2.rpm
# Specifiy these two add-ons as below
# UPDATE_ADDONS_LIST+=" abcd-xyz-1.1.1.sletc11sp2.rpm"
# UPDATE_ADDONS_LIST+=" aaaa-xxxx-2.2.2.sletc11sp2.rpm"
#
UPDATE_ADDONS_LIST+=" vxme-pre-reqs-9.3.0-27.sletc11sp2.rpm"
UPDATE_ADDONS_LIST+=" vxme-9.3.0-77.sletc11sp2.rpm"

            

         
         
            CiscoVXME_9.3.rsp
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                     This RSP
                        				  script is provided as an example; you may need to specify different parameters
                        				  depending on your environment. See 
                        				  Administration Guide for Cisco Virtualization Experience Client
                           					 Manager 
                           				   for details about how to create RSP files.
                        				
                     

                     
                     			 
                     

                  
               

            

            [Version]
Number=CiscoVXME_9.3
Description=Cisco Virtualization Experience Media Engine
OS=SLX
Category=Cisco
USE_Pxe=NO
[Script]
CO "SLX"
LU
SF "<regroot>/*" "/tmp/"
EX "dos2unix /tmp/update-addons-list"
EX "dos2unix /tmp/install-sletc-addons.sh"
EX "/bin/bash /tmp/install-sletc-addons.sh &"
EL

            

         
      

      
      
   
      
      
      Install the Cisco AnyConnect Add-on

      
         
            
               

            

            You can deploy the Cisco AnyConnect add-on along with Cisco Virtualization Experience Media Engine by following the steps
            in "Create Dell Wyse Device Manager Package" or "Create Cisco VXC Manager Package" section, and making the following modifications
            to the procedure.
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        Extract the anyconnect_bundle-<version>.zip. 
                     For Release 9.3, the file name is anyconnect_bundle-3.1.04063-50.zip.

                     
                     For Release 9.7, the file name is anyconnect_bundle-3.1.05152-58.zip.

                     
                  
               

               
               
                  	Step 2  
                     
                  
                  	Copy the .rpm file to the appropriate folder for VXC-M or for WDM. 
                     Folder for VXC-M:

                     ~\<packagename>\addons

                     Folder for WDM:

                     ~/CiscoVXME/CiscoVXME_9.x

                     9.x is your release number.

                     
                  
               

               
               
                  	Step 3  
                     
                  
                  	Add one of  the following lines to the appropriate file for VXC-M or for WDM. 
                     Directory file for VXC-M:

                     
                     For Release 9.3 add the following line:

                     anyconnect_bundle-3.1.04063-50.sletc11sp2.rpm

                     For Release 9.7 add the following line:

                     anyconnect_bundle-3.1.05152-58.sletc11sp2.rpm

                     Update-addons-list for WDM:

                     
                     For Release 9.3 add the following:

                     UPDATE_ADDONS_LIST+=" anyconnect_bundle-3.1.04063-50.sletc11sp2.rpm"

                     For Release 9.7 add the following:

                     UPDATE_ADDONS_LIST+=" anyconnect_bundle-3.1.05152-58.sletc11sp2.rpm"

                     
               

               
            

         

         

         
      

      
      
   
      
      
      Create a CSF Device and a Directory Number for Each User
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                     Use the same Cisco Unified Client Services Framework (CSF) devices type for the virtual environment as you do for a nonvirtual
                        environment. We recommend that you create only one CSF device for each virtual user. If multiple devices exist for a virtual
                        user, Cisco Virtualization Experience Media Engine automatically selects the first device in the list. 
                     

                     
                     

                  
               

            

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	From Cisco Unified Communications Manager Administration, choose  Device > Phone.
               

               
               
                  	Step 2  
                     
                  
                  	Select Add New.
               

               
               
                  	Step 3  
                     
                  
                  	From the Phone Type drop-down list, choose  Cisco Unified Client Services Framework, and then select Next.
               

               
               
                  	Step 4  
                     
                  
                  	In the Phone Configuration window, enter the applicable  information for the phone as follows:
                     
                     
                        
                        
                           
                              	Option
                              
                              	Description
                           

                        
                        
                        
                           
                              	
                                 Device Name

                                 
                              
                              
                              	
                                 Enter a name to identify the Cisco Unified Client Services Framework device. The name can contain 1 to 15 characters, including
                                    alphanumeric characters. Periods, hyphens, and underscores are not supported. Typically the device name format is CSF<username>;
                                    however, including the user ID is optional. Example: CSFjohndoe.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Description

                                 
                              
                              
                              	
                                 Enter a descriptive name for the phone. For example, enter Richard-phone-on-computer.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Device Pool

                                 
                              
                              
                              	
                                 Choose Default or another profile that was previously created. The device pool defines sets of common characteristics for devices, such
                                    as region, date and time group, softkey template, and Multilevel Precedence and Preemption (MLPP) information. 
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Phone Button Template

                                 
                              
                              
                              	
                                 Choose Standard Client Services Framework. The phone button template determines the configuration of buttons on a phone and identifies which feature (such as line
                                    or speed dial) is used for each button. This option is required.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Owner User ID

                                 
                              
                              
                              	
                                 To use an adjunct license with this device, choose the user ID from the list.

                                 
                              
                              
                           

                           
                           
                              	
                                 Primary Phone

                                 
                              
                              
                              	
                                 To use an adjunct license with this device, choose the device name of the Cisco Unified IP Phone to associate with the client
                                    application.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Allow Control of Device from CTI

                                 
                              
                              
                              	
                                 Always check this option in a virtual environment.

                                 
                              
                              
                           

                           
                           
                              	Presence Group
                              
                              	
                                 Choose Standard Presence Group. 
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Device Security Profile

                                 
                              
                              
                              	
                                 Choose Cisco Unified Client Services Framework - Standard SIP Non-Secure Profile.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 SIP Profile

                                 
                              
                              
                              	
                                 Choose Standard SIP Profile or another profile that was previously created. SIP profiles provide specific SIP information for the phone, such as registration
                                    and keepalive timers, media ports, and Do Not Disturb control.
                                 

                                 
                              
                              
                           

                           
                        
                     

                     
                  
               

               
               
                  	Step 5  
                     
                  
                  	Scroll down to  the Product Specific Configuration Layout section, and set Video Calling to Enabled.
               

               
               
                  	Step 6  
                     
                  
                  	Select  Save. 
               

               
               
                  	Step 7  
                     
                  
                  	Select Apply Config if this button is available, and then  confirm when
                        prompted.
                        
               

               
               
                  	Step 8  
                     
                  
                  	Select Add a new DN in the Association Information section that appears on the left side of the window.
                        
               

               
               
                  	Step 9  
                     
                  
                  	Enter information for the directory number on the Directory Number Configuration window.
                     
                     
                        
                        
                           
                              	Option
                              
                              	Description
                           

                        
                        
                        
                           
                              	
                                 Directory Number

                                 
                              
                              
                              	
                                  Enter the directory number (line) to assign to  the device.

                                 
                              
                              
                           

                           
                           
                              	
                                 Route Partition

                                 
                              
                              
                              	
                                 Enter the route partition. Partitions divide the route plan into logical subsets. These subsets include organization, location,
                                    and type of call.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Display (Internal Caller ID)

                                 
                              
                              
                              	
                                 Enter the Caller ID. This entry is optional. The actual display depends on this entry and the configuration for the other
                                    party. For example, Cisco IP Phones display the Caller ID, but Cisco Jabber does not.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Maximum Number of Calls

                                 
                              
                              
                              	
                                 Specify the maximum number of calls that can be presented to the application. This number includes all calls placed on hold
                                    plus the active call, regardless of which party initiated the calls.
                                 

                                 
                              
                              
                           

                           
                           
                              	
                                 Busy Trigger

                                 
                              
                              
                              	
                                 Specify the number of calls (active and on hold). Incoming calls above this limit  receive a busy signal or are redirected
                                    to the Forward Busy Internal/External target (if the target is configured).
                                 

                                 
                              
                              
                           

                           
                        
                     

                     
                  
               

               
               
                  	Step 10  
                     
                  
                  	Select  Save. 
               

               
               
                  	Step 11  
                     
                  
                  	Select Apply Config if this button is available, and then  confirm when
                        prompted.
                        
               

               
               
                  	Step 12  
                     
                  
                  	Scroll to the bottom of the Directory Number Configuration
                        window, and then select Associate End Users.
                        
               

               
               
                  	Step 13  
                     
                  
                  	In the Find and List Users window, use the search criteria to find the user who you want to associate with the directory number.
               

               
               
                  	Step 14  
                     
                  
                  	Check the box next to that username, and then select Add Selected.
                         
                     The user is now associated with the DN.

                     
                  
               

               
               
                  	Step 15  
                     
                  
                  	In the User Associated with Line section of the window, select the username.
               

               
               
                  	Step 16  
                     
                  
                  	In the End User Configuration
                        window, scroll down to the Direct Number Associations section.
               

               
               
                  	Step 17  
                     
                  
                  	From the Primary Extension drop-down list, choose the DN for the user.
               

               
               
                  	Step 18  
                     
                  
                  	In the End User Configuration window, under Permissions Information, select Add to User Group or Add to Access Control Group, depending on your version of Cisco Unified Communications Manager.
               

               
               
                  	Step 19  
                     
                  
                  	In the Find and List User Groups window, use the search criteria to find Standard CCM End Users.
               

               
               
                  	Step 20  
                     
                  
                  	Check the box next to Standard CCM End Users, and then select Add Selected.
               

               
               
                  	Step 21  
                     
                  
                  	In the Find and List User Groups window, use the search criteria to find Standard CTI Enabled.
               

               
               
                  	Step 22  
                     
                  
                  	Check the box next to Standard CTI Enabled, and then select Add Selected.
               

               
               
                  	Step 23  
                     
                  
                  	Select Save.  
                     Cisco Unified Communications Manager reminds you that
                        changes to line or directory number settings require a restart.
                        However, you need only restart after you edit lines on Cisco
                        Unified IP Phones that are running at the time of the
                        modifications.
                     

                     
                  
               

               
            

         

         

         
      

      
      
   
      
      
      Associate New Devices with a User

      
         
            
               

            

            
               
                  	[image: ../images/note.gif]
Note
                  	



                     Perform this task in Cisco Unified Communications Manager.

                     
                     

                  
               

            

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        From  Cisco Unified Communications Manager Administration, choose  > User Management  > End User.
               

               
               
                  	Step 2  
                     
                  
                  	Search for the user in the Find and List Users window.
               

               
               
                  	Step 3  
                     
                  
                  	Select the user.
               

               
               
                  	Step 4  
                     
                  
                  	
                        
                        Select  Device Association in the
                        Device Information section.
               

               
               
                  	Step 5  
                     
                  
                  	Search for the devices that you require  in the User Device Association
                        window.
               

               
               
                  	Step 6  
                     
                  
                  	
                        
                        Select the devices that you require. 
                      For example, you can select a device whose type is Cisco Unified Client Services Framework, and a desk-phone device.

                     
                     
                     
                  
               

               
               
                  	Step 7  
                     
                  
                  	
                        
                        Select Save Selected/Changes.
               

               
               
                  	Step 8  
                     
                  
                  	
                        
                        Select  Back to User from the menu
                        in the Related Links navigation box at the top right of the
                        window.
               

               
               
                  	Step 9  
                     
                  
                  	
                        
                        Select Go.
               

               
               
                  	Step 10  
                     
                  
                  	Verify that the devices are listed in the Device
                           Information section in the End User Configuration window.
               

               
            

         

         

         
      

      
      
   
      
      
      Enable the CTI Protocol for Users

      
         

         
         
            
               

            

            
            Enable the computer-telephony integration (CTI) protocol for each Cisco Virtualization Experience Client user.
            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        From  Cisco Unified Communications Manager Administration, choose  User Management > End Users.
               

               
               
                  	Step 2  
                     
                  
                  	Search for the user in the Find and List Users window.
               

               
               
                  	Step 3  
                     
                  
                  	Select the user.
               

               
               
                  	Step 4  
                     
                  
                  	
                        
                        
                        In the End User Configuration window, scroll down to Permissions Information.
               

               
               
                  	Step 5  
                     
                  
                  	Select  Add to User Group.
                        
                        
               

               
               
                  	Step 6  
                     
                  
                  	Select the following groups:
                        
                         
                     
                        	
                            Standard CCM End Users

                           

                           
                        

                        
                        	
                            Standard CTI Allow Control of All Devices

                           

                           
                        

                        
                        	
                            Standard CTI Enabled

                           

                           
                        

                        
                     

                     
                     
                  
               

               
               
                  	Step 7  
                     
                  
                  	Select Save.
               

               
            

         

         

         What to Do Next
            Enable the Unified Communications Manager IM and Presence Service. See the documentation for your version of Cisco Unified
               Communications Manager.
            

            
         

      

      
      
   
      
      
      Change a User Password

      
         

         
         
            
               

            

            
            Use this procedure to change the password for a user only if LDAP Authentication is not enabled. If LDAP Authentication is
               enabled, the passwords are stored on the LDAP Server. For Cisco Unified Communications Manager 9.0 or later, this procedure
               applies only to passwords for users created locally.
            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        From Cisco Unified Communications Manager Administration, choose Cisco Unified Communications Manager Administration > User Management  > End User.
               

               
               
                  	Step 2  
                     
                  
                  	Search for the user in the Find and List Users window.
               

               
               
                  	Step 3  
                     
                  
                  	Select the user.
               

               
               
                  	Step 4  
                     
                  
                  	                    
                        In the End User Configuration window, in the Password field, enter a new password for the user.
               

               
               
                  	Step 5  
                     
                  
                  	In the Confirm Password field, enter the  new password for the user again.
               

               
               
                  	Step 6  
                     
                  
                  	Select Save.
               

               
            

         

         

         
      

      
      
   
      
      
      Links to Documentation

      
         

         
         
            
            
            Users may require assistance to familiarize themselves with their  Cisco Unified Communications client and the accessories
               in the virtual environment. You can add links  to the virtualization platform desktop, or to the Citrix or VMware login screens,
               so that users can easily locate the documentation. 
            

            
         

         
      

      
      
   
      
      
      Create Desktop Shortcut

      
         

         
         
            
               

            

            
            
            
            Add a desktop shortcut to the user documentation, for users who do not connect to their hosted virtual desktops in kiosk mode.
               Users can click the shortcut to access the documentation and to get help.
            

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        Open  the wlx.ini
                        file for editing, by using Cisco VXC Manager or Dell Wyse Device Manager. 
                     Depending on your deployment, you may need to edit this file locally, in which case the file name is wnos.ini.
                        
                     

                     
                  
               

               
               
                  	Step 2  
                     
                  
                  	
                        
                        Add the following lines: 
                     CONNECT=BROWSER \ 
Description="Help Getting Started" \
URL=http://www.cisco.com/en/US/products/ps12862/products_user_guide_list.html \
Resolution=FullScreen \
Mode=Normal 

                     
               

               
               
                  	Step 3  
                     
                  
                  	Optional. Add the icon parameter to change the shortcut icon.  Icon=image file

                     The image  file must be located in the wlx/bitmap directory on the server. If you do not specify an image file, the default
                        icon appears. Supported file types are PNG, JPEG, and GIF, as well as XPM for backward compatibility.
                     

                     
                  
               

               
               
                  	Step 4  
                     
                  
                  	Save the changes to the wlx.ini file.
               

               
            

         

         

         
      

      
      
      
         
      

      
      
      
   
      
      
      Add a Link to the Citrix Landing Page

      
         
            
               

            

            
            
            
            You can add a link to the Citrix landing page. This link is important for Citrix connections that operate in kiosk mode. In
               kiosk mode, the users have no access to the thin client desktop.
            

            
            
               
                  	[image: ../images/note.gif]
Note
                  	



                     You must be a Desktop Delivery Controller (DDC) administrator.

                     
                     

                  
               

            

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        Establish a Remote Desktop connection to the server running the Desktop Delivery Controller (DDC).
               

               
               
                  	Step 2  
                     
                  
                  	
                        
                        In the navigation tree, under Access, select Citrix Web Interface > XenApp Web Sites > Internal Site. 
               

               
               
                  	Step 3  
                     
                  
                  	
                        
                        Under  Internal Site - Edit Settings, select  Web Site Appearance.
               

               
               
                  	Step 4  
                     
                  
                  	
                        
                        In  the Customize Web Site Appearance - Internal Site window, under Options, select Content.
               

               
               
                  	Step 5  
                     
                  
                  	Select the language code (for example,  English [en]), and then select Edit.
                        
                        
               

               
               
                  	Step 6  
                     
                  
                  	
                        
                        In the Edit Custom Text window, check Footer text (all screens).
               

               
               
                  	Step 7  
                     
                  
                  	                    
                        In the Edit Custom Text window, under Customize Footer Text, enter text to point the user to the online documentation. 

Example:Sample textUser Guides: http://www.cisco.com/en/US/products/ps12862/products_user_guide_list.html

                     
               

               
               
                  	Step 8  
                     
                  
                  	
                        
                        Select Finish, and then select OK.
               

               
            

         

         

         
      

      
      
   
      
      
      Add a Link to the VMware Prelogin Banner

      
         
            
               

            

            
            
            
            You can add a link to the VMware prelogin banner. This link is important for VMware connections that operate in kiosk mode.
               In kiosk mode, the users have no access to the thin client desktop.
            

            
            
               
                  	[image: ../images/note.gif]
Note
                  	



                     You must be a VMware Connection Server administrator.

                     
                     

                  
               

            

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        
                        Log in to the VMware Connection Server.
               

               
               
                  	Step 2  
                     
                  
                  	Select 
                        
                        View Configuration - Global
                           Settings.
               

               
               
                  	Step 3  
                     
                  
                  	
                        
                        Under the General section, select Edit.
               

               
               
                  	Step 4  
                     
                  
                  	
                        
                        Check Display a prelogin message.
               

               
               
                  	Step 5  
                     
                  
                  	
                        
                        Enter text to point the user to the online documentation URL. 

Example:Sample textUser Guides: http://www.cisco.com/en/US/products/ps12862/products_user_guide_list.html

                     
               

               
               
                  	Step 6  
                     
                  
                  	Select OK.
                        
                        
               

               
            

         

         

         
      

      
      
   
      
      
      Configuration Files

      
         

         
         
            
            
            For each Cisco Unified Client Services Framework (CSF) device that you add to the system, Cisco Unified Communications Manager
               creates a configuration (CNF.xml) file. The CNF file contains the device specifications for the associated user. 
            

            
            When users sign in to  their supported Cisco Unified Communications application, Cisco Virtualization Experience Media Engine starts the download of the associated CNF file to the thin client. To ensure the successful transfer of the file, open the
               relevant ports in all firewall applications to allow the thin client to access the ports. For more information about how to
               open ports, see the documentation for the firewall software.
            

            
            Important: 
               Download of the CNF.xml file follows the system setting for HTTP proxy. Ensure that the proxy does not route the HTTP request
                  from the thin client outside of the corporate network.
               

               
            

            
         

         
      

      
      
   
      
      
      DHCP Pool Setup

      
         

         
         
            
            
            If your network uses DHCP, you must specify the domain name in the DHCP pool. Without this setting, DHCP does not assign a
               domain to the Cisco Virtualization Experience Client thin clients . Therefore, the devices cannot register with the Cisco Unified Communications Manager,  the   client keypads
               are dimmed, and users cannot make calls.
            

            
            Example:

            ip dhcp pool Non-VXCM server
 network 10.2.209.0 255.255.255.0
 dns-server 10.2.25.11 
 default-router 10.2.209.1 
 domain-name rtpvxi.com
!


            
            
            

            
         

         
      

      
      
   
      
      
      Domain Name Resolution

      
         

         
         
            If the Cisco Virtualization Experience Client devices reside in a different domain than the Cisco Unified Communications Manager, the DNS server may be unable to resolve
               the domain name for the Cisco Unified Communications Manager.
            

            
            
            
            To resolve this issue, you must  edit the /etc/hosts file on the thin client. To make the change permanent, use the Cisco Virtualization Experience Client Manager to edit the wlx.ini file. Add the  AddtoEtcHosts= parameter, and  specify the IP, FQDN, and aliases for each Cisco Unified Communications Manager
               in the cluster. This parameter adds entries to the /etc/hosts file, where aliases are an optional space-separated list of
               hostnames.
            

            
             For more information about how to edit the wlx.ini file, see the INI Files Reference Guide.
            

            
         

         
         
            Syntax

            AddtoEtcHosts= "ip1 FQDN1 aliases1;ip2 FQDN2 aliases2" 

            
         

         
         
            Sample wlx.ini file
;*************************************************************
;* General 1 *
;*************************************************************
AddtoEtcHosts="10.200.252.2 CUCM123.cisco.com CUCM123;10.100.7.117 CUCM456.cisco.com CUCM456"

IniFileSource=cache

;*************************************************************
;*                         Connections                       *
;*************************************************************

Browser.Homepage=http://gwydlvm120

CONNECT=BROWSER \
Description="Citrix-HVD" \
URL=www.cisco.com \
AutoConnect=yes \
Sound=yes \
mode=normal


            

         
      

      
      
   
      
      
      Port Usage

      
         

         
         
            
               
               If the network includes firewalls, you may have to open ports. See Ports Reference Guide for Cisco Virtualization Experience Media Engine Release 9.0, available from: 
            

            
            http:/​/​www.cisco.com/​en/​US/​docs/​voice_ip_comm/​vxc/​english/​vxme/​9.x_ports_ref/​b_​vxme_​ports-reference-guide.html
                  

            
         

         
      

      
      
   
      
      
      Upgrade to Release 9.3

      
         
            
               

            

            
            Important: 
               You must upgrade both the image on the Cisco Virtualization Experience Client and the Unified Communications software on the hosted virtual desktop (HVD), for the Unified Communications features to work.
               

               
            

            
            
         

         
         Before You Begin
               

            

            
            
               	
                  Obtain the updated image for the Cisco Virtualization Experience Client.
                  

                  

                  
               

               
               	
                  Obtain the Virtualization Experience Media Engine (VXME) prerequisite add-on; and Cisco Jabber and Cisco VXME Utilities, or
                     the Cisco UC Integration for Microsoft Lync installation software.
                  

                  

                  
               

               
            

            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	Upgrade the image on the 
                        
                        Cisco Virtualization Experience Client.
               

               
               
                  	Step 2  
                     
                  
                  	Install the Cisco Virtualization Experience Media Engine (VXME) prerequisite add-on.
               

               
               
                  	Step 3  
                     
                  
                  	Install the Cisco Virtualization Experience Media Engine (VXME) add-on.
               

               
               
                  	Step 4  
                     
                  
                  	On the HVD, uninstall any previously installed Cisco VXME Utilities and  Cisco Unified Communications clients, such as Cisco
                        Jabber,   Cisco UC Integration™ for Microsoft Lync, or Cisco Unified Personal Communicator.
                        
                        
               

               
               
                  	Step 5  
                     
                  
                  	
                        
                        On the HVD, install Cisco VXME Utilities.
               

               
               
                  	Step 6  
                     
                  
                  	On the HVD, install Cisco Jabber.
                        
                        
               

               
            

         

         

         
      

      
      
   
      
      
      Upgrade Cisco Jabber for Windows

      
         

         
         
            
               

            

            
            Use this procedure to upgrade to a newer release, or to repair either the Cisco Jabber or the Cisco VXME Utilities installation.

            
            
            
            Important: 
               To upgrade to a new release, you must upgrade both the image on the Cisco Virtualization Experience Client and the Unified Communications software on the hosted virtual desktop (HVD), for the Unified Communications features to work.
               

               
            

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	Close Cisco Jabber and ensure that it is not running on the HVD. 
                     Important: 
                        If Cisco Jabber is running during the installation, you must completely exit and restart Cisco Jabber to enable virtualization.

                        
                     

                     
                  
               

               
               
                  	Step 2  
                     
                  
                  	
                        
                        Install Cisco VXME Utilities.
               

               
               
                  	Step 3  
                     
                  
                  	Install Cisco Jabber.
                        
                        
               

               
            

         

         

         
      

      
      
   
      
      
      Upgrade Cisco UC Integration for Microsoft Lync

      
         

         
         
            
               

            

            
            Use this procedure to upgrade to a newer release, or to repair the Cisco UC Integration for Microsoft Lync and VXME Utilities
               installation. The Cisco UC Integration for Microsoft Lync Microsoft Installer (MSI) includes Cisco VXME Utilities.
            

            
            Important: 
               To upgrade to a new release, you must upgrade both the image on the thin client and the Cisco
                  Unified Communications software on the hosted virtual desktop (HVD), for the Unified Communications features to work.
               

               
            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	Close Cisco UC Integration for Microsoft Lync and ensure that it is not running on the HVD. 
                     Important: 
                        If Cisco UC Integration for Microsoft Lync is running during the installation, you must completely exit and restart Cisco
                           UC Integration for Microsoft Lync to enable virtualization.
                        

                        
                     

                     
                  
               

               
               
                  	Step 2  
                     
                  
                  	Install Cisco UC Integration for Microsoft Lync.
               

               
            

         

         

         
      

      
      
   
      
      
      Chapter 3. Troubleshooting
      

      
   
      
      
      Basic Troubleshooting for Cisco VXC 6215

      
         

         
         
            Confirm the Version of Cisco Virtualization Experience
               Media Engine
            

            
               
                  	[image: ../images/note.gif]
Note
                  	



                     By default, SSH is disabled. For information about how to enable SSH, see the  Administration Guide for Virtualization Experience Client 6215 for your release.
                     

                     
                     http:/​/​www.cisco.com/​en/​US/​products/​ps11976/​prod_​maintenance_​guides_​list.html

                     
                     

                  
               

            

            
            
               1.
               Use SSH to connect to  the thin client.
            

            
            
            
            
               2.
               
               Enter the following command: 
               rpm -qa | grep vxme
                  

            
            
            
             You can also use the versionInfo command.
            

            
         

         
         
            Ensure that vxc is Running on the Thin Client

            
            
            
               1.
               Use SSH to connect to  the thin client.
            

            
            
            
            
               2. Enter the following command:ps -ef | grep -r vxc

            
            
            
            You should see the following lines:

             admin@LWT44d3ca76ba19:~> ps -ef |grep -r vxc

thinuser 6536 1 0 Mar14 ? 00:07:43 /bin/bash /usr/bin/pidrun.sh -c run_vxc.sh -a -m -o /var/log/cisco/vxcConsole.log -e /var/log/cisco/vxcError.log

thinuser 6538 6536 0 Mar14 ? 00:00:00 /bin/bash /usr/bin/run_vxc.sh -m

thinuser 6547 6538 8 Mar14 ? 13:02:16 vxc -m

admin 31576 31303 0 11:05 pts/0 00:00:00 grep -r vxc

admin@LWT44d3ca76ba19:~>


            
            
            

         
         
            Ensure that Credentials are Passed Down the Virtual
               Channel
               to the Thin Client
            

            1. Use SSH to connect to  the thin client.
            

            
            
               2.
               Turn off logging to remove the vxc_logs files.
            

            
            
            
              vxc_run.sh -l off

            
            
            
            
               3.
               Turn logging back on and restart the thin client.
            

            
            
            
              vxc_run.sh -l on

            
            
            
            
               4. Log in to the HVD and sign in to Cisco Jabber.
            

            
            
            
            
               5. Run the PRT and send the report to the PRT server.
            

            
            6. Download the report from the PRT server and extract the logs.
            

            
            
            
            
               7.
               Open the vxc.log
               file and search for Attempting to connect to CUCM for.
            

            
         

         
         
            Ensure that the Cisco HVD Agent is Running

            Virtualization for Cisco Jabber  depends on a process called Cisco HVD Agent, which is part of the  Cisco Jabber installation. The Cisco HVD Agent process enables the passage of data across the virtual channel, between  the hosted virtual
               desktop (HVD agent), and the thin client.
            

            
            
               1.
               On the
               HVD, open the Task Manager.
            

            
            
            
            
               2.
               Click the Processes tab.
            

            
            
            
            
               3.
               Look for  hvdagent.exe.
            

            
         

         
      

      
      
   
      
      
      Basic Troubleshooting for Dell Wyse Z50D

      
   
      
      
      Verify the Platform Base Image Version

      
         
            
               

            

            You can open System Information to verify the build version.

            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        In the notification area of the taskbar, click the System Information icon.
                        
               

               
               
                  	Step 2  
                     
                  
                  	Click the Identity tab.
               

               
               
                  	Step 3  
                     
                  
                  	In the  System section, look for the Build line.
               

               
            

         

         

         
      

      
      
   
      
      
      Verify the Installation of Cisco VXME and VXME Pre-requisite Add-ons

      
         
            
               

            

            
            You can use System Information to verify that Cisco Virtualization Experience Media Engine is installed, and to verify the
               versions of the add-ons.
            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        Click the System Information icon in the notification area of the taskbar.
                        
                        
               

               
               
                  	Step 2  
                     
                  
                  	Select the Packages tab.
               

               
               
                  	Step 3  
                     
                  
                  	Scroll down the alphabetical list and look for vxme and vxme-pre-reqs. The add-on versions appear in the Versions column.
                  
               

               
            

         

         

         
      

      
      
   
      
      
      Verify Cisco VXME and VXME Pre-requisite Add-on Versions

      
         
            
               

            

            
            You can use xterm to verify which versions of  Cisco Virtualization Experience Media Engine (VXME) and VXME Pre-requisite
               add-ons are  installed. Alternately, you can check System Information when you verify that both add-ons are installed.
            

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        Open xterm.
                        
               

               
               
                  	Step 2  
                     
                  
                  	Type the following command, and then press Enter. 

Example:
                     rpm –qa | grep vxme

                     
                     
               

               
            

         

         

         
      

      
      
   
      
      
      Log Files and Core Dumps

      
         

         
         
            The default logging level is debug. You can use a script to disable and enable logging, for troubleshooting purposes. You
               can also enable core dumping. 
               You must have administrator privileges to run the script, and log on to the thin client over SSH.
            

            
            For information about how to enable or disable SSH, see the Administration Guide for Cisco Virtualization Experience Client 6215  .
            

            
            For information about how to change the administrator/root password on the thin client, see the Administration Guide for Cisco Virtualization Experience Client 6215   and the INI Files Reference Guide for Cisco Virtualization Experience Client 6215.
            

            
            
            
            The following table lists and describes the options for the script. The script accepts two options (one for logging and one
               for core dumping). 
            

            
            
            
            
            
               
                  Logging operations
                  
                     
                        	Option
                        
                        	Description
                        
                     

                     
                  
                  
                  
                     
                        	-l on

                           
                        
                        	
                           Turn on logging for Cisco VXC 6215. This option creates the ciscolog.conf and  writes logs to the /var/log/cisco directory.
                              The script also restarts Cisco Virtualization Experience Media Engine so the change takes effect immediately.
                           

                           
                           The log file for the Cisco VXC 6215 application is /var/log/cisco/vxc.log.

                           
                           The log file for the Virtual Channel  is: /var/log/cisco/VirtualChannel.log.

                           
                           
                           
                           
                        
                        
                     

                     
                     
                        	-l off

                           
                        
                        	
                           Turn off logging for Cisco VXC 6215. This option deletes the /var/log/cisco directory and the  ciscolog.conf file. 

                           
                           
                              
                                 	Note   
                                       
                                       
                                 	
                                    You cannot run the script to turn off logging from within the /var/log/cisco directory.

                                    
                                 
                              

                           

                           
                           The script also restarts Cisco Virtualization Experience Media Engine so that the change takes effect immediately.
                           

                           
                        
                        
                     

                     
                     
                        	-c on

                           
                        
                        	
                           Turn on core dumping. This option adds a configuration line to /etc/security/limits.conf. The script also prompts you to restart
                              the thin client for the changes to take effect.
                           

                           
                           Core dumping is a system wide policy; after you enable it, any process that crashes produces a core dump and saves it to /tmp.
                              The file name format is: core_PROCESSNAME_TIMESTAMP.
                           

                           
                           The system generates core files when a process crashes.

                           
                           The /tmp directory may contain multiple core files. The timestamp in the file name should assist with the identification of
                              the core files generated around the time of the incident under investigation.
                           

                           
                        
                        
                     

                     
                     
                        	-c off

                           
                        
                        	
                           Turn off core dumping. This option removes the configuration line from /etc/sysctl.conf. The script also prompts you to restart
                              the thin client for the changes to take effect.
                           

                           
                           Important: 
                              If you turn off core dumping, the script deletes all core dumps from the /tmp directory, including core dumps that were  not
                                 created by Cisco Virtualization Experience Client.
                              

                              
                           

                           
                        
                        
                     

                     
                     
                        	-h

                           
                        
                        	
                           Display the usage help.

                           
                        
                        
                     

                     
                  
                  
               

               
            

            
         

         
         
            Script example 1
vxc_run.sh –l off -c on

            In this example, the script turns off logging and turns on core dumping.

            
         

         
         
            Script example 2
vxc_run.sh –l on

            In this example, the script turns on logging.

            
         

         
      

      
      
   
      
      
      Problem Reporting Tool

      
         

         
         
            
            
            The Problem Reporting Tool (PRT) is a small program,
               which automatically runs if Cisco Jabber or Cisco UC Integration™ for Microsoft Lync encounters an unrecoverable error,
               or unhandled exception. The tool collects logs from the thin client and  hosted virtual desktop and then creates a problem
               report. The report  is a zip file that you
               can send to the Cisco Technical Assistance Center (TAC), to provide
               the necessary information to solve the problem.
            

            
            
            
            If a user experiences an error that does not crash the
               software, the user can run the PRT from the client Help menu: Help > Report a problem. 
            

            
            Users can generate a problem report from the Windows Start menu if Cisco Jabber is not running. To access the tool from outside the application, choose Start > All Programs > Cisco Jabber > Cisco Jabber Problem Report.
            

            
            Users can generate a problem report from the Windows Start menu if Cisco UC Integration™ for Microsoft Lync is not running. To access the tool from outside the application, choose Start > All Programs > Cisco Systems, Inc > Report a problem.
            

            
            Advise users to include a memory dump with the problem report if their Cisco Unified Communications application crashes.

            
            
            
               
                  	[image: ../images/note.gif]
Note
                  	



                     
                        
                        Users must accept the privacy agreement to run the
                        PRT.
                     

                     
                     

                  
               

            

            
            
            
            
            
             We recommend that users provide a description of the circumstances that lead up to the error. For more detailed information
               about how to run the PRT, see the Troubleshooting section in the applicable user guide.
            

            
         

         
      

      
      
   
      
      
      Gather Logs Manually

      
         
            
               

            

            
            If the virtual channel goes down, the Problem Reporting Tool cannot gather the Virtualization Experience Media Engine logs
               from the thin client. You can use Cisco VXC Manager or Dell Wyse WDM to gather the logs.
            

            
            
            
         

         
         Before You Begin
               

            

            
            You must have an FTP server set up, if you want to use FTP.

            
            
            
         

         
         
            

         
Procedure

         
            
               
                  	Step 1  
                     
                  
                  	
                        In VXC Manager or WDM, right-click on the thin client and select Execute Command. 
               

               
               
                  	Step 2  
                     
                  
                  	In the Execute dialog box, type the following command and then press Enter. /usr/bin/collect-files

                     This step collects the logs and creates a compressed package. 

                     
                  
               

               
               
                  	Step 3  
                     
                  
                  	To send the file to the FTP server, type the following command and then press Enter. /usr/bin/curl -T /root/VXC*.tar.gz ftp://1.1.1.1

                     Where 1.1.1.1 is the IP address of the FTP server.

                     
                  
               

               
               
                  	Step 4  
                     
                  
                  	To remove the .tar.gz  file, type the following command and then press Enter. /bin/rm /root/vxc*.tar.gz

                     
               

               
            

         

         

         
      

      
      
   
      
      
      

      
         

         
         
            
            THE SPECIFICATIONS AND INFORMATION REGARDING THE PRODUCTS IN THIS
               MANUAL ARE SUBJECT TO CHANGE WITHOUT NOTICE. ALL STATEMENTS, INFORMATION, AND
               RECOMMENDATIONS IN THIS MANUAL ARE BELIEVED TO BE ACCURATE BUT ARE PRESENTED
               WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. USERS MUST TAKE FULL
               RESPONSIBILITY FOR THEIR APPLICATION OF ANY PRODUCTS. 
               
            

            
            
            THE SOFTWARE LICENSE AND LIMITED WARRANTY FOR THE ACCOMPANYING PRODUCT
               ARE SET FORTH IN THE INFORMATION PACKET THAT SHIPPED WITH THE PRODUCT AND ARE
               INCORPORATED HEREIN BY THIS REFERENCE. IF YOU ARE UNABLE TO LOCATE THE SOFTWARE
               LICENSE OR LIMITED WARRANTY, CONTACT YOUR CISCO REPRESENTATIVE FOR A COPY. 
               
            

            
            
            The Cisco implementation of TCP header compression is an adaptation of
               a program developed by the University of California, Berkeley (UCB) as part of
               UCB's public domain version of the UNIX operating system. All rights reserved.
               Copyright © 1981, Regents of the University of California.
               
            

            
            
            NOTWITHSTANDING ANY OTHER WARRANTY HEREIN, ALL DOCUMENT FILES AND
               SOFTWARE OF THESE SUPPLIERS ARE PROVIDED “AS IS" WITH ALL FAULTS. CISCO AND THE
               ABOVE-NAMED SUPPLIERS DISCLAIM ALL WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING,
               WITHOUT LIMITATION, THOSE OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE
               AND NONINFRINGEMENT OR ARISING FROM A COURSE OF DEALING, USAGE, OR TRADE
               PRACTICE. 
               
            

            
            
            IN NO EVENT SHALL CISCO OR ITS SUPPLIERS BE LIABLE FOR ANY INDIRECT,
               SPECIAL, CONSEQUENTIAL, OR INCIDENTAL DAMAGES, INCLUDING, WITHOUT LIMITATION,
               LOST PROFITS OR LOSS OR DAMAGE TO DATA ARISING OUT OF THE USE OR INABILITY TO
               USE THIS MANUAL, EVEN IF CISCO OR ITS SUPPLIERS HAVE BEEN ADVISED OF THE
               POSSIBILITY OF SUCH DAMAGES. 
               
            

            
            Any Internet Protocol (IP) addresses and phone numbers used in this document are not intended to be actual addresses and phone
               numbers. Any examples, command display output, network topology diagrams, and other figures included in the document are shown
               for illustrative purposes only. Any use of actual IP addresses or phone numbers in illustrative content is unintentional and
               coincidental.
            

            
            
         

         
         
            
             Cisco and the Cisco logo are trademarks or registered trademarks of Cisco and/or its affiliates in the U.S. and other countries.
               To view a list of Cisco trademarks, go to this URL: http:/​/​www.cisco.com/​go/​trademarks. Third-party trademarks mentioned are the property of their respective owners. The use of the word partner does not imply
               a partnership relationship between Cisco and any other company. (1110R)
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