
















SMGR_STATE_OPEN SMGR_EVT_NEWCALL
SMGR_STATE_NEWCALL_ARRIVED SMGR_EVT_ANSWER_CALL
SMGR_STATE_NEWCALL_ANSWERED SMGR_EVT_LINE_CONNECTED
SMGR_STATE_LINE_CONNECTED SMGR_EVT_LINK_CONTROL_UP
SMGR_STATE_LINE_CONNECTED SMGR_EVT_AUTH_REQ
SMGR_STATE_LINE_CONNECTED SMGR_EVT_IPADDR_ALLOC_SUCCESS
SMGR_STATE_LINE_CONNECTED SMGR_EVT_AUTH_SUCCESS
SMGR_STATE_LINE_CONNECTED SMGR_EVT_UPDATE_SESS_CONFIG
SMGR_STATE_LINE_CONNECTED SMGR_EVT_LOWER_LAYER_UP

Data Reorder statistics
Total timer expiry: 0 Total flush (tmr expiry): 0
Total no buffers: 0 Total flush (no buffers): 0
Total flush (queue full): 0 Total flush (out of range):0
Total flush (svc change): 0 Total out-of-seq pkt drop: 0

Total out-of-seq arrived: 0
IPv4 Reassembly Statistics:

Success: 0 In Progress: 0
Failure (timeout): 0 Failure (no buffers): 0
Failure (other reasons): 0

Redirected Session Entries:
Allowed: 2000 Current: 0
Added: 0 Deleted: 0
Revoked for use by different subscriber: 0

Peer callline:
Redundancy Status: Original Session
Checkpoints Attempts Success Last-Attempt Last-Success

Full: 0 0 0ms 0ms
Micro: 0 0 0ms 0ms

Current state: SMGR_STATE_CONNECTED
FSM Event trace:

State Event
SMGR_STATE_OPEN SMGR_EVT_MAKECALL
SMGR_STATE_MAKECALL_PENDING SMGR_EVT_LINE_CONNECTED
SMGR_STATE_LINE_CONNECTED SMGR_EVT_LOWER_LAYER_UP
SMGR_STATE_CONNECTED SMGR_EVT_AUTH_REQ
SMGR_STATE_CONNECTED SMGR_EVT_AUTH_SUCCESS
SMGR_STATE_CONNECTED SMGR_EVT_REQ_SUB_SESSION
SMGR_STATE_CONNECTED SMGR_EVT_RSP_SUB_SESSION
SMGR_STATE_CONNECTED SMGR_EVT_ADD_SUB_SESSION
SMGR_STATE_CONNECTED SMGR_EVT_AUTH_REQ
SMGR_STATE_CONNECTED SMGR_EVT_AUTH_SUCCESS

Data Reorder statistics
Total timer expiry: 0 Total flush (tmr expiry): 0
Total no buffers: 0 Total flush (no buffers): 0
Total flush (queue full): 0 Total flush (out of range):0
Total flush (svc change): 0 Total out-of-seq pkt drop: 0
Total out-of-seq arrived: 0

IPv4 Reassembly Statistics:
Success: 0 In Progress: 0
Failure (timeout): 0 Failure (no buffers): 0
Failure (other reasons): 0

Redirected Session Entries:
Allowed: 2000 Current: 0
Added: 0 Deleted: 0
Revoked for use by different subscriber: 0

SAEGW Administration Guide, StarOS Release 21.3    
9

CoA, RADIUS DM, and Session Redirection (Hotlining)
Viewing the Redirected Session Entries for a Subscriber



   SAEGW Administration Guide, StarOS Release 21.3
10

CoA, RADIUS DM, and Session Redirection (Hotlining)
Viewing the Redirected Session Entries for a Subscriber


	CoA, RADIUS DM, and Session Redirection (Hotlining)
	RADIUS Change of Authorization and Disconnect Message
	CoA Overview
	DM Overview
	License Requirements
	Enabling CoA and DM
	Enabling CoA and DM
	CoA and DM Attributes
	CoA and DM Error-Cause Attribute
	Viewing CoA and DM Statistics


	Session Redirection (Hotlining)
	Overview
	License Requirements

	Operation
	ACL Rule
	Redirecting Subscriber Sessions
	Session Limits On Redirection
	Stopping Redirection
	Handling IP Fragments
	Recovery
	AAA Accounting

	Viewing the Redirected Session Entries for a Subscriber



