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Preface

This preface describes the audience, organization, and conventions of this document. It also provides information
on how to obtain other documentation.

This preface contains the following sections:

* Audience, on page iii

* Document Conventions, on page iii

* Related Documentation, on page iv

» Communications, services, and additional information, on page iv

Audience

This guide is meant for Cisco Spaces account administrators who enable the hybrid work experience through
the Cisco Spaces Environmental Analytics app.

Other target audiences include network and IT administrators who deploy the Cisco Spaces Environmental
Analytics app.

Document Conventions

This document uses the following conventions:

Table 1: Document Conventions

Convention Description

Bold font Commands and keywords and user-entered text appear in bold font.

Commands, command options, and keywords are in boldface.

Italic font Document titles, new or emphasized terms, and arguments for which
you supply values are in italic font.

Option > Option Used to describe a series of menu procedures in the GUI.
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. Related Documentation

Preface |

Reader Alert Conventions

This document may also use the following conventions for reader alerts:

Means the following information includes helpful suggestions or references to material not covered in this
document.

Means the following information will help you solve a problem.

Caution

Means you need to be careful. In this situation, you might perform an action that could result in equipment
damage or loss of data.

Related Documentation

* All user documentation for Cisco Spaces is available at https://www.cisco.com/c/en/us/support/wireless/

dna-spaces/series.html.

* Cisco Spaces Data Sheet
* Cisco Spaces Configuration Guide

* Cisco Spaces compatibility with other Cisco products

* For Cisco Spaces support information, see Support or contact the Cisco Spaces support team.

Communications, services, and additional information

* To receive timely, relevant information from Cisco, sign up at Cisco Profile Manager.
* To get the business impact you’re looking for with the technologies that matter, visit Cisco Services.
* To submit a service request, visit Cisco Support.

» To discover and browse secure, validated enterprise-class apps, products, solutions, and services, visit

Cisco DevNet.

* To obtain general networking, training, and certification titles, visit Cisco Press.

* To find warranty information for a specific product or product family, access Cisco Warranty Finder.
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| Preface
Cisco Bug Search Tool .

Cisco Bug Search Tool

Cisco Bug Search Tool (BST) is a gateway to the Cisco bug-tracking system, which maintains a comprehensive
list of defects and vulnerabilities in Cisco products and software. The BST provides you with detailed defect
information about your products and software.

Documentation feedback

To provide feedback about Cisco technical documentation, use the feedback form available in the right pane
of every online document.
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CHAPTER 1

Overview of Cisco Spaces: Environmental
Analytics App

* Overview of Environmental Analytics App, on page 1
* Features of the Environmental Analytics App, on page 2
* Recommended Environmental Levels, on page 4

Overview of Environmental Analytics App

The Cisco Spaces Environmental Analytics app helps you optimize your building's performance using indoor
environment insights or metrics data from the available sensors. These insights are derived from sensors
integrated into the networking and collaboration infrastructure throughout your buildings within your network.

Use the Environmental Analytics app to measure and analyze the environmental analytics metrics data such
as carbon dioxide, Total Volatile Organic Compound (TVOCs), ambient noise, temperature, and relative
humidity and take the required corrective actions.

In a Day 0 configuration scenario, the Environmental Analytics Overview window is displayed with information
about the recommended environmental levels. For more information, see Recommended Environmental
Levels.

The Environmental Analytics app presents the following environment insight views:

* Floor View: Provides insights of your building's performance with historical data and trends about
specific hours and days.

* Floor Comparison: Provides information about multiple floors ranked by their performance whether
averages or cumulative time spent out of the ideal range.
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Overview of Cisco Spaces: Environmental Analytics App |
. Features of the Environmental Analytics App

Figure 1: Environmental Analytics
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Prerequisites for the Environmental Analytics App
To use the Environmental Analytics app, you must:

* Import the sensor devices to gather the Environmental Analytics metrics data. Click Import Devices to
open the Import Devices for Environmental Metrics window to import sensor devices from any of
the following options:

 Cisco Webex Control Hub
* Meraki Things

* Cisco Catalyst Wireless Access Points (9136/9166): To use Cisco Catalyst Wireless Access Points
(9136/9166) for Environmental Analytics app, you must integrate with the Catalyst Center, import
maps, or use Cisco Prime Infrastructure map imports.

* Any third-party loT Sensors

*» Have an active Cisco Spaces: Connector available. For more information, see Cisco Spaces: Connector
3 Configuration Guide.

In the Environmental Analytics app Home page, a green tick mark against each of the above-mentioned items
indicates the successful fulfillment of the corresponding prerequisite.

Features of the Environmental Analytics App

The Overview window displays the active sensors telemetry metrics for a selected location (all floors under
the parent level) during a month.
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Overview of Cisco Spaces: Environmental Analytics App
Features of the Environmental Analytics App .

Figure 2: Overview
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The Overview window displays the performance data received from the active sensors in graphical format
in the following feature sections:

+ Air Quality: Indoor Air Quality (IAQ) score, index, and other recommended air quality levels for the
floors with active sensors. This section displays the following telemetry data:

* CO2

« TVOC

* 1AQ

* Particulate Matter (PM) 2.5

» Ambient Noise: Floor noise levels as per the recommendations.
* Humidity: Humidity level of the floor.

« Temperature: Temperature level of the floor.

To view the overview data for another floor or month:

1. From the Location drop-down list, select a location (building or a campus).

2. From the Calendar drop-down list, select another month.

Click the “~ icon to open the respective feature section to view additional parameters.
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. Recommended Environmental Levels

Recommended Environmental Levels

Table 2: Recommended Environmental Levels

Environmental Metrics Recommended Levels
Carbon dioxide (CO2) Below 1000 PPM
Total Volatile Organic Compounds (TVOC) Below 3k pg/m?
Ambient Noise Below 40 dB
Humidity Between 30% - 60%
Temperature Between 21°C - 25°C
Particulate Matter (PM2.5) Below 35 ug/m?
Indoor Air Quality (IAQ) Below Moderate
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CHAPTER 2

Working with Cisco Spaces: Environmental
Analytics App

* Viewing Sensor Performance Data, on page 5

* Configuring Environmental Analytics Parameters, on page 7
* Supported Telemetry Types, on page 8

* View Air Quality Parameters, on page 9

» View Ambient Noise Parameters, on page 13

* View Humidity Parameters, on page 15

* View Temperature Parameters, on page 17

* Viewing Sensor Data in Floor View, on page 19

» Compare Floors, on page 22

Viewing Sensor Performance Data

The Overview window displays the performance data of the active sensors available in the floors of the
building. The data is displayed for the selected floor for the selected month. Use this data for your analysis.

Procedure

Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.

Step 2 In the left navigation pane, click Overview.

The Overview window displays the sensor performance data of the active sensors available in the selected root location
(default view) or the floor for the month.
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. Viewing Sensor Performance Data

Figure 3: Overview
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Step 3 View the sensor data organized as per the following sections:
« Air Quality: Displays the sensor performance data for TVOC, IAQ and PM2.5.
* Ambient Noise: Displays the sensor performance data for ambient noise levels.
» Humidity: Displays the sensor performance data for humidity levels.

» Temperature: Displays the sensor performance data for temperature levels.

Step 4 (Optional) To view the sensor data for a different floor or month:
a) From the Location drop-down list, select the root location or floor.
b) From the Month drop-down list, select another month.

Step 5 Click the icon to open the corresponding parameter configuration window to perform the required updates.
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| Working with Cisco Spaces: Environmental Analytics App

Configuring Environmental Analytics Parameters .

Configuring Environmental Analytics Parameters

Use the Settings tab in the Environmental Analytics app to configure the parameters. Configure these parameters
to view the sensor data in the other tabs.

Procedure

Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.
Step 2 In the left navigation pane, click Settings.
The Environmental Analytics Settings window is displayed with the telemetry metrics of all sensor devices.

Figure 4: Settings

Settings

Device Type

Unselected sensors from this list will not show up in the telemetry data of all metrics.

Metric Type Webex Sensor AP Sensor BLE Sensor Wired Sensor Wireless Sensor Meraki Things Sensor Operation
Ambient Noise =) Excluded = - - o =] Excluded Edit
co2 - - - - - <] Excluded Edit
Humidity () Active - - - - (=) Active Edit
1AQ ) Active - - - - (&) Active Edit
PM2.5 . - - 2 - (=) Active Edit
Temperature (@) Active - - - - (@) Active Edit
TVOC - - - - - &) Active Edit
Step 3 In the Device Type section, view the following metrics:

* CO2

< 1AQ

* TVOC

* PM2.5

Cisco Spaces: Environmental Analytics App Federal Configuration Guide [JJjj



Working with Cisco Spaces: Environmental Analytics App |
. Supported Telemetry Types

* Ambient Noise
* Humidity

» Temperature

Step 4 For each metric, view the following sensor details:

» Webex Sensor

* AP Sensor

* BLE Sensor

» Wired Sensor

» Wireless Sensor

* Meraki Things Sensor

B

Note To view the supported telemetry types, refer to Supported Telemetry Types, on page 8.

Step 5 Click Edit against the corresponding metric name.
Step 6 Check or uncheck the check box for the required sensor and click Save.

Click Cancel to discard the changes, if required.

Step 7 Click pg/m3 or PPB to set the unit for TVOC telemetry data.
The selected unit is highlighted in a blue background.

Step 8 Click Celsius or Fahrenheit to set the unit for temperature telemetry data.

The selected unit is highlighted in a blue background.

Supported Telemetry Types

The telemetry types supported for each device type are:

Table 3: Sensor and Supported Telemetry Types

Device Type Supported Telemetry Types

Cisco Webex * Temperature

* Ambient Noise
* Humidity

* 1AQ

Il Cisco Spaces: Environmental Analytics App Federal Configuration Guide



| Working with Cisco Spaces: Environmental Analytics App

View Air Quality Parameters .

Device Type

Supported Telemetry Types

Wired

» Temperature
* Humidity

* CO2

« TVOC

Access Point

» Temperature
* Humidity

* CO2

*+ TVOC

* JIAQ

Wireless

* Temperature

* Humidity

BLE

» Temperature
* Humidity
* CO2

Meraki Things

* Temperature

* Ambient Noise
* Humidity

* TVOC

* IAQ

* PM2.5

* CO2

View Air Quality Parameters

Before you begin

Use the Settings tab to configure the Air Quality parameters.
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Working with Cisco Spaces: Environmental Analytics App |
. View Air Quality Parameters

Procedure

Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.
Step 2 In the left navigation pane, click Air Quality.

The Air Quality window includes the tabs IAQ, CO2, TVOC, and PM2.5.
Step 3 Click the 1AQ tab.

The 1AQ data with value Below Moderate for the root level for the selected month is displayed.

Figure 5: Air Quality Parameters

Air Quality [ R v J May 2026 8

1AQ coz TVOC PM2.5

Showing data for May 2026 Showing data for Below Moderate
Q s hE ] 9 records ") Export For May 2026
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4th Floor o : ~"012 0 Excellent Excellent Excellent Nao Violation (0 Sensors)
5th Floor A 012 1] Poor Good Excellent 16m (2 Sensors)
3rd Floor o 012 19 Bad Good Excellent 2h 16m (7 Sensors)
2nd Floor ol 012 20 Poor Good Excellent 44m (5 Sensors)
LON11 - Floor 8 o 8 1 Moderate Good Excellent No Violation (0 Sensars)
1st Floor sl 012 1 Moderate Good Excellent No Violation (0 Sensors)
LON11 - Floor 7 o . w7 5 Moderate Good Excellent No Violation (0 Sensors)
19th Floor =) - D05 7 Poor Good Excellent 12m (1 Sensors)
7th Floor sial 512 28 Bad Good Excellent 12h 36m (27 Sensors)

Rows per page | 10 + 1-90f 9

a) View these telemetry details:

* Floor Name: Click the floor name to view the details in the Floor window. The Floor Details window is
displayed.

« Location Path: Displays the floor location path.
« # of Workspaces: Displays the number of workspaces.
* Max. IAQ: Displays the maximum IAQ level for the particular floor.

* Avg. IAQ: Displays the average IAQ level for the particular floor.
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| Working with Cisco Spaces: Environmental Analytics App
View Air Quality Parameters .

» Min 1AQ: Displays the minimum IAQ level for the particular floor.
+ Sensor Violation Duration: Displays the duration of sensor violation.

b) To view IAQ details of another floor location, from the Location drop-down list, select another location.
¢) To view IAQ details of another month, from the Month drop-down list, select another month.

Step 4 Click the CO2 tab.

a) Click Setup Devices to configure devices to generate CO2 measurements.
b) After devices are set, the floor data with COz2 value as Below 1000 ppm is displayed.
c) View the following telemetry details:

* Floor Name: Click the floor name to view the details in the Floor window.
« Location Path: Displays the floor location path.

« # of Workspaces: Displays the number of workspaces.

* Max. CO2: Displays the maximum COz2 level for the particular floor.

* Avg. CO2: Displays the average CO2 level for the particular floor.

* Min CO2: Displays the minimum CO2 level for the particular floor.

+ Sensor Violation Duration: Displays the duration of sensor violation.

d) To view CO2 details of another floor location, from the Location drop-down list, select another location.
e) To view CO2 details of another month, from the Month drop-down list, select another month.

Step 5 Click the TVOC tab.

The floor data with TVOC value as Below 3000 pug/ms3 is displayed.

a) View the following telemetry details:
+ Floor Name: Click the floor name to view the details in the Floor window.
+ Location Path: Displays the floor location path.
« # of Workspaces: Displays the number of workspaces.
» Max. TVOC: Displays the maximum TVOC level for the particular floor.
» Avg. TVOC: Displays the average TVOC level for the particular floor.
* Min TVOC: Displays the minimum TVOC level for the particular floor.
« Sensor Violation Duration: Displays the duration of sensor violation.

b) To view TVOC details of another floor location, from the Location drop-down list, select another location.
¢) To view TVOC details of another month, from the Month drop-down list, select another month.

Step 6 Click the PM2.5 tab.
The floor data with PM2.5 value as Below 35 pg/m? is displayed.
a) View the following telemetry details:

* Floor Name: Click the floor name to view the details in the Floor window.
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. View Air Quality Parameters

« Location Path: Displays the floor location path.

« # of Workspaces: Displays the number of workspaces.

* Max. PM2.5: Displays the maximum PM2.5 level for the particular floor.
* Avg. PM2.5: Displays the average PM2.5 level for the particular floor.

* Min PM2.5: Displays the minimum PM2.5 level for the particular floor.

« Sensor Violation Duration: Displays the duration of sensor violation.

b) To view PM2.5 details of another floor location, from the Location drop-down list, select another location.
¢) To view PM2.5 details of another month, from the Month drop-down list, select another month.

Step 7 (Optional) Use the following options if required:
» Search: Use this field to search for the required floors.
» Export: Use this option to export the environmental sensor telemetry details as a comma-separated values file.

 Show Records: Use the drop-down to select the number of records to be displayed in the tab. Use the forward and
backward arrows to navigate to the other page records.

Step 8 Click any floor name to view the sensor performance data for the selected floor in detail. For more information, refer to
Viewing Sensor Data in Floor View.

Figure 6: Air Quality Parameters: Floor View
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Step 9 To view detailed sensor data for the selected floor, click any area in the graph.
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Figure 7: Sensor data
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Before you begin
Use the Settings tab to configure the Ambient Noise parameters.
Procedure
Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.

Step 2 In the left navigation pane, click Ambient Noise.

The floor data with Ambient Noise value Below 40 dBa for the selected month is displayed.

Step 3 In the window that is displayed, view the following telemetry details:

* Floor Name: Click the floor name to view the details in the Floor window.

+ Location Path: Displays the floor location path.
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. View Ambient Noise Parameters

« # of Workspaces: Displays the number of workspaces.

» Max. Ambient Noise: Displays the maximum Ambient Noise level for the particular floor.
» Avg. Ambient Noise: Displays the average Ambient Noise level for the particular floor.

* Min Ambient Noise: Displays the minimum Ambient Noise level for the particular floor.

« Sensor Violation Duration: Displays the duration of sensor violation.

Step 4 (Optional) Use these options if required:
« Search: Use this field to search for the required floors.
» Export: Use this option to export the environmental sensor telemetry details as a comma-separated values file.

 Show Records: Use the drop-down to select the number of records to be displayed in the tab. Use the forward and
backward arrows to navigate to the other page records.

Step5 If you already clicked a floor name to view other sensor data in floor view, the Ambient Noise window is also displayed
in Floor View. For more information, refer to Viewing Sensor Data in Floor View, on page 19.

Figure 8: Ambient Noise: Floor View
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Step 6 To view detailed sensor data for the selected floor, click any area in the graph.
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View Humidity Parameters .

Figure 9: Ambient Noise Sensor Data
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Whitestone Bridge 1 Webex 31 dB No Violation Meeting Room 14
NYC1-9-PATH 1 Webex 30 dB No Violation
HR9230 1 Webex 25 dB No Violation Meeting Room 3
JFK 1 Webex 31dB No Violation Meeting Room 1
Throgs Neck Bridge 1 Webex 27 dB No Violation Meeting Room 4
Bayonne Bridge 1 Webex 37 dB No Violation Meeting Room
NYC1-9-MOBILE D 1 Webex 31 dB No Violation
View Humidity P t
Before you begin
Use the Settings tab to configure the Humidity parameters.
Procedure
Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.

Step 2 In the left navigation pane, click Humidity.
The floor data with Humidity value Between 30-60% for the selected month is displayed.

Step 3 In the window that is displayed, view the following telemetry details:
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. View Humidity Parameters

* Floor Name: Click the floor name to view the details in the Floor window.

« Location Path: Displays the floor location path.

» # of Workspaces: Displays the number of workspaces.

» Max. Humidity: Displays the maximum Humidity level for the particular floor.
* Avg. Humidity: Displays the average Humidity level for the particular floor.

* Min Humidity: Displays the minimum Humidity level for the particular floor.

+ Sensor Violation Duration: Displays the duration of sensor violation.

Step 4 (Optional) Use these options if required:
» Search: Use this field to search for the required floors.
» Export: Use this option to export the environmental sensor telemetry details as a comma-separated values file.

 Show Records: Use the drop-down to select the number of records to be displayed in the tab. Use the forward and
backward arrows to navigate to the other page records.

Step 5 If you already clicked a floor name to view other sensor data in floor view, the Humidity window is also displayed in
Floor View. For more information, refer to Viewing Sensor Data in Floor View.

Figure 10: Humidity: Floor View
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Step 6 To view detailed sensor data for the selected floor, click any area in the graph.
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Figure 11: Humidity Sensor Data

Humidity 19 May 2026 | 5:30 AM

View Temperature Parameters .

X

| > Cisco Average Sensors Violation Duration
3rd Floor 44 % No Violation
Showing data for 19 MAY 2026 | 5:30 AM Map List
All Humidity All Sensors
16 16
=
Spaces & Sensors No of Devices Device/Sensor Type Avg. Humidity Sensors Violation Duration Workspace Type Capacity
1 MT No Violation
ollab2 1 WEBEX No Violation
. . 1 WEBEX No Violation Meeting Room 2
1 WEBEX No Violation Meeting Room 2
1 WEBEX 56% No Violation Meeting Room
Il Bl 1 WEBEX No Violation Meeting Room 15
Before you begin
Use the Settings tab to configure the Temperature parameters.
Procedure
Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.

Step 2 In the left navigation pane, click Temperature.

The floor data with Temperature value Between 21-25°C for the selected month is displayed.

Step 3 In the window that is displayed, view the following telemetry details:

» Floor Name: Click the floor name to view the details in the Floor window.
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. View Temperature Parameters

« Location Path: Displays the floor location path.

« # of Workspaces: Displays the number of workspaces.

» Max. Temperature: Displays the maximum Temperature level for the particular floor.
» Avg. Temperature: Displays the average Temperature level for the particular floor.

» Min Temperature: Displays the minimum Temperature level for the particular floor.

« Sensor Violation Duration: Displays the duration of sensor violation.

Step 4 (Optional) Use the following options if required:
» Search: Use this field to search for the required floors.
» Export: Use this option to export the environmental sensor telemetry details as a comma-separated values file.

 Show Records: Use the drop-down to select the number of records to be displayed in the tab. Use the forward and
backward arrows to navigate to the other page records.

Step 5 If you already click a floor name to view other sensor data in floor view, the Temperature window is also displayed in
Floor View. For more information, refer to Viewing Sensor Data in Floor View.

Figure 12: Temperature: Floor View

¢ Temperature Compare Floors

Ciscomm i | adFioor v | | May 2026 =

N )»SFO12

Showing data from sensors All (63) | Meraki Things(5)  WEBEX(58)

CURRENT MONTH - MAY 2026

Average Minimum Maximum Sensors Violation Duration C
72 °F 60 °F 98 °F 4714.23 krs (50 SENSORS)
19/05/2026 0O Export As CSV

Average Temperature levels in the floor 3rd Floor

FAHRENHEIT (*F)

Step 6 To view detailed sensor data for the selected floor, click any area in the graph.
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Viewing Sensor Data in Floor View .

Figure 13: Temperature Sensor Data

Temperature 19 May 2026 3:20 AM X
£  Meraki_DNAS > Cisco Meraki Average Sensors Violation Duration
3rd Floor 7l 16m (SENSORS)

Showing data for 19 MAY 2026 | 3:20 AM Map List

All Temperature All Sensors
26 26
Q
Spaces & Sensors Mo of Devices Device/Sensor Type Avg. Temperature Sensors Violation Duration Workspace Type Capacity
cc:9c:3e:ff:fe:9d 1 MT 73 °F No Viglation
f8:0e;28:77:97:d3 1 MT 71°F Mo Viclation
18:9e:28:db:23:b2 1 MT No Violation
Sister Act 1 WEBEX No Violation Meeting Room 19
Bullitt 1 WEBEX 69 °F Bm Meeting Room 6
SFO12-3-0pen Collab 3 1 WEBEX 70 °F Mo Violation

Viewing Sensor Data in Floor View

You can view the sensor data in floor view for Air Quality, Ambient Noise, Humidity, and Temperature.

Procedure

Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.
Step 2 In the left navigation pane, click any sensor data of your choice.
Step 3 In the sensor detail window that is displayed, click the floor name.
The Floor View window is displayed with the sensor performance data for the selected floor for the current month.
By default, the All option is selected and the window displays sensor performance data from all devices.
Click Meraki Things if you want to view the sensor performance data from Cisco Meraki.

Click Webex if you want to view the sensor performance data from Cisco Webex devices.
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Step 4 For the selected sensor data, the following data is displayed in graphical format:

+ Current Month: Displays the information about sensors that violated the optimal range for a specific time. Click

the graph to view the sensor data in detail.

* Average levels in the floor: Displays the average levels in the selected floor in graphical format. Click the time
range to view additional information. You can again click the graphical format to view the details of the segment.

« Daily average, min & max levels in floor: Displays the daily average, minimum and maximum levels in the selected
floor in graphical format. Click the time range to view additional information.

« Cumulative Time in Violation: Displays the cumulative time in violation in graphical format.

By Hour of the Day: Displays the sensor performance data by an hour of the day.

« By Day of the Week: Displays the sensor performance data by day of the week.

For example, for Air Quality sensor data, the following window is displayed:

Figure 14: Air Quality Sensor Data

& Air Quality

CiscollWB | = 2ndFicor o | Mayz2026 =
e e e SEC 17

1AQ TVOC PM2.5

Showing data from sensors All(34) | Meraki Things(13)  WEBEX(21)

CURRENT MONTH - MAY 2026

Compare Floors

Average Minimum Maximum Sensors Violation Duration @

Good Excellent Poor

( 19/05/2026 B

Average 1AQ levels in the floor 2nd Floor

g

@

1.08 Hrs (8 sENSORS)

T, Export As CSV

1AQ CONCENTRATION

Step 5 To view detailed sensor data for the selected floor, click any area in the graph.
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Figure 15: Sensor data

|AQ 19 May 2026 | 12:10 AM

@

ZIZo Meraki

Viewing Sensor Data in Floor View .

X

Average Sensors Violation Duration
2nd Floor Good No Violation
Showing data for 19 MAY 2026 | 12:10 AM Map
All 1AQ All Sensors
4 4
Q, Search Floor ]
Spaces & Sensors No of Devices Device/Sensor Type Avg. IAQ Sensors Violation Duration Workspace Type Capacity
| Saxc? 1 MT No Violation
1 WEBEX No Violation Meeting Room 8
e 1 WEBEX No Violation Meeting Room 42
eet 1 WEBEX No Viclation Meeting Room 16

Step 6 To view the sensor data in Rich Map view, click the Map.

The Floor View is displayed in Rich Maps.
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Figure 16: Rich Maps View

JAQ 19 May 2026 | 2:20 AM X
¥  Meraki_DNAS > Cisco Meraki Average Sensors Vielation Duration
2nd Floor Good No Violation

Showing data for 19 MAY 2026 | 2:20 AM List

All IAQ All Sensors

11 11

Step 7 (Optional) To download the sensor metric as a CSV file, click Export as CSV.

Step 8 Click Compare Floors to open the Floor Comparison window to view the floor comparison data. For more information,
refer to Compare Floors, on page 22.

Step 9 Click the Close ( ) icon to close the window.

Compare Floors

Procedure

Step 1 From the Dashboard drop-down list (left navigation pane of the Cisco Spaces Home page), choose Environmental
Analytics.

The Environmental Analytics window is displayed.

Step 2 From the left navigation pane, select any sensor data of your choice.

Step 3 In the sensor detail window that is displayed, click the floor name.
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Step 4

Step 5

Step 6
Step 7

Compare Floors .

The Floor View window is displayed with the sensor performance data. The data for the current month is displayed for
the selected floor. By default, the All option is selected and the window displays sensor performance data from all devices.
Click Webex if you need to display the sensor performance data from Cisco Webex devices.

In the Floor View window, click Compare Floors.

The Floor Comparison pop-up window is displayed. By default, All is selected. Click WebexX to view sensor data from
Cisco Webex devices.

Figure 17: Floor Comparison

Floor Comparison X
& loisian: T R, ol TS T S 2 May 2026 5]
(Feomiienale] 4 Floors

1AQ TVOC  PM2.5

Showing data from sensors

All (70) | Meraki Things(21) WEBEX(49)

Avg. IAQ Trend (Ranked in descending order) Sensors In Violation(Ranked in descending order)
From 01-May-2026 to 31-May-2026 From 01-May-2026 to 31-May-2026
2nd Floor L]
TR o No data available
g
g
" sirFor .

View the floor comparison data from all the sensors. The floor comparison details such as average sensor trend and
sensors in violation for the selected month is displayed.

Hover your cursor over the graph to view additional sensor details.

(Optional) From the Month drop-down list, select a different month to view the floor comparison data.
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