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CLI

CLI Cisco I0S
interface interface-id
o EXEC
o EXEC
e config-vlan
e VLAN
1-1
Switch
1-1
EXEC Switch> logout
EXEC
enable
EXEC EXEC Switch# EXEC
enable disable
configure
EXEC Switch (config) # EXEC
configure exit end
Ctrl-Z
interface
Switch(config-if)# EXEC
interface end Ctrl-Z
1D

exit
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CLI
1-1
config-vlan Switch(config-vlan)#
vlan exit

vlan-id

EXEC
end Ctrl-Z
VLAN EXEC Switch(vlan)# EXEC
vlan database exit
Switch(config-line)#
line exit
EXEC
end Ctrl-Z
EXEC
EXEC
EXEC EXEC
EXEC
?
Switch> ?
EXEC
EXEC
configure EXEC
EXEC
EXEC #
Switch#
EXEC enable

Switch> enable
Switch#
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?
Switch# ?
EXEC disable EXEC
configure EXEC
configure

Switch# configure
Configuring from terminal, memory, or network [terminal]?

NVRAM RAM

Switch# configure terminal
Enter configuration commands, one per line. End with CNTL/Z.

?

Switch(config)# ?
EXEC
end exit Ctrl-Z
interface interface-id

Switch(config-if)#

?
Switch(config-if)# ?

exit
EXEC end Ctrl-Z
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CLI ||
config-vlan
VLAN VLANID1 1005 VTP
VLAN VLANID 1006 4094 VTP
VLAN VTP
copy running-config startup-config EXEC
VTP
VLANID 1 1005 VLAN
VLAN VLAN VLAN
config-vlan vlan vlan-id

Switch(config)# wvlan 2000
Switch(config-vlan) #

VLAN
?
Switch(config-vlan)# ?
VLAN MTU
exit EXEC
end shutdown config-vlan
VLAN

VLAN VLANID 1 1005 VLAN
vlan database EXEC VLAN
Switch# vlan database
Switch(vlan) #

?
Switch(vlan)# ?

EXEC abort VLAN
exit
VLAN EXEC exit apply
VLAN VLAN

Catalyst 2960
| 78-16882-02-J .m



1 cLI |

N cu

line vty line_number [ending_line_number]

7
Switch(config)# line vty 0 7
?
Switch(config-line)# ?
exit
EXEC end Ctrl-z
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Catalyst 2960 Cisco I0S

aaa accounting dotlx

Authentication, Authorization, and Accounting AAA,;
802.1x

aaa accounting dotlx
IEEE 802.1x
no

aaa accounting dotlx {name | default} start-stop {broadcast group {name | radius | tacacs+} [group
{name | radius | tacacs+} ... ] | group {name | radius | tacacs+} [group {name | radius | tacacs+}

-1}

no aaa accounting dotlx {name | default}

name broadcast group group

default

start-stop

broadcast AAA

Catalyst 2960
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M aaa accounting dotix

group
* name —
e radius— RADIUS
e tacacst — TACACS+
group broadcast group group
group
radius RADIUS
tacacs+ TACACS+
AAA
12.2(25)FX
RADIUS
IEEE 802.1x RADIUS dotlx reauthentication
IEEE 802.1x

Switch(config)# aaa new-model
Switch(config)# aaa accounting dotlx default start-stop group radius

RADIUS AAA

aaa authentication dotlx IEEE 802.1x 1
AAA

aaa new-model AAA

Cisco 10S Security Command Reference, Release 12.2 >
Authentication, Authorization, and Accounting > Authentication
Commands

dotlx reauthentication
dotlx timeout reauth-period
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Cisco 10S

aaa authentication dotix W

aaa authentication dotlx

IEEE 802.1x Authentication, Authorization, and Accounting AAA;
aaa authentication dotlx
no
aaa authentication dotlx {default} methodl
no aaa authentication dotlx {default}
default
methodl RADIUS group radius
A
default group radius
12.2(25)FX
method
IEEE 802.1x
RADIUS group radius
group radius radius-server host
RADIUS
show running-config EXEC
AAA IEEE 802.1x

RADIUS

Switch(config)# aaa new-model
Switch(config)# aaa authentication dotlx default group radius

show running-config EXEC

[ 78-16882-02-J
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Wl archive download-sw

aaa new-model AAA
Cisco 10S Security Command Reference, Release 12.2 >
Authentication, Authorization, and Accounting > Authentication
Commands

show running-config Cisco 10S
Configuration Fundamentals Command Reference, Release 12.2 >
File Management Commands > Configuration File Management
Commands

archive download-sw

TFTP
archive download-sw EXEC

archive download-sw {/force-reload | /imageonly | /leave-old-sw | /no-set-boot | /overwrite | /reload |
/safe} source-url

[force-reload

/imageonly
HTML
HTML

/leave-old-sw

/no-set-boot BOOT

loverwrite

/reload

[safe
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archive download-sw W

source-url URL
flash:
e FTP
ftp:[[//username[:password]@location]/directory]/image-name.tar
e HTTP

http://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

. HTTP
https://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

e Remote Copy Protocol RCP rcp:[[//username@]location]/directory]/
image-name.tar

e Trivial File Transfer Protocol TFTP;
tftp:[[//location]/directory]/image-name.tar

image-name.tar

HTML

flash:

BOOT flash:
tar
EXEC
12.2(25)FX
/imageonly
HTML HTML Cisco 10S
[safe /leave-old-sw
/leave-old-sw
delete EXEC
delete  p.2-56

Joverwrite

Catalyst 2960
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Wl archive download-sw

loverwrite

reload EXEC
archive download-sw [/reload [force-reload

172.20.129.10 TFTP

Switch# archive download-sw/overwrite tftp://172.20.129.10/test-image.tar

172.20.129.10 TFTP

Switch# archive download-sw/imageonly tftp://172.20.129.10/test-image.tar

Switch# archive download-sw/leave-old-sw tftp://172.20.129.10/test-image.tar

archive tar tar tar tar

archive upload-sw
delete
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archive tar W

archive tar

tar tar tar
archive tar EXEC

archive tar {/create destination-url flash:/file-url} | {/table source-url} | {/xtract source-url
flash:/file-url [dir/file...]}

/create destination-url tar
flash:/file-url

destination-url

URL tar
flash:
e FTP
ftp:[[//username[:password]@location]/directory]/tar-filename.tar
e HTTP

http://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

. HTTP
https://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

e Remote Copy Protocol RCP
rcp:[[//username@]location]/directory]/tar-filename.tar

e TFTP
tftp:[[//location]/directory]/tar-filename.tar

tar-filename.tar tar

flash:/file-url tar

tar

tar
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W archive tar

[table source-url tar

source-url
URL

flash:

e FTP
ftp:[[/lusername[:password]@Ilocation]/directory]/tar-filename.tar

e HTTP
http://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

. HTTP
https://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

e RCP
rcp:[[//username@]location]/directory]/tar-filename.tar

e TFTP
tftp:[[//location]/directory]/tar-filename.tar

tar-filename.tar tar

Ixtract source-url tar

flash:/file-url [dir/file...] source-url URL

flash:

e FTP
ftp:[[/lusername[:password]@Ilocation]/directory]/tar-filename.tar

e HTTP
http://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

. HTTP
https://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

e RCP
rcp:[[//username@]location]/directory]/tar-filename.tar
e TFTP
tftp:[[//location]/directory]/tar-filename.tar
tar-filename.tar tar
flash:/file-url [dir/file...] tar
dirffile...
tar
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archive tar W

EXEC

12.2(25)FX

tar
new-configs 172.20.10.30 TFTP saved.tar

Switch# archive tar/create tftp:172.20.10.30/saved.tar flash:/new-configs

€2960-lanbase-tar.12-25.FX
tar

Switch# archive tar/table flash:c2960-lanbase-tar.12-25.FX.tar
info (219 bytes)

c2960-lanbase-mz.12-25.FX/ (directory)
c2960-lanbase-mz.12-25.FX (610856 bytes)
c2960-lanbase-mz.12-25.FX/info (219 bytes)
info.ver (219 bytes)

€2960-lanbase-12-25.FX/html

Switch# archive tar/table flash:c2960-lanbase-12-25.FX.tar c2960-lanbase-12-25/html
c2960-lanbase-mz.12-25.FX/html/ (directory)

c2960-lanbase-mz.12-25.FX/html/const.htm (556 bytes)
c2960-lanbase-mz.12-25.FX/html /xhome.htm (9373 bytes)
c2960-lanbase-mz.12-25.FX/html/menu.css (1654 bytes)

<output truncated>

172.20.10.30 TFTP tar
new-configs
root saved.tar

Switch# archive tar/xtract tftp:/172.20.10.30/saved.tar flash:/new-configs

archive download-sw TFTP

archive upload-sw

Catalyst 2960
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W archive upload-sw

archive upload-sw

archive upload-sw EXEC
archive upload-sw [/version version_string] destination-url
/version version_string
destination-url URL
flash:
FTP
ftp:[[//username[:password]@Iocation]/directory]/image-name.tar
HTTP

http://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

HTTP
https://[[username:password]@]{hostname | host-ip}[/directory]/
image-name.tar

Remote Copy Protocol RCP
rcp:[[//username@]location]/directory]/image-name.tar

Trivial File Transfer Protocol TFTP;

tftp:[[//location]/directory]/image-name.tar

image-name.tar

flash:
EXEC
12.2(25)FX
HTML
Cisco I0S HTML info
tar
172.20.140.2 TFTP

Switch# archive upload-sw tftp://172.20.140.2/test-image.tar

i Catalyst 2960
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auto qos voip W

archive download-sw

archive tar tar tar tar
auto gos voip

Quality of Service QoaS; Voice over IP VoIP QoS

auto qos voip
no
auto gos voip {cisco-phone | cisco-softphone | trust}
no auto qos voip [cisco-phone | cisco-softphone | trust]
cisco-phone Cisco IP Phone VolP
QoS QoS IP Phone
cisco-softphone Cisco SoftPhone
VoIP QoS
trust
VoIP QoS QoS
auto-QoS
auto-QosS 2-1
/
21
VolP
VolP STP'! BPDU?
DSCP? 46 24 26 48 56 34
CoS* CoS 5 3 6 7 3
CoS 2 3 456 7 2 1
CoS 5 1 3 6 7 2 4 3 01
3 4
1. STP = Spanning-Tree Protocol
2. BPDU = Bridge Protocol Data Unit
3. DSCP = Differentiated Services Code Point
4. CoS = Class of Service
Catalyst 2960

[ 78-16882-02-J



2 Catalyst 2960 Cisco 10S |
M auto qos voip
2-2 auto-QoS
2-2 auto-QoS
CoS
SRR? 1 01 81% 67%
2 2 3 45 6 7 |19% 33%
1. SRR = Shaped Round Robin
2-3 auto-QoS
2-3 auto-QoS
10/100
CoS
5 10% 16% 10%
SRR 3 6 7 10% 6% 10%
SRR 2 4 60% 17% 26%
SRR 01 20% 61% 54%
12.2(25)FX
QoS VolP QoS
QoS QoS
Auto-QoS Cisco IP Phone VolP
Cisco SoftPhone VolP
Cisco IP SoftPhone 1.3(3)
Cisco CallManager 4
auto-QoS auto-QoS QoS
auto-QoS auto-QoS
N
CLI
auto-QoS

i Catalyst 2960
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auto qos voip W

auto-QoS auto-QoS
auto-QoS auto-QoS
auto-QoS
e QoS mls qos
e Cisco IP Phone auto qos voip cisco-phone
Cisco Discovery Protocol CDP Cisco IP
Phone Cisco IP Phone
QoS Cisco IP
Phone QoS
2-2 2-3
e Cisco SoftPhone auto qos voip
cisco-softphone
24 26 46 DSCP
DSCP 0
2-2 2-3
J auto qos voip trust
CoS
2-2 2-3
VLAN LAN
auto-QoS
Cisco IP Phone  auto-Qos IP IP Phone
Y
Cisco SoftPhone
1 Cisco SoftPhone
auto-QosS AutoQoS
auto-QoS QoS auto-QoS
debug auto qos EXEC
auto-QoS debug auto qos
auto-QoS no auto gos voip
auto-QoS
auto-QoS
no auto qos voip auto-QoS
auto-QoS

Catalyst 2960
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M auto qos voip
no mis gos auto-QoS
QoS
QoS DSCP IP precedence
auto-QosS QoS
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# auto gos voip trust
show auto qos interface interface-id EXEC
debug auto qos auto-QoS
mls gos cos CoS
CoS
mls qos map {cos-dscp dscpl ... dscp8 | CoS/DSCP DSCP/CoS
dscp-cos dscp-list to cos}
mls gqos queue-set output buffers
mls qos srr-queue input bandwidth Shaped Round Robin SRR
mls gos srr-queue input buffers
mls qos srr-queue input cos-map CoS CoS
ID
mls gos srr-queue input dscp-map DSCP
DSCP 1D
mls qos srr-queue input priority-queue
mls qos srr-queue output cos-map CoS
1D
mls qos srr-queue output dscp-map DSCP
ID
mls qos trust
queue-set
show auto qos auto-QosS
show mls qos interface QoS
srr-queue bandwidth shape
4
srr-queue bandwidth share
4
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boot boothipr W

boot boothlpr

Cisco 10S boot boothlpr
Cisco 10S
no

boot boothlpr filesystem:/file-url
no boot boothlpr

filesystem:
flash:

[file-url

12.2(25)FX

BOOTHLPR A Catalyst 2960

show boot

Catalyst 2960
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M boot config-file

boot config-file

Cisco 10S
boot config-file
no

boot config-file flash:/file-url

no boot config-file
flash:/file-url

flash:config.text
12.2(25)FX
CONFIG_FILE A Catalyst 2960

show boot
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boot enable-break W

boot enable-break

boot enable-break

no
boot enable-break
no boot enable-break
Break
12.2(25)FX
Break
N
MODE
ENABLE_BREAK A Catalyst 2960

show boot
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Wl boot helper

boot helper

boot helper
no

boot helper filesystem:/file-url ...

no boot helper

filesystem:
flash:

[file-url

12.2(25)FX

HELPER A Catalyst 2960

show boot
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boot helper-config-file Ml

boot helper-config-file

Cisco 10S
boot helper-config-file
CONFIG_FILE
Cisco 10S no

boot helper-config-file filesystem:/file-url

no boot helper-config file

filesystem:
flash:
[file-url
12.2(25)FX
HELPER_CONFIG_FILE A Catalyst
2960
show boot
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Wl boot manual

boot manual

boot manual
no
boot manual
no boot manual
12.2(25)FX
switch:
boot
MANUAL_BOOT A Catalyst 2960
show boot
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boot private-config-file W

boot private-config-file

Cisco 10S boot private-config-file
no

boot private-config-file filename

no boot private-config-file

filename

private-config

12.2(25)FX

pconfig

Switch(config)# boot private-config-file pconfig

show boot
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Cisco 10S |

M boot system

boot system

Cisco I0S

boot system filesystem:/file-url ...

no boot system

boot system

no

filesystem:
flash:

[file-url

BOOT

12.2(25)FX

archive download-sw EXEC
boot system

BOOT

boot system

A Catalyst 2960

show boot

i Catalyst 2960

78-16882-02-J |



Catalyst 2960

Cisco 10S

channel-group

no

EtherChannel

channel-group
EtherChannel

EtherChannel

channel-group W

channel-group channel-group-number mode {active | {auto [non-silent]} | {desirable [non-silent]} |

on | passive}

no channel-group

PAgP modes:

channel-group channel-group-number mode {{auto [non-silent]} | {desirable [non-silent}}

LACP modes:

channel-group channel-group-number mode {active | passive}

On mode:

channel-group channel-group-number mode on

channel-group-number 6
mode EtherChannel
active Link Aggregation Control Protocol LACP
active
active passive
auto Port Aggregation Protocol PAgP;
PAgP
auto
PAgP PAgP
desirable
auto
desirable PAgP
desirable
PAgP
EtherChannel desirable
auto desirable
non-silent auto
desirable PAgP
on on
on on
EtherChannel
passive PAgP LACP
passive
LACP LACP
active
Catalyst 2960
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M channel-group
12.2(25)FX
2 EtherChannel interface
port-channel
channel-group
channel-group-number  port-channel-number
channel-group
EtherChannel
EtherChannel
spanning-tree
2 EtherChannel
auto desirable non-silent
PAgP
PAgP PAgP
on EtherChannel on on
on EtherChannel
EtherChannel PAgP  LACP PAgP  LACP
EtherChannel EtherChannel PAgP
LACP

channel-protocol
channel-group

i Catalyst 2960
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channel-group W

EtherChannel 802.1x
EtherChannel IEEE 802.1x
IEEE 802.1x
EtherChannel EtherChannel
Configuring EtherChannels
EtherChannel VLAN 10 2
PAgP desirable 5
Switch# configure terminal
Switch(config)# interface range gigabitethernet0/1 -2
Switch(config-if-range)# switchport mode access
Switch(config-if-range)# switchport access vlan 10
Switch(config-if-range)# channel-group 5 mode desirable
Switch(config-if-range)# end
EtherChannel VLAN 10 2
LACP active 5
Switch# configure terminal
Switch(config)# interface range gigabitethernet0/1 -2
Switch(config-if-range)# switchport mode access
Switch(config-if-range)# switchport access vlan 10
Switch(config-if-range)# channel-group 5 mode active
Switch(config-if-range)# end
show running-config EXEC

channel-protocol
interface port-channel
show etherchannel EtherChannel
show lacp LACP
show pagp PAgP
show running-config Cisco 10S

Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands
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Hl channel-protocol

channel-protocol

channel-protocol

no

channel-protocol {lacp | pagp}

no channel-protocol

lacp EtherChannel  Link Aggregation Control Protocol LACP
pagp EtherChannel  Port Aggregation Protocol PAgP;

EtherChannel
12.2(25)FX
LACP PAgP channel-protocol
channel-protocol channel-group
EtherChannel channel-group

channel-group EtherChannel

EtherChannel PAgP  LACP
PAgP LACP

EtherChannel LACP

Switch(config-if)# channel-protocol lacp

show etherchannel [channel-group-number] protocol EXEC
channel-group EtherChannel
show etherchannel protocol EtherChannel
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class W

class

police set trust
class
no

class class-map-name

no class class-map-name

class-map-name

12.2(25)FX

class policy-map

service-policy

class

e exit

®* no

e police

police police aggregate

e set set

e trust class class-map
trust

exit
EXEC end
class class-map

class
class-map
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W class

policyl
classl IP
Differentiated Services Code Point DSCP 10 1 Mbps 20 KB

DSCP
DSCP

Switch(config)# policy-map policyl

Switch(config-pmap)# class classl

Switch(config-pmap-c)# set dscp 10

Switch(config-pmap-c)# police 1000000 20000 exceed-action policed-dscp-transmit
Switch(config-pmap-c)# exit

show policy-map EXEC
class-map
police
policy-map
set DSCP IP precedence IP
show policy-map Quality of Service QoS;
trust class class-map
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classsmap W

class-map

class-map

no

class-map [match-all | match-any] class-map-name

no class-map [match-all | match-any] class-map-name

match-all

match-any

class-map-name

match-all match-any
match-all

12.2(25)FX

class-map

Quality of Service QoaS;

e description 200 show class-map EXEC

e exit QoS
¢ match match

®* no

® rename
A class-map with this name already exists

1 match
match-all match-any

Catalyst 2960
| 78-16882-02-J .m



2 Catalyst 2960 Cisco 10S

W class-map

1 Access Control List ACL; 1
ACL Access Control Entry  ACE;

classl 1 103
Switch(config)# access-1list 103 permit any any dscp 10
Switch(config)# class-map classl
Switch(config-cmap)# match access-group 103
Switch(config-cmap) # exit

classl

Switch(config)# no class-map classl

show class-map EXEC
class
police set trust
match
policy-map
show class-map QoS
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clear ip dhcp snooping database

DHCP
clear ip dhcp snooping database EXEC

clear ip dhcp snooping database statistics

clear ip dhcp snooping database | |

statistics DHCP

EXEC

12.2(25)FX

clear ip dhcp snooping database statistics

DHCP

Switch# clear ip dhcp snooping database statistics

show ip dhcp snooping database EXEC
ip dhcp snooping VLAN DHCP
ip dhcp snooping database DHCP
show ip dhcp snooping binding DHCP
Catalyst 2960
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W clearlacp

clear lacp

Link Aggregation Control Protocol LACP clear lacp
EXEC

clear lacp {channel-group-number counters | counters}

channel-group-number 1 6

counters

EXEC

12.2(25)FX

clear lacp counters clear lacp
channel-group-number counters

Switch# clear lacp counters

4 LACP

Switch# clear lacp 4 counters

show lacp counters show lacp 4 counters EXEC

show lacp LACP
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clear mac address-table

MAC

VLAN

clear mac address-table
MAC

clear mac address-table H

LAN
EXEC

clear mac address-table {dynamic [address mac-addr | interface interface-id | vlan vlan-id] |

notification}

dynamic MAC

dynamic address mac-addr MAC

dynamic interface interface-id
MAC

dynamic vlan vlan-id VLAN

MAC
4094

notification

EXEC

12.2(25)FX

MAC

Switch# clear mac address-table dynamic address 0008.0070.0007

show mac address-table EXEC

mac address-table notification MAC

show mac address-table MAC

show mac address-table notification
MAC

snmp trap mac-notification SNMP

MAC
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W clear mac address-table move update

clear mac address-table move update

MAC
update EXEC

clear mac address-table move

clear mac address-table move update

EXEC

12.2(25)SED

MAC

Switch# clear mac address-table move update

show mac address-table move update EXEC

mac address-table move update {receive | transmit} MAC

show mac address-table move update MAC
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clear pagp M

clear pagp

Port Aggregation Protocol PAgP;
clear pagp EXEC

clear pagp {channel-group-number counters | counters}

channel-group-number 1 6

counters

EXEC

12.2(25)FX

clear pagp counters clear pagp
channel-group-number counters

Switch# clear pagp counters

10 PAgP

Switch# clear pagp 10 counters

show pagp EXEC

show pagp PAgP
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M clear port-security

clear port-security

MAC

clear port-security EXEC

clear port-security {all | configured | dynamic | sticky} [[address mac-addr | interface interface-id]
[vlan {vlan-id | {access | voice}}]]

all MAC
configured MAC
dynamic MAC
sticky MAC
address mac-addr MAC
interface interface-id VLAN LAN
MAC
vlan VLAN MAC
vlan
e vlan-id —
VLAN VLANID
® access — VLAN
MAC
* voice — VLAN
MAC
Y
voice VLAN
VLAN
EXEC
12.2(25)FX
MAC

Switch# clear port-security all

MAC

Switch# clear port-security configured address 0008.0070.0007
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Switch# clear port-security dynamic interface gigabitethernet0/1

Switch# clear port-security dynamic

show port-security EXEC

clear port-security W

switchport port-security

switchport port-security mac-address mac-address MAC

switchport port-security maximum value

MAC

show port-security
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W clear spanning-tree counters

clear spanning-tree counters

clear spanning-tree counters EXEC

clear spanning-tree counters [interface interface-id]

interface interface-id
VLAN

LAN VLAN
1 4094 1 6

EXEC

12.2(25)FX

interface-id

Switch# clear spanning-tree counters

show spanning-tree
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clear spanning-tree detected-protocols | |

clear spanning-tree detected-protocols

clear spanning-tree detected-protocols
EXEC

clear spanning-tree detected-protocols [interface interface-id]

interface interface-id

VLAN
LAN VLAN
1 4094 1 6
EXEC
12.2(25)FX
Rapid Per-VLAN Spanning-Tree Plus Rapid PVST+ Multiple Spanning-Tree Protocol
MSTP
IEEE 802.1D
Rapid PVST+ MSTP 0
IEEE 802.1D Bridge Protocol Data Unit BPDU,;
IEEE 802.1D BPDU Multiple
Spanning-Tree MST BPDU MST BPDU
3 Rapid Spanning-Tree RST BPDU 2
IEEE 802.1D BPDU Rapid
PVST+ MSTP
clear

spanning-tree detected-protocols

Switch# clear spanning-tree detected-protocols interface gigabitethernet0/1

show spanning-tree

spanning-tree link-type
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W clear vmps statistics

clear vmps statistics

VLAN Query Protocol VQP
vmps statistics EXEC

clear

clear vmps statistics

EXEC

12.2(25)FX

VLAN Membership Policy Server VMPS; VLAN

Switch# clear vmps statistics

show vmps statistics EXEC

show vmps VQP VMPS IP
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clear vitp counters W

clear vtp counters

VLAN Trunking Protocol VTP; VLAN
clear vtp counters EXEC

clear vtp counters

EXEC

12.2(25)FX

VTP

Switch# clear vtp counters

show vtp counters EXEC

show vtp VTP
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W cluster commander-address

cluster commander-address

MAC

no

cluster commander-address mac-address [member number name name]

no cluster commander-address

mac-address MAC
member number
0 15
name name 31
12.2(25)FX
1

mac-address

no

no cluster member n

cluster commander-address

i Catalyst 2960
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cluster commander-address W

Switch(config)# show running-configuration
<output truncated>
cluster commander-address 00e0.9bc0.a500 member 4 name my_cluster

<output truncated>

Switch # configure terminal
Enter configuration commands, one per line. End with CNTL/Z.
Switch(config)# no cluster commander-address

show cluster EXEC

show cluster
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M cluster discovery hop-count

cluster discovery hop-count

cluster discovery hop-count
no

cluster discovery hop-count number

no cluster discovery hop-count

number

12.2(25)FX

Switch(config)# cluster discovery hop-count 4

show cluster EXEC

show cluster

show cluster candidates
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cluster enable W

cluster enable

cluster enable

no
cluster enable name [command-switch-member-number]
no cluster enable
name 31
command-switch-member-number
0 15

12.2(25)FX

4

Switch(config)# cluster enable Engineering-IDF4 4

show cluster EXEC

show cluster
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W cluster holdtime

cluster holdtime

cluster holdtime
no

cluster holdtime holdtime-in-secs

no cluster holdtime

holdtime-in-secs

300

80

12.2(25)FX

cluster timer

Switch(config)# cluster timer 3
Switch(config)# cluster holdtime 30

show cluster EXEC

show cluster
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cluster member W

cluster member

cluster member

no

cluster member [n] mac-address H.H.H [password enable-password] [vlan vlan-id]

no cluster member n

mac-address H.H.H MAC
16

password enable-password

vlan vlan-id
VLAN LAN ID 1
4094

12.2(25)FX

VLAN ID VLAN
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W cluster member

2 MAC 00EO0.1E00.2222 key
VLAN 3

Switch(config)# cluster member 2 mac-address 00E0.1E00.2222 password key vlan 3

MAC 00E0.1E00.3333

Switch(config)# cluster member mac-address 00E0.1E00.3333

show cluster members EXEC

show cluster

show cluster candidates

show cluster members

Catalyst 2960
m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

cluster outside-interface W

cluster outside-interface

IP Network Address
Translation NAT,; cluster
outside-interface
no

cluster outside-interface interface-id

no cluster outside-interface

interface-id

VLAN LAN 1 6
VLAN 1 4094

12.2(25)FX

VLAN 1

Switch(config)# cluster outside-interface vlan 1

show running-config EXEC

show running-config Cisco 10S
Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands
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W cluster run

cluster run

cluster run

no

cluster run

no cluster run

12.2(25)FX

no cluster run

no cluster run

no cluster run

Switch(config)# no cluster run

show cluster EXEC

show cluster

Catalyst 2960
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cluster standby-group W

cluster standby-group

Hot Standby Router Protocol HSRP
cluster standby-group
routing-redundancy
HSRP
no

cluster standby-group HSRP-group-name [routing-redundancy]

no cluster standby-group

HSRP-group-name HSRP 32
routing-redundancy HSRP
HSRP
12.2(25)FX
HSRP HSRP
NVRAM
RAM HSRP
HSRP
HSRP HSRP
HSRP HSRP
my_hsrp HSRP

Switch(config)# cluster standby-group my hsrp

HSRP my_hsrp

Switch(config)# cluster standby-group my hsrp routing-redundancy

[ 78-16882-02-J
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M cluster standby-group

HSRP

Switch(config)# cluster standby-group my hsrp
$ERROR: Standby (my_hsrp) group does not exist

Switch(config)# cluster standby-group my hsrp routing-redundancy
$ERROR: This command runs on a cluster command switch

show cluster EXEC

standby ip HSRP
Cisco 10S IP Command Reference, Volume 1 of 3:Addressing and Services,
Release 12.2 > IP Services Commands

show cluster

show standby Cisco 10S

IP Command Reference, Volume 1 of 3: Addressing and Services, Release 12.2
> |P Services Commands

Catalyst 2960
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cluster timer

cluster timer interval-in-secs

no cluster timer

cluster timer

cluster timer
no

interval-in-secs

1 300

12.2(25)FX

Switch(config)# cluster timer 3
Switch(config)# cluster holdtime 30

show cluster EXEC

cluster holdtime

show cluster

Catalyst 2960
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M define interface-range

define interface-range

define interface-range

no
define interface-range macro-name interface-range
no define interface-range macro-name interface-range

macro-name 32

interface-range

12.2(25)FX

32
5
EtherChannel
VLAN LAN

interface-range

e type {first-interface} - {last-interface}

e interface-range

gigabitethernet 0/1 - 2 gigabitethernet 0/1-2

type interface

e vlan vlan-id VLANID 1 4094

A
VLAN ID
VLAN interface vlan show running-config
EXEC VLAN
show running-config VLAN interface-ranges

e port-channel port-channel-number port-channel-number 1 6

e fastethernet module/{first port} - {last port}

Catalyst 2960
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define interface-range M

e gigabitethernet module/{first port} - {last port}

. 0
. type O/number - number gigabitethernet 0/1 - 2

gigabitethernet0/1 - 2

fastethernet0/3, gigabitethernet0/1 — 2

fastethernet0/3 -4, gigabitethernet0/1 — 2

Switch(config)# define interface-range macrol fastethernet0/1 - 2, gigabitethernet0/1
-2

interface range
show running-config

Cisco 10S Configuration Fundamentals
Command Reference, Release 12.2 > File Management Commands >
Configuration File Management Commands
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W delete

delete

delete
EXEC

delete [/force] [/recursive] filesystem:/file-url

[force

[recursive

filesystem:

flash:

[file-url

EXEC

12.2(25)FX

[force 1

[force [recursive

file prompt

Cisco 10S Command Reference Release 12.1

Switch# delete/force/recursive flash:/old-image

dir filesystem: EXEC

archive download-sw

Catalyst 2960
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deny MAC

MAC

deny MAC

IP deny MAC

no

{deny | permit} {any | host src-MAC-addr | src-MAC-addr mask} {any | host dst-MAC-addr |
dst-MAC-addr mask} [type mask | aarp | amber | cos cos | dec-spanning | decnet-iv | diagnostic |
dsm | etype-6000 | etype-8042 | lat | lavc-sca | Isap Isap mask |[mop-console | mop-dump | msdos |
mumps | netbios | vines-echo | vines-ip | xns-idp]

no {deny | permit} {any | host src-MAC-addr | src-MAC-addr mask} {any | host dst-MAC-addr |
dst-MAC-addr mask} [type mask | aarp | amber | cos cos | dec-spanning | decnet-iv | diagnostic |
dsm | etype-6000 | etype-8042 | lat | lavc-sca | Isap Isap mask | mop-console | mop-dump | msdos |
mumps | netbios | vines-echo | vines-ip | xns-idp]

any MAC
host src MAC-addr | MAC
src-MAC-addr mask
IP
host dst-MAC-addr | MAC
dst-MAC-addr mask
IP

type mask Ethertype Ethernet 11 SNAP

type 0 65535 16

mask Ethertype don’t care
aarp

Ethertype AppleTalk Address Resolution Protocol
amber EtherType DEC-Amber
COS COS 0 7 Class of Service
CoS; CoS
cos

dec-spanning

EtherType Digital Equipment Corporation DEC

decnet-iv EtherType DECnet Phase IV
diagnostic EtherType DEC-Diagnostic
dsm EtherType DEC-DSM
etype-6000 EtherType 0x6000
etype-8042 EtherType 0x8042
lat EtherType DEC-LAT
lavc-sca EtherType DEC-LAVC-SCA
Isap Isap-number mask LSAP 0 65535 802.2
mask LSAP don’t care
Catalyst 2960
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B deny MAC

mop-console EtherType DEC-MOP Remote Console
mop-dump EtherType DEC-MOP Dump
msdos EtherType DEC-MSDOS
mumps EtherType DEC-MUMPS
netbios EtherType DEC-Network Basic Input/Output System NETBIOS
vines-echo Banyan Systems EtherType Virtual Integrated Network Service
VINES
vines-ip EtherType VINES IP
xns-idp 10 16 8 Ethertype EtherType
Xerox Network Systems XNS 0 65535
Y
appletalk
IPX IPX type mask
Isap Isap mask 2-4 Novell Cisco 10S IPX
24 IPX
IPX
Cisco 10S Novel
arpa Ethernet 1 Ethertype 0x8137
snap Ethernet-snap Ethertype 0x8137
sap Ethernet 802.2 LSAP OxEOEO
novell-ether Ethernet 802.3 LSAP OxFFFF
MAC ACL
MAC
12.2(25)FX
mac access-list extended MAC
host host

Catalyst 2960
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deny MAC
Access Control Entry ACE; ACL
deny-any-any
ACE
MAC
MAC 00c0.00a0.03fa NETBIOS
MAC

Switch(config-ext-macl)# deny any host 00c0.00a0.03fa netbios.

MAC

Switch(config-ext-macl)# no deny any 00c0.00a0.03fa 0000.0000.0000 netbios.

Ethertype 0x4321

Switch(config-ext-macl)# deny any any 0x4321 0

show access-lists EXEC

mac access-list extended IP MAC
permit MAC IP
show access-lists ACL

Catalyst 2960
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W dotix

dotlx

IEEE 802.1x dotlx
no
dotlx {system-auth-control} | {guest-vlan supplicant}
no dotlx {system-auth-control} | {guest-vlan supplicant}
system-auth-control IEEE 802.1x
guest-vlan supplicant VLAN LAN
IEEE 802.1x VLAN
12.2(25)FX
IEEE 802.1x Authentication, Authorization, and Accounting
AAA;
IEEE 802.1x IEEE 802.1x EtherChannel

EtherChannel
EAP-Transparent LAN Service TLS EAP-MD5  IEEE 802.1x Cisco Access Control
Server ACS ACS 3.21
guest-vlan supplicant IEEE 802.1x VLAN

dotlx guest-vlan
IEEE 802.1x
Switch(config)# dotlx system-auth-control
VLAN
Switch(config)# dotlx guest-vlan supplicant
show dotl1x [interface interface-id] EXEC
dotlx guest-vlan VLAN IEEE 802.1x
VLAN

dotlx port-control

show dotlx [interface interface-id]

IEEE 802.1x

i Catalyst 2960
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dot1x auth-fail max-attempts W

dotlx auth-fail max-attempts

VLAN
dotlx auth-fail max-attempts
no
dotlx auth-fail max-attempts max-attempts
no dotlx auth-fail max-attempts
max-attempts VLAN
1 3
3
12.2(25)SED
VLAN
3 VLAN
2

Switch# configure terminal

Enter configuration commands, one per line. End with CNTL/Z.
Switch(config)# interface gigabitethernet0/3
Switch(config-if)# dotlx auth-fail max-attempts 2
Switch(config-if)# end

Switch(config)# end

Switch#

show dotlx [interface interface-id] EXEC

dotlx auth-fail vlan [vlan id] VLAN

dotlx max-reauth-req [count]

show dotlx [interface interface-id] IEEE 802.1x

Catalyst 2960
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Hl dot1x auth-fail vian

dotlx auth-fail vlian

VLAN dotlx auth-fail vlan
no
dotlx auth-fail vlan vlan-id
no dotlx auth-fail vlan vlan-id
vlan-id 1 4094 VLAN
VLAN
12.2(25)SED
VLAN
VLAN
VLAN Extensible Authentication Protocol EAP
VLAN EAP success
EAP success
e EAP success 60 EAP-start
. Windows XP EAP success
DHCP
EAP success
VLAN
3 VLAN VLAN
VLAN VLAN VLAN syslog

Catalyst 2960
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dot1x auth-fail vian W

VLAN
IEEE 802.1x IEEE 802.1x
VLAN VLAN VLAN
VLAN VLAN
VLAN
VLAN
VLAN VLAN
VLAN

VLAN

VLAN MAC MAC

MAC

1 VLAN

Switch# configure terminal

Enter configuration commands, one per line. End with CNTL/Z.
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# dotlx auth-fail vlan 40
Switch(config-if)# end

Switch(config)# end

Switch#

show dotlx [interface interface-id] EXEC

dotlx auth-fail max-attempts VLAN
[max-attempts]

show dotlx [interface interface-id] IEEE 802.1x

Catalyst 2960
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l dotix control-direction

dotlx control-direction

dotlx control-direction

no

dotlx control-direction {in | both}

no dotlx control-direction {in | both}

in

both

12.2(25)SED
both no
both no

Switch(config-if)# dotlx control-direction in

Switch(config-if)# dotlx control-direction both
Switch(config-if)# no dotlx control-direction

show dotlx all EXEC

show dotlx all EXEC

Supplicant MAC 0002.b39a.9275
AuthSM State = CONNECTING
BendSM State = IDLE
PortStatus = UNAUTHORIZED

dotlx control-direction in
show dot1x all

ControlDirection = In

dotlx control-direction in
show dotlx all

ControlDirection = In (Disabled due to port settings)
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dot1x default W

show dotlx all [interface interface-id]

dotlx default

IEEE 802.1x dotlx default

dotlx default

o IEEE 802.1x
force-authorized

. 3600

. 60
. 30

. 30

12.2(25)FX

IEEE 802.1x

Switch(config-if)# dotlx default

show dotlx [interface interface-id] EXEC

show dotlx [interface interface-id] IEEE 802.1x

Catalyst 2960
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Bl dot1x guest-vian

dotlx guest-vlian

VLAN LAN IEEE 802.1x VLAN dotlx guest-vlan
no
dotlx guest-vlan vlan-id
no dotlx guest-vlan
vlan-id VLAN  |EEE 802.1x VLAN
1 4094
VLAN
12.2(25)FX
12.2(25)SED
VLAN
. VLAN
. VLAN VLAN
VLAN
VLAN
VLAN
VLAN
IEEE 802.1x VLAN IEEE 802.1x
IEEE 802.1x
Windows 98 IEEE 802.1x
IEEE 802.1x VLAN Extensible Authentication
Protocol over LAN EAPOL Request/Identity EAPOL
VLAN
EAPOL EAPOL
VLAN
VLAN
EAPOL
dotlx guest-vlan supplicant
VLAN IEEE 802.1x
IEEE 802.1x VLAN
VLAN

i Catalyst 2960
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dot1x guest-vian W

VLAN IEEE 802.1x
Remote Switched Port Analyzer RSPAN VLAN VLAN VLAN
IEEE 802.1x VLAN VLAN
Dynamic Host Configuration Protocol DHCP IEEE 802.1x
VLAN DHCP IP
DHCP DHCP IP
IEEE 802.1x IEEE
802.1x dotlx timeout quiet-period dotlx timeout tx-period
IEEE
802.1x
VLAN5  |IEEE 802.1x VLAN
Switch(config-if)# dotlx guest-vlan 5
3 EAP-Request/Identity
15 IEEE
802.1x DHCP VLAN 2 IEEE 802.1x VLAN

Switch(config-if)# dotlx timeout quiet-period 3
Switch(config-if)# dotlx timeout tx-period 15
Switch(config-if)# dotlx guest-vlan 2

VLAN
VLAN
Switch(config)# dotlx guest-vlan supplicant

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# dotlx guest-vlan 5

VLANS5  IEEE 802.1x

show dotlx [interface interface-id] EXEC

dotlx VLAN

show dotlx [interface interface-id] IEEE 802.1x
Catalyst 2960
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W dot1x host-mode

dotlx host-mode

dotlx port-control
802.1x
host-mode
no

dotlx host-mode {multi-host | single-host}

no dotlx host-mode [multi-host | single-host]

auto IEEE
dotlx

multi-host

single-host

12.2(25)FX

IEEE 802.1x
IEEE 802.1x
1

Protocol over LAN[EAPOL]-logoff

auto

IEEE 802.1x

Switch(config)# dotlx system-auth-control

Switch(config-if)# dotlx port-control auto

(

Switch(config)# interface gigabitethernet0/1
(

Switch(config-if)# dotlx host-mode multi-host

show dotlx [interface interface-id] EXEC

Extensible Authentication

dotlx port-control

IEEE 802.1x

show dotlx [interface interface-id]

IEEE 802.1x

i Catalyst 2960
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dotix initialize W

dotlx initialize

IEEE 802.1x
dotlx initialize EXEC

dotlx initialize interface interface-id

interface interface-id

EXEC

12.2(25)FX

IEEE 802.1x

no

Switch# dotlx initialize interface gigabitethernet0/2

show dotlx [interface interface-id] EXEC

show dotlx [interface interface-id] IEEE 802.1x

Catalyst 2960
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Wl dot1x max-reauth-req

dotlx max-reauth-req

dotlx max-reauth-req

dotlx max-reauth-req count

no dotlx max-reauth-req

no

count

12.2(25)FX

12.2(25)SED count

4

Switch(config-if)# dotlx max-reauth-req 4

show dotlx [interface interface-id]

EXEC

dotlx max-req

EAP

dotlx timeout tx-period

EAP-Request/Identity

show dotlx [interface interface-id]

IEEE 802.1x

i Catalyst 2960
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dotlx max-req

Protocol EAP

dot1ix max-req W

Extensible Authentication

dotlx
max-req
no

dotlx max-req count

no dotlx max-req
count EAP

1 10
2
12.2(25)FX
EAP

5

Switch(config-if)# dotlx max-req 5

show dotlx [interface interface-id] EXEC

dotlx timeout tx-period EAP-Request/Identity

show dotlx [interface interface-id] IEEE 802.1x
Catalyst 2960
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M dot1x port-control

dotlx port-control

dotlx port-control

no

dotlx port-control {auto | force-authorized | force-unauthorized}

no dotlx port-control
auto IEEE 802.1x

IEEE 802.1x
force-authorized IEEE 802.1x
IEEE 802.1x
force-unauthorized
force-authorized
12.2(25)FX
IEEE 802.1x dotlx system-auth-control
IEEE 802.1x
IEEE 802.1x 2 VLAN
1 auto
J — IEEE 802.1x
IEEE 802.1x IEEE 802.1x
IEEE 802.1x
IEEE802.1x IEEE 802.1x
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dot1x port-control W

VLAN Query Protocol [VQP]

IEEE 802.1x IEEE 802.1x
IEEE 802.1x VLAN
VLAN
e EtherChannel — EtherChannel IEEE
802.1x EtherChannel IEEE 802.1x
IEEE 802.1x
e Switched Port Analyzer SPAN; Remote SPAN RSPAN;
SPAN — SPAN RSPAN IEEE 802.1x
SPAN RSPAN
IEEE 802.1x SPAN RSPAN
IEEE 802.1x
IEEE 802.1x no dotlx system-auth-control
IEEE 802.1x
no dotlx port-control
IEEE 802.1x
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# dotlx port-control auto
show dotlx [interface interface-id] EXEC
show dotlx [interface interface-id] IEEE 802.1x
Catalyst 2960
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Wl dot1x re-authenticate

dotlx re-authenticate

IEEE 802.1x
dotlx re-authenticate EXEC

dotlx re-authenticate interface interface-id

interface interface-id

EXEC

12.2(25)FX

re-authperiod

Switch# dotlx re-authenticate interface gigabitethernet0/1

dotlx reauthentication

dotlx timeout reauth-period
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dot1x reauthentication W

dotlx reauthentication

dotlx re-authentication
no

dotlx reauthentication

no dotlx reauthentication

12.2(25)FX

dotlx timeout reauth-period

Switch(config-if)# no dotlx reauthentication

4000
Switch(config-if)# dotlx reauthentication
Switch(config-if)# dotlx timeout reauth-period 4000
show dotlx [interface interface-id] EXEC
dotlx re-authenticate IEEE 802.1x
dotlx timeout reauth-period
show dotlx [interface interface-id] IEEE 802.1x
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Ml dotix timeout

dotlx timeout

IEEE 802.1x

dotlx timeout
no

dotlx timeout {quiet-period seconds | reauth-period {seconds | server} | server-timeout seconds |
supp-timeout seconds | tx-period seconds}

no dotlx timeout {quiet-period | reauth-period | server-timeout | supp-timeout | tx-period}

quiet-period seconds

1 65535

reauth-period
{seconds | server}

e seconds — 1 65535 3600
* server — Session-Timeout RADIUS
Attribute[27]
server-timeout seconds
30 65535
supp-timeout seconds IEEE 802.1x

30 65535

tx-period seconds

EAP-Request/Identity

5 65535

reauth-period 3600

quiet-period 60
tx-period 5
supp-timeout 30

server-timeout 30

12.2(25)FX

12.2(25)SED

tx-period reauth-period server

i Catalyst 2960
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dotlx timeout reauth-period
dotlx reauthentication

Switch(config-if)# dotlx
Switch(config-if)# dotlx

Switch(config-if)# dotlx
Switch(config-if)# dotlx

Switch(config-if)# dotlx

dotix timeout M

4000

reauthentication
timeout reauth-period 4000

Session-Timeout RADIUS

reauthentication
timeout reauth-period server

30

timeout quiet-period 30

45

Switch(config)# dotlx timeout server-timeout 45

EAP Request

Switch(config-if)# dotlx

45

timeout supp-timeout 45

EAP-Request/Identity

60

Switch(config-if)# dotlx

timeout tx-period 60

show dotlx EXEC

dotlx max-req

EAP-Request/Identity

dotlx reauthentication

show dotlx

IEEE 802.1x
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W duplex

duplex

duplex
no
duplex {auto | full | half}
no duplex
auto
full
half 10 Mbps 100 Mbps
1000 Mbps 10000 Mbps
auto
100BASE-x -x -BX -FX -FX-FE -LX SFP full
1000BASE-x -x -BX -CWDM -LX -SX -ZX SFP
SFP
12.2(25)FX
auto half
auto full
N

auto

Catalyst 2960
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auto

auto

auto

duplex W

Configuring Interface Characteristics

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# duplex full

show interfaces EXEC
show interfaces
speed 10/100 Mbps 10/100/1000 Mbps
Catalyst 2960
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W errdisable detect cause

errdisable detect cause

errdisable

no

errdisable detect cause

errdisable detect cause {all | dhcp-rate-limit | dtp-flap | gbic-invalid | link-flap | loopback | pagp-flap}

no errdisable detect cause {all | dhcp-rate-limit | dtp-flap | gbic-invalid | link-flap | pagp-flap}

all errdisable
dhcp-rate-limit DHCP
dtp-flap Dynamic Trunking Protocol DTP;
gbic-invalid GBIC

N

Catalyst 2960
Pluggable SFP

Small Form-factor

link-flap

loopback

pagp-flap Port Aggregation Protocol PAgP; errdisable
12.2(25)FX

all dhcp-rate-limit errdisable
errdisable
errdisable recovery
errdisable
errdisable shutdown
no shutdown
errdisable errdisable

Switch(config)# errdisable detect cause link-flap

show errdisable detect EXEC

i Catalyst 2960
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Cisco 10S

errdisable recovery M

errdisable recovery

show errdisable detect

errdisable

show interfaces status err-disabled errdisable

errdisable recovery
no

errdisable recovery {cause {all | bpduguard | channel-misconfig | dhcp-rate-limit | dtp-flap |
gbic-invalid | link-flap | loopback | pagp-flap | psecure-violation | security-violation | udid |
vmps} | {interval interval}

no errdisable recovery {cause {all | bpduguard | channel-misconfig | dhcp-rate-limit | dtp-flap |
gbic-invalid | link-flap | loopback | pagp-flap | psecure-violation | security-violation | udid |
vmps} | {interval interval}

cause errdisable

all errdisable

bpduguard Bridge Protocol Data Unit BPDU;
errdisable

channel-misconfig EtherChannel errdisable

dhcp-rate-limit DHCP errdisable

dtp-flap Dynamic Trunking Protocol DTP;
errdisable
gbic-invalid GBIC
errdisable
N
Catalyst 2960 Small
Form-factor Pluggable SFP errdisable
link-flap errdisable
loopback errdisable
pagp-flap Port Aggregation Protocol PAgP; errdisable
psecure-violation
security-violation IEEE 802.1x
udld UniDirectional Link Detection UDLD; errdisable
vmps VLAN Membership Policy Server VMPS errdisable
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|

errdisable recovery

interval interval errdisable
30 86400
300

errdisable
15%
S
ilpower storm-control unicast-flood
300
12.2(25)FX
all  bpduguard errdisable
errdisable
errdisable
shutdown no shutdown
errdisable
errdisable
errdisable
shutdown no shutdown
BPDU errdisable

Switch(config)# errdisable recovery cause bpduguard

500

Switch(config)# errdisable recovery interval 500

show errdisable recovery EXEC
show errdisable recovery errdisable
show interfaces status err-disabled errdisable

Catalyst 2960
m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

exception crashinfo W

exception crashinfo

Cisco 10S crashinfo
exception crashinfo

no

exception crashinfo

no exception crashinfo

crashinfo

12.2(25)SED

crashinfo Cisco 10S

crashinfo
exception crashinfo
Cisco 10S
crashinfo
crashinfo no exception crashinfo
crashinfo

Switch(config)# no exception crashinfo

show running-config EXEC

show running-config
Cisco 10S Configuration Fundamentals
Command Reference, Release 12.2 > File Management Commands >
Configuration File Management Commands
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Hl flowcontrol

flowcontrol

flowcontrol
send

receive

receive off

flowcontrol receive {desired | off | on}

Catalyst 2960

receive

desired

off

on

flowcontrol receive off

12.2(25)FX

on desired

flowcontrol

* receive on desired

¢ receive off

Catalyst 2960
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receive desired

receive on

flowcontrol

send off/receive on

send on/receive on
send on/receive off
send desired/receive on
send desired/receive off
send off/receive on

send off/receive off

send off/receive off

send on/receive on
send on/receive off
send desired/receive on
send desired/receive off
send off/receive on

send off/receive off

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# flowcontrol receive off

show interfaces EXEC

show interfaces

Catalyst 2960
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W interface port-channel

Interface port-channel

interface port-channel

no

interface port-channel port-channel-number

no interface port-channel port-channel-number

port-channel-number 1 6

12.2(25)FX

2 EtherChannel
channel-group

channel-group-number  port-channel-number
channel-group

interface port-channel

e Cisco Discovery Protocol CDP

e EtherChannel IEEE 802.1x
EtherChannel IEEE 802.1x
EtherChannel

Configuring EtherChannels

Switch(config)# interface port-channel 5

show running-config EXEC show etherchannel channel-group-number

detail EXEC

Catalyst 2960
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interface port-channel | |

channel-group EtherChannel

show etherchannel EtherChannel

show running-config Cisco 10S
Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands

Catalyst 2960
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M interface range

Interface range

interface range

no

interface range {port-range | macro name}

no interface range {port-range | macro name}
port-range port-range
macro name
12.2(25)FX
VLAN LAN VLAN Switch Virtual Interface SVI interface range

VLAN SVI show running-config
EXEC VLAN interface range
interface range
VLAN SVI
NVRAM RAM
interface range NVRAM
2
. 5
EtherChannel
VLAN , 1
5

port-range
¢ vlanvlan-id VLANID 1 4094

A

CLlI VLAN

Catalyst 2960
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interface range M

e fastethernet module/{first port} - {last port} module 0
e gigabitethernet module/{first port} - {last port} module 0

0

type O/number - number gigabitethernet 0/1 - 2
e port-channel port-channel-number - port-channel-number port-channel-number 1 6

~

interface range port-channel

interface range gigabitethernet0/1 -2

interface range fastethernet0/1 - 2, gigabitethernet0/1 - 2

port-range interface
interface-id

interface range
2

Switch(config)# interface range gigabitethernet0/1 - 2
Switch(config-if-range) #

1 macrol
macrol

Switch(config)# define interface-range macrol gigabitethernet0/1 - 2
Switch(config)# interface range macro macrol
Switch(config-if-range)#

define interface-range

show running-config

Cisco 10S Configuration Fundamentals Command Reference, Release
12.2 > File Management Commands > Configuration File Management
Commands
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W interface vian

interface vlan

VLAN LAN VLAN
interface vlan
VLAN no

interface vlan vlan-id

no interface vlan vlan-id

vlan-id VLAN 1 4094

VLAN VLAN 1
12.2(25)FX
VLAN VLAN interface vlan vlan-id

vlan-id IEEE 802.1Q VLAN
VLAN ID
no interface vlan vlan-id VLAN
show interfaces EXEC
~

VLAN 1

interface vlan vlan-id
VLAN

VLAN ID 23 VLAN

Switch(config)# interface vlan 23
Switch(config-if) #

show interfaces show interfaces vlan vlan-id EXEC

show interfaces vlan vlan-id VLAN
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ip access-group M

Ip access-group

2 ip access-group

no

ip access-group {access-list-number | name} {in}

no ip access-group [access-list-number | name] {in}

access-list-number IP Access Control List ACL;

1 199 1300 2699
name ip access-list

IP ACL
in
12.2(25)FX
/ IP
ip access-list
access list
1 99 1300 1999
100 199 2000 2699
2
ACL
. ACL
J 1 IPACL 1 MAC ACL
. ACL IPACL log
. IP ACL IP IP
MAC ACL mac access-group
IP IP

Catalyst 2960
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M ip access-group

IP 101

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# ip access-group 101 in

show ip interface show access-lists show ip access-lists EXEC

access list

ACL Cisco 10S IP Command
Reference, Volume 1 of 3: Addressing and Services, Release 12.2 > IP Services
Commands

ip access-list

ACL Cisco 10S IP Command
Reference, Volume 1 of 3: Addressing and Services, Release 12.2 > IP Services
Commands

show access-lists

ACL

show ip access-lists

IP ACL Cisco
10S IP Command Reference, Volume 1 of 3: Addressing and Services, Release
12.2 > IP Services Commands

show ip interface

Cisco 10S IP Command Reference, Volume 1 of 3:Addressing
and Services, Release 12.2 > IP Services Commands

i Catalyst 2960
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ip address W
2 IP ip address
1P IP
no
ip address ip-address subnet-mask [secondary]
no ip address [ip-address subnet-mask] [secondary]
ip-address IP
subnet-mask IP
secondary IP
IP
IP
12.2(25)FX
Telnet IP
Internet Control Message Protocol ICMP Mask Request
ICMP Mask Reply
no ip address IP IP
IP
secondary
IP ARP
IP
N
Bootstrap Protocol BOOTP Dynamic Host Configured Protocol DHCP
IP IP no ip address IP
BOOTP DHCP
Catalyst 2960
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W ip address

Switch(config)# interface vlan 1
Switch(config-if)# ip address 172.20.128.2 255.255.255.0

show running-config EXEC

show running-config
Cisco 10S Configuration Fundamentals Command Reference, Release
12.2 > File Management Commands > Configuration File Management
Commands
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ip dhcp snooping M

Ip dhcp snooping
Dynamic Host Configuration Protocol DHCP
ip dhcp snooping

no
ip dhcp snooping
no ip dhcp snooping
DHCP
12.2(25)FX
DHCP DHCP
ip dhcp snooping vilan vlan-id VLAN
LAN DHCP
DHCP

Switch(config)# ip dhcp snooping

show ip dhcp snooping EXEC

ip dhcp snooping vlan VLAN DHCP
show ip dhcp snooping DHCP

show ip dhcp snooping binding DHCP

Catalyst 2960
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[ | ip dhcp snooping binding

Ip dhcp snooping binding
DHCP
ip dhcp snooping binding EXEC
no
ip dhcp snooping binding mac-address vlan vlan-id ip-address interface interface-id expiry seconds

no ip dhcp snooping binding mac-address vlan vlan-id ip-address interface interface-id

mac-address MAC
vlan vlan-id VLAN 1 4094
ip-address IP

interface interface-id

expiry seconds
1 4294967295

EXEC
12.2(25)FX
DHCP

IP MAC 16
VLAN
8192
show ip dhcp snooping binding EXEC
VLAN 1 1000 DHCP

Switch# ip dhcp snooping binding 0001.1234.1234 vlan 1 172.20.50.5 interface
gigabitethernet0/1 expiry 1000

show ip dhcp snooping binding EXEC
ip dhcp snooping VLAN DHCP
show ip dhcp snooping binding DHCP
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Ip dhcp snooping database

Dynamic Host Configuration Protocol

ip dhcp snooping database | |

DHCP

ip dhcp snooping database

timeout write-delay

ip dhcp snooping database {{flash:/filename | ftp://user:password@host/filename |
http://[[username:password]@]{hostname | host-ip}[/directory]/image-name.tar |
rcp:/luser@host/filename | tftp://host/filename} | timeout seconds | write-delay seconds}

no ip dhcp snooping database [timeout | write-delay]

flash:/filename

ftp://user:password@host/filename

FTP

http://[[username:password] @]
{hostname | host-ip}[/directory]
/image-name.tar

FTP

rcp://user@host/filename

Remote Control Protocol RCP

tftp://host/filename

TFTP

timeout seconds

300 0 86400

0
write-delay seconds

300
15 86400
URL
timeout 300 5
write-delay 300 5
12.2(25)FX
Catalyst 2960
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[ | ip dhcp snooping database
DHCP 8192
Network Time Protocol NTP

e NTP

e NTP

e NTP

e NTP

e NTP 1P
NTP NTP
NVRAM
TFTP URL

URL TFTP FTP
URL
DHCP NVRAM ip dhcp snooping
database flash:/filename ip dhcp snooping database timeout 0
TFTP TFTP
no ip dhcp snooping database

timeout no ip dhcp snooping database timeout
write-delay no ip dhcp snooping database write-delay

IP 10.1.1.1  directory
file TFTP

Switch(config)# ip dhcp snooping database tftp://10.1.1.1/directory/file

fileO1.txt

NVRAM

Switch(config)# ip dhcp snooping database flash:fileOl.txt

show ip dhcp snooping database EXEC

ip dhcp snooping VLAN DHCP
ip dhcp snooping binding DHCP

show ip dhcp snooping database DHCP

i Catalyst 2960
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ip dhcp snooping information option | |

Ip dhcp snooping information option

Dynamic Host Configuration Protocol DHCP 82
ip dhcp snooping information option
DHCP 82 no

ip dhcp snooping information option

no ip dhcp snooping information option

DHCP 82

12.2(25)FX

DHCP ip dhcp snooping

DHCP
82 DHCP
82 82 MAC
ID

vlan-mod-port 1D

82 DHCP DHCP

DHCP ID ID IP

ID ID IP
DHCP DHCP
82
DHCP
ID ID 82
82 DHCP
DHCP
DHCP 82

Switch(config)# ip dhcp snooping information option

show ip dhcp snooping EXEC
show ip dhcp snooping DHCP
show ip dhcp snooping binding DHCP

Catalyst 2960
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[ | ip dhcp snooping information option allow-untrusted

Ip dhcp snooping information option allow-untrusted

82
DHCP
ip dhcp snooping information option allow-untrusted
no
ip dhcp snooping information option allow-untrusted
no ip dhcp snooping information option allow-untrusted
82
DHCP
12.2(25)FX
DHCP 82
DHCP DHCP
DHCP
82
DHCP
82
DHCP ip dhcp snooping information
option allow-untrusted
DHCP
DHCP
S
ip dhcp snooping information
option allow-untrusted
82

82

Switch(config)# ip dhcp snooping information option allow-untrusted

show ip dhcp snooping EXEC
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ip dhcp snooping limit rate | |

show ip dhcp snooping DHCP
show ip dhcp snooping binding DHCP

Ip dhcp snooping limit rate
1 Dynamic Host Configuration Protocol DHCP
ip dhcp snooping limit rate

no
ip dhcp snooping limit rate rate
no ip dhcp snooping limit rate
rate 1 DHCP
1 2048
DHCP
12.2(25)FX
VLAN
LAN DHCP
errdisable errdisable recovery
dhcp-rate-limit
shutdown no shutdown
errdisable

1 150

Switch(config-if)# ip dhcp snooping limit rate 150

show ip dhcp snooping EXEC
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W ip dhcp snooping trust

errdisable recovery

show ip dhcp snooping DHCP

show ip dhcp snooping binding DHCP

Ip dhcp snooping trust

Dynamic Host Configuration Protocol DHCP
ip dhcp snooping trust
no

ip dhcp snooping trust

no ip dhcp snooping trust

DHCP

12.2(25)FX

DHCP
DHCP

DHCP

Switch(config-if)# ip dhcp snooping trust

show ip dhcp snooping EXEC
show ip dhcp snooping DHCP
show ip dhcp snooping binding DHCP
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ip dhcp snooping verify Il

Ip dhcp snooping verify
Dynamic Host Configuration Protocol DHCP MAC

ip dhcp snooping verify
MAC no

ip dhcp snooping verify mac-address

no ip dhcp snooping verify mac-address

DHCP MAC

12.2(25)FX

DHCP
MAC DHCP

MAC

Switch(config)# no ip dhcp snooping verify mac-address

show ip dhcp snooping EXEC

show ip dhcp snooping DHCP

Catalyst 2960
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W ip dhcp snooping vian

Ip dhcp snooping vian

VLAN LAN Dynamic Host Configuration Protocol DHCP
ip dhcp snooping vlan

no
ip dhcp snooping vlan vlan-range
no ip dhcp snooping vlan vlan-range
vlan vlan-range DHCP VLAN ID VLAN
1 4094
VLAN ID VLAN ID
VLAN ID VLAN ID
VLAN ID VLAN ID
VLAN DHCP
12.2(25)FX
VLAN DHCP DHCP
DHCP VLAN 10

Switch(config)# ip dhcp snooping vlan 10

show ip dhcp snooping EXEC
show ip dhcp snooping DHCP
show ip dhcp snooping binding DHCP
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ip igmp filter W

Ip igmp filter

Internet Group Management Protocol IGMP
2 1 1P

ip igmp filter
no

ip igmp filter profile number

no ip igmp filter

profile number IGMP 1 4294967295

IGMP

12.2(25)FX

IGMP 2 IGMP
EtherChannel

IGMP 1

IGMP 22

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# ip igmp filter 22

show running-config EXEC

ip igmp profile IGMP
show ip igmp profile IGMP
show running-config interface

interface-id

IGMP

Cisco 10S

Configuration Fundamentals Command Reference, Release 12.2 >
File Management Commands > Configuration File Management

Commands

[ 78-16882-02-J
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M ip igmp max-groups

Ip Igmp max-groups
2 Internet Group Management Protocol IGMP
IGMP
ip igmp max-groups
no
ip igmp max-groups {number | action {deny | replace}}

no ip igmp max-groups {number | action}

number IGMP
0 4294967294
action deny IGMP
IGMP
action replace IGMP
IGMP
IGMP
IGMP
IGMP
12.2(25)FX
2 EtherChannel
EtherChannel IGMP
IGMP
. deny
IGMP
. replace
IGMP
. ip igmp max-groups {deny
| replace}
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IGMP 25

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# ip igmp max-groups 25

ip igmp profile W

IGMP
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# ip igmp max-groups action replace
show running-config EXEC
show running-config interface IGMP

interface-id

Cisco 10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration File

Management Commands

Ip igmp profile

Internet Group Management Protocol IGMP IGMP
ip igmp profile
IGMP
IGMP IGMP
no

ip igmp profile profile number

no ip igmp profile profile number

profile number IGMP

1 4294967295

IGMP IGMP

12.2(25)FX

Catalyst 2960
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M ip igmp profile

IGMP

e deny

e exit IGMP

* no

e permit

* range IP IP

IGMP 1 2

1P IGMP 40

Switch(config)# ip igmp profile 40
Switch(config-igmp-profile)# permit
Switch(config-igmp-profile)# range 233.1.1.1 233.255.255.255

show ip igmp profile EXEC
ip igmp filter IGMP
show ip igmp profile IGMP IGMP
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ip igmp snooping M

Ip Igmp snooping

Internet Group Management Protocol IGMP VLAN LAN
ip igmp snooping

no
ip igmp snooping [vlan vlan-id]
no ip igmp snooping [vlan vlan-id]
vlan vlan-id VLAN  IGMP
1 1001 1006 4094
IGMP
IGMP VLAN
12.2(25)FX
IGMP VLAN
IGMP
VLAN
VLAN ID 1002 1005 FDDI VLAN IGMP
IGMP
Switch(config)# ip igmp snooping
IGMP VLAN 1
Switch(config)# ip igmp snooping vlan 1
show ip igmp snooping EXEC
ip igmp snooping report-suppression IGMP
show ip igmp snooping
show ip igmp snooping groups IGMP
show ip igmp snooping mrouter IGMP
show ip igmp snooping querier IGMP

Catalyst 2960
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[ | ip igmp snooping last-member-query-interval

Ip Igmp snooping last-member-query-interval

Internet Group Management Protocol IGMP VLAN
ip igmp snooping last-member-query-interval

no
ip igmp snooping [vlan vlan-id] last-member-query-interval time
no ip igmp snooping [vlan vlan-id] last-member-query-interval
t vlan vlan-id VLAN IGMP
1 1001 1006 4094
time 100 5000
1000
12.2(25)FX
IGMP IGMP
VLAN IGMP
IGMP VLAN
VLAN ID 1002 1005 FDDI VLAN IGMP
VLAN
IGMP IGMP 2
NVRAM RAM
IGMP 2000

Switch(config)# ip igmp snooping last-member-query-interval 2000

VLAN 1 IGMP 3000

Switch(config)# ip igmp snooping vlan 1 last-member-query-interval 3000

show ip igmp snooping EXEC
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m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

ip igmp snooping last-member-query-interval

ip igmp snooping IGMP VLAN
ip igmp snooping vlan immediate-leave IGMP
ip igmp snooping vlan mrouter 2
ip igmp snooping vlan static 2
show ip igmp snooping IGMP
Catalyst 2960
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[ | ip igmp snooping querier

Ip Igmp snooping querier

2 Internet Group Management Protocol IGMP
ip igmp snooping querier
VLAN IGMP
no

ip igmp snooping querier [vlan vlan-id] [address ip-address | max-response-time response-time |
query-interval interval-count | tcn query [count count | interval interval] | timer expiry | version
version]

no ip igmp snooping querier [vlan vlan-id] [address | max-response-time | query-interval | tcn query
{ count count | interval interval} | timer expiry | version]

vlan vlan-id VLAN IGMP IGMP
1 1001 1006
4094
address ip-address IP IP
IGMP IP
max-response-time IGMP
response-time 1 25
query-interval IGMP 1 18000
interval-count
tcn query[count count | Topology Change Notification TCN;
interval interval]
e count count — TCN TCN
1 10
* interval interval — TCN
1 255
timer expiry IGMP
60 300
version version IGMP 1

IGMP
IGMP IGMP

12.2(25)FX
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ip igmp snooping querier | |

querier IGMP IGMP IP

IGMP

IGMP Version 2 IGMPv2
IGMP Version1 IGMPv1l

IGMPvV2
IGMPV1
0
IGMPV1 RFC
IGMP

VLAN ID 1002 1005

IGMP

Switch(config)# ip igmp snooping

IGMP

Switch(config)# ip igmp snooping

IGMP

Switch(config)# ip igmp snooping

IGMP

Switch(config)# ip igmp snooping

IGMP

Switch(config)# ip igmp snooping

IGMP

Switch(config)# ip igmp snooping

max-response-time
max-response-time

max-response-time

IGMPV1

FDDI VLAN

querier

25

querier max-response-time 25

60

querier query-interval 60

TCN 25

querier tcn count 25

60

querier timeout expiry 60

querier version 2

show ip igmp snooping EXEC

IGMP

IGMP
IGMP

IGMP

ip igmp snooping report-suppression IGMP
show ip igmp snooping IGMP
show ip igmp snooping groups IGMP
show ip igmp snooping mrouter IGMP
Catalyst 2960
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[ | ip igmp snooping report-suppression

Ip Igmp snooping report-suppression

Internet Group Management Protocol IGMP

ip igmp snooping

report-suppression IGMP
IGMP
no
ip igmp snooping report-suppression
no ip igmp snooping report-suppression
IGMP
12.2(25)FX
IGMP IGMPv1 IGMPv2
IGMPv3
IGMP 1 IGMP
IGMP
IGMP
IGMP
IGMPv1 IGMPV2
IGMPv1 IGMPv2
IGMPv3
IGMPv1 IGMPv2 IGMPv3
no ip igmp snooping report-suppression IGMP
IGMP

Switch(config)# no ip igmp snooping report-suppression

show ip igmp snooping EXEC
ip igmp snooping IGMP VLAN
show ip igmp snooping VLAN IGMP

i Catalyst 2960
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ip igmp snooping tcn | |

Ip Igmp snooping tcn

Internet Group Management Protocol IGMP Topology Change Notification TCN;
ip igmp snooping tcn
no
ip igmp snooping tcn {flood query count count | query solicit}

no ip igmp snooping tcn {flood query count | query solicit}

flood query count count IGMP

query solicit TCN
IGMP

TCN flood query count 2

TCN
12.2(25)FX
TCN ip
igmp snooping tcn flood query count ip
igmp snooping tcn flood query count TCN flood query count 1
1 count 7
7 TCN
TCN
ip igmp snooping tcn query solicit
TCN
IGMP
7

Switch(config)# no ip igmp snooping tcn flood query count 7

show ip igmp snooping EXEC

[ 78-16882-02-J
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[ | ip igmp snooping tcn
ip igmp snooping IGMP VLAN
ip igmp snooping tcn flood IGMP
TCN
show ip igmp snooping VLAN IGMP

i Catalyst 2960
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ip igmp snooping tcn flood | |

Ip Igmp snooping tcn flood

Internet Group Management Protocol IGMP Topology Change
Notification TCN;

ip igmp snooping tcn flood
no

ip igmp snooping tcn flood

no ip igmp snooping tcn flood

TCN

12.2(25)FX

TCN 2

ip igmp snooping tcn flood query count count

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# no ip igmp snooping tcn flood

show ip igmp snooping EXEC

ip igmp snooping IGMP VLAN
ip igmp snooping tcn IGMP TCN

show ip igmp snooping VLAN IGMP
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[ | ip igmp snooping vlan immediate-leave

Ip Igmp snooping vian immediate-leave

VLAN Internet Group Management Protocol IGMP
ip igmp snooping immediate-leave

no
ip igmp snooping vlan vlan-id immediate-leave
no ip igmp snooping vlan vlan-id immediate-leave
vlan-id VLAN IGMP
1 1001 1006 4094
IGMP
12.2(25)FX
VLAN ID 1002 1005 FDDI VLAN IGMP
VLAN 1
NVRAM RAM
IGMP 2
VLAN1 IGMP
Switch(config)# ip igmp snooping vlan 1 immediate-leave
show ip igmp snooping EXEC
ip igmp snooping report-suppression IGMP
show ip igmp snooping
show ip igmp snooping groups IGMP
show ip igmp snooping mrouter IGMP
show ip igmp snooping querier IGMP

i Catalyst 2960
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ip igmp snooping vlan mrouter | |

Ip Igmp snooping vlan mrouter

igmp snooping mrouter
no

ip igmp snooping vlan vlan-id mrouter {interface interface-id | learn {cgmp | pim-dvmrp}}

no ip igmp snooping vlan vlan-id mrouter {interface interface-id | learn {cgmp | pim-dvmrp}}

vlan-id IGMP
VLAN 1
1001 1006 4094

interface interface-id

e fastethernet interface number — IEEE 802.3
e gigabitethernet interface number — IEEE
802.3z
e port-channel interface number —
0 &6

learn
{cgmp | pim-dvmrp}

e cgmp — Cisco Group Management Protocol CGMP

e pim-dvmrp — IGMP Protocol-Independent
Multicasting-Distance Vector Multicast Routing Protocol PIM-DVMRP

pim-dvmrp IGMP PIM-DVMRP
12.2(25)FX
VLAN ID 1002 1005 FDDI VLAN IGMP
CGMP
NVRAM RAM
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[ | ip igmp snooping vlan mrouter

Switch(config)# ip igmp snooping vlan 1 mrouter interface gigabitethernet0/2

CGMP

Switch(config)# ip igmp snooping vlan 1 mrouter learn cgmp

show ip igmp snooping EXEC

ip igmp snooping report-suppression IGMP

show ip igmp snooping

show ip igmp snooping groups IGMP

show ip igmp snooping mrouter IGMP

show ip igmp snooping querier IGMP
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ip igmp snooping vlan static | |

Ip Igmp snooping vlan static
Internet Group Management Protocol IGMP
2 ip igmp snooping static

ip igmp snooping vlan vlan-id static ip-address interface interface-id

no ip igmp snooping vlan vlan-id static ip-address interface interface-id

vlan-id VLAN IGMP
1 1001 1006 4094
ip-address 2 IP

interface interface-id

e fastethernet interface number — IEEE 802.3
e gigabitethernet interface number — IEEE
802.3z
e port-channel interface number —
0 6
12.2(25)FX
VLAN ID 1002 1005 FDDI VLAN IGMP
NVRAM RAM

Switch(config)# ip igmp snooping vlan 1 static 0100.5e02.0203 interface
gigabitethernet0/1
Configuring port gigabitethernet0/1 on group 0100.5e02.0203

show ip igmp snooping EXEC
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W ipssh

ip igmp snooping report-suppression IGMP
show ip igmp snooping
show ip igmp snooping groups IGMP
show ip igmp snooping mrouter IGMP
show ip igmp snooping querier IGMP
Ip ssh
Secure Shell SSH; 1 SSH 2
ip ssh
no

ip ssh version [1 | 2]

no ip ssh version [1 | 2]

SSH version1 SSHv2; SSH
SSH version 2 SSHv2; SSH

SSH SSH
12.2(25)FX
SSH SSH
SSH SSH
SSHv1 SSHv2 SSH SSHv?2
SSHv1 SSHv2 SSHv1
SSH SSH
SSHv1 Rivest, Shamir, and Adelman RSA SSHv2
SSHv2

Switch(config)# ip ssh version 2

show ip ssh show ssh EXEC
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lacp port-priority W

show ip ssh SSH SSH
Cisco 10S
Release 12.2 Configuration Guides and Command References > Cisco 10S
Security Command Reference, Release 12.2 > Other Security Features >
Secure Shell Commands

show ssh SSH Cisco 10S
Release 12.2 Configuration Guides and Command References > Cisco 10S
Security Command Reference, Release 12.2 > Other Security Features >
Secure Shell Commands

lacp port-priority

Link Aggregation Control Protocol LACP lacp port-priority

no
lacp port-priority priority

no lacp port-priority

priority LACP 1 65535
32768

12.2(25)FX
lacp port-priority LACP

9
LACP 16

8 8
port-priority LACP

9 LACP
8
2 LACP
65535
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lacp port-priority

N

LACP LACP
lacp system-priority
LACP show lacp internal
EXEC
LACP

Configuring EtherChannels

LACP

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# lacp port-priority 1000

show lacp [channel-group-number] internal EXEC
channel-group EtherChannel
lacp system-priority LACP

show lacp [channel-group-number] internal
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lacp system-priority W

lacp system-priority

Link Aggregation Control Protocol LACP
lacp system-priority
no
lacp system-priority priority

no lacp system-priority

priority LACP 1 65535
32768
12.2(25)FX
lacp system-priority LACP
LACP 16
8 8 LACP

9
LACP

LACP 32768

LACP ID MAC
lacp system-priority LACP EtherChannel
show etherchannel summary
EXEC H
LACP

Configuring EtherChannels

LACP

Switch(config)# lacp system-priority 20000

show lacp sys-id EXEC
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M logging file

channel-group EtherChannel
lacp port-priority LACP
show lacp sys-id LACP

logging file

logging file
no

logging file filesystem:filename [max-file-size | nomax [min-file-size]] [severity-level-number | type]

no logging file filesystem:filename [severity-level-number | type]

filesystem:filename

flash:

max-file-size
4096 2147483647
nomax 2147483647
min-file-size
1024 2147483647
severity-level-number 0o 7
type
type
e emergencies —
e alerts— 1
e critical — 2
* errors— 3
e warnings — 4
e notifications — 5
e information — 6
e debugging —
2048 4096
7 debugging
12.2(25)FX
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logging file M
ASCII
CLlI

Syslog

logging file flash:filename

logging file flash:filename
more flashfilename EXEC
1024
1024

level

Switch(config)# logging file flash:logfile informational

show running-config EXEC

show running-config
Cisco 10S Configuration Fundamentals Command Reference, Release
12.2 > File Management Commands > Configuration File Management
Commands
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B mac access-group

mac access-group

MAC Access Control List ACL; 2
mac access-group

MAC ACL
no MAC ACL mac access-list extended
mac access-group {name} in
no mac access-group {name}
name MAC
in ACL ACL 2
MAC ACL
2
12.2(25)FX
MAC ACL 2
2 1P 1P MAC
IP IP
ACL MACACL 2 IP IP
2 IP
MAC 1
MAC ACL 2 MAC ACL
ACL ACL
MAC ACL ACL
ACL
ACL
MAC ACL
Configuring Network Security with ACLs
macacl2 MAC ACL
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# mac access-group macacl2 in
show mac access-group EXEC
show access-lists EXEC ACL
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mac access-list extended W

show access-lists

ACL

show mac access-group

MAC ACL

show running-config

Cisco 10S Configuration Fundamentals Command
Reference, Release 12.2 > File Management Commands >
Configuration File Management Commands

mac access-list extended

IP MAC

mac access-list extended

MAC

no

mac access-list extended name

no mac access-list extended name

name MAC
MAC

12.2(25)FX

MAC

MAC ACL

mac access-list extended

default
e deny

e exit MAC

e permit

MAC

MAC

deny MAC
MAC

permit MAC

[ 78-16882-02-J

Catalyst 2960 ]



2 Catalyst 2960 Cisco 10S

Bl mac access-list extended

MAC macl MAC

Switch(config)# mac access-list extended macl
Switch(config-ext-macl) #

MAC macl

Switch(config)# no mac access-list extended macl

show access-lists EXEC

deny MAC MAC ACL MAC

permit MAC

show access-lists
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mac address-table aging-time ||

mac address-table aging-time

MAC
mac address-table aging-time
no
VLAN LAN VLAN

mac address-table aging-time {0 | 10-1000000} [vlan vlan-id]

no mac address-table aging-time {0 | 10-1000000} [vlan vlan-id]
0
10-1000000 10 1000000
vlan vlan-id VLAN ID

1 4094
300
12.2(25)FX
VLAN VLAN
VLAN 200

Switch(config)# mac address-table aging-time 200
show mac address-table aging-time EXEC
show mac address-table aging-time VLAN VLAN MAC
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Bl mac address-table move update

mac address-table move update

MAC mac
address-table move update
no

mac address-table move update {receive | transmit}

no mac address-table move update {receive | transmit}

receive MAC
transmit
MAC
MAC

12.2(25)SED
MAC
MAC

MAC

MAC

Switch# configure terminal
Switch(conf)# mac address-table move update transmit
Switch(conf)# end

MAC

Switch# configure terminal
Switch(conf)# mac address-table move update receive
Switch(conf)# end

show mac address-table move update EXEC
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mac address-table notification W

clear mac address-table move update MAC

debug matm move update MAC

show mac address-table move update MAC

mac address-table notification

MAC mac
address-table notification
no
mac address-table notification [history-size value] | [interval value]
no mac address-table notification [history-size | interval]
history-size value MAC
0 500
interval value
0
2147483647
MAC
1
1
12.2(25)FX
MAC MAC
SNMP Network
Management System NMS; MAC
MAC MAC
history-size MAC
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Bl mac address-table notification

mac address-table notification MAC
snmp trap mac-notification
MAC snmp-server enable traps
mac-notification MAC
NMS
MAC 60
100

Switch(config)# mac address-table notification
Switch(config)# mac address-table notification interval 60
Switch(config)# mac address-table notification history-size 100

show mac address-table notification EXEC
clear mac address-table notification MAC
show mac address-table notification
MAC
snmp-server enable traps mac-notification SNMP
MAC
snmp trap mac-notification SNMP MAC
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mac address-table static W

mac address-table static

MAC mac

address-table static
no

mac address-table static mac-addr vlan vlan-id interface interface-id

no mac address-table static mac-addr vlan vlan-id [interface interface-id]

mac-addr MAC
VLAN
LAN
vlan vlan-id MAC VLAN
1 4094
interface interface-id
12.2(25)FX
MAC c2f3.220a.12f4
VLAN 4 MAC

Switch(config)# mac address-table static c2f3.220a.12f4 vlan 4 interface
gigabitethernet0/1

show mac address-table EXEC

show mac address-table static MAC
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Bl mac address-table static drop

mac address-table static drop

MAC
MAC
mac address-table static drop
no
mac address-table static mac-addr vlan vlan-id drop

no mac address-table static mac-addr vlan vlan-id

mac-addr MAC MAC
vlan vlan-id MAC VLAN
VLAN LAN ID 1 4094
MAC
MAC
12.2(25)FX
. MAC MAC MAC
CPU
o MAC MAC
MAC
MAC

mac address-table static mac-addr vlan vlan-id interface interface-id
mac address-table static mac-addr vlan vlan-id drop
MAC

mac address-table static mac-addr vlan vlan-id drop
mac address-table static mac-addr vlan vlan-id interface interface-id
MAC

MAC c2f3.220a.12f4

MAC VLAN 4

Switch(config)# mac address-table static c2£3.220a.12f4 vlan 4 drop
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macro apply W

MAC

Switch(config)# no mac address-table static c2f3.220a.12f4 vlan 4

show mac address-table static EXEC

show mac address-table static MAC

macro apply

macro apply

macro {apply | trace} macro-name [parameter {value}] [parameter {value}][parameter {value}]

apply
trace trace

macro-name

parameter value

12.2(25)FX

macro trace macro-name

parameter value
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M  macro apply

macro apply
macro-name ?
Cisco-default SmartPort show parser macro
EXEC
Cisco-default SmartPort
e show parser macro EXEC
show parser macro name macro-name EXEC
e 3 parameter value
Cisco-default
Cisco-default $
$
show running-configuration interface interface-id EXEC
1
default interface interface-id
macro name
duplex
Switch(config-if)# macro apply duplex
macro trace
duplex

Switch(config-if)# macro trace duplex

Applying command. .. ‘duplex auto’
$Error Unknown error.
Applying command. .. ‘'speed nonegotiate’
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macro apply W

Cisco-default cisco-desktop
VLANID 25

Switch# show parser macro cisco-desktop
Macro name : cisco-desktop
Macro type : default

# Basic interface - Enable data VLAN only

# Recommended value for access vlan (AVID) should not be 1
switchport access vlan S$SAVID

switchport mode access

# Enable port security limiting port to a single
# MAC address -- that of desktop

switchport port-security

switchport port-security maximum 1

# Ensure port-security age is greater than one minute
# and use inactivity timer

switchport port-security violation restrict
switchport port-security aging time 2

switchport port-security aging type inactivity

# Configure port as an edge network port
spanning-tree portfast

spanning-tree bpduguard enable

Switch#

Switch# configure terminal

Switch(config)# interface gigabitethernet0/4
Switch(config-if)# macro apply cisco-desktop $AVID 25

macro description

macro global

macro global description

macro name

show parser macro
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Bl macro description

macro description

macro description

macro description text

no macro description text

no

description text

12.2(25)FX

description

Switch(config-if)# macro description duplex settings

show parser macro description EXEC

macro apply

macro global

macro global description

macro name

show parser macro
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macro global W

macro global

macro global
macro global {apply | trace} macro-name [parameter {value}] [parameter {value}]
[parameter {value}]

apply

trace

macro-name

parameter value 3
12.2(25)FX

macro trace macro-name

parameter value
macro global apply macro-name ?
Cisco-default SmartPort show parser macro

EXEC

Cisco-default SmartPort

e show parser macro EXEC
show parser macro name macro-name EXEC
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*
Cisco-default
Cisco-default $
$
show running-configuration EXEC
no
macro name
snmp
IP precedence 7

Switch# show parser macro name snmp
Macro name : snmp
Macro type : customizable

#enable port security, linkup, and linkdown traps
snmp-server enable traps port-security
snmp-server enable traps linkup

snmp-server enable traps linkdown

#set snmp-server host

snmp-server host ADDRESS

#set SNMP trap notifications precedence
snmp-server 1ip precedence VALUE

Switch(config)# macro global apply snmp ADDRESS test-server VALUE 7

macro global trace

ADDRESS

Switch(config)# macro global trace snmp VALUE 7

parameter value

snmp-server host

Applying command...'snmp-server enable traps port-security’
Applying command. .. ‘'snmp-server enable traps linkup’
Applying command...'snmp-server enable traps linkdown’
Applying command...'snmp-server host’

$Error Unknown error.

Applying command...'snmp-server ip precedence 7’

macro apply

macro description

macro global description

macro name

show parser macro
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macro global description ||

macro global description

macro global description
no

macro global description text

no macro global description text

description text

12.2(25)FX

description

Switch(config)# macro global description udld aggressive mode enabled

show parser macro description EXEC

macro apply

macro description
macro global

macro name

show parser macro
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W macro name

MacCro name

macro name
no
macro name macro-name
Nno macro name macro-name
macro-name
12.2(25)FX
3000 1
@ #
# macro keywords word
3 4
3
macro name Sample-Macro
macro name sample-macro 2
exit end interface interface-id
exit end interface interface-id
no
default interface interface-id
no anti-macro
anti-macro
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Switch(config)# macro name duplex

Enter macro commands one per line. End with the character ‘@’.

duplex full
speed auto
@

# macro keywords

Switch(config)# macro name test
switchport access vlan S$SVLANID
switchport port-security maximum S$MAX
#macro keywords SVLANID $MAX

@

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# macro apply test ?
WORD keyword to replace with a value e.g S$SVLANID, SMAX
<cr>

Switch(config-if)# macro apply test $VLANID ?
WORD Value of first keyword to replace

Switch(config-if)# macro apply test $VLANID 2
WORD keyword to replace with a value e.g S$SVLANID, SMAX
<cr>

Switch(config-if)# macro apply test $VLANID 2 $MAX °?
WORD Value of second keyword to replace

macro name M

macro apply

macro description

macro global

macro global description

show parser macro

Catalyst 2960
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H match

match

match
no

match {access-group acl-index-or-name | ip dscp dscp-list | ip precedence ip-precedence-list}

no match {access-group acl-index-or-name | ip dscp dscp-list | ip precedence ip-precedence-list}

access-group IP Access Control List ACL;
acl-index-or-name MAC ACL IP ACL
ACL 1 99 1300 1999 IP
ACL ACL 100 199 2000 2699
ip dscp dscp-list 8 IP
Differentiated Services Code Point DSCP
0 63
ip precedence 8 IP precedence
ip-precedence-list 0o 7
12.2(25)FX
match
IP MAC Ether Type/Len
1 match
match-all match-any
match ip dscp dscp-list match ip precedence ip-precedence-list
match ip dscp afll
match ip dscp 10
match ip precedence critical match ip precedence 5

match ip dscp ? match ip precedence ?
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match ||
class2 DSCP 10 11
12
Switch(config)# class-map class2
Switch(config-cmap)# match ip dscp 10 11 12
Switch(config-cmap) # exit
class3 IP precedence 5

6 7

Switch(config)# class-map class3
Switch(config-cmap)# match ip precedence 5 6 7
Switch(config-cmap) # exit

IP precedence acll

Switch(config)# class-map class2
Switch(config-cmap)# match ip precedence 5 6 7
Switch(config-cmap)# no match ip precedence
Switch(config-cmap)# match access-group acll
Switch(config-cmap) # exit

show class-map EXEC
class-map
show class-map Quality of Service QoS;
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W mdix auto

mdix auto

Medium-Dependent Interface crossover MDIX;

mdix auto
MDIX
MDIX no
mdix auto
no mdix auto
MDIX
12.2(25)FX
MDIX
auto
MDIX
MDIX 10/100 Mbps 10/100/1000 Mbps
MDIX 1000BASE-SX -LX Small Form-factor Pluggable SFP
MDIX

Switch# configure terminal

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# speed auto
Switch(config-if)# duplex auto
Switch(config-if)# mdix auto
Switch(config-if)# end

show controllers ethernet-controller interface-id phy EXEC
MDIX
show controllers ethernet-controller MDIX

interface-id phy
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media-type W
dual-purpose
media-type
no
media-type {auto-select | rj45 | sfp}
no media-type
auto-select
rj45 RJ-45
sfp Small Form-factor Pluggable SFP
auto-select
12.2(25)FX
dual-purpose
dual-purpose
auto-select
auto-select
rj45 SFP
RJ-45
dual-purpose 10/100/1000BASE-TX
sfp RJ-45
SFP SFP
SFP
shutdown no shutdown
dual-purpose
SFP
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media-type
auto-select speed duplex
Catalyst 2960 100BASE-X -X -BX -FX -FE -LX SFP
e 100BASE -X SFP RJ-45
RJ-45 SFP
SFP
e 100BASE-X SFP RJ-45
RJ-45
SFP
e 100BASE-X SFP auto-select
RJ-45

100BASE-FX-GE SFP

SFP

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# media-type sfp

show interfaces interface-id capabilities

EXEC

show interfaces interface-id transceiver properties

show interfaces capabilities

show interfaces transceiver properties
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misqos W
Quality of Service QoS; mls qos
mls qos
QoS QoS
QoS
no
mls qos
no mls qos
QoS CoS DSCP IP precedence
mls qos QoS
QoS
DSCP CoS 0
untrusted
12.2(25)FX
QoS
QoS mls qos
mls qos
QoS
no mls qos QoS
QoS
mls qos
QoS
QoS

Switch(config)# mls qgos
show mls qos EXEC
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W mis qos aggregate-policer

show mls gos QoS

mls qos aggregate-policer

mls qos aggregate-policer

no

mls qos aggregate-policer aggregate-policer-name rate-bps burst-byte exceed-action {drop |
policed-dscp-transmit}

no mls qos aggregate-policer aggregate-policer-name

aggregate-policer-name police aggregate
rate-bps / bps
1000000 1000000000
burst-byte 8000
1000000

exceed-action drop

exceed-action Differentiated
policed-dscp-transmit Services Code Point DSCP DSCP
12.2(25)FX
2
2 ASIC 256 255
1 no 64
ASIC
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mls qos aggregate-policer ||

no police aggregate
aggregate-policer-name

no mls qos aggregate-policer aggregate-policer-name

police
burst-byte mls qos aggregate-policer

police rate-bps
mls qos aggregate-policer

Switch(config)# mls gos aggregate-policer agg _policerl 1000000 1000000 exceed-action
drop

Switch(config)# policy-map policy2
Switch(config-pmap)# class classl
Switch(config-pmap-c)# police aggregate agg policerl
Switch(config-pmap-c)# exit

Switch(config-pmap)# class class2
Switch(config-pmap-c)# set dscp 10
Switch(config-pmap-c)# police aggregate agg policerl
Switch(config-pmap-c)# exit

Switch(config-pmap)# class class3
Switch(config-pmap-c)# trust dscp
Switch(config-pmap-c)# police aggregate agg policer2
Switch(config-pmap-c)# exit

show mls qos aggregate-policer EXEC

police aggregate

show mls qos aggregate-policer Quality of Service QoS;
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Ml mis qos cos

mls gos cos

Class of Service CoS;

CoS mls qos cos
no

mls qos cos {default-cos | override}

no mls qos cos {default-cos | override}
default-cos CoS

CoS CoS CoS 0o 7
override CoS
CoS
CoS 0
CoS
12.2(25)FX
CoS
CoS Differentiated Services Code Point DSCP
override CoS DSCP
override DSCP CoS
IP precedence
CoS mls qos cos CoS
CoS
CoS
CoS 4 °
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# mls gos trust cos
Switch(config-if)# mls qgos cos 4
CoS 4

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# mls gos cos 4
Switch(config-if)# mls gos cos override
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mis qos dscp-mutation W

show mls qos interface EXEC

show mls qos interface QoS

mls gos dscp-mutation

Differentiated Services Code Point DSCP /DSCP DSCP
mls gqos dscp-mutation
DSCP no

mls qos dscp-mutation dscp-mutation-name

no mls qos dscp-mutation dscp-mutation-name

dscp-mutation-name DSCP/DSCP mls gos map
dscp-mutation

DSCP/DSCP DSCP DSCP
12.2(25)FX
2 Quality of Service QoS; DSCP DSCP/DSCP
DSCP
DSCP/DSCP QoS
DSCP QoS
DSCP
DSCP/DSCP
DSCP DSCP
Class of Service CoS; IP precedence
DSCP
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Ml mis qos dscp-mutation

DSCP/DSCP dscpmutationl

Switch(config)# mls gos map dscp-mutation dscpmutationl 10 11 12 13 to 30
Switch(config)# interface gigabitethernet0/1

Switch(config-if)# mls gos trust dscp

Switch(config-if)# mls gos dscp-mutation dscpmutationl

DSCP/DSCP dscpmutationl

Switch(config-if)# no mls gos dscp-mutation dscpmutationl

show mls qos maps EXEC

mls qos map dscp-mutation DSCP/DSCP

mls qos trust

show mls gqos maps QoS
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mls gos map

Class of service CoS;
DSCP/DSCP

[Differentiated Services Code Point DSCP

IP precedence/DSCP

mls qos map

no

mis qos map W

DSCP/CoS
DSCP

mls qos map {cos-dscp dscpl...dscp8 | dscp-cos dscp-list to cos | dscp-mutation dscp-mutation-name
in-dscp to out-dscp | ip-prec-dscp dscpl...dscp8 | policed-dscp dscp-list to mark-down-dscp}

no mls qos map {cos-dscp | dscp-cos | dscp-mutation dscp-mutation-name | ip-prec-dscp |

policed-dscp}

cos-dscp dscpl...dscp8 CoS/DSCP
dscpl...dscp8 CoS 0 7 8 DSCP
DSCP 0 63
dscp-cos dscp-list to cos  DSCP/CoS
dscp-list 8 DSCP
0 63 to
cos DSCP 1 CoS
0 7
dscp-mutation DSCP/DSCP
dscp-mutation-name .
. dscp-mutation-name
in-dscp to out-dscp
dscp-list 8 DSCP
to
out-dscp 1 DSCP
0 63
ip-prec-dscp IP precedence/DSCP
dscpl...dscp8 dscpl...dscp8 IP precedence 7 8 DSCP
DSCP 0
63
policed-dscp dscp-list to DSCP
mark-down-dscp dscp-list 8 DSCP
to
mark-down-dscp
DSCP
0 63
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W mis gqos map
2-6 CoS/DSCP
2-6 CoS/DSCP
CoS DSCP
0 0
1 8
2 16
3 24
4 32
5 40
6 48
7 56
2-7 DSCP/CoS
2-7 DSCP/CoS
DSCP CoS
0-7 0
8-15 1
16-23 2
24-31 3
32-39 4
40-47 5
48-55 6
56-63 7
2-8 IP precedence/DSCP
2-8 IP Precedence/DSCP
IP precedence DSCP
0 0
1 8
2 16
3 24
4 32
5 40
6 48
7 56
DSCP/DSCP DSCP DSCP
DSCP DSCP DSCP
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Cisco 10S

mis qos map W

12.2(25)FX

DSCP/DSCP
DSCP/DSCP

IP precedence/DSCP IPprecedence 0 7 DSCP 0 10 20 30
40 50 55 60
Switch# configure terminal
Switch(config)# mls gos map ip-prec-dscp 0 10 20 30 40 50 55 60
DSCP DSCP 1 2 3 4 5
6 DSCP 0 DSCP
Switch# configure terminal
Switch(config)# mls gos map policed-dscp 1 2 3 4 5 6 to 0
DSCP/CoS DSCP 20 21 22 23 24
CoS1 DSCP 10 11 12 13 14 15 16 17 CoSO0
Switch# configure terminal
Switch(config)# mls gos map dscp-cos 20 21 22 23 24 to 1
Switch(config)# mls gos map dscp-cos 10 11 12 13 14 15 16 17 to 0
CoS/DSCP CoS 0 7 DSCP 0 5 10
15 20 25 30 35

Switch# configure terminal
Switch(config)# mls gos map

DSCP/DSCP

Switch# configure terminal

Switch(config)# mls gos map
Switch(config)# mls gos map
Switch(config)# mls gos map
Switch(config)# mls gos map

show mls qos maps

cos-dscp 0 5 10 15 20 25 30 35

dscp-mutation mutationl 1 2 3 4 5 6 7 to 10
dscp-mutation mutationl 8 9 10 11 12 13 to 10
dscp-mutation mutationl 20 21 22 to 20
dscp-mutation mutationl 0 31 32 33 34 to 30

EXEC

mls qos dscp-mutation

DSCP/DSCP DSCP

show mls qos maps

Quality of Service QoS;
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Wl mis qos queue-set output buffers

mls gos queue-set output buffers

4
mls gos queue-set output buffers
no

mls qos queue-set output gset-id buffers allocationl ... allocation4

no mls qos queue-set output gset-id buffers

gset-id ID
4 1 2
allocationl ... 1 4 4 %
allocation4 allocationl allocation3 allocation4 0 99 allocation2
1 100 CPU
4 25 25 25 25
1/4
12.2(25)FX
4
mls qos queue-set output gset-id
threshold
S
QoS
2 1
40% 2 3 4 20%

Switch(config)# mls gos queue-set output 2 buffers 40 20 20 20
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# queue-set 2

show mls qos interface [interface-id] buffers show mls qos queue-set EXEC
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mls qos queue-set output threshold | |

mls qos queue-set output threshold Weighted Tail-Drop WTD;

queue-set

show mls qos interface buffers QoS

show mls gqos queue-set

mls qos queue-set output threshold

Weighted Tail-Drop WTD;
4
mls qos queue-set output threshold
no

mls qos queue-set output gset-id threshold queue-id drop-threshold1 drop-threshold2
reserved-threshold maximum-threshold

no mls qos queue-set output gset-id threshold [queue-id]

gset-id ID
4 1 2
queue-id
1 4
drop-thresholdl % 2 WTD
drop-threshold2 1 400%
reserved-threshold
% 1 100%
maximum-threshold
1 400%
Quality of Service QoS; WTD
2-9 WTD
29 WTD
1
WTD 100% 200% 100% 100%
WTD 100% 200% 100% 100%
50% 100% 50% 50%
400% 400% 400% 400%
Catalyst 2960
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H mis qos queue-set output threshold

12.2(25)FX

mls gos queue-set output gset-id buffers
4

% 100% 100%

QoS

40%  60% 100%
200%

Switch(config)# mls gos queue-set output 2 threshold 2 40 60 100 200

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# queue-set 2

show mls qos interface [interface-id] buffers show mls qos queue-set EXEC

mls gqos queue-set output buffers

queue-set
show mls gos interface buffers QoS
show mls qos queue-set
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mls gos rewrite ip dscp

mlis qos rewrite ip dscp | |

IP Differentiated Services Code Point DSCP
mls qos rewrite ip dscp
DSCP DSCP
no
mls qos rewrite ip dscp
no mls qos rewrite ip dscp
DSCP IP DSCP
12.2(25)FX
DSCP DSCP no mls qos rewrite ip dscp
DSCP DSCP
DSCP DSCP
DSCP DSCP
DSCP
DSCP/DSCP Quality of Service QoS;
DSCP Class of Service
CoS; DSCP
DSCP
QoS DSCP 32
DSCP DSCP 16 DSCP
DSCP 32 DSCP
DSCP DSCP
DSCP IP DSCP
Switch(config)# mls gos
Switch(config)# no mls gos rewrite ip dscp
DSCP IP DSCP
Switch(config)# mls gos
Switch(config)# mls gos rewrite ip dscp
show running config | include rewrite EXEC

Catalyst 2960

[ 78-16882-02-J



2 Catalyst 2960 Cisco 10S

H mis qos srr-queue input bandwidth

mls qos QoS

show mls gos QoS

show running-config | include rewrite ~ DSCP
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration
File Management Commands

mls qos srr-queue input bandwidth

Shaped Round Robin SRR mls gos srr-queue input bandwidth
SRR
no

mls qos srr-queue input bandwidth weightl weight2

no mls gos srr-queue input bandwidth

weightl weight2 weightl weight2 SRR
1 2
1 100
weightl  weight2 4 1/2 2
12.2(25)FX
SRR mls qos srr-queue input priority-queue queue-id bandwidth weight
bandwidth

SRR mls gos srr-queue input bandwidth
weightl weight2

mls qos srr-queue input priority-queue

Catalyst 2960
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mls qos srr-queue input bandwidth | |

1 25/ 25+75 2 75/
25+75
Switch(config)# mls gos srr-queue input priority-queue 2 bandwidth 0
Switch(config)# mls gos srr-queue input bandwidth 25 75
2 1 3 2 1
1 10%
1 2 4/
4+4 SRR 10% 1
SRR 90% 1
45%
Switch(config)# mls gos srr-queue input priority-queue 1 bandwidth 10
Switch(config)# mls gos srr-queue input bandwidth 4 4
show mls qos interface [interface-id] queueing show mls qos input-queue EXEC
mls gos srr-queue input buffers
mls qos srr-queue input cos-map CoS CoS
ID
mls gos srr-queue input dscp-map DSCP DSCP
1D

mls qos srr-queue input priority-queue

mls gos srr-queue input threshold Weighted Tail-Drop WTD;

show mls qos input-queue

show mls qos interface queueing QoS
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Ml mis qos srr-queue input buffers
mls gos srr-queue input buffers
no
mls qos srr-queue input buffers percentagel percentage2
no mls gos srr-queue input buffers
percentagel percentage2 1 2 %
0 100%
19% 1 10% 2
12.2(25)FX
1 60%
40%
Switch(config)# mls gos srr-queue input buffers 60 40
show mls qos interface [interface-id] buffers show mls qos input-queue EXEC
mls gos srr-queue input bandwidth Shaped Round Robin SRR
mls qos srr-queue input cos-map CoS CoS
ID
mls qos srr-queue input dscp-map DSCP DSCP
1D

mls qos srr-queue input priority-queue

mls qos srr-queue input threshold Weighted Tail-Drop WTD;

show mls qos input-queue

show mls gos interface buffers QoS
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mls qos srr-queue input cos-map | |

mls gos srr-queue input cos-map

Class of Service CoS; CoS
ID mls qos srr-queue input cos-map

no

mls qos srr-queue input cos-map queue queue-id {cosl...cos8 | threshold threshold-id cosl...cos8}

no mls qos srr-queue input cos-map

gueue queue-id

queue-id 1 2
cosl...cos8 CoS
cosl...cos8 8
0o 7
threshold threshold-id CoS ID
cos1...cos8 threshold-id 13
cosl...cos8 8
0 7
2-10 CoS
2-10 CoS
CoS ID — ID
0 4 1-1
5 2-1
6 7 1-1
12.2(25)FX
CoS
3 %
queue-full mls qos srr-queue input threshold
2 Weighted Tail-Drop WTD;
%
CoS

Catalyst 2960
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H mis qos srr-queue input cos-map

CoS 0 3 1 50%
ID1 CoS 4 5 1
70% ID 2
Switch(config)# mls gos srr-queue input cos-map queue 1 threshold 1 0 1 2 3

Switch(config)# mls gos srr-queue input cos-map queue 1 threshold 2 4 5
Switch(config)# mls gos srr-queue input threshold 1 50 70

show mls qos maps EXEC

mls qos srr-queue input bandwidth Shaped Round Robin SRR

mls gos srr-queue input buffers
mls gos srr-queue input dscp-map DSCP DSCP

mls qos srr-queue input priority-queue

mls gos srr-queue input threshold WTD

show mls qos maps QoS
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mls qos srr-queue input dscp-map | |

mls gos srr-queue input dscp-map

Differentiated Services Code Point DSCP

no

ID

DSCP
mls gos srr-queue input dscp-map

mls qos srr-queue input dscp-map queue queue-id {dscpl...dscp8 | threshold threshold-id
dscpl...dscp8}

no mls qos srr-queue input dscp-map

gueue queue-id

queue-id 1 2
dscpl...dscp8 DSCP
dscpl...dscp8 8
0 63
threshold threshold-id DSCP ID
dscpl...dscp8 threshold-id 1 3
dscpl...dscp8 8
0 63
2-11 DSCP
2-11 DSCP
DSCP ID— ID
0 39 1-1
40 47 2-1
48 63 1-1
12.2(25)FX
DSCP
3 %
queue-full mls qos srr-queue input threshold
2 Weighted Tail-Drop WTD;
%
DSCP
8 DSCP

[ 78-16882-02-J
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H mis qos srr-queue input dscp-map

DSCP 0 6 1 50%
1 DSCP 20 26 1
70% 2

Switch(config)# mls gos srr-queue input dscp-map queue 1 threshold 1 0 1 2 3 4 5 6
Switch(config)# mls gos srr-queue input dscp-map queue 1 threshold 2 20 21 22 23 24 25
26

Switch(config)# mls gos srr-queue input threshold 1 50 70

show mls qos maps EXEC

mls gos srr-queue input bandwidth Shaped Round Robin SRR

mls gos srr-queue input buffers

mls qos srr-queue input cos-map Class of Service CoS;
CoS
ID

mls qos srr-queue input priority-queue

mls gos srr-queue input threshold WTD

show mls qos maps QoS
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mls qos srr-queue input priority-queue | |

mls gos srr-queue input priority-queue

mls qos srr-queue input priority-queue
no
mls qos srr-queue input priority-queue queue-id bandwidth weight

no mls qos srr-queue input priority-queue queue-id

queue-id ID 1 2
bandwidth weight % 0

40

2 10%

12.2(25)FX

Shaped Round Robin SRR mls qos srr-queue input priority-queue queue-id bandwidth weight
bandwidth

SRR
mls qos srr-queue input bandwidth weightl weight2

mls qos srr-queue input priority-queue queue-id bandwidth 0

1 10%

4+4 SRR 10% 1

SRR 90% 1 2
45%

Switch(config)# mls gos srr-queue input priority-queue 1 bandwidth 10
Switch(config)# mls gos srr-queue input bandwidth 4 4

show mls qos interface [interface-id] queueing show mls qos input-queue EXEC
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H mis qos srr-queue input threshold

mls gos srr-queue input bandwidth

Shaped Round Robin SRR

mls gos srr-queue input buffers

mls qos srr-queue input cos-map

CoS

CoS

mls gos srr-queue input dscp-map

DSCP

DSCP

mls gos srr-queue input threshold

Weighted Tail-Drop WTD;

show mls qos input-queue

show mls qos interface queueing

QoS

Weighted Tail-Drop WTD;

mls gos srr-queue input threshold

mls qos srr-queue input threshold

no

%

mls qos srr-queue input threshold queue-id threshold-percentagel threshold-percentage2

no mls qos srr-queue input threshold queue-id

queue-id

threshold-percentagel
threshold-percentage2

2 WTD %

1 100

Quality of Service QoS;
2 WTD

WTD

100%

12.2(25)FX
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mls qos srr-queue input threshold | |
QoS CoS/ DSCP/
Class of Service CoS; Differentiated Services Code Point DSCP
1 2
1
CoS DSCP 2
2
2 1
Cos/ mls gos srr-queue input cos-map
DSCP/
mls qos srr-queue input dscp-map
2 1
50% 100% 2 100%
Switch(config)# mls gos srr-queue input threshold 1 50 100
Switch(config)# mls gos srr-queue input threshold 2 70 100
show mls qos interface [interface-id] buffers show mls qos input-queue EXEC
mls gos srr-queue input bandwidth Shaped Round Robin SRR
mls gos srr-queue input buffers
mls qos srr-queue input cos-map CoS CoS
ID
mls qos srr-queue input dscp-map DSCP DSCP
1D

mls qos srr-queue input priority-queue

show mls qos input-queue

show mls gos interface buffers QoS
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Wl mis qos srr-queue output cos-map
mls gos srr-queue output cos-map
Class of Service CoS; CoS

ID

no

mls gos srr-queue output cos-map

mls qos srr-queue output cos-map queue queue-id {cosl...cos8 | threshold threshold-id cosl...cos8}

no mls gos srr-queue output cos-map

gueue queue-id

queue-id 1 4
cosl...cos8 CoS
cosl...cos8
threshold threshold-id CoS ID
cos1...cos8 threshold-id 13
cosl...cos8
2-12 CoS
2-12 CoS
CoS ID — ID
01 2-1
2 3 3-1
4 4-1
5 1-1
6 7 4-1
12.2(25)FX
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mls qos srr-queue output cos-map M

queue-full

Quality of Service QoS;

mls qos queue-set output gset-id threshold
2 Weighted Tail-Drop WTD;
%

CoS

1 CoS 1 3
1 ID1 1
50%  70% 100%
200%

Switch(config)# mls gos srr-queue output cos-map queue 1 threshold 1 0 1 2 3
Switch(config)# mls gos queue-set output 1 threshold 1 50 70 100 200
Switch(config)# interface gigabitethernet0/1

Switch(config-if)# queue-set 1

show mls qos maps show mlis qos interface [interface-id] buffers show mls gos queue-set
EXEC
mls qos srr-queue output dscp-map Differentiated Services Code Point DSCP
ID
mls gqos queue-set output threshold WTD
queue-set
show mls gos interface buffers QoS
show mls qos maps QoS

show mls qos queue-set
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H mis qos srr-queue output dscp-map

mls gos srr-queue output dscp-map

Differentiated Services Code Point DSCP DSCP
ID mls qos srr-queue output dscp-map

no

mls qos srr-queue output dscp-map queue queue-id {dscpl...dscp8 | threshold threshold-id
dscpl...dscp8}

no mls gqos srr-queue output dscp-map

gueue queue-id

queue-id 1 4
dscpl...dscp8 DSCP
dscpl...dscp8 8
0 63
threshold threshold-id DSCP ID
dscpl...dscp8 threshold-id 1 3
dscpl...dscp8 8
0 63
2-13 DSCP
2-13 DSCP
DSCP ID— ID
0 15 2-1
16 31 3-1
32 39 4-1
40 47 1-1
48 63 4-1
12.2(25)FX
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queue-full

mlis qos srr-queue output dscp-map | |

%

QoS

mls qos queue-set output gset-id threshold
2 Weighted Tail-Drop WTD;

%

DSCP

8 DSCP

1 ID1
50% 70%

DsCP 0 3

100%
200%

Switch(config)# mls gos srr-queue output dscp-map queue 1 threshold 1 0 1 2 3
Switch(config)# mls gos queue-set output 1 threshold 1 50 70 100 200
Switch(config)# interface gigabitethernet0/1

Switch(config-if)# queue-set 1

show mls qos maps show mls qos interface [interface-id] buffers

EXEC

show mls gos queue-set

mls qos srr-queue output cos-map

Class of Service CoS;

ID
mls gos queue-set output threshold WTD
queue-set
show mls qos interface buffers QoS
show mls qos maps QoS

show mls qos queue-set
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Hl mis qos trust

mls gos trust

mls gos trust

Differentiated Services Code

Point DSCP  Class of Service CoS; IP precedence
no
mls qos trust [cos | device cisco-phone | dscp | ip-precedence]
no mls qos trust [cos | device | dscp | ip-precedence]
cos CoS
CoS
device cisco-phone Cisco IP Phone
CoS DSCP
dscp DSCP 8 6
IP
CoS
CoS
ip-precedence IP precedence 8
3 IP
CoS
CoS
dscp
12.2(25)FX
Quality of Service QoS;
QoS
QoS 1
DSCP IP precedence IP
CoS/DSCP CoS DSCP CoS
CoS CoS
DSCP IP DSCP
CoS DSCP/CoS
CoS CoS 1P
CoS/DSCP DSCP
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mis qos trust W

Cisco IP Phone PC

CoS DSCP
IP Phone Cisco Discovery Protocol CDP
IP Phone
DSCP IP precedence DSCP IP precedence
IP Phone mls qos cos override
CoS
CoS
QoS DSCP DSCP QoS
DSCP/DSCP
mls qos trust [cos | dscp | ip-precedence]
service-policy input policy-map-name
IP precedence
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# mls gos trust ip-precedence
Cisco IP Phone
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# mls gos trust device cisco-phone
show mls gos interface EXEC
mls qos cos CoS
CoS
mls gos dscp-mutation DSCP/DSCP DSCP
mls qos map CoS/DSCP DSCP/CoS DSCP/DSCP IP
precedence/DSCP DSCP

show mls qos interface QoS
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Bl monitor session

monitor session

Switched Port Analyzer SPAN; Remote

SPAN RSPAN; SPAN monitor session

Cisco IDS Sensor Appliance

SPAN RSPAN VLAN LAN
SPAN VLAN
SPAN RSPAN SPAN RSPAN /
no
no encapsulation

monitor session session_number destination {interface interface-id [, | -] [encapsulation {dotl1q |
replicate}] [ingress {dot1q vlan vlan-id | untagged vlan vlan-id | vlan vlan-id}]} | {remote vlan
vlan-id}

monitor session session_number filter vlan vlan-id [, | -]

monitor session session_number source {interface interface-id [, | -] [both | rx | tx]} | {vlan vlan-id
[, | -1 [both | rx | tx]}| {remote vlan vlan-id}

no monitor session {session_number | all | local | remote}

no monitor session session_number destination {interface interface-id [, | -] [encapsulation {dot1q |
replicate}] [ingress {dotlq vlan vlan-id | untagged vlan vlan-id | vlan vlan-id}]} | {remote vlan
vlan-id}

no monitor session session_number filter vlian vian-id [, | -]

no monitor session session_number source {interface interface-id [, | -] [both | rx | tx]} | {vlan vlan-id
[, | -1 [both | rx | tx]} | {remote vlan vlan-id}

session_number SPAN RSPAN
1 66
destination SPAN RSPAN
interface interface-id SPAN RSPAN
1
6
encapsulation dotlq IEEE 802.1Q
SPAN RSPAN
RSPAN VLAN ID VLAN ID
encapsulation replicate
SPAN RSPAN
RSPAN VLAN ID VLAN ID

ingress

i Catalyst 2960
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monitor session M

dotlq vlan vlan-id VLAN VLAN IEEE 802.1Q
untagged vlan vlan-id VLAN VLAN
vlan vlan-id ingress
VLAN
remote vlan vlan-id RSPAN VLAN
2 1001 1006 4094

RSPAN VLAN VLAN 1 VLAN VLAN ID

1002 1005 FDDI VLAN
, VLAN

VLAN

- VLAN
filter vlan vlan-id VLAN

SPAN VLAN vlan-id

1 4094
source SPAN RSPAN
VLAN
both rx tx
source vlan vlan-id VLAN ID SPAN
1 4094
all local remote SPAN RSPAN SPAN
RSPAN no monitor session
all local remote
VLAN
SPAN encapsulation replicate

12.2(25)FX
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Bl monitor session
VLAN SPAN RSPAN
VLAN
2 SPAN RSPAN
1 66 SPAN RSPAN
1 64
VLAN
1 VLAN
VLAN SPAN VSPAN 1 VLAN
VLAN SPAN RSPAN
VSPAN
VLAN ID
1 VLAN VLAN
L[]
VLAN
VLAN ,
VLAN -
EtherChannel SPAN RSPAN
EtherChannel SPAN
EtherChannel
EtherChannel
RSPAN port-channel EtherChannel
SPAN RSPAN
SPAN RSPAN IEEE 802.1x
SPAN IEEE 802.1x IEEE 802.1x
SPAN RSPAN
IEEE 802.1x
VLAN VLAN
VLAN

monitor session session_number filter vlan vlan-id

SPAN
VLAN VLAN
VLAN
VLAN
2
interface-id

VLAN

VLAN
VLAN

monitor session session_number destination interface
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monitor session M

e monitor session session_number destination interface interface-id ingress
dotlqg
untagged

. monitor session session_number destination interface interface-id
encapsulation dotlq IEEE 802.1Q
SPAN RSPAN  dotlq

e monitor session session_number destination interface interface-id encapsulation dotlq ingress

IEEE 802.1Q
dotlq untagged
SPAN RSPAN  dotlq
o monitor session session_number destination interface
interface-id encapsulation replicate
SPAN RSPAN

e monitor session session_number destination interface interface-id encapsulation replicate ingress

dotlq untagged
SPAN RSPAN

SPAN 1 1 2

Switch(config)# monitor session 1 source interface gigabitethernet0/1 both
Switch(config)# monitor session 1 destination interface gigabitethernet0/2

SPAN

Switch(config)# no monitor session 2 destination gigabitethernet0/2

SPAN VLAN

Switch(config)# monitor session 1 filter vlan 100 - 304

RSPAN 1
RSPAN VLAN 900
Switch(config)# monitor session 1 source interface gigabitethernet0/1
Switch(config)# monitor session 1 source interface port-channel 2 tx

(
(
Switch(config)# monitor session 1 destination remote vlan 900
Switch(config)# end

RSPAN 10

Switch(config)# monitor session 10 source remote vlan 900
Switch(config)# monitor session 10 destination interface gigabitethernet0/2
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Bl monitor session

IEEE 802.1Q VLAN 5

IEEE 802.1Q

Switch(config)# monitor session 2 destination interface gigabitethernet0/2
encapsulation replicate ingress dotlqg vlan 5

VLAN 5

Switch(config)# monitor session 2 destination interface gigabitethernet0/2
encapsulation replicate ingress untagged vlan 5

show monitor EXEC

show running-config EXEC SPAN RSPAN
SPAN

remote-span vlan RSPAN VLAN

show monitor SPAN RSPAN

show running-config Cisco 10S

Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands
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mvr ||
Multicast VLAN Registration MVR mvr
MVR MVR IP
MVR VLAN LAN
no

mvr [group ip-address [count] | mode [compatible | dynamic] | querytime value | vlan vlan-id]

no mvr [group ip-address | mode [compatible | dynamic] | querytime value | vlan vlan-id]

group ip-address MVR IP
1P
IP
MVR IP
no
count MVR
1 256 1
mode MVR
compatible
compatible MVR Catalyst 2900 XL Catalyst 3500 XL
MVR
dynamic MVR MVR
querytime value IGMP
IGMP
MVR
IGMP
10 1 1 100
5/10 1/2
no
vlan vlan-id MVR VLAN
VLAN
1 4094 VLAN 1
MVR
MVR compatible
IP
IP 0
5/10 1/2
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MVR VLAN VLAN1
12.2(25)FX
256 MVR 1
MVR IP mvr group
IP
MVR IP
Catalyst 3550 Catalyst 3500 XL
IP IP 224.0.0.xxx
mvr querytime
MVR Catalyst 2900 XL Catalyst 3500 XL
compatible
compatible MVR  MVR IGMP
MVR IGMP
MVR
Switch(config)# mvr
show mvr EXEC
228.1.23.4 IP
Switch(config)# mvr group 228.1.23.4
228.1.23.1  228.1.23.10 10 IP
Switch(config)# mvr group 228.1.23.1 10
IP show mvr members
EXEC
1 10/10

Switch(config)# mvr querytime 10

i Catalyst 2960
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mvr
VLAN 2 VLAN
Switch(config)# mvr vlan 2
show mvr EXEC
mvr MVR
show mvr MVR
show mvr interface MVR
MVR

show mvr members MVR

Inactive

Catalyst 2960
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H mvr

mvr

2 Multicast VLAN Registration MVR
IP VLAN LAN IP
mvr
no
mvr [immediate | type {receiver | source} | vlan vlan-id group [ip-address]]

no mvr [immediate | type {source | receiver}| vlan vlan-id group [ip-address]]

immediate MVR
no mvr immediate
type MVR
MVR
no mvr type
receiver
VLAN
source
VLAN
vlan vlan-id group VLAN ID
no mvr vlan vlan-id group IP
VLAN
ip-address VLAN ID MVR IP
IP
12.2(25)FX

Catalyst 2960
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mvr | |
VLAN VLAN

MVR MVR

MVR

IGMP Leave
IGMP MAC
IGMP
IGMP Leave IGMP MAC
Leave
1
mvr vlan group IP
compatible
dynamic
IGMP Join

compatible MVR  MVR IGMP

MVR
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# mvr type receiver
show mvr interface EXEC
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# mvr immediate

VLAN 1 IP 228.1.23.4

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# mvr vlanl group 230.1.23.4

show mvr members EXEC

Catalyst 2960
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M pagp learn-method

mvr MVR
show mvr MVR
show mvr interface MVR
MVR
show mvr members MVR

pagp learn-method

EtherChannel
pagp learn-method

pagp learn-method {aggregation-port | physical-port}

no pagp learn-method

aggregation-port

EtherChannel

physical-port

EtherChannel

MAC

EtherChannel

IP

aggregation-port

12.2(25)FX

i Catalyst 2960

78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

pagp learn-method W

S
CLI physical-port
Catalyst 2960
pagp learn-method pagp port-priority
Catalyst 1900
PAgP
Catalyst 2960 pagp learn-method physical-port

port-channel load-balance src-mac
MAC pagp
learn-method

EtherChannel

Switch(config-if)# pagp learn-method physical-port

EtherChannel

Switch(config-if)# pagp learn-method aggregation-port

show running-config EXEC show pagp channel-group-number internal
EXEC

pagp port-priority EtherChannel

show pagp PAgP

show running-config Cisco 10S

Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands

Catalyst 2960
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M pagp port-priority
EtherChannel Port Aggregation Protocol PAgP
pagp port-priority
EtherChannel
no
pagp port-priority priority
no pagp port-priority
priority 0 255
128
12.2(25)FX
EtherChannel
PAgP
N
CLI physical-port
Catalyst 2960
pagp learn-method pagp port-priority
Catalyst 1900
PAgP
Catalyst 2960 pagp learn-method physical-port
port-channel load-balance src-mac
MAC pagp
learn-method
200
Switch(config-if)# pagp port-priority 200
show running-config EXEC show pagp channel-group-number internal

EXEC

i Catalyst 2960
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permit MAC | |
pagp learn-method
show pagp PAgP
show running-config Cisco 10S

Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands

permit MAC

MAC no

permit MAC

{permit | deny} {any | host src-MAC-addr | src-MAC-addr mask} {any | host dst-MAC-addr |
dst-MAC-addr mask} [type mask | cos cos | aarp | amber | dec-spanning | decnet-iv | diagnostic |
dsm | etype-6000 | etype-8042 | lat | lavc-sca | Isap Isap mask | mop-console | mop-dump | msdos |

mumps | netbios | vines-echo | vines-ip | xns-idp]

no {permit | deny} {any | host src-MAC-addr | src-MAC-addr mask} {any | host dst-MAC-addr |
dst-MAC-addr mask} [type mask | cos cos | aarp | amber | dec-spanning | decnet-iv | diagnostic |
dsm | etype-6000 | etype-8042 | lat | lavc-sca | Isap Isap mask | mop-console | mop-dump | msdos |

mumps | netbios | vines-echo |vines-ip | xns-idp]

appletalk
any MAC
host src-MAC-addr | MAC
src-MAC-addr mask
1P
host dst-MAC-addr | MAC
dst-MAC-addr mask
1P
type mask Ethertype Ethernet 11 SNAP
* type 0 65535 16
e mask Ethertype don’t care
aarp
Ethertype AppleTalk Address Resolution Protocol
amber EtherType DEC-Amber

Catalyst 2960
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H permit MAC

COS C0S 0 7 Class of Service
CoS; CoS
cos
dec-spanning EtherType Digital Equipment Corporation DEC
decnet-iv EtherType DECnet Phase 1V
diagnostic EtherType DEC-Diagnostic
dsm EtherType DEC-DSM
etype-6000 EtherType 0x6000
etype-8042 EtherType 0x8042
lat EtherType DEC-LAT
lavc-sca EtherType DEC-LAVC-SCA
Isap Isap-number mask LSAP 0 65535 802.2
mask LSAP don’t care
mop-console EtherType DEC-MOP Remote Console
mop-dump EtherType DEC-MOP Dump
msdos EtherType DEC-MSDOS
mumps EtherType DEC-MUMPS
netbios EtherType DEC-Network Basic Input/Output System NETBIOS
vines-echo Banyan Systems EtherType Virtual Integrated Network Service
VINES
vines-ip EtherType VINES IP
xns-idp EtherType Xerox Network Systems XNS
IPX IPX type mask
Isap Isap mask 2-14 Novell Cisco 10S IPX
2-14 IPX
IPX
Cisco 10S Novell
arpa Ethernet I1 Ethertype 0x8137
snap Ethernet-snap Ethertype 0x8137
sap Ethernet 802.2 LSAP OxEQOEO
novell-ether Ethernet 802.3 LSAP OxFFFF
MAC ACL
MAC

i Catalyst 2960
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||

permit MAC

12.2(25)FX
mac access-list extended MAC
host any host
Access Control Entry ACE; ACL

deny-any-any

ACE
MAC
MAC 00c0.00a0.03fa NETBIOS
MAC

Switch(config-ext-macl)# permit any host 00c0.00a0.03fa netbios

MAC

Switch(config-ext-macl)# no permit any 00c0.00a0.03fa 0000.0000.0000 netbios

Ethertype 0x4321

Switch(config-ext-macl)# permit any any 0x4321 0

show access-lists EXEC
deny MAC IP
mac access-list extended IP MAC
show access-lists ACL

Catalyst 2960
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W police

police

police

no

police rate-bps burst-byte [exceed-action {drop | policed-dscp-transmit}]

no police rate-bps burst-byte [exceed-action {drop | policed-dscp-transmit}]

rate-bps / bps
1000000 1000000000
burst-byte 8000
1000000

exceed-action drop

exceed-action

policed-dscp-transmit Differentiated Services Code Point DSCP DSCP
12.2(25)FX
police
2 ASIC 256 255
1 no 64
ASIC
exit
EXEC end
police
burst-byte mls gos aggregate-policer
police rate-bps

mls qos aggregate-policer

Catalyst 2960
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police W

20 KB 1 Mbps
DSCP

Switch(config)# policy-map policyl

Switch(config-pmap)# class classl

Switch(config-pmap-c)# trust dscp

Switch(config-pmap-c)# police 1000000 20000 exceed-action drop
Switch(config-pmap-c)# exit

DSCP DSCP

Switch(config)# policy-map policy2

Switch(config-pmap)# class class2

Switch(config-pmap-c)# police 1000000 20000 exceed-action policed-dscp-transmit
Switch(config-pmap-c)# exit

show policy-map EXEC

class police

set trust
mls gqos map policed-dscp DSCP DSCP
policy-map
set DSCP IP precedence

IP

show policy-map Quality of Service QoS;
trust class

class-map

Catalyst 2960
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M police aggregate

police aggregate

police aggregate

no

police aggregate aggregate-policer-name

no police aggregate aggregate-policer-name
aggregate-policer-name
12.2(25)FX
2 ASIC 256 255
1 no 64

ASIC
mls qos aggregate-policer
exit
EXEC end

Switch(config)# mls gos aggregate-policer agg_policerl 1000000 8000 exceed-action drop
Switch(config)# policy-map policy2
Switch(config-pmap)# class classl
Switch(config-pmap-c)# police aggregate agg policerl
Switch(config-pmap-c)# exit

Switch(config-pmap)# class class2
Switch(config-pmap-c)# set dscp 10
Switch(config-pmap-c)# police aggregate agg policerl
Switch(config-pmap-c)# exit

Switch(config-pmap)# class class3
Switch(config-pmap-c)# trust dscp
Switch(config-pmap-c)# police aggregate agg policer2
Switch(config-pmap-c)# exit

Catalyst 2960
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policy-map M

show mls qos aggregate-policer EXEC

mls qos aggregate-policer

show mls qos aggregate-policer Quality of Service QoS;

policy-map

policy-map

no
policy-map policy-map-name

no policy-map policy-map-name

policy-map-name

IP Differentiated Services Code Point DSCP
0 Class of Service CoS; 0

12.2(25)FX

policy-map

e class class  p.2-27

e description 200
e exit

® no

rename

exit
EXEC end

Catalyst 2960
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M policy-map

policy-map
policy-map
class-map
match
1
policyl
classl IPDSCP 10
1 Mbps 20 KB
DSCP DSCP

Switch(config)# policy-map policyl

Switch(config-pmap)# class classl

Switch(config-pmap-c)# set dscp 10

Switch(config-pmap-c)# police 1000000 20000 exceed-action policed-dscp-transmit
Switch(config-pmap-c)# exit

policymap2

Switch
Switch
Switch
Switch
Switch
Switch
Switch
Switch
Switch
Switch
Switch
Switch

config)# policy-map policymap2

config-pmap)# class classl

config-pmap-c)# set dscp 10

config-pmap-c)# police 1000000 20000 exceed-action policed-dscp-transmit
config-pmap-c)# exit

config-pmap)# class class2

config-pmap-c)# trust dscp

config-pmap-c)# police 1000000 20000 exceed-action drop
config-pmap-c)# exit

config-pmap)# class class3

config-pmap-c)# set dscp 0 (no policer)

config-pmap-c)# exit

policymap2

Switch(config)# no policy-map policymap2

show policy-map EXEC
class
police set trust
class-map
service-policy
show policy-map QoS

Catalyst 2960
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port-channel load-balance | |

port-channel load-balance

EtherChannel port-channel load-balance
no

port-channel load-balance {dst-ip | dst-mac | src-dst-ip | src-dst-mac | src-ip | src-mac}

no port-channel load-balance

dst-ip IP
dst-mac MAC

src-dst-ip IP

src-dst-mac MAC
src-ip IP
src-mac MAC

src-mac

12.2(25)FX

Configuring EtherChannels

dst-mac

Switch(config)# port-channel load-balance dst-mac

show running-config EXEC show etherchannel load-balance
EXEC

interface port-channel
show etherchannel EtherChannel

show running-config Cisco 10S
Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands
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M priority-queue

priority-queue

priority-queue

no
priority-queue out
no priority-queue out
out
12.2(25)FX
priority-queue out Shaped Round Robin SRR 1
SRR srr-queue bandwidth shape weightl
srr-queue bandwidth shape
SRR
. 1 SRR
. SRR
1 shaped shared SRR
shaped
. SRR
SRR shared
SRR

SRR

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# srr-queue bandwidth shape 25 0 0 0
Switch(config-if)# srr-queue bandwidth share 30 20 25 25
Switch(config-if)# priority-queue out

SRR
shaped shared
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# srr-queue bandwidth shape 25 0 0 0

(
(
Switch(config-if)# srr-queue bandwidth share 30 20 25 25
Switch(config-if)# no priority-queue out

Catalyst 2960
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queue-set W

show mls gos interface interface-id queueing show running-config EXEC

show mls qos interface queueing SRR
CoS

srr-queue bandwidth shape

srr-queue bandwidth share

queue-set

queue-set
no

queue-set gset-id

no queue-set gset-id

gset-id
1 2

12.2(25)FX

2

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# queue-set 2

show mls gos interface [interface-id] buffers EXEC

mls qos queue-set output buffers

mls qos queue-set output threshold Weighted Tail-Drop WTD;

show mls gos interface buffers QoS

Catalyst 2960 ]
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M rcommand

rcommand

Telnet
rcommand EXEC
exit

rcommand {n | commander | mac-address hw-addr}

15

commander

mac-address hw-addr MAC

EXEC

12.2(25)FX

show
cluster members EXEC

Catalyst 2900 XL Catalyst 3500 XL Catalyst 2950 Catalyst 2960 Catalyst 2970 Catalyst 3550 Catalyst

3560 Catalyst 3750 Telnet
CLlI
Standard Edition Catalyst 1900 Catalyst 2820
15 Telnet
1
Standard Edition
. 1 14
1
. 15
15

Catalyst 2960
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rcommand W

Catalyst 1900 Catalyst 2820  CLI Enterprise Edition

vty

3 exit

Switch# rcommand 3
Switch-3# show version
Cisco Internet Operating System Software ...

Switch-3# exit
Switch#

show cluster members

Catalyst 2960
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W remote-span

remote-span

VLAN LAN Remote Switched Port Analyzer RSPAN;
VLAN remote-span VLAN
RSPAN VLAN no

remote-span

no remote-span

RSPAN VLAN

VLAN config-VLAN

12.2(25)FX

RSPAN VLAN config-VLAN vlan
vlan database EXEC
VLAN

VLAN Trunking Protocol VTP; VLAN VLAN ID 1005
RSPAN VTP RSPAN VLAN ID
RSPAN
VLAN

RSPAN remote-span vlan
VLAN

RSPAN VLAN
* MAC

. RSPAN VLAN

e Spanning-Tree Protocol STP; RSPAN VLAN
RSPAN

VLAN RSPAN VLAN VLAN RSPAN
VLAN RSPAN

RSPAN VLAN VLAN

Switch(config)# wvlan 901
Switch(config-vlan)# remote-span

VLAN RSPAN

Switch(config)# wvlan 901
Switch(config-vlan)# no remote-span

Catalyst 2960
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remote-span M

show vlan remote-span EXEC

monitor session Switched Port Analyzer SPAN;
RSPAN

vlan VLAN1 4094 config-vlan

Catalyst 2960
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W renew ip dhcp snooping database

renew ip dhcp snooping database

DHCP renew ip dhcp snooping database
EXEC

renew ip dhcp snooping database [{flash:/filename | ftp://user:password@host/filename |
nvram:/filename | rcp://user@host/filename | tftp://host/filename}] [validation none]

flash:/filename

ftp://user:password@host/
filename FTP

nvram:/filename

NVRAM

rcp://user@host/filename
Remote Control Protocol RCP

tftp://host/filename

TFTP
validation none URL
Cyclic Redundancy Check CRC;
EXEC
12.2(25)FX
URL URL
CRC DHCP

Switch# renew ip dhcp snooping database validation none

show ip dhcp snooping database EXEC

ip dhcp snooping VLAN DHCP
ip dhcp snooping binding DHCP

show ip dhcp snooping database DHCP

Catalyst 2960
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rmon collection stats W

rmon collection stats

rmon collection stats

Cyclic Redundancy Check CRC;

no

rmon collection stats index [owner name]

no rmon collection stats index [owner name]

index Remote Network Monitoring RMON
1 65535
owner name RMON
RMON
12.2(25)FX
RMON
root RMON

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# rmon collection stats 2 owner root

show rmon statistics EXEC

show rmon statistics RMON
Cisco 10S Configuration Fundamentals Command
Reference, Release 12.2 > System Management Commands > RMON

Commands

Catalyst 2960 ]
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W sdm prefer

sdm prefer

Switch Database Management

sdm prefer
no
sdm prefer {default | qos}
no sdm prefer
default
gos Quality of Service QoS; Access
Control Entry ACE;
12.2(25)FX
reload EXEC show sdm prefer show
sdm prefer
no sdm prefer
2-15
2-15
QoS
MAC 8K 8 K
IPv4 IGMP 256 256
IPv4 MAC QoS ACE 128 384
IPv4 MAC ACE 384 128
QoS

Switch(config)# sdm prefer gos

Switch(config)# exit
Switch# reload

show sdm prefer

EXEC

i Catalyst 2960
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service password-recovery ||

show sdm prefer SDM

service password-recovery

service password-recovery
Mode

no

service password-recovery

no service password-recovery

12.2(25)FX

no service password-recovery

1X LED 1 2 Mode

The password-recovery mechanism has been triggered, but
is currently disabled. Access to the boot loader prompt
through the password-recovery mechanism is disallowed at
this point. However, if you agree to let the system be
reset back to the default system configuration, access
to the boot loader prompt can still be allowed.

Would you like to reset the system back to the default configuration (y/n)?

Catalyst 2960
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M service password-recovery

Mode
VLAN LAN
flash:vlan.dat
)
no service password-recovery
VTP vlan.dat

show version EXEC

Switch(config)# no service-password recovery
Switch(config)# exit

show version

Catalyst 2960
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service-policy M

service-policy

policy-map
service-policy

no
service-policy input policy-map-name

no service-policy input policy-map-name

input policy-map-name

N

history
output

12.2(25)FX

mls qos trust [cos | dscp | ip-precedence]
service-policy input policy-map-name

plcmapl

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# service-policy input plcmapl

plcmap2

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# no service-policy input plcmap2

show running-config EXEC

Catalyst 2960
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W set

policy-map

show policy-map QoS

show running-config
Cisco 10S Configuration Fundamentals Command Reference, Release
12.2 > File Management Commands > Configuration File Management

Commands
Differentiated Services Code Point DSCP IP precedence IP
set
no
set {dscp new-dscp | [ip] precedence new-precedence}
no set {dscp new-dscp | [ip] precedence new-precedence}
dscp new-dscp DSCP
0 63
[ip] precedence new-precedence IP precedence
o 7
12.2(25)FX
12.2(25)SED ip
set ip dscp
set dscp set ip dscp
set dscp
Cisco 10S 12.2(25)SED set ip precedence set precedence
set ip precedence
set trust

Catalyst 2960
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set dscp new-dscp

dscp 10
ip precedence 5

set ip precedence new-precedence
set dscp afll
set ip precedence critical

set W

set
set

set dscp ? set ip precedence ?
exit
EXEC end
FTP DSCP 10
Switch(config)# policy-map policy ftp
Switch(config-pmap)# class ftp_class
Switch(config-pmap-c)# set dscp 10
Switch(config-pmap) # exit
show policy-map EXEC
class police set
trust
police
policy-map
show policy-map QoS
trust class class-map
Catalyst 2960
[ 78-16882-02-J



2 Catalyst 2960 Cisco 10S |

W setup

setup

setup EXEC

setup

EXEC

12.2(25)FX

setup

. IP

setup System Configuration Dialog

setup configure EXEC

?

System Configuration Dialog EXEC
Ctrl-C

NVRAM RAM

setup

Switch# setup
--- System Configuration Dialog ---

Continue with configuration dialog? [yes/no]l: yes

At any point you may enter a question mark '?' for help.
Use ctrl-c to abort configuration dialog at any prompt.
Default settings are in square brackets '[]'.

Basic management setup configures only enough connectivity
for management of the system, extended setup will ask you
to configure each interface on the system.

Would you like to enter basic management setup? [yes/nol: yes
Configuring global parameters:

Catalyst 2960
m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

setup

Enter host name [Switch]:host-name

The enable secret is a password used to protect access to

privileged EXEC and configuration modes. This password, after

entered, becomes encrypted in the configuration.

Enter enable secret: enable-secret-password

The enable password is used when you do not specify an

enable secret password, with some older software versions, and

some boot images.

Enter enable password: enable-password

The virtual terminal password is used to protect

access to the router over a network interface.

Enter virtual terminal password: terminal-password

Configure SNMP Network Management? [no]: yes

Community string [public]:
Current interface summary
Any interface listed with OK? value “NO” does not have a valid configuration
Interface IP-Address OK? Method Status Protocol
Vlanl 172.20.135.202 YES NVRAM up up
GigabitEthernet0/1 unassigned YES unset up up
GigabitEthernet0/2 unassigned YES unset up down
Port-channell unassigned YES unset up down

Enter interface name used to connect to the
management network from the above interface summary: wvlanl

Configuring interface vlanl:

Configure IP on this interface? [yes]: yes

IP address for this interface: ip_address

Subnet mask for this interface [255.0.0.0]: subnet_mask

Would you like to enable as a cluster command switch? [yes/nol: yes

Enter cluster name: cluster-name

The following configuration command script was created:

hostname host-name

enable secret 5 $1SLiBwS$0XclwyT.PXPkuhFwgyhvi0
enable password enable-password
line vty 0 15

password terminal-password
snmp-server community public

!

no ip routing

!

interface GigabitEthernet0/1

no ip address

!

interface GigabitEthernet0/2

no ip address
!

cluster enable cluster-name

!

end

Use this configuration? [yes/nol: yes
!

[0] Go to the IOS command prompt without saving this config.

[ 78-16882-02-J
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W setup express

[1] Return back to the setup without saving this config.

[2] Save this configuration to nvram and exit.

Enter your selection [2]:

show running-config

Cisco 10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration File

Management Commands

show version

setup express

Express Setup
Express Setup

setup express

no setup express

Express Setup

setup express

no

12.2(25)FX

Express Setup
Express Setup IP 10.0.0.1

Web

Mode 2
Mode 10
Web Express Setup

Mode

Mode 2

Express Setup CLI

LED

CLI

i Catalyst 2960
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setup express W

S
CLI no
Express Setup
Mode 10 Express Setup
Express Setup write memory copy running-configuration
startup-configuration EXEC Express Setup
IP 10.0.0.1 IP
no setup express Mode 10

Express Setup

Switch(config)# setup express

Mode Express Setup

J Mode LED 3
. LED 2 10
Mode 10

Express Setup

Switch(config)# no setup express

Mode Express Setup Express
Setup LED
show setup express Express Setup
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W show access-lists

show access-lists

Access Control List ACL; show
access-lists EXEC

show access-lists [name | number | hardware counters | ipc] [ | {begin | exclude | include} expression]

name ACL
number ACL 1 2699
hardware counters
ACL
ipc Interprocess Communication IPC
| begin expression
| exclude expression
| include expression
expression
N
rate-limit
EXEC
12.2(25)FX
IP 1 199 1300
2699
MAC ACL
| exclude output output
Output
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Cisco 10S

Switch# show access-lists
Standard IP access list 1

show access-lists

10 permit 1.1.1.1
20 permit 2.2.2.2
30 permit any

40 permit 0.255.255.255,

Standard IP access list videowizard_ 1-1-1-1

10 permit 1.1.1.1

wildcard bits 12.0.0.0

Standard IP access list videowizard_10-10-10-10

10 permit 10.10.10.10

Extended IP access list 121
10 permit ahp host 10.10.10.10 host 20.20.10.10 precedence routine

Extended IP

Switch# show access-lists

Dynamic Cluster-HSRP

access list CMP-NAT-ACL

deny ip any any

10 deny ip any host 19.19.11.11
20 deny ip any host 10.11.12.13
Dynamic Cluster-NAT permit ip any any

10 permit ip host 10.
.46.22.128 any
.45.101.64 any
.45.20.64 any

.213.43.128 any

20 permit ip host 10
30 permit ip host 10
40 permit ip host 10
50 permit ip host 10

60 permit ip host 10.
70 permit ip host 10.
.38.49.0 any

80 permit ip host 10

99.100.128 any

91.28.64 any
99.75.128 any

show access-lists hardware counters

L2 ACL INPUT Statistics

Drop:
Drop:
Drop And Log:
Drop And Log:
Bridge Only:
Bridge Only:

Bridge Only And Log:
Bridge Only And Log:

Forwarding To CPU:
Forwarding To CPU:
Forwarded:
Forwarded:
Forwarded And Log:
Forwarded And Log:

L3 ACL INPUT Statistics

Drop:
Drop:
Drop And Log:
Drop And Log:
Bridge Only:
Bridge Only:

Bridge Only And Log:
Bridge Only And Log:

Forwarding To CPU:
Forwarding To CPU:
Forwarded:
Forwarded:
Forwarded And Log:
Forwarded And Log:

hardware counters

All frame count: 855

All bytes count: 94143

All frame count: 0

All bytes count: 0

All frame count: O

All bytes count: 0

All frame count: 0

All bytes count: 0

All frame count: O

All bytes count: 0

All frame count: 2121

All bytes count: 180762

All frame count: 0

All bytes count: 0

All frame count: O

All bytes count: 0

All frame count: 0

All bytes count: 0

All frame count: O

All bytes count: 0

All frame count: O

All bytes count: 0

All frame count: 0

All bytes count: 0

All frame count: 13586

All bytes count: 1236182

All frame count: 0

All bytes count: 0
Catalyst 2960
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W show access-lists

L2 ACL OUTPUT Statistics

L3 ACL OUTPUT Statistics

Drop:

Drop:

Drop And Log:

Drop And Log:

Bridge Only:

Bridge Only:

Bridge Only And Log:
Bridge Only And Log:
Forwarding To CPU:
Forwarding To CPU:
Forwarded:
Forwarded:

Forwarded And Log:
Forwarded And Log:

Drop:

Drop:

Drop And Log:

Drop And Log:

Bridge Only:

Bridge Only:

Bridge Only And Log:
Bridge Only And Log:
Forwarding To CPU:
Forwarding To CPU:
Forwarded:
Forwarded:

Forwarded And Log:
Forwarded And Log:

All
All
All
All
All
All
All
All
All
All
All
All
All
All

All
All
All
All
All
All
All
All
All
All
All
All
All
All

frame
bytes
frame
bytes
frame
bytes
frame
bytes
frame
bytes
frame
bytes
frame
bytes

frame
bytes
frame
bytes
frame
bytes
frame
bytes
frame
bytes
frame
bytes
frame
bytes

count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:

count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:
count:

O O O O O O o o o o

232983
16825661
0

0

O O O O O O o o o o

514434
39048748
0

0

access-list
Cisco 10S IP Command Reference, Volume 1 of 3:
Addressing and Services, Release 12.2 > IP Services Commands
ip access-list IP

Cisco 10S IP Command Reference, Volume 1 of 3: Addressing
and Services, Release 12.2 > IP Services Commands

mac access-list extended

MAC

i Catalyst 2960
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show archive status

HTTP TFTP
show archive status

EXEC

show archive status [ | {begin | exclude | include} expression]

show archive status Wl

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
archive download-sw EXEC TFTP

archive download-sw

TFTP HTTP

Output

show archive status

Switch# show archive status
IDLE: No upgrade in progress

Switch# show archive status
LOADING: Upgrade in progress

Switch# show archive status
EXTRACT: Extracting the image

Switch# show archive status
VERIFY: Verifying software

Switch# show archive status

show archive status

RELOAD: Upgrade completed. Reload pending

| exclude output

Network Assistant

output

archive download-sw

TFTP

Catalyst 2960
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W show auto qos

show auto gos

Automatic QoS auto-QoS Quality of Service QoS;
show auto qos EXEC

show auto qos [interface [interface-id]]

interface [interface-id] auto-QoS

EXEC

12.2(25)FX

show auto qos auto-QoS
show auto qos interface interface-id
auto-QoS

auto-QoS show running-config EXEC

auto-QoS QoS

e show mls gos

e show mls gos maps cos-dscp

e show mls gos interface [interface-id] [buffers | queueing]

e show mls gos maps [cos-dscp | cos-input-q | cos-output-q | dscp-cos | dscp-input-q | dscp-output-q]
e show mls gos input-queue

e show running-config

auto qos voip cisco-phone auto gos voip cisco-softphone
show auto qos

Switch> show auto qos
GigabitEthernet0/4
auto gos voip cisco-softphone

GigabitEthernet0/5
auto gos voip cisco-phone

GigabitEthernet0/6
auto gos voip cisco-phone

This is an example of output from the show auto gos interface interface-id command
when the auto gos voip cisco-phone interface configuration command is entered:

Switch> show auto gos interface gigabitethernet 0/5
GigabitEthernet0/5
auto gos voip cisco-phone

Catalyst 2960
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show auto qgos M

auto gos voip cisco-phone auto gos voip cisco-softphone
show running-config EXEC

Switch# show running-config
Building configuration...

mls gos map policed-dscp 24 26 46 to O

mls gos map cos-dscp 0 8 16 26 32 46 48 56

mls gos srr-queue input bandwidth 90 10

mls gos srr-queue input threshold 1 8 16

mls gos srr-queue input threshold 2 34 66

mls gos srr-queue input buffers 67 33

mls gos srr-queue input cos-map queue 1 threshold 2
mls gos srr-queue input cos-map queue 1 threshold 3
mls gos srr-gqueue input cos-map queue 2 threshold 1
mls gos srr-queue input cos-map queue 2 threshold 2 7
mls gos srr-queue input cos-map gqueue 2 threshold 3

Wk N o

6
5

mls gos srr-queue input dscp-map queue 1 threshold 2 9 10 11 12 13 14 15

mls gos srr-queue input dscp-map queue 1 threshold 3 01 2 3 45 6 7

mls gos srr-queue input dscp-map queue 1 threshold 3 32

mls gos srr-queue input dscp-map queue 2 threshold 1 16 17 18 19 20 21 22 23
mls gos srr-queue input dscp-map queue 2 threshold 2 33 34 35 36 37 38 39 48
mls gos srr-queue input dscp-map queue 2 threshold 2 49 50 51 52 53 54 55 56
mls gos srr-queue input dscp-map queue 2 threshold 2 57 58 59 60 61 62 63
mls gos srr-queue input dscp-map queue 2 threshold 3 24 25 26 27 28 29 30 31
mls gos srr-queue input dscp-map queue 2 threshold 3 40 41 42 43 44 45 46 47
mls gos srr-queue output cos-map queue 1 threshold 3 5

mls gos srr-queue output cos-map queue 2 threshold 3 6 7

mls gos srr-queue output cos-map queue 3 threshold 3 2 4

mls gos srr-queue output cos-map queue 4 threshold 2 1

mls gos srr-queue output cos-map queue 4 threshold 3 0

threshold 40 41 42 43 44 45 46 47
24 25 26 27 28 29 30 31
48 49 50 51 52 53 54 55
56 57 58 59 60 61 62 63
16 17 18 19 20 21 22 23

32 33 34 35 36 37 38 39

mls gos srr-queue output dscp-map queue 1

mls gos srr-queue output dscp-map queue 2 threshold
mls gos srr-queue output dscp-map queue 2 threshold
mls gos srr-queue output dscp-map queue 2 threshold
mls gos srr-queue output dscp-map queue 3 threshold
mls gos srr-queue output dscp-map queue 3 threshold
mls gos srr-queue output dscp-map queue 4 threshold 8

mls gos srr-queue output dscp-map queue 4 threshold 9 10 11 12 13 14 15
mls gos srr-queue output dscp-map queue 4 threshold 3 0 1 2 3 4 5 6 7

mls gos queue-set output threshold 1 100 100 100 100

N P W Wwwwww

buffers 15 20 20 45
buffers 24 20 26 30

mls gos queue-set output
mls gos queue-set output
mls gos

1
mls gos queue-set output 1 threshold 2 75 75 75 250
mls gos queue-set output 1 threshold 3 75 150 100 300
mls gos queue-set output 1 threshold 4 50 100 75 400
mls gos queue-set output 2 threshold 1 100 100 100 100
mls gos queue-set output 2 threshold 2 35 35 35 35
mls gos queue-set output 2 threshold 3 55 82 100 182
mls gos queue-set output 2 threshold 4 90 250 100 400

1

2

!
class-map match-all AutoQoS-VoIP-RTP-Trust
match ip dscp ef
class-map match-all AutoQoS-VoIP-Control-Trust
match ip dscp cs3 af3l
!
policy-map AutoQoS-Police-SoftPhone
class AutoQoS-VoIP-RTP-Trust
set dscp ef
police 320000 8000 exceed-action policed-dscp-transmit
class AutoQoS-VoIP-Control-Trust
set dscp cs3
police 32000 8000 exceed-action policed-dscp-transmit

Catalyst 2960
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W show auto qos

!
interface GigabitEthernet0/4

switchport mode access

switchport port-security maximum 400
service-policy input AutoQoS-Police-SoftPhone
speed 100

duplex half

srr-queue bandwidth share 10 10 60 20
srr-queue bandwidth shape 10 0 0 0
auto gos voip cisco-softphone

!
interface GigabitEthernet0/5

switchport mode access

switchport port-security maximum 1999
speed 100

duplex full

srr-queue bandwidth share 10 10 60 20
srr-queue bandwidth shape 10 0 0 0
mls gos trust device cisco-phone

mls gos trust cos

auto gos voip cisco-phone

!

interface GigabitEthernet0/6

switchport trunk encapsulation dotlg
switchport trunk native vlan 2
switchport mode access

speed 10

srr-queue bandwidth share 10 10 60 20
srr-queue bandwidth shape 10 0 0 0
mls gos trust device cisco-phone

mls gos trust cos

auto gos voip cisco-phone

auto gos voip cisco-phone
show auto qos interface interface-id

Switch> show auto gos interface fastethernet0/2

FastEthernet0/2
auto gos voip cisco-phone

auto-QoS show auto qos

Switch> show auto gos
AutoQoS not enabled on any interface

auto-QoS show auto qos interface
interface-id

Switch> show auto gos interface gigabitethernet0/1
AutoQoS is disabled

auto qos voip QoS Voice over IP(VoIP) QoS
debug auto qos auto-QoS
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show boot M
show boot EXEC
show boot [ | {begin | exclude | include} expression]
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
show boot 2-16

Switch# show boot
BOOT path-list: flash:c2960-lanbase-mz.122-25.FX.bin

Config file: flash:/config.text
Private Config file: flash:/private-config
Enable Break: no

Manual Boot: ves

HELPER path-list:
NVRAM/Config file
buffer size: 32768
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W show boot

2-16 show boot

BOOT path-list

BOOT

BOOT

Config file

Cisco 10S

Private Config file

Cisco 10S

Enable Break

Break

yes on

Manual Boot

no 0

Helper path-list

NVRAM/Config file buffer size

Cisco 10S

boot config-file Cisco 10S
boot enable-break

boot manual

boot private-config-file Cisco 10S

boot system

Cisco 10S

i Catalyst 2960
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show cable-diagnostics tdr ||

show cable-diagnostics tdr

Time Domain Reflector TDR show cable-diagnostics tdr EXEC
show cable-diagnostics tdr interface interface-id [ | {begin | exclude | include} expression]

interface-id TDR

| begin expression

| exclude expression

| include expression

expression

EXEC
12.2(25)FX
TDR 10/100 10/100/1000 SFP
TDR
| exclude output output

Output

show cable-diagnostics tdr interface interface-id

Switch# show cable-diagnostics tdr interface gigabitethernet0/2
TDR test last run on: March 01 20:15:40

Interface Speed Local pair Pair length Remote pair Pair status
Gi0/2 auto Pair A 0 +/- 2 meters N/A Open

Pair B 0 +/- 2 meters N/A Open

Pair C 0 +/- 2 meters N/A Open

Pair D 0 +/- 2 meters N/A Open

2-17 show cable-diagnostics tdr

2-17 show cable-diagnostics tdr

Interface TDR

Speed

Local pair TDR

[ 78-16882-02-J
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H show cable-diagnostics tdr

2-17 show cable-diagnostics tdr

Pair length
TDR
1000 Mbps
Remote pair
TDR

Pair status TDR

* Normal —

e Not completed —

e Not supported — TDR

e Open—

e Shorted —

TDR

show interface interface-id

Switch# show interface gigabitethernet0/2

gigabitethernet0/2 is up,

TDR

Switch# show cable-diagnostics tdr interface gigabitethernet0/2

°

Q

line protocol is up (connected: TDR in Progress)

show cable-diagnostics tdr interface interface-id

% TDR test was never issued on Gi0/2

TDR

% TDR test is not supported on switch 1

test cable-diagnostics tdr TDR

i Catalyst 2960
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show class-map W

show class-map

show class-map EXEC
Quality of Service QoS;

show class-map [class-map-name] [ | {begin | exclude | include} expression]

class-map-name

| begin expression

| exclude expression

| include expression

expression

EXEC
12.2(25)FX
| exclude output output
Output

show class-map

Switch> show class-map
Class Map match-all videowizard_10-10-10-10 (id 2)
Match access-group name videowizard_10-10-10-10

Class Map match-any class-default (id 0)
Match any

Class Map match-all dscp5 (id 3)
Match ip dscp 5

class-map

match

Catalyst 2960
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Wl show cluster

show cluster

show cluster EXEC
show cluster [ | {begin | exclude | include} expression]
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
Not a
management cluster member
ID
| exclude output output
Output
show cluster
Switch> show cluster
Command switch for cluster “Ajang”
Total number of members: 7

Status:
Time since last status change:
Redundancy:

Standby command switch:

Standby Group:
Standby Group Number:
Heartbeat interval:
Heartbeat hold-time:
Extended discovery hop count:

1 members are unreachable
0 days, 0 hours, 2 minutes
Enabled

Member 1

Ajang_standby

110

8

80

3

i Catalyst 2960
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Switchl> show cluster

Member switch for cluster “hapuna”
Member number:
Management IP address:
Command switch mac address:
Heartbeat interval:
Heartbeat hold-time:

show cluster

Switch> show cluster

Member switch for cluster “hapuna”
Member number:
Management IP address:
Command switch mac address:
Heartbeat interval:
Heartbeat hold-time:

cluster

Switch> show cluster

Command switch for cluster “Ajang”
Total number of members:
Status:
Time since last status change:
Redundancy:
Heartbeat interval:
Heartbeat hold-time:
Extended discovery hop count:

show cluster

Switch> show cluster

Member switch for cluster “hapuna”
Member number:
Management IP address:
Command switch mac address:

show cluster H

show cluster

3
192.192.192.192
0000.0c07.acl4
8

80

3 (Standby command switch)
192.192.192.192
0000.0c07.acl4d

8

80

show

7

1 members are unreachable
0 days, 0 hours, 5 minutes
Disabled

8

80

3

<UNKNOWN>
192.192.192.192
0000.0c07.acl4

Heartbeat interval: 8
Heartbeat hold-time: 80
cluster enable
show cluster candidates
show cluster members
Catalyst 2960
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M show cluster candidates

show cluster candidates

show cluster candidates EXEC

show cluster candidates [detail | mac-address H.H.H.] [ | {begin | exclude | include} expression]

detail
mac-address H.H.H. MAC
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
SN SN E
SN E
| exclude output output
Output
show cluster candidates
Switch> show cluster candidates
| ---Upstream--- |
MAC Address Name Device Type PortIf FEC Hops SN PortIf FEC
00d0.7961.c4c0 StLouis-2 WS-C2960-12T Gi0/1 2 1 Fa0/11
00d0.bbf5.€900 1df-dist-128 WS-C3524-XL Fa0/7 1 0 Fa0/24
00e0.le7e.be80 1900_Switch 1900 3 0 1 0 Fa0/11
00e0.1e9f.7a00 Surfers-24 WS-C2924-XL Fa0/5 1 0 Fal0/3
00e0.1e9f.8c00 Surfers-12-2 WS-C2912-XL Fa0/4 1 0 Fal0/7
00e0.1e9f.8c40 Surfers-12-1 WS-C2912-XL FaO/1 1 0 Fal0/9
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show cluster candidates W

MAC
show cluster candidates

Switch> show cluster candidates mac-address 00d40.7961.c4c0
Device 'Tahiti-12' with mac address number 00d0.7961.c4c0
Device type: cisco WS-C2960-12T
Upstream MAC address: 00d0.796d.2£f00 (Cluster Member 0)
Local port: Gio/1 FEC number:
Upstream port: GI0/11 FEC Number:
Hops from cluster edge: 1
Hops from command device: 1

3 MAC
show cluster candidates

Switch> show cluster candidates mac-address 0010.7bb6.1ccO
Device 'Ventura' with mac address number 0010.7bb6.1cc0

Device type: cisco WS-C2912MF-XL
Upstream MAC address: 0010.7bb6.1cd4

Local port: Fa2/1 FEC number:
Upstream port: Fa0/24 FEC Number:

Hops from cluster edge: 3
Hops from command device: -

show cluster candidates detail

Switch> show cluster candidates detail
Device 'Tahiti-12' with mac address number 00d0.7961.c4c0

Device type: cisco WS-C3512-XL

Upstream MAC address: 00d0.796d.2£f00 (Cluster Member 1)
Local port: Fa0/3 FEC number:

Upstream port: Fa0/13 FEC Number:

Hops from cluster edge: 1
Hops from command device: 2
Device '1900_Switch' with mac address number 00e0.le7e.be80

Device type: cisco 1900

Upstream MAC address: 00d0.796d.2f00 (Cluster Member 2)
Local port: 3 FEC number: 0

Upstream port: Fa0/11 FEC Number:

Hops from cluster edge: 1
Hops from command device: 2
Device 'Surfers-24' with mac address number 00e0.1e9f.7a00

Device type: cisco WS-C2924-XL

Upstream MAC address: 00d0.796d.2f00 (Cluster Member 3)
Local port: Fa0/5 FEC number:

Upstream port: Fa0/3 FEC Number:

Hops from cluster edge: 1
Hops from command device: 2

show cluster

show cluster members
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Wl show cluster members

show cluster members

show cluster members EXEC
show cluster members [n | detail] [ | {begin | exclude | include} expression]
n 0 15
detail
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
show cluster members SN
Switch# show cluster members
| ---Upstream--- |
SN MAC Address Name PortIf FEC Hops SN PortIf FEC State
0 0002.4b29.2e00 StLouisl 0 Up (Cmdr)
1 0030.946c.d740 tal-switch-1 Fa0/13 1 0 Gi0/1 Up
2 0002.0922.7180 nms-2820 10 0 2 1 Fa0/18 Up
3 0002.4b29.4400 SanJuan2 Gi0/1 2 1 Fa0/11 Up
4 0002.4b28.c480 GenieTest Gi0/2 2 1 Fa0/9 Up
3 show cluster members
Switch# show cluster members 3
Device 'SandJuan2' with member number 3
Device type: cisco WS-C2960
MAC address: 0002.4b29.4400
Upstream MAC address: 0030.946c.d740 (Cluster member 1)
Local port: Gi0/1 FEC number:
Upstream port: GI0/11 FEC Number:

Hops from command device: 2

i Catalyst 2960
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show cluster members detail

Switch# show cluster members detail

'StLouisl’
Device type:

MAC address:
Upstream MAC address:
Local port:

Upstream port:

Device

with member number 0

(Command Switch)
cisco WS-C2960
0002.4b29.2e00

FEC number:
FEC Number:

Hops from command device: 0

'tal-switch-14"
Device type:
MAC address:
Upstream MAC address:
Local port:

Upstream port:

Device

with member number 1

cisco WS-C3548-XL
0030.946c.d740

0002.4b29.2e00 (Cluster

Hops from command device: 1

Device 'nms-2820'
Device type:
MAC address:

with member number 2

Fa0/13 FEC number:
Gio/1 FEC Number:
cisco 2820

0002.b922.7180

Upstream MAC address: 0030.946¢c.d740 (Cluster
Local port: 10 FEC number: 0
Upstream port: Fa0/18 FEC Number:
Hops from command device: 2

Device 'SanJuan2' with member number 3
Device type: cisco WS-C2960
MAC address: 0002.4b29.4400
Upstream MAC address: 0030.946¢.d740 (Cluster
Local port: Gi0/1 FEC number:
Upstream port: Fa0/1]1 FEC Number:
Hops from command device: 2

Device 'GenieTest' with member number 4

Device type:

MAC address:
Upstream MAC address:
Local port:

Upstream port:

cisco SeaHorse
0002.4b28.c480
0030.946c.d740 (Cluster
Gio/2 FEC number:
Fa0/9 FEC Number:

Hops from command device: 2

Device 'Palpatine'
Device type:
MAC address:
Upstream MAC address:
Local port:
Upstream port:

with member number 5

cisco WS-C2924M-XL
00b0.6404.£8c0
0002.4b29.2e00
Gi2/1
Gi0/7

(Cluster
FEC number:
FEC Number:

Hops from command device: 1

member

member

member

member

member

0)

1)

1)

show cluster members W

show cluster

show cluster candidates
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M show controllers cpu-interface
show controllers cpu-interface
CPU Application Specific Integrated Circuit ASIC; IC
CPU show controllers
cpu-interface EXEC

show controllers cpu-interface [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show controllers cpu-interface

Switch# show controllers cpu-interface

cpu-queue-frames

retrieved dropped

invalid hol-block

rpc 4523063 0 0
stp 1545035 0 0
ipc 1903047 0 0
routing protocol 96145 0 0
L2 protocol 79596 0 0
remote console 0 0 0
sw forwarding 5756 0 0
host 225646 0 0
broadcast 46472 0 0
cbt-to-spt 0 0 0
igmp snooping 68411 0 0
icmp 0 0 0
logging 0 0 0
rpf-fail 0 0 0
queueld 0 0 0
cpu heartbeat 1710501 0 0

Supervisor ASIC receive-queue parameters

queue
queue
queue
queue

maxrecevsize
maxrecevsize
maxrecevsize
maxrecevsize

S5EE pakhead 1419220
5EE pakhead 15828E0
5EE pakhead 1470D40
5EE pakhead 19CDDDO

O O O O O O OO OO0 o oo o oo

paktail 13EAED4
paktail 157FBFC
paktail 1470FE4
paktail 19D02C8
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Supervisor ASIC Mic Registers

show controllers cpu-interface | |

MicDirectPollInfo 80000800

MicIndicationsReceived 00000000

MicInterruptsReceived 00000000

MicPcsInfo 0001001F

MicPlbMasterConfiguration 00000000

MicRxFifosAvailable 00000000

MicRxFifosReady 0000BFFF

MicTimeOutPeriod: FrameTOPeriod: 00000EA6 DirectTOPeriod: 00004000

MicTransmitFifoInfo:

FifoO: StartPtrs: 038C2800 ReadPtr: 038C2C38
WritePtrs: 038C2C38 Fifo_Flag: 8A800800
Weights: 001EOOQO1E

Fifol: StartPtr: 03A9BCO0 ReadPtr: 03A9BC60
WritePtrs: 03A9BC60 Fifo_Flag: 89800400
writeHeaderPtr: 03A9BC60

Fifo2: StartPtr: 038C8800 ReadPtr: 038C88E0
WritePtrs: 038C88E0 Fifo_Flag: 88800200
writeHeaderPtr: 038C88E0D

Fifo3: StartPtr: 03C30400 ReadPtr: 03C30638
WritePtrs: 03C30638 Fifo_Flag: 89800400
writeHeaderPtr: 03C30638

Fifod4: StartPtr: 03AD5000 ReadPtr: 03AD50A0
WritePtrs: 03AD50A0 Fifo_Flag: 89800400
writeHeaderPtr: 03AD50A0

Fifo5: StartPtr: 03A7A600 ReadPtr: 03A7A600
WritePtrs: 03A7A600 Fifo_Flag: 88800200
writeHeaderPtr: 03A7A600

Fifo6: StartPtr: 03BF8400 ReadPtr: 03BF87F0
WritePtrs: 03BF87F0 Fifo_Flag: 89800400

show controllers ethernet-controller

show interfaces
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M show controllers ethernet-controller

show controllers ethernet-controller

show controllers ethernet-controller EXEC phy

port-asic Application

Specific Integrated Circuit ASIC; IC

show controllers ethernet-controller [interface-id] [phy [detail]] [port-asic {configuration |
statistics}] [ | {begin | exclude | include} expression]

interface-id
phy PHY
Automatic
Medium-Dependent Interface Crossover Auto-MDIX
detail PHY
port-asic ASIC
configuration ASIC
statistics Rx/Sup Queue ASIC
| begin expression
| exclude expression
| include expression
expression
EXEC EXEC interface-id
12.2(25)FX
RMON
phy port-asic
| exclude output output
Output

i Catalyst 2960

78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S
show controllers ethernet-controller
show controllers ethernet-controller
2-18 Transmit 2-19 Receive

2-18 Transmit

Switch# show controllers ethernet-controller gigabitethernet0/1
Transmit GigabitEthernet0/1
Bytes
Unicast frames
Multicast frames
Broadcast frames
Too old frames
Deferred frames

MTU exceeded frames

0

jelleololeolololBoBolocBoholcoReohohcolRcohohoBoBohohohohohcohohohohohohohohe)

0 ~J oUW N

15

Excessive collisions

collision
collision
collision
collision
collision
collision
collision
collision
collision
collision
collision
collision
collision
collision
collision

frames
frames
frames
frames
frames
frames
frames
frames
frames
frames
frames
frames
frames
frames
frames

Late collisions
VLAN discard frames
Excess defer frames
64 byte frames

127 byte frames
255 byte frames
511 byte frames
1023 byte frames
1518 byte frames
Too large frames

Good (1 coll) frames

Receive

O O O O O O O o o o o o

O O O O O o o o o

o O O O

o O O O

Bytes

Unicast frames
Multicast frames
Broadcast frames
Unicast bytes
Multicast bytes
Broadcast bytes
Alignment errors
FCS errors
Oversize frames
Undersize frames
Collision fragments

Minimum size frames

65 to 127 byte frames
128 to 255 byte frames
256 to 511 byte frames
512 to 1023 byte frames
1024 to 1518 byte frames
Overrun frames

Pause frames

Symbol error frames

Invalid frames, too large
Valid frames, too large
Invalid frames, too small
Valid frames, too small

Too old frames

Valid oversize frames
System FCS error frames
RxPortFifoFull drop frame

Bytes

Unicast Frames

Multicast frames

Broadcast frames

Too old frames

Deferred frames

2*

MTU exceeded frames

1 collision frames

2 collision frames

3 collision frames

4 collision frames

5 collision frames

6 collision frames

7 collision frames

N ol bW N
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l show controllers ethernet-controller

2-18 Transmit
8 collision frames
9 collision frames 9
10 collision frames 10
11 collision frames 11
12 collision frames 12
13 collision frames 13
14 collision frames 14
15 collision frames 15
Excessive collisions 16
Late collisions
VLAN discard frames CFI*
Excess defer frames
64 byte frames 64
127 byte frames 65 127
255 byte frames 128 255
511 byte frames 256 511
1023 byte frames 512 1023
1518 byte frames 1024 1518
Too large frames
Good (1 coll) frames 1

1. CFI = Canonical Format Indicator

2-19 Receive

Bytes

FCst

Unicast frames

Multicast frames

Broadcast frames

Unicast bytes

FCS

Multicast bytes

FCS
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show controllers ethernet-controller W
2-19 Receive
Broadcast bytes
FCS

Alignment errors

FCS errors

FCS

Oversize frames

Undersize frames

Collision fragments

Minimum size frames

65 to 127 byte frames 65 127

128 to 255 byte frames 128 255

256 to 511 byte frames 256 511

512 to 1023 byte frames 512 1023

1024 to 1518 byte frames 1024

1518

Overrun frames

Pause frames

Symbol error frames

Invalid frames, too large MTU?

FCS

FCS

Valid frames, too large

Invalid frames, too small 64

FCS

FCS

Valid frames, too small 64

VLAN

68

FCS
FCS

Too old frames

Valid oversize frames

FCS

FCS
VLAN

System FCS error frames

FCS

RxPortFifoFull drop frames

1. FCS = frame check sequence
2. MTU = Maximum Transmission Unit
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M show controllers ethernet-controller

show controllers ethernet-controller phy

Switch# show controllers ethernet-controller gigabitethernet0/2 phy
GigabitEthernet0/2 (gpn: 2, port-number: 2)

Port Conf-Media Active-Media Attached
Gio/1 auto-select none 0 -Not Present
Gi0/2 auto-select none 0 -Not Present

Port asic num : 0

Port asic port num : 1

XCVR init completed : 0

Embedded PHY : not present
SFP presence index : 0

SFP iter cnt : 2564163d
SFP failed oper flag : 0x00000000
IIC error cnt : 0

IIC error dsb cnt 0

IIC max sts cnt 0

Chk for link status 1

Link Status 0
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show controllers ethernet-controller

show controllers ethernet-controller port-asic configuration

Switch# show controllers ethernet-controller port-asic configuration

Switch 1, PortASIC 0 Registers

DeviceType

Reset

PmadMicConfig

PmadMicDiag
SupervisorReceiveFifoSramInfo
SupervisorTransmitFifoSramInfo
GlobalStatus

IndicationStatus
IndicationStatusMask
InterruptStatus
InterruptStatusMask
SupervisorDiag
SupervisorFrameSizeLimit
SupervisorBroadcast

GeneralIO

StackPcsInfo

StackRacInfo

StackControlStatus
stackControlStatusMask
TransmitBufferFreelListInfo

TransmitRingFifoInfo

TransmitBufferInfo
TransmitBufferCommonCount
TransmitBufferCommonCountPeak
TransmitBufferCommonCommonEmpty
NetworkActivity
DroppedStatistics
FrameLengthDeltaSelect
SneakPortFifoInfo

MacInfo

000101BC
00000000
00000001
00000003
000007D0O
000001DO
00000800
00000000
FFFFFFFF
00000000
01FFE800
00000000
000007C8
000A0F01
000003F9
FFFF1000
FFOFFFOO
73001630
24140003
18E418E0
FFFFFFFF
00000854
0000088A
00000016
0000000C
00012000
00000F7A
0000001E
000000FF
00000000
00000000
00000001
00000000
OEC0801C
00Cc0001D

000007D0O
000001DO0O

00000000
860329BD
86020000
00000003
FD632B00

00000800
0000085D
00000016
0000000C
00000FFF

00000000

00000001
00000001
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40000000
40000000

00000004
5555FFFF
5555FFFF
7F001644
18E418E0

00000FF8
00000FF8
40000000
40000000
00000000

00000000

0EC0801B
00CO001E

FFFFFFFF
00000000
00000003
FFFFFFFF

00000000
00000000
00000000
00000000
00000030

02400000

00000001
00000001
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M show controllers ethernet-controller

show controllers ethernet-controller port-asic statistics

Switch# show controllers ethernet-controller port-asic statistics

Switch 1, PortASIC 0 Statistics

0 RxQ-0, wt-0 enqueue frames 0 RxQ-0, wt-0 drop frames
4118966 RxQ-0, wt-1 enqueue frames 0 RxQ-0, wt-1 drop frames
0 RxQ-0, wt-2 enqueue frames 0 RxQ-0, wt-2 drop frames
0 RxQ-1, wt-0 enqueue frames 0 RxQ-1, wt-0 drop frames
296 RxQ-1, wt-1 enqueue frames 0 RxQ-1, wt-1 drop frames
2836036 RxQ-1, wt-2 enqueue frames 0 RxQ-1, wt-2 drop frames
0 RxQ-2, wt-0 enqueue frames 0 RxQ-2, wt-0 drop frames
0 RxQ-2, wt-1 enqueue frames 0 RxQ-2, wt-1 drop frames
158377 RxQ-2, wt-2 enqueue frames 0 RxQ-2, wt-2 drop frames
0 RxQ-3, wt-0 enqueue frames 0 RxQ-3, wt-0 drop frames
0 RxQ-3, wt-1 enqueue frames 0 RxQ-3, wt-1 drop frames
0 RxQ-3, wt-2 enqueue frames 0 RxQ-3, wt-2 drop frames
15 TxBufferFull Drop Count 0 Rx Fcs Error Frames
0 TxBufferFrameDesc BadCrcl6 0 Rx Invalid Oversize Frames
0 TxBuffer Bandwidth Drop Cou 0 Rx Invalid Too Large Frames
0 TxQueue Bandwidth Drop Coun 0 Rx Invalid Too Large Frames
0 TxQueue Missed Drop Statist 0 Rx Invalid Too Small Frames
74 RxBuffer Drop DestIndex Cou 0 Rx Too 0ld Frames
0 SneakQueue Drop Count 0 Tx Too 0ld Frames
0 Learning Queue Overflow Fra 0 System Fcs Error Frames
0 Learning Cam Skip Count
15 Sup Queue 0 Drop Frames 0 Sup Queue 8 Drop Frames
0 Sup Queue 1 Drop Frames 0 Sup Queue 9 Drop Frames
0 Sup Queue 2 Drop Frames 0 Sup Queue 10 Drop Frames
0 Sup Queue 3 Drop Frames 0 Sup Queue 11 Drop Frames
0 Sup Queue 4 Drop Frames 0 Sup Queue 12 Drop Frames
0 Sup Queue 5 Drop Frames 0 Sup Queue 13 Drop Frames
0 Sup Queue 6 Drop Frames 0 Sup Queue 14 Drop Frames
0 Sup Queue 7 Drop Frames 0 Sup Queue 15 Drop Frames
Switch 1, PortASIC 1 Statistics
0 RxQ-0, wt-0 enqueue frames 0 RxQ-0, wt-0 drop frames
52 RxQ-0, wt-1 enqueue frames 0 RxQ-0, wt-1 drop frames
0 RxQ-0, wt-2 enqueue frames 0 RxQ-0, wt-2 drop frames
show controllers cpu-interface CPU ASIC CPU
show controllers tcam Temary CAM  TCAM CAM

TCAM ASIC
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show controllers tcam W

show controllers tcam

Ternary CAM TCAM CAM TCAM
Application Specific Integrated Circuit ASIC; IC
show controllers tcam EXEC

show controllers tcam [asic [number]] [detail] [ | {begin | exclude | include} expression]

asic ASIC TCAM
number ASIC
0 15
detail TCAM
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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M show controllers tcam

show controllers tcam

Switch# show controllers tcam

RPIDO:
RPID1:
RPID2:
RPID3:

HRRO:
HRR1:
HRR2:
HRR3:
HRR4 :
HRR5:
HRR6:
HRR7:

00B30103
00080040
00000000
00000000_F0000020

00000000_00000000
00000000_00000000
00000000_00000000
00000000_00000000

00000000_EOOOCAFC
00000000_00000000
00000000_00000000
00000000_00000000
00000000_00000000
00000000_00000000
00000000_00000000
00000000_00000000

FF_FFFFFFFF_FFFFFFFF

FF_FFFFFFFF_FFFFFFFF

FF_FFFFFFFF_FFFFFFFF

LookupType: 89A1C67D_24E35F00

LastCamIndex: 0000FFEO

LocalNoMatch: 000069E0

ForwardingRamBaseAddress:
00022200 0002FE00 00040600 0002FE00 0000D400
00000000 003FBAOO 00009000 00009000 00040600
00000000 00012800 00012900

show controllers cpu-interface CPU ASIC CPU

show controllers ethernet-controller
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show controllers utilization W

show controllers utilization

show controllers utilization
EXEC

show controllers [interface-id] utilization [ | {begin | exclude | include} expression]

interface-id ID
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show controllers utilization

Switch> show controllers utilization

Port Receive Utilization Transmit Utilization
Fa0/1 0 0

Fal0/2

Fa0/3 0 0

Fa0/4 0 0

Fa0/5 0 0

Fa0/6 0 0

Fa0/7 0 0

Switch Receive Bandwidth Percentage Utilization : 0

Switch Transmit Bandwidth Percentage Utilization : 0

Switch Fabric Percentage Utilization : 0

show controllers utilization

Switch> show controllers gigabitethernet0/1 utilization
Receive Bandwidth Percentage Utilization : 0
Transmit Bandwidth Percentage Utilization : 0
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Wl show dotix

2-20 show controllers utilization

Receive Bandwidth Percentage Utilization

Transmit Bandwidth Percentage Utilization

Fabric Percentage Utilization

show controllers ethernet-controller

show dotlx

802.1x

show dotlx EXEC

show dotlx [all | interface interface-id | statistics interface interface-id] [ | {begin | exclude | include}

expression]

all IEEE 802.1x
interface interface-id IEEE
802.1x
statistics interface IEEE
interface-id 802.1x
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)SED authorization state machine state port status
auth-fail-vlan
12.2(25)FX
| exclude output output
Output
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show dotlx

Switch# show dotlx

Sysauthcontrol

Supplicant Allowed In Guest Vlan
Dotlx Protocol Version

Dotlx Oper Controlled Directions
Dotlx Admin Controlled Directions

Switch# show dotlx all

show dotlx all EXEC

Enabled
Disabled
1

Both
Both

Dotlx Info for interface GigabitEthernet0/1

Supplicant MAC 00d0.b71b.35de

AuthSM State = CONNECTING

BendSM State = IDLE
PortStatus UNAUTHORIZED
MaxReq 2
HostMode Single
Port Control Auto
ControlDirection Both
QuietPeriod 60 Seconds
Re-authentication Disabled
ReAuthPeriod 3600 Seconds
ServerTimeout 30 Seconds
SuppTimeout 30 Seconds
TxPeriod 30 Seconds
Guest-Vlan 0

VLAN show dotlx all

Switch# show dotlx all
Dotlx Info for interface GigabitEthernet2/0/3

Supplicant MAC 0002.b3eb.0df6

AuthSM State

= AUTHENTICATED (AUTH-FAIL-VLAN)

BendSM State = IDLE

Posture = N/A
PortStatus = AUTHORIZED (AUTH-FAIL-VLAN)
MaxReq =2

MaxAuthReqg =2

HostMode = Single
PortControl = Auto
ControlDirection = Both
QuietPeriod = 10 Seconds
Re-authentication = Disabled
ReAuthPeriod = 3600 Seconds
ServerTimeout = 30 Seconds
SuppTimeout = 30 Seconds
TxPeriod = 10 Seconds
Guest-Vlan =3
AuthFail-vlan =4

AuthFail-Max-Attempts = 3
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Wl show dotix

VLAN show dotlx interface interface-id EXEC

Switch# show dotlx interface gigabitethernet0/1
Supplicant MAC 0010.a492.db59
AuthSM State AUTHENTICATED (AUTH-FAIL-VLAN)

BendSM State = IDLE
Posture = N/A
ReAuthPeriod = 3600 Seconds (Locally Configured)
ReAuthAction = Reauthenticate
TimeToNextReauth = 2753
PortStatus = AUTHORIZED (AUTH-FAIL-VLAN)
MaxReq =2
MaxAuthReqg =2
HostMode = Single
PortControl = Auto
ControlDirection = Both
QuietPeriod = 60 Seconds
Re-authentication = Enabled
ReAuthPeriod = 3600 Seconds
ServerTimeout = 30 Seconds
SuppTimeout = 30 Seconds
TxPeriod = 30 Seconds
Guest-Vlan =0
AuthFail-vlan = 1001
AuthFail-Max-Attempts = 3
Critical Port = Disabled
show dotlx statistics interface interface-id 2-21

Switch# show dotlx statistics interface gigabitethernet0/1
PortStatistics Parameters for Dotlx

TxReqgId = 15 TxReq = 0 TxTotal = 15
RxStart = 4 RxLogoff = 0 RxRespId = 1 RxResp = 1
RxInvalid = 0 RxLenErr = 0 RxTotal= 6

RxVersion = 1 LastRxSrcMac 00d0.b71b.35de

2-21 show dot1x statistics

TxReqld Extensible Authentication Protocol EAP -Request/Identity

TxReq EAP-Request Request/Identity

TxTotal Extensible Authentication Protocol over LAN
EAPOL

RxStart EAPOL-Start

RxLogoff EAPOL-Logoff

RxRespld EAP-Response/ldentity

RxResp EAP-Response Response/ldentity

RxInvalid EAPOL

RxLenError EAPOL

RxTotal EAPOL
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showdtp W
2-21  show dot1x statistics
RxVersion IEEE 802.1x 1
LastRxSrcMac EAPOL MAC
dotlx default IEEE 802.1x
Dynamic Trunking Protocol DTP
show dtp EXEC
show dtp [interface interface-id] [ | {begin | exclude | include} expression]
interface interface-id
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
show dtp

Switch# show dtp

Global DTP information
Sending DTP Hello packets every 30 seconds
Dynamic Trunk timeout is 300 seconds
21 interfaces using DTP
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H showdtp
show dtp interface
Switch# show dtp interface gigabitethernet0/1
DTP information for GigabitEthernet0/1:
TOS/TAS/TNS: ACCESS/AUTO/ACCESS
TOT/TAT/TNT: NATIVE/NEGOTIATE/NATIVE
Neighbor address 1: 000943A7D081
Neighbor address 2: 000000000000
Hello timer expiration (sec/state): 1/RUNNING
Access timer expiration (sec/state): never/STOPPED
Negotiation timer expiration (sec/state): never/STOPPED
Multidrop timer expiration (sec/state): never/STOPPED
FSM state: S2:ACCESS
# times multi & trunk 0
Enabled: yves
In STP: no
Statistics
3160 packets received (3160 good)
0 packets dropped
0 nonegotiate, 0 bad version, 0 domain mismatches, 0 bad TLVs, 0 other

6320 packets output
3160 native
output errors
trunk timeouts
link ups,
link downs

(6320 good)

o B O O

last link up on Mon Mar 01 1993,

01:02:29

show interfaces trunk
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show env

Redundant Power System RPS;

show env

EXEC

showenv W

show env {all | fan | power | rps| temperature} [ | {begin | exclude | include} expression]

all

fan

power

rps

RPS 300

temperature

| begin

expression

| exclude

expression

| include

expression

expression

EXEC

12.2(25)FX

show env all

Switch> show env all

FAN is OK

TEMPERATURE is OK

POWER is OK

RPS is AVAILABLE

show env fan

Switch> show env fan

FAN is OK

Output
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Hl show errdisable detect

show errdisable detect

errdisable show errdisable detect EXEC

show errdisable detect [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
gbic-invalid Small Form-Factor Pluggable SFP
| exclude output output
Output
show errdisable detect
Switch> show errdisable detect
ErrDisable Reason Detection status
udld Enabled
bpduguard Enabled
security-violatio Enabled
channel-misconfig Enabled
psecure-violation Enabled
vmps Enabled
loopback Enabled
pagp-flap Enabled
dtp-flap Enabled
link-flap Enabled
gbic-invalid Enabled
dhcp-rate-limit Enabled
unicast-flood Enabled
storm-control Enabled
ilpower Enabled
S
ilpower storm-control unicast-flood
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show errdisable flap-values | |

errdisable detect cause errdisable

show errdisable flap-values

show errdisable recovery errdisable

show interfaces status

errdisable

show errdisable flap-values

show errdisable flap-values

EXEC

show errdisable flap-values [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
Flaps
3 Dynamic Trunking Protocol
DTP / Port Aggregation Protocol PAgP;
30 5
/ 10
ErrDisable Reason Flaps Time (sec)
pagp-flap 3 30
dtp-flap 3 30
link-flap 5 10
| exclude output output
Output

show errdisable flap-values

Switch> show errdisable flap-values

ErrDisable Reason Flaps Time (sec)
pagp-flap 3 30
dtp-flap 3 30
link-flap 5 10
Catalyst 2960

[ 78-16882-02-J



2 Catalyst 2960 Cisco 10S |

M show errdisable recovery

errdisable detect cause errdisable
show errdisable detect errdisable

show errdisable recovery errdisable

show interfaces status errdisable

show errdisable recovery

errdisable show errdisable recovery EXEC

show errdisable recovery [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
gbic-invalid error-disable Small Form-factor Pluggable SFP
| exclude output output
Output
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show errdisable recovery

Switch> show errdisable recovery

ErrDisable Reason Timer Status
udld Disabled
bpduguard Disabled
security-violatio Disabled
channel-misconfig Disabled
vmps Disabled
pagp-flap Disabled
dtp-flap Disabled
link-flap Enabled
psecure-violation Disabled
gbic-invalid Disabled
dhcp-rate-limit Disabled
unicast-flood Disabled
storm-control Disabled
loopback Disabled

Timer interval:300 seconds

Interfaces that will be enabled at the next timeout:

Interface Errdisable reason Time left (sec)

Gi0/2 link-flap 279

show errdisable recovery ||

unicast-flood

errdisable recovery

show errdisable detect errdisable

show errdisable flap-values

show interfaces status

errdisable
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W show etherchannel

show etherchannel

EtherChannel show etherchannel EXEC

show etherchannel [channel-group-number {detail | port | port-channel | protocol | summary}] {detail
| load-balance | port | port-channel | protocol | summary} [ | {begin | exclude | include}
expression]

channel-group-number 1 6

detail EtherChannel

load-balance

port EtherChannel
port-channel

protocol EtherChannel

summary 1

| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

channel-group

| exclude output output
Output
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show etherchannel 1 detail

Switch> show etherchannel 1 detail
Group state = L2
Ports: 2 Maxports = 16
Port-channels: 1 Max Port-channels = 16
Protocol: LACP

Ports in the group:

show etherchannel

Port state = Up Mstr In-Bndl

Channel group = 1 Mode = Active Gcchange =

Port-channel = Pol GC = - Pseudo port-channel = Pol
Port index =0 Load = 0x00 Protocol = LACP

Flags: S - Device is sending Slow LACPDUs F - Device is sending fast LACPDU
A - Device is in active mode. P - Device is in passive mode.

Local information:

LACP port Admin Oper
Port Flags State Priority Key Key
Gio/1 SA bndl 32768 0x0 0x1

Age of the port in the current state: 01d:20h:06m:04s

Port-channels in the group:

Port-channel: Pol (Primary Aggregator)

Age of the Port-channel = 01d:20h:20m:26s

Logical slot/port = 10/1 Number of ports = 2
HotStandBy port = null

Port state = Port-channel Ag-Inuse

Protocol = LACP

Ports in the Port-channel:

Index Load Port EC state No of bits
—————— oo
0 00 Gio/1 Active 0
0 00 Gio0/2 Active 0
Time since last port bundled: 01d:20h:20m:20s Gio/2

show etherchannel 1 summary

Switch> show etherchannel 1 summary

Flags: D - down P - in port-channel
I - stand-alone s - suspended
H - Hot-standby (LACP only)
R - Layer3 S - Layer2
u - unsuitable for bundling
U - in use f - failed to allocate aggregator
d - default port

Number of channel-groups in use: 1

Number of aggregators: 1

Group Port-channel Protocol Ports

—————— B e et et
1 Pol (SU) LACP Gi0/1(P) Gi0/2(P)
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W show etherchannel

show etherchannel 1 port-channel

Switch> show etherchannel 1 port-channel
Port-channels in the group:

Port-channel: Pol (Primary Aggregator)

Age of the Port-channel = 01d:20h:24m:50s

Logical slot/port = 10/1 Number of ports = 2
HotStandBy port = null

Port state = Port-channel Ag-Inuse

Protocol = LACP

Ports in the Port-channel:

Index Load Port EC state No of bits
—————— B s S it e
0 00 Gio/1 Active 0
0 00 Gi0/2 Active 0
Time since last port bundled: 01d:20h:24m:44s Gi0/2

show etherchannel protocol

Switch# show etherchannel protocol
Channel-group listing:

Protocol: LACP

Protocol: PAgP

channel-group EtherChannel
channel-protocol

interface port-channel
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show flowcontrol

show flowcontrol

show flowcontrol EXEC

show flowcontrol [interface interface-id | module number] [ | {begin | exclude | include} expression]

interface interface-id

module number

1
ID
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX

show flowcontrol

show flowcontrol

Switch> show flowcontrol

Port Send FlowControl
admin oper
Gio/1 Unsupp. Unsupp.
Gio0/2 desired off
Gi0/3 desired off

show flowcontrol
show flowcontrol module number

show flowcontrol interface interface-id

| exclude output output

Output

Receive FlowControl RxPause TxPause

admin oper

off off 0 0
off off 0 0
off off 0 0

show flowcontrol interface interface-id

Switch> show flowcontrol gigabitethernet0/2

Port Send FlowControl
admin oper
Gio0/2 desired off

Receive FlowControl RxPause TxPause

admin oper
off off 0 0
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W show interfaces

flowcontrol

show Interfaces

show interfaces EXEC

show interfaces [interface-id | vlan vlan-id] [accounting | capabilities [module number] | counters |
description | etherchannel | flowcontrol | pruning | stats | status [err-disabled] | switchport
[backup | module number] | transceiver [properties | detail] [module number] | trunk] [ | {begin |
exclude | include} expression]

interface-id

vlan vlan-id

VLAN LAN ID 1 4094

accounting

capabilities

VLAN ID

module number

capabilities switchport
transceiver

ID

counters

show interfaces counters

description

etherchannel

EtherChannel

flowcontrol

flowcontrol

pruning

VLAN Trunking Protocol VTP; VLAN

stats

status

Type

unsupported Cisco Small Form-Factor Pluggable SFP

err-disabled

errdisable

switchport

backup

Flex Link
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show interfaces W

transceiver [detail | cwbDMm!? DWDM? Small Form-Factor SFP

properties]

e detail —
* properties —
trunk
| begin expression
| exclude expression
| include expression
expression

1. Coarse Wavelength Division Multiplexing CWDM,;
2. Dense Wavelength Division Multiplexing DWDM,;

crb fair-queue irb mac-accounting precedence

random-detect rate-limit shape

EXEC

12.2(25)FX

show interfaces capabilities

module 1

switchport module 1

Output

show interface capabilities
show interfaces interface-id capabilities
show interfaces capabilities

show interface

| exclude output output

[ 78-16882-02-J
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W show interfaces

show interfaces

Switch# show interfaces gigabitethernet0/2

GigabitEthernet0/2 is down,

Hardware is Gigabit Ethernet,
BW 10000 Kbit, DLY 1000 usec,
txload 1/255,
loopback not set

MTU 1500 bytes,
reliability 255/255,
Encapsulation ARPA,
Keepalive set (10 sec)
Auto-duplex, Auto-speed

input flow-control is off,
ARPA, ARP Timeout 04:00:00 Last input never,

ARP type:
never

Last clearing of

Input queue: 0/75/0/0

Queueing strategy: fifo

Output queue :0/40

2 packets input,
Received 0 broadcasts,
input errors, 0 CRC,
watchdog,

"show interface"
(size/max/drops/flushes) ;

0 multicast,

line protocol is down
address is 0009.43a7.d085

rxload 1/255

output flow-control is off

counters never

(size/max)

5 minute input rate 0 bits/sec,
5 minute output rate 0 bits/sec,
1040 bytes,

0 packets/sec
0 packets/sec

0 no buffer
0 runts, 0 giants, 0 throttles
0 frame, 0 overrun, 0 ignored

0 pause input

input packets with dribble condition detected

1040
output errors,
babbles,

0

0

0

4 packets output,
0

0

0 lost carrier,
0

0 collisions,
0 late collision,
0 no carrier,
output buffer failures,

0 underruns
3 interface resets
0 deferred
0 PAUSE output
0 output buffers swapped out

bytes,

show interfaces accounting

Switch# show interfaces accounting

Vlanl
Protocol
Ip
Spanning Tree
ARP
Interface Vlan2 is disabled
Vlan7
Protocol
No traffic sent or received
Vlan31l
Protocol
No traffic sent or received
GigabitEthernet0/1
Protocol
No traffic sent or received
GigabitEthernet0/2
Protocol

No traffic sent or received

Pkts In Chars In Pkts Out
1094395 131900022 559555
283896 17033760 42
63738 3825680 231
Pkts In Chars In Pkts Out
on this interface.
Pkts In Chars In Pkts Out
on this interface.
Pkts In Chars In Pkts Out
on this interface.
Pkts In Chars In Pkts Out
on this interface.

output never,

Total output drops:

Chars Out
84077157
2520
13860

Chars

Out

Chars Out

Chars Out

Chars Out

(bia 0009.43a7.d085)

output hang

0

i Catalyst 2960
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show interfaces capabilities

Switch# show interfaces gigabitethernet0/2 capabilities

GigabitEthernet0/2
Model: WS-C2960G-24TC-L
Type: 10/100/1000BaseTX
Speed: 10,100,1000, auto
Duplex: full, auto
Trunk encap. type: 802.1Q

Trunk mode: on,off,desirable,nonegotiate
Channel: yves
Broadcast suppression: percentage(0-100)

Flowcontrol: rx- (off,on,desired), tx- (none)

Fast Start: yes

QoS scheduling: rx- (not configurable on per port basis)
CoS rewrite: ves

ToS rewrite: ves

UDLD: yes

Inline power: no

SPAN: source/destination

PortSecure: yves

Dotlx: yves

Multiple Media Types: rj45, sfp, auto-select

description
Connects to Marketing

Switch# show interfaces gigabitethernet0/2 description
Interface Status Protocol Description
Gi0/2 up down Connects to Marketing

show interfaces W

,tx-(4qQ2t)

show interfaces interface description

show interfaces etherchannel

Switch# show interfaces etherchannel

Port-channell:

Age of the Port-channel = 03d:20h:17m:29s
Logical slot/port = 10/1 Number of ports = 0
GC = 0x00000000 HotStandBy port = null

Port state Port-channel Ag-Not-Inuse
Port-channel2:

Age of the Port-channel = 03d:20h:17m:29s

Logical slot/port = 10/2 Number of ports = 0

GC = 0x00000000 HotStandBy port = null
Port state Port-channel Ag-Not-Inuse

Port-channel3:
Age of the Port-channel = 03d:20h:17m:29s
Logical slot/port = 10/3 Number of ports = 0

GC = 0x00000000 HotStandBy port = null
Port state = Port-channel Ag-Not-Inuse
VTP
pruning
Switch# show interfaces gigibitethernet0/2 pruning
Port Vlans pruned for lack of request by neighbor
Gio0/2 3,4
Port Vlans traffic requested of neighbor
Gio0/2 1-3
Catalyst 2960
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M show interfaces
show interfaces stats
Switch# show interfaces vlan 1 stats
Switching path Pkts In Chars In Pkts Out Chars Out
Processor 1165354 136205310 570800 91731594
Route cache 0 0 0 0
Total 1165354 136205310 570800 91731594
show interfaces status
Switch# show interfaces status
Port Name Status Vlan Duplex Speed Type
Gio/1 notconnect 1 auto auto 10/100/1000BaseTX
Gio0/2 notconnect 1 auto auto 10/100/1000BaseTX
Gi0/3 notconnect 1 auto auto 10/100/1000BaseTX
Gio0/4 notconnect 1 auto auto 10/100/1000BaseTX
Gi0/5 notconnect 1 auto auto 10/100/1000BaseTX
Gi0/6 notconnect 1 auto auto 10/100/1000BaseTX
show interfaces status err-disabled errdisable

Switch# show interfaces status err-disabled

Port Name Status Reason
Gi0/2 err-disabled dtp-flap
1 show interfaces switchport

2-22
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N

show interfaces W

VLAN

Switch# show interfaces gigabitethernet0/1 switchport

Name: GiO/1
Switchport: Enabled

Administrative Mode: dynamic auto

Operational Mode: static access

Administrative Trunking Encapsulation:
Operational Trunking Encapsulation:

Negotiation of Trunking: On
Access Mode VLAN: 1 (default)

Trunking Native Mode VLAN: 1 (default)

Voice VLAN: none

negotiate
native

Administrative private-vlan host-association:10 (VLAN0O010) 502 (VLANO0502)

Administrative private-vlan mapping:

none

Administrative private-vlan trunk native VLAN: none
Administrative private-vlan trunk encapsulation: dotlg
Administrative private-vlan trunk normal VLANs: none
Administrative private-vlan trunk private VLANs: none

Operational private-vlan: none
Trunking VLANs Enabled: ALL
Pruning VLANs Enabled: 2-1001
Capture Mode Disabled

Capture VLANs Allowed: ALL

Protected: false

Unknown unicast blocked: disabled
Unknown multicast blocked: disabled

Voice VLAN: none (Inactive)
Appliance trust: none

2-22 show interfaces switchport

Name

Switchport

Administrative Mode

Operational Mode

Administrative Trunking Encapsulation
Operational Trunking Encapsulation

Negotiation of Trunking

Access Mode VLAN VLAN ID
Trunking Native Mode VLAN VLAN ID
Trunking VLANSs Enabled VLAN
VLAN
Trunking VLANSs Active
Pruning VLANS Enabled VLAN
Protected True
False
Catalyst 2960
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W show interfaces

2-22 show interfaces switchport

Unknown unicast blocked

Unknown multicast blocked

Voice VLAN VLAN VLAN ID
Appliance trust IP Phone Class of Service CoS;

show interfaces switchport backup

Switch# show interfaces switchport backup
Switch Backup Interface Pairs:

Active Interface Backup Interface State

Fa0/1 Fa0/2 Active Up/Backup Standby
Fa0/3 Fa0/5 Active Down/Backup Up
Pol Po2 Active Standby/Backup Up

show interfaces interface-id pruning

Switch# show interfaces gigibitethernet0/2 pruning
Port Vlans pruned for lack of request by neighbor

show interfaces interface-id trunk

Switch# show interfaces gigabitethernet0/1 trunk

Port Mode Encapsulation Status Native vlan
Gi0/1 auto negotiate trunking 1

Port Vlans allowed on trunk

Gio/1 1-4094

Port Vlans allowed and active in management domain

Gio/1 1-4

Port Vlans in spanning tree forwarding state and not pruned
Gio/1 1-4

show interfaces interface-id transceiver properties

Switch# show interfaces gigabitethernet0/l1 transceiver properties
Name : Gi0/1

Administrative Speed: auto

Operational Speed: auto

Administrative Duplex: auto

Administrative Power Inline: N/A

Operational Duplex: auto

Administrative Auto-MDIX: off

Operational Auto-MDIX: off

Configured Media: sfp

Active Media: sfp

Attached: 10/100/1000BaseTX SFP-10/100/1000BaseTX

Catalyst 2960
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show interfaces interface-id transceiver detail

Switch# show interfaces gigabitethernet0/3 transceiver detail
ITU Channel not available (Wavelength not available),
Transceiver 1is externally calibrated.

mA:milliamperes, dBm:decibels (milliwatts), N/A:not applicable.
++:high alarm, +:high warning, -:low warning, -- :low alarm.
A2D readouts (if they differ), are reported in parentheses.

The threshold values are uncalibrated.

show interfaces W

High Alarm High Warn Low Warn Low Alarm
Temperature Threshold Threshold Threshold Threshold
Port (Celsius) (Celsius) (Celsius) (Celsius) (Celsius)
Gi0/3 41.5 110.0 103.0 -8.0 -12.0
High Alarm High Warn Low Warn Low Alarm
Voltage Threshold Threshold Threshold Threshold
Port (Volts) (Volts) (Volts) (Volts) (Volts)
Gi0/3 3.20 4.00 3.70 3.00 2.95
High Alarm High Warn Low Warn Low Alarm
Current Threshold Threshold Threshold Threshold
Port (milliamperes) (mA) (mA) (mA) (mA)
Gi0/3 31.0 84.0 70.0 4.0 2.0
Optical High Alarm High Warn Low Warn Low Alarm
Transmit Power Threshold Threshold Threshold Threshold
Port (dBm) (dBm) (dBm) (dBm) (dBm)
Gi0/3 -0.0 ( -0.0) -0.0 -0.0 -0.0 -0.0
Optical High Alarm High Warn Low Warn Low Alarm
Receive Power Threshold Threshold Threshold Threshold
Port (dBm) (dBm) (dBm) (dBm) (dBm)
Gi0/3 N/A ( -0.0) -- -0.0 -0.0 -0.0 -0.0
switchport access
switchport block
switchport backup interface 2
Flex Link
switchport mode VLAN LAN
switchport protected 2
switchport trunk pruning VLAN
Catalyst 2960
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Wl show interfaces counters

show interfaces counters

counters

EXEC

show interfaces

show interfaces [interface-id | vlan vlan-id] counters [errors | etherchannel | protocol status | trunk]

[ | {begin | exclude | include} expression]

interface-id

errors

etherchannel

EtherChannel

protocol status

trunk

| begin

expression

| exclude

expression

| include

expression

expression

vlan vlan-id

EXEC

12.2(25)FX

Output

show interfaces counters

Switch# show interfaces counters

Port
Gio/1
Gio/2

InOctets
0
0

InUcastPkts
0
0

| exclude output output

InMcastPkts
0
0

InBcastPkts
0
0
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show interfaces counters W

show interfaces counters protocol status

Switch# show interfaces counters protocol status
Protocols allocated:

Vlanl: Other, I
Vlan20: Other,
Vlan30: Other,
Vlan40: Other,
Vlan50: Other,
Vlan60: Other,
Vlan70: Other,
Vlan80: Other,
Vlan90: Other,
V1an900: Other,

P
IP, ARP
IP, ARP
IP, ARP
IP, ARP
IP, ARP
IP, ARP
IP, ARP
IP, ARP
IP, ARP

V1an3000: Other, IP
Vlan3500: Other, IP

FastEthernet0/1:
FastEthernet0/2:
FastEthernet0/3:
FastEthernet0/4:
FastEthernet0/5:
FastEthernet0/6:
FastEthernet0/7:
FastEthernet0/8:
FastEthernet0/9:

FastEthernet0/1

Other,
Other,
Other,
Other,
Other,
Other,
Other,
Other,
Other,
0: Other,

P
P
Ip
P
IPp
Ip
P
P
Ip

I

, ARP, CDP

P, CDP

show interfaces counters trunk

Switch# show interfaces counters trunk

Port TrunkFramesTx TrunkFramesRx WrongEncap
Gio/1 0 0 0
Gi0/2 0 0 0
Gi0/3 80678 4155 0
Gi0/4 82320 126 0
Gi0/5 0 0 0
show interfaces
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M show inventory

show inventory

Product Identification PID

show inventory [entity-name | raw] [ | {begin | exclude | include} expression]

show inventory

EXEC

entity-name Small Form-factor
Pluggable SFP

gigabitethernet0/1
raw
| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)FX
show inventory
ID
Unique Device Indicator UDI  PID VID SN

PID

show inventory

show inventory

Switch> show inventory

NAME: "1", DESCR: "WS-C2960-48TC-L"
PID: WS-C2960-24TC-L , VID: 02 ,
NAME: "GigabitEthernet0/1", DESCR:
PID: , VID:
NAME: "GigabitEthernet0/2", DESCR:
PID: , VID:

Output

| exclude output

SN: FHH0923D075

"100BaseBX-10D SFP"
, SN: NEC09050251

"100BaseBX-10U SFP"
, SN: NEC09050020

output
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show ip dhcp snooping W

show ip dhcp snooping

Dynamic Host Configuration Protocol DHCP
EXEC

show ip dhcp snooping [ | {begin | exclude | include} expression]

show ip dhcp snooping

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show ip dhcp snooping

Switch> show ip dhcp snooping

Switch DHCP snooping is enabled

DHCP snooping is configured on following VLANs:
40-42

Insertion of option 82 is enabled

Option 82 on untrusted port is allowed
Verification of hwaddr field is enabled

Interface Trusted Rate limit (pps)
GigabitEthernet0/1 ves unlimited
GigabitEthernet0/2 ves unlimited
show ip dhcp snooping binding DHCP

Catalyst 2960
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W show ip dhcp snooping binding

show ip dhcp snooping binding

Dynamic Host Configuration Protocol DHCP
show ip dhcp snooping binding
EXEC

show ip dhcp snooping binding [ip-address] [mac-address] [interface interface-id] [vlan vlan-id]
[ | {begin | exclude | include} expression]

ip-address IP
mac-address MAC

interface interface-id

vlan vlan-id VLAN
| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

show ip dhcp snooping binding

DHCP
show ip source binding EXEC
DHCP
| exclude output output
Output
DHCP
Switch> show ip dhcp snooping binding
MacAddress IpAddress Lease(sec) Type VLAN Interface
01:02:03:04:05:06 10.1.2.150 9837 dhcp-snooping 20
GigabitEthernet0/1
00:D0:B7:1B:35:DE 10.1.2.151 237 dhcp-snooping 20
GigabitEthernet0/2

Total number of bindings: 2
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show ip dhcp snooping binding | |

IP DHCP

Switch> show ip dhcp snooping binding 10.1.2.150

MacAddress IpAddress Lease(sec) Type VLAN Interface
01:02:03:04:05:06 10.1.2.150 9810 dhcp-snooping 20
GigabitEthernet0/1

Total number of bindings: 1

MAC DHCP

Switch> show ip dhcp snooping binding 0102.0304.0506

MacAddress IpAddress Lease(sec) Type VLAN Interface
01:02:03:04:05:06 10.1.2.150 9788 dhcp-snooping 20
GigabitEthernet0/2

Total number of bindings: 1

DHCP
Switch> show ip dhcp snooping binding interface gigabitethernet0/2
MacAddress IpAddress Lease(sec) Type VLAN Interface
00:30:94:C2:EF:35 10.1.2.151 290 dhcp-snooping 20
GigabitEthernet0/2

Total number of bindings: 1

VLAN 20 DHCP

Switch> show ip dhcp snooping binding vlan 20

MacAddress IpAddress Lease(sec) Type VLAN Interface
01:02:03:04:05:06 10.1.2.150 9747 dhcp-snooping 20
GigabitEthernet0/1

00:00:00:00:00:02 10.1.2.151 65 dhcp-snooping 20
GigabitEthernet0/2

Total number of bindings: 2

2-23 show ip dhcp snooping binding

2-23 show ip dhcp snooping binding

MacAddress MAC

IpAddress DHCP IP
Lease(sec) IP

Type

VLAN VLAN

Catalyst 2960
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W show ip dhcp snooping binding

2-23 show ip dhcp snooping binding

Interface DHCP

Total number of bindings

2

200

ip dhcp snooping binding DHCP

show ip dhcp snooping DHCP

Catalyst 2960
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show ip dhcp snooping database | |

show ip dhcp snooping database

Dynamic Host Configuration Protocol DHCP
show ip dhcp snooping database EXEC

show ip dhcp snooping database [detail] [ | {begin | exclude | include} expression]

detail
| begin expression
| exclude expression

| include expression

expression

EXEC

12.2(25)FX

show ip dhcp snooping database

Switch> show ip dhcp snooping database
Agent URL

Write delay Timer : 300 seconds

Abort Timer : 300 seconds

Agent Running : No
Delay Timer Expiry : Not Running
Abort Timer Expiry : Not Running

Last Succeded Time : None
Last Failed Time : None
Last Failed Reason : No failure recorded.

Total Attempts
Successful Transfers
Successful Reads
Successful Writes
Media Failures

Startup Failures
Failed Transfers
Failed Reads
Failed Writes

o O O O o
o O O O

Catalyst 2960
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W show ip dhcp snooping database

show ip dhcp snooping database detail

Switch# show ip dhcp snooping database detail
Agent URL : tftp://10.1.1.1/directory/file
Write delay Timer : 300 seconds

Abort Timer : 300 seconds

Agent Running : No
Delay Timer Expiry : 7 (00:00:07)
Abort Timer Expiry : Not Running

Last Succeded Time : None
Last Failed Time : 17:14:25 UTC Sat Jul 7 2001
Last Failed Reason : Unable to access URL.

Total Attempts : 21 Startup Failures : 0
Successful Transfers 0 Failed Transfers : 21
Successful Reads 0 Failed Reads : 0
Successful Writes 0 Failed Writes : 21
Media Failures 0

First successful access: Read

Last ignored bindings counters

Binding Collisions : 0 Expired leases : 0
Invalid interfaces : 0 Unsupported vlans : 0
Parse failures : 0

Last Ignored Time : None

Total ignored bindings counters:

Binding Collisions : 0 Expired leases : 0
Invalid interfaces : 0 Unsupported vlans : 0
Parse failures : 0

ip dhcp snooping VLAN DHCP

ip dhcp snooping database DHCP

show ip dhcp snooping DHCP

Catalyst 2960
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show ip igmp profile W

show ip igmp profile

Internet Group Management Protocol IGMP
IGMP show ip igmp profile EXEC

show ip igmp profile [profile number] [ | {begin | exclude | include} expression]

profile number IGMP 1 4294967295
IGMP
| begin expression
| exclude expression
| include expression
expression
EXEC

12.2(25)FX

|exclude output output

Output
show ip igmp profile EXEC

Switch# show ip igmp profile 40
IGMP Profile 40

permit

range 233.1.1.1 233.255.255.255

Switch# show ip igmp profile
IGMP Profile 3
range 230.9.9.0 230.9.9.0
IGMP Profile 4
permit
range 229.9.9.0 229.255.255.255

ip igmp profile IGMP

Catalyst 2960
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N show ip igmp snooping

show ip igmp snooping

VLAN LAN Internet Group Management Protocol IGMP
show ip igmp snooping EXEC

show ip igmp snooping [groups | mrouter | querier] [vlan vlan-id] [ | {begin | exclude | include}
expression]

groups show ip igmp snooping groups
mrouter show ip igmp snooping mrouter
querier show ip igmp snooping querier
vlan vlan-id VLAN 1 1001 1006 4094
EXEC
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
VLAN
VLAN ID 1002 1005 FDDI VLAN IGMP
| exclude output output
Output
show ip igmp snooping vlan 1 VLAN

Switch# show ip igmp snooping vlan 1
Global IGMP Snooping configuration:

IGMP snooping :Enabled

IGMPv3 snooping (minimal) :Enabled

Report suppression :Enabled

TCN solicit query :Disabled

TCN flood query count :2

Last member query interval : 100

Vlan 1

IGMP snooping :Enabled
Immediate leave :Disabled
Multicast router learning mode :pim-dvmrp
Source only learning age timer :10

CGMP interoperability mode : IGMP_ONLY
Last member query interval : 100

Catalyst 2960
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show ip igmp snooping | |

show ip igmp snooping VLAN

Switch> show ip igmp snooping

Global IGMP Snooping configuration:

IGMP snooping : Enabled

IGMPv3 snooping (minimal) : Enabled

Report suppression : Enabled

TCN solicit query : Disabled

TCN flood query count : 2

Last member query interval : 100

Vlan 1

IGMP snooping :Enabled

Immediate leave :Disabled

Multicast router learning mode :pim-dvmrp

Source only learning age timer :10

CGMP interoperability mode : IGMP_ONLY

Last member query interval 100

Vlan 2

IGMP snooping :Enabled

Immediate leave :Disabled

Multicast router learning mode :pim-dvmrp

Source only learning age timer :10

CGMP interoperability mode : IGMP_ONLY

Last member query interval 333

ip igmp snooping IGMP VLAN

ip igmp snooping IGMP

last-member-query-interval

ip igmp snooping querier IGMP 2

ip igmp snooping report-suppression IGMP

ip igmp snooping tcn IGMP

ip igmp snooping tcn flood IGMP

ip igmp snooping vlan immediate-leave VLAN IGMP

ip igmp snooping vlan mrouter

ip igmp snooping vlan static 2

show ip igmp snooping groups IGMP

show ip igmp snooping mrouter VLAN
IGMP

show ip igmp snooping querier IGMP
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W show ip igmp snooping groups

show ip igmp snooping groups

Internet Group Management Protocol IGMP
show ip igmp snooping groups EXEC
VLAN
vlan

show ip igmp snooping groups [count | dynamic [count] | user [count]] [ | {begin | exclude | include}
expression]

show ip igmp snooping groups vlan vlan-id [ip_address | count | dynamic [count] | user [count]] [ |
{begin | exclude | include} expression]

count
dynamic IGMP
user
ip_address IP
vlan vlan-id VLAN LAN 1 1001
1006 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
VLAN ID 1002 1005 FDDI VLAN IGMP
| exclude output output
Output

show ip igmp snooping groups

Switch# show ip igmp snooping groups

Vlan Group Type Version Port List
104 224.1.4.2 igmp v2 Gi0/1, Gi0/2
104 224.1.4.3 igmp v2 Gio/1, Gio0/2
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show ip igmp snooping groups | |

show ip igmp snooping groups count

Switch# show ip igmp snooping groups count
Total number of multicast groups: 2

show ip igmp snooping groups dynamic IGMP

Switch# show ip igmp snooping groups vlan 1 dynamic

Vlan Group Type Version Port List
104 224.1.4.2 igmp v2 Gi0/1, Fa0/15
104 224.1.4.3 igmp v2 Gi0/1, Fa0/15

show ip igmp snooping groups vlan vlan-id ip-address

IP
Switch# show ip igmp snooping groups vlan 104 224.1.4.2
Vlan Group Type Version Port List
104 224.1.4.2 igmp v2 Gi0/1, Fa0/15
ip igmp snooping IGMP VLAN

ip igmp snooping vlan mrouter
ip igmp snooping vlan static 2

show ip igmp snooping VLAN  IGMP

show ip igmp snooping mrouter VLAN  IGMP

Catalyst 2960
| 78-16882-02-J .m



2 Catalyst 2960 Cisco 10S |

W show ip igmp snooping mrouter

show 1p igmp snooping mrouter

VLAN LAN Internet Group
Management Protocol 1GMP

show ip igmp snooping mrouter EXEC

show ip igmp snooping mrouter [vlan vlan-id] [ | {begin | exclude | include} expression]

vlan vlan-id VLAN LAN 1 1001
1006 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
VLAN
VLAN ID 1002 1005 FDDI VLAN IGMP
Multicast VLAN Registration MVR show ip igmp snooping mrouter
MVR IGMP
| exclude output output
Output

show ip igmp snooping mrouter

Switch# show ip igmp snooping mrouter

Vlan ports
1 Gi0/1 (dynamic)
ip igmp snooping IGMP VLAN

ip igmp snooping vlan mrouter
ip igmp snooping vlan static 2

show ip igmp snooping VLAN IGMP

show ip igmp snooping groups IGMP
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show ip igmp snooping querier | |

show ip igmp snooping querier

IGMP
EXEC

snooping querier detail

show ip igmp

show ip igmp snooping querier [detail | vlan vlan-id [detail]] [ | {begin | exclude | include} expression]

detail IGMP
vlan vlan-id [detail] VLAN LAN IGMP
1 1001 1006 4094
detail
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
querier IGMP IGMP IP
show ip igmp snooping querier
IGMP 1 IGMPv2
1
3
show ip igmp snooping querier VLAN
Port Router
Port
show ip igmp snooping querier detail EXEC show ip igmp snooping querier
show ip igmp snooping querier
IP
show ip igmp snooping querier detail
IP
e VLAN LAN IGMP
e VLAN
| exclude output output
Output
Catalyst 2960
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N show ip igmp snooping querier
show ip igmp snooping querier
Switch> show ip igmp snooping querier
Vlan IP Address IGMP Version Port
1 172.20.50.11 v3 Gio/1
2 172.20.40.20 v2 Router
show ip igmp snooping querier detail
Switch> show ip igmp snooping querier detail
Vlan IP Address IGMP Version Port
1 1.1.1.1 v2 Fa0/1
Global IGMP switch querier status
admin state Enabled
admin version 2
source IP address 0.0.0.0
query-interval (sec) 60
max-response-time (sec) 10
querier-timeout (sec) 120
tcn query count 2
tcn query interval (sec) 10
Vlan 1: IGMP switch querier status
elected querier is 1.1.1.1 on port FaO/1
admin state Enabled
admin version 2
source IP address 10.1.1.65
query-interval (sec) 60
max-response-time (sec) 10
querier-timeout (sec) 120
tcn query count 2
tcn query interval (sec) 10
operational state Non-Querier
operational version : 2
tcn query pending count : 0
ip igmp snooping IGMP VLAN
ip igmp snooping querier IGMP 2
show ip igmp snooping VLAN IGMP
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show lacp

showlacp W

Link Aggregation Control Protocol LACP show lacp
EXEC

show lacp [channel-group-number] {counters | internal | neighbor | sys-id} [ | {begin | exclude |
include} expression]

channel-group-number 1 6
counters

internal

neighbor
sys-id LACP
LACP MAC

| begin expression
| exclude expression

| include expression
expression

EXEC

12.2(25)FX

show lacp
show lacp

channel-group-number sys-id

| exclude output output
Output

show lacp counters EXEC 2-24

Switch> show lacp counters

LACPDUSs Marker Marker Response LACPDUs
Port Sent Recv Sent Recv Sent Recv Pkts Err
Channel group:1
Gio/1 19 10 0 0 0 0 0
Gi0/2 14 6 0 0 0 0 0
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W showlacp

2-24 show lacp counters

LACPDUs Sent/Recv LACP

Marker Sent/Recv LACP Marker
Marker Response Sent/Recv LACP Marker
LACPDUs Pkts Err LACP

show lacp internal

Switch> show lacp 1 internal
Flags: S - Device is requesting Slow LACPDUs
F - Device is requesting Fast LACPDUs
A - Device is in Active mode P - Device is in Passive mode

Channel group 1

LACP port Admin Oper Port Port
Port Flags State Priority Key Key Number State
Gi0/1 SA bndl 32768 0x3 0x3 0x4 0x3D
Gi0/2 SA bndl 32768 0x3 0x3 0x5 0x3D
2-25
2-25 show lacp internal

State

. | unknown

e bndl —

® susp — suspended

e hot-shy — hot-standby

e indiv—

e indep — independent

LACP

e down—

LACP Port Priority
LACP

Admin Key LACP 16
Oper Key LACP 16
Port Number

Catalyst 2960
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showlacp W

2-25 show lacp internal

Port State 8

LACP_Activity
LACP_Timeout
Aggregation
Synchronization
Collecting
Distributing
Defaulted
Expired

L ]
~N oo o1~ W N BB O

7 MSB 0 LSB

show lacp neighbor

Switch> show lacp neighbor
Flags: S - Device is sending Slow LACPDUs F - Device is sending Fast LACPDUs
A - Device is in Active mode P - Device is in Passive mode

Channel group 3 neighbors

Partner’s information:

Partner Partner Partner
Port System ID Port Number Age Flags
Gio/1 32768,0007.eb49.5e80 0xC 19s SP

LACP Partner Partner Partner

Port Priority Oper Key Port State

32768 0x3 0x3C

Partner’s information:

Partner Partner Partner
Port System ID Port Number Age Flags
Gio/2 32768,0007.eb49.5e80 0xD 15s SP

LACP Partner Partner Partner

Port Priority Oper Key Port State

32768 0x3 0x3C

show lacp sys-id

Switch> show lacp sys-id
32765,0002.4b29.3a00

MAC
2 6
MAC
clear lacp LACP
lacp port-priority LACP
lacp system-priority LACP
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Bl show mac access-group

show mac access-group

MAC Access
Control List ACL; show mac access-group EXEC

show mac access-group [interface interface-id] [ | {begin | exclude | include} expression]

interface interface-id MAC ACL
1 6 EXEC

| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)FX

| exclude output output
Output
show mac-access group EXEC
2 MAC macl_el MAC ACL

Switch> show mac access-group
Interface GigabitEthernetO/1:
Inbound access-list is not set
Interface GigabitEthernet0/2:
Inbound access-1list is macl_el
Interface GigabitEthernet0/3:
Inbound access-1list is not set
Interface GigabitEthernet0/4:
Inbound access-list is not set

show mac access-group interface gigabitethernet0/1

Switch# show mac access-group interface gigabitethernet0/1
Interface GigabitEthernetO/1:
Inbound access-1list is macl_el

mac access-group MAC
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show mac address-table W

show mac address-table

MAC
VLAN LAN MAC
show mac address-table
EXEC

show mac address-table [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show mac address-table

Switch> show mac address-table
Mac Address Table

Vlan Mac Address Type Ports
All 0000.0000.0001 STATIC CPU
All 0000.0000.0002 STATIC CPU
All 0000.0000.0003 STATIC CPU
All 0000.0000.0009 STATIC CPU
All 0000.0000.0012 STATIC CPU
All 0180.c200.000b STATIC CPU
All 0180.c200.000c STATIC CPU
All 0180.c200.000d STATIC CPU
All 0180.c200.000e STATIC CPU
All 0180.c200.000£ STATIC CPU
All 0180.c200.0010 STATIC CPU

1 0030.9441.6327 DYNAMIC Gi0/4

Total Mac Addresses for this criterion: 12

Catalyst 2960
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Ml show mac address-table

clear mac address-table dynamic MAC

VLAN
show mac address-table aging-time VLAN VLAN
show mac address-table count VLAN VLAN
show mac address-table dynamic MAC
show mac address-table interface MAC
show mac address-table notification

MAC

show mac address-table static MAC
show mac address-table vlan VLAN MAC
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show mac address-table address W

show mac address-table address

MAC MAC
show mac address-table address EXEC

show mac address-table address mac-address [interface interface-id] [vlan vlan-id] [ | {begin | exclude
| include} expression]

mac-address 48 MAC H.H.H

interface interface-id

vlan vlan-id VLAN LAN
1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show mac address-table address

Switch# show mac address-table address 0002.4b28.c482
Mac Address Table

Vlan Mac Address Type Ports

All 0002.4b28.c482 STATIC CPU
Total Mac Addresses for this criterion: 1
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M show mac address-table aging-time

show mac address-table aging-time VLAN VLAN
show mac address-table count VLAN VLAN
show mac address-table dynamic MAC

show mac address-table interface MAC

show mac address-table notification

MAC
show mac address-table static MAC
show mac address-table vlan VLAN MAC
show mac address-table aging-time
VLAN LAN
VLAN VLAN
show mac address-table aging-time EXEC

show mac address-table aging-time [vlan vlan-id] [ | {begin | exclude | include} expression]

vlan vlan-id VLAN
1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
VLAN VLAN
| exclude output output
Output
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show mac address-table aging-time

Switch> show mac address-table aging-time
Vlan Aging Time

1 300

show mac address-table aging-time vlan 10

Switch> show mac address-table aging-time vlan 10
Vlan Aging Time

show mac address-table aging-time ||

mac address-table aging-time

MAC
show mac address-table address MAC MAC
show mac address-table count VLAN VLAN
show mac address-table dynamic MAC
show mac address-table interface MAC
show mac address-table notification
MAC
show mac address-table static MAC
show mac address-table vlan VLAN
Catalyst 2960
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Wl show mac address-table count

show mac address-table count

VLAN LAN VLAN show
mac address-table count EXEC

show mac address-table count [vlan vlan-id] [ | {begin | exclude | include} expression]

vlan vlan-id VLAN 1
4094

| begin expression

| exclude expression

| include expression

expression

EXEC
12.2(25)FX
VLAN VLAN
| exclude output output
Output

show mac address-table count

Switch# show mac address-table count
Mac Entries for Vlan 1
Dynamic Address Count : 2
Static Address Count : 0
Total Mac Addresses H

show mac address-table address MAC MAC

show mac address-table aging-time VLAN VLAN

show mac address-table dynamic MAC

show mac address-table interface MAC

show mac address-table notification

MAC
show mac address-table static MAC
show mac address-table vlan VLAN MAC
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show mac address-table dynamic ||

show mac address-table dynamic

MAC
show mac address-table dynamic EXEC

show mac address-table dynamic [address mac-address] [interface interface-id] [vlan vlan-id]
[ | {begin | exclude | include} expression]

address mac-address 48 MAC
H.H.H EXEC

interface interface-id

vlan vlan-id VLAN 1
4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show mac address-table dynamic

Switch> show mac address-table dynamic
Mac Address Table

Vlan Mac Address

1 0030.b635.7862
1 00b0.6496.2741

Type Ports
DYNAMIC Gi0/2
DYNAMIC Gi0/2

Total Mac Addresses for this criterion: 2
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B show mac address-table dynamic

clear mac address-table dynamic MAC
VLAN
show mac address-table address MAC MAC
show mac address-table aging-time VLAN VLAN
show mac address-table count VLAN VLAN
show mac address-table interface MAC
show mac address-table static MAC
show mac address-table vlan VLAN MAC

i Catalyst 2960

78-16882-02-J |



Catalyst 2960

Cisco 10S

show mac address-table interface W

show mac address-table interface

VLAN LAN

MAC
show mac address-table interface

show mac address-table interface interface-id [vlan vlan-id] [ | {begin | exclude | include} expression]

interface-id
vlan vlan-id VLAN 1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show mac address-table interface

Switch> show mac address-table interface gigabitethernet0/2

Mac Address Table

1 0030.b635.7862
1 00b0.6496.2741

DYNAMIC Gi0/2
DYNAMIC Gi0/2

Total Mac Addresses for this criterion: 2

show mac address-table address MAC MAC
show mac address-table aging-time VLAN VLAN
show mac address-table count VLAN VLAN
show mac address-table dynamic MAC
show mac address-table notification
MAC

show mac address-table static MAC
show mac address-table vlan VLAN MAC
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Bl show mac address-table move update

show mac address-table move update

MAC
update EXEC

show mac address-table move update [ | {begin | exclude | include} expression]

show mac address-table move

| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)SED

lexclude output output
Output

show mac address-table move update

Switch> show mac address-table move update
Switch-ID : 010b.4630.1780

Dst mac-address : 0180.c200.0010
Vlans/Macs supported : 1023/8320

Default/Current settings: Rcv O0ff/On, Xmt Off/On

Max packets per min : Rcv 40, Xmt 60
Rcv packet count : 10

Rcv conforming packet count : 5

Rcv invalid packet count : 0

Rcv packet count this min : 0

Rcv threshold exceed count : 0

Rcv last sequence# this min : 0

Rcv last interface : Po2

Rcv last src-mac-address : 0003.fd6a.8701
Rcv last switch-ID : 0303.£d63.7600
Xmt packet count : 0

Xmt packet count this min : 0

Xmt threshold exceed count : 0

Xmt pak buf unavail cnt : 0

Xmt last interface : None

switch#

clear mac address-table move update

MAC

mac address-table move update {receive | transmit}

MAC
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show mac address-table notification W

show mac address-table notification

MAC
show mac address-table notification EXEC

show mac address-table notification [interface [interface-id]] [ | {begin | exclude | include} expression]

interface
interface-id
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
show mac address-table notification
MAC
interface interface-id
| exclude output output
Output

Catalyst 2960
| 78-16882-02-J .m



2 Catalyst 2960 Cisco 10S
Bl show mac address-table notification
show mac address-table notification
Switch> show mac address-table notification
MAC Notification Feature is Enabled on the switch
Interval between Notification Traps : 60 secs
Number of MAC Addresses Added : 4
Number of MAC Addresses Removed : 4
Number of Notifications sent to NMS : 3
Maximum Number of entries configured in History Table : 100
Current History Table Length : 3
MAC Notification Traps are Enabled
History Table contents
History Index 0, Entry Timestamp 1032254, Despatch Timestamp 1032254
MAC Changed Message
Operation: Added Vlan: 2 MAC Addr: 0000.0000.0001 Module: O Port: 1
History Index 1, Entry Timestamp 1038254, Despatch Timestamp 1038254
MAC Changed Message
Operation: Added Vlan: 2 MAC Addr: 0000.0000.0000 Module: O Port: 1
Operation: Added Vlan: 2 MAC Addr: 0000.0000.0002 Module: O Port: 1
Operation: Added Vlan: 2 MAC Addr: 0000.0000.0003 Module: O Port: 1
History Index 2, Entry Timestamp 1074254, Despatch Timestamp 1074254
MAC Changed Message
Operation: Deleted Vlan: 2 MAC Addr: 0000.0000.0000 Module: O Port: 1
Operation: Deleted Vlan: 2 MAC Addr: 0000.0000.0001 Module: O Port: 1
Operation: Deleted Vlan: 2 MAC Addr: 0000.0000.0002 Module: O Port: 1
Operation: Deleted Vlan: 2 MAC Addr: 0000.0000.0003 Module: O Port: 1
clear mac address-table notification MAC
show mac address-table address MAC MAC
show mac address-table aging-time VLAN VLAN
show mac address-table count VLAN VLAN
show mac address-table dynamic MAC
show mac address-table interface MAC
show mac address-table static MAC
show mac address-table vlan VLAN MAC
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show mac address-table static W

show mac address-table static

MAC

show mac address-table static

EXEC

show mac address-table static [address mac-address] [interface interface-id] [vlan vlan-id]
[ | {begin | exclude | include} expression]

address mac-address 48 MAC
H.H.H EXEC
interface interface-id
vlan vlan-id VLAN 1
4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show mac address-table static
Switch> show mac address-table static

Mac Address Table

Vlan Mac Address Type Ports
All 0100.0ccc.cccc  STATIC CPU
All 0180.c200.0000 STATIC CPU
All 0100.0ccc.cccd STATIC CPU
All 0180.c200.0001 STATIC CPU
All 0180.c200.0004 STATIC CPU
All 0180.c200.0005 STATIC CPU

4 0001.0002.0004 STATIC Drop
6 0001.0002.0007 STATIC Drop

Total Mac Addresses for this criterion: 8
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W show mac address-table static

mac address-table static

MAC

mac address-table static drop

MAC
MAC

show mac address-table address

MAC MAC

show mac address-table aging-time

VLAN VLAN

show mac address-table count

VLAN VLAN

show mac address-table dynamic

MAC

show mac address-table interface

MAC

show mac address-table notification

MAC

show mac address-table vlan

VLAN MAC
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show mac address-table vian W

show mac address-table vian

VLAN

LAN MAC

show mac address-table vlan EXEC

show mac address-table vlan vlan-id [ | {begin | exclude | include} expression]

vlan-id VLAN 1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show mac address-table vlan 1

Switch> show mac address-table vlan 1
Mac Address Table

0100.0ccc.cccc
1 0180.c200.0000
1 0100.0ccc.cccd
1 0180.c200.0001
1 0180.c200.0002
1 0180.c200.0003
1 0180.c200.0005
1 0180.c200.0006
1 0180.c200.0007

STATIC CPU
STATIC CPU
STATIC CPU
STATIC CPU
STATIC CPU
STATIC CPU
STATIC CPU
STATIC CPU
STATIC CPU

Total Mac Addresses for this criterion: 9
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Ml show mac address-table vlan

show mac address-table address MAC MAC
show mac address-table aging-time VLAN VLAN
show mac address-table count VLAN VLAN
show mac address-table dynamic MAC
show mac address-table interface MAC
show mac address-table notification
MAC
show mac address-table static MAC
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showmis qgos W

show mls qos

Quality of Service QoS; show mls qos
EXEC

show mils qos [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
QoS Differentiated Services Code Point DSCP
show mls qos

Switch> show mls gos
QoS is enabled
QoS ip packet dscp rewrite is disabled

QoS DSCP show mls qos

Switch> show mls gos
QoS is enabled
QoS ip packet dscp rewrite is enabled

mls qos QoS
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Bl show mis qos aggregate-policer

show mls gos aggregate-policer

Quality of Service QoS;
aggregate-policer EXEC

show mls qos

show mls qos aggregate-policer [aggregate-policer-name] [ | {begin | exclude | include} expression]

aggregate-policer-name

| begin expression

| exclude expression

| include expression

expression

EXEC
12.2(25)FX
| exclude output output
Output

show mls qos aggregate-policer

Switch> show mls gos aggregate-policer policerl
aggregate-policer policerl 1000000 2000000 exceed-action drop
Not used by any policy map

mls qos aggregate-policer
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show mis gos input-queue

Quality of Service QoS;

EXEC

show mis qos input-queue W

show mls qos input-queue

show mls gos input-queue [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

show mls qos input-queue

Switch> show mls gos input-queue

Queue : 1 2
buffers : 90 10
bandwidth : 4 4
priority : 0 10
thresholdl: 100 100
threshold2: 100 100

mls qos srr-queue input bandwidth

Shaped Round Robin SRR

mls gos srr-queue input buffers

mls qos srr-queue input cos-map

Class of Service CoS;
CoS
ID

mls gos srr-queue input dscp-map

Differentiated Services Code Point
DSCP DSCP

1D

mls qos srr-queue input priority-queue

mls gos srr-queue input threshold

Weighted Tail-Drop WTD;
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W showmls qos interface

show mls qos interface

Quality of Service QoS; show mls qos interface
EXEC

show mls qos interface [interface-id] [buffers | queueing | statistics] [ | {begin | exclude | include}
expression]

interface-id QoS

buffers

gueueing

statistics Differentiated Services Code Point DSCP

Class of Service CoS;

| begin expression

| exclude expression

| include expression

expression

A
policers
EXEC
12.2(25)FX
| exclude output output
Output
VLAN QoS show mls qos interface interface-id

Switch> show mls gos interface gigabitethernet0/1
GigabitEthernet0/1

trust state:not trusted

trust mode:not trusted

trust enabled flag:ena

COS override:dis

default COS:0

DSCP Mutation Map:Default DSCP Mutation Map

Trust device:none

gos mode:vlan-based
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show mils gos interface | |

VLAN QoS show mls gos interface interface-id

Switch> show mls gos interface gigabitethernet0/2
GigabitEthernet0/2

trust state:not trusted

trust mode:not trusted

trust enabled flag:ena

COS override:dis

default COS:0

DSCP Mutation Map:Default DSCP Mutation Map
Trust device:none

gos mode:port-based

show mls qos interface interface-id buffers

Switch> show mls gos interface gigabitethernet0/2 buffers
GigabitEthernet0/2

The port is mapped to gset : 1

The allocations between the gqueues are : 25 25 25 25

show mils qos interface interface-id queueing
Shaped Round Robin SRR

Switch> show mls gos interface gigabitethernet0/2 queueing

GigabitEthernet0/2

Egress Priority Queue :enabled

Shaped queue weights (absolute) : 25 0 0 0
Shared queue weights : 25 25 25 25

The port bandwidth is limited to: 100%
The port is mapped to gset : 1
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W showmls qos interface

show mls gos interface interface-id statistics

Switch> show mls qgos interface gigabitethernet0/2 statistics

Gigabi

dscp

tEthernet0/2

: incoming

10 -
15 -
20 -
25 -
30 -
35 -
40 -
45 -
50 -
55 -
60 -
dscp

4 : 4213

O O OO O O oo oo oo

: outgoing

O O O O O O O o oo o o o

cos:

4 : 363949

14
19
24
29
34
39
44
49
54
59
64 :
incoming

O O O O O O O O O O o o

O O O O O O O O O O O O o

4 132067
9 : 0
outgoing

Police

4 : 739155
9 : 90

r: Inprofile:

O O O O O O O O oo o o o

O O O O O O O O O o o o o

0 OutofProfile:

O O O 0O O OO O oo o o o

O O O O O O O O O o o o o

O O O O O O O oo o o o

O O O O O O o oo o oo

2-26

2-26  show mis qos interface statistics
dscp incoming DSCP
outgoing DSCP
CoS incoming CoS
outgoing CoS
Policer Inprofile
OutofProfile
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show mis qos interface M

mls gqos queue-set output buffers

mls gqos queue-set output threshold

Weighted Tail-Drop WTD;

mls gos srr-queue input bandwidth SRR
mls gos srr-queue input buffers
mls qos srr-queue input cos-map CoS CoS
ID
mls gos srr-queue input dscp-map DSCP DSCP
ID

mls qos srr-queue input priority-queue
mls gos srr-queue input threshold WTD
mls qos srr-queue output cos-map CoS

1D
mls gos srr-queue output dscp-map DSCP

ID
policy-map
priority-queue
queue-set
srr-queue bandwidth limit
srr-queue bandwidth shape
4
srr-queue bandwidth share
4
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Ml show mlis qos maps

show mis gos maps

Quality of Service QoS;
EXEC

Class of Service CoS;
IP precedence

Code Point DSCP

show mls qos maps
QoS
Differentiated Services

CoS DSCP

show mls gqos maps [cos-dscp | cos-input-q | cos-output-q | dscp-cos | dscp-input-q | dscp-mutation
dscp-mutation-name | dscp-output-q | ip-prec-dscp | policed-dscp] [ | {begin | exclude | include}

expression]

cos-dscp CoS/DSCP
cos-input-q CoS
cos-output-q CoS
dscp-cos DSCP/CoS
dscp-input-q DSCP
dscp-mutation DSCP/DSCP-mutation
dscp-mutation-name
dscp-output-q DSCP
ip-prec-dscp IP precedence/DSCP
policed-dscp DSCP
| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)FX

| exclude output output
Output
DSCP DSCP/CoS DSCP/DSCP-mutation
di DSCP d2 DSCP
dl d2 DSCP CoS
Mutated-DSCP DSCP/CoS DSCP 43 CoS 5
DSCP DSCP
di DSCP d2
DSCP di d2

ID ID DSCP

DSCP 43 2 1 02-01
CoS CoS 1

CoS 2 1D ID

CoS CoS 5 2

1 21
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show mls qos maps

Switch> show mls gos maps

Policed-dscp map:

show mis qos maps W

dl : d20 1 2 3 4 5 6 7 8 9
0 : 00 01 02 03 04 05 06 07 08 09
1 : 10 11 12 13 14 15 16 17 18 19
2 20 21 22 23 24 25 26 27 28 29
3 30 31 32 33 34 35 36 37 38 39
4 40 41 42 43 44 45 46 47 48 49
5 : 50 51 52 53 54 55 56 57 58 59
6 : 60 61 62 63
Dscp-Ccos map:
dl : d20 1 2 3 4 5 6 7 8 9
0 : 00 00 00 00 00 00 00 00 01 01
1 : 01 01 01 01 01 01 02 02 02 02
2 02 02 02 02 03 03 03 03 03 03
3 03 03 04 04 04 04 04 04 04 04
4 05 05 05 05 05 05 05 05 06 06
5 : 06 06 06 06 06 06 07 07 07 07
6 : 07 07 07 07
Cos-dscp map:
cos: 0o 1 2 3 4 5 6 7
dscp: 0 8 16 24 32 40 48 56
IpPrecedence-dscp map:
ipprec: 0 1 2 3 4 5 6 7
dscp 0 8 16 24 32 40 48 56
Dscp-outputg-threshold map:
dl :d2 0 1 2 3 4 5 6 7 8 9
0 : 02-01 02-01 02-01 02-01 02-01 02-01 02-01 02-01 02-01 02-01
1 : 02-01 02-01 02-01 02-01 02-01 02-01 03-01 03-01 03-01 03-01
2 03-01 03-01 03-01 03-01 03-01 03-01 03-01 03-01 03-01 03-01
3 03-01 03-01 04-01 04-01 04-01 04-01 04-01 04-01 04-01 04-01
4 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 04-01 04-01
5 : 04-01 04-01 04-01 04-01 04-01 04-01 04-01 04-01 04-01 04-01
6 : 04-01 04-01 04-01 04-01
Dscp-inputg-threshold map:
dl :d2 0 1 2 3 4 5 6 7 8 9
0 : 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01
1 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01
2 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01
3 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01
4 02-01 02-01 02-01 02-01 02-01 02-01 02-01 02-01 01-01 01-01
5 : 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01 01-01
6 : 01-01 01-01 01-01 01-01
Cos-outputg-threshold map:
cos: O 1 2 3 4 5 6 7

2-1 2-1 3-1 3-1 4-1 1-1 4-1 4-1

queue-threshold:

Cos-inputg-threshold map:

COos:

0 1 2

1-11-11-11-11-1 2-1 1-1 1-1

queue-threshold:
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Ml show mlis qos maps

Dscp-dscp mutation map:

Default DSCP Mutation

dl

d2 0

1

2

3

mls qos map

CoS/DSCP DSCP/CoS DSCP/DSCP-mutation
IP precedence/DSCP

DSCP

mls qos srr-queue input cos-map

CoS CoS

mls gos srr-queue input dscp-map

DSCP DSCP

mls qos srr-queue output cos-map

CoS
1D

mls qos srr-queue output dscp-map

DSCP
1D
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show mis qos queue-set W

show mis gos queue-set

Quality of Service QoS; show mls gos queue-set
EXEC

show mls gos queue-set [gset-id] [ | {begin | exclude | include} expression]

gset-id ID
4 1 2

| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)FX

| exclude output output
Output
show mls qos queue-set

Switch> show mls gos queue-set
Queueset: 1
Queue : 1 2 3 4
buffers  : 25 25 25 25
thresholdl: 100 200 100 100
threshold2: 100 200 100 100
reserved : 50 50 50 50
maximum : 400 400 400 400
Queueset: 2
Queue : 1 2 3 4
buffers : 25 25 25 25
thresholdl: 100 200 100 100
threshold2: 100 200 100 100
reserved : 50 50 50 50
maximum : 400 400 400 400
mls gqos queue-set output buffers
mls gqos queue-set output threshold Weighted Tail-Drop WTD;
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Ml show mis gos vian

show mis gos vlan

Switch Virtual Interface SVI

EXEC

show mls gos vlan

show mls gos vlan vlan-id [ | {begin | exclude | include} expression]

vlan-id SVl VLANID
1 4094

| begin expression

| exclude expression

| include expression

expression

EXEC
12.2(25)FX
show mls qos vlan VLAN Quality of Service QoS;
| exclude output output

Output

show mls qos vlan

Switch> show mls gos vlan 10

VlanlO

Attached policy-map for Ingress:pm-test-pm-2

policy-map
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show monitor l

show monitor

Switched Port Analyzer SPAN; Remote SPAN
RSPAN show monitor EXEC

show monitor [session {session_number | all | local | range list | remote} [detail]] [ | {begin | exclude |
include} expression]

session SPAN
session_number SPAN RSPAN 1
66
all SPAN
local SPAN
range list SPAN list 1
2

EXEC
remote SPAN
detail
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
show monitor show monitor session all
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W show monitor

show monitor EXEC

Switch# show monitor
Session 1

Type : Local Session
Source Ports

RX Only : Gi0/1

Both : Gi0/2-3,Gi0/5-6
Destination Ports : Gi0/20
Encapsulation : Replicate
Ingress : Disabled

Session 2

Type : Remote Source Session
Source VLANs

TX Only : 10

Both : 1-9

Dest RSPAN VLAN : 105

SPAN 1

Switch# show monitor session 1
Session 1

Type : Local Session

Source Ports

RX Only : Gi0/1

Both : Gi0/2-3,Gi0/5-6
Destination Ports : Gi0/20
Encapsulation : Replicate
Ingress : Disabled

Switch# show monitor session all
Session 1

Type : Local Session

Source Ports

Both : Gi0/2

Destination Ports : Gi0/3
Encapsulation : Native

Ingress : Enabled, default VLAN = 5
Ingress encap : DOT1Q

Session 2

Type : Local Session

Source Ports

Both : Gi0/8

Destination Ports : Gi0/12
Encapsulation : Replicate

Ingress : Enabled, default VLAN = 4
Ingress encap : Untagged

show monitor

EXEC

show monitor session all EXEC

monitor session SPAN RSPAN
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show mvr

Multicast VLAN Registration MVR

showmvr W

show mvr EXEC MVR
MVR VLAN LAN
MVR
show mvr [ | {begin | exclude | include} expression]
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
show mvr

Switch# show mvr

MVR
MVR
MVR
MVR
MVR
MVR

Running: TRUE

multicast VLAN: 1

Max Multicast Groups: 256

Current multicast groups: 0

Global query response time: 5 (tenths of sec)
Mode: compatible

256 MVR
Catalyst 2900 XL Catalyst 3500 XL
IGMP MVR
mvr MVR
mvr MVR
show mvr interface interface members
MVR

show mvr members

MVR
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Wl show mvr interface

show mvr Interface

Multicast VLAN Registration MVR

show mvr interface EXEC
MVR

show mvr interface [interface-id [members [vlan vlan-id]]] [ | {begin | exclude | include} expression]

interface-id MVR

members MVR
vlan vlan-id VLAN LAN MVR

1 4094

| begin expression

| exclude expression

| include expression

expression

EXEC
12.2(25)FX
MVR
members MVR
VLAN ID VLAN MVR
| exclude output output
Output
show mvr interface
Switch# show mvr interface
Port Type Status Immediate Leave
Gio/1 SOURCE ACTIVE/UP DISABLED
Gi0/2 RECEIVER ACTIVE/DOWN DISABLED
Status

e ACTIVE VLAN

e UP/DOWN

* INACTIVE VLAN
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show mvr interface

Switch# show mvr interface gigabitethernet0/2
Type: RECEIVER Status: ACTIVE Immediate Leave: DISABLED

show mvr interface interface-id members

Switch# show mvr interface gigabitethernet0/2 members
239.255.0.0 DYNAMIC ACTIVE

show mvr interface W

239.255.0.1 DYNAMIC ACTIVE

239.255.0.2 DYNAMIC ACTIVE

239.255.0.3 DYNAMIC ACTIVE

239.255.0.4 DYNAMIC ACTIVE

239.255.0.5 DYNAMIC ACTIVE

239.255.0.6 DYNAMIC ACTIVE

239.255.0.7 DYNAMIC ACTIVE

239.255.0.8 DYNAMIC ACTIVE

239.255.0.9 DYNAMIC ACTIVE

mvr MVR
mvr MVR

show mvr MVR
show mvr members MVR
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W show mvr members

show mvr

members

IP
show mvr members EXEC

show mvr members [ip-address] [ | {begin | exclude | include} expression]

ip-address IP IP
IP
Multicast VLAN Registration MVR
Inactive
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
show mvr members MVR
| exclude output output
Output
show mvr members
Switch# show mvr members
MVR Group IP Status Members
239.255.0.1 ACTIVE Gi0/1(d), Gi0/5(s)
239.255.0.2 INACTIVE None
239.255.0.3 INACTIVE None
239.255.0.4 INACTIVE None
239.255.0.5 INACTIVE None
239.255.0.6 INACTIVE None
239.255.0.7 INACTIVE None
239.255.0.8 INACTIVE None
239.255.0.9 INACTIVE None
239.255.0.10 INACTIVE None
show mvr members ip-address IP

Switch# show mvr members 239.255.0.2
239.255.003.--22 ACTIVE Gi0/1(d), Gio/2(d), Gi0/3(d),
Gi0/4(d), Gi0/5(s)
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show pagp M

mvr MVR
mvr MVR
show mvr MVR
show mvr interface members
MVR

show pagp

Port Aggregation Protocol PAgP;
show pagp EXEC

show pagp [channel-group-number] {counters | internal | neighbor} [ | {begin | exclude | include}
expression]]

channel-group-number 1 6

counters

internal
neighbor

| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

show pagp
show pagp

| exclude output output
Output
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M show pagp

show pagp 1 counters

Switch> show pagp 1 counters
Information Flush
Port Sent Recv Sent Recv
Channel group: 1
Gio/1 45 42 0 0
Gio0/2 45 41 0 0

show pagp 1 internal

Switch> show pagp 1 internal

Flags: S - Device is sending Slow hello.

A - Device is in Auto mode.
Timers: H - Hello timer is running.
S - Switching timer is running.

Channel group 1

C - Device is in Consistent state.

Q - Quit timer is running.
I - Interface timer is running.

Hello Partner PAgP Learning Group
Port Flags State Timers Interval Count Priority Method Ifindex
Gio/1 ScC Uu6/s87 H 30s 1 128 Any 16
Gi0/2 SC Uu6/s87 H 30s 1 128 Any 16

show pagp 1 neighbor

Switch> show pagp 1 neighbor

Flags: S - Device is sending Slow hello. C - Device is in Consistent state.

A - Device is in Auto mode.

Channel group 1 neighbors

P - Device learns on physical port.

Partner Partner Partner Partner Group
Port Name Device ID Port Age Flags Cap.
Gio/1 switch-p2 0002.4b29.4600 Gio/1 9s SC 10001
Gi0/2 switch-p2 0002.4b29.4600 Gio/2 24s SC 10001
clear pagp PAgP
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show parser macro W

show parser macro

show parser macro EXEC

show parser macro [{brief | description [interface interface-id] | name macro-name}] [ | {begin |
exclude | include} expression]

brief

description

[interface interface-id]

name macro-name 1
| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

| exclude output output
Output

show parser macro

Switch# show parser macro

Total number of macros = 6

Macro name : cisco-global

Macro type : default global

# Enable dynamic port error recovery for link state
# failures

errdisable recovery cause link-flap

errdisable recovery interval 60

Macro name : cisco-desktop

Macro type : default interface

# macro keywords S$SAVID

# Basic interface - Enable data VLAN only

# Recommended value for access vlan (AVID) should not be 1
switchport access vlan S$SAVID

switchport mode access
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M show parser macro

Macro name : cisco-phone

Macro type : default interface

Cisco IP phone + desktop template

macro keywords S$SAVID $SVVID

VoIP enabled interface - Enable data VLAN

and voice VLAN (VVID)

Recommended value for access vlan (AVID) should not be 1
switchport access vlan S$SAVID

switchport mode access

H H H H H

Macro name : cisco-switch

Macro type : default interface

macro keywords S$SNVID

Access Uplink to Distribution

Do not apply to EtherChannel/Port Group

Define unique Native VLAN on trunk ports

Recommended value for native vlan (NVID) should not be 1
switchport trunk native vlan S$SNVID

£

H H H H

Macro name : cisco-router

Macro type : default interface

# macro keywords $NVID

# Access Uplink to Distribution

# Define unique Native VLAN on trunk ports

# Recommended value for native vlan (NVID) should not be 1
switchport trunk native vlan SNVID

Macro name : snmp
Macro type : customizable

#enable port security, linkup, and linkdown traps
snmp-server enable traps port-security
snmp-server enable traps linkup

snmp-server enable traps linkdown

#set snmp-server host

snmp-server host ADDRESS

#set SNMP trap notifications precedence
snmp-server ip precedence VALUE

show parser macro name

Switch# show parser macro name standard-switchlO
Macro name : standard-switchlO

Macro type : customizable

macro description standard-switchl0

# Trust QoS settings on VOIP packets

auto gos voip trust

# Allow port channels to be automatically formed
channel-protocol pagp

Catalyst 2960
m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

show parser macro W

show parser macro brief

Switch# show parser macro brief
default global : cisco-global
default interface: cisco-desktop
default interface: cisco-phone
default interface: cisco-switch
default interface: cisco-router
customizable : snmp

show parser macro description

Switch# show parser macro description
Global Macro(s): cisco-global

Interface Macro Description(s)
Gio/1 standard-switchl0
Gi0/2 this is test macro

show parser macro description interface

Switch# show parser macro description interface gigabitethernet0/2
Interface Macro Description

macro apply

macro description

macro global

macro global description

macro name

show running-config
Cisco 10S Configuration
Fundamentals Command Reference, Release 12.2 > File Management
Commands > Configuration File Management Commands
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Bl show policy-map

show policy-map

Quality of Service QoS;
show policy-map EXEC

show policy-map [policy-map-name [class class-map-name]] [ | {begin | exclude | include} expression]

policy-map-name
class class-map-name QoS
| begin expression

| exclude expression

| include expression

expression

control-plane interface

EXEC

12.2(25)FX

| exclude output output
Output

show policy-map

Switch> show policy-map
Policy Map videowizard_policy2
class videowizard_10-10-10-10
set dscp 34
police 100000000 2000000 exceed-action drop

Policy Map mypolicy
class dscpb
set dscp 6

policy-map
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show port-security W

show port-security

show port-security EXEC

show port-security [interface interface-id] [address | vlan] [ | {begin | exclude | include} expression]

interface interface-id

address MAC

vlan VLAN LAN

trunk

| begin expression

| exclude expression

| include expression
expression

EXEC

12.2(25)FX

interface-id

address MAC

interface-id address
MAC

MAC

vlan VLAN

MAC
trunk

|exclude output output
Output
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M show port-security

show port-security

Switch# show port-security

Secure Port MaxSecureAddr CurrentAddr SecurityViolation Security Action
(Count) (Count) (Count)
Gio/1 1 0 0 Shutdown
Total Addresses in System (excluding one mac per port) 1
Max Addresses limit in System (excluding one mac per port) : 6272

show port-security interface interface-id

Switch# show port-security interface gigabitethernet0/1
Port Security : Enabled

Port status : SecureUp

Violation mode : Shutdown

Maximum MAC Addresses : 1

Total MAC Addresses : 0

Configured MAC Addresses : 0

Aging time : 0 mins

Aging type : Absolute

SecureStatic address aging : Disabled
Security Violation count : 0

show port-security address
Switch# show port-security address

Secure Mac Address Table

Vlan Mac Address Type Ports Remaining Age
(mins)
1 0006.0700.0800 SecureConfigured Gi0/2 1
Total Addresses in System (excluding one mac per port) 1
Max Addresses limit in System (excluding one mac per port) : 6272

show port-security interface gigabitethernet0/2 address

Switch# show port-security interface gigabitethernet0/2 address
Secure Mac Address Table

Vlan Mac Address Type Ports Remaining Age
(mins)
1 0006.0700.0800 SecureConfigured Gi0/2 1

Total Addresses: 1

show port-security interface interface-id vlan

Switch# show port-security interface gigabitethernet0/2 vlan
Default maximum:not set, using 5120

VLAN Maximum Current
5 default 1
10 default 54
11 default 101
12 default 101
13 default 201
14 default 501
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show sdm prefer W

clear port-security MAC

switchport port-security

MAC

show sdm prefer

Switch Database
Management SDM show sdm prefer EXEC

show sdm prefer [default | qos] [ | {begin | exclude | include} expression]

default

gos Quality of Service QoS; Access Control Entry  ACE;

| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

sdm prefer SDM
reload
EXEC show sdm prefer show sdm prefer

| exclude output output
Output
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Ml show sdm prefer

show sdm prefer

Switch# show sdm prefer default

"default" template:

The selected template optimizes the resources in
the switch to support this level of features for
0 routed interfaces and 255 VLANSs.

number of unicast mac addresses: 8K
number of IPv4 IGMP groups: 256
number of IPv4/MAC gos aces: 128
number of IPv4/MAC security aces: 384

show sdm prefer qos

Switch# show sdm prefer gos

"gos" template:

The selected template optimizes the resources in
the switch to support this level of features for
0 routed interfaces and 255 VLANSs.

number of unicast mac addresses: 8K

number of IPv4 IGMP groups: 256

number of IPv4/MAC gos aces: 384

number of IPv4/MAC security aces: 128
sdm prefer SDM
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show setup express W

show setup express

Express Setup
EXEC

show setup express

show setup express [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX

show setup express

Switch# show setup express
express setup mode is active

setup express Express Setup
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Bl show spanning-tree

show spanning-tree

show spanning-tree EXEC

show spanning-tree [bridge-group | active [detail] | backbonefast | blockedports | bridge | detail
[active] | inconsistentports | interface interface-id | mst | pathcost method | root | summary
[totals] | uplinkfast | vlan vlan-id] [ | {begin | exclude | include} expression]

show spanning-tree bridge-group [active [detail] | blockedports | bridge | detail [active] |
inconsistentports | interface interface-id | root | summary] [ | {begin | exclude | include}
expression]

show spanning-tree vlan vlan-id [active [detail] | blockedports | bridge | detail [active] |
inconsistentports | interface interface-id | root | summary] [ | {begin | exclude | include}
expression]

show spanning-tree {vlan vlan-id | bridge-group} bridge [address | detail | forward-time | hello-time
| id | max-age | priority [system-id] | protocol] [ | {begin | exclude | include} expression]

show spanning-tree {vlan vlan-id | bridge-group} root [address | cost | detail | forward-time |
hello-time | id | max-age | port | priority [system-id] [ | {begin | exclude | include} expression]

show spanning-tree interface interface-id [active [detail] | cost | detail [active] | inconsistency |
portfast | priority | rootcost | state] [ | {begin | exclude | include} expression]

show spanning-tree mst [configuration [digest]] | [instance-id [detail | interface interface-id [detail]]
[ | {begin | exclude | include} expression]

bridge-group 1
255
active [detail]
EXEC
backbonefast BackboneFast
blockedports
EXEC
bridge [address | detail |
forward-time | hello-time | id | EXEC
max-age | priority [system-id]
| protocol]
detail [active]
EXEC active
inconsistentports EXEC
interface interface-id [active
[detail] | cost | detail [active] | portfast state
inconsistency | portfast | EXEC
priority | rootcost | state]
VLAN
LAN VLAN
1 4094 1 6
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show spanning-tree H

mst [configuration [digest]]

Multiple Spanning-Tree MST

[instance-id [detail | interface EXEC
interface-id [detail]]
digest — MST MSTCI
MD5
2
EXEC
IEEE txholdcount
IEEE BPDU
pre-standard Pre-STD
BPDU
BPDU
pre-standard (config) Pre-STD-Cf
BPDU
BPDU pre-standard
(revd) Pre-STD-Rx
dispute
instance-id — ID
ID 1D
1 4094
interface interface-id —
VLAN LAN
VLAN 1 4094
1 6
detail —
pathcost method
EXEC
root [address | cost | detail |
forward-time | hello-time | id | EXEC
max-age | port | priority
[system-id]]
summary [totals]
IEEE Standard
MST
uplinkfast UplinkFast
vlan vlan-id [active [detail] | VLAN
backbonefast | blockedports | EXEC
bridge [address | detail | VLAN ID VLAN
forward-time | hello-time | id | VLAN VLAN
max-age | priority [system-id] 1 4094
| protocol]
| begin expression
| exclude expression
Catalyst 2960
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Bl show spanning-tree

| include expression
expression
EXEC
12.2(25)FX
12.2(25)SED digest digest transmit hold
count
vlan-id VLAN
| exclude output output
Output

show spanning-tree active

Switch# show spanning-tree active

VLANO00O1
Spanning tree enabled protocol ieee
Root ID Priority 32768
Address 0001.42e2.cdd0
Cost 3038
Port 24 (GigabitEthernet0/1)
Hello Time 2 sec Max Age 20 sec Forward Delay 15 sec
Bridge ID Priority 49153 (priority 49152 sys-id-ext 1)

Address 0003.£d63.9580
Hello Time 2 sec Max Age 20 sec Forward Delay 15 sec
Aging Time 300

Uplinkfast enabled

Interface Role Sts Cost Prio.Nbr Type

Gio/1 Root FWD 3019 128.24 P2p

show spanning-tree detail

Switch# show spanning-tree detail

VLANO00O1l is executing the ieee compatible Spanning Tree protocol
Bridge Identifier has priority 49152, sysid 1, address 0003.£d63.9580
Configured hello time 2, max age 20, forward delay 15
Current root has priority 32768, address 0001.42e2.cdd0
Root port is 24 (GigabitEthernet0/1), cost of root path is 3038
Topology change flag not set, detected flag not set
Number of topology changes 0 last change occurred 1dléh ago
Times: hold 1, topology change 35, notification 2

hello 2, max age 20, forward delay 15

Timers: hello 0, topology change 0, notification 0, aging 300
Uplinkfast enabled
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Port 1 (GigabitEthernet0/1) of VLANO0001l is forwarding

show spanning-tree H

Port path cost 3019, Port priority 128, Port Identifier 128.24.

Designated root has priority 32768, address 0001.42e2.cdd0

Designated bridge has priority 32768, address 00d0.bbf5.c680

Designated port id is 128.25, designated path cost 19
Timers: message age 2, forward delay 0, hold 0
Number of transitions to forwarding state: 1

Link type is point-to-point by default

BPDU: sent 0, received 72364

show spanning-tree interface interface-id

Switch# show spanning-tree interface gigabitethernet0/1
Vlan Role Sts Cost Prio.Nbr Type

VLANOOO1 Root FWD 3019 128.24 P2p

Switch# show spanning-tree summary

Switch is in pvst mode

Root bridge for: none

EtherChannel misconfiguration guard is enabled
Extended system ID is enabled

Portfast is disabled by default
PortFast BPDU Guard is disabled by default
Portfast BPDU Filter is disabled by default

Loopguard is disabled by default
UplinkFast is enabled
BackboneFast is enabled

Pathcost method used is short

Name Blocking Listening Learning Forwarding STP Active

VLANOOO1
VLANO0002
VLANO0004
VLANO0O6
VLANOO31
VLANO0032

37 vlans 109 0 0 47
Station update rate set to 150 packets/sec.

UplinkFast statistics
Number of transitions via uplinkFast (all VLANs)
Number of proxy multicast addresses transmitted (all VLANSs)

BackboneFast statistics

Number of transition via backboneFast (all VLANs)
Number of inferior BPDUs received (all VLANs)
Number of RLQ request PDUs received (all VLANs)
Number of RLQ response PDUs received (all VLANs)
Number of RLQ request PDUs sent (all VLANSs)
Number of RLQ response PDUs sent (all VLANs)

show spanning-tree mst configuration

Switch# show spanning-tree mst configuration
Name [regionl]

Revision 1

Instance Vlans Mapped

0 1-9,21-4094

1 10-20

Catalyst 2960
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Hl show spanning-tree
show spanning-tree mst interface interface-id

Switch# show spanning-tree mst interface gigabitethernet0/1

GigabitEthernet0/1 of MSTO00 is root forwarding

Edge port: no (default) port guard : none (default)

Link type: point-to-point (auto) bpdu filter: disable (default)

Boundary : boundary (STP) bpdu guard : disable (default)

Bpdus sent 5, received 74

Instance role state cost

0 root FWD 200000 128

show spanning-tree mst 0

Switch# show spanning-tree mst 0
#H##### MSTOO vlans mapped:

prio vlans mapped
1,12,14-4094

1-9,21-4094

Bridge address 0002.4b29.7a00 priority 32768 (32768 sysid 0)
Root address 0001.4297.e000 priority 32768 (32768 sysid 0)
port Gio/1 path cost 200038

IST master *this switch

Operational hello time 2, forward delay 15, max age 20, max hops 20

Configured hello time 2, forward delay 15, max age 20, max hops 20

Interface role state cost prio type

GigabitEthernet0/1 root FWD 200000 128 P2P bound(STP)

GigabitEthernet0/2 desg FWD 200000 128 P2P bound(STP)

Port-channell desg FWD 200000 128 P2P bound(STP)

clear spanning-tree counters

clear spanning-tree detected-protocols

spanning-tree backbonefast BackboneFast

spanning-tree bpdufilter Bridge Protocol Data Unit BPDU;
spanning-tree bpduguard BPDU errdisable
spanning-tree cost

spanning-tree extend system-id 1D

spanning-tree guard VLAN
spanning-tree link-type

spanning-tree loopguard default

spanning-tree mst configuration MST MST

spanning-tree mst cost MST

spanning-tree mst forward-time MST

i Catalyst 2960
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show spanning-tree H

spanning-tree mst hello-time

hello BPDU
spanning-tree mst max-age
spanning-tree mst max-hops BPDU
MST
spanning-tree mst port-priority
spanning-tree mst priority
spanning-tree mst root MST
spanning-tree port-priority
spanning-tree portfast PortFast BPDU
BPDU
PortFast
spanning-tree portfast VLAN
PortFast

spanning-tree uplinkfast
spanning-tree vlan VLAN

Catalyst 2960
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W show storm-control

show storm-control

EXEC

show storm-control

show storm-control [interface-id] [broadcast | multicast | unicast] [ | {begin | exclude | include}
expression]

interface-id
ID
broadcast
multicast
unicast
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
interface-id
interface-id
| exclude output output
Output
show storm-control

Switch> show storm-control
Interface Filter State Upper Lower Current
Gio/1 Forwarding 20 pps 10 pps 5 pps
Gi0/2 Forwarding 50.00% 40.00% 0.00%

i Catalyst 2960
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show storm-control

Switch> show storm-control gigabitethernet 0/1

show storm-control

Interface Filter State Upper Lower Current
Gi0/1 Forwarding 20 pps 10 pps 5 pps
2-27 show storm-control
2-27 show storm-control
Interface ID
Filter State
e Blocking —
e Forwarding —
e |nactive —
Upper % /
/
Lower % /
/
Current
storm-control
Catalyst 2960
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Bl show system mtu

show system mtu

Maximum Transmission Unit MTU;
show system mtu EXEC

show system mtu [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
system mtu system mtu jumbo
MTU
MTU  10/100 Mbps MTU
MTU
| exclude output output
Output

show system mtu

Switch# show system mtu
System MTU size is 1500 bytes
System Jumbo MTU size is 1550 bytes

system mtu
MTU

Catalyst 2960
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show udid W
UniDirectional Link Detection UDLD;
show udld EXEC
show udld [interface-id] [ | {begin | exclude | include} expression]
interface-id ID
VLAN LAN
VLAN 1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
interface-id UDLD
| exclude output output
Output
show udld interface-id ubLD

2-28

Switch> show udld gigabitethernet0/1
Interface gi0/1
Port enable administrative configuration setting: Follows device default
Port enable operational state: Enabled
Current bidirectional state: Bidirectional
Current operational state: Advertisement - Single Neighbor detected
Message interval: 60
Time out interval: 5
Entry 1
Expiration time: 146
Device ID: 1
Current neighbor state: Bidirectional
Device name: Switch-A
Port ID: Gi0/1
Neighbor echo 1 device: Switch-B
Neighbor echo 1 port: Gi0/2
Message interval: 5
CDP Device name: Switch-A

Catalyst 2960
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H showudid

2-28 show udid

Interface UDLD

Port enable administrative
configuration setting

UDLD uUbDLD

Port enable operational state

UDLD

Current bidirectional state

uUDLD
unknown
ubDLD
bidirectional

Current operational state UDLD

Message interval

Time out interval

UDLD

Entry 1

Expiration time

Device ID

Current neighbor state
uUDLD

uUbLD

Device name

Switch

Port ID UDLD

Neighbor echo 1 device

Neighbor echo 1 port

Message interval

CDP device name CDP

Switch

udld uUbLD

udld port

UbLD
udld

udld reset UDLD

i Catalyst 2960
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show version

show version W

show version EXEC
show version [ | {begin | exclude | include} expression]
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
show version
Catalyst 2960
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W show version

show version

Switch> show version

Cisco IOS Software, C2960 Software (C2960-LANBASE-M), Version 12.2(0.0.16)FX, CISCO
DEVELOPMENT TEST VERSION

Copyright (c) 1986-2005 by Cisco Systems, Inc.

Compiled Tue 17-May-05 01:43 by yenanh

ROM: Bootstrap program is C2960 boot loader
BOOTLDR: C2960 Boot Loader (C2960-HBOOT-M), Version 12.2 [lgian-flo_pilsner 100]

Switch uptime is 3 days, 20 hours, 8 minutes
System returned to ROM by power-on
System image file is "flash:c2960-lanbase-mz.122-0.0.16.FX.bin"

cisco WS-C2960-24TC-L (PowerPC405) processor with 61440K/4088K bytes of memory.
Processor board ID FHH0916001J

Last reset from power-on

Target IOS Version 12.2(25)FX

1 Virtual Ethernet interface

24 FastEthernet interfaces

2 Gigabit Ethernet interfaces

The password-recovery mechanism is enabled.

64K bytes of flash-simulated non-volatile configuration memory.

Base ethernet MAC Address : 00:0B:FC:FF:E8:80

Motherboard assembly number : 73-9832-02

Motherboard serial number : FHH0916001J

Motherboard revision number : 01

System serial number : FHH09160010

Hardware Board Revision Number : 0x01

Switch Ports Model SW Version SW Image

* 1 26 WS-C2960-24TC-L 12.2(0.0.16)FX C2960-LANBASE-M

Configuration register is OxF

i Catalyst 2960
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showvian W
VLAN LAN VLAN VLAN ID
show vlan EXEC
show vlan [brief | id vlan-id mtu | name vlan-name | remote-span | summary] [ | {begin | exclude |
include} expression]
brief VLAN VLAN 1
id vlan-id VLAN ID 1 VLAN
vlan-id 1 4094
mtu VLAN VLAN

Maximum Transmission Unit MTU;

name vlan-name VLAN 1 VLAN
VLAN 1 32 ASCII
remote-span Remote SPAN RSPAN; SPAN VLAN
summary VLAN
| begin expression
| exclude expression
| include expression
expression
S
ifindex internal usage private-vlan
EXEC
12.2(25)FX
show vlan mtu MTU_Mismatch VLAN MTU
yes VLAN MTU
MTU MTU
VLAN SVI - SVI_MTU
MTU-Mismatch yes MiniMTU
MaxMTU
| exclude output output
Output
Catalyst 2960
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M showvian
show vlan 2-29
Switch> show vlan
VLAN Name Status Ports
1 default active Gi0/1, Gi0/2, Gi0/3, Gi0/4
Gi0/5, GiO/6, Gi0/7, Gi0/8
Gi0/9, Gi0/10, Gi0/11, Gio0/12
Gi0/13, Gi0/14, Gi0/15, GiO/16
2 VLANO0002 active
3 VLANO00O03 active
1000 VLAN1000 active
1002 fddi-default active
1003 token-ring-default active
1004 fddinet-default active
1005 trnet-default active
VLAN Type SAID MTU Parent RingNo BridgeNo Stp BrdgMode Transl Trans2
1 enet 100001 1500 - - - - 1002 1003
enet 100002 1500 - - - - 0 0
3 enet 100003 1500 - - - - 0 0
1005 trnet 101005 1500 - - ibm - 0 0

Remote SPAN VLANs

2-29 show vian

VLAN VLAN

Name VLAN

Status VLAN

Ports VLAN

Type VLAN

SAID VLAN ID

MTU VLAN MTU

Parent VLAN

RingNo VLAN

BridgeNo VLAN

Stp VLAN Spanning-Tree Protocol STP;

BrdgMode VLAN — Source-Route Bridge SRB;

Source-Route Transparent SRT;

SRB

Transl 1

i Catalyst 2960
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2-29 show vian

showvian W

Trans2 2

Remote SPAN VLANSsS RSPAN VLAN

Primary/Secondary/ -

Type/Ports

show vlan summary

Switch> show vlan summary

Number of existing VLANs 45

Number of existing VTP VLANS 45

Number of existing extended VLANs 0

show vlan id

Switch# show vlan id 2
VLAN Name Status Ports

2 VLANO0200 active Gi0/1, Gio0/2
VLAN Type SAID MTU Parent RingNo BridgeNo Stp BrdgMode Transl Trans2
2 enet 100002 1500 - - - - - 0 0
Remote SPAN VLAN

Disabled

switchport mode VLAN LAN

vlan VLAN1 4094 VLAN
vlan VLAN VLAN VLAN

VLAN VLANID1

1005
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W show vmps

show vmps

VLAN Query Protocol VQP VLAN Membership
Policy Server VMPS; VLAN IP
show vmps EXEC
statistics

show vmps [statistics] [ | {begin | exclude | include} expression]

statistics VQP
| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

| exclude output output
Output

show vmps

Switch> show vmps

VQP Client Status:

VMPS VQP Version: 1
Reconfirm Interval: 60 min
Server Retry Count: 3

VMPS domain server:

Reconfirmation status

VMPS Action: other

show vmps statistics 2-30

Switch> show vmps statistics
VMPS Client Statistics

VQP Queries:

VQP Responses:

VMPS Changes:

VQP Shutdowns:

VQP Denied:

VQP Wrong Domain:

VQP Wrong Version:

VQP Insufficient Resource:

O O O O O O O O
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show vmps W

2-30 show vmps statistics

VQP Queries VMPS
VQP Responses VMPS
VMPS Changes VMPS
VQP Shutdowns VMPS
VQP Denied VMPS
VMPS

VLAN[ LAN]

VMP
VQP Wrong Domain VMPS
VLAN
VTP
VQP Wrong Version VMPS
VLAN
VMPS 1
VQP Insufficient VMPS
Resource
clear vmps statistics VQP
vmps reconfirm EXEC VQP VMPS
VLAN
vmps retry VQP
vmps server VMPS 3
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W showvtp

show vtp

VLAN Trunking Protocol VTP; VLAN
show vtp EXEC

show vtp {counters | password | status} [ | {begin | exclude | include} expression]

counters VTP

password VTP
status VTP
| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

| exclude output output
Output

show vtp counters 2-31

Switch> show vtp counters

VTP statistics:

Summary advertisements received
Subset advertisements received
Request advertisements received
Summary advertisements transmitted
Subset advertisements transmitted
Request advertisements transmitted
Number of config revision errors
Number of config digest errors
Number of V1 summary errors

O O O O O o o o o

VTP pruning statistics:

Trunk Join Transmitted Join Received Summary advts received from
non-pruning-capable device

Fa0/47 0 0 0

Fa0/48 0 0 0

Gio/1 0 0 0

Gi0/2 0 0 0
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showvip W

2-31 show vip counters

Summary advertisements
received

Subset advertisements
received 1 VLAN

Request advertisements
received VLAN
VLAN

Summary advertisements
transmitted

Subset advertisements
transmitted 1 VLAN

Request advertisements
transmitted VLAN
VLAN

Number of configuration

revision errors VLAN VLAN

VLAN

MD5

VTP

VTP

Number of configuration |MD5

digest
igest errors MD5

MD5

VTP
VTP

VTP

Catalyst 2960
| 78-16882-02-J .m



2 Catalyst 2960 Cisco 10S |

W showvtp

2-31 show vip counters

Number of V1 summary 1
errors
VTP V2 VTP 1
1
1 VTP 1
V2 VTP 2
VTP V2
Join Transmitted VTP
Join Received VTP
Summary Advts Received
from non-pruning-capable VTP
device
show vtp status 2-32

Switch> show vtp status
VTP Version : 2
Configuration Revision 0
Maximum VLANs supported locally : 1005
Number of existing VLANs : 45
VTP Operating Mode : Transparent
VTP Domain Name : shared_testbedl
VTP Pruning Mode : Disabled
VTP V2 Mode : Disabled
VTP Traps Generation : Enabled

MD5 digest

2-32 show vtp status

0x3A 0x29 0x86 0x39 0xB4 0x5D 0x58 0xD7

VTP Version VTP

1 2
Configuration Revision
Maximum VLANSs VLAN

Supported Locally

Number of Existing VLANs

VLAN

i Catalyst 2960

78-16882-02-J |



2 Catalyst 2960 Cisco 10S
I
showvip W
2-32 show vip status
VTP Operating Mode VTP
— VTP VTP
VLAN
VTP
VLAN NVRAM RAM
VTP
A
NVRAM
NVRAM
VTP
VTP
— VTP VTP
VLAN
VLAN VTP
VTP VLAN
VTP
— VTP
VTP
VLAN
VTP
VTP Domain Name
VTP Pruning Mode
VTP
VTP V2 Mode VTP 2
VTP 2 1
VTP VTP
VTP VTP
2
2
VTP Traps Generation VTP
MD5 Digest VTP 16
Configuration Last Modified
IP
Catalyst 2960
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W showvtp

clear vtp counters VTP
vtp VTP
vtp VLAN VTP
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shutdown W

shutdown

shutdown

no

shutdown

no shutdown

12.2(25)FX

shutdown no
shutdown

VLAN LAN
no shutdown
VLAN

shutdown

show interfaces EXEC

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# shutdown

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# no shutdown

show interfaces EXEC

show interfaces
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W shutdown vian
VLAN LAN
shutdown vlan VLAN
no
shutdown vlan vlan-id
no shutdown vlan vlan-id
vlan-id VLAN ID 2 1001
VLAN Trunking Protocol VTP; VLAN
VLAN VLAN VLAN
1005 VLAN
VLAN 1 1002 1005
12.2(25)FX
shutdown vlan VTP VLAN
VTP
VLAN 2
Switch(config)# shutdown vlan 2
show vlan EXEC
shutdown config-vlan config-vlan vlan vlan-id
VLAN
vlan database VLAN
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snmp-server enable traps | |

snmp-server enable traps

SNMP Network
Management System NMS; snmp-server enable traps

no

snmp-server enable traps [bridge [newroot] [topologychange] | cluster | config | copy-config | entity
| envmon [fan | shutdown | status | supply | temperature] | flash | hsrp | ipmulticast |
mac-notification | msdp | ospf [cisco-specific | errors | Isa | rate-limit | retransmit | state-change]
| pim [invalid-pim-message | neighbor-change | rp-mapping-change] | port-security [trap-rate
value] | rtr | snmp [authentication | coldstart | linkdown | linkup | warmstart] | storm-control
trap-rate value | stpx [inconsistency] [root-inconsistency] [loop-inconsistency] | syslog | tty |
vlan-membership | vlancreate | vlandelete | vtp]

no snmp-server enable traps [bridge [newroot] [topologychange] | cluster | config | copy-config |
entity | envmon [fan | shutdown | status | supply | temperature] | flash | hsrp | ipmulticast |
mac-notification | msdp | ospf [cisco-specific | errors | Isa | rate-limit | retransmit | state-change]
| pim [invalid-pim-message | neighbor-change | rp-mapping-change] | port-security [trap-rate]
| rtr | snmp [authentication | coldstart | linkdown | linkup | warmstart] | storm-control trap-rate
| stpx [inconsistency] [root-inconsistency] [loop-inconsistency] | syslog | tty | vian-membership |
vlancreate | vlandelete | vtp]

bridge [newroot] STP MIB
[topologychange]
* newroot — SNMP STP Bridge MIB
e topologychange — SNMP STP Bridge MIB
cluster
config SNMP
copy-config SNMP
entity SNMP
envmon [fan | shutdown | SNMP
status | supply |
t t
emperature] . fan—
e shutdown —
e status — SNMP
* supply —
e temperature —
flash SNMP FLASH
hsrp Hot Standby Router Protocol HSRP
ipmulticast IP
mac-notification MAC
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[ | snmp-server enable traps

msdp Multicast Source Discovery Protocol MSDP

ospf [cisco-specific | errors | Open Shortest Path First OSPF
Isa | rate-limit | retransmit |
state-change]

e cisco-specific — Cisco

* errors—

e |sa— Link-State Advertisement LSA;
e rate-limit—

* retransmit —

e state-change —

pim [invalid-pim-message | Protocol-Independent Multicast PIM
neighbor-change |
rp-mapping-change]

e invalid-pim-message — PIM
e neighbor-change — PIM
e rp-mapping-change — Rendezvous Point RP
port-security 1
[trap-rate value]
trap-rate 0 1000
0
rtr SNMP Response Time Reporter
snmp [authentication | SNMP
coldstart | linkdown | linkup
warmstart s
| 1 e authentication —
e coldstart —
¢ linkdown —
e linkup —
* warmstart —
storm-control trap-rate 1
value trap-rate

0 1000
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snmp-server enable traps | |

stpx SNMP STPX MIB
e inconsistency — SNMP STPX MIB Inconsistency Update
* root-inconsistency — SNMP STPX MIB Root Inconsistency
Update
e |oop-inconsistency — SNMP STPX MIB Loop Inconsistency
Update
syslog SNMP Syslog
tty TCP
vlan-membership SNMP VLAN LAN
vlancreate SNMP VLAN
vlandelete SNMP VLAN
vtp VLAN Trunking Protocol VTP; VLAN
A
cpu [threshold] insertion removal
snmp-server enable informs
SNMP
snmp-server enable traps snmp-server host

host-addr informs

SNMP

12.2(25)FX

snmp-server host
NMS

snmp-server enable traps

N

SNMPv1

snmp-server enable traps
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[ | snmp-server enable traps

NMS VTP

Switch(config)# snmp-server enable traps vtp

show vtp status show running-config EXEC

show running-config
Cisco 10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration File
Management Commands

snmp-server host SNMP
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snmp-server host W

snmp-server host

SNMP snmp-server
host
no

snmp-server host host-addr [informs | traps] [version {1 | 2c | 3 {auth | noauth| priv}] [vrf
vrf-instance] {community-string [notification-type]}

no snmp-server host host-addr [informs | traps] [version {1 | 2c | 3 {auth | noauth | priv}] [vrf
vrf-instance] community-string

host-addr
udp-port port User Datagram Protocol UDP
0 65535
informs | traps SNMP
version1|2c|3 SNMP
1 — SNMPv1
2c — SNMPv2C
3 — SNMPv3 3
e auth — Message Digest5 MD5 Secure Hash Algorithm
SHA
e noauth — noAuthNoPriv
[auth | noauth | priv]
* priv — Data Encryption Standard DES;
privacy
A
priv
vrf vrf-instance Virtual Private Network VPN;

community-string
snmp-server host
snmp-server community
snmp-server host
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Bl snmp-server host

notification-type

1
bridge — SNMP Spanning-Tree Protocol STP;
MIB
cluster —
config — SNMP
copy-config — SNMP
entity — SNMP

envmon — SNMP

flash — SNMP FLASH

hsrpSNMP Hot Standby Router Protocol HSRP
ipmulticastSNMP IP

mac-notificationSNMP MAC
msdpSNMP MSDP
ospfOSPF

pimSNMP PIM
port-securitySNMP
rtrSNMP Response Time Reporter
snmpSNMP
storm-controlSNMP
StpxSNMP STP MIB
syslogSNMP Syslog

ttyTCP

udp-port port — UDP
0 65535

vlan-membershipSNMP VLAN

vlancreateSNMP VLAN
vlandeleteSNMP VLAN
vtpVLAN Trunking Protocol VTP; VLAN

S
cpu fru-ctrl
version
3
noAuthNoPriv

noauth
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snmp-server host W

12.2(25)FX
SNMP
SNMP SNMP PDU
1
snmp-server host SNMP
1 snmp-server host

snmp-server host

auth authNoPriv
priv authPriv

snmp-server host
snmp-server

host snmp-server host inform
snmp-server host inform 2
snmp-server host snmp-server enable traps
snmp-server enable traps SNMP
1
1 snmp-server enable traps snmp-server host

snmp-server enable traps

no snmp-server host

no
snmp-server host informs

SNMP comaccess
10 SNMP

Switch(config)# snmp-server community comaccess ro 10
Switch(config)# snmp-server host 172.20.2.160 comaccess
Switch(config)# access-list 10 deny any

[ 78-16882-02-J
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Bl snmp-server host

myhost.cisco.com SNMP
comaccess

Switch(config)# snmp-server enable traps
Switch(config)# snmp-server host myhost.cisco.com comaccess snmp

public
myhost.cisco.com

Switch(config)# snmp-server enable traps
Switch(config)# snmp-server host myhost.cisco.com public

show running-config EXEC

show running-config
Cisco 10S Configuration Fundamentals Command
Reference, Release 12.2 > File Management Commands >
Configuration File Management Commands

snmp-server enable traps SNMP
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snmp trap mac-notification

2

no

snmp trap mac-notification | |

SNMP MAC

snmp trap mac-notification

snmp trap mac-notification {added | removed}

no snmp trap mac-notification {added | removed}

added MAC MAC
removed MAC MAC
12.2(25)FX
snmp trap mac-notification
snmp-server enable traps mac-notification mac
address-table notification
MAC MAC

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# snmp trap mac-notification added

show mac address-table notification interface EXEC

clear mac address-table notification MAC
mac address-table notification MAC
show mac address-table notification interface
MAC
snmp-server enable traps mac-notification SNMP
MAC
Catalyst 2960
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| spanning-tree backbonefast

spanning-tree backbonefast

BackboneFast spanning-tree backbonefast
no
spanning-tree backbonefast
no spanning-tree backbonefast
BackboneFast
12.2(25)FX
BackboneFast Rapid PVST+ Multiple Spanning-Tree MST
PVST+
Bridge
Protocol Data Unit BPDU,; BackboneFast
BPDU 1
BPDU
BackboneFast BPDU
BackboneFast
BackboneFast
BackboneFast
Switch(config)# spanning-tree backbonefast
show spanning-tree summary EXEC

show spanning-tree summary
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spanning-tree bpdufilter | |

spanning-tree bpdufilter

Bridge Protocol Data Unit BPDU,;
spanning-tree bpdufilter
no

spanning-tree bpdufilter {disable | enable}

no spanning-tree bpdufilter

disable BPDU

enable BPDU

BPDU

12.2(25)FX

Per-VLAN Spanning-Tree Plus PVST+ Rapid PVST+ Multiple
Spanning-Tree MST BPDU

BPDU

PortFast BPDU
spanning-tree portfast bpdufilter default

spanning-tree portfast bpdufilter default
spanning-tree bpdufilter

BPDU

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# spanning-tree bpdufilter enable

show running-config EXEC

Catalyst 2960
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| spanning-tree bpduguard

Cisco
10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration
File Management Commands

show running-config

spanning-tree portfast PortFast BPDU
BPDU
PortFast
spanning-tree portfast VLAN
PortFast
Bridge Protocol Data Unit BPDU;
errdisable spanning-tree bpduguard
no
spanning-tree bpduguard {disable | enable}
no spanning-tree bpduguard
disable BPDU
enable BPDU
BPDU
12.2(25)FX
BPDU
BPDU
Per-VLAN Spanning-Tree Plus PVST+ Rapid PVST+ Multiple
Spanning-Tree MST BPDU
PortFast BPDU

spanning-tree portfast bpduguard default

spanning-tree portfast bpduguard default
spanning-tree bpduguard
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spanning-tree cost H

BPDU

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# spanning-tree bpduguard enable

show running-config EXEC

Cisco
10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration
File Management Commands

show running-config

spanning-tree portfast PortFast BPDU
BPDU
PortFast
spanning-tree portfast VLAN
PortFast
spanning-tree cost
spanning-tree cost
no
spanning-tree [vlan vlan-id] cost cost
no spanning-tree [vlan vlan-id] cost
vlan vlan-id VLAN LAN
VLAN ID VLAN
VLAN VLAN
1 4094
cost 1 200000000

IEEE

e 1000 Mbps — 4
e 100 Mbps — 19
e 10 Mbps — 100
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B spanning-tree cost

12.2(25)FX

cost

spanning-tree vlan vlan-id cost cost spanning-tree cost cost
spanning-tree vlan vlan-id cost cost

250

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# spanning-tree cost 250

VLAN10 12 15 20 300

Switch(config-if)# spanning-tree vlan 10,12-15,20 cost 300

show spanning-tree interface interface-id EXEC

show spanning-tree interface interface-id

spanning-tree port-priority

spanning-tree vlan priority

Catalyst 2960
m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

spanning-tree etherchannel guard misconfig ||

spanning-tree etherchannel guard misconfig

EtherChannel
spanning-tree etherchannel guard misconfig
no

spanning-tree etherchannel guard misconfig

no spanning-tree etherchannel guard misconfig

EtherChannel

12.2(25)FX

EtherChannel

PM-4-ERR_DISABLE: Channel-misconfig error detected on [chars], putting [chars] in
err-disable state.

EtherChannel show interfaces status err-disabled
EXEC EtherChannel
show etherchannel summary EXEC
EtherChannel errdisable errdisable recovery cause
channel-misconfig
shutdown no shut down
EtherChannel

Switch(config)# spanning-tree etherchannel guard misconfig

show spanning-tree summary EXEC
errdisable recovery cause EtherChannel errdisable
channel-misconfig
show etherchannel summary 1
EtherChannel
show interfaces status err-disabled errdisable
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| spanning-tree extend system-id

spanning-tree extend system-id

ID

spanning-tree extend system-id

spanning-tree extend system-id

A
no
ID

ID
12.2(25)FX

IEEE 802.1t

ID Per-VLAN Spanning-Tree Plus [PVST+]  Rapid
PVST+  VLAN LAN Multiple Spanning-Tree [MST]
ID VLAN MST
ID

MAC

ID VLAN

spanning-tree mst root

spanning-tree vlan

ID
ID
ID VLAN
show spanning-tree summary
spanning-tree mst root MST

spanning-tree vlan priority

i Catalyst 2960
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spanning-tree guard ||

spanning-tree guard

VLAN LAN
spanning-tree guard

no

spanning-tree guard {loop | none | root}

no spanning-tree guard
loop
none
root

spanning-tree loopguard default
12.2(25)FX
Per-VLAN Spanning-Tree Plus PVST+ Rapid PVST+ Multiple
Spanning-Tree MST
root-inconsistent
no spanning-tree guard no spanning-tree guard none
VLAN
root-inconsistent
UplinkFast
UplinkFast
UplinkFast root-inconsistent
Rapid PVST+
MST UplinkFast
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| spanning-tree guard

PVST+ Rapid PVST+

Bridge Protocol Data Unit BPDU;

MST

BPDU

spanning-tree loopguard default
spanning-tree guard loop

MST

MST

spanning-tree guard none

VLAN
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# spanning-tree guard root
VLAN
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# spanning-tree guard loop
show running-config EXEC

show running-config

Cisco
10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration
File Management Commands

spanning-tree cost

spanning-tree loopguard default

spanning-tree mst cost

MST

spanning-tree mst port-priority

spanning-tree mst root

MST

spanning-tree port-priority

spanning-tree vlan priority
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spanning-tree link-type ||

spanning-tree link-type

Rapid Spanning-Tree Protocol RSTP;
spanning-tree link-type

no
spanning-tree link-type {point-to-point | shared}
no spanning-tree link-type
point-to-point
shared
12.2(25)FX
spanning-tree link-type
Multiple Spanning-Tree Protocol MSTP Rapid Per-VLAN
Spanning-Tree Plus Rapid PVST+
1
Switch(config-if)# spanning-tree link-type shared
show spanning-tree mst interface interface-id show spanning-tree interface

interface-id EXEC

clear spanning-tree detected-protocols

show spanning-tree interface interface-id

show spanning-tree mst interface MST
interface-id
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| spanning-tree loopguard default

spanning-tree loopguard default

spanning-tree loopguard default

spanning-tree loopguard default

no spanning-tree loopguard default

no

12.2(25)FX

Per-VLAN Spanning-Tree Plus PVST+
Spanning-Tree MST

PVST+ Rapid PVST+

Bridge Protocol Data Unit BPDU,;
MST

BPDU

spanning-tree loopguard default
spanning-tree guard loop

Switch(config)# spanning-tree loopguard default

show running-config

EXEC

Rapid PVST+ Multiple

MST

MST

show running-config

Cisco 10S

Configuration Fundamentals Command Reference, Release 12.2 >
File Management Commands > Configuration File Management

Commands

spanning-tree guard loop

VLAN
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spanning-tree mode

Per-VLAN Spanning-Tree Plus PVST+  Rapid PVST+

MST

spanning-tree mode ||

Multiple Spanning-Tree
spanning-tree mode

no
spanning-tree mode {mst | pvst | rapid-pvst}

no spanning-tree mode

mst IEEE 802.1s
Protocol RSTP

IEEE 802.1w MST

Rapid Spanning-Tree

pvst IEEE 802.1D PVST+

rapid-pvst IEEE 802.1w Rapid PVST+

PVST+

12.2(25)FX

PVST+ Rapid PVST+ MSTP

VLAN LAN PVST+

MSTP
MST RSTP

Rapid PVST+

MST  RSTP

Switch(config)# spanning-tree mode mst

Rapid PVST+

Switch(config)# spanning-tree mode rapid-pvst

show running-config EXEC

show running-config

Cisco 10S

Configuration Fundamentals Command Reference, Release 12.2 > File
Management Commands > Configuration File Management Commands
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| spanning-tree mst configuration

spanning-tree mst configuration

Multiple Spanning-Tree MST MST
spanning-tree mst configuration

no
spanning-tree mst configuration
no spanning-tree mst configuration
VLAN LAN Common and Internal Spanning-Tree CIST
0
0
12.2(25)FX
12.2(25)SED instance-id 1 4094
spanning-tree mst configuration MST
e abort MST
e exit MST
e instance instance-id vlan vlan-range VLAN  MST instance-id
1 4094 vlan-range 1 4094 VLAN ID
VLAN VLAN
VLAN
* name name name 32
* no instance name revision
e private-vlan
* revision version 0 65535
e show [current | pending] MST
MST 65 MST MST
VLAN
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Cisco 10S

spanning-tree mst configuration ||

VLAN
VLAN

MST
VLAN VLAN
instance 1 vlan 1-63 MST
63
10, 20, 30

MST 1 VLAN1.0 20 30

MST
0

VLAN

2 MST

MST
1 regionl

VLAN 10

Switch# spanning-tree mst configuration
Switch(config-mst)# instance 1 vlan 10-20
Switch(config-mst)# name regionl
Switch(config-mst)# revision 1
Switch(config-mst)# show pending

Pending MST configuration

Name [regionl]

Revision
Instance

1
Vlans Mapped

0 1-9,21-4094
1 10-20

Switch(config-mst)# exit
Switch(config)#

2 VLAN
100 2 VLAN 40 60
10 VLAN10 2
CIST
Switch(config-mst)# instance 2 vlan 1-100
Switch(config-mst)# no instance 2 vlan 40-60
(
(

Switch(config-mst)# instance 10 vlan 10
Switch(config-mst)# no instance 2

show pending MST

1 VLAN1
instance 1 vlan

CIST
no

VLAN

20 MST

VLAN 1
CIST
VLAN

show spanning-tree mst configuration MST
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l spanning-tree mst cost

spanning-tree mst cost

Multiple Spanning-Tree MST spanning-tree mst cost

no

spanning-tree mst instance-id cost cost

no spanning-tree mst instance-id cost

instance-id

0 4094

cost 1 200000000

IEEE

e 1000 Mbps — 20000

e 100 Mbps — 200000

e 10 Mbps — 2000000

12.2(25)FX

12.2(25)SED instance-id 1 4094
cost

2 4
250
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# spanning-tree mst 2,4 cost 250
show spanning-tree mst interface interface-id EXEC

show spanning-tree mst interface interface-id MST
spanning-tree mst port-priority
spanning-tree mst priority
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spanning-tree mst forward-time ||

spanning-tree mst forward-time

Multiple Spanning-Tree MST spanning-tree
mst forward-time

no
spanning-tree mst forward-time seconds

no spanning-tree mst forward-time

seconds 4 30

15

12.2(25)FX

spanning-tree mst forward-time

MST 18

Switch(config)# spanning-tree mst forward-time 18

show spanning-tree mst EXEC

show spanning-tree mst MST
spanning-tree mst hello-time

hello Bridge Protocol Data Unit BPDU;

spanning-tree mst max-age

spanning-tree mst max-hops BPDU
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| spanning-tree mst hello-time

spanning-tree mst hello-time

BPDU,;

no

spanning-tree mst hello-time seconds

no spanning-tree mst hello-time

hello Bridge Protocol Data Unit
spanning-tree mst hello-time

seconds hello BPDU
10
2
12.2(25)FX
spanning-tree mst max-age seconds
BPDU
max-age hello-time

spanning-tree mst hello-time

MST hello 3
Switch(config)# spanning-tree mst hello-time 3

show spanning-tree mst EXEC

show spanning-tree mst MST
spanning-tree mst forward-time MST
spanning-tree mst max-age

spanning-tree mst max-hops BPDU

Catalyst 2960
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spanning-tree mst max-age M

spanning-tree mst max-age

spanning-tree
mst max-age
Bridge Protocol Data Unit BPDU,;

no

spanning-tree mst max-age seconds

no spanning-tree mst max-age

seconds
6 40
20
12.2(25)FX
spanning-tree mst max-age seconds
BPDU
max-age hello-time

spanning-tree mst max-age

Multiple Spanning-Tree MST

30

Switch(config)# spanning-tree mst max-age 30

show spanning-tree mst EXEC
show spanning-tree mst MST
spanning-tree mst forward-time MST
spanning-tree mst hello-time

hello BPDU

spanning-tree mst max-hops BPDU
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[ | spanning-tree mst max-hops

spanning-tree mst max-hops

Bridge Protocol Data Unit BPDU;
spanning-tree mst max-hops
no

spanning-tree mst max-hops hop-count

no spanning-tree mst max-hops

hop-count BPDU
1 255
20
12.2(25)FX
12.2(25)SED hop-count 1 255
0 BPDU
M BPDU
1 M
0 BPDU

spanning-tree mst max-hops

Multiple Spanning-Tree MST
10

Switch(config)# spanning-tree mst max-hops 10

show spanning-tree mst EXEC
show spanning-tree mst MST
spanning-tree mst forward-time MST

spanning-tree mst hello-time
hello BPDU

spanning-tree mst max-age
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spanning-tree mst port-priority | |

spanning-tree mst port-priority

spanning-tree mst port-priority

Multiple
Spanning-Tree Protocol MSTP
no
spanning-tree mst instance-id port-priority priority
no spanning-tree mst instance-id port-priority
instance-id
0 4094
priority 0 240 16
0 16 32 48 64 80 96 112 128 144 160 176 192 208 224
240
128
12.2(25)FX
12.2(25)SED instance-id 1 4094

Multiple Spanning-Tree MST

20 22
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# spanning-tree mst 20,22 port-priority 0
show spanning-tree mst interface interface-id EXEC
show spanning-tree mst interface interface-id MST

spanning-tree mst cost MST
spanning-tree mst priority

Catalyst 2960
| 78-16882-02-J .m



2 Catalyst 2960 Cisco 10S |

[ | spanning-tree mst pre-standard

spanning-tree mst pre-standard

Bridge Protocol Data Unit BPDU;
spanning-tree mst pre-standard

spanning-tree mst pre-standard

no spanning-tree mst pre-standard

12.2(25)SED

BPDU BPDU
Common and Internal Spanning Tree CIST

Cisco 10S
spanning-tree mst pre-standard
BPDU
Multiple STP  MSTP
show spanning-tree mst
prestandard
BPDU
Switch(config-if)# spanning-tree mst pre-standard
show spanning-tree mst EXEC
show spanning-tree mst instance-id prestandard

Multiple Spanning-Tree MST
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spanning-tree mst priority

spanning-tree mst priority
no

spanning-tree mst instance-id priority priority

no spanning-tree mst instance-id priority

spanning-tree mst priority ||

instance-id
0 4094
priority
0 61440 4096
0 4096 8192 12288 16384 20480 24576 28672 32768 36864
40960 45056 49152 53248 57344 61440
32768
12.2(25)FX
12.2(25)SED instance-id 1 4094
Multiple Spanning-Tree MST 20 21
8192
Switch(config)# spanning-tree mst 20-21 priority 8192
show spanning-tree mst instance-id EXEC
show spanning-tree mst instance-id MST

spanning-tree mst cost MST

spanning-tree mst port-priority
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Hl spanning-tree mst root

spanning-tree mst root

Multiple Spanning-Tree MST
spanning-tree mst root
no

spanning-tree mst instance-id root {primary | secondary} [diameter net-diameter
[hello-time seconds]]

no spanning-tree mst instance-id root

instance-id
0 4094
root primary
root secondary
diameter net-diameter 2
2 7 MST
0
hello-time seconds
hello Bridge Protocol Data Unit BPDU;
1 10
MST 0
24576
28672
hello 2
12.2(25)FX
12.2(25)SED instance-id 1 4094
spanning-tree mst instance-id root
spanning-tree mst instance-id root
ID
24576
24576
4096 4096 4
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spanning-tree mstroot M

spanning-tree mst instance-id root secondary ID
32768 28672

32768

10 4

Switch(config)# spanning-tree mst 10 root primary diameter 4

10
4

Switch(config)# spanning-tree mst 10 root secondary diameter 4

show spanning-tree mst instance-id EXEC
show spanning-tree mst instance-id MST
spanning-tree mst forward-time MST

spanning-tree mst hello-time
hello BPDU

spanning-tree mst max-age

spanning-tree mst max-hops BPDU
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[ | spanning-tree port-priority

spanning-tree port-priority

spanning-tree port-priority

no
spanning-tree [vlan vlan-id] port-priority priority

no spanning-tree [vlan vlan-id] port-priority

vlan vlan-id VLAN LAN
VLAN ID VLAN
VLAN VLAN
1 4094
priority 0 240 16
0 16 32 48 64 80 96 112 128 144 160 176 192 208 224
240
128
12.2(25)FX
vlan-id VLAN 1
VLAN
VLAN
spanning-tree vlan vlan-id port-priority priority spanning-tree port-priority priority

spanning-tree vlan vlan-id port-priority priority

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# spanning-tree vlan 20 port-priority 0

VLAN20 25

Switch(config-if)# spanning-tree vlan 20-25 port-priority 0

show spanning-tree interface interface-id EXEC
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spanning-tree portfast | |
show spanning-tree interface interface-id
spanning-tree cost
spanning-tree vlan priority
spanning-tree portfast
PortFast Bridge Protocol Data Unit BPDU,;
BPDU
PortFast spanning-tree portfast
BPDU
BPDU BPDU

BPDU PortFast errdisable

no

spanning-tree portfast {bpdufilter default | bpduguard default | default}
no spanning-tree portfast {bpdufilter default | bpduguard default | default}

bpdufilter default PortFast BPDU
BPDU
bpduguard default PortFast BPDU
BPDU PortFast

errdisable

default PortFast
PortFast
BPDU BPDU PortFast
12.2(25)FX
Per-VLAN Spanning-Tree Plus PVST+ Rapid PVST+ Multiple

Spanning-Tree MST
spanning-tree portfast bpdufilter default PortFast

PortFast BPDU

BPDU
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M spanning-tree portfast

BPDU
BPDU
BPDU BPDU
PortFast PortFast BPDU

spanning-tree portfast bpdufilter default
spanning-tree bdpufilter

BPDU

spanning-tree portfast bpduguard default PortFast
BPDU
PortFast BPDU PortFast
BPDU
BPDU errdisable
BPDU

BPDU

spanning-tree portfast bpduguard default
spanning-tree bdpuguard

PortFast
spanning-tree portfast default PortFast

PortFast

spanning-tree portfast default
spanning-tree portfast no
spanning-tree portfast default
spanning-tree portfast
PortFast

BPDU

Switch(config)# spanning-tree portfast bpdufilter default

BPDU

Switch(config)# spanning-tree portfast bpduguard default

Catalyst 2960
m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

spanning-tree portfast ||

PortFast

Switch(config)# spanning-tree portfast default

show running-config EXEC

show running-config Cisco
10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration
File Management Commands

spanning-tree bpdufilter BPDU
spanning-tree bpduguard BPDU errdisable
spanning-tree portfast VLAN

PortFast
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M spanning-tree portfast

spanning-tree portfast

VLAN LAN
spanning-tree portfast
PortFast

no

spanning-tree portfast [disable | trunk]

no spanning-tree portfast

PortFast

disable PortFast

trunk PortFast
PortFast

12.2(25)FX

PortFast

Per-VLAN Spanning-Tree Plus PVST+
Spanning-Tree MST

VLAN

PortFast

spanning-tree portfast default
PortFast
spanning-tree portfast

spanning-tree portfast default
spanning-tree portfast disable

spanning-tree portfast trunk
spanning-tree portfast

Rapid PVST+ Multiple

PortFast
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spanning-tree portfast ||

PortFast

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# spanning-tree portfast

show running-config EXEC

show running-config Cisco
10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration
File Management Commands

spanning-tree bpdufilter Bridge Protocol Data Unit BPDU,;
spanning-tree bpduguard BPDU errdisable
spanning-tree portfast PortFast BPDU
BPDU
PortFast
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| spanning-tree transmit hold-count

spanning-tree transmit hold-count

Bridge Protocol Data Unit BPDU spanning-tree transmit
hold-count
no

spanning-tree transmit hold-count [value]

no spanning-tree transmit hold-count [value]

value BPDU 1 20
6
12.2(25)SED
transmit hold-count rapid-per-VLAN Spanning-Tree plus rapid-PVST+
CPU

transmit hold-count 8

Switch(config)# spanning-tree transmit hold-count 8

show spanning-tree mst EXEC

show spanning-tree mst transmit hold-count Multiple Spanning-Tree MST
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spanning-tree uplinkfast | |

spanning-tree uplinkfast

spanning-tree uplinkfast

no
spanning-tree uplinkfast [max-update-rate pkts-per-second]

no spanning-tree uplinkfast [max-update-rate]

max-update-rate pkts-per-second 1
0 32000
UplinkFast
150 /
12.2(25)FX
UplinkFast Rapid PVST+ Multiple Spanning-Tree MST
PVST+
UplinkFast VLAN LAN
UplinkFast VLAN 49152
UplinkFast UplinkFast
3000 VLAN
3000 3000
UplinkFast VLAN
UplinkFast
UplinkFast
UplinkFast
UplinkFast root-inconsistent
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[ | spanning-tree uplinkfast

max-update-rate 0

UplinkFast

Switch(config)# spanning-tree uplinkfast

show spanning-tree summary EXEC

show spanning-tree summary

spanning-tree vlan root primary

Catalyst 2960
m. 78-16882-02-J |



| 2 Catalyst 2960 Cisco 10S

spanning-tree vian W

spanning-tree vlian

VLAN LAN spanning-tree vlan
no

spanning-tree vlan vlan-id [forward-time seconds | hello-time seconds | max-age seconds |
priority priority | root {primary | secondary} [diameter net-diameter [hello-time seconds]]]

no spanning-tree vlan vlan-id [forward-time | hello-time | max-age | priority | root]

vlan-id VLAN
VLAN ID VLAN
VLAN VLAN
1 4094

forward-time seconds

4 30

hello-time seconds
hello Bridge Protocol Data Unit BPDU;

max-age seconds
BPDU

priority priority

0 61440 4096
4096 8192 12288 16384 20480 24576 28672 32768

36864 40960 45056 49152 53248 57344 61440
root primary
root secondary
diameter net-diameter 2
2 7
VLAN
15
hello 2
20
24576
28672

Catalyst 2960
| 78-16882-02-J .m



2 Catalyst 2960 Cisco 10S |

M spanning-tree vian

12.2(25)FX
STP VLAN
BPDU
STP VLAN
VLAN STP
show running-config show spanning-tree vlan vlan-id EXEC
VLAN
STP
VLAN
VLAN VLAN
VLAN
VLAN

VLAN

max-age seconds BPDU
max-age
hello-time
spanning-tree vlan vlan-id root
spanning-tree vlan vlan-id root VLAN
ID
VLAN 24576
VLAN VLAN
24576 VLAN
4096
4096 4
spanning-tree vlan vlan-id root secondary ID
32768 28672
32768

VLAN 5 STP

Switch(config)# no spanning-tree vlan 5

show spanning-tree EXEC
VLAN 5
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spanning-tree vian W

VLAN20 VLAN25 18

Switch(config)# spanning-tree vlan 20,25 forward-time 18

VLAN20 24 hello 3

Switch(config)# spanning-tree vlan 20-24 hello-time 3

VLAN 20 30

Switch(config)# spanning-tree vlan 20 max-age 30

100 105 108 max-age

Switch(config)# no spanning-tree vlan 100, 105-108 max-age

VLAN 20 8192

Switch(config)# spanning-tree vlan 20 priority 8192

VLAN 10 4

Switch(config)# spanning-tree vlan 10 root primary diameter 4

VLAN 10
4

Switch(config)# spanning-tree vlan 10 root secondary diameter 4

show spanning-tree vlan vlan-id EXEC

show spanning-tree vlan

spanning-tree cost

spanning-tree guard VLAN

spanning-tree port-priority

spanning-tree portfast PortFast BPDU
BPDU
PortFast
spanning-tree portfast VLAN
PortFast
spanning-tree uplinkfast UplinkFast

Catalyst 2960
| 78-16882-02-J .m



2

Catalyst 2960

Cisco 10S

W speed

speed

10/100 Mbps

no default

10/100/1000 Mbps

speed

speed {10 | 100 | 1000 | auto [10 | 100 | 1000] | nonegotiate}

no speed
10 10 Mbps
100 100 Mbps
1000 1000 Mbps 10/100/1000 Mbps
auto 10
100 1000 auto
nonegotiate 1000 Mbps

auto

12.2(25)FX

SFP
nonegotiate

auto

auto

Configuring Interface Characteristics

Catalyst 2960
2-408
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str-queue bandwidth limit

100 Mbps

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# speed 100

10 Mbps

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# speed auto 10

10 Mbps 100 Mbps

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# speed auto 10 100

show interfaces EXEC

duplex

show interfaces

srr-queue bandwidth limit

srr-queue bandwidth limit

no
srr-queue bandwidth limit weightl
no srr-queue bandwidth limit
weightl 10 90

100%

12.2(25)FX

80% 20%
80% 6

Catalyst 2960
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W srr-queue bandwidth limit

Quality of Service QoS;

800 Mbps

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# srr-queue bandwidth limit 80

show mls qos interface [interface-id] queueing EXEC
mls qos queue-set output buffers
mls qos srr-queue output cos-map Class of Service CoS;
ID
mls qos srr-queue output dscp-map Differentiated Services Code Point DSCP

ID

mls gqos queue-set output threshold

Weighted Tail-Drop WTD;

queue-set

show mls gos interface queueing

QoS

srr-queue bandwidth shape

srr-queue bandwidth share

i Catalyst 2960
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srr-queue bandwidth shape W

srr-queue bandwidth shape

4
srr-queue bandwidth shape
no
srr-queue bandwidth shape weightl weight2 weight3 weight4
no srr-queue bandwidth shape
weightl weight2
weight3 weight4 1/weight
0 65535
1 25 2 3 4 0
12.2(25)FX
shaped
shaped shared
srr-queue bandwidth shape
0 shared srr-queue
bandwidth shape srr-queue bandwidth share

QoS

Catalyst 2960
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Wl srr-queue bandwidth shape

3 4 0

1/8 12.5% 1

shared 1
4/ 4+4+4  33%

shared

shared

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# srr-queue bandwidth shape 8 0 0 0
Switch(config-if)# srr-queue bandwidth share 4 4 4 4

show mls qos interface [interface-id] queueing EXEC
mls gqos queue-set output buffers
mls qos srr-queue output cos-map Class of Service CoS;
ID

mls qos srr-queue output dscp-map

Differentiated Services Code Point DSCP

mls gqos queue-set output threshold

Weighted Tail-Drop WTD;

priority-queue

queue-set

show mls gos interface queueing

QoS

srr-queue bandwidth share

i Catalyst 2960
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srr-queue bandwidth share W

srr-queue bandwidth share

srr-queue bandwidth share
Shaped Round Robin SRR
no

srr-queue bandwidth share weightl weight2 weight3 weight4

no srr-queue bandwidth share

weightl weight2 weightl weight2 weight3 weight4 SRR
weight3 weight4
1 255

1 2 3 4 25 1/4

12.2(25)FX

shared

srr-queue bandwidth shape
0 SRR shared
srr-queue bandwidth shape srr-queue bandwidth share

QoS

Catalyst 2960
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W srr-queue bandwidth share

SRR
4 shared 1/ 1+2+43+4 2/
1+2+3+4 3/ 1+2+43+4 4] 1+2+3+4 1 2 3 4 10% 20% 30% 40%
4 1 4 2 2 3 1 13

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# srr-queue bandwidth share 1 2 3 4

show mls qos interface [interface-id] queueing EXEC

mls qos queue-set output buffers

mls qos srr-queue output cos-map Class of Service CoS;
ID
mls qos srr-queue output dscp-map Differentiated Services Code Point DSCP
ID
mls qos queue-set output threshold Weighted Tail-Drop WTD;

priority-queue

queue-set

show mls gos interface queueing QoS

srr-queue bandwidth shape

Catalyst 2960
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storm-control W

storm-control

storm-control
no

storm-control {{broadcast | multicast | unicast} level {level [level-low] | bps bps [bps-low] | pps pps
[pps-low]}} | {action {shutdown | trap}}

no storm-control {{broadcast | multicast | unicast} level} | {action {shutdown | trap}}

broadcast

multicast

unicast

level level [level-low]
%

e level — 2
0.00 100.00 level
e level-low — 2
0.00 100.00
level bps bps [bps-low]
/
* bps — 1
0.0  10000000000.0 bps
e bps-low — 1

0.0 10000000000.0

kmg

level pps pps [pps-low]

* pps — 1
0.0 10000000000.0 pps

e pps-low — 1
0.0 10000000000.0

kmg

Catalyst 2960
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W storm-control

action {shutdown | trap}

Simple Network

Management Protocol SNMP
e shutdown —
e trap— SNMP
SNMP
12.2(25)FX
CLI
EtherChannel
% / /
% 100%
level 00
100%
SNMP
Y
Bridge Protocol
Data Unit BPDU; Cisco Discovery Protocol CDP
trap shutdown
errdisabled
no shutdown
shutdown trap

Catalyst 2960
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75.5%

Switch(config-if)# storm-control broadcast level 75.5

87%
65%

Switch(config-if)# storm-control unicast level 87 65

2000
1000 /

Switch(config-if)# storm-control multicast level pps 2k 1k

shutdown

Switch(config-if)# storm-control action shutdown

show storm-control EXEC

storm-control

show storm-control

Catalyst 2960
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W switchport access

switchport access

switchport access
access
dynamic
VLAN
no

VLAN LAN

VLAN

switchport access vlan {vlan-id | dynamic}

no switchport access vlan

vlan vlan-id VLAN VLANID
1 4094
vlan dynamic VLAN Membership Policy Server VMPS; VLAN
VLAN
MAC
VLAN
MAC VMPS
VLAN
VLAN VMPS
VLAN
VLAN VLAN
VLAN
VLAN
12.2(25)FX
no switchport access VLAN VLAN
switchport access vlan
1 VLAN
VMPS Catalyst 6000
. Catalyst 6000 VLAN Query Protocol VQP; VLAN
VQP Catalyst 2960

VMPS

VMPS

i Catalyst 2960
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switchport access W

e STP STP
PortFast
J 1 VLAN VLAN
EtherChannel
VLAN
VLAN 2
Switch(config-if)# switchport access vlan 2
show interfaces interface-id switchport EXEC
Administrative Mode Operational Mode
show interfaces switchport
switchport mode VLAN LAN

Catalyst 2960
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[ | switchport backup interface
Flex Link 2
switchport backup interface
Flex Link no
switchport backup interface {interface-id}
no switchport backup
interface-id
2
1
6
S
VLAN LAN
Flex Link
12.2(25)FX
Flex Link 1
Spanning Tree Protocol STP;
STP
J 2
. Flex Link
J Flex Link 1 1
FLex
Link
FLex
Link
o EtherChannel
EtherChannel Flex Link

Flex Link

i Catalyst 2960
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switchport backup interface | |

e STP Flex Link VLAN LAN STP
STP

2 Flex Link

Switch# configure terminal
Switch(conf)# interface fastethernet0/1

Switch(conf-if)# switchport backup interface fastethernet0/2
Switch(conf-if)# end

show interfaces switchport backup EXEC

show interfaces [interface-id] switchport
backup Flex Link

Catalyst 2960
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Wl switchport block

switchport block

switchport block

no

switchport block {multicast | unicast}

no switchport block {multicast | unicast}
multicast
unicast
12.2(25)FX

MAC
Switch(config-if)# switchport block multicast
show interfaces interface-id switchport EXEC

show interfaces switchport

Catalyst 2960
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switchport host W

switchport host

switchport host
no

switchport host

12.2(25)FX

switchport host
PortFast
1

PortFast switchport host
fast-start

switchport host

Switch(config-if)# switchport host
switchport mode will be set to access
spanning-tree portfast will be enabled
channel group will be disabled
Switch(config-if)#

show interfaces interface-id switchport EXEC

show interfaces switchport

Catalyst 2960
| 78-16882-02-J .m



2 Catalyst 2960 Cisco 10S |

W switchport mode

switchport mode

VLAN LAN switchport mode

no

switchport mode {access | dynamic {auto | desirable} | trunk}

no switchport mode {access | dynamic | trunk}

access switchport access vlan

VLAN
1 VLAN

dynamic auto auto

dynamic desirable
desirable

trunk VLAN 2
VLAN

dynamic auto

12.2(25)FX

access trunk switchport mode

access

trunk

dynamic auto trunk desirable

Catalyst 2960
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dynamic desirable

VTP; VLAN

DTP
DTP
DTP

e DTP
trunk switchport nonegotiate

IEEE 802.1x

. IEEE 802.1x
IEEE 802.1x

. IEEE 802.1x  dynamic auto
IEEE 802.1x
dynamic desirable

dynamic auto

. VLAN Query Protocol [VQP]

802.1x

switchport mode W

trunk desirable auto

VLAN Trunking Protocol

Dynamic Trunking Protocol DTP;

DTP

switchport mode access

switchport mode

DTP

IEEE 802.1x

dynamic desirable
IEEE 802.1x

IEEE 802.1x
IEEE 802.1x IEEE
VLAN

VLAN

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# switchport mode access

dynamic desirable

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# switchport mode dynamic desirable

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# switchport mode trunk

show interfaces interface-id switchport EXEC

Administrative Mode Operational Mode

Catalyst 2960
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M switchport nonegotiate

show interfaces switchport

switchport access

switchport trunk

switchport nonegotiate

switchport nonegotiate

Dynamic Trunking Protocol DTP;

switchport nonegotiate

no switchport nonegotiate

DTP
no

DTP
12.2(25)FX
nonegotiate switchport nonegotiate no
switchport mode access switchport mode trunk
dynamic auto desirable
DTP DTP
switchport nonegotiate
DTP DTP
DTP
switchport nonegotiate DTP
mode access trunk

switchport mode access

i Catalyst 2960
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e DTP
trunk switchport nonegotiate
DTP

Switch(config)# interface gigabitethernet0/1
Switch(config-if)# switchport nonegotiate

show interfaces interface-id switchport

switchport nonegotiate ||

EXEC

switchport mode

mode

show interfaces switchport

switchport mode VLAN LAN

Catalyst 2960
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M switchport port-security

switchport port-security

switchport port-security
MAC MAC
MAC

no

switchport port-security [mac-address mac-address [vlan {vlan-id | {access | voice}}] | mac-address
sticky [mac-address | vlan {vlan-id | {access | voice}}]] [maximum value [vlan {vlan-list | {access

| voice}}]]

no switchport port-security [mac-address mac-address [vlan {vlan-id | {access | voice}}] |
mac-address sticky [mac-address | vlan {vlan-id | {access | voice}}]] [maximum value [vlan
{vlan-list | {access | voice}}]]

switchport port-security [aging] [violation {protect | restrict | shutdown}]

no switchport port-security [aging] [violation {protect | restrict | shutdown}]

aging switchport port-security aging

mac-address 48 MAC

mac-address MAC MAC

vlan vlan-id VLAN LAN ID MAC
VLAN ID VLAN

vlan access VLAN LAN VLAN

vlan voice VLAN LAN VLAN

S

voice VLAN
VLAN
mac-address sticky mac-address sticky
[mac-address] sticky learning
MAC
MAC
MAC mac-address
maximum value MAC
MAC
MAC
sdm prefer
2 MAC MAC
1
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switchport port-security W

vlan [vlan-list] VLAN MAC
vlan
* vlan—VLAN
e vlan vlan-list — VLAN
VLAN VLAN
VLAN VLAN
violation
shutdown
protect
MAC
MAC
)
VLAN

restrict

MAC

MAC
SNMP
1 Syslog violation
shutdown
LED
errdisable SNMP 1 Syslog
violation errdisable
errdisable recovery cause psecure-violation
shutdown no shut down
MAC
1
shutdown

12.2(25)FX
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M switchport port-security

MAC

. Switched Port Analyzer
. Fast EtherChannel
o VLAN
o VLAN
Phone MAC
MAC
o VLAN
MAC
MAC
VLAN
PC
errdisable
shut down
1
MAC

e switchport port-security mac-address sticky

MAC
MAC

SPAN;

Gigabit EtherChannel

MAC
2 VLAN
Cisco IP Phone IP
Cisco IP Phone VLAN

PC  Cisco IP Phone

MAC

IP Phone
1

errdisable recovery cause psecure-violation

shutdown no

MAC

MAC

i Catalyst 2960
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switchport port-security W

no switchport port-security mac-address sticky

MAC

e switchport port-security mac-address sticky mac-address

MAC
MAC
. MAC
MAC
. switchport port-security mac-address sticky
mac-address
MAC
1
5 Violation MAC

Switch(config)# interface gigabitethernet 0/2
Switch(config-if)# switchport mode access
Switch(config-if)# switchport port-security
Switch(config-if)# switchport port-security maximum 5

MAC VLAN ID

Switch
Switch
Switch
Switch

config)# interface gigabitethernet 0/2

config-if)# switchport mode trunk

config-if)# switchport port-security

config-if)# switchport port-security mac-address 1000.2000.3000 vlan 3

MAC

Switch
Switch
Switch
Switch

config)# interface gigabitethernet 0/2

config-if)# switchport port-security mac-address sticky

config-if)# switchport port-security mac-address sticky 0000.0000.4141
config-if)# switchport port-security mac-address sticky 0000.0000.000f

show port-security EXEC

clear port-security MAC

show port-security address

show port-security interface interface-id
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M switchport port-security aging

switchport port-security aging

switchport port-security aging

no

switchport port-security aging {static | time time | type {absolute | inactivity}}

no switchport port-security aging {static | time | type}
static
time time 0 1440

time O
type
absolute absolute
time
inactivity inactivity time
0
absolute
12.2(25)FX
0
absolute
inactivity

no switchport
port-security aging static
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switchport priority extend Wl

absolute
2
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# switchport port-security aging time 120
2
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# switchport port-security aging time 2
Switch(config-if)# switchport port-security aging type inactivity
Switch(config-if)# switchport port-security aging static
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# no switchport port-security aging static
show port-security
switchport port-security
MAC
IP
Phone switchport priority extend
no
switchport priority extend {cos value | trust}
no switchport priority extend
cos value PC Class of Service CoS;
IEEE 802.1p IP
Phone 0 7 7
0
trust PC IEEE 802.1p
IP Phone
CoS O
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switchport priority extend

12.2(25)FX
VLAN LAN
CDP Cisco IP Phone
IP Phone Cisco IP Phone
Cisco IP Phone CDP
CDP
VLAN
VLAN mls qos
Quality of Service QoS;
IEEE 802.1p
IP Phone

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# switchport priority extend trust

show interfaces interface-id switchport

Cisco Discovery Protocol

mls gos trust cos

EXEC

show interfaces

switchport voice vlan VLAN

i Catalyst 2960
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switchport protected l

switchport protected

2
switchport protected
no

switchport protected

no switchport protected

12.2(25)FX
3
VLAN LAN
2

PIM CPU PIM
3
Switch(config)# interface gigabitethernet0/2
Switch(config-if)# switchport protected

show interfaces interface-id switchport EXEC

show interfaces switchport

switchport block
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Wl switchport trunk

switchport
trunk
no
switchport trunk {allowed vlan vlan-list | native vlan vlan-id | pruning vlan vlan-list}
no switchport trunk {allowed vlan | native vlan | {pruning vlan}
allowed vlan vlan-list
VLAN LAN
vlan-list none
all
native vlan vlan-id IEEE 802.1Q
VLAN
1 4094
pruning vlan vlan-list VTP VLAN
all
vlan-list all | none | [add | remove | except] vlan-atom [,vlan-atom...]
e all 1 4094 VLAN VLAN
* none— VLAN 1 VLAN
e add — VLAN VLAN
ID 1 1005 VLAN 1005 VLAN
ID
Y
VLAN VLAN VLAN
VLAN ID ID
* remove — VLAN VLAN
ID 1 1005 VLAN ID
N
VLAN VLAN
VLAN ID ID
* except — VLAN VLAN
VLAN VLAN ID 1 1005 VLAN ID
ID
¢ vlan-atom 1 4094 1 VLAN 2 VLAN
VLAN

i Catalyst 2960
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switchport trunk Il

VLAN 1 VLAN ID
VLAN VLAN
12.2(25)FX
VLAN
e |IEEE 802.1Q
VLAN
. VLAN ID VLAN ID
VLAN ID

e native vlan no VLAN

VLAN

VLAN
. VLAN 1

VLAN VLAN 1
VLAN 1 Cisco Discovery Protocol
[CDP] Port Aggregation Protocol PAgQP; Link Aggregation Control Protocol
[LACP] DTP VLAN1 VLAN Trunking Protocol [VTP; VLAN
]
¢ allowed vlan no VLAN
e VLAN VLAN
VLAN
e VLAN1 VLAN 1002 1005 VLAN VLAN 1006 4094
VLAN 3

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# switchport trunk native vlan 3

VLAN1l 2 5 6

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# switchport trunk allowed vlan add 1,2,5,6

[ 78-16882-02-J
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Wl switchport trunk

VLAN 3 10 15

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# switchport trunk pruning vlan remove 3,10-15

show interfaces interface-id switchport EXEC

show interfaces switchport

switchport mode VLAN LAN
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switchport voice vlan

switchport voice vian W

VLAN LAN switchport voice vlan
no
switchport voice vlan {vlan-id | dotlp | none | untagged}
no switchport voice vlan
vlan-id VLAN 1
4094 IP Phone  IEEE 802.1Q 5
dotlp IEEE 802.1p VLAN 0 VLAN
Cisco IP Phone  IEEE
802.1p 5
none IP Phone VLAN
untagged
none
12.2(25)FX
2 VLAN

Cisco IP Phone
Discovery Protocol CDP

VLAN mls qos
Quality of Service QoS;

VLAN ID IP Phone  IEEE 802.1Q
IEEE 802.1Q
dotlg none untagged
VLAN

2 IP precedence

Catalyst 2960

Cisco
CDP

mls gos trust cos

VLAN ID
VLAN
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Wl switchport voice vian

VLAN
2 Cisco IP Phone
IP Phone MAC 2
VLAN 1 VLAN 1 PC IP Phone MAC
VLAN VLAN
VLAN MAC
VLAN PortFast VLAN
PortFast
VLAN 2 VLAN

Switch(config)# interface gigabitethernet0/2
Switch(config-if)# switchport voice vlan 2

show interfaces interface-id switchport EXEC

show interfaces interface-id switchport

switchport priority extend
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I
systemmtu W
10/100 Maximum Transmission Unit MTU;
system mtu MTU
no
system mtu {bytes | jumbo bytes}
no system mtu
bytes 10 Mbps 100 Mbps MTU
1500 1998 10/100 Mbps
MTU
jumbo bytes 1000 Mbps
MTU 1500 9000
MTU
MTU 1500
12.2(25)FX
MTU MTU
1000 Mbps system mtu
10/100 Mbps system mtu jumbo
N
MTU
CPU system mtu
1998 CPU
SNMP  Telnet
CPU
system mtu 1998 system mtu jumbo 5000
1000 Mbps 5000
1000 Mbps 1998
10 100 Mbps
Catalyst 2960
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H system mtu

1000 Mbps
1800

Switch(config)# system mtu jumbo 1800

Switch(config)# exit
Switch# reload

show system mtu EXEC

show system mtu
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test cable-diagnostics tdr ||

test cable-diagnostics tdr

Time Domain Reflector TDR test cable-diagnostics tdr

EXEC

test cable-diagnostics tdr interface interface-id

interface-id TDR
EXEC
12.2(25)FX
TDR 10/100 10/100/1000 SFP
TDR
test cable-diagnostics tdr interface interface-id TDR
show cable-diagnostics tdr interface interface-id EXEC
TDR
Switch# test cable-diagnostics tdr interface gigabitethernet0/2
TDR test started on interface Gi0/2
A TDR test can take a few seconds to run on an interface
Use 'show cable-diagnostics tdr' to read the TDR results.
10 100 Mbps test

cable-diagnostics tdr interface interface-id

Switch# test cable-diagnostics tdr interface gigabitethernet0/3
TDR test on Gi0/9 will affect link state and traffic

TDR test started on interface Gi0/3

A TDR test can take a few seconds to run on an interface

Use 'show cable-diagnostics tdr' to read the TDR results.

show cable-diagnostics tdr TDR
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M traceroute mac

traceroute mac

MAC

MAC
traceroute mac EXEC

traceroute mac [interface interface-id] {source-mac-address} [interface interface-id]
{destination-mac-address} [vlan vlan-id] [detail]

interface interface-id

source-mac-address MAC 16
destination-mac-address MAC 16
vlan vlan-id
2 VLAN LAN
VLAN LAN ID 1 4094
detail
EXEC
12.2(25)FX
2 traceroute Cisco Discovery Protocol
CDP CDP
2 traceroute 2
2
10
2 traceroute
MAC
VLAN traceroute mac
2 VLAN
2
MAC VLAN MAC
VLAN VLAN
1 CDP
2 traceroute CDP 1

2

VLAN

i Catalyst 2960
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traceroute mac M

MAC 2

Switch# traceroute mac 0000.0201.0601 0000.0201.0201
Source 0000.0201.0601 found on coné6[WS-C2960-12T] (2.2.6.6)
con6 (2.2.6.6) :Gi0/1 => Gi0/3

conb (2.2.5.5 ) : Gi0/3 => Gi0/1
conl (2.2.1.1 ) : Gi0/1 => Gi0/2
con?2 (2.2.2.2 ) : Gi0/2 => Gi0/1

Destination 0000.0201.0201 found on con2[WS-C3550-24] (2.2.2.2)
Layer 2 trace completed

detail 2

Switch# traceroute mac 0000.0201.0601 0000.0201.0201 detail
Source 0000.0201.0601 found on con6[WS-C2960-12T] (2.2.6.6)
C-12T/2.2.6.6

Gi0/2 [auto, auto] => Gi0/3 [auto, auto]
con5/WS-C2950G-24-EI/2.2.5.5 :

Fa0/3 [auto, auto] => Gi0/1 [auto, auto]
conl/WS-C3550-12G/2.2.1.1

Gi0/1 [auto, auto] => Gi0/2 [auto, auto]
con2/WS-C3550-24/2.2.2.2
Gi0/2 [auto, auto] => Fal0/l1 [auto, auto]

Destination 0000.0201.0201 found on con2[WS-C3550-24] (2.2.2.2)
Layer 2 trace completed.

Switch# traceroute mac interface fastethernet0/1 0000.0201.0601 interface
fastethernet0/3 0000.0201.0201

Source 0000.0201.0601 found on con6[WS-C2960-12T] (2.2.6.6)

con6 (2.2.6.6) :Gi0/1 => Gi0/3

conb5 (2.2.5.5 ) : Gi0/3 => Gi0/1
conl (2.2.1.1 ) : Gi0/1 => Gi0/2
con2 (2.2.2.2 ) : Gi0/2 => GiO0/1

Destination 0000.0201.0201 found on con2[WS-C3550-24] (2.2.2.2)
Layer 2 trace completed

2

Switch# traceroute mac 0000.0201.0501 0000.0201.0201 detail
Source not directly connected, tracing source .....
Source 0000.0201.0501 found on conb[WS-C2960-12T] (2.2.5.5)
con5/WS-C2960-12T/2.2.5.5

Gi0/1 [auto, auto] => Gi0/3 [auto, auto]
conl/WS-C3550-12G/2.2.1.1

Gi0/1 [auto, auto] => Gi0/2 [auto, auto]
con2/WS-C3550-24/2.2.2.2

Gi0/2 [auto, auto] => Fal0/l1 [auto, auto]
Destination 0000.0201.0201 found on con2[WS-C3550-24] (2.2.2.2)
Layer 2 trace completed.

MAC 2

Switch# traceroute mac 0000.0011.1111 0000.0201.0201
Error:Source Mac address not found.
Layer2 trace aborted.
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M traceroute mac

Switch# traceroute mac 0000.0201.0601
Error:Source and destination macs are
Layer2 trace aborted.

MAC

Switch# traceroute mac 0000.0201.0601
Invalid destination mac address

Switch# traceroute mac 0000.0201.0601
Error:Mac found on multiple vlans.
Layer2 trace aborted.

VLAN

0000.0301.0201
on different vlans.

0100.0201.0201

VLAN

0000.0201.0201

traceroute mac ip

i Catalyst 2960
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traceroute macip M

traceroute mac ip

IP IP
2 traceroute mac ip EXEC

traceroute mac ip {source-ip-address | source-hostname} {destination-ip-address |
destination-hostname} [detail]

source-ip-address IP 10 32
destination-ip-address IP 10 32
source-hostname IP
destination-hostname IP
detail

EXEC
12.2(25)FX

2 traceroute Cisco Discovery Protocol
CDP CDP
2 traceroute 2
2
10
IP traceroute mac ip
2 IP IP MAC
VLAN LAN ID

Address Resolution Protocol ARP

o IP ARP MAC
e ARP ARP IP
IP IP
1 CDP
2 traceroute CDP 1
2
VLAN
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W traceroute mac ip

detail IP 2

Switch# traceroute mac ip 2.2.66.66 2.2.22.22 detail
Translating IP to mac .....
2.2.66.66 => 0000.0201.0601
2.2.22.22 => 0000.0201.0201

Source 0000.0201.0601 found on con6[WS-C2950G-24-EI] (2.2.6.6)
con6/WS-2960-12T/2.2.6.6

Gi0/1 [auto, auto] => Gi0/3 [auto, auto]
con5/WS-C2950G-24-EI/2.2.5.5 :

Fa0/3 [auto, auto] => Gi0/1 [auto, auto]
conl/WS-C3550-12G/2.2.1.1

Gi0/1 [auto, auto] => Gi0/2 [auto, auto]
con2/WS-C3550-24/2.2.2.2

Gi0/2 [auto, auto] => Fa0/1 [auto, auto]
Destination 0000.0201.0201 found on con2[WS-C3550-24] (2.2.2.2)
Layer 2 trace completed.

Switch# traceroute mac ip con6 con2
Translating IP to mac .....
2.2.66.66 => 0000.0201.0601
2.2.22.22 => 0000.0201.0201

Source 0000.0201.0601 found on coné

con6 (2.2.6.6) :Gi0/1 => Gi0/3

conb (2.2.5.5 ) : Gi0/3 => Gi0/1
conl (2.2.1.1 ) : Gi0/1 => Gi0/2
con2 (2.2.2.2 ) Gi0/2 => Fal0/1
Destination 0000.0201.0201 found on con2

Layer 2 trace completed

ARP IP MAC
2

Switch# traceroute mac ip 2.2.66.66 2.2.77.77
Arp failed for destination 2.2.77.77.
Layer2 trace aborted.

rmon collection stats MAC MAC
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trust W
class class-map
trust
no
trust [cos | dscp | ip-precedence]
no trust [cos | dscp | ip-precedence]
cos Class of Service CoS;
CoS
dscp Differentiated Services Code Point DSCP 8
6
IP
CoS
CoS CoS DSCP
ip-precedence IP precedence 8
3 IP
CoS
CoS
CoS DSCP
dscp
12.2(25)FX
Quality of Service QoS;
DSCP
DSCP
mls qos trust
trust set
trust cos DSCP QoS
CoS CoS/DSCP
trust dscp QoS DSCP IP
QoS CoS IP QoS
CoS DSCP CoS/DSCP
Catalyst 2960
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W trust

trust ip-precedence QoS IP precedence IP precedence/DSCP
IP QoS CoS
IP QoS CoS
DSCP  CoS/DSCP

exit
EXEC end

classl DSCP

Switch(config)# policy-map policyl
Switch(config-pmap)# class classl
Switch(config-pmap-c)# trust dscp

Switch(config-pmap-c)# police 1000000 20000 exceed-action policed-dscp-transmit
Switch(config-pmap-c)# exit

show policy-map EXEC
class police set
trust
police
policy-map
set DSCP IP precedence IP
show policy-map QoS
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udid W

udld

UniDirectional Link Detection UDLD;
udld

UubDLD no

udld {aggressive | enable | message time message-timer-interval}

no udld {aggressive | enable | message}

aggressive
uDLD

enable
UDLD

message time
message-timer-interval UDLD
7 9

UDLD
60

12.2(25)FX

UbDLD
UbDLD
UbLD

Understanding UDLD

CPU
CPU

UbDLD udld

UbDLD

e udld reset EXEC — UDLD

e shutdown no shutdown
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W udd

e no udldenable

e no udld port
udld port aggressive
ubLD

e errdisable recovery cause udld

udld {aggressive | enable}
— uDLD

udld port

errdisable recovery interval interval
UDLD errdisable

ubDLD
Switch(config)# udld enable
show udld EXEC
show udld UDLD
udld port UbLD
udld
udld reset UDLD
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udid port W
UniDirectional Link Detection UDLD;
udld
udld port
udld
UbLD no
udld port [aggressive]
no udld port [aggressive]
aggressive UDLD
uUDLD
udld enable udld
aggressive UDLD
uDLD
12.2(25)FX
uUDLD ubLD
UDLD
ubDLD
uUbLD
Configuring UDLD
UDLD udld port
UDLD udld port
aggressive
UDLD udld enable UDLD
no udld port
udld enable udld aggressive
udld port aggressive UDLD
udld UDLD
no
Catalyst 2960
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W udid port

UDLD
e udld reset EXEC
e shutdown no shutdown

e noudldenable

e no udld port
udld port aggressive
uDLD

e errdisable recovery cause udld

uUbLD

— UDLD

udld {aggressive | enable}
— UDLD

udld port

errdisable recovery interval interval
UDLD errdisable

Switch(config)# interface gigabitethernet0/1

Switch(config-if)# udld port

udld
UbDLD

Switch(config)# interface gigabitethernet0/1

Switch(config-if)# no udld port

show running-config show udld interface EXEC

show running-config

Cisco 10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration File
Management Commands

show udld UDLD
udld uDLD
udld reset UDLD
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udid reset W
UniDirectional Link Detection UDLD;
udld reset
EXEC Port Aggregation Protocol
PAgP; Dynamic Trunking Protocol [DTP]
udld reset

EXEC

12.2(25)FX
UDLD UDLD
uDLD

Switch# udld reset
1 ports shutdown by UDLD were reset.

show udld EXEC

show running-config

Cisco 10S Configuration Fundamentals Command Reference,
Release 12.2 > File Management Commands > Configuration File

Management Commands

show udld

UDLD

udld UbLD

udld port UDLD
udld
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H vian
VLAN LAN config-vlan vlan
VLAN no
VLAN VLANID1 1005 VLAN
VLAN Trunking Protocol VTP; VLAN
VLAN VLANID 1006 VTP
VLAN
copy running-config startup-config EXEC
vlan vlan-id
no vlan vlan-id
vlan-id VLAN ID vlan-id 1 4094
VLAN ID VLAN ID
VLAN ID
12.2(25)FX
VLAN VLAN ID 1006 4094 vlan vlan-id
VLAN vtp transparent
VLAN
VTP VLAN VTP
VLAN VTP
VTP VLAN
VLAN VTP
e VLAN VTP
VTP VLAN
VTP VLAN
VLAN VLAN
e VTP VTP VLAN
1005 VLAN VTP VTP
VLAN
VLAN VLAN
VLAN
VLAN ID config-vlan
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vlan | |

vlan VLAN ID config-vlan
VLAN VLANID VLAN VLAN VLAN
VLAN config-vlan
VLAN1 1005 shutdown

config-vlan no
A
VLAN VLAN
mtu mtu-size remote-span VLAN
e are are-number VLAN ARE
TrCRF VLAN 0 13
7 0
e backupcrf CRF Token Ring Concentrator
Relay Function TrCRF; VLAN
enable VLAN CRF
disable VLAN CRF
e bridge {bridge-number | type} FDDI-NET
NET TrBRF VLAN VLAN VLAN
0 15
FDDI-NET TrBRF NET VLAN 0
type TrCRF VLAN
srb  source-route bridge SRB;
srt Source-Route Transparent SRT; VLAN
e exit VLAN VLAN 1 1005
config-vlan
e media VLAN
2-33
)
FDDI
VLAN Trunking Protocol VTP;
VLAN
VLAN
ethernet
fddi FDDI

fd-net FDDI Network Entity Title NET
tokenring VTP v2

VTPV 2 TrCRF
tr-net VTP v2 NET
VTP v2 TrBRF
e mtu mtu-size Maximum Transmission Unit MTU;
1500 18190 1500
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W vian

name vlan-name 1 32 ASCII VLAN
VLANXXXX xxxx  VLAN ID 4
no
parent parent-vlan-id FDDI TrCRF VLAN VLAN
TrCRF TrBRF TrCRF
0 1005 VLAN ID FDDI
VLAN 0 VLAN TrCRF VLAN
VLAN ID NET TrBRF
VLAN
remote-span VLAN  Remote SPAN RSPAN VLAN RSPAN
VLAN VLAN RSPAN
RSPAN VTP
RSPAN VLAN 1024 VLANID VTP VLAN
remote-span
ring ring-number FDDI TrCRF VLAN
1 4095 VLAN 0 FDDI VLAN
said said-value IEEE 802.10 Security Association Identifier SAID

1 4294967294
100000 VLAN ID

shutdown VLAN VLAN
config-vlan

state VLAN
active VLAN
suspend VLAN VLAN

ste ste-number STE
Token Ring Concentrator Relay Function TrCRF;

VLAN 0 13
7
e stptype FDDI-NET NET TrBRF VLAN
FDDI-NET VLAN STP ieee
NET VLAN STP ibm FDDI VLAN
SRT IEEE STP ieee
SRB IBM STP ibm
SRT IEEE SRB IBM STP
auto
e tb-vlanl tb-vlanl-id tb-vlan2 tb-vlan2-id VLAN
1 2 VLAN VLAN
FDDI 0
1005 0
2-33
name vlan-name media ethernet state {suspend | active} said said-value
mtu mtu-size remote-span tb-vlanl tb-vlanl-id tb-vlan2 tb-vlan2-id
FDDI name vlan-name media fddi state {suspend | active} said said-value
mtu mtu-size  ring ring-number parent parent-vlan-id tb-vlanl
tb-vlanl-id tb-vlan2 tb-vlan2-id
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2-33

vlan | |

FDDI-NET

name vlan-name media fd-net state {suspend | active} said said-value
mtu mtu-size bridge bridge-number stp type {ieee | ibm | auto} tb-vlanl
tb-vlanl-id tb-vlan2 th-vlan2-id

VTP v2 stp type  auto

VTP vl

name vlan-name, media tokenring, state {suspend | active}, said said-value,
mtu mtu-size, ring ring-number, parent parent-vlan-id, tb-vlanl tb-vlanl-id,
tb-vlan2 tb-vlan2-id

Token Ring Concentrator
Relay Function TrCRF;

VTP v2

name vlan-name media tokenring state {suspend | active} said
said-value mtu mtu-size ring ring-number parent parent-vlan-id bridge
type {srb | srt} are are-number ste ste-number backupcrf {enable |
disable} tb-vlanl tb-vlanl-id tb-vlan2 tb-vlan2-id

NET

VTP vl

name vlan-name, media tr-net state {suspend | active}, said said-value
mtu mtu-size bridge bridge-number stp type {ieee | ibm}, tb-vlanl
tb-vlanl-id tb-vlan2 th-vlan2-id

Token Ring Bridge Relay
Function TrBRF;

VTP v2

name vlan-name, media tr-net, state {suspend | active}, said said-value,
mtu mtu-size, bridge bridge-number, stp type {ieee | ibm | auto},
tb-vlanl tb-vlanl-id, tb-vlan2 tb-vlan2-id

2-34 VLAN

2-34 VLAN

VTP v2
TrCRFVLAN

TrBRF VLAN ID

TrCRF VLAN VLAN ID
1 Concentrator Relay

Function CRF;

VTP v2
TrCRF
VLAN

CRF

VTP v2
TrBRF VLAN
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W vian

2-34 VLAN
VTP vl VLAN STP auto
FDDI FDDI-NET
NET VLAN
VLAN ID
VLAN
0
FDDI FDDI
VLAN ID
1 VLAN
VLAN ID
VLAN
VLAN ID
FDDI
VLAN
VLAN
VLANxxx  vlan-name xxxx  VLAN ID 4
media ethernet state
active said-value 100000 VLANID mtu-size
1500 stp-type ieee exit config-vlan
VLAN
VLAN config-vlan
Switch(config)# wvlan 200
Switch(config-vlan) # exit
Switch(config)#
VLAN config-vlan

VLAN

Switch(config)# vtp mode transparent
Switch(config)# wvlan 2000
Switch(config-vlan)# end

Switch# copy running-config startup config

show vlan EXEC
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vlan VLAN | |

show vlan VLAN
1 VLAN VLAN ID

vlan VLAN VLAN VLAN

vlan VLAN

VLAN LAN VLAN VLANID1 1005 VLAN
vlan VLAN VLAN
vlan database EXEC VLAN
no
no

vlan vlan-id [are are-number] [backupcrf {enable | disable}] [bridge bridge-number |
type {srb | srt}] [media {ethernet | fddi | fdi-net | tokenring | tr-net}] [mtu mtu-size]
[name vlan-name] [parent parent-vlan-id] [ring ring-number] [said said-value]
[state {suspend | active}] [ste ste-number] [stp type {ieee | ibm | auto}]
[tb-vlanl tb-vlanl-id] [tb-vlan2 th-vlan2-id]

no vlan vlan-id [are are-number] [backupcrf {enable | disable}] [bridge bridge-number |
type {srb | srt}] [media {ethernet | fddi | fdi-net | tokenring | tr-net}] [mtu mtu-size]
[name vlan-name] [parent parent-vlan-id] [ring ring-number] [said said-value]
[state {suspend | active}] [ste ste-number] [stp type {ieee | ibm | auto}]
[tb-vlanl tb-vlanl-id] [tb-vlan2 th-vlan2-id]

VLAN VLANID 1006 4094

VLAN vlan
config-vlan
S
FDDI
VLAN Trunking Protocol VTP; VLAN
VLAN
vlan-id VLAN ID 1 1005
are are-number VLAN ARE
Token Ring Concentrator Relay
Function TrCRF; VLAN
0 13
0
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H vian VLAN

backupcrf {enable | CRF
disable} Token Ring Concentrator Relay Function TrCRF;
VLAN
* enable VLAN CRF
e disable VLAN CRF
bridge bridge-number | FDDI-NET
type {srb | srt} NET Token Ring Bridge Relay Function TrBRF;
VLAN VLAN
VLAN
0 15
type TrCRF VLAN 1
e srb source-route bridge [SRB; ]
e srt Source-Route Transparent [SRT;
] VLAN
media {ethernet | fddi | VLAN 2-35
fd-net | tokenring | tr-net}
e ethernet
e fddi FDDI
e fd-net FDDI Network Entity Title NET
e tokenring VTP V2
VTP v2
TrCRF
e tr-net VTP v2
NET VTP v2
TrBRF
mtu mtu-size Maximum Transmission Unit MTU;
1500 18190
name vlan-name 1 32 ASCII
VLAN
parent parent-vlan-id FDDI TrCRF VLAN VLAN
TrCRF TrBRF
TrCRF 0
1005
ring ring-number FDDI TrCRF VLAN
1 4095
said said-value IEEE 802.10 Security Association Identifier
SAID 1 4294967294
state {suspend | active} VLAN
e active VLAN
e suspend VLAN VLAN
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vlan VLAN | |

ste ste-number STE
Token Ring Concentrator Relay Function
TrCRF; VLAN
0 13
stp type {ieee | ibm | auto} FDDI-NET NET TrBRF VLAN
* SRT IEEE STP
ieee
* SRB IBM STP ibm
e SRT IEEE SRB IBM
STP auto
tb-vlanl th-vlanl-id VLAN
1 2 VLAN
tb-vlan2 tb-vlan2-id VLAN FDDI
0 1005 0

2-35
2-35
vlan vlan-id [name vlan-name] media ethernet [state {suspend | active}]
[said said-value] [mtu mtu-size] [tb-vlanl th-vlanl-id] [tb-vlan2 th-vlan2-id]
FDDI vlan vlan-id [name vlan-name] media fddi [state {suspend | active}]
[said said-value] [mtu mtu-size] [ring ring-number] [parent parent-vlan-id]
[tb-vlanl tb-vlanl-id] [tb-vlan2 th-vlan2-id]
FDDI-NET vlan vlan-id [name vlan-name] media fd-net [state {suspend | active}]

[said said-value] [mtu mtu-size] [bridge bridge-number]
[stp type {ieee | ibm | auto}] [tb-vlanl tb-vlanl-id] [tb-vlan2 th-vlan2-id]

VTP v2 stp type  auto

VTP vl

vlan vlan-id [name vlan-name] media tokenring [state {suspend | active}]
[said said-value] [mtu mtu-size] [ring ring-number] [parent parent-vlan-id]
[tb-vlanl tb-vlanl-id] [tb-vlan2 th-vlan2-id]

Token Ring Concentrator
Relay Function TrCRF;

VTP v2

vlan vlan-id [name vlan-name] media tokenring [state {suspend | active}]
[said said-value] [mtu mtu-size] [ring ring-number] [parent parent-vlan-id]
[bridge type {srb | srt}] [are are-number] [ste ste-number]

[backupcrf {enable | disable}] [tb-vlanl tb-vlanl-id] [tb-vlan2 th-vlan2-id]

NET

VTP vl

vlan vlan-id [name vlan-name] media tr-net [state {suspend | active}]
[said said-value] [mtu mtu-size] [bridge bridge-number]
[stp type {ieee | ibm}] [tb-vlanl th-vlanl-id] [tb-vlan2 th-vlan2-id]
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H vian VLAN

2-35

Token Ring Bridge Relay
Function TrBRF;

VTP v2

vlan vlan-id [name vlan-name] media tr-net [state {suspend | active}]
[said said-value] [mtu mtu-size] [bridge bridge-number]
[stp type {ieee | ibm | auto}] [tb-vlanl tb-vlanl-id] [tb-vlan2 th-vlan2-id]

2-36 VLAN
2-36 VLAN

VTP v2 TrBRF VLAN ID
TrCRF VLAN

TrCRF VLAN VLAN ID

Concentrator Relay

Function CRF;
VTP v2 CRF
TrCRF
VLAN
VTP v2
TrBRF VLAN
VTP vl VLAN STP auto

FDDI FDDI-NET
NET VLAN
VLAN ID
VLAN
0 FDDI FDDI
VLAN ID
1 VLAN
VLAN ID
VLAN
VLAN ID
FDDI
VLAN
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|
vilan VLAN ||
ARE 7
CRF
FDDI-NET TrBRF NET VLAN 0
media ethernet
mtu-size 1500
vlan-name VLANXXXX xxxx  VLAN ID 4
VLAN ID FDDI VLAN 0 VLAN TrCRF VLAN
VLAN ID TrCRF VLAN VLAN
ID NET TrBRF VLAN
VLAN  ring-number 0 FDDI VLAN
said-value 100000 VLANID
active
STE 7
STP FDDI-NET ieee NET VLAN ibm FDDI
VLAN
th-vlanl-id tb-vlan2-id 0
VLAN
12.2(25)FX
VLAN VLANID1 1005
S
VLAN VLAN ID 1006 4094 vlan
VTP VLAN VTP
VTP VTP
copy running-config startup-config EXEC
VLAN VTP
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H vian VLAN

* VLAN VTP
VTP VLAN
VTP VLAN
VLAN VLAN

e VTP VTP VLAN
1005 VLAN VTP VTP
VLAN

no vlan

e no vlan vlan-id VLAN VLAN
VLAN VLAN
0

¢ no vlan vlan-id bridge VLAN
0 vlan vlan-id bridge FDDI-NET NET VLAN
VLAN

¢ no vlan vlan-id media ethernet
VLAN no mtu
VLAN MTU MTU
VLAN VLAN VLAN
parent tb-vlanl th-vlan2

e no vilan vlan-id mtu VLAN MTU VLAN
media MTU

¢ no vlan vlan-id name vlan-name VLAN
VLANXXXX xxxx  VLAN ID 4

¢ no vlan vlan-id parent VLAN 0 VLAN
media VLAN VLAN  VLAN
VLAN

e no vlan vlan-id ring VLAN 0
¢ no vlan vlan-id said VLAN SAID 100000 VLANID

¢ no vlan vlan-id state VLAN active

e no vlan vlan-id stp type VLAN ieee

¢ no vlan vlan-id tb-vlanl no vlan vlan-id tb-vlan2 1
VLAN VLAN 0
VLAN VLAN VLAN
2 2 VLAN
VLAN media VLAN
media
VLAN VLAN VLAN
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vilan VLAN ||
VLAN
VLANxxx  vlan-name xxxx  VLAN ID 4
media ethernet state
active said-value 100000 VLANID mtu-size
1500 stp-type ieee exit apply vlan
VLAN
Switch(vlan)# vlan 2
VLAN 2 added:
Name: VLAN0002
Switch(vlan)# exit
APPLY completed.
Exiting....
MTU VLAN
Switch(vlan)# no vlan name engineering mtu 1200
show vlan EXEC
show vlan VLAN
1 VLAN VLAN ID
vlan VLAN
config-vlan
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Hl vian database

vlan database

VLAN LAN vlan database
EXEC VLAN VLAN
VLAN Trunking Protocol VTP; VLAN
VLAN
vlan database
S
VLAN VLANID1 1005
EXEC
12.2(25)FX
VLAN VLAN1 1005
VLAN VLAN ID 1006 4094 vlan
config-vlan vlan
VLANID1 1005
VLAN EXEC exit
S
VLAN
apply exit
VTP
abort VTP
VLAN VLAN
e vlan 1 VLAN
vlan VLAN
e Vvip VTP vtp VLAN
VLAN VTP
e abort VLAN
VLAN
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vian database W
apply VLAN
VLAN
)
VTP
exit VLAN
EXEC
no vlan vtp
reset VLAN
VLAN VLAN
show VLAN
show changes [vlan-id] VLANID 1 1005 VLANID 1
1005 VLAN VLAN
show current [vlan-id] VLAN 1 1005 VLAN
show proposed [vlan-id] VLAN
VLAN 1 1005 VLAN
exit apply VLAN
show vlan EXEC VLAN
show VLAN
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Hl vian database

EXEC VLAN

VLAN

Switch# vlan database
Switch(vlan)# show

VLAN ISL Id: 1

Name: default

Media Type: Ethernet

VLAN 802.10 Id: 100001

State: Operational

MTU: 1500

Translational Bridged VLAN: 1002
Translational Bridged VLAN: 1003

VLAN ISL Id: 2

Name: VLAN0002

Media Type: Ethernet
VLAN 802.10 Id: 100002
State: Operational
MTU: 1500

VLAN ISL Id: 1002

Name: fddi-default

Media Type: FDDI

VLAN 802.10 Id: 101002

State: Operational

MTU: 1500

Bridge Type: SRB

Ring Number: 0

Translational Bridged VLAN: 1
Translational Bridged VLAN: 1003

show changes

Switch(vlan)# show changes

DELETED:
VLAN ISL Id: 4

Name: VLANQ00O0O4

Media Type: Ethernet
VLAN 802.10 Id: 100004
State: Operational
MTU: 1500

MODIFIED:
VLAN ISL Id: 7

Current State: Operational
Modified State: Suspended

VLAN 7

Switch(vlan)# show changes 7

MODIFIED:
VLAN ISL Id: 7

Current State: Operational
Modified State: Suspended

i Catalyst 2960
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vlan database W

show current 20 VLAN 20

Switch(vlan)# show current 20
VLAN ISL Id: 20
Name: VLAN0020
Media Type: Ethernet
VLAN 802.10 Id: 100020
State: Operational
MTU: 1500

show vlan VLAN

shutdown vlan VLAN

vlan VLAN
config-vlan

Catalyst 2960
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W vmps reconfirm EXEC
VLAN Query Protocol VQP VLAN Membership Policy Server VMPS;
VLAN VLAN LAN
vmps reconfirm EXEC
vmps reconfirm
EXEC
12.2(25)FX
VQP VMPS
Switch# vmps reconfirm
show vmps EXEC Reconfirmation Status VMPS Action
show vmps
vmps reconfirm
show vmps VQP VMPS
vmps reconfirm VQP

i Catalyst 2960
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vmps reconfirm

vmps reconfirm

VLAN Query Protocol VQP vmps reconfirm

no

vmps reconfirm interval

no vmps reconfirm

interval VLAN LAN VLAN
Membership Policy Server VMPS; VLAN
VQP 1 120
60
12.2(25)FX
VQP 20 VLAN

Switch(config)# vmps reconfirm 20

show vmps EXEC Reconfirm Interval

show vmps VQP VMPS

vmps reconfirm EXEC VQP VMPS
VLAN

Catalyst 2960
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W vmps retry

vmps retry

VLAN Query Protocol VQP vmps retry

no

vmps retry count

no vmps retry

count VLAN Membership Policy
Server VMPS; VLAN
1 10
3
12.2(25)FX
7
Switch(config)# vmps retry 7
show vmps EXEC Server Retry Count
show vmps VQP VMPS
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vmps server W

vVmpsS server

VLAN Membership Policy Server VMPS; VLAN
3 vmps server
VMPS no

vmps server ipaddress [primary]

no vmps server [ipaddress]

ipaddress VMPS IP
Domain Name System DNS;

primary VMPS
VMPS
12.2(25)FX
primary
primary
IP
VMPS
VMPS VMPS VMPS
IP
ipaddress no
VMPS
IP 191.10.49.20 VMPS
IP 191.10.49.21 191.10.49.22

Switch(config)# vmps server 191.10.49.20 primary
Switch(config)# vmps server 191.10.49.21
Switch(config)# vmps server 191.10.49.22

IP 191.10.49.21

Switch(config)# no vmps server 191.10.49.21
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b vip

show vmps

EXEC

VMPS Domain Server

show vmps

VQP VMPS

vip

VLAN Trunking Protocol

VTP; VLAN
vtp

no

vtp {domain domain-name | file filename | interface name [only] | mode {client | server | transparent}
| password password | pruning | version number}

no vtp {file | interface | mode | password | pruning | version}

domain domain-name VTP VTP 1 32
ASCII
file filename VTP VLAN LAN Cisco 10S
interface name VTP ID
only IP VTP IP
mode VTP client server transparent
client VTP VTP
VTP
VLAN
VLAN VTP
VTP VLAN
server VTP VTP
VTP
VLAN
VTP VLAN
transparent VTP VTP
VTP
VLAN
VTP
VTP
copy running-config startup-config EXEC

78-16882-02-J |
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vtp
password password VTP VTP
MD5 16
1 32
ASCII
pruning VTP
version number VTP 1 2
flash:vlan.dat
1
12.2(25)FX
VTP VTP VLAN
VTP VLAN
e VLAN VTP
VTP VLAN
VTP VLAN
VLAN VLAN
J VTP VTP
VLAN 1005 VTP VLAN
VLAN 1005 VLAN
vtp file filename
VTP
VLAN VTP
VTP
vtp domain
0
NVRAM RAM

[ 78-16882-02-J
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b vip

VTP

e no vtp mode VTP

e vtp mode server

no vtp mode
VTP VLAN
i VTP
VTP VLAN

J VTP VLAN VTP

e vtp mode transparent VTP

J VLAN VTP VLAN

VTP

J VLAN VTP

. VLAN VTP
VTP

. no vtp password
VTP

e VTP VLAN

VLAN VTP

e VTP VLANID1 1005

. VLAN

J VTP 1 2
VTP

. 2 V2 VLAN

. VTP VTP VTP 2

VTP
VTP 1
J VTP 2
2 VTP 2
. VTP VTP

i Catalyst 2960
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vitp | |
e Token Ring Bridge Relay Function TrBRF; Token
Ring Concentrator Relay Function TrCRF; VLAN
2
J NET VLAN
1
VTP vtpfilename

Switch(config)# vtp file vtpfilename

Switch(config)# no vtp file vtpconfig
Clearing device storage filename.

VTP ID

Switch(config)# vtp interface gigabitethernet

Switch(config)# vtp domain OurDomainName

VTP

Switch(config)# vtp mode transparent

VTP

Switch(config)# vtp password ThisIsOurDomain’sPassword

VLAN

Switch(config)# vtp pruning
Pruning switched ON

VLAN 2

Switch(config)# vtp version 2

show vtp status EXEC

show vtp status VTP VTP

vtp VLAN VTP

Catalyst 2960
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H vip VLAN

vtp VLAN

VLAN Trunking Protocol VTP; VLAN vtp VLAN
LAN VLAN
vlan database EXEC
no

vtp {domain domain-name | password password | pruning | v2-mode | {server | client | transparent}}

no vtp {client | password | pruning | transparent | v2-mode}

domain domain-name VTP 1 32 ASCII
VTP
password password VTP VTP
MD5 16
1 32
ASCII
pruning VTP VTP
VLAN
VLAN VTP
v2-mode VTP 2
client VTP VTP
VTP
VLAN
VLAN VTP
VTP VLAN
VTP
server VTP VTP
VTP
VLAN
VTP VLAN
transparent VTP VTP
VTP
VLAN
VTP
VTP 2 V2

Catalyst 2960
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vip VLAN | |

VLAN

12.2(25)FX
VTP

copy running-config startup-config EXEC

VTP

. VTP no vtp client

no vtp transparent
* vtpserver
no vtp client no vtp transparent
VTP VLAN
i VTP
VTP VLAN

J VTP VLAN VTP

e vtp transparent VTP

J VLAN VTP VLAN

VTP
J VLAN VTP
. VLAN VTP
A
VTP VTP VLAN
VTP
VLAN VTP
VTP
vtp domain
0
NVRAM RAM
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H vip VLAN

VTP

. VTP

. VTP

« VTP

no vtp v2-mode

. VTP
TIBRF;

VTP 2 v2-mode

VTP

Switch(vlan)# vtp transparent

no vtp password

VLAN
1 2
VLAN
VTP VTP 2
VTP 2
VTP 1
VTP 2 1
VTP 2
Token Ring Bridge Relay Function
Token Ring Concentrator Relay Function TrCRF;
VLAN
NET VLAN

Setting device to VTP TRANSPARENT mode.

Switch(vlan)# vtp domain OurDomainName
Changing VTP domain name from cisco to OurDomainName

VTP

Switch(vlan)# vtp password private
Setting device VLAN database password to private.

Switch(vlan)# vtp pruning
Pruning switched ON

VLAN

i Catalyst 2960
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vip VLAN
VLAN v2
Switch(vlan)# vtp v2-mode
V2 mode enabled.
show vtp status EXEC
show vtp status VTP VTP
switchport trunk pruning VLAN
vtp VTP
Catalyst 2960
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H vip VLAN
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Catalyst 2960

APPENDIX A

Power-on Self-Test POST; DRAM
Cisco 10S
S
config.txt
VLAN LAN vlan.dat
9600 bps
Mode 1X LED
1 2 Mode Switch:

CPU POST

Catalyst 2960
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H boot

boot

CLI
boot

boot [-post | -n | -p | flag] filesystem:/file-url ...

-post Power-on Self-Test POST,;
POST
-n Cisco 10S
-p JTAG
filesystem:
flash:
[file-url
BOOT
12.2(25)FX
boot BOOT
file-url
boot
boot
new-image.bin

switch: boot flash:/new-images/new-image.bin

set BOOT
BOOT

Catalyst 2960
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cat

1 cat

cat filesystem:/file-url ...

cat W

filesystem:
flash:

[file-url

12.2(25)FX

2

switch: cat flash:/new-images/info flash:env_vars
version_suffix: lanbase-122-25.FX
version_directory: c2960-lanbase-mz.122-25.FX
image_name: c2960-lanbase-mz.122-25.FX.bin
ios_image_file_size: 4413952
total_image_file_size: 4424192

image_feature: LAYER_Z\MIN_DRAM_MEG:64
image_family: C2960

info_end:

BAUD=57600

MANUAL_BOOT=no

more 1

type 1

Catalyst 2960
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W copy

copy

copy

copy [-b block-size] filesystem:/source-file-url filesystem:/destination-file-url

-b block-size
filesystem:

flash:

[source-file-url
/destination-file-url

4 KB

12.2(25)FX

/ 45

45

switch: copy flash:testl.text flash:test4.text

File "flash:testl.text" successfully copied to "flash:test4.text"

dir filesystem:

delete 1

Catalyst 2960
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delete

delete W

1 delete
delete filesystem:/file-url ...
filesystem:
flash:
ffile-url
12.2(25)FX

2

switch: delete flash:test2.text
Are you sure you want to delete
File "flash:test2.text" deleted
Are you sure you want to delete
File "flash:test2.text" deleted

flash:test5.text
"flash:test2.text" (y/n)?y

"flash:test5.text" (y/n)?y

dir flash:

copy

Catalyst 2960
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W dir
dir

dir filesystem:/file-url ...

filesystem:
flash:

[file-url
12.2(25)FX
switch: dir flash:
Directory of flash:/

3 -rwx 1839 Mar 01 2002 00:48:15 config.text

11 -rwx 1140 Mar 01 2002 04:18:48 vlan.dat

21 -rwx 26 Mar 01 2002 00:01:39 env_vars

9 drwx 768 Mar 01 2002 23:11:42 html

16 -rwx 1037 Mar 01 2002 00:01:11 config.text

14 -rwx 1099 Mar 01 2002 01:14:05 homepage.htm

22  -rwx 96 Mar 01 2002 00:01:39 system_env_vars

17 drwx 192 Mar 06 2002 23:22:03 c2960-lanbase-mz.122-25.FX

15998976 bytes total (6397

A-1

A-1 dir

440

bytes free)

o d—

L] W —

L] X —

1644045

<date>

env_vars

i Catalyst 2960
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flash_init W

mkdir

rmdir

flash_init

flash_init

flash_init

12.2(25)FX
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W format

format

format

format filesystem:

filesystem:
flash:

12.2(25)FX
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fsck

fsck W

fsck
fsck [-test | -f] filesystem:
-test
Power-on Self-Test POST;
-f
Cyclic Redundancy Check CRC;
filesystem:
flash:

12.2(25)FX
switch: fsck -test flash:

Catalyst 2960
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H nhelp

help

help
help

12.2(25)FX

load_helper

1
load_helper

load_helper filesystem:/file-url ...

filesystem:
flash:

[file-url

12.2(25)FX

load_helper HELPER

Catalyst 2960
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memory W

memory

memory

memory

12.2(25)FX

switch: memory

Text: 0x00700000 - 0x0071cf24 (0x0001cf24 bytes)

Rotext: 0x00000000 - 0x00000000 (0x00000000 bytes)

Data: 0x0071cf24 - 0x00723a0c (0x00006ae8 bytes)
)
)

Bss: 0x0072529c - 0x00746£94 (0x00021cf8 bytes
Heap: 0x00756£98 - 0x00800000 (0x000a9068 bytes

Bottom heap utilization is 22 percent.
Top heap utilization is 0 percent.
Total heap utilization is 22 percent.
Total bytes: 0xa9068 (692328)

Bytes used: 0x26888 (157832)

Bytes available: 0x827e0 (534496)

Alternate heap utilization is 0 percent.
Total alternate heap bytes: 0x6£d000 (7327744)

Alternate heap bytes used: 0x0 (0)
Alternate heap bytes available: 0x6£d000 (7327744)

A-2

A-2 Memory

Text
Rotext
Text
Data
Bss Block Started by Symbol Bss
Heap
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W  mkdir

mkdir

mkdir filesystem:/directory-url ...

mkdir

filesystem:
flash:

/directory-url

12.2(25)FX

Saved_Configs

switch: mkdir flash:Saved_Configs
Directory "flash:Saved_Configs" created

2

switch: mkdir flash:Saved_Configsl flash:Test
Directory "flash:Saved_Configsl" created
Directory "flash:Test" created

dir filesystem:

dir

rmdir 1

i Catalyst 2960
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more M

more

1 more

more filesystem:/file-url ...

filesystem:
flash:

[file-url

12.2(25)FX

2

switch: more flash:/new-images/info flash:env_vars
version_suffix: lanbase-122-25.FX
version_directory: c2960-lanbase-mz.122-25.FX
image_name: c2960-lanbase-mz.122-25.FX.bin
ios_image_file_size: 4413952
total_image_file_size: 4424192

image_feature: LAYER_Z\MIN_DRAM_MEG:64
image_family: C2960

info_end:

BAUD=57600

MANUAL_BOOT=no

cat 1

type 1

Catalyst 2960
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H rename

rename

rename

rename filesystem:/source-file-url filesystem:/destination-file-url

filesystem:
flash:
[source-file-url
/destination-file-url
12.2(25)FX
/ 45
45
config.text configl.text

switch: rename flash:config.text flash:configl.text

dir filesystem:

copy

i Catalyst 2960
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reset W

reset

reset

reset

12.2(25)FX

switch: reset
Are you sure you want to reset the system (y/n)?y

System resetting...

boot CLI

Catalyst 2960 ]
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W rmdir

rmdir

1 rmdir
rmdir filesystem:/directory-url ...
filesystem:
flash:
/directory-url
12.2(25)FX
/ 45

1
switch: rmdir flash:Test
dir filesystem:
dir
mkdir 1

Catalyst 2960
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set W
set
set variable value
variable value variable value
MANUAL_BOOT —
1 yes O no no 0
BOOT filesystem:/file-url —
BOOT
BOOT
ENABLE_BREAK — Break
1 yes on 0 no off 1 vyes on
Break
HELPER filesystem:/file-url —
PS1 prompt —
CONFIG_FILE flash:/file-url — Cisco 10S
BAUD rate — /
Cisco 10S
0 4294967295 bps 50 75
110 150 300 600 1200 1800 2000 2400 3600 4800 7200 9600 14400
19200 28800 38400 56000 57600 115200 128000
300 1200 2400 9600 19200 57600 115200
BOOTHLPR filesystem:/file-url — 2 Cisco I0OS
Cisco 10S

HELPER_CONFIG_FILE filesystem:/file-url — Cisco 10S

CONFIG_FILE
Cisco I0S

Catalyst 2960
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W set

MANUAL_BOOT No 0
BOOT
ENABLE_BREAK No off 0 Break

HELPER

PS1 switch
CONFIG_FILE config.text
BAUD 9600 bps
BOOTHLPR
HELPER_CONFIG_FILE

SWITCH_NUMBER 1

SWITCH_PRIORITY 1

12.2(25)FX

MANUAL_BOOT boot manual

BOOT boot system filesystem:/file-url
ENABLE_BREAK boot enable-break
HELPER boot helper filesystem:/file-url

Catalyst 2960
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set W
CONFIG_FILE boot config-file flash:/file-url
BOOTHLPR boot boothlpr filesystem:/file-url
HELPER_CONFIG_FILE boot helper-config-file filesystem:/file-url
HELPER_CONFIG_FILE boot helper-config-file filesystem:/file-url
PS1 = 120

switch: set PS1 loader:
loader:

set

unset 1

Catalyst 2960
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W type

type
1 type

type filesystem:/file-url ...

filesystem:
flash:

[file-url

12.2(25)FX

2

switch: type flash:/new-images/info flash:env_vars
version_suffix: lanbase-122-25.FX
version_directory: c2960-lanbase-mz.122-25.FX
image_name: c2960-lanbase-mz.122-25.FX.bin
ios_image_file_size: 4413952
total_image_file_size: 4424192

image_feature: LAYER_Z\MIN_DRAM_MEG:64
image_family: C2960

info_end:

BAUD=57600

MANUAL_BOOT=no

cat 1
more 1

Catalyst 2960
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unset W
1 unset
unset variable ...
variable variable
MANUAL_BOOT —
BOOT —
BOOT
BOOT
ENABLE BREAK —
Break
HELPER —
pPS1 —
CONFIG_FILE — Cisco 10S
BAUD —
Cisco 10S
BOOTHLPR — 2  Cisco IOS
Cisco 10S
HELPER_CONFIG_FILE — Cisco 10S
CONFIG_FILE
Cisco I0S
12.2(25)FX
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M version
MANUAL_BOOT no boot manual
BOOT no boot system
ENABLE_BREAK no boot enable-break
HELPER no boot helper
CONFIG_FILE no boot config-file
BOOTHLPR no boot boothlpr
HELPER_CONFIG_FILE no boot helper-config-file
switch: unset PS1
switch:
set
version
version
12.2(25)FX

switch: version

C2960 Boot Loader (C2960-HBOOT-M) Version 12.2(25)FX

Compiled Wed 21-Feb-02 14:58 by devgoyal

switch:

i Catalyst 2960
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Catalyst 2960 debug EXEC

b

CPU
debug

debug
debug
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M debug auto qos

debug auto gos

Automatic Quality of Service auto-QoS;
debug auto qos EXEC
no

debug auto gos

no debug auto qos

Auto-QoS
EXEC
12.2(25)FX
auto-QoS Quality of Service QoS;
auto-QoS
debug auto qos EXEC
undebug auto qos no debug auto qos
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debug auto qos M

auto-QoS QoS

Switch# debug auto gos

AutoQoS debugging is on

Switch# configure terminal

Enter configuration commands, one per line. End with CNTL/Z.
Switch(config)# interface gigabitethernet0/1
Switch(config-if)# auto qgos voip cisco-phone

21:29:41: mls gos map cos-dscp 0 8 16 26 32 46 48 56
21:29:41: mls gos

21:29:42: no mls gos srr-queue input cos-map
21:29:42: no mls gos srr-queue output cos-map

21:29:42: mls gos srr-queue input cos-map queue 1 threshold 3 0
21:29:42: mls gos srr-queue input cos-map queue 1 threshold 2 1
21:29:42: mls gos srr-queue input cos-map queue 2 threshold 1 2
21:29:42: mls gos srr-queue input cos-map queue 2 threshold 2 4 6 7
21:29:43: mls gos srr-queue input cos-map queue 2 threshold 3 3 5
21:29:43: mls gos srr-queue output cos-map queue threshold
21:29:43: mls gos srr-queue output cos-map queue threshold 7

> o

21:29:44: mls gos srr-queue output cos-map queue threshold
21:29:44: mls gos srr-queue output cos-map queue threshold
21:29:44: no mls gos srr-queue input dscp-map
21:29:44: no mls gos srr-queue output dscp-map

w N W ww
o R N WU

1
2
21:29:44: mls gos srr-queue output cos-map queue 3 threshold
4
4

21:29:44: mls gos srr-queue input dscp-map queue 1 threshold 9 10 11 12 13 14 15
21:29:45: mls gos srr-queue input dscp-map queue 1 threshold 012345¢67
21:29:45: mls gos srr-queue input dscp-map queue 1 threshold 32

21:29:45: mls gos srr-queue input dscp-map queue 2 threshold 16 17 18 19 20 21 22 23
21:29:45: mls gos srr-queue input dscp-map queue 2 threshold 33 34 35 36 37 38 39 48
21:29:46: mls gos srr-queue input dscp-map queue 2 threshold 49 50 51 52 53 54 55 56
21:29:46: mls gos srr-queue input dscp-map queue 2 threshold 57 58 59 60 61 62 63
21:29:46: mls gos srr-queue input dscp-map queue 2

21:29:47: mls gos srr-queue input dscp-map queue 2 threshold 40 41 42 43 44 45 46 47

threshold 40 41 42 43 44 45 46 47
24 25 26 27 28 29 30 31
48 49 50 51 52 53 54 55

56 57 58 59 60 61 62 63

21:29:47: mls gos srr-queue output dscp-map queue 1

21:29:47: mls gos srr-queue output dscp-map queue 2 threshold
21:29:47: mls gos srr-queue output dscp-map queue 2 threshold
21:29:48: mls gos srr-queue output dscp-map queue 2 threshold

21:29:48: mls gos srr-queue output dscp-map queue 3 threshold 16 17 18 19 20 21 22 23
21:29:48: mls gos srr-queue output dscp-map queue 3 threshold 32 33 34 35 36 37 38 39
21:29:49: mls gos srr-queue output dscp-map queue 4 threshold 1 8

21:29:49: mls gos srr-queue output dscp-map queue 4 threshold 2 9 10 11 12 13 14 15
21:29:49: mls gos srr-queue output dscp-map queue 4 threshold 3 01 2 3 4 5 6 7
21:29:49: no mls gos srr-queue input priority-queue 1

21:29:49: no mls gos srr-queue input priority-queue 2

21:29:50: mls gos srr-queue input bandwidth 90 10

21:29:50: no mls gos srr-queue input buffers

21:29:50: mls gos queue-set output 1 buffers 10 10 26 54

21:29:50: interface GigabitEthernet0/1

21:29:50: mls gos trust device cisco-phone

21:29:50: mls gos trust cos

21:29:50: no queue-set 1

21:29:50: srr-queue bandwidth shape 10 0 0 0

21:29:50: srr-queue bandwidth share 10 10 60 20

2
3
3
1
2
2
2
threshold 3 24 25 26 27 28 29 30 31
3
3
3
3
3
3
3

auto qos voip QoS Voice over IP VoIP auto-QoS
show auto qos auto-QoS
show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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M debug backup

debug backup

Flex Links debug backup
EXEC no

debug backup {all | errors | events}

no debug backup {all | errors | events}

all

errors

events

EXEC

12.2(25)FX

undebug backup no debug backup

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug cluster W

debug cluster

debug cluster EXEC
no

debug cluster {discovery | events | extended | hsrp | http | ip [packet] | members | nat | neighbors |
platform | snmp | vqpxy}

no debug cluster {discovery | events | extended | hsrp | http | ip [packet] | members | nat | neighbors
| platform | snmp | vapxy}

discovery

events

extended

hsrp Hot Standby Router Protocol HSRP

http HTTP

ip [packet] IP

members

nat Network Address Translation NAT

neighbors

platform

snmp SNMP

vgpxy VLAN Query Protocol VQP
EXEC

12.2(25)FX

undebug cluster no debug cluster

show debugging
Cisco 10S Release 12.2 Configuration Guides
and Command References > Cisco 10S Configuration Fundamentals
Configuration Guide, Release 12.2 > System Management >
Troubleshooting and Fault Management

show cluster

show cluster candidates

show cluster members
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M debug dotix

debug dotlx

802.1x

debug dotlx EXEC
no

debug dotlx {all | errors | events | packets | registry | state-machine}

no debug dotlx {all | errors | events | packets | registry | state-machine}

all 802.1x
errors 802.1x
events 802.1x
packets 802.1x
registry 802.1x
state-machine

~
redundancy

EXEC

12.2(25)FX
undebug dotlx no debug dotlx

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command

References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show dotlx

802.1x
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debugdtp W

debug dtp

Dynamic Trunking Protocol DTP debug dtp
EXEC no

debug dtp {aggregation | all | decision | events | oserrs | packets | queue | states | timers}

no debug dtp {aggregation | all | decision | events | oserrs | packets | queue | states | timers}

aggregation DTP
all DTP
decision DTP
events DTP
oserrs DTP
packets DTP
queue DTP
states DTP
timers DTP
EXEC

12.2(25)FX

undebug dtp no debug dtp

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show dtp DTP
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M debug etherchannel

debug etherchannel

EtherChannel/Port Aggregation Protocol PAgP;

debug etherchannel EXEC

debug etherchannel [all | detail | error | event | idb]

no debug etherchannel [all | detail | error | event | idb]

PAgP

no

all EtherChannel
detail EtherChannel
error EtherChannel
event EtherChannel
idb PAgP

~
linecard

EXEC

12.2(25)FX

undebug etherchannel

no debug etherchannel

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show etherchannel

EtherChannel
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debug ip dhcp snooping W

debug ip dhcp snooping

DHCP debug ip dhcp snooping EXEC
no

debug ip dhcp snooping {mac-address | agent | event | packet}

mac-address DHCP MAC
agent DHCP
event DHCP
packet DHCP
EXEC
12.2(25)FX
undebug ip dhcp snooping no debug ip dhcp snooping

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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M debug interface

debug interface

EXEC

debug interface
no

debug interface {interface-id | null interface-number | port-channel port-channel-number |

vlan vlan-id}
no debug interface {interface-id | null interface-number | port-channel port-channel-number |
vlan vlan-id}
interface-id gigabitethernet 0/2 / /
null interface-number
interface-number 0
port-channel EtherChannel
port-channel-number port-channel-number 1 6
vlan vlan-id VLAN LAN
vlan-id 1 4094
EXEC
12.2(25)FX

undebug interface

no debug interface

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show etherchannel

EtherChannel
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debug ip igmp filter W

debug ip igmp filter

Internet Group Management Protocol IGMP
debug ip igmp filter EXEC
no

debug ip igmp filter
no debug ip igmp filter

EXEC

12.2(25)FX

undebug ip igmp filter no debug ip igmp filter

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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| debug ip igmp max-groups

debug ip igmp max-groups

Internet Group Management Protocol IGMP
debug ip igmp max-groups EXEC
no

debug ip igmp max-groups

no debug ip igmp max-groups

EXEC

12.2(25)FX

undebug ip igmp max-groups no debug ip igmp max-groups

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug ip igmp snooping ||

debug ip igmp snooping

Internet Group Management Protocol IGMP
debug igmp snooping EXEC
no

debug ip igmp snooping [group | management | querier | router | timer]

no debug ip igmp snooping [group | management | querier | router | timer]

group IGMP
management IGMP
querier IGMP
router IGMP
timer IGMP
EXEC
12.2(25)FX
undebug ip igmp snooping no debug ip igmp snooping
debug platform ip igmp snooping IGMP

show debugging
Cisco 10S Release 12.2
Configuration Guides and Command References > Cisco 10S
Configuration Fundamentals Configuration Guide, Release
12.2 > System Management > Troubleshooting and Fault
Management
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M debuglacp

debug lacp

Link Aggregation Control Protocol LACP

debug lacp
no

EXEC

debug lacp [all | event | fsm | misc | packet]

no debug lacp [all | event | fsm | misc | packet]

all LACP
event LACP
fsm LACP
misc LACP
packet LACP
EXEC
12.2(25)FX

undebug lacp

no debug lacp

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show lacp

LACP
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debug mac-notification Wl

debug mac-notification

MAC debug
mac-notification EXEC
no

debug mac-notification

no debug mac-notification

EXEC

12.2(25)FX

undebug mac-notification no debug mac-notification

show debugging
Cisco 10S Release 12.2
Configuration Guides and Command References > Cisco 10S
Configuration Fundamentals Configuration Guide, Release
12.2 > System Management > Troubleshooting and Fault
Management

show mac address-table notification
MAC
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Bl debug matm

debug matm

MAC
debug matm EXEC
no

debug matm

no debug matm

EXEC

12.2(25)FX

undebug matm no debug matm

debug platform matm MAC

show debugging
Cisco 10S Release 12.2 Configuration Guides
and Command References > Cisco 10S Configuration Fundamentals
Configuration Guide, Release 12.2 > System Management >
Troubleshooting and Fault Management
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debug matm move update W

debug matm move update

MAC debug matm
move update EXEC

debug matm move update

no debug matm move update

EXEC
12.2(25)SED
undebug matm move update no debug matm move update
mac address-table move update MAC

{receive | transmit}

show debugging
Cisco 10S Release 12.2
Configuration Guides and Command References > Cisco
10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and
Fault Management
show mac address-table move update MAC
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Bl debug monitor

debug monitor

Switched Port Analyzer SPAN;
debug monitor EXEC
no

debug monitor {all | errors | idb-update | info | list | notifications | platform | requests | snmp}

no debug monitor {all | errors | idb-update | info | list | notifications | platform | requests | snmp}

all SPAN
errors SPAN
idb-update SPAN Interface Description Block IDB;
info SPAN
list SPAN VLAN LAN
notifications SPAN
platform SPAN
requests SPAN
snmp SPAN SNMP
EXEC
12.2(25)FX
undebug monitor no debug monitor

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show monitor SPAN Remote SPAN RSPAN; SPAN
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debug mvrdbg W

debug mvrdbg

Multicast VLAN Registration MVR debug mvrdbg
EXEC no

debug mvrdbg {all | events | igmpsn | management | ports}

no debug mvrdbg {all | events | igmpsn | management | ports}

all MVR
events MVR
igmpsn MVR Internet Group Management Protocol IGMP
management MVR
ports MVR
EXEC
12.2(25)FX
undebug mvrdbg no debug mvrdbg

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show mvr MVR
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M debug nvram

debug nvram

NVRAM RAM debug nvram
EXEC no

debug nvram

no debug nvram

EXEC

12.2(25)FX

undebug nvram no debug nvram

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug pagp M

debug pagp

Port Aggregation Protocol PAgP;
debug pagp EXEC
no

debug pagp [all | event | fsm | misc | packet]

no debug pagp [all | event | fsm | misc | packet]

all PAgP
event PAgP
fsm PAgP
misc PAgP
packet PAgP
EXEC
12.2(25)FX
undebug pagp no debug pagp

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show pagp PAgP
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M debug platform acl

debug platform acl

Access Control List
debug platform acl

ACL,;

EXEC

debug platform acl {all | exit | label | main | warn}

no debug platform acl {all | exit | label | main | warn}

all ACL
exit ACL
label ACL
main ACL
warn ACL
S
racl vimap
12.2(25)FX

undebug platform acl

no debug platform acl

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command

References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform backup interface | |

debug platform backup interface

Flex Links
debug platform backup interface EXEC
no

debug platform backup interface

no debug platform backup interface

EXEC

12.2(25)FX

undebug platform backup interface no platform debug backup interface

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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[ | debug platform cpu-queues

debug platform cpu-queues

CPU debug platform cpu-queues
EXEC no

debug platform cpu-queues {broadcast-q | cbt-to-spt-q | cpuhub-q | host-q | icmp-q |
igmp-snooping-q | layer2-protocol-q | logging-q | remote-console-q | software-fwd-q | stp-q}

no debug platform cpu-queues {broadcast-q | cbt-to-spt-q | cpuhub-q | host-q | icmp-q |
igmp-snooping-q | layer2-protocol-q | logging-q | remote-console-q | software-fwd-q | stp-q}

broadcast-q

cbt-to-spt-q Core-Based Tree to Shortest-Path Tree cbt-to-spt
cpuhub-q CPU

host-q

icmp-q Internet Control Message Protocol ICMP
igmp-snooping-q Internet Group Management Protocol IGMP
layer2-protocol-q 2

logging-q

remote-console-q

software-fwd-q

stp-q Spanning-Tree Protocol STP;
S
routing-protocol-Q rpffail-q
EXEC
12.2(25)FX
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debug platform dotix W

undebug platform cpu-queues no debug platform cpu-queues

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

debug platform dotlx

802.1x debug platform dotlx EXEC
no

debug platform dotlx {initialization | interface-configuration | rpc}

no debug platform dotlx {initialization | interface-configuration | rpc}

initialization 802.1x

interface-configuration 802.1x

rpc 802.1x Remote Procedure Call RPC
EXEC

12.2(25)FX

undebug platform dot1x no debug platform dot1x

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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| debug platform etherchannel

debug platform etherchannel

EtherChannel debug platform etherchannel
EXEC no

debug platform etherchannel {init | link-up | rpc | warnings}

no debug platform etherchannel {init | link-up | rpc | warnings}

init EtherChannel
link-up EtherChannel
rpc EtherChannel Remote Procedure Call RPC
warnings EtherChannel
EXEC
12.2(25)FX
undebug platform etherchannel no debug platform etherchannel

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform forw-tcam W

debug platform forw-tcam

Ternary CAM  TCAM debug platform
forw-tcam EXEC
no

debug platform forw-tcam [adjustment | allocate | audit | error | move | read | write]

no debug platform forw-tcam [adjustment | allocate | audit | error | move | read | write]

adjustment TCAM

allocate TCAM

audit TCAM

error TCAM

move TCAM

read TCAM

write TCAM

EXEC
12.2(25)FX
TCAM

undebug platform forw-tcam no debug platform forw-tcam

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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B debug platform ip dhcp

debug platform ip dhcp

Dynamic Host Configuration Protocol DHCP debug platform ip dhcp
EXEC no

debug platform ip dhcp [all | error | event | packet | rpc]
no debug platform ip dhcp [all | error | event | packet | rpc]

all DHCP

error DHCP

event DHCP

packet DHCP

rpc DHCP Remote Procedure Call RPC
EXEC

12.2(25)FX

undebug platform ip dhcp no debug platform ip dhcp

show ip dhcp snooping DHCP

show ip dhcp snooping binding DHCP

show debugging
Cisco 10S Release 12.2
Configuration Guides and Command References > Cisco 10S
Configuration Fundamentals Configuration Guide, Release
12.2 > System Management > Troubleshooting and Fault
Management
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debug platform ip igmp snooping | |

debug platform ip igmp snooping

Internet Group Management Protocol IGMP
debug platform ip igmp snooping EXEC
no

debug platform ip igmp snooping {all | di | error | event | group | mgmt | pak | retry | rpc | warn}
debug platform ip igmp snooping pak {ip-address | error | ipopt | leave| query | report | rx | svi | tx}
debug platform ip igmp snooping rpc [cfg | misc | vlan]

no debug platform ip igmp snooping {all | di | error | event | group | mgmt | pak | retry | rpc | warn}

all IGMP

di IGMP di Remote Procedure Call
RPC

error IGMP

event IGMP

group IGMP

mgmt IGMP

pak {ip-address | error | IGMP
ipopt | leave | query |

report | rx | svi |t} e ip-address — IGMP IP

e error — IGMP

e ipopt — IGMP IP

* leave — IGMP
e query — IGMP

e report — IGMP

* rx—IGMP

e svi— IGMP Switched Virtual Interface SVI

e tx— IGMP

retry IGMP

rpc [cfg | misc | vlan] IGMP RPC

o cfg— IGMP RPC

® misc — IGMP RPC

e vlan — IGMP VLAN LAN
RPC

warn IGMP
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[ | debug platform ip igmp snooping

N

rpc I3mm
EXEC
12.2(25)FX
undebug platform ip igmp snooping no debug platform ip igmp snooping
debug ip igmp snooping IGMP

show debugging
Cisco 10S Release 12.2 Configuration Guides

and Command References > Cisco 10S Configuration Fundamentals
Configuration Guide, Release 12.2 > System Management >
Troubleshooting and Fault Management
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debug platform led

Light-Emitting Diode LED
EXEC

debug platform led {generic | signal}

no debug platform led {generic | signal}

debug platform led W

debug platform led
no

generic LED
signal LED
S
stack
EXEC
12.2(25)FX
undebug platform led no debug platform led

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

Catalyst 2960

[ 78-16882-02-J



B  Catalyst 2960 |

M debug platform matm

debug platform matm

MAC
debug platform matm EXEC
no

debug platform matm {aging | all | ec-aging | errors | learning | rpc | secure-address | warnings}

no debug platform matm {aging | all | ec-aging | errors | learning | rpc | secure-address | warnings}

aging MAC
all MAC
ec-aging EtherChannel
errors MAC
learning MAC
rpc MAC Remote Procedure Call RPC
secure-address MAC
warning MAC
EXEC
12.2(25)FX
undebug platform matm no debug platform matm
debug matm MAC

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform messaging application ||

debug platform messaging application

debug
platform messaging application EXEC
no

debug platform messaging application {all | badpak | cleanup | events | memerr | messages | usererr}

no debug platform messaging application {all | badpak | cleanup | events | memerr | messages |
usererr}

all
badpak
cleanup

events

memerr
messages
usererr

stackchg

EXEC

12.2(25)FX

undebug platform messaging application no debug platform messaging application

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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Wl debug platform phy

debug platform phy

PHY

debug platform phy

EXEC
no

debug platform phy {automdix | cablediag | dual-purpose | flcd {configure | ipc | iter | trace} |
flowcontrol | forced | init-seq | link-status | read | sfp | show-controller | speed | write | xenpak}

no debug platform phy {automdix | cablediag | dual-purpose | flcd {configure | ipc | iter | trace} |
flowcontrol | forced | init-seq | link-status | read | sfp | show-controller | speed | write | xenpak}

automdix PHY Medium-Dependent Interface Crossover auto-MDIX
cablediag PHY
dual-purpose PHY
flcd {configure | ipc | PHY FLCD
iter | trace}
e configure — PHY
* ipc — Interprocess Communication IPC;
e iter —iter
e trace —
flowcontrol PHY
forced PHY
init-seq PHY
link-status PHY
read PHY
sfp PHY Small Form-Factor Pluggable SFP

show-controller

PHY show-controller

speed PHY

write PHY

xenpak PHY XENPAK
EXEC

12.2(25)FX

undebug platform phy

no debug platform phy
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debug platform pm W

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

debug platform pm

debug platform pm EXEC
no

debug platform pm {all | counters | errdisable | etherchnl | exceptions | hpm-events | idb-events |
if-numbers | ios-events | link-status | platform | pm-events | pm-span | pm-vectors [detail] | rpc
[general | oper-info | state | vectors | vp-events] | soutput-vectors | sync | vlans}

no debug platform pm {all | counters | errdisable | etherchnl | exceptions | hpm-events | idb-events |
if-numbers | ios-events | link-status | platform | pm-events | pm-span | pm-vectors [detail] | rpc
[general | oper-info | state | vectors | vp-events] | soutput-vectors | sync | vlans}

all
counters Remote Procedure Call RPC

errdisable errdisable
etherchnl EtherChannel
exceptions

hpm-events

idb-events Interface Descriptor Block IDB;

if-numbers

ios-events Cisco I0S

link-status

platform

pm-events

pm-span Switched Port Analyzer SPAN;

pm-vectors [detail]

e detail —
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M debug platform pm

rpc [general | oper-info | RPC
state | vectors | vp-events]

e general — RPC
e oper-info — RPC
e state— RPC
* vectors — RPC
* vp-events — RP

soutput-vectors IDB

sync VLAN LAN

vlans VLAN

N
stack-manager
EXEC
12.2(25)FX
undebug platform pm no debug platform pm

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform port-asic | |

debug platform port-asic

Application-Specific Integrated Circuit ASIC; IC
debug platform port-asic EXEC
no

debug platform port-asic {interrupt | periodic | read | write}

no debug platform port-asic {interrupt | periodic | read | write}

interrupt ASIC
periodic ASIC
read ASIC
write ASIC
A
stack
EXEC
12.2(25)FX
undebug platform port-asic no debug platform port-asic

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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| debug platform port-security

debug platform port-security

debug

platform port-security EXEC
no

debug platform port-security {add | aging | all | delete | errors | rpc | warnings}

no debug platform port-security {add | aging | all | delete | errors | rpc | warnings}

add

aging

all

delete

errors

rpc Remote Procedure Call RPC

warnings

EXEC

12.2(25)FX

undebug platform port-security no debug platform port-security

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command

References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform gos-acl-tcam | |

debug platform gos-acl-tcam

Quality of Service QoS; Access Control List ACL; Ternary
CAM TCAM debug platform
gos-acl-tcam EXEC

no

debug platform gos-acl-tcam {all | ctcam | errors | labels | mask | rpc | tcam}

no debug platform qos-acl-tcam {all | ctcam | errors | labels | mask | rpc | tcam}

all QoS and ACL TCAM QATM

ctcam Cisco TCAM CTCAM

errors QATM

labels QATM

mask QATM

rpc QATM Remote Procedure Call RPC
tcam QATM TCAM

EXEC

12.2(25)FX
undebug platform gos-acl-tcam no debug platform gos-acl-tcam
show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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| debug platform resource-manager

debug platform resource-manager

debug platform resource-manager EXEC
no

debug platform resource-manager {all | dm | erd | errors | madmed | sd | stats | vid}

no debug platform resource-manager {all | dm | erd | errors | madmed | sd | stats | vid}

all
dm
erd

errors
madmed MAC

sd
stats
vid VLAN LAN

EXEC

12.2(25)FX

undebug platform resource-manager no debug platform resource-manager

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform snmp W

debug platform snmp

SNMP
debug platform snmp EXEC
no
debug platform snmp
no debug platform snmp
EXEC

12.2(25)FX
undebug platform snmp no debug platform snmp

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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M debug platform span

debug platform span

Switched Port Analyzer SPAN;

debug platform span EXEC
no
debug platform span
no debug platform span
EXEC
12.2(25)FX
undebug platform span no debug platform span

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform supervisor-asic | |

debug platform supervisor-asic

Application-Specific Integrated Circuit ASIC; IC
debug platform supervisor-asic EXEC
no

debug platform supervisor-asic {all | errors | receive | send}

no debug platform supervisor-asic {all | errors | receive | send}

all ASIC
errors ASIC
receive ASIC
send ASIC
EXEC
12.2(25)FX
undebug platform supervisor-asic no debug platform supervisor-asic

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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B debug platform sw-bridge

debug platform sw-bridge

debug platform sw-bridge
EXEC no

debug platform sw-bridge {broadcast | control | multicast | packet | unicast}

no debug platform sw-bridge {broadcast | control | multicast | packet | unicast}

broadcast

control

multicast

packet

unicast

EXEC

12.2(25)FX

undebug platform sw-bridge no debug platform sw-bridge

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform tcam W

debug platform tcam

Ternary CAM  TCAM debug
platform tcam EXEC
no

debug platform tcam {log | read | search | write}

debug platform tcam log 12 {acl {input | output} | local | qos}
debug platform tcam log 13 {acl {input | output} | qos}
debug platform tcam read {reg | ssram | tcam}

debug platform tcam search

debug platform tcam write {forw-ram | reg | tcam}

no debug platform tcam {log | read | search | write}

no debug platform tcam log 12 {acl {input | output} | local | gos}
no debug platform tcam log I3 {acl {input | output} | gos}

no debug platform tcam read {reg | ssram | tcam}

no debug platform tcam search

no debug platform tcam write {forw-ram | reg | tcam}

log 12 {acl {input| output} 2 CAM

| local | gos}
e acl {input | output} — ACL
e local —
e (os— QoS

13 {acl {input | output} | 3 CAM

qos}
e acl {input | output} — ACL
* Qqos— QoS

read {reg | ssram | tcam} TCAM

e reg—TCAM
e ssram — Synchronous Static RAM SSRAM

e tcam — TCAM

search TCAM

[ 78-16882-02-J
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M debug platform tcam

write TCAM
{forw-ram | reg | tcam}

forw-ram — RAM
reg— TCAM
tcam — TCAM
S
13 ipv6 {acl {input | output} | local | qos | secondary} 13 local I3 secondary
EXEC
12.2(25)FX
undebug platform tcam no debug platform tcam

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debug platform udid

debug platform udld

UniDirectional Link Detection UDLD;
debug platform udld EXEC
no

debug platform udld [all | error | rpc {events | messages}]

no debug platform udld [all | error | rpc {events | messages}]

all uDLD
error
rpc {events | messages} UDLD Remote Procedure Call RPC

e events — UDLD RPC
e messages — UDLD RPC

EXEC
12.2(25)FX
undebug platform udld no debug platform udld
show debugging Cisco 10S Release 12.2 Configuration Guides and Command References >

Cisco 10S Configuration Fundamentals Configuration Guide, Release 12.2 >
System Management > Troubleshooting and Fault Management

Catalyst 2960
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Catalyst 2960

debug platform vian

VLAN LAN
vlan EXEC
no

debug platform vlan {errors | mvid | rpc}

no debug platform vlan {errors | mvid | rpc}

debug platform

errors VLAN

mvid VLAN ID

rpc Remote Procedure Call RPC
EXEC

12.2(25)FX

undebug platform vlan

no debug platform vlan

B-48

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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debugpm W
debug pm
Port Manager PM,; debug
pm EXEC PM
VLAN LAN UniDirectional Link Detection UDLD;
PM
no

debug pm {all | assert | card | etherchnl | hatable | messages | port | redundancy | registry | sm | span
| split | vlan | vp}

no debug pm {all | assert | card | etherchnl | hatable | messages | port | redundancy | registry | sm |
span | split | vlan | vp}

all PM

assert

card

etherchnl EtherChannel
hatable
messages PM

port
redundancy

registry PM

sm

span

split

vlan VLAN

vp

scp pvlan

EXEC

12.2(25)FX

undebug pm no debug pm

Catalyst 2960
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B debug port-security

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

debug port-security

debug port-security EXEC
no

debug port-security

no debug port-security

EXEC

12.2(25)FX

undebug port-security no debug port-security

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show port-security

Catalyst 2960
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debug qos-manager

Quality of Service QoS;
debug gos-manager EXEC
no

debug gos-manager {all | event | verbose}

no debug gos-manager {all | event | verbose}

debug qos-manager M

all QoS
event QoS
verbose QoS
EXEC
12.2(25)FX
undebug gos-manager no debug qos-manager

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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M debug spanning-tree

debug spanning-tree

debug spanning-tree
EXEC no

debug spanning-tree {all | backbonefast | bpdu | bpdu-opt | config | etherchannel | events | exceptions
| general | mstp | pvst+ | root | snmp | switch | synchronization | uplinkfast}

no debug spanning-tree {all | backbonefast | bpdu | bpdu-opt | config | etherchannel | events |
exceptions | general | mstp | pvst+ | root | snmp | switch | synchronization | uplinkfast}

all
backbonefast BackboneFast
bpdu Bridge Protocol Data Unit BPDU;

bpdu-opt BPDU
config

etherchannel EtherChannel

events

exceptions

general

mstp Multiple Spanning-Tree Protocol MSTP
pvst+ Per-VLAN Spanning-Tree Plus PVST+

root
snmp SNMP

synchronization

switch
Spanning-Tree Protocol STP;
uplinkfast UplinkFast
N
csuf/csrt
EXEC
12.2(25)FX

Catalyst 2960
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debug spanning-tree backbonefast ||

undebug spanning-tree no debug spanning-tree

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show spanning-tree

debug spanning-tree backbonefast

BackboneFast debug spanning-tree
backbonefast EXEC
no

debug spanning-tree backbonefast [detail | exceptions]

no debug spanning-tree backbonefast [detail | exceptions]

detail BackboneFast
exceptions BackboneFast
EXEC
12.2(25)FX
undebug spanning-tree backbonefast no debug spanning-tree backbonefast

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show spanning-tree

Catalyst 2960
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| debug spanning-tree bpdu

debug spanning-tree bpdu

Bridge Protocol Data Unit BPDU;

debug spanning-tree bpdu EXEC
no

debug spanning-tree bpdu [receive | transmit]

no debug spanning-tree bpdu [receive | transmit]
receive BPDU
transmit BPDU

EXEC

12.2(25)FX
undebug spanning-tree bpdu no debug spanning-tree bpdu

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show spanning-tree

i Catalyst 2960
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debug spanning-tree bpdu-opt | |

debug spanning-tree bpdu-opt

Bridge Protocol Data Unit BPDU;
debug spanning-tree bpdu-opt EXEC
no

debug spanning-tree bpdu-opt [detail | packet]
no debug spanning-tree bpdu-opt [detail | packet]

detail BPDU
packet BPDU
EXEC
12.2(25)FX
undebug spanning-tree bpdu-opt no debug spanning-tree bpdu-opt

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show spanning-tree
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| debug spanning-tree mstp

debug spanning-tree mstp

Multiple Spanning-Tree Protocol MSTP debug
spanning-tree mstp EXEC
no

debug spanning-tree mstp {all | boundary | bpdu-rx | bpdu-tx | errors | flush | init | migration | pm |
proposals | region | roles | sanity_check | sync | tc | timers}

no debug spanning-tree mstp {all | boundary | bpdu-rx | bpdu-tx | errors | flush | init | migration | pm
| proposals | region | roles | sanity_check | sync | tc | timers}

all
boundary
e Multiple Spanning-Tree MST Rapid Spanning-Tree Protocol
RSTP
e MST 802.1D
e MST MST
bpdu-rx MST bridge protocol data units BPDU;
bpdu-tx MST BPDU
errors MSTP
flush
init MSTP
migration
pm MSTP
proposals
region Switch Processor SP; Route Processor RP;
roles MSTP
sanity_check BPDU
sync
tc
timers MSTP
EXEC
12.2(25)FX
undebug spanning-tree mstp no debug spanning-tree mstp
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debug spanning-tree switch ||

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show spanning-tree

debug spanning-tree switch

Spanning-Tree Protocol STP;

debug spanning-tree switch EXEC
no

debug spanning-tree switch {all | errors | flush | general | helper | pm | rx {decode | errors | interrupt
| process} | state | tx [decode] | uplinkfast}

no debug spanning-tree switch {all | errors | flush | general | helper | pm | rx {decode | errors |
interrupt | process} | state | tx [decode] | uplinkfast}

all

errors

flush

general

helper

pm

rx Bridge Protocol Data Unit BPDU;
e decode —
* errors—
e interrupt — Interrupt Service Request ISR
® process — BPDU

state

tx [decode] BPDU
e decode —

uplinkfast UplinkFast

EXEC

Catalyst 2960
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| debug spanning-tree uplinkfast

12.2(25)FX

undebug spanning-tree switch no debug spanning-tree switch

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show spanning-tree

debug spanning-tree uplinkfast

UplinkFast debug spanning-tree
uplinkfast EXEC
no

debug spanning-tree uplinkfast [exceptions]

no debug spanning-tree uplinkfast [exceptions]

exceptions UplinkFast
EXEC
12.2(25)FX
undebug spanning-tree uplinkfast no debug spanning-tree uplinkfast

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show spanning-tree
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B-58 78-16882-02-J |




| B  Catalyst 2960

debug sw-vian W

debug sw-vilan

VLAN LAN debug sw-vlan
EXEC no

debug sw-vlan {badpmcookies | cfg-vlan {bootup | cli} | events | ifs | management | mapping |
notification | packets | redundancy | registries | vtp}

no debug sw-vlan {badpmcookies | cfg-vlan {bootup | cli} | events | ifs | management | mapping |
notification | packets | redundancy | registries | vtp}

badpmcookies VLAN
cfg-vlan {bootup | cli} config-vlan
e bootup —
e cli—CLI config-vlan
events VLAN
ifs debug sw-vlan ifs
management VLAN VLAN
mapping VLAN
notification debug sw-vlan notification
packets
redundancy VTP VLAN
registries VLAN
vtp debug sw-vlan vtp
EXEC
12.2(25)FX
undebug sw-vlan no debug sw-vlan

Catalyst 2960
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debug sw-vian

B-60

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show vlan

VLAN VLAN VLAN

show vtp

VTP

Catalyst 2960
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debug sw-vlan ifs

VLAN LAN

debug sw-vian ifs

I0S File System IFS

debug sw-vlan ifs EXEC

no

debug sw-vlan ifs {open {read | write} | read {1 |2 | 3 | 4} | write}

no debug sw-vlan ifs {open {read | write} | read {1 |2 | 3| 4} | write}

open {read | write} VLAN IFS
* read — VLAN IFS
e write— VLAN IFS
read {1]2]3]4} 1 2 3 4
write
EXEC
12.2(25)FX

undebug sw-vlan ifs

Version TLV

no debug sw-vlan ifs

1
2 VLAN
3 Type Length
4 TLV

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show vlan

VLAN VLAN VLAN

[ 78-16882-02-J
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M debug sw-vlan notification

debug sw-vlan notification

ISL VLAN LAN ID
debug sw-vlan notification EXEC
no

debug sw-vlan notification {accfwdchange | allowedvlancfgchange | fwdchange | linkchange |
modechange | pruningcfgchange | statechange}

no debug sw-vlan notification {accfwdchange | allowedvlancfgchange | fwdchange | linkchange |
modechange | pruningcfgchange | statechange}

accfwdchange
VLAN
allowedvlancfgchange VLAN VLAN

fwdchange VLAN

linkchange VLAN

modechange VLAN

pruningcfgchange VLAN

statechange VLAN

EXEC

12.2(25)FX

undebug sw-vlan notification no debug sw-vlan notification

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show vlan VLAN VLAN VLAN
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debug sw-vianvtp W

debug sw-vlan vtp

VLAN Trunking Protocol VTP; VLAN
debug sw-vlan vtp EXEC
no

debug sw-vlan vtp {events | packets | pruning [packets | xmit] | redundancy | xmit}

no debug sw-vlan vtp {events | packets | pruning | redundancy | xmit}

events VTP
VTP_LOG_RUNTIME VTP
packets IOS VTP VTP
VTP
pruning [packets | xmit] VTP
e packets — I0S VTP VTP
VTP
* Xmit— VTP 10S VTP
VTP
redundancy VTP
xXmit VTP IOS VTP
VTP
EXEC
12.2(25)FX
undebug sw-vlan vtp no debug sw-vlan vtp
pruning VTP
VTP
VTP_PRUNING_LOG_NOTICE VTP_PRUNING_LOG_INFO VTP_PRUNING_LOG_DEBUG
VTP_PRUNING_LOG_ALERT VTP_PRUNING_LOG_WARNING

Catalyst 2960 ]

[ 78-16882-02-J



B Catalyst 2960

M debug udid

show debugging
Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show vtp VTP

debug udid

UniDirectional Link Detection UDLD;
debug udld EXEC UDLD
no

debug udld {events | packets | registries}

no debug udld {events | packets | registries}

events UbDLD
packets UDLD UDLD
registries UDLD UDLD
EXEC
12.2(25)FX
undebug udid no debug udld

debug udld events

i UDLD

¢ errdisable

Catalyst 2960
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debug udld packets

Length Version [TLV]

debug udld registries

debug udid W

Type

show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management

show udld

UDLD

Catalyst 2960
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Bl debug vgpc

debug vgpc

VLAN Query Protocol VQP debug vgpc
EXEC no

debug vgpc [all | cli | events | learn | packet]

no debug vgpc [all | cli | events | learn | packet]

all VQP
cli VQP CLI
events VQP
learn VQP
packet VQP
EXEC
12.2(25)FX
undebug vgpc no debug vgpc
show debugging

Cisco 10S Release 12.2 Configuration Guides and Command
References > Cisco 10S Configuration Fundamentals Configuration Guide,
Release 12.2 > System Management > Troubleshooting and Fault Management
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Catalyst 2960 show platform

Catalyst 2960 show platform EXEC

Catalyst 2960
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Wl show platform acl

show platform acl

show platform acl

Access Control List ACL;
EXEC

show platform acl {interface interface-id | label label-number [detail] | statistics asic-number | usage
asic-number [summary] | vlan vlan-id} [ | {begin | exclude | include} expression]

interface interface-id ACL
VLAN LAN
label label-number ACL
[detail] label-number 0 255
e detail — ACL
statistics asic-number Application Specific Integrated Circuit ASIC; IC ACL
asic-number 0 1
ASIC
usage asic-number Application Specific Integrated Circuit ASIC; IC ACL
[summary]
* summary —
vlan vlan-id VLAN ACL vlan-id
1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

i Catalyst 2960
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show platform backup interface Wl

show platform backup interface

Flex Link
show platform backup interface EXEC

show platform backup interface [interface-id | dummyQ] [ | {begin | exclude | include} expression]

interface-id

dummyQ
| begin expression

| exclude expression

| include expression

expression

EXEC

12.2(25)FX

| exclude output output
Output
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show platform

W show platform etherchannel

show platform etherchannel

EtherChannel show platform etherchannel

EXEC

show platform etherchannel {flags | time-stamps} [ | {begin | exclude | include} expression]

flags EtherChannel
time-stamps EtherChannel
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output

i Catalyst 2960
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show platform

show platform forward W

show platform forward

show platform forward EXEC

show platform forward interface-id [vlan vlan-id] src-mac dst-mac [I3protocol-id] [sap | snap] [cos cos]
[ip src-ip dst-ip [frag field] [dscp dscp] {l4protocol-id | icmp icmp-type icmp-code | igmp
igmp-version igmp-type | sctp src-port dst-port | tcp src-port dst-port flags | udp src-port dst-port]}
[ | {begin | exclude | include} expression]

interface-id
vlan vlan-id VLAN LAN 1D 1 4094 ID
1
src-mac 48 MAC
dst-mac 48 MAC
I13protocol-id 3 0 65535
sap Service Access Point  SAP;
snap Subnetwork Access Protocol SNAP
COS COS Class of Service CoS;
0o 7
ip src-ip dst-ip IP 10
IP
frag field IP IP
0 65535

dscp dscp IP Differentiated Services Code Point DSCP

0 63
l4protocol-id IP 4

0 255 47  Generic Routing Encapsulation GRE;
89  Open Shortest Path First OSPF
TCP UDP Internet Control Message Protocol ICMP
Internet Group Management Protocol IGMP
icmp icmp-type ICMP icmp-type icmp-code 0
icmp-code 255
igmp igmp-version IGMP igmp-version 1 15  igmp-type
igmp-type 0 15
sctp src-port dst-port Stream Control Transmission Protocol SCTP SCTP
0 65535
tcp src-port dst-port TCP TCP TCP
flags src-port dst-port 0
65535 0 1024

udp src-port dst-port UDP src-port dst-port 0 65535
| begin expression
| exclude expression
| include expression
expression

Catalyst 2960
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Wl show platform forward

EXEC

12.2(25)FX

| exclude output output
Output

show platform forward
Troubleshooting

Catalyst 2960
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show platform

show platform ip igmp snooping | |

show platform ip igmp snooping

Internet Group Management Protocol IGMP

show platform ip igmp snooping EXEC

show platform ip igmp snooping {all | control [di] | counters | flood [vlan vlan-id] | group ip-address
| hardware | retry [count | local [count] | remote [count]]} [ | {begin | exclude | include}

expression]

all IGMP IP
control [di] IGMP

e di— IGMP
counters IGMP
flood [vlan vlan-id] IGMP

e vlan vlan-id — VLAN LAN

1 4094
group ip-address IGMP
ip-address IP

hardware IGMP
retry [count | local IGMP
[count]

e count—

* local —
remote [count]

e count—
| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)FX
| exclude output output
Output
Catalyst 2960

[ 78-16882-02-J



C  Catalyst 2960 show platform |

Ml show platform layerdop

show platform layer4op

EXEC

4 show platform layerdop

show platform layer4op {acl | pacl [port-asic] | qos [port-asic]} {and-or | map | or-and | vcu}
[ | {begin | exclude | include} expression]

acl Access Control List ACL; 4
pacl [port-asic] ACL 4

port-asic — Application Specific Integrated Circuit ASIC;

IC

gos [port-asic] Quality of Service QoS; 4

port-asic — QoS ASIC
and-or AND-OR
map
or-and OR-AND
vcu Value Compare Unit VCU
| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)FX
| exclude output output
Output

i Catalyst 2960
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show platform

show platform mac-address-table

MAC
show platform mac-address-table

EXEC

show platform mac-address-table | |

show platform mac-address-table [aging-array | hash-table | mac-address mac-address] [vlan
vlan-id]] [ | {begin | exclude | include} expression]

aging-array MAC
hash-table MAC
mac-address mac-address MAC MAC
mac-address 48
vlan vlan-id VLAN LAN
1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
Catalyst 2960
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M show platform messaging

show platform messaging

show platform messaging EXEC

show platform messaging {application [incoming | outgoing | summary] | hiperf [class-number]} [ |
{begin | exclude | include} expression]

application [incoming |
outgoing | summary]

e incoming —

e outgoing —

e summary —
hiperf [class-number]

class-number
0 36
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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show platform monitor W

show platform monitor

Switched Port Analyzer SPAN;
show platform monitor EXEC

show platform monitor [session session-number] [ | {begin | exclude | include} expression]

session session-number SPAN SPAN
1 66
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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M show platform mvr table

show platform mvr table

Multicast VLAN Registration MVR Multi-Expansion Descriptor MED
show platform mvr table EXEC

show platform mvr table [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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show platform

show platform pm

EXEC

show platform pm W

show platform pm

show platform pm {counters | group-masks | idbs {active-idbs | deleted-idbs} | if-numbers |
link-status | platform-block | port-info interface-id | vlan {info | line-state}
[ | {begin | exclude | include} expression]

counters

group-masks

EtherChannel

idbs {active-idbs |
deleted-idbs}

Interface Data Block DB

e active-idbs — DB

e deleted-idbs — IDB
if-numbers
link-status
platform-block
port-info interface-id
vlan {info | line-state} VLAN LAN

e info— VLAN

e line-state —
| begin expression
| exclude expression
| include expression
expression

S
stack-view
EXEC
12.2(25)FX
| exclude output output
Output
Catalyst 2960
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W show platform port-asic

show platform port-asic

ASIC IC show

platform port-asic EXEC

show platform port-asic {cpu-queue-map-table [asic number | port number [asic number]] |

dest-map index number |

etherchannel-info [asic number | port number [asic number]] |

exception [asic number | port number [asic number]] |

global-status [asic number | port number [asic number]] |

learning [asic number | port number [asic number]] |

mac-info [asic number | port number [asic number]] |

mvid [asic number] |

packet-info-ram [asic number | index number [asic number]] |

port-info [asic number | port number [asic number]] |

prog-parser [asic number | port number [asic number]] |

receive {buffer-queue | port-fifo | supervisor-sram} [asic number | port number [asic number]] |
span [vlan-id [asic number] | [asic number]

stats {drop | enqueue | miscellaneous | supervisor} [asic number | port number [asic number]] |
transmit {port-fifo | queue | supervisor-sram} [asic number | port number [asic number]]

vct [asic number | port number [asic number]]

version}[ | {begin | exclude | include} expression]

Cpu-queue-map-table CPU
[asic number | port number

[asic number]]

e asic number — ASIC
0 1
e port number — ASIC
0 27
dest-map index number
0 65535

etherchannel-info [asic number | EtherChannel
port number [asic number]]

® asic number — ASIC
0 1
e port number — ASIC
0o 27 0
1 25
exception [asic number |
port number [asic number]]
e asic number — ASIC
0 1
e port number — ASIC
0o 27 0
1 25
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| C  Catalyst 2960 show platform

show platform port-asic W

global-status [asic number |
port number [asic number]]

® asic number — ASIC
0 1
e port number — ASIC
0 27 0
1 25
learning [asic number |
port number [asic number]]
e asic number — ASIC
0 1
e port number — ASIC
0o 27 0
1 25
mac-info [asic number | MAC
port number [asic number]]
e asic number — ASIC
0 1
e port number — ASIC
0o 27 0
1 25
mvid [asic number] VLAN LAN ID
® asic number — ASIC
0 1
packet-info-ram [asic number | RAM
index number [asic number]]
® asic number — ASIC
0 1
¢ index number — RAM
ASIC
0 63
port-info [asic number |
port number [asic number]]
® asic number — ASIC
0 1
e port number — ASIC
0o 27 0
1 25
prog-parser [asic number |
port number [asic number]]
e asic number — ASIC
0 1
e port number — ASIC
0o 27 0
1 25
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C  Catalyst 2960 show platform |

W show platform port-asic

receive {buffer-queue | port-fifo
| supervisor-sram} [asic number

. buffer-queue —
| port number [asic number]]

port-fifo — FIFO
e supervisor-sram — SRAM
e asic number — ASIC
0 1
e port number — ASIC
0 27 0
1 25
span [vlan-id | asic number] Switched Port Analyzer SPAN;
e vlan-id — VLAN
0 1023
® asic number — ASIC
0 1
stats {drop | enqueue | ASIC
miscellaneous | supervisor} [asic
number t b i
u | port number [asic drop —
number]]
* enqueue —
e miscellaneous —
® supervisor —
® asic number — ASIC
0 1
e port number — ASIC
0 27 0
1 25
transmit {port-fifo | queue |
supervisor-sram} [asic number .
upervi _} [asic nu | port-fifo — FIFO
port number [asic number]]
* queue —
e supervisor-sram — SRAM
e asic number — ASIC
0 1
* port number — ASIC
0 27 0
1 25
vct [asic number | port number ASIC ASIC  VLAN
[asic number]]
® asic number — ASIC
0 1
e port number — ASIC
0 27 0
1 25
version ASIC
| begin expression
| exclude expression
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C Catalyst 2960 show platform

show platform port-asic W

| include expression

expression

Though visible in the command-line help strings, the stack {control | dest-map | learning | messages | mvid
| prog-parser | span | stats [asic number | port number [asic number]]

EXEC

12.2(25)FX

| exclude output output
Output
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C  Catalyst 2960 show platform |

W show platform port-security

show platform port-security

show platform port-security
EXEC

show platform port-security [ | {begin | exclude | include} expression]

| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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| C  Catalyst 2960 show platform

show platform qos W

show platform qos

Quality of Service QoS; show platform
qos EXEC

show platform qos {label asic number | policer {parameters asic number |
port alloc number asic number}} [ | {begin | exclude | include} expression]

label asic number ASIC IC QoS

asic number 0 1

policer {parameters asic
number | port alloc number

. e parameters asic number — ASIC
asic number}
0o 1
e port alloc number asic number — ASIC
0 25

ASIC 0 1
| begin expression
| exclude expression
| include expression
expression

EXEC
12.2(25)FX
| exclude output output
Output
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C  Catalyst 2960

show platform |

M show platform resource-manager

show platform resource-manager

show platform resource-manager

EXEC

show platform resource-manager {dm [index number] | erd [index number] | mad [index number] |
med [index number] | mod | msm {hash-table [vlan vlan-id] | mac-address mac-address [vlan
vlan-id]} | sd [index number] | vld [index number]} [ | {begin | exclude | include} expression]

dm [index number]

e index number —

0 65535
erd [index number]
* index number —
0 65535
mad [index number] MAC
* index number —
0 65535
med [index number]
* index number —
0 65535
mod
msm {hash-table [vlan MAC
vlan-id] | mac-address
mac-address [vlan
vlan-id]} .
e hash-table [vlan vlan-id] — VLAN VLAN
1 4094
e mac-address mac-address [vlan vlan-id] — VLAN
VLAN 48
MAC MAC
1 4094
sd [index number]
e index number —
0 65535
vld [index number] VLAN LAN
e index number —
0 65535
| begin expression
| exclude expression
| include expression
expression
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| C  Catalyst 2960 show platform

EXEC

show platform snmp counters | |

12.2(25)FX

| exclude output output
Output
show platform snmp counters
SNMP
show platform snmp counters EXEC
show platform snmp counters [ | {begin | exclude | include} expression]
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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C  Catalyst 2960

show platform |

W show platform spanning-tree

show platform spanning-tree

EXEC

show platform spanning-tree

show platform spanning-tree synchronization [detail | vlan vlan-id] [ | {begin | exclude | include}

expression]

synchronization
[detail | vlan vlan-id]

o detail —
e vlan vlan-id — VLAN LAN VLAN
1
4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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| C  Catalyst 2960 show platform

show platform stp-instance | |

show platform stp-instance

show platform
stp-instance EXEC

show platform stp-instance vlan-id [ | {begin | exclude | include} expression]

vlan-id VLAN LAN
1 4094
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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C  Catalyst 2960 show platform |

W show platform tcam

show platform tcam

Ternary CAM TCAM show platform tcam
EXEC

show platform tcam {handle number | log-results | table {acl | all | local | mac-address | qos | station |
vlan-list} | usage} [asic number [detail [invalid]] | [index number [detail [invalid]] | invalid | num
number [detail [invalid]] | invalid] | [invalid] | [num number [detail [invalid]] | invalid]] [ | {begin
| exclude | include} expression]

show platform tcam table acl [asic number [detail [invalid]] | [index number [detail [invalid]] | invalid
| num number [detail [invalid]] | invalid] | [invalid] | [num number [detail [invalid]] | invalid]] [ |
{begin | exclude | include} expression]

show platform tcam table all [asic number [detail [invalid]] | [index number [detail [invalid]] | invalid
| num number [detail [invalid]] | invalid] | [invalid] | [num number [detail [invalid]] | invalid]] [ |
{begin | exclude | include} expression]

[asic number [detail [invalid]] | [index number [detail [invalid]] | invalid | num number [detail
[invalid]] | invalid] | [invalid] | [num number [detail [invalid]] | invalid]] [ | {begin | exclude |
include} expression] [asic number [detail [invalid]] | [index number [detail [invalid]] | invalid |
num number [detail [invalid]] | invalid] | [invalid] | [num number [detail [invalid]] | invalid]] [|
{begin | exclude | include} expression]show platform tcam table local [asic number [detail
[invalid]] | [index number [detail [invalid]] | invalid | num number [detail [invalid]] | invalid] |
[invalid] | [num number [detail [invalid]] | invalid]] [ | {begin | exclude | include} expression]

show platform tcam table mac-address [asic number [detail [invalid]] | [index number [detail
[invalid]] | invalid | num number [detail [invalid]] | invalid] | [invalid] | [num number [detail
[invalid]] | invalid]] [ | {begin | exclude | include} expression]

[asic number [detail [invalid]] | [index number [detail [invalid]] | invalid | num number [detail
[invalid]] | invalid] | [invalid] | [num number [detail [invalid]] | invalid]] [ | {begin | exclude |
include} expression]show platform tcam table qos [asic number [detail [invalid]] | [index number
[detail [invalid]] | invalid | num number [detail [invalid]] | invalid] | [invalid] | [num number
[detail [invalid]] | invalid]] [ | {begin | exclude | include} expression]

[asic number [detail [invalid]] | [index number [detail [invalid]] | invalid | num number [detail
[invalid]] | invalid] | [invalid] | [num number [detail [invalid]] | invalid]] [ | {begin | exclude |
include} expression]show platform tcam table station [asic number [detail [invalid]] | [index
number [detail [invalid]] | invalid | num number [detail [invalid]] | invalid] | [invalid] | [num
number [detail [invalid]] | invalid]] [ | {begin | exclude | include} expression]

show platform tcam table vlan-list [ [asic number [detail [invalid]] | [index number [detail [invalid]] |
invalid | num number [detail [invalid]] | invalid] | [invalid] | [num number [detail [invalid]] |
invalid]] [ | {begin | exclude | include} expression]

handle number TCAM 0 4294967295
log-results TCAM
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| C  Catalyst 2960 show platform

show platform tcam W

table {acl | all | local |
mac-address | qos | station |

vian-isty e acl — Access Control List ACL;
e all —TCAM
e Jlocal —
* mac-address — MAC
e (os — Quality of Service QoS;
e station —
e vlan-list — VLAN LAN
usage CAM
[[asic number [detail [invalid]] |
[index number [detail [invalid]] e asicnumber — ASIC D

| invalid | num number [detail

0 15
[invalid]] | invalid] | [invalid] | detail invalid
[num number [detail [invalid]] | etail [invalid] —
invalid]] e index number — TCAM
0 32768
* num number — TCAM
0 32768
| begin expression
| exclude expression
| include expression
expression
N
ipv6 equal-cost-route multicast-expansion secondary usage
EXEC
12.2(25)FX
| exclude output output
Output
Catalyst 2960

[ 78-16882-02-J



C  Catalyst 2960 show platform |

W show platform vian

show platform vlan

VLAN LAN show platform vlan
EXEC

show platform vlan {misc | mvid | prune | refcount | rpc {receive | transmit}} [ | {begin | exclude |
include} expression]

misc VLAN

mvid Mapped VLAN ID MVID
prune

refcount VLAN

rpc {receive | transmit} Remote Procedure Call RPC

* receive —
e transmit —
| begin expression
| exclude expression
| include expression
expression
EXEC
12.2(25)FX
| exclude output output
Output
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A

aaa accounting dot1x 2-1
aaa authentication dot1x 2-3
AAA 2-3
abort 2-468
ACE 2-59, 2-195
ACL
IP 2-91
2-193
2-57
IP 2-129
2-220
2 2-91
archive download-sw 2-4
archive tar 2-7
archive upload-sw 2-10
authentication failed VLAN
dotlx auth-fail vlan
auth-fail max-attempts
dot1x auth-fail max-attempts

auth-fail vlan
dotlx auth-fail vlan
auto gos voip 2-11
B
BackboneFast STP 2-372
boot boothlpr 2-15
boot config-file 2-16
boot enable-break 2-17
boot helper 2-18
boot helper-config file 2-19
boot manual 2-20
boot private-config-file 2-21
boot system 2-22
boot A-2

I NDEX

BPDU 2-374, 2-397

BPDU 2-373,
2-397

C

cat A-3
channel-group 2-23
channel-protocol 2-26
Cisco Network Assistant
Network Assistant
Cisco SoftPhone
auto-QoS 2-11
2-178
class 2-27
class-map 2-29
clear ip dhcp snooping database 2-31
clear lacp 2-32
clear mac address-table 2-33,2-34
clear pagp 2-35
clear port-security 2-36
clear spanning-tree counters 2-38
clear spanning-tree detected-protocols 2-39
clear vmps statistics 2-40
clear vtp counters 2-41
cluster commander-address 2-42
cluster discovery hop-count 2-44
cluster enable 2-45
cluster holdtime 2-46
cluster member 2-47
cluster outside-interface 2-49
cluster run 2-50
cluster standby-group 2-51
cluster timer 2-53
config-vlan
2-456
2-457
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H index

1-5
1-3
copy A-4
CoS
2-154

2-154
CoS/DSCP
CPU ASIC
crashinfo 2-83

2-157
2-238

D

debug auto gos B-2

debug backup B-4

debug cluster B-5

debug dotlx B-6

debug dtp B-7

debug etherchannel B-8

debug interface B-10

debug ip dhcp snooping B-9
debug ip igmp filter B-11

debug ip igmp max-groups B-12
debug ip igmp snooping B-13
debug lacp B-14

debug mac-notification B-15
debug matm move update B-17
debug matm B-16

debug monitor B-18

debug mvrdbg B-19

debug nvram B-20

debug pagp B-21

debug platform acl B-22

debug platform backup interface B-23
debug platform cpu-queues B-24
debug platform dot1x B-25

debug platform etherchannel B-26
debug platform forw-tcam B-27
debug platform ip dhcp B-28
debug platform ip igmp shooping B-29
debug platform led B-31

debug platform matm B-32

debug platform messaging application B-33
debug platform phy B-34

debug platform pm B-35

debug platform port-asic B-37

debug platform port-security B-38
debug platform qos-acl-tcam B-39
debug platform resource-manager B-40
debug platform snmp B-41

debug platform span B-42

debug platform supervisor-asic B-43
debug platform sw-bridge B-44

debug platform tcam B-45

debug platform udld B-47

debug platform vilan B-48

debug pm

B-49

debug port-security B-50

debug qos-manager B-51

debug spanning-tree backbonefast B-53
debug spanning-tree bpdu B-54
debug spanning-tree bpdu-opt B-55
debug spanning-tree mstp B-56
debug spanning-tree switch B-57
debug spanning-tree uplinkfast B-58
debug spanning-tree B-52

debug sw-vlan ifs B-61

debug sw-vlan notification B-62
debug sw-vlan vtp B-63

debug sw-vlan B-59

debug udld
debug vapc

B-64
B-66

define interface-range 2-54

delete
delete
deny
DHCP

VLAN

DHCP

2-56

2-57

2-104

2-102
82 2-99, 2-100

2-100
2-81
2-101
2-208
2-31
2-97
2-96
2-96
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2-276

2-279

dir

dot1x auth-fail max-attempts
dot1x auth-fail vlan 2-62

dotlx control-direction
dotlx default

dot1x guest-vlan

dot1x host-mode
dotlx initialize

dotlx max-req

dot1x port-control
dotlx re-authenticate
dotlx reauthentication
dotlx timeout

dotlx 2-60
DSCP/CoS 2-157
DSCP/DSCP
DTP 2-425
DTP
DTP

2-80

dual-purpose

2-149

duplex 2-78
dynamic auto VLAN

dynamic desirable VLAN
2-424

Dynamic Host Configuration Protocol

DHCP
Dynamic Trunking Protocol
DTP

E

EAP-Request/ldentity

2-71
errdisable detect cause

2-97

2-276
A-6

2-61

2-64

2-70, 2-71
2-72
2-74

2-75

2-270
2-267

2-424

DHCP

2-76

2-80

Index W

errdisable recovery 2-81
errdisable 2-264
errdisable 2-80
EtherChannel
LACP
2-125
2-32
B-14
2-289
2-26
2-123
2-23
PAgP
2-190
2-81
2-80
2-190
2-192
2-35
B-21
2-327
2-190
2-23
2-23
2-264
EtherChannel/PAgP B-8
2-260
2-201
B-26
2-86
EtherChannel 2-201
exception crashinfo 2-83
exit 2-469
F
flash_init A-7
Flex Link
2-420
2-264
flowcontrol 2-84
format A-8
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H index

fsck A-9 interface vlan 2-90
Internet Group Management Protocol
IGMP
H ip access-group 2-91

help A-10 ip address 2-93
Hot Standby Router Protocol ip dhcp snooping binding 2-96

HSRP ip dhcp snooping database 2-97
HSRP ip dhcp snooping information option allow-untrusted

HSRP 2-51 _ 100 N
951 ip dhcp snooping information option 2-99

ip dhcp snooping limit rate 2-101
ip dhcp snooping trust 2-102
I ip dhcp snooping verify 2-103
ip dhcp snooping vlan 2-104
ip dhcp snooping 2-95
281 IP DHCP
2-425 DHCP
ip igmp filter 2-105
ip igmp max-groups 2-106

IEEE 802.1x

IEEE 802.1x 2-74

IEEE 802.1x ip igmp profile 2-107

VLAN ip igmp snooping last-member-query-interval command
2-61 2-110
IGMP 2-106 ip igmp snooping querier 2-112
IGMP B-12 ip igmp snooping report-suppression 2-114
IGMP ip igmp snooping tcn flood 2-117
ip igmp snooping tcn 2-115
ip igmp snooping vlan immediate-leave 2-118
ip igmp snooping vlan mrouter 2-119
ip igmp snooping vlan static 2-121
ip igmp snooping 2-109
IP Phone
auto-QoS 2-11

2-109

2-117
2-112
2-115

2-121
2-115

2110 2-178

2-118 IP precedence/DSCP 2-157

2-282, 2-286, 2-287 ip ssh 2-122
2-115 1P 2-93

2-284 P

2-114

IGMP 2-276

IP 2-185

2-105
B-11
IGMP
2-107 L
2-281
interface port-channel
interface range 2-88
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lacp port-priority 2-123

lacp system-priority 2-125

Link Aggregation Control Protocol
EtherChannel

load_helper

logging file 2-126

M

mac access-group 2-128

mac access-list extended 2-129

mac address-table aging-time 2-128
mac address-table aging-time

2-136

mac address-table move update
mac address-table notification
mac address-table static drop
mac address-table static 2-135
MAC 2-292
MAC 2-57
MAC
2-129
MAC
MAC
2-132
MAC
2-135
2-305
2-131
2-33
2-299
2-295
MAC
VLAN 2-307
VLAN 2-298
2-301
2-296
2-305
2-293
2-295
2-299
2-303

A-10

2-132
2-133
2-136

2-133

2-302

MAC
macro apply 2-137

Index W

B-15

macro description 2-140

macro global description
macro global 2-141
macro name 2-144

match
2-146

Maximum Transmission Unit
MTU

mdix auto 2-148

media-type 2-149

memory

mkdir

mls qos aggregate-policer

mls qos cos 2-154

mls qos dscp-mutation

mls qos map 2-157

mls qos queue-set output buffers

mls qos queue-set output threshold

mls qos rewrite ip dscp

mls qos srr-queue input bandwidth

mls qos srr-queue input buffers

mls qos srr-queue input cos-map

mls qos srr-queue input dscp-map

2-143

A-11
A-12
2-152

2-155

2-160
2-161
2-163
2-164
2-166
2-167
2-169

mls qos srr-queue input priority-queue 2-171

mls qos srr-queue input threshold
mls qos srr-queue output cos-map

mls qos srr-queue output dscp-map

mls qos trust 2-178
mls qos 2-151
Mode

2-172
2-174
2-176

2-211

monitor session 2-180

more
MSTP
MST
MST

VLAN
2-384

2-384
2-339
2-384
2-384

A-13

2-384

2-384
2-384

2-39

2-338
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W index

BPDU 2-374, 2-397
BPDU
2-373, 2-397
PortFast 2-397
PortFast 2-397, 2-400
2-387
2-381
2-400
2-387
2-386
2-339
2-383
2-39
2-381
2-379
2-379
2-379
2-379
BPDU 2-390
BPDU 2-389
hello BPDU 2-388, 2-394
hello-time 2-388, 2-394
ID 2-378
2-393
2-394
2-389
2-391
MTU
2-346
2-441
Multiple Spanning-Tree Protocol
MSTP
MVR
2-186
2-324
2-188
2-185
B-19
2-323
2-326

mvr vlan group 2-189

mvr
2-188

mvr
2-185

N

Network Assistant Xvii
no vlan 2-456, 2-466
nonegotiate

DTP 2-426

nonegotiate 2-408

P

PAgP
EtherChannel
pagp learn-method
pagp port-priority
permit MAC

2-190
2-192

2-193
Per-VLAN Spanning-Tree Plus
STP
PID 2-274

PIM-DVMRP
2-119

police aggregate
police
policy-map
Port Aggregation Protocol
EtherChannel
port-channel load-balance
PortFast
priority-queue
Product Identification
PVST+
STP

2-198
2-196
2-199

2-201
2-400
2-202
2-274

Q

QoS
auto-QoS
2-11

2-224
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2-167

2-316

2-169

2-169

2-316

2-164
2-172

2-312

2-311
2-166
2-312
2-171

2-178

2-214
2-213, 2-216

IP precedence

2-199
2-198
2-449
2-27
2-152, 2-196
2-310
2-332
DSCP 2-157
2-157, 2-167, 2-169, 2-174, 2-176
2-316
2-178
2-178
2-178
2-203

Rapid Per-VLAN Spanning-Tree Plus

2-204

Remote Switched Port Analyzer

DSCP 2-163 CoS
DSCP
DSCP/DSCP 2-157 CoS
DSCP/DSCP 2-155
IP Phone 2-178 DSCP
2-151 DSCP
2-202
DSCP
2-146
2-29 SRR
2-231
WTD
CoS
2-174
CoS
2-316
CoS
2-174
DSCP
2-176
DSCP DSCP
2-316
DSCP
2-176
WTD 2-161
2-312
2-319
2-161
2-413
2-411
2-160
2-312 QoS
2-409 QoS
QoS
2-203 queue-set
2-224, 2-309
CoS 2-154 R
2-312 sTP
cosS 2-312 Rapid PVST+
DSCP 2-312 sTP
2-312 rcommand
Cos RSPAN
2-167
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H index

remote-span 2-206
rename A-14
renew ip dhcp snooping database 2-208
reset 2-469
reset A-15
rmdir A-16
rmon collection stats 2-209
RSPAN
remote-span 2-206
RSPAN 2-180
2-180
2-180
2-321

2-180

2-321
S
sdm prefer 2-210
SDM

2-335
service password-recovery 2-211
service-policy 2-213
set 2-214
setup express 2-218
setup 2-216
set A-17
show access-lists 2-220
show archive status 2-223
show auto qos 2-224
show boot 2-227
show cable-diagnostics tdr 2-229
show changes 2-469
show class-map 2-231
show cluster candidates 2-234
show cluster members 2-236
show cluster 2-232
show controllers cpu-interface 2-238
show controllers ethernet-controller 2-240
show controllers tcam 2-247
show controllers utilization 2-249
show current 2-469
show dotlx 2-250
show dtp 2-253
show env 2-255

show errdisable detect 2-256

show errdisable flap-values 2-257
show errdisable recovery 2-258

show etherchannel 2-260

show flowcontrol 2-263

show interfaces counters 2-272

show interfaces 2-264

show inventory 2-274

show ip dhcp snooping binding 2-276
show ip dhcp snooping database 2-279
show ip dhcp snooping 2-275

show ip igmp profile 2-281

show ip igmp snooping groups 2-284
show ip igmp snooping mrouter 2-286
show ip igmp snooping querier 2-287
show ip igmp snooping 2-282

show lacp 2-289

show mac access-group 2-292

show mac address-table address 2-295
show mac address-table aging time 2-296
show mac address-table count 2-298
show mac address-table dynamic 2-299
show mac address-table interface 2-301
show mac address-table move update 2-302

show mac address-table notification 2-34,
2-303, B-17

show mac address-table static 2-305
show mac address-table vlan 2-307
show mac address-table 2-293
show mls gos aggregate-policer 2-310
show mls gos input-queue 2-311
show mls gos interface 2-312

show mls qos maps 2-316

show mls gos queue-set 2-319
show mls gos vilan 2-320

show mls gos 2-309

show monitor 2-321

show mvr interface 2-324

show mvr members 2-326
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