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簡介

本檔案包含在本檔案各節所述的平台上實作光纖分散式資料介面(FDDI)的系統需求。

必要條件

需求

本文件沒有特定需求。

採用元件

本文件所述內容不限於特定軟體和硬體版本。

慣例

如需文件慣例的詳細資訊，請參閱思科技術提示慣例。

系統要求

Cisco WS-C1400 CDDI/FDDI Concentrator

Cisco WS-C1400銅纜分散式資料介面(CDDI)/FDDI集中器的模組化設計允許四個到32個
CDDI和/或FDDI埠。

●

Cisco WS-C1400 CDDI/FDDI concentrator版本說明。●

Cisco WS-C1100 CDDI/FDDI Concentrator

Cisco WS-C1100 CDDI/FDDI集中器支援單模光纖(SMF)和多模光纖(MMF)FDDI連線和
CDDI/多級傳輸(CDDI/MLT-3)。

●

Cisco WS-C1100 CDDI/FDDI concentrator版本說明。●

http://www.cisco.com/en/US/tech/tk801/tk36/technologies_tech_note09186a0080121ac5.shtml
http://www.cisco.com/univercd/cc/td/doc/product/cddi/c1100/con14icg/index.htm
http://www.cisco.com/univercd/cc/td/doc/product/cddi/rel_nts/10955_01.htm
http://www.cisco.com/univercd/cc/td/doc/product/cddi/c1100/1100dp/index.htm
http://www.cisco.com/univercd/cc/td/doc/product/cddi/c1100/c1100rn/index.htm


   

Catalyst 5000系列交換器

Catalyst 5000系列交換器支援CDDI模組(WS-X5103)、FDDI模組MMF(WS-X5101)和FDDI模組
SMF(WS-X5104)。

●

除Supervisor Engine軟體映像外，FDDI/CDDI模組也執行自己的軟體映像。●

Catalyst 5000系列交換器支援Supervisor引擎軟體版本1.3或更新版本中的FDDI/CDDI模組。●

Catalyst 5000系列FDDI軟體版本說明。●

Catalyst 1900/2820系列交換器

Catalyst 2820系列交換機支援WS-X2831、WS-X2841和WS-X2842 FDDI/CDDI模組。●

Catalyst 2820系列交換器支援5.x或更高版本軟體中的FDDI/CDDI模組。●

Catalyst 2820系列FDDI模組軟體版本說明。●

Catalyst 1600系列交換器

Catalyst 1600系列權杖環交換器支援WS-C161F FDDI模組。●

FDDI模組使您能夠將Catalyst 1600連線到FDDI網路上的檔案伺服器、路由器、集中器或其他
Catalyst 1600裝置。

●

Catalyst 1600系列權杖環交換器支援軟體版本1.3或更高版本的FDDI模組。●

Cisco 7000系列路由器

Cisco 7000系列路由器同時支援FDDI半雙工埠介面卡和全雙工埠介面卡，它們為SMF和
MMF光纜提供介面。

●

Cisco 7000系列路由器支援Cisco IOS版本11.1x或更高版本中的半雙工和全雙工埠介面卡。●

Cisco 4000系列路由器

Cisco 4500-M和4700-M支援單埠單連線多模式FDDI網路處理器模組(NPM)和單埠雙連線
SMF/MMF FDDI NPM。

●

Cisco 4000系列路由器支援Cisco IOS版本11.2x或更高版本中的FDDI。●

相關資訊

LAN 產品支援頁面●

LAN 交換支援頁面●

技術支援與文件 - Cisco Systems●

http://www.cisco.com/en/US/products/hw/switches/ps679/index.html
http://www.cisco.com/univercd/cc/td/doc/product/lan/cat5000/c5krn/
http://www.cisco.com/univercd/cc/td/doc/product/lan/cat5000/c5krn/fddi_rns/index.htm
http://www.cisco.com/en/US/partner/products/hw/switches/ps574/tsd_products_support_eol_series_home.html
http://www.cisco.com/univercd/cc/td/doc/product/lan/28201900/index.htm
http://www.cisco.com/univercd/cc/td/doc/product/lan/28201900/28module/modrn/index.htm
http://www.cisco.com/en/US/products/hw/switches/ps567/tsd_products_support_eol_series_home.html
http://www.cisco.com/univercd/cc/td/doc/product/lan/cat1600/relnotes/
http://www.cisco.com/en/US/products/hw/routers/ps332/tsd_products_support_eol_series_home.html
http://www.cisco.com/en/US/docs/ios/11_1/release/notes/rn111ca.html
http://www.cisco.com/en/US/docs/ios/11_1/release/notes/rn111ca.html
http://www.cisco.com/en/US/products/hw/routers/ps5199/index.html
http://www.cisco.com/univercd/cc/td/doc/product/access/acs_mod/cis4000/rn4000/
http://www.cisco.com/web/psa/products/tsd_products_support_general_information.html?c=268438038&sc=278875285&referring_site=bodynav
http://www.cisco.com/web/psa/technologies/tsd_technology_support_technology_information.html?c=268435696&referring_site=bodynav
http://www.cisco.com/cisco/web/support/index.html?referring_site=bodynav
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