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Provisioning Multiple Devices

This chapter describes how to configure multiple devices, Layer 2 (L2) “switches” and Layer 3 (L3) 
“routers,” using the Prime Fulfillment provisioning process. It contains the following sections:

• NPC Ring Topology, page 31-1

• Ethernet-To-The-Home (ETTH), page 31-5

NPC Ring Topology
This section describes how to create a Ring Topology, connect the CE starting and PE-POP ending 
points, and configure the Named Physical Circuits (NPC) from end to end, using the Prime Fulfillment 
provisioning process.

This section contains the following sections:

• Ring Topology Overview, page 31-1

• Creating Ring of Three PE-CLEs, page 31-2

• Configuring NPC Ring Topology, page 31-4

Ring Topology Overview
Service providers are now looking to offer L2 and L3 services that must integrate with a common MPLS 
infrastructure. Prime Fulfillment supports two basic L2 topologies to access L3 MPLS networks: 

• Ring Topology

• Aggregation Topology (“Hub and Spoke”)

Figure 31-1 shows an example of these two basic L2 access topologies.
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Figure 31-1 L2 Access Topologies 

Creating Ring of Three PE-CLEs
In its simplest form, the Ring Topology is a tripartite structure that comprises at least three PE- CLE. A 
PE-POP and a Multi-VRF CE can also be part of a Ring.

Figure 31-2 shows an example ring of three Catalyst 3550 switches: mlsw5, mlsw6, and mlsw7. 

Figure 31-2 A Ring of Three PE-CLE

To create a ring of three PE-CLEs, perform the following steps.

Step 1 Choose Inventory > Logical Inventory > Physical Rings.

The Physical Rings window appears.

Step 2 Click Create to continue. 

The Create Ring window appears.

Step 3 Click Select source device in the first cell. 

The Show Devices window appears, as shown in Figure 31-3.
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Note The Show Devices drop-down window in Figure 31-3 should show CLE rather than PE. This is 
a known application error. You cannot initiate this process with a PE-POP or a CE. You must 
begin with a PE-CLE.

Figure 31-3 Show Devices

Step 4 To search for a specific CLE, enter the source device in the matching dialog-box and click Find.

Step 5 Choose the CLE and click Select. 

The Create Ring window appears, as shown in Figure 31-4.

Figure 31-4 Create Ring 

Step 6 Continue from left to right and from top to bottom to fill the table with the appropriate Device and 
Interface information, which would be based on a network diagram from your own environment.

Note If you had used the network diagram in Figure 31-6 to populate the Create Ring table, it would 
contain the above information at the end of this process. 

Step 7 Click Save to save your ring in the Repository. 

The NPC Rings window appears, as shown in Figure 31-5

Figure 31-5 NPC Rings

Proceed to Configuring NPC Ring Topology, page 31-4.
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Configuring NPC Ring Topology
Figure 31-6 shows an example of the Ring Topology (three CLE) inserted between a CE (mlce14) and a 
PE-POP (mlpe4). 

Figure 31-6 The Ring Topology

To configure end-to-end connectivity (CE > Ring (PE-CLE) > PE), perform the following steps.

Step 1 Choose Inventory > Logical Inventory > Named Physical Circuits. 

The Named Physical Circuits window appears.

Step 2 Click Create. 

The Create Named Physical Circuit window appears.

Step 3 Click Add Device. 

The Select Devices window appears.

Step 4 Choose the CE and then click Select. 

The Create Named Physical Circuit window appears.

Step 5 Click Add Device. 

The Select Devices window appears.

Step 6 Choose the PE and then click Select. 
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The Create Named Physical Circuit window appears. 

Step 7 Click Insert Ring. 

The Show NPC Rings window appears.

Step 8 Choose an NPC Ring and click Select. 

The Create a Named Physical Circuit window appears

Step 9 Choose a device with an available check box and click Select device. 

The Select a device from ring window appears.

Step 10 Choose a PE-CLE and click Select. 

The Create Named Physical Circuit window appears.

Step 11 Choose the incoming and outgoing interfaces for the CE, CLE, and PE until complete.

Step 12 Choose the remaining device with the darkened check box. 

The Create a Named Physical Circuit window appears. 

Step 13 Click Save. 

The Named Physical Interfaces window appears, with the Ring Topology displayed, as shown in 
Figure 31-7.

Figure 31-7 Named Physical Circuits

Ethernet-To-The-Home (ETTH)
This section describes how to configure Ethernet-To-The-Home (ETTH) using the Prime Fulfillment 
provisioning process. 

ETTH is part of the Cisco ETTx solution, which contains both ETTH and Ethernet-to-the-Business 
(ETTB). ETTB is supported in Prime Fulfillment with the L2VPN Metro Ethernet service feature. 
Unlike ETTB, whose customers are mainly business customers, ETTH is targeted at residential 
customers. 

Figure 31-8 shows an overview of the Cisco ETTx solution.
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Figure 31-8 Cisco ETTx Solution

From a provisioning standpoint, the main difference between ETTB and ETTH is the consideration of 
resource scalability. For example, with ETTB, each business customer is allocated one or more 
VLAN(s).

With ETTH, it is not practical to assign a unique VLAN to each residential customer. The practical 
solution is to have all, or a group of residential customers, share the same VLAN and use common 
technology, such as a private VLAN (PVLAN) or a protected port, to guarantee traffic isolation.

Another difference between ETTB and ETTH is that most of the ETTB customers use an Ethernet trunk 
port while ETTH customers use an access port. In Prime Fulfillment, the access port is fully supported, 
with CE present or with no CE.

ETTH needs to support multicast based services, such as video, on a shared media such as a ring. 
Typically, Internet Group Management Protocol (IGMP) with Multicast VLAN Registration (MVR) 
would be the technology used to support these services.
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Access Domain Management

To provide more flexibility in managing an access domain, you can define a management VLAN. Once 
defined, the management VLAN is used to construct the list of VLANs allowed on the trunk port for all 
non-UNI ports.

You can also specify how the VLAN allowed list is constructed in a trunk port for a domain, if the list 
is not on the device. This feature is implemented for L2VPN DCPL parameter. It is available for Layer 
2 access to MPLS VPN as well.

As a part of Layer 2 access management, Prime Fulfillment provides the ability to create MAC access 
lists by specifying the MAC addresses to be allowed or blocked.

Prime Fulfillment ETTH Implementation

The Prime Fulfillment MPLS VPN implementation of ETTH consists of the following three subfeatures:

• PVLAN or Protected Port, page 31-7

• Access Port, page 31-7

• IGMP with MVR, page 31-7

PVLAN or Protected Port

This feature is used to isolate traffic within a PVLAN. It prevents traffic from flowing between two 
UNIs. 

• PVLAN is only supported on the Catalyst 4500/6500 switches and Cisco 7600 router. 

• Protected Port is only supported on the Catalyst 2950/3550 switches.

Access Port

In Prime Fulfillment, the untagged Ethernet default is supported in the CE present and no CE scenarios. 
You can choose between two encapsulations: DOT1Q and Default. 

The Default encapsulation only indicates that the traffic coming in from the CE is untagged. The UNI, 
which is always a dot1q port, puts a tag on it before transmitting it. UNI has two options to handle this 
untagged traffic. It functions as an access port or a trunk port. For this reason, the GUI adds one more 
item for you to choose.

IGMP with MVR

This feature applies to a very specific user service and network topology. It is used for multicast video 
on a hub and spoke or ring network. However, it is not up to Prime Fulfillment to decide when it is used. 
Prime Fulfillment only makes it available and the network application running above Prime Fulfillment 
must invoke it when needed.

Creating an ETTH Policy
To configure a policy to support ETTH, perform the following steps.

Step 1 Choose Service Design > Policies > Policy Manager.

Step 2 From the Policy Manager window, choose a Service Policy and click Edit.
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Step 3 From the Policy Type Information window, click Next. 

The MPLS Policy Editor - Interface window appears, as shown in Figure 31-9.

Figure 31-9 MPLS Policy Editor - Interface

Step 4 To enable ETTH, check the ETTH Support check box. 

The ETTH UNI Information check boxes appear between the ETTH Support check box and the CE 
Information, as shown in Figure 31-10.

Figure 31-10 ETTH UNI Information

Step 5 To enable Private VLAN or Protected Port, check the Private VLAN/Protected Port check box. 

Step 6 To enable IGMP Snooping with MVR, check the IGMP Snooping with MVR check box. 

Three new UNI Information options appear, as shown in Figure 31-11.
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Figure 31-11 ETTH UNI Information Options

Step 7 Choose UNI Information options:

• Mode

– Compatible—Multicast addresses are statically configured on the device.

– Dynamic—IGMP snooping is configured on the device.

• Query Time—Determines how often the device is queried for membership.

• Immediate—Removes the interface from the forwarding table immediately, when the session ends.

Step 8 Complete the standard steps and click Save.

Creating a Service Request for ETTH
To create a service request for ETTH, perform the following steps.

Step 1 Choose Operate > Service Requests > Service Request Manager.

Step 2 From the Service Requests Manager window, choose a Service Request and click Edit.

Step 3 From the MPLS Service Request Editor window, click Edited from the Link Attribute link. 

The MPLS Link Attribute Editor - Interface window appears, as shown in Figure 31-12.
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Figure 31-12 MPLS Link Attribute Editor - Interface

Step 4 Edit the following Link Attribute specific UNI Information:

• Secondary VLAN ID—Enter a VLAN ID for the Private VLAN, which is supported only on the 
Catalyst 4000 switch.

• Multicast IP Address—See Step 5.

• Multicast VLAN ID—Enter a VLAN ID for the Multicast VLAN.

Step 5 Click Edit. 

The Multicast IP Addresses dialog box appears.

Step 6 Edit the following Link Attribute specific UNI Information:

• Multicast IP Address—Enter an IP Address for the join the multicast group, which allows users to 
have access to video on demand, for example.

• Counter—Enter a count to determine the number of contiguous IP addresses starting with the 
Multicast IP Address. 
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Step 7 Click OK.

Step 8 Complete the standard steps for creating a service request, and click Save. 

Note For more information on setting the VRF and VPN attributes in MPLS VPN service requests, 
see Chapter 25, “Defining VRF and VPN Attributes in an MPLS Service Request”.

The MPLS Service Requests window reappears showing that the service request is in the Requested state 
and ready to deploy.

Residential Service
A group of residential customers can share the same VLAN on the same UNI switch with traffic isolation 
on different UNI interfaces. On an N-PE, a VRF SVI is defined for all the residential services from the 
same UNI switch, as shown in Figure 31-13.

Figure 31-13 Residential Services

Creating a Policy for Residential Services Over Shared VLAN
A special policy must be created by enabling Shared VLAN. To do this, perform the following steps.

Step 1 Choose Operate > Service Requests > MPLS.

The MPLS Policy Editor - Policy Type window appears, as shown in Figure 31-14.
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Figure 31-14 Policy Type 

Step 2 In the Policy Name field, enter a policy name.

Step 3 Under Policy Owner, click the Global Policy radio button.

Step 4 Under Policy Type accept Regular: PE-CE.

Step 5 Under CE Present, uncheck the check box, then click Next. 

The MPLS Policy Editor - Interface window appears, as shown in Figure 31-15.

Figure 31-15 Interface Settings 

Step 6 Check the Use SVI: check box, then wait for the window to refresh.

Step 7 Check the ETTH Support: check box, then wait for the window to refresh.

Step 8 Check the Standard UNI Port: check box, then wait for the window to refresh.
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Step 9 Check the Shared VLAN: check box, then wait for the window to refresh. Some fields are now 
grayed-out.

Note Because this policy enables ETTH Support and Shared VLAN, these attributes become 
unavailable at the link level.

Step 10 Check the Private VLAN/Protected Port: check box, wait for the window to refresh, then click Next.

Step 11 In the IP Address Scheme window, you can continue by clicking Next.

Step 12 In the Routing Information window, you can continue by clicking Next.

Note For information about protocol types, see Chapter 24, “Specifying the Routing Protocol for a 
Service”.

Step 13 In the VRF and VPN Member window, you can continue by clicking Next to associate templates, or else 
finish creating this policy by clicking Finish.

Note For more information on setting the VRF and VPN attributes in MPLS VPN service requests, 
see Chapter 25, “Defining VRF and VPN Attributes in an MPLS Service Request”.

Creating a Service Request for Residential Services Over Shared VLAN
To create the service request, perform the following steps.

Step 1 Choose Service Design > Policies > MPLS Policy Editor - Policy Type.

Step 2 Choose the policy you configured for Shared VLAN Residential Services, then click OK. The MPLS 
Service Request Editor window appears.

Step 3 In the MPLS Service Request Editor window, click Add Link, then wait for the window to refresh.

Step 4 Click the active field Select U-PE.

Step 5 Choose a PE device, then click Select.

Step 6 From the active drop-down list, choose an interface, then wait for the window to refresh.

Step 7 Under Link Attributes column, click the active Add field. 

The Interface window appears, as shown in Figure 31-16. 

Note Because the policy created for this feature enables ETTH Support and Shared VLAN, these 
attributes become unavailable at the link level.
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Figure 31-16 Interface Attributes

Step 8 Enter a valid VLAN ID value, then click Next. The IP Address Scheme window appears.

Step 9 Enter valid values for each required field, then click Next.

Step 10 In the Routing Information widow, check any applicable items, then click Next.

Note For information about protocol types, see Chapter 24, “Specifying the Routing Protocol for a 
Service”.

Step 11 In the VRF and VPN window, for Maximum Route Threshold (required field), accept the default value, 
or enter a new value.

Note If you want to set the VRF and VPN attributes via a previously defined VRF object, check the 
Use VRF Object check box. For more information on this feature, see Chapter 22, “Independent 
VRF Management.” That chapter describes how to use independent VRF objects in MPLS VPN 
service policies and service requests.

Note For more information on setting the VRF and VPN attributes in MPLS VPN service requests, 
see Chapter 25, “Defining VRF and VPN Attributes in an MPLS Service Request”.

Step 12 Under VPN Selection (required), click Add.

Step 13 From the CERC window, choose the desired PE VPN Membership, then click Done.
31-14
Cisco Prime Fulfillment User Guide 6.1

OL-24387-01



  

Chapter 31      Provisioning Multiple Devices
Residential Service
Step 14 Back in the VRF and VPN window, click Finish.

Note If the policy on which the service request is based has template association enabled, a Next button is 
visible in the GUI. Click the Next button to add templates and data files to the devices defined in the 
service request. For instructions about associating templates with service requests, see Chapter 49, 
“Using Templates and Data Files with Policies and Service Requests”

When you are finished setting the attributes for the service policy, the MPLS Service Request Editor 
window appears.

Step 15 Click Save.

The MPLS Service Requests window reappears showing that the service request is in the Requested state 
and ready to deploy.
31-15
Cisco Prime Fulfillment User Guide 6.1

OL-24387-01



  

Chapter 31      Provisioning Multiple Devices
Residential Service
31-16
Cisco Prime Fulfillment User Guide 6.1

OL-24387-01


	Provisioning Multiple Devices
	NPC Ring Topology
	Ring Topology Overview
	Creating Ring of Three PE-CLEs
	Configuring NPC Ring Topology

	Ethernet-To-The-Home (ETTH)
	Access Domain Management
	Prime Fulfillment ETTH Implementation
	Creating an ETTH Policy
	Creating a Service Request for ETTH

	Residential Service
	Creating a Policy for Residential Services Over Shared VLAN
	Creating a Service Request for Residential Services Over Shared VLAN




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


