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• clear ip arp tunnel-statistics, on page 216
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• clear ip igmp snooping statistics, on page 231
• clear ip interface statistics, on page 232
• clear ip lisp data-cache, on page 233
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• clear ipv6 pim statistics, on page 281
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• clear ipv6 snooping events, on page 285
• clear ipv6 snooping messages, on page 286
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• clear isis adjacency, on page 288
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• clear mts message statistics, on page 327
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• clear nbm flows statistics, on page 328
• clear ngoam, on page 329
• clear ngoam, on page 330
• clear ngoam, on page 331
• clear ngoam pathtrace, on page 332
• clear ntp session, on page 333
• clear ntp statistics, on page 334
• clear nve peer-ip, on page 335
• clear nve peers history-log, on page 336
• clear nve peers interface counters, on page 337
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• clear pktmgr client, on page 347
• clear pktmgr interface, on page 348
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• clear port-security dynamic interface, on page 351
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• clear scheduler logfile, on page 374
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• clear screen, on page 375
• clear session state name, on page 376
• clear sflow statistics, on page 377
• clear snmp counters, on page 378
• clear snmp hostconfig, on page 379
• clear sockets statistics, on page 380
• clear spanning-tree counters, on page 381
• clear spanning-tree detected-protocols, on page 382
• clear spanning-tree sps-hist, on page 383
• clear ssh hosts, on page 384
• clear system login failures, on page 385
• clear system reset-reason, on page 386
• clear tacacs-server statistics, on page 387
• clear tech-support lock, on page 389
• clear tech-support lock, on page 390
• clear user, on page 391
• clear veobc counters, on page 392
• clear vlan access-list counters, on page 393
• clear vlan counters, on page 394
• clear vmtracker counters, on page 395
• clear vpc statistics all, on page 396
• clear vpc statistics peer-keepalive, on page 397
• clear vpc statistics vpc, on page 398
• clear vpc transport statistics, on page 399
• clear vrrp statistics, on page 400
• clear vrrpv3 statistics, on page 401
• clear vtp counters, on page 402
• cli alias check strict, on page 403
• cli alias name, on page 404
• cli create new-cmd, on page 405
• cli var name, on page 406
• cli var name, on page 407
• cli var name, on page 408
• client-to-client reflection, on page 409
• client vrf management default, on page 410
• clock-tolerance ntp oneway absolute, on page 411
• clock format 12, on page 412
• clock format show-timezone debug, on page 413
• clock format show-timezone syslog, on page 414
• clock protocol, on page 415
• clock set, on page 416
• clock summer, on page 418
• cluster-id, on page 419
• collect, on page 420
• collect, on page 421
• collect, on page 422
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• collect, on page 423
• collect, on page 424
• collect counter bytes, on page 425
• collect counter bytes, on page 426
• collect interval, on page 427
• collect ip version, on page 428
• collect timestamp sys-uptime first, on page 429
• collect timestamp sys-uptime first, on page 430
• collect transport tcp flags, on page 431
• collect transport tcp flags, on page 432
• color, on page 433
• color, on page 434
• color, on page 435
• color, on page 436
• color, on page 437
• color, on page 438
• color, on page 439
• color, on page 440
• color endpoint, on page 441
• commit, on page 442
• commit, on page 443
• commit, on page 444
• commit verbose, on page 445
• conf-offset, on page 446
• confederation identifier, on page 447
• confederation peers, on page 448
• config-source controller, on page 449
• configure, on page 450
• configure config-template on substitute, on page 451
• configure maintenance profile normal, on page 452
• configure profile, on page 453
• configure replace, on page 454
• configure replace abort, on page 456
• configure replace commit, on page 457
• configure session, on page 458
• congestion-control ecn, on page 459
• congestion-control random-detect, on page 460
• congestion-control random-detect forward-nonecn, on page 461
• congestion-control random-detect global-buffer minimum-threshold maximum-threshold, on page 462
• congestion-control tail-drop, on page 463
• connect, on page 464
• connected-prefix-sid-map, on page 465
• constraints, on page 466
• constraints, on page 467
• continue, on page 468
• contract-id, on page 469
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• control-plane, on page 470
• control-plane dynamic, on page 471
• control vlan, on page 472
• controller-credentials username password 0, on page 473
• controller description, on page 474
• controller ip vrf, on page 475
• controller ipv4, on page 476
• controller ipv4, on page 477
• controller type l2 identifier, on page 478
• copp copy profile prefix, on page 479
• copp profile, on page 480
• copp profile, on page 481
• copp rate-limit disable, on page 482
• copy, on page 483
• copy, on page 485
• copy licenses, on page 486
• copy licenses, on page 487
• copy recursive, on page 488
• copy running vdc-all, on page 489
• copy vdc-all, on page 490
• cost, on page 491
• count, on page 492
• count, on page 493
• crypto ca authenticate, on page 494
• crypto ca crl request, on page 495
• crypto ca enroll, on page 496
• crypto ca export pkcs12, on page 497
• crypto ca import certificate, on page 498
• crypto ca import pkcs12, on page 499
• crypto ca lookup, on page 500
• crypto ca remote ldap, on page 501
• crypto ca trustpoint, on page 502
• crypto ca trustpool import url, on page 503
• crypto ca trustpool import url clean, on page 504
• crypto ca trustpool policy, on page 505
• crypto cert ssh-authorize, on page 506
• crypto certificatemap mapname, on page 507
• crypto key generate rsa, on page 508
• crypto key zeroize rsa, on page 509
• cryptographic-algorithm, on page 510
• customer-id, on page 511
• cut, on page 512
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cabundle url
[no] cabundle url <source_uri>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure cabundlecabundle

Configure cabundle urlurl

Select source http URLsource_uri

Command Mode

• /exec/configure/trustpool

C Commands
12

C Commands
cabundle url



callhome
callhome

Syntax Description

Enter the callhome configuration modecallhome

Command Mode

• /exec/configure
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callhome send configuration
callhome send configuration

Syntax Description

callhome commandscallhome

send a command callhome messagesend

configuration typeconfiguration

Command Mode

• /exec
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callhome send diagnostic
callhome send diagnostic

Syntax Description

callhome commandscallhome

send a command callhome messagesend

dignostic commanddiagnostic

Command Mode

• /exec
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callhome test
callhome test

Syntax Description

callhome commandscallhome

send a test callhome messagetest

Command Mode

• /exec
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callhome test inventory
callhome test inventory

Syntax Description

callhome commandscallhome

send a test callhome messagetest

send a dummy callhome inventoryinventory

Command Mode

• /exec
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candidate-paths
[no] candidate-paths

Syntax Description

(Optional) Negate a command or set its defaultsno

Enter candidate-pathscandidate-paths

Command Mode

• /exec/configure/sr/te/pol
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candidate-paths
[no] candidate-paths

Syntax Description

(Optional) Negate a command or set its defaultsno

Enter candidate-pathscandidate-paths

Command Mode

• /exec/configure/sr/te/color
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capability additional-paths receive
[ no | default ] capability additional-paths receive [ disable ]

Syntax Description

(Optional) Negate a command or set its defaultsno

(Optional) Inherit values from a peer templatedefault

Advertise capability to the peercapability

Additional paths capabilityadditional-paths

Additional paths Receive capabilityreceive

(Optional) Do not advertise additional paths Receive capabilitydisable

Command Mode

• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-label
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv6-label
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mvpn
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv6-mvpn
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capability additional-paths send
[ no | default ] capability additional-paths send [ disable ]

Syntax Description

(Optional) Negate a command or set its defaultsno

(Optional) Inherit values from a peer templatedefault

Advertise capability to the peercapability

Additional paths capabilityadditional-paths

Additional paths Send capabilitysend

(Optional) Do not advertise additional paths Send capabilitydisable

Command Mode

• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mvpn
/exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv6-mvpn
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capability suppress 4-byte-as
[ no | default ] capability suppress 4-byte-as

Syntax Description

(Optional) Negate a command or set its defaultsno

(Optional) Inherit values from a peer templatedefault

Capabilitycapability

Suppress sending out capabilitysuppress

Suppress 4-byte AS Capability4-byte-as

Command Mode

• /exec/configure/router-bgp/router-bgp-neighbor-sess
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capability vrf-lite
[no] capability vrf-lite [ evpn ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Capabilitycapability

Enable VRF-lite supportvrf-lite

(Optional) Ethernet VPNevpn

Command Mode

• /exec/configure/router-ospf/vrf
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capture session
[no] capture session <session-id>

Syntax Description

(Optional) Negate a command or set its defaultsno

Enable packet capture on this filter for sessioncapture

Session ID <1-48> for this sessionsession

Session ID <1-48> for this sessionsession-id

Command Mode

• /exec/configure/ipacl /exec/configure/ipv6acl /exec/configure/macacl /exec/configure/arpacl
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carrier-delay
carrier-delay { <sec_val> | msec <msec_val> } | no carrier-delay

Syntax Description

Negate a command or set its defaultsno

Specify delay for interface transitionscarrier-delay

Carrier Transitions delay secondssec_val

Carrier Transitions delay millisecondsmsec

Carrier Transitions delay millisecondsmsec_val

Command Mode

• /exec/configure/if-vlan-common
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catena
{ catena <instance-name> } | { no catena <instance-name> }

Syntax Description

Negate a command or set its defaultsno

instancecatena

instance-nameinstance-name

Command Mode

• /exec/configure
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catena device-group
{ catena device-group <device-grp-name> } | { no catena device-group <device-grp-name> }

Syntax Description

Negate a command or set its defaultsno

instancecatena

device groupdevice-group

device-grp-namedevice-grp-name

Command Mode

• /exec/configure
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catena port-acl
{ catena port-acl <port-acl-name> } | { no catena port-acl <port-acl-name> }

Syntax Description

Negate a command or set its defaultsno

instancecatena

port aclport-acl

port-acl-nameport-acl-name

Command Mode

• /exec/configure
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catena port-group
{ catena port-group <port-group-name> } | { no catena port-group <port-group-name> }

Syntax Description

Negate a command or set its defaultsno

instancecatena

port groupport-group

port-group-nameport-group-name

Command Mode

• /exec/configure
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catena vlan-group
{ catena vlan-group <vlan-grp-name> } | { no catena vlan-group <vlan-grp-name> }

Syntax Description

Negate a command or set its defaultsno

instancecatena

vlan groupvlan-group

vlan-grp-namevlan-grp-name

Command Mode

• /exec/configure
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cbts-member tunnel-te
[no] cbts-member tunnel-te <tunnel-num>

Syntax Description

(Optional) Negate a command or set its defaultsno

Member Tunnelcbts-member

Tunnel Interfacetunnel-te

Tunnel Interface numbertunnel-num

Command Mode

• /exec/configure/if-te

C Commands
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cd
cd <uri0>

Syntax Description

Change current directorycd

Enter the name of the directoryuri0

Command Mode

• /exec

C Commands
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cdp advertise v1
cdp advertise { v1 | v2 } | no cdp advertise [ v1 | v2 ]

Syntax Description

Negate a command or set its defaultsno

Configure CDP parameterscdp

Highest CDP version supported on the switchadvertise

CDP Version 1v1

CDP Version 2v2

Command Mode

• /exec/configure

C Commands
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cdp enable
[no] cdp enable

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure CDP interface parameterscdp

Enable/disable CDP on the interfaceenable

Command Mode

• /exec/configure/if-ethernet-all /exec/configure/if-gig-ether-all /exec/configure/if-gig-ether
/exec/configure/if-eth-base /exec/configure/if-mgmt-ether
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cdp enable
[no] cdp enable

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure CDP interface parameterscdp

Enable/disable CDP on all interfacesenable

Command Mode

• /exec/configure
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cdp format device-id
[no] cdp format device-id { mac-address | serial-number | system-name }

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure CDP parameterscdp

Device ID format for CDPformat

Device ID format for CDPdevice-id

Mac-address of the Chassismac-address

Chassis Serial Number/OUIserial-number

System name/Fully Qualified Domain Name (Default)system-name

Command Mode

• /exec/configure
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36

C Commands
cdp format device-id



cdp holdtime
[no] cdp holdtime <i0>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure CDP parameterscdp

CDP hold time advertised (in seconds)holdtime

CDP hold time advertised (in seconds)i0

Command Mode

• /exec/configure
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cdp timer
[no] cdp timer <i1>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure CDP parameterscdp

CDP refresh time interval (in seconds)timer

CDP refresh time interval (in seconds)i1

Command Mode

• /exec/configure
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certificate
certificate <file-name> <host-name> | no certificate

Syntax Description

Negate a command or set its defaultsno

Specify certificatecertificate

.pem certificate filenamefile-name

hostname associated with certificatehost-name

Command Mode

• /exec/configure/telemetry
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cfs debug all
cfs debug all

Syntax Description

CFS parameterscfs

Internal command for debugsdebug

Internal command for debugsall

Command Mode

• /exec
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cfs distribute
[no] cfs distribute

Syntax Description

(Optional) Negate a command or set its defaultsno

Enable fabric wide distributiondistribute

Command Mode

• /exec/configure
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cfs eth distribute
[no] cfs eth distribute

Syntax Description

(Optional) Negate a command or set its defaultsno

ETH configurationseth

Enable CFS distribution over Ethernetdistribute

Command Mode

• /exec/configure
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cfs ipv4 distribute
[no] cfs ipv4 distribute

Syntax Description

(Optional) Negate a command or set its defaultsno

IPv4 configurationsipv4

Enable CFS distribution over IPv4distribute

Command Mode

• /exec/configure
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cfs ipv4 mcast-address
{ cfs ipv4 mcast-address <ip0> | no cfs ipv4 mcast-address [ <ip0> ] }

Syntax Description

Negate a command or set its defaultsno

IPv4 configurationsipv4

Configure IPv4 multicast addressmcast-address

Admin scope [239.255/16, 239.192/16-239.251/16]ip0

Command Mode

• /exec/configure
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cfs ipv6 distribute
[no] cfs ipv6 distribute

Syntax Description

(Optional) Negate a command or set its defaultsno

IPv6 configurationsipv6

Enable CFS distribution over IPv6distribute

Command Mode

• /exec/configure
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cfs ipv6 mcast-address
{ cfs ipv6 mcast-address <ipv60> | no cfs ipv6 mcast-address [ <ipv60> ] }

Syntax Description

Negate a command or set its defaultsno

IPv6 configurationsipv6

Configure IPv6 multicast addressmcast-address

Command Mode

• /exec/configure
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cfs region
[no] cfs region <i0>

Syntax Description

(Optional) Negate a command or set its defaultsno

Regions to limit the distribution scope of application(s)region

Region Idi0

Command Mode

• /exec/configure
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chain
{ chain <chain-id> } | { no chain <chain-id> }

Syntax Description

Negate a command or set its defaultsno

chain for instancechain

chain IDchain-id

Command Mode

• /exec/configure/catena
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change-password
change-password [ old-password <s1> new-password <s2> ]

Syntax Description

Change your passwordchange-password

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDold-password

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDs1

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDnew-password

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDs2

Command Mode

• /exec
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channel-group
channel-group <channel-id> | no channel-group

Syntax Description

Negate a command or set its defaultsno

add to/remove from a port-channelchannel-group

Specify a port-channel numberchannel-id

Command Mode

• /exec/configure/if-fc /exec/configure/if-bay /exec/configure/if-ext /exec/configure/if-gig-ether
/exec/configure/if-fcip
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channel-group
channel-group <channel-id> [ mode { active | passive | on } ]

Syntax Description

Configure port channel parameterschannel-group

(Optional) Specify channeling modemode

(Optional) Set channeling mode to ACTIVEactive

(Optional) Set channeling mode to PASSIVEpassive

(Optional) Set channeling mode to ONon

Specify a port-channel numberchannel-id

Command Mode

• /exec/configure/if-eth-base /exec/configure/if-ethernet-all
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channel-group
[no] channel-group [ <channel-id> [ mode { active | passive | on } ] ]

Syntax Description

Negate a command or set its defaultsno

Configure port channel parameterschannel-group

(Optional) Specify channeling modemode

(Optional) Set channeling mode to ACTIVEactive

(Optional) Set channeling mode to PASSIVEpassive

(Optional) Set channeling mode to ONon

(Optional) Specify a port-channel numberchannel-id

Command Mode

• /exec/configure/if-eth-base /exec/configure/if-ethernet-all
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channel-group
[no] channel-group

Syntax Description

Negate a command or set its defaultsno

Configure port channel parameterschannel-group

Command Mode

• /exec/configure/if-eth-base /exec/configure/if-ethernet-all
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channel-group force
channel-group <channel-id> force [ mode { active | passive | on } ] | no channel-group <channel-id> force [
mode { active | passive | on } ]

Syntax Description

Negate a command or set its defaultsno

add to/remove from a port-channelchannel-group

Specify a port-channel numberchannel-id

Forcefully add a portforce

(Optional) Specify channeling modemode

(Optional) Set channeling mode to ACTIVEactive

(Optional) Set channeling mode to PASSIVEpassive

(Optional) Set channeling mode to ONon

Command Mode

• /exec/configure/if-eth-base /exec/configure/if-ethernet-all
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channel-group force
channel-group <channel-id> force

Syntax Description

add to/remove from a san-port-channelchannel-group

Specify a san-port-channel numberchannel-id

Forcefully add a portforce

Command Mode

• /exec/configure/if-fc /exec/configure/if-gig-ether /exec/configure/if-fcip
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channel mode active
channel mode active | no channel mode active

Syntax Description

Negate a command or set its defaultsno

Set the channel mode for the san-port-channel interfacechannel

Set the channel mode for the san-port-channel interfacemode

configure ACTIVE san-port-channelactive

Command Mode

• /exec/configure/if-san-port-channel
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checkpoint
[no] checkpoint <chkpoint_name>

Syntax Description

Negate a command or set its defaultsno

Delete configuration rollback checkpointcheckpoint

Checkpoint namechkpoint_name

Command Mode

• /exec
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57

C Commands
checkpoint



checkpoint
checkpoint { [ <name> ] [ description <descr_str> ] | file <file_uri> }

Syntax Description

Create configuration rollback checkpointcheckpoint

(Optional) Checkpoint namename

Create configuration rollback checkpoint to filefile

Checkpoint file pathfile_uri

(Optional) checkpoint description for the given checkpointdescription

(Optional) checkpoint description(can include spaces)descr_str

Command Mode

• /exec
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cipher-suite
[no] cipher-suite <suite>

Syntax Description

Configure Cipher Suitecipher-suite

Cipher Suite optionssuite

Command Mode

• /exec/configure/macsec-policy
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class-map
[no] class-map [ type qos ] [ <any_or_all> ] <cmap-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure a class mapclass-map

(Optional) Specify the type of this class-maptype

(Optional) Qos classqos

(Optional) Enter match-any or match-allany_or_all

class-map namecmap-name

Command Mode

• /exec/configure
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class-map type control-plane
[no] class-map type control-plane [ <opt_any_or_all> ] <cmap-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Control-Planecontrol-plane

(Optional) Enter match-any or match-allopt_any_or_all

Class-map namecmap-name

Command Mode

• /exec/configure
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class-map type network-qos
[no] class-map type network-qos [ match-any ] <cmap-name-nq>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Network QoS classnetwork-qos

(Optional) Match on any criteriamatch-any

class-map namecmap-name-nq

Command Mode

• /exec/configure
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class-map type queuing
[no] class-map type queuing { <cmap-dce-name> }

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Queuing classqueuing

Queuing class-map namecmap-dce-name

Command Mode

• /exec/configure
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class-map type queuing
[no] class-map type queuing [ <any_or_all> ] { xxx <cmap-enum-name> | <cmap-dce-name> | zzz
<cmap-name-hque> }

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Queuing classqueuing

(Optional) Enter match-anyany_or_all

cmap-enum-name

xxxxxx

zzzzzz

Queuing class-map namecmap-dce-name

Hierarchical class-map namecmap-name-hque

Command Mode

• /exec/configure
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class
class { <cmap-name> [ insert-before <cmap-name2> ] | class-default } | no class { <cmap-name> | class-default
}

Syntax Description

Negate a command or set its defaultsno

Attach class map to policy mapclass

Class-map namecmap-name

(Optional) Insert this class before another classinsert-before

(Optional) class map name before which insertion should happencmap-name2

Use class defaultclass-default

Command Mode

• /exec/configure/pmap
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class
[no] class [ type qos ] <cmap-name> [ insert-before [ type qos1 ] <cmap-name2> ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Policy Criteriaclass

(Optional) Specify the type of classtype

(Optional) Match on Qos classqos

class map namecmap-name

(Optional) Insert this class before another classinsert-before

(Optional) Insert before Qos classqos1

(Optional) class map namecmap-name2

Command Mode

• /exec/configure/policy-map
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class __inline__
[no] class __inline__ [ type psp ] <cmap-name-plc> [ insert-before <cmap-name2> ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Policy Criteriaclass

Inline Class__inline__

(Optional) Specify the type of classtype

(Optional) Match on PSP classpsp

class map namecmap-name-plc

(Optional) Insert this class before another classinsert-before

(Optional) class map namecmap-name2

Command Mode

• /exec/configure/policy-map/type/plc
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class class-default
[no] class class-default

Syntax Description

(Optional) Negate a command or set its defaultsno

Policy Criteriaclass

System default class matching otherwise unclassified packetsclass-default

Command Mode

• /exec/configure/policy-map
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class type network-qos
[no] class type network-qos <cmap-name-nq>

Syntax Description

(Optional) Negate a command or set its defaultsno

Match on network-qos class-mapclass

Specify the type of this class-maptype

Network QoS policynetwork-qos

Match class-map namecmap-name-nq

Command Mode

• /exec/configure/policy-map/type/uf
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class type network-qos class-default
[no] class type network-qos class-default

Syntax Description

(Optional) Negate a command or set its defaultsno

Match on network-qos class-mapclass

Specify the type of this class-maptype

Network QoS policynetwork-qos

System default class matching otherwise not classified cos valuesclass-default

Command Mode

• /exec/configure/policy-map/type/uf
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class type psp
[no] class type psp { <cmap-name-plc> | { handle1 <ppf_id1> } } [ insert-before { <cmap-name2> | { handle2
<ppf_id2> } } ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Policy Criteriaclass

Specify the type of classtype

Match on PSP classpsp

class map namecmap-name-plc

Handle1handle1

PPF ID1ppf_id1

(Optional) Insert this class before another classinsert-before

(Optional) class map namecmap-name2

(Optional) Handle2handle2

(Optional) PPF ID2ppf_id2

Command Mode

• /exec/configure/policy-map/type/plc
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class type queuing
[no] class type queuing { xxx <cmap-enum-name> | <cmap-dce-name> | zzz <cmap-name-hque> } [
insert-before type queuing1 yyy <xcmap-enum-name> ]

Syntax Description

xxxxxx

(Optional) yyyyyy

zzzzzz

(Optional) Negate a command or set its defaultsno

Policy Criteriaclass

Specify the type of classtype

Match on Queuing classqueuing

cmap-enum-name

Queuing class-map namecmap-dce-name

Hierarchical class-map namecmap-name-hque

(Optional) Insert this class before another classinsert-before

(Optional) Insert before Queuing classqueuing1

(Optional)xcmap-enum-name

Command Mode

• /exec/configure/policy-map/type/queuing
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clear
clear { { ip route [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] } | { routing [ vrf { <vrf-name> |
<vrf-known-name> } ] [ ip | ipv4 ] [ unicast ] [ topology <topology-name> ] } } { <all> | { { <ip-addr> |
<ip-prefix> } [ { [ <nh-addr> | <nh-addr-v6> ] [ <nh-interface> ] } | { <nh-label> } ] } } [ no-ufdm ]

Syntax Description

Reset functionsclear

Clear routing informationroute

Clear routing informationrouting

(Optional) Clear per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Clear IP commandsip

(Optional) Clear IP commandsipv4

(Optional) Clear unicast informationunicast

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDtopology

(Optional) Topology nametopology-name

Clear all routesall

Clear single host routeip-addr

Clear single exact match routeip-prefix

(Optional) Clear single pathnh-addr

(Optional) Clear single binding label pathnh-label

(Optional) Interface Namenh-interface

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDno-ufdm

Command Mode

• /exec
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clear
clear { { ip eigrp [ <eigrp-ptag> ] neighbors { * | <address> | <interface> } [ soft ] [ no-goodbye ] [ vrf {
<vrf-name> | <vrf-known-name> | all } ] } | { ipv6 eigrp [ <eigrp-ptag> ] neighbors { * | <ipv6-addr> |
<interface> } [ soft ] [ no-goodbye ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] } }

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

Clear EIGRP neighborsneighbors

Clear all EIGRP neighbors*

IP-EIGRP neighbor addressaddress

Interfaceinterface

(Optional) Soft resetsoft

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDno-goodbye

(Optional)eigrp-ptag

Command Mode

• /exec
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clear
clear { { ipv6 route [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] } | { routing [ vrf { <vrf-name> |
<vrf-known-name> } ] ipv6 [ unicast ] [ topology <topology-name> ] } } { <all> | { { <ipv6-addr> |
<ipv6-prefix> } [ { [ <nh-addr> ] [ <nh-interface> ] } | { <nh-label> } ] } } [ no-ufdm ]

Syntax Description

Reset functionsclear

Clear routing informationroute

Clear routing informationrouting

(Optional) Clear per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

Clear IPv6 commandsipv6

(Optional) Clear unicast informationunicast

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDtopology

(Optional) Topology nametopology-name

Clear all routesall

(Optional) Clear single binding label pathnh-label

(Optional) Interface Namenh-interface

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDno-ufdm

Command Mode

• /exec
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clear aaa client radius statistics
clear aaa client radius statistics <hostipname>

Syntax Description

Reset functionsclear

clear aaa informationaaa

clear AAA client infoclient

clear radius dynamic authorization client inforadius

clear radius dynamic authorization client statisticsstatistics

IPV4/IPV6 address or DNS name of RADIUS clienthostipname

Command Mode

• /exec
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clear aaa local user blocked username
clear aaa local user blocked { username <s0> | all }

Syntax Description

Reset functionsclear

Configure aaa functionsaaa

Local usernamelocal

Local system useruser

Clear blocked userblocked

Blocked usernameusername

Enter the usernames0

Clear all the blocked usersall

Command Mode

• /exec
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clear aaa server radius statistics
clear aaa server radius statistics

Syntax Description

Reset functionsclear

clear aaa informationaaa

clear Local AAA server infoserver

clear local radius server inforadius

clear local radius server statisticsstatistics

Command Mode

• /exec
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clear access-list counters
clear [ <ip_ipv6_mac> ] access-list counters [ <name> ]

Syntax Description

Reset functionsclear

(Optional) IP/IPv6/MACip_ipv6_mac

Clear access list statistical informationaccess-list

Clear access list counterscounters

(Optional) List namename

Command Mode

• /exec
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clear access-list hardware counters
clear access-list hardware counters [ module <module> ]

Syntax Description

Reset functionsclear

Clear access list statistical informationaccess-list

hardware informationhardware

Clear access list counterscounters

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

Command Mode

• /exec
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clear access-list ipsg stats
clear access-list ipsg stats [ module <module> ] [ instance <instance_number> ]

Syntax Description

Reset functionsclear

access-listaccess-list

ipsgipsg

Clear Statistics of IPSG drop entriesstats

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional) ASIC Instance Numberinstance

(Optional) ASIC Instance Number in Decimalinstance_number

Command Mode

• /exec
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81

C Commands
clear access-list ipsg stats



clear accounting log
clear accounting log

Syntax Description

Reset functionsclear

Clear accounting log(s) in all vdcsaccounting

Clear the accounting log(s) in all vdcslog

Command Mode

• /exec
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clear aclqos cl-qos
clear aclqos cl-qos

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

cl-qos logs of ACLQOScl-qos

Command Mode

• /exec
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clear aclqos fab
clear aclqos fab

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

Fabric logs of ACLQOSfab

Command Mode

• /exec
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clear aclqos fc
clear aclqos fc

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

fc logs of ACLQOSfc

Command Mode

• /exec
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clear aclqos libdrv
clear aclqos libdrv

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

libdrv logs of ACLQOSlibdrv

Command Mode

• /exec
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clear aclqos map
clear aclqos map

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

map logs of ACLQOSmap

Command Mode

• /exec
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clear aclqos merge
clear aclqos merge

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

merge logs of ACLQOSmerge

Command Mode

• /exec
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clear aclqos pl
clear aclqos pl

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

pl logs of ACLQOSpl

Command Mode

• /exec
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clear aclqos ppf-parse
clear aclqos ppf-parse

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

ppf-parse logs of ACLQOSppf-parse

Command Mode

• /exec
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clear aclqos ppf
clear aclqos ppf

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

ppf logs of ACLQOSppf

Command Mode

• /exec
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clear aclqos qng-hw
clear aclqos qng-hw

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

Qng logs of ACLQOSqng-hw

Command Mode

• /exec
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clear aclqos qng
clear aclqos qng

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

Qng logs of ACLQOSqng

Command Mode

• /exec
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clear aclqos rl
clear aclqos rl

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

RL logs of ACLQOSrl

Command Mode

• /exec
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clear aclqos rm
clear aclqos rm

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

RM logs of ACLQOSrm

Command Mode

• /exec
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clear aclqos sch
clear aclqos sch

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

Sch logs of ACLQOSsch

Command Mode

• /exec
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96

C Commands
clear aclqos sch



clear aclqos stats
clear aclqos stats

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

stats logs of ACLQOSstats

Command Mode

• /exec

C Commands
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clear aclqos stats



clear aclqos tbl
clear aclqos tbl

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

tbl logs of ACLQOStbl

Command Mode

• /exec

C Commands
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clear aclqos tbl



clear aclqos trace-detail
clear aclqos trace-detail

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

detail logs of ACLQOStrace-detail

Command Mode

• /exec

C Commands
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C Commands
clear aclqos trace-detail



clear aclqos trace
clear aclqos trace

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

trace logs of ACLQOStrace

Command Mode

• /exec

C Commands
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C Commands
clear aclqos trace



clear aclqos uf
clear aclqos uf

Syntax Description

Reset functionsclear

Configure aclqos debugaclqos

UF logs of ACLQOSuf

Command Mode

• /exec

C Commands
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C Commands
clear aclqos uf



clear bfd statistics
clear bfd statistics

Syntax Description

Clearclear

bfdbfd

statisticsstatistics

Command Mode

• /exec

C Commands
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clear bfd statistics



clear bgp
clear bgp { ipv4 { unicast | multicast } policy statistics { { redistribute [ { { eigrp | isis | ospf | rip } <tag> } |
static | direct | amt | lisp | hmm | am ] } | { neighbor <neighbor-id> [ default-originate | { route-map | filter-list
| prefix-list } { in | out } ] } | { dampening } | { network { <ip-addr> mask <ip-mask> | <ip-prefix> } } | {
aggregate-address { <ip-addr> <ip-mask> | <ip-prefix> } { suppress-map | advertise-map } } } | { vpnv4 |
vpnv6 } unicast policy statistics { neighbor <neighbor-id> [ { route-map | filter-list | prefix-list } { in | out }
] } | ipv6 { unicast | multicast } policy statistics { { redistribute [ { { eigrp | isis | ospfv3 | rip } <tag> } | static
| direct | amt | lisp | hmm | am ] } | { neighbor { <neighbor-id> | <ipv6-neighbor-id> } [ default-originate | {
route-map | filter-list | prefix-list } { in | out } ] } | { dampening } | { network <ipv6-prefix> } | {
aggregate-address <ipv6-prefix> { suppress-map | advertise-map } } } }

Syntax Description

Reset functionsclear

Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

Clear VPNv4 address-familyvpnv4

Clear VPNv6 address-familyvpnv6

Clear BGP sessionsbgp

Clear unicast address-familyunicast

Clear multicast address-familymulticast

Clear policy related informationpolicy

Clear Route Filter statisticsstatistics

Statistics for redistributionredistribute

(Optional) ISO IS-ISisis

(Optional) Open Shortest Path First (OSPF)ospf

(Optional) Open Shortest Path First v3ospfv3

(Optional) Routing Information Protocolrip

(Optional) Enhanced Interior Gateway Protocoleigrp

(Optional) Static routesstatic

(Optional) Directly connecteddirect

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDamt

(Optional) LISP EID-prefixes in the non-default VRFlisp

(Optional) HMM prefixhmm

C Commands
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(Optional) AM routes (learned via ARP)am

(Optional) Source protocol tagtag

Clear neighbor specific countersneighbor

Neighbor IPv4 addressneighbor-id

(Optional) Neighbor route-maproute-map

(Optional) Neighbor prefix-listprefix-list

(Optional) Neighbor filter-listfilter-list

(Optional) Outbound policyout

(Optional) Inbound policyin

(Optional) Default-originate policydefault-originate

Clear dampening infodampening

Configured IP prefix to advertisenetwork

Configured BGP aggregate prefixesaggregate-address

Statistics of suppress policysuppress-map

Statistics of advertise policyadvertise-map

IP network advertisedip-addr

Configured mask of the IP prefix advertisedmask

Dotted 4-octet maskip-mask

IP prefix in CIDR formatip-prefix

Command Mode

• /exec

C Commands
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clear bgp bmp stats server
clear bgp bmp stats server { <server-id> | all }

Syntax Description

Reset functionsclear

Clear BGP sessionsbgp

Clear BMPbmp

Server Statsstats

BMP Serverserver

Server IDserver-id

All BMP Serversall

Command Mode

• /exec

C Commands
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clear bgp bmp stats server



clear bootvar log
clear bootvar log

Syntax Description

Reset functionsclear

Clear the bootvar logbootvar

Clear the bootvar loglog

Command Mode

• /exec

C Commands
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clear bootvar log



clear cdp counters
clear cdp { counters [ interface <if0> ] | table [ interface1 <if1> ] }

Syntax Description

Reset functionsclear

Cisco Discovery Protocolcdp

Clear CDP counters on all interfacescounters

(Optional) Clear CDP counters on an interfaceinterface

(Optional)if0

Clear CDP cache on all interfacestable

(Optional) Clear CDP cache on an interfaceinterface1

(Optional)if1

Command Mode

• /exec

C Commands
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clear cdp counters



clear checkpoint database
clear checkpoint database [ user | system ]

Syntax Description

Reset functionsclear

Clear configuration rollback checkpointcheckpoint

Clear configuration rollback checkpoint databasedatabase

(Optional) Clear configuration rollback checkpoint database for user
checkpoints

user

(Optional) Clear configuration rollback checkpoint database for system
checkpoints

system

Command Mode

• /exec

C Commands
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clear cli history
clear cli history

Syntax Description

Reset functionsclear

debug clicli

history of cli commandshistory

Command Mode

• /exec

C Commands
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C Commands
clear cli history



clear controller accounting log
clear controller <ctrl-id> accounting log

Syntax Description

Show running system informationclear

Controller commandcontroller

Controller id valuectrl-id

Accountingaccounting

Clear log informationlog

Command Mode

• /exec

C Commands
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clear controller accounting log



clear copp statistics
clear copp statistics

Syntax Description

Reset functionsclear

Clear policy information for coppcopp

Clear statisticsstatistics

Command Mode

• /exec

C Commands
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clear copp statistics



clear cores
clear cores

Syntax Description

Reset functionsclear

clear all core dumps for the switchcores

Command Mode

• /exec

C Commands
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clear cores



clear cores archive
clear cores archive [ file <s0> ]

Syntax Description

Reset functionsclear

clear all cores for this vdccores

clear all core dump files for this vdc from logflash on this modulearchive

(Optional) delete a core file on logflashfile

(Optional) Name of file in directory 'cores0

Command Mode

• /exec

C Commands
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clear cores archive



clear counters
clear counters

Syntax Description

Reset functionsclear

Clear counterscounters

Command Mode

• /exec

C Commands
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C Commands
clear counters



clear counters buffers
clear counters buffers [ module <module> [ instance <instance> ] ] [ __readonly__ <clear_valid> ]

Syntax Description

Reset functionsclear

Clear counterscounters

Clear system buffer max cell usage counterbuffers

(Optional) Slot/modulemodule

(Optional) Slot/module numbermodule

(Optional) ASIC Instance Numberinstance

(Optional) ASIC Instance Number in Decimalinstance

(Optional) Read Only__readonly__

(Optional) Clearclear_valid

Command Mode

• /exec

C Commands
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clear counters buffers



clear counters interface
clear counters interface <ifindex>

Syntax Description

Reset functionsclear

Clear counterscounters

Clear interface countersinterface

Clear interface countersifindex

Command Mode

• /exec

C Commands
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clear counters interface



clear counters interface
clear counters interface <ifindex1>

Syntax Description

Reset functionsclear

Clear counterscounters

Clear interface countersinterface

Clear interface countersifindex1

Command Mode

• /exec

C Commands
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clear counters interface



clear counters interface all
clear counters interface all

Syntax Description

Reset functionsclear

Clear counterscounters

Clear interface countersinterface

Clear all interface countersall

Command Mode

• /exec

C Commands
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clear counters interface snmp
clear counters interface <ifindex> snmp

Syntax Description

Reset functionsclear

Clear counterscounters

Clear interface countersinterface

Clear interface countersifindex

Clear snmp interface counterssnmp

Command Mode

• /exec

C Commands
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clear counters interface snmp



clear counters mpls strip
clear counters mpls strip

Syntax Description

Reset functionsclear

Configure MPLS settingsmpls

Stripping of MPLS headersstrip

stats/counters for labelscounters

Command Mode

• /exec

C Commands
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clear counters mpls strip



clear crypto ca trustpool timer
clear crypto ca trustpool timer

Syntax Description

Reset functionsclear

Set crypto settingscrypto

Configure certificate authority related informationca

certificate trustpooltrustpool

clear trustpool timertimer

Command Mode

• /exec/

C Commands
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clear crypto ca trustpool timer



clear debug logfile
clear debug logfile <s0>

Syntax Description

Reset functionsclear

Debugging functionsdebug

Remove the debug logfilelogfile

Provide name of the files0

Command Mode

• /exec

C Commands
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clear dot1x all
{ clear dot1x all } | { clear dot1x interface <if> } | { clear dot1x mac <addr> }

Syntax Description

Reset functionsclear

dot1x configuration commandsdot1x

Authenticator instances on all interfacesall

Specific MAC address of the Supplicantmac

target interfaceif

MAC Addressaddr

Command Mode

• /exec

C Commands
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clear dot1x all



clear dot1x stats interface
{ clear dot1x stats interface <if> } | { clear dot1x stats mac <addr> }

Syntax Description

Reset functionsclear

dot1x configuration commandsdot1x

clear statsstats

Specific MAC address of the Supplicantmac

target interfaceif

MAC Addressaddr

Command Mode

• /exec

C Commands
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clear dot1x stats interface



clear ecp statistics
clear ecp statistics

Syntax Description

Reset functionsclear

ECP (Edge Control Protocol)ecp

Clear ECP Statisticsstatistics

Command Mode

• /exec

C Commands
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clear ecp statistics



clear evb hosts
clear evb { hosts | vsi } [ force-standby ] *

Syntax Description

Reset functionsclear

EVB (Edge Virtual Bridge)evb

Clear EVB host informationhosts

Clear EVB vsi informationvsi

(Optional) Force to clear standby entriesforce-standby

Clear all entries (Should be a * character)*

Command Mode

• /exec

C Commands
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clear evb hosts
clear evb { hosts | vsi } [ force-standby ] [ { [ mac <mac-addr> | interface <intf-name> | vlan <vlan-id> | vni
<vni-id> | ip <ip-addr> | ipv6 <ipv6-addr> ] + } ]

Syntax Description

Reset functionsclear

EVB (Edge Virtual Bridge)evb

Clear EVB host informationhosts

Clear EVB vsi informationvsi

(Optional) Force to clear standby entriesforce-standby

(Optional) Clear entries by filtering MAC addressmac

(Optional) MAC Addressmac-addr

(Optional) Clear entries by filtering interfaceinterface

(Optional) Interface nameintf-name

(Optional) Clear entries by filtering VLANvlan

(Optional) VLAN IDvlan-id

(Optional) Clear entries by filtering VNIvni

(Optional) VNIvni-id

(Optional) Clear entries by filtering IP addressip

(Optional) Clear entries by filtering IPv6 addressipv6

(Optional) IPV4 host addressip-addr

Command Mode

• /exec

C Commands
127

C Commands
clear evb hosts



clear evb statistics
clear evb statistics

Syntax Description

Reset functionsclear

EVB (Edge Virtual Bridge)evb

Clear EVB Statisticsstatistics

Command Mode

• /exec

C Commands
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C Commands
clear evb statistics



clear fabric database dci vrf node-id
clear fabric database dci vrf { <vrf-name> | <vrf-known-name> } node-id <mgmt-ip-address> [ peer-id
<peer-ip-address> ]

Syntax Description

Reset functionsclear

Fabricfabric

Fabric Databasedatabase

DCI profiledci

Display per-VRF informationvrf

VRF namevrf-name

Known VRF namevrf-known-name

management ip address of this nodenode-id

IP address in CIDR formatmgmt-ip-address

(Optional) management ip address of peerpeer-id

(Optional) IP address in CIDR formatpeer-ip-address

Command Mode

• /exec

C Commands
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clear fabric database dci vrf node-id



clear fabric database host statistics
clear fabric database host statistics

Syntax Description

Reset functionsclear

Fabricfabric

Fabric Databasedatabase

Auto-configured Hostshost

Statisticsstatistics

Command Mode

• /exec

C Commands
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clear fabric database host statistics



clear fabric database statistics
clear fabric database statistics [ type { network | profile | cabling | partition | bl-dci } [ server-proto ldap { ipv6
<ipv6addr> | ip <ipaddr> | host <hostname> } [ port <portnum> ] [ vrf { <vrf-name> | <vrf-known-name> }
] ] ]

Syntax Description

Reset functionsclear

Fabricfabric

Clear Fabric Databasedatabase

Clear database statisticsstatistics

(Optional) Enter database typetype

(Optional) Network Databasenetwork

(Optional) Port or Switch Profile Databaseprofile

(Optional) Cable Management Databasecabling

(Optional) Partition Databasepartition

(Optional) Border Leaf - DCIbl-dci

(Optional) Enter database protocolserver-proto

(Optional) Use LDAPldap

(Optional) IPv6 address of serveripv6

(Optional) IP address of serverip

(Optional) Enter IP address of serveripaddr

(Optional) Hostname of serverhost

(Optional) Enter hostname of serverhostname

(Optional) Portport

(Optional) Enter port numberportnum

(Optional) vrf contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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clear fabric database statistics type server-proto xmpp ip
clear fabric database statistics type { network | profile | cabling | partition | bl-dci } server-proto xmpp { ip
<ipaddr> | host <hostname> } [ port <portnum> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Fabricfabric

Clear Fabric Databasedatabase

Clear database statisticsstatistics

Enter database typetype

Network Databasenetwork

Port or Switch Profile Databaseprofile

Cable Management Databasecabling

Partition Databasepartition

Border Leaf - DCIbl-dci

Enter database protocolserver-proto

Use XMPPxmpp

IP address of serverip

Enter IP address of serveripaddr

Hostname of serverhost

Enter hostname of serverhostname

(Optional) Portport

(Optional) Enter port numberportnum

(Optional) vrf contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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clear fabric database statistics type server-proto radius group
clear fabric database statistics type { network | profile | cabling | partition | bl-dci } server-proto radius group
<groupname>

Syntax Description

Reset functionsclear

Fabricfabric

Clear Fabric Databasedatabase

Clear database statisticsstatistics

Enter database typetype

Network Databasenetwork

Port or Switch Profile Databaseprofile

Cable Management Databasecabling

Partition Databasepartition

Border Leaf - DCIbl-dci

Enter database protocolserver-proto

Use RADIUSradius

AAA groupgroup

Enter AAA group name of serversgroupname

Command Mode

• /exec

C Commands
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clear fabricpath isis adjacency
clear fabricpath isis [ <l2mp-isis-tag> ] adjacency { * | { <interface> | system-id <sid> } + }

Syntax Description

Reset functionsclear

Clear fabricpath informationfabricpath

Fabricpath IS-IS informationisis

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDl2mp-isis-tag

Clear IS-IS adjacency stateadjacency

IS-IS adjacencies on all interfaces*

IS-IS interfaceinterface

Hostname or System IDsystem-id

Hostname or System ID (in the form of XXXX.XXXX.XXXX)sid

Command Mode

• /exec

C Commands
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clear fabricpath isis statistics
clear fabricpath isis [ <l2mp-isis-tag> ] statistics *

Syntax Description

Reset functionsclear

Clear fabricpath informationfabricpath

Fabricpath IS-IS informationisis

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDl2mp-isis-tag

Clear IS-IS protocol statisticsstatistics

All IS-IS protocol statistics*

Command Mode

• /exec

C Commands
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clear fabricpath isis traffic
clear fabricpath isis [ <l2mp-isis-tag> ] traffic { * | <interface> }

Syntax Description

Reset functionsclear

Clear fabricpath informationfabricpath

Fabricpath IS-IS informationisis

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDl2mp-isis-tag

Clear IS-IS traffic informationtraffic

All IS-IS traffic information*

IS-IS interfaceinterface

Command Mode

• /exec

C Commands
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clear fc2
clear fc2 [ counters ]

Syntax Description

Reset functionsclear

Clear FC2 Port Countersfc2

(Optional) Clear All FC2/FCoE Port Counterscounters

Command Mode

• /exec

C Commands
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clear fctimer session
clear fctimer session

Syntax Description

Reset functionsclear

clear fctimer cfs sessionfctimer

abort an existing cfs sessionsession

Command Mode

• /exec

C Commands
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clear flow cache
clear flow cache [ ipv4 | ipv6 | ce ] [ force-export ]

Syntax Description

Reset functionsclear

NetFlow informationflow

Clear only cache contentscache

(Optional) Show ipv4 cache entriesipv4

(Optional) Show ipv6 cache entriesipv6

(Optional) Show ce cache entriesce

(Optional) Force the cache entries to be exportedforce-export

Command Mode

• /exec

C Commands
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clear flow cache
clear flow cache [ ipv4 | ipv6 | ce ] [ force-export ]

Syntax Description

Reset functionsclear

NetFlow informationflow

Clear only cache contentscache

(Optional) Show ipv4 cache entriesipv4

(Optional) Show ipv6 cache entriesipv6

(Optional) Show ce cache entriesce

(Optional) Force the cache entries to be exportedforce-export

Command Mode

• /exec

C Commands
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clear flow exporter
clear flow exporter { [ name ] <exportername> | all }

Syntax Description

Reset functionsclear

NetFlow informationflow

Clear NetFlow exporter statisticsexporter

(Optional) The name of the exportername

Specify an exporterexportername

Clear all exporter statisticsall

Command Mode

• /exec

C Commands
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clear flow rtp details
clear flow rtp details [ ipv4 | ipv6 ]

Syntax Description

Reset functionsclear

NetFlow informationflow

Clear only rtp cache contentsrtp

flow detailsdetails

(Optional) Show ipv4 cache entriesipv4

(Optional) Show ipv6 cache entriesipv6

Command Mode

• /exec

C Commands
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clear forwarding adjacency mpls stats
clear forwarding [ ipv4 ] adjacency mpls stats [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ <aif>
] [ <anh> ] [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

display adjacency informationadjacency

mpls adjacency informationmpls

Clear adjacency statisticsstats

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) ipv4ipv4

(Optional) adjacency output interfaceaif

(Optional) adjacency next hopanh

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding cumulative counter
clear forwarding cumulative counter [ all | v4_ucast_add | v4_ucast_del | v6_ucast_add | v6_ucast_del ] [
module <module> ]

Syntax Description

clearclear

forwarding informationforwarding

accumulated prefix add/delete countcumulative

countercounter

(Optional) allall

(Optional) IPv4 unicast route add countv4_ucast_add

(Optional) IPv4 unicast route delete countv4_ucast_del

(Optional) IPv6 unicast route add countv6_ucast_add

(Optional) IPv6 unicast route delete countv6_ucast_del

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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C Commands
clear forwarding cumulative counter



clear forwarding distribution lisp counters all
clear forwarding distribution lisp counters all

Syntax Description

clear

forwardingforwarding

fib distribution informationdistribution

lisp applicationlisp

counterscounters

all vrf'sall

Command Mode

• /exec

C Commands
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clear forwarding distribution lisp counters all



clear forwarding events-history
clear forwarding events-history

Syntax Description

Reset functionsclear

forwardingforwarding

Events historyevents-history

Command Mode

• /exec

C Commands
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C Commands
clear forwarding events-history



clear forwarding inconsistency
clear forwarding [ ipv4 | ip ] [ unicast ] inconsistency

Syntax Description

clearclear

forwardingforwarding

(Optional) ipv4ip

(Optional) ipv4ipv4

(Optional) unicastunicast

route inconsistency checkinconsistency

Command Mode

• /exec

C Commands
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clear forwarding ipv4 multicast counters
clear forwarding ipv4 multicast counters [ vrf { <vrf-name> | <vrf-known-name> | all } ] { [ group <gaddr>
[ source <saddr> ] ] | [ source <saddr> [ group <gaddr> ] ] } [ module <module> ]

Syntax Description

clear

fib informationforwarding

(Optional) Specify VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Ipv4ipv4

Multicast IPv4 informationmulticast

counters

(Optional) Multicast IPv4 Group specific infogroup

(Optional) Multicast IPv4 Group Addressgaddr

(Optional) Multicast IPv4 Source specific infosource

(Optional) Multicast IPv4 Source Addresssaddr

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding ipv6-l3-route-history
clear forwarding ipv6-l3-route-history

Syntax Description

Reset functionsclear

forwardingforwarding

IPV6 L3 Route historyipv6-l3-route-history

Command Mode

• /exec

C Commands
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clear forwarding ipv6 adjacency mpls stats
clear forwarding ipv6 adjacency mpls stats [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ <aif> ] [
<anh> ] [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

ipv6ipv6

adjacency informationadjacency

mpls adjacency informationmpls

Clear adjacency statisticsstats

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) adjacency output interfaceaif

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding ipv6 inconsistency
clear forwarding ipv6 [ unicast ] inconsistency

Syntax Description

clearclear

forwardingforwarding

ipv6ipv6

(Optional) unicastunicast

route inconsistency checkinconsistency

Command Mode

• /exec

C Commands
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clear forwarding ipv6 inconsistency



clear forwarding ipv6 multicast counters
clear forwarding ipv6 multicast counters [ vrf { <vrf-name> | <vrf-known-name> | all } ] { [ group <gaddr>
[ source <saddr> ] ] | [ source <saddr> [ group <gaddr> ] ] } [ module <module> ]

Syntax Description

clear

fib informationforwarding

(Optional) Specify VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Ipv6ipv6

Multicast IPv6 informationmulticast

counters

(Optional) Multicast IPv6 Group specific infogroup

(Optional) Multicast IPv6 Source specific infosource

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding ipv6 route module
clear forwarding ipv6 { route } [ vrf <vrf-name> ] { <prefix> | all_routes } module { all_modules | <module>
} [ no-urib ]

Syntax Description

clear

forwarding informationforwarding

ipv6ipv6

routeroute

(Optional) delete routes for a specific vrfvrf

(Optional) VRF namevrf-name

delete all routesall_routes

modulemodule

all module'sall_modules

module numbermodule

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDno-urib

Command Mode

• /exec

C Commands
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C Commands
clear forwarding ipv6 route module



clear forwarding l2-mc-route-history
clear forwarding l2-mc-route-history

Syntax Description

Reset functionsclear

forwardingforwarding

L2 MacgRoute historyl2-mc-route-history

Command Mode

• /exec

C Commands
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clear forwarding l2-mc-route-history



clear forwarding l2-oiflist-history
clear forwarding l2-oiflist-history

Syntax Description

Reset functionsclear

forwardingforwarding

L2 Oiflist historyl2-oiflist-history

Command Mode

• /exec

C Commands
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C Commands
clear forwarding l2-oiflist-history



clear forwarding l2-route-history
clear forwarding l2-route-history

Syntax Description

Reset functionsclear

forwardingforwarding

L2 Route historyl2-route-history

Command Mode

• /exec

C Commands
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C Commands
clear forwarding l2-route-history



clear forwarding l2_prime-oiflist-history
clear forwarding l2_prime-oiflist-history

Syntax Description

Reset functionsclear

forwardingforwarding

L2 Oiflist historyl2_prime-oiflist-history

Command Mode

• /exec

C Commands
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clear forwarding l2_prime-oiflist-history



clear forwarding l2mcast info l2-mc-route-history
clear forwarding l2mcast info l2-mc-route-history [ module <num> ]

Syntax Description

Reset functionsclear

forwardingforwarding

l2mcastl2mcast

L2mcast Internal Infoinfo

L2 Macg Route historyl2-mc-route-history

(Optional) Slotmodule

(Optional) Slot numbernum

Command Mode

• /exec

C Commands
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clear forwarding l2mcast info l2-mc-route-history



clear forwarding l2mcast info l2-oiflist-history
clear forwarding l2mcast info l2-oiflist-history [ module <num> ]

Syntax Description

Reset functionsclear

forwardingforwarding

l2mcastl2mcast

L2mcast Internal Infoinfo

L2 oiflist historyl2-oiflist-history

(Optional) Slotmodule

(Optional) Slot numbernum

Command Mode

• /exec

C Commands
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C Commands
clear forwarding l2mcast info l2-oiflist-history



clear forwarding l2mcast info l2-route-history
clear forwarding l2mcast info l2-route-history [ module <num> ]

Syntax Description

Reset functionsclear

forwardingforwarding

l2mcastl2mcast

L2mcast Internal Infoinfo

L2 Route historyl2-route-history

(Optional) Slotmodule

(Optional) Slot numbernum

Command Mode

• /exec

C Commands
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clear forwarding l2mcast info l2-xbar-history
clear forwarding l2mcast info l2-xbar-history [ module <num> ]

Syntax Description

Reset functionsclear

forwardingforwarding

l2mcastl2mcast

L2mcast Internal Infoinfo

L2 Route historyl2-xbar-history

(Optional) Slotmodule

(Optional) Slot numbernum

Command Mode

• /exec

C Commands
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clear forwarding l2mcast info statistics
clear forwarding l2mcast info statistics [ module <num> ]

Syntax Description

Clear all entriesclear

Forwarding Informationforwarding

Layer-2 multicastl2mcast

L2mcast Internal Infoinfo

L2mcast Internal Info Statisticsstatistics

(Optional) Slotmodule

(Optional) Slot numbernum

Command Mode

• /exec

C Commands
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C Commands
clear forwarding l2mcast info statistics



clear forwarding l2rib-route-history
clear forwarding l2rib-route-history

Syntax Description

Reset functionsclear

forwardingforwarding

L2rib Route historyl2rib-route-history

Command Mode

• /exec

C Commands
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C Commands
clear forwarding l2rib-route-history



clear forwarding l2vpn trace member-history
clear forwarding l2vpn trace member-history

Syntax Description

Reset functionsclear

forwardingforwarding

L2VPNl2vpn

internal tracetrace

member historymember-history

Command Mode

• /exec

C Commands
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C Commands
clear forwarding l2vpn trace member-history



clear forwarding l3-route-history
clear forwarding l3-route-history

Syntax Description

Reset functionsclear

forwardingforwarding

L3 Route historyl3-route-history

Command Mode

• /exec

C Commands
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clear forwarding l3-route-history



clear forwarding mpls drop-stats
clear forwarding mpls drop-stats

Syntax Description

Clear Statisticsclear

forwardingforwarding

mpls forwardingmpls

Clear dropped packets statsdrop-stats

Command Mode

• /exec

C Commands
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clear forwarding mpls stats
clear forwarding mpls stats [ vrf { <vrf-name> | <vrf-known-name> | <vrf-all> } ] [ table <table_id> ] [ [ label
<label> | <prefix> | <v6prefix> ] | [ label-space <label-space-id> ] ] [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

mplsmpls

Clear Input Statisticsstats

(Optional) display info per VRFvrf

(Optional) VRF namevrf-name

(Optional) Known vrf namevrf-known-name

(Optional) Display information for all VRFsvrf-all

(Optional) display info per vpn-idtable

(Optional) table numbertable_id

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDlabel-space

(Optional) label space idlabel-space-id

(Optional) mpls labelslabel

(Optional) mpls label valuelabel

(Optional) Labels for single exact match routeprefix

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding mpls trace adj-history
clear forwarding mpls trace adj-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

mplsmpls

internal tracetrace

adjacency historyadj-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding mpls trace ecmp-history
clear forwarding mpls trace ecmp-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

mplsmpls

internal tracetrace

ECMP historyecmp-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding mpls trace label-history
clear forwarding mpls trace label-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

mplsmpls

internal tracetrace

label historylabel-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding mpls trace te-history
clear forwarding mpls trace te-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

mplsmpls

internal tracetrace

TE historyte-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding oiflist-history
clear forwarding oiflist-history

Syntax Description

Reset functionsclear

forwardingforwarding

Oiflist historyoiflist-history

Command Mode

• /exec

C Commands
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clear forwarding route module
clear forwarding [ ip | ipv4 ] { route } [ vrf <vrf-name> ] { <prefix> | all_routes } module { all_modules |
<module> } [ no-urib ]

Syntax Description

clear

forwarding informationforwarding

(Optional) ipv4ip

(Optional) ipv4ipv4

routeroute

(Optional) delete routes for a specific vrfvrf

(Optional) VRF namevrf-name

delete specific prefixprefix

delete all routesall_routes

modulemodule

all module'sall_modules

module numbermodule

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDno-urib

Command Mode

• /exec

C Commands
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clear forwarding trace ecmp-history
clear forwarding trace ecmp-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

ECMP historyecmp-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace mfib oif-history
clear forwarding trace mfib oif-history

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

mfib entriesmfib

oif historyoif-history

Command Mode

• /exec

C Commands
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clear forwarding trace mfib oiflist-history
clear forwarding trace mfib oiflist-history

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

mfib entriesmfib

oiflist historyoiflist-history

Command Mode

• /exec

C Commands
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clear forwarding trace mfib platform oiflist-history
clear forwarding trace mfib platform oiflist-history

Syntax Description

Clearclear

Forwarding informationforwarding

internal tracetrace

mfib entriesmfib

platform informationplatform

Oiflist historyoiflist-history

Command Mode

• /exec

C Commands
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clear forwarding trace mfib v4-route-history
clear forwarding trace mfib v4-route-history

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

clear mfib entriesmfib

v4 route historyv4-route-history

Command Mode

• /exec

C Commands
178
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clear forwarding trace mfib v6-route-history
clear forwarding trace mfib v6-route-history

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

mfib entriesmfib

v6 route historyv6-route-history

Command Mode

• /exec

C Commands
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clear forwarding trace nve-ir-peer-history
clear forwarding trace nve-ir-peer-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

NVE ir-peer historynve-ir-peer-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace nve-l3-vni-history
clear forwarding trace nve-l3-vni-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

NVE L3 VNI historynve-l3-vni-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace nve-peer-history
clear forwarding trace nve-peer-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

NVE peer historynve-peer-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace otv-adj-history
clear forwarding trace otv-adj-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

otv adj historyotv-adj-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace otv-vlan-history
clear forwarding trace otv-vlan-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

otv vlan prefix historyotv-vlan-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace v4-adj-history
clear forwarding trace v4-adj-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

V4 adjacency historyv4-adj-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace v4-pfx-history
clear forwarding trace v4-pfx-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

V4 prefix historyv4-pfx-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace v4-rnh-history
clear forwarding trace v4-rnh-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

V4 rnh historyv4-rnh-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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C Commands
clear forwarding trace v4-rnh-history



clear forwarding trace v6-adj-history
clear forwarding trace v6-adj-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

V6 adjacency historyv6-adj-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace v6-pfx-history
clear forwarding trace v6-pfx-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

V6 prefix historyv6-pfx-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace v6-rnh-history
clear forwarding trace v6-rnh-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

V6 rnh historyv6-rnh-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear forwarding trace vobj-history
clear forwarding trace vobj-history [ module <module> ]

Syntax Description

Reset functionsclear

forwardingforwarding

internal tracetrace

vobj historyvobj-history

(Optional) slotmodule

(Optional) slot numbermodule

Command Mode

• /exec

C Commands
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clear frame traffic
clear frame traffic

Syntax Description

Reset functionsclear

Clear layer-2 frame statistics to/from the Route Processorframe

Clear layer-2 frame statistics to/from the Route Processortraffic

Command Mode

• /exec

C Commands
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clear fs-daemon log
clear fs-daemon log

Syntax Description

Reset functionsclear

Clear the fs daemon logfs-daemon

Clear the fs daemon loglog

Command Mode

• /exec

C Commands
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C Commands
clear fs-daemon log



clear hardware flow ip
clear hardware flow ip [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } | { interface
<interface> } } ] [ instance <inst> ] [ force-export ] [ module <num> ]

Syntax Description

Reset functionsclear

Show hardware informationhardware

Netflow Moduleflow

Internet Protocol Version 4ip

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Interfaceinterface

(Optional) Interface Nameinterface

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Force to export data to collectorforce-export

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec

C Commands
194
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clear hardware flow ipv6
clear hardware flow ipv6 [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } | { interface
<interface> } } ] [ instance <inst> ] [ force-export ] [ module <num> ]

Syntax Description

Reset functionsclear

Show hardware informationhardware

Netflow Moduleflow

Internet Protocol Version 6ipv6

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Interfaceinterface

(Optional) Interface Nameinterface

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Force to export data to collectorforce-export

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec

C Commands
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clear hardware flow l2
clear hardware flow l2 [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } } ] [ instance
<inst> ] [ force-export ] [ module <num> ]

Syntax Description

Reset functionsclear

Show hardware informationhardware

Netflow Moduleflow

Layer 2 Protocoll2

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Force to export data to collectorforce-export

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec

C Commands
196
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clear hardware flow mpls
clear hardware flow mpls [ { { monitor <mname> } | { profile <prof_id> } | { vlan <vlan_id> } | { interface
<interface> } } ] [ instance <inst> ] [ force-export ] [ module <num> ]

Syntax Description

Reset functionsclear

Show hardware informationhardware

Netflow Moduleflow

MPLS Protocolmpls

(Optional) Netflow Flow Monitormonitor

(Optional) Netflow Flow Monitor Namemname

(Optional) Flow Profileprofile

(Optional) Netflow Profile IDprof_id

(Optional) Vlan commandsvlan

(Optional) VLAN ID 1-4094vlan_id

(Optional) Interfaceinterface

(Optional) Interface Nameinterface

(Optional) Instanceinstance

(Optional) Earl Instanceinst

(Optional) Force to export data to collectorforce-export

(Optional) Line card modulemodule

(Optional) slot numbernum

Command Mode

• /exec

C Commands
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clear hardware ip verify
clear hardware [ forwarding ] ip verify { all | address { source { broadcast | multicast } | class-e | destination
{ zero } | identical | reserved } | checksum | protocol | fragment | length { minimum | consistent | maximum {
max-frag | udp | max-tcp } } | tcp { tiny-frag } | version } [ module <module> ]

Syntax Description

Reset functionsclear

Show hardware informationhardware

(Optional) Show hardware information for forwarding pathforwarding

IPv4 and IPv6 protocolsip

IP packet validation checks in hardwareverify

Class E IDS checkclass-e

All IP packet validation checksall

IPv4 and IPv6 Source and destination address validationaddress

Check source addresssource

Source address is 255.255.255.255broadcast

Source address is 224.x.x.xmulticast

Check destination addressdestination

Destination address is 0.0.0.0zero

Same IP SA and DAidentical

Source address is 127.x.x.xreserved

Verify IPv4 and IPv6 packet checksumchecksum

Verify IP procotolprotocol

Check IPv4 and IPv6 fragment with non-zero offset and DF bit activefragment

Validate IPv4 packet header and payload lengthlength

Minimum IPv4 header lengthminimum

Actual frame size is equal to or more than IPv4 length plus ethernet
header

consistent

Check max fragment offset and payload lengthmaximum

Fragment offset field valuemax-frag

C Commands
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Maximum UDP length has to be less than IPv4 payload lengthudp

Maximum TCP length has to be less than IPv4 payload lengthmax-tcp

Validate TCP packet headertcp

Check TCP tiny fragmenttiny-frag

Must be 4 for an ethertype of IPv4 (0x0800)version

(Optional) Specify a module numbermodule

(Optional) Specify a module numbermodule

Command Mode

• /exec

C Commands
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clear hardware profile packet-drop file_instance
clear hardware profile packet-drop file_instance

Syntax Description

Reset functionsclear

Change hardware usage settingshardware

Profile settingsprofile

Packet Drop parameterspacket-drop

TCB File instancesfile_instance

Command Mode

• /exec

C Commands
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clear hsrp counters clear hsrp state-history
clear hsrp counters [ <value> ] | clear hsrp state-history [ interface <interface-id> ] [ group <group-id> ]

Syntax Description

Reset functionsclear

HSRP commandshsrp

Internal counterscounters

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDvalue

Clear Groups' state historystate-history

(Optional) Groups on this interfaceinterface

(Optional) Interfaceinterface-id

(Optional) Group numbergroup

(Optional) Group Numbergroup-id

Command Mode

• /exec

C Commands
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clear hsrp counters clear hsrp state-history



clear install all failed-standby
clear install all failed-standby

Syntax Description

Reset functionsclear

Clear the installer loginstall

Clear the install all logall

Clear the failed-standby logfailed-standby

Command Mode

• /exec

C Commands
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clear install failure-reason
clear install failure-reason

Syntax Description

Reset functionsclear

Clear the installer loginstall

Clear the install failure-reason logfailure-reason

Command Mode

• /exec

C Commands
203
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clear install failure-reason



clear install log-history all
clear install log-history { all | oldest <i0> }

Syntax Description

Reset functionsclear

Install related show commandsinstall

Patch installer historical logslog-history

Delete complete history logall

oldest Delete the oldest <n> install log-history pointsoldest

Number of log-history points to deletei0

Command Mode

• /exec

C Commands
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clear install status
clear install status

Syntax Description

Reset functionsclear

Clear the installer loginstall

Clear the installer status logstatus

Command Mode

• /exec

C Commands
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clear install status



clear ip adjacency statistics
clear ip adjacency statistics

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear Adjacencyadjacency

Clear Adjacency Statisticsstatistics

Command Mode

• /exec

C Commands
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clear ip amt tunnel
clear ip amt tunnel [ <address4> <port> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

AMT clear commandsclear

AMT show commandsamt

Display IP informationip

Display tunnel informationtunnel

(Optional) Display information for VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) IP address of tunnel endpointaddress4

(Optional) UDP port number of gatewayport

Command Mode

• /exec

C Commands
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clear ip arp
clear ip arp [ <interface> | <ip-address> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] [ force-delete ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear ARP table and statisticsarp

(Optional) ARP interfaceinterface

(Optional) IP addressip-address

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Clear ARP entries for all vrfsall

(Optional) Clear the entries from ARP table without refreshforce-delete

Command Mode

• /exec

C Commands
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clear ip arp controller-statistics
clear ip arp controller-statistics

Syntax Description

Reset functionsclear

Display IP informationip

Display ARP table and statisticsarp

Controller statisticscontroller-statistics

Command Mode

• /exec

C Commands
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clear ip arp inspection log
clear ip arp inspection log

Syntax Description

Reset functionsclear

Clear ip countersip

Clear State of ARP featuresarp

Clear State of ARP Inspectioninspection

Log Bufferlog

Command Mode

• /exec

C Commands
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C Commands
clear ip arp inspection log



clear ip arp inspection statistics vlan
clear ip arp inspection statistics vlan <vlan-id>

Syntax Description

Reset functionsclear

Clear ip countersip

Clear State of ARP featuresarp

Clear State of ARP Inspectioninspection

Statisticsstatistics

Vlan rangevlan

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

Command Mode

• /exec

C Commands
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clear ip arp l2 statistics interface
clear ip arp l2 statistics interface { <interface> | all }

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear ARP table and statisticsarp

Clear ARP L2 port level infol2

Clear ARP statisticsstatistics

ARP interfaceinterface

ARP interfaceinterface

Clear ARP statistics for all interfaceall

Command Mode

• /exec

C Commands
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clear ip arp multihoming-statistics
clear ip arp multihoming-statistics [ <interface> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear ARP table and statisticsarp

(Optional) ARP interfaceinterface

Display ARP Multihoming statsmultihoming-statistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Clear ARP Multihoming statistics for all vrfsall

Command Mode

• /exec

C Commands
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clear ip arp statistics
clear ip arp statistics [ <interface> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear ARP table and statisticsarp

(Optional) ARP interfaceinterface

Clear ARP statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Clear ARP statistics for all vrfsall

Command Mode

• /exec

C Commands
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clear ip arp suppression-cache statistics
clear ip arp suppression-cache statistics

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear ARP table and statisticsarp

ARP-suppression cachesuppression-cache

clear suppression statisticsstatistics

Command Mode

• /exec

C Commands
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clear ip arp tunnel-statistics
clear ip arp tunnel-statistics

Syntax Description

Reset functionsclear

Clear IP commandsip

Display ARP table and statisticsarp

Clear ARP statistics for tunneled packetstunnel-statistics

Command Mode

• /exec

C Commands
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clear ip arp vpc-statistics
clear ip arp vpc-statistics

Syntax Description

Reset functionsclear

Clear IP commandsip

Display ARP table and statisticsarp

Clear ARP vPC statisticsvpc-statistics

Command Mode

• /exec

C Commands
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clear ip arp vpc-statistics



clear ip dhcp global statistics
clear ip dhcp global statistics

Syntax Description

Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP global statsglobal

DHCP snooping statisticsstatistics

Command Mode

• /exec

C Commands
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clear ip dhcp relay statistics
clear ip dhcp relay statistics [ interface <intf> | { interface <intf> serverip <ip-addr-val> [ use-vrf <vrf-name>
] } ]

Syntax Description

Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP relay statsrelay

DHCP Relay statisticsstatistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) Helper addressserverip

(Optional) IP addressip-addr-val

(Optional) helper address VRF membershipuse-vrf

(Optional) VRF namevrf-name

Command Mode

• /exec

C Commands
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clear ip dhcp snooping binding
clear ip dhcp snooping binding [ { vlan <vlan-id> mac <mac-addr> ip <ip-addr> interface <interface-id> } |

Syntax Description

Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP Snoopingsnooping

DHCP snooping bindingsbinding

(Optional) VLANvlan

(Optional) VLAN idvlan-id

(Optional) MAC addressmac

(Optional) MAC addressmac-addr

(Optional) IP addressip

(Optional) IP addressip-addr

(Optional) interfaceinterface

(Optional) interfaceinterface-id

Command Mode

• /exec
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220

C Commands
clear ip dhcp snooping binding



clear ip dhcp snooping statistics
clear ip dhcp snooping statistics [ { vlan <vlan-id> interface <intf> } |

Syntax Description

Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP snooping statssnooping

DHCP snooping statisticsstatistics

(Optional) VLANvlan

(Optional) VLAN idvlan-id

(Optional) input interfaceinterface

(Optional) interfaceintf

Command Mode

• /exec
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clear ip eigrp accounting
clear { ip | ipv6 } eigrp [ <eigrp-ptag> ] accounting [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

Clear IP-EIGRP accounting statisticsaccounting

Command Mode

• /exec
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clear ip eigrp redistribution
clear { ip | ipv6 } eigrp [ <eigrp-ptag> ] redistribution [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

(Optional) Process tageigrp-ptag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear EIGRP redistributed informationredistribution

Command Mode

• /exec
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clear ip eigrp traffic
clear { ip | ipv6 } eigrp [ <eigrp-ptag> ] traffic [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

(Optional) Process tageigrp-ptag

Clear IP-EIGRP traffic statisticstraffic

Command Mode

• /exec
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clear ip igmp groups
clear ip igmp { groups | route } { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IGMP related informationigmp

Route informationgroups

Route informationroute

Clear all routesall

Clear all routes within the Group prefixgroup-prefix

Clear all routes matching the Groupgroup

(Optional) Clear a (S,G) routesource

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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clear ip igmp interface statistics
clear ip igmp interface statistics [ <interface> ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IGMP statistics informationigmp

Interface related informationinterface

Packet/internal counter statisticsstatistics

(Optional) Specific interface onlyinterface

Command Mode

• /exec
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clear ip igmp snooping explicit-tracking
clear ip igmp snooping explicit-tracking { vlan { <vlan> | all } | bridge-domain { <bdid> | all } }

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IGMP Snoopingigmp

Clear IGMP Snoopingsnooping

Clear Explicit Host tracking informationexplicit-tracking

Clear explicit tracking information for VLANvlan

Specify VLANvlan

Clear explicit tracking information for BDbridge-domain

Specify BDbdid

Clear for all vlans/BDall

Command Mode

• /exec
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clear ip igmp snooping groups
clear ip igmp snooping groups { <all> | { <group-prefix> | <group> } [ <source> ] } [ interface <if-name> ]
{ vlan { <vlan> | all } | bridge-domain { <bdid> | all } }

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IGMP Snoopingigmp

Clear IGMP Snoopingsnooping

Clear snooped groupsgroups

Clear all groupsall

Group prefix to cleargroup-prefix

Group address to cleargroup

(Optional) Source address to clearsource

(Optional) Specify interface to clear group stateinterface

(Optional) Interface name to clearif-name

Clear information for VLANvlan

Specify the VLAN numbervlan

Clear information for BDbridge-domain

Specify the BD numberbdid

Clear for all VLAN/BDsall

Command Mode

• /exec
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clear ip igmp snooping proxy querier ports vlan
clear ip igmp snooping proxy querier ports { vlan <vlan> | bridge-domain <bdid> } <if-name> [ purge ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IGMP Snoopingigmp

Clear IGMP Snoopingsnooping

Clear IGMP snooping proxyproxy

Clear IGMP snooping proxy querierquerier

Clear IGMP snooping proxy querier portsports

Clear for a specific vlanvlan

Specify the VLAN numbervlan

Clear for a specific BDbridge-domain

Specify the BD numberbdid

Interface name to clearif-name

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDpurge

Command Mode

• /exec
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clear ip igmp snooping report statistics
clear ip igmp snooping { report-policy | access-group } statistics [ vlan <vlan> ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IGMP Snoopingigmp

Clear IGMP Snoopingsnooping

IGMP Report Policyreport-policy

IGMP access-groupaccess-group

Policy statisticsstatistics

(Optional) Clear VLAN IGMP snooping policy statistics informationvlan

(Optional) Specify VLANvlan

Command Mode

• /exec
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clear ip igmp snooping statistics
clear ip igmp snooping statistics { vlan <vlan> | bridge-domain <bdid> | all }

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IGMP Snoopingigmp

Clear IGMP Snoopingsnooping

Packet/internal counter statisticsstatistics

Clear VLAN statisticsvlan

Specify VLANvlan

Clear BD statisticsbridge-domain

Specify BDbdid

All VLAN/BDsall

Command Mode

• /exec
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clear ip interface statistics
clear ip interface statistics [ <interface> ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IP related interface informationinterface

Clear IP interface statisticsstatistics

(Optional) Clear IP statistics for interfaceinterface

Command Mode

• /exec
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clear ip lisp data-cache
clear ip lisp data-cache [ <eid> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

LISP clear commandslisp

Clear EID-to-RLOC data cache mapping in this ITRdata-cache

(Optional) Clear mapping for IP destination EIDeid

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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clear ip lisp map-cache
{ { clear ip lisp map-cache [ <eid-prefix> ] [ vrf { <vrf-name> | <vrf-known-name> } ] } | { clear ipv6 lisp
map-cache [ <eid-prefix6> ] [ vrf { <vrf-name> | <vrf-known-name> } ] } }

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

LISP clear commandslisp

Clear an EID-to-RLOC cache mapping in this ITRmap-cache

(Optional) Clear entry for particular vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Clear entry associated with IP EID-prefixeid-prefix

Command Mode

• /exec
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clear ip lisp statistics
clear ip lisp statistics [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

LISP clear commandslisp

Clear global LISP statisticsstatistics

(Optional) Clear statistics for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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clear ip mbgp dampening
{ { clear ip mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] dampening
[ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] } | { clear ip bgp [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] dampening [ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] } | { clear ip bgp [
vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] ipv4 { unicast | multicast }
dampening [ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] } | { clear ip bgp [ vrf { <vrf-name> | <vrf-known-name>
| ALL_VRFS_012345678901234 } ] all dampening } | { clear bgp [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] { ipv4 { unicast | multicast } | vpnv4 unicast } dampening [ <ip-prefix>
| <ip-addr> [ <ip-mask> ] ] } | { clear bgp [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] { ipv6 { unicast | multicast } | vpnv6 unicast } dampening [ <ipv6-prefix>
] } | { clear bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] all dampening
} } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Clear BGP sessionsbgp

Clear MBGP sessionsmbgp

Clear route flap dampening informationdampening

(Optional) Clear route flap dampening for prefixip-prefix

(Optional) Clear route flap dampening for one networkip-addr

(Optional) Network maskip-mask

Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

Clear VPNv4 address-familyvpnv4

Clear VPNv6 address-familyvpnv6

Clear unicast address-familyunicast

Clear multicast address-familymulticast

Clear all address-familiesall

Command Mode
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• /exec
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clear ip mbgp flap-statistics
{ { clear ip mbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] flap-statistics
[ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] } | { clear ip bgp [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] flap-statistics [ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] } | { clear ip bgp
[ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] ipv4 { unicast | multicast }
flap-statistics [ <ip-prefix> | <ip-addr> [ <ip-mask> ] ] } | { clear ip bgp [ vrf { <vrf-name> | <vrf-known-name>
| ALL_VRFS_012345678901234 } ] all flap-statistics } | { clear bgp [ vrf { <vrf-name> | <vrf-known-name>
| ALL_VRFS_012345678901234 } ] { ipv4 { unicast | multicast } | vpnv4 unicast } flap-statistics [ <ip-prefix>
| <ip-addr> [ <ip-mask> ] | regexp <regexp-str> ] } | { clear bgp [ vrf { <vrf-name> | <vrf-known-name> |
ALL_VRFS_012345678901234 } ] { ipv6 { unicast | multicast } | vpnv6 unicast } flap-statistics [ <ipv6-prefix>
| regexp <regexp-str> ] } | { clear bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234
} ] all flap-statistics } } [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Reset functionsclear

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Clear IP commandsip

Clear BGP sessionsbgp

Clear MBGP sessionsmbgp

Clear flap statisticsflap-statistics

(Optional) Clear flap statistics for one prefixip-prefix

(Optional) Clear flap statistics for one networkip-addr

(Optional) Network maskip-mask

Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

Clear VPNv4 address-familyvpnv4

Clear VPNv6 address-familyvpnv6

Clear unicast address-familyunicast

Clear multicast address-familymulticast

Clear all address-familiesall

(Optional) Clear flap statistics for routes matching the regular expressionregexp
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(Optional) Regular expression to match the AS pathsregexp-str

Command Mode

• /exec
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clear ip mbgp peer-template
{ { clear ipmbgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ] { <neighbor-id>
| * | <asn> | <prefix-id> peer-template <peer-template-name> } [ soft [ in | out ] | dampened-paths | flap-statistics
| no-notify ] } | { clear ip bgp [ vrf { <vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]
{ <neighbor-id> | * | <asn> | <prefix-id> | peer-template <peer-template-name> } [ soft [ in | out ] |
dampened-paths | flap-statistics | no-notify | { ipv4 { unicast | multicast } | { vpnv4 | vpnv6 } unicast | all } {
soft [ in | out ] | dampened-paths | flap-statistics | no-notify } ] } | { clear bgp [ vrf { <vrf-name> |
<vrf-known-name> | ALL_VRFS_012345678901234 } ] { ipv4 { unicast | multicast | mvpn | labeled-unicast
} | ipv6 { unicast | multicast | mvpn | labeled-unicast } | { vpnv4 | vpnv6 } unicast | l2vpn vpls | l2vpn evpn |
link-state | all } { <neighbor-id> | <ipv6-neighbor-id> | * | <asn> | peer-template <peer-template-name> |
<prefix-id> | <ipv6-prefix-id> } [ soft [ in | out ] | dampened-paths | flap-statistics | no-notify ] } } [ vrf {
<vrf-name> | <vrf-known-name> | ALL_VRFS_012345678901234 } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

(Optional) Virtual Router Contextvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Clear BGP sessionsbgp

Clear MBGP sessionsmbgp

IP address of the neighbor to clearneighbor-id

Clear all neighbors matching the prefixprefix-id

Clear all neighbors (Should be a * character)*

Clear all neighbors in an ASasn

Clear all neighbors in a peer-templatepeer-template

Peer-template namepeer-template-name

(Optional) Soft reconfigurationsoft

(Optional) Clear soft reconfiguration inboundin

(Optional) Clear soft reconfiguration outboundout

(Optional) Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

(Optional) Clear VPNv4 address-familyvpnv4
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(Optional) Clear VPNv6 address-familyvpnv6

(Optional) Clear unicast address-familyunicast

(Optional) Clear multicast address-familymulticast

Clear link-state address-familylink-state

Display BGP information for L2VPN address familyl2vpn

Display BGP information for L2VPN VPLS address familyvpls

Display BGP information for MVPN address familymvpn

Display BGP information for L2VPN EVPN address familyevpn

Display BGP information for labeled-unicast address familylabeled-unicast

(Optional) Clear all address-familiesall

(Optional) Clear dampened paths for neighbordampened-paths

(Optional) Clear flap statistics for neighborflap-statistics

(Optional) Clear without sending notificationno-notify

Command Mode

• /exec
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clear ip mroute
clear ip mroute [ repopulate ] { { <all> [ shared-tree | source-tree ] } | { <group-prefix> [ shared-tree | source-tree
] } | { <group> [ <source> | shared-tree | source-tree ] } } [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear multicast routing tablemroute

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDrepopulate

Clear all routesall

Clear all routes within the Group prefixgroup-prefix

Clear all routes matching the Groupgroup

(Optional) Clear a (S,G) routesource

(Optional) Clear the (*,G) route associated with the groupshared-tree

(Optional) Clear all (S,G) routes associated with the groupsource-tree

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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clear ip mroute statistics
clear ip mroute statistics { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear multicast routing tablemroute

Clear statistics of multicast routestatistics

Clear all routesall

Clear all routes within the Group prefixgroup-prefix

Clear all routes matching the Groupgroup

(Optional) Clear a (S,G) routesource

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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clear ip msdp peer
clear ip msdp peer <peer-address> [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

MSDP clear commandsmsdp

Clear MSDP peer connectionpeer

IP address of MSDP peerpeer-address

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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clear ip msdp policy statistics sa-policy in
clear ip msdp policy statistics sa-policy <peer-address> { in | out } [ vrf { <vrf-name> | <vrf-known-name>
} ]

Syntax Description

Reset functionsclear

Clear IP commandsip

MSDP global configuration commandsmsdp

Policy informationpolicy

Policy statisticsstatistics

Configureed SA policy for MSDP peersa-policy

IP address of MSDP peer for SA policypeer-address

Input policyin

Output policyout

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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clear ip msdp sa
clear ip msdp { sa-cache | route } { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

MSDP clear commandsmsdp

Clear contents of SA cachesa-cache

Clear contents of SA cacheroute

Clear all routesall

Clear all routes within the Group prefixgroup-prefix

Clear all routes matching the Groupgroup

(Optional) Clear a (S,G) routesource

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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clear ip msdp statistics
clear ip msdp statistics [ <peer-address> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

MSDP clear commandsmsdp

Clear statistics for peersstatistics

(Optional) IP address of MSDP peerpeer-address

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec
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clear ip nat-alias address
clear ip nat-alias { address <ipaddress> | all }

Syntax Description

Reset functionsclear

Clear ip countersip

Clear NAT aliasnat-alias

alias addressaddress

NAT alias ip addressipaddress

Delete all NAT alias addressall

Command Mode

• /exec
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clear ip nat statistics
clear ip nat statistics

Syntax Description

Reset functionsclear

Clear ip countersip

IP NAT informationnat

Translation statisticsstatistics

Command Mode

• /exec
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clear ip nat translation
clear ip nat translation { entry-id <xlation_id> | all | inside <insideGlobalIP> <insideLocalIP> [ outside
<outsideLocalIP> <outsideGlobalIP> ] | outside <outsideLocalIP> <outsideGlobalIP> | tcp { inside
<insideGlobalIP> <insideGlobal-port> <insideLocalIP> <insideLocal-port> outside <outsideLocalIP>
<outsideLocal-port> <outsideGlobalIP> <outsideGlobal-port> } | udp { inside <insideGlobalIP>
<insideGlobal-port> <insideLocalIP> <insideLocal-port> outside <outsideLocalIP> <outsideLocal-port>
<outsideGlobalIP> <outsideGlobal-port> } | icmp { inside <insideGlobalIP> <insideGlobal-port>
<insideLocalIP> <insideLocal-port> outside <outsideLocalIP> <outsideLocal-port> <outsideGlobalIP>
<outsideGlobal-port> } }

Syntax Description

Reset functionsclear

Clear ip countersip

Clear NATnat

Clear dynamic translationtranslation

Dynamic xlation identry-id

Dynamic xlation idxlation_id

Delete all dynamic translationsall

Inside addressesinside

Inside global IP addressinsideGlobalIP

Inside local IP addressinsideLocalIP

(Optional) Outside addressesoutside

(Optional) Outside local IP addressoutsideLocalIP

(Optional) Outside global IP addressoutsideGlobalIP

Transmission Control Protocoltcp

User Datagram Protocoludp

Internet Control Message Protocolicmp

Inside global TCP/UDP/ICMP port addressinsideGlobal-port

Inside local TCP/UDP/ICMP port addressinsideLocal-port

Outside local TCP/UDP port/ICMP addressoutsideLocal-port

Outside global TCP/UDP/ICMP port addressoutsideGlobal-port

Command Mode
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• /exec
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clear ip ospf neighbor
clear ip ospf [ <tag> ] neighbor { { { * | <neighborid> } [ vrf { <vrf-name> | <vrf-known-name> | all } ] } |
{ <interface> } }

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear one or more neighborsneighbor

Clear all neighbors*

Source IP address, or router ID of the neighborneighborid

Interface to clear all neighbors oninterface

Command Mode

• /exec
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clear ip ospf redistribution
clear ip ospf [ <tag> ] redistribution [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear OSPF route redistributionredistribution

Command Mode

• /exec
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clear ip ospf statistics
clear ip ospf [ <tag> ] statistics [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear event countersstatistics

Command Mode

• /exec
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clear ip ospf traffic
clear ip ospf [ <tag> ] traffic [ <interface> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear packet counterstraffic

(Optional) Interface to clear all traffic oninterface

Command Mode

• /exec

C Commands
255

C Commands
clear ip ospf traffic



clear ip pim interface statistics
clear ip pim interface statistics [ <interface> | vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear PIM informationpim

Interface related informationinterface

Packet interface counter statisticsstatistics

(Optional) Interface name to clearinterface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec
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clear ip pim policy statistics
clear ip pim policy statistics { register-policy | bsr { bsr-policy | rp-candidate-policy } | auto-rp {
rp-candidate-policy | mapping-agent-policy } } [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

PIM global configuration commandspim

Policy related informationpolicy

Policy statisticsstatistics

Statistics for Register policyregister-policy

Bootstrap protocol RP-distribution policybsr

Statistics for BSR messagesbsr-policy

Statistics for RP candidate messagesrp-candidate-policy

Statistics for auto-rp messagesauto-rp

Statistics for RP candidate messagesrp-candidate-policy

Statistics for mapping agent messagesmapping-agent-policy

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ip pim policy statistics



clear ip pim policy statistics jp
clear ip pim policy statistics { jp-policy | neighbor-policy } <interface>

Syntax Description

Reset functionsclear

Clear IP commandsip

PIM global configuration commandspim

Policy related informationpolicy

Policy statisticsstatistics

Statistics for jp-policyjp-policy

Statistics for neighbor-policyneighbor-policy

Interfaceinterface

Command Mode

• /exec

C Commands
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C Commands
clear ip pim policy statistics jp



clear ip pim route
clear ip pim route { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name> | <vrf-known-name>
| all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

PIM clear commandspim

Route informationroute

Clear all routesall

Clear all routes within the Group prefixgroup-prefix

Clear all routes matching the Groupgroup

(Optional) Clear a (S,G) routesource

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ip pim route



clear ip pim statistics
clear ip pim statistics [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear PIM informationpim

Packet global counter statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ip pim statistics



clear ip rip policy statistics redistribute bgp
{ { clear ip rip policy statistics redistribute bgp <as> } | { clear ip rip policy statistics redistribute eigrp <tag>
} | { clear ip rip policy statistics redistribute isis <tag> } | { clear ip rip policy statistics redistribute rip <tag>
} | { clear ip rip policy statistics redistribute ospf <tag> } | { clear ip rip policy statistics redistribute direct }
| { clear ip rip policy statistics redistribute static } } [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Routing Information Protocol (RIP)rip

Policy related informationpolicy

Policy statisticsstatistics

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Autonomous system numberas

Intermediate-to-intermediate (ISIS)isis

Open Shortest Path First (OSPFv2)ospf

Process tagtag

Static routesstatic

Directly connected routesdirect

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
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clear ip rip statistics
clear { ipv6 | ip } rip statistics [ * | <interface> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear IP commandsip

Routing Information Protocol (RIP)rip

Clear RIP statisticsstatistics

(Optional) RIP statistics for all interfaces*

(Optional) RIP interfaceinterface

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ip rip statistics



clear ip traffic
clear ip traffic [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IP commandsip

Clear IP global statisticstraffic

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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C Commands
clear ip traffic



clear ipv6 adjacency statistics
clear ipv6 adjacency statistics

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear Adjacencyadjacency

Clear Adjacency Statisticsstatistics

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 adjacency statistics



clear ipv6 amt tunnel
clear ipv6 amt tunnel [ <address6> <port> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

AMT clear commandsclear

AMT show commandsamt

Display IP informationipv6

Display tunnel informationtunnel

(Optional) Display information for VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) UDP port number of gatewayport

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 amt tunnel



clear ipv6 dhcp relay statistics
clear ipv6 dhcp relay statistics [ interface <intf> [ [ server-ip <ip-addr-val> [ use-vrf <vrf-name> ] [ interface
<dest-interface> ] ] | [ server-ip <ip-addr-val> [ interface <dest-interface> ] [ use-vrf <vrf-name> ] ] ] ]

Syntax Description

Reset functionsclear

IPv6ipv6

Clear State of DHCPv6 featuresdhcp

Clear State of DHCPv6 relay statsrelay

DHCPv6 Relay statisticsstatistics

(Optional) input interfaceinterface

(Optional) interfaceintf

(Optional) Server addressserver-ip

(Optional) Server address VRF membershipuse-vrf

(Optional) VRF namevrf-name

(Optional) Destination interface for the server addressinterface

(Optional) Destination interfacedest-interface

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 dhcp relay statistics



clear ipv6 icmp
clear ipv6 { icmp | nd } { interface statistics [ <interface> ] | global statistics }

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear ICMPv6 informationicmp

Clear Neighbor Discovery interface informationnd

Clear ICMPv6 related interface informationinterface

Clear ICMPv6 interface statisticsstatistics

Clear ICMPv6 global statisticsglobal

(Optional) Interface to clear statistics forinterface

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 icmp



clear ipv6 icmp l2 statistics interface
clear ipv6 { icmp | nd } l2 statistics interface { <interface> | all }

Syntax Description

Reset functionsclear

Display IPv6 informationipv6

Display ICMPv6 informationicmp

ICMPv6 Neighbor Discovery commandsnd

Interface for which l2 stats to be clearedinterface

Clear ND info for layer-2 interfacel2

Clear ND statistics for layer 2 interfacestatistics

Clear ND stats for all layer 2 interfaceall

interfaceinterface

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 icmp l2 statistics interface



clear ipv6 icmp nd local-proxy stats
clear ipv6 icmp nd local-proxy stats { all | { { <vlan-interface> } [ <interface> ] } }

Syntax Description

Reset functionsclear

Display IPv6 informationipv6

Display ICMPv6 informationicmp

ICMPv6 Neighbor Discovery commandsnd

show nd local proxy statslocal-proxy

statisticsstats

show stats for all vlanall

vlan interfacevlan-interface

(Optional) interfaceinterface

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 icmp nd local-proxy stats



clear ipv6 icmp vpc-statistics
clear ipv6 icmp vpc-statistics

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear ICMPv6 informationicmp

Clear ICMPv6 ND vPC statisticsvpc-statistics

Command Mode

• /exec

C Commands
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C Commands
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clear ipv6 interface statistics
clear ipv6 interface statistics [ <interface> ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear IPv6 related interface informationinterface

Clear IPv6 interface statisticsstatistics

(Optional) Interface to clear statistics forinterface

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 interface statistics



clear ipv6 lisp data-cache
clear ipv6 lisp data-cache [ <eid6> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

LISP clear commandslisp

Clear EID-to-RLOC data cache mapping in this ITRdata-cache

(Optional) Clear mapping for IPv6 destination EIDeid6

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 lisp data-cache



clear ipv6 lisp statistics
clear ipv6 lisp statistics [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

LISP clear commandslisp

Clear global LISP statisticsstatistics

(Optional) Clear statistics for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 lisp statistics



clear ipv6 mld groups
clear ipv6 [ icmp ] mld { groups | route } { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name>
| <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

(Optional) Clear ICMPv6 informationicmp

Clear Multicast Listener Discovery informationmld

Route informationgroups

Route informationroute

Clear all routesall

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 mld groups



clear ipv6 mroute
clear ipv6 mroute { { <all> [ shared-tree | source-tree ] } | { <group-prefix> [ shared-tree | source-tree ] } | {
<group> [ <source> | shared-tree | source-tree ] } } [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear multicast routing tablemroute

Clear all routesall

(Optional) Clear the (*,G) route associated with the groupshared-tree

(Optional) Clear all (S,G) routes associated with the groupsource-tree

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 mroute



clear ipv6 neighbor
clear ipv6 neighbor [ [ <nbr-addr> [ <intf> ] ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] | vrf { <vrf-name>
| <vrf-known-name> | all } | <interface> ] [ force-delete ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear ICMPv6 neighbor cacheneighbor

(Optional) Clear cache entries for given interfaceintf

(Optional) Clear cache entries for given interfaceinterface

(Optional) Clear the cache entries without refreshforce-delete

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 neighbor



clear ipv6 neighbor binding
clear ipv6 neighbor binding [ mac <macaddr> | address { <ipv6-addr> | all } | policy <policy-name> |

Syntax Description

Reset functionsclear

IPv6ipv6

(Optional) 48-bit hardware addressmacaddr

(Optional) Snooping Policy name to be clearedpolicy-name

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 neighbor binding



clear ipv6 pim interface statistics
clear ipv6 pim interface statistics [ <interface> ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear PIM6 informationpim

Interface related informationinterface

Packet interface counter statisticsstatistics

(Optional) Interface name to clearinterface

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 pim interface statistics



clear ipv6 pim policy statistics jp
clear ipv6 pim policy statistics { jp-policy | neighbor-policy } <interface>

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear PIM informationpim

Policy related informationpolicy

Policy statisticsstatistics

Statistics for jp-policyjp-policy

Statistics for neighbor-policyneighbor-policy

Interfaceinterface

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 pim policy statistics jp



clear ipv6 pim route
clear ipv6 pim route { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name> | <vrf-known-name>
| all } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

PIM6 clear commandspim

Route informationroute

Clear all routesall

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 pim route



clear ipv6 pim statistics
clear ipv6 pim statistics [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear PIM6 informationpim

Packet global counter statisticsstatistics

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 pim statistics



clear ipv6 raguard statistics
clear ipv6 raguard statistics

Syntax Description

Reset functionsclear

IPv6ipv6

IPV6 raguardraguard

RA packet drop countstatistics

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 raguard statistics



clear ipv6 rip policy statistics redistribute bgp
{ { clear ipv6 rip policy statistics redistribute bgp <as> } | { clear ipv6 rip policy statistics redistribute eigrp
<tag> } | { clear ipv6 rip policy statistics redistribute isis <tag> } | { clear ipv6 rip policy statistics redistribute
rip <tag> } | { clear ipv6 rip policy statistics redistribute ospfv3 <tag> } | { clear ipv6 rip policy statistics
redistribute direct } | { clear ipv6 rip policy statistics redistribute static } } [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Routing Information Protocol (RIP)rip

Policy related informationpolicy

Policy statisticsstatistics

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Autonomous system numberas

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Intermediate-to-intermediate (ISIS)isis

Open Shortest Path First (OSPFv3)ospfv3

Process tagtag

Static routesstatic

Directly connected routesdirect

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 rip policy statistics redistribute bgp



clear ipv6 snooping counters
clear ipv6 snooping counters [ { interface <intf> | vlan <vlanid> } ]

Syntax Description

Reset functionsclear

IPv6ipv6

(Optional) interfaceintf

(Optional) VLAN IDvlanid

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 snooping counters



clear ipv6 snooping events
clear ipv6 snooping events

Syntax Description

Reset functionsclear

IPv6ipv6

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 snooping events



clear ipv6 snooping messages
clear ipv6 snooping messages

Syntax Description

Reset functionsclear

IPv6ipv6

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 snooping messages



clear ipv6 traffic
clear ipv6 traffic [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

Clear IPv6 commandsipv6

Clear IPv6 traffic statisticstraffic

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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C Commands
clear ipv6 traffic



clear isis adjacency
clear isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] adjacency { * | { <interface> | system-id
<sid> } + } [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IS-IS informationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear IS-IS adjacency stateadjacency

IS-IS adjacencies on all interfaces*

IS-IS interfaceinterface

Hostname or System IDsystem-id

Hostname or System ID (in the form of XXXX.XXXX.XXXX)sid

Command Mode

• /exec

C Commands
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C Commands
clear isis adjacency



clear isis redistribution
clear isis [ <isis-tag> ] redistribution [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IS-IS informationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear IS-IS redistributed informationredistribution

Command Mode

• /exec

C Commands
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C Commands
clear isis redistribution



clear isis spf-log
clear isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] spf-log [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IS-IS informationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Display IS-IS SPF informationspf-log

Command Mode

• /exec

C Commands
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C Commands
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clear isis statistics
clear isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] statistics { * | <interface> } [ vrf {
<vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IS-IS informationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear IS-IS protocol statisticsstatistics

All IS-IS protocol statistics*

IS-IS interfaceinterface

Command Mode

• /exec

C Commands
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C Commands
clear isis statistics



clear isis traffic
clear isis [ <isis-tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] traffic { * | <interface> } [ vrf {
<vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear IS-IS informationisis

(Optional) Routing process tagisis-tag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear IS-IS traffic informationtraffic

All IS-IS traffic information*

IS-IS interfaceinterface

Command Mode

• /exec

C Commands
292

C Commands
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clear itd statistics
clear itd statistics <service-name>

Syntax Description

Reset functionsclear

ITD serviceitd

ITD statisticsstatistics

ITD service-nameservice-name

Command Mode

• /exec

C Commands
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C Commands
clear itd statistics



clear l2dbg
clear l2dbg { macdb | portdb | rvtepdb | dme-events }

Syntax Description

Clearclear

L2 debug databasesl2dbg

L2 debug MACDBmacdb

L2 debug PORTDBportdb

L2 debug RVTEPDBrvtepdb

L2 debug ObjectstoreDBdme-events

Command Mode

• /exec

C Commands
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C Commands
clear l2dbg



clear l2fwder statistics
clear l2fwder statistics

Syntax Description

Reset functionsclear

Clear L2FWDER related informationl2fwder

Clear the L2FWDER packet countersstatistics

Command Mode

• /exec

C Commands
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C Commands
clear l2fwder statistics



clear lacp counters
clear lacp counters [ interface <if0> ]

Syntax Description

Reset functionsclear

LACP protocollacp

LACP counterscounters

(Optional) Specify a port-channelinterface

(Optional)if0

Command Mode

• /exec

C Commands
296

C Commands
clear lacp counters



clear lcnd stats interface
clear lcnd stats interface <interface>

Syntax Description

clearclear

lcndlcnd

statisticsstats

get interface related stats at lcnd levelinterface

Interface name to displayinterface

Command Mode

• /exec

C Commands
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C Commands
clear lcnd stats interface



clear ldap-server statistics
clear ldap-server statistics <host0> [ __readonly__ { <server_state> [ <clock_time> { monitoring_statistics
<time_in_pstate> <ndead> <tt_in_dstate> } ] } { { auth_statistics <auth_failed_transactions>
<auth_succ_transactions> <auth_req_sent> <auth_req_timedout> <auth_resp_no_match>
<auth_resp_not_processed> <auth_resp_error> } { acct_statistics <acct_failed_transactions>
<acct_succ_transactions> <acct_req_sent> <acct_req_timedout> <acct_resp_no_match>
<acct_resp_not_processed> <acct_resp_error> } } ]

Syntax Description

Reset functionsclear

Clear LDAP related parametersldap-server

Clear LDAP statisticsstatistics

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) Show state of serverserver_state

(Optional) Show clock time in terms of hours, minutes and secondsclock_time

(Optional) Monitoring Statisticsmonitoring_statistics

(Optional) Time in previous statetime_in_pstate

(Optional) Number of times deadndead

(Optional) Total time in dead statett_in_dstate

(Optional) Authentication Statisticsauth_statistics

(Optional) Accounting Statisticsacct_statistics

(Optional) Authentication: Failed transactionsauth_failed_transactions

(Optional) Authentication: Successful transactionsauth_succ_transactions

(Optional) Authentication: Requests sentauth_req_sent

(Optional) Authentication: Requests timedoutauth_req_timedout

(Optional) Authentication: Responses with no matching requestsauth_resp_no_match

(Optional) Authentication: Responses not processedauth_resp_not_processed

(Optional) Authentication: Responses containing errorsauth_resp_error

(Optional) Accounting: Failed transactionsacct_failed_transactions

(Optional) Accounting: Successful transactionsacct_succ_transactions

C Commands
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(Optional) Accounting: Requests sentacct_req_sent

(Optional) Accounting: Requests timedoutacct_req_timedout

(Optional) Accounting: Responses with no matching requestsacct_resp_no_match

(Optional) Accounting: Responses not processedacct_resp_not_processed

(Optional) Accounting: Responses containing errorsacct_resp_error

Command Mode

• /exec

C Commands
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clear lim counters
clear lim counters [ timeline ]

Syntax Description

Clear lim countersclear

clear lim counterslim

clear lim counterscounters

(Optional) Clear all lim counterstimeline

Command Mode

• /exec

C Commands
300

C Commands
clear lim counters



clear line
clear line <s0>

Syntax Description

Reset functionsclear

Kill a session on particular vtyline

Enter the vty names0

Command Mode

• /exec

C Commands
301

C Commands
clear line



clear lisp ddt referral-cache
clear lisp ddt referral-cache [ instance-id <iid> ] [ <eid-prefix> | <eid-prefix6> ] [ vrf { <vrf-name> |
<vrf-known-name> } ]

Syntax Description

Reset functionsclear

LISP clear commandslisp

LISP Delegated Database Treeddt

Clear the DDT referral cachereferral-cache

(Optional) Clear entry for particular vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Clear entry for specific instance-IDinstance-id

(Optional) 24-bit instance-ID valueiid

(Optional) Clear entry associated with IP EID-prefixeid-prefix

Command Mode

• /exec

C Commands
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clear lisp ddt referral-cache



clear lisp dynamic-eid
clear lisp dynamic-eid { <dyn-eid-name> | <dyn-eid> } [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

LISP clear commandslisp

Clear dynamic-EID statedynamic-eid

IPv4 address of dynamic-EID entrydyn-eid

Clear entries discovered for a dynamic-EID rangedyn-eid-name

(Optional) Clear dynamic-EID entries for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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clear lisp proxy-itr
clear lisp proxy-itr [ <addr> | <addr6> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

LISP clear commandslisp

Clear discovered PITRsproxy-itr

(Optional) IPv4 locator address of PITRaddr

(Optional) Clear proxy-itr state for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
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clear lisp site
clear lisp site <site-name> [ instance-id <iid> ] [ vrf { <vrf-name> | <vrf-known-name> } ]

Syntax Description

Reset functionsclear

LISP clear commandslisp

Clear site registration datasite

Clear registration data for a single sitesite-name

(Optional) Clear registration for a single instance-id within a siteinstance-id

(Optional) 24-bit instance-ID valueiid

(Optional) Clear site entries for vrfvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

C Commands
305

C Commands
clear lisp site



clear lldp counters
clear lldp counters

Syntax Description

Reset functionsclear

Reset the lldp counterslldp

Reset the lldp traffic counters to zerocounters

Command Mode

• /exec

C Commands
306

C Commands
clear lldp counters



clear lldp counters interface
clear lldp counters interface <if0>

Syntax Description

Reset functionsclear

Reset the lldp counterslldp

Reset the lldp traffic counters to zerocounters

Clear lldp traffic counters per interfaceinterface

Enter interfaceif0

Command Mode

• /exec

C Commands
307

C Commands
clear lldp counters interface



clear logging dropcount
clear logging dropcount

Syntax Description

Reset functionsclear

Clear logging informationlogging

Clear logging dropcounterdropcount

Command Mode

• /exec

C Commands
308

C Commands
clear logging dropcount



clear logging ip access-list cache
clear logging ip access-list cache

Syntax Description

Reset functionsclear

Clear logging informationlogging

IP configurationip

Access-listaccess-list

loggingcache

Command Mode

• /exec

C Commands
309

C Commands
clear logging ip access-list cache



clear logging logfile
clear logging logfile

Syntax Description

Reset functionsclear

Clear logging informationlogging

Clear logfile messageslogfile

Command Mode

• /exec

C Commands
310

C Commands
clear logging logfile



clear logging nvram
clear logging nvram

Syntax Description

Reset functionsclear

Clear logging informationlogging

Clear nvram logsnvram

Command Mode

• /exec

C Commands
311

C Commands
clear logging nvram



clear logging onboard
clear logging onboard [ { card-boot-history | card-first-power-on | environmental-history | error-stats |
exception-log | interrupt-stats | module <module> [ { environmental-history | error-stats | exception-log |
interrupt-stats | obfl-logs | stack-trace | card-boot-history | card-first-power-on } ] | obfl-logs | stack-trace } ]

Syntax Description

Reset functionsclear

Clear logging informationlogging

Clear OBFL informationonboard

(Optional) Clear OBFL environmental historyenvironmental-history

(Optional) Clear OBFL error statisticserror-stats

(Optional) Clear OBFL exception logexception-log

(Optional) Clear OBFL interrupt statisticsinterrupt-stats

(Optional) Clear Card Boot Historycard-boot-history

(Optional) Clear Card First Power Oncard-first-power-on

(Optional) Clear OBFL information for Modulemodule

(Optional) Enter module numbermodule

(Optional) Clear OBFL (boot-uptime/device-version/obfl-history).obfl-logs

(Optional) Clear OBFL stack tracestack-trace

Command Mode

• /exec

C Commands
312

C Commands
clear logging onboard



clear logging onboard
clear logging onboard [ { counter-stats | epld-log | internal { <dc3_options> } | module <module> [ {
counter-stats | internal { <dc3_options> } } ] } ]

Syntax Description

Reset functionsclear

Clear logging informationlogging

Clear OBFL informationonboard

(Optional) Clear OBFL counter statisticscounter-stats

(Optional) Clear EPLD logepld-log

(Optional) Clear Logging Onboard Internalinternal

(Optional) Clear OBFL information for Modulemodule

(Optional) Enter module numbermodule

(Optional) Clear OBFL counter statisticscounter-stats

(Optional) dc3 optionsdc3_options

Command Mode

• /exec

C Commands
313

C Commands
clear logging onboard



clear logging session
clear logging session

Syntax Description

Reset functionsclear

Clear logging informationlogging

Clear logging sessionsession

Command Mode

• /exec

C Commands
314

C Commands
clear logging session



clear mac address-table datapath
clear mac address-table datapath { dynamic [ vlan <id> ] | static [ vlan <id> ] | { statistics [ interface ] } |
isis_intf_stats }

Syntax Description

Clearclear

MAC configuration commandsmac

MAC Address Tableaddress-table

Titanium Datapath Tabledatapath

clear dynamic entries from Titanium PD Forwarding Tabledynamic

USE WITH CAUTION!! clear static entries from Titanium PD
Forwarding Table

static

(Optional) VLANvlan

(Optional) VLAN IDid

Clear datapath statisticsstatistics

(Optional) Clear datapath interface statisticsinterface

Statistics of ISIS Frames Tx/Rxisis_intf_stats

Command Mode

• /exec

C Commands
315

C Commands
clear mac address-table datapath



clear mac address-table dynamic
clear mac address-table dynamic [ local ] [ address <mac-addr> | interface <interface-name> ] [ multicast-entries
[ not-notified ] ] [ vlan <vlan-id> | vni <vni-id> | peer-ip <peer-ipv4> ] [ instance <instance> ] [ __readonly__
<info_str> ]

Syntax Description

Clearclear

MAC configuration commandsmac

MAC Address Tableaddress-table

clear dynamic entries from the Layer2 Forwarding Tabledynamic

(Optional) clear MAC Entries Learned Locally and Not on the
Overlay/VXLAN

local

(Optional) addressaddress

(Optional) MAC Addressmac-addr

(Optional) Interfaceinterface

(Optional) Interface nameinterface-name

(Optional) VLANvlan

(Optional) VLAN IDvlan-id

(Optional) VXLAN Network Identifiervni

(Optional) VXLAN Network Identifiervni-id

(Optional) VXLAN Peer IP Addresspeer-ip

(Optional) VXLAN Peer IP Addresspeer-ipv4

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDinstance

(Optional) ASIC Instance Numberinstance

(Optional) clear all dynamically learnt multicast entriesmulticast-entries

(Optional) entries that exceed the hardware notification limitnot-notified

(Optional)__readonly__

(Optional) Informationinfo_str

Command Mode

• /exec

C Commands
316

C Commands
clear mac address-table dynamic



clear macsec mka statistics
clear macsec mka statistics [ interface <ifname> ]

Syntax Description

Reset functionsclear

Clear MACsec parametersmacsec

Clear MKA parametersmka

Clear MKA statisticsstatistics

(Optional) Specify interfaceinterface

(Optional) Interface listifname

Command Mode

• /exec

C Commands
317

C Commands
clear macsec mka statistics



clear macsec secy statistics
clear macsec secy statistics [ interface <ifname> ]

Syntax Description

Reset functionsclear

Clear MACsec parametersmacsec

Clear secy parameterssecy

Clear secy statisticsstatistics

(Optional) Specify interfaceinterface

(Optional) Interface listifname

Command Mode

• /exec

C Commands
318

C Commands
clear macsec secy statistics



clear mpls access-list counters
clear mpls access-list counters [ <name> ]

Syntax Description

Reset functionsclear

mpls keywordmpls

Clear access list statistical informationaccess-list

Clear access list counterscounters

(Optional) List namename

Command Mode

• /exec

C Commands
319

C Commands
clear mpls access-list counters



clear mpls forwarding statistics
clear mpls forwarding statistics [ interface { <interface> | all } ]

Syntax Description

Reset functionsclear

MPLS eventsmpls

Clear MPLS software forwardedforwarding

Traffic statisticsstatistics

(Optional) Interface specific informationinterface

(Optional) Interface chosen to clear statisticsinterface

(Optional) All interfacesall

Command Mode

• /exec

C Commands
320

C Commands
clear mpls forwarding statistics



clear mpls static trace
clear mpls static trace { error | warning | event }

Syntax Description

Clear MPLS static trace bufferclear

MPLS configuration commandsmpls

MPLS staticstatic

MPLS static tracetrace

MPLS static error traceerror

MPLS static warning tracewarning

MPLS static event traceevent

Command Mode

• /exec

C Commands
321

C Commands
clear mpls static trace



clear mpls switching label statistics
clear mpls switching label statistics { all | <label-value> }

Syntax Description

Reset functionsclear

MPLS clear commandsmpls

Clear MPLS label switching database informationswitching

Clear MPLS label informationlabel

Clear label statisticsstatistics

Clear statistics for all labelsall

Labellabel-value

Command Mode

• /exec

C Commands
322

C Commands
clear mpls switching label statistics



clear mpls traffic-eng auto-bw timers
clear mpls traffic-eng auto-bw timers

Syntax Description

Clear auto-bw collectionauto-bw

Clear tunnel counterstimers

Reset functionsclear

MPLS clear commandsmpls

Clear MPLS Traffic-Engineering statistical informationtraffic-eng

Command Mode

• /exec

C Commands
323

C Commands
clear mpls traffic-eng auto-bw timers



clear mpls traffic-eng link-management counters
clear mpls traffic-eng link-management counters

Syntax Description

Clear Link-Management statistical informationlink-management

Clear Link-Management counterscounters

Reset functionsclear

MPLS clear commandsmpls

Clear MPLS Traffic-Engineering statistical informationtraffic-eng

Command Mode

• /exec

C Commands
324

C Commands
clear mpls traffic-eng link-management counters



clear mpls traffic-eng tunnel counters
clear mpls traffic-eng tunnel counters

Syntax Description

Clear Tunnel statisticstunnel

Clear tunnel counterscounters

Reset functionsclear

MPLS clear commandsmpls

Clear MPLS Traffic-Engineering statistical informationtraffic-eng

Command Mode

• /exec

C Commands
325

C Commands
clear mpls traffic-eng tunnel counters



clear mts dedup_stats uuid app_update_id
clear mts dedup_stats uuid <i0> app_update_id <update_id>

Syntax Description

Reset functionsclear

MTS statisticsmts

dedup statisticsdedup_stats

application uuiduuid

application specific update_id bits 47-0app_update_id

enter the application uuidi0

enter the dedup application update id(48 bits)update_id

Command Mode

• /exec

C Commands
326

C Commands
clear mts dedup_stats uuid app_update_id



clear mts message statistics
clear mts message statistics

Syntax Description

Reset functionsclear

MTS statisticsmts

mts messagesmessage

mts message statisticsstatistics

Command Mode

• /exec

C Commands
327

C Commands
clear mts message statistics



clear nbm flows statistics
clear nbm flows statistics [ source <source-ip> [ group <group-ip> ] | group <group-ip> [ source <source-ip>
] ] [ vrf { <vrf-name> | <nbm-vrf-known-name> | all } ]

Syntax Description

Clearclear

Non blocking Multicastnbm

NBM flowsflows

Clear nbm flow statisticsstatistics

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDsource

(Optional) Source IP address valuesource-ip

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDgroup

(Optional) Multicast group address valuegroup-ip

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDvrf

(Optional) Display all VRFsall

(Optional) VRF namevrf-name

(Optional) NBM VRF Namenbm-vrf-known-name

Command Mode

• /exec

C Commands
328

C Commands
clear nbm flows statistics



clear ngoam
clear ngoam { traceroute { { session { <handle> | all } } | { statistics { summary | { session { <handle> | all
} } } } } [ force ] }

Syntax Description

Reset functionsclear

ngoam informationngoam

clear ngoam traceroutetraceroute

clear ngoam statisticsstatistics

clear ngoam statistics summarysummary

clear ngoam information by session handlesession

specify session handlehandle

clear stats for all traceroute sessionsall

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDforce

Command Mode

• /exec

C Commands
329

C Commands
clear ngoam



clear ngoam
clear ngoam { probe { statistics { summary | { session { <handle> | all } } } } }

Syntax Description

Reset functionsclear

ngoam informationngoam

clear ngoam probeprobe

clear ngoam statisticsstatistics

clear ngoam statistics summarysummary

clear ngoam information by session handlesession

specify session handlehandle

clear stats for all probe sessionsall

Command Mode

• /exec

C Commands
330

C Commands
clear ngoam



clear ngoam
clear ngoam { { interface statistics } }

Syntax Description

Reset functionsclear

ngoam informationngoam

probe packet interfaceinterface

clear ngoam statisticsstatistics

Command Mode

• /exec

C Commands
331

C Commands
clear ngoam



clear ngoam pathtrace
clear ngoam pathtrace { { statistics { summary | { session { <handle> | all } } } } | { database { session {
<handle> | all } } } } [ force ]

Syntax Description

Reset functionsclear

ngoam informationngoam

clear ngoam pathracepathtrace

clear ngoam pathtrace databasedatabase

clear ngoam statisticsstatistics

clear ngoam statistics summarysummary

clear ngoam information by session handlesession

specify session handlehandle

clear stats for all pathtrace sessionsall

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDforce

Command Mode

• /exec

C Commands
332

C Commands
clear ngoam pathtrace



clear ntp session
clear ntp session

Syntax Description

Reset functionsclear

Network Time Protocolntp

Clear the ntp configuration sessionsession

Command Mode

• /exec

C Commands
333

C Commands
clear ntp session



clear ntp statistics
clear ntp statistics { all-peers | io | local | memory }

Syntax Description

Reset functionsclear

Network Time Protocolntp

Clear NTP Statisticsstatistics

Clear per-peer statistics counter of all peersall-peers

Clear input-output statisticsio

Clear counters maintained by the local NTPlocal

Clear statistics counters related to memory codememory

Command Mode

• /exec

C Commands
334

C Commands
clear ntp statistics



clear nve peer-ip
clear nve peer-ip <peer_ipv4>

Syntax Description

Clearclear

Configure NVE informationnve

peer ippeer-ip

peer ippeer_ipv4

Command Mode

• /exec

C Commands
335

C Commands
clear nve peer-ip



clear nve peers history-log
clear nve peers history-log

Syntax Description

Reset functionsclear

Configure NVE informationnve

NVE Peerpeers

nve_clear_peers_history_log_cmdhistory-log

Command Mode

• /exec

C Commands
336

C Commands
clear nve peers history-log



clear nve peers interface counters
clear nve peers { <addr> | <addr-v6> } interface <nve-if> counters

Syntax Description

Reset functionsclear

Configure NVE informationnve

NVE Peerpeers

Remote Peer IP Addressaddr

Counterscounters

Interfaceinterface

NVE interfacenve-if

Command Mode

• /exec

C Commands
337

C Commands
clear nve peers interface counters



clear nve peers vni interface counters
clear nve peers { { <addr> | <addr-v6> } | all } vni { <vni-id> | all } interface <nve-if> counters

Syntax Description

Reset functionsclear

Configure NVE informationnve

NVE Peerpeers

Remote Peer IP Addressaddr

Clear counters for all peers/VNIsall

Virtual Network Identifiervni

Virtual Network Identifiervni-id

Counterscounters

Interfaceinterface

NVE interfacenve-if

Command Mode

• /exec

C Commands
338

C Commands
clear nve peers vni interface counters



clear nve vni counters
clear nve vni { <vni-id> | all } counters

Syntax Description

Reset functionsclear

Configure NVE informationnve

Virtual Network Identifiervni

Virtual Network Identifiervni-id

Counterscounters

Clear counters for all vnisall

Command Mode

• /exec

C Commands
339

C Commands
clear nve vni counters



clear nvram
clear nvram

Syntax Description

Reset functionsclear

purge NVRAMnvram

Command Mode

• /exec

C Commands
340

C Commands
clear nvram



clear nxapi-server logs
clear nxapi-server logs

Syntax Description

Reset functionsclear

Clear NX-API Servernxapi-server

Clear NX-API Server logslogs

Command Mode

• /exec

C Commands
341

C Commands
clear nxapi-server logs



clear openflow switch controller all
clear openflow switch <switch-id> controller all

Syntax Description

Reset functionsclear

Clear OpenFlow switch informationopenflow

Logical switch idswitch

Logical switch-idswitch-id

Controllercontroller

Allall

Command Mode

• /exec

C Commands
342

C Commands
clear openflow switch controller all



clear ospfv3 neighbor
clear ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] neighbor { * | <neighborid> | <interface>
} [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear OSPF tablesospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear one or more neighborsneighbor

Clear all neighbors*

Source IP address, or router ID of the neighborneighborid

Interface to clear all neighbors oninterface

Command Mode

• /exec

C Commands
343

C Commands
clear ospfv3 neighbor



clear ospfv3 statistics
clear ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] statistics [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear OSPF tablesospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear statistics countersstatistics

Command Mode

• /exec

C Commands
344

C Commands
clear ospfv3 statistics



clear ospfv3 traffic
clear ospfv3 [ <tag> ] [ vrf { <vrf-name> | <vrf-known-name> | all } ] traffic [ <interface> ] [ vrf { <vrf-name>
| <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear OSPF tablesospfv3

(Optional) Process tagtag

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Clear traffic counterstraffic

(Optional) Interface to clear all traffic oninterface

Command Mode

• /exec

C Commands
345

C Commands
clear ospfv3 traffic



clear peer-info interface vsan
clear peer-info interface <iface> vsan <vsan_id>

Syntax Description

Reset functionsclear

clear rnid informationpeer-info

clear peer rnid information for a port in a vsaninterface

iface

clear peer rnid informationvsan

Enter VSAN numbervsan_id

Command Mode

• /exec

C Commands
346

C Commands
clear peer-info interface vsan



clear pktmgr client
clear pktmgr client [ <uuid> ]

Syntax Description

Reset functionsclear

Clear Packet Manager informationpktmgr

Clear pktmgr clients countersclient

(Optional) Clear pktmgr client counters for given uuiduuid

Command Mode

• /exec

C Commands
347

C Commands
clear pktmgr client



clear pktmgr interface
clear pktmgr interface [ <interface> ]

Syntax Description

Reset functionsclear

Clear Packet Manager informationpktmgr

Clear pktmgr related interface informationinterface

(Optional) Interface name to displayinterface

Command Mode

• /exec

C Commands
348

C Commands
clear pktmgr interface



clear plb analytics
clear plb analytics <service-name>

Syntax Description

Reset functionsclear

PLB serviceplb

PLB analyticsanalytics

PLB service nameservice-name

Command Mode

• /exec

C Commands
349

C Commands
clear plb analytics



clear port-security dynamic address vlan
clear port-security dynamic address <mac-address> vlan <vlanid>

Syntax Description

Reset functionsclear

Clear port-security informationport-security

dynamic addressesdynamic

secure addressaddress

48 bit mac addressmac-address

vlan informationvlan

vlan id. Enter a value between 1 and 4094vlanid

Command Mode

• /exec

C Commands
350

C Commands
clear port-security dynamic address vlan



clear port-security dynamic interface
clear port-security dynamic interface <if_index> [ vlan <vlanid> ]

Syntax Description

Reset functionsclear

Clear port-security informationport-security

dynamic addressesdynamic

interfaceinterface

ethernetif_index

(Optional) vlan informationvlan

(Optional) vlan id. Enter a value between 1 and 4094vlanid

Command Mode

• /exec

C Commands
351

C Commands
clear port-security dynamic interface



clear processes log all
clear processes log all

Syntax Description

Reset functionsclear

process-related clear commandsprocesses

Delete log fileslog

Delete all the log filesall

Command Mode

• /exec

C Commands
352

C Commands
clear processes log all



clear processes log all vdc-all
clear processes log all vdc-all

Syntax Description

Reset functionsclear

process-related clear commandsprocesses

Delete log fileslog

Delete all the log filesall

Delete all the log files in all vdcsvdc-all

Command Mode

• /exec

C Commands
353

C Commands
clear processes log all vdc-all



clear processes log archive
clear processes log archive [ file <s0> ]

Syntax Description

Reset functionsclear

system manager spawned processesprocesses

Delete log fileslog

clear all process logs for this vdc from logflash on this modulearchive

(Optional) delete a log file on logflashfile

(Optional) Name of file in directory 'logs0

Command Mode

• /exec

C Commands
354

C Commands
clear processes log archive



clear processes log pid
clear processes log pid <i0>

Syntax Description

Reset functionsclear

process-related clear commandsprocesses

Delete log fileslog

Delete log file of a specific processpid

pid of the processi0

Command Mode

• /exec

C Commands
355

C Commands
clear processes log pid



clear processes vdc log all
clear processes vdc <e-vdc2> log all

Syntax Description

Reset functionsclear

process-related clear commandsprocesses

process-related clear commands in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Delete log fileslog

Delete all the log filesall

Command Mode

• /exec

C Commands
356

C Commands
clear processes vdc log all



clear processes vdc log pid
clear processes vdc <e-vdc2> log pid <i1>

Syntax Description

Reset functionsclear

process-related clear commandsprocesses

process-related clear commands in vdcvdc

Enter Virtual Device Context <vdc-id>e-vdc2

Delete log fileslog

Delete log file of a specific processpid

pid of the processi1

Command Mode

• /exec

C Commands
357

C Commands
clear processes vdc log pid



clear ptp corrections
clear ptp corrections

Syntax Description

Reset functionsclear

Precision Time Protocol (IEEE 1588) Subsystemptp

Clear history of PTP correctionscorrections

Command Mode

• /exec

C Commands
358

C Commands
clear ptp corrections



clear ptp counters interface
clear ptp counters { interface <if0> | all }

Syntax Description

Reset functionsclear

Precision Time Protocol (IEEE 1588) Subsystemptp

Clear PTP packet counterscounters

Clear for specific interfaceinterface

Clear for all interfacesall

if0

Command Mode

• /exec

C Commands
359

C Commands
clear ptp counters interface



clear qos mpls-snmp
clear qos mpls-snmp

Syntax Description

Reset functionsclear

MPLS default table-map and snmp indices in pssmpls-snmp

Command Mode

• /exec

C Commands
360

C Commands
clear qos mpls-snmp



clear qos policies
clear qos policies

Syntax Description

Reset functionsclear

Clear default policiespolicies

Command Mode

• /exec

C Commands
361

C Commands
clear qos policies



clear qos statistics
clear qos statistics [ { interface [ <iface-list> ] | vlan [ <vlan-list> ] } [ input | output ] [ type <qos-or-q> ] ]

Syntax Description

Reset functionsclear

Clear statisticsstatistics

(Optional) Clear statistics on a interfaceinterface

(Optional) List of Interfacesiface-list

(Optional) 802.1Q vlanvlan

(Optional) List of vlan idsvlan-list

(Optional) Input Service policyinput

(Optional) Output Service policyoutput

(Optional) Policy typetype

(Optional)qos-or-q

Command Mode

• /exec

C Commands
362

C Commands
clear qos statistics



clear queuing pfc-queue
clear queuing pfc-queue [ interface <if_list> ]

Syntax Description

Reset functionsclear

clear queuing related countersqueuing

clear watchdog timerspfc-queue

(Optional) Interfaceinterface

(Optional) List of interfacesif_list

Command Mode

• /exec

C Commands
363

C Commands
clear queuing pfc-queue



clear queuing pfc-queue interface
clear queuing pfc-queue interface <if_list>

Syntax Description

Reset functionsclear

clear queuing related countersqueuing

clear watchdog timerspfc-queue

Interfaceinterface

List of interfacesif_list

Command Mode

• /exec

C Commands
364

C Commands
clear queuing pfc-queue interface



clear radius-server statistics
clear radius-server statistics <host0> [ __readonly__ { <server_state> [ <clock_time> { monitoring_statistics
<time_in_pstate> <ndead> <tt_in_dstate> } ] } { { auth_statistics <auth_failed_transactions>
<auth_succ_transactions> <auth_req_sent> <auth_req_timedout> <auth_resp_no_match>
<auth_resp_not_processed> <auth_resp_error> } { acct_statistics <acct_failed_transactions>
<acct_succ_transactions> <acct_req_sent> <acct_req_timedout> <acct_resp_no_match>
<acct_resp_not_processed> <acct_resp_error> } } ]

Syntax Description

Reset functionsclear

Clear RADIUS related parametersradius-server

Clear RADIUS statisticsstatistics

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) Show state of serverserver_state

(Optional) Show clock time in terms of hours, minutes and secondsclock_time

(Optional) Monitoring Statisticsmonitoring_statistics

(Optional) Time in previous statetime_in_pstate

(Optional) Number of times deadndead

(Optional) Total time in dead statett_in_dstate

(Optional) Authentication Statisticsauth_statistics

(Optional) Accounting Statisticsacct_statistics

(Optional) Authentication: Failed transactionsauth_failed_transactions

(Optional) Authentication: Successful transactionsauth_succ_transactions

(Optional) Authentication: Requests sentauth_req_sent

(Optional) Authentication: Requests timedoutauth_req_timedout

(Optional) Authentication: Responses with no matching requestsauth_resp_no_match

(Optional) Authentication: Responses not processedauth_resp_not_processed

(Optional) Authentication: Responses containing errorsauth_resp_error

(Optional) Accounting: Failed transactionsacct_failed_transactions

(Optional) Accounting: Successful transactionsacct_succ_transactions

C Commands
365

C Commands
clear radius-server statistics



(Optional) Accounting: Requests sentacct_req_sent

(Optional) Accounting: Requests timedoutacct_req_timedout

(Optional) Accounting: Responses with no matching requestsacct_resp_no_match

(Optional) Accounting: Responses not processedacct_resp_not_processed

(Optional) Accounting: Responses containing errorsacct_resp_error

Command Mode

• /exec

C Commands
366

C Commands
clear radius-server statistics



clear radius session
clear radius session

Syntax Description

Reset functionsclear

clear to be commited RADIUS config and lock in fabricradius

clear to be commited RADIUS config and lock in fabricsession

Command Mode

• /exec

C Commands
367

C Commands
clear radius session



clear rmon
clear rmon { alarms | events | logs | hcalarms | all-alarms }

Syntax Description

Reset functionsclear

Clear RMON tablesrmon

Clear all 32 bit alarmsalarms

Clear rmon log this also clears rmon event tableevents

Clear rmon loglogs

Clear all 64 bit rmon alarmshcalarms

Clear all 32 bit and 64 bit rmon alarmsall-alarms

Command Mode

• /exec

C Commands
368

C Commands
clear rmon



clear route-map pbr-statistics
clear route-map { <route-map-name> | <route-map-cfg-name> } pbr-statistics

Syntax Description

Reset functionsclear

Route-map used for PBRroute-map

Route-map nameroute-map-name

Known route-map nameroute-map-cfg-name

Statistics for policy based routingpbr-statistics

Command Mode

• /exec

C Commands
369

C Commands
clear route-map pbr-statistics



clear routing ip multicast mfdm pending counters
clear routing ip multicast mfdm pending counters [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear routing informationrouting

Clear IP commandsip

Clear MRIB informationmulticast

Clear MFDM informationmfdm

Clear MFDM pending informationpending

MFDM counterscounters

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
370

C Commands
clear routing ip multicast mfdm pending counters



clear routing ip multicast rpf-source retry-cache
clear routing ip multicast rpf-source retry-cache [ vrf { <vrf-name> | <vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear routing informationrouting

Clear IP commandsip

Clear MRIB informationmulticast

Clear RPF-Source informationrpf-source

Clear retry-cache informationretry-cache

(Optional) Display per-VRF informationvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
371

C Commands
clear routing ip multicast rpf-source retry-cache



clear routing ipv6 multicast
clear routing ipv6 multicast { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear routing informationrouting

Clear IPv6 commandsipv6

Clear multicast routing tablemulticast

Clear all routesall

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
372

C Commands
clear routing ipv6 multicast



clear routing multicast
clear routing [ ip | ipv4 ] multicast { <all> | <group-prefix> | <group> [ <source> ] } [ vrf { <vrf-name> |
<vrf-known-name> | all } ]

Syntax Description

Reset functionsclear

Clear routing informationrouting

(Optional) Clear IP commandsip

(Optional) Clear IP commandsipv4

Clear multicast routing tablemulticast

Clear all routesall

Clear all routes within the Group prefixgroup-prefix

Clear all routes matching Groupgroup

(Optional) Clear a (S,G) routesource

(Optional) Clear information for particular VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Display information for all VRFsall

Command Mode

• /exec

C Commands
373

C Commands
clear routing multicast



clear scheduler logfile
clear scheduler logfile

Syntax Description

Reset functionsclear

Scheduler clear commandsscheduler

Clear scheduler log filelogfile

Command Mode

• /exec

C Commands
374

C Commands
clear scheduler logfile



clear screen
clear screen

Syntax Description

Reset functionsclear

Clear screenscreen

Command Mode

• /exec

C Commands
375

C Commands
clear screen



clear session state name
clear session state name <s4>

Syntax Description

Reset functionsclear

Reset confg session internalssession

Reset confg session internal statestate

Reset confg session internal state for a given namename

Enter the name of the sessions4

Command Mode

• /exec

C Commands
376

C Commands
clear session state name



clear sflow statistics
clear sflow statistics

Syntax Description

Reset functionsclear

sFlow global configurationsflow

Clear sFlow statisticsstatistics

Command Mode

• /exec

C Commands
377

C Commands
clear sflow statistics



clear snmp counters
clear snmp counters

Syntax Description

Reset functionsclear

Clear SNMP Tablessnmp

Clear SNMP counterscounters

Command Mode

• /exec

C Commands
378

C Commands
clear snmp counters



clear snmp hostconfig
clear snmp hostconfig

Syntax Description

Reset functionsclear

Clear SNMP Tablessnmp

Clear SNMP Host Listhostconfig

Command Mode

• /exec

C Commands
379

C Commands
clear snmp hostconfig



clear sockets statistics
clear sockets statistics { all | tcp | tcp6 | udp | udp6 | raw | raw6 }

Syntax Description

Reset functionsclear

Clear sockets statisticssockets

Clear sockets statisticsstatistics

Clear TCP/UDP/RAW v4/v6 statisticsall

Clear TCP v4 statisticstcp

Clear TCP v6 statisticstcp6

Clear UDP v4 statisticsudp

Clear UDP v6 statisticsudp6

Clear RAW v4 statisticsraw

Clear RAW v6 statisticsraw6

Command Mode

• /exec

C Commands
380

C Commands
clear sockets statistics



clear spanning-tree counters
clear spanning-tree counters [ interface <interface-id> | vlan <vlan-id> | bridge-domain <bd-id> ]

Syntax Description

Reset functionsclear

Spanning Tree Subsystemspanning-tree

Clear spanning tree statisticscounters

(Optional) Specify an interface as a target for the commandinterface

(Optional) Specify an interface as a target for the commandinterface-id

(Optional) VLAN Switch Spanning Treesvlan

(Optional) Bridge-Domain Switch Spanning Treesbridge-domain

(Optional) vlan range, Example: 1,3-5,7,9-11vlan-id

(Optional) Bridge-Domain range, Example: 2,4-5,7,9-11bd-id

Command Mode

• /exec

C Commands
381

C Commands
clear spanning-tree counters



clear spanning-tree detected-protocols
clear spanning-tree detected-protocols [ interface <interface-id> ]

Syntax Description

Reset functionsclear

Spanning Tree Subsystemspanning-tree

Restart the protocol migration processdetected-protocols

(Optional) Specify an interface as a target for the commandinterface

(Optional) Specify an interface as a target for the commandinterface-id

Command Mode

• /exec

C Commands
382

C Commands
clear spanning-tree detected-protocols



clear spanning-tree sps-hist
clear spanning-tree sps-hist

Syntax Description

Reset functionsclear

Spanning Tree Subsystemspanning-tree

Set port state statssps-hist

Command Mode

• /exec

C Commands
383

C Commands
clear spanning-tree sps-hist



clear ssh hosts
clear ssh hosts

Syntax Description

Reset functionsclear

Clear ssh valuesssh

Clear the list of trusted ssh hostshosts

Command Mode

• /exec

C Commands
384

C Commands
clear ssh hosts



clear system login failures
clear system login failures

Syntax Description

Reset functionsclear

System management commandssystem

Secure Loginlogin

Clear login failures in the current watch periodfailures

Command Mode

• /exec

C Commands
385

C Commands
clear system login failures



clear system reset-reason
clear system reset-reason

Syntax Description

Reset functionsclear

Clear logs in systemsystem

Clear reset-reason logs in the systemreset-reason

Command Mode

• /exec

C Commands
386

C Commands
clear system reset-reason



clear tacacs-server statistics
clear tacacs-server statistics <host0> [ __readonly__ { <server_state> [ <clock_time> { monitoring_statistics
<time_in_pstate> <ndead> <tt_in_dstate> } ] } { auth_statistics <auth_failed_transactions>
<auth_succ_transactions> <auth_req_sent> <auth_req_timedout> <auth_resp_no_match>
<auth_resp_not_processed> <auth_resp_error> } { autho_statistics <autho_failed_transactions>
<autho_succ_transactions> <autho_req_sent> <autho_req_timedout> <autho_resp_no_match>
<autho_resp_not_processed> <autho_resp_error> } { acct_statistics <acct_failed_transactions>
<acct_succ_transactions> <acct_req_sent> <acct_req_timedout> <acct_resp_no_match>
<acct_resp_not_processed> <acct_resp_error> } ]

Syntax Description

Reset functionsclear

Clear TACACS related parameterstacacs-server

Clear TACACS statisticsstatistics

DNS name or IP addresshost0

(Optional)__readonly__

(Optional) Show state of serverserver_state

(Optional) Show clock time in terms of hours, minutes and secondsclock_time

(Optional) Monitoring Statisticsmonitoring_statistics

(Optional) Time in previous statetime_in_pstate

(Optional) Number of times deadndead

(Optional) Total time in dead statett_in_dstate

(Optional) Authentication Statisticsauth_statistics

(Optional) Authorization Statisticsautho_statistics

(Optional) Accounting Statisticsacct_statistics

(Optional) Authentication: Failed transactionsauth_failed_transactions

(Optional) Authentication: Successful transactionsauth_succ_transactions

(Optional) Authentication: Requests sentauth_req_sent

(Optional) Authentication: Requests timedoutauth_req_timedout

(Optional) Authentication: Responses with no matching requestsauth_resp_no_match

(Optional) Authentication: Responses not processedauth_resp_not_processed

(Optional) Authentication: Responses containing errorsauth_resp_error

C Commands
387

C Commands
clear tacacs-server statistics



(Optional) Authorization: Failed transactionsautho_failed_transactions

(Optional) Authorization: Successful transactionsautho_succ_transactions

(Optional) Authorization: Requests sentautho_req_sent

(Optional) Authorization: Requests timedoutautho_req_timedout

(Optional) Authorization: Responses with no matching requestsautho_resp_no_match

(Optional) Authorization: Responses not processedautho_resp_not_processed

(Optional) Authorization: Responses containing errorsautho_resp_error

(Optional) Accounting: Failed transactionsacct_failed_transactions

(Optional) Accounting: Successful transactionsacct_succ_transactions

(Optional) Accounting: Requests sentacct_req_sent

(Optional) Accounting: Requests timedoutacct_req_timedout

(Optional) Accounting: Responses with no matching requestsacct_resp_no_match

(Optional) Accounting: Responses not processedacct_resp_not_processed

(Optional) Accounting: Responses containing errorsacct_resp_error

Command Mode

• /exec

C Commands
388

C Commands
clear tacacs-server statistics



clear tech-support lock
clear tech-support lock

Syntax Description

Reset functionsclear

Gather information for troubleshootingtech-support

Clear the lock which prohibits multiple show techs to run in parallellock

Command Mode

• /exec

C Commands
389

C Commands
clear tech-support lock



clear tech-support lock
clear tech-support lock

Syntax Description

Reset functionsclear

Gather information for troubleshootingtech-support

Clear the lock which prohibits multiple show techs to run in parallellock

Command Mode

• /exec

C Commands
390

C Commands
clear tech-support lock



clear user
clear user <s0>

Syntax Description

Reset functionsclear

Logout a particular useruser

Enter the usernames0

Command Mode

• /exec

C Commands
391

C Commands
clear user



clear veobc counters
clear veobc counters

Syntax Description

Reset functionclear

Reset the veobc countersveobc

Reset the veobc statistic counters to zerocounters

Command Mode

• /exec

C Commands
392

C Commands
clear veobc counters



clear vlan access-list counters
clear vlan access-list counters [ <name> ]

Syntax Description

Reset functionsclear

Vlan commandsvlan

Clear access list statistical informationaccess-list

Clear access list counterscounters

(Optional) List namename

Command Mode

• /exec

C Commands
393

C Commands
clear vlan access-list counters



clear vlan counters
clear vlan [ id <vlan-id> ] counters

Syntax Description

Reset functionsclear

Vlan commandsvlan

(Optional) clear VLAN counters by VLAN idid

(Optional) VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19vlan-id

display counterscounters

Command Mode

• /exec

C Commands
394

C Commands
clear vlan counters



clear vmtracker counters
clear vmtracker counters

Syntax Description

Clearclear

Clear vmtracker infovmtracker

Clear vmtracker counter infocounters

Command Mode

• /exec

C Commands
395

C Commands
clear vmtracker counters



clear vpc statistics all
clear vpc statistics all

Syntax Description

Reset functionsclear

Virtual Port Channel configurationvpc

Statisticsstatistics

All vPC statisticsall

Command Mode

• /exec

C Commands
396

C Commands
clear vpc statistics all



clear vpc statistics peer-keepalive
clear vpc statistics peer-keepalive

Syntax Description

Reset functionsclear

Virtual Port Channel configurationvpc

Statisticsstatistics

peer keepalive module related statisticspeer-keepalive

Command Mode

• /exec

C Commands
397

C Commands
clear vpc statistics peer-keepalive



clear vpc statistics vpc
clear vpc statistics { vpc <vpc_num> | peer-link }

Syntax Description

Reset functionsclear

Statistics for a specific vPCvpc

Statisticsstatistics

Virtual Port Channel numbervpc_num

stats for peer-linkpeer-link

Command Mode

• /exec

C Commands
398

C Commands
clear vpc statistics vpc



clear vpc transport statistics
clear vpc transport statistics [ __readonly__ <last-clear-time> ]

Syntax Description

Reset functionsclear

Virtual Port Channel configurationvpc

cfs transporttransport

Statisticsstatistics

(Optional) Read Only__readonly__

(Optional) time difference from last clear timelast-clear-time

Command Mode

• /exec/

C Commands
399

C Commands
clear vpc transport statistics



clear vrrp statistics
clear vrrp statistics [ interface <intf_num> ] [ vr <vr_id> ]

Syntax Description

Reset functionsclear

Clear virtual routervrrp

Clear global virtual router statisticsstatistics

(Optional) Select interfaceinterface

(Optional)intf_num

(Optional) [1-255] clear virtual router statisticsvr

(Optional)vr_id

Command Mode

• /exec

C Commands
400

C Commands
clear vrrp statistics



clear vrrpv3 statistics
clear vrrpv3 statistics [ <interface_num> [ <group_num> ] ] [ <opt_v4_or_v6> ]

Syntax Description

Reset functionsclear

VRRPv3 Clear commandsvrrpv3

VRRPV3 statisticsstatistics

(Optional) Interfaceinterface_num

(Optional) Group numbergroup_num

(Optional) Enter ipv4 or ipv6opt_v4_or_v6

Command Mode

• /exec

C Commands
401

C Commands
clear vrrpv3 statistics



clear vtp counters
clear vtp counters

Syntax Description

Reset functionsclear

Clear VTP itemsvtp

Clear VTP counterscounters

Command Mode

• /exec

C Commands
402

C Commands
clear vtp counters



cli alias check strict
{ cli alias check { strict | loose } | no cli alias check }

Syntax Description

Negate a command or set its defaultsno

Configure CLI commandscli

Define an aliasalias

Validate alias name against existing keywordcheck

Check for exact and partial match keywordstrict

Check for exact match onlyloose

Command Mode

• /exec/configure

C Commands
403

C Commands
cli alias check strict



cli alias name
{ cli alias name <s0> <line> | no cli alias name <s0> [ <line> ] }

Syntax Description

Negate a command or set its defaultsno

Configure CLI commandscli

Define an aliasalias

Specify the aliasname

Alias commands0

Alias definitionline

Command Mode

• /exec/configure

C Commands
404

C Commands
cli alias name



cli create new-cmd
{ cli create new-cmd <s0> | no cli create new-cmd <s0> }

Syntax Description

Negate a command or set its defaultsno

Configure cli commandscli

Create a new clicreate

Specify the new clinew-cmd

new cli command (should include spaces)s0

Command Mode

• /exec/configure

C Commands
405

C Commands
cli create new-cmd



cli var name
{ cli var name <s0> <line> | no cli var name <s0> [ <line> ] }

Syntax Description

Negate a command or set its defaultsno

Configure CLI commandscli

Define a variablevar

Specify a variable namename

Variable names0

Variable valueline

Command Mode

• /exec/configure

C Commands
406

C Commands
cli var name



cli var name
[no] cli var name <s0>

Syntax Description

Negate a command or set its defaultsno

CLI commandscli

Unset a variablevar

Specify a variable namename

Variable names0

Command Mode

• /exec

C Commands
407

C Commands
cli var name



cli var name
cli var name <s0> <line>

Syntax Description

CLI commandscli

Define a variablevar

Specify a variable namename

Variable names0

Variable valueline

Command Mode

• /exec

C Commands
408

C Commands
cli var name



client-to-client reflection
[no] client-to-client reflection

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure client-to-client route reflectionclient-to-client

reflection of routes permittedreflection

Command Mode

• /exec/configure/router-bgp/router-bgp-af

C Commands
409

C Commands
client-to-client reflection



client vrf management default
{ { [ no ] client <hostipname> { { vrf { management | default | <vrf_name> } [ server-key { 0 <s0> | 7 <s1>
| <s2> } ] } | { server-key { 0 <s0> | 7 <s1> | <s2> } [ vrf { management | default | <vrf_name> } ] } } } | {
no client <hostipname> } | { no client <hostipname> vrf } | { no client <hostipname> server-key } }

Syntax Description

(Optional) Negate a command or set its defaultsno

Specify a RADIUS clientclient

IPV4/IPV6 address or DNS name of RADIUS clienthostipname

vrf to be used to contact RADIUS clientvrf

management vrfmanagement

default vrfdefault

name of the vrfvrf_name

(Optional) Encryption key shared with the radius clientserver-key

(Optional) RADIUS shared secret(clear text)0

(Optional) RADIUS shared secret(clear text)s0

(Optional) RADIUS shared secret(encrypted)7

(Optional) RADIUS shared secret(encrypted)s1

(Optional) RADIUS shared secret(clear text)(Max Size 63)s2

Command Mode

• /exec/configure/locsvr-da-radius

C Commands
410

C Commands
client vrf management default



clock-tolerance ntp oneway absolute
{ { no | default } clock-tolerance | clock-tolerance ntp oneway { absolute <abs-value> | percent <percentage>
} }

Syntax Description

no

ntpclock-tolerance

Set a command to its defaultsdefault

Set acceptable clock synchronization errorclock-tolerance

Acceptable clock synchronization error due to NTPntp

Acceptable clock synchronization error in oneway measurementoneway

Acceptable error in microsecondsabsolute

Acceptable error as percent of value measuredpercent

Number in microsecondsabs-value

Percentage of one-way delaypercentage

Command Mode

• /exec/configure/ip-sla/jitter

C Commands
411

C Commands
clock-tolerance ntp oneway absolute



clock format 12
[no] clock format { 12-hours | 24-hours }

Syntax Description

(Optional) Negate a command or set its defaultsno

Clockclock

Display format of clockformat

12 hours display12-hours

24 hours display24-hours

Command Mode

• /exec/configure

C Commands
412

C Commands
clock format 12



clock format show-timezone debug
[no] clock format show-timezone debug

Syntax Description

(Optional) Negate a command or set its defaultsno

Clockclock

Display format of clockformat

Display the configured timezoneshow-timezone

Display the configured timezone in debugsdebug

Command Mode

• /exec/configure

C Commands
413

C Commands
clock format show-timezone debug



clock format show-timezone syslog
[no] clock format show-timezone syslog

Syntax Description

(Optional) Negate a command or set its defaultsno

Clockclock

Display format of clockformat

Display the configured timezoneshow-timezone

Display the configured timezone in syslogssyslog

Command Mode

• /exec/configure

C Commands
414

C Commands
clock format show-timezone syslog



clock protocol
[no] clock protocol { ntp | ptp | none } [ vdc <vdc-id> ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Clockclock

protocolprotocol

ntpntp

ptpptp

none (clock can be set manually)none

(Optional) vdcvdc

(Optional) vdc-idvdc-id

Command Mode

• /exec/configure

C Commands
415

C Commands
clock protocol



clock set
clock set <s0> <i0> { April <i1> | August <i2> | December <i3> | February <i4> | January <i5> | July <i6> |
June <i7> | March <i8> | May <i9> | November <i10> | October <i11> | September <i12> }

Syntax Description

Clockclock

HH:MM:SS Current Timeset

HH:MM:SS Current Times0

Day of the monthi0

Month of the yearApril

Enter the year (no abbreviation)i1

Month of the yearAugust

Enter the year (no abbreviation)i2

Month of the yearDecember

Enter the year (no abbreviation)i3

Month of the yearFebruary

Enter the year (no abbreviation)i4

Month of the yearJanuary

enter the year (no abbreviation)i5

Month of the yearJuly

Enter the year (no abbreviation)i6

Month of the yearJune

Enter the year (no abbreviation)i7

Month of the yearMarch

Enter the year (no abbreviation)i8

Month of the yearMay

Enter the year (no abbreviation)i9

Month of the yearNovember

Enter the year (no abbreviation)i10

C Commands
416

C Commands
clock set



Month of the yearOctober

Enter the year (no abbreviation)i11

Month of the yearSeptember

Enter the year (no abbreviation)i12

Command Mode

• /exec

C Commands
417

C Commands
clock set



clock summer
{ clock { summer-time <s0> [ <i0> <s1> <s2> <s3> <i1> <s4> <s5> <s6> [ <i2> ] ] | timezone <s7> <i3>
<i4> } | no clock { summer-time [ <s0> <i0> <s1> <s2> <s3> <i1> <s4> <s5> <s6> <i2> ] | timezone [ <s7>
<i3> <i4> ] } }

Syntax Description

Negate a command or set its defaultsno

Clockclock

Configure summer (daylight savings) timesummer-time

Name of time zone in summer, such as PDT, CDT, EDT, etc..s0

(Optional) Week number to start (first week=1, last week=5)i0

(Optional) Weekday to starts1

(Optional) Month to starts2

(Optional) HH:MM Time to starts3

(Optional) Week number to end (first week=1, last week=5)i1

(Optional) Weekday to ends4

(Optional) Month to ends5

(Optional) HH:MM Time to ends6

(Optional) Offset to add in minutesi2

Configure time zonetimezone

Name of time zone, such as PST, MST, CST, EST, etc..s7

Hours offset from UTCi3

Minutes offset from UTCi4

Command Mode

• /exec/configure

C Commands
418

C Commands
clock summer



cluster-id
[no] cluster-id { <ip-cluster-id> | <int-cluster-id> }

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure Route Reflector Cluster-IDcluster-id

Cluster-id as an IP addressip-cluster-id

Cluster-id as a 32 bit quantityint-cluster-id

Command Mode

• /exec/configure/router-bgp/vrf-cmds

C Commands
419

C Commands
cluster-id



collect
[no] collect { ingress queue depth | ingress queue drops }

Syntax Description

Stats type to be configuredcollect

Ingress counteringress

Queue statisticsqueue

Depthdepth

Dropsdrops

Command Mode

• /exec/configure/config-ssx-record

C Commands
420

C Commands
collect



collect
[no] collect { egress queue depth | egress queue drops | egress queue microburst | egress queue peak }

Syntax Description

Stats type to be configuredcollect

Egress counteregress

Queue statisticsqueue

Depthdepth

Dropsdrops

Microburst recordsmicroburst

Buffer peak counterspeak

Command Mode

• /exec/configure/config-ssx-record

C Commands
421

C Commands
collect



collect
[no] collect { egress buffer depth }

Syntax Description

Stats type to be configuredcollect

Egress counteregress

Buffer statisticsbuffer

Depthdepth

Command Mode

• /exec/configure/config-ssx-record

C Commands
422

C Commands
collect



collect
[no] collect { egress pool-group depth }

Syntax Description

Stats type to be configuredcollect

Egress counteregress

Pool-group statisticspool-group

Depthdepth

Command Mode

• /exec/configure/config-ssx-record

C Commands
423

C Commands
collect



collect
[no] collect { ethernet counters }

Syntax Description

Stats type to be configuredcollect

Ethernet counterethernet

Ethernet counterscounters

Command Mode

• /exec/configure/config-ssx-record

C Commands
424

C Commands
collect



collect counter bytes
[no] collect counter { bytes | packets } [ long ]

Syntax Description

Specify a non-key fieldcollect

Counters to collectcounter

Total number of bytesbytes

Total number of packetspackets

(Optional) Long counter (64 bits)long

Command Mode

• /exec/configure/nfm-record

C Commands
425

C Commands
collect counter bytes



collect counter bytes
[no] collect counter { bytes | packets } [ long ]

Syntax Description

Specify a non-key fieldcollect

Counters to collectcounter

Total number of bytesbytes

Total number of packetspackets

(Optional) Long counter (64 bits)long

Command Mode

• /exec/configure/nfm-record

C Commands
426

C Commands
collect counter bytes



collect interval
[no] collect interval <interval>

Syntax Description

Specify the collect intervalcollect

Specify the collect intervalinterval

Collect interval in milli secondsinterval

Command Mode

• /exec/configure/nfm-profile

C Commands
427

C Commands
collect interval



collect ip version
[no] collect ip version

Syntax Description

Specify a non-key fieldcollect

IP attributesip

IPv4 or IPv6version

Command Mode

• /exec/configure/nfm-record

C Commands
428

C Commands
collect ip version



collect timestamp sys-uptime first
[no] collect timestamp sys-uptime { first | last }

Syntax Description

Specify a non-key fieldcollect

Timestamp fieldstimestamp

System uptimesys-uptime

Time the first packet was seenfirst

Time the most recent packet was seenlast

Command Mode

• /exec/configure/nfm-record

C Commands
429

C Commands
collect timestamp sys-uptime first



collect timestamp sys-uptime first
[no] collect timestamp sys-uptime { first | last }

Syntax Description

Specify a non-key fieldcollect

Timestamp fieldstimestamp

System uptimesys-uptime

Time the first packet was seenfirst

Time the most recent packet was seenlast

Command Mode

• /exec/configure/nfm-record

C Commands
430

C Commands
collect timestamp sys-uptime first



collect transport tcp flags
[no] collect transport tcp flags

Syntax Description

Specify a non-key fieldcollect

Transport layer fieldstransport

TCP layer fieldstcp

TCP flagsflags

Command Mode

• /exec/configure/nfm-record

C Commands
431

C Commands
collect transport tcp flags



collect transport tcp flags
[no] collect transport tcp flags

Syntax Description

Specify a non-key fieldcollect

Transport layer fieldstransport

TCP layer fieldstcp

TCP flagsflags

Command Mode

• /exec/configure/nfm-record
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color
{ no color <color_name> } | { color <color_name> }

Syntax Description

Negate a command or set its defaultsno

Specify the affinity color for the interfacecolor

Specify the affinity color namecolor_name

Command Mode

• /exec/configure/sr/te/if/aff
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color
[no] color <color-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure Affinity Colors for constraintscolor

Configure Affinity Colors for constraintscolor-name

Command Mode

• /exec/configure/sr/te/color/cndpaths/pref/constraint/aff/inclall
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color
[no] color <color-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure Affinity Colors for constraintscolor

Configure Affinity Colors for constraintscolor-name

Command Mode

• /exec/configure/sr/te/color/cndpaths/pref/constraint/aff/inclany

C Commands
435

C Commands
color



color
[no] color <color-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure Affinity Colors for constraintscolor

Configure Affinity Colors for constraintscolor-name

Command Mode

• /exec/configure/sr/te/color/cndpaths/pref/constraint/aff/exclany
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color
[no] color <color-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure Affinity Colors for constraintscolor

Configure Affinity Colors for constraintscolor-name

Command Mode

• /exec/configure/sr/te/pol/cndpaths/pref/constraint/aff/inclall
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color
[no] color <color-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure Affinity Colors for constraintscolor

Configure Affinity Colors for constraintscolor-name

Command Mode

• /exec/configure/sr/te/pol/cndpaths/pref/constraint/aff/inclany
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color
[no] color <color-name>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure Affinity Colors for constraintscolor

Configure Affinity Colors for constraintscolor-name

Command Mode

• /exec/configure/sr/te/pol/cndpaths/pref/constraint/aff/exclany
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color
{ no color <color_name> } | { color <color_name> bit-position <position> }

Syntax Description

Negate a command or set its defaultsno

Colorcolor

Colorcolor_name

Bit Positionbit-position

Bit Position<0-31>position

Command Mode

• /exec/configure/sr/te/affmap
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color endpoint
[no] color <color> endpoint <pfx>

Syntax Description

(Optional) Negate a command or set its defaultsno

Policy Colorcolor

Policy Colorcolor

Policy Endpointendpoint

IPv4 endpoint addresspfx

Command Mode

• /exec/configure/sr/te/pol
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commit
commit

Syntax Description

commit plb sessioncommit

Command Mode

• /exec/configure/plb-session-device-group
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commit
commit

Syntax Description

Commit the current configuration sessioncommit

Command Mode

• /exec/configure
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commit
commit

Syntax Description

commit itd sessioncommit

Command Mode

• /exec/configure/itd-session-device-group
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commit verbose
commit verbose

Syntax Description

Commit the current configuration sessioncommit

Commit the current configuration session with more detailsverbose

Command Mode

• /exec/configure
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conf-offset
[no] conf-offset <offset>

Syntax Description

Configure Confidentiality offsetconf-offset

Confidentiality offset optionsoffset

Command Mode

• /exec/configure/macsec-policy

C Commands
446

C Commands
conf-offset



confederation identifier
[no] confederation identifier <confed-id>

Syntax Description

(Optional) Negate a command or set its defaultsno

AS confederation parametersconfederation

Set routing domain confederation ASidentifier

AS numberconfed-id

Command Mode

• /exec/configure/router-bgp/vrf-cmds
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confederation peers
[no] confederation peers <confed-id>

Syntax Description

(Optional) Negate a command or set its defaultsno

AS confederation parametersconfederation

Peer ASs in BGP confederationpeers

AS numberconfed-id

Command Mode

• /exec/configure/router-bgp/vrf-cmds
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config-source controller
[no] config-source controller

Syntax Description

(Optional) Negate a command or set its defaultsno

Configuration source for this NVE interface. Defaults to CLIconfig-source

Controllercontroller

Command Mode

• /exec/configure/if-nve
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configure
configure [ terminal ]

Syntax Description

Enter configuration modeconfigure

(Optional) Configure the system from terminal inputterminal

Command Mode

• /exec
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configure config-template on substitute
[no] configure config-template <name> { on-vrf-create | on-vrf-delete } substitute <match_replace>

Syntax Description

(Optional) Negate a command or set its defaultsno

Enter configuration modeconfigure

Configuration-templateconfig-template

Configuration-template namename

Configuration-template for create actionon-vrf-create

Configuration-template for delete actionon-vrf-delete

Configuration-template substitutesubstitute

string in match:replace format for substitutionmatch_replace

Command Mode

• /exec
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configure maintenance profile normal
[no] configure maintenance profile { normal-mode | maintenance-mode }

Syntax Description

(Optional) Negate a command or set its defaultsno

Enter configuration modeconfigure

maintenance profile modemaintenance

maintenance profileprofile

Normal mode profilenormal-mode

Maintenance mode profilemaintenance-mode

Command Mode

• /exec
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configure profile
[no] configure profile <all_conf_profile_name> [ type admin ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Enter configuration modeconfigure

Configure profileprofile

Enter the name of the configure profileall_conf_profile_name

(Optional) config profile typetype

(Optional) config profile admin typeadmin

Command Mode

• /exec
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configure replace
configure replace { <uri_local> | <uri_remote> [ source-interface <intf> | vrf <vrf-known-name> ] } [ [ [
verbose ] [ debug | stop-at-first-failure | best-effort ] [ commit-timeout <time> ] [ non-interactive ] [
verify-and-commit ] ] | [ show-patch | verify-only ] ]

Syntax Description

Configure the boxconfigure

Perform a replace of the running-configreplace

Configuration file to use. The user-config is a file that is expected to be
in the same syntax/format as running-config. Recommended work flow
is to take the running-config and edit it to create the user-config. When
the user-config is edited, ensure it is in the same syntax/format as it
appears in the running config. Refer to the documentation for details.

uri_local

Configuration file to use. The user-config is a file that is expected to be
in the same syntax/format as running-config. Recommended work flow
is to take the running-config and edit it to create the user-config. When
the user-config is edited, ensure it is in the same syntax/format as it
appears in the running config. Refer to the documentation for details.

uri_remote

(Optional) Select source interfacesource-interface

(Optional)intf

(Optional) Display per-VRF informationvrf

(Optional) Show the logs of operationverbose

(Optional) Show the patch to be appliedshow-patch

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDdebug

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDstop-at-first-failure

(Optional) specify config replace commit timeout valuecommit-timeout

(Optional) Timeout in secondstime

(Optional) No user prompt in maintenance modenon-interactive

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDverify-only

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDverify-and-commit

(Optional) apply patch in best-effort mode. skip intermediate errorsbest-effort

(Optional) Known VRF namevrf-known-name

Command Mode
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• /exec
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configure replace abort
configure replace abort

Syntax Description

Configure the boxconfigure

Perform a replace of the running-configreplace

Aborting config replace operationabort

Command Mode

• /exec
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configure replace commit
configure replace commit

Syntax Description

Configure the boxconfigure

Perform a replace of the running-configreplace

Commit config replace operationcommit

Command Mode

• /exec
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configure session
configure session <s0>

Syntax Description

Enter configuration modeconfigure

Configure the system in a sessionsession

Enter the name of the sessions0

Command Mode

• /exec
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congestion-control ecn
[no] congestion-control ecn

Syntax Description

(Optional) Negate a command or set its defaultsno

Congestion Control Protocolcongestion-control

Enable ECN protocolecn

Command Mode

• /exec/configure/policy-map/type/uf/class
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congestion-control random-detect
[no] congestion-control random-detect { [ threshold { burst-optimized | mesh-optimized } ] | {
minimum-threshold <min-thresh> [ packets | bytes | kbytes | mbytes ] maximum-threshold <max-thresh> [
packets1 | bytes1 | kbytes1 | mbytes1 ] drop-probability <drop-prob> } } { [ ecn ] }

Syntax Description

(Optional) Negate a command or set its defaultsno

Congestion Control Protocolcongestion-control

Enable WRED protocolrandom-detect

(Optional) Thresholdthreshold

Minimum Thresholdminimum-threshold

Maximum Thresholdmaximum-threshold

(Optional) Threshold optimized for bursty trafficburst-optimized

(Optional) Threshold optimized for mesh trafficmesh-optimized

Drop Probability at Maximum Thresholddrop-probability

Drop Probability Valuedrop-prob

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDpackets

(Optional) Bytesbytes

(Optional) Kilo Byteskbytes

(Optional) Mega Bytesmbytes

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDpackets1

(Optional) Bytesbytes1

(Optional) Kilo Byteskbytes1

(Optional) Mega Bytesmbytes1

(Optional) Explicit Congestion Notificationecn

Command Mode

• /exec/configure/policy-map/type/uf/class
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congestion-control random-detect forward-nonecn
[no] congestion-control random-detect forward-nonecn

Syntax Description

(Optional) Negate the commandno

Congestion control protocolcongestion-control

Enable WRED protocolrandom-detect

Forward non ECN capable traffic without WRED droppingforward-nonecn

Command Mode

• /exec/configure
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congestion-control random-detect global-buffer
minimum-threshold maximum-threshold

[no] congestion-control random-detect global-buffer minimum-threshold { <min-thresh> [ packets | bytes |
kbytes | mbytes ] } maximum-threshold { <max-thresh> [ packets1 | bytes1 | kbytes1 | mbytes1 ] }

Syntax Description

(Optional) Negate the commandno

Congestion control protocolcongestion-control

Enable WRED protocolrandom-detect

global buffer thresholdglobal-buffer

Specify minimum threshold for WREDminimum-threshold

Minimum threshold valuemin-thresh

Specify maximum threshold for WREDmaximum-threshold

Maximum threshold valuemax-thresh

(Optional) Packetspackets

(Optional) Bytesbytes

(Optional) Kilo byteskbytes

(Optional) Mega bytesmbytes

(Optional) Packetspackets1

(Optional) Bytesbytes1

(Optional) Kilo Byteskbytes1

(Optional) Mega Bytesmbytes1

Command Mode

• /exec/configure
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congestion-control tail-drop
[no] congestion-control tail-drop [ threshold { burst-optimized | mesh-optimized } ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Congestion Control Protocolcongestion-control

Enable Tail-Droptail-drop

(Optional) Thresholdthreshold

(Optional) Threshold optimized for bursty trafficburst-optimized

(Optional) Threshold optimized for mesh trafficmesh-optimized

Command Mode

• /exec/configure/policy-map/type/uf/class
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connect
[no] connect

Syntax Description

(Optional) Negate a command or set its defaultsno

Connect to remote hostconnect

Command Mode

• /exec/configure/vmt-conn

C Commands
464

C Commands
connect



connected-prefix-sid-map
[no] connected-prefix-sid-map

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure connected prefix Segment Identifier mappingsconnected-prefix-sid-map

Command Mode

• /exec/configure/config-sr-mpls
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constraints
[no] constraints

Syntax Description

(Optional) Negate a command or set its defaultsno

Candidate path-option constraintsconstraints

Command Mode

• /exec/configure/sr/te/color/cndpaths/pref
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constraints
[no] constraints

Syntax Description

(Optional) Negate a command or set its defaultsno

Candidate path-option constraintsconstraints

Command Mode

• /exec/configure/sr/te/pol/cndpaths/pref
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continue
{ continue <value> } | { no continue [ <value> ] }

Syntax Description

Negate a command or set its defaultsno

Continue on a different entry within the route-mapcontinue

Route-map entry sequence numbervalue

Command Mode

• /exec/configure/route-map
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contract-id
{ contract-id <s0> | no contract-id }

Syntax Description

Negate a command or set its defaultsno

Service contract id of the customercontract-id

Provide contract number (as specified in the service agreement)s0

Command Mode

• /exec/configure/callhome
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control-plane
control-plane

Syntax Description

Enter to control-plane sub-modecontrol-plane

Command Mode

• /exec/configure
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control-plane dynamic
control-plane dynamic

Syntax Description

Enter to control-plane sub-modecontrol-plane

dynamic modedynamic

Command Mode

• /exec/configure
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control vlan
[no] control vlan <vlan-id>

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure PLB control vlancontrol

control vlanvlan

vlan idvlan-id

Command Mode

• /exec/configure/plb-inout
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controller-credentials username password 0
[no] controller-credentials username <user> password { 0 <clear> | 7 <encrypted> }

Syntax Description

(Optional) Negate a command or set its defaultsno

NBM Controller login credentialscontroller-credentials

User IDusername

Enter user IDuser

Passwordpassword

Password that follows should be in clear text0

Password in clear textclear

Password that follows should be encrypted text7

Encrypted passwordencrypted

Command Mode

• /exec/configure/nbm-controller
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controller description
{ controller description <ctrlr-desc> | no controller description }

Syntax Description

Negate a command or set its defaultsno

Controller commandcontroller

Controller descriptiondescription

String description of the controllerctrlr-desc

Command Mode

• /exec/configure/controller-type
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controller ip vrf
[no] controller ip <cntlr-ip> vrf { <vrf-name> | <vrf-known-name> }

Syntax Description

(Optional) Negate a command or set its defaultsno

Controllercontroller

IP Addressip

IP Address of Controllercntlr-ip

vrf contextvrf

VRF namevrf-name

Known VRF namevrf-known-name

Command Mode

• /exec/configure/nbm-controller
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controller ipv4
[no] controller ipv4 <ipv4> [ port <tcpport> ] [ vrf { <vrf-name> | <vrf-known-name> } ] [ security { none |
tls } ]

Syntax Description

(Optional) Negate a command or set its defaultsno

OpenFlow controller to usecontroller

Controller ipv4 address (A.B.C.D)ipv4

IP address (A.B.C.D)ipv4

(Optional) Controller TCP port (default is 6653)port

(Optional) TCP port number (default port is 6653)tcpport

(Optional) Controller VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Set security protocolsecurity

(Optional) Disable security protocolnone

(Optional) Enable security protocoltls

Command Mode

• /exec/configure/openflow/switch
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controller ipv4
[no] controller ipv4 <ipv4> [ port <tcpport> ] [ vrf { <vrf-name> | <vrf-known-name> } ] [ security { none |
tls } ]

Syntax Description

(Optional) Negate a command or set its defaultsno

OpenFlow controller to usecontroller

Controller ipv4 address (A.B.C.D)ipv4

IP address (A.B.C.D)ipv4

(Optional) Controller TCP port (default is 6653)port

(Optional) TCP port number (default port is 6653)tcpport

(Optional) Controller VRFvrf

(Optional) VRF namevrf-name

(Optional) Known VRF namevrf-known-name

(Optional) Set security protocolsecurity

(Optional) Disable security protocolnone

(Optional) Enable security protocoltls

Command Mode

• /exec/configure/openflow/switch/sub-switch
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controller type l2 identifier
[no] controller type { l2-vxlan | vxlan } identifier <controller-id>

Syntax Description

(Optional) Negate a command or set its defaultsno

Controller commandcontroller

Controller typetype

l2-vxlanl2-vxlan

vxlanvxlan

Controller identifieridentifier

Controller id valuecontroller-id

Command Mode

• /exec/configure
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copp copy profile prefix
copp copy profile <profile_type> { prefix | suffix } <user_string>

Syntax Description

Control-Plane Policingcopp

Make a copy of the CoPP Profilecopy

CoPP Profileprofile

CoPP Profile Typesprofile_type

prefix for the copied policyprefix

suffix for the copied policysuffix

Enter prefix/suffix for the copied policyuser_string

Command Mode

• /exec
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copp profile
copp profile <profile_type>

Syntax Description

Control-Plane Policingcopp

CoPP Profileprofile

CoPP Profile Typesprofile_type

Command Mode

• /exec/configure
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copp profile
[no] copp profile [ <profile_type> ]

Syntax Description

Negate a command or set its defaultsno

Control-Plane Policingcopp

CoPP Profileprofile

(Optional) CoPP Profile Typesprofile_type

Command Mode

• /exec/configure
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copp rate-limit disable
[no] copp rate-limit disable

Syntax Description

(Optional) Negate a command or set its defaultsno

coppcopp

rate-limitrate-limit

Disable rate-limit on CoPP queuesdisable

Command Mode

• /exec/configure
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copy
copy { { <src_local> { <dest_remote> [ source-interface <intf> | vrf <vrf-known-name> ] } } [ use-kstack ]
| { <src_remote> { <dest_local> [ compact ] | running-config [ echo-commands ] [ stop-at-first-failure ] |
startup-config } } [ source-interface <intf> | vrf <vrf-known-name> ] [ use-kstack ] | { <src_core> {
<dest_remote> [ source-interface <intf> | vrf <vrf-known-name> ] } } [ use-kstack ] | { running-config-src {
<dest_remote> [ source-interface <intf> | vrf <vrf-known-name> ] } } [ use-kstack ] | { startup-config-src {
<dest_remote> [ source-interface <intf> | vrf <vrf-known-name> ] } } [ use-kstack ] }

Syntax Description

Copy from one file to anothercopy

Select source filesystemsrc_local

Select source filesystemsrc_core

Select destination filesystemdest_local

Select destination filesystemdest_remote

Select source filesystemsrc_remote

(Optional) Display per-VRF informationvrf

(Optional) Select source interfacesource-interface

(Optional)intf

(Optional) Known VRF namevrf-known-name

(Optional) Compacting NXOS NBI image using scpcompact

(Optional) Use faster version of copy but with limited optionsuse-kstack

Copy from source to running configurationrunning-config

Copy running configuration to destinationrunning-config-src

Copy from source to startup configurationstartup-config

Copy startup configuration to destinationstartup-config-src

(Optional) Echo the commands before applying them (to correlate errors)echo-commands

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDstop-at-first-failure

Command Mode

• /exec

Usage Guidelines
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When a source or destination URI contains a reserved character such as '!' or '#', the reserved character must
be entered as its percent-encoded ascii value, as described in RFC 3986. For example, the URI
!pa##word@example.com must be entered as %21pa%23%23word@example.com. In this example, the reserved
characters '!' (ascii 0x21) and '#' (ascii 0x23) are represented as '%21' and '%23'.

Note
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copy
copy { { <src_local> { <dest_local> | running-config [ echo-commands ] [ stop-at-first-failure ] | startup-config
| scheduled-config } } | { <src_core> <dest_local_core> } | { running-config-src { startup-config [ fabric ] |
<dest_local_config> } } | { startup-config-src { running-config [ echo-commands ] [ stop-at-first-failure ] |
<dest_local_config> } } | { switch-profile-cfg <dest_local_config> } }

Syntax Description

Copy from one file to anothercopy

Select source filesystemsrc_local

Select source filesystemsrc_core

Select destination filesystemdest_local

Select destination filesystemdest_local_core

Select destination filesystemdest_local_config

Copy from source to running configurationrunning-config

Copy running configuration to destinationrunning-config-src

Copy from source to startup configurationstartup-config

Copy startup configuration to destinationstartup-config-src

Schedule configuration at the specified source to be applied at next
switch reload

scheduled-config

Copy switch profile running configuration to destinationswitch-profile-cfg

(Optional) Echo the commands before applying them (to correlate errors)echo-commands

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDstop-at-first-failure

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDfabric

Command Mode

• /exec

Usage Guidelines

When a source or destination URI contains a reserved character such as '!' or '#', the reserved character must
be entered as its percent-encoded ascii value, as described in RFC 3986. For example, the URI
!pa##word@example.com must be entered as %21pa%23%23word@example.com. In this example, the reserved
characters '!' (ascii 0x21) and '#' (ascii 0x23) are represented as '%21' and '%23'.

Note
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copy licenses
copy licenses <uri0>

Syntax Description

Copy from one file to anothercopy

Backup license fileslicenses

Specify URL (with .tar extension) for backing up license filesuri0

Command Mode

• /exec
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copy licenses
copy licenses <uri0>

Syntax Description

Copy from one file to anothercopy

Backup license fileslicenses

Specify URL (with .tar extension) for backing up license filesuri0

Command Mode

• /exec
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copy recursive
copy <source> <destination> recursive [ vrf <vrf-known-name> ] [ use-kstack ]

Syntax Description

Copy from one file to anothercopy

Recursively copy files and foldersrecursive

Select source filesystemsource

Select destination filesystemdestination

(Optional) Display per-VRF informationvrf

(Optional) Use kstack version of copyuse-kstack

(Optional) Known VRF namevrf-known-name

Command Mode

• /exec

Usage Guidelines

When a source or destination URI contains a reserved character such as '!' or '#', the reserved character must
be entered as its percent-encoded ascii value, as described in RFC 3986. For example, the URI
!pa##word@example.com must be entered as %21pa%23%23word@example.com. In this example, the reserved
characters '!' (ascii 0x21) and '#' (ascii 0x23) are represented as '%21' and '%23'.

Note
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copy running vdc-all
copy { running-config-src { <dest_remote> [ source-interface <intf> | vrf <vrf-known-name> ] } |
startup-config-src { <dest_remote> [ source-interface <intf> | vrf <vrf-known-name> ] } } vdc-all [ use-kstack
]

Syntax Description

Copy from one file to anothercopy

Select destination filesystemdest_remote

(Optional) Display per-VRF informationvrf

(Optional) Known VRF namevrf-known-name

(Optional) Select source interfacesource-interface

(Optional)intf

Copy running configuration to destinationrunning-config-src

Copy startup configuration to destinationstartup-config-src

Perform copy for all vdcsvdc-all

(Optional) Use kstack version of copyuse-kstack

Command Mode

• /exec

Usage Guidelines

When a source or destination URI contains a reserved character such as '!' or '#', the reserved character must
be entered as its percent-encoded ascii value, as described in RFC 3986. For example, the URI
!pa##word@example.com must be entered as %21pa%23%23word@example.com. In this example, the reserved
characters '!' (ascii 0x21) and '#' (ascii 0x23) are represented as '%21' and '%23'.

Note
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copy vdc-all
copy { running-config-src { startup-config | <dest_local_config> } | startup-config-src { running-config |
<dest_local_config> } } vdc-all

Syntax Description

Copy from one file to anothercopy

Select destination filesystemdest_local_config

Copy running configuration to destinationrunning-config-src

Copy from source to startup configurationstartup-config

Copy from source to running configurationrunning-config

Copy startup configuration to destinationstartup-config-src

Perform copy for all vdcsvdc-all

Command Mode

• /exec

Usage Guidelines

When a source or destination URI contains a reserved character such as '!' or '#', the reserved character must
be entered as its percent-encoded ascii value, as described in RFC 3986. For example, the URI
!pa##word@example.com must be entered as %21pa%23%23word@example.com. In this example, the reserved
characters '!' (ascii 0x21) and '#' (ascii 0x23) are represented as '%21' and '%23'.

Note
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cost
{ cost <cost> } | { no cost [ <cost> ] }

Syntax Description

Negate a command or set its defaultsno

Cost associated with interfacecost

Cost valuecost

Command Mode

• /exec/configure/router-ospf/vrf/router-ospf-slink
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count
| count

Syntax Description

Pipe command output to filter|

Count number of linescount

Command Mode

• /output
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count
[no] count <cap-count>

Syntax Description

(Optional) Negate the commandno

Configure Captured Transactions countcount

Number of Captured Transactionscap-count

Command Mode

• /exec/configure/pkt-drop
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crypto ca authenticate
[no] crypto ca authenticate <s0> [ accept ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Authenticate the certificate authority certificateauthenticate

trustpoint labels0

THIS KEYWORD OR VARIABLE IS NOT SUPPORTEDaccept

Command Mode

• /exec/configure
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crypto ca crl request
[no] crypto ca crl request <s0> <uri0>

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

import certificate revocation listcrl

import certificate revocation listrequest

trustpoint labels0

Specify source file nameuri0

Command Mode

• /exec/configure
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crypto ca enroll
[no] crypto ca enroll <s0>

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Create certificate requestenroll

trustpoint labels0

Command Mode

• /exec/configure
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crypto ca export pkcs12
[no] crypto ca export <s0> pkcs12 <uri0> <s1>

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

export rsa private key and certificates in pkcs#12export

trustpoint labels0

destination file urlpkcs12

Specify destination file nameuri0

passphrase to encrypt the private keys1

Command Mode

• /exec/configure
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crypto ca import certificate
[no] crypto ca import <s0> certificate

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

import the certificate or keyimport

trustpoint labels0

import the certificatecertificate

Command Mode

• /exec/configure
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crypto ca import pkcs12
crypto ca import <s0> pkcs12 <uri0> <s1>

Syntax Description

Set crypto settingscrypto

Configure certificate authority related informationca

import the certificate or keyimport

trustpoint labels0

source file urlpkcs12

source file urluri0

passphrase to decrypt the private keys1

Command Mode

• /exec/configure
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crypto ca lookup
[no] crypto ca lookup { remote | local | both }

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Choose the certstore for authenticationlookup

Use remote certstoreremote

Use local certstorelocal

Use both local and remote certstoreboth

Command Mode

• /exec/configure
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crypto ca remote ldap
[no] crypto ca remote ldap { server-group <s0> | [ crl-refresh-time <i0> ] }

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Use ca from remote certstoreremote

Ldap certstoreldap

(Optional) Configure refresh-time to fetch crl from remote certstorecrl-refresh-time

(Optional) Refresh time value in hours. A value of 0 will now run the
refresh routine once.

i0

Ldap server groupserver-group

Ldap server group names0

Command Mode

• /exec/configure
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crypto ca trustpoint
[no] crypto ca trustpoint <s0>

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Configure trustpoint certificate authoritytrustpoint

trustpoint labels0

Command Mode

• /exec/configure
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crypto ca trustpool import url
crypto ca trustpool import url <source_uri>

Syntax Description

Set crypto settingscrypto

Configure certificate authority related informationca

Configure trustpool related informationtrustpool

Configure import of trustpoolimport

Configure URL from which trustpool will be importedurl

Select source URLsource_uri

Command Mode

• /exec
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crypto ca trustpool import url clean
crypto ca trustpool import url clean

Syntax Description

Set crypto settingscrypto

Configure certificate authority related informationca

Configure trustpool related informationtrustpool

Configure import of trustpoolimport

URL from which trustpool will be importedurl

delete the contents of the trustpoolclean

Command Mode

• /exec
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crypto ca trustpool policy
crypto ca trustpool policy

Syntax Description

Set crypto settingscrypto

Configure certificate authority related informationca

Configure trustpool related informationtrustpool

Configure trustpool policypolicy

Command Mode

• /exec/configure
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crypto cert ssh-authorize
[no] crypto cert ssh-authorize [ <s0> map <s1> [ <s2> ] | default map <s3> ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Configure crypto settingscrypto

Configure certificate maping filter settingscert

Configure mapping filter for sshssh-authorize

(Optional) Issuer name of the certificates0

(Optional) Mapping filter to be appliedmap

(Optional) Name of the mapping filter which is already configureds1

(Optional) Name of the mapping filter which is already configureds2

(Optional) Default map for ssh authorizationdefault

(Optional) Name of the default mapping filter which is already
configured

s3

Command Mode

• /exec/configure
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crypto certificatemap mapname
[no] crypto certificatemap mapname <s0>

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificatemap filterscertificatemap

Create a new filter mapmapname

Name of the filter maps0

Command Mode

• /exec/configure
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crypto key generate rsa
[no] crypto key generate rsa [ { [ exportable ] [ modulus <i0> ] | [ label <s0> ] [ [ exportable ] [ modulus1
<i1> ] ] | modulus2 <i2> } ]

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure key pair related informationkey

Configure key pair generation related informationgenerate

Configure rsa key pair generation related informationrsa

(Optional) key-pair is exportableexportable

(Optional) key-pair sizemodulus

(Optional) key-pair sizei0

(Optional) key-pair labellabel

(Optional) key-pair labels0

(Optional) key-pair is exportableexportable

(Optional) key-pair sizemodulus1

(Optional) key-pair sizei1

(Optional) key-pair sizemodulus2

(Optional) key-pair sizei2

Command Mode

• /exec/configure
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crypto key zeroize rsa
[no] crypto key zeroize rsa <s0>

Syntax Description

(Optional) Negate a command or set its defaultsno

Set crypto settingscrypto

Configure key pair related informationkey

Delete key-pairzeroize

Delete rsa key-pairrsa

key-pair labels0

Command Mode

• /exec/configure
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cryptographic-algorithm
[no] cryptographic-algorithm <algo>

Syntax Description

(Optional) Negate a command or set its defaultsno

Set cryptographic-algorithm to be usedcryptographic-algorithm

Crytographic-algorithmalgo

Command Mode

• /exec/configure/keychain-key
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customer-id
{ customer-id <s0> | no customer-id }

Syntax Description

Negate a command or set its defaultsno

customer idcustomer-id

Provide customer id (as specified in the service agreement)s0

Command Mode

• /exec/configure/callhome
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cut
| cut { -b <bytes> | -c <chars> | -f <fields> | -d <delim> | -s | --help } +

Syntax Description

Pipe command output to filter|

Print selected parts of lines.cut

output only these bytes-b

output only these characters-c

specify other field delimiter (default is TAB).-d

output only these fields also print any line that contains no delimiter
character, unless the -s option is specified

-f

do not print lines not containing delimiters-s

{n|n-|n-m|-m} N-th byte, N to end of line, N to M, start of line to Nbytes

{n|n-|n-m|-m} N-th char, N to end of line, N to M, start of line to Nchars

{n|n-|n-m|-m} N-th field, N to end of line, N to M, start of line to Nfields

field separator char, TAB is default, use ' ' for spacedelim

print help of underlying unix command--help

Command Mode

• /output
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