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Preface

This preface includes the following sections:

• Audience, on page lxxxv
• Documentation Conventions, on page lxxxv
• Documentation Feedback, on page lxxxvi
• Obtaining Documentation and Submitting a Service Request, on page lxxxvi

Audience
This publication is for network administrators who install, configure, and maintain Cisco Nexus switches.

Documentation Conventions
Command descriptions use the following conventions:

DescriptionConvention
Bold text indicates the commands and keywords that you enter literally
as shown.

bold

Italic text indicates arguments for which the user supplies the values.Italic

Square brackets enclose an optional element (keyword or argument).[x]

Square brackets enclosing keywords or arguments separated by a vertical
bar indicate an optional choice.

[x | y]

Braces enclosing keywords or arguments separated by a vertical bar
indicate a required choice.

{x | y}

Nested set of square brackets or braces indicate optional or required
choices within optional or required elements. Braces and a vertical bar
within square brackets indicate a required choice within an optional
element.

[x {y | z}]

Indicates a variable for which you supply values, in context where italics
cannot be used.

variable
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DescriptionConvention

A nonquoted set of characters. Do not use quotation marks around the
string or the string will include the quotation marks.

string

Examples use the following conventions:

DescriptionConvention
Terminal sessions and information the switch displays are in screen font.screen font

Information you must enter is in boldface screen font.boldface screen font

Arguments for which you supply values are in italic screen font.italic screen font

Nonprinting characters, such as passwords, are in angle brackets.< >

Default responses to system prompts are in square brackets.[ ]

An exclamation point (!) or a pound sign (#) at the beginning of a line
of code indicates a comment line.

!, #

Documentation Feedback
To provide technical feedback on this document, or to report an error or omission, please send your comments
to . We appreciate your feedback.

Obtaining Documentation and Submitting a Service Request
For information on obtaining documentation, using the Cisco Bug Search Tool (BST), submitting a service
request, and gathering additional information, seeWhat's New in Cisco Product Documentation at:
http://www.cisco.com/c/en/us/td/docs/general/whatsnew/whatsnew.html

Subscribe toWhat’s New in Cisco Product Documentation, which lists all new and revised Cisco technical
documentation as an RSS feed and delivers content directly to your desktop using a reader application. The
RSS feeds are a free service.
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READ ME FIRST

This document contains some commands that are not supported in Cisco NX-OS Release 6.1(2)I2(2). For
example, this release does not support FabricPath, FCoE, FEX, GLBP, MPLS, OTV, and PIM6. Commands
related to these features are not currently supported and are disabled in the software.
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SPECIAL-SYMBOLS Commands

• Comment (!!) (clis), on page 4
• Redirect and Append (>>) (clis), on page 5
• Redirect (>) (clis), on page 6
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Comment (!!) (clis)
!! cmd-comment

Syntax Description COMMENT_HELP!!

Type: remainder

Specify configuration comment

cmd-comment

Command Modes • /output
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Redirect and Append (>>) (clis)
">>" uri0

Syntax Description Redirect output to the end of a file (append)>>

Type: uri

destination filesystem path

uri0

Command Modes • /output
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Redirect (>) (clis)
">" {uri_local|uri_remote [vrf vrf-known-name]}

Syntax Description Redirect it to a file>

Type: uri

destination filesystem path

uri_local

Type: uri

destination filesystem path

uri_remote

Display per-VRF
information

vrf

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /output
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SPECIAL-ACL Commands

• arp_acl_rule (aclmgr), on page 8
• ip_acl_rule (aclmgr), on page 12
• ip_acl_rule (aclmgr), on page 18
• ip_acl_rule (aclmgr), on page 24
• ip_acl_rule (aclmgr), on page 29
• ip_acl_rule (aclmgr), on page 37
• ipv6_acl_rule (aclmgr), on page 42
• ipv6_acl_rule (aclmgr), on page 48
• ipv6_acl_rule (aclmgr), on page 53
• ipv6_acl_rule (aclmgr), on page 58
• ipv6_acl_rule (aclmgr), on page 65
• mac_acl_rule (aclmgr), on page 69
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arp_acl_rule (aclmgr)
{[seqno]|no} permitdeny {[arp_request] req_ip {sender1_ip_any|{sender1_host sender1_ip|sender1_net_ip
sender1_ip_mask}} mac {sender1_mac_any|{sender1_mac_host sender1_mac|sender1_net_mac
sender1_mac_mask}}|arp_response resp_ip {sender2_ip_any|{sender2_host sender2_ip|sender2_net_ip
sender2_ip_mask}} {target_ip_any|{target_host target_ip|target_net_ip target_ip_mask}} mac
{sender2_mac_any|{sender2_mac_host sender2_mac|sender2_net_mac sender2_mac_mask}}
[{target_mac_any|{target_mac_host target_mac|target_net_mac target_mac_mask}}]} [arp_log] [capture
session session-id]

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Any IP protocolreq_ip

Any IP protocolresp_ip

ARP_Request

request value: 1
ARP requests

arp_request

ARP_Response

response value: 1
ARP Responses

arp_response

Any

any value: 1
Any IP address

sender1_ip_any

Host

host value: 1
host IP address

sender1_host

Type: ipaddr

IP address <a.b.c.d>

sender1_ip
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Type: ipaddr

IP address <a.b.c.d>

sender1_net_ip

Type: ipaddr

IP mask <a.b.c.d>

sender1_ip_mask

Any

any value: 1
Any IP address

sender2_ip_any

Host

host value: 1
host IP address

sender2_host

Type: ipaddr

IP address <a.b.c.d>

sender2_ip

Type: ipaddr

IP address <a.b.c.d>

sender2_net_ip

Type: ipaddr

IP mask <a.b.c.d>

sender2_ip_mask

Any

any value: 1
Any IP address

target_ip_any

Host

host value: 1
host IP address

target_host

Type: ipaddr

IP address <a.b.c.d>

target_ip

Type: ipaddr

IP address <a.b.c.d>

target_net_ip

Type: ipaddr

IP mask <a.b.c.d>

target_ip_mask

MAC configuration commandsmac

Any

any value: 1
Any MAC address

sender1_mac_any
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Host

host value: 1
host MAC address

sender1_mac_host

Type: ethernet

MAC address EEEE.EEEE.EEEE

sender1_mac

Type: ethernet

MAC address EEEE.EEEE.EEEE

sender1_net_mac

Type: ethernet

MAC mask EEEE.EEEE.EEEE

sender1_mac_mask

Any

any value: 1
Any MAC address

sender2_mac_any

Host

host value: 1
host MAC address

sender2_mac_host

Type: ethernet

MAC address EEEE.EEEE.EEEE

sender2_mac

Type: ethernet

MAC address EEEE.EEEE.EEEE

sender2_net_mac

Type: ethernet

MAC mask EEEE.EEEE.EEEE

sender2_mac_mask

Any

any value: 1
Any MAC address

target_mac_any

Host

host value: 1
host MAC address

target_mac_host

Type: ethernet

MAC address EEEE.EEEE.EEEE

target_mac

Type: ethernet

MAC address EEEE.EEEE.EEEE

target_net_mac

Type: ethernet

MAC mask EEEE.EEEE.EEEE

target_mac_mask

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
10

SPECIAL-ACL Commands
arp_acl_rule (aclmgr)



Log

log value: 1
Log on match

arp_log

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/arpacl
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ip_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_tcp {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} [{src_port_op {src_port0src_port0_str}|src_port_range
{src_port1src_port1_str} {src_port2src_port2_str}|src_portgroup src_port_group}] {dst_any|dst_addr
dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp dst_addrgrp_name} [{dst_port_op
{dst_port0dst_port0_str}|dst_port_range {dst_port1dst_port1_str} {dst_port2dst_port2_str}|dst_portgroup
dst_port_group}] {[{urg|ack|psh|rst|syn|fin|established|[log] [time-range time_range_name]|packet-length
{plen_op plen0|plen_range plen1 plen2}|dscp
{dscp_numdscp_str}}]+|[{urg|ack|psh|rst|syn|fin|established|[log] [time-range
time_range_name]|packet-length {plen_op plen0|plen_range plen1 plen2}|tos
{tos_numtos_str}|precedence {prec_numprec_str}}]+}|{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} {[{[fragments]|[log] [time-range
time_range_name]|packet-length {plen_op plen0|plen_range plen1 plen2}|dscp
{dscp_numdscp_str}}]+|[{[fragments]|[log] [time-range time_range_name]|packet-length {plen_op
plen0|plen_range plen1 plen2}|tos {tos_numtos_str}|precedence {prec_numprec_str}}]+}} [capture
session session-id]

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

tcp value: 6
Transmission Control Protocol

proto_tcp

Anysrc_any

Type: ipaddr

Source network address

src_addr

Type: ipaddr

Source wildcard bits

src_wild

Type: ipprefix

Source network prefix

src_prefix

A single source hostsrc_key_host
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Type: ipaddr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Port operatorsrc_port_op

Port rangesrc_port_range

Type: integer

min: 0 max: 65535

Port number

src_port0

TCP portsrc_port0_str

Type: integer

min: 0 max: 65535

Port number

src_port1

TCP portsrc_port1_str

Type: integer

min: 0 max: 65535

Port number

src_port2

TCP portsrc_port2_str

src port group Not available in this release.src_portgroup

Type: string

Port group name

src_port_group

Anydst_any

Type: ipaddr

Destination network address

dst_addr

Type: ipaddr

Destination wildcard bits

dst_wild

Type: ipprefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host
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Type: ipaddr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Port operatordst_port_op

Port rangedst_port_range

Type: integer

min: 0 max: 65535

Port number

dst_port0

TCP portdst_port0_str

Type: integer

min: 0 max: 65535

Port number

dst_port1

TCP portdst_port1_str

Type: integer

min: 0 max: 65535

Port number

dst_port2

TCP portdst_port2_str

dst port group Not available in this release.dst_portgroup

Type: string

Port group name

dst_port_group

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Match packets with given TOS valuetos

Type: integer

min: 0 max: 15

Type of service value

tos_num
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Type of service labeltos_str

Match packets with given precedence valueprecedence

Type: integer

min: 0 max: 7

Precedence value

prec_num

Precedence label

routine value: 0
Match packets with routine precedence (0)

priority value: 1
Match packets with priority precedence (1)

immediate value: 2
Match packets with immediate precedence (2)

flash value: 3
Match packets with flash precedence (3)

flash-override value: 4
Match packets with flash override precedence (4)

critical value: 5
Match packets with critical precedence (5)

internet value: 6
Match packets with internetwork control precedence (6)

network value: 7
Match packets with network control precedence (7)

prec_str

Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1
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Type: integer

min: 20 max: 9210

Higher packet length

plen2

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1

Type: integer

min: 20 max: 9210

Higher packet length

plen2

Match on the URG biturg

Match on the ACK bitack

Match on the PSH bitpsh

Match on the RST bitrst

Match on the SYN bitsyn

Match on the FIN bitfin

Match established connectionsestablished

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipacl
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ip_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_udp {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} [{src_port_op {src_port0src_port0_str}|src_port_range
{src_port1src_port1_str} {src_port2src_port2_str}|src_portgroup src_port_group}] {dst_any|dst_addr
dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp dst_addrgrp_name} [{dst_port_op
{dst_port0dst_port0_str}|dst_port_range {dst_port1dst_port1_str} {dst_port2dst_port2_str}|dst_portgroup
dst_port_group}] {[{[log] [time-range time_range_name]|packet-length {plen_op plen0|plen_range
plen1 plen2}|dscp {dscp_numdscp_str}}]+|[{[log] [time-range time_range_name]|packet-length
{plen_op plen0|plen_range plen1 plen2}|tos {tos_numtos_str}|precedence
{prec_numprec_str}}]+}|{src_any|src_addr src_wildsrc_prefix|src_key_host src_host|src_key_addrgrp
src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp
dst_addrgrp_name} {[{[fragments]|[log] [time-range time_range_name]|packet-length {plen_op
plen0|plen_range plen1 plen2}|dscp {dscp_numdscp_str}}]+|[{[fragments]|[log] [time-range
time_range_name]|packet-length {plen_op plen0|plen_range plen1 plen2}|tos
{tos_numtos_str}|precedence {prec_numprec_str}}]+}} [capture session session-id]

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

udp value: 17
User Datagram Protocol

proto_udp

Anysrc_any

Type: ipaddr

Source network address

src_addr

Type: ipaddr

Source wildcard bits

src_wild

Type: ipprefix

Source network prefix

src_prefix

A single source hostsrc_key_host
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Type: ipaddr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Port operatorsrc_port_op

Port rangesrc_port_range

Type: integer

min: 0 max: 65535

Port number

src_port0

UDP portsrc_port0_str

Type: integer

min: 0 max: 65535

Port number

src_port1

UDP portsrc_port1_str

Type: integer

min: 0 max: 65535

Port number

src_port2

UDP portsrc_port2_str

src port group Not available in this release.src_portgroup

Type: string

Port group name

src_port_group

Anydst_any

Type: ipaddr

Destination network address

dst_addr

Type: ipaddr

Destination wildcard bits

dst_wild

Type: ipprefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host
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Type: ipaddr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Port operatordst_port_op

Port rangedst_port_range

Type: integer

min: 0 max: 65535

Port number

dst_port0

UDP portdst_port0_str

Type: integer

min: 0 max: 65535

Port number

dst_port1

UDP portdst_port1_str

Type: integer

min: 0 max: 65535

Port number

dst_port2

UDP portdst_port2_str

dst port group Not available in this release.dst_portgroup

Type: string

Port group name

dst_port_group

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Match packets with given TOS valuetos

Type: integer

min: 0 max: 15

Type of service value

tos_num
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Type of service labeltos_str

Match packets with given precedence valueprecedence

Type: integer

min: 0 max: 7

Precedence value

prec_num

Precedence label

routine value: 0
Match packets with routine precedence (0)

priority value: 1
Match packets with priority precedence (1)

immediate value: 2
Match packets with immediate precedence (2)

flash value: 3
Match packets with flash precedence (3)

flash-override value: 4
Match packets with flash override precedence (4)

critical value: 5
Match packets with critical precedence (5)

internet value: 6
Match packets with internetwork control precedence (6)

network value: 7
Match packets with network control precedence (7)

prec_str

Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1
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Type: integer

min: 20 max: 9210

Higher packet length

plen2

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipacl
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ip_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_igmp {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} {[{[log] [time-range time_range_name]|packet-length
{plen_op plen0|plen_range plen1 plen2}|dscp {dscp_numdscp_str}}]+|[{[log] [time-range
time_range_name]|packet-length {plen_op plen0|plen_range plen1 plen2}|tos
{tos_numtos_str}|precedence {prec_numprec_str}}]+}|{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} {[{[fragments]|[log] [time-range
time_range_name]|packet-length {plen_op plen0|plen_range plen1 plen2}|dscp
{dscp_numdscp_str}}]+|[{[fragments]|[log] [time-range time_range_name]|packet-length {plen_op
plen0|plen_range plen1 plen2}|tos {tos_numtos_str}|precedence {prec_numprec_str}}]+} [capture
session session-id]}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

igmp value: 2
Internet Group Management Protocol

proto_igmp

Anysrc_any

Type: ipaddr

Source network address

src_addr

Type: ipaddr

Source wildcard bits

src_wild

Type: ipprefix

Source network prefix

src_prefix

A single source hostsrc_key_host

Type: ipaddr

Source address

src_host
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Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Anydst_any

Type: ipaddr

Destination network address

dst_addr

Type: ipaddr

Destination wildcard bits

dst_wild

Type: ipprefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host

Type: ipaddr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Match packets with given TOS valuetos

Type: integer

min: 0 max: 15

Type of service value

tos_num
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Type of service labeltos_str

Match packets with given precedence valueprecedence

Type: integer

min: 0 max: 7

Precedence value

prec_num

Precedence label

routine value: 0
Match packets with routine precedence (0)

priority value: 1
Match packets with priority precedence (1)

immediate value: 2
Match packets with immediate precedence (2)

flash value: 3
Match packets with flash precedence (3)

flash-override value: 4
Match packets with flash override precedence (4)

critical value: 5
Match packets with critical precedence (5)

internet value: 6
Match packets with internetwork control precedence (6)

network value: 7
Match packets with network control precedence (7)

prec_str

Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1
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Type: integer

min: 20 max: 9210

Higher packet length

plen2

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipacl
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ip_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_icmp {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} {[{[log] [time-range time_range_name]|icmp_type
[icmp_code]|packet-length {plen_op plen0|plen_range plen1 plen2}|dscp {dscp_numdscp_str}}]+|[{[log]
[time-range time_range_name]icmp_str|packet-length {plen_op plen0|plen_range plen1 plen2}|dscp
{dscp_numdscp_str}}]+|[{[log] [time-range time_range_name]|icmp_type [icmp_code]|packet-length
{plen_op plen0|plen_range plen1 plen2}|tos {tos_numtos_str}|precedence {prec_numprec_str}}]+|[{[log]
[time-range time_range_name]icmp_str|packet-length {plen_op plen0|plen_range plen1 plen2}|tos
{tos_numtos_str}|precedence {prec_numprec_str}}]+}|{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} {[{[fragments]|[log] [time-range
time_range_name]|packet-length {plen_op plen0|plen_range plen1 plen2}|dscp
{dscp_numdscp_str}}]+|[{[fragments]|[log] [time-range time_range_name]|packet-length {plen_op
plen0|plen_range plen1 plen2}|tos {tos_numtos_str}|precedence {prec_numprec_str}}]+} [capture
session session-id]}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

icmp value: 1
Internet Control Message Protocol

proto_icmp

Anysrc_any

Type: ipaddr

Source network address

src_addr

Type: ipaddr

Source wildcard bits

src_wild

Type: ipprefix

Source network prefix

src_prefix

A single source hostsrc_key_host
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Type: ipaddr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Anydst_any

Type: ipaddr

Destination network address

dst_addr

Type: ipaddr

Destination wildcard bits

dst_wild

Type: ipprefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host

Type: ipaddr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Match packets with given TOS valuetos

Type: integer

min: 0 max: 15

Type of service value

tos_num
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Type of service labeltos_str

Match packets with given precedence valueprecedence

Type: integer

min: 0 max: 7

Precedence value

prec_num

Precedence label

routine value: 0
Match packets with routine precedence (0)

priority value: 1
Match packets with priority precedence (1)

immediate value: 2
Match packets with immediate precedence (2)

flash value: 3
Match packets with flash precedence (3)

flash-override value: 4
Match packets with flash override precedence (4)

critical value: 5
Match packets with critical precedence (5)

internet value: 6
Match packets with internetwork control precedence (6)

network value: 7
Match packets with network control precedence (7)

prec_str

Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1
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Type: integer

min: 20 max: 9210

Higher packet length

plen2

Type: integer

min: 0 max: 255

ICMP message type

icmp_type

Type: integer

min: 0 max: 255

ICMP message code

icmp_code
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icmp_str
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ICMP label

echo-reply value: 0
Echo reply

unreachable value: 1
All unreachables

net-unreachable value: 2
Net unreachable

host-unreachable value: 3
Host unreachable

dod-host-prohibited value: 4
Host prohibited

net-tos-unreachable value: 5
Network unreachable for TOS

host-tos-unreachable value: 6
Host unreachable for TOS

administratively-prohibited value: 7
Administratively prohibited

host-precedence-unreachable value: 8
Host unreachable for precedence

precedence-unreachable value: 9
Precedence cutoff

protocol-unreachable value: 10
Protocol unreachable

port-unreachable value: 11
Port unreachable

packet-too-big value: 12
Fragmentation needed and DF set

source-route-failed value: 13
Source route failed

network-unknown value: 14
Network unknown

host-unknown value: 15
Host unknown

host-isolated value: 16
Host isolated

dod-net-prohibited value: 17
Net prohibited

source-quench value: 18
Source quenches

redirect value: 19
All redirects

net-redirect value: 20
Network redirect

host-redirect value: 21
Host redirect

net-tos-redirect value: 22
Net redirect for TOS

host-tos-redirect value: 23
Host redirect for TOS

alternate-address value: 24
Alternate address
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echo value: 25
Echo (ping)

router-advertisement value: 26
Router discovery advertisements

router-solicitation value: 27
Router discovery solicitations

time-exceeded value: 28
All time exceededs

ttl-exceeded value: 29
TTL exceeded

reassembly-timeout value: 30
Reassembly timeout

parameter-problem value: 31
All parameter problems

general-parameter-problem value: 32
Parameter problem

option-missing value: 33
Parameter required but not present

no-room-for-option value: 34
Parameter required but no room

timestamp-request value: 35
Timestamp requests

timestamp-reply value: 36
Timestamp replies

information-request value: 37
Information requests

information-reply value: 38
Information replies

mask-request value: 39
Mask requests

mask-reply value: 40
Mask replies

traceroute value: 41
Traceroute

conversion-error value: 42
Datagram conversion

mobile-redirect value: 43
Mobile host redirect

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipacl
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ip_acl_rule (aclmgr)
{[seqno]|no} permitdeny {ipprotoip_other_proto} {src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} {[{[fragments]|[log] [time-range
time_range_name]|packet-length {plen_op plen0|plen_range plen1 plen2}|dscp
{dscp_numdscp_str}}]+|[{[fragments]|[log] [time-range time_range_name]|packet-length {plen_op
plen0|plen_range plen1 plen2}|tos {tos_numtos_str}|precedence {prec_numprec_str}}]+} [capture
session session-id]

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Any IP protocolip

Type: uinteger

min: 0 max: 255

A protocol number

proto

ip_other_proto

ahp value: 51
Authentication header protocol

eigrp value: 88
Cisco's EIGRP routing protocol

esp value: 50
Encapsulation security payload

gre value: 47
Cisco's GRE tunneling

ospf value: 89
OSPF routing protocol

nos value: 94
KA9Q NOS compatible IP over IP tunneling

pim value: 103
Protocol independent multicast

pcp value: 108
Payload compression protocol

ip_other_proto

Anysrc_any
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Type: ipaddr

Source network address

src_addr

Type: ipaddr

Source wildcard bits

src_wild

Type: ipprefix

Source network prefix

src_prefix

A single source hostsrc_key_host

Type: ipaddr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Anydst_any

Type: ipaddr

Destination network address

dst_addr

Type: ipaddr

Destination wildcard bits

dst_wild

Type: ipprefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host

Type: ipaddr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Match packets with given TOS valuetos

Type: integer

min: 0 max: 15

Type of service value

tos_num
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Type of service labeltos_str

Match packets with given precedence valueprecedence

Type: integer

min: 0 max: 7

Precedence value

prec_num

Precedence label

routine value: 0
Match packets with routine precedence (0)

priority value: 1
Match packets with priority precedence (1)

immediate value: 2
Match packets with immediate precedence (2)

flash value: 3
Match packets with flash precedence (3)

flash-override value: 4
Match packets with flash override precedence (4)

critical value: 5
Match packets with critical precedence (5)

internet value: 6
Match packets with internetwork control precedence (6)

network value: 7
Match packets with network control precedence (7)

prec_str

Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1
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Type: integer

min: 20 max: 9210

Higher packet length

plen2

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipacl
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ipv6_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_tcp {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} [{src_port_op {src_port0src_port0_str}|src_port_range
{src_port1src_port1_str} {src_port2src_port2_str}|src_portgroup src_port_group}] {dst_any|dst_addr
dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp dst_addrgrp_name} [{dst_port_op
{dst_port0dst_port0_str}|dst_port_range {dst_port1dst_port1_str} {dst_port2dst_port2_str}|dst_portgroup
dst_port_group}] {[dscp {dscp_numdscp_str}]|[flow-label flow_num]|[log] [time-range
time_range_name]|[{urg|ack|psh|rst|syn|fin|established}]|[packet-length {plen_op plen0|plen_range
plen1 plen2}]}+|{src_any|src_addr src_wildsrc_prefix|src_key_host src_host|src_key_addrgrp
src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp
dst_addrgrp_name} [dscp {dscp_numdscp_str}] [flow-label flow_num] [fragments] [log] [time-range
time_range_name] [packet-length {plen_op plen0|plen_range plen1 plen2}]+ [capture session
session-id]}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

tcp value: 6
Transmission Control Protocol

proto_tcp

Anysrc_any

Type: ipv6addr

Source network address

src_addr

Type: ipv6addr

Source wildcard bits

src_wild

Type: ipv6prefix

Source network prefix

src_prefix

A single source hostsrc_key_host

Type: ipv6addr

Source address

src_host
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Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Port operatorsrc_port_op

Port rangesrc_port_range

Type: integer

min: 0 max: 65535

Port number

src_port0

TCP portsrc_port0_str

Type: integer

min: 0 max: 65535

Port number

src_port1

TCP portsrc_port1_str

Type: integer

min: 0 max: 65535

Port number

src_port2

TCP portsrc_port2_str

src port group Not available in this release.src_portgroup

Type: string

Port group name

src_port_group

Anydst_any

Type: ipv6addr

Destination network address

dst_addr

Type: ipv6addr

Destination wildcard bits

dst_wild

Type: ipv6prefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host

Type: ipv6addr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp
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Type: string

Address group name

dst_addrgrp_name

Port operatordst_port_op

Port rangedst_port_range

Type: integer

min: 0 max: 65535

Port number

dst_port0

TCP portdst_port0_str

Type: integer

min: 0 max: 65535

Port number

dst_port1

TCP portdst_port1_str

Type: integer

min: 0 max: 65535

Port number

dst_port2

TCP portdst_port2_str

dst port group Not available in this release.dst_portgroup

Type: string

Port group name

dst_port_group

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Flow label Not available in this release.flow-label

Type: integer

min: 0 max: 1048575

Flow label value

flow_num
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Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1

Type: integer

min: 20 max: 9210

Higher packet length

plen2

Match on the URG biturg

Match on the ACK bitack

Match on the PSH bitpsh

Match on the RST bitrst

Match on the SYN bitsyn

Match on the FIN bitfin

Match established connectionsestablished

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id
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Command Modes • /exec/configure/ipv6acl

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
47

SPECIAL-ACL Commands
ipv6_acl_rule (aclmgr)



ipv6_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_udp {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} [{src_port_op {src_port0src_port0_str}|src_port_range
{src_port1src_port1_str} {src_port2src_port2_str}|src_portgroup src_port_group}] {dst_any|dst_addr
dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp dst_addrgrp_name} [{dst_port_op
{dst_port0dst_port0_str}|dst_port_range {dst_port1dst_port1_str} {dst_port2dst_port2_str}|dst_portgroup
dst_port_group}] [dscp {dscp_numdscp_str}] [flow-label flow_num] [log] [time-range
time_range_name] [packet-length {plen_op plen0|plen_range plen1 plen2}]+|{src_any|src_addr
src_wildsrc_prefix|src_key_host src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr
dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp dst_addrgrp_name} [dscp
{dscp_numdscp_str}] [flow-label flow_num] [fragments] [log] [time-range time_range_name]
[packet-length {plen_op plen0|plen_range plen1 plen2}]+ [capture session session-id]}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

udp value: 17
User Datagram Protocol

proto_udp

Protocol

sctp value: 132
Streams Control Transmission Protocol

proto_sctp

Anysrc_any

Type: ipv6addr

Source network address

src_addr

Type: ipv6addr

Source wildcard bits

src_wild

Type: ipv6prefix

Source network prefix

src_prefix

A single source hostsrc_key_host
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Type: ipv6addr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Port operatorsrc_port_op

Port rangesrc_port_range

Type: integer

min: 0 max: 65535

Port number

src_port0

UDP portsrc_port0_str

Type: integer

min: 0 max: 65535

Port number

src_port1

UDP portsrc_port1_str

Type: integer

min: 0 max: 65535

Port number

src_port2

UDP portsrc_port2_str

src port group Not available in this release.src_portgroup

Type: string

Port group name

src_port_group

Anydst_any

Type: ipv6addr

Destination network address

dst_addr

Type: ipv6addr

Destination wildcard bits

dst_wild

Type: ipv6prefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host
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Type: ipv6addr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Port operatordst_port_op

Port rangedst_port_range

Type: integer

min: 0 max: 65535

Port number

dst_port0

UDP portdst_port0_str

Type: integer

min: 0 max: 65535

Port number

dst_port1

UDP portdst_port1_str

Type: integer

min: 0 max: 65535

Port number

dst_port2

UDP portdst_port2_str

dst port group Not available in this release.dst_portgroup

Type: string

Port group name

dst_port_group

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Flow label Not available in this release.flow-label

Type: integer

min: 0 max: 1048575

Flow label value

flow_num
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Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1

Type: integer

min: 20 max: 9210

Higher packet length

plen2

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipv6acl
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ipv6_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_sctp {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} [{src_port_op {src_port0src_port0_str}|src_port_range
{src_port1src_port1_str} {src_port2src_port2_str}|src_portgroup src_port_group}] {dst_any|dst_addr
dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp dst_addrgrp_name} [{dst_port_op
{dst_port0dst_port0_str}|dst_port_range {dst_port1dst_port1_str} {dst_port2dst_port2_str}|dst_portgroup
dst_port_group}] [dscp {dscp_numdscp_str}] [flow-label flow_num] [log] [time-range
time_range_name] [packet-length {plen_op plen0|plen_range plen1 plen2}]+|{src_any|src_addr
src_wildsrc_prefix|src_key_host src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr
dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp dst_addrgrp_name} [dscp
{dscp_numdscp_str}] [flow-label flow_num] [fragments] [log] [time-range time_range_name]
[packet-length {plen_op plen0|plen_range plen1 plen2}]+ [capture session session-id]}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

sctp value: 132
Streams Control Transmission Protocol

proto_sctp

Anysrc_any

Type: ipv6addr

Source network address

src_addr

Type: ipv6addr

Source wildcard bits

src_wild

Type: ipv6prefix

Source network prefix

src_prefix

A single source hostsrc_key_host

Type: ipv6addr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp
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Type: string

Address group name

src_addrgrp_name

Port operatorsrc_port_op

Port rangesrc_port_range

Type: integer

min: 0 max: 65535

Port number

src_port0

SCTP portsrc_port0_str

Type: integer

min: 0 max: 65535

Port number

src_port1

SCTP portsrc_port1_str

Type: integer

min: 0 max: 65535

Port number

src_port2

SCTP portsrc_port2_str

src port group Not available in this release.src_portgroup

Type: string

Port group name

src_port_group

Anydst_any

Type: ipv6addr

Destination network address

dst_addr

Type: ipv6addr

Destination wildcard bits

dst_wild

Type: ipv6prefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host

Type: ipv6addr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp
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Type: string

Address group name

dst_addrgrp_name

Port operatordst_port_op

Port rangedst_port_range

Type: integer

min: 0 max: 65535

Port number

dst_port0

SCTP portdst_port0_str

Type: integer

min: 0 max: 65535

Port number

dst_port1

SCTP portdst_port1_str

Type: integer

min: 0 max: 65535

Port number

dst_port2

SCTP portdst_port2_str

dst port group Not available in this release.dst_portgroup

Type: string

Port group name

dst_port_group

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Flow label Not available in this release.flow-label

Type: integer

min: 0 max: 1048575

Flow label value

flow_num
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Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1

Type: integer

min: 20 max: 9210

Higher packet length

plen2

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipv6acl
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ipv6_acl_rule (aclmgr)
{[seqno]|no} permitdeny proto_icmpv6 {{src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} {[{icmpv6_type [icmpv6_code]|dscp
{dscp_numdscp_str}|flow-label flow_num|[log] [time-range time_range_name]|packet-length {plen_op
plen0|plen_range plen1 plen2}}]+|[{icmpv6_str|dscp {dscp_numdscp_str}|flow-label flow_num|[log]
[time-range time_range_name]|packet-length {plen_op plen0|plen_range plen1
plen2}}]+}|{src_any|src_addr src_wildsrc_prefix|src_key_host src_host|src_key_addrgrp
src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host dst_host|dst_key_addrgrp
dst_addrgrp_name} [dscp {dscp_numdscp_str}] [flow-label flow_num] [fragments] [log] [time-range
time_range_name] [packet-length {plen_op plen0|plen_range plen1 plen2}]+ [capture session
session-id]}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Protocol

icmp value: 58
Internet Control Message Protocol

proto_icmpv6

Anysrc_any

Type: ipv6addr

Source network address

src_addr

Type: ipv6addr

Source wildcard bits

src_wild

Type: ipv6prefix

Source network prefix

src_prefix

A single source hostsrc_key_host

Type: ipv6addr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp
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Type: string

Address group name

src_addrgrp_name

Anydst_any

Type: ipv6addr

Destination network address

dst_addr

Type: ipv6addr

Destination wildcard bits

dst_wild

Type: ipv6prefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host

Type: ipv6addr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Flow label Not available in this release.flow-label

Type: integer

min: 0 max: 1048575

Flow label value

flow_num
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Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1

Type: integer

min: 20 max: 9210

Higher packet length

plen2

Type: integer

min: 0 max: 255

ICMPv6 message type

icmpv6_type

Type: integer

min: 0 max: 255

ICMPv6 message code

icmpv6_code
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icmpv6_str
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ICMPv6 label

unreachable value: 0
All unreachable

no-route value: 1
No route to destination

no-admin value: 2
Administration prohibited destination

beyond-scope value: 3
Destination beyond scope

destination-unreachable value: 4
Destination address is unreachable

port-unreachable value: 5
Port unreachable

packet-too-big value: 6
Packet too big

time-exceeded value: 7
All time exceeded

hop-limit value: 8
Hop limit exceeded in transit

reassembly-timeout value: 9
Reassembly timeout

parameter-problem value: 10
All parameter problems

header value: 11
Parameter header problems

next-header value: 12
Parameter next header problems

parameter-option value: 13
Parameter option problems

echo-request value: 14
Echo request (ping)

echo-reply value: 15
Echo reply

mld-query value: 16
Multicast Listener Discovery Query

mld-report value: 17
Multicast Listener Discovery Report

mld-reduction value: 18
Multicast Listener Discovery Reduction

router-solicitation value: 19
Neighbor discovery router solicitations

router-advertisement value: 20
Neighbor discovery router advertisements

nd-ns value: 21
Neighbor discovery neighbor solicitations

nd-na value: 22
Neighbor discovery neighbor advertisements

redirect value: 23
Neighbor redirect

router-renumbering value: 24
All router renumbering
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renum-command value: 25
Router renumbering command

renum-result value: 26
Router renumbering result

renum-seq-number value: 27
Router renumbering sequence number reset

mldv2 value: 28
Multicast Listener Discovery Protocol

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipv6acl
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ipv6_acl_rule (aclmgr)
{[seqno]|no} permitdeny {ipv6protoipv6_other_proto} {src_any|src_addr src_wildsrc_prefix|src_key_host
src_host|src_key_addrgrp src_addrgrp_name} {dst_any|dst_addr dst_wilddst_prefix|dst_key_host
dst_host|dst_key_addrgrp dst_addrgrp_name} [dscp {dscp_numdscp_str}] [flow-label flow_num]
[fragments] [log] [time-range time_range_name] [packet-length {plen_op plen0|plen_range plen1
plen2}]+ [capture session session-id]

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Any IPV6 protocolipv6

Type: uinteger

min: 0 max: 255

A protocol number

proto

ipv6_other_proto

ahp value: 51
Authentication header protocol

esp value: 50
Encapsulation security protocol

sctp value: 132
Streams Control Transmission Protocol

pcp value: 108
Payload compression protocol

eigrp value: 88
Cisco's EIGRP routing protocol

pim value: 103
Protocol independent multicast

ipv6_other_proto

Anysrc_any

Type: ipv6addr

Source network address

src_addr
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Type: ipv6addr

Source wildcard bits

src_wild

Type: ipv6prefix

Source network prefix

src_prefix

A single source hostsrc_key_host

Type: ipv6addr

Source address

src_host

Source address group Not available in this release.src_key_addrgrp

Type: string

Address group name

src_addrgrp_name

Anydst_any

Type: ipv6addr

Destination network address

dst_addr

Type: ipv6addr

Destination wildcard bits

dst_wild

Type: ipv6prefix

Destination network prefix

dst_prefix

A single destination hostdst_key_host

Type: ipv6addr

Destination address

dst_host

Destination address group Not available in this release.dst_key_addrgrp

Type: string

Address group name

dst_addrgrp_name

Match packets with given dscp valuedscp

Type: integer

min: 0 max: 63

Differentiated services codepoint value

dscp_num
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Differentiated services codepoint label

default value: 0
Match packets with default dscp (000000)

cs1 value: 8
Match packets with CS1(precedence 1) dscp (001000)

af11 value: 10
Match packets with AF11 dscp (001010)

af12 value: 12
Match packets with AF12 dscp (001100)

af13 value: 14
Match packets with AF13 dscp (001110)

cs2 value: 16
Match packets with CS2(precedence 2) dscp (010000)

af21 value: 18
Match packets with AF21 dscp (010010)

af22 value: 20
Match packets with AF22 dscp (010100)

af23 value: 22
Match packets with AF23 dscp (010110)

cs3 value: 24
Match packets with CS3(precedence 3) dscp (011000)

af31 value: 26
Match packets with AF31 dscp (011010)

af32 value: 28
Match packets with AF32 dscp (011100)

af33 value: 30
Match packets with AF33 dscp (011110)

cs4 value: 32
Match packets with CS4(precedence 4) dscp (100000)

af41 value: 34
Match packets with AF41 dscp (100010)

af42 value: 36
Match packets with AF42 dscp (100100)

af43 value: 38
Match packets with AF43 dscp (100110)

cs5 value: 40
Match packets with CS5(precedence 5) dscp (101000)

ef value: 46
Match packets with EF dscp (101110)

cs6 value: 48
Match packets with CS6(precedence 6) dscp (110000)

cs7 value: 56
Match packets with CS7(precedence 7) dscp (111000)

dscp_str

Flow label Not available in this release.flow-label

Type: integer

min: 0 max: 1048575

Flow label value

flow_num
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Check non-initial fragmentsfragments

Log matches against this entrylog

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Match packets based on layer 3 packet lengthpacket-length

Packet-length operatorplen_op

Packet-length rangeplen_range

Type: integer

min: 20 max: 9210

Packet length

plen0

Type: integer

min: 20 max: 9210

Lower packet length

plen1

Type: integer

min: 20 max: 9210

Higher packet length

plen2

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipv6acl
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mac_acl_rule (aclmgr)
{[seqno]|no} permitdeny {src_any|src_addr src_wild} {dst_any|dst_addr dst_wild}
[{mac_protomac_proto_str}] [{vlan vlan|cos cos}]+ [time-range time_range_name] [capture session
session-id]

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Permit/deny

permit value: 2
Specify packets to forward

deny value: 3
Specify packets to reject

permitdeny

Any

any value: 1
Any source address

src_any

Type: ethernet

Source MAC address

src_addr

Type: ethernet

Source wildcard bits

src_wild

Any

any value: 1
Any destination address

dst_any

Type: ethernet

Destination MAC address

dst_addr

Type: ethernet

Destination wildcard bits

dst_wild

Type: hex

MAC protocol number

mac_proto
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MAC protocol name

ip value: 0x0800
IP (Internet Protocol V4)

vines-echo value: 0x0BAF
VINES Echo

etype-6000 value: 0x6000
Ethertype 0x6000

etype-8042 value: 0x8042
Ethertype 0x8042

mop-dump value: 0x6001
DEC MOP dump

mop-console value: 0x6002
DEC MOP Remote console

decnet-iv value: 0x6003
DECnet Phase IV

lat value: 0x6004
DEC LAT

diagnostic value: 0x6005
DEC Diagnostic Protocol

lavc-sca value: 0x6007
DEC LAVC,SCA

appletalk value: 0x809B
Appletalk

aarp value: 0x80F3
Appletalk AARP

mac_proto_str

VLAN numbervlan

CoS valuecos

Type: vlan

VLAN number

vlan

Type: integer

min: 0 max: 7

CoS value

cos

Specify a time rangetime-range

Type: string

length: 64

Time range name

time_range_name

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession
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Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/macacl
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A Commands

• aaa accounting default, on page 77
• aaa accounting onep default group, on page 79
• aaa authentication login ascii-authentication, on page 80
• aaa authentication login console, on page 81
• aaa authentication login default, on page 83
• aaa authentication login enable, on page 85
• aaa authentication login error-enable, on page 86
• aaa authentication login fallback error local, on page 87
• aaa authentication login password-aging enable, on page 88
• aaa authentication onep default group, on page 89
• aaa authorization, on page 90
• aaa authorization default, on page 91
• aaa group server ldap, on page 93
• aaa group server radius, on page 94
• aaa group server tacacs, on page 95
• aaa test-authentication, on page 96
• aaa test-radius-authentication, on page 97
• aaa user default-role, on page 98
• abort (ssnmgr), on page 99
• abort (stp_full), on page 100
• absolute, on page 101
• absolute-timeout, on page 103
• accept-lifetime local, on page 104
• access-class, on page 106
• access-list capture, on page 107
• access-list cleanup-unused-policies, on page 108
• access-list fp_dnl, on page 109
• access-list update, on page 110
• acllog match-log-level, on page 111
• action, on page 112
• action cli, on page 113
• action counter name value op, on page 114
• action event-default, on page 115
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• action exceptionlog module syserr devid errtype errcode phylayer ports harderror, on page 116
• action forceshut reset-reason, on page 118
• action overbudgetshut, on page 119
• action policy-default, on page 120
• action publish-event sub-system type, on page 121
• action reload, on page 123
• action snmp-trap, on page 124
• action syslog msg, on page 125
• activate, on page 126
• additional-paths receive, on page 127
• additional-paths selection route-map, on page 128
• additional-paths send, on page 129
• address-family ipv4 (bgp), on page 130
• address-family ipv4 (bgp), on page 131
• address-family ipv4 (bgp), on page 132
• address-family ipv4 (bgp), on page 133
• address-family ipv4 mdt (bgp), on page 134
• address-family ipv4 mdt (bgp), on page 135
• address-family ipv4 unicast (rip), on page 136
• address-family ipv4 unicast (eigrp), on page 137
• address-family ipv4 unicast (isis), on page 138
• address-family ipv4 unicast (l3vm), on page 139
• address-family ipv4 unicast (rip), on page 140
• address-family ipv6 (bgp), on page 141
• address-family ipv6 (bgp), on page 142
• address-family ipv6 (bgp), on page 143
• address-family ipv6 (bgp), on page 144
• address-family ipv6 labeled-unicast (bgp), on page 145
• address-family ipv6 labeled-unicast (bgp), on page 146
• address-family ipv6 unicast (ospfv3), on page 147
• address-family ipv6 unicast (rip), on page 148
• address-family ipv6 unicast (eigrp), on page 149
• address-family ipv6 unicast (isis), on page 150
• address-family ipv6 unicast (l3vm), on page 151
• address-family ipv6 unicast (ospfv3), on page 152
• address-family ipv6 unicast (rip), on page 153
• address-family l2vpn vpls (bgp), on page 154
• address-family l2vpn vpls (bgp), on page 155
• address-family vpnv4 unicast (bgp), on page 156
• address-family vpnv4 unicast (bgp), on page 157
• address-family vpnv6 unicast (bgp), on page 158
• address-family vpnv6 unicast (bgp), on page 159
• address, on page 160
• adjacency-check, on page 161
• advertisement-interval, on page 162
• aggregate-address (bgp), on page 163
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• aggregate-address (bgp), on page 164
• alert-group user-def-cmd, on page 165
• allocate-label, on page 166
• allocate2 fcoe-vlan-range, on page 167
• allocate3 shared interface3, on page 168
• allow delete boot-image, on page 169
• allow feature-set, on page 170
• allowas-in, on page 171
• area (ospf), on page 172
• area (ospfv3), on page 173
• area (ospf), on page 174
• area (ospfv3), on page 175
• area (ospfv3), on page 176
• area (ospf), on page 177
• area authentication, on page 178
• area nssa (ospf), on page 179
• area nssa (ospfv3), on page 180
• area range (ospf), on page 181
• area range (ospfv3), on page 182
• area sham-link, on page 183
• area stub (ospf), on page 184
• area stub (ospfv3), on page 185
• area virtual-link (ospf), on page 186
• area virtual-link (ospfv3), on page 187
• area virtual-link (ospf), on page 188
• area virtual-link (ospfv3), on page 189
• arp access-list, on page 190
• as-format asdot, on page 191
• as-override, on page 192
• ascii-cfg-test, on page 193
• attach console module, on page 194
• attach fex, on page 195
• attach module, on page 196
• attach module node, on page 197
• attach module port, on page 198
• attribute-name search-filter base-DN, on page 199
• auth-mechanism, on page 200
• authentication (eigrp), on page 201
• authentication (ospf), on page 202
• authentication-check level-1, on page 203
• authentication-check level-2, on page 204
• authentication (eigrp), on page 205
• authentication (glbp), on page 206
• authentication (hsrp_engine), on page 207
• authentication-key (ospf), on page 208
• authentication-key (ospf), on page 209
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• authentication (ldap_tree), on page 210
• authentication (ospf), on page 211
• authentication-type cleartext md5, on page 212
• authentication challenge, on page 213
• authentication key-chain (ospf), on page 214
• authentication key-chain (isis), on page 215
• authentication key-chain (ospf), on page 216
• authentication key-chain (rsvp), on page 217
• authentication lifetime, on page 218
• authentication text, on page 219
• authentication type, on page 220
• authentication window-size, on page 221
• auto-cost reference-bandwidth (ospf), on page 222
• auto-cost reference-bandwidth (ospfv3), on page 223
• auto-recovery, on page 224
• autonomous-system, on page 225
• awk, on page 226
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aaa accounting default
[no] aaa accounting default {group s0 [s1 [s2 [s3 [s4 [s5 [s6 [s7]]]]]]] [none]|local
[none1]|none2}

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure accounting methodsaccounting

Configure default methodsdefault

Specify server groups to redirect the accounting logsgroup

Type: string

length: 127

Server group name

s0

Type: string

length: 127

Server group name

s1

Type: string

length: 127

Server group name

s2

Type: string

length: 127

Server group name

s3

Type: string

length: 127

Server group name

s4

Type: string

length: 127

Server group name

s5

Type: string

length: 127

Server group name

s6
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Type: string

length: 127

Server group name

s7

No accountingnone

No accountingnone1

No accountingnone2

Use local accountinglocal

Command Modes • /exec/configure
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aaa accounting onep default group
[no] aaa accounting onep default group grp_name+

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

configure accounting methodsaccounting

accounting methods for oneponep

default aaa methodsdefault

server groupgroup

Type: string

server group name

grp_name

Command Modes • /exec/configure
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aaa authentication login ascii-authentication
[no] aaa authentication login ascii-authentication

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

Configure methods for loginlogin

enable ascii authenticationascii-authentication

Command Modes • /exec/configure
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aaa authentication login console
[no] aaa authentication login console {group s0 [{none|s1 [{none|s2 [{none|s3 [{none|s4 [{none|s5
[{none|s6 [{none|s7 [none]}]}]}]}]}]}]}]|local|none}

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

Configure methods for loginlogin

Configure console methodsconsole

Specify server groupsgroup

Type: string

length: 127

Server group name

s0

No authenticationnone

Type: string

length: 127

Server group name

s1

No authenticationnone

Type: string

length: 127

Server group name

s2

No authenticationnone

Type: string

length: 127

Server group name

s3

No authenticationnone

Type: string

length: 127

Server group name

s4

No authenticationnone
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Type: string

length: 127

Server group name

s5

No authenticationnone

Type: string

length: 127

Server group name

s6

No authenticationnone

Type: string

length: 127

Server group name

s7

No authenticationnone

Use local username authenticationlocal

No authenticationnone

Command Modes • /exec/configure
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aaa authentication login default
[no] aaa authentication login default {group s0 [{none|s1 [{none|s2 [{none|s3 [{none|s4 [{none|s5
[{none|s6 [{none|s7 [none]}]}]}]}]}]}]}]|local|none}

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

Configure methods for loginlogin

Configure default methodsdefault

Specify server groupsgroup

Type: string

length: 127

Server group name

s0

No authenticationnone

Type: string

length: 127

Server group name

s1

No authenticationnone

Type: string

length: 127

Server group name

s2

No authenticationnone

Type: string

length: 127

Server group name

s3

No authenticationnone

Type: string

length: 127

Server group name

s4

No authenticationnone
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Type: string

length: 127

Server group name

s5

No authenticationnone

Type: string

length: 127

Server group name

s6

No authenticationnone

Type: string

length: 127

Server group name

s7

No authenticationnone

Use local username authenticationlocal

No authenticationnone

Command Modes • /exec/configure
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aaa authentication login enable
[no] aaa authentication login {mschap|mschapv2|chap} enable

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

Configure methods for loginlogin

MSCHAP authentication for loginmschap

MSCHAPV2 authentication for loginmschapv2

CHAP authentication for loginchap

enable the authentication for loginenable

Command Modes • /exec/configure
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aaa authentication login error-enable
[no] aaa authentication login error-enable

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

Configure methods for loginlogin

enable display of error message on login failureserror-enable

Command Modes • /exec/configure
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aaa authentication login fallback error local
[no] aaa authentication login {default|console} fallback error local

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

Configure methods for loginlogin

Configure default methodsdefault

Configure console methodsconsole

Configure fallback behaviorfallback

Fallback in case all AAA servers configured for remote authentication are unreachable
(Authentication error)

error

Fallback to local authenticationlocal

Command Modes • /exec/configure
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aaa authentication login password-aging enable
[no] aaa authentication login password-aging enable

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

Configure methods for loginlogin

password-aging authentication for loginpassword-aging

enable password-aging notificationenable

Command Modes • /exec/configure
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aaa authentication onep default group
[no] aaa authentication onep default group grp_name+

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authentication methodsauthentication

authentication methods for oneponep

default aaa methodsdefault

server groupgroup

Type: string

server group name

grp_name

Command Modes • /exec/configure
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aaa authorization
[no] aaa authorization {commands|config-commands} {default|console} {group grp_name+
[{local|none}]|local|none}

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authorization methodsauthorization

Authorization for all exec-mode commandscommands

Authorization for config commandsconfig-commands

Configure default methodsdefault

Configure methods consoleconsole

Specify server groupsgroup

Type: string

antipattern: local | none

length: 127

Server group name

grp_name

Use local RBACL based authorizationlocal

No authorizationnone

Command Modes • /exec/configure
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aaa authorization default
[no] aaa authorization {ssh-publickey|ssh-certificate} default {group s0 [s1 [s2 [s3 [s4 [s5 [s6
[s7]]]]]]]|local}

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure authorization methodsauthorization

Configure ssh publickeyssh-publickey

Configure ssh certificatessh-certificate

Configure default ssh methodsdefault

Specify server groupsgroup

Type: string

length: 127

Server group name

s0

Type: string

length: 127

Server group name

s1

Type: string

length: 127

Server group name

s2

Type: string

length: 127

Server group name

s3

Type: string

length: 127

Server group name

s4

Type: string

length: 127

Server group name

s5
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Type: string

length: 127

Server group name

s6

Type: string

length: 127

Server group name

s7

Use local username authenticationlocal

Command Modes • /exec/configure
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aaa group server ldap
[no] aaa group server ldap s0

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure aaa server groupgroup

Configure aaa server groupserver

LDAP server group nameldap

Type: string

length: 64

LDAP server group name

s0

Command Modes • /exec/configure
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aaa group server radius
[no] aaa group server radius s0

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure aaa server groupgroup

Configure aaa server groupserver

RADIUS server group nameradius

Type: string

length: 127

RADIUS server group name

s0

Command Modes • /exec/configure
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aaa group server tacacs
[no] aaa group server tacacs s0

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Configure aaa server groupgroup

Configure aaa server groupserver

TACACS+ server group nametacacs

Type: string

length: 127

TACACS+ server group name

s0

Command Modes • /exec/configure
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aaa test-authentication
[no] aaa test-authentication

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Test aaa authenticationtest-authentication

Command Modes • /exec/configure
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aaa test-radius-authentication
[no] aaa test-radius-authentication

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Test aaa radius authenticationtest-radius-authentication

Command Modes • /exec/configure
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aaa user default-role
[no] aaa user default-role

Syntax Description Negate a command or set its defaultsno

Configure aaa functionsaaa

Remotely authenticated useruser

Default role assigned by aaa-admin for remote authenticationdefault-role

Command Modes • /exec/configure
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abort (ssnmgr)
abort

Syntax Description Abort the current configuration sessionabort

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
99

A Commands
abort (ssnmgr)



abort (stp_full)
abort

Syntax Description Exit region configurationmode, aborting changesabort

Command Modes • /exec/configure/spanning-tree/mst/configuration
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absolute
{[seqno]|no} absolute {start stime sday smonth syear [end etime eday emonth eyear]|end etime
eday emonth eyear}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Absolute time and dateabsolute

Starting time and datestart

Type: time

Starting time

stime

Type: integer

min: 1 max: 31

Day of the month

sday

Month

January value: 1
January

February value: 2
February

March value: 3
March

April value: 4
April

May value: 5
May

June value: 6
June

July value: 7
July

August value: 8
August

September value: 9
September

October value: 10
October

November value: 11
November

December value: 12
December

smonth
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Type: integer

min: 2000 max: 3000

Year

syear

Ending time and dateend

Type: time

Ending time

etime

Type: integer

min: 1 max: 31

Day of the month

eday

Month

January value: 1
January

February value: 2
February

March value: 3
March

April value: 4
April

May value: 5
May

June value: 6
June

July value: 7
July

August value: 8
August

September value: 9
September

October value: 10
October

November value: 11
November

December value: 12
December

emonth

Type: integer

min: 2000 max: 3000

Year

eyear

Command Modes • /exec/configure/timerange
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absolute-timeout
absolute-timeout i0|no absolute-timeout [i0]

Syntax Description Negate a command or set its defaultsno

Configure absolute timeoutabsolute-timeout

Type: integer

min: 0 max: 525600

Enter timeout in minutes, 0 to disable

i0

Command Modes • /exec/configure/line
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accept-lifetime local
accept-lifetime [local] stime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
sday syear {duration dsec|infinite|etime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
eday eyear}|no accept-lifetime [[local] stime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
sday syear {duration dsec|infinite|etime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
eday eyear}]

Syntax Description Negate a command or set its defaultsno

Set accept lifetime of keyaccept-lifetime

Specify time in local timezonelocal

Type: string

pattern: (0?[0-9] | 1[0-9] | 2[0-3]):([0-5]?[0-9]):([0-5]?[0-9])

length: 8

HH:MM:SS Time to start <0-23>:<0-59>:<0-59>

stime

Type: string

pattern: (0?[0-9] | 1[0-9] | 2[0-3]):([0-5]?[0-9]):([0-5]?[0-9])

length: 8

HH:MM:SS Time to end <0-23>:<0-59>:<0-59>

etime

month_a

month_b

month_c

month_d

month_e

month_f

month_g

month_h

month_i

month_j

month_k

month_l
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Type: integer

min: 1 max: 31

Day of the month to start

sday

Type: integer

min: 1 max: 31

Day of the month to end

eday

Type: integer

min: 1993 max: 2035

Year to start

syear

Type: integer

min: 1993 max: 2035

Year to start

eyear

Set key lifetime durationduration

Type: integer

min: 1 max: 2147483646

Duration in seconds

dsec

Never Expiresinfinite

Command Modes • /exec/configure/keychain-key
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access-class
[no] access-class name inout

Syntax Description Negate a command or set its defaultsno

Specify IPv4 access control for packetsaccess-class

Type: string

length: 64

List name

name

Traffic direction

in value: 0
Inbound packets

out value: 1
Outbound packets

inout

Command Modes • /exec/configure/line
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access-list capture
[no] {platform|hardware} access-list capture

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Access Control Listaccess-list

Configure ACL captureNot available in this release.capture

Command Modes • /exec/configure
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access-list cleanup-unused-policies
[no] access-list cleanup-unused-policies

Syntax Description Negate a command or set its defaultsno

Configure access control list parametersaccess-list

Enable implicit cleanup of ACL policies on shutdown portscleanup-unused-policies

Command Modes • /exec/configure
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access-list fp_dnl
[no] {platform|hardware} access-list fp_dnl

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Access control listaccess-list

Fabric path - do not learn mac from broadcast Not available in this release.fp_dnl

Command Modes • /exec/configure
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access-list update
[no] {platform|hardware} access-list update {atomic|default-result permit}

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Access Control Listaccess-list

Configure atomic/non-atomic update and default-resultupdate

Enable atomic update of access-list in hardwareatomic

Default access-list result during non-atomic hardware updatedefault-result

Permit all packets during non-atomic updatepermit

Command Modes • /exec/configure
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acllog match-log-level
[no] acllog match-log-level level

Syntax Description Negate a command or set its defaultsno

Configure ACL loggingacllog

acllog logging levelmatch-log-level

Type: uinteger

min: 0 max: 7 default: 6

match log level

level

Command Modes • /exec/configure
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action
[no] action {drop [log]|forward|redirect intf}

Syntax Description Negate a command or set its defaultsno

Specify the action clauseaction

Drop matched packetsdrop

Log matched packetslog

Forward matched packetsforward

Redirect matched packets to the specified interface(s)redirect

Type: interface

Interface traffic is redirected to

intf

Command Modes • /exec/configure/vacl
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action cli
action label cli [local] vsh_cmd

Syntax Description Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Configure a VSH CLI actioncli

Execute the action in the same card on which the event happenslocal

Type: remainder

Enter the vsh command

vsh_cmd

Command Modes • /exec/configure/event-manager-applet
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action counter name value op
action label counter name counter-name value counter-value op op-val

Syntax Description Negate a command or set its defaultsno

Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Specify the name of the countercounter

Specify the name of the countername

Type: string

length: 28

Name of the counter

counter-name

Specify the value to be applied to the countervalue

Type: string

Enter an integer value or a $ prefixed name (parameter substitution)

counter-value

Specify the operator to be appliedop

Enter the value of the operator

nop value: 1
do nothing, just print the value

set value: 2
set the counter to this value

inc value: 3
Increment the counter by this value

dec value: 4
Decrement the counter by this value

op-val

Command Modes • /exec/configure/event-manager-applet
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action event-default
action label event-default

Syntax Description Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Do default action for the eventevent-default

Command Modes • /exec/configure/event-manager-applet
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action exceptionlog module syserr devid errtype errcode
phylayer ports harderror

[no] action label exceptionlog module mod syserr syserr devid id errtype type errcode code
phylayer phy ports list harderror hard [desc str]

Syntax Description Negate a command or set its defaultsno

Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Exception logexceptionlog

Enter a module numbermodule

Type: string

Enter module number (integer value) or a $ prefixed parameter name

mod

Enter syserrsyserr

Type: string

Enter syserr code (hex value) or a $ prefixed parameter name

syserr

Enter device iddevid

Type: string

Enter device id (integer value) or a $ prefixed parameter name

id

Enter error typeerrtype

Type: string

Error error type (integer value) or a $ prefixed parameter name

type

Enter error codeerrcode

Type: string

Enter error code (hex value) or a $ prefixed parameter name

code

Enter phy layerphylayer

Type: string

Enter phy layer (integer value) or a $ prefixed parameter name

phy

Enter failed portsports
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Type: string

List of ports. Example: 1,3,7-15

list

Irrecoverable error?harderror

Type: integer

min: 0 max: 4

Error sub-category

hard

Enter error descriptiondesc

Type: string

Error description

str

Command Modes • /exec/configure/event-manager-applet
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action forceshut reset-reason
[no] action label2 forceshut [{module {modulemod-str}|s0 {santa-cruz-rangesanta-cruz-string}}]
reset-reason reset_reason_string

Syntax Description Negate a command or set its defaultsno

Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2 must be 0-9

label2

Force the entire switch to shut downforceshut

Optional. Module to be forced to shut down(optional argument)module

Type: integer

please enter the module number

module

Type: string

Enter the module number (integer value) or a $ prefixed parameter name

mod-str

Type: xbar-str

Optional. Xbar to be forced to shut down(optional argument)

s0

Type: integer

please enter the xbar number

santa-cruz-range

Type: string

Enter the xbar number (integer value) or a $ prefixed parameter name

santa-cruz-string

Shut down (with reset-reason)reset-reason

Type: string

please enter reset_reason_string in quotes

reset_reason_string

Command Modes • /exec/configure/event-manager-applet
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action overbudgetshut
[no] action label overbudgetshut [module {modulemod-str}]

Syntax Description Negate a command or set its defaultsno

Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2 must be 0-9

label

Shut down the specified LCs due to power over budgetoverbudgetshut

Optional. Module to be force-shut(optional arg)module

Type: integer-mrange

please enter the module number

module

Type: string

Enter the module number (integer value) or a $ prefixed parameter name

mod-str

Command Modes • /exec/configure/event-manager-applet
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action policy-default
action label policy-default

Syntax Description Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Do default action(s) of the policy being overriddenpolicy-default

Command Modes • /exec/configure/event-manager-applet
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action publish-event sub-system type
action label publish-event sub-system sub-system-id type event-type [arg1 data1] [arg2 data2]
[arg3 data3] [arg4 data4]

Syntax Description Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Publish an application specific eventpublish-event

Sub-system ID to which the application event belongssub-system

Type: uinteger

min: 1 max: 4294967295

Sub-system ID value

sub-system-id

Event type valuetype

Type: uinteger

min: 1 max: 4294967295

Event type value

event-type

User specified data to be passed when the event is publishedarg1

Type: string

length: 84

User specified data value

data1

User specified data to be passed when the event is publishedarg2

Type: string

length: 84

User specified data value

data2

User specified data to be passed when the event is publishedarg3

Type: string

length: 84

User specified data value

data3

User specified data to be passed when the event is publishedarg4
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Type: string

length: 84

User specified data value

data4

Command Modes • /exec/configure/event-manager-applet
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action reload
[no] action label reload [module {modulemod-str}]

Syntax Description Negate a command or set its defaultsno

Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2 must be 0-9

label

Reload the system or a specific modulereload

Reload a specific modulemodule

Type: integer

please enter the module number

module

Type: string

Enter the module number (integer value) or a $ prefixed parameter name

mod-str

Command Modes • /exec/configure/event-manager-applet
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action snmp-trap
action label snmp-trap [intdata1 integer-data1] [intdata2 integer-data2] [strdata string-data]

Syntax Description Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Command Modes • /exec/configure/event-manager-applet
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action syslog msg
action label syslog [priority {prioprio-str}] msg msg-text

Syntax Description Configure the actions to be executedaction

Type: string

Enter the label <num1>[.<num2>] for action order; num2must be 0-9

label

Generate a syslog messagesyslog

Priority of the syslog messagepriority

Enter the priority

emergencies value: 0
Syslog level emergency

alerts value: 1
Syslog level alert

critical value: 2
Syslog level critical

errors value: 3
Syslog level error

warnings value: 4
Syslog level warning

notifications value: 5
Syslog level notification

informational value: 6
Syslog level informational

debugging value: 7
Syslog level debugging

prio

Type: string

pattern: [$][a-zA-Z0-9_]+

Enter a valid $ prefixed name, for parameter substitution

prio-str

Enter the message for the syslogmsg

Type: remainder

The message text

msg-text

Command Modes • /exec/configure/event-manager-applet
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activate
[no] activate

Syntax Description Negate a command or set its defaultsno

Activate configured virtual serviceactivate

Command Modes • /exec/configure/virt-serv
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additional-paths receive
[no] additional-paths receive

Syntax Description Negate a command or set its defaultsno

Additional paths configurationadditional-paths

Additional paths Receive capabilityreceive

Command Modes • /exec/configure/router-bgp/router-bgp-af
• /exec/configure/router-bgp/router-bgp-af-vpnv4
• /exec/configure/router-bgp/router-bgp-af-vpnv6
• /exec/configure/router-bgp/router-bgp-af-ipv6-label
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additional-paths selection route-map
[no] additional-paths selection route-map rmap-name

Syntax Description Negate a command or set its defaultsno

Additional paths configurationadditional-paths

Additional paths selectionselection

Route-map for additional paths selectionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-af
• /exec/configure/router-bgp/router-bgp-af-vpnv4
• /exec/configure/router-bgp/router-bgp-af-vpnv6
• /exec/configure/router-bgp/router-bgp-af-ipv6-label
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additional-paths send
[no] additional-paths send

Syntax Description Negate a command or set its defaultsno

Additional paths configurationadditional-paths

Additional paths Send capabilitysend

Command Modes • /exec/configure/router-bgp/router-bgp-af
• /exec/configure/router-bgp/router-bgp-af-vpnv4
• /exec/configure/router-bgp/router-bgp-af-vpnv6
• /exec/configure/router-bgp/router-bgp-af-ipv6-label
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address-family ipv4 (bgp)
[no] address-family ipv4 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

Configure unicast address-familyunicast

Configure multicast address-familymulticast

Command Modes • /exec/configure/router-bgp/router-bgp-vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
130

A Commands
address-family ipv4 (bgp)



address-family ipv4 (bgp)
[{no|default}] address-family ipv4 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-family for peeraddress-family

Configure IPv4 address-familyipv4

Configure Unicast sub-address-familyunicast

ConfigureMulticast sub-address-familymulticast

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
131

A Commands
address-family ipv4 (bgp)



address-family ipv4 (bgp)
[{no|default}] address-family ipv4 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-family for peeraddress-family

Configure IPv4 address-familyipv4

Configure Unicast sub-address-familyunicast

ConfigureMulticast sub-address-familymulticast

Command Modes • /exec/configure/router-bgp/router-bgp-vrf-neighbor
• /exec/configure/router-bgp/router-bgp-vrf-prefixneighbor
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address-family ipv4 (bgp)
[no] address-family ipv4 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

Configure unicast address-familyunicast

Configure multicast address-familymulticast

Command Modes • /exec/configure/router-bgp
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address-family ipv4 mdt (bgp)
[{no|default}] address-family ipv4 mdt

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

ConfigureMulticast Distribution TreeNot available in this release.mdt

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
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address-family ipv4 mdt (bgp)
[no] address-family ipv4 mdt

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

ConfigureMulticast Distribution TreeNot available in this release.mdt

Command Modes • /exec/configure/router-bgp
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address-family ipv4 unicast (rip)
[no] address-family ipv4 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-rip/router-rip-vrf
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address-family ipv4 unicast (eigrp)
[no] address-family ipv4 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
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address-family ipv4 unicast (isis)
[no] address-family ipv4 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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address-family ipv4 unicast (l3vm)
[no] address-family ipv4 unicast

Syntax Description Negate a command or set its defaultsno

Configure address familyaddress-family

Configure IPv4 address familyipv4

Command Modes • /exec/configure/vrf
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A Commands
address-family ipv4 unicast (l3vm)



address-family ipv4 unicast (rip)
[no] address-family ipv4 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 address-familyipv4

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-rip
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A Commands
address-family ipv4 unicast (rip)



address-family ipv6 (bgp)
[no] address-family ipv6 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure unicast address-familyunicast

Configure multicast address-familymulticast

Command Modes • /exec/configure/router-bgp/router-bgp-vrf
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A Commands
address-family ipv6 (bgp)



address-family ipv6 (bgp)
[{no|default}] address-family ipv6 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-family for peeraddress-family

Configure IPv6 address-familyipv6

Configure Unicast sub-address-familyunicast

ConfigureMulticast sub-address-familymulticast

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
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A Commands
address-family ipv6 (bgp)



address-family ipv6 (bgp)
[{no|default}] address-family ipv6 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-family for peeraddress-family

Configure IPv6 address-familyipv6

Configure Unicast sub-address-familyunicast

ConfigureMulticast sub-address-familymulticast

Command Modes • /exec/configure/router-bgp/router-bgp-vrf-neighbor
• /exec/configure/router-bgp/router-bgp-vrf-prefixneighbor
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address-family ipv6 (bgp)



address-family ipv6 (bgp)
[no] address-family ipv6 {unicast|multicast}

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure unicast address-familyunicast

Configure multicast address-familymulticast

Command Modes • /exec/configure/router-bgp
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address-family ipv6 (bgp)



address-family ipv6 labeled-unicast (bgp)
[{no|default}] address-family ipv6 labeled-unicast

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-family for peeraddress-family

Configure IPv6 address-familyipv6

Configure labeled unicast sub-address-familyNot available in this release.labeled-unicast

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
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address-family ipv6 labeled-unicast (bgp)



address-family ipv6 labeled-unicast (bgp)
[no] address-family ipv6 labeled-unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure labeled unicast sub-address-familyNot available in this release.labeled-unicast

Command Modes • /exec/configure/router-bgp
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address-family ipv6 labeled-unicast (bgp)



address-family ipv6 unicast (ospfv3)
[no] address-family ipv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure IPv6 unicast address-familyunicast

Command Modes • /exec/configure/router-ospf3/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
147

A Commands
address-family ipv6 unicast (ospfv3)



address-family ipv6 unicast (rip)
[no] address-family ipv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-rip/router-rip-vrf
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address-family ipv6 unicast (rip)



address-family ipv6 unicast (eigrp)
[no] address-family ipv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
149
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address-family ipv6 unicast (eigrp)



address-family ipv6 unicast (isis)
[no] address-family ipv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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A Commands
address-family ipv6 unicast (isis)



address-family ipv6 unicast (l3vm)
[no] address-family ipv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure address familyaddress-family

Configure IPv6 address familyipv6

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
151
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address-family ipv6 unicast (l3vm)



address-family ipv6 unicast (ospfv3)
[no] address-family ipv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure IPv6 unicast address-familyunicast

Command Modes • /exec/configure/router-ospf3
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A Commands
address-family ipv6 unicast (ospfv3)



address-family ipv6 unicast (rip)
[no] address-family ipv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 address-familyipv6

Configure unicast address-familyunicast

Command Modes • /exec/configure/router-rip
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A Commands
address-family ipv6 unicast (rip)



address-family l2vpn vpls (bgp)
[{no|default}] address-family l2vpn vpls

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-familyaddress-family

Configure L2VPN address-familyNot available in this release.l2vpn

Configure L2VPN VPLS address-familyvpls

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
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address-family l2vpn vpls (bgp)



address-family l2vpn vpls (bgp)
[no] address-family l2vpn vpls

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure L2VPN address-familyNot available in this release.l2vpn

Configure L2VPN VPLS address-familyvpls

Command Modes • /exec/configure/router-bgp
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address-family l2vpn vpls (bgp)



address-family vpnv4 unicast (bgp)
[{no|default}] address-family vpnv4 unicast

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-family for peeraddress-family

Configure IPv4 VPN address-familyNot available in this release.vpnv4

Configure Unicast sub-address-familyunicast

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
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A Commands
address-family vpnv4 unicast (bgp)



address-family vpnv4 unicast (bgp)
[no] address-family vpnv4 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv4 VPN address-familyNot available in this release.vpnv4

Configure Unicast sub-address-familyunicast

Command Modes • /exec/configure/router-bgp
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A Commands
address-family vpnv4 unicast (bgp)



address-family vpnv6 unicast (bgp)
[{no|default}] address-family vpnv6 unicast

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure an address-family for peeraddress-family

Configure IPv6 VPN address-familyNot available in this release.vpnv6

Configure Unicast sub-address-familyunicast

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
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address-family vpnv6 unicast (bgp)



address-family vpnv6 unicast (bgp)
[no] address-family vpnv6 unicast

Syntax Description Negate a command or set its defaultsno

Configure an address-familyaddress-family

Configure IPv6 VPN address-familyNot available in this release.vpnv6

Configure Unicast sub-address-familyunicast

Command Modes • /exec/configure/router-bgp
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A Commands
address-family vpnv6 unicast (bgp)



address
address ip_address [secondary]|no address [ip_address [secondary]]

Syntax Description Negate a command or set its defaultsno

Add an IP address to the vraddress

Type: ipaddr

ip address

ip_address

a virtual IP address without ownersecondary

Command Modes • /exec/configure/if-eth-any/vrrp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
160

A Commands
address



adjacency-check
[no] adjacency-check

Syntax Description Negate a command or set its defaultsno

Adjacency's protocol support consistency checkadjacency-check

Command Modes • /exec/configure/router-isis/router-isis-af-common
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adjacency-check



advertisement-interval
advertisement-interval interval_time|no advertisement-interval [interval_time]

Syntax Description Negate a command or set its defaultsno

Set the time interval between advertisementadvertisement-interval

Type: integer

min: 1 max: 255

Time interval (in seconds) between advertisements

interval_time

Command Modes • /exec/configure/if-eth-any/vrrp
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advertisement-interval



aggregate-address (bgp)
[no] aggregate-address ipv6-prefix [{as-set|summary-only|suppress-map suppress-rmap|advertise-map
advertise-rmap|attribute-map attribute-rmap}]+

Syntax Description Negate a command or set its defaultsno

Configure BGP aggregate IPv6 prefixesaggregate-address

Type: ipv6prefix

IPv6 prefix format: xxxx:xxxx/ml, xxxx:xxxx::/ml, xxxx::xx/128

ipv6-prefix

Generate AS-SET informationas-set

Don't advertise more specificssummary-only

Conditionally filter more specific routessuppress-map

Select attribute information from specific routesadvertise-map

Set attribute information of aggregateattribute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

advertise-rmap

Type: string

pattern: [!-~]*

length: 63

Route-map name

suppress-rmap

Type: string

pattern: [!-~]*

length: 63

Route-map name

attribute-rmap

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv6
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv6
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aggregate-address (bgp)



aggregate-address (bgp)
[no] aggregate-address {ip-addr ip-maskip-prefix} [{as-set|summary-only|suppress-map
suppress-rmap|advertise-map advertise-rmap|attribute-map attribute-rmap}]+

Syntax Description Negate a command or set its defaultsno

Configure BGP aggregate prefixesaggregate-address

Type: ipaddr

Aggregate address

ip-addr

Type: ipaddr

Aggregate mask

ip-mask

Type: ipprefix

Aggregate prefix

ip-prefix

Don't advertise more specificssummary-only

Generate AS-SET informationas-set

Conditionally filter more specific routessuppress-map

Select attribute information from specific routesadvertise-map

Set attribute information of aggregateattribute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

advertise-rmap

Type: string

pattern: [!-~]*

length: 63

Route-map name

suppress-rmap

Type: string

pattern: [!-~]*

length: 63

Route-map name

attribute-rmap

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv4
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aggregate-address (bgp)



alert-group user-def-cmd
[no] alert-group
{Configuration|Diagnostic|Environmental|Inventory|License|Linecard-Hardware|Supervisor-Hardware|Syslog-group-port|System|Test}
user-def-cmd s0

Syntax Description Negate a command or set its defaultsno

alert groupalert-group

configure a cli command for an alert groupuser-def-cmd

Type: remainder

A valid CLI command

s0

Power,fan,temperature related eventsEnvironmental

Inventory status eventsInventory

Events related to licensingLicense

Linecard related eventsLinecard-Hardware

Supervisor related eventsSupervisor-Hardware

Events related to syslog messages filed by port managerSyslog-group-port

Software related eventsSystem

User generated test eventsTest

Events related to ConfigurationConfiguration

Events related to DiagnosticDiagnostic

Command Modes • /exec/configure/callhome
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A Commands
alert-group user-def-cmd



allocate-label
[no] allocate-label {all|route-map rmap-name}

Syntax Description Negate a command or set its defaultsno

Configure label allocation for this AFNot available in this release.allocate-label

Allocate labels for all routesall

Allocate labels for selected routesroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv6
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allocate-label



allocate2 fcoe-vlan-range
allocate2 fcoe-vlan-range [vlan_range] [from vdcs vdc_names]|no allocate2 fcoe-vlan-range
[{vlan_range|from vdcs vdc_names}]

Syntax Description Negate a command or set its defaultsno

Assign interfaces to vdcallocate2

vlans reserved for FCoENot available in this release.fcoe-vlan-range

Type: integer-mrange

vlans reserved for FCoE

vlan_range

which vdcs will be sharing ports with the FCoE vdcfrom

which vdcs will be sharing ports with the FCoE vdcvdcs

Type: userdef

which vdcs will be sharing porst with the FCoE vdc

vdc_names

Command Modes • /exec/configure/vdc
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allocate2 fcoe-vlan-range



allocate3 shared interface3
[no] allocate3 shared interface3 sinterface-id

Syntax Description Negate a command or set its defaultsno

Assign interfaces to vdcallocate3

Assign interface range to vdcinterface3

Type: interface-mrange

Assign interface range to vdc

sinterface-id

Shared this port using the reserved FCoE vlans Not available in this release.shared

Command Modes • /exec/configure/vdc
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allocate3 shared interface3



allow delete boot-image
[no] allow delete boot-image [retain]

Syntax Description Negate a command or set its defaultsno

allow kickstart or system image to be deletedallow

allow delete or overwrite of image filedelete

image fileboot-image

retain this command after rebootretain

Command Modes • /exec
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allow delete boot-image



allow feature-set
[no] allow feature-set fs

Syntax Description Negate a command or set its defaultsno

Used to change permisions inside a vdcallow

Change which feature-sets the user is able to enable inside the vdcfeature-set

Type: userdef

installed feature-sets

fs

Command Modes • /exec/configure/vdc
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allowas-in
[{no|default}] allowas-in [allowas-in-cnt]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Accept as-path with my AS present in itallowas-in

Type: uinteger

min: 1 max: 10

Number of occurrences of AS number, default is
3

allowas-in-cnt

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
• /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv6
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-l2vpn-vpls
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allowas-in



area (ospf)
area area-id-ip default-cost cost|no area area-id-ip default-cost [cost]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Specify default-cost for default summary LSAdefault-cost

Type: integer

min: 0 max: 16777215

Cost value

cost

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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area (ospf)



area (ospfv3)
area area-id-ip nssa translate type7 {always [supress-fa]|never|supress-fa}|no area area-id-ip
nssa translate type7 [{always [supress-fa]|never|supress-fa}]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure area as NSSAnssa

Translate LSAtranslate

From NSSA-external (Type 7) to AS-external (Type
5)

type7

Always translate LSAsalways

Never translate LSAsnever

Supress forwarding address in translated LSAssupress-fa

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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A Commands
area (ospfv3)



area (ospf)
area area-id-ip nssa translate type7 {always [supress-fa]|never|supress-fa}|no area area-id-ip
nssa translate type7 [{always [supress-fa]|never|supress-fa}]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure area as NSSAnssa

Translate LSAtranslate

From Type 7 to Type 5type7

Always translate LSAsalways

Never translate LSAsnever

Supress forwarding address in translated LSAssupress-fa

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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area (ospf)



area (ospfv3)
area area-id-ip default-cost cost|no area area-id-ip default-cost [cost]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Specify default-cost for default inter-area-prefix LSAdefault-cost

Type: integer

min: 0 max: 16777215

Cost value

cost

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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area (ospfv3)



area (ospfv3)
area area-id-ip filter-list route-map {policy-namertr_pol_name} {in|out}|no area area-id-ip filter-list
route-map {policy-namertr_pol_name} [{in|out}]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Filter prefixes between OSPF areasfilter-list

Name of filter policyroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Type: string

An existing routing-rules policy

rtr_pol_name

Filter networks sent to this areain

Filter networks sent from this areaout

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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area (ospfv3)



area (ospf)
area area-id-ip filter-list route-map {policy-namertr_pol_name} {in|out}|no area area-id-ip filter-list
route-map {policy-namertr_pol_name} [{in|out}]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Filter prefixes between OSPF areasfilter-list

Name of filter policyroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Type: string

An existing routing-rules policy

rtr_pol_name

Filter networks sent to this areain

Filter networks sent from this areaout

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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area authentication
[no] area area-id-ip authentication [message-digest]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Enable authentication for the areaauthentication

Use message-digest authenticationmessage-digest

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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area nssa (ospf)
[no] area area-id-ip nssa [no-summary] [no-redistribution] [default-information-originate
[route-map policy-name]]+

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure area as NSSAnssa

Do not send summary LSAs into NSSA areano-summary

Do not send redistributed LSAs into NSSA areano-redistribution

Originate Type-7 default LSA into NSSA areadefault-information-originate

Policy to control distribution of default routeroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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area nssa (ospfv3)
[no] area area-id-ip nssa [no-summary] [no-redistribution] [default-information-originate
[route-map policy-name]]+

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure area as NSSAnssa

Do not send summary LSAs into NSSA areano-summary

Do not send redistributed LSAs into NSSA areano-redistribution

Originate Type-7 default LSA into NSSA areadefault-information-originate

Policy to control distribution of default routeroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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area range (ospf)
[no] area area-id-ip range {ip-dest ip-maskip-prefix} [not-advertise] [cost conf-cost]+

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure an address range for an arearange

Type: ipaddr

IP prefix format: i.i.i.i

ip-dest

Type: ipaddr

IP network mask format: m.m.m.m

ip-mask

Type: ipprefix

IP prefix format: x.x.x.x/ml

ip-prefix

Suppress advertising the specified rangenot-advertise

Cost to use for rangecost

Type: uinteger

min: 0 max: 16777215

Cost value

conf-cost

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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area range (ospfv3)
[no] area area-id-ip range ipv6-prefix [not-advertise] [cost conf-cost]+

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure an address range for an arearange

Type: ipv6prefix

IPv6 prefix format: xxxx:xxxx/ml, xxxx:xxxx::/ml, xxxx::xx/128

ipv6-prefix

Suppress advertising the specified rangenot-advertise

Cost to use for rangecost

Type: uinteger

min: 0 max: 16777215

Cost value

conf-cost

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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area sham-link
[no] area area-id-ip sham-link source-address dest-address

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Define a sham link and its parametersNot available in this release.sham-link

Type: ipaddr

IP addr associated with sham-link source

source-address

Type: ipaddr

IP addr associated with sham-link destination

dest-address

Command Modes • /exec/configure/router-ospf/vrf
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area stub (ospf)
[no] area area-id-ip stub [no-summary]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure area as a stubstub

Prevent ABR from sending summary LSAs into stub areano-summary

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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area stub (ospfv3)
[no] area area-id-ip stub [no-summary]

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Configure area as a stubstub

Prevent ABR from sending summary LSAs into stub areano-summary

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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area virtual-link (ospf)
[no] area area-id-ip virtual-link routerid

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Define a virtual link and its parametersvirtual-link

Type: ipaddr

Router ID associated with virtual link neighbor

routerid

Command Modes • /exec/configure/router-ospf/vrf
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area virtual-link (ospfv3)
[no] area area-id-ip virtual-link routerid

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Define a virtual link and its parametersvirtual-link

Type: ipaddr

Router ID associated with virtual link neighbor

routerid

Command Modes • /exec/configure/router-ospf3/vrf
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area virtual-link (ospf)
[no] area area-id-ip virtual-link routerid

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Define a virtual link and its parametersvirtual-link

Type: ipaddr

Router ID associated with virtual link neighbor

routerid

Command Modes • /exec/configure/router-ospf
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area virtual-link (ospfv3)
[no] area area-id-ip virtual-link routerid

Syntax Description Negate a command or set its defaultsno

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Define a virtual link and its parametersvirtual-link

Type: ipaddr

Router ID associated with virtual link neighbor

routerid

Command Modes • /exec/configure/router-ospf3
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arp access-list
[no] arp access-list name

Syntax Description Negate a command or set its defaultsno

ARP access-list configuration commandsNot available in this release.arp

Configure access listaccess-list

Type: string

length: 64

List name

name

Command Modes • /exec/configure
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as-format asdot
as-format asdot|no as-format

Syntax Description Negate a command or set its defaultsno

Configure the router's Autonomous system number (ASN) notationas-format

Specifies the Autonomous system number (ASN) notation to asdot formatasdot

Command Modes • /exec/configure
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as-override
[{no|default}] as-override

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

OverridematchingAS-number while sending updateas-override

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv6
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ascii-cfg-test
ascii-cfg-test

Syntax Description Trigger ascii-cfg
functions

ascii-cfg-test

Command Modes • /exec
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attach console module
attach console module module

Syntax Description Connect to a specific linecardattach

Connect to the consoleconsole

Connect to the module console Available only in the 9500 series.module

Type: integer

Enter module number

module

Command Modes • /exec
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attach fex
attach fex chas_no

Syntax Description Connect to moduleattach

Connect to FEXfex

Type: uinteger

min: 101 max: 199

FEX number

chas_no

Command Modes • /exec
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attach module
attach module module

Syntax Description Connect to a specific linecardattach

Module number of the
linecard

module

Type: integer

Enter module number

module

Command Modes • /exec
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attach module node
attach module module node i0

Syntax Description Connect to a specific linecardattach

Module number of the linecardmodule

Type: integer

Enter module number

module

Avanti node number on the linecardnode

Type: integer

min: 1 max: 2

i0

Command Modes • /exec
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attach module port
attach module module port i0

Syntax Description Connect to a specific linecardattach

Module number of the
linecard

module

Type: integer

Enter module number

module

Port number on the linecardport

Type: integer

min: 1 max: 16

i0

Command Modes • /exec
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attribute-name search-filter base-DN
{userprofile|trustedCert|CRLLookup|user-switch-bind|user-certdn-match|user-pubkey-match}
attribute-name s0 search-filter s1 base-DN s2

Syntax Description Set the userprofileuserprofile

Set the trustedCerttrustedCert

Set the CRLLookupCRLLookup

Set the user-switch-binduser-switch-bind

Set the certificate matchinguser-certdn-match

Set the pubkey matchinguser-pubkey-match

LDAP attribute-nameattribute-name

Type: string

length: 128

Search Map attribute-name

s0

LDAP search-filtersearch-filter

Type: string

length: 128

Search Map search-filter

s1

LDAP base-DNbase-DN

Type: string

length: 128

SearchMap base-DNName

s2

Command Modes • /exec/configure/ldap/search
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auth-mechanism
[no] auth-mechanism plain

Syntax Description Negate a command or set its defaultsno

Set the authentication mechanismauth-mechanism

Set the authenticationmechanism as plain(default)plain

Command Modes • /exec/configure/ldap
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authentication (eigrp)
[no] {ip|ipv6} authentication {key-chain eigrp eigrp-ptag chain|mode eigrp eigrp-ptag md5}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Configures EIGRP authentication subcommandsauthentication

key-chainkey-chain

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: string

name of key-chain

chain

modemode

EIGRP interface configuration commandseigrp

Keyed message digestmd5

Command Modes • /exec/configure/if-igp
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authentication (ospf)
[no] authentication [{message-digest|null}]

Syntax Description Negate a command or set its defaultsno

Authentication on the slinkauthentication

Use message-digest authenticationmessage-digest

Use null(disable) authenticationnull

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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authentication-check level-1
[no] authentication-check level-1

Syntax Description Negate a command or set its defaultsno

Check authentication on received LSP/CSNP/PSNP'sauthentication-check

Specify authentication check for level-1 LSP, CSNP and PSNPlevel-1

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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authentication-check level-2
[no] authentication-check level-2

Syntax Description Negate a command or set its defaultsno

Check authentication on received LSP/CSNP/PSNP'sauthentication-check

Specify authentication check for level-2 LSP, CSNP and PSNPlevel-2

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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authentication (eigrp)
[no] authentication {key-chain chain|mode md5}

Syntax Description Negate a command or set its defaultsno

Configures EIGRP authentication subcommandsauthentication

key-chainkey-chain

Type: string

name of key-chain

chain

modemode

Keyed message digestmd5

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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authentication (glbp)
authentication {md5 {key-chain word-chain|key-string [encrypted] word-string}|text word-text}|no
authentication

Syntax Description Negate a command or set its defaultsno

Configure authenticationauthentication

MD5 authenticationmd5

MD5 Key-chain authenticationkey-chain

Type: string

length: 63

MD5 authentication key-chain

word-chain

MD5 keyed authenticationkey-string

Specifies an encrypted key will followencrypted

Type: string

length: 63

MD5 authentication key

word-string

Plain text authenticationtext

Type: string

length: 247

Plain text

word-text

Command Modes • /exec/configure/if-eth-any/glbp
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authentication (hsrp_engine)
authentication {[text] secret|md5 {key-chain chain-name|key-string [{0|7}] key-name [compatibility]
[timeout sec]}}|no authentication

Syntax Description Negate a command or set its defaultsno

Authenticationauthentication

Plain text authenticationtext

Type: string

length: 8

Plain text authentication string

secret

Use MD5 authenticationmd5

Set key chainkey-chain

Type: string

length: 250

Name of key-chain

chain-name

Set key stringkey-string

Specifies an UNENCRYPTED key string will follow0

Specifies a HIDDEN key string will follow7

Type: string

length: 64

Key string (64 chars max)

key-name

Operate in compatibility mode forMD5 type-7 authenticationcompatibility

Set timeouttimeout

Type: integer

min: 0 max: 32767

(0-32767)Timeout until only accepting new key (seconds)

sec

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
• /exec/configure/if-eth-any/hsrp_ipv6
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authentication-key (ospf)
authentication-key key|no authentication-key [key]

Syntax Description Negate a command or set its defaultsno

Configure the authentication key for the sham-linkauthentication-key

Type: password

Authentication key

key

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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authentication-key (ospf)
authentication-key key|no authentication-key [key]

Syntax Description Negate a command or set its defaultsno

Configure the authentication key for the virtual-linkauthentication-key

Type: password

Authentication key

key

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink
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authentication (ldap_tree)
[no] authentication {bind-first [append-with-basedn s1]|compare [password-attribute s0]}

Syntax Description Negate a command or set its defaultsno

Set the authentication methodauthentication

Set the authentication method to bind-firstbind-first

Change the default value (cn=$userid)append-with-basedn

Type: string

length: 63

append with dn value

s1

Change the default attributecompare

Change the default password attribute (userPassword)password-attribute

Type: string

length: 63

password attribute

s0

Command Modes • /exec/configure/ldap

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
210

A Commands
authentication (ldap_tree)



authentication (ospf)
[no] authentication [{message-digest|null}]

Syntax Description Negate a command or set its defaultsno

Authentication on the vlinkauthentication

Use message-digest authenticationmessage-digest

Use null(disable) authenticationnull

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
211

A Commands
authentication (ospf)



authentication-type cleartext md5
authentication-type {cleartext|md5} level|no authentication-type [{cleartext|md5}] level

Syntax Description Negate a command or set its defaultsno

Set authentication typeauthentication-type

Cleartextcleartext

HMAC-MD5md5

IS-IS level

level-1 value: 1
Specify authentication type for level-1 LSP, CSNP and
PSNP

level-2 value: 2
Specify authentication type for level-2 LSP, CSNP and
PSNP

level

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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authentication challenge
[no] authentication [neighbor nbr] challenge

Syntax Description Negate a command or set its defaults'no'

Configure RSVP neighbor cryptographic authenticationauthentication

Configure RSVP neighborneighbor

Type: ipaddr

RSVP Neighbor address

nbr

Perform challenge/response handshake with newRSVP neighborschallenge

Command Modes • /exec/configure/ip-rsvp
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authentication key-chain (ospf)
authentication key-chain keychain|no authentication key-chain [keychain]

Syntax Description Negate a command or set its defaultsno

Authentication on the slinkauthentication

Authentication password key-chainkey-chain

Type: string

length: 63

Key-chain name

keychain

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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authentication key-chain (isis)
authentication key-chain auth-keychain level|no authentication key-chain [auth-keychain] level

Syntax Description Negate a command or set its defaultsno

Set authentication keychain stringauthentication

Set authentication keychain stringkey-chain

Type: string

length: 63

authentication keychain

auth-keychain

IS-IS level

level-1 value: 1
Specify authentication key for level-1 LSP, CSNP and
PSNP

level-2 value: 2
Specify authentication key for level-2 LSP, CSNP and
PSNP

level

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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authentication key-chain (ospf)
authentication key-chain keychain|no authentication key-chain [keychain]

Syntax Description Negate a command or set its defaultsno

Authentication on the vlinkauthentication

Authentication password key-chainkey-chain

Type: string

length: 63

Key-chain name

keychain

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink
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authentication key-chain (rsvp)
authentication [neighbor nbr] key-chain key-chain-name|no authentication [neighbor nbr] key-chain

Syntax Description Negate a command or set its defaults'no'

Configure RSVP neighbor cryptographic authenticationauthentication

Configure RSVP neighborneighbor

Type: ipaddr

RSVP Neighbor address

nbr

Authentication password key-chainkey-chain

Type: string

Key-chain name

key-chain-name

Command Modes • /exec/configure/ip-rsvp
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authentication lifetime
[no] authentication [neighbor nbr] lifetime time

Syntax Description Negate a command or set its defaults'no'

Configure RSVP neighbor cryptographic authenticationauthentication

Configure RSVP neighborneighbor

Type: ipaddr

RSVP Neighbor address

nbr

Maximum lifetime of neighbor authentication statelifetime

Type: integer

min: 30 max: 86400 default: 1800

Lifetime value(in seconds)

time

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
218

A Commands
authentication lifetime



authentication text
authentication text authentication_pwd|no authentication [text authentication_pwd]

Syntax Description Negate a command or set its defaultsno

Select authentication methodauthentication

Set the authentication password (8 char max)text

Type: string

length: 8

authentication_pwd

Command Modes • /exec/configure/if-eth-any/vrrp
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authentication type
[no] authentication [neighbor nbr] type {md5|sha-1}

Syntax Description Negate a command or set its defaults'no'

Configure RSVP neighbor cryptographic authenticationauthentication

Configure RSVP neighborneighbor

Type: ipaddr

RSVP Neighbor address

nbr

Type of authentication algorithmtype

RSA Message Digest 5 hash algorithm (default)md5

NIST Secure Hash Algorithm 1sha-1

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
220

A Commands
authentication type



authentication window-size
[no] authentication [neighbor nbr] window-size value

Syntax Description Negate a command or set its defaults'no'

Configure RSVP neighbor cryptographic authenticationauthentication

Configure RSVP neighborneighbor

Type: ipaddr

RSVP Neighbor address

nbr

Receive window size for authenticated messageswindow-size

Type: integer

min: 1 max: 64 default: 1

Maximum number of messages allowed in receive window

value

Command Modes • /exec/configure/ip-rsvp
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auto-cost reference-bandwidth (ospf)
auto-cost reference-bandwidth {ref-bw-mbps [Mbps]|ref-bw-gbps Gbps}|no auto-cost
reference-bandwidth [{ref-bw-mbps [Mbps]|ref-bw-gbps Gbps}]

Syntax Description Negate a command or set its defaultsno

Calculate OSPF cost according to bandwidthauto-cost

Reference bandwidth used to assign OSPF costreference-bandwidth

Specify rate in MbpsMbps

Specify rate in GbpsGbps

Type: uinteger

min: 1 max: 4000000 default: 40000

Rate in Mbps (bandwidth) (Default)

ref-bw-mbps

Type: uinteger

min: 1 max: 4000 default: 40

Rate in Gbps (bandwidth)

ref-bw-gbps

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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auto-cost reference-bandwidth (ospfv3)
auto-cost reference-bandwidth {ref-bw-mbps [Mbps]|ref-bw-gbps Gbps}|no auto-cost
reference-bandwidth [{ref-bw-mbps [Mbps]|ref-bw-gbps Gbps}]

Syntax Description Negate a command or set its defaultsno

Calculate OSPFv3 cost according to bandwidthauto-cost

Reference bandwidth used to assign OSPFv3 costreference-bandwidth

Specify rate in MbpsMbps

Specify rate in GbpsGbps

Type: uinteger

min: 1 max: 4000000 default: 40000

Rate in Mbps (bandwidth) (Default)

ref-bw-mbps

Type: uinteger

min: 1 max: 4000 default: 40

Rate in Gbps (bandwidth)

ref-bw-gbps

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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auto-recovery
auto-recovery [reload-delay time-out]|no auto-recovery [reload-delay time-out]

Syntax Description Negate a command or set its defaultsno

vPC settings to enable auto recovery if peer is presumed non-operationalauto-recovery

Duration to wait before assuming peer dead and restoring vpcsreload-delay

Type: integer

min: 240 max: 3600

Time-out for restoring vPC links (in seconds)

time-out

Command Modes • /exec/configure/vpc-domain
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autonomous-system
autonomous-system local-as|no autonomous-system [local-as]

Syntax Description Negate a command or set its defaultsno

Specify AS number for Address Familyautonomous-system

Type: integer

min: 1 max: 65535

Local AS number

local-as

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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awk
" | " awk expr

Syntax Description Pipe command output to
filter

|

Mini AWKawk

Type: string

Edition command (script)

expr

Command Modes • /output
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B Commands

• bandwidth (if_manager), on page 229
• bandwidth (if_manager), on page 230
• bandwidth (qosmgr), on page 231
• bandwidth (svi), on page 232
• bandwidth (tm), on page 233
• banner motd, on page 234
• bcm-shell module (syscli), on page 235
• bcm-shell module (syscli), on page 236
• beacon, on page 237
• bestpath, on page 238
• bfd-app session auto-expiry, on page 239
• bfd-app session remove, on page 240
• bfd-app session src-ip, on page 241
• bfd (bgp_bfd), on page 242
• bfd (eigrp_bfd), on page 243
• bfd (isis_bfd), on page 244
• bfd (ospf_bfd), on page 245
• bfd authentication key-id, on page 246
• bfd echo, on page 247
• bfd echo-interface, on page 248
• bfd interval min_rx multiplier, on page 249
• bfd ipv4, on page 250
• bfd move-session target, on page 251
• bfd neighbor src-ip, on page 252
• bfd optimize subinterface, on page 253
• bfd per-link, on page 254
• bfd session-store remove client, on page 255
• bfd session-store source-ip dest-ip intf client, on page 256
• bfd session state state, on page 257
• bfd slow-timer, on page 258
• blink, on page 259
• bloggerd delete, on page 260
• bloggerd live-process-core process pid, on page 261
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• bloggerd live-process-core sap, on page 262
• bloggerd log-dump, on page 263
• bloggerd log-dump once log-buffer sap event-history, on page 264
• bloggerd log-dump once pss uuid, on page 265
• bloggerd log-throttle, on page 266
• bloggerd log-transfer, on page 267
• bloggerd mleak-check directory1 directory2, on page 268
• bloggerd mleak-dump all, on page 269
• bloggerd parse log-buffer, on page 270
• bloggerd parse log-buffer file sap, on page 271
• bloggerd parse pss file, on page 272
• boot, on page 273
• boot-install nxos, on page 274
• boot-order, on page 275
• boot auto-copy, on page 276
• boot nxos (bootvar), on page 277
• boot nxos (bootvar), on page 278
• bootmode boot, on page 279
• bootmode extruntime, on page 280
• bootmode hitless, on page 281
• bootmode module, on page 282
• bootmode nodiagruntime, on page 283
• bootmode runtime, on page 284
• buffer-boost, on page 285
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bandwidth (if_manager)
bandwidth {bandwidth_val|inherit [inherit_val]}|no bandwidth {[bandwidth_val]|inherit [inherit_val]}

Syntax Description Negate a command or set its defaultsno

Set bandwidth informational parameterbandwidth

Type: integer

min: 1 max: 800000000

Bandwidth in kilobits

bandwidth_val

Specify that bandwidth is inheritedinherit

Type: integer

min: 1 max: 800000000

Bandwidth in kilobits

inherit_val

Type: integer

min: 1 max: 80000000

Bandwidth in kilobits

inherit_val

Command Modes • /exec/configure/if-eth-port-channel
• /exec/configure/if-port-channel-range
• /exec/configure/if-port-channel-sub
• /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel-p2p
• /exec/configure/if-eth-port-channel
• /exec/configure/if-port-channel-range
• /exec/configure/if-port-channel-sub
• /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel-p2p
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bandwidth (if_manager)
bandwidth {bandwidth_val|inherit [inherit_val]}|no bandwidth {[bandwidth_val]|inherit [inherit_val]}

Syntax Description Negate a command or set its defaultsno

Set bandwidth informational parameterbandwidth

Type: integer

min: 1 max: 100000000

Bandwidth in kilobits

bandwidth_val

Specify that bandwidth is inheritedinherit

Type: integer

min: 1 max: 100000000

Bandwidth in kilobits

inherit_val

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-ether-sub
• /exec/configure/if-gig-ether-sub
• /exec/configure/if-remote-ethernet-sub
• /exec/configure/if-ether-sub-p2p
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bandwidth (qosmgr)
[no] bandwidth {{xxx bw-value [{bps|kbps|mbps|gbps}]|percent percentage}|remaining percent
rem-perc}

Syntax Description Negate a command or set its defaultsno

Specify bandwidth for the classbandwidth

xxx Not available in this release.xxx

Type: long

Value in bps/kbps/mbps/gbps

bw-value

Bits per secondbps

Kilo bits per secondkbps

Mega bits per secondmbps

Giga bits per secondgbps

Percentage of available bandwidthpercent

Type: uinteger

min: 0 max: 100

Value in percentage

percentage

% of remaining bandwidthremaining

Type: uinteger

min: 0 max: 100

Value in percentage

rem-perc

Command Modes • /exec/configure/policy-map/type/queuing/class
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bandwidth (svi)
bandwidth bandwidth_val|no bandwidth

Syntax Description Negate a command or set its defaultsno

Set bandwidth informational parameterbandwidth

Type: uinteger

min: 1 max: 400000000

Bandwidth in kilobits

bandwidth_val

Command Modes • /exec/configure/if-vlan-common
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bandwidth (tm)
bandwidth bandwidth_val|no bandwidth

Syntax Description Negate a command or set its defaultsno

Set bandwidth informational parameterbandwidth

Type: uinteger

min: 1 max: 10000000

Bandwidth in kilobits

bandwidth_val

Command Modes • /exec/configure/if-any-tunnel

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
233

B Commands
bandwidth (tm)



banner motd
banner motd line|no banner motd

Syntax Description Negate a command or set its defaultsno

Configure banner messagebanner

Configure banner motd messagemotd

Type: remainder

Delimiter char (Very first char is delimiter char) followed by message ending with delimiter

line

Command Modes • /exec/configure
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bcm-shell module (syscli)
bcm-shell module module

Syntax Description bcm shell/cmdbcm-shell

Module number of the
linecard

module

Type: integer

Enter module number

module

Command Modes • /exec
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bcm-shell module (syscli)
bcm-shell module module quoted-cmd

Syntax Description bcm shell/cmdbcm-shell

Module number of the linecardmodule

Type: integer

Enter module number

module

Type: string

the command to run on bcm-shell

quoted-cmd

Command Modes • /exec
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beacon
[no] beacon

Syntax Description Negate a command or set its defaultsno

Disable/enable the beacon for an interfacebeacon

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
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bestpath
[no] bestpath {always-compare-med|med
{missing-as-worst|non-deterministic|confed}|compare-routerid|cost-community ignore|as-path
multipath-relax|multipath compare-neighborid}

Syntax Description Negate a command or set its defaultsno

Change default bestpath selection algorithmbestpath

Compare MED on paths from different ASalways-compare-med

MEDmed

Treat missing MED as highest MEDmissing-as-worst

Not always pick the best-MED path among paths from same ASnon-deterministic

Compare router-id for identical EBGP pathscompare-routerid

cost communitycost-community

Ignore cost communities in bestpath selectionignore

Compare MED only from paths originated from within a confederationconfed

AS-Pathas-path

Relax AS-Path restriction when choosing multipathsmultipath-relax

Influence multipath selection algorithmmultipath

Whenmore paths available than max path config, use neighborid tibreakercompare-neighborid

Command Modes • /exec/configure/router-bgp/vrf-cmds
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bfd-app session auto-expiry
bfd-app session auto-expiry {timeout millis|now}

Syntax Description BFD application commandsbfd-app

auto expiry start/endauto-expiry

session operationsession

timeout aftertimeout

expiry reached, dont wait to timeout, do them nownow

Type: integer

milli-secs later

millis

Command Modes • /exec/configure
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bfd-app session remove
bfd-app session remove {all|intf intf_id|iod iod_id}

Syntax Description BFD application commandsbfd-app

session operationsession

Remove sessionsremove

Remove all sessionsall

Remove all sessions on interfaceintf

Type: interface

Interface Id

intf_id

interface iodiod

Type: hex

Interface iod in hex

iod_id

Command Modes • /exec/configure
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bfd-app session src-ip
[no] bfd-app session src-ip {src_ip dest-ip dest_ip|src_ipv6 dest-ip dest_ipv6} {intf intf_id|iod
iod_id}

Syntax Description Negate a command or set its defaultsno

BFD application commandsbfd-app

session operationsession

Source ipsrc-ip

Type: ipaddr

Source ip value

src_ip

Type: ipv6addr

Source ipv6 value

src_ipv6

Destination ipdest-ip

Type: ipaddr

Destination ip value

dest_ip

Type: ipv6addr

Destination ipv6 value

dest_ipv6

interface iodiod

Type: hex

Interface iod in hex

iod_id

interfaceintf

Type: interface

Interface Id

intf_id

Command Modes • /exec/configure
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bfd (bgp_bfd)
[{no|default}] bfd

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Bidirectional Fast Detection for the neighborbfd

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
242

B Commands
bfd (bgp_bfd)



bfd (eigrp_bfd)
[no] bfd

Syntax Description Negate a command or set its defaultsno

Enable BFD on all EIGRP interfacesbfd

Command Modes • /exec/configure/router-eigrp
• /exec/configure/router-eigrp/router-eigrp-vrf
• /exec/configure/router-eigrp/router-eigrp-af-ipv4
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bfd (isis_bfd)
[no] bfd

Syntax Description Negate a command or set its defaultsno

Enable IPv4 BFD on all ISIS interfacesbfd

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-ipv4
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bfd (ospf_bfd)
[no] bfd

Syntax Description Negate a command or set its defaultsno

Enable BFD on all OSPF interfacesbfd

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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bfd authentication key-id
[no] bfd authentication auth_name key-id key_id_val {key key_val|hex-key h_key_val}|no bfd
authentication

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

Configure BFD authentication parametersauthentication

auth algorithm

Keyed-SHA1 value: 20
Keyed-SHA1

auth_name

Key ID to use in BFD frameskey-id

Type: integer

min: 1 max: 255

Key ID value

key_id_val

ASCII SHA1 secretkey

HEX binary SHA1 secrethex-key

Type: string

length: 20

SHA1 secret value

key_val

Type: string

length: 40

SHA1 secret value. e.g ABCD123

h_key_val

Command Modes • /exec/configure/if-ma
• /exec/configure/if-vlan-common
• /exec/configure/if-ma-p2p
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bfd echo
[no] bfd echo

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

Configure Echo function for sessionsecho

Command Modes • /exec/configure/if-ma
• /exec/configure/if-vlan-common
• /exec/configure/if-ma-p2p
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bfd echo-interface
[no] bfd echo-interface ifindex

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

Configure interface used for bfd echo framesecho-interface

Type: interface

loopback interface

ifindex

Command Modes • /exec/configure
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bfd interval min_rx multiplier
[no] bfd interval min_tx_mills min_rx min_rx_mills multiplier int_mult

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

Configure BFD session interval parametersinterval

Type: integer

min: 50 max: 999

TX interval in milliseconds

min_tx_mills

Minimum RX intervalmin_rx

Type: integer

min: 50 max: 999

RX interval in milliseconds

min_rx_mills

Configure detect multiplier for bfd sessionsmultiplier

Type: integer

min: 1 max: 50

Detect Multiplier

int_mult

Command Modes • /exec/configure
• /exec/configure/if-ma
• /exec/configure/if-ma-p2p
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bfd ipv4
[no] bfd ipv4

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

Enable/Disable IPv4 sessionsipv4

Command Modes • /exec/configure/if-ma
• /exec/configure/if-vlan-common
• /exec/configure/if-ma-p2p
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bfd move-session target
bfd move-session target target_mod

Syntax Description BFDcommandsbfd

move a sessionmove-session

Target moduletarget

Type: integer

min: 1 max: 18

Module number

target_mod

Command Modes • /exec/configure/if-ma
• /exec/configure/if-ma-p2p
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bfd neighbor src-ip
[no] bfd neighbor src-ip {src_ip dest-ip dest_ip|src_ipv6 dest-ip dest_ipv6}

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

BFD neighbor configuration commands (simulate client)neighbor

Source ipsrc-ip

Type: ipaddr

Source ip value

src_ip

Type: ipv6addr

Source ipv6 value

src_ipv6

Destination ipdest-ip

Type: ipaddr

Destination ip value

dest_ip

Type: ipv6addr

Destination ipv6 value

dest_ipv6

Command Modes • /exec/configure/if-ma
• /exec/configure/if-ma-p2p
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bfd optimize subinterface
[no] bfd optimize subinterface

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

optimizeoptimize

optimize subinterfacessubinterface

Command Modes • /exec/configure/if-eth-port-channel
• /exec/configure/if-ethernet
• /exec/configure/if-ether-p2p
• /exec/configure/if-eth-port-channel-p2p
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bfd per-link
[no] bfd per-link

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

Run BFD sessions on each port-channel linkper-link

Command Modes • /exec/configure/if-eth-port-channel
• /exec/configure/if-port-channel-sub
• /exec/configure/if-eth-port-channel-p2p;
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bfd session-store remove client
bfd session-store remove hex_disc client int_cl

Syntax Description BFD commandsbfd

session store operationsession-store

Remove session from session storeremove

Type: hex

Session discriminator

hex_disc

Client Idclient

Type: integer

client

int_cl

Command Modes • /exec/configure
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bfd session-store source-ip dest-ip intf client
bfd session-store source-ip src_ip dest-ip dest_ip intf intf_id client int_cl

Syntax Description BFD commandsbfd

Session store
operation

session-store

source ipsource-ip

Type: ipaddr

source ip value

src_ip

dest ipdest-ip

Type: ipaddr

source ip value

dest_ip

interfaceintf

Type: interface

Interface Id

intf_id

Client Idclient

Type: integer

client

int_cl

Command Modes • /exec/configure
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bfd session state state
bfd session state hex_disc state state_up_down

Syntax Description BFD commandsbfd

session related testsession

Change session statestate

Type: hex

Session
discriminator

hex_disc

Change to statestate

UP/DOWN

up value: 4
session up

down value: 3
session down

state_up_down

Command Modes • /exec/configure
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bfd slow-timer
[no] bfd slow-timer int_slow_timer

Syntax Description Negate a command or set its defaultsno

BFD commandsbfd

Configure slowmode timer for sessionsslow-timer

Type: integer

min: 1000 max: 30000

Slow rate timer in milliseconds

int_slow_timer

Command Modes • /exec/configure
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blink
[no] blink {module module|s0 santa-cruz-range|chassis|powersupply psnum|fan fan_num}

Syntax Description Negate a command or set its defaultsno

blink locator ledblink

blink module ledmodule

Type: integer

please enter the module number

module

Type: xbar-str

blink a specific xbar

s0

Type: integer

please enter the xbar number

santa-cruz-range

blink chassis ledchassis

blink powersupply ledpowersupply

Type: uinteger

min: 1 max: 10

powersupply number

psnum

blink Fan ledfan

Type: uinteger

min: 1 max: 12

fan number

fan_num

Command Modes • /exec
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bloggerd delete
bloggerd delete {all-temporary-binary-log-dumps|all-temporary-binary-show-tech-files}

Syntax Description Blogger commandsbloggerd

Delete all logs of one typedelete

Delete all binary log dumps from the local partition
(/var/sysmgr/tmp/)

all-temporary-binary-log-dumps

Delete all binary show tech filesall-temporary-binary-show-tech-files

Command Modes • /exec
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bloggerd live-process-core process pid
bloggerd live-process-core process process-name pid process-pid

Syntax Description Blogger commandsbloggerd

Request a process core dump without killing itlive-process-core

Linux Process nameprocess

Type: string

Enter the Linux name of the process for which core is being requested (Eg: sysmgr)

process-name

Process PIDpid

Type: integer

Enter the linux PID of the process for which core is being requested (Eg: 4571)

process-pid

Command Modes • /exec
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bloggerd live-process-core sap
bloggerd live-process-core sap sap

Syntax Description Blogger commandsbloggerd

Dump the core of the live-processlive-process-core

Dump core for a particular SAPsap

Type: integer

min: 0 max: 65536

Enter a valid SAP. Enter 0 for ALL SAPs in this VDC

sap

Command Modes • /exec
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bloggerd log-dump
[no] bloggerd log-dump {all|[module module] sap sap_num [{vdc new_id|vdc-all}]}

Syntax Description Negate a command or set its defaultsno

Blogger commandsbloggerd

Dump Log Bufferlog-dump

Log Dump for ALL services across ALLmodules in the switch on reaching thresholdall

Enable Buffer Dump for particular Modulemodule

Type: integer

Enter a valid Module Number

module

Enable Buffer Dump for a particular sapsap

Type: integer

min: 0 max: 65536

Enter a valid SAP. Enter 0 for ALL SAPs in this VDC

sap_num

Enable Log Dump for a particular VDC. DEFAULT_VDC by defaultvdc

Type: integer

Enter a valid VDC ID

new_id

Enable Log Dump for the sap on ALL VDCsvdc-all

Command Modes • /exec/configure
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bloggerd log-dump once log-buffer sap event-history
bloggerd log-dump once log-buffer sap sap event-history {errors|msgs|app-specific uuid instance
buffer-instance}

Syntax Description Blogger commandsbloggerd

Dump Log Bufferlog-dump

Dump Log Buffer once immediatelyonce

Dump Log bufferlog-buffer

Enable Buffer Dump for a particular sapsap

Type: integer

min: 0 max: 65536

Enter a valid SAP. Enter 0 for ALL SAPs in this VDC

sap

Event-History Buffersevent-history

event-history errorserrors

event-history messagesmsgs

application specific event historyapp-specific

Type: integer

Enter valid app's UUID

uuid

Buffer Instance of the App-Specific SDWrap bufferinstance

Type: integer

Enter a valid SDWrap buffer instance for the app

buffer-instance

Command Modes • /exec
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bloggerd log-dump once pss uuid
bloggerd log-dump once pss uuid uuid

Syntax Description Blogger commandsbloggerd

Dump Log Bufferlog-dump

DumpLogBuffer once immediatelyonce

Dump PSSpss

Dump PSS for a particular UUIDuuid

Type: integer

min: 0 max: 65536

Enter a app's UUID

uuid

Command Modes • /exec
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bloggerd log-throttle
[no] bloggerd log-throttle [min-rollover min-rollover max-rollover-per-minute
max-rollover-per-minute]

Syntax Description Negate a command or set its defaultsno

Blogger commandsbloggerd

Enable Log Dump Throttling for all NxOS serviceslog-throttle

Number of minimum buffer rollovers before starting to throttle. Default: 5min-rollover

Type: integer

min: 1 max: 1000

Enter the mininum number of roll-overs before throttleing log-dump. Default:
5

min-rollover

Maximum allowed buffer rollovers per minute. Default: 1max-rollover-per-minute

Type: integer

min: 1 max: 100

Enter the maximum allowed roll-overs per minute before throttling. Default: 1

max-rollover-per-minute

Command Modes • /exec/configure
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bloggerd log-transfer
bloggerd log-transfer {ip-addr path|logflash}

Syntax Description Blogger commandsbloggerd

Configure log transferlog-transfer

Type: ipaddr

IP addr of logging server

ip-addr

Type: string

Path in tftp server to store logs. Eg: logOutput

path

Move all log-files to logflashlogflash

Command Modes • /exec/configure
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bloggerd mleak-check directory1 directory2
bloggerd mleak-check directory1 uri0 directory2 uri1

Syntax Description Blogger commandsbloggerd

Leak checkmleak-check

Enter path of directorydirectory1

Type: string

Linux path to file/directory (Eg: /bootflash/abc)

uri0

Enter path of directorydirectory2

Type: string

Linux path to file/directory (Eg: /bootflash/abc)

uri1

Command Modes • /exec
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bloggerd mleak-dump all
bloggerd mleak-dump all

Syntax Description Blogger commandsbloggerd

Leak dumpmleak-dump

All apps on all
modules

all

Command Modes • /exec
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bloggerd parse log-buffer
bloggerd parse log-buffer {file|directory} uri0

Syntax Description Blogger commandsbloggerd

Parse a fileparse

Parse buffer log filelog-buffer

Enter path of directorydirectory

Enter file name. Please unzip file before parsing!file

Type: string

Linux path to file/directory (Eg: /bootflash/abc)

uri0

Command Modes • /exec
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bloggerd parse log-buffer file sap
bloggerd parse log-buffer file uri0 sap sap-num

Syntax Description Blogger commandsbloggerd

Parse a fileparse

Parse buffer log filelog-buffer

Enter file name. Please unzip file before parsing!file

Type: string

Linux path to file (Eg: /bootflash/abc)

uri0

SAP of the application which should parse the filesap

Type: integer

min: 0 max: 65536

Enter a valid SAP. Enter 0 for ALL SAPs in this VDC

sap-num

Command Modes • /exec
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bloggerd parse pss file
bloggerd parse pss file uri0

Syntax Description Blogger commandsbloggerd

Parse a fileparse

Parse a dumped PSS Filepss

Enter file name (without pss extensions). Please unzip file before parsing!file

Type: string

Linux path to file/directory (Eg: /bootflash/abc)

uri0

Command Modes • /exec
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boot
boot s0 uri0 [module [module]]|no boot s0 [uri0 [module [module]]]

Syntax Description Negate a command or set its defaultsno

Configure boot variablesboot

Type: bootvar

use [show boot variables] for list of keywords

s0

Type: uri

Enter module image uri

uri0

Enter module number for the imagemodule

Type: integer

Enter module number

module

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
273

B Commands
boot



boot-install nxos
boot-install nxos uri0|no boot-install nxos [uri0]

Syntax Description Negate a command or set its defaultsno

Configure boot variablesboot-install

Configure NXOS imagenxos

Type: uri

Enter NXOS image uri

uri0

Command Modes • /exec/configure
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boot-order
boot-order new_id

Syntax Description The order at which a vdc will boot up. VDCs at the same level will be started parallelyboot-order

Type: integer

The order at which a vdc will boot up. VDCs at the same level will be started parallely

new_id

Command Modes • /exec/configure/vdc
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boot auto-copy
[no] boot auto-copy

Syntax Description Negate a command or set its defaultsno

Configure boot variablesboot

Turns on/off autocopy of bootvar imagesauto-copy

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
276

B Commands
boot auto-copy



boot nxos (bootvar)
boot nxos uri0 [[sup-1] [sup-2]]|no boot nxos [uri0 [[sup-1] [sup-2]]]

Syntax Description Negate a command or set its defaultsno

Configure boot variablesboot

Configure NXOS imagenxos

Type: uri

Enter kickstart image uri

uri0

Enter sup-1 to configure the 1st supsup-1

Enter sup-2 to configure the 2nd supsup-2

Command Modes • /exec/configure
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boot nxos (bootvar)
boot nxos uri0|no boot nxos [uri0]

Syntax Description Negate a command or set its defaultsno

Configure boot variablesboot

Configure NXOS imagenxos

Type: uri

Enter NXOS image uri

uri0

Command Modes • /exec/configure
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bootmode boot
[no] bootmode boot

Syntax Description Negate a command or set its defaultsno

set bootmode for all modules in the switchbootmode

boot in boot modeboot

Command Modes • /exec/configure
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bootmode extruntime
[no] bootmode extruntime

Syntax Description Negate a command or set its defaultsno

set bootmode for all modules in the switchbootmode

boot in runtimemode with extended diagsextruntime

Command Modes • /exec/configure
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bootmode hitless
[no] bootmode hitless

Syntax Description Negate a command or set its defaultsno

set bootmode for all modules in the switchbootmode

boot in hitless modehitless

Command Modes • /exec/configure
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bootmode module
[no] bootmode module module {boot|extruntime|hitless|netboot|nodiagruntime|runtime}

Syntax Description Negate a command or set its defaultsno

set bootmode for all modules in the switchbootmode

set bootmode for a given module in the switchmodule

Type: integer

please enter module number

module

boot in boot modeboot

boot in runtime mode with extended diagsextruntime

boot in hitless modehitless

boot using boot netboot in runtime modenetboot

boot in runtimemode without running any diagsnodiagruntime

boot in runtime mode with normal diagsruntime

Command Modes • /exec/configure
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bootmode nodiagruntime
[no] bootmode nodiagruntime

Syntax Description Negate a command or set its defaultsno

set bootmode for all modules in the switchbootmode

boot in runtimemode without running any diagsnodiagruntime

Command Modes • /exec/configure
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bootmode runtime
[no] bootmode runtime

Syntax Description Negate a command or set its defaultsno

set bootmode for all modules in the switchbootmode

boot in runtime mode with normal diagsruntime

Command Modes • /exec/configure
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buffer-boost
[no] buffer-boost

Syntax Description Negate a command or set its defaultsno

Enable extra buffers for this interfacebuffer-boost

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
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C Commands

• callhome, on page 296
• callhome send configuration, on page 297
• callhome send diagnostic, on page 298
• callhome send eem subject body, on page 299
• capability additional-paths receive, on page 300
• capability additional-paths send, on page 301
• capability suppress 4-byte-as, on page 302
• capture session, on page 303
• carrier-delay, on page 304
• cd, on page 305
• cdp advertise, on page 306
• cdp enable (cdpd), on page 307
• cdp enable (cdpd), on page 308
• cdp format device-id, on page 309
• cdp holdtime, on page 310
• cdp timer, on page 311
• cfs clear message-context name session-id, on page 312
• cfs distribute, on page 313
• cfs eth cos, on page 314
• cfs eth distribute, on page 315
• cfs ipv4, on page 316
• cfs ipv6, on page 317
• cfs merge all-fabrics name, on page 318
• cfs region, on page 319
• change-password, on page 320
• channel-group, on page 321
• channel-group force, on page 322
• chassis-serial, on page 323
• checkpoint, on page 324
• class (copp_cli), on page 325
• class-map, on page 326
• class-map type control-plane, on page 327
• class-map type network-qos match-any, on page 328
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• class-map type queuing, on page 329
• class (qosmgr), on page 332
• class class-default, on page 333
• class type network-qos, on page 334
• class type network-qos class-default, on page 335
• class type queuing, on page 336
• clean ip bfd, on page 340
• clear (eigrp), on page 341
• clear (eigrp), on page 343
• clear (sksd), on page 345
• clear (u6rib), on page 346
• clear (urib), on page 348
• clear access-list counters, on page 350
• clear access-list hardware counters, on page 351
• clear accounting log, on page 352
• clear bfd statistics, on page 353
• clear bgp, on page 354
• clear bgp event-history, on page 356
• clear bootvar log, on page 357
• clear cdp, on page 358
• clear checkpoint database, on page 359
• clear cli history, on page 360
• clear copp statistics, on page 361
• clear cores, on page 362
• clear cores archive, on page 363
• clear counters, on page 364
• clear counters buffers, on page 365
• clear counters interface, on page 366
• clear counters interface all, on page 367
• clear eigrp accounting, on page 368
• clear eigrp event-history, on page 369
• clear eigrp events, on page 370
• clear eigrp logging, on page 371
• clear eigrp redistribution, on page 372
• clear eigrp traffic, on page 373
• clear fabricpath counters dropped, on page 374
• clear forwarding cumulative counter, on page 375
• clear forwarding distribution lisp counters all, on page 376
• clear forwarding inconsistency, on page 377
• clear forwarding ipv4 multicast counters, on page 378
• clear forwarding ipv6-l3-route-history, on page 379
• clear forwarding ipv6 adjacency module, on page 380
• clear forwarding ipv6 inconsistency, on page 381
• clear forwarding ipv6 module, on page 382
• clear forwarding ipv6 multicast counters, on page 383
• clear forwarding l2-oiflist-history, on page 384
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• clear forwarding l2-route-history, on page 385
• clear forwarding l2mcast info statistics, on page 386
• clear forwarding l2vpn trace member-history, on page 387
• clear forwarding l3-route-history, on page 388
• clear forwarding module (ufdm), on page 389
• clear forwarding module (ufdm), on page 390
• clear forwarding mpls trace adj-history, on page 391
• clear forwarding mpls trace ecmp-history, on page 392
• clear forwarding mpls trace label-history, on page 393
• clear forwarding mpls trace te-history, on page 394
• clear forwarding oiflist-history, on page 395
• clear forwarding otv oiflist-history, on page 396
• clear forwarding trace ecmp-history, on page 397
• clear forwarding trace mfib oif-history, on page 398
• clear forwarding trace mfib oiflist-history, on page 399
• clear forwarding trace mfib otv oif-history, on page 400
• clear forwarding trace mfib otv oiflist-history, on page 401
• clear forwarding trace mfib otv v4-route-history, on page 402
• clear forwarding trace mfib otv v6-route-history, on page 403
• clear forwarding trace mfib platform oiflist-history, on page 404
• clear forwarding trace mfib v4-route-history, on page 405
• clear forwarding trace mfib v6-route-history, on page 406
• clear forwarding trace otv-adj-history, on page 407
• clear forwarding trace otv-vlan-history, on page 408
• clear forwarding trace v4-adj-history, on page 409
• clear forwarding trace v4-pfx-history, on page 410
• clear forwarding trace v4-rnh-history, on page 411
• clear forwarding trace v6-adj-history, on page 412
• clear forwarding trace v6-pfx-history, on page 413
• clear forwarding trace v6-rnh-history, on page 414
• clear forwarding trace vobj-history, on page 415
• clear frame traffic, on page 416
• clear fs-daemon log, on page 417
• clear hardware ip verify, on page 418
• clear hardware rate-limiter, on page 420
• clear hsrp countersclear hsrp state-history, on page 422
• clear icmpv6 cache, on page 423
• clear inactive-config, on page 424
• clear install all failed-standby, on page 425
• clear install failure-reason, on page 426
• clear install log-history, on page 427
• clear install status, on page 428
• clear ip, on page 429
• clear ip adjacency cache, on page 430
• clear ip adjacency no-ufdm, on page 431
• clear ip adjacency statistics, on page 432
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• clear ip arp, on page 433
• clear ip arp cache, on page 434
• clear ip arp event-history, on page 435
• clear ip arp inspection log, on page 436
• clear ip arp inspection statistics vlan, on page 437
• clear ip arp statistics, on page 438
• clear ip arp tunnel-statistics, on page 439
• clear ip arp vpc-statistics, on page 440
• clear ip cache, on page 441
• clear ip dhcp global statistics, on page 442
• clear ip dhcp relay statistics, on page 443
• clear ip dhcp snooping binding, on page 444
• clear ip dhcp snooping statistics, on page 445
• clear ip dns all config, on page 446
• clear ip dns use-vrf config, on page 447
• clear ip eigrp event-history bfd, on page 448
• clear ip eigrp route-map statistics redistribute, on page 449
• clear ip ftm statistics, on page 451
• clear ip igmp, on page 452
• clear ip igmp event-history, on page 453
• clear ip igmp interface statistics, on page 454
• clear ip igmp snooping event-history, on page 455
• clear ip igmp snooping explicit-tracking vlan, on page 456
• clear ip igmp snooping groups, on page 457
• clear ip igmp snooping proxy querier ports vlan, on page 458
• clear ip igmp snooping statistics, on page 459
• clear ip igmp snooping statistics vlan, on page 460
• clear ip igmp snooping vpc peer-link-exclude vlan, on page 461
• clear ip interface statistics, on page 462
• clear ip lisp data-cache, on page 463
• clear ip mfwd event-history, on page 464
• clear ip mroute, on page 465
• clear ip mroute statistics, on page 466
• clear ip msdp, on page 467
• clear ip msdp event-history, on page 468
• clear ip msdp peer, on page 469
• clear ip msdp policy statistics sa-policy, on page 470
• clear ip msdp statistics, on page 471
• clear ip ospf database, on page 472
• clear ip ospf event-history, on page 473
• clear ip ospf event-history detail, on page 475
• clear ip ospf interface, on page 476
• clear ip ospf neighbor, on page 477
• clear ip ospf policy statistics, on page 478
• clear ip ospf redistribution, on page 480
• clear ip ospf statistics, on page 481
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• clear ip ospf traffic, on page 482
• clear ip pim event-history, on page 483
• clear ip pim interface statistics, on page 484
• clear ip pim policy statistics (pim), on page 485
• clear ip pim policy statistics (pim), on page 486
• clear ip pim route, on page 487
• clear ip pim statistics, on page 488
• clear ip rip policy statistics redistribute bgp eigrp, on page 489
• clear ip routing multicast event-history, on page 491
• clear ip rsvp authentication, on page 492
• clear ip rsvp counters, on page 493
• clear ip rsvp hello instance counters, on page 494
• clear ip rsvp reservation, on page 495
• clear ip rsvp sender, on page 496
• clear ip rsvp signalling, on page 497
• clear ip stats, on page 498
• clear ip traffic, on page 499
• clear ip vip, on page 500
• clear ip vrf (bgp), on page 501
• clear ip vrf (bgp), on page 503
• clear ipv6, on page 505
• clear ipv6 adjacency no-ufdm, on page 506
• clear ipv6 adjacency statistics, on page 507
• clear ipv6 cache, on page 508
• clear ipv6 dhcp relay statistics, on page 509
• clear ipv6 eigrp route-map statistics redistribute, on page 510
• clear ipv6 icmp vpc-statistics, on page 512
• clear ipv6 interface statistics, on page 513
• clear ipv6 lisp data-cache, on page 514
• clear ipv6 mld, on page 515
• clear ipv6 mtu, on page 516
• clear ipv6 neighbor, on page 517
• clear ipv6 netstack mroute, on page 518
• clear ipv6 pim event-history, on page 519
• clear ipv6 pim interface statistics, on page 520
• clear ipv6 pim policy statistics, on page 521
• clear ipv6 pim route, on page 522
• clear ipv6 pim statistics, on page 523
• clear ipv6 rip policy statistics redistribute bgp, on page 524
• clear ipv6 statistics, on page 526
• clear ipv6 traffic, on page 527
• clear isis adjacency, on page 528
• clear isis dpi, on page 529
• clear isis event-history, on page 530
• clear isis ipv6 route-map statistics, on page 531
• clear isis redistribution, on page 533
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• clear isis route-map statistics, on page 534
• clear isis spf-log, on page 536
• clear isis statistics, on page 537
• clear isis traffic, on page 538
• clear l2dbg, on page 539
• clear l2protocol tunnel counters, on page 540
• clear l3vm event-history, on page 541
• clear lacp counters, on page 542
• clear ldap-server statistics, on page 543
• clear license, on page 545
• clear line, on page 546
• clear lldp counters, on page 547
• clear lldp counters interface, on page 548
• clear logging ip access-list cache, on page 549
• clear logging logfile, on page 550
• clear logging nvram, on page 551
• clear logging onboard, on page 552
• clear mac address-table dynamic, on page 553
• clear mac address-table dynamic interface peer-ip, on page 554
• clear mpls switching label statistics, on page 555
• clear ntp session, on page 556
• clear ntp statistics, on page 557
• clear nvram, on page 558
• clear onep error, on page 559
• clear onep history, on page 560
• clear onep session rate-limit, on page 561
• clear onep statistics, on page 562
• clear onep trace, on page 563
• clear ospfv3 database, on page 564
• clear ospfv3 event-history, on page 565
• clear ospfv3 event-history detail, on page 566
• clear ospfv3 interface, on page 567
• clear ospfv3 neighbor, on page 568
• clear ospfv3 policy statistics, on page 569
• clear ospfv3 redistribution, on page 571
• clear ospfv3 statistics, on page 572
• clear ospfv3 traffic, on page 573
• clear otv route, on page 574
• clear pktmgr cache, on page 575
• clear pktmgr client, on page 576
• clear pktmgr interface, on page 577
• clear port-security dynamic address vlan, on page 578
• clear port-security dynamic interface, on page 579
• clear port-security nvram, on page 580
• clear processes log all, on page 581
• clear processes log all vdc-all, on page 582

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
292

C Commands



• clear processes log archive, on page 583
• clear processes log pid, on page 584
• clear processes vdc log all, on page 585
• clear processes vdc log pid, on page 586
• clear qos mpls-snmp, on page 587
• clear qos policies, on page 588
• clear qos policies force, on page 589
• clear qos statistics, on page 590
• clear radius-server statistics, on page 591
• clear radius session, on page 593
• clear rip statistics, on page 594
• clear rmon, on page 595
• clear route-map pbr-statistics, on page 596
• clear routing event-history, on page 597
• clear routing ipv6 event-history, on page 598
• clear routing memstats, on page 599
• clear routing multicast, on page 600
• clear rpm pss, on page 601
• clear scheduler logfile, on page 602
• clear screen, on page 603
• clear session state name, on page 604
• clear snmp counters, on page 605
• clear snmp hostconfig, on page 606
• clear sockets statistics, on page 607
• clear spanning-tree counters, on page 608
• clear spanning-tree detected-protocols, on page 609
• clear spanning-tree sps-hist, on page 610
• clear ssh hosts, on page 611
• clear system reset-reason, on page 612
• clear system reset-reason history, on page 613
• clear tacacs-server statistics, on page 614
• clear tech-support lock (syscli), on page 617
• clear tech-support lock (syscli), on page 618
• clear user, on page 619
• clear veobc counters, on page 620
• clear vlan access-list counters, on page 621
• clear vlan counters, on page 622
• clear vpc statistics, on page 623
• clear vpc statistics all, on page 624
• clear vpc statistics peer-keepalive, on page 625
• clear vpc transport statistics, on page 626
• clear vrf, on page 627
• clear vrrp statistics, on page 629
• clear vtp counters, on page 630
• clear xl, on page 631
• cli alias name, on page 632
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• cli no var name, on page 633
• cli reload parsetree, on page 634
• cli show running-config local, on page 635
• cli var name (vsh_root), on page 636
• cli var name (vshd), on page 637
• cli verifynrun, on page 638
• client-to-client reflection, on page 639
• clock format, on page 640
• clock format show-timezone syslog, on page 641
• clock protocol vdc, on page 642
• clock set, on page 643
• clock summer-time, on page 645
• clock sync-interval, on page 647
• cluster-id, on page 648
• commit, on page 649
• commit verbose, on page 650
• compress-bitfields ipv6 multicast, on page 651
• compress-bitfields multicast, on page 652
• confederation identifier, on page 653
• confederation peers, on page 654
• configure, on page 655
• configure session, on page 656
• congestion-control ecn, on page 657
• congestion-control random-detect, on page 658
• congestion-control tail-drop, on page 660
• continue, on page 661
• contract-id, on page 662
• control-plane, on page 663
• copp copy profile, on page 664
• copp distributed-policing enable, on page 665
• copp profile, on page 666
• copy (uri_copy), on page 667
• copy (uri_copy), on page 668
• copy licenses, on page 669
• copy vdc-all (uri_copy), on page 670
• copy vdc-all (uri_copy), on page 671
• core-on-no-memory (ospf), on page 672
• core-on-no-memory (ospfv3), on page 673
• cost, on page 674
• count, on page 675
• counter name value op, on page 676
• cpu threshold rising falling interval, on page 677
• crypto ca authenticate, on page 678
• crypto ca crl request, on page 679
• crypto ca enroll, on page 680
• crypto ca export pkcs12, on page 681
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• crypto ca import certificate, on page 682
• crypto ca import pkcs12, on page 683
• crypto ca lookup, on page 684
• crypto ca remote ldap, on page 685
• crypto ca trustpoint, on page 686
• crypto cert ssh-authorize, on page 687
• crypto certificatemap mapname, on page 688
• crypto key generate rsa, on page 689
• crypto key param rsa label modulus, on page 690
• crypto key zeroize rsa, on page 691
• cts enable, on page 692
• customer-id, on page 693
• cut, on page 694
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callhome
callhome

Syntax Description Enter the callhome configurationmodecallhome

Command Modes • /exec/configure
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callhome send configuration
callhome send configuration

Syntax Description callhome commandscallhome

send a command callhomemessagesend

configuration typeconfiguration

Command Modes • /exec
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callhome send diagnostic
callhome send diagnostic

Syntax Description callhome commandscallhome

send a command callhomemessagesend

dignostic commanddiagnostic

Command Modes • /exec
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callhome send eem subject body
callhome send eem subject s1 body s2

Syntax Description callhome commandscallhome

send a command callhomemessagesend

eem action emaileem

action email subjectsubject

action email bodybody

Type: string

length: 512

subject-text string

s1

Type: string

length: 512

body-text string

s2

Command Modes • /exec
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capability additional-paths receive
[{no|default}] capability additional-paths receive [disable]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Advertise capability to the peercapability

Additional paths capabilityadditional-paths

Additional paths Receive capabilityreceive

Do not advertise additional paths Receive capabilitydisable

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
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capability additional-paths send
[{no|default}] capability additional-paths send [disable]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Advertise capability to the peercapability

Additional paths capabilityadditional-paths

Additional paths Send capabilitysend

Do not advertise additional paths Send capabilitydisable

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
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capability suppress 4-byte-as
[{no|default}] capability suppress 4-byte-as

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Capabilitycapability

Suppress sending out capabilitysuppress

Suppress 4-byte AS Capability4-byte-as

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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capture session
[no] capture session session-id

Syntax Description Negate a command or set its defaultsno

Enable packet capture on this filter for session Not available in this release.capture

Session ID <1-48> for this sessionsession

Type: uinteger

min: 1 max: 48

Session ID <1-48> for this session

session-id

Command Modes • /exec/configure/ipacl
• /exec/configure/ipv6acl
• /exec/configure/macacl
• /exec/configure/arpacl
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carrier-delay
carrier-delay {sec_val|msec msec_val}|no carrier-delay

Syntax Description Negate a command or set its defaultsno

Specify delay for interface transitionscarrier-delay

Type: uinteger

min: 0 max: 60

Carrier Transitions delay seconds

sec_val

Carrier Transitions delaymillisecondsmsec

Type: uinteger

min: 0 max: 1000

Carrier Transitions delaymilliseconds

msec_val

Command Modes • /exec/configure/if-vlan-common
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cd
cd uri0

Syntax Description Change current directorycd

Type: uri

Enter the name of the
directory

uri0

Command Modes • /exec
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cdp advertise
cdp advertise {v1|v2}|no cdp advertise [{v1|v2}]

Syntax Description Negate a command or set its defaultsno

Configure CDP parameterscdp

Highest CDP version supported on the switchadvertise

CDP Version 1v1

CDP Version 2v2

Command Modes • /exec/configure
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cdp enable (cdpd)
[no] cdp enable

Syntax Description Negate a command or set its defaultsno

Configure CDP interface parameterscdp

Enable/disable CDP on all interfacesenable

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
307

C Commands
cdp enable (cdpd)



cdp enable (cdpd)
[no] cdp enable

Syntax Description Negate a command or set its defaultsno

Configure CDP interface parameterscdp

Enable/disable CDP on the interfaceenable

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-gig-ether-all
• /exec/configure/if-gig-ether
• /exec/configure/if-eth-base
• /exec/configure/if-mgmt-ether
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cdp format device-id
[no] cdp format device-id {mac-address|serial-number|system-name}

Syntax Description Negate a command or set its defaultsno

Configure CDP parameterscdp

Device ID format for CDPformat

Device ID format for CDPdevice-id

Mac-address of the Chassismac-address

Chassis Serial Number/OUIserial-number

System name/Fully Qualified Domain Name (Default)system-name

Command Modes • /exec/configure
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cdp holdtime
[no] cdp holdtime i0

Syntax Description Negate a command or set its defaultsno

Configure CDP parameterscdp

CDP hold time advertised (in seconds)holdtime

Type: integer

min: 10 max: 255

CDP hold time advertised (in seconds)

i0

Command Modes • /exec/configure
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cdp timer
[no] cdp timer i1

Syntax Description Negate a command or set its defaultsno

Configure CDP parameterscdp

CDP refresh time interval (in seconds)timer

Type: integer

min: 5 max: 254

CDP refresh time interval (in seconds)

i1

Command Modes • /exec/configure
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cfs clear message-context name session-id
cfs clear message-context name cfs-dyn-app-name session-id i0

Syntax Description CFS parameterscfs

clear message contextclear

clear message contextmessage-context

clear message context for given applicationname

Type: string

length: 60

Registered name of the local application

cfs-dyn-app-name

Seesion id of message contextsession-id

Type: integer

Seesion id

i0

Command Modes • /exec
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cfs distribute
[no] cfs distribute

Syntax Description Negate a command or set its defaultsno

CFS configuration commandscfs

Enable fabric wide distributiondistribute

Command Modes • /exec/configure
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cfs eth cos
cfs eth cos i0|no cfs eth cos [i0]

Syntax Description Negate a command or set its defaultsno

CFS configuration commandscfs

ETH configurationseth

Configure CFS Ethernet COS valuecos

Type: integer-range

COS Value Range

i0

Command Modes • /exec/configure
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cfs eth distribute
[no] cfs eth distribute

Syntax Description Negate a command or set its defaultsno

CFS configuration commandscfs

ETH configurationseth

Enable CFS distribution over Ethernetdistribute

Command Modes • /exec/configure
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cfs ipv4
[no] cfs ipv4 {distribute|mcast-address ip0}

Syntax Description Negate a command or set its defaultsno

CFS configuration commandscfs

IPv4 configurationsipv4

Enable CFS distribution over IPv4distribute

Configure IPv4 multicast addressmcast-address

Type: ipaddr

Admin scope [239.255/16, 239.192/16-239.251/16]

ip0

Command Modes • /exec/configure
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cfs ipv6
[no] cfs ipv6 {distribute|mcast-address ipv60}

Syntax Description Negate a command or set its defaultsno

CFS configuration commandscfs

IPv6 configurationsipv6

Enable CFS distribution over IPv6distribute

Configure IPv6 multicast addressmcast-address

Type: ipv6addr

Admin scope [ff15::/16, ff18::/16]

ipv60

Command Modes • /exec/configure
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cfs merge all-fabrics name
cfs merge all-fabrics name cfs-dyn-app-name [vsan i0]

Syntax Description CFS parameterscfs

Resolve the merge failuresmerge

Fabric wide within the scope of the applicationall-fabrics

Application namename

Type: string

length: 60

Registered name of the local application

cfs-dyn-app-name

For logical applications onlyvsan

Type: vsan

Vsan Id

i0

Command Modes • /exec
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cfs region
[no] cfs region i0

Syntax Description Negate a command or set its defaultsno

CFS configuration commandscfs

Regions to limit the distribution scope of application(s)region

Type: integer

min: 1 max: 200

Region Id

i0

Command Modes • /exec/configure
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change-password
change-password [old-password s1 new-password s2]

Syntax Description Negate a command or set its defaultsno

Change your passwordchange-password

Current password for the userold-password

Type: string

length: 80

Current password for the user (clear text)

s1

New password for the usernew-password

Type: string

length: 80

New password for the user (clear text)

s2

Command Modes • /exec
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channel-group
channel-group channel-id [mode {active|passive|on}]|no channel-group [channel-id [mode
{active|passive|on}]]

Syntax Description Negate a command or set its defaultsno

Configure port channel parameterschannel-group

Specify channeling modemode

Set channeling mode to ACTIVEactive

Set channeling mode to PASSIVEpassive

Set channeling mode to ONon

Type: integer

min: 1 max: 4096

Specify a port-channel number

channel-id

Command Modes • /exec/configure/if-eth-base
• /exec/configure/if-ethernet-all
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channel-group force
channel-group channel-id force [mode {active|passive|on}]|no channel-group channel-id force
[mode {active|passive|on}]

Syntax Description Negate a command or set its defaultsno

add to/remove from a port-channelchannel-group

Type: integer

min: 1 max: 4096

Specify a port-channel number

channel-id

Forcefully add a portforce

Specify channeling modemode

Set channeling mode to ACTIVEactive

Set channeling mode to PASSIVEpassive

Set channeling mode to ONon

Command Modes • /exec/configure/if-eth-base
• /exec/configure/if-ethernet-all
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chassis-serial
chassis-serial chas-ser|no chassis-serial

Syntax Description Negate the commandno

Chassis serial
number

chassis-serial

Type: string

length: 20

Serial number

chas-ser

Command Modes • /exec/configure/fex
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checkpoint
checkpoint {[name] [description descr_str]|file file_uri}

Syntax Description Create configuration rollback checkpointcheckpoint

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: system[a-zA-Z0-9_-]* | user-checkpoint-[0-9]* | auto-[0-9]* | summary | all | user

length: 80

Checkpoint name

name

Create configuration rollback checkpoint to filefile

Type: uri

Checkpoint file path

file_uri

checkpoint description for the given checkpointdescription

Type: remainder

checkpoint description(can include spaces)

descr_str

Command Modes • /exec
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class (copp_cli)
class {cmap-name [insert-before cmap-name2]|class-default}|no class {cmap-name|class-default}

Syntax Description Negate a command or set its defaultsno

Attach class map to policy mapclass

Type: string

antipattern: copp-system-p-+(([a-zA-Z0-9] | [- | . | _])*)

length: 64

Class-map name

cmap-name

Insert this class before another classinsert-before

Type: string

antipattern: copp-system-p-+(([a-zA-Z0-9] | [- | . | _])*)

length: 64

class map name before which insertion should happen

cmap-name2

Use class defaultclass-default

Command Modes • /exec/configure/pmap
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class-map
[no] class-map [type qos] [any_or_all] cmap-name

Syntax Description Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Qos classqos

Enter match-any or match-all

match-any value: 1
Logical-OR all match statements under this classmap

match-all value: 2
Logical-AND all match statements under this
classmap

any_or_all

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

class-map name

cmap-name

Command Modes • /exec/configure
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class-map type control-plane
[no] class-map type control-plane [opt_any_or_all] cmap-name

Syntax Description Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Control-Planecontrol-plane

Enter match-any or match-all

match-any value: 1
Logical-OR all match statements under this
classmap

match-all value: 2
Logical-AND all match statements under this
classmap

opt_any_or_all

Type: string

antipattern: copp-system-p-+(([a-zA-Z0-9] | [- | . | _])*)

length: 64

Class-map name

cmap-name

Command Modes • /exec/configure
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class-map type network-qos match-any
[no] class-map type network-qos match-any cmap-name-nq

Syntax Description Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Network QoS classnetwork-qos

Match on any criteriamatch-any

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

class-map name

cmap-name-nq

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
328

C Commands
class-map type network-qos match-any



class-map type queuing
[no] class-map type queuing any_or_all {xxx cmap-enum-namecmap-dce-namecmap-name-hque}

Syntax Description Negate a command or set its defaultsno

Configure a class mapclass-map

Specify the type of this class-maptype

Queuing classqueuing

Enter match-any

match-any value: 1
Logical-OR all match statements under this classmap

any_or_all
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2q4t-in-q1 value: 1
Ingress queue 1 of 2q4t type

2q4t-in-q-default value: 2
Ingress default queue of 2q4t type

8q2t-in-q1 value: 3
Ingress queue 1 of 8q2t type

8q2t-in-q2 value: 4
Ingress queue 2 of 8q2t type

8q2t-in-q3 value: 5
Ingress queue 3 of 8q2t type

8q2t-in-q4 value: 6
Ingress queue 4 of 8q2t type

8q2t-in-q5 value: 7
Ingress queue 5 of 8q2t type

8q2t-in-q6 value: 8
Ingress queue 6 of 8q2t type

8q2t-in-q7 value: 9
Ingress queue 7 of 8q2t type

8q2t-in-q-default value: 10
Ingress default queue of 8q2t type

1p3q4t-out-pq1 value: 11
Egress priority queue of 1p3q4t type

1p3q4t-out-q2 value: 12
Egress queue 2 of 1p3q4t type

1p3q4t-out-q3 value: 13
Egress queue 3 of 1p3q4t type

1p3q4t-out-q-default value: 14
Egress default queue of 1p3q4t type

1p7q4t-out-pq1 value: 15
Egress priority queue of 1p7q4t type

1p7q4t-out-q2 value: 16
Egress queue 2 of 1p7q4t type

1p7q4t-out-q3 value: 17
Egress queue 3 of 1p7q4t type

1p7q4t-out-q4 value: 18
Egress queue 4 of 1p7q4t type

1p7q4t-out-q5 value: 19
Egress queue 5 of 1p7q4t type

1p7q4t-out-q6 value: 20
Egress queue 6 of 1p7q4t type

1p7q4t-out-q7 value: 21
Egress queue 7 of 1p7q4t type

1p7q4t-out-q-default value: 22
Egress default queue of 1p7q4t type

cmap-enum-name

xxx Not available in this release.xxx
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Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

Queuing class-map name

cmap-dce-name

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

Hierarchical class-map name

cmap-name-hque

Command Modes • /exec/configure
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class (qosmgr)
[no] class [type qos] cmap-name [insert-before [type qos1] cmap-name2]

Syntax Description Negate a command or set its defaultsno

Policy Criteriaclass

Specify the type of classtype

Match on Qos classqos

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

class map name

cmap-name

Insert this class before another classinsert-before

Insert before Qos classqos1

Type: string

length: 40

class map name

cmap-name2

Command Modes • /exec/configure/policy-map
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class class-default
[no] class class-default

Syntax Description Negate a command or set its defaultsno

Policy Criteriaclass

System default class matching otherwise unclassified packetsclass-default

Command Modes • /exec/configure/policy-map
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class type network-qos
[no] class type network-qos cmap-name-nq

Syntax Description Negate a command or set its defaultsno

Match on network-qos class-mapclass

Specify the type of this class-maptype

Network QoS policynetwork-qos

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

Match class-map name

cmap-name-nq

Command Modes • /exec/configure/policy-map/type/uf
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class type network-qos class-default
[no] class type network-qos class-default

Syntax Description Negate a command or set its defaultsno

Match on network-qos class-mapclass

Specify the type of this class-maptype

Network QoS policynetwork-qos

System default class matching otherwise not classified cos valuesclass-default

Command Modes • /exec/configure/policy-map/type/uf
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class type queuing
[no] class type queuing {xxx cmap-enum-namecmap-dce-namecmap-name-hque} [insert-before type
queuing1 yyy xcmap-enum-name]

Syntax Description xxx Not available in this release.xxx

yyy Not available in this release.yyy

Negate a command or set its defaultsno

Policy Criteriaclass

Specify the type of classtype

Match on Queuing classqueuing
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2q4t-in-q1 value: 1
Ingress queue 1 of 2q4t type

2q4t-in-q-default value: 2
Ingress default queue of 2q4t type

8q2t-in-q1 value: 3
Ingress queue 1 of 8q2t type

8q2t-in-q2 value: 4
Ingress queue 2 of 8q2t type

8q2t-in-q3 value: 5
Ingress queue 3 of 8q2t type

8q2t-in-q4 value: 6
Ingress queue 4 of 8q2t type

8q2t-in-q5 value: 7
Ingress queue 5 of 8q2t type

8q2t-in-q6 value: 8
Ingress queue 6 of 8q2t type

8q2t-in-q7 value: 9
Ingress queue 7 of 8q2t type

8q2t-in-q-default value: 10
Ingress default queue of 8q2t type

1p3q4t-out-pq1 value: 11
Egress priority queue of 1p3q4t type

1p3q4t-out-q2 value: 12
Egress queue 2 of 1p3q4t type

1p3q4t-out-q3 value: 13
Egress queue 3 of 1p3q4t type

1p3q4t-out-q-default value: 14
Egress default queue of 1p3q4t type

1p7q4t-out-pq1 value: 15
Egress priority queue of 1p7q4t type

1p7q4t-out-q2 value: 16
Egress queue 2 of 1p7q4t type

1p7q4t-out-q3 value: 17
Egress queue 3 of 1p7q4t type

1p7q4t-out-q4 value: 18
Egress queue 4 of 1p7q4t type

1p7q4t-out-q5 value: 19
Egress queue 5 of 1p7q4t type

1p7q4t-out-q6 value: 20
Egress queue 6 of 1p7q4t type

1p7q4t-out-q7 value: 21
Egress queue 7 of 1p7q4t type

1p7q4t-out-q-default value: 22
Egress default queue of 1p7q4t type

cmap-enum-name

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

Queuing class-map name

cmap-dce-name
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Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

Hierarchical class-map name

cmap-name-hque

Insert this class before another classinsert-before

Insert before Queuing classqueuing1
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2q4t-in-q1 value: 1
Ingress queue 1 of 2q4t type

2q4t-in-q-default value: 2
Ingress default queue of 2q4t type

8q2t-in-q1 value: 3
Ingress queue 1 of 8q2t type

8q2t-in-q2 value: 4
Ingress queue 2 of 8q2t type

8q2t-in-q3 value: 5
Ingress queue 3 of 8q2t type

8q2t-in-q4 value: 6
Ingress queue 4 of 8q2t type

8q2t-in-q5 value: 7
Ingress queue 5 of 8q2t type

8q2t-in-q6 value: 8
Ingress queue 6 of 8q2t type

8q2t-in-q7 value: 9
Ingress queue 7 of 8q2t type

8q2t-in-q-default value: 10
Ingress default queue of 8q2t type

1p3q4t-out-pq1 value: 11
Egress priority queue of 1p3q4t type

1p3q4t-out-q2 value: 12
Egress queue 2 of 1p3q4t type

1p3q4t-out-q3 value: 13
Egress queue 3 of 1p3q4t type

1p3q4t-out-q-default value: 14
Egress default queue of 1p3q4t type

1p7q4t-out-pq1 value: 15
Egress priority queue of 1p7q4t type

1p7q4t-out-q2 value: 16
Egress queue 2 of 1p7q4t type

1p7q4t-out-q3 value: 17
Egress queue 3 of 1p7q4t type

1p7q4t-out-q4 value: 18
Egress queue 4 of 1p7q4t type

1p7q4t-out-q5 value: 19
Egress queue 5 of 1p7q4t type

1p7q4t-out-q6 value: 20
Egress queue 6 of 1p7q4t type

1p7q4t-out-q7 value: 21
Egress queue 7 of 1p7q4t type

1p7q4t-out-q-default value: 22
Egress default queue of 1p7q4t type

xcmap-enum-name

Command Modes • /exec/configure/policy-map/type/queuing
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clean ip bfd
clean ip bfd

Syntax Description Clean internal
datastructures

clean

IP related informationip

clean ip bfd datastructuresbfd

Command Modes • /exec
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clear (eigrp)
clear {ip eigrp [eigrp-ptag] neighbors {*addressinterface} [soft] [no-goodbye] [vrf
{vrf-namevrf-known-name|all}]|ipv6 eigrp [eigrp-ptag] neighbors {*ipv6-addrinterface} [soft]
[no-goodbye] [vrf {vrf-namevrf-known-name|all}]}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Clear EIGRP neighborsneighbors

Clear all EIGRP neighbors*

Type: ipaddr

IP-EIGRP neighbor address

address

Type: ipv6addr

IPv6 neighbor address

ipv6-addr
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Type: interface

Interface

interface

Soft resetsoft

No goodbyeno-goodbye

Command Modes • /exec
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clear (eigrp)
clear {ip eigrp [eigrp-ptag] topology {address mask|prefix} [vrf {vrf-namevrf-known-name|all}]|ipv6
eigrp [eigrp-ptag] topology ipv6-prefix [vrf {vrf-namevrf-known-name|all}]}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Clear IP-EIGRP topology table entrytopology

Type: ipaddr

Network to display information about

address

Type: ipaddr

Network mask

mask

Type: ipprefix

IP prefix <network>/<length>, e.g., 192.168.0.0/16

prefix
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Type: ipv6prefix

IPv6 prefix <network>/<length>

ipv6-prefix

Command Modes • /exec
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clear (sksd)
clear {keystore|sksd} [{indexname}]

Syntax Description Reset functionsclear

Clear all records in the keystorekeystore

Clear all records in the keystore/sksd-chipsksd

Type: uinteger

Clear secret at index <index>

index

Type: string

Clear secret with name <name>

name

Command Modes • /exec
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clear (u6rib)
clear {ipv6 route [vrf {vrf-namevrf-known-namevrf-all}]|routing [vrf {vrf-namevrf-known-name}]
ipv6 [unicast] [topology topology-name]} {all|{ipv6-addripv6-prefix} [nh-addr nh-interface]} [no-ufdm]

Syntax Description Reset functionsclear

Clear routing informationroute

Clear routing informationrouting

Clear per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Clear IPv6 commandsipv6

Clear unicast informationunicast

Clear per-topology informationtopology

Type: string

Topology name

topology-name

Clear all routes<all>

Type: ipv6addr

Clear single host route

ipv6-addr

Type: ipv6prefix

Clear single exact match route

ipv6-prefix

Type: ipv6addr

Clear single path

nh-addr

Type: interface

Interface Name

nh-interface
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Do not tell UFDM about the changeno-ufdm

Command Modes • /exec
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clear (urib)
clear {ip route [vrf {vrf-namevrf-known-namevrf-all}]|routing [vrf {vrf-namevrf-known-name}]
[{ip|ipv4}] [unicast] [topology topology-name]} {all|{ip-addrip-prefix} [nh-addr] [nh-interface]}
[no-ufdm]

Syntax Description Reset functionsclear

Clear routing informationroute

Clear routing informationrouting

Clear per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Clear IP commandsip

Clear IP commandsipv4

Clear unicast informationunicast

Clear per-topology informationtopology

Type: string

Topology name

topology-name

Clear all routes<all>

Type: ipaddr

Clear single host route

ip-addr

Type: ipprefix

Clear single exact match route

ip-prefix

Type: ipaddr

Clear single path

nh-addr
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Type: interface

Interface Name

nh-interface

Do not tell UFDM about the changeno-ufdm

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
349

C Commands
clear (urib)



clear access-list counters
clear [ip_ipv6_mac] access-list counters [name]

Syntax Description Reset functionsclear

IP/IPv6/MAC

ip value: 9
Clear IP commands

ipv6 value: 10
Clear IPv6 commands

mac value: 11
MAC configuration commands

ip_ipv6_mac

Clear access list statistical informationaccess-list

Clear access list counterscounters

Type: string

length: 64

List name

name

Command Modes • /exec
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clear access-list hardware counters
clear access-list hardware counters [module module]

Syntax Description Reset functionsclear

Clear access list statistical informationaccess-list

hardware informationhardware

Clear access list counterscounters

Slot/modulemodule

Type: integer

Slot/module number

module

Command Modes • /exec
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clear accounting log
clear accounting log

Syntax Description Reset functionsclear

Clear accounting log(s) in all vdcsaccounting

Clear the accounting log(s) in all vdcslog

Command Modes • /exec
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clear bfd statistics
clear bfd statistics

Syntax Description Clearclear

bfdbfd

statisticsstatistics

Command Modes • /exec
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clear bgp
clear bgp {ipv4 {unicast|multicast} policy statistics {redistribute [{{eigrp|isis|ospf|rip}
tag|static|direct|amt|lisp}]|neighbor neighbor-id [{default-originate|{route-map|filter-list|prefix-list}
{in|out}}]|dampening|network {ip-addr mask ip-maskip-prefix}|aggregate-address {ip-addr
ip-maskip-prefix} {suppress-map|advertise-map}}|{vpnv4|vpnv6} unicast policy statistics neighbor
neighbor-id [{route-map|filter-list|prefix-list} {in|out}]|ipv6 {unicast|multicast} policy statistics
{redistribute [{{eigrp|isis|ospfv3|rip} tag|static|direct|amt|lisp}]|neighbor {neighbor-idipv6-neighbor-id}
[{default-originate|{route-map|filter-list|prefix-list} {in|out}}]|dampening|network
ipv6-prefix|aggregate-address ipv6-prefix {suppress-map|advertise-map}}}

Syntax Description Reset functionsclear

Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

Clear VPNv4 address-family Not available in this release.vpnv4

Clear VPNv6 address-family Not available in this release.vpnv6

Clear BGP sessionsbgp

Clear unicast address-familyunicast

Clear multicast address-familymulticast

Clear policy related informationpolicy

Clear Route Filter statisticsstatistics

Statistics for redistributionredistribute

ISO IS-ISisis

Open Shortest Path First (OSPF)ospf

Open Shortest Path First v3ospfv3

Routing Information Protocolrip

Enhanced Interior Gateway Protocoleigrp

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
354

C Commands
clear bgp



Type: string

Source protocol tag

tag

Clear neighbor specific countersneighbor

Type: ipaddr

Neighbor IPv4 address

neighbor-id

Type: ipv6addr

Neighbor IPv6 address

ipv6-neighbor-id

Neighbor route-maproute-map

Neighbor prefix-listprefix-list

Neighbor filter-listfilter-list

Outbound policyout

Inbound policyin

Default-originate policydefault-originate

Clear dampening infodampening

Configured IP prefix to advertisenetwork

Configured BGP aggregate prefixesaggregate-address

Statistics of suppress policysuppress-map

Statistics of advertise policyadvertise-map

Type: ipaddr

IP network advertised

ip-addr

Configured mask of the IP prefix advertisedmask

Type: ipaddr

Dotted 4-octet mask

ip-mask

Type: ipprefix

IP prefix in CIDR format

ip-prefix

Type: ipv6prefix

IPv6 prefix format: xxxx:xxxx/ml, xxxx:xxxx::/ml, xxxx::xx/128

ipv6-prefix

Command Modes • /exec
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clear bgp event-history
clear bgp event-history {bgp-event-hist|detail|all|msgs}

Syntax Description Reset functionsclear

Clear BGP sessionsbgp

Clear event-history buffersevent-history

Type: string

Event History

bgp-event-hist

Show detailed event logsdetail

All event history buffersall

Clear message logs of
BGP

msgs

Command Modes • /exec
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clear bootvar log
clear bootvar log

Syntax Description Reset functionsclear

Clear the bootvar
log

bootvar

Clear the bootvar
log

log

Command Modes • /exec
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clear cdp
clear cdp {counters [interface if0]|table [interface1 if1]}

Syntax Description Reset functionsclear

Cisco Discovery Protocolcdp

Clear CDP counters on all interfacescounters

Clear CDP counters on an interfaceinterface

Type: interfaceif0

Clear CDP cache on all interfacestable

Clear CDP cache on an interfaceinterface1

Type: interfaceif1

Command Modes • /exec
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clear checkpoint database
clear checkpoint database [{user|system}]

Syntax Description Reset functionsclear

Clear configuration rollback checkpointcheckpoint

Clear configuration rollback checkpoint databasedatabase

Clear configuration rollback checkpoint database for user checkpointsuser

Clear configuration rollback checkpoint database for system checkpointssystem

Command Modes • /exec
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clear cli history
clear cli history

Syntax Description Reset functionsclear

debug clicli

history of cli
commands

history

Command Modes • /exec
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clear copp statistics
clear copp statistics

Syntax Description Reset functionsclear

Clear policy information for coppcopp

Clear statisticsstatistics

Command Modes • /exec
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clear cores
clear cores

Syntax Description Reset functionsclear

clear all core dumps for the switchcores

Command Modes • /exec
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clear cores archive
clear cores archive [file s0]

Syntax Description Reset functionsclear

clear all cores for this vdccores

clear all core dump files for this vdc from logflash on this modulearchive

delete a core file on logflashfile

Type: string

Name of file in directory 'core'

s0

Command Modes • /exec
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clear counters
clear counters

Syntax Description Reset
functions

clear

Clear counterscounters

Command Modes • /exec
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clear counters buffers
clear counters buffers [module module [instance instance]] [__readonly__ clear_valid]

Syntax Description Reset functionsclear

Clear counterscounters

Clear system buffer max cell usage counterbuffers

Slot/modulemodule

Type: integer

Slot/module number

module

ASIC Instance Numberinstance

Type: integer

min: 0 max: 3

ASIC Instance Number in Decimal

instance

Read Only__readonly__

Type: string

Clear

clear_valid

Command Modes • /exec
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clear counters interface
clear counters interface ifindex

Syntax Description Reset functionsclear

Clear counterscounters

Clear interface
counters

interface

Type:
interface-mrange

Clear interface
counters

ifindex

Command Modes • /exec
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clear counters interface all
clear counters interface all

Syntax Description Reset functionsclear

Clear counterscounters

Clear interface countersinterface

Clear all interface
counters

all

Command Modes • /exec
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clear eigrp accounting
clear {ip|ipv6} eigrp [eigrp-ptag] accounting [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Clear IP-EIGRP accounting statisticsaccounting

Command Modes • /exec
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clear eigrp event-history
clear {ip|ipv6} eigrp [eigrp-ptag] event-history [{fsm|packet|rib|cli|l3vpn|ha|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Clear the event history buffersevent-history

FSM log of EIGRPfsm

Packet log of EIGRPpacket

RIB log of EIGRPrib

L3VPN log of EIGRPl3vpn

HA log of EIGRPha

EIGRP CLI related eventscli

All event history buffersall

Command Modes • /exec
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clear eigrp events
clear {ip|ipv6} eigrp [eigrp-ptag] events [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Clear IP-EIGRP event logsevents

Command Modes • /exec
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clear eigrp logging
clear {ip|ipv6} eigrp [eigrp-ptag] logging [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Stop IP-EIGRP event logginglogging

Command Modes • /exec
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clear eigrp redistribution
clear {ip|ipv6} eigrp [eigrp-ptag] redistribution [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Display per-VRF informationvrf

Type: string

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear EIGRP redistributed informationredistribution

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
372

C Commands
clear eigrp redistribution



clear eigrp traffic
clear {ip|ipv6} eigrp [eigrp-ptag] traffic [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Clear IP-EIGRP traffic statisticstraffic
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clear fabricpath counters dropped
clear fabricpath counters dropped [module module] [__readonly__ mod_bmp vdc_id msg]

Syntax Description Reset functionsclear

clear fabricpath informationfabricpath

Clear fabricpath counterscounters

Packets dropped due to various vlan errorsdropped

Specify one countermodule

Type: integer

Module number

module

Read Only__readonly__

Type: uinteger

Bitmap of valid modules

mod_bmp

Type: integer

Current VDC id

vdc_id

Type: string

Message to give details about command execution

msg

Command Modes • /exec
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clear forwarding cumulative counter
clear forwarding cumulative counter [{all|v4_ucast_add|v4_ucast_del|v6_ucast_add|v6_ucast_del}]
[module module]

Syntax Description clearclear

forwarding informationforwarding

accumulated prefix add/delete countcumulative

countercounter

allall

IPv4 unicast route add countv4_ucast_add

IPv4 unicast route delete countv4_ucast_del

IPv6 unicast route add countv6_ucast_add

IPv6 unicast route delete countv6_ucast_del

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding distribution lisp counters all
clear forwarding distribution lisp counters all

Syntax Description clear

forwardingforwarding

fib distribution
information

distribution

lisp applicationlisp

counterscounters

all vrf'sall

Command Modes • /exec
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clear forwarding inconsistency
clear forwarding [{ipv4|ip}] [unicast] inconsistency

Syntax Description clearclear

forwardingforwarding

ipv4ip

ipv4ipv4

unicastunicast

route inconsistency
check

inconsistency

Command Modes • /exec
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clear forwarding ipv4 multicast counters
clear forwarding ipv4 multicast counters [vrf {vrf-namevrf-known-name|all}] {[group gaddr
[source saddr]]|[source saddr [group gaddr]]} [module module]

Syntax Description clear

fib informationforwarding

Specify VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Ipv4ipv4

Multicast IPv4 informationmulticast

counters

Multicast IPv4 Group specific infogroup

Type: ipaddr

Multicast IPv4 Group Address

gaddr

Multicast IPv4 Source specific infosource

Type: ipaddr

Multicast IPv4 Source Address

saddr

slot Available only in the 9500 series.module

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding ipv6-l3-route-history
clear forwarding ipv6-l3-route-history

Syntax Description Clear bintrace entriesclear

forwardingforwarding

IPV6 L3 Route
history

ipv6-l3-route-history

Command Modes • /exec
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clear forwarding ipv6 adjacency module
clear forwarding ipv6 adjacency [vrf vrf-name] {ip-addr|all_adjs} module {all_modulesmodule}
[force-delete] [no-urib]

Syntax Description clear

forwarding informationforwarding

ipv6ipv6

adjacencyadjacency

delete routes for a specific vrfvrf

Type: string

VRF name

vrf-name

Type: ipv6addr

IPV6 source address

ip-addr

delete all adjsall_adjs

modulemodule

all module'sall_modules

Type: integer

module number

module

Do not tell URIB about changesno-urib

Forcefully remove adjforce-delete

Command Modes • /exec
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clear forwarding ipv6 inconsistency
clear forwarding ipv6 [unicast] inconsistency

Syntax Description clearclear

forwardingforwarding

ipv6ipv6

unicastunicast

route inconsistency
check

inconsistency

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
381

C Commands
clear forwarding ipv6 inconsistency



clear forwarding ipv6 module
clear forwarding ipv6 route [vrf vrf-name] {prefix|all_routes} module {all_modulesmodule}
[no-urib]

Syntax Description clear

forwarding informationforwarding

ipv6ipv6

routeroute

delete routes for a specific vrfvrf

Type: string

VRF name

vrf-name

Type: ipv6prefix

delete specific prefix

prefix

delete all routesall_routes

modulemodule

all module'sall_modules

Type: integer

module number

module

Do not tell URIB about changesno-urib

Command Modes • /exec
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clear forwarding ipv6 multicast counters
clear forwarding ipv6 multicast counters [vrf {vrf-namevrf-known-name|all}] {[group gaddr
[source saddr]]|[source saddr [group gaddr]]} [module module]

Syntax Description clear

fib informationforwarding

Specify VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Ipv6ipv6

Multicast IPv6 informationmulticast

counters

Multicast IPv6 Group specific infogroup

Type: ipv6addr

Multicast IPv6 Group Address

gaddr

Multicast IPv6 Source specific infosource

Type: ipv6addr

Multicast IPv6 Source Address

saddr

slot Available only in the 9500 series.module

Type: integer

slot number

module
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clear forwarding l2-oiflist-history
clear forwarding l2-oiflist-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

L2 Oiflist historyl2-oiflist-history

Command Modes • /exec
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clear forwarding l2-route-history
clear forwarding l2-route-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

L2 Route historyl2-route-history

Command Modes • /exec
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clear forwarding l2mcast info statistics
clear forwarding l2mcast info statistics [module num]

Syntax Description Clear all entriesclear

Forwarding Informationforwarding

Layer-2 multicastl2mcast

L2mcast Internal Infoinfo

L2mcast Internal Info
Statistics

statistics

Slotmodule

Type: integer

Slot number

num

Command Modes • /exec
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clear forwarding l2vpn trace member-history
clear forwarding l2vpn trace member-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

L2VPNl2vpn

internal tracetrace

member historymember-history

Command Modes • /exec
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clear forwarding l3-route-history
clear forwarding l3-route-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

L3 Route historyl3-route-history

Command Modes • /exec
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clear forwarding module (ufdm)
clear forwarding [{ip|ipv4}] adjacency [vrf vrf-name] {ip-addr|all_routes} module
{all_modulesmodule} [force-delete] [no-urib]

Syntax Description clear

forwarding informationforwarding

ipv4ip

ipv4ipv4

adjacencyadjacency

delete routes for a specific vrfvrf

Type: string

VRF name

vrf-name

Type: ipaddr

IPV4 source address

ip-addr

delete all routesall_routes

modulemodule

all module'sall_modules

Type: integer

module number

module

Do not tell URIB about changesno-urib

Forcefully remove adjforce-delete

Command Modes • /exec
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clear forwarding module (ufdm)
clear forwarding [{ip|ipv4}] route [vrf vrf-name] {prefix|all_routes} module {all_modulesmodule}
[no-urib]

Syntax Description clear

forwarding informationforwarding

ipv4ip

ipv4ipv4

routeroute

delete routes for a specific vrfvrf

Type: string

VRF name

vrf-name

Type: ipprefix

delete specific prefix

prefix

delete all routesall_routes

modulemodule

all module'sall_modules

Type: integer

module number

module

Do not tell URIB about changesno-urib

Command Modes • /exec
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clear forwarding mpls trace adj-history
clear forwarding mpls trace adj-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

mplsmpls

internal tracetrace

adjacency historyadj-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding mpls trace ecmp-history
clear forwarding mpls trace ecmp-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

mplsmpls

internal tracetrace

ECMP historyecmp-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding mpls trace label-history
clear forwarding mpls trace label-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

mplsmpls

internal tracetrace

label historylabel-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding mpls trace te-history
clear forwarding mpls trace te-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

mplsmpls

internal tracetrace

TE historyte-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding oiflist-history
clear forwarding oiflist-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

Oiflist historyoiflist-history

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
395

C Commands
clear forwarding oiflist-history



clear forwarding otv oiflist-history
clear forwarding otv oiflist-history

Syntax Description Clear bintrace entriesclear

forwardingforwarding

Display OTV
information

otv

Oiflist historyoiflist-history

Command Modes • /exec
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clear forwarding trace ecmp-history
clear forwarding trace ecmp-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

ECMP historyecmp-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace mfib oif-history
clear forwarding trace mfib oif-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

mfib entriesmfib

oif historyoif-history

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
398

C Commands
clear forwarding trace mfib oif-history



clear forwarding trace mfib oiflist-history
clear forwarding trace mfib oiflist-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

mfib entriesmfib

oiflist historyoiflist-history

Command Modes • /exec
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clear forwarding trace mfib otv oif-history
clear forwarding trace mfib otv oif-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

mfib entriesmfib

otv entriesotv

oif historyoif-history

Command Modes • /exec
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clear forwarding trace mfib otv oiflist-history
clear forwarding trace mfib otv oiflist-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

mfib entriesmfib

otv entriesotv

oiflist historyoiflist-history

Command Modes • /exec
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clear forwarding trace mfib otv v4-route-history
clear forwarding trace mfib otv v4-route-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

mfib entriesmfib

otv entriesotv

v4 route historyv4-route-history

Command Modes • /exec
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clear forwarding trace mfib otv v6-route-history
clear forwarding trace mfib otv v6-route-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

mfib entriesmfib

otv mfib entriesotv

v6 route historyv6-route-history

Command Modes • /exec
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clear forwarding trace mfib platform oiflist-history
clear forwarding trace mfib platform oiflist-history

Syntax Description Clearclear

Forwarding
information

forwarding

internal tracetrace

mfib entriesmfib

platform informationplatform

Oiflist historyoiflist-history

Command Modes • /exec
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clear forwarding trace mfib v4-route-history
clear forwarding trace mfib v4-route-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

clear mfib entriesmfib

v4 route historyv4-route-history

Command Modes • /exec
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clear forwarding trace mfib v6-route-history
clear forwarding trace mfib v6-route-history

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

mfib entriesmfib

v6 route historyv6-route-history

Command Modes • /exec
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clear forwarding trace otv-adj-history
clear forwarding trace otv-adj-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

otv adj historyotv-adj-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace otv-vlan-history
clear forwarding trace otv-vlan-history [module module]

Syntax Description Clear bintrace entriesclear

forwardingforwarding

internal tracetrace

otv vlan prefix
history

otv-vlan-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace v4-adj-history
clear forwarding trace v4-adj-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

V4 adjacency
history

v4-adj-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace v4-pfx-history
clear forwarding trace v4-pfx-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

V4 prefix historyv4-pfx-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
410

C Commands
clear forwarding trace v4-pfx-history



clear forwarding trace v4-rnh-history
clear forwarding trace v4-rnh-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

V4 rnh historyv4-rnh-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace v6-adj-history
clear forwarding trace v6-adj-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

V6 adjacency
history

v6-adj-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace v6-pfx-history
clear forwarding trace v6-pfx-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

V6 prefix historyv6-pfx-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace v6-rnh-history
clear forwarding trace v6-rnh-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

V6 rnh historyv6-rnh-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear forwarding trace vobj-history
clear forwarding trace vobj-history [module module]

Syntax Description Clear bintrace
entries

clear

forwardingforwarding

internal tracetrace

vobj historyvobj-history

slotmodule

Type: integer

slot number

module

Command Modes • /exec
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clear frame traffic
clear frame traffic

Syntax Description Reset functionsclear

Clear layer-2 frame statistics to/from the Route Processorframe

Clear layer-2 frame statistics to/from the Route Processortraffic

Command Modes • /exec
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clear fs-daemon log
clear fs-daemon log

Syntax Description Reset functionsclear

Clear the fs daemon
log

fs-daemon

Clear the fs daemon
log

log

Command Modes • /exec
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clear hardware ip verify
clear hardware [forwarding] ip verify {all|address {source {broadcast|multicast}|class-e|destination
zero|identical|reserved}|checksum|protocol|fragment|length {minimum|consistent|maximum
{max-frag|udp|max-tcp}}|tcp tiny-frag|version} [module module]

Syntax Description Reset functionsclear

Show hardware informationhardware

Show hardware information for forwarding pathforwarding

IPv4 and IPv6 protocols Not available in this release.ip

IP packet validation checks in hardware Not available in this release.verify

Class E IDS check Not available in this release.class-e

All IP packet validation checksall

IPv4 and IPv6 Source and destination address validationaddress

Check source addresssource

Source address is 255.255.255.255broadcast

Source address is 224.x.x.xmulticast

Check destination address Not available in this release.destination

Destination address is 0.0.0.0zero

Same IP SA and DAidentical

Source address is 127.x.x.x Not available in this release.reserved

Verify IPv4 and IPv6 packet checksumchecksum

Verify IP procotolprotocol

Check IPv4 and IPv6 fragment with non-zero offset and DF bit activefragment

Validate IPv4 packet header and payload lengthlength

Minimum IPv4 header lengthminimum

Actual frame size is equal to or more than IPv4 length plus ethernet headerconsistent

Check max fragment offset and payload lengthmaximum

Fragment offset field valuemax-frag

Maximum UDP length has to be less than IPv4 payload lengthudp
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Maximum TCP length has to be less than IPv4 payload lengthmax-tcp

Validate TCP packet headertcp

Check TCP tiny fragmenttiny-frag

Must be 4 for an ethertype of IPv4 (0x0800)version

Specify a module numbermodule

Type: integer

Specify a module number

module

Command Modes • /exec
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clear hardware rate-limiter
clear hardware rate-limiter {all|layer-3 {l3-opts|multicast mcast-opts}|layer-2 l2-optsopts|f1 f1-opts}
[module module]

Syntax Description Reset functionsclear

Show hardware informationhardware

Clear Rate-Limiter statisticsrate-limiter

Clear all Rate-Limiter statisticsall

Layer-3 control and Routed packetslayer-3

glean value: 3
Glean traffic

l3-opts

Multicast data packetsmulticast

local-groups value: 5
Data packets punted for initiating SPT join

mcast-opts

Layer-2 control and Bridged packets Not available in this release.layer-2

storm-control value: 7
Packets flooded in VLAN

port-security value: 12
Packets violating MAC restrictions on the ingress interface

mcast-snooping value: 13
IGMP Snoop packets for L2 Multicast

vpc-low value: 14
Control packets over vPC low q

l2pt value: 15
Layer2 tunnel protocol

vpc-peer-gw value: 21
Traffic to be redirected to vPC peer

lisp-map-cache value: 22
Traffic to be redirected to LISP peer

l2-opts

access-list-log value: 8
Packets copied to supervisor for access-list logging

bfd value: 23
BFD protocol traffic

exception value: 24
Catch-all exception traffic

opts

Control packets from F1 modules to supervisorNot available in this release.f1
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rl-1 value: 16
STP and Fabricpath-ISIS

rl-2 value: 17
L3-ISIS and OTV-ISIS

rl-3 value: 18
UDLD, LACP, CDP and LLDP

rl-4 value: 19
Q-in-Q and ARP request

rl-5 value: 20
IGMP, NTP, DHCP-Snoop, Port-Security and Mgmt traffic

f1-opts

Specify a module numbermodule

Type: integer

Specify a module number

module
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clear hsrp countersclear hsrp state-history
clear hsrp counters [value]|clear hsrp state-history [interface interface-id] [group group-id]

Syntax Description Reset functionsclear

HSRP commandshsrp

Internal counterscounters

Type: integer

Counter to be cleared

value

Clear Groups' state
history

state-history

Groups on this interfaceinterface

Type: interface

Interface

interface-id

Group numbergroup

Type: integer

min: 0 max: 4095

Group Number

group-id
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clear icmpv6 cache
clear icmpv6 cache interface [intf]

Syntax Description Reset functionsclear

ICMPv6 Commandsicmpv6

Clear icmpv6 cachecache

Clear icmpv6 interface informationinterface

Type: interface

Interface name to clear

intf
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clear inactive-config
clear inactive-config component-list+

Syntax Description Reset functionsclear

Clear Inactive configinactive-config

component list

qos value: 401
clear inactive config of qos
manager

acl value: 402
clear inactive config of acl
manager

component-list

Command Modes • /exec
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clear install all failed-standby
clear install all failed-standby

Syntax Description Reset functionsclear

Clear the installer loginstall

Clear the install all logall

Clear the failed-standby
log

failed-standby

Command Modes • /exec
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clear install failure-reason
clear install failure-reason

Syntax Description Reset functionsclear

Clear the installer loginstall

Clear the install failure-reason logfailure-reason

Command Modes • /exec
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clear install log-history
clear install log-history {all|oldest i0}

Syntax Description Reset functionsclear

Install related show commandsinstall

Patch installer historical logslog-history

Delete complete history logall

oldest Delete the oldest <n> install log-history pointsoldest

Type: uinteger

min: 1 max: 4294967294

Number of log-history points to delete

i0

Command Modes • /exec
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clear install status
clear install status

Syntax Description Reset functionsclear

Clear the installer loginstall

Clear the installer status
log

status

Command Modes • /exec
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clear ip
clear ip {netstack mroute|mroute data-created} {allgroup-prefix|group [source]} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Netstack's local cachenetstack

Clear multicast routing tablemroute

Clear all Data-created PIM ASM (S,G) routesdata-created

Clear all routes<all>

Type: ipprefix

Clear all routes within the Group prefix

group-prefix

Type: ipaddr

Clear all sources matching the Group

group

Type: ipaddr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec
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clear ip adjacency cache
clear ip adjacency cache interface [intf]

Syntax Description Reset functionsclear

Clear IP commandsip

Configure Adjmgradjacency

Clear adjacency cachecache

Clear adjacency interface informationinterface

Type: interface

Interface name to clear

intf

Command Modes • /exec
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clear ip adjacency no-ufdm
clear ip adjacency [vrf {vrf-namevrf-known-name}] {ip-addr|*} no-ufdm

Syntax Description Reset functionsclear

Clear IP commandsip

Clear Adjacencyadjacency

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: ipaddr

IPV4 source address

ip-addr

Delete all adjacency in this context*

Create inconsistancy in adjacencyno-ufdm

Command Modes • /exec
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clear ip adjacency statistics
clear ip adjacency statistics

Syntax Description Reset functionsclear

Clear IP commandsip

Clear Adjacencyadjacency

Clear Adjacency
Statistics

statistics

Command Modes • /exec
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clear ip arp
clear ip arp [{interfaceip-address}] [vrf {vrf-namevrf-known-name|all}] [force-delete]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear ARP table and statisticsarp

Type: interface

ARP interface

interface

Type: ipaddr

IP address

ip-address

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Clear ARP entries for all vrfsall

Clear the entries from ARP table without refreshforce-delete

Command Modes • /exec
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clear ip arp cache
clear ip arp cache interface [intf]

Syntax Description Reset functionsclear

Clear IP commandsip

arparp

Clear arp cachecache

Clear arp interface
information

interface

Type: interface

Interface name to clear

intf

Command Modes • /exec
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clear ip arp event-history
clear ip arp event-history
{packet|event|sync-event|ip-sync-event|control|ha|errors|lcache|lcache-errors|client-event|client-errors|snmp|cli|all}

Syntax Description Reset functionsclear

IP eventsip

ARP eventsarp

Clear the event history buffersevent-history

inst packet logspacket

Internal event logsevent

CFS andMCECM related event logssync-event

L3 over vpc related event logsip-sync-event

ARP control event logscontrol

HA and GR logsha

inst error logserrors

lcache logslcache

lcache_error logslcache-errors

Client_event logsclient-event

Client_error logsclient-errors

clear cli logscli

SNMP logssnmp

All event history buffersall

Command Modes • /exec
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clear ip arp inspection log
clear ip arp inspection log

Syntax Description Reset functionsclear

Clear ip countersip

Clear State of ARP featuresarp

Clear State of ARP InspectionNot available in this release.inspection

Log Bufferlog

Command Modes • /exec
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clear ip arp inspection statistics vlan
clear ip arp inspection statistics vlan vlan-id

Syntax Description Reset functionsclear

Clear ip countersip

Clear State of ARP featuresarp

Clear State of ARP InspectionNot available in this release.inspection

Statisticsstatistics

Vlan rangevlan

Type: vlan-mrange

VLAN ID 1-3967 or range(s): 1-5, 10 or 2-5,7-19

vlan-id

Command Modes • /exec
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clear ip arp statistics
clear ip arp statistics [interface] [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear ARP table and statisticsarp

Type: interface

ARP interface

interface

Clear ARP statisticsstatistics

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Clear ARP statistics for all vrfsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
438

C Commands
clear ip arp statistics



clear ip arp tunnel-statistics
clear ip arp tunnel-statistics

Syntax Description Reset functionsclear

Clear IP commandsip

Display ARP table and statisticsarp

Clear ARP statistics for tunneled packetstunnel-statistics

Command Modes • /exec
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clear ip arp vpc-statistics
clear ip arp vpc-statistics

Syntax Description Reset functionsclear

Clear IP commandsip

DisplayARP table and statisticsarp

Clear ARP vPC statisticsvpc-statistics

Command Modes • /exec
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clear ip cache
clear ip cache interface [intf]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear ip cachecache

Clear ip interface
information

interface

Type: interface

Interface name to clear

intf

Command Modes • /exec
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clear ip dhcp global statistics
clear ip dhcp global statistics

Syntax Description Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP global statsglobal

DHCP snooping statisticsstatistics

Command Modes • /exec
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clear ip dhcp relay statistics
clear ip dhcp relay statistics [{interface intf|interface intf serverip ip-addr-val [use-vrf vrf-name]}]

Syntax Description Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP relay statsrelay

DHCP Relay statisticsstatistics

input interfaceinterface

Type: interface

interface

intf

Helper addressserverip

Type: ipaddr

IP address

ip-addr-val

helper address VRF membershipuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec
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clear ip dhcp snooping binding
clear ip dhcp snooping binding [{vlan vlan-id mac mac-addr ip ip-addr interface interface-id|vlan
vlan-id1|interface interface-id1}]

Syntax Description Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP SnoopingNot available in this release.snooping

DHCP snooping bindingsbinding

VLANvlan

Type: vlan

VLAN id

vlan-id

VLANvlan

Type: vlan

VLAN id

vlan-id1

MAC addressmac

Type: ethernet

MAC address

mac-addr

IP addressip

Type: ipaddr

IP address

ip-addr

interfaceinterface

Type: interface

interface

interface-id

interfaceinterface

Type: interface

interface

interface-id1

Command Modes • /exec
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clear ip dhcp snooping statistics
clear ip dhcp snooping statistics [{vlan vlan-id interface intf|vlan vlan-id}]

Syntax Description Reset functionsclear

Clear ip countersip

Clear State of DHCP featuresdhcp

Clear State of DHCP snooping statsNot available in this release.snooping

DHCP snooping statisticsstatistics

VLANvlan

Type: vlan

VLAN id

vlan-id

input interfaceinterface

Type: interface

interface

intf

Command Modes • /exec
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clear ip dns all config
clear ip dns all config

Syntax Description Clear entriesclear

Configure ip featureip

DNS related configdns

All DNS related contentall

Domain-name, name-server, domain-list, sortlist, options, resultsconfig

Command Modes • /exec/configure
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clear ip dns use-vrf config
clear ip dns use-vrf config

Syntax Description Clear entriesclear

Configure ip featureip

DNS related configdns

Config with keyword use-vrfuse-vrf

Domain-name, name-server, domain-listconfig

Command Modes • /exec/configure
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clear ip eigrp event-history bfd
clear ip eigrp [eigrp-ptag] event-history bfd

Syntax Description Reset functionsclear

Clear IP commandsip

EIGRP clear commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Clear the event history buffersevent-history

Show bfd log of EIGRPbfd

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
448

C Commands
clear ip eigrp event-history bfd



clear ip eigrp route-map statistics redistribute
clear ip eigrp [eigrp-ptag] route-map statistics redistribute {bgp as|{eigrp|isis|ospf|rip}
tag|static|direct|amt|lisp} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Route-map related informationroute-map

Route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

IS-IS Routing for IPv4isis

Open Shortest Path First (OSPF)ospf
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Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

AMT Anycast prefixamt

LISP EID-prefixeslisp

Command Modes • /exec
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clear ip ftm statistics
clear ip ftm statistics

Syntax Description Reset functionsclear

Clear IP
commands

ip

FTM APIftm

Statisticsstatistics

Command Modes • /exec
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clear ip igmp
clear ip igmp {groups|route} {allgroup-prefix|group [source]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP related informationigmp

Route informationgroups

Route informationroute

Clear all routes<all>

Type: ipprefix

Clear all routes within the Group prefix

group-prefix

Type: ipaddr

Clear all routes matching the Group

group

Type: ipaddr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec
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clear ip igmp event-history
clear ip igmp event-history [igmp-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP related informationigmp

Clear event-history buffersevent-history

Type: string

Event hist buffer name

igmp-event-hist-buf-name

Command Modes • /exec
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clear ip igmp interface statistics
clear ip igmp interface statistics [interface]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP statistics informationigmp

Interface related informationinterface

Packet/internal counter statisticsstatistics

Type: interface

Specific interface only

interface

Command Modes • /exec
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clear ip igmp snooping event-history
clear ip igmp snooping event-history [igmp-snoop-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP Snooping event hist buffersigmp

Clear IGMP Snooping event hist bufferssnooping

Clear event history buffersevent-history

Type: string

Event history buffer name

igmp-snoop-event-hist-buf-name

Command Modes • /exec
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clear ip igmp snooping explicit-tracking vlan
clear ip igmp snooping explicit-tracking vlan vlan-id

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP Snooping informationigmp

Clear IGMP Snooping informationsnooping

Clear Explicit Host tracking informationexplicit-tracking

Clear explicit tracking information for VLAN/BDvlan

Type: vlan

Specify VLAN/BD

vlan-id

Command Modes • /exec
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clear ip igmp snooping groups
clear ip igmp snooping groups {all|{group-prefixgroup} [source]} [interface if-name] vlan
{vlan-id|all}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP Snoopingigmp

Clear IGMP Snoopingsnooping

Clear snooped groupsgroups

Clear all groups<all>

Type: ipprefix

Group prefix to clear

group-prefix

Type: ipaddr

Group address to clear

group

Type: ipaddr

Source address to clear

source

Specify interface to clear group stateinterface

Type: interface

Interface name to clear

if-name

Clear information for VLAN/BDvlan

Type: vlan

Specify the VLAN/BD number

vlan-id

Clear for all VLAN/BDsall

Command Modes • /exec
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clear ip igmp snooping proxy querier ports vlan
clear ip igmp snooping proxy querier ports vlan vlan-id if-name [purge]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP Snoopingigmp

Clear IGMP Snoopingsnooping

Clear IGMP snooping proxyproxy

Clear IGMP snooping proxy querierquerier

Clear IGMP snooping proxy querier portsports

Clear for a specific vlanvlan

Type: vlan

Specify the VLAN/BD number

vlan-id

Type: interface

Interface name to clear

if-name

Remove port from priority listpurge

Command Modes • /exec
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clear ip igmp snooping statistics
clear ip igmp snooping {report-policy|access-group} statistics [vlan vlan]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP Snooping informationigmp

Clear IGMP Snooping informationsnooping

IGMP Report Policyreport-policy

IGMP access-groupaccess-group

Policy statisticsstatistics

Clear VLAN IGMP snooping policy statistics informationvlan

Type: vlan

Specify VLAN

vlan

Command Modes • /exec
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clear ip igmp snooping statistics vlan
clear ip igmp snooping statistics vlan {vlan-id|all}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP Snooping statistics informationigmp

Clear IGMP Snooping statistics informationsnooping

Packet/internal counter statisticsstatistics

Clear VLAN/BD statisticsvlan

All VLAN/BDsall

Type: vlan

Specify VLAN/BD

vlan-id

Command Modes • /exec
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clear ip igmp snooping vpc peer-link-exclude vlan
clear ip igmp snooping vpc peer-link-exclude vlan {vlan-id|all} [group group-addr]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IGMP Snooping informationigmp

Clear IGMP Snooping informationsnooping

Clear vPC informationvpc

Clear vPC peer-link Exclude statepeer-link-exclude

Clear vpc peer-link Exclude state for VLAN/BDvlan

Type: vlan

Specify VLAN/BD

vlan-id

All VLAN/BDsall

Clear vpc peer-link Exclude state for VLAN/BDgroup

Type: ipaddr

Specify Group address

group-addr

Command Modes • /exec
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clear ip interface statistics
clear ip interface statistics [interface]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IP related interface informationinterface

Clear IP interface statisticsstatistics

Type: interface

Clear IP statistics for interface

interface

Command Modes • /exec
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clear ip lisp data-cache
clear ip lisp data-cache [eid] [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Clear IP commandsip

LISP clear commands Not available in this release.lisp

Clear EID-to-RLOC data cache mapping in this ITRdata-cache

Type: ipaddr

Clear mapping for IP destination EID

eid

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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clear ip mfwd event-history
clear ip mfwd event-history [mfwd-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IP commandsip

ClearMCASTFWD related informationmfwd

Clear event-history buffersevent-history

Type: string

Event hist buffer name

mfwd-event-hist-buf-name

Command Modes • /exec
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clear ip mroute
clear ip mroute {all [{shared-tree|source-tree}]|group-prefix [{shared-tree|source-tree}]|group
[{source|shared-tree|source-tree}]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear multicast routing tablemroute

Clear all routes<all>

Type: ipprefix

Clear all routes within the Group prefix

group-prefix

Type: ipaddr

Clear all routes matching the Group

group

Type: ipaddr

Clear a (S,G) route

source

Clear the (*,G) route associated with the groupshared-tree

Clear all (S,G) routes associated with the groupsource-tree

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
465

C Commands
clear ip mroute



clear ip mroute statistics
clear ip mroute statistics {allgroup-prefix|group [source]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear multicast routing tablemroute

Clear statistics of multicast routestatistics

Clear all routes<all>

Type: ipprefix

Clear all routes within the Group prefix

group-prefix

Type: ipaddr

Clear all routes matching the Group

group

Type: ipaddr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear ip msdp
clear ip msdp {sa-cache|route} {allgroup-prefix|group [source]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

MSDP clear commandsmsdp

Clear contents of SA cachesa-cache

Clear contents of SA cacheroute

Clear all routes<all>

Type: ipprefix

Clear all routes within the Group prefix

group-prefix

Type: ipaddr

Clear all routes matching the Group

group

Type: ipaddr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear ip msdp event-history
clear ip msdp event-history [msdp-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IP commandsip

MSDP global configuration commandsmsdp

Clear the event-history buffer instancesevent-history

Type: string

Specify the particular instance of the event-history buffer

msdp-event-hist-buf-name
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clear ip msdp peer
clear ip msdp peer peer-address [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Clear IP commandsip

MSDP clear commandsmsdp

Clear MSDP peer connectionpeer

Type: ipaddr

IP address of MSDP peer

peer-address

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
469

C Commands
clear ip msdp peer



clear ip msdp policy statistics sa-policy
clear ip msdp policy statistics sa-policy peer-address {in|out} [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Clear IP commandsip

MSDP global configuration commandsmsdp

Policy informationpolicy

Policy statisticsstatistics

Configureed SA policy for MSDP peersa-policy

Type: ipaddr

IP address of MSDP peer for SA policy

peer-address

Input policyin

Output policyout

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name
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clear ip msdp statistics
clear ip msdp statistics [peer-address] [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Clear IP commandsip

MSDP clear commandsmsdp

Clear statistics for peersstatistics

Type: ipaddr

IP address of MSDP peer

peer-address

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name
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clear ip ospf database
clear ip ospf [tag] database

Syntax Description Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory |
mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission | retransmission-list
| route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links | vrf

length: 20

Process tag

tag

Clear the LSDB and all neighborsdatabase
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clear ip ospf event-history
clear ip ospf [tag] event-history
[{adjacency|event|ha|flooding|lsa|spf|redistribution|cli|ldp|te|rib|hello|spf-trigger|all}]

Syntax Description Reset functionsclear

IP eventsip

Debug OSPF eventsospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Clear the event history buffersevent-history

Adjacency formation logsadjacency

Internal event logsevent

HA and GR logsha

LSA flooding logsflooding

LSA generation and database logslsa

SPF calculation logsspf

Redistribution logsredistribution

Cli logscli

LDP related logsldp

MPLS TE related logste

RIB related logsrib

HELLO related logshello

SPF TRIGGER related logsspf-trigger

All event history buffersall
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clear ip ospf event-history detail
clear ip ospf [tag] event-history detail

Syntax Description Reset functionsclear

IP eventsip

Debug OSPF eventsospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Clear the event history bufferevent-history

Detailed event history bufferdetail
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clear ip ospf interface
clear ip ospf [tag] interface {*interface}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory |
mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission | retransmission-list
| route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links | vrf

length: 20

Process tag

tag

Clear one or more interfacesinterface

Clear all interfaces*

Type: interface

Interface to clear

interface
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clear ip ospf neighbor
clear ip ospf [tag] neighbor {{*neighborid} [vrf {vrf-namevrf-known-name|all}]|interface}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear one or more neighborsneighbor

Clear all neighbors*

Type: ipaddr

Source IP address, or router ID of the neighbor

neighborid

Type: interface

Interface to clear all neighbors on

interface
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clear ip ospf policy statistics
clear ip ospf [tag] policy statistics {redistribute {bgp as|{eigrp|isis|ospf|rip}
tag|static|direct|amt|lisp}|area area-id-ip filter-list {in|out}} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear Policy related informationpolicy

Display Route Filter statisticsstatistics

Statistics for redistributionredistribute

ISO Intermediate-to-Intermediate (IS-IS)isis

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
478

C Commands
clear ip ospf policy statistics



Open Shortest Path First (OSPFv2)ospf

Enhanced Interior Gateway Protocol (EIGRP)eigrp

Routing Information Protocol (RIP)rip

Staticstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Filter prefixes between OSPF areasfilter-list

Filter networks sent to this areain

Filter networks sent from this areaout
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clear ip ospf redistribution
clear ip ospf [tag] redistribution [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear OSPF route redistributionredistribution
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clear ip ospf statistics
clear ip ospf [tag] statistics [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear event countersstatistics
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clear ip ospf traffic
clear ip ospf [tag] traffic [interface] [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear OSPF tablesospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear packet counterstraffic

Type: interface

Interface to clear all traffic on

interface
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clear ip pim event-history
clear ip pim event-history [pim-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IP commandsip

PIM clear commandspim

Clear event history buffersevent-history

Type: string

Event history buffer
instance

pim-event-hist-buf-name
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clear ip pim interface statistics
clear ip pim interface statistics [{interface|vrf {vrf-namevrf-known-name|all}}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear PIM informationpim

Interface related informationinterface

Packet interface counter statisticsstatistics

Type: interface

Interface name to clear

interface

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear ip pim policy statistics (pim)
clear ip pim policy statistics {register-policy|bsr {bsr-policy|rp-candidate-policy}|auto-rp
{rp-candidate-policy|mapping-agent-policy}} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

PIM global configuration commandspim

Policy related informationpolicy

Policy statisticsstatistics

Show statistics for register-policyregister-policy

Bootstrap protocol RP-distribution policybsr

Statistics for BSR messagesbsr-policy

Statistics for RP candidate messagesrp-candidate-policy

Statistics for auto-rp messagesauto-rp

Statistics for RP candidate messagesrp-candidate-policy

Statistics for mapping agent messagesmapping-agent-policy

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all |
l2-vrf | topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear ip pim policy statistics (pim)
clear ip pim policy statistics {jp-policy|neighbor-policy} interface

Syntax Description Reset functionsclear

Clear IP commandsip

PIMglobal configuration commandspim

Policy related informationpolicy

Policy statisticsstatistics

Statistics for jp-policyjp-policy

Statistics for neighbor-policyneighbor-policy

Type: interface

Interface

interface
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clear ip pim route
clear ip pim route {allgroup-prefix|group [source]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

PIM clear commandspim

Route informationroute

Clear all routes<all>

Type: ipprefix

Clear all routes within the Group prefix

group-prefix

Type: ipaddr

Clear all routes matching the Group

group

Type: ipaddr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear ip pim statistics
clear ip pim statistics [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear PIM informationpim

Packet global counter statisticsstatistics

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear ip rip policy statistics redistribute bgp eigrp
{clear ip rip policy statistics redistribute bgp as|clear ip rip policy statistics redistribute eigrp
tag|clear ip rip policy statistics redistribute isis tag|clear ip rip policy statistics redistribute
rip tag|clear ip rip policy statistics redistribute ospf tag|clear ip rip policy statistics redistribute
direct|clear ip rip policy statistics redistribute static} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Routing Information Protocol (RIP)rip

Policy related informationpolicy

Policy statisticsstatistics

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: asn

Autonomous system number

as

Intermediate-to-intermediate (ISIS)isis

Open Shortest Path First (OSPFv2)ospf

Type: string

Process tag

tag

Static routesstatic

Directly connected routesdirect

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name
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Display information for all VRFsall
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clear ip routing multicast event-history
clear ip routing multicast event-history [mrib-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear event-history buffersrouting

Clear all multicast event-history buffersmulticast

Clear event history buffersevent-history

Type: string

Event history buffer

mrib-event-hist-buf-name
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clear ip rsvp authentication
clear ip rsvp authentication [nbr-addr]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear RSVP informationrsvp

Clear security
associations

authentication

Type: ipaddr

RSVP Neighbor address

nbr-addr
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clear ip rsvp counters
clear ip rsvp counters [{teardown|authentication|all}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear RSVP informationrsvp

RSVP counterscounters

Clear signaling tear informationteardown

Display RSVP Security Association informationauthentication

Clear all informationall
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clear ip rsvp hello instance counters
clear ip rsvp hello instance counters

Syntax Description Reset functionsclear

Clear IP commandsip

Clear RSVP informationrsvp

RSVPHello configuration commandshello

Clear Hello instance informationinstance

Clear RSVP statisticscounters
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clear ip rsvp reservation
clear ip rsvp reservation {[destination dest] [source src] [ip-protocol proto] [dst-port dport]
[src-port sport]all}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear RSVP informationrsvp

Clear RSVP reservation statereservation

Clear based on destination addressdestination

Type: ipaddr

Destination address

dest

Clear based on a source addresssource

Type: ipaddr

Source address

src

Clear based on IP protocolip-protocol

Type: integer

IP protocol value

proto

Clear based on destination portdst-port

Type: integer

Destination Port value

dport

Clear based on a source portsrc-port

Type: integer

Source port value

sport

Clear all state<all>
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clear ip rsvp sender
clear ip rsvp sender {[destination dest] [source src] [ip-protocol proto] [dst-port dport] [src-port
sport]all}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear RSVP informationrsvp

Clear RSVP sender statesender

Clear based on destination addressdestination

Type: ipaddr

Destination address

dest

Clear based on a source addresssource

Type: ipaddr

Source address

src

Clear based on IP protocolip-protocol

Type: integer

IP protocol value

proto

Clear based on destination portdst-port

Type: integer

Destination Port value

dport

Clear based on a source portsrc-port

Type: integer

Source port value

sport

Clear all state<all>
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clear ip rsvp signalling
clear ip rsvp signalling [{rate-limit|refresh-reduction}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear RSVP informationrsvp

Configure RSVPSignalling informationsignalling

Clear rate-limit countersrate-limit

Clear refresh-reduction countersrefresh-reduction

Command Modes • /exec
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clear ip stats
clear ip stats

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IP internal
stats

stats

Command Modes • /exec
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clear ip traffic
clear ip traffic [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Clear IP commandsip

Clear IP global statisticstraffic

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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clear ip vip
clear ip vip {uuid uuid|vip-addr vrf {vrf-namevrf-known-name}}

Syntax Description Reset functionsclear

Clear IP commandsip

Clear virtual ip addressvip

UUID of clientuuid

Type: uinteger

UUID of client whose vips needs to be cleared

uuid

Type: ipaddr

VIP in format A.B.C.D

vip-addr

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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clear ip vrf (bgp)
{clear ip mbgp [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}]
{neighbor-id|*asn|prefix-id peer-template peer-template-name} [{soft
[{in|out}]|dampened-paths|flap-statistics|no-notify}]|clear ip bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] {neighbor-id|*asnprefix-id|peer-template
peer-template-name} [{soft [{in|out}]|dampened-paths|flap-statistics|no-notify|{ipv4
{unicast|multicast}|{vpnv4|vpnv6} unicast|all} {soft
[{in|out}]|dampened-paths|flap-statistics|no-notify}}]|clear bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] {ipv4 {unicast|multicast}|ipv6
{unicast|multicast}|{vpnv4|vpnv6} unicast|l2vpn vpls|all}
{neighbor-idipv6-neighbor-id|*asn|peer-template peer-template-nameprefix-idipv6-prefix-id} [{soft
[{in|out}]|dampened-paths|flap-statistics|no-notify}]} [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}]

Syntax Description Reset functionsclear

Clear IP commandsip

Virtual Router Contextvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member
| all | l2-vrf | topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

All VRFsALL_VRFS_012345678901234

Clear BGP sessionsbgp

Clear MBGP sessionsmbgp

Type: ipaddr

IP address of the neighbor to clear

neighbor-id

Type: ipv6addr

IPv6 address of the neighbor to clear

ipv6-neighbor-id

Type: ipprefix

Clear all neighbors matching the prefix

prefix-id
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Type: ipv6prefix

Clear all neighbors matching the prefix

ipv6-prefix-id

Clear all neighbors (Should be a * character)*

Type: asn

Clear all neighbors in an AS

asn

Clear all neighbors in a peer-templatepeer-template

Type: string

length: 80

Peer-template name

peer-template-name

Soft reconfigurationsoft

Clear soft reconfiguration inboundin

Clear soft reconfiguration outboundout

Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

Clear VPNv4 address-family Not available in this release.vpnv4

Clear VPNv6 address-family Not available in this release.vpnv6

Clear unicast address-familyunicast

Clear multicast address-familymulticast

Display BGP information for L2VPN address family Not available in this
release.

l2vpn

Display BGP information for L2VPN VPLS address familyvpls

Clear all address-familiesall

Clear dampened paths for neighbordampened-paths

Clear flap statistics for neighborflap-statistics

Clear without sending notificationno-notify

Command Modes • /exec
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clear ip vrf (bgp)
{clear ip mbgp [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}] dampening
[{ip-prefix|ip-addr [ip-mask]}]|clear ip bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] dampening [{ip-prefix|ip-addr
[ip-mask]}]|clear ip bgp [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}] ipv4
{unicast|multicast} dampening [{ip-prefix|ip-addr [ip-mask]}]|clear ip bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] all dampening|clear bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] {ipv4 {unicast|multicast}|vpnv4 unicast}
dampening [{ip-prefix|ip-addr [ip-mask]}]|clear bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] {ipv6 {unicast|multicast}|vpnv6 unicast}
dampening [ipv6-prefix]|clear bgp [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}]
all dampening} [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}]

Syntax Description Reset functionsclear

Clear IP commandsip

Virtual Router Contextvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member
| all | l2-vrf | topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

All VRFsALL_VRFS_012345678901234

Clear BGP sessionsbgp

Clear MBGP sessionsmbgp

Clear route flap dampening informationdampening

Type: ipprefix

Clear route flap dampening for prefix

ip-prefix

Type: ipaddr

Clear route flap dampening for one network

ip-addr

Type: ipaddr

Network mask

ip-mask
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Type: ipv6prefix

Clear route flap dampening for IPv6 prefix

ipv6-prefix

Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

Clear VPNv4 address-family Not available in this release.vpnv4

Clear VPNv6 address-family Not available in this release.vpnv6

Clear unicast address-familyunicast

Clear multicast address-familymulticast

Clear all address-familiesall

Command Modes • /exec
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clear ipv6
clear ipv6 {icmp|nd} [{interface statistics [interface]|global statistics}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear ICMPv6 informationicmp

Clear Neighbor Discovery interface informationnd

Clear ICMPv6 related interface informationinterface

Clear ICMPv6 interface statisticsstatistics

Clear ICMPv6 global statisticsglobal

Type: interface

Interface to clear statistics for

interface

Command Modes • /exec
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clear ipv6 adjacency no-ufdm
clear ipv6 adjacency [vrf {vrf-namevrf-known-name}] {ipv6-addr|*} no-ufdm

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear Adjacencyadjacency

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: ipv6addr

IPV6 source address

ipv6-addr

Delete all adjacency in this context*

Create inconsistancy in adjacencyno-ufdm

Command Modes • /exec
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clear ipv6 adjacency statistics
clear ipv6 adjacency statistics

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear Adjacencyadjacency

Clear Adjacency
Statistics

statistics

Command Modes • /exec
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clear ipv6 cache
clear ipv6 cache interface [intf]

Syntax Description Reset functionsclear

Configure IPv6 featuresipv6

Clear ipv6 cachecache

Clear ipv6 interface informationinterface

Type: interface

Interface name to clear

intf

Command Modes • /exec
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clear ipv6 dhcp relay statistics
clear ipv6 dhcp relay statistics [interface intf [{[server-ip ip-addr-val [use-vrf vrf-name] [interface
dest-interface]]|[server-ip ip-addr-val [interface dest-interface] [use-vrf vrf-name]]}]]

Syntax Description Reset functionsclear

IPv6ipv6

Clear State of DHCPv6 featuresdhcp

Clear State of DHCPv6 relay statsrelay

DHCPv6 Relay statisticsstatistics

input interfaceinterface

Type: interface

interface

intf

Server addressserver-ip

Type: ipv6addr

IPv6 relay address

ip-addr-val

Server address VRF membershipuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf

length: 32

VRF name

vrf-name

Destination interface for the server addressinterface

Type: interface

Destination interface

dest-interface

Command Modes • /exec
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clear ipv6 eigrp route-map statistics redistribute
clear ipv6 eigrp [eigrp-ptag] route-map statistics redistribute {bgp as|{eigrp|isis|ospfv3|rip}
tag|static|direct|amt|lisp} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Route-map related informationroute-map

Route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

IS-IS Routing for IPv4isis

Open Shortest Path First (OSPF) V3ospfv3
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Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

AMT Anycast prefixamt

LISP EID-prefixeslisp

Command Modes • /exec
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clear ipv6 icmp vpc-statistics
clear ipv6 icmp vpc-statistics

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear ICMPv6 informationicmp

Clear ICMPv6NDvPC statisticsvpc-statistics

Command Modes • /exec
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clear ipv6 interface statistics
clear ipv6 interface statistics [interface]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear IPv6 related interface informationinterface

Clear IPv6 interface statisticsstatistics

Type: interface

Interface to clear statistics for

interface

Command Modes • /exec
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clear ipv6 lisp data-cache
clear ipv6 lisp data-cache [eid6] [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Configure IPv6 featuresipv6

LISP clear commands Not available in this release.lisp

Clear EID-to-RLOC data cache mapping in this ITRdata-cache

Type: ipaddr

Clear mapping for IPv6 destination EID

eid6

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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clear ipv6 mld
clear ipv6 [icmp] mld {groups|route} {allgroup-prefix|group [source]} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear ICMPv6 informationicmp

Clear Multicast Listener Discovery informationmld

Route informationgroups

Route informationroute

Clear all routes<all>

Type: ipv6prefix

Clear all routes within the Group prefix

group-prefix

Type: ipv6addr

Clear all routes matching the Group

group

Type: ipv6addr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec
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clear ipv6 mtu
clear ipv6 mtu [ipv6-addr] [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Display IPV6 informationipv6

Display IPV6 Path MTU Cachemtu

Type: ipv6addr

IPv6 address format: aaaa:bbbb:cccc:dddd:eeee:ffff:gggg:hhhh, aaaa::bbbb

ipv6-addr

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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clear ipv6 neighbor
clear ipv6 neighbor [{[nbr-addr [intf]] [vrf {vrf-namevrf-known-name|all}]|vrf
{vrf-namevrf-known-name|all}interface}] [force-delete]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear ICMPv6 neighbor cacheneighbor

Type: interface

Clear cache entries for given interface

intf

Type: interface

Clear cache entries for given interface

interface

Type: ipv6addr

IPv6 address format: aaaa:bbbb:cccc:dddd:eeee:ffff:gggg:hhhh, aaaa::bbbb

nbr-addr

Clear the cache entries without refreshforce-delete

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec
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clear ipv6 netstack mroute
clear ipv6 netstack mroute {allgroup-prefix|group [source]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Netstack's local cachenetstack

Multicast route informationmroute

Clear all routes<all>

Type: ipv6prefix

Clear all routes within the Group prefix

group-prefix

Type: ipv6addr

Clear all sources matching the Group

group

Type: ipv6addr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec
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clear ipv6 pim event-history
clear ipv6 pim event-history [pim6-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear PIM event history bufferspim

Clear event-history buffersevent-history

Type: string

Event-history buffer instance

pim6-event-hist-buf-name

Command Modes • /exec
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clear ipv6 pim interface statistics
clear ipv6 pim interface statistics [interface]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear PIM6 informationpim

Interface related informationinterface

Packet interface counter statisticsstatistics

Type: interface

Interface name to clear

interface

Command Modes • /exec
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clear ipv6 pim policy statistics
clear ipv6 pim policy statistics {jp-policy|neighbor-policy} interface

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear PIM informationpim

Policy related informationpolicy

Policy statisticsstatistics

Statistics for jp-policyjp-policy

Statistics for
neighbor-policy

neighbor-policy

Type: interface

Interface

interface

Command Modes • /exec
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clear ipv6 pim route
clear ipv6 pim route {allgroup-prefix|group [source]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

PIM6 clear commandspim

Route informationroute

Clear all routes<all>

Type: ipv6prefix

Clear all routes within the Group prefix

group-prefix

Type: ipv6addr

Clear all routes matching the Group

group

Type: ipv6addr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
522

C Commands
clear ipv6 pim route



clear ipv6 pim statistics
clear ipv6 pim statistics [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear PIM6 informationpim

Packet global counter statisticsstatistics

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Command Modes • /exec
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clear ipv6 rip policy statistics redistribute bgp
{clear ipv6 rip policy statistics redistribute bgp as|clear ipv6 rip policy statistics redistribute
eigrp tag|clear ipv6 rip policy statistics redistribute isis tag|clear ipv6 rip policy statistics
redistribute rip tag|clear ipv6 rip policy statistics redistribute ospfv3 tag|clear ipv6 rip policy
statistics redistribute direct|clear ipv6 rip policy statistics redistribute static} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Routing Information Protocol (RIP)rip

Policy related informationpolicy

Policy statisticsstatistics

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Intermediate-to-intermediate (ISIS)isis

Open Shortest Path First (OSPFv3)ospfv3

Type: string

Process tag

tag

Static routesstatic

Directly connected routesdirect

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name
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Display information for all VRFsall

Command Modes • /exec
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clear ipv6 statistics
clear ipv6 statistics

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear IPv6 global
statistics

statistics

Command Modes • /exec
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clear ipv6 traffic
clear ipv6 traffic [vrf {vrf-namevrf-known-name}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear IPv6 traffic statisticstraffic

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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clear isis adjacency
clear isis [isis-tag] [vrf {vrf-namevrf-known-name|all}] adjacency {*|{interface|system-id sid}+}
[vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: string

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear IS-IS adjacency stateadjacency

IS-IS adjacencies on all interfaces*

Type: interface

IS-IS interface

interface

Hostname or System IDsystem-id

Type: sid

Hostname or System ID (in the form of XXXX.XXXX.XXXX)

sid
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clear isis dpi
clear isis [isis-tag] [vrf {vrf-namevrf-known-name|all}] dpi [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: string

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear IS-IS DPI logsdpi
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clear isis event-history
clear isis [isis-tag] event-history [isis-event-hist-buf-name]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Clear event history buffersevent-history

Type: string

Clear the specific event history buffer

isis-event-hist-buf-name
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clear isis ipv6 route-map statistics
clear isis [isis-tag] [vrf {vrf-namevrf-known-name|all}] ipv6 route-map statistics {redistribute
{bgp as|{src-isis|eigrp|ospfv3|rip} tag}|redistribute {static|direct|amt|lisp}|distribute src-level into
dst-level} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear IS-IS IPv6 informationipv6

Clear IS-IS route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Enhanced Interior Gateway Protocoleigrp

Type: integer

min: 1 max: 65535

Autonomous system number

as

IS-IS Routing for IPv6<src-isis>

Open Shortest Path First (OSPF) V3ospfv3
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RIP for IPv6 (RIPNG)rip

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Route-map to constrain redistributionroute-map

Distribute routes between ISIS levelsdistribute

from level-n into level-minto

Route-distribution between levels

level-1 value: 1
Inter-area routes from level-1 of this IS-IS instance

level-2 value: 2
Inter-area routes from level-2 of this IS-IS instance

src-level

Route-distribution between levels

level-1 value: 1
Inter-area routes into level-1 of this IS-IS instance

level-2 value: 2
Inter-area routes into level-2 of this IS-IS instance

dst-level
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clear isis redistribution
clear isis [isis-tag] redistribution [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: string

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear IS-IS redistributed informationredistribution
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clear isis route-map statistics
clear isis [isis-tag] [vrf {vrf-namevrf-known-name|all}] [ip] route-map statistics {redistribute {bgp
as|{src-isis|eigrp|ospf|rip} tag}|redistribute {static|direct|amt|lisp}|distribute src-level into dst-level}
[vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear IS-IS IPv4 informationip

Clear IS-IS route-map informationroute-map

Clear IS-IS route-map statisticsstatistics

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Enhanced Interior Gateway Protocoleigrp

Type: integer

min: 1 max: 65535

Autonomous system number

as

IS-IS Routing for IPv4<src-isis>

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
534

C Commands
clear isis route-map statistics



Open Shortest Path First (OSPF)ospf

RIP for IPv4rip

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Distribute routes between ISIS levelsdistribute

from level-n into level-minto

Route-distribution between levels

level-1 value: 1
Inter-area routes from level-1 of this IS-IS instance

level-2 value: 2
Inter-area routes from level-2 of this IS-IS instance

src-level

Route-distribution between levels

level-1 value: 1
Inter-area routes into level-1 of this IS-IS instance

level-2 value: 2
Inter-area routes into level-2 of this IS-IS instance

dst-level
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clear isis spf-log
clear isis [isis-tag] [vrf {vrf-namevrf-known-name|all}] spf-log [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: string

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Display IS-IS SPF informationspf-log
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clear isis statistics
clear isis [isis-tag] [vrf {vrf-namevrf-known-name|all}] statistics {*interface} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: string

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear IS-IS protocol statisticsstatistics

All IS-IS protocol statistics*

Type: interface

IS-IS interface

interface
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clear isis traffic
clear isis [isis-tag] [vrf {vrf-namevrf-known-name|all}] traffic {*interface} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IS-IS informationisis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

isis-tag

Display per-VRF informationvrf

Type: string

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear IS-IS traffic informationtraffic

All IS-IS traffic information*

Type: interface

IS-IS interface

interface
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clear l2dbg
clear l2dbg {macdb|portdb}

Syntax Description Clearclear

L2 debug
databases

l2dbg

L2debugMACDBmacdb

L2 debug
PORTDB

portdb
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clear l2protocol tunnel counters
clear l2protocol tunnel counters [interface intf-range]

Syntax Description Reset functionsclear

Clear l2protocol countersl2protocol

Protocol Tunnelingtunnel

l2pt packet counterscounters

Interface or range of
interfaces

interface

Type: interface-mrange

Interface or range of
interfaces

intf-range
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clear l3vm event-history
clear l3vm event-history {pss|errors|mts|reinit|cli|vrf|topology|all}

Syntax Description Reset functionsclear

Debug L3VM informationl3vm

log debug events into event history bufferevent-history

L3VM pss operationpss

L3VM errorserrors

L3VM MTS messagesmts

L3VM reinit eventsreinit

Log L3VM CLI related eventscli

Log VRF related eventsvrf

Log Topology related eventstopology

All L3VM debuggingall
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clear lacp counters
clear lacp counters [interface if0]

Syntax Description Reset functionsclear

LACP protocollacp

LACP counterscounters

Specify a port-channelinterface

Type:
interface-mrange

if0
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clear ldap-server statistics
clear ldap-server statistics host0 [__readonly__ server_state [clock_time monitoring_statistics
time_in_pstate ndead tt_in_dstate] auth_statistics auth_failed_transactions auth_succ_transactions
auth_req_sent auth_req_timedout auth_resp_no_match auth_resp_not_processed auth_resp_error
acct_statistics acct_failed_transactions acct_succ_transactions acct_req_sent acct_req_timedout
acct_resp_no_match acct_resp_not_processed acct_resp_error]

Syntax Description Reset functionsclear

Clear LDAP related parametersldap-server

Clear LDAP statisticsstatistics

Type: string

DNS name or IP address

host0

__readonly__

Show state of server

alive value: 2
dead value: 1
not monitored value: 3

server_state

Type: string

Show clock time in terms of hours, minutes and seconds

clock_time

Monitoring Statisticsmonitoring_statistics

Type: string

Time in previous state

time_in_pstate

Type: uinteger

Number of times dead

ndead

Type: string

Total time in dead state

tt_in_dstate

Authentication Statisticsauth_statistics

Accounting Statisticsacct_statistics

Type: uinteger

Authentication: Failed transactions

auth_failed_transactions

Type: uinteger

Authentication: Successful transactions

auth_succ_transactions
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Type: uinteger

Authentication: Requests sent

auth_req_sent

Type: uinteger

Authentication: Requests timedout

auth_req_timedout

Type: uinteger

Authentication: Responses with no matching requests

auth_resp_no_match

Type: uinteger

Authentication: Responses not processed

auth_resp_not_processed

Type: uinteger

Authentication: Responses containing errors

auth_resp_error

Type: uinteger

Accounting: Failed transactions

acct_failed_transactions

Type: uinteger

Accounting: Successful transactions

acct_succ_transactions

Type: uinteger

Accounting: Requests sent

acct_req_sent

Type: uinteger

Accounting: Requests timedout

acct_req_timedout

Type: uinteger

Accounting: Responses with no matching requests

acct_resp_no_match

Type: uinteger

Accounting: Responses not processed

acct_resp_not_processed

Type: uinteger

Accounting: Responses containing errors

acct_resp_error
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clear license
clear license {license-file [force]|sproms0}

Syntax Description Reset functionsclear

clear licenselicense

Type: string

length: 30

License file to be uninstalled

license-file

Force license clear (don't prompt)force

clear license contents in spromsprom

Type: string

antipattern: all | nvram | setting | sprom

License file to be uninstalled

s0
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clear line
clear line s0

Syntax Description Reset functionsclear

Kill a session on particular
vty

line

Type: string

length: 64

Enter the vty name

s0
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clear lldp counters
clear lldp counters

Syntax Description Reset functionsclear

Reset the lldp counterslldp

Reset the lldp traffic counters to zerocounters

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
547

C Commands
clear lldp counters



clear lldp counters interface
clear lldp counters interface if0

Syntax Description Reset functionsclear

Reset the lldp counterslldp

Reset the lldp traffic counters to zerocounters

Clear lldp traffic counters per interfaceinterface

Type: interface

Enter interface

if0
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clear logging ip access-list cache
clear logging ip access-list cache

Syntax Description Reset functionsclear

Clear logging
information

logging

IP configurationip

Access-listaccess-list

loggingcache
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clear logging logfile
clear logging logfile

Syntax Description Reset functionsclear

Clear logging
information

logging

Clear logfile messageslogfile
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clear logging nvram
clear logging nvram

Syntax Description Reset functionsclear

Clear logging
information

logging

Clear nvram logsnvram
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clear logging onboard
clear logging onboard
[{card-boot-history|card-first-power-on|environmental-history|error-stats|exception-log|interrupt-stats|module
module
[{environmental-history|error-stats|exception-log|interrupt-stats|obfl-logs|stack-trace|card-boot-history|card-first-power-on}]|obfl-logs|stack-trace}]

Syntax Description Reset functionsclear

Clear logging informationlogging

Clear OBFL informationonboard

Clear OBFL environmental historyenvironmental-history

Clear OBFL error statisticserror-stats

Clear OBFL exception logexception-log

Clear OBFL interrupt statisticsinterrupt-stats

Clear Card Boot Historycard-boot-history

Clear Card First Power Oncard-first-power-on

Clear OBFL information for Modulemodule

Type: integer

Enter module number

module

Clear OBFL (boot-uptime/device-version/obfl-history).obfl-logs

Clear OBFL stack tracestack-trace
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clear mac address-table dynamic
clear mac address-table dynamic [{address mac-addr|interface interface-name}] [multicast-entries
[not-notified]] [vlan vlan-id] [instance instance] [__readonly__ info_str]

Syntax Description Clearclear

MAC configuration commandsmac

MAC Address Tableaddress-table

clear dynamic entries from the Layer2 Forwarding Tabledynamic

addressaddress

Type: ethernet

MAC Address

mac-addr

Interfaceinterface

Type: interface

Interface name

interface-name

VLANvlan

Type: vlan

VLAN ID

vlan-id

Eureka Instanceinstance

Type: integer

min: 1 max: 2

ASIC Instance Number

instance

clear all dynamically learnt multicast entriesmulticast-entries

entries that exceed the hardware notification limitnot-notified

__readonly__

Type: string

Information

info_str
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clear mac address-table dynamic interface peer-ip
clear mac address-table dynamic interface interface-name peer-ip peer_ipv4 [vlan vlan-id]

Syntax Description Clearclear

MAC configuration commandsmac

MAC Address Tableaddress-table

clear dynamic entries from the Layer2 Forwarding Tabledynamic

Interfaceinterface

Type: interface

Interface name

interface-name

peer ippeer-ip

Type: ipaddr

peer ip

peer_ipv4

VLANvlan

Type: vlan

VLAN ID

vlan-id
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clear mpls switching label statistics
clear mpls switching label statistics

Syntax Description Reset functionsclear

MPLS clear commandsmpls

ClearMPLS label switching database informationswitching

Clear MPLS label informationlabel

Clear label statisticsstatistics
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clear ntp session
clear ntp session

Syntax Description Reset functionsclear

Network Time Protocolntp

Clear the ntp configuration sessionsession
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clear ntp statistics
clear ntp statistics {all-peers|io|local|memory}

Syntax Description Reset functionsclear

Network Time Protocolntp

Clear NTP Statisticsstatistics

Clear per-peer statistics counter of all peersall-peers

Clear input-output statisticsio

Clear counters maintained by the local NTPlocal

Clear statistics counters related to memory codememory
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clear nvram
clear nvram

Syntax Description Reset
functions

clear

purge
NVRAM

nvram
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clear onep error
clear onep error

Syntax Description Reset functionsclear

One Platformonep

Clear the ONE-P error
buffer

error
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clear onep history
clear onep history {archived|all|session {allonep-session-id}}

Syntax Description Reset functionsclear

One Platformonep

One Platform history trailshistory

One Platform archived
session

archived

One Platform sessionsession

All sessionsall

Type: string

Specific session name

onep-session-id

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
560

C Commands
clear onep history



clear onep session rate-limit
clear onep session rate-limit

Syntax Description Reset functionsclear

One Platformonep

One Platform sessionsession

rate limiting feature
info

rate-limit
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clear onep statistics
clear onep statistics [session {allonep-session-id}]

Syntax Description Reset functionsclear

One Platformonep

statisticsstatistics

One Platform sessionsession

All sessionsall

Type: string

Specific session
name

onep-session-id

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
562

C Commands
clear onep statistics



clear onep trace
clear onep trace

Syntax Description Reset functionsclear

One Platformonep

Clear the ONE-P trace
buffer

trace
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clear ospfv3 database
clear ospfv3 [tag] [vrf {vrf-namevrf-known-name|all}] database [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear OSPF tablesospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear the LSDB and all neighborsdatabase
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clear ospfv3 event-history
clear ospfv3 [tag] event-history
[{adjacency|event|ha|flooding|lsa|spf|redistribution|cli|hello|spf-trigger|all}]

Syntax Description Reset functionsclear

Debugging functionsospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Clear the event history buffersevent-history

Adjacency formation logsadjacency

Internal event logsevent

HA and GR logsha

LSA flooding logsflooding

LSA generation and databse logslsa

SPF calculation logsspf

Redistribution logsredistribution

Cli logscli

HELLO related logshello

SPF TRIGGER related logsspf-trigger

All event history buffersall
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clear ospfv3 event-history detail
clear ospfv3 [tag] event-history detail

Syntax Description Reset functionsclear

Debugging functionsospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Clear the event history bufferevent-history

Detailed event history bufferdetail
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clear ospfv3 interface
clear ospfv3 [tag] [vrf {vrf-namevrf-known-name|all}] interface {*interface} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear OSPF tablesospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear one or more interfacesinterface

Clear all interfaces*

Type: interface

Interface to clear

interface
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Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
567

C Commands
clear ospfv3 interface



clear ospfv3 neighbor
clear ospfv3 [tag] [vrf {vrf-namevrf-known-name|all}] neighbor {*neighboridinterface} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear OSPF tablesospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear one or more neighborsneighbor

Clear all neighbors*

Type: ipaddr

Source IP address, or router ID of the neighbor

neighborid

Type: interface

Interface to clear all neighbors on

interface

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
568

C Commands
clear ospfv3 neighbor



clear ospfv3 policy statistics
clear ospfv3 [tag] [vrf {vrf-namevrf-known-name|all}] policy statistics {redistribute {bgp
as|{eigrp|isis|rip} tag|static|direct|amt|lisp}|area area-id-ip filter-list {in|out}} [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Display OSPFv3 status and configurationospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear Policy related informationpolicy

Display Route Filter statisticsstatistics

Statistics for redistributionredistribute

Enhanced Interior Gateway Protocol (EIGRP)eigrp

Routing Information Protocol (RIP)rip

ISO Intermediate-to-Intermediate (IS-IS)isis

Border Gateway Protocol (BGP)bgp
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Type: asn

Autonomous system number

as

Staticstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Filter prefixes between OSPF areasfilter-list

Filter networks sent to this areain

Filter networks sent from this areaout
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clear ospfv3 redistribution
clear ospfv3 [tag] redistribution [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear OSPF tablesospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear OSPFv3 route redistributionredistribution
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clear ospfv3 statistics
clear ospfv3 [tag] [vrf {vrf-namevrf-known-name|all}] statistics [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear OSPF tablesospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear statistics countersstatistics
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clear ospfv3 traffic
clear ospfv3 [tag] [vrf {vrf-namevrf-known-name|all}] traffic [interface] [vrf
{vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear OSPF tablesospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Clear traffic counterstraffic

Type: interface

Interface to clear all traffic on

interface
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clear otv route
clear otv route [{vlan-idmac-address}]

Syntax Description Reset functionsclear

Clear OTV commandsotv

OTV route orMAC address tableroute

Type: vlan

Vlan-ID

vlan-id

Type: ethernet

MAC Address

mac-address
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clear pktmgr cache
clear pktmgr cache {interface [intf]|vlan [vl]}

Syntax Description Reset functionsclear

Clear Packet Manager informationpktmgr

Clear pktmgr cachecache

Clear pktmgr related interface informationinterface

Clear pktmgr related vlan informationvlan

Type: interface

Interface name to clear

intf

Type: uinteger

min: 1 max: 4096 default: 1

Vlan

vl
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clear pktmgr client
clear pktmgr client [uuid]

Syntax Description Reset functionsclear

Clear Packet Manager informationpktmgr

Clear pktmgr clients countersclient

Type: uinteger

Clear pktmgr client counters for given uuid

uuid
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clear pktmgr interface
clear pktmgr interface [interface]

Syntax Description Reset functionsclear

Clear Packet Manager informationpktmgr

Clear pktmgr related interface informationinterface

Type: interface

Interface name to display

interface
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clear port-security dynamic address vlan
clear port-security dynamic address mac-address vlan vlanid

Syntax Description Reset functionsclear

Clear port-security informationport-security

dynamic addressesdynamic

secure addressaddress

Type: ethernet

48 bit mac address

mac-address

vlan informationvlan

Type: uinteger

min: 1 max: 4094

vlan id. Enter a value between 1 and 4094

vlanid
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clear port-security dynamic interface
clear port-security dynamic interface if_index [vlan vlanid]

Syntax Description Reset functionsclear

Clear port-security informationport-security

dynamic addressesdynamic

interfaceinterface

Type: interface

ethernet

if_index

vlan informationvlan

Type: uinteger

min: 1 max: 4094

vlan id. Enter a value between 1 and 4094

vlanid
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clear port-security nvram
clear port-security nvram

Syntax Description Reset functionsclear

Clear port-security
information

port-security

port-security nvramnvram
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clear processes log all
clear processes log all

Syntax Description Reset functionsclear

process-related clear commandsprocesses

Delete log fileslog

Delete all the log filesall
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clear processes log all vdc-all
clear processes log all vdc-all

Syntax Description Reset functionsclear

process-related clear commandsprocesses

Delete log fileslog

Delete all the log filesall

Delete all the log files in all vdcsvdc-all
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clear processes log archive
clear processes log archive [file s0]

Syntax Description Reset functionsclear

system manager spawned processesprocesses

Delete log fileslog

clear all process logs for this vdc from logflash on this modulearchive

delete a log file on logflashfile

Type: string

Name of file in directory 'log'

s0
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clear processes log pid
clear processes log pid i0

Syntax Description Reset functionsclear

process-related clear commandsprocesses

Delete log fileslog

Delete log file of a specific processpid

Type: integer

min: 1 max: 2147483647

pid of the process

i0
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clear processes vdc log all
clear processes vdc e-vdc2 log all

Syntax Description Reset functionsclear

process-related clear commandsprocesses

process-related clear commands in vdcvdc

Type: userdef

Enter Virtual Device Context <vdc-id>

e-vdc2

Delete log fileslog

Delete all the log filesall
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clear processes vdc log pid
clear processes vdc e-vdc2 log pid i1

Syntax Description Reset functionsclear

process-related clear commandsprocesses

process-related clear commands in vdcvdc

Type: userdef

Enter Virtual Device Context <vdc-id>

e-vdc2

Delete log fileslog

Delete log file of a specific processpid

Type: integer

min: 1 max: 2147483647

pid of the process

i1
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clear qos mpls-snmp
clear qos mpls-snmp

Syntax Description Reset functionsclear

QoS Global Commandsqos

MPLS default table-map & snmp indices in pss Not available in this release.mpls-snmp
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clear qos policies
clear qos policies

Syntax Description Reset functionsclear

Clear qos informationqos

Clear default policiesNot available in this release.policies
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clear qos policies force
clear qos policies force

Syntax Description Reset functionsclear

Clear qos
information

qos

Clear default policiespolicies

Clear forcefullyforce
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clear qos statistics
clear qos statistics [{interface [iface-list]|vlan [vlan-list]} [{input|output}] [type qos-or-q]]

Syntax Description Reset functionsclear

Clear policy informationqos

Clear statisticsstatistics

Clear statistics on a
interface

interface

Type: interface-mrange

List of Interfaces

iface-list

802.1Q vlanvlan

Type: integer-mrange

List of vlan ids

vlan-list

Input Service policyinput

Output Service policyoutput

Policy typetype

qos value: 1
qos policy

queuing value: 2
queuing policy

qos-or-q
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clear radius-server statistics
clear radius-server statistics host0 [__readonly__ server_state [clock_time monitoring_statistics
time_in_pstate ndead tt_in_dstate] auth_statistics auth_failed_transactions auth_succ_transactions
auth_req_sent auth_req_timedout auth_resp_no_match auth_resp_not_processed auth_resp_error
acct_statistics acct_failed_transactions acct_succ_transactions acct_req_sent acct_req_timedout
acct_resp_no_match acct_resp_not_processed acct_resp_error]

Syntax Description Reset functionsclear

Clear RADIUS related parametersradius-server

Clear RADIUS statisticsstatistics

Type: string

DNS name or IP address

host0

__readonly__

Show state of server

alive value: 2
dead value: 1
not monitored value: 3

server_state

Type: string

Show clock time in terms of hours, minutes and seconds

clock_time

Monitoring Statisticsmonitoring_statistics

Type: string

Time in previous state

time_in_pstate

Type: uinteger

Number of times dead

ndead

Type: string

Total time in dead state

tt_in_dstate

Authentication Statisticsauth_statistics

Accounting Statisticsacct_statistics

Type: uinteger

Authentication: Failed transactions

auth_failed_transactions

Type: uinteger

Authentication: Successful transactions

auth_succ_transactions
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Type: uinteger

Authentication: Requests sent

auth_req_sent

Type: uinteger

Authentication: Requests timedout

auth_req_timedout

Type: uinteger

Authentication: Responses with no matching requests

auth_resp_no_match

Type: uinteger

Authentication: Responses not processed

auth_resp_not_processed

Type: uinteger

Authentication: Responses containing errors

auth_resp_error

Type: uinteger

Accounting: Failed transactions

acct_failed_transactions

Type: uinteger

Accounting: Successful transactions

acct_succ_transactions

Type: uinteger

Accounting: Requests sent

acct_req_sent

Type: uinteger

Accounting: Requests timedout

acct_req_timedout

Type: uinteger

Accounting: Responses with no matching requests

acct_resp_no_match

Type: uinteger

Accounting: Responses not processed

acct_resp_not_processed

Type: uinteger

Accounting: Responses containing errors

acct_resp_error
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clear radius session
clear radius session

Syntax Description Reset functionsclear

clear to be commited RADIUS config and lock in fabricradius

clear to be commited RADIUS config and lock in fabricsession
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clear rip statistics
clear {ipv6|ip} rip statistics [{*interface}] [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear IPv6 commandsipv6

Clear IP commandsip

Routing Information Protocol (RIP)rip

Clear RIP statisticsstatistics

RIP statistics for all interfaces*

Type: interface

RIP interface

interface

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear rmon
clear rmon {alarms|events|logs|hcalarms|all-alarms}

Syntax Description Reset functionsclear

Clear RMON tablesrmon

Clear all 32 bit alarmsalarms

Clear rmon log; this also clears rmon event tableevents

Clear rmon loglogs

Clear all 64 bit rmon alarmshcalarms

Clear all 32 bit and 64 bit rmon alarmsall-alarms
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clear route-map pbr-statistics
clear route-map {route-map-nameroute-map-cfg-name} pbr-statistics

Syntax Description Reset functionsclear

Route-map used for PBRroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

route-map-name

Type: string

Known route-map name

route-map-cfg-name

Statistics for policy based routingpbr-statistics
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clear routing event-history
clear routing [{ip|ipv4}] [unicast] event-history {urib-event-histurib-event-hist-hid}

Syntax Description Reset functionsclear

Clear routing
information

routing

Clear IP commandsip

Clear IP commandsipv4

Clear unicast
information

unicast

Clear routing event logevent-history

Type: string

Clear routing event log

urib-event-hist

Type: string

Clear routing event log

urib-event-hist-hid
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clear routing ipv6 event-history
clear routing ipv6 [unicast] event-history {u6rib-event-histu6rib-event-hist-hid}

Syntax Description Reset functionsclear

Clear routing
information

routing

Clear IPv6 commandsipv6

Clear unicast
information

unicast

Clear routing event logevent-history

Type: string

Clear routing event log

u6rib-event-hist

Type: string

Clear routing event log

u6rib-event-hist-hid
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clear routing memstats
clear routing [{ip|ipv4}] [unicast] memstats

Syntax Description Reset functionsclear

Clear routing informationrouting

Clear IP commandsip

Clear IP commandsipv4

Display unicast informationunicast

Clear urib memory
statistics

memstats
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clear routing multicast
clear routing [{ip|ipv4}] multicast {allgroup-prefix|group [source]} [vrf {vrf-namevrf-known-name|all}]

Syntax Description Reset functionsclear

Clear routing informationrouting

Clear IP commandsip

Clear IP commandsipv4

Clear multicast routing tablemulticast

Clear all routes<all>

Type: ipprefix

Clear all routes within the Group prefix

group-prefix

Type: ipaddr

Clear all routes matching Group

group

Type: ipaddr

Clear a (S,G) route

source

Clear information for particular VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall
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clear rpm pss
clear rpm pss {running|startup|all}

Syntax Description Reset functionsclear

Route Policy Manager (RPM)rpm

Clear PSS related informationpss

Clear the running PSS commands configurationrunning

Clear the startup PSS commands configurationstartup

Clear all PSS commands configurarionall
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clear scheduler logfile
clear scheduler logfile

Syntax Description Reset functionsclear

Scheduler clear
commands

scheduler

Clear scheduler log filelogfile
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clear screen
clear screen

Syntax Description Reset
functions

clear

Clear screenscreen

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
603

C Commands
clear screen



clear session state name
clear session state name s4

Syntax Description Reset functionsclear

Reset confg session internalssession

Reset confg session internal statestate

Reset confg session internal state for a given namename

Type: string

length: 64

Enter the name of the session

s4
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clear snmp counters
clear snmp counters

Syntax Description Reset functionsclear

Clear SNMP Tablessnmp

Clear SNMP
counters

counters
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clear snmp hostconfig
clear snmp hostconfig

Syntax Description Reset functionsclear

Clear SNMP Tablessnmp

Clear SNMP Host
List

hostconfig

Command Modes • /exec
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clear sockets statistics
clear sockets statistics {all|tcp|tcp6|udp|udp6|raw|raw6}

Syntax Description Reset functionsclear

Clear sockets statisticssockets

Clear sockets statisticsstatistics

Clear TCP/UDP/RAWv4/v6 statisticsall

Clear TCP v4 statisticstcp

Clear TCP v6 statisticstcp6

Clear UDP v4 statisticsudp

Clear UDP v6 statisticsudp6

Clear RAW v4 statisticsraw

Clear RAW v6 statisticsraw6

Command Modes • /exec
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clear spanning-tree counters
clear spanning-tree counters [{interface interface-id|vlan vlan-id}]

Syntax Description Reset functionsclear

Spanning Tree Subsystemspanning-tree

Clear spanning tree statisticscounters

Specify an interface as a target for the commandinterface

Type: interface

Specify an interface as a target for the command

interface-id

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Command Modes • /exec
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clear spanning-tree detected-protocols
clear spanning-tree detected-protocols [interface interface-id]

Syntax Description Reset functionsclear

Spanning Tree Subsystemspanning-tree

Restart the protocol migration processdetected-protocols

Specify an interface as a target for the commandinterface

Type: interface

Specify an interface as a target for the command

interface-id

Command Modes • /exec
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clear spanning-tree sps-hist
clear spanning-tree sps-hist

Syntax Description Reset functionsclear

Spanning Tree Subsystemspanning-tree

Set port state statssps-hist

Command Modes • /exec
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clear ssh hosts
clear ssh hosts

Syntax Description Reset functionsclear

Clear ssh valuesssh

Clear the list of trusted ssh hostshosts

Command Modes • /exec
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clear system reset-reason
clear system reset-reason

Syntax Description Reset functionsclear

Clear logs in systemsystem

Clear reset-reason logs in the systemreset-reason

Command Modes • /exec
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clear system reset-reason history
clear system reset-reason history

Syntax Description Reset functionsclear

Clear logs in systemsystem

Clear reset-reason logs in the systemreset-reason

Clear reset-reason history logs in the systemhistory

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
613

C Commands
clear system reset-reason history



clear tacacs-server statistics
clear tacacs-server statistics host0 [__readonly__ server_state [clock_time monitoring_statistics
time_in_pstate ndead tt_in_dstate] auth_statistics auth_failed_transactions auth_succ_transactions
auth_req_sent auth_req_timedout auth_resp_no_match auth_resp_not_processed auth_resp_error
autho_statistics autho_failed_transactions autho_succ_transactions autho_req_sent autho_req_timedout
autho_resp_no_match autho_resp_not_processed autho_resp_error acct_statistics acct_failed_transactions
acct_succ_transactions acct_req_sent acct_req_timedout acct_resp_no_match acct_resp_not_processed
acct_resp_error]

Syntax Description Reset functionsclear

Clear TACACS related parameterstacacs-server

Clear TACACS statisticsstatistics

Type: string

DNS name or IP address

host0

__readonly__

Show state of server

alive value: 2
dead value: 1
not monitored value: 3

server_state

Type: string

Show clock time in terms of hours, minutes and seconds

clock_time

Monitoring Statisticsmonitoring_statistics

Type: string

Time in previous state

time_in_pstate

Type: uinteger

Number of times dead

ndead

Type: string

Total time in dead state

tt_in_dstate

Authentication Statisticsauth_statistics

Authorization Statisticsautho_statistics

Accounting Statisticsacct_statistics

Type: uinteger

Authentication: Failed transactions

auth_failed_transactions
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Type: uinteger

Authentication: Successful transactions

auth_succ_transactions

Type: uinteger

Authentication: Requests sent

auth_req_sent

Type: uinteger

Authentication: Requests timedout

auth_req_timedout

Type: uinteger

Authentication: Responses with no matching requests

auth_resp_no_match

Type: uinteger

Authentication: Responses not processed

auth_resp_not_processed

Type: uinteger

Authentication: Responses containing errors

auth_resp_error

Type: uinteger

Authorization: Failed transactions

autho_failed_transactions

Type: uinteger

Authorization: Successful transactions

autho_succ_transactions

Type: uinteger

Authorization: Requests sent

autho_req_sent

Type: uinteger

Authorization: Requests timedout

autho_req_timedout

Type: uinteger

Authorization: Responses with no matching requests

autho_resp_no_match

Type: uinteger

Authorization: Responses not processed

autho_resp_not_processed

Type: uinteger

Authorization: Responses containing errors

autho_resp_error

Type: uinteger

Accounting: Failed transactions

acct_failed_transactions

Type: uinteger

Accounting: Successful transactions

acct_succ_transactions
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Type: uinteger

Accounting: Requests sent

acct_req_sent

Type: uinteger

Accounting: Requests timedout

acct_req_timedout

Type: uinteger

Accounting: Responses with no matching requests

acct_resp_no_match

Type: uinteger

Accounting: Responses not processed

acct_resp_not_processed

Type: uinteger

Accounting: Responses containing errors

acct_resp_error

Command Modes • /exec
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clear tech-support lock (syscli)
clear tech-support lock

Syntax Description Reset functionsclear

Gather information for troubleshootingtech-support

Clear the lock which prohibits multiple show techs to run in parallellock

Command Modes • /exec
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clear tech-support lock (syscli)
clear tech-support lock

Syntax Description Reset functionsclear

Gather information for troubleshootingtech-support

Clear the lock which prohibits multiple show techs to run in parallellock

Command Modes • /exec
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clear user
clear user s0

Syntax Description Reset functionsclear

Logout a particular
user

user

Type: string

length: 28

Enter the username

s0

Command Modes • /exec
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clear veobc counters
clear veobc counters

Syntax Description Reset functionclear

Reset the veobc countersveobc

Reset the veobc statistic counters to zerocounters

Command Modes • /exec
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clear vlan access-list counters
clear vlan access-list counters [name]

Syntax Description Reset functionsclear

Vlan commandsvlan

Clear access list statistical informationaccess-list

Clear access list counterscounters

Type: string

length: 64

List name

name

Command Modes • /exec
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clear vlan counters
clear vlan [id vlan-id] counters

Syntax Description Reset functionsclear

Vlan commandsvlan

clear VLAN counters by VLAN idid

Type: vlan-mrange

VLAN ID 1-3967 or range(s): 1-5, 10 or 2-5,7-19

vlan-id

display counterscounters

Command Modes • /exec
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clear vpc statistics
clear vpc statistics {vpc vpc_num|peer-link}

Syntax Description Reset functionsclear

Statistics for a specific vPCvpc

Statisticsstatistics

Type: integer

min: 1 max: 4096

Virtual Port Channel
number

vpc_num

stats for peer-linkpeer-link

Command Modes • /exec
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clear vpc statistics all
clear vpc statistics all

Syntax Description Reset functionsclear

Virtual Port Channel configurationvpc

Statisticsstatistics

All vPC statisticsall

Command Modes • /exec
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clear vpc statistics peer-keepalive
clear vpc statistics peer-keepalive

Syntax Description Reset functionsclear

Virtual Port Channel configurationvpc

Statisticsstatistics

peer keepalivemodule related statisticspeer-keepalive

Command Modes • /exec
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clear vpc transport statistics
clear vpc transport statistics [__readonly__ last-clear-time]

Syntax Description Reset functionsclear

Virtual Port Channel configurationvpc

cfs transporttransport

Statisticsstatistics

Read Only__readonly__

Type: string

time difference from last clear time

last-clear-time

Command Modes • /exec/
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clear vrf
{clear ip mbgp [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}] flap-statistics
[{ip-prefix|ip-addr [ip-mask]}]|clear ip bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] flap-statistics [{ip-prefix|ip-addr
[ip-mask]}]|clear ip bgp [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}] ipv4
{unicast|multicast} flap-statistics [{ip-prefix|ip-addr [ip-mask]}]|clear ip bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] all flap-statistics|clear bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] {ipv4 {unicast|multicast}|vpnv4 unicast}
flap-statistics [{ip-prefix|ip-addr [ip-mask]|regexp regexp-str}]|clear bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] {ipv6 {unicast|multicast}|vpnv6 unicast}
flap-statistics [{ipv6-prefix|regexp regexp-str}]|clear bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] all flap-statistics} [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}]

Syntax Description Reset functionsclear

Virtual Router Contextvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member
| all | l2-vrf | topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

All VRFsALL_VRFS_012345678901234

Clear IP commandsip

Clear BGP sessionsbgp

Clear MBGP sessionsmbgp

Clear flap statisticsflap-statistics

Type: ipprefix

Clear flap statistics for one prefix

ip-prefix

Type: ipv6prefix

Clear flap statistics for one IPv6 prefix

ipv6-prefix

Type: ipaddr

Clear flap statistics for one network

ip-addr
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Type: ipaddr

Network mask

ip-mask

Clear IPv4 address-familyipv4

Clear IPv6 address-familyipv6

Clear VPNv4 address-family Not available in this release.vpnv4

Clear VPNv6 address-family Not available in this release.vpnv6

Clear unicast address-familyunicast

Clear multicast address-familymulticast

Clear all address-familiesall

Clear flap statistics for routes matching the regular expressionregexp

Type: string

Regular expression to match the AS paths

regexp-str

Command Modes • /exec
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clear vrrp statistics
clear vrrp statistics [interface intf_num] [vr vr_id]

Syntax Description Reset functionsclear

Clear virtual routervrrp

Clear global virtual router statisticsstatistics

Select interfaceinterface

Type: interfaceintf_num

[1-255] clear virtual router statisticsvr

Type: integer

min: 1 max: 255

vr_id

Command Modes • /exec
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clear vtp counters
clear vtp counters

Syntax Description Reset functionsclear

Clear VTP itemsvtp

Clear VTP
counters

counters

Command Modes • /exec
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clear xl
clear xl

Syntax Description Reset
functions

clear

xl

Command Modes • /exec
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cli alias name
cli alias name s0 line|no cli alias name s0 [line]

Syntax Description Negate a command or set its defaultsno

Configure CLI commandscli

Define an aliasalias

Specify the aliasname

Type: string

length: 30

Alias command

s0

Type: remainder

Alias definition

line

Command Modes • /exec/configure
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cli no var name
cli no var name s0

Syntax Description CLI commandscli

Negate a command or set its defaultsno

Unset a variablevar

Specify a variable namename

Type: string

length: 31

Variable name

s0

Command Modes • /exec
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cli reload parsetree
cli reload parsetree

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
634

C Commands
cli reload parsetree



cli show running-config local
cli show running-config local

Command Modes • /exec
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cli var name (vsh_root)
cli var name s0 line

Syntax Description CLI commandscli

Define a variablevar

Specify a variable
name

name

Type: string

length: 31

Variable name

s0

Type: remainder

Variable value

line

Command Modes • /exec
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cli var name (vshd)
cli var name s0 line|no cli var name s0 [line]

Syntax Description Negate a command or set its defaultsno

Configure CLI commandscli

Define a variablevar

Specify a variable namename

Type: string

length: 31

Variable name

s0

Type: remainder

Variable value

line

Command Modes • /exec/configure
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cli verifynrun
[no] cli verifynrun

Syntax Description Negate a command or set its defaultsno

CLI commandscli

Verify and runverifynrun

Command Modes • /exec
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client-to-client reflection
[no] client-to-client reflection

Syntax Description Negate a command or set its defaultsno

Configure client-to-client route reflectionclient-to-client

reflection of routes permittedreflection

Command Modes • /exec/configure/router-bgp/router-bgp-af
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clock format
[no] clock format {12-hours|24-hours}

Syntax Description Negate a command or set its defaultsno

Clockclock

Display format of clockformat

12 hours display12-hours

24 hours display24-hours

Command Modes • /exec/configure
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clock format show-timezone syslog
[no] clock format show-timezone syslog

Syntax Description Negate a command or set its defaultsno

Clockclock

Display format of clockformat

Display the configured timezoneshow-timezone

Display the configured timezone in syslogssyslog

Command Modes • /exec/configure
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clock protocol vdc
[no] clock protocol {ntp|none} vdc vdc-id

Syntax Description Negate a command or set its defaultsno

Clockclock

protocolprotocol

ntpntp

none (clock can be set manually)none

vdcvdc

Type: integer

vdc-id

vdc-id

Command Modes • /exec/configure
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clock set
clock set s0 i0 {April i1|August i2|December i3|February i4|January i5|July i6|June i7|March
i8|May i9|November i10|October i11|September i12}

Syntax Description Clockclock

HH:MM:SS Current Timeset

Type: string

length: 8

HH:MM:SS Current Time

s0

Type: integer-range

Day of the month

i0

Month of the yearApril

Type: integer-range

Enter the year (no abbreviation)

i1

Month of the yearAugust

Type: integer-range

Enter the year (no abbreviation)

i2

Month of the yearDecember

Type: integer-range

Enter the year (no abbreviation)

i3

Month of the yearFebruary

Type: integer-range

Enter the year (no abbreviation)

i4

Month of the yearJanuary

Type: integer-range

enter the year (no abbreviation)

i5

Month of the yearJuly

Type: integer-range

Enter the year (no abbreviation)

i6

Month of the yearJune
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Type: integer-range

Enter the year (no abbreviation)

i7

Month of the yearMarch

Type: integer-range

Enter the year (no abbreviation)

i8

Month of the yearMay

Type: integer-range

Enter the year (no abbreviation)

i9

Month of the yearNovember

Type: integer-range

Enter the year (no abbreviation)

i10

Month of the yearOctober

Type: integer-range

Enter the year (no abbreviation)

i11

Month of the yearSeptember

Type: integer-range

Enter the year (no abbreviation)

i12

Command Modes • /exec
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clock summer-time
clock {summer-time s0 [i0 s1 s2 s3 i1 s4 s5 s6 [i2]]|timezone s7 i3 i4}|no clock {summer-time
[s0 i0 s1 s2 s3 i1 s4 s5 s6 i2]|timezone [s7 i3 i4]}

Syntax Description Negate a command or set its defaultsno

Clockclock

Configure summer (daylight savings) timesummer-time

Type: string

length: 8

Name of time zone in summer, such as PDT, CDT, EDT, etc..

s0

Type: integer

min: 1 max: 5

Week number to start (first week=1, last week=5)

i0

Type: string

length: 9

Weekday to start

s1

Type: string

length: 9

Month to start

s2

Type: string

length: 5

HH:MM Time to start

s3

Type: integer

min: 1 max: 5

Week number to end (first week=1, last week=5)

i1

Type: string

length: 9

Weekday to end

s4

Type: string

length: 9

Month to end

s5
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Type: string

length: 5

HH:MM Time to end

s6

Type: integer

min: 1 max: 120

Offset to add in minutes

i2

Configure time zonetimezone

Type: string

length: 8

Name of time zone, such as PST, MST, CST, EST, etc..

s7

Type: integer

min: 12 max: 14

Hours offset from UTC

i3

Type: integer

min: 0 max: 59

Minutes offset from UTC

i4

Command Modes • /exec/configure
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clock sync-interval
[no] clock sync-interval intv

Syntax Description Negate a command or set its defaultsno

Clockclock

sync-interval in secondssync-interval

Type: uinteger

min: 15 max: 90

interval

intv

Command Modes • /exec/configure
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cluster-id
[no] cluster-id {ip-cluster-idint-cluster-id}

Syntax Description Negate a command or set its defaultsno

Configure Route Reflector Cluster-IDcluster-id

Type: ipaddr

Cluster-id as an IP address

ip-cluster-id

Type: uinteger

min: 1 max: 4294967295

Cluster-id as a 32 bit quantity

int-cluster-id

Command Modes • /exec/configure/router-bgp/vrf-cmds
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commit
commit

Syntax Description Commit the current configuration sessioncommit

Command Modes • /exec/configure
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commit verbose
commit verbose

Syntax Description Commit the current configuration sessioncommit

Commit the current configuration session with more detailsverbose

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
650

C Commands
commit verbose



compress-bitfields ipv6 multicast
[no] compress-bitfields ipv6 multicast

Syntax Description Negate a command or set its defaultsno

Compress bitfields for improvedmemory utilizationcompress-bitfields

Use for IPv6 multicastipv6

Use compressed bitfields for M6RIB and PIM6multicast

Command Modes • /exec/configure
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compress-bitfields multicast
[no] compress-bitfields [ipv4] multicast

Syntax Description Negate a command or set its defaultsno

Compress bitfield for improvedmemory utilizationcompress-bitfields

Use for IPv4 multicastipv4

Use compressed bitfields for MRIB and PIMmulticast

Command Modes • /exec/configure
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confederation identifier
[no] confederation identifier confed-id

Syntax Description Negate a command or set its defaultsno

AS confederation parametersconfederation

Set routing domain confederationASidentifier

Type: asn

AS number

confed-id

Command Modes • /exec/configure/router-bgp/vrf-cmds
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confederation peers
[no] confederation peers confed-id

Syntax Description Negate a command or set its defaultsno

AS confederation parametersconfederation

Peer ASs in BGP confederationpeers

Type: asn

AS number

confed-id

Command Modes • /exec/configure/router-bgp/vrf-cmds
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configure
configure [terminal]

Syntax Description Enter configuration modeconfigure

Configure the system from terminal inputterminal

Command Modes • /exec
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configure session
configure session s0

Syntax Description Enter configuration modeconfigure

Configure the system in a sessionsession

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

length: 64

Enter the name of the session

s0

Command Modes • /exec
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congestion-control ecn
[no] congestion-control ecn

Syntax Description Negate a command or set its defaultsno

Congestion Control ProtocolNot available in this release.congestion-control

Enable ECN protocolecn

Command Modes • /exec/configure/policy-map/type/uf/class
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C Commands
congestion-control ecn



congestion-control random-detect
[no] congestion-control random-detect {[threshold
{burst-optimized|mesh-optimized}]|minimum-threshold min-thresh [{packets|bytes|kbytes|mbytes}]
maximum-threshold max-thresh [{packets1|bytes1|kbytes1|mbytes1}] drop-probability drop-prob}

Syntax Description Negate a command or set its defaultsno

Congestion Control ProtocolNot available in this release.congestion-control

Enable WRED protocol Not available in this release.random-detect

Thresholdthreshold

Minimum Thresholdminimum-threshold

Type: long

Minimum Threshold Value

min-thresh

Maximum Thresholdmaximum-threshold

Type: long

Minimum Threshold Value

max-thresh

Threshold optimized for bursty trafficburst-optimized

Threshold optimized for mesh trafficmesh-optimized

Drop Probability at Maximum Thresholddrop-probability

Type: integer

min: 1 max: 100

Drop Probability Value

drop-prob

Packetspackets

Bytesbytes

Kilo Byteskbytes

Mega Bytesmbytes

Packetspackets1

Bytesbytes1

Kilo Byteskbytes1

Mega Bytesmbytes1
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congestion-control random-detect



Command Modes • /exec/configure/policy-map/type/uf/class
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congestion-control tail-drop
[no] congestion-control tail-drop [threshold {burst-optimized|mesh-optimized}]

Syntax Description Negate a command or set its defaultsno

Congestion Control ProtocolNot available in this release.congestion-control

Enable Tail-Drop Not available in this release.tail-drop

Thresholdthreshold

Threshold optimized for bursty trafficburst-optimized

Threshold optimized for mesh trafficmesh-optimized

Command Modes • /exec/configure/policy-map/type/uf/class
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continue
continue seq|no continue [seq]

Syntax Description Negate a command or set its defaultsno

Continue on a different entry within the route-mapcontinue

Type: integer

min: 0 max: 65535

Route-map entry sequence number

seq

Command Modes • /exec/configure/route-map
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contract-id
contract-id s0|no contract-id

Syntax Description Negate a command or set its defaultsno

Service contract id of the customercontract-id

Type: string

length: 255

Provide contract number (as specified in the service agreement)

s0

Command Modes • /exec/configure/callhome
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control-plane
control-plane

Syntax Description Enter to control-plane sub-modecontrol-plane

Command Modes • /exec/configure
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control-plane



copp copy profile
copp copy profile profile_type {prefix|suffix} user_string

Syntax Description Control-Plane Policingcopp

Make a copy of the CoPP Profilecopy

CoPP Profileprofile

CoPP Profile Types

strict value: 1
The Strict Profile

moderate value: 2
The Moderate Profile

lenient value: 3
The Lenient Profile

dense value: 4
The Dense Profile

profile_type

prefix for the copied policyprefix

suffix for the copied policysuffix

Type: string

pattern: [a-zA-Z0-9_-][a-zA-Z0-9_-]*

length: 20

Enter prefix/suffix for the copied policy

user_string

Command Modes • /exec
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copp distributed-policing enable
[no] copp distributed-policing enable

Syntax Description Negate a command or set its defaultsno

Control-Plane Policingcopp

distributed policerNot available in this release.distributed-policing

enable distributed policingenable

Command Modes • /exec/configure
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copp profile
copp profile profile_type

Syntax Description Control-Plane
Policing

copp

CoPP Profileprofile

CoPP Profile Types

strict value: 1
The Strict Profile

moderate value: 2
The Moderate
Profile

lenient value: 3
The Lenient
Profile

dense value: 4
The Dense
Profile

profile_type

Command Modes • /exec/configure
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copy (uri_copy)
copy {src_local {dest_local|running-config [echo-commands]
[stop-at-first-failure]|startup-config|scheduled-config}|src_core dest_local_core|running-config-src
{startup-config [fabric]dest_local_config}|startup-config-src {running-config [echo-commands]
[stop-at-first-failure]dest_local_config}}

Syntax Description Copy from one file to anothercopy

Type: uri

Select source filesystem

src_local

Type: uri

Select source filesystem

src_core

Type: uri

Select destination filesystem

dest_local

Type: uri

Select destination filesystem

dest_local_core

Type: uri

Select destination filesystem

dest_local_config

Copy from source to running configurationrunning-config

Copy running configuration to destinationrunning-config-src

Copy from source to startup configurationstartup-config

Copy startup configuration to destinationstartup-config-src

Schedule configuration at the specified source to be applied at next switch reloadscheduled-config

Echo the commands before applying them (to correlate errors)echo-commands

Stop at first errorstop-at-first-failure

Copy from source to fabric startup configurationfabric

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
667

C Commands
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copy (uri_copy)
copy {src_local dest_remote [vrf vrf-known-name]|src_remote {dest_local|running-config
[echo-commands] [stop-at-first-failure]|startup-config} [vrf vrf-known-name]|src_core dest_remote
[vrf vrf-known-name]|running-config-src dest_remote [vrf vrf-known-name]|startup-config-src
dest_remote [vrf vrf-known-name]}

Syntax Description Copy from one file to anothercopy

Type: uri

Select source filesystem

src_local

Type: uri

Select source filesystem

src_core

Type: uri

Select destination filesystem

dest_local

Type: uri

Select destination filesystem

dest_remote

Type: uri

Select source filesystem

src_remote

Display per-VRF informationvrf

Type: vrf

Known VRF name

vrf-known-name

Copy from source to running configurationrunning-config

Copy running configuration to destinationrunning-config-src

Copy from source to startup configurationstartup-config

Copy startup configuration to destinationstartup-config-src

Echo the commands before applying them (to correlate errors)echo-commands

Stop at first errorstop-at-first-failure

Command Modes • /exec
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copy licenses
copy licenses uri0

Syntax Description Copy from one file to anothercopy

Backup license fileslicenses

Type: uri

Specify URL (with .tar extension) for backing up license files

uri0

Command Modes • /exec
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copy vdc-all (uri_copy)
copy {running-config-src {startup-configdest_local_config}|startup-config-src
{running-configdest_local_config}} vdc-all

Syntax Description Copy from one file to anothercopy

Type: uri

Select destination filesystem

dest_local_config

Copy running configuration to destinationrunning-config-src

Copy from source to startup configurationstartup-config

Copy from source to running configurationrunning-config

Copy startup configuration to destinationstartup-config-src

Perform copy for all vdcsvdc-all

Command Modes • /exec
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copy vdc-all (uri_copy)
copy {running-config-src dest_remote [vrf vrf-known-name]|startup-config-src dest_remote [vrf
vrf-known-name]} vdc-all

Syntax Description Copy from one file to anothercopy

Type: uri

Select destination filesystem

dest_remote

Display per-VRF informationvrf

Type: vrf

Known VRF name

vrf-known-name

Copy running configuration to destinationrunning-config-src

Copy startup configuration to destinationstartup-config-src

Perform copy for all vdcsvdc-all

Command Modes • /exec
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copy vdc-all (uri_copy)



core-on-no-memory (ospf)
[no] core-on-no-memory

Syntax Description Negate a command or set its defaultsno

Generate core dump onmemory allocation failurecore-on-no-memory

Command Modes • /exec/configure/router-ospf
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core-on-no-memory (ospfv3)
[no] core-on-no-memory

Syntax Description Negate a command or set its defaultsno

Generate core dump onmemory allocation failurecore-on-no-memory

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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core-on-no-memory (ospfv3)



cost
cost cost|no cost [cost]

Syntax Description Negate a command or set its defaultsno

Cost associated with interfacecost

Type: integer

min: 1 max: 65535

Cost value

cost

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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count
" | " count

Syntax Description Pipe command output to
filter

|

Count number of linescount

Command Modes • /output
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counter name value op
counter name counter-name value counter-value op op-val

Syntax Description Specify the name of the countercounter

Specify the name of the countername

Type: string

Name of the counter

counter-name

Specify the value to be applied to the countervalue

Type: integer

Enter the value

counter-value

Specify the operator to be appliedop

Enter the value of the operator

nop value: 1
do nothing, just print the value

set value: 2
set the counter value to this value

inc value: 3
Increment the counter by this value

dec value: 4
Decrement the counter by this value

op-val

Command Modes • /exec
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cpu threshold rising falling interval
cpu threshold rising risingth falling fallingth interval seconds

Syntax Description CPU resourcecpu

Threshold settingsthreshold

Rising threshold settingrising

Type: uinteger

min: 1 max: 100

Rising threshold in percentage

risingth

Falling threshold settingfalling

Type: uinteger

min: 1 max: 100

Falling threshold in percentage

fallingth

Observation interval settinginterval

Type: uinteger

min: 5 max: 300

Observation interval in seconds

seconds

Command Modes • /exec/configure/onep
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crypto ca authenticate
[no] crypto ca authenticate s0

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Authenticate the certificate authority certificateauthenticate

Type: string

length: 64

trustpoint label

s0

Command Modes • /exec/configure
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crypto ca crl request
[no] crypto ca crl request s0 uri0

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

import certificate revocation listcrl

import certificate revocation listrequest

Type: string

length: 64

trustpoint label

s0

Type: uri

Specify source file name

uri0

Command Modes • /exec/configure
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crypto ca enroll
[no] crypto ca enroll s0

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Create certificate requestenroll

Type: string

length: 64

trustpoint label

s0

Command Modes • /exec/configure
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crypto ca export pkcs12
[no] crypto ca export s0 pkcs12 uri0 s1

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

export rsa private key and certificates in pkcs#12export

Type: string

length: 64

trustpoint label

s0

destination file urlpkcs12

Type: uri

Specify destination file name

uri0

Type: string

length: 128

passphrase to encrypt the private key

s1

Command Modes • /exec/configure
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crypto ca import certificate
[no] crypto ca import s0 certificate

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

import the certificate or keyimport

Type: string

length: 64

trustpoint label

s0

import the certificatecertificate

Command Modes • /exec/configure
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crypto ca import pkcs12
crypto ca import s0 pkcs12 uri0 s1

Syntax Description Set crypto settingscrypto

Configure certificate authority related informationca

import the certificate or keyimport

Type: string

length: 64

trustpoint label

s0

source file urlpkcs12

Type: uri

source file url

uri0

Type: string

length: 128

passphrase to decrypt the private key

s1

Command Modes • /exec/configure
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crypto ca lookup
[no] crypto ca lookup {remote|local|both}

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Choose the certstore for authenticationlookup

Use remote certstoreremote

Use local certstorelocal

Use both local and remote certstoreboth

Command Modes • /exec/configure
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crypto ca remote ldap
[no] crypto ca remote ldap {server-group s0|[crl-refresh-time i0]}

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Use ca from remote certstoreremote

Ldap certstoreldap

Configure refresh-time to fetch crl from remote certstorecrl-refresh-time

Type: integer

min: 0 max: 744

Refresh time value in hours. A value of 0 will now run the refresh routine once.

i0

Ldap server groupserver-group

Type: string

length: 64

Ldap server group name

s0

Command Modes • /exec/configure
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crypto ca trustpoint
[no] crypto ca trustpoint s0

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificate authority related informationca

Configure trustpoint certificate authoritytrustpoint

Type: string

length: 64

trustpoint label

s0

Command Modes • /exec/configure
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crypto cert ssh-authorize
[no] crypto cert ssh-authorize [{s0 map s1 [s2]|default map s3}]

Syntax Description Negate a command or set its defaultsno

Configure crypto settingscrypto

Configure certificate maping filter settingscert

Configure mapping filter for sshssh-authorize

Type: string

length: 64

Issuer name of the certificate

s0

Mapping filter to be appliedmap

Type: string

length: 64

Name of the mapping filter which is already configured

s1

Type: string

length: 64

Name of the mapping filter which is already configured

s2

Default map for ssh authorizationdefault

Type: string

length: 64

Name of the default mapping filter which is already configured

s3

Command Modes • /exec/configure
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crypto certificatemap mapname
[no] crypto certificatemap mapname s0

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure certificatemap filterscertificatemap

Create a new filter mapmapname

Type: string

length: 64

Name of the filter map

s0

Command Modes • /exec/configure
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crypto key generate rsa
[no] crypto key generate rsa [{[exportable] [modulus i0]|[label s0] [[exportable] [modulus1
i1]]|modulus2 i2}]

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure key pair related informationkey

Configure key pair generation related informationgenerate

Configure rsa key pair generation related informationrsa

key-pair is exportableexportable

key-pair sizemodulus

Type: integer

min: 512 max: 2048

key-pair size

i0

key-pair labellabel

Type: string

length: 64

key-pair label

s0

key-pair is exportableexportable

key-pair sizemodulus1

Type: integer

min: 512 max: 2048

key-pair size

i1

key-pair sizemodulus2

Type: integer

min: 512 max: 2048

key-pair size

i2

Command Modes • /exec/configure
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crypto key param rsa label modulus
[no] crypto key param rsa label s0 modulus i0 [exportable]

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure key pair related informationkey

Configure key pair related informationparam

Configure rsa key pair related informationrsa

key-pair labellabel

Type: string

length: 64

key-pair label

s0

key-pair sizemodulus

Type: integer

min: 512 max: 2048

key-pair size

i0

key-pair is exportableexportable

Command Modes • /exec/configure
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crypto key zeroize rsa
[no] crypto key zeroize rsa s0

Syntax Description Negate a command or set its defaultsno

Set crypto settingscrypto

Configure key pair related informationkey

Delete key-pairzeroize

Delete rsa key-pairrsa

Type: string

length: 64

key-pair label

s0

Command Modes • /exec/configure
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cts enable
[no] cts enable

Syntax Description Negate a command or set its defaultsno

Config commands for CTSNot available in this release.cts

Enable/Disable CTSenable

Command Modes • /exec/configure
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customer-id
customer-id s0|no customer-id

Syntax Description Negate a command or set its defaultsno

customer idcustomer-id

Type: remainder

Provide customer id (as specified in the service agreement)

s0

Command Modes • /exec/configure/callhome
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cut
" | " cut {-b bytes|-c chars|-f fields|-d delim|-s|--help}+

Syntax Description Pipe command output to filter|

Print selected parts of lines.cut

output only these bytes-b

output only these characters-c

specify other field delimiter (default is TAB).-d

output only these fields; also print any line that contains no delimiter character, unless the -s option
is specified

-f

do not print lines not containing delimiters-s

Type: string

{n|n-|n-m|-m} N-th byte, N to end of line, N to M, start of line to N

bytes

Type: string

{n|n-|n-m|-m} N-th char, N to end of line, N to M, start of line to N

chars

Type: string

{n|n-|n-m|-m} N-th field, N to end of line, N to M, start of line to N

fields

Type: string

field separator char, TAB is default, use ' ' for space

delim

print help of underlying unix command--help

Command Modes • /output
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D Commands

• dampen-igp-metric, on page 699
• dampening, on page 700
• databits (syscli), on page 701
• databits (syscli), on page 702
• datapath transport mts, on page 703
• dead-interval (ospf), on page 704
• dead-interval (ospf), on page 705
• dead-interval (ospfv3), on page 706
• deadtime (ldap_tree), on page 707
• deadtime (radius_tree), on page 708
• deadtime (tacacs_dynamic_tree), on page 709
• dec, on page 710
• default-information originate (bgp), on page 711
• default-information originate (eigrp), on page 712
• default-information originate (isis), on page 713
• default-information originate (ospf), on page 714
• default-information originate (ospfv3), on page 715
• default-information originate (rip), on page 716
• default-metric (bgp), on page 717
• default-metric (eigrp), on page 718
• default-metric (ospf), on page 719
• default-metric (ospfv3), on page 720
• default-metric (rip), on page 721
• default-originate, on page 722
• default advertise-map, on page 723
• default copy, on page 724
• default interface, on page 725
• default local-as, on page 726
• default remote-as, on page 727
• default route-map, on page 728
• default soft-reconfiguration inbound always, on page 729
• default soo, on page 730
• default weight, on page 731
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• delay (if_manager), on page 732
• delay (otm), on page 733
• delay (svi), on page 734
• delay restore, on page 735
• delay restore interface-vlan, on page 736
• delete, on page 737
• delete ca-certificate, on page 738
• delete certificate, on page 739
• delete crl, on page 740
• demand-circuit, on page 741
• description (if_manager), on page 742
• description (qosmgr), on page 743
• description (qosmgr_dce), on page 744
• description (qosmgr), on page 745
• description (eth_span), on page 746
• description (evms), on page 747
• description (if_manager), on page 748
• description (l3vm), on page 749
• description (qosmgr), on page 750
• description (qosmgr_dce), on page 751
• description (rpm), on page 752
• description (rtm), on page 753
• description (satmgr), on page 754
• description (svi), on page 755
• description (tm), on page 756
• description (vman), on page 757
• description (vshd), on page 758
• descriptiondescription, on page 759
• destination-profile (callhome), on page 760
• destination-profile (callhome), on page 761
• destination-profile alert-group, on page 762
• destination-profile CiscoTAC-1 alert-group, on page 763
• destination-profile CiscoTAC-1 email-addr, on page 764
• destination-profile CiscoTAC-1 http, on page 765
• destination-profile CiscoTAC-1 message-level, on page 766
• destination-profile CiscoTAC-1 message-size, on page 767
• destination-profile CiscoTAC-1 transport-method email, on page 768
• destination-profile CiscoTAC-1 transport-method http, on page 769
• destination-profile email-addr, on page 770
• destination-profile format, on page 771
• destination-profile full-txt-destination alert-group, on page 772
• destination-profile full-txt-destination email-addr, on page 773
• destination-profile full-txt-destination http, on page 774
• destination-profile full-txt-destination message-level, on page 775
• destination-profile full-txt-destination message-size, on page 776
• destination-profile full-txt-destination transport-method email, on page 777
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• destination-profile full-txt-destination transport-method http, on page 778
• destination-profile message-level, on page 779
• destination-profile message-size, on page 780
• destination-profile short-txt-destination alert-group, on page 781
• destination-profile short-txt-destination email-addr, on page 782
• destination-profile short-txt-destination http, on page 783
• destination-profile short-txt-destination message-level, on page 784
• destination-profile short-txt-destination message-size, on page 785
• destination-profile short-txt-destination transport-method email, on page 786
• destination-profile short-txt-destination transport-method http, on page 787
• destination-profile transport-method email, on page 788
• destination-profile transport-method http, on page 789
• destination interface, on page 790
• destination ip, on page 791
• devtest sap, on page 792
• diagnostic bootup level, on page 793
• diagnostic eem action aggressive, on page 794
• diagnostic ondemand action-on-failure continue failure-countdiagnostic ondemand action-on-failure
stop, on page 795

• diagnostic ondemand iteration, on page 796
• diagnostic pss shrink, on page 797
• diff-clean, on page 798
• diff-clean all-users, on page 799
• diff, on page 800
• dir, on page 801
• disable, on page 802
• disable-connected-check, on page 803
• disable-memory-alert-check, on page 804
• disable-peer-as-check, on page 805
• disable-policy-batching, on page 806
• distance (bgp), on page 807
• distance (eigrp), on page 808
• distance (isis), on page 809
• distance (ospf), on page 810
• distance (ospfv3), on page 811
• distance (rip), on page 812
• distribute, on page 813
• distribute-list, on page 814
• distribute-list eigrp, on page 815
• domain-id, on page 816
• domain-id secondary, on page 817
• domain-tag, on page 818
• dont-capability-negotiate, on page 819
• dos2nxos, on page 820
• down-bit-ignore, on page 821
• dual-active exclude interface-vlan, on page 822
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• duplex (if_manager), on page 823
• duplex (if_manager), on page 824
• duplicate-message throttle, on page 825
• dynamic-capability, on page 826
• dynamic-med-interval, on page 827
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dampen-igp-metric
dampen-igp-metric sec|no dampen-igp-metric

Syntax Description Negate a command or set its defaultsno

Dampen IGPmetric-related changesdampen-igp-metric

Type: uinteger

min: 20 max: 3600 default: 600

Time interval in seconds

sec

Command Modes • /exec/configure/router-bgp/router-bgp-af
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dampening
[no] dampening [{half-life reuse-limit suppress-limit max-suppress-time|route-map rmap-name}]

Syntax Description Negate a command or set its defaultsno

Configure route flap dampeningdampening

Type: integer

min: 1 max: 45

Decay half life

half-life

Type: integer

min: 1 max: 20000

Value to start reusing a route

reuse-limit

Type: integer

min: 1 max: 20000

Value to start suppressing a route

suppress-limit

Type: integer

min: 1 max: 255

Maximum suppress time for stable route

max-suppress-time

Apply route-map to specify dampening criteriaroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-af
• /exec/configure/router-bgp/router-bgp-af-vpnv4
• /exec/configure/router-bgp/router-bgp-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-af-vpnv6
• /exec/configure/router-bgp/router-bgp-af-l2vpn-vpls
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databits (syscli)
[no] databits i0

Syntax Description Negate a command or set its defaultsno

Set number of databits per characterdatabits

Type: integer-range

Number of data bits

i0

Command Modes • /exec/configure/console
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databits (syscli)
[no] databits i0

Syntax Description Negate a command or set its defaultsno

Set number of databits per characterdatabits

Type: integer-range

Number of data bits

i0

Command Modes • /exec/configure/com1
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datapath transport mts
[no] datapath transport mts

Syntax Description Negate a command or set its defaultsno

One Platform datapathdatapath

transport for datapathtransport

mtsmts

Command Modes • /exec/configure/onep
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dead-interval (ospf)
dead-interval interval|no dead-interval [interval]

Syntax Description Negate a command or set its defaultsno

Dead intervaldead-interval

Type: integer

min: 1 max: 262140

(seconds)

interval

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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dead-interval (ospf)
dead-interval interval|no dead-interval [interval]

Syntax Description Negate a command or set its defaultsno

Dead intervaldead-interval

Type: integer

min: 1 max: 262140 default: 40

(seconds)

interval

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink
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dead-interval (ospfv3)
dead-interval interval|no dead-interval [interval]

Syntax Description Negate a command or set its defaultsno

Dead intervaldead-interval

Type: integer

min: 1 max: 262140 default: 40

(seconds)

interval

Command Modes • /exec/configure/router-ospf3/router-ospf3-vlink
• /exec/configure/router-ospf3/vrf/router-ospf3-vlink
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deadtime (ldap_tree)
[no] deadtime i0

Syntax Description Negate a command or set its defaultsno

duration for which non-reachable server is skippeddeadtime

Type: integer

min: 0 max: 1440

Length of time, in minutes

i0

Command Modes • /exec/configure/ldap
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deadtime (radius_tree)
[no] deadtime i0

Syntax Description Negate a command or set its defaultsno

duration for which non-reachable server is skippeddeadtime

Type: integer

min: 0 max: 1440

Length of time, in minutes

i0

Command Modes • /exec/configure/radius
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deadtime (tacacs_dynamic_tree)
[no] deadtime i0

Syntax Description Negate a command or set its defaultsno

duration for which non-reachable server is skippeddeadtime

Type: integer

min: 0 max: 1440

Length of time, in minutes

i0

Command Modes • /exec/configure/tacacs+
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dec
dec expr

Syntax Description calculator with results in decimal formatdec

Type: remainder

the expression to compute (integer arithmetics)

expr

Command Modes • /exec
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default-information originate (bgp)
[no] default-information originate

Syntax Description Negate a command or set its defaultsno

Control distribution of default informationdefault-information

Distribute a default routeoriginate

Command Modes • /exec/configure/router-bgp/router-bgp-af
• /exec/configure/router-bgp/router-bgp-af-ipv6-label
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default-information originate (eigrp)
[no] default-information originate [always] [route-map map]

Syntax Description Negate a command or set its defaultsno

Control origination of a default routedefault-information

Originate a default routeoriginate

Always advertise default routealways

Use a route-map for default route metricsroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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default-information originate (isis)
[no] default-information originate [always] [route-map map-name]

Syntax Description Negate a command or set its defaultsno

Control origination of a default routedefault-information

Originate a default routeoriginate

Always advertise default routealways

Route-map to announce default routesroute-map

Type: string

length: 63

A 'routing-rules' route-map name

map-name

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-common
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default-information originate (ospf)
[no] default-information originate [always] [route-map policy-name]

Syntax Description Negate a command or set its defaultsno

Control distribution of default routedefault-information

Distribute a default routeoriginate

Always advertise default routealways

Policy to control distribution of default routeroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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default-information originate (ospfv3)
[no] default-information originate [always] [route-map policy-name]

Syntax Description Negate a command or set its defaultsno

Control distribution of default routedefault-information

Distribute a default routeoriginate

Always advertise default routealways

Policy to control distribution of default routeroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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default-information originate (rip)
[no] default-information originate [always] [route-map map-name]

Syntax Description Negate a command or set its defaultsno

RIP control distribution of default routedefault-information

RIP distribute a default routeoriginate

RIP always advertise default routealways

Policy to constrain redistributionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map-name

Command Modes • /exec/configure/router-rip/router-rip-af-common
• /exec/configure/router-rip/router-rip-vrf-af-common
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default-metric (bgp)
[no] default-metric metric

Syntax Description Negate a command or set its defaultsno

Set metric of redistributed routesdefault-metric

Type: uinteger

Default Metric

metric

Command Modes • /exec/configure/router-bgp/router-bgp-af
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default-metric (eigrp)
default-metric bw delay rel load mtu|no default-metric [bw delay rel load mtu]

Syntax Description Negate a command or set its defaultsno

Set metric of redistributed routesdefault-metric

Type: uinteger

min: 1 max: 0 default: 100000

Bandwidth in Kbits per second

bw

Type: uinteger

min: 0 max: 0 default: 100

Delay metric

delay

Type: uinteger

min: 0 max: 255 default: 255

Reliability metric where 255 is 100% reliable

rel

Type: uinteger

min: 1 max: 255 default: 1

Effective bandwidth metric (Loading) where 255 is 100% loaded

load

Type: uinteger

min: 128 max: 9216 default: 1492

Maximum Transmission Unit metric of the path

mtu

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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default-metric (ospf)
default-metric cost|no default-metric [cost]

Syntax Description Negate a command or set its defaultsno

Specify default metric for redistributed routesdefault-metric

Type: integer

min: 1 max: 16777214

Metric value

cost

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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default-metric (ospfv3)
default-metric cost|no default-metric [cost]

Syntax Description Negate a command or set its defaultsno

Specify default metric for redistributed routesdefault-metric

Type: integer

min: 1 max: 16777214

Metric value

cost

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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default-metric (rip)
default-metric metric|no default-metric [metric]

Syntax Description Negate a command or set its defaultsno

RIP default metricdefault-metric

Type: integer

min: 1 max: 15 default: 1

RIP metric value

metric

Command Modes • /exec/configure/router-rip/router-rip-af-common
• /exec/configure/router-rip/router-rip-vrf-af-common
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default-originate
[{no|default}] default-originate [route-map rmap-name]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Originate a default toward this peerdefault-originate

Route-map to specify criteria for originating defaultroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
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default advertise-map
[no] advertise-map advt-rmap-name {exist-map|non-exist-map} cond-rmap-name|default advertise-map

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Specify route-map for conditional advertisementadvertise-map

Condition route-map to advertise only when prefix in condition existsexist-map

Condition route-map to advertise only when prefix in condition does not existnon-exist-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

advt-rmap-name

Type: string

pattern: [!-~]*

length: 63

Route-map name

cond-rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
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default copy
[no] {from frm-list to to-val|default value}|default copy

Syntax Description Negate a command or set its defaultsno

Map values from thisfrom

Type: integer-mrange

Original list of values which are to be mapped

frm-list

Map values to thisto

Type: uinteger

min: 0 max: 63

New mapped value

to-val

map default valuesdefault

Type: uinteger

min: 0 max: 63

default value to be set

value

Do a default copycopy

Command Modes • /exec/configure/def-tmap
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default interface
default interface if0 [checkpoint {name|file file_uri}]

Syntax Description Rollback to default configurationdefault

Interface configurationinterface

Type: interface-mrange

interface type and number in module/slot format

if0

Create configuration rollback checkpointcheckpoint

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: system[a-zA-Z0-9_-]* | user-checkpoint-[0-9]* | auto-[0-9]* | summary | all | user

length: 80

Checkpoint name

name

Create configuration rollback checkpoint to filefile

Type: uri

Checkpoint file path

file_uri

Command Modes • /exec/configure
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default local-as
local-as asn [no-prepend [replace-as [dual-as]]]|{no|default} local-as [asn]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Specify the local-as number for the eBGP neighborlocal-as

Type: asn

Autonomous System Number

asn

Do not prepend the local-as number to updates from the eBGP neighborno-prepend

Prepend only the local-as number to updates to eBGP neighborreplace-as

Connect using either the local-as number or the real asdual-as

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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default remote-as
remote-as asn|{no|default} remote-as [asn]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Specify Autonomous SystemNumber of the neighborremote-as

Type: asn

Autonomous System Number

asn

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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default route-map
[{no|default}] {route-map rmap-name|filter-list fltrlist-name|prefix-list prfxlist-name} {out|in}

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Apply route-map to neighborroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Apply AS-PATH filter-listfilter-list

Type: string

length: 63

Name of filter-list

fltrlist-name

Apply prefix-listprefix-list

Type: string

length: 63

Name of prefix-list

prfxlist-name

Apply policy to outgoing routesout

Apply policy to incoming routesin

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-l2vpn-vpls
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default soft-reconfiguration inbound always
soft-reconfiguration inbound [always]|no soft-reconfiguration inbound|default soft-reconfiguration
inbound

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Soft reconfigurationsoft-reconfiguration

Allow inbound soft reconfigurationinbound

Always perform inbound soft reconfigurationalways

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
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default soo
[no] soo {ext-comm-soo-aa2nn4ext-comm-soo-aa4nn2}|default soo

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Specify Site-of-origin extcommunitysoo

Type: community

VPN extcommunity in aa4:nn or ip:nn format

ext-comm-soo-aa4nn2

Type: community

VPN extcommunity in aa:nn format

ext-comm-soo-aa2nn4

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv6
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default weight
weight weight|{no|default} weight [weight]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Set default weight for routes from this neighborweight

Type: uinteger

min: 0 max: 65535

Default weight

weight

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
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delay (if_manager)
delay delay_val|no delay [delay_val]

Syntax Description Negate a command or set its defaultsno

Specify interface throughput delaydelay

Type: integer

min: 1 max: 16777215

Throughput delay (tens of microseconds)

delay_val

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
• /exec/configure/if-sub
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delay (otm)
delay {up up_delay [down down_delay]|down down_delay [up up_delay]}|no delay

Syntax Description Negate a command or set its defaultsno

Tracking delaydelay

Delay up change notificationup

Type: integer

min: 0 max: 180

Seconds to delay

up_delay

Delay down change notificationdown

Type: integer

min: 0 max: 180

Seconds to delay

down_delay

Command Modes • /exec/configure/track
• /exec/configure/tr-list-bool
• /exec/configure/tr-list-thrp
• /exec/configure/tr-list-thrw
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delay (svi)
delay microseconds|no delay

Syntax Description Negate a command or set its defaultsno

Specify interface throughput delaydelay

Type: uinteger

min: 1 max: 16777215

Throughput delay (tens of microseconds)

microseconds

Command Modes • /exec/configure/if-vlan-common
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delay restore
delay restore time-out|no delay restore

Syntax Description Negate a command or set its defaultsno

Initialization delaydelay

Delay after restoring peer-linkrestore

Type: integer

min: 1 max: 3600

Delay in bringing up the vPC links (in seconds)

time-out

Command Modes • /exec/configure/vpc-domain
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delay restore interface-vlan
delay restore interface-vlan time-out|no delay restore interface-vlan

Syntax Description Negate a command or set its defaultsno

Initialization delaydelay

Delay after restoring peer-linkrestore

Delay in bringing-up interface-vlaninterface-vlan

Type: integer

min: 1 max: 3600

Delay in bringing up the interface-vlan (in seconds)

time-out

Command Modes • /exec/configure/vpc-domain
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delete
delete {uri0uri1uri2} [no-prompt]

Syntax Description delete a file or directorydelete

Type: uri

Delete a file or directory

uri0

Type: uri

Delete a file or directory on expansion flash

uri1

Type: uri

Directory or filename on logflash

uri2

Do not prompt for multiple deletion of filesno-prompt

Command Modes • /exec
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delete ca-certificate
delete ca-certificate

Syntax Description Delete the certificatesdelete

Delete the ca
certificates

ca-certificate

Command Modes • /exec/configure/trustpoint
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delete certificate
delete certificate [force]

Syntax Description Delete the certificatesdelete

Delete the identity certificatecertificate

Force delete the identity certificateforce

Command Modes • /exec/configure/trustpoint
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delete crl
delete crl

Syntax Description Delete the
certificates

delete

Delete the CRLcrl

Command Modes • /exec/configure/trustpoint
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demand-circuit
[no] demand-circuit

Syntax Description Negate a command or set its defaultsno

OSPF Demand circuitdemand-circuit

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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description (if_manager)
description desc_line|no description [desc_line]

Syntax Description Negate a command or set its defaultsno

Enter description of maximum 80 charactersdescription

Type: remainder

Description of maximum 80 characters

desc_line

Command Modes • /exec/configure/if-overlay
• /exec/configure/if-te
• /exec/configure/if-nve
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description (qosmgr)
description desc-str|no description [desc-str]

Syntax Description Negate a command or set its defaultsno

Table-Map descriptiondescription

Type: remainder

Description of this table-map (up to 200 characters)

desc-str

Command Modes • /exec/configure/table-map
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description (qosmgr_dce)
description desc-str|no description [desc-str]

Syntax Description Negate a command or set its defaultsno

Policy-Map descriptiondescription

Type: remainder

Description of this policy-map (up to 200 characters)

desc-str

Command Modes • /exec/configure/policy-map/type/uf
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description (qosmgr)
description desc-str|no description [desc-str]

Syntax Description Negate a command or set its defaultsno

Policy-Map descriptiondescription

Type: remainder

Description of this policy-map (up to 200 characters)

desc-str

Command Modes • /exec/configure/policy-map
• /exec/configure/policy-map/type/queuing
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description (eth_span)
description descr|no description

Syntax Description Negate a command or set its defaultsno

Session description (max 32 characters)description

Type: remainder

Enter the description string(can include spaces)

descr

Command Modes • /exec/configure/monitor-common
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description (evms)
[no] description description

Syntax Description Negate a command or set its defaultsno

Configure description for the policydescription

Type: string

length: 80

Description for the policy

description

Command Modes • /exec/configure/event-manager-applet
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description (if_manager)
description desc_line|no description [desc_line]

Syntax Description Negate a command or set its defaultsno

Enter description of maximum 254 charactersdescription

Type: remainder

Description of maximum 254 characters

desc_line

Command Modes • /exec/configure/if-port-channel
• /exec/configure/if-mgmt-ether
• /exec/configure/if-loopback
• /exec/configure/if-eth-base
• /exec/configure/if-sub
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description (l3vm)
description line|no description

Syntax Description Negate a command or set its defaultsno

Description of the VRFdescription

Type: remainder

VRF description string

line

Command Modes • /exec/configure/vrf
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description (qosmgr)
description desc-str|no description [desc-str]

Syntax Description Negate a command or set its defaultsno

Class-Map descriptiondescription

Type: remainder

Description of this class-map (up to 200 characters)

desc-str

Command Modes • /exec/configure/class-map
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description (qosmgr_dce)
description desc-str|no description [desc-str]

Syntax Description Negate a command or set its defaultsno

Class-Map descriptiondescription

Type: remainder

Description of this class-map (up to 200 characters)

desc-str

Command Modes • /exec/configure/class-map/type/uf
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description (rpm)
description line|no description

Syntax Description Negate a command or set its defaultsno

Description of the route-mapdescription

Type: remainder

Route-map description string

line

Command Modes • /exec/configure/route-map
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description (rtm)
description desc|no description

Syntax Description Negate a command or set its defaultsno

Fabric Path topology descriptiondescription

Type: remainder

Description ofmaximum80 characters

desc

Command Modes • /exec/configure/fp-topology
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description (satmgr)
description descr|no description

Syntax Description Negate the
command

no

FEX descriptiondescription

Type: string

length: 20

Description

descr

Command Modes • /exec/configure/fex

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
754

D Commands
description (satmgr)



description (svi)
description desc_line|no description

Syntax Description Negate a command or set its defaultsno

Interface specific descriptiondescription

Type: remainder

Up to 255 characters describing this interface

desc_line

Command Modes • /exec/configure/if-vlan-common
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description (tm)
description desc_line|no description [desc_line]

Syntax Description Negate a command or set its defaultsno

Enter description of maximum 254 charactersdescription

Type: remainder

Description of maximum 254 characters

desc_line

Command Modes • /exec/configure/if-any-tunnel
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description (vman)
description description_text|no description [description_text]

Syntax Description Negate a command or set its defaultsno

Virtual service descriptiondescription

Type: string

length: 191

Description of this virtual service

description_text

Command Modes • /exec/configure/virt-serv
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description (vshd)
description line|no description

Syntax Description Negate a command or set its defaultsno

Add a description for the roledescription

Type: remainder

Enter the description string(can include spaces)

line

Command Modes • /exec/configure/role
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descriptiondescription
description describe|{no|default} description [describe]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Neighbor specific descriptiondescription

Type: remainder

Upto 80 characters describing this neighbor

describe

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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descriptiondescription



destination-profile (callhome)
[no] destination-profile s4 http s2

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s4

Add http or https urlhttp

Type: string

length: 255

Provide http or https url, example1: http://site.com/services/callserv example2:
https://site2.com/serv/CALL

s2

Command Modes • /exec/configure/callhome
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destination-profile (callhome)



destination-profile (callhome)
[no] destination-profile s0

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s0

Command Modes • /exec/configure/callhome
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destination-profile alert-group
[no] destination-profile s0 alert-group
{All|Configuration|Diagnostic|EEM|Cisco-TAC|Environmental|Inventory|License|Linecard-Hardware|Supervisor-Hardware|Syslog-group-port|System|Test}

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s0

Add alert groupalert-group

This alert group consists of all of the callhomemessagesAll

Events which are meant for Cisco TAC onlyCisco-TAC

Power,fan,temperature related eventsEnvironmental

Inventory status eventsInventory

Events related to licensingLicense

Linecard related eventsLinecard-Hardware

Supervisor related eventsSupervisor-Hardware

Events related to syslog messages filed by port managerSyslog-group-port

Software related eventsSystem

User generated test eventsTest

Events related to ConfigurationConfiguration

Events related to DiagnosticDiagnostic

EEM eventsEEM

Command Modes • /exec/configure/callhome

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
762

D Commands
destination-profile alert-group



destination-profile CiscoTAC-1 alert-group
[no] destination-profile CiscoTAC-1 alert-group
{All|Configuration|Diagnostic|EEM|Cisco-TAC|Environmental|Inventory|License|Linecard-Hardware|Supervisor-Hardware|Syslog-group-port|System|Test}

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for XML messageCiscoTAC-1

Add alert groupalert-group

This alert group consists of all of the callhomemessagesAll

Events which are meant for Cisco TAC onlyCisco-TAC

Power,fan,temperature related eventsEnvironmental

Inventory status eventsInventory

Events related to licensingLicense

Linecard related eventsLinecard-Hardware

Supervisor related eventsSupervisor-Hardware

Events related to syslog messages filed by port managerSyslog-group-port

Software related eventsSystem

User generated test eventsTest

Events related to ConfigurationConfiguration

Events related to DiagnosticDiagnostic

EEM eventsEEM

Command Modes • /exec/configure/callhome
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destination-profile CiscoTAC-1 email-addr
[no] destination-profile CiscoTAC-1 email-addr s0

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for XML messageCiscoTAC-1

Add email addremail-addr

Type: string

length: 255

Provide email address, example: jdow@xyz.com

s0

Command Modes • /exec/configure/callhome
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destination-profile CiscoTAC-1 http
[no] destination-profile CiscoTAC-1 http s0

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for XML messageCiscoTAC-1

Add http or https urlhttp

Type: string

length: 255

Provide http or https url, example1: http://site.com/services/callserv example2:
https://site2.com/serv/CALL

s0

Command Modes • /exec/configure/callhome
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destination-profile CiscoTAC-1 message-level
destination-profile CiscoTAC-1 message-level i0

Syntax Description Configure destination profilesdestination-profile

Configure destination profile for XML messageCiscoTAC-1

Callhomemessage level(0-lowest urgency, 9-highest urgency)message-level

Type: integer

min: 0 max: 9

i0

Command Modes • /exec/configure/callhome
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destination-profile CiscoTAC-1 message-size
destination-profile CiscoTAC-1 message-size i0

Syntax Description Configure destination profilesdestination-profile

Configure destination profile for XML messageCiscoTAC-1

Configuremaximummessage size (default 5000000)message-size

Type: integer

min: 0 max: 5000000

Provide maximum possible message size

i0

Command Modes • /exec/configure/callhome
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destination-profile CiscoTAC-1 transport-method email
[no] destination-profile CiscoTAC-1 transport-method email

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for XMLmessageCiscoTAC-1

Callhome message sending transport-methodtransport-method

email transport-methodemail

Command Modes • /exec/configure/callhome
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destination-profile CiscoTAC-1 transport-method http
[no] destination-profile CiscoTAC-1 transport-method http

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for XMLmessageCiscoTAC-1

Callhome message sending transport-methodtransport-method

http transport-methodhttp

Command Modes • /exec/configure/callhome
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destination-profile email-addr
[no] destination-profile s0 email-addr s1

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s0

Add email addremail-addr

Type: string

length: 255

Provide email address, example: jdow@xyz.com

s1

Command Modes • /exec/configure/callhome
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destination-profile format
destination-profile s0 format {full-txt|short-txt|XML}

Syntax Description Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s0

Callhomemessage format (default XML)format

Plain text message formatfull-txt

Short text message formatshort-txt

XML message formatXML

Command Modes • /exec/configure/callhome
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destination-profile full-txt-destination alert-group
[no] destination-profile full-txt-destination alert-group
{All|Configuration|Diagnostic|EEM|Cisco-TAC|Environmental|Inventory|License|Linecard-Hardware|Supervisor-Hardware|Syslog-group-port|System|Test}

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for plain txt messagefull-txt-destination

Add alert groupalert-group

This alert group consists of all of the callhomemessagesAll

Events which are meant for Cisco TAC onlyCisco-TAC

Power,fan,temperature related eventsEnvironmental

Inventory status eventsInventory

Events related to licensingLicense

Linecard related eventsLinecard-Hardware

Supervisor related eventsSupervisor-Hardware

Events related to syslog messages filed by port managerSyslog-group-port

Software related eventsSystem

User generated test eventsTest

Events related to ConfigurationConfiguration

Events related to DiagnosticDiagnostic

EEM eventsEEM

Command Modes • /exec/configure/callhome
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destination-profile full-txt-destination email-addr
[no] destination-profile full-txt-destination email-addr s0

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for plain txt messagefull-txt-destination

Add email addremail-addr

Type: string

length: 255

Provide email address, example: jdow@xyz.com

s0

Command Modes • /exec/configure/callhome
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destination-profile full-txt-destination http
[no] destination-profile full-txt-destination http s0

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for plain txt messagefull-txt-destination

Add http or https urlhttp

Type: string

length: 255

Provide http or https url, example1: http://site.com/services/callserv example2:
https://site2.com/serv/CALL

s0

Command Modes • /exec/configure/callhome
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destination-profile full-txt-destination message-level
destination-profile full-txt-destination message-level i0

Syntax Description Configure destination profilesdestination-profile

Configure destination profile for plain txt messagefull-txt-destination

Callhomemessage level(0-lowest urgency, 9-highest urgency)message-level

Type: integer

min: 0 max: 9

i0

Command Modes • /exec/configure/callhome
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destination-profile full-txt-destination message-size
destination-profile full-txt-destination message-size i0

Syntax Description Configure destination profilesdestination-profile

Configure destination profile for plain txt messagefull-txt-destination

Configuremaximummessage size (default 2500000)message-size

Type: integer

min: 0 max: 5000000

Provide maximum possible message size

i0

Command Modes • /exec/configure/callhome
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destination-profile full-txt-destination transport-method email
[no] destination-profile full-txt-destination transport-method email

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for plain txt messagefull-txt-destination

Callhome message sending transport-methodtransport-method

email transport-methodemail

Command Modes • /exec/configure/callhome
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destination-profile full-txt-destination transport-method http
[no] destination-profile full-txt-destination transport-method http

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for plain txt messagefull-txt-destination

Callhome message sending transport-methodtransport-method

http transport-methodhttp

Command Modes • /exec/configure/callhome
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destination-profile message-level
destination-profile s0 message-level i0

Syntax Description Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s0

Callhomemessage level(0-lowest urgency, 9-highest urgency)message-level

Type: integer

min: 0 max: 9

i0

Command Modes • /exec/configure/callhome
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destination-profile message-size
destination-profile s0 message-size i0

Syntax Description Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s0

Configuremaximummessage size (default 2500000)message-size

Type: integer

min: 0 max: 5000000

Provide maximum possible message size

i0

Command Modes • /exec/configure/callhome
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destination-profile short-txt-destination alert-group
[no] destination-profile short-txt-destination alert-group
{All|Configuration|Diagnostic|EEM|Cisco-TAC|Environmental|Inventory|License|Linecard-Hardware|Supervisor-Hardware|Syslog-group-port|System|Test}

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for short txt messageshort-txt-destination

Add alert groupalert-group

This alert group consists of all of the callhomemessagesAll

Events which are meant for Cisco TAC onlyCisco-TAC

Power,fan,temperature related eventsEnvironmental

Inventory status eventsInventory

Events related to licensingLicense

Linecard related eventsLinecard-Hardware

Supervisor related eventsSupervisor-Hardware

Events related to syslog messages filed by port managerSyslog-group-port

Software related eventsSystem

User generated test eventsTest

Events related to ConfigurationConfiguration

Events related to DiagnosticDiagnostic

EEM eventsEEM

Command Modes • /exec/configure/callhome
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destination-profile short-txt-destination email-addr
[no] destination-profile short-txt-destination email-addr s0

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for short txt messageshort-txt-destination

Add email addremail-addr

Type: string

length: 255

Provide email address, example: jdow@xyz.com

s0

Command Modes • /exec/configure/callhome
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destination-profile short-txt-destination http
[no] destination-profile short-txt-destination http s0

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for short txt messageshort-txt-destination

Add http or https urlhttp

Type: string

length: 255

Provide http or https url, example1: http://site.com/services/callserv example2:
https://site2.com/serv/CALL

s0

Command Modes • /exec/configure/callhome
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destination-profile short-txt-destination message-level
destination-profile short-txt-destination message-level i0

Syntax Description Configure destination profilesdestination-profile

Configure destination profile for short txt messageshort-txt-destination

Callhomemessage level(0-lowest urgency, 9-highest urgency)message-level

Type: integer

min: 0 max: 9

i0

Command Modes • /exec/configure/callhome
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destination-profile short-txt-destination message-size
destination-profile short-txt-destination message-size i0

Syntax Description Configure destination profilesdestination-profile

Configure destination profile for short txt messageshort-txt-destination

Configure maximum message size (default 4000)message-size

Type: integer

min: 0 max: 100000

i0

Command Modes • /exec/configure/callhome
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destination-profileshort-txt-destinationtransport-methodemail
[no] destination-profile short-txt-destination transport-method email

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for short txt messageshort-txt-destination

Callhome message sending transport-methodtransport-method

email transport-methodemail

Command Modes • /exec/configure/callhome
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destination-profile short-txt-destination transport-method http
[no] destination-profile short-txt-destination transport-method http

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Configure destination profile for short txt messageshort-txt-destination

Callhome message sending transport-methodtransport-method

http transport-methodhttp

Command Modes • /exec/configure/callhome
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destination-profile transport-method email
[no] destination-profile s5 transport-method email

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s5

Callhomemessage sending transport-methodtransport-method

email transport-methodemail

Command Modes • /exec/configure/callhome
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destination-profile transport-method http
[no] destination-profile s6 transport-method http

Syntax Description Negate a command or set its defaultsno

Configure destination profilesdestination-profile

Type: string

length: 31

User defined destination profile name

s6

Callhomemessage sending transport-methodtransport-method

http transport-methodhttp

Command Modes • /exec/configure/callhome
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destination interface
[no] destination interface interface_range

Syntax Description Negate a command or set its defaultsno

Destination configurationdestination

Configure interfacesinterface

Type: interface-mrangeinterface_range

Command Modes • /exec/configure/monitor-local-dst
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destination ip
[no] destination ip ipaddress

Syntax Description Negate a command or set its defaultsno

Destination configurationdestination

Configure remote IP addressip

Type: ipaddripaddress

Command Modes • /exec/configure/config-monitor-erspan-src
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devtest sap
devtest sap sap [exec func]

Syntax Description Remote API invocation (helps testing and debugging)devtest

Specify the SAP address of the destination queuesap

Type: integer

min: 0 max: 2000

SAP address of the destination queue (0 == Registry)

sap

Specify the API name to be invoked on the remote featureexec

Command Modes • /exec
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diagnostic bootup level
diagnostic bootup level {bypass|complete}

Syntax Description Diagnostic commandsdiagnostic

ConfigureDiagnostic for bootupbootup

Select diagnostic levellevel

Skip all bootup testbypass

Complete levelcomplete

Command Modes • /exec/configure
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diagnostic eem action aggressive
[no] diagnostic eem action aggressive

Syntax Description Negate a command or set its defaultsno

Diagnostic commandsdiagnostic

Configure Diagnostic for eemeem

Select diagnostic actionaction

Take aggressive default actionsaggressive

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
794

D Commands
diagnostic eem action aggressive



diagnostic ondemand action-on-failure continue
failure-countdiagnostic ondemand action-on-failure stop

diagnostic ondemand action-on-failure continue failure-count failure-cnt|diagnostic ondemand
action-on-failure stop

Syntax Description Diagnostic commandsdiagnostic

On demand diagnostic settingondemand

Set action to take if test failsaction-on-failure

Continue ondemand test until test failure limit is reachedcontinue

Continue failing tests this many timesfailure-count

Stop ondemand tests immediately if a test failsstop

Type: uinteger

min: 1 max: 999

Maximum number of test failures allowed

failure-cnt

Command Modes • /exec
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diagnostic ondemand iteration
diagnostic ondemand iteration iteration-count

Syntax Description Diagnostic commandsdiagnostic

On demand diagnostic settingondemand

Set number of times to repeat ondemand test listiteration

Type: uinteger

min: 1 max: 999

Number of times to repeat ondemand test list

iteration-count

Command Modes • /exec
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diagnostic pss shrink
diagnostic pss shrink

Syntax Description Diagnostic commandsdiagnostic

PSS commandpss

compact the diag_port_lb
PSS

shrink

Command Modes • /exec
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diff-clean
diff-clean [all-sessions]

Syntax Description remove temp files created by '| diff' filtersdiff-clean

remove '| diff' temp files from all sessions (past and present!) of current userall-sessions

Command Modes • /exec
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diff-clean all-users
diff-clean all-users

Syntax Description remove temp files created by '| diff' filtersdiff-clean

remove '| diff' temp files from all sessions (past and present!) of all usersall-users

Command Modes • /exec
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diff
" | " diff [{again|echo|-c [lines]|-b|-B|-i|-I regexp|-y|--left-column|-W columns|-q|-s}]+

Syntax Description Pipe command output to filter|

show difference between current and previous invocation (creates temp files: remove them
with 'diff-clean' command and dont use it on commands with big outputs, like 'show tech'!)

diff

dont create new file: use old ones, just change display options or add more filtersagain

echo the current file (only effective if no old file)echo

set number of lines of context (default 3)-c

Type: uinteger

number of lines of context

lines

Ignore changes in amount of white space-b

Ignore changes that just insert or delete blank lines-B

Ignore changes in case-i

Ignore changes that just insert or delete lines that match regexp-I

Type: uinteger

regexp of lines to ignore

regexp

Use the side by side output format-y

Print only the left column of two common lines in side by side format--left-column

Use an output width of <columns> in side by side format-W

Type: uinteger

Use an output width of <columns> in side by side format

columns

Report only whether the files differ, not the details of the differences-q

Report when two files are the same-s

Command Modes • /output
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dir
dir [{uri0uri1uri2}]

Syntax Description list files in a directorydir

Type: uri

Directory or filename

uri0

Type: uri

Directory or filename on expansion flash

uri1

Type: uri

Directory or filename on log flash

uri2

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
801

D Commands
dir



disable
disable

Syntax Description disable
callhome

disable

Command Modes • /exec/configure/callhome
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disable-connected-check
[{no|default}] disable-connected-check

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Disable check for directly connected peerdisable-connected-check

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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disable-memory-alert-check
[no] disable-memory-alert-check

Syntax Description Negate a command or set its defaultsno

Disables the systemmemory alert handling in BGPdisable-memory-alert-check

Command Modes • /exec/configure/router-bgp
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disable-peer-as-check
[{no|default}] disable-peer-as-check

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Disable checking of peer AS-number while advertisingdisable-peer-as-check

Command Modes • /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-neighbor/router-bgp-vrf-neighbor-af-ipv6
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
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disable-policy-batching
[no] disable-policy-batching

Syntax Description Negate a command or set its defaultsno

Disable batching evaluation of outbound policy for a peerdisable-policy-batching

Command Modes • /exec/configure/router-bgp
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distance (bgp)
distance ebgp-dist ibgp-dist local-dist|no distance [ebgp-dist ibgp-dist local-dist]

Syntax Description Negate a command or set its defaultsno

Configure administrative distancedistance

Type: integer

min: 1 max: 255 default: 20

Distance for EBGP routes

ebgp-dist

Type: integer

min: 1 max: 255 default: 200

Distance for IBGP routes

ibgp-dist

Type: integer

min: 1 max: 255 default: 220

Distance for local routes

local-dist

Command Modes • /exec/configure/router-bgp/router-bgp-af
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distance (eigrp)
distance int-distance ext-distance|no distance [int-distance ext-distance]

Syntax Description Negate a command or set its defaultsno

Define an administrative distancedistance

Type: uinteger

min: 1 max: 255 default: 90

Distance for internal routes

int-distance

Type: uinteger

min: 1 max: 255 default: 170

Distance for external routes

ext-distance

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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distance (isis)
distance admin-dist|no distance [admin-dist]

Syntax Description Negate a command or set its defaultsno

Administrative distancedistance

Type: integer

min: 1 max: 255 default: 115

Distance value

admin-dist

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-common
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distance (ospf)
distance admin-dist|no distance [admin-dist]

Syntax Description Negate a command or set its defaultsno

OSPF administrative distancedistance

Type: integer

min: 1 max: 255 default: 110

adminitrative distance value

admin-dist

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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distance (ospfv3)
distance admin-dist|no distance [admin-dist]

Syntax Description Negate a command or set its defaultsno

OSPFv3 administrative distancedistance

Type: integer

min: 1 max: 255 default: 110

adminitrative distance value

admin-dist

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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distance (rip)
distance distance|no distance [distance]

Syntax Description Negate a command or set its defaultsno

RIP administrative distancedistance

Type: integer

min: 1 max: 255 default: 120

RIP administrative distance

distance

Command Modes • /exec/configure/router-rip/router-rip-af-common
• /exec/configure/router-rip/router-rip-vrf-af-common
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distribute
distribute src-level into dst-level {route-map {map-namertr_pol_name}|all}|no distribute src-level
into dst-level [{route-map {map-namertr_pol_name}|all}]

Syntax Description Negate a command or set its defaultsno

Distribute routes between ISIS levelsdistribute

Route-distribution between levels

level-1 value: 1
Inter-area routes from level-1 of this IS-IS
instance

level-2 value: 2
Inter-area routes from level-2 of this IS-IS
instance

src-level

Route-distribution between levels

level-1 value: 1
Inter-area routes into level-1 of this IS-IS
instance

level-2 value: 2
Inter-area routes into level-2 of this IS-IS
instance

dst-level

Route Map to constrain distributionroute-map

from level-n into level-minto

Type: string

length: 63

A 'routing-rules' route-map name

map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Distribute all level-n routesall

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-common
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distribute-list
[no] distribute-list {route-map map|prefix-list list} {in|out} interface

Syntax Description Negate a command or set its defaultsno

Filter networks in routing updatesdistribute-list

Use a route-map for route filteringroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map

Use a prefix-list for route filteringprefix-list

Type: string

Reference to prefix-list name

list

Filter incoming routing updatesin

Filter outgoing routing updatesout

Type: interface

Interface name

interface

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
814

D Commands
distribute-list



distribute-list eigrp
[no] {ip|ipv6} distribute-list eigrp eigrp-ptag {route-map map|prefix-list list} {in|out}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Filter networks in routing updatesdistribute-list

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Use a route-map for route filteringroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map

Use a prefix-list for route filteringprefix-list

Type: string

Reference to prefix-list name

list

Filter incoming routing updatesin

Filter outgoing routing updatesout

Command Modes • /exec/configure/if-igp
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domain-id
domain-id {id|type dtype value dvalue|Null}|no domain-id [{id|type dtype value dvalue|Null}]

Syntax Description Negate a command or set its defaultsno

OSPF domain-IDNot available in this release.domain-id

Type: ipaddr

OSPF domain ID in IP address format

id

OSPF domain ID type in Hex formattype

OSPF domain ID type in Hex format

0005 value: 0x0005
Type 0x0005

0105 value: 0x0105
Type 0x0105

0205 value: 0x0205
Type 0x0205

8005 value: 0x8005
Type 0x8005

dtype

OSPF domain ID ext. community value in Hexvalue

Type: string

pattern: [0-9A-F]*

dvalue

Null Domain-IDNull

Command Modes • /exec/configure/router-ospf/vrf
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domain-id secondary
domain-id {id|type dtype value dvalue|Null} secondary|no domain-id [{id|type dtype value
dvalue|Null}] secondary

Syntax Description Negate a command or set its defaultsno

OSPF domain-IDNot available in this release.domain-id

Type: ipaddr

OSPF domain ID in IP address format

id

OSPF domain ID type in Hex formattype

OSPF domain ID type in Hex format

0005 value: 0x0005
Type 0x0005

0105 value: 0x0105
Type 0x0105

0205 value: 0x0205
Type 0x0205

8005 value: 0x8005
Type 0x8005

dtype

OSPF domain ID ext. community value in Hexvalue

Type: string

pattern: [0-9A-F]*

dvalue

Null Domain-IDNull

Secondary Domain-IDsecondary

Command Modes • /exec/configure/router-ospf/vrf
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domain-tag
[no] domain-tag as-number

Syntax Description Negate a command or set its defaultsno

Set OSPF process domain-tagNot available in this release.domain-tag

Type: integer

AS number

as-number

Command Modes • /exec/configure/router-ospf/vrf
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dont-capability-negotiate
[{no|default}] dont-capability-negotiate

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Don't negotiate capability with this neighbordont-capability-negotiate

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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dos2nxos
dos2nxos uri0

Syntax Description DOS to NXOS text file format converterdos2nxos

Type: uri

Filename to be displayed

uri0

Command Modes • /exec
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down-bit-ignore
down-bit-ignore|no down-bit-ignore

Syntax Description Negate a command or set its defaultsno

Configure a PE router to ignore the DN bit for network summary, external and NSSA
external LSA Not available in this release.

down-bit-ignore

Command Modes • /exec/configure/router-ospf/vrf
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dual-active exclude interface-vlan
dual-active exclude interface-vlan allow-vlans|no dual-active exclude interface-vlan

Syntax Description Negate a command or set its defaultsno

Configuration when peer link is down but peer is alivedual-active

Interface vlan configurationinterface-vlan

Interface vlans to exclude from suspension when dual-activeexclude

Type: vlan-mrange

Set allowed interface vlans

allow-vlans

Command Modes • /exec/configure/vpc-domain
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duplex (if_manager)
duplex duplex_mode|no duplex [duplex_mode]

Syntax Description Negate a command or set its defaultsno

Enter the port duplex modeduplex

Interface duplex mode

auto value: 3
Auto

full value: 2
Full

duplex_mode

Command Modes • /exec/configure/if-mgmt-ether
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duplex (if_manager)
duplex duplex_mode|no duplex [duplex_mode]

Syntax Description Negate a command or set its defaultsno

Enter the port duplex modeduplex

Interface duplex mode

auto value: 3
Auto

full value: 2
Full

duplex_mode

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
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duplicate-message throttle
[no] duplicate-message throttle

Syntax Description Negate a command or set its defaultsno

Configure throttling of duplicate callhome alert messagesduplicate-message

Enable throttling of duplicate callhome alert messagesthrottle

Command Modes • /exec/configure/callhome
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dynamic-capability
[{no|default}] dynamic-capability

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Dynamic capabilitydynamic-capability

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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dynamic-med-interval
[no] dynamic-med-interval sec

Syntax Description Negate a command or set its defaultsno

Sets the interval for dampening of med changesdynamic-med-interval

Type: uinteger

Time interval in seconds

sec

Command Modes • /exec/configure/router-bgp
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E Commands

• ebgp-multihopebgp-multihop, on page 834
• echo, on page 835
• eigrp event-history, on page 836
• eigrp event-history size, on page 837
• eigrp event-log-size, on page 839
• eigrp file-debug, on page 840
• eigrp graceful-restart nsf, on page 841
• eigrp log-adjacency-changes log-neighbor-changes, on page 842
• eigrp log-neighbor-warnings, on page 843
• eigrp router-id, on page 844
• eigrp shutdown, on page 845
• eigrp stub direct connected static summary redistributed leak-map, on page 846
• eltm distribute, on page 847
• email-addr, on page 848
• email (clic), on page 849
• email-contact, on page 850
• email (email), on page 851
• enable (callhome), on page 852
• enable (ldap_tree), on page 853
• enable (priv), on page 854
• encapsulation dot1Q, on page 855
• encryption decrypt type6, on page 856
• encryption delete type6, on page 857
• encryption re-encrypt obfuscated, on page 858
• end, on page 859
• end-job, on page 860
• enforce-first-as, on page 861
• enrollment terminal, on page 862
• errdisable, on page 863
• errdisable detect cause acl-exception, on page 865
• errdisable port detect cause acl-exception, on page 866
• erspan-id, on page 867
• eth-port-manager internal-errdisable, on page 868
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• ethanalyzer local, on page 869
• event-history (bgp), on page 871
• event-history (sksd), on page 872
• event-history acllog category all, on page 873
• event-history acllog category fc2, on page 874
• event-history acllog category mts, on page 875
• event-history acllog no category all, on page 876
• event-history acllog no category fc2, on page 877
• event-history acllog no category mts, on page 878
• event-history callhome, on page 879
• event-history capability, on page 880
• event-history copp category all, on page 881
• event-history copp category fc2, on page 882
• event-history copp category mts, on page 883
• event-history copp no category all, on page 884
• event-history copp no category fc2, on page 885
• event-history copp no category mts, on page 886
• event-history detail, on page 887
• event-history ethpm, on page 888
• event-history exceptionlog, on page 889
• event-history fex category all, on page 890
• event-history fex category fc2, on page 891
• event-history fex category mts, on page 892
• event-history fex no category all, on page 893
• event-history fex no category fc2, on page 894
• event-history fex no category mts, on page 895
• event-history im no category mts, on page 896
• event-history interface vlan category all, on page 897
• event-history interface vlan category mts (svi), on page 898
• event-history interface vlan category mts (svi), on page 899
• event-history lacp category all, on page 900
• event-history lacp category fc2, on page 901
• event-history lacp category mts, on page 902
• event-history lacp no category all, on page 903
• event-history lacp no category fc2, on page 904
• event-history lacp no category mts, on page 905
• event-history license, on page 906
• event-history lldp category all, on page 907
• event-history lldp category fc2, on page 908
• event-history lldp category mts, on page 909
• event-history lldp no category all, on page 910
• event-history lldp no category fc2, on page 911
• event-history lldp no category mts, on page 912
• event-history m2rib category all, on page 913
• event-history mfdm category all, on page 914
• event-history mfdm category fc2, on page 915
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• event-history mfdm category mts, on page 916
• event-history mfdm no category all, on page 917
• event-history mfdm no category fc2, on page 918
• event-history mfdm no category mts, on page 919
• event-history module, on page 920
• event-history pfstat category all, on page 921
• event-history pfstat category fc2, on page 922
• event-history pfstat category mts, on page 923
• event-history pfstat no category all, on page 924
• event-history pfstat no category fc2, on page 925
• event-history pfstat no category mts, on page 926
• event-history platform buffer-size, on page 927
• event-history platform category, on page 928
• event-history platform no category, on page 929
• event-history pltfm_config category all, on page 930
• event-history pltfm_config category fc2, on page 931
• event-history pltfm_config category mts, on page 932
• event-history pltfm_config no category all, on page 933
• event-history pltfm_config no category fc2, on page 934
• event-history pltfm_config no category mts, on page 935
• event-history plugin, on page 936
• event-history poap category all, on page 937
• event-history poap category fc2, on page 938
• event-history poap category mts, on page 939
• event-history poap no category all, on page 940
• event-history poap no category fc2, on page 941
• event-history poap no category mts, on page 942
• event-history port-security category all, on page 943
• event-history port-security category fc2, on page 944
• event-history port-security category mts, on page 945
• event-history port-security no category all, on page 946
• event-history port-security no category fc2, on page 947
• event-history port-security no category mts, on page 948
• event-history port_client category all, on page 949
• event-history port_client category fc2, on page 950
• event-history port_client category mts, on page 951
• event-history port_client no category all, on page 952
• event-history port_client no category fc2, on page 953
• event-history port_client no category mts, on page 954
• event-history private-vlan category all, on page 955
• event-history private-vlan category mts (pvlan), on page 956
• event-history private-vlan category mts (pvlan), on page 957
• event-history sensor, on page 958
• event-history session-mgr category all, on page 959
• event-history session-mgr category mts, on page 960
• event-history session-mgr no category all, on page 961
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• event-history session-mgr no category mts, on page 962
• event-history snmp, on page 963
• event-history spanning-tree category all, on page 964
• event-history spm category all, on page 965
• event-history spm category fc2, on page 966
• event-history spm category mts, on page 967
• event-history spm no category all, on page 968
• event-history spm no category fc2, on page 969
• event-history spm no category mts, on page 970
• event-history udld category all, on page 971
• event-history ufdm category all, on page 972
• event-history ufdm category fc2, on page 973
• event-history ufdm category mts, on page 974
• event-history ufdm no category all, on page 975
• event-history ufdm no category fc2, on page 976
• event-history ufdm no category mts, on page 977
• event-history vdc category all, on page 978
• event-history vdc no category all, on page 979
• event-history vdc no category mts, on page 980
• event-history vlan category all, on page 981
• event-history vlan category mts (vlan_mgr_cli), on page 982
• event-history vlan category mts (vlan_mgr_cli), on page 983
• event-history xbar category all, on page 984
• event-history xbar category mts, on page 985
• event-history xbar no category all, on page 986
• event-history xbar no category mts, on page 987
• event-logging, on page 988
• event application sub-system type, on page 989
• event cli match, on page 990
• event counter name entry-val entry-op, on page 991
• event fanabsent time, on page 993
• event fanbad time, on page 994
• event fib adjacency extra, on page 995
• event fib resource tcam usage, on page 996
• event fib route, on page 997
• event interface name parameter entry-val entry-op entry-type poll-interval, on page 998
• event manager applet, on page 1001
• event manager clear counter, on page 1002
• event manager clear history events, on page 1003
• event manager command maximum-timeout, on page 1004
• event manager environment, on page 1005
• event manager policy, on page 1006
• event manager run, on page 1007
• event manager run none, on page 1008
• event manager script, on page 1010
• event memory, on page 1011
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• event module-failure type module count, on page 1012
• event module status module1, on page 1015
• event none, on page 1016
• event oir fan, on page 1017
• event oir module, on page 1018
• event oir powersupply, on page 1019
• event policy-default count, on page 1020
• event poweroverbudget, on page 1021
• event snmp oid get-type entry-op entry-val poll-interval, on page 1022
• event storm-control, on page 1024
• event syslog pattern, on page 1025
• event sysmgr memory major minor clear, on page 1027
• event sysmgr switchover count time, on page 1028
• event temperature threshold, on page 1029
• event timer, on page 1030
• event track state, on page 1032
• exceptionlog module syserr devid errtype errcode phylayer ports harderror, on page 1033
• exec-timeout (vsh), on page 1035
• exec-timeout (vsh), on page 1036
• exit, on page 1037
• export map, on page 1038
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ebgp-multihopebgp-multihop
ebgp-multihop ebgp-ttl|{no|default} ebgp-multihop [ebgp-ttl]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Specifymultihop TTL for remote peerebgp-multihop

Type: integer

min: 2 max: 255

EBGP TTL value

ebgp-ttl

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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echo
echo [-e] [line]

Syntax Description echo argument back to screen (useful for scripts)echo

enable interpretation of the backslash-escaped characters-e

Type: string

the string to echo (use quotes if string contains spaces)

line

Command Modes • /exec
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eigrp event-history
[no] {ip|ipv6} eigrp [eigrp-ptag] event-history {errors|msgs}

Syntax Description Negate a command or set its defaultsno

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

EIGRP event-historyevent-history

Show error log of EIGRPerrors

Show message log of EIGRPmsgs

Command Modes • /exec/configure
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eigrp event-history size
[no] {ip|ipv6} eigrp [eigrp-ptag] event-history {fsm|packet|rib|cli|l3vpn|ha} size
{size_in_textsize_in_Kbytes}

Syntax Description Negate a command or set its defaultsno

Clear IP commandsip

Clear IPv6 commandsipv6

EIGRP clear commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

EIGRP event-historyevent-history

FSM log of EIGRPfsm

Packet log of EIGRPpacket

RIB log of EIGRPrib

L3VPN log of EIGRPl3vpn

HA log of EIGRPha

EIGRP CLI related eventscli

Configure the size of the event-hist buffersize

Buffer size

default: small

small value: 16384
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

disabled value: 0
Disabled

size_in_text
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Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure
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eigrp event-log-size
[eigrp] event-log-size size|no [eigrp] event-log-size [size]

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Set IP-EIGRP event log sizeevent-log-size

Type: uinteger

min: 0 max: 0 default: 500

Event log size

size

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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eigrp file-debug
[no] eigrp file-debug

Syntax Description Negate a command or set its defaultsno

EIGRPeigrp

Collect all debugs to a filefile-debug

Command Modes • /exec/configure
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eigrp graceful-restart nsf
[no] [eigrp] graceful-restart|[no] nsf

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Peer resync without adjancency resetgraceful-restart

Non-stop forwardingnsf

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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eigrp log-adjacency-changes log-neighbor-changes
[no] log-adjacency-changes|[no] [eigrp] log-neighbor-changes

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Log changes in adjacency statelog-adjacency-changes

Enable/Disable IP-EIGRP neighbor logginglog-neighbor-changes

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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eigrp log-neighbor-warnings
[eigrp] log-neighbor-warnings [interval]|no [eigrp] log-neighbor-warnings [interval]

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Enable/Disable IP-EIGRP neighbor warningslog-neighbor-warnings

Type: integer

min: 1 max: 0 default: 10

Neighbor warning interval in seconds

interval

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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eigrp router-id
[eigrp] router-id id|no [eigrp] router-id [id]

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

router-id for this EIGRP processrouter-id

Type: ipaddr

EIGRPRouter-ID in IP address format

id

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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eigrp shutdown
[no] {ip|ipv6} eigrp eigrp-ptag shutdown

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Shutdown EIGRP on this interfaceshutdown

Command Modes • /exec/configure/if-igp
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eigrp stub direct connected static summary redistributed
leak-map

[eigrp] stub [{[{direct|connected|static|summary}] [redistributed]+ [leak-map
leak-map]|receive-only}]|no [eigrp] stub [{[{direct|connected|static|summary}] [redistributed]+
[leak-map leak-map]|receive-only}]

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Set IP-EIGRP as stubbed routerstub

Do advertise connected routesdirect

Do advertise connected routesconnected

Do advertise static routesstatic

Do advertise summary routessummary

Do advertise redistributed routesredistributed

Allow dynamic prefixes based on the leak-mapleak-map

Type: string

leak-map name

leak-map

Set IP-EIGRP as receive only neighborreceive-only

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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eltm distribute
[no] eltm distribute

Syntax Description no

ELTM Configurationeltm

Distribute ELTM Info to clientsdistribute

Command Modes • /exec/configure
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email-addr
[no] email-addr s0

Syntax Description Negate a command or set its defaultsno

Add email addr to send output of jobs configured for this scheduleemail-addr

Type: string

length: 255

Provide email address, example: jdow@xyz.com

s0

Command Modes • /exec/configure/schedule
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email (clic)
" | " email [{-f fromemail|-r replytoemail|-S smtphost|-P smtpport|-s subject|-c vrf-known-name}]+
toemail

Syntax Description Pipe command output to filter|

Email command outputemail

From address-f

Type: string

Email address

fromemail

Reply to address-r

Type: string

Email address

replytoemail

SMTP host-S

Type: nameorip

IPV4/IPV6 address orDNS name

smtphost

SMTP port-P

Type: uinteger

SMTP port number

smtpport

Subject-s

Type: string

Email subject

subject

VRF-c

Type: vrf

VRF name

vrf-known-name

Type: string

Recipient email address

toemail

Command Modes • /output
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email-contact
email-contact s0|no email-contact

Syntax Description Negate a command or set its defaultsno

email address of the contact personemail-contact

Type: string

length: 255

Provide email address, example: jdow@xyz.com

s0

Command Modes • /exec/configure/callhome
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email (email)
[no] email

Syntax Description Negate a command or set its defaultsno

Configure pipe emailemail

Command Modes • /exec/configure
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enable (callhome)
[no] enable

Syntax Description Negate a command or set its defaultsno

enable callhomeenable

Command Modes • /exec/configure/callhome
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enable (ldap_tree)
[no] enable {Cert-DN-match|user-server-group}

Syntax Description Negate a command or set its defaultsno

Enableenable

Enable/Disable group validationuser-server-group

Enable/Disable Cert-DN matchingCert-DN-match

Command Modes • /exec/configure/ldap
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enable (priv)
enable [enable-level]

Syntax Description Turn on privileged
commands

enable

Enable Level

default: 15

15 value: 15
Privilege level 15

enable-level

Command Modes • /exec
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encapsulation dot1Q
encapsulation dot1Q vlan_id|no encapsulation dot1Q [vlan_id]

Syntax Description Negate a command or set its defaultsno

Set encapsulation type for an interfaceencapsulation

IEEE 802.1Q Virtual LANdot1Q

Type: vlan

IEEE 802.1Q VLAN ID required

vlan_id

Command Modes • /exec/configure/if-ether-sub
• /exec/configure/if-port-channel-sub
• /exec/configure/if-gig-ether-sub
• /exec/configure/if-remote-ethernet-sub
• /exec/configure/if-ether-sub-p2p
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encryption decrypt type6
encryption decrypt type6

Syntax Description Strong encryption for credential(s)encryption

Decrypts strongly encrypted secret(s) to obfuscated type(s)decrypt

type6 secrets present in systemtype6

Command Modes • /exec
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encryption delete type6
encryption delete type6 [{uuidname}]

Syntax Description Strong encryption for credential(s)encryption

Deletes strongly encrypted secret(s)delete

type6 secrets present in systemtype6

Type: hex

uuid of the app

uuid

Type: string

Service name

name

Command Modes • /exec
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encryption re-encrypt obfuscated
encryption re-encrypt obfuscated

Syntax Description Strong encryption for credential(s)encryption

Re-encrypts weekly encrypted secret(s) to strongly encrypted secret(s)re-encrypt

type-3/type-7/clear-text secrets present in systemobfuscated

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
858

E Commands
encryption re-encrypt obfuscated



end
end

Syntax Description Go to exec
mode

end

Command Modes • /global
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end-job
end-job

Syntax Description End scheduler
job

end-job

Command Modes • /exec
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enforce-first-as
[no] enforce-first-as

Syntax Description Negate a command or set its defaultsno

Enforce neighbor AS is the first AS in AS-PATH attribute (EBGP)enforce-first-as

Command Modes • /exec/configure/router-bgp
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enrollment terminal
[no] enrollment terminal

Syntax Description Negate a command or set its defaultsno

Configure trustpoint enrollmentenrollment

Configure trustpoint enrollment via consoleterminal

Command Modes • /exec/configure/trustpoint
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errdisable
errdisable {detect cause_detect {all_cause|link-flap_cause|loopback_cause}|recovery {cause_recovery
{all_recovery|udld|loopback_recovery|bpduguard|security-violation|psecure-violation|link-flap-recovery|storm-control|vpc-peerlink|failed-port-state}|interval
val}}|no errdisable {detect cause_detect {all_cause|link-flap_cause|loopback_cause}|recovery
{cause_recovery
{all_recovery|udld|loopback_recovery|bpduguard|security-violation|psecure-violation|link-flap-recovery|storm-control|vpc-peerlink|failed-port-state}|interval
[val]}}

Syntax Description Negate a command or set its defaultsno

Error disableerrdisable

Error disable detectiondetect

Enable error disable detection for applicationcause_detect

Enable error detection on all casesall_cause

Enable error disable detection on linkstate-flappinglink-flap_cause

Enable error disable detection on loopback detected by UDLDloopback_cause

Error disable recoveryrecovery

Enable error disable recovery for applicationcause_recovery

Enable timer to recover from all causesall_recovery

Enable timer to recover from udld error disabled stateudld

Enable timer to recover from loopback error disabled state detected by UDLDloopback_recovery

Enable timer to recover from BPDU Guard error disable statebpduguard

Enable timer to recover from 802.1x violation disable statesecurity-violation

Enable timer to recover from psecure violation disable statepsecure-violation

Enable timer to recover from linkstate flappinglink-flap-recovery

Enable timer to recover from storm control error disabled statestorm-control

Enable timer to recover from inconsistent vpc peer-linkvpc-peerlink

Enable timer to recover from stp set port state failurefailed-port-state

Error disable recovery timer valueinterval

Type: integer

min: 30 max: 65535

timer-interval (sec)

val
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Command Modes • /exec/configure
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errdisable detect cause acl-exception
[no] errdisable detect cause acl-exception

Syntax Description Negate a command or set its defaultsno

Error disableerrdisable

Error disable detectiondetect

Enable error disable detection for applicationcause

Enable error detection for access-list installation failuresacl-exception

Command Modes • /exec/configure
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errdisable port detect cause acl-exception
[no] errdisable port detect cause acl-exception

Syntax Description Negate a command or set its defaultsno

Configure error disable parameterserrdisable

Portport

Error disable detectiondetect

Enable error disable detection for applicationcause

Enable error detection for access-list installation failuresacl-exception

Command Modes • /exec/configure/if-ethernet
• /exec/configure/if-ethernet-switch
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erspan-id
[no] erspan-id flow_id

Syntax Description Negate a command or set its defaultsno

Erspan ID for ERSPAN sessionserspan-id

Type: integer

min: 1 max: 1023

erspan-id

flow_id

Command Modes • /exec/configure/monitor-erspan
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eth-port-manager internal-errdisable
eth-port-manager internal-errdisable ifindex
{udld|bpduguard|loopback|security-violation|psecure-violation|link-flap|dhcp-rate-limit|arp-inspection|storm-control|ip-addr-conflict|ipQos-Dcbxp-compat-fail|port-error
enum-port-err}

Syntax Description ethernet port managereth-port-manager

error-disable a portinternal-errdisable

Type: interface-mrange

specify index

ifindex

udldudld

BPDU Guard error disable statebpduguard

loopback error recoveryloopback

802.1x violation disable statesecurity-violation

psecure violation disable statepsecure-violation

linkstate flappinglink-flap

dhcp-rate-limitdhcp-rate-limit

arp-inspectionarp-inspection

storm-control error disabled statestorm-control

ip address conflictip-addr-conflict

ipQos DCBXP compat failipQos-Dcbxp-compat-fail

Enter port errorport-error

port syserr

SYSERR_PM_PAUSE_THRESHOLD_DETECTED value: 0x40290190
pause timeout detected

enum-port-err

Command Modes • /exec
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ethanalyzer local
[no] ethanalyzer local [{{interface {inband [decode-internal]|mgmt} [capture-filter s1]|read uri1}
[[display-filter s0] [[limit-captured-frames i0] [[limit-frame-size i1] [autostop duration i2]
[capture-ring-buffer {duration i2|filesize i3|files i4} write uri2 [display]] [autostop {filesize
i3|files i4}] [capture-ring-buffer {duration i2|filesize i3|files i4} write uri2 [display]] [{[write
uri2 [display]]|[detail]}]]]]|[interface {inband|mgmt} [raw [write uri2 [display]]]]}]

Syntax Description Negate a command or set its defaultsno

Configure cisco packet analyzerethanalyzer

A live capture will start on following interfaceinterface

Inband/Outband interfaceinband

Management interfacemgmt

Filename to read the captured packetread

Type: uri

filename

uri1

start local capture of frames to Suplocal

Include internal system header decodingdecode-internal

display detailed protocol informationdetail

Hex/Ascii dump the packet with possibly one line summaryraw

Display filter on frames captureddisplay-filter

Type: string

Display filter expression

s0

Filter on ethanalyzer capturecapture-filter

Type: string

Capture filter expression

s1

maximum number of frames to be captured (default is 10)limit-captured-frames

Type: integer

capture is stopped after these many frames (0 means no limit)

i0

capture only a subset of a framelimit-frame-size

capture autostop conditionautostop

stop writing to the file or switch to the next file after value seconds have elapsedduration
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capture ring buffer optioncapture-ring-buffer

Stop writing to a capture file or switch to the next file after it reaches a size of value
kilobytes

filesize

Stop writing to capture files after value number of files were written or begin again
with the first file after value number of files were written (form a ring buffer)

files

Type: integer

min: 64 max: 65536

size in bytes

i1

Type: integer

duration in seconds

i2

Type: integer

min: 1 max: 65536

size in kilobytes

i3

Type: integer

min: 2 max: 64

Number of files

i4

filename to save capture towrite

Type: uri

filename

uri2

Display packets even when writing to a filedisplay

Command Modes • /exec
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event-history (bgp)
[no] event-history {cli|events|periodic} [size {size_in_textbytes}]

Syntax Description Negate a command or set its defaultsno

Configure event-history detailsevent-history

CLI event history buffercli

Events history bufferevents

Periodic events history bufferperiodic

Set the buffer sizesize

Buffer size

default: small

small value: 8192
Small buffer

medium value: 512000
Medium buffer

large value: 1048576
Large buffer

disable value: 0
Disabled the buffer

size_in_text

Type: integer

min: 8192 max: 1048576

Buffer size in bytes

bytes

Command Modes • /exec/configure/router-bgp
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event-history (sksd)
event-history {keystore|sksd} {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no
category {all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure keystore event logskeystore

Configure keystore/sksd event logssksd

Configure keystore event logs for categorycategory

Configure keystore event logs for category all eventsall

Configure keystore event logs for category mtsmts

Configure keystore event logs for mts Rx framesrx

Configure brief keystore event logs for mts Rxbrief

Configure detail keystore event logs for mts Rxdetail

Configure keystore event logs for mts Tx framestx

Configure brief keystore event logs for mts Txbrief1

Configure detail keystore event logs for mts Txdetail1

Disable keystore event logs for categoryno

Configure keystore event logs for categorycategory

Configure keystore event logs for category all eventsall

Configure keystore event logs for category mtsmts

Configure keystore event logs for mts Rx framesrx

Configure brief keystore event logs for mts Rxbrief1

Configure detail keystore event logs for mts Rxdetail1

Configure keystore event logs for mts Tx framestx

Configure brief keystore event logs for mts Txbrief2

Configure detail keystore event logs for mts Txdetail2

Command Modes • /exec
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event-history acllog category all
event-history acllog category all

Syntax Description switch wide event history configurationevent-history

Configure acllog event logsacllog

Configure acllog event logs for categorycategory

Configure acllog event logs for category all eventsall

Command Modes • /exec
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event-history acllog category fc2
event-history acllog category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure acllog event logsacllog

Configure acllog event logs for categorycategory

Configure acllog event logs for category FC2fc2

Configure acllog event logs for FC2 Rx framesrx

Configure brief acllog event logs for FC2 Rxbrief

Configure detail acllog event logs for FC2 Rxdetail

Configure acllog event logs for FC2 Tx framestx

Configure brief acllog event logs for FC2 Txbrief1

Configure detail acllog event logs for FC2 Txdetail1

Command Modes • /exec
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event-history acllog category mts
event-history acllog category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure acllog event logsacllog

Configure acllog event logs for categorycategory

Configure acllog event logs for category mtsmts

Configure acllog event logs for mts Rx framesrx

Configure brief acllog event logs for mts Rxbrief

Configure detail acllog event logs for mts Rxdetail

Configure acllog event logs for mts Tx framestx

Configure brief acllog event logs for mts Txbrief1

Configure detail acllog event logs for mts Txdetail1

Command Modes • /exec
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event-history acllog no category all
event-history acllog no category all

Syntax Description switch wide event history configurationevent-history

Configure acllog event logsacllog

Disable acllog event logs for categoryno

Configure acllog event logs for categorycategory

Configure acllog event logs for category all eventsall

Command Modes • /exec
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event-history acllog no category fc2
event-history acllog no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure acllog event logsacllog

Disable acllog event logs for categoryno

Configure acllog event logs for categorycategory

Configure acllog event logs for category FC2fc2

Configure acllog event logs for FC2 Rx framesrx

Configure brief acllog event logs for FC2 Rxbrief

Configure detail acllog event logs for FC2 Rxdetail

Configure acllog event logs for FC2 Tx framestx

Configure brief acllog event logs for FC2 Txbrief1

Configure detail acllog event logs for FC2 Txdetail1

Command Modes • /exec
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event-history acllog no category mts
event-history acllog no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure acllog event logsacllog

Disable acllog event logs for categoryno

Configure acllog event logs for categorycategory

Configure acllog event logs for category mtsmts

Configure acllog event logs for mts Rx framesrx

Configure brief acllog event logs for mts Rxbrief

Configure detail acllog event logs for mts Rxdetail

Configure acllog event logs for mts Tx framestx

Configure brief acllog event logs for mts Txbrief1

Configure detail acllog event logs for mts Txdetail1

Command Modes • /exec
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event-history callhome
event-history callhome {mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]|no mts [{rx
[{brief1|detail1}]|tx [{brief2|detail2}]}]}

Syntax Description switch wide event history configurationevent-history

Configure Callhome event logscallhome

Configure callhome event logs for MTSmts

Configure callhome event logs forMTSRx framesrx

Configure brief callhome event logs for MTS Rxbrief

Configure detail callhome event logs for MTS Rxdetail

Configure callhome event logs forMTS Tx framestx

Configure brief callhome event logs for MTS Txbrief1

Configure detail callhome event logs for MTS Txdetail1

Disable callhome event logs for MTSno

Configure callhome event logs for MTSmts

Configure callhome event logs forMTSRx framesrx

Configure brief callhome event logs for MTS Rxbrief1

Configure detail callhome event logs for MTS Rxdetail1

Configure callhome event logs forMTS Tx framestx

Configure brief callhome event logs for MTS Txbrief2

Configure detail callhome event logs for MTS Txdetail2

Command Modes • /exec
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event-history capability
event-history capability {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no category
{all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure capability event logscapability

Configure capability event logs for categorycategory

Configure capability event logs for category all eventsall

Configure capability event logs for category mtsmts

Configure capability event logs for mts Rx framesrx

Configure brief capability event logs for mts Rxbrief

Configure detail capability event logs for mts Rxdetail

Configure capability event logs for mts Tx framestx

Configure brief capability event logs for mts Txbrief1

Configure detail capability event logs for mts Txdetail1

Disable capability event logs for categoryno

Configure capability event logs for categorycategory

Configure capability event logs for category all eventsall

Configure capability event logs for category mtsmts

Configure capability event logs for mts Rx framesrx

Configure brief capability event logs for mts Rxbrief1

Configure detail capability event logs for mts Rxdetail1

Configure capability event logs for mts Tx framestx

Configure brief capability event logs for mts Txbrief2

Configure detail capability event logs for mts Txdetail2

Command Modes • /exec
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event-history copp category all
event-history copp category all

Syntax Description switch wide event history configurationevent-history

Configure copp event logscopp

Configure copp event logs for categorycategory

Configure copp event logs for category all eventsall

Command Modes • /exec
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event-history copp category fc2
event-history copp category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure copp event logscopp

Configure copp event logs for categorycategory

Configure copp event logs for category FC2fc2

Configure copp event logs for FC2 Rx framesrx

Configure brief copp event logs for FC2 Rxbrief

Configure detail copp event logs for FC2 Rxdetail

Configure copp event logs for FC2 Tx framestx

Configure brief copp event logs for FC2 Txbrief1

Configure detail copp event logs for FC2 Txdetail1

Command Modes • /exec
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event-history copp category mts
event-history copp category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure copp event logscopp

Configure copp event logs for categorycategory

Configure copp event logs for category mtsmts

Configure copp event logs for mts Rx framesrx

Configure brief copp event logs for mts Rxbrief

Configure detail copp event logs for mts Rxdetail

Configure copp event logs for mts Tx framestx

Configure brief copp event logs for mts Txbrief1

Configure detail copp event logs for mts Txdetail1

Command Modes • /exec
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event-history copp no category all
event-history copp no category all

Syntax Description switch wide event history configurationevent-history

Configure copp event logscopp

Disable copp event logs for categoryno

Configure copp event logs for categorycategory

Configure copp event logs for category all eventsall

Command Modes • /exec
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event-history copp no category fc2
event-history copp no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure copp event logscopp

Disable copp event logs for categoryno

Configure copp event logs for categorycategory

Configure copp event logs for category FC2fc2

Configure copp event logs for FC2 Rx framesrx

Configure brief copp event logs for FC2 Rxbrief

Configure detail copp event logs for FC2 Rxdetail

Configure copp event logs for FC2 Tx framestx

Configure brief copp event logs for FC2 Txbrief1

Configure detail copp event logs for FC2 Txdetail1

Command Modes • /exec
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event-history copp no category mts
event-history copp no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure copp event logscopp

Disable copp event logs for categoryno

Configure copp event logs for categorycategory

Configure copp event logs for category mtsmts

Configure copp event logs for mts Rx framesrx

Configure brief copp event logs for mts Rxbrief

Configure detail copp event logs for mts Rxdetail

Configure copp event logs for mts Tx framestx

Configure brief copp event logs for mts Txbrief1

Configure detail copp event logs for mts Txdetail1

Command Modes • /exec
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event-history detail
[no] event-history detail [size {size_in_textbytes}]

Syntax Description Negate a command or set its defaultsno

Configure event-history detailsevent-history

Detailed event history bufferdetail

Set the buffer sizesize

Buffer size

default: disble

small value: 8192
Small buffer

medium value: 512000
Medium buffer

large value: 1048576
Large buffer

disable value: 0
Disabled the buffer

size_in_text

Type: integer

min: 8192 max: 1048576

Buffer size in bytes

bytes

Command Modes • /exec/configure/router-bgp
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event-history ethpm
event-history ethpm {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no category
{all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure ethpm event logsethpm

Configure ethpm event logs for categorycategory

Configure ethpm event logs for category all eventsall

Configure ethpm event logs for category mtsmts

Configure ethpm event logs for mts Rx framesrx

Configure brief ethpm event logs for mts Rxbrief

Configure detail ethpm event logs for mts Rxdetail

Configure ethpm event logs for mts Tx framestx

Configure brief ethpm event logs for mts Txbrief1

Configure detail ethpm event logs for mts Txdetail1

Disable ethpm event logs for categoryno

Configure ethpm event logs for categorycategory

Configure ethpm event logs for category all eventsall

Configure ethpm event logs for category mtsmts

Configure ethpm event logs for mts Rx framesrx

Configure brief ethpm event logs for mts Rxbrief1

Configure detail ethpm event logs for mts Rxdetail1

Configure ethpm event logs for mts Tx framestx

Configure brief ethpm event logs for mts Txbrief2

Configure detail ethpm event logs for mts Txdetail2

Command Modes • /exec
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event-history exceptionlog
event-history exceptionlog {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no
category {all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure expl manager event logsexceptionlog

Configure exceptionlog manager event logs for categorycategory

Configure explog eventlogs for category all eventsall

Configure exceptionlog manager event logs for category mtsmts

Configure exceptionlogmanager event logs for mts Rx framesrx

Configure brief exceptionlog manager event logs for mts Rxbrief

Configure detail exceptionlog manager event logs for mts Rxdetail

Configure exceptionlogmanager event logs for mts Tx framestx

Configure brief exceptionlog manager event logs for mts Txbrief1

Configure detail exceptionlog manager event logs for mts Txdetail1

Disable exceptionlog manager event logs for categoryno

Configure exceptionlog manager event logs for categorycategory

Configure explog eventlogs for category all eventsall

Configure exceptionlog manager event logs for category mtsmts

Configure exceptionlogmanager event logs for mts Rx framesrx

Configure brief exceptionlog manager event logs for mts Rxbrief1

Configure detail exceptionlog manager event logs for mts Rxdetail1

Configure exceptionlogmanager event logs for mts Tx framestx

Configure brief exceptionlog manager event logs for mts Txbrief2

Configure detail exceptionlog manager event logs for mts Txdetail2

Command Modes • /exec
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event-history fex category all
event-history fex category all

Syntax Description switch wide event history configurationevent-history

Configure FEX event logsfex

Configure FEX event logs for categorycategory

Configure FEX event logs for category all eventsall

Command Modes • /exec
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event-history fex category fc2
event-history fex category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure FEX event logsfex

Configure FEX event logs for categorycategory

Configure FEX event logs for category FC2fc2

Configure FEX event logs for FC2 Rx framesrx

Configure brief FEX event logs for FC2 Rxbrief

Configure detail FEX event logs for FC2 Rxdetail

Configure FEX event logs for FC2 Tx framestx

Configure brief FEX event logs for FC2 Txbrief1

Configure detail FEX event logs for FC2 Txdetail1

Command Modes • /exec
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event-history fex category mts
event-history fex category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure FEX event logsfex

Configure FEX event logs for categorycategory

Configure FEX event logs for category mtsmts

Configure FEX event logs for mts Rx framesrx

Configure brief FEX event logs for mts Rxbrief

Configure detail FEX event logs for mts Rxdetail

Configure FEX event logs for mts Tx framestx

Configure brief FEX event logs for mts Txbrief1

Configure detail FEX event logs for mts Txdetail1

Command Modes • /exec
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event-history fex no category all
event-history fex no category all

Syntax Description switch wide event history configurationevent-history

Configure FEX event logsfex

Disable FEX event logs for categoryno

Configure FEX event logs for categorycategory

Configure FEX event logs for category all eventsall

Command Modes • /exec
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event-history fex no category fc2
event-history fex no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure FEX event logsfex

Disable FEX event logs for categoryno

Configure FEX event logs for categorycategory

Configure FEX event logs for category FC2fc2

Configure FEX event logs for FC2 Rx framesrx

Configure brief FEX event logs for FC2 Rxbrief

Configure detail FEX event logs for FC2 Rxdetail

Configure FEX event logs for FC2 Tx framestx

Configure brief FEX event logs for FC2 Txbrief1

Configure detail FEX event logs for FC2 Txdetail1

Command Modes • /exec
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event-history fex no category mts
event-history fex no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure FEX event logsfex

Disable FEX event logs for categoryno

Configure FEX event logs for categorycategory

Configure FEX event logs for category mtsmts

Configure FEX event logs for mts Rx framesrx

Configure brief FEX event logs for mts Rxbrief

Configure detail FEX event logs for mts Rxdetail

Configure FEX event logs for mts Tx framestx

Configure brief FEX event logs for mts Txbrief1

Configure detail FEX event logs for mts Txdetail1

Command Modes • /exec
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event-history im no category mts
event-history im no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure im event logsim

Disable im event logs for categoryno

Configure im event logs for categorycategory

Configure im event logs for category mtsmts

Configure im event logs for mts Rx framesrx

Configure brief im event logs for mts Rxbrief

Configure detail im event logs for mts Rxdetail

Configure im event logs for mts Tx framestx

Configure brief im event logs for mts Txbrief1

Configure detail im event logs for mts Txdetail1

Command Modes • /exec
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event-history interface vlan category all
event-history interface vlan [no] category all

Syntax Description switch wide event history configurationevent-history

Configure interfacesinterface

Configure interface vlan event logsvlan

Disable interface vlan logs for categoryno

Configure interface vlan event logs for categorycategory

Configure interface vlan event logs for category all eventsall

Command Modes • /exec
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event-history interface vlan category mts (svi)
event-history interface vlan [no] category mts [tx [{brief|detail}]]

Syntax Description switch wide event history configurationevent-history

Configure interfacesinterface

Configure interface vlan event logsvlan

Disable interface vlan logs for categoryno

Configure interface vlan event logs for categorycategory

Configure interface vlan event logs for category mtsmts

Configure interface vlan event logs for mts Tx framestx

Configure brief interface vlan event logs for mts Txbrief

Configure detail interface vlan event logs for mts Txdetail

Command Modes • /exec
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event-history interface vlan category mts (svi)
event-history interface vlan [no] category mts [rx [{brief|detail}]]

Syntax Description switch wide event history configurationevent-history

Configure interfacesinterface

Configure interface vlan event logsvlan

Disable interface vlan logs for categoryno

Configure interface vlan event logs for categorycategory

Configure interface vlan event logs for category mtsmts

Configure interface vlan event logs for mts Rx framesrx

Configure brief interface vlan event logs for mts Rxbrief

Configure detail interface vlan event logs for mts Rxdetail

Command Modes • /exec
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event-history lacp category all
event-history lacp category all

Syntax Description switch wide event history configurationevent-history

Configure lacp event logslacp

Configure lacp event logs for categorycategory

Configure lacp event logs for category all eventsall

Command Modes • /exec
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event-history lacp category fc2
event-history lacp category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lacp event logslacp

Configure lacp event logs for categorycategory

Configure lacp event logs for category FC2fc2

Configure lacp event logs for FC2 Rx framesrx

Configure brief lacp event logs for FC2 Rxbrief

Configure detail lacp event logs for FC2 Rxdetail

Configure lacp event logs for FC2 Tx framestx

Configure brief lacp event logs for FC2 Txbrief1

Configure detail lacp event logs for FC2 Txdetail1

Command Modes • /exec
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event-history lacp category mts
event-history lacp category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lacp event logslacp

Configure lacp event logs for categorycategory

Configure lacp event logs for category mtsmts

Configure lacp event logs for mts Rx framesrx

Configure brief lacp event logs for mts Rxbrief

Configure detail lacp event logs for mts Rxdetail

Configure lacp event logs for mts Tx framestx

Configure brief lacp event logs for mts Txbrief1

Configure detail lacp event logs for mts Txdetail1

Command Modes • /exec
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event-history lacp no category all
event-history lacp no category all

Syntax Description switch wide event history configurationevent-history

Configure lacp event logslacp

Disable lacp event logs for categoryno

Configure lacp event logs for categorycategory

Configure lacp event logs for category all eventsall

Command Modes • /exec
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event-history lacp no category fc2
event-history lacp no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lacp event logslacp

Disable lacp event logs for categoryno

Configure lacp event logs for categorycategory

Configure lacp event logs for category FC2fc2

Configure lacp event logs for FC2 Rx framesrx

Configure brief lacp event logs for FC2 Rxbrief

Configure detail lacp event logs for FC2 Rxdetail

Configure lacp event logs for FC2 Tx framestx

Configure brief lacp event logs for FC2 Txbrief1

Configure detail lacp event logs for FC2 Txdetail1

Command Modes • /exec
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event-history lacp no category mts
event-history lacp no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lacp event logslacp

Disable lacp event logs for categoryno

Configure lacp event logs for categorycategory

Configure lacp event logs for category mtsmts

Configure lacp event logs for mts Rx framesrx

Configure brief lacp event logs for mts Rxbrief

Configure detail lacp event logs for mts Rxdetail

Configure lacp event logs for mts Tx framestx

Configure brief lacp event logs for mts Txbrief1

Configure detail lacp event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
905

E Commands
event-history lacp no category mts



event-history license
event-history license {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no category
{all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure license manager event logslicense

Configure license manager event logs for categorycategory

Configure license manager event logs for category all eventsall

Configure license manager event logs for category mtsmts

Configure license manager event logs for mts Rx framesrx

Configure brief license manager event logs for mts Rxbrief

Configure detail license manager event logs for mts Rxdetail

Configure license manager event logs for mts Tx framestx

Configure brief license manager event logs for mts Txbrief1

Configure detail license manager event logs for mts Txdetail1

Disable license manager event logs for categoryno

Configure license manager event logs for categorycategory

Configure license manager event logs for category all eventsall

Configure license manager event logs for category mtsmts

Configure license manager event logs for mts Rx framesrx

Configure brief license manager event logs for mts Rxbrief1

Configure detail license manager event logs for mts Rxdetail1

Configure license manager event logs for mts Tx framestx

Configure brief license manager event logs for mts Txbrief2

Configure detail license manager event logs for mts Txdetail2

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
906

E Commands
event-history license



event-history lldp category all
event-history lldp category all

Syntax Description switch wide event history configurationevent-history

Configure lldp event logslldp

Configure lldp event logs for categorycategory

Configure lldp event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
907

E Commands
event-history lldp category all



event-history lldp category fc2
event-history lldp category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lldp event logslldp

Configure lldp event logs for categorycategory

Configure lldp event logs for category FC2fc2

Configure lldp event logs for FC2 Rx framesrx

Configure brief lldp event logs for FC2 Rxbrief

Configure detail lldp event logs for FC2 Rxdetail

Configure lldp event logs for FC2 Tx framestx

Configure brief lldp event logs for FC2 Txbrief1

Configure detail lldp event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
908

E Commands
event-history lldp category fc2



event-history lldp category mts
event-history lldp category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lldp event logslldp

Configure lldp event logs for categorycategory

Configure lldp event logs for category mtsmts

Configure lldp event logs for mts Rx framesrx

Configure brief lldp event logs for mts Rxbrief

Configure detail lldp event logs for mts Rxdetail

Configure lldp event logs for mts Tx framestx

Configure brief lldp event logs for mts Txbrief1

Configure detail lldp event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
909

E Commands
event-history lldp category mts



event-history lldp no category all
event-history lldp no category all

Syntax Description switch wide event history configurationevent-history

Configure lldp event logslldp

Disable lldp event logs for categoryno

Configure lldp event logs for categorycategory

Configure lldp event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
910

E Commands
event-history lldp no category all



event-history lldp no category fc2
event-history lldp no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lldp event logslldp

Disable lldp event logs for categoryno

Configure lldp event logs for categorycategory

Configure lldp event logs for category FC2fc2

Configure lldp event logs for FC2 Rx framesrx

Configure brief lldp event logs for FC2 Rxbrief

Configure detail lldp event logs for FC2 Rxdetail

Configure lldp event logs for FC2 Tx framestx

Configure brief lldp event logs for FC2 Txbrief1

Configure detail lldp event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
911

E Commands
event-history lldp no category fc2



event-history lldp no category mts
event-history lldp no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure lldp event logslldp

Disable lldp event logs for categoryno

Configure lldp event logs for categorycategory

Configure lldp event logs for category mtsmts

Configure lldp event logs for mts Rx framesrx

Configure brief lldp event logs for mts Rxbrief

Configure detail lldp event logs for mts Rxdetail

Configure lldp event logs for mts Tx framestx

Configure brief lldp event logs for mts Txbrief1

Configure detail lldp event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
912

E Commands
event-history lldp no category mts



event-history m2rib category all
event-history m2rib category all

Syntax Description switch wide event history configurationevent-history

Configure m2rib event logsm2rib

Configure m2rib event logs for categorycategory

Configure m2rib event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
913

E Commands
event-history m2rib category all



event-history mfdm category all
event-history mfdm category all

Syntax Description switch wide event history configurationevent-history

Configure mfdm event logsmfdm

Configure mfdm event logs for categorycategory

Configure mfdm event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
914

E Commands
event-history mfdm category all



event-history mfdm category fc2
event-history mfdm category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure mfdm event logsmfdm

Configure mfdm event logs for categorycategory

Configure mfdm event logs for category FC2fc2

Configure mfdm event logs for FC2 Rx framesrx

Configure brief mfdm event logs for FC2 Rxbrief

Configure detail mfdm event logs for FC2 Rxdetail

Configure mfdm event logs for FC2 Tx framestx

Configure brief mfdm event logs for FC2 Txbrief1

Configure detail mfdm event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
915

E Commands
event-history mfdm category fc2



event-history mfdm category mts
event-history mfdm category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure mfdm event logsmfdm

Configure mfdm event logs for categorycategory

Configure mfdm event logs for category mtsmts

Configure mfdm event logs for mts Rx framesrx

Configure brief mfdm event logs for mts Rxbrief

Configure detail mfdm event logs for mts Rxdetail

Configure mfdm event logs for mts Tx framestx

Configure brief mfdm event logs for mts Txbrief1

Configure detail mfdm event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
916

E Commands
event-history mfdm category mts



event-history mfdm no category all
event-history mfdm no category all

Syntax Description switch wide event history configurationevent-history

Configure mfdm event logsmfdm

Disable mfdm event logs for categoryno

Configure mfdm event logs for categorycategory

Configure mfdm event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
917

E Commands
event-history mfdm no category all



event-history mfdm no category fc2
event-history mfdm no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure mfdm event logsmfdm

Disable mfdm event logs for categoryno

Configure mfdm event logs for categorycategory

Configure mfdm event logs for category FC2fc2

Configure mfdm event logs for FC2 Rx framesrx

Configure brief mfdm event logs for FC2 Rxbrief

Configure detail mfdm event logs for FC2 Rxdetail

Configure mfdm event logs for FC2 Tx framestx

Configure brief mfdm event logs for FC2 Txbrief1

Configure detail mfdm event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
918

E Commands
event-history mfdm no category fc2



event-history mfdm no category mts
event-history mfdm no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure mfdm event logsmfdm

Disable mfdm event logs for categoryno

Configure mfdm event logs for categorycategory

Configure mfdm event logs for category mtsmts

Configure mfdm event logs for mts Rx framesrx

Configure brief mfdm event logs for mts Rxbrief

Configure detail mfdm event logs for mts Rxdetail

Configure mfdm event logs for mts Tx framestx

Configure brief mfdm event logs for mts Txbrief1

Configure detail mfdm event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
919

E Commands
event-history mfdm no category mts



event-history module
event-history module {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no category
{all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure module event logsmodule

Configure module event logs for categorycategory

Configure module event logs for category all eventsall

Configure module event logs for category mtsmts

Configure module event logs for mts Rx framesrx

Configure brief module event logs for mts Rxbrief

Configure detail module event logs for mts Rxdetail

Configure module event logs for mts Tx framestx

Configure brief module event logs for mts Txbrief1

Configure detail module event logs for mts Txdetail1

Disable module event logs for categoryno

Configure module event logs for categorycategory

Configure module event logs for category all eventsall

Configure module event logs for category mtsmts

Configure module event logs for mts Rx framesrx

Configure brief module event logs for mts Rxbrief1

Configure detail module event logs for mts Rxdetail1

Configure module event logs for mts Tx framestx

Configure brief module event logs for mts Txbrief2

Configure detail module event logs for mts Txdetail2

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
920

E Commands
event-history module



event-history pfstat category all
event-history pfstat category all

Syntax Description switch wide event history configurationevent-history

Configure pfstat event logspfstat

Configure pfstat event logs for categorycategory

Configure pfstat event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
921

E Commands
event-history pfstat category all



event-history pfstat category fc2
event-history pfstat category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pfstat event logspfstat

Configure pfstat event logs for categorycategory

Configure pfstat event logs for category FC2fc2

Configure pfstat event logs for FC2 Rx framesrx

Configure brief pfstat event logs for FC2 Rxbrief

Configure detail pfstat event logs for FC2 Rxdetail

Configure pfstat event logs for FC2 Tx framestx

Configure brief pfstat event logs for FC2 Txbrief1

Configure detail pfstat event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
922

E Commands
event-history pfstat category fc2



event-history pfstat category mts
event-history pfstat category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pfstat event logspfstat

Configure pfstat event logs for categorycategory

Configure pfstat event logs for category mtsmts

Configure pfstat event logs for mts Rx framesrx

Configure brief pfstat event logs for mts Rxbrief

Configure detail pfstat event logs for mts Rxdetail

Configure pfstat event logs for mts Tx framestx

Configure brief pfstat event logs for mts Txbrief1

Configure detail pfstat event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
923

E Commands
event-history pfstat category mts



event-history pfstat no category all
event-history pfstat no category all

Syntax Description switch wide event history configurationevent-history

Configure pfstat event logspfstat

Disable pfstat event logs for categoryno

Configure pfstat event logs for categorycategory

Configure pfstat event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
924

E Commands
event-history pfstat no category all



event-history pfstat no category fc2
event-history pfstat no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pfstat event logspfstat

Disable pfstat event logs for categoryno

Configure pfstat event logs for categorycategory

Configure pfstat event logs for category FC2fc2

Configure pfstat event logs for FC2 Rx framesrx

Configure brief pfstat event logs for FC2 Rxbrief

Configure detail pfstat event logs for FC2 Rxdetail

Configure pfstat event logs for FC2 Tx framestx

Configure brief pfstat event logs for FC2 Txbrief1

Configure detail pfstat event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
925

E Commands
event-history pfstat no category fc2



event-history pfstat no category mts
event-history pfstat no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pfstat event logspfstat

Disable pfstat event logs for categoryno

Configure pfstat event logs for categorycategory

Configure pfstat event logs for category mtsmts

Configure pfstat event logs for mts Rx framesrx

Configure brief pfstat event logs for mts Rxbrief

Configure detail pfstat event logs for mts Rxdetail

Configure pfstat event logs for mts Tx framestx

Configure brief pfstat event logs for mts Txbrief1

Configure detail pfstat event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
926

E Commands
event-history pfstat no category mts



event-history platform buffer-size
event-history platform buffer-size i0

Syntax Description switch wide event history configurationevent-history

Configure platform event logsplatform

Configure platform event logs buffer sizebuffer-size

Type: integer-range

please enter buffer size

i0

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
927

E Commands
event-history platform buffer-size



event-history platform category
event-history platform category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}

Syntax Description switch wide event history configurationevent-history

Configure platform event logsplatform

Configure platform event logs for categorycategory

Configure platform event logs for category all eventsall

Configure platform event logs for category mtsmts

Configure platform event logs for mts Rx framesrx

Configure brief platform event logs for mts Rxbrief

Configure detail platform event logs for mts Rxdetail

Configure platform event logs for mts Tx framestx

Configure brief platform event logs for mts Txbrief1

Configure detail platform event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
928

E Commands
event-history platform category



event-history platform no category
event-history platform no category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}

Syntax Description switch wide event history configurationevent-history

Configure platform event logsplatform

Disable platform event logs for categoryno

Configure platform event logs for categorycategory

Configure platform event logs for category all eventsall

Configure platform event logs for category mtsmts

Configure platform event logs for mts Rx framesrx

Configure brief platform event logs for mts Rxbrief

Configure detail platform event logs for mts Rxdetail

Configure platform event logs for mts Tx framestx

Configure brief platform event logs for mts Txbrief1

Configure detail platform event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
929

E Commands
event-history platform no category



event-history pltfm_config category all
event-history pltfm_config category all

Syntax Description switch wide event history configurationevent-history

Configure pltfm_config event logspltfm_config

Configure pltfm_config event logs for categorycategory

Configure pltfm_config event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
930

E Commands
event-history pltfm_config category all



event-history pltfm_config category fc2
event-history pltfm_config category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pltfm_config event logspltfm_config

Configure pltfm_config event logs for categorycategory

Configure pltfm_config event logs for category FC2Not available in this release.fc2

Configure pltfm_config event logs for FC2 Rx framesrx

Configure brief pltfm_config event logs for FC2 Rxbrief

Configure detail pltfm_config event logs for FC2 Rxdetail

Configure pltfm_config event logs for FC2 Tx framestx

Configure brief pltfm_config event logs for FC2 Txbrief1

Configure detail pltfm_config event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
931

E Commands
event-history pltfm_config category fc2



event-history pltfm_config category mts
event-history pltfm_config category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pltfm_config event logspltfm_config

Configure pltfm_config event logs for categorycategory

Configure pltfm_config event logs for category mtsmts

Configure pltfm_config event logs for mts Rx framesrx

Configure brief pltfm_config event logs for mts Rxbrief

Configure detail pltfm_config event logs for mts Rxdetail

Configure pltfm_config event logs for mts Tx framestx

Configure brief pltfm_config event logs for mts Txbrief1

Configure detail pltfm_config event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
932

E Commands
event-history pltfm_config category mts



event-history pltfm_config no category all
event-history pltfm_config no category all

Syntax Description switch wide event history configurationevent-history

Configure pltfm_config event logspltfm_config

Disable pltfm_config event logs for categoryno

Configure pltfm_config event logs for categorycategory

Configure pltfm_config event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
933

E Commands
event-history pltfm_config no category all



event-history pltfm_config no category fc2
event-history pltfm_config no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pltfm_config event logspltfm_config

Disable pltfm_config event logs for categoryno

Configure pltfm_config event logs for categorycategory

Configure pltfm_config event logs for category FC2Not available in this release.fc2

Configure pltfm_config event logs for FC2 Rx framesrx

Configure brief pltfm_config event logs for FC2 Rxbrief

Configure detail pltfm_config event logs for FC2 Rxdetail

Configure pltfm_config event logs for FC2 Tx framestx

Configure brief pltfm_config event logs for FC2 Txbrief1

Configure detail pltfm_config event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
934

E Commands
event-history pltfm_config no category fc2



event-history pltfm_config no category mts
event-history pltfm_config no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure pltfm_config event logspltfm_config

Disable pltfm_config event logs for categoryno

Configure pltfm_config event logs for categorycategory

Configure pltfm_config event logs for category mtsmts

Configure pltfm_config event logs for mts Rx framesrx

Configure brief pltfm_config event logs for mts Rxbrief

Configure detail pltfm_config event logs for mts Rxdetail

Configure pltfm_config event logs for mts Tx framestx

Configure brief pltfm_config event logs for mts Txbrief1

Configure detail pltfm_config event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
935

E Commands
event-history pltfm_config no category mts



event-history plugin
event-history plugin {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no category
{all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure plugin event logsplugin

Configure plugin event logs for categorycategory

Configure plugin event logs for category all eventsall

Configure plugin event logs for category mtsmts

Configure plugin event logs for mts Rx framesrx

Configure brief plugin event logs for mts Rxbrief

Configure detail plugin event logs for mts Rxdetail

Configure plugin event logs for mts Tx framestx

Configure brief plugin event logs for mts Txbrief1

Configure detail plugin event logs for mts Txdetail1

Disable plugin event logs for categoryno

Configure plugin event logs for categorycategory

Configure plugin event logs for category all eventsall

Configure plugin event logs for category mtsmts

Configure plugin event logs for mts Rx framesrx

Configure brief plugin event logs for mts Rxbrief1

Configure detail plugin event logs for mts Rxdetail1

Configure plugin event logs for mts Tx framestx

Configure brief plugin event logs for mts Txbrief2

Configure detail plugin event logs for mts Txdetail2

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
936

E Commands
event-history plugin



event-history poap category all
event-history poap category all

Syntax Description switch wide event history configurationevent-history

Configure poap event logspoap

Configure poap event logs for categorycategory

Configure poap event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
937

E Commands
event-history poap category all



event-history poap category fc2
event-history poap category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure poap event logspoap

Configure poap event logs for categorycategory

Configure poap event logs for category FC2fc2

Configure poap event logs for FC2 Rx framesrx

Configure brief poap event logs for FC2 Rxbrief

Configure detail poap event logs for FC2 Rxdetail

Configure poap event logs for FC2 Tx framestx

Configure brief poap event logs for FC2 Txbrief1

Configure detail poap event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
938

E Commands
event-history poap category fc2



event-history poap category mts
event-history poap category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure poap event logspoap

Configure poap event logs for categorycategory

Configure poap event logs for category mtsmts

Configure poap event logs for mts Rx framesrx

Configure brief poap event logs for mts Rxbrief

Configure detail poap event logs for mts Rxdetail

Configure poap event logs for mts Tx framestx

Configure brief poap event logs for mts Txbrief1

Configure detail poap event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
939

E Commands
event-history poap category mts



event-history poap no category all
event-history poap no category all

Syntax Description switch wide event history configurationevent-history

Configure poap event logspoap

Disable poap event logs for categoryno

Configure poap event logs for categorycategory

Configure poap event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
940

E Commands
event-history poap no category all



event-history poap no category fc2
event-history poap no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure poap event logspoap

Disable poap event logs for categoryno

Configure poap event logs for categorycategory

Configure poap event logs for category FC2fc2

Configure poap event logs for FC2 Rx framesrx

Configure brief poap event logs for FC2 Rxbrief

Configure detail poap event logs for FC2 Rxdetail

Configure poap event logs for FC2 Tx framestx

Configure brief poap event logs for FC2 Txbrief1

Configure detail poap event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
941

E Commands
event-history poap no category fc2



event-history poap no category mts
event-history poap no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure poap event logspoap

Disable poap event logs for categoryno

Configure poap event logs for categorycategory

Configure poap event logs for category mtsmts

Configure poap event logs for mts Rx framesrx

Configure brief poap event logs for mts Rxbrief

Configure detail poap event logs for mts Rxdetail

Configure poap event logs for mts Tx framestx

Configure brief poap event logs for mts Txbrief1

Configure detail poap event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
942

E Commands
event-history poap no category mts



event-history port-security category all
event-history port-security category all

Syntax Description switch wide event history configurationevent-history

Configure port-security event logsport-security

Configure port-security event logs for categorycategory

Configure port-security event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
943

E Commands
event-history port-security category all



event-history port-security category fc2
event-history port-security category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port-security event logsport-security

Configure port-security event logs for categorycategory

Configure port-security event logs for category FC2fc2

Configure port-security event logs for FC2 Rx framesrx

Configure brief port-security event logs for FC2 Rxbrief

Configure detail port-security event logs for FC2 Rxdetail

Configure port-security event logs for FC2 Tx framestx

Configure brief port-security event logs for FC2 Txbrief1

Configure detail port-security event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
944

E Commands
event-history port-security category fc2



event-history port-security category mts
event-history port-security category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port-security event logsport-security

Configure port-security event logs for categorycategory

Configure port-security event logs for category mtsmts

Configure port-security event logs for mts Rx framesrx

Configure brief port-security event logs for mts Rxbrief

Configure detail port-security event logs for mts Rxdetail

Configure port-security event logs for mts Tx framestx

Configure brief port-security event logs for mts Txbrief1

Configure detail port-security event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
945

E Commands
event-history port-security category mts



event-history port-security no category all
event-history port-security no category all

Syntax Description switch wide event history configurationevent-history

Configure port-security event logsport-security

Disable port-security event logs for categoryno

Configure port-security event logs for categorycategory

Configure port-security event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
946

E Commands
event-history port-security no category all



event-history port-security no category fc2
event-history port-security no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port-security event logsport-security

Disable port-security event logs for categoryno

Configure port-security event logs for categorycategory

Configure port-security event logs for category FC2fc2

Configure port-security event logs for FC2 Rx framesrx

Configure brief port-security event logs for FC2 Rxbrief

Configure detail port-security event logs for FC2 Rxdetail

Configure port-security event logs for FC2 Tx framestx

Configure brief port-security event logs for FC2 Txbrief1

Configure detail port-security event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
947

E Commands
event-history port-security no category fc2



event-history port-security no category mts
event-history port-security no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port-security event logsport-security

Disable port-security event logs for categoryno

Configure port-security event logs for categorycategory

Configure port-security event logs for category mtsmts

Configure port-security event logs for mts Rx framesrx

Configure brief port-security event logs for mts Rxbrief

Configure detail port-security event logs for mts Rxdetail

Configure port-security event logs for mts Tx framestx

Configure brief port-security event logs for mts Txbrief1

Configure detail port-security event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
948

E Commands
event-history port-security no category mts



event-history port_client category all
event-history port_client category all

Syntax Description switch wide event history configurationevent-history

Configure port_client event logsport_client

Configure port_client event logs for categorycategory

Configure port_client event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
949

E Commands
event-history port_client category all



event-history port_client category fc2
event-history port_client category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port_client event logsport_client

Configure port_client event logs for categorycategory

Configure port_client event logs for category FC2fc2

Configure port_client event logs for FC2 Rx framesrx

Configure brief port_client event logs for FC2 Rxbrief

Configure detail port_client event logs for FC2 Rxdetail

Configure port_client event logs for FC2 Tx framestx

Configure brief port_client event logs for FC2 Txbrief1

Configure detail port_client event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
950

E Commands
event-history port_client category fc2



event-history port_client category mts
event-history port_client category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port_client event logsport_client

Configure port_client event logs for categorycategory

Configure port_client event logs for category mtsmts

Configure port_client event logs for mts Rx framesrx

Configure brief port_client event logs for mts Rxbrief

Configure detail port_client event logs for mts Rxdetail

Configure port_client event logs for mts Tx framestx

Configure brief port_client event logs for mts Txbrief1

Configure detail port_client event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
951

E Commands
event-history port_client category mts



event-history port_client no category all
event-history port_client no category all

Syntax Description switch wide event history configurationevent-history

Configure port_client event logsport_client

Disable port_client event logs for categoryno

Configure port_client event logs for categorycategory

Configure port_client event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
952

E Commands
event-history port_client no category all



event-history port_client no category fc2
event-history port_client no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port_client event logsport_client

Disable port_client event logs for categoryno

Configure port_client event logs for categorycategory

Configure port_client event logs for category FC2fc2

Configure port_client event logs for FC2 Rx framesrx

Configure brief port_client event logs for FC2 Rxbrief

Configure detail port_client event logs for FC2 Rxdetail

Configure port_client event logs for FC2 Tx framestx

Configure brief port_client event logs for FC2 Txbrief1

Configure detail port_client event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
953

E Commands
event-history port_client no category fc2



event-history port_client no category mts
event-history port_client no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure port_client event logsport_client

Disable port_client event logs for categoryno

Configure port_client event logs for categorycategory

Configure port_client event logs for category mtsmts

Configure port_client event logs for mts Rx framesrx

Configure brief port_client event logs for mts Rxbrief

Configure detail port_client event logs for mts Rxdetail

Configure port_client event logs for mts Tx framestx

Configure brief port_client event logs for mts Txbrief1

Configure detail port_client event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
954

E Commands
event-history port_client no category mts



event-history private-vlan category all
event-history private-vlan [no] category all

Syntax Description switch wide event history configurationevent-history

Configure private VLAN event logsprivate-vlan

Disable private VLAN logs for categoryno

Configure private VLAN event logs for categorycategory

Configure private VLAN event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
955

E Commands
event-history private-vlan category all



event-history private-vlan category mts (pvlan)
event-history private-vlan [no] category mts [tx [{brief|detail}]]

Syntax Description switch wide event history configurationevent-history

Configure private VLAN event logsprivate-vlan

Disable private VLAN logs for categoryno

Configure private VLAN event logs for categorycategory

Configure private VLAN event logs for category mtsmts

Configure private VLAN event logs for mts Tx framestx

Configure brief private VLAN event logs for mts Txbrief

Configure detail private VLAN event logs for mts Txdetail

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
956

E Commands
event-history private-vlan category mts (pvlan)



event-history private-vlan category mts (pvlan)
event-history private-vlan [no] category mts [rx [{brief|detail}]]

Syntax Description switch wide event history configurationevent-history

Configure private VLAN event logsprivate-vlan

Disable private VLAN logs for categoryno

Configure private VLAN event logs for categorycategory

Configure private VLAN event logs for category mtsmts

Configure private VLAN event logs for mts Rx framesrx

Configure brief private VLAN event logs for mts Rxbrief

Configure detail private VLAN event logs for mts Rxdetail

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
957

E Commands
event-history private-vlan category mts (pvlan)



event-history sensor
event-history sensor {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no category
{all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure sensor USD event logssensor

Configure sensor USD event logs for categorycategory

Configure sensor USD event logs for category all eventsall

Configure sensor USD event logs for category mtsmts

Configure sensor USD event logs for mts Rx framesrx

Configure brief sensor USD event logs for mts Rxbrief

Configure detail sensor USD event logs for mts Rxdetail

Configure sensor USD event logs for mts Tx framestx

Configure brief sensor USD event logs for mts Txbrief1

Configure detail sensor USD event logs for mts Txdetail1

Disable sensor USD event logs for categoryno

Configure sensor USD event logs for categorycategory

Configure sensor USD event logs for category all eventsall

Configure sensor USD event logs for category mtsmts

Configure sensor USD event logs for mts Rx framesrx

Configure brief sensor USD event logs for mts Rxbrief1

Configure detail sensor USD event logs for mts Rxdetail1

Configure sensor USD event logs for mts Tx framestx

Configure brief sensor USD event logs for mts Txbrief2

Configure detail sensor USD event logs for mts Txdetail2

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
958

E Commands
event-history sensor



event-history session-mgr category all
event-history session-mgr category all

Syntax Description switch wide event history configurationevent-history

Configure session-mgr event logssession-mgr

Configure session-mgr event logs for categorycategory

Configure session-mgr event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
959

E Commands
event-history session-mgr category all



event-history session-mgr category mts
event-history session-mgr category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure session-mgr event logssession-mgr

Configure session-mgr event logs for categorycategory

Configure session-mgr event logs for category mtsmts

Configure session-mgr event logs for mts Rx framesrx

Configure brief session-mgr event logs for mts Rxbrief

Configure detail session-mgr event logs for mts Rxdetail

Configure session-mgr event logs for mts Tx framestx

Configure brief session-mgr event logs for mts Txbrief1

Configure detail session-mgr event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
960

E Commands
event-history session-mgr category mts



event-history session-mgr no category all
event-history session-mgr no category all

Syntax Description switch wide event history configurationevent-history

Configure session-mgr event logssession-mgr

Disable session-mgr event logs for categoryno

Configure session-mgr event logs for categorycategory

Configure session-mgr event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
961

E Commands
event-history session-mgr no category all



event-history session-mgr no category mts
event-history session-mgr no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure session-mgr event logssession-mgr

Disable session-mgr event logs for categoryno

Configure session-mgr event logs for categorycategory

Configure session-mgr event logs for category mtsmts

Configure session-mgr event logs for mts Rx framesrx

Configure brief session-mgr event logs for mts Rxbrief

Configure detail session-mgr event logs for mts Rxdetail

Configure session-mgr event logs for mts Tx framestx

Configure brief session-mgr event logs for mts Txbrief1

Configure detail session-mgr event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
962

E Commands
event-history session-mgr no category mts



event-history snmp
event-history snmp {category {all|mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]}|no category
{all|mts [{rx [{brief1|detail1}]|tx [{brief2|detail2}]}]}}

Syntax Description switch wide event history configurationevent-history

Configure SNMP event logssnmp

Configure SNMP event logs for categorycategory

Configure SNMP event logs for category all eventsall

Configure snmp event logs for category MTSmts

Configure snmp event logs for MTS Rx framesrx

Configure brief SNMP event logs for MTS Rxbrief

Configure detail SNMP event logs for MTS Rxdetail

Configure SNMP event logs for MTS Tx framestx

Configure brief SNMP event logs for MTS Txbrief1

Configure detail snmp event logs for MTS Txdetail1

Disable SNMP event logs for categoryno

Configure SNMP event logs for categorycategory

Configure SNMP event logs for category all eventsall

Configure snmp event logs for category MTSmts

Configure snmp event logs for MTS Rx framesrx

Configure brief SNMP event logs for MTS Rxbrief1

Configure detail SNMP event logs for MTS Rxdetail1

Configure SNMP event logs for MTS Tx framestx

Configure brief SNMP event logs for MTS Txbrief2

Configure detail snmp event logs for MTS Txdetail2

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
963

E Commands
event-history snmp



event-history spanning-tree category all
event-history spanning-tree category all

Syntax Description switch wide event history configurationevent-history

Configure stp event logsspanning-tree

Configure stp event logs for categorycategory

Configure stp event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
964

E Commands
event-history spanning-tree category all



event-history spm category all
event-history spm category all

Syntax Description switch wide event history configurationevent-history

Configure spm event logsspm

Configure spm event logs for categorycategory

Configure spm event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
965

E Commands
event-history spm category all



event-history spm category fc2
event-history spm category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure spm event logsspm

Configure spm event logs for categorycategory

Configure spm event logs for category FC2fc2

Configure spm event logs for FC2 Rx framesrx

Configure brief spm event logs for FC2 Rxbrief

Configure detail spm event logs for FC2 Rxdetail

Configure spm event logs for FC2 Tx framestx

Configure brief spm event logs for FC2 Txbrief1

Configure detail spm event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
966

E Commands
event-history spm category fc2



event-history spm category mts
event-history spm category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure spm event logsspm

Configure spm event logs for categorycategory

Configure spm event logs for category mtsmts

Configure spm event logs for mts Rx framesrx

Configure brief spm event logs for mts Rxbrief

Configure detail spm event logs for mts Rxdetail

Configure spm event logs for mts Tx framestx

Configure brief spm event logs for mts Txbrief1

Configure detail spm event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
967

E Commands
event-history spm category mts



event-history spm no category all
event-history spm no category all

Syntax Description switch wide event history configurationevent-history

Configure spm event logsspm

Disable spm event logs for categoryno

Configure spm event logs for categorycategory

Configure spm event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
968

E Commands
event-history spm no category all



event-history spm no category fc2
event-history spm no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure spm event logsspm

Disable spm event logs for categoryno

Configure spm event logs for categorycategory

Configure spm event logs for category FC2fc2

Configure spm event logs for FC2 Rx framesrx

Configure brief spm event logs for FC2 Rxbrief

Configure detail spm event logs for FC2 Rxdetail

Configure spm event logs for FC2 Tx framestx

Configure brief spm event logs for FC2 Txbrief1

Configure detail spm event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
969

E Commands
event-history spm no category fc2



event-history spm no category mts
event-history spm no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure spm event logsspm

Disable spm event logs for categoryno

Configure spm event logs for categorycategory

Configure spm event logs for category mtsmts

Configure spm event logs for mts Rx framesrx

Configure brief spm event logs for mts Rxbrief

Configure detail spm event logs for mts Rxdetail

Configure spm event logs for mts Tx framestx

Configure brief spm event logs for mts Txbrief1

Configure detail spm event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
970

E Commands
event-history spm no category mts



event-history udld category all
event-history udld category all

Syntax Description switch wide event history configurationevent-history

Configure udld event logsudld

Configure udld event logs for categorycategory

Configure udld event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
971

E Commands
event-history udld category all



event-history ufdm category all
event-history ufdm category all

Syntax Description switch wide event history configurationevent-history

Configure ufdm event logsufdm

Configure ufdm event logs for categorycategory

Configure ufdm event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
972

E Commands
event-history ufdm category all



event-history ufdm category fc2
event-history ufdm category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure ufdm event logsufdm

Configure ufdm event logs for categorycategory

Configure ufdm event logs for category FC2fc2

Configure ufdm event logs for FC2 Rx framesrx

Configure brief ufdm event logs for FC2 Rxbrief

Configure detail ufdm event logs for FC2 Rxdetail

Configure ufdm event logs for FC2 Tx framestx

Configure brief ufdm event logs for FC2 Txbrief1

Configure detail ufdm event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
973

E Commands
event-history ufdm category fc2



event-history ufdm category mts
event-history ufdm category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure ufdm event logsufdm

Configure ufdm event logs for categorycategory

Configure ufdm event logs for category mtsmts

Configure ufdm event logs for mts Rx framesrx

Configure brief ufdm event logs for mts Rxbrief

Configure detail ufdm event logs for mts Rxdetail

Configure ufdm event logs for mts Tx framestx

Configure brief ufdm event logs for mts Txbrief1

Configure detail ufdm event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
974

E Commands
event-history ufdm category mts



event-history ufdm no category all
event-history ufdm no category all

Syntax Description switch wide event history configurationevent-history

Configure ufdm event logsufdm

Disable ufdm event logs for categoryno

Configure ufdm event logs for categorycategory

Configure ufdm event logs for category all eventsall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
975

E Commands
event-history ufdm no category all



event-history ufdm no category fc2
event-history ufdm no category fc2 [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure ufdm event logsufdm

Disable ufdm event logs for categoryno

Configure ufdm event logs for categorycategory

Configure ufdm event logs for category FC2fc2

Configure ufdm event logs for FC2 Rx framesrx

Configure brief ufdm event logs for FC2 Rxbrief

Configure detail ufdm event logs for FC2 Rxdetail

Configure ufdm event logs for FC2 Tx framestx

Configure brief ufdm event logs for FC2 Txbrief1

Configure detail ufdm event logs for FC2 Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
976

E Commands
event-history ufdm no category fc2



event-history ufdm no category mts
event-history ufdm no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure ufdm event logsufdm

Disable ufdm event logs for categoryno

Configure ufdm event logs for categorycategory

Configure ufdm event logs for category mtsmts

Configure ufdm event logs for mts Rx framesrx

Configure brief ufdm event logs for mts Rxbrief

Configure detail ufdm event logs for mts Rxdetail

Configure ufdm event logs for mts Tx framestx

Configure brief ufdm event logs for mts Txbrief1

Configure detail ufdm event logs for mts Txdetail1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
977

E Commands
event-history ufdm no category mts



event-history vdc category all
event-history vdc category all

Syntax Description switch wide event history configurationevent-history

Configure vdc_mgr event logsvdc

Configure vdc_mgr event logs for categorycategory

Configure vdc_mgr event logs for category all eventsall

Command Modes • /exec
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event-history vdc no category all
event-history vdc no category all

Syntax Description switch wide event history configurationevent-history

Configure vdc_mgr event logsvdc

Disable vdc_mgr event logs for categoryno

Configure vdc_mgr event logs for categorycategory

Configure vdc_mgr event logs for category all eventsall

Command Modes • /exec
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event-history vdc no category mts
event-history vdc no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure vdc_mgr event logsvdc

Disable vdc_mgr event logs for categoryno

Configure vdc_mgr event logs for categorycategory

Configure vdc_mgr event logs for category mtsmts

Configure vdc_mgr event logs for mts Rx framesrx

Configure brief vdc_mgr event logs for mts Rxbrief

Configure detail vdc_mgr event logs for mts Rxdetail

Configure vdc_mgr event logs for mts Tx framestx

Configure brief vdc_mgr event logs for mts Txbrief1

Configure detail vdc_mgr event logs for mts Txdetail1

Command Modes • /exec
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event-history vlan category all
event-history vlan [no] category all

Syntax Description switch wide event history configurationevent-history

Configure vlan manager event logsvlan

Disable vlan manager logs for categoryno

Configure vlan manager event logs for categorycategory

Configure vlan manager event logs for category all eventsall

Command Modes • /exec
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event-history vlan category mts (vlan_mgr_cli)
event-history vlan [no] category mts [tx [{brief|detail}]]

Syntax Description switch wide event history configurationevent-history

Configure vlan manager event logsvlan

Disable vlan manager logs for categoryno

Configure vlan manager event logs for categorycategory

Configure vlan manager event logs for category mtsmts

Configure vlan manager event logs for mts Tx framestx

Configure brief vlan manager event logs for mts Txbrief

Configure detail vlan manager event logs for mts Txdetail

Command Modes • /exec
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event-history vlan category mts (vlan_mgr_cli)
event-history vlan [no] category mts [rx [{brief|detail}]]

Syntax Description switch wide event history configurationevent-history

Configure vlan manager event logsvlan

Disable vlan manager logs for categoryno

Configure vlan manager event logs for categorycategory

Configure vlan manager event logs for category mtsmts

Configure vlan manager event logs for mts Rx framesrx

Configure brief vlan manager event logs for mts Rxbrief

Configure detail vlan manager event logs for mts Rxdetail

Command Modes • /exec
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event-history xbar category all
event-history xbar category all

Syntax Description switch wide event history configurationevent-history

Configure xbar event logsxbar

Configure xbar event logs for categorycategory

Configure xbar event logs for category all eventsall

Command Modes • /exec
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event-history xbar category mts
event-history xbar category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure xbar event logsxbar

Configure xbar event logs for categorycategory

Configure xbar event logs for category mtsmts

Configure xbar event logs for mts Rx framesrx

Configure brief xbar event logs for mts Rxbrief

Configure detail xbar event logs for mts Rxdetail

Configure xbar event logs for mts Tx framestx

Configure brief xbar event logs for mts Txbrief1

Configure detail xbar event logs for mts Txdetail1

Command Modes • /exec
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event-history xbar no category all
event-history xbar no category all

Syntax Description switch wide event history configurationevent-history

Configure xbar event logsxbar

Disable xbar event logs for categoryno

Configure xbar event logs for categorycategory

Configure xbar event logs for category all eventsall

Command Modes • /exec
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event-history xbar no category mts
event-history xbar no category mts [{rx [{brief|detail}]|tx [{brief1|detail1}]}]

Syntax Description switch wide event history configurationevent-history

Configure xbar event logsxbar

Disable xbar event logs for categoryno

Configure xbar event logs for categorycategory

Configure xbar event logs for category mtsmts

Configure xbar event logs for mts Rx framesrx

Configure brief xbar event logs for mts Rxbrief

Configure detail xbar event logs for mts Rxdetail

Configure xbar event logs for mts Tx framestx

Configure brief xbar event logs for mts Txbrief1

Configure detail xbar event logs for mts Txdetail1

Command Modes • /exec
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event-logging
[no] [eigrp] event-logging

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Log IP-EIGRP routing eventsevent-logging

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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event application sub-system type
[no] event application [tag tag_id] sub-system sub-system-id type event-type

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Application specific eventapplication

event tag identifiertag

Type: string

length: 029

tag name

tag_id

Sub-system ID that will publish the application eventsub-system

Type: uinteger

min: 1 max: 4294967295

Sub-system ID value

sub-system-id

Event type within the specified sub-systemtype

Type: uinteger

min: 1 max: 4294967295

Event type value

event-type

Command Modes • /exec/configure/event-manager-applet
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event cli match
[no] event cli [tag tag_id] match regex [count countnum [time interval]]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a cli event specificationcli

event tag identifiertag

Type: string

length: 029

tag name

tag_id

Enter cli regex to be used for matchingmatch

Type: string

length: 512

CLI regex, use * to wildcard a token

regex

Enter an integer to be used as countcount

Type: uinteger

min: 1 max: 65000

Integer count

countnum

Enter time interval within which the events need to happentime

Type: uinteger

min: 0 max: 10000000

Time interval in seconds, 0 for indefinitely

interval

Command Modes • /exec/configure/event-manager-applet
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event counter name entry-val entry-op
[no] event counter [tag tag_id] name counter-name entry-val entry-val entry-op entry-op [exit-val
exit-val exit-op exit-op]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a counter eventcounter

event tag identifiertag

Type: string

length: 029

tag name

tag_id

Enter the name of the countername

Type: string

length: 28

Name of the counter

counter-name

Specify the counter entry conditionsentry-val

Type: integer

Specify the value for comparison with the counter value

entry-val

Specify the operator to be used for comparisonentry-op

Specify the comparison operator

gt value: 5
greater than

ge value: 6
greater than or equal to

eq value: 7
equal to

ne value: 8
not equal to

lt value: 9
less than

le value: 10
less than or equal to

entry-op

Specify the counter exit conditionsexit-val

Type: integer

Specify the value for comparison with the counter value

exit-val
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Specify the operator to be used for comparisonexit-op

Specify the comparison operator

gt value: 5
greater than

ge value: 6
greater than or equal to

eq value: 7
equal to

ne value: 8
not equal to

lt value: 9
less than

le value: 10
less than or equal to

exit-op

Command Modes • /exec/configure/event-manager-applet
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event fanabsent time
[no] event fanabsent [fan fan-number] time time-interval

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create fanabsent event specificationfanabsent

Optional. Enter fan number (optional arg)fan

Type: integer-mrange

Enter fan-number

fan-number

Enter timetime

Type: uinteger

min: 10 max: 64000

Time in seconds fan can stay absent

time-interval

Command Modes • /exec/configure/event-manager-applet
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event fanbad time
[no] event fanbad [fan fan-number] time time-interval

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create fanbad event specificationfanbad

Optional. Enter fan number (optional arg)fan

Type: integer-mrange

Enter fan-number

fan-number

Enter timetime

Type: uinteger

min: 10 max: 64000

Time in seconds fan can stay bad

time-interval

Command Modes • /exec/configure/event-manager-applet
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event fib adjacency extra
[no] event fib adjacency extra

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

FIB related eventfib

Adjacency related eventadjacency

Route extra in FIBextra

Command Modes • /exec/configure/event-manager-applet
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event fib resource tcam usage
[no] event fib resource tcam usage

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

FIB related eventfib

Specify forwarding hardware resource related eventresource

Specify TCAM related eventtcam

Specify TCAM usage related eventusage

Command Modes • /exec/configure/event-manager-applet
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event fib route
[no] event fib route {inconsistent|missing|extra}

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

FIB related eventfib

IP Route related eventroute

Inconsistent route in FIBinconsistent

Missing route in FIBmissing

Route extra in FIBextra

Command Modes • /exec/configure/event-manager-applet
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event interface name parameter entry-val entry-op entry-type
poll-interval

[no] event interface [tag tag_id] name interface-name parameter counter-name entry-val entry-val
entry-op {en_gt|en_ge|en_eq|en_ne|en_lt|en_le} entry-type {en_value|en_increment|en_rate}
poll-interval poll-int-val [exit-comb {or|and}] [exit-val exit-val exit-op
{ex_gt|ex_ge|ex_eq|ex_ne|ex_lt|ex_le} exit-type {ex_value|ex_increment|ex_rate}] [exit-time
exit-time-val] [exit-event {false|true}] [average-factor avg-factor-val]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Interface eventinterface

event tag identifiertag

Type: string

length: 029

tag name

tag_id

Interface namename

Type: interface

Interface name string

interface-name

Interface counter to monitorparameter

Type: string

Name of the interface counter

counter-name

Counter value be compared to raise interface evententry-val

Type: integer-range

Entry counter value

entry-val

Entry comparison operatorentry-op

Greater thanen_gt

Greater than or equal toen_ge

Equal toen_eq

Not equal toen_ne

Less thanen_lt

Less than or equal toen_le
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Entry comparison typeentry-type

Entry-val specifies an absolute valueen_value

Entry-val specifies an incrementen_increment

Entry-val specifies the rate of change over a perioden_rate

Interval between consecutive polls in secondspoll-interval

Type: long

Enter seconds value

poll-int-val

Exit combination operator for exit condition testsexit-comb

Either exit-op/exit-val or exit-time must existor

Both exit-op/exit-val and exit-time must existand

Exit counter value for interface eventexit-val

Type: integer-range

Exit value

exit-val

Exit comparison operatorexit-op

Greater thanex_gt

Greater than or equal toex_ge

Equal toex_eq

Not equal toex_ne

Less thanex_lt

Less than or equal toex_le

Exit comparison typeexit-type

Exit-val specifies an absolute valueex_value

Exit-val specifies an incrementex_increment

Exit-val specifies the rate of change over a periodex_rate

Time before event monitoring is reenabledexit-time

Type: long

Enter seconds value

exit-time-val

Raise an exit event upon exitexit-event

Do not raise an exit event upon exitfalse
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Raise an exit event upon exittrue

Period used for rate based calculationsaverage-factor

Type: integer-range

Average factor value

avg-factor-val

Command Modes • /exec/configure/event-manager-applet

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1000

E Commands
event interface name parameter entry-val entry-op entry-type poll-interval



event manager applet
[no] event manager applet name [module module-id] [override override-name]

Syntax Description Negate a command or set its defaultsno

Event Manager commandsevent

Event Manager commandsmanager

Create/Modify an Event Manager Policyapplet

Type: string

length: 029

Name of policy (cannot have underscore in first two characters)

name

Restrict policy to a modulemodule

Type: integer-mrangemodule-id

Override a system policyoverride

Type: string

length: 029

Name of the system policy to override - should begin with double underscore

override-name

Command Modes • /exec/configure
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event manager clear counter
event manager clear counter counter-name

Syntax Description Event Manager commandsevent

Event Manager commandsmanager

Clear eventmanager informationclear

Clear the value of a countercounter

Type: string

length: 28

Name of the counter

counter-name

Command Modes • /exec
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event manager clear history events
event manager clear history events

Syntax Description Event Manager commandsevent

Event Manager commandsmanager

Clear event manager informationclear

Clear the stored/archived informationhistory

Clear all the stored/archived event history for this VDCevents

Command Modes • /exec
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event manager command maximum-timeout
event manager command maximum-timeout

Syntax Description Event Manager commandsevent

Event Manager commandsmanager

Cli's configured as policy actionscommand

Allot maximum timeout for cli action executionmaximum-timeout

Command Modes • /exec
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event manager environment
event manager environment varname varvalue|no event manager environment varname

Syntax Description Negate a command or set its defaultsno

Event Manager commandsevent

Event Manager commandsmanager

Configure an environment variableenvironment

Type: string

length: 029

Name of the environment variable

varname

Type: string

length: 039

Value of the environment variable

varvalue

Command Modes • /exec/configure
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event manager policy
event manager policy name

Syntax Description Event Manager commandsevent

Event Manager commandsmanager

Register a script policy and activate
it

policy

Type: string

length: 029

Name of the script policy file

name

Command Modes • /exec/configure
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event manager run
event manager run policy-name

Syntax Description Event Manager commandsevent

Event Manager commandsmanager

Trigger/run an event manager policy manuallyrun

Type: string

Name of the policy to be triggered-cannot specify default system policy

policy-name

Command Modes • /exec
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event manager run none
event manager run policy-name none [arg1 [arg2 [arg3 [arg4 [arg5 [arg6 [arg7 [arg8 [arg9
[arg10]]]]]]]]]]

Syntax Description Event Manager commandsevent

Event Manager commandsmanager

Trigger/run an event manager policyrun

Type: string

Name of the policy to be triggered-cannot specify default system policy

policy-name

Trigger/run policy with none EPnone

Type: string

length: 38

User specified data value 1

arg1

Type: string

length: 38

User specified data value 2

arg2

Type: string

length: 38

User specified data value 3

arg3

Type: string

length: 38

User specified data value 4

arg4

Type: string

length: 38

User specified data value 5

arg5

Type: string

length: 38

User specified data value 6

arg6

Type: string

length: 38

User specified data value 7

arg7
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Type: string

length: 38

User specified data value 8

arg8

Type: string

length: 38

User specified data value 9

arg9

Type: string

length: 38

User specified data value 10

arg10

Command Modes • /exec
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event manager script
[no] event manager script name [override override-name]

Syntax Description Negate a command or set its defaultsno

Event Manager commandsevent

Event Manager commandsmanager

Create/Modify an Event Manager Policyscript

Type: string

length: 029

Name of the policy - cannot have underscore in first two characters

name

Have this policy override a system policyoverride

Type: string

length: 029

Name of the system policy to override - should begin with double underscore

override-name

Command Modes • /exec/configure
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event memory
[no] event memory {minor|severe|critical}

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Creatememory thresholds event specificationmemory

Minor alertminor

Severe alertsevere

Critical alertcritical

Command Modes • /exec/configure/event-manager-applet
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event module-failure type module count
[no] event module-failure [tag tag_id] type err-name module {allmodule} count countnum [time
interval]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a 'module-failure' event specificationmodule-failure

event tag identifiertag

Type: string

tag name

tag_id

Enter an error typetype
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registration-timeout value: 23
Registration timeout

registration-failure value: 22
Registration failure

runtime-diag-failure value: 25
Runtime diag failure

runtime-diag-timeout value: 26
Runtime diag timeout

image-download-failed value: 276
Image download failure

lc-ready-timeout value: 30
LC ready timeout

insertion-seq-failure value: 400
Insertion sequence failure

unexpected-registration value: 21
Unexpected registration received

lc-failed value: 38
LC failed

lc-not-responding value: 69
LC not responding

lc-sw-failure value: 91
LC software failure

upgrade-srg-not-compatible value: 238
Upgrade SRG not compatible

sequence-timeout value: 212
Sequence timeout

image-upgrade-failed value: 119
Image upgrade failed

hitless-upgrade-seq-timeout value: 231
Hitless upgrade sequence timeout

srg-info-resp-timeout value: 258
SRG info response timeout

addon-sequence-failure value: 406
Addon sequence failure

hitless-upgrade-reg-failure value: 226
Registration failure after hitless upgrade

hitless-upgrade-diag-failure value: 227
Runtime diag failure after hitless upgrade

hitless-upgrade-procmgr-notif value: 228
LC software failure after hitless upgrade

hitless-upgrade-failure value: 239
Hitless upgrade failure

any value: 0xffff

err-name

Enter a module numbermodule

All modulesall

Type: integer

Enter module number

module
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Enter an integer to be used as countcount

Type: uinteger

Integer count

countnum

Enter time interval within which the events need to happentime

Type: uinteger

min: 0 max: 10000000

Time interval in seconds

interval

Command Modes • /exec/configure/event-manager-applet
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event module status module1
[no] event module [tag tag_id] status {online|offline|any} module1 {allmodule}

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a 'module' event specificationmodule

event tag identifiertag

Type: string

tag name

tag_id

Status eventstatus

Online statusonline

Offline statusoffline

Online or offline statusany

Enter a module numbermodule1

All modulesall

Type: integer

Enter module number

module

Command Modes • /exec/configure/event-manager-applet
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event none
[no] event none

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Manually run policy event with nonenone

Command Modes • /exec/configure/event-manager-applet
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event oir fan
[no] event oir [tag tag_id] fan {insert|remove|anyoir} [fannum]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create Online-Insertion-Removal event specificationoir

event tag identifiertag

Type: string

tag name

tag_id

Fan OIRfan

OIR insertinsert

OIR removeremove

any OIR (Either insert or remove)anyoir

Type: uinteger

min: 1 max: 12

Optional. Enter Fan number.

fannum

Command Modes • /exec/configure/event-manager-applet
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event oir module
[no] event oir [tag tag_id] module {insert|remove|anyoir} [module]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create Online-Insertion-Removal event specificationoir

event tag identifiertag

Type: string

tag name

tag_id

Module OIRmodule

OIR insertinsert

OIR removeremove

any OIR (Either insert or remove)anyoir

Type: integer

Optional. Enter module number

module

Command Modes • /exec/configure/event-manager-applet
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event oir powersupply
[no] event oir [tag tag_id] powersupply {insert|remove|anyoir} [powersupnum]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create Online-Insertion-Removal event specificationoir

event tag identifiertag

Type: string

tag name

tag_id

powersupply OIRpowersupply

OIR insertinsert

OIR removeremove

any OIR (Either insert or remove)anyoir

Type: uinteger

min: 1 max: 10

Optional. Enter powersupply number

powersupnum

Command Modes • /exec/configure/event-manager-applet
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event policy-default count
[no] event policy-default count countnum [time interval]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Use the event in the system policy being overriddenpolicy-default

Enter an integer to be used as countcount

Type: uinteger

min: 1 max: 65000

Integer count

countnum

Enter time interval within which the events need to happentime

Type: uinteger

Time interval in seconds

interval

Command Modes • /exec/configure/event-manager-applet
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event poweroverbudget
[no] event poweroverbudget

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create poweroverbudget event specificationpoweroverbudget

Command Modes • /exec/configure/event-manager-applet
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event snmp oid get-type entry-op entry-val poll-interval
[no] event snmp [tag tag_id] oid oid-val get-type {exact|next} entry-op
{ent_gt|ent_ge|ent_eq|ent_ne|ent_lt|ent_le} entry-val entry-val [{exit-comb {or|and} exit-op
{ex_gt|ex_ge|ex_eq|ex_ne|ex_lt|ex_le} exit-val exit-val exit-time exit-time-val|exit-op1
{ex_gt1|ex_ge1|ex_eq1|ex_ne1|ex_lt1|ex_le1} exit-val1 exit-val1}] poll-interval poll-int-val

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a 'snmp' event specification.snmp

event tag identifiertag

Type: string

tag name

tag_id

oid of data element in dot notation.oid

Type: string

oid of data element in dot notation.

oid-val

The type of SNMP get operation.get-type

exactexact

nextnext

entry comparison operator.entry-op

greater thanent_gt

greater than or equal toent_ge

equal toent_eq

not equal toent_ne

less thanent_lt

less than or equal toent_le

value to compare with the current polled valueentry-val

Type: longlong

value to compare with the current polled value

entry-val

exit criterion combinationexit-comb

logical ORor
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logical ANDand

exit comparison operator.exit-op

greater thanex_gt

greater than or equal toex_ge

equal toex_eq

not equal toex_ne

less thanex_lt

less than or equal toex_le

value to compare with the current polled valueexit-val

Type: longlong

value to compare with the current polled value

exit-val

exit comparison operator.exit-op1

greater thanex_gt1

greater than or equal toex_ge1

equal toex_eq1

not equal toex_ne1

less thanex_lt1

less than or equal toex_le1

value to compare with the current polled valueexit-val1

Type: longlong

value to compare with the current polled value

exit-val1

exit timeexit-time

Type: integer-range

exit time in seconds

exit-time-val

polling intervalpoll-interval

Type: integer-range

polling interval in seconds

poll-int-val

Command Modes • /exec/configure/event-manager-applet
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event storm-control
[no] event storm-control

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a storm control event specificationstorm-control

Command Modes • /exec/configure/event-manager-applet
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event syslog pattern
[no] event syslog [tag tag_id] [occurs num-occurences] [period period-value] [priority
[{i0|alerts|critical|debugging|emergencies|errors|informational|notifications|warnings}]] pattern regex

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a syslog event specificationsyslog

event tag identifiertag

Type: string

length: 029

tag name

tag_id

Enter an integer to be used for number of occurencesoccurs

Type: uinteger

min: 1 max: 65000

Integer count

num-occurences

Enter time interval within which the events need to happenperiod

Type: uinteger

Time interval in seconds, 0 for indefinitely

period-value

Priority of the log messagepriority

Type: integer

min: 0 max: 7

Enter priority of the log message

i0

Alert log messagealerts

Critical log messagecritical

Debugging log messagedebugging

Emergency log messageemergencies

Error log messageerrors

Informational log messageinformational

Notifications log messagenotifications

Warning log messagewarnings
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Enter regex to be used for matchingpattern

Type: string

length: 256

SYSLOG regex

regex

Command Modes • /exec/configure/event-manager-applet
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event sysmgr memory major minor clear
[no] event sysmgr memory [module module] major i0 minor i1 clear i2

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

system manager related eventssysmgr

memory alert eventmemory

Optional. Enter module numbermodule

Type: integer-mrange

Enter module-number

module

set major memory thresholdmajor

Type: uinteger

min: 1 max: 99

major memory threshold

i0

set minor memory thresholdminor

Type: uinteger

min: 1 max: 99

minor memory threshold

i1

set clear memory alert thresholdclear

Type: uinteger

min: 1 max: 99

clear memory threshold

i2

Command Modes • /exec/configure/event-manager-applet
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event sysmgr switchover count time
[no] event sysmgr switchover count countnum time interval

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

System manager related eventssysmgr

Switchover related eventswitchover

Number of switchovers after which event should be triggeredcount

Type: uinteger

min: 1 max: 65000

Integer count

countnum

Enter time interval within which the events need to happentime

Type: uinteger

min: 1 max: 4294967295

Time interval in seconds

interval

Command Modes • /exec/configure/event-manager-applet
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event temperature threshold
[no] event temperature [module module] [sensor sensornum] threshold {major|minor|any}

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create temperature event specificationtemperature

Optional. Enter module number (optional arg)module

Type: integer-mrange

Enter module-number

module

Optional. Enter sensor number (optional arg)sensor

Type: integer-mrange

Enter sensor number

sensornum

Enter Major or Minor thresholdthreshold

Major thresholdmajor

Minor thresholdminor

Major or Minorany

Command Modes • /exec/configure/event-manager-applet
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event timer
[no] event timer [tag tag_id] {watchdog wtime watchdog-time|absolute atime
absolute-time|countdown ctime countdown-time|cron cron-entry cron-time} [name timer_name]

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a timer event specificationtimer

event tag identifiertag

Type: string

length: 029

tag name

tag_id

name of the timername

Type: string

length: 30

Enter the timer name

timer_name

Watchdog timer eventwatchdog

Time period for watchdogwtime

Type: longlong

Enter watchdog seconds value

watchdog-time

Absolute timer event.absolute

epoch time for absolute. Try epochconverter online tool to get valueatime

Type: longlong

Enter absolute time value

absolute-time

Countdown timer eventcountdown

Time period for countdownctime

Type: longlong

Enter countdown seconds value

countdown-time

Cron timer eventcron

Cron entry stringcron-entry
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Type: string

length: 100

format: * * * * * => min hour dom month dow

cron-time

Command Modes • /exec/configure/event-manager-applet
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event track state
event track [tag tag_id] object-id state {any|up|down}|no event track [tag tag_id] object-id

Syntax Description Negate a command or set its defaultsno

Configure an event specificationevent

Create a 'track' event specificationtrack

event tag identifiertag

Type: string

tag name

tag_id

Type: integer

min: 1 max: 500

Track objects

object-id

State of tracking objectstate

Any stateany

Down statedown

Up stateup

Command Modes • /exec/configure/event-manager-applet
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exceptionlog module syserr devid errtype errcode phylayer
ports harderror

exceptionlog module module syserr syserr devid id errtype type errcode code phylayer phy
ports list harderror hard [desc str] [inband intinband]

Syntax Description Exception logexceptionlog

Enter a module numbermodule

Type: integer

Enter module number

module

Enter syserrsyserr

Type: hex

Syserr code

syserr

Enter device iddevid

Type: uinteger

Device id

id

Enter error typeerrtype

Type: uinteger

Error type

type

Enter error codeerrcode

Type: uinteger

Error code

code

Enter phy layerphylayer

Type: uinteger

Phy layer

phy

Enter failed portsports

Type: integer-mrange

List of ports

list

Irrecoverable error?harderror
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Type: integer

min: 0 max: 4 default: 1

Error sub-category

hard

Enter error descriptiondesc

Type: string

Error description

str

inband flaginband

Type: integer

inband flag

intinband

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1034

E Commands
exceptionlog module syserr devid errtype errcode phylayer ports harderror



exec-timeout (vsh)
exec-timeout i0|no exec-timeout [i0]

Syntax Description Negate a command or set its defaultsno

Configure exec timeoutexec-timeout

Type: integer

min: 0 max: 525600

Enter timeout in minutes, 0 to disable

i0

Command Modes • /exec/configure/line
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exec-timeout (vsh)
exec-timeout i0|no exec-timeout [i0]

Syntax Description Negate a command or set its defaultsno

Configure exec timeoutexec-timeout

Type: integer

min: 0 max: 525600

Enter timeout in minutes, 0 to disable

i0

Command Modes • /exec/configure/console
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exit
exit

Syntax Description Exit from command
interpreter

exit

Command Modes • /global
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export map
[no] export map rmap-name

Syntax Description Negate a command or set its defaultsno

VRF exportexport

Route-map based VRF exportmap

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/vrf-af-ipv4
• /exec/configure/vrf-af-ipv6
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F Commands

• fast-external-fallover, on page 1041
• fast-flood enable, on page 1042
• fast-flood interval, on page 1043
• feature-set, on page 1044
• feature, on page 1045
• feature bash-shell, on page 1046
• feature bfd, on page 1047
• feature bgp, on page 1048
• feature cts, on page 1049
• feature dhcp, on page 1050
• feature eigrp, on page 1051
• feature evmed, on page 1052
• feature glbp, on page 1053
• feature hsrp, on page 1054
• feature interface-vlan, on page 1055
• feature isis, on page 1056
• feature lacp, on page 1057
• feature ldap, on page 1058
• feature lldp, on page 1059
• feature msdp, on page 1060
• feature ntp, on page 1061
• feature nv overlay, on page 1062
• feature nxapi, on page 1063
• feature ospf, on page 1064
• feature ospfv3, on page 1065
• feature password encryption aes, on page 1066
• feature pim, on page 1067
• feature poap, on page 1068
• feature pong, on page 1069
• feature private-vlan, on page 1070
• feature privilege, on page 1071
• feature rip, on page 1072
• feature scheduler, on page 1073
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• feature scp-server, on page 1074
• feature sftp-server, on page 1075
• feature ssh, on page 1076
• feature tacacs+, on page 1077
• feature telnet, on page 1078
• feature udld, on page 1079
• feature vn-segment-vlan-based, on page 1080
• feature vpc, on page 1081
• feature vrrp, on page 1082
• feature vtp, on page 1083
• fex, on page 1084
• fex associate, on page 1085
• fex management-instance fabric, on page 1086
• fex pinning redistribute, on page 1087
• filesys delete, on page 1088
• filter, on page 1089
• filter access-group, on page 1090
• filter vlan, on page 1091
• filter vlan include-untagged, on page 1092
• find, on page 1093
• fips mode enable, on page 1094
• flowcontrol, on page 1095
• flowcontrol hardware, on page 1096
• flush-routes (bgp), on page 1097
• flush-routes (eigrp), on page 1098
• flush-routes (isis), on page 1099
• flush-routes (ospf), on page 1100
• flush-routes (ospfv3), on page 1101
• flush-routes (rip), on page 1102
• forceshut reset-reason, on page 1103
• format bootflash, on page 1104
• format bootflash check-filesystem, on page 1105
• format logflash, on page 1106
• format logflash check-filesystem, on page 1107
• format usb1, on page 1108
• format usb2, on page 1109
• forwarder preempt, on page 1110
• forwarding interface statistics mode, on page 1111
• forwarding layer-2 f1 exclude supervisor, on page 1112
• fragments, on page 1113
• from, on page 1114
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fast-external-fallover
[no] fast-external-fallover

Syntax Description Negate a command or set its defaultsno

Immediately reset the session if the link to a directly connected BGP peer goes downfast-external-fallover

Command Modes • /exec/configure/router-bgp
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fast-flood enable
[no] fast-flood enable

Syntax Description Negate a command or set its defaultsno

Fast flood the LSP'sfast-flood

Turn on fast-floodingenable

IS-IS level

level-1 value: 1
Configure Fast flood level-1
interval

level-2 value: 2
Configure Fast flood level-2
interval

level

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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fast-flood interval
[no] fast-flood interval interval

Syntax Description Negate a command or set its defaultsno

Fast flood the LSP'sfast-flood

Duration/interval of the fast-flood timer.interval

IS-IS level

level-1 value: 1
Configure SPF level-1 interval

level-2 value: 2
Configure SPF level-2 interval

level

Type: uinteger

min: 1 max: 3000 default: 1

Specify the value (ms)

interval

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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feature-set
feature-set fs

Syntax Description Enable
feature-set

feature-set

Type: userdef

allow feature-set

fs

Command Modes • /exec/configure
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feature
[no] feature arg1

Syntax Description Negate a command or set its defaultsno

Feature namefeature

Type: string

length: 32

Enter feature name

arg1

Command Modes • /exec/configure/rolefeaturegrp
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feature bash-shell
[no] feature "bash-shell"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable bash-shellbash-shell

Command Modes • /exec/configure
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feature bfd
[no] feature bfd

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

bfdbfd

Command Modes • /exec/configure
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feature bgp
[no] feature bgp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Border Gateway Protocol (BGP)bgp

Command Modes • /exec/configure
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feature cts
[no] feature cts

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable CTSNot available in this release.cts

Command Modes • /exec/configure
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1049

F Commands
feature cts



feature dhcp
[no] feature dhcp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable DHCP Managerdhcp

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1050

F Commands
feature dhcp



feature eigrp
[no] feature eigrp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Command Modes • /exec/configure
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feature evmed
[no] feature evmed

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/DisableGeneric event detectorsevmed

Command Modes • /exec/configure
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feature glbp
[no] feature glbp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Gateway Load Balancing Protocol (GLBP)Not available in this release.glbp

Command Modes • /exec/configure
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feature hsrp
[no] feature hsrp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Hot Standby Router Protocol (HSRP)hsrp

Command Modes • /exec/configure
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feature interface-vlan
[no] feature interface-vlan

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable interface vlaninterface-vlan

Command Modes • /exec/configure
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feature isis
[no] feature isis

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable IS-IS Unicast Routing Protocol (IS-IS)isis

Command Modes • /exec/configure
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feature lacp
[no] feature lacp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable LACPlacp

Command Modes • /exec/configure
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feature ldap
[no] feature "ldap"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable ldapldap

Command Modes • /exec/configure
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feature lldp
[no] feature lldp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable LLDPlldp

Command Modes • /exec/configure
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feature msdp
[no] feature msdp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/DisableMulticast Source Discovery Protocol (MSDP)msdp

Command Modes • /exec/configure
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feature ntp
[no] feature ntp

Syntax Description Negate a command or set its defaultno

Command to enable/disable featuresfeature

Enable/Disable NTPntp

Command Modes • /exec/configure
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feature nv overlay
[no] feature nv overlay

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable VxLAN Available only in the 9300 series.nv

Enable/Disable VxLAN Available only in the 9300 series.overlay

Command Modes • /exec/configure
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feature nxapi
[no] feature "nxapi"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable nxapinxapi

Command Modes • /exec/configure
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feature ospf
[no] feature ospf

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Open Shortest Path First Protocol (OSPF)ospf

Command Modes • /exec/configure
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feature ospfv3
[no] feature ospfv3

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Open Shortest Path First Version 3 Protocol (OSPFv3)ospfv3

Command Modes • /exec/configure
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feature password encryption aes
[no] feature password encryption aes

Syntax Description Negate a command or set its defaultsno

Enable the featurefeature

Credential(s) for the user(s)/device(s)password

Strong encryption for credential(s)encryption

Encrypt usingAES encryption standardaes

Command Modes • /exec/configure
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feature pim
[no] feature pim

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Protocol IndependentMulticast (PIM)pim

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1067

F Commands
feature pim



feature poap
[no] feature poap

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable POAPpoap

Command Modes • /exec/configure
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feature pong
[no] feature pong

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable PongNot available in this release.pong

Command Modes • /exec/configure
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feature private-vlan
[no] feature private-vlan

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable private-vlanNot available in this release.private-vlan

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1070

F Commands
feature private-vlan



feature privilege
[no] feature privilege

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable IOS type privilege level supportprivilege

Command Modes • /exec/configure
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feature rip
[no] feature rip

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Routing Information Protocol (RIP)rip

Command Modes • /exec/configure
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feature scheduler
[no] feature scheduler

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable schedulerscheduler

Command Modes • /exec/configure
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feature scp-server
[no] feature "scp-server"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable SCP serverscp-server

Command Modes • /exec/configure
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feature sftp-server
[no] feature "sftp-server"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable SFTP serversftp-server

Command Modes • /exec/configure
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feature ssh
[no] feature "ssh"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable sshssh

Command Modes • /exec/configure
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feature tacacs+
[no] feature "tacacs+"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable tacacs+tacacs+

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1077

F Commands
feature tacacs+



feature telnet
[no] feature "telnet"

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable telnettelnet

Command Modes • /exec/configure
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feature udld
[no] feature udld

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable UDLDudld

Command Modes • /exec/configure
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feature vn-segment-vlan-based
[no] feature vn-segment-vlan-based

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable VLAN based VN segment Available only in the 9300 series.vn-segment-vlan-based

Command Modes • /exec/configure
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feature vpc
[no] feature vpc

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable VPC (Virtual Port Channel)vpc

Command Modes • /exec/configure
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feature vrrp
[no] feature vrrp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable Virtual Router Redundancy Protocol (VRRP)vrrp

Command Modes • /exec/configure
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feature vtp
[no] feature vtp

Syntax Description Negate a command or set its defaultsno

Command to enable/disable featuresfeature

Enable/Disable VTPvtp

Command Modes • /exec/configure
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fex
[no] fex chas_no

Syntax Description Negate the
command

no

FEX configurationfex

Type: integer

min: 101 max: 199

FEX number

chas_no

Command Modes • /exec/configure
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fex associate
fex associate chassis_no [chassis-serial serial_no [module-serial mod_serial] [module-slot
{left|right}]]|no fex associate [chassis_no]

Syntax Description Negate a command or set its defaultsno

Configure FEX fabricfex

Associate the port to a FEXassociate

Type: uinteger

min: 101 max: 199

FEX number

chassis_no

Chassis serial numberchassis-serial

Type: string

length: 20

Serial number

serial_no

Module serial numbermodule-serial

Type: string

length: 20

Module serial number

mod_serial

Module Slotmodule-slot

Left IO module slotleft

Right IO module slotright

Command Modes • /exec/configure/if-eth-base
• /exec/configure/if-eth-l2-non-member
• /exec/configure/if-ethernet-all
• /exec/configure/if-port-channel
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fex management-instance fabric
fex management-instance inst fabric fabric_no|no fex management-instance

Syntax Description Negate a command or set its defaultsno

FEX configurationfex

Management instance configurationmanagement-instance

Type: string

length: 40

Management Instance

inst

Left fabric or Right fabricfabric

Type: uinteger

min: 1 max: 2

Fabric number

fabric_no

Command Modes • /exec/configure
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fex pinning redistribute
fex pinning redistribute rchas_id

Syntax Description FEX control commandsfex

Pinning redistributionpinning

Redistribute FEX ports to fabric portsredistribute

Type: uinteger

min: 101 max: 199

FEX number

rchas_id

Command Modes • /exec
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filesys delete
filesys delete s0

Syntax Description file system commandfilesys

delete a file on file
system

delete

Type: string

file name

s0

Command Modes • /exec
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filter
[no] filter [{subject-name s0|altname-email s1|altname-upn s2}]

Syntax Description Negate a command or set its defaultsno

Configure mapping filterfilter

Subject name of the certificatesubject-name

Type: string

length: 64

Subject name

s0

Email id as an alternate namealtname-email

Type: string

length: 64

Email id

s1

User principal name as an alternate namealtname-upn

Type: string

length: 64

User principal name

s2

Command Modes • /exec/configure/certmap-filter
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filter access-group
[no] filter access-group acl-name

Syntax Description Negate a command or set its defaultsno

Filter configurationfilter

access control groupaccess-group

Type: string

access control list name

acl-name

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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filter vlan
[no] filter vlan vlan_mrange [include-untagged]

Syntax Description Negate a command or set its defaultsno

Filter configurationfilter

Vlan typevlan

Type: vlan-mrangevlan_mrange

Include untagged frames on port with Layer 3 subinterfaces Not available in this release.include-untagged

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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filter vlan include-untagged
[no] filter vlan include-untagged

Syntax Description Negate a command or set its defaultsno

Filter configurationfilter

Vlan typevlan

Include untagged frames on port with Layer 3 subinterfaces Not available in this release.include-untagged

Command Modes • /exec/configure/config-monitor
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1092

F Commands
filter vlan include-untagged



find
find s0

Syntax Description Find a file below the current directoryfind

Type: string

length: 64

Enter the filename prefix to search

s0

Command Modes • /exec
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fips mode enable
[no] fips mode enable

Syntax Description Negate a command or set its defaultsno

Enable/Disable FIPSmodeNot available in this release.fips

FIPS modemode

Enable/Disable FIPS modeenable

Command Modes • /exec/configure
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flowcontrol
flowcontrol {receive rx_flowctrl|send tx_flowctrl}|no flowcontrol {receive [rx_flowctrl]|send
[tx_flowctrl]}

Syntax Description Negate a command or set its defaultsno

Configure interface flowcontrolNot available in this release.flowcontrol

Receive pause framesreceive

Receive flow control

on value: 0x2
Receive ON

off value: 0x0
Receive OFF

desired value: 0x8
Receive desired

rx_flowctrl

Send pause framessend

Send flow control

on value: 0x1
Send ON

off value: 0x0
Send OFF

desired value: 0x4
Send desired

tx_flowctrl

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
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flowcontrol hardware
[no] flowcontrol hardware

Syntax Description Negate a command or set its defaultsno

Set flow controlflowcontrol

Set hardware flowcontrolhardware

Command Modes • /exec/configure/com1
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flush-routes (bgp)
[no] flush-routes

Syntax Description Negate a command or set its defaultsno

Flush routes in RIB upon controlled restartflush-routes

Command Modes • /exec/configure/router-bgp
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flush-routes (eigrp)
[no] flush-routes

Syntax Description Negate a command or set its defaultsno

Flush routes in RIB during restartflush-routes

Command Modes • /exec/configure/router-eigrp
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flush-routes (isis)
[no] flush-routes

Syntax Description Negate a command or set its defaultsno

Flush routes on non-graceful controlled restartflush-routes

Command Modes • /exec/configure/router-isis
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flush-routes (ospf)
[no] flush-routes

Syntax Description Negate a command or set its defaultsno

Flush routes on a non-graceful controlled restartflush-routes

Command Modes • /exec/configure/router-ospf
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flush-routes (ospfv3)
[no] flush-routes

Syntax Description Negate a command or set its defaultsno

Flush routes on a non-graceful controlled restartflush-routes

Command Modes • /exec/configure/router-ospf3
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flush-routes (rip)
[no] flush-routes

Syntax Description Negate a command or set its defaultsno

Flush routes in RIB during restartflush-routes

Command Modes • /exec/configure/router-rip
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forceshut reset-reason
forceshut [{module module|s0 santa-cruz-range|zone zonenum subzone}] reset-reason
reset_reason_string

Syntax Description Force the entire switch to shut downforceshut

Optional. Module to be forceshut(optional arg)module

Type: integer

please enter the module number

module

Type: xbar-str

Power off a specific xbar

s0

Type: integer

please enter the xbar number

santa-cruz-range

Optional. Zone to be forceshut(optional arg)zone

Type: integer

min: 1 max: 2

please enter the zone number

zonenum

Type: integer

min: 1 max: 7

please enter the subzone number

subzone

Shut down (with reset-reason)reset-reason

Type: string

please enter reset_reason_string in quotes

reset_reason_string

Command Modes • /exec
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format bootflash
format bootflash:

Syntax Description Format disksformat

Format
bootflash:

bootflash:

Command Modes • /exec
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format bootflash check-filesystem
format bootflash:check-filesystem

Syntax Description Format disksformat

Format bootflash:bootflash:

Format bootflash: and fix any errors in file systemcheck-filesystem

Command Modes • /exec
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format logflash
format logflash:

Syntax Description Format disksformat

Format
logflash:

logflash:

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1106

F Commands
format logflash



format logflash check-filesystem
format logflash:check-filesystem

Syntax Description Format disksformat

Format logflash:logflash:

Format logflash: and fix any errors in file systemcheck-filesystem

Command Modes • /exec
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format usb1
format usb1:

Syntax Description Format
disks

format

Format
usb1:

usb1:

Command Modes • /exec
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format usb2
format usb2:

Syntax Description Format
disks

format

Format
usb2:

usb2:

Command Modes • /exec
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forwarder preempt
[no] forwarder preempt [delay minimum min-delay]

Syntax Description Negate a command or set its defaultsno

Forwarder Configurationforwarder

Overthrow lower priority designated routerspreempt

Wait before preemptingdelay

Delay at least this longminimum

Type: integer

min: 0 max: 3600

Number of seconds for minimum delay

min-delay

Command Modes • /exec/configure/if-eth-any/glbp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1110

F Commands
forwarder preempt



forwarding interface statistics mode
[no] {platform|hardware} forwarding interface statistics mode {mpls|default} [module module-num]

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Hardware forwardingforwarding

InterfaceNot available in this release.interface

Statisticsstatistics

Statistics modemode

Mpls modempls

Default modedefault

Specify a module numbermodule

Type: integer

Specify a module number

module-num

Command Modes • /exec/configure
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forwarding layer-2 f1 exclude supervisor
[no] {platform|hardware} forwarding layer-2 f1 exclude supervisor

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Forwarding informationforwarding

L2 only mode Not available in this release.layer-2

N7K-F132XP-15 module Not available in this release.f1

Exclude supervisor from getting copies of ARP andmulticast packetsexclude

Supervisor modulesupervisor

Command Modes • /exec/configure
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fragments
[no] fragments opt_type

Syntax Description Negate a command or set its defaultsno

Optimize fragments rule installationfragments

frag_op_type

deny-all value: 3
Drop all fragments

permit-all value: 2
Allow all fragments

opt_type

Command Modes • /exec/configure/ipacl
• /exec/configure/ipv6acl
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from
[no] {from frm-list to to-val|default {value|copy|ignore}}

Syntax Description Negate a command or set its defaultsno

Map values from thisfrom

Type: integer-mrange

Original list of values which are to be mapped

frm-list

Map values to thisto

Type: uinteger

min: 0 max: 63

New mapped value

to-val

map default valuesdefault

Type: uinteger

min: 0 max: 63

default value to be set

value

Do a default copycopy

Ignore any unspecified valuesignore

Command Modes • /exec/configure/table-map
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G Commands

• getnext, on page 1116
• graceful-restart (bgp), on page 1117
• graceful-restart-helper, on page 1118
• graceful-restart (isis), on page 1119
• graceful-restart (ospf), on page 1120
• graceful-restart (ospfv3), on page 1121
• graceful-restart grace-period (ospf), on page 1122
• graceful-restart grace-period (ospfv3), on page 1123
• graceful-restart helper-disable (ospf), on page 1124
• graceful-restart helper-disable (ospfv3), on page 1125
• graceful-restart restart-time, on page 1126
• graceful-restart stalepath-time, on page 1127
• graceful-restart t3 manual, on page 1128
• graceful consistency-check, on page 1129
• gunzip, on page 1130
• gzip, on page 1131
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getnext
" | " getnext

Syntax Description Pipe command output to filter|

return next instance instead of specified one, or first instance if none specified (if supported by
feature)

getnext

Command Modes • /output
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graceful-restart (bgp)
[no] graceful-restart

Syntax Description Negate a command or set its defaultsno

Configure Graceful Restart functionalitygraceful-restart

Command Modes • /exec/configure/router-bgp/vrf-cmds

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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graceful-restart-helper
[no] graceful-restart-helper

Syntax Description Negate a command or set its defaultsno

Configure Graceful Restart Helper mode functionalitygraceful-restart-helper

Command Modes • /exec/configure/router-bgp/vrf-cmds
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graceful-restart (isis)
[no] graceful-restart

Syntax Description Negate a command or set its defaultsno

Enable graceful restart for IS-ISgraceful-restart

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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graceful-restart (ospf)
[no] graceful-restart [planned-only]

Syntax Description Negate a command or set its defaultsno

Configure graceful restartgraceful-restart

Enable graceful restart only for a planned restartplanned-only

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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graceful-restart (ospfv3)
[no] graceful-restart [planned-only]

Syntax Description Negate a command or set its defaultsno

Configure graceful restartgraceful-restart

Enable graceful restart only for a planned restartplanned-only

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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graceful-restart grace-period (ospf)
[no] graceful-restart grace-period grace-period

Syntax Description Negate a command or set its defaultsno

Configure graceful restartgraceful-restart

Configure maximum interval to restart gracefullygrace-period

Type: integer

min: 5 max: 1800 default: 60

Grace period in seconds

grace-period

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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graceful-restart grace-period (ospfv3)
[no] graceful-restart grace-period grace-period

Syntax Description Negate a command or set its defaultsno

Configure graceful restartgraceful-restart

Configure maximum interval to restart gracefullygrace-period

Type: integer

min: 5 max: 1800 default: 60

Grace period in seconds

grace-period

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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graceful-restart helper-disable (ospf)
[no] graceful-restart helper-disable

Syntax Description Negate a command or set its defaultsno

Configure graceful restartgraceful-restart

Disable helper modehelper-disable

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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graceful-restart helper-disable (ospfv3)
[no] graceful-restart helper-disable

Syntax Description Negate a command or set its defaultsno

Configure graceful restartgraceful-restart

Disable helper modehelper-disable

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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graceful-restart restart-time
graceful-restart restart-time restart-time|no graceful-restart restart-time [restart-time]

Syntax Description Negate a command or set its defaultsno

Configure Graceful Restart functionalitygraceful-restart

Maximum time for restart advertised to peersrestart-time

Type: integer

min: 1 max: 3600 default: 120

Restart time (seconds)

restart-time

Command Modes • /exec/configure/router-bgp/vrf-cmds
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graceful-restart stalepath-time
graceful-restart stalepath-time stalepath-time|no graceful-restart stalepath-time [stalepath-time]

Syntax Description Negate a command or set its defaultsno

Configure Graceful Restart functionalitygraceful-restart

Maximum time to keep a restarting peer's stale routesstalepath-time

Type: integer

min: 1 max: 3600 default: 300

Stalepath time (seconds)

stalepath-time

Command Modes • /exec/configure/router-bgp/vrf-cmds
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graceful-restart t3 manual
graceful-restart t3 manual sec|no graceful-restart t3 manual [sec]

Syntax Description Negate a command or set its defaultsno

Enable graceful restart for IS-ISgraceful-restart

Set the T3 (RFC 3847) graceful restart timert3

Change manually T3 default valuemanual

Type: integer

min: 30 max: 65535 default: 60

Specify T3 value (secs)

sec

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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graceful consistency-check
[no] graceful consistency-check

Syntax Description Negate a command or set its defaultsno

Enable graceful featuresgraceful

Enable graceful type-1 consistency checkconsistency-check

Command Modes • /exec/configure/vpc-domain
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gunzip
gunzip uri0

Syntax Description Uncompresses LZ77 coded filesgunzip

Type: uri

Enter filename (filenamemust have .gz extension)

uri0

Command Modes • /exec
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gzip
gzip uri0

Syntax Description Compresses file using LZ77 codinggzip

Type: uri

Enter filename

uri0

Command Modes • /exec
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H Commands

• ha-policy, on page 1135
• ha-stateful, on page 1136
• hardware access-list lou resource threshold, on page 1137
• hardware access-list module, on page 1138
• hardware access-list tcam region, on page 1139
• hardware ejector enable, on page 1143
• hardware fan-zone raise-speed, on page 1144
• hardware forwarding funcstats clear, on page 1145
• hardware forwarding funcstats disable, on page 1146
• hardware forwarding funcstats enable, on page 1147
• hardware forwarding l3 resource route non-deterministic, on page 1148
• hardware forwarding unicast trace, on page 1149
• hardware ip glean throttle, on page 1150
• hardware ip glean throttle maximum, on page 1151
• hardware ip glean throttle syslog, on page 1152
• hardware ip glean throttle timeout, on page 1153
• hardware ipv6 glean throttle, on page 1154
• hardware ipv6 glean throttle maximum, on page 1155
• hardware ipv6 glean throttle syslog, on page 1156
• hardware ipv6 glean throttle timeout, on page 1157
• hardware module boot-order reverse, on page 1158
• hardware profile buffer info port-threshold threshold, on page 1159
• hardware profile ipv6 lpm-entries maximum, on page 1160
• hardware profile multicast max-limit, on page 1161
• head, on page 1162
• header-type 3, on page 1163
• hello-interval (ospf), on page 1164
• hello-interval (ospf), on page 1165
• hello-interval (ospfv3), on page 1166
• hex, on page 1167
• history buffer, on page 1168
• history syslog, on page 1169
• hold timeout, on page 1170
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• hostname dynamic, on page 1171
• hostname switchname, on page 1172
• hsrp, on page 1173
• hsrp bfd, on page 1174
• hsrp bfd all-interfaces, on page 1175
• hsrp delay, on page 1176
• hsrp ipv6, on page 1177
• hsrp timers extended-hold, on page 1178
• hsrp use-bia, on page 1179
• hsrp version, on page 1180
• human, on page 1181
• hw-module logging onboard (obfl_supdc3x), on page 1182
• hw-module logging onboard (obfl_supdc3x), on page 1183
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ha-policy
ha-policy {single-sup hap-change|dual-sup sw-change}+

Syntax Description Change HA policy for this VDCha-policy

Change HA policy for this VDC

bringdown value: 1
Bring down the vdc

restart value: 2
Bring down the vdc, then bring the vdc back up

reload value: 3
Reload the supervisor

hap-change

Change HA policy for this VDC for single-sup situationssingle-sup

Change HA policy for this VDC for dual-sup situationsdual-sup

Set hap policy

bringdown value: 1
Bring down the vdc

restart value: 2
Bring down the vdc, then bring the vdc back up

switchover value: 3
Switchover the supervisor

sw-change

Command Modes • /exec/configure/vdc
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ha-stateful
[no] ha-stateful

Syntax Description Negate a command or set its defaultsno

Enable stateful OSPF HAha-stateful

Command Modes • /exec/configure/router-ospf
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hardware access-list lou resource threshold
[no] hardware access-list lou resource threshold threshold

Syntax Description Negate a command or set its defaultsno

Hardware Internal Informationhardware

Access Control Listaccess-list

LOUlou

hardware resourceresource

port expansion thresholdthreshold

Type: integer

min: 1 max: 50

value of threshold

threshold

Command Modes • /exec/configure
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hardware access-list module
[no] hardware access-list {resource-pooling|resource pooling} module module-number

Syntax Description Negate a command or set its defaultsno

Show hardware informationhardware

Access Control Listaccess-list

Enable ACL programming across TCAM banksNot available in this release.resource-pooling

hardware resource Not available in this release.resource

Enable ACL programming across TCAM bankspooling

module numbermodule

Type: integer-mrange

specify module number

module-number

Command Modes • /exec/configure
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hardware access-list tcam region
[no] hardware access-list tcam region tcam_type tcam_size

Syntax Description Negate a command or set its defaultsno

Hardware Internal Informationhardware

Access Control Listaccess-list

Configure tcam parameterstcam

Configure tcam regionregion
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tcam_type
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ifacl value: 1
IPV4 PACL size

ipv6-ifacl value: 2
IPV6 PACL size

mac-ifacl value: 3
MAC PACL size

qos value: 4
IPV4 Port QoS size

ipv6-qos value: 5
IPV6 Port QoS size

mac-qos value: 6
MAC Port QoS size

vacl value: 13
IPV4 VACL size

ipv6-vacl value: 14
IPV6 VACL size

mac-vacl value: 15
MAC VACL size

vqos value: 16
IPV4 VLAN QoS size

ipv6-vqos value: 17
IPV6 VLAN QoS size

mac-vqos value: 18
MAC VLAN QoS size

racl value: 19
IPV4 RACL size

ipv6-racl value: 20
IPV6 RACL size

e-racl value: 31
Egress IPV4 RACL size

e-ipv6-racl value: 32
Egress IPV6 RACL size

l3qos value: 34
IPV4 L3 QoS size

ipv6-l3qos value: 35
IPV6 L3 QoS size

mac-l3qos value: 36
MAC L3 QoS size

copp value: 40
Ingress COPP size

flow value: 41
Ingress Flow Counters size

e-flow value: 42
Egress Flow Counters size

svi value: 43
Ingress SVI Counters size

span value: 39
SPAN size

redirect value: 44
Redirect size

ns-qos value: 45
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NS IPV4 Port QoS size
ns-ipv6-qos value: 46

NS IPV6 Port QoS size
ns-mac-qos value: 47

NS MAC Port QoS size
ns-vqos value: 48

NS IPV4 VLAN QoS size
ns-ipv6-vqos value: 49

NS IPV6 VLAN QoS size
ns-mac-vqos value: 50

NS MAC VLAN QoS size
ns-l3qos value: 51

NS IPV4 L3 QoS size
ns-ipv6-l3qos value: 52

NS IPV4 L3 QoS size
ns-mac-l3qos value: 53

NS MAC L3 QoS size
vpc-convergence value: 54

vpc convergence size

Type: integer

Enter tcam size

tcam_size

Command Modes • /exec/configure
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hardware ejector enable
[no] hardware ejector enable

Syntax Description Negate a command or set its defaultsno

Hardware Internal Informationhardware

Card ejector functionalityejector

enabled means when both ejectors are open, card is powered downenable

Command Modes • /exec/configure
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hardware fan-zone raise-speed
[no] hardware fan-zone fan_zone_id raise-speed speed-to-raise

Syntax Description Negate a command or set its defaultsno

Hardware Internal Informationhardware

Fan Zone supported in the switchfan-zone

Type: userdef

please enter fan zone id whose speed needs to be increased

fan_zone_id

Speed to be added for current fan zone speedraise-speed

Type: integer

min: 0 max: 255

please enter additional fan speed

speed-to-raise

Command Modes • /exec/configure
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hardware forwarding funcstats clear
hardware forwarding funcstats clear

Syntax Description Change hardware usage settingshardware

Change forwarding related settingsforwarding

Enable/disable funcstatsfuncstats

Clear funcstats informationclear

Command Modes • /exec
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hardware forwarding funcstats disable
hardware forwarding funcstats disable

Syntax Description Change hardware usage settingshardware

Change forwarding related settingsforwarding

Enable/disable funcstatsfuncstats

Disable funcstats recording and outputdisable

Command Modes • /exec
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hardware forwarding funcstats enable
hardware forwarding funcstats enable

Syntax Description Change hardware usage settingshardware

Change forwarding related settingsforwarding

Enable/disable funcstatsfuncstats

Enable funcstats recording and outputenable

Command Modes • /exec
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hardware forwarding l3 resource route non-deterministic
[no] hardware forwarding l3 resource route non-deterministic

Syntax Description Negate a command or set its defaultsno

hardware informationhardware

forwarding informationforwarding

Layer-3Not available in this release.l3

hardware resourcesresource

TCAM capacity to hold prefixesroute

extend upto 1Mnon-deterministic

Command Modes • /exec/configure
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hardware forwarding unicast trace
[no] hardware forwarding unicast trace

Syntax Description Negate a command or set its defaultsno

Hardware Internal Informationhardware

Hardware forwardingforwarding

Hardware Unicast forwardingunicast

Debug tracestrace

Command Modes • /exec/configure
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hardware ip glean throttle
[no] hardware ip glean throttle

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPip

Gleanglean

Throttlethrottle

Command Modes • /exec/configure
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hardware ip glean throttle maximum
hardware ip glean throttle maximum count|no hardware ip glean throttle maximum

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPip

Gleanglean

Throttlethrottle

Maximum number of entriesmaximum

Type: integer

min: 0 max: 32767 default: 1000

Count

count

Command Modes • /exec/configure
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hardware ip glean throttle syslog
hardware ip glean throttle syslog pkt-count|no hardware ip glean throttle syslog

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPip

Gleanglean

Throttlethrottle

Threshold for syslog for number of packets hitting the entrysyslog

Type: uinteger

min: 0 max: 65535 default: 10000

Packet count

pkt-count

Command Modes • /exec/configure
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hardware ip glean throttle timeout
hardware ip glean throttle timeout timeout-in-sec|no hardware ip glean throttle timeout

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPip

Gleanglean

Throttlethrottle

Timeouttimeout

Type: integer

min: 300 max: 1800 default: 300

Timeout value in seconds (should be multiple of 30, else will be rounded off to nearest
boundary)

timeout-in-sec

Command Modes • /exec/configure
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hardware ipv6 glean throttle
[no] hardware ipv6 glean throttle

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPv6ipv6

Gleanglean

Throttlethrottle

Command Modes • /exec/configure
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hardware ipv6 glean throttle maximum
hardware ipv6 glean throttle maximum count|no hardware ipv6 glean throttle maximum

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPv6ipv6

Gleanglean

Throttlethrottle

Maximum number of entriesmaximum

Type: integer

min: 0 max: 32767 default: 1000

Count

count

Command Modes • /exec/configure
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hardware ipv6 glean throttle syslog
hardware ipv6 glean throttle syslog pkt-count|no hardware ipv6 glean throttle syslog

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPv6ipv6

Gleanglean

Throttlethrottle

Threshold for syslog for number of packets hitting the entrysyslog

Type: uinteger

min: 0 max: 65535 default: 10000

Packet count

pkt-count

Command Modes • /exec/configure
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hardware ipv6 glean throttle timeout
hardware ipv6 glean throttle timeout timeout-in-sec|no hardware ipv6 glean throttle timeout

Syntax Description Negate a command or set its defaultsno

Hardware informationhardware

IPv6ipv6

Gleanglean

Throttlethrottle

Timeouttimeout

Type: integer

min: 300 max: 1800 default: 300

Timeout value in seconds (should be multiple of 30, else will be rounded off to nearest
boundary)

timeout-in-sec

Command Modes • /exec/configure
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hardware module boot-order reverse
[no] hardware module boot-order reverse

Syntax Description Negate a command or set its defaultsno

Hardware Internal Informationhardware

applies on all the modulesmodule

Configure order ofmodule power-upboot-order

reverse order of module power-upreverse

Command Modes • /exec/configure
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hardware profile buffer info port-threshold threshold
[no] hardware profile buffer info port-threshold [module module] threshold value

Syntax Description Negate a command or set its defaultsno

Change hardware usage settingshardware

profile settingsprofile

System bufferbuffer

Informationinfo

Set port egress buffer usage thresholdport-threshold

Slot/modulemodule

Type: integer

Slot/module number

module

threshold valuethreshold

Type: integer

min: 1 max: 95

percentage of maximum usage

value

Command Modes • /exec/configure
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hardware profile ipv6 lpm-entries maximum
hardware profile ipv6 lpm-entries maximum ipv6_lpm_max_entry|no hardware profile ipv6
lpm-entries maximum

Syntax Description Negate the commandno

Change hardware usage settingshardware

profile settingsprofile

ipv6ipv6

lpm(non-host) entrieslpm-entries

maximum limitmaximum

Type: integer

min: 1 max: 4096

maximum entries

ipv6_lpm_max_entry

Command Modes • /exec/configure
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hardware profile multicast max-limit
hardware profile multicast max-limit mcast-ent|no hardware profile multicast max-limit

Syntax Description Negate the commandno

Change hardware usage settingshardware

profile settingsprofile

Multicast settingsmulticast

maximum limit for multicast entriesmax-limit

Type: integer

min: 0 max: 8000

Mcast Table Entries

mcast-ent

Command Modes • /exec/configure
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head
" | " head [-n lines]

Syntax Description Pipe command output to filter|

Display first lineshead

modify number of lines (default 10)-n

Type: integer

number of lines to print

lines

Command Modes • /output
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header-type 3
[no] header-type 3

Syntax Description Negate a command or set its defaultsno

Set ERSPAN Source versionNot available in this release.header-type

ERSPAN Source Version 33

Command Modes • /exec/configure/config-monitor-erspan-src
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hello-interval (ospf)
hello-interval interval|no hello-interval [interval]

Syntax Description Negate a command or set its defaultsno

Hello intervalhello-interval

Type: integer

min: 1 max: 65535

(seconds)

interval

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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hello-interval (ospf)
hello-interval interval|no hello-interval [interval]

Syntax Description Negate a command or set its defaultsno

Hello intervalhello-interval

Type: integer

min: 1 max: 65535 default: 10

(seconds)

interval

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink
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hello-interval (ospfv3)
hello-interval interval|no hello-interval [interval]

Syntax Description Negate a command or set its defaultsno

Hello intervalhello-interval

Type: integer

min: 1 max: 65535 default: 10

(seconds)

interval

Command Modes • /exec/configure/router-ospf3/router-ospf3-vlink
• /exec/configure/router-ospf3/vrf/router-ospf3-vlink
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hex
hex expr

Syntax Description calculator with results in decimal formathex

Type: remainder

the expression to compute (integer arithmetics)

expr

Command Modes • /exec
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history buffer
[no] history buffer [{size [onep-historysize [purge historypurge]]|purge historypurge [size
onep-historysize]|session [appname-str]}]

Syntax Description Negate a command or set its defaultsno

One Platform history trailshistory

In memory buffering of API history trailsbuffer

Session history filtersession

Type: string

length: 64

Full or partial session name

appname-str

History buffer size in bytessize

Type: uinteger

Bytes (default: 32768)

onep-historysize

Purge the oldest or newest session historypurge

Purge session history

old value: 0
Purge the oldest session history

new value: 1
Purge the newest session history

historypurge

Command Modes • /exec/configure/onep
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history syslog
[no] history syslog

Syntax Description Negate a command or set its defaultsno

One Platform history trailshistory

Enable the API history trails to syslogsyslog

Command Modes • /exec/configure/onep
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hold timeout
hold timeout timeout_val

Syntax Description Hold timerhold

timer timeouttimeout

Type: integer

min: 3 max: 20

timeout duration in
seconds

timeout_val

Command Modes • /exec/configure/vpc-domain

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1170

H Commands
hold timeout



hostname dynamic
[no] hostname dynamic

Syntax Description Negate a command or set its defaultsno

Set dynamic hostname for IS-IShostname

Dynamic hostnamedynamic

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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hostname switchname
{hostname|switchname} name|no {hostname|switchname}

Syntax Description Negate a command or set its defaultsno

Configure system's host namehostname

Configure system's host nameswitchname

Type: string

pattern: [a-zA-Z0-9]([a-zA-Z0-9] | [- | _ | .])*

antipattern: [a-zA-Z0-9]([a-zA-Z0-9] | [- | _ | .])*[- | _ |
.]

length: 32

Enter switchname

name

Command Modes • /exec/configure
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hsrp
[no] hsrp group-id [ipv4]

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

Type: integer

min: 0 max: 4095

Group number

group-id

Configure IP Version 4 groupipv4

Command Modes • /exec/configure/if-eth-any
• /exec/configure/if-vlan-common
• /exec/configure/if-port-channel
• /exec/configure/if-sub
• /exec/configure/if-ethernet-all
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hsrp bfd
[no] hsrp bfd

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

BFD protocolbfd

Command Modes • /exec/configure/if-eth-any
• /exec/configure/if-vlan-common
• /exec/configure/if-port-channel
• /exec/configure/if-sub
• /exec/configure/if-ethernet-all
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hsrp bfd all-interfaces
[no] hsrp bfd all-interfaces

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

BFD protocolbfd

On all interfacesall-interfaces

Command Modes • /exec/configure
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hsrp delay
hsrp delay {minimum min-delay|reload reload-delay}+|no hsrp delay [{minimum|reload}]

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

HSRP initialisation delaydelay

Minimum delayminimum

Delay after reloadreload

Type: integer

min: 0 max: 10000

<0-10000> Delay in seconds

min-delay

Type: integer

min: 0 max: 10000

<0-10000> Delay in seconds

reload-delay

Command Modes • /exec/configure/if-eth-any
• /exec/configure/if-vlan-common
• /exec/configure/if-port-channel
• /exec/configure/if-sub
• /exec/configure/if-ethernet-all
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hsrp ipv6
[no] hsrp group-id ipv6

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

Type: integer

min: 0 max: 4095

Group number

group-id

Configure IP Version 6 groupipv6

Command Modes • /exec/configure/if-eth-any
• /exec/configure/if-vlan-common
• /exec/configure/if-port-channel
• /exec/configure/if-sub
• /exec/configure/if-ethernet-all
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hsrp timers extended-hold
[no] hsrp timers extended-hold [extended-hold]

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

Global Timerstimers

Extended Holdextended-hold

Type: integer

min: 10 max: 255

Time in seconds

extended-hold

Command Modes • /exec/configure
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hsrp use-bia
[no] hsrp use-bia [scope interface]

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

HSRP uses interface's burned in addressuse-bia

Specify the scope of use-biascope

Use-bia applies to all groups on this interface or sub-interfaceinterface

Command Modes • /exec/configure/if-eth-any
• /exec/configure/if-vlan-common
• /exec/configure/if-port-channel
• /exec/configure/if-sub
• /exec/configure/if-ethernet-all
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hsrp version
hsrp version {1|2}|no hsrp version

Syntax Description Negate a command or set its defaultsno

HSRP interface configuration commandshsrp

HSRP versionversion

Version 11

Version 22

Command Modes • /exec/configure/if-eth-any
• /exec/configure/if-vlan-common
• /exec/configure/if-port-channel
• /exec/configure/if-sub
• /exec/configure/if-ethernet-all
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human
" | " human

Syntax Description Pipe command output to
filter

|

output in human formathuman

Command Modes • /output
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hw-module logging onboard (obfl_supdc3x)
[no] hw-module logging onboard [{environmental-history|error-stats|interrupt-stats|module module
[{environmental-history|error-stats|interrupt-stats|obfl-logs|cpuhog}]|obfl-logs|cpuhog}]

Syntax Description Negate a command or set its defaultsno

Enable/Disable OBFL informationhw-module

Enable/Disable OBFL informationlogging

Enable/Disable OBFL informationonboard

Enable/Disable OBFL environmental historyenvironmental-history

Enable/Disable OBFL error statisticserror-stats

Enable/Disable OBFL interrupt statisticsinterrupt-stats

Enable/Disable OBFL cpu hog eventscpuhog

Enable/Disable OBFL information for Modulemodule

Type: integer

Enter module number

module

Enable/Disable OBFL (boot-uptime/device-version/obfl-history)obfl-logs

Command Modes • /exec/configure
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hw-module logging onboard (obfl_supdc3x)
[no] hw-module logging onboard [{counter-stats|module module [counter-stats]}]

Syntax Description Negate a command or set its defaultsno

Enable/Disable OBFL informationhw-module

Enable/Disable OBFL informationlogging

Enable/Disable OBFL informationonboard

Enable/Disable OBFL counter statisticscounter-stats

Enable/DisableOBFL information forModulemodule

Type: integer

Enter module number

module

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1183

H Commands
hw-module logging onboard (obfl_supdc3x)



Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1184

H Commands
hw-module logging onboard (obfl_supdc3x)



I Commands

• icmpv6 cache disable, on page 1196
• icmpv6 cfs-queue, on page 1197
• icmpv6 library mts-queue, on page 1198
• icmpv6 mts-queue, on page 1199
• import map, on page 1200
• import vrf default map, on page 1201
• in-order-guarantee, on page 1202
• inherit peer, on page 1203
• inherit peer-policy, on page 1204
• inherit peer-session, on page 1205
• inject-map exist-map, on page 1206
• install, on page 1207
• install activate, on page 1208
• install add, on page 1209
• install commit, on page 1210
• install deactivate, on page 1211
• install epld (cli_epld_upgrade), on page 1212
• install epld (cli_epld_upgrade), on page 1213
• install epld (cli_epld_upgrade), on page 1214
• install epld (cli_epld_upgrade), on page 1215
• install feature-set fex, on page 1216
• install license, on page 1217
• install module, on page 1218
• install remove, on page 1219
• instance vlan, on page 1220
• interface, on page 1221
• interface-vlan reset credits, on page 1222
• interface-vlan reset fsm, on page 1223
• interface breakout module, on page 1224
• interface breakout slot, on page 1225
• interface policy deny, on page 1226
• ip (hsrp_engine), on page 1227
• ip (glbp), on page 1228
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• ip (hsrp_engine), on page 1229
• ip access-class, on page 1230
• ip access-group, on page 1231
• ip access-list, on page 1232
• ip adjacency cache disable, on page 1233
• ip adjacency forcedownload, on page 1234
• ip adjacency notify interval, on page 1235
• ip adjacency peer-gmac, on page 1236
• ip adjacency route distance, on page 1237
• ip adjacency statistics collect, on page 1238
• ip adjacency statistics interval, on page 1239
• ip allow address-overlap, on page 1240
• ip arp, on page 1241
• ip arp broadcast mac-mismatch, on page 1242
• ip arp cache disable, on page 1243
• ip arp cfs-queue, on page 1244
• isis authentication-type cleartext md5 (isis), on page 1245
• isis authentication-type cleartext md5 (isis), on page 1246
• isis authentication key-chain (isis), on page 1247
• isis authentication key-chain (isis), on page 1248
• isis bfd, on page 1249
• isis circuit-type, on page 1250
• isis csnp-interval, on page 1251
• isis event-history adjacency, on page 1252
• isis event-history cli, on page 1253
• isis event-history csnp, on page 1254
• isis event-history dis, on page 1255
• isis event-history events, on page 1256
• isis event-history graceful, on page 1257
• isis event-history ha, on page 1258
• isis event-history iih, on page 1259
• isis event-history lsp-flood, on page 1260
• isis event-history lsp-gen, on page 1261
• isis event-history mtr, on page 1262
• isis event-history psnp, on page 1263
• isis event-history redist, on page 1264
• isis event-history spf-leaf, on page 1265
• isis event-history spf-tree, on page 1266
• isis event-history tlv, on page 1267
• isis event-history urib, on page 1268
• isis hello-interval (isis), on page 1269
• isis hello-interval (isis), on page 1270
• isis hello-multiplier (isis), on page 1271
• isis hello-multiplier (isis), on page 1272
• isis hello-padding always (isis), on page 1273
• isis hello-padding always (isis), on page 1274
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• isis ipv6 metric, on page 1275
• isis lsp-interval, on page 1276
• isis mesh-group, on page 1277
• isis metric, on page 1278
• isis network point-to-point, on page 1279
• isis passive-interface, on page 1280
• isis priority, on page 1281
• isis retransmit-interval, on page 1282
• isis retransmit-throttle-interval, on page 1283
• isis shutdown, on page 1284
• ip arp event-history size, on page 1285
• ip arp gratuitous hsrp duplicate, on page 1287
• ip arp gratuitous request, on page 1288
• ip arp gratuitous update, on page 1289
• ip arp inspection filter vlan, on page 1290
• ip arp inspection log-buffer, on page 1291
• ip arp inspection trust, on page 1292
• ip arp inspection validate, on page 1293
• ip arp inspection vlan, on page 1294
• ip arp mts-queue, on page 1295
• ip arp request, on page 1296
• ip arp synchronize (arp), on page 1297
• ip arp synchronize (arp_mcec), on page 1298
• ip arp timeout, on page 1299
• ip as-path access-list, on page 1300
• ip auto-discard, on page 1301
• ip cache disable, on page 1302
• ip community-list expanded, on page 1303
• ip community-list standard, on page 1304
• ip default-gateway, on page 1305
• ip dhcp packet strict-validation, on page 1306
• ip dhcp relay, on page 1307
• ip dhcp relay address, on page 1308
• ip dhcp relay information option, on page 1309
• ip dhcp relay information option vpn, on page 1310
• ip dhcp relay sub-option type cisco, on page 1311
• ip dhcp relay subnet-broadcast, on page 1312
• ip dhcp smart-relay, on page 1313
• ip dhcp smart-relay global, on page 1314
• ip dhcp snooping, on page 1315
• ip dhcp snooping information option, on page 1316
• ip dhcp snooping trust, on page 1317
• ip dhcp snooping verify mac-address, on page 1318
• ip dhcp snooping vlan, on page 1319
• ip directed-broadcast, on page 1320
• ip dns source-interface, on page 1321
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• ip domain-list, on page 1322
• ip domain-lookup, on page 1323
• ip domain-name, on page 1324
• ip dscp, on page 1325
• ip eigrp bfd, on page 1326
• ip eigrp event-history bfd size, on page 1327
• ip extcommunity-list expanded, on page 1328
• ip extcommunity-list standard, on page 1329
• (aclmgr), on page 1331
• ip host, on page 1332
• ip igmp, on page 1333
• ip igmp allow-v3-asm, on page 1334
• ip igmp any-query-destination, on page 1335
• ip igmp bootup-delay, on page 1336
• ip igmp enforce-router-alert, on page 1337
• ip igmp event-history (igmp), on page 1338
• ip igmp event-history (igmp), on page 1339
• ip igmp event-history cli, on page 1340
• ip igmp event-history ha, on page 1341
• ip igmp event-history igmp-internal, on page 1342
• ip igmp event-history mtrace, on page 1343
• ip igmp event-history policy, on page 1344
• ip igmp event-history vrf, on page 1345
• ip igmp file-debug, on page 1346
• ip igmp flush-routes, on page 1347
• ip igmp group-specific-strict, on page 1348
• ip igmp group-timeout, on page 1349
• ip igmp ha-stateful, on page 1350
• ip igmp immediate-leave, on page 1351
• ip igmp join-group, on page 1352
• ip igmp last-member-query-count, on page 1353
• ip igmp last-member-query-response-time, on page 1354
• ip igmp querier-timeout query-timeout, on page 1355
• ip igmp query-interval, on page 1356
• ip igmp query-max-response-time, on page 1357
• ip igmp report-link-local-groups, on page 1358
• ip igmp report-policy access-group, on page 1359
• ip igmp robustness-variable, on page 1360
• ip igmp snooping (igmp), on page 1361
• ip igmp snooping (igmp), on page 1362
• ip igmp snooping (igmp), on page 1363
• ip igmp snooping (igmp), on page 1364
• ip igmp snooping (igmp), on page 1365
• ip igmp snooping event-history igmp-snoop-internal, on page 1366
• ip igmp snooping event-history mfdm, on page 1367
• ip igmp snooping event-history mfdm-sum, on page 1368
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• ip igmp snooping event-history rib, on page 1369
• ip igmp snooping event-history vlan-events, on page 1370
• ip igmp snooping event-history vlan, on page 1371
• ip igmp snooping event-history vpc, on page 1372
• ip igmp snooping explicit-tracking (igmp), on page 1373
• ip igmp snooping explicit-tracking (igmp), on page 1374
• ip igmp snooping fast-leave (igmp), on page 1375
• ip igmp snooping fast-leave (igmp), on page 1376
• ip igmp snooping group-timeout (igmp), on page 1377
• ip igmp snooping group-timeout (igmp), on page 1378
• ip igmp snooping last-member-query-count (igmp), on page 1379
• ip igmp snooping last-member-query-count (igmp), on page 1380
• ip igmp snooping last-member-query-interval (igmp), on page 1381
• ip igmp snooping last-member-query-interval (igmp), on page 1382
• ip igmp snooping link-local-groups-suppression (igmp), on page 1383
• ip igmp snooping link-local-groups-suppression (igmp), on page 1384
• ip igmp snooping link-local-groups-suppression (igmp), on page 1385
• ip igmp snooping mrouter interface (igmp), on page 1386
• ip igmp snooping mrouter interface (igmp), on page 1387
• ip igmp snooping optimise-multicast-flood (igmp), on page 1388
• ip igmp snooping optimise-multicast-flood (igmp), on page 1389
• ip igmp snooping optimised-multicast-flood, on page 1390
• ip igmp snooping proxy general-queries (igmp), on page 1391
• ip igmp snooping proxy general-queries (igmp), on page 1392
• ip igmp snooping querier (igmp), on page 1393
• ip igmp snooping querier (igmp), on page 1394
• ip igmp snooping querier-timeout (igmp), on page 1395
• ip igmp snooping querier-timeout (igmp), on page 1396
• ip igmp snooping query-interval (igmp), on page 1397
• ip igmp snooping query-interval (igmp), on page 1398
• ip igmp snooping query-max-response-time (igmp), on page 1399
• ip igmp snooping query-max-response-time (igmp), on page 1400
• ip igmp snooping report-policy access-group prefix-list route-map, on page 1401
• ip igmp snooping report-suppression (igmp), on page 1402
• ip igmp snooping report-suppression (igmp), on page 1403
• ip igmp snooping report-suppression (igmp), on page 1404
• ip igmp snooping robustness-variable (igmp), on page 1405
• ip igmp snooping robustness-variable (igmp), on page 1406
• ip igmp snooping self-mac-check, on page 1407
• ip igmp snooping startup-query-count (igmp), on page 1408
• ip igmp snooping startup-query-count (igmp), on page 1409
• ip igmp snooping startup-query-interval (igmp), on page 1410
• ip igmp snooping startup-query-interval (igmp), on page 1411
• ip igmp snooping static-group (igmp), on page 1412
• ip igmp snooping static-group (igmp), on page 1413
• ip igmp snooping v3-report-suppression (igmp), on page 1414
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• ip igmp snooping v3-report-suppression (igmp), on page 1415
• ip igmp snooping v3-report-suppression (igmp), on page 1416
• ip igmp snooping version (igmp), on page 1417
• ip igmp snooping version (igmp), on page 1418
• ip igmp snooping vpc (igmp), on page 1419
• ip igmp snooping vpc (igmp), on page 1420
• ip igmp snooping vpc peer-link-exclude, on page 1421
• ip igmp snooping vpc peer-routes-download, on page 1422
• ip igmp ssm-translate, on page 1423
• ip igmp startup-query-count, on page 1424
• ip igmp startup-query-interval, on page 1425
• ip igmp state-limit, on page 1426
• ip igmp version, on page 1427
• ip ipv6 bandwidth-percent eigrp, on page 1428
• ip ipv6 bandwidth eigrp, on page 1429
• ip ipv6 delay eigrp, on page 1430
• ip ipv6 hello-interval eigrp, on page 1431
• ip ipv6 hold-time eigrp, on page 1432
• ip ipv6 summary-address eigrp, on page 1433
• ip load-sharing address, on page 1434
• ip load-sharing per-packet, on page 1435
• ip local-proxy-arp, on page 1436
• ip mfwd event-history cli, on page 1437
• ip mfwd event-history l2, on page 1438
• ip mfwd event-history packet, on page 1439
• ip mfwd event-history vrf, on page 1440
• ip mroute, on page 1441
• ip msdp description, on page 1443
• ip msdp event-history cli, on page 1444
• ip msdp event-history events, on page 1445
• ip msdp event-history msdp-internal, on page 1446
• ip msdp event-history routes, on page 1447
• ip msdp event-history tcp, on page 1448
• ip msdp flush-routes, on page 1449
• ip msdp group-limit source, on page 1450
• ip msdp keepalive, on page 1451
• ip msdp mesh-group, on page 1452
• ip msdp no-sa-data, on page 1453
• ip msdp originator-id, on page 1454
• ip msdp password, on page 1455
• ip msdp peer, on page 1456
• ip msdp reconnect-interval, on page 1457
• ip msdp redistribute, on page 1458
• ip msdp sa-interval, on page 1459
• ip msdp sa-limit, on page 1460
• ip msdp sa-policy in, on page 1461
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• ip msdp sa-policy out, on page 1462
• ip msdp shutdown, on page 1463
• ip multicast last-hop-meter, on page 1464
• ip multicast multipath, on page 1465
• ip multicast rpf-meter, on page 1466
• ip name-server, on page 1467
• ip ospf advertise-subnet, on page 1472
• ip ospf authentication-key, on page 1473
• ip ospf authentication, on page 1474
• ip ospf authentication key-chain, on page 1475
• ip ospf bfd, on page 1476
• ip ospf cost, on page 1477
• ip ospf dead-interval, on page 1478
• ip ospf event-history cli size, on page 1479
• ip ospf event-history detail size, on page 1480
• ip ospf event-history size, on page 1481
• ip ospf flood-bw-percentage, on page 1483
• ip ospf hello-interval, on page 1484
• ip ospf message-digest-key, on page 1485
• ip ospf mtu-ignore, on page 1486
• ip ospf network broadcast point-to-point, on page 1487
• ip ospf network point-to-point, on page 1488
• ip ospf passive-interface, on page 1489
• ip ospf priority, on page 1490
• ip ospf retransmit-interval, on page 1491
• ip ospf shutdown, on page 1492
• ip ospf transmit-delay, on page 1493
• ip pim anycast-rp, on page 1494
• ip pim assert-rate-limit, on page 1495
• ip pim auto-rp listen forward, on page 1496
• ip pim auto-rp mapping-agent-policy, on page 1497
• ip pim auto-rp rp-candidate-policy, on page 1498
• ip pim auto-rp send-rp-announce rp-candidate, on page 1499
• ip pim auto-rp send-rp-discovery mapping-agent, on page 1501
• ip pim bfd-instance, on page 1502
• ip pim bfd, on page 1503
• ip pim border, on page 1504
• ip pim bsr bsr-candidate, on page 1505
• ip pim bsr bsr-policy, on page 1506
• ip pim bsr listen forward, on page 1507
• ip pim bsr rp-candidate, on page 1508
• ip pim bsr rp-candidate-policy, on page 1510
• ip pim df-offer-burst-interval, on page 1511
• ip pim dr-priority, on page 1512
• ip pim event-history assert-receive, on page 1513
• ip pim event-history cli, on page 1514
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• ip pim event-history hello, on page 1515
• ip pim event-history join-prune, on page 1516
• ip pim event-history join-prune-summary, on page 1517
• ip pim event-history mvpn, on page 1518
• ip pim event-history null-register, on page 1519
• ip pim event-history packet, on page 1520
• ip pim event-history pim-internal, on page 1521
• ip pim event-history rp, on page 1522
• ip pim event-history vpc, on page 1523
• ip pim event-history vrf, on page 1524
• ip pim file-debug, on page 1525
• ip pim flush-routes, on page 1526
• ip pim hello-authentication ah-md5, on page 1527
• ip pim hello-interval, on page 1528
• ip pim jp-delay, on page 1529
• ip pim jp-interval, on page 1530
• ip pim jp-policy, on page 1531
• ip pim log-neighbor-changes, on page 1532
• ip pim mtu, on page 1533
• ip pim neighbor-policy, on page 1534
• ip pim null-reg-delay, on page 1535
• ip pim null-reg-routes, on page 1536
• ip pim pre-build-spt, on page 1537
• ip pim register-policy, on page 1538
• ip pim register-rate-limit, on page 1539
• ip pim register-replicate, on page 1540
• ip pim register-source, on page 1541
• ip pim register-until-stop, on page 1542
• ip pim rp-address, on page 1543
• ip pim sparse-mode, on page 1544
• ip pim sparse sg-expiry-timer, on page 1545
• ip pim ssm range, on page 1546
• ip pim state-limit, on page 1547
• ip pim use-shared-tree-only spt-threshold infinity group-list, on page 1548
• ip port-unreachable, on page 1549
• ip port access-group, on page 1550
• ip prefix-list (rpm), on page 1551
• ip prefix-list (rpm), on page 1552
• ip proxy-arp, on page 1554
• ip redirects, on page 1555
• ip rip authentication key-chain, on page 1556
• ip rip authentication mode text md5, on page 1557
• ip rip summary-address, on page 1558
• ip route, on page 1559
• ip route static bfd, on page 1561
• ip router isis, on page 1562
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• ip router ospf area, on page 1563
• ip router ospf multi-area, on page 1564
• ip routing event-history size, on page 1565
• ip routing multicast enforce-rpf, on page 1566
• ip routing multicast event-history cli, on page 1567
• ip routing multicast event-history mdt, on page 1568
• ip routing multicast event-history mfdm-debugs, on page 1569
• ip routing multicast event-history mfdm-events, on page 1570
• ip routing multicast event-history mfdm-stats, on page 1571
• ip routing multicast event-history rib, on page 1572
• ip routing multicast event-history rib-summary, on page 1573
• ip routing multicast event-history vrf, on page 1574
• ip routing multicast software-replicate, on page 1575
• ip rsvp, on page 1576
• ip rsvp authentication challenge, on page 1577
• ip rsvp authentication key-chain, on page 1578
• ip rsvp authentication lifetime, on page 1579
• ip rsvp authentication type, on page 1580
• ip rsvp authentication window-size, on page 1581
• ip rsvp signalling dscp, on page 1582
• ip rsvp signalling hello dscp, on page 1583
• ip rsvp signalling hello reroute, on page 1584
• ip rsvp signalling hello reroute state-timeout refresh interval, on page 1585
• ip rsvp signalling hello reroute state-timeout refresh misses, on page 1586
• ip source-route, on page 1587
• ip source binding vlan interface, on page 1588
• ip source icmp-errors, on page 1589
• ip tcp path-mtu-discovery, on page 1590
• ip tcp synwait-time, on page 1591
• ip telnet source-interface, on page 1592
• ip tftp source-interface, on page 1593
• ip ttl, on page 1594
• ip unnumbered, on page 1595
• ip unreachables, on page 1596
• ip verify, on page 1597
• ip verify source dhcp-snooping-vlan, on page 1599
• ipv6 access-class, on page 1600
• ipv6 access-list, on page 1601
• ipv6 adjacency forcedownload, on page 1602
• ipv6 adjacency peer-gmac, on page 1603
• ipv6 adjacency route distance, on page 1604
• ipv6 auto-rp pim send-rp-discovery mapping-agent, on page 1605
• ipv6 cache disable, on page 1606
• ipv6 dhcp relay, on page 1607
• ipv6 dhcp relay addressipv6 dhcp relay address, on page 1608
• ipv6 dhcp relay option type cisco, on page 1609
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• ipv6 dhcp relay option vpn, on page 1610
• ipv6 dhcp relay source-interface, on page 1611
• (aclmgr), on page 1612
• ipv6 host, on page 1613
• ipv6 icmp adjacency-stale-timer, on page 1614
• ipv6 icmp vip vmac protocol group, on page 1615
• ipv6 mroute, on page 1616
• ipv6 nd hop-limit, on page 1617
• ipv6 nd limit-incomplete-adjacency, on page 1618
• ipv6 nd limit_threshold_am_queue, on page 1619
• ipv6 nd managed-config-flag, on page 1620
• ipv6 nd mtu, on page 1621
• ipv6 nd ns-interval, on page 1622
• ipv6 nd other-config-flag, on page 1623
• ipv6 nd prefix, on page 1624
• ipv6 nd process adjacency statistics, on page 1625
• ipv6 nd ra-interval, on page 1626
• ipv6 nd ra-lifetime, on page 1627
• ipv6 nd reachable-time, on page 1628
• ipv6 nd retrans-timer, on page 1629
• ipv6 nd suppress-ra, on page 1630
• ipv6 nd synchronize (icmpv6), on page 1631
• ipv6 nd synchronize (icmpv6_mcec), on page 1632
• ipv6 pim anycast-rp, on page 1633
• ipv6 pim auto-rp listen forward, on page 1634
• ipv6 pim auto-rp mapping-agent-policy, on page 1635
• ipv6 pim auto-rp rp-candidate-policy, on page 1636
• ipv6 pim auto-rp send-rp-announce rp-candidate, on page 1637
• ipv6 pim bidir-rp-limit, on page 1639
• ipv6 pim border, on page 1640
• ipv6 pim bsr bsr-candidate, on page 1641
• ipv6 pim bsr bsr-policy, on page 1642
• ipv6 pim bsr listen forward, on page 1643
• ipv6 pim bsr rp-candidate, on page 1644
• ipv6 pim bsr rp-candidate-policy, on page 1645
• ipv6 pim dr-priority, on page 1646
• ipv6 pim event-history assert-receive, on page 1647
• ipv6 pim event-history bidir, on page 1648
• ipv6 pim event-history hello, on page 1649
• ipv6 pim event-history join-prune, on page 1650
• ipv6 pim event-history join-prune-summary, on page 1651
• ipv6 pim event-history null-register, on page 1652
• ipv6 pim event-history packet, on page 1653
• ipv6 pim event-history pim6-internal, on page 1654
• ipv6 pim event-history rp, on page 1655
• ipv6 pim event-history vrf, on page 1656
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• ipv6 pim flush-routes, on page 1657
• ipv6 pim hello-authentication ah-md5, on page 1658
• ipv6 pim hello-interval, on page 1659
• ipv6 pim jp-delay, on page 1660
• ipv6 pim jp-policy, on page 1661
• ipv6 pim log-neighbor-changes, on page 1662
• ipv6 pim neighbor-policy, on page 1663
• ipv6 pim register-policy, on page 1664
• ipv6 pim register-rate-limit, on page 1665
• ipv6 pim rp-address, on page 1666
• ipv6 pim sparse-mode, on page 1667
• ipv6 pim ssm range, on page 1668
• ipv6 pim state-limit, on page 1669
• ipv6 pim use-shared-tree-only spt-threshold infinity group-list, on page 1670
• ipv6 port traffic-filter, on page 1671
• ipv6 prefix-list (rpm), on page 1672
• ipv6 prefix-list (rpm), on page 1673
• ipv6 queue-packets, on page 1675
• ipv6 queue-packets-limit, on page 1676
• ipv6 redirects, on page 1677
• ipv6 route, on page 1678
• ipv6 router isis, on page 1680
• ipv6 router ospfv3 area, on page 1681
• ipv6 router ospfv3 multi-area, on page 1682
• ipv6 routing event-history size, on page 1683
• ipv6 routing multicast software-replication, on page 1684
• ipv6 source-route, on page 1685
• ipv6 traffic-filter, on page 1686
• ipv6 unreachables, on page 1687
• ipv6 verify, on page 1688
• ipv6 vip, on page 1689
• is-type, on page 1690
• ishow cli find nodes, on page 1691
• ishow cli modes, on page 1692
• ishow cli nodes, on page 1693
• ishow cli paths, on page 1694
• ishow cli tags, on page 1695
• ishow core backtrace, on page 1696
• isis authentication-check, on page 1697
• isis authentication-check level-1, on page 1698
• isis authentication-check level-2, on page 1699
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icmpv6 cache disable
[no] icmpv6 cache disable

Syntax Description Negate a command or set its defaultsno

ICMPv6 Commandsicmpv6

Disable cachecache

Disable cachedisable

Command Modes • /exec/configure
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icmpv6 cfs-queue
icmpv6 cfs-queue size|no icmpv6 cfs-queue

Syntax Description Negate a command or set its defaultsno

ICMPv6 Commandsicmpv6

cfs-queuecfs-queue

Type: integer

Size for adjacencies to be sent in CFSoE payload

size

Command Modes • /exec/configure
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icmpv6 library mts-queue
icmpv6 library mts-queue size|no icmpv6 library mts-queue

Syntax Description Negate a command or set its defaultsno

ICMPv6 Commandsicmpv6

library data queuelibrary

mts-queuemts-queue

Type: integer

Size for icmpv6 data sap qlimit

size

Command Modes • /exec/configure
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icmpv6 mts-queue
icmpv6 mts-queue size|no icmpv6 mts-queue

Syntax Description Negate a command or set its defaultsno

ICMPv6 Commandsicmpv6

mts-queuemts-queue

Type: integer

Size for icmpv6 data sap qlimit

size

Command Modes • /exec/configure
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import map
[no] import map rmap-name

Syntax Description Negate a command or set its defaultsno

VRF importimport

Route-map based VRF importmap

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/vrf-af-ipv4
• /exec/configure/vrf-af-ipv6
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import vrf default map
import vrf default [prefix-limit] map rmap-name|no import vrf default [prefix-limit] map
rmap-name

Syntax Description Negate a command or set its defaultsno

VRF importimport

Virtual Router Contextvrf

VRF name (default)default

Type: uinteger

min: 1 max: 2147483647 default: 1000

Maximum prefix limit

prefix-limit

Route-map based VRF importmap

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/vrf-af-ipv4
• /exec/configure/vrf-af-ipv6
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in-order-guarantee
[no] in-order-guarantee

Syntax Description Negate a command or set its defaultsno

Enable IODin-order-guarantee

Command Modes • /exec/configure/policy-map/type/uf/class
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inherit peer
[no] inherit peer peer-template-name

Syntax Description Negate a command or set its defaultsno

Inherit a templateinherit

Inherit a peer templatepeer

Type: string

length: 80

Peer template name

peer-template-name

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-vrf-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
• /exec/configure/router-bgp/router-bgp-vrf-prefixneighbor
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inherit peer-policy
[no] inherit peer-policy peer-policy-template-name policy-preference

Syntax Description Negate a command or set its defaultsno

Inherit a templateinherit

Inherit a peer-policy templatepeer-policy

Type: string

length: 80

Template name

peer-policy-template-name

Type: integer

min: 1 max: 65535

Sequence number

policy-preference

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-l2vpn-vpls
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inherit peer-session
[no] inherit peer-session peer-session-template-name

Syntax Description Negate a command or set its defaultsno

Inherit a templateinherit

Inherit a peer-session templatepeer-session

Type: string

length: 80

Template name

peer-session-template-name

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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inject-map exist-map
[no] inject-map inject-map-name exist-map exist-map-name [copy-attributes]

Syntax Description Negate a command or set its defaultsno

Routemapwhich specifies prefixes to injectinject-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

inject-map-name

Routemap which specifies exist conditionexist-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

exist-map-name

Copy attributes from aggregatecopy-attributes

Command Modes • /exec/configure/router-bgp/router-bgp-af
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install
install {all [{nxos uri|parallel}]+|force-all [{nxos uri|parallel}]+}

Syntax Description upgrade softwareinstall

Upgrade the systemall

boot-variable namenxos

Type: uri

Enter image uri

uri

Parallel upgrade linecards in the systemparallel

Force upgrade the systemforce-all

Command Modes • /exec
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install activate
install activate {e-patchpatch} [forced]

Syntax Description Install packageinstall

Activate packageactivate

Type: userdef

Package Name

e-patch

Type: string

Package Name

patch

No confirmation prompt in case of ISSU patchforced

Command Modes • /exec
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install add
install add uri1 [activate]

Syntax Description Install packageinstall

Add packageadd

Type: uri

Enter package
uri

uri1

Activate
package

activate

Command Modes • /exec
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install commit
install commit [{e-patchpatch}]

Syntax Description Install packageinstall

Commit software
patch

commit

Type: userdef

Package Name

e-patch

Type: string

Package Name

patch

Command Modes • /exec
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install deactivate
install deactivate {e-patchpatch}

Syntax Description Install packageinstall

Deactivate
package

deactivate

Type: userdef

Package Name

e-patch

Type: string

Package Name

patch

Command Modes • /exec
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install epld (cli_epld_upgrade)
install epld uri1 module all [force]

Syntax Description upgrade softwareinstall

Install EPLD from EPLD imageepld

Type: uri

Local URI containing EPLD Image

uri1

Upgrade the modulesmodule

Install all the modulesall

Force Install EPLD fromEPLD imageforce

Command Modes • /exec
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install epld (cli_epld_upgrade)
install epld uri1 module module {primary|golden} [force]

Syntax Description upgrade softwareinstall

Install EPLD from EPLD imageepld

Type: uri

Local URI containing EPLD Image

uri1

Upgrade the modules Available only in the 9500 series.module

Type: integer-range

Enter the module number to be upgraded

module

Upgrade primary fpga imageprimary

Upgrade golden fpga imagegolden

Force Install EPLD from EPLD imageforce

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1213

I Commands
install epld (cli_epld_upgrade)



install epld (cli_epld_upgrade)
install epld uri1 module all {primary|golden} [force]

Syntax Description upgrade softwareinstall

Install EPLD from EPLD imageepld

Type: uri

Local URI containing EPLD Image

uri1

Upgrade the modulesmodule

Install all the modulesall

Upgrade primary fpga imageprimary

Upgrade golden fpga imagegolden

Force Install EPLD fromEPLD imageforce

Command Modes • /exec
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install epld (cli_epld_upgrade)
install epld uri1 module module [force]

Syntax Description upgrade softwareinstall

Install EPLD from EPLD imageepld

Type: uri

Local URI containing EPLD Image

uri1

Upgrade the modules Available only in the 9500 series.module

Type: integer-range

Enter the module number to be upgraded

module

Force Install EPLD from EPLD imageforce

Command Modes • /exec
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install feature-set fex
[no] install feature-set fex

Syntax Description Negate a command or set its defaultsno

install a feature-setinstall

install feature-setfeature-set

FEXfex

Command Modes • /exec/configure
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install license
install license uri0 [s0]

Syntax Description upgrade softwareinstall

install licenselicense

Type: uri

Specify URL for license file

uri0

Type: string

length: 32

Specify a target name for the license file

s0

Command Modes • /exec
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install module
install module module {bios [[system uri0] [forced2]]|bios [{primary|golden}] [forced]|image
[{forced1|system1 uri1}]}

Syntax Description upgrade softwareinstall

Upgrade for modulemodule

Type: integer

Enter module index

module

Upgrade module biosbios

System Imagesystem

Type: uri

Local URI containing the system Image

uri0

Force install biosforced2

Upgrade the Primary biosprimary

Upgrade the Golden biosgolden

Force install biosforced

Upgrade module imageimage

Bypass SRG checkforced1

System Imagesystem1

Type: uri

Local URI containing the system Image

uri1

kickstart imagekickstart

Type: uri

Local URI containing the master kickstart Image

uri2

Upgrade SSM/MSM/SSN modulessi

Type: uri

Local URI containing the ssi image

uri4

Command Modes • /exec
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install remove
install remove {e-patchpatch|inactive} [forced]

Syntax Description Install packageinstall

Remove packageremove

Type: userdef

Package Name

e-patch

Type: string

Package Name

patch

All inactive except non-committed packagesinactive

Remove packageforced

Command Modes • /exec
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instance vlan
instance instance-id vlan vlan-list

Syntax Description Map vlans to an MST instanceinstance

Type: uinteger

min: 0 max: 4094

MST instance id

instance-id

Range of vlans to add to the instance mappingvlan

Type: vlan-mrange

vlan range ex: 1-65, 72, 200 - 300

vlan-list

Command Modes • /exec/configure/spanning-tree/mst/configuration
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interface
interface interface

Syntax Description Configure interfacesinterface

Type:
interface-mrange

Interface Name

interface

Command Modes • /exec/configure
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interface-vlan reset credits
interface-vlan reset credits [count]

Syntax Description Vlan Interfaceinterface-vlan

Reset SVI Creditsreset

SVI Creditscredits

Type: uinteger

Set SVI Credit
Count

count

Command Modes • /exec/configure
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interface-vlan reset fsm
interface-vlan vlan-id reset fsm

Syntax Description Vlan Interfaceinterface-vlan

Type: uinteger

VLAN Id

vlan-id

Reset SVI
Credits

reset

SVI FSMfsm

Command Modes • /exec/configure
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interface breakout module
[no] interface breakout module module

Syntax Description Negate a command or set its defaultsno

Configure interfacesinterface

Configuring the breakout for a modulebreakout

High Bandwidth Modulemodule

Type: integer

High Bandwidth Module number

module

Command Modes • /exec/configure
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interface breakout slot
[no] interface breakout slot module

Syntax Description Negate a command or set its defaultsno

Configure interfacesinterface

Configuring the breakout for a modulebreakout

High Bandwidth Moduleslot

Type: integer

High Bandwidth Module number

module

Command Modes • /exec/configure
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interface policy deny
[no] interface policy deny

Syntax Description Negate a command or set its defaultsno

Configure the interface policy for this roleinterface

Configure the interface policy for this rolepolicy

Deny access to a interface unless specifically permitteddeny

Command Modes • /exec/configure/role

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1226

I Commands
interface policy deny



ip (hsrp_engine)
ip {ipv6address|autoconfig}|no ip [{ipv6address|autoconfig}]

Syntax Description Negate a command or set its defaultsno

Enable HSRP IPv6 and set the virtual IP addressip

Type: ipv6addr

Virtual IPV6 address

ipv6address

Obtain address using autoconfigurationautoconfig

Command Modes • /exec/configure/if-eth-any/hsrp_ipv6
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ip (glbp)
[no] ip [ipaddress [secondary]]

Syntax Description Negate a command or set its defaultsno

Set Virtual IP addressip

Type: ipaddr

Virtual IP address

ipaddress

Make this a secondary IP addresssecondary

Command Modes • /exec/configure/if-eth-any/glbp
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ip (hsrp_engine)
ip [ipaddress [secondary]]|no ip [ipaddress [secondary]]

Syntax Description Negate a command or set its defaultsno

Enable HSRP IPv4 and set the virtual IP addressip

Type: ipaddr

Virtual IP address

ipaddress

Make this IP address a secondary virtual IP addresssecondary

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
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ip access-class
[no] ip access-class name inout

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Specify IPv4 access control for packetsaccess-class

Type: string

length: 64

List name

name

Traffic direction

in value: 0
Inbound packets

out value: 1
Outbound packets

inout

Command Modes • /exec/configure/line
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ip access-group
[no] ip access-group name inout

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Specify access control for packetsaccess-group

Type: string

length: 64

List name

name

Traffic direction

in value: 0
Inbound packets

out value: 1
Outbound packets

inout

Command Modes • /exec/configure/if-set-acl-l3
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ip access-list
[no] ip access-list name

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure access listaccess-list

Type: string

length: 64

List name

name

Command Modes • /exec/configure
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ip adjacency cache disable
[no] ip adjacency cache disable

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure Adjmgradjacency

Disable cachecache

Disable cachedisable

Command Modes • /exec/configure
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ip adjacency forcedownload
ip adjacency [vrf {vrf-namevrf-known-name}] {interface {*ip-addr}|*} forcedownload

Syntax Description Configure IP featuresip

Configure Adjmgradjacency

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: interface

Display specific interface adjacencies only

interface

Type: ipaddr

IPV4 source address

ip-addr

for all adjacencies in this context*

Create consistancy in UFDMforcedownload

Command Modes • /exec/configure
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ip adjacency notify interval
ip adjacency notify interval time|no ip adjacency notify interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure Adjmgradjacency

Notify URIB/FIBnotify

Time intervalinterval

Type: integer

min: 100 max: 1000 default: 100

value in milli seconds

time

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1235

I Commands
ip adjacency notify interval



ip adjacency peer-gmac
[no] ip adjacency [vrf {vrf-namevrf-known-name}] {interface {*ip-addr}|*} peer-gmac

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure Adjmgradjacency

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: interface

Display specific interface adjacencies only

interface

Type: ipaddr

IPV4 source address

ip-addr

for all adjacencies in this context*

Set/clear the peer-gmac bitpeer-gmac

Command Modes • /exec/configure
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ip adjacency route distance
ip adjacency route distance pref|no ip adjacency route distance

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure Adjmgradjacency

routeroute

admin-distancedistance

Type: uinteger

min: 2 max: 250 default: 250

preference

pref

Command Modes • /exec/configure
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ip adjacency statistics collect
ip adjacency statistics collect|no ip adjacency statistics collect

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure Adjmgradjacency

Statisticsstatistics

Collectioncollect

Command Modes • /exec/configure
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ip adjacency statistics interval
ip adjacency statistics interval time|no ip adjacency statistics interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure Adjmgradjacency

Statisticsstatistics

Intervalinterval

Type: integer

min: 120 max: 2400 default: 120

Timer timeout value

time

Command Modes • /exec/configure
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ip allow address-overlap
[no] ip allow address-overlap

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Allow interface IP address overlapallow

Allow interface IP address overlapaddress-overlap

Command Modes • /exec/configure
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ip arp
ip arp ip-address mac-address|no ip arp ip-address [mac-address]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

Type: ipaddr

IP address

ip-address

Type: ethernet

MAC address

mac-address

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
• /exec/configure/if-vlan-common
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ip arp broadcast mac-mismatch
ip arp broadcast mac-mismatch|no ip arp broadcast mac-mismatch

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

Enable/disable arp broadcasrbroadcast

when there is a smac mismatchmac-mismatch

Command Modes • /exec/configure
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ip arp cache disable
[no] ip arp cache disable

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

ARParp

Disable cachecache

Disable cachedisable

Command Modes • /exec/configure
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ip arp cfs-queue
ip arp cfs-queue size|no ip arp cfs-queue

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

ARParp

cfs-queuecfs-queue

Type: integer

Size for adjacencies to be sent in CFSoE payload

size

Command Modes • /exec/configure
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isis authentication-type cleartext md5 (isis)
isis authentication-type {cleartext|md5} level|no isis authentication-type [{cleartext|md5}] level

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set hello authentication typeauthentication-type

Cleartextcleartext

HMAC-MD5md5

IS-IS level

level-1 value: 1
Specify authentication type for level-1
IIHs

level-2 value: 2
Specify authentication type for level-2
IIHs

level

Command Modes • /exec/configure/if-ma
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isis authentication-type cleartext md5 (isis)
isis authentication-type {cleartext|md5}|no isis authentication-type [{cleartext|md5}]

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set hello authentication typeauthentication-type

Cleartextcleartext

HMAC-MD5md5

Command Modes • /exec/configure/if-p2p
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isis authentication key-chain (isis)
isis authentication key-chain auth-keychain level|no isis authentication key-chain [auth-keychain]
level

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set hello authentication keychainauthentication

Set hello authentication keychainkey-chain

Type: string

length: 63

authentication keychain

auth-keychain

IS-IS level

level-1 value: 1
Specify authentication keychain for level-1
IIHs

level-2 value: 2
Specify authentication keychain for level-2
IIHs

level

Command Modes • /exec/configure/if-ma
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isis authentication key-chain (isis)
isis authentication key-chain auth-keychain|no isis authentication key-chain [auth-keychain]

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set hello authentication keychainauthentication

Set hello authentication keychainkey-chain

Type: string

length: 63

authentication keychain

auth-keychain

Command Modes • /exec/configure/if-p2p
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isis bfd
[no] isis bfd [disable]

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Interface BFD configurationbfd

Disable BFD on interfacedisable

Command Modes • /exec/configure/if-igp
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isis circuit-type
isis circuit-type circuit-type|no isis circuit-type [circuit-type]

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Configure circuit type for interfacecircuit-type

IS-IS circuit type

level-1 value: 1
Level-1 only adjacencies are
formed

level-2 value: 2
Level-2 only adjacencies are
formed

level-1-2 value: 3
Level-1-2 adjacencies are
formed

circuit-type

Command Modes • /exec/configure/if-igp
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isis csnp-interval
[no] isis csnp-interval sec {level-1|level-2}

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set CSNP interval in secondscsnp-interval

Type: integer

min: 1 max: 65535 default: 10

CSNP interval value

sec

Specify interval for level-1 CSNPslevel-1

Specify interval for level-2 CSNPslevel-2

Command Modes • /exec/configure/if-igp
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isis event-history adjacency
[no] isis event-history adjacency size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

Adjacency events for IS-ISadjacency

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history cli
[no] isis event-history cli size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

CLI events for IS-IScli

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history csnp
[no] isis event-history csnp size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

CSNP events for IS-IScsnp

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history dis
[no] isis event-history dis size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

Dis events for IS-ISdis

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history events
[no] isis event-history events size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

Events for IS-ISevents

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history graceful
[no] isis event-history graceful size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

Graceful Restart events for IS-ISgraceful

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history ha
[no] isis event-history ha size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

HA events for IS-ISha

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history iih
[no] isis event-history iih size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

IIH events for IS-ISiih

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history lsp-flood
[no] isis event-history lsp-flood size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

LSP-flood events for IS-ISlsp-flood

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history lsp-gen
[no] isis event-history lsp-gen size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

LSP-Gen events for IS-ISlsp-gen

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history mtr
[no] isis event-history mtr size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

MTR events for IS-ISmtr

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1262

I Commands
isis event-history mtr



isis event-history psnp
[no] isis event-history psnp size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

PSNP events for IS-ISpsnp

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history redist
[no] isis event-history redist size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

Redist events for IS-ISredist

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history spf-leaf
[no] isis event-history spf-leaf size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

Shortest path first events for IS-ISspf-leaf

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1265

I Commands
isis event-history spf-leaf



isis event-history spf-tree
[no] isis event-history spf-tree size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

SPF-Tree events for IS-ISspf-tree

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history tlv
[no] isis event-history tlv size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

TLV events for IS-IStlv

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis event-history urib
[no] isis event-history urib size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Event-history buffers for IS-ISisis

Configure event-history buffersevent-history

URIB events for IS-ISurib

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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isis hello-interval (isis)
[no] isis hello-interval sec {level-1|level-2}

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set Hello interval in secondshello-interval

Type: integer

min: 1 max: 65535 default: 10

Hello interval value

sec

Specify hello-interval for level-1 IIHslevel-1

Specify hello-interval for level-2 IIHslevel-2

Command Modes • /exec/configure/if-ma
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isis hello-interval (isis)
[no] isis hello-interval sec

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set Hello interval in secondshello-interval

Type: integer

min: 1 max: 65535 default: 10

Hello interval value

sec

Command Modes • /exec/configure/if-p2p
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isis hello-multiplier (isis)
[no] isis hello-multiplier multi {level-1|level-2}

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set multiplier for Hello holding timehello-multiplier

Type: integer

min: 3 max: 1000 default: 3

Hello multiplier value

multi

Specify hello multiplier for level-1 IIHslevel-1

Specify hello multiplier for level-2 IIHslevel-2

Command Modes • /exec/configure/if-ma
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isis hello-multiplier (isis)
[no] isis hello-multiplier multi

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set multiplier for Hello holding timehello-multiplier

Type: integer

min: 3 max: 1000 default: 3

Hello multiplier value

multi

Command Modes • /exec/configure/if-p2p
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isis hello-padding always (isis)
isis hello-padding always

Syntax Description IS-IS configuration commandsisis

Pad IS-IS hello PDUs to fullMTUhello-padding

Pad every helloalways

Command Modes • /exec/configure/if-igp
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isis hello-padding always (isis)
isis hello-padding|no isis hello-padding [always]

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Pad IS-IS hello PDUs to full MTUhello-padding

Pad every helloalways

Command Modes • /exec/configure/if-igp
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isis ipv6 metric
[no] isis ipv6 metric metric level

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Configuremetric for IPV6 topologymetric

Configuremetric for IPV6 topologyipv6

Type: integer

min: 0 max: 0

Default metric

metric

IS-IS level

level-1 value: 1
Apply metric to level-1 links

level-2 value: 2
Apply metric to level-2 links

level

Command Modes • /exec/configure/if-igp
• /exec/configure/router-isis/router-isis-af-ipv6
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isis lsp-interval
[no] isis lsp-interval msec

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set LSP transmission intervallsp-interval

Type: integer

min: 10 max: 65535 default: 33

LSP transmission interval (milliseconds)

msec

Command Modes • /exec/configure/if-igp
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isis mesh-group
isis mesh-group {blockedmesh-id}|no isis mesh-group [{blockedmesh-id}]

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set IS-IS mesh groupmesh-group

Type: uinteger

min: 1 max: 0

Mesh group number

mesh-id

Block LSPs on this interfaceblocked

Command Modes • /exec/configure/if-igp
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isis metric
[no] isis metric metric level

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Configure the metric for interfacemetric

Type: integer

min: 0 max: 0

Default metric

metric

IS-IS level

level-1 value: 1
Apply metric to level-1 links

level-2 value: 2
Apply metric to level-2 links

level

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mpls-tunnel
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isis network point-to-point
[no] isis network point-to-point

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Change interface medium to p2pnetwork

Change interface medium to p2ppoint-to-point

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mpls-tunnel
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isis passive-interface
isis passive-interface level|no isis passive-interface [level]|default isis passive-interface [level]

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Suppress IS-IS PDUpassive-interface

Undo a commanddefault

Level to suppress

level-1 value: 1
Suppress level-1 PDU

level-2 value: 2
Suppress level-2 PDU

level-1-2 value: 3
Suppress level-1 and level-2
PDU

level

Command Modes • /exec/configure/if-igp
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isis priority
[no] isis priority priority {level-1|level-2}

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set priority for DIS electionpriority

Type: integer

min: 0 max: 127 default: 64

Priority value

priority

Specify priority for level-1 routinglevel-1

Specify priority for level-2 routinglevel-2

Command Modes • /exec/configure/if-ma
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isis retransmit-interval
[no] isis retransmit-interval sec

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set per-LSP retransmission intervalretransmit-interval

Type: integer

min: 1 max: 65535 default: 5

Interval between retransmissions of the same LSP (seconds)

sec

Command Modes • /exec/configure/if-p2p
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isis retransmit-throttle-interval
[no] isis retransmit-throttle-interval msec

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Set interface LSP retransmission intervalretransmit-throttle-interval

Type: integer

min: 20 max: 65535 default: 66

Delay between retransmitted LSPs (milliseconds)

msec

Command Modes • /exec/configure/if-p2p
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isis shutdown
[no] isis shutdown

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Graceful shutdown IS-IS functionality on the interfaceshutdown

Command Modes • /exec/configure/if-igp
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ip arp event-history size
[no] ip arp event-history
{packet|event|sync-event|ip-sync-event|control|ha|errors|lcache|lcache-errors|client-event|client-errors|snmp|cli}
size {size_in_textsize_in_Kbytes}

Syntax Description Negate a command or set its defaultsno

IP eventsip

Configure ARP parametersarp

log debug events into event history bufferevent-history

inst packet logspacket

Internal event logsevent

CFS and MCECM related event logssync-event

L3 over vpc eventsip-sync-event

ARP control event logscontrol

HA and GR logsha

inst error logserrors

lcache logslcache

lcache_error logslcache-errors

Client_event logsclient-event

Client_error logsclient-errors

cli logscli

SNMP logssnmp

Configure the size of the event-hist buffersize

Buffer size

default: small

small value: 16384
Small buffer

medium value: 65536
Medium buffer

large value: 262144
Large buffer

disabled value: 0
Disabled

size_in_text
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Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure
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ip arp gratuitous hsrp duplicate
ip arp gratuitous hsrp duplicate|no ip arp gratuitous hsrp duplicate

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

gratuitousgratuitous

hsrphsrp

duplicate address detectionduplicate

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
• /exec/configure/if-vlan-common
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ip arp gratuitous request
ip arp gratuitous request|no ip arp gratuitous request

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

gratuitousgratuitous

Enable/Disable sending grat. arp request when duplicate address detectedrequest

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
• /exec/configure/if-vlan-common
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ip arp gratuitous update
ip arp gratuitous update|no ip arp gratuitous update

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

gratuitousgratuitous

Enable/Disable arp cache updates for gratuitous arpupdate

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
• /exec/configure/if-vlan-common
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ip arp inspection filter vlan
[no] ip arp inspection filter arp-acl-name vlan vlan-range

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

Arp Inspection configurationNot available in this release.inspection

Filterfilter

Type: string

length: 64

Access list name

arp-acl-name

Vlan rangevlan

Type: vlan-mrange

VLAN ID 1-3967 or range(s): 1-5, 10 or 2-5,7-19

vlan-range

Command Modes • /exec/configure
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ip arp inspection log-buffer
[no] ip arp inspection log-buffer entries number1

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

Arp Inspection configurationNot available in this release.inspection

Log Buffer Configurationlog-buffer

Number of entries for log bufferentries

Type: uinteger

min: 1 max: 1024

Number of entries for log buffer

number1

Command Modes • /exec/configure
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ip arp inspection trust
[no] ip arp inspection trust

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

Arp Inspection configurationinspection

Configure trust statetrust

Command Modes • /exec/configure/if-switching
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ip arp inspection validate
[no] ip arp inspection validate {src-mac|dst-mac|ip1}+

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

Arp Inspection configurationNot available in this release.inspection

Validate addressesvalidate

Validate source MAC addresssrc-mac

Validate destination MAC addressdst-mac

Validate IP addressesip1

Command Modes • /exec/configure
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ip arp inspection vlan
[no] ip arp inspection vlan vlan-id [logging dhcp-bindings {permit|all|inone}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

Arp Inspection configurationNot available in this release.inspection

Enable/Disable ARP Inspection on vlansvlan

Type: vlan-mrange

VLAN ID 1-3967 or range(s): 1-5, 10 or 2-5,7-19

vlan-id

Configure type of packets to be loggedlogging

Logging of packet that match DHCP bindingsdhcp-bindings

Log DHCP Binding Permitted packetspermit

Log all packets that match DHCP bindingsall

Do not log packetsinone

Command Modes • /exec/configure
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ip arp mts-queue
ip arp mts-queue size|no ip arp mts-queue

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

ARParp

mts-queuemts-queue

Type: integer

Size for arp data sap qlimit

size

Command Modes • /exec/configure
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ip arp request
ip arp request ip-address

Syntax Description Configure IP featuresip

Configure ARP
parameters

arp

Trigger ARP requestrequest

Type: ipaddr

IP address

ip-address

Command Modes • /exec/configure/if-igp
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ip arp synchronize (arp)
ip arp synchronize [{pull|push}]

Syntax Description Configure IP featuresip

ARParp

CFS synchronizesynchronize

Initiate CFS pull requestpull

Initiate CFS push
message

push

Command Modes • /exec
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ip arp synchronize (arp_mcec)
[no] ip arp synchronize

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

ARParp

CFS synchronizeNot available in this release.synchronize

Command Modes • /exec/configure/vpc-domain
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ip arp timeout
ip arp timeout time-out|no ip arp timeout

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure ARP parametersarp

ARP timeouttimeout

Type: integer

min: 60 max: 28800 default: 1500

Time-out value in seconds

time-out

Command Modes • /exec/configure
• /exec/configure/config-mgmt
• /exec/configure/if-igp
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ip as-path access-list
ip as-path access-list aspl-name [timeout sec] {deny|permit} line|no ip as-path access-list
aspl-name [timeout sec] [{deny|permit} line]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

BGP autonomous system path filteras-path

Specify an access list nameaccess-list

Type: string

pattern: [!-~]*

length: 63

AS path access list name

aspl-name

Type: string

Known as-path access-list name

aspl-name

Timeout to be used for checking regex cpu hogtimeout

Type: uinteger

No. of seconds used as timeout

sec

Specify packets to rejectdeny

Specify packets to forwardpermit

Command Modes • /exec/configure
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ip auto-discard
[no] ip auto-discard

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Auto 0.0.0.0/0 discard routeauto-discard

Command Modes • /exec/configure
• /exec/configure/vrf
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ip cache disable
[no] ip cache disable

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Disable cachecache

Disable cachedisable

Command Modes • /exec/configure
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ip community-list expanded
ip community-list expanded name [timeout sec] {deny|permit} line|no ip community-list expanded
name [timeout sec] [{deny|permit} line]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Add a community list entrycommunity-list

Add an expanded community list entryexpanded

Type: string

pattern: [!-~]*

length: 63

Name of expanded community list

name

Timeout to be used for checking regex cpu hogtimeout

Type: uinteger

No. of seconds used as timeout

sec

Specify community to rejectdeny

Specify community to acceptpermit

Command Modes • /exec/configure
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ip community-list standard
ip community-list standard name {permit|deny}
{internet|local-AS|no-advertise|no-exportaannnumberhex_num}+|no ip community-list standard name
[{permit|deny}] {internet|local-AS|no-advertise|no-exportaannnumberhex_num}+

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Add a community list entrycommunity-list

Add a standard Community list entrystandard

Type: string

pattern: [!-~]*

length: 63

Standard community list name

name

Specify community to acceptpermit

Specify community to rejectdeny

Internet (well-known community)internet

Do not send outside local AS (well-known community)local-AS

Do not advertise to any peer (well-known community)no-advertise

Do not export to next AS (well-known community)no-export

Type: community

Community number aa:nn format

aann

Type: uinteger

min: 1 max: 4294967295

Community number

number

Type: hex

Community number in hex

hex_num

Command Modes • /exec/configure
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ip default-gateway
[no] ip default-gateway ip-addr [vrf {vrf-namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure default gatewaydefault-gateway

Type: ipaddr

IP prefix in format i.i.i.i

ip-addr

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure
• /exec/configure/config-mgmt
• /exec/configure/vrf
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ip dhcp packet strict-validation
[no] ip dhcp packet strict-validation

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP packetpacket

DHCP packet strict validationstrict-validation

Command Modes • /exec/configure/
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ip dhcp relay
[no] ip dhcp relay

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

Enable DHCP relay agentrelay

Command Modes • /exec/configure
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ip dhcp relay address
[no] ip dhcp relay address [ip-addr-val [use-vrf vrf-name]]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

Configure relay agentrelay

Configure DHCP server to refer toaddress

Type: ipaddr

IP address

ip-addr-val

helper address VRF membershipuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/if-igp
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ip dhcp relay information option
[no] ip dhcp relay information option

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP relay agent parametersrelay

Relay agent information optioninformation

Insert relay information in BOOTREQUESToption

Command Modes • /exec/configure
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ip dhcp relay information option vpn
[no] ip dhcp relay information option vpn

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP relay agent parametersrelay

Relay agent information optioninformation

Insert relay information in BOOTREQUESToption

Enable relay support across VRFsvpn

Command Modes • /exec/configure
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ip dhcp relay sub-option type cisco
[no] ip dhcp relay sub-option type cisco

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP relay agent parametersrelay

Relay agent suboptionsub-option

Relay agent suboption typetype

Use Cisco propritery suboptionscisco

Command Modes • /exec/configure
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ip dhcp relay subnet-broadcast
[no] ip dhcp relay subnet-broadcast

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

Configure DHCP relayrelay

Configure DHCP relay subnet-broadcast on interfacesubnet-broadcast

Command Modes • /exec/configure/if-igp
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ip dhcp smart-relay
[no] ip dhcp smart-relay

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

Configure DHCP smart relay on interfacesmart-relay

Command Modes • /exec/configure/if-igp
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ip dhcp smart-relay global
[no] ip dhcp smart-relay global

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

Configure DHCP smart relaysmart-relay

ConfigureDHCP smart relay globallyglobal

Command Modes • /exec/configure
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ip dhcp snooping
[no] ip dhcp snooping

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP SnoopingNot available in this release.snooping

Command Modes • /exec/configure/
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ip dhcp snooping information option
[no] ip dhcp snooping information option

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP Snoopingsnooping

DHCP Snooping informationinformation

DHCP Snooping information optionoption

Command Modes • /exec/configure/
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ip dhcp snooping trust
[no] ip dhcp snooping trust

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP Snoopingsnooping

DHCP Snooping trust configtrust

Command Modes • /exec/configure/if-switching
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ip dhcp snooping verify mac-address
[no] ip dhcp snooping verify mac-address

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP Snoopingsnooping

DHCP snooping verifyverify

DHCP snooping verify mac-addressmac-address

Command Modes • /exec/configure/
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ip dhcp snooping vlan
[no] ip dhcp snooping vlan vlan-id10

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure DHCP snooping or relaydhcp

DHCP Snoopingsnooping

DHCP Snooping vlanvlan

Type: vlan-mrange

VLAN ID 1-3967 or range(s): 1-5, 10 or 2-5,7-19

vlan-id10

Command Modes • /exec/configure
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ip directed-broadcast
[no] ip directed-broadcast [acl-name]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IP directed-broadcastdirected-broadcast

Type: string

length: 63

ACL policy name

acl-name

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
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ip dns source-interface
[no] ip dns source-interface ifnum [vrf {vrf-namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure dns clientdns

Configure source interface feature for domain-lookupsource-interface

Type: interface

Source interface

ifnum

Configure VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure
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ip domain-list
[no] ip domain-list {s0|s1 [use-vrf {vrf-namevrf-known-name}]}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Add additional domain namesdomain-list

Type: string

length: 64

Enter a domain

s0

Type: string

length: 64

Enter a domain

s1

Display per-VRF informationuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 64

VRF name

vrf-name

Type: vrf

length: 64

Known VRF name

vrf-known-name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip domain-lookup
[no] ip domain-lookup

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Enable/Disable DNSdomain-lookup

Command Modes • /exec/configure
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ip domain-name
[no] ip domain-name {s0|s1 [use-vrf {vrf-namevrf-known-name}]}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Specify default domain namedomain-name

Type: string

length: 64

Enter the default domain

s0

Type: string

length: 64

Enter the default domain

s1

Display per-VRF informationuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 64

VRF name

vrf-name

Type: vrf

length: 64

Known VRF name

vrf-known-name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip dscp
[no] ip dscp dscp_value

Syntax Description Negate a command or set its defaultsno

Set ERSPAN IP optionsip

Set the IP DSCP valuedscp

Type: integer

min: 0 max: 63

dscp_value

Command Modes • /exec/configure/config-monitor-erspan-src
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ip eigrp bfd
[no] ip eigrp eigrp-tag bfd [disable]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-tag

Enable BFD on this interfacebfd

Disable BFD on this interfacedisable

Command Modes • /exec/configure/if-igp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1326

I Commands
ip eigrp bfd



ip eigrp event-history bfd size
[no] ip eigrp [eigrp-ptag] event-history bfd size {size_in_textsize_in_Kbytes}

Syntax Description Negate a command or set its defaultsno

Clear IP commandsip

EIGRP clear commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

EIGRP event-historyevent-history

Show bfd log of EIGRPbfd

Configure the size of the event-hist buffersize

Buffer size

default: small

small value: 16384
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1327

I Commands
ip eigrp event-history bfd size



ip extcommunity-list expanded
ip extcommunity-list expanded name {deny|permit} line|no ip extcommunity-list expanded name
[{deny|permit} line]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Add a extcommunity list entryextcommunity-list

Add an expanded extcommunity list entryexpanded

Type: string

pattern: [!-~]*

length: 63

Name of expanded extcommunity list

name

Specify extcommunity to rejectdeny

Specify extcommunity to acceptpermit

Command Modes • /exec/configure
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ip extcommunity-list standard
ip extcommunity-list standard name {permit|deny} {4byteas-generic {transitive
ext-comm-gen-trans|non-transitive ext-comm-gen-nontrans}|rt
{ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}|soo {ext-comm-soo-aa2nn4ext-comm-soo-aa4nn2}}+|no ip
extcommunity-list standard name [{permit|deny}] [{4byteas-generic {transitive
ext-comm-gen-trans|non-transitive ext-comm-gen-nontrans}|rt
{ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}|soo {ext-comm-soo-aa2nn4ext-comm-soo-aa4nn2}}]+

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Add a extcommunity list entryextcommunity-list

Add a standard Extcommunity list entrystandard

Type: string

pattern: [!-~]*

length: 63

Standard extcommunity list name

name

Specify extcommunity to acceptpermit

Specify extcommunity to rejectdeny

Generic extended community4byteas-generic

Transitive extcommunitytransitive

Non-Transitive extcommunitynon-transitive

Router-Targetrt

Site-Of-Originsoo

Type: community

Extcommunity number aa4:nn format

ext-comm-gen-trans

Type: community

Extcommunity number aa4:nn format

ext-comm-gen-nontrans

Type: community

Extcommunity number

ext-comm-rt-aa2nn4

Type: community

Extcommunity number

ext-comm-rt-aa4nn2
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Type: community

Extcommunity number

ext-comm-soo-aa2nn4

Type: community

Extcommunity number

ext-comm-soo-aa4nn2

Command Modes • /exec/configure
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(aclmgr)
{[seqno]|no} {addr wildprefix|host hostaddr}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Type: ipaddr

A.B.C.D Network address of object-group member

addr

Type: ipaddr

A.B.C.D wildcard

wild

Type: ipprefix

A.B.C.D/nn Network prefix of the object-groupmember

prefix

Host address of the object-group memberhost

Type: ipaddr

A.B.C.D Host address

hostaddr

Command Modes • /exec/configure/ipgroup
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ip host
[no] ip host s0 ipv4_0

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Add an entry to the ip hostname tablehost

Type: string

length: 64

Name of Host

s0

Type: ipaddr

Enter an IP address

ipv4_0

Command Modes • /exec/configure
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ip igmp
[no] ip igmp {static-group|static-oif} {group [source source]|route-map route-map-name}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures static oif for a multicast forwarding entrystatic-group

Configures static oif for a multicast forwarding entrystatic-oif

Type: ipaddr

Multicast group IP address

group

Configures source address for IGMPv3 (S,G) Channelsource

Type: ipaddr

Source IP address

source

Static group policyroute-map

Type: string

length: 63

route-map name

route-map-name

Command Modes • /exec/configure/if-igp
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ip igmp allow-v3-asm
[no] ip igmp allow-v3-asm

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Accept IGMPv3 reports for non SSMgroupsallow-v3-asm

Command Modes • /exec/configure/if-igp
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ip igmp any-query-destination
[no] ip igmp any-query-destination

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP global configuration commandsigmp

Allow any destination-IP for General Queriesany-query-destination

Command Modes • /exec/configure
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ip igmp bootup-delay
no ip igmp bootup-delay [delay]|ip igmp bootup-delay delay

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP global configuration commandsigmp

Configures bootup route add delay to RIBbootup-delay

Type: integer

min: 1 max: 0 default: 0

Delay downloading in seconds

delay

Command Modes • /exec/configure
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ip igmp enforce-router-alert
[no] ip igmp enforce-router-alert

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP global configuration commandsigmp

Enforce Router Alert option check for IGMPv2 and IGMPv3 packetsenforce-router-alert

Command Modes • /exec/configure
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ip igmp event-history (igmp)
[no] ip igmp event-history {interface-debugs|group-debugs} size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

Interface-debugs for IGMPinterface-debugs

Group-debugs for IGMPgroup-debugs

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 2048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp event-history (igmp)
[no] ip igmp event-history {interface-events|group-events} size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

Interface-events for IGMPinterface-events

Group-events for IGMPgroup-events

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 2048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp event-history cli
[no] ip igmp event-history cli size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

CLI events for IGMPcli

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp event-history ha
[no] ip igmp event-history ha size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

HA events for IGMPha

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp event-history igmp-internal
[no] ip igmp event-history igmp-internal size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

Internal events for IGMPigmp-internal

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp event-history mtrace
[no] ip igmp event-history mtrace size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

Mtrace events for IGMPmtrace

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp event-history policy
[no] ip igmp event-history policy size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

Policy events for IGMPpolicy

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp event-history vrf
[no] ip igmp event-history vrf size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configure event-history buffersevent-history

VRF events for IGMPvrf

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp file-debug
[no] ip igmp file-debug

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Collect all debugs to a filefile-debug

Command Modes • /exec/configure
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ip igmp flush-routes
[no] ip igmp flush-routes

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Remove routes when restarting IGMPflush-routes

Command Modes • /exec/configure
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ip igmp group-specific-strict
[no] ip igmp group-specific-strict

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP global configuration commandsigmp

Enable group specific consistency checkgroup-specific-strict

Command Modes • /exec/configure
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ip igmp group-timeout
no ip igmp group-timeout [time]|ip igmp group-timeout time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures groupmembership timeout for IGMPv2group-timeout

Type: integer

min: 3 max: 0 default: 260

Time in seconds

time

Command Modes • /exec/configure/if-igp
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ip igmp ha-stateful
[no] ip igmp ha-stateful

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Enable stateful IGMP HAha-stateful

Command Modes • /exec/configure
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ip igmp immediate-leave
[no] ip igmp immediate-leave

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Enable/Disable immediate leaveimmediate-leave

Command Modes • /exec/configure/if-igp
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ip igmp join-group
[no] ip igmp join-group {group [source source]|route-map route-map-name}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures local group membership for routerjoin-group

Type: ipaddr

Multicast group IP address

group

Configures source address for IGMPv3 (S,G) Channelsource

Type: ipaddr

Source IP address

source

Join group policyroute-map

Type: string

length: 63

route-map name

route-map-name

Command Modes • /exec/configure/if-igp
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ip igmp last-member-query-count
no ip igmp last-member-query-count [count]|ip igmp last-member-query-count count

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures number of group-specific Queries sentlast-member-query-count

Type: integer

min: 1 max: 5

Count value

count

Command Modes • /exec/configure/if-igp
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ip igmp last-member-query-response-time
no ip igmp last-member-query-response-time [interval]|ip igmp last-member-query-response-time
interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures last member query response timelast-member-query-response-time

Type: integer

min: 1 max: 25 default: 1

Interval in seconds

interval

Command Modes • /exec/configure/if-igp
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ip igmp querier-timeout query-timeout
no ip igmp {querier-timeout|query-timeout} [time]|ip igmp {querier-timeout|query-timeout} time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures querier timeout for IGMPv2querier-timeout

Configures querier timeout for IGMPv2query-timeout

Type: integer

min: 1 max: 0 default: 255

Time in seconds

time

Command Modes • /exec/configure/if-igp
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ip igmp query-interval
no ip igmp query-interval [interval]|ip igmp query-interval interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures interval betweenQuery transmissionquery-interval

Type: integer

min: 1 max: 18000 default: 125

Interval in seconds

interval

Command Modes • /exec/configure/if-igp
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ip igmp query-max-response-time
no ip igmp query-max-response-time [time]|ip igmp query-max-response-time time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures MRT for query messagesquery-max-response-time

Type: integer

min: 1 max: 25 default: 10

Time in seconds

time

Command Modes • /exec/configure/if-igp
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ip igmp report-link-local-groups
[no] ip igmp report-link-local-groups

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP global configuration commandsigmp

Send Reports for groups in 224.0.0.0/24report-link-local-groups

Command Modes • /exec/configure/if-igp
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ip igmp report-policy access-group
ip igmp {report-policy|access-group} {route-map-name|prefix-list prefix-list-name}|no ip igmp
{report-policy|access-group} [{route-map-name|prefix-list prefix-list-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

IGMP Report Policyreport-policy

IGMP access-groupaccess-group

Type: string

length: 100

Route-map name

route-map-name

Prefix list policyprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Command Modes • /exec/configure/if-igp
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ip igmp robustness-variable
no ip igmp robustness-variable [value]|ip igmp robustness-variable value

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures RFC defined Robustness Variablerobustness-variable

Type: integer

min: 1 max: 7 default: 2

Count value

value

Command Modes • /exec/configure/if-igp
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ip igmp snooping (igmp)
[no] ip igmp snooping {optimised-multicast-flood|optimise-multicast-flood}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures OptimisedMulticast Flood (OMF) on the VLANoptimised-multicast-flood

Configures OptimisedMulticast Flood (OMF) on the VLANoptimise-multicast-flood

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping (igmp)
no ip igmp snooping|ip igmp snooping

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Command Modes • /exec/configure/vlan
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ip igmp snooping (igmp)
no ip igmp snooping|ip igmp snooping

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Command Modes • /exec/configure
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ip igmp snooping (igmp)
[no] ip igmp snooping {ha-stateful|cc-mode|m2rib-max-omfs omf-count|m2rib-max-omf-routes
omf-route-count|m2rib-max-routes route-count|m2rib-max-buffers buf-count}

Syntax Description Configure IP featuresip

IGMP global configuration commandsigmp

Configures IGMP Snoopingsnooping

Negate a command or set its defaultsno

Enable stateful IGMP-Snooping HAha-stateful

Enter MFDM congestion-control modecc-mode

Number of OMF entries in M2RIB bufferm2rib-max-omfs

Number of route entries in M2RIB bufferm2rib-max-routes

Number of omf route entries inM2RIB bufferm2rib-max-omf-routes

Number of update buffers with M2RIBm2rib-max-buffers

Type: uinteger

min: 50 max: 400 default: 400

omf-count

Type: uinteger

min: 100 max: 400 default: 400

route-count

Type: uinteger

min: 3 max: 4 default: 4

buf-count

Type: uinteger

min: 10 max: 50 default: 50

omf-route-count

Command Modes • /exec/configure
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ip igmp snooping (igmp)
no ip igmp snooping|ip igmp snooping

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping event-history igmp-snoop-internal
[no] ip igmp snooping event-history igmp-snoop-internal size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Configure event-history buffersevent-history

Internal events for IGMP-snoopigmp-snoop-internal

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp snooping event-history mfdm
[no] ip igmp snooping event-history mfdm size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Configure event-history buffersevent-history

MFDM events for IGMP-snoopmfdm

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp snooping event-history mfdm-sum
[no] ip igmp snooping event-history mfdm-sum size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Configure event-history buffersevent-history

MFDM-SUMevents for IGMP-snoopmfdm-sum

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp snooping event-history rib
[no] ip igmp snooping event-history rib size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Configure event-history buffersevent-history

RIB events for IGMP-snooprib

Configure siazesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp snooping event-history vlan-events
[no] ip igmp snooping event-history vlan-events size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Configure event-history buffersevent-history

VLAN/BD events for IGMP-snoopvlan-events

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp snooping event-history vlan
[no] ip igmp snooping event-history vlan size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Configure event-history buffersevent-history

VLAN/BD events for IGMP-snoopvlan

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

small value: 8196
Small buffer

medium value: 512000
Medium buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp snooping event-history vpc
[no] ip igmp snooping event-history vpc size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMPglobal configuration commandsigmp

Configures IGMP Snoopingsnooping

Configure event-history buffersevent-history

VPC events for IGMP-snoopvpc

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip igmp snooping explicit-tracking (igmp)
no ip igmp snooping explicit-tracking|ip igmp snooping explicit-tracking

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures Explicit Host tracking for VLAN/BDexplicit-tracking

Command Modes • /exec/configure/vlan
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ip igmp snooping explicit-tracking (igmp)
no ip igmp snooping explicit-tracking|ip igmp snooping explicit-tracking

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures Explicit Host tracking for VLAN/BDexplicit-tracking

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping fast-leave (igmp)
no ip igmp snooping fast-leave|ip igmp snooping fast-leave

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures Fast leave for the VLAN/BDfast-leave

Command Modes • /exec/configure/vlan
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ip igmp snooping fast-leave (igmp)
no ip igmp snooping fast-leave|ip igmp snooping fast-leave

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures Fast leave for the VLAN/BDfast-leave

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping group-timeout (igmp)
[no] ip igmp snooping group-timeout {timeout|never}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures groupmembership timeout in all VLAN/BDsgroup-timeout

Type: uinteger

min: 1 max: 10080

Timeout in minutes

timeout

Never expire ports from group membershipnever

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1377

I Commands
ip igmp snooping group-timeout (igmp)



ip igmp snooping group-timeout (igmp)
[no] ip igmp snooping group-timeout {timeout|never}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures groupmembership timeout in VLAN/BDgroup-timeout

Type: uinteger

min: 1 max: 10080

Timeout in minutes

timeout

Never expire ports from group membershipnever

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping last-member-query-count (igmp)
no ip igmp snooping last-member-query-count [count]|ip igmp snooping last-member-query-count
count

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures number of group-specific queries sentlast-member-query-count

Type: uinteger

min: 1 max: 5

Count value

count

Command Modes • /exec/configure/vlan
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ip igmp snooping last-member-query-count (igmp)
no ip igmp snooping last-member-query-count [count]|ip igmp snooping last-member-query-count
count

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures number of group-specific queries sentlast-member-query-count

Type: uinteger

min: 1 max: 5

Count value

count

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping last-member-query-interval (igmp)
no ip igmp snooping last-member-query-interval [interval]|ip igmp snooping
last-member-query-interval interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures interval between group-specific Query transmissionslast-member-query-interval

Type: integer

min: 1 max: 25 default: 1

Interval in seconds

interval

Command Modes • /exec/configure/vlan
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ip igmp snooping last-member-query-interval (igmp)
no ip igmp snooping last-member-query-interval [interval]|ip igmp snooping
last-member-query-interval interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures interval between group-specific Query transmissionslast-member-query-interval

Type: integer

min: 1 max: 25 default: 1

Interval in seconds

interval

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping link-local-groups-suppression (igmp)
[no] ip igmp snooping link-local-groups-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures VLAN/BD link-local groups suppressionlink-local-groups-suppression

Command Modes • /exec/configure/vlan
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ip igmp snooping link-local-groups-suppression (igmp)
[no] ip igmp snooping link-local-groups-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures Global link-local groups suppressionlink-local-groups-suppression

Command Modes • /exec/configure
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ip igmp snooping link-local-groups-suppression (igmp)
[no] ip igmp snooping link-local-groups-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures VLAN/BD link-local groups suppressionlink-local-groups-suppression

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping mrouter interface (igmp)
no ip igmp snooping mrouter interface interface|ip igmp snooping mrouter interface interface

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures static multicast router interfacemrouter

Specify interface for static-mrouterinterface

Type: interface

Interface name

interface

Command Modes • /exec/configure/vlan
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ip igmp snooping mrouter interface (igmp)
no ip igmp snooping mrouter interface interface|ip igmp snooping mrouter interface interface

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures static multicast router interfacemrouter

Specify interface for static-mrouterinterface

Type: interface

Interface name

interface

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping optimise-multicast-flood (igmp)
[no] ip igmp snooping optimise-multicast-flood

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures OptimizedMulticast Flood (OMF) on all VLAN/BDsoptimise-multicast-flood

Command Modes • /exec/configure
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ip igmp snooping optimise-multicast-flood (igmp)
[no] ip igmp snooping optimise-multicast-flood

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures OptimisedMulticast Flood (OMF) on the VLAN/BDoptimise-multicast-flood

Command Modes • /exec/configure/vlan
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ip igmp snooping optimised-multicast-flood
[no] ip igmp snooping optimised-multicast-flood

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures OptimisedMulticast Flood (OMF) on the VLAN/BDoptimised-multicast-flood

Command Modes • /exec/configure/vlan
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ip igmp snooping proxy general-queries (igmp)
[no] ip igmp snooping proxy general-queries [mrt mrt]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMP snooping proxyproxy

Configures proxy for general-queriesgeneral-queries

Configure max-response-time for the switch's proxy general-queriesmrt

Type: uinteger

min: 1 max: 25 default: 5

MRT in seconds

mrt

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1391

I Commands
ip igmp snooping proxy general-queries (igmp)



ip igmp snooping proxy general-queries (igmp)
[no] ip igmp snooping proxy general-queries [mrt mrt]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMP snooping proxyproxy

Configures proxy for general-queriesgeneral-queries

Configure max-response-time for the switch's proxy general-queriesmrt

Type: uinteger

min: 1 max: 25 default: 5

MRT in seconds

mrt

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping querier (igmp)
no ip igmp snooping querier [querier]|ip igmp snooping querier querier

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Enables snooping querierquerier

Type: ipaddr

Querier IP address

querier

Command Modes • /exec/configure/vlan
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ip igmp snooping querier (igmp)
no ip igmp snooping querier [querier]|ip igmp snooping querier querier

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Enables snooping querierquerier

Type: ipaddr

Querier IP address

querier

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping querier-timeout (igmp)
no ip igmp snooping querier-timeout [time]|ip igmp snooping querier-timeout time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures querier timeout for IGMPv2querier-timeout

Type: uinteger

min: 1 max: 0 default: 255

Time in seconds

time

Command Modes • /exec/configure/vlan
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ip igmp snooping querier-timeout (igmp)
no ip igmp snooping querier-timeout [time]|ip igmp snooping querier-timeout time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures querier timeout for IGMPv2querier-timeout

Type: uinteger

min: 1 max: 0 default: 255

Time in seconds

time

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping query-interval (igmp)
no ip igmp snooping query-interval [interval]|ip igmp snooping query-interval interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures interval between query transmissionquery-interval

Type: uinteger

min: 1 max: 18000 default: 125

Interval in seconds

interval

Command Modes • /exec/configure/vlan
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ip igmp snooping query-interval (igmp)
no ip igmp snooping query-interval [interval]|ip igmp snooping query-interval interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures interval between query transmissionquery-interval

Type: uinteger

min: 1 max: 18000 default: 125

Interval in seconds

interval

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping query-max-response-time (igmp)
no ip igmp snooping query-max-response-time [time]|ip igmp snooping query-max-response-time
time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

ConfiguresMRT for querymessagesquery-max-response-time

Type: uinteger

min: 1 max: 25 default: 10

Time in seconds

time

Command Modes • /exec/configure/vlan
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ip igmp snooping query-max-response-time (igmp)
no ip igmp snooping query-max-response-time [time]|ip igmp snooping query-max-response-time
time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

ConfiguresMRT for querymessagesquery-max-response-time

Type: uinteger

min: 1 max: 25 default: 10

Time in seconds

time

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping report-policy access-group prefix-list
route-map

[no] ip igmp snooping {report-policy|access-group} {prefix-list|route-map} pname interface
interface

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

IGMP Report Policyreport-policy

IGMP access-groupaccess-group

IPv4 Prefix-List Policyprefix-list

Route-Map Policyroute-map

Type: string

length: 63

Policy Name Name

pname

Specify interface for filteringinterface

Type: interface

Interface name

interface

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping report-suppression (igmp)
no ip igmp snooping report-suppression|ip igmp snooping report-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMPv1/IGMPv2 Report Suppression for the VLAN/BDreport-suppression

Command Modes • /exec/configure/vlan
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ip igmp snooping report-suppression (igmp)
no ip igmp snooping report-suppression|ip igmp snooping report-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures Global IGMPv1/IGMPv2Report Suppressionreport-suppression

Command Modes • /exec/configure
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ip igmp snooping report-suppression (igmp)
no ip igmp snooping report-suppression|ip igmp snooping report-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMPv1/IGMPv2 Report Suppression for the VLAN/BDreport-suppression

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping robustness-variable (igmp)
no ip igmp snooping robustness-variable [value]|ip igmp snooping robustness-variable value

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures RFC defined Robustness Variablerobustness-variable

Type: uinteger

min: 1 max: 7 default: 2

Count value

value

Command Modes • /exec/configure/vlan
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ip igmp snooping robustness-variable (igmp)
no ip igmp snooping robustness-variable [value]|ip igmp snooping robustness-variable value

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures RFC defined Robustness Variablerobustness-variable

Type: uinteger

min: 1 max: 7 default: 2

Count value

value

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping self-mac-check
[no] ip igmp snooping self-mac-check

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP global configuration commandsigmp

enable loopback packet check and drop
it

self-mac-check

Configures IGMP Snoopingsnooping

Command Modes • /exec/configure
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ip igmp snooping startup-query-count (igmp)
no ip igmp snooping startup-query-count [count]|ip igmp snooping startup-query-count count

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures number of queries sent at startupstartup-query-count

Type: uinteger

min: 1 max: 10

Count value

count

Command Modes • /exec/configure/vlan

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1408

I Commands
ip igmp snooping startup-query-count (igmp)



ip igmp snooping startup-query-count (igmp)
no ip igmp snooping startup-query-count [count]|ip igmp snooping startup-query-count count

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures number of queries sent at startupstartup-query-count

Type: uinteger

min: 1 max: 10

Count value

count

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping startup-query-interval (igmp)
no ip igmp snooping startup-query-interval [interval]|ip igmp snooping startup-query-interval
interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures query interval at startupstartup-query-interval

Type: uinteger

min: 1 max: 18000

Interval in seconds

interval

Command Modes • /exec/configure/vlan
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ip igmp snooping startup-query-interval (igmp)



ip igmp snooping startup-query-interval (igmp)
no ip igmp snooping startup-query-interval [interval]|ip igmp snooping startup-query-interval
interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures query interval at startupstartup-query-interval

Type: uinteger

min: 1 max: 18000

Interval in seconds

interval

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping startup-query-interval (igmp)



ip igmp snooping static-group (igmp)
no ip igmp snooping static-group group [source source] interface interface|ip igmp snooping
static-group group [source source] interface interface

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures static groupmembershipstatic-group

Type: ipaddr

Group IP Address

group

Configures static (S,G) channelsource

Type: ipaddr

Source IP Address

source

Specify interface for static-groupinterface

Type: interface

Interface name

interface

Command Modes • /exec/configure/vlan
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ip igmp snooping static-group (igmp)



ip igmp snooping static-group (igmp)
no ip igmp snooping static-group group [source source] interface interface|ip igmp snooping
static-group group [source source] interface interface

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures static groupmembershipstatic-group

Type: ipaddr

Group IP Address

group

Configures static (S,G) channelsource

Type: ipaddr

Source IP Address

source

Specify interface for static-groupinterface

Type: interface

Interface name

interface

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping static-group (igmp)



ip igmp snooping v3-report-suppression (igmp)
no ip igmp snooping v3-report-suppression|ip igmp snooping v3-report-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMPv3 Report Suppression and Proxy Reporting for the VLAN/BDv3-report-suppression

Command Modes • /exec/configure/vlan
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ip igmp snooping v3-report-suppression (igmp)



ip igmp snooping v3-report-suppression (igmp)
no ip igmp snooping v3-report-suppression|ip igmp snooping v3-report-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures Global IGMPv3 Report Suppression and Proxy Reportingv3-report-suppression

Command Modes • /exec/configure
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ip igmp snooping v3-report-suppression (igmp)



ip igmp snooping v3-report-suppression (igmp)
no ip igmp snooping v3-report-suppression|ip igmp snooping v3-report-suppression

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMPv3 Report Suppression and Proxy Reporting for the VLAN/BDv3-report-suppression

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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ip igmp snooping v3-report-suppression (igmp)



ip igmp snooping version (igmp)
no ip igmp snooping version [version]|ip igmp snooping version version

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMP version number for VLAN/BDversion

Type: uinteger

min: 2 max: 3

Version number value

version

Command Modes • /exec/configure/vlan
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I Commands
ip igmp snooping version (igmp)



ip igmp snooping version (igmp)
no ip igmp snooping version [version]|ip igmp snooping version version

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures IGMP version number for VLAN/BDversion

Type: uinteger

min: 2 max: 3

Version number value

version

Command Modes • /exec/configure/vlan-config
• /exec/configure/bdomain
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I Commands
ip igmp snooping version (igmp)



ip igmp snooping vpc (igmp)
ip igmp snooping vpc {clear-cfs-flag|clear-pending-flag|clear-native-flag}

Syntax Description Configure IP featuresip

IGMP global configuration commandsigmp

Configures IGMP Snoopingsnooping

vPC related commandvpc

clear cfs learnt flag from the routes / oifsclear-cfs-flag

clear native learnt flag from the routes / oifsclear-native-flag

clear pending flag if setclear-pending-flag

Command Modes • /exec
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ip igmp snooping vpc (igmp)



ip igmp snooping vpc (igmp)
ip igmp snooping vpc [{vpc-incremental|vpc-sync-only}]

Syntax Description Configure IP featuresip

IGMP global configuration commandsigmp

Configures IGMP Snoopingsnooping

vPC related eventsvpc

default - no vpc-incremental with route proxy disabledvpc-sync-only

vpc-incremental mode with route proxy enabledvpc-incremental

Command Modes • /exec/configure
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I Commands
ip igmp snooping vpc (igmp)



ip igmp snooping vpc peer-link-exclude
[no] ip igmp snooping vpc peer-link-exclude

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP configuration commandsigmp

Configures IGMP Snoopingsnooping

Configures vPCvpc

Exclude vPC Peer-link for Routed multicast trafficpeer-link-exclude

Command Modes • /exec/configure
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I Commands
ip igmp snooping vpc peer-link-exclude



ip igmp snooping vpc peer-routes-download
ip igmp snooping vpc peer-routes-download [stale]

Syntax Description Configure IP featuresip

IGMP global configuration commandsigmp

Configures IGMP Snoopingsnooping

vPC related commandvpc

get peer-learnt routespeer-routes-download

stale the cfs learnt entry, i.e. clear cfs_flagstale

Command Modes • /exec
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I Commands
ip igmp snooping vpc peer-routes-download



ip igmp ssm-translate
[no] ip igmp ssm-translate group source

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP global configuration commandsigmp

Translate IGMPv1/v2 reports to (S,G) route entriesssm-translate

Type: ipprefix

IP Multicast group range

group

Type: ipaddr

IP Multicast address source

source

Command Modes • /exec/configure
• /exec/configure/vrf
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I Commands
ip igmp ssm-translate



ip igmp startup-query-count
no ip igmp startup-query-count [count]|ip igmp startup-query-count count

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures number of queries sent at startupstartup-query-count

Type: integer

min: 1 max: 10

Count value

count

Command Modes • /exec/configure/if-igp
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ip igmp startup-query-count



ip igmp startup-query-interval
no ip igmp startup-query-interval [interval]|ip igmp startup-query-interval interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures query interval at startupstartup-query-interval

Type: integer

min: 1 max: 18000

Interval in seconds

interval

Command Modes • /exec/configure/if-igp
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I Commands
ip igmp startup-query-interval



ip igmp state-limit
ip igmp state-limit max-states [reserved route-map-name max-reserved]|no ip igmp state-limit
[max-states [reserved route-map-name max-reserved]]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures State limitstate-limit

Type: uinteger

min: 1 max: 4294967295

Maximum states allowed

max-states

Reserve the states using route-mapreserved

Type: string

length: 100

Route-map name

route-map-name

Type: uinteger

min: 1 max: 4294967295

Maximum (*,G)/(S,G) entires allowed on the interface

max-reserved

Command Modes • /exec/configure/if-igp
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ip igmp state-limit



ip igmp version
no ip igmp version [version]|ip igmp version version

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IGMP interface configuration commandsigmp

Configures IGMP version number for interfaceversion

Type: integer

min: 2 max: 3

Version number value

version

Command Modes • /exec/configure/if-igp
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I Commands
ip igmp version



ip ipv6 bandwidth-percent eigrp
{ip|ipv6} bandwidth-percent eigrp eigrp-ptag percent|no {ip|ipv6} bandwidth-percent eigrp
eigrp-ptag [percent]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Configures IP-EIGRP bandwidth limitbandwidth-percent

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal |
neighbor | neighbors | notifications | packets | prefix | route | route-map | shutdown |
summary | topology | traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: integer

min: 1 max: 100 default: 50

Maximum bandwidth percentage that EIGRP may use

percent

Command Modes • /exec/configure/if-igp
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ip ipv6 bandwidth-percent eigrp



ip ipv6 bandwidth eigrp
{ip|ipv6} bandwidth eigrp eigrp-ptag bw|no {ip|ipv6} bandwidth eigrp eigrp-ptag [bw]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Set bandwidth for interface used in EIGRP metric calculationbandwidth

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: uinteger

min: 1 max: 2560000000

Bandwidth in kilobits

bw

Command Modes • /exec/configure/if-igp
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ip ipv6 bandwidth eigrp



ip ipv6 delay eigrp
{ip|ipv6} delay eigrp eigrp-ptag delay [picoseconds]|no {ip|ipv6} delay eigrp eigrp-ptag [delay]
[picoseconds]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Set delay for interface used in EIGRP metric calculationdelay

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: uinteger

min: 1 max: 0

Throughput delay

delay

Delay units in picosecondspicoseconds

Command Modes • /exec/configure/if-igp
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ip ipv6 delay eigrp



ip ipv6 hello-interval eigrp
{ip|ipv6} hello-interval eigrp eigrp-ptag hello-interval|no {ip|ipv6} hello-interval eigrp eigrp-ptag
[hello-interval]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Configures IP-EIGRP hello intervalhello-interval

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: integer

min: 1 max: 0 default: 5

Seconds between hello transmissions

hello-interval

Command Modes • /exec/configure/if-igp
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ip ipv6 hello-interval eigrp



ip ipv6 hold-time eigrp
{ip|ipv6} hold-time eigrp eigrp-ptag holdtime|no {ip|ipv6} hold-time eigrp eigrp-ptag [holdtime]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Configures IP-EIGRP hold timehold-time

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: integer

min: 1 max: 0 default: 15

Seconds before neighbor is considered down

holdtime

Command Modes • /exec/configure/if-igp
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ip ipv6 summary-address eigrp
[no] ip summary-address eigrp eigrp-ptag {address mask|prefix} [distance] [leak-map leak-map]|[no]
ipv6 summary-address eigrp eigrp-ptag ipv6-prefix [distance] [leak-map leak-map]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Configures IP-EIGRP summary address on interfacesummary-address

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary |
topology | traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: ipaddr

IP address

address

Type: ipaddr

IP network mask

mask

Type: ipprefix

IP prefix in slash format

prefix

Type: ipv6prefix

IPv6 prefix <network>/<length>

ipv6-prefix

Type: integer

min: 1 max: 0 default: 5

Administrative distance

distance

Allow dynamic prefixes based on the leak-mapleak-map

Type: string

leak-map name

leak-map

Command Modes • /exec/configure/if-igp
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ip load-sharing address
[no] ip load-sharing address {source-destination [{port source-destination2|gre}]|destination port2
destination2} {[rotate rotate]|[concatenation]}+ [universal-id random-seed]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

ECMP load-sharingload-sharing

Configure source/destination addresses, port numbers and hashaddress

Use both source and destination values for addresssource-destination

Use source-destination value for portport

Use source-destination value for gre-keygre

Use both source and destination values for portsource-destination2

Use destination addressdestination

Use destination value for portport2

Use destination portdestination2

Offset to be used in the hashrotate

Type: uinteger

min: 1 max: 63

Value used for offset, default value is 32

rotate

Enable/Disable concatenationconcatenation

Universal-id to randomize hash functions for load-balanceuniversal-id

Type: uinteger

min: 1 max: 0

Value used to randomize hash

random-seed

Command Modes • /exec/configure
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ip load-sharing per-packet
ip load-sharing per-packet|no ip load-sharing [per-packet]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Style of load sharing Not available in this release.load-sharing

Enable per-packet load balancing on interfaceNot available in this release.per-packet

Command Modes • /exec/configure/if-igp
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ip load-sharing per-packet



ip local-proxy-arp
ip local-proxy-arp|no ip local-proxy-arp

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure local proxy ARPlocal-proxy-arp

Command Modes • /exec/configure/if-igp
• /exec/configure/if-vlan-common
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ip local-proxy-arp



ip mfwd event-history cli
[no] ip mfwd event-history cli size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configures Global IPMulticast Forwardingmfwd

Configure event-history buffersevent-history

CLI events for MCASTFWDcli

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip mfwd event-history cli



ip mfwd event-history l2
[no] ip mfwd event-history l2 size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configures Global IPMulticast Forwardingmfwd

Configure event-history buffersevent-history

Layer2 events for MCASTFWDl2

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1438

I Commands
ip mfwd event-history l2



ip mfwd event-history packet
[no] ip mfwd event-history packet size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configures Global IPMulticast Forwardingmfwd

Configure event-history buffersevent-history

Packet events for Multicast forwardingpacket

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip mfwd event-history vrf
[no] ip mfwd event-history vrf size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configures Global IPMulticast Forwardingmfwd

Configure event-history buffersevent-history

VRF events for MCASTFWDvrf

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip mroute
[no] ip mroute {ip-addr ip-maskip-prefix} {{next-hopnh-prefix}interface} [pref] [vrf
{vrf-namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure multicast RPF static routemroute

Type: ipaddr

IP prefix in format i.i.i.i

ip-addr

Type: ipaddr

IP network mask in format m.m.m.m

ip-mask

Type: ipprefix

IP prefix and network mask length in format x.x.x.x/m

ip-prefix

Type: ipaddr

IP next-hop address in format i.i.i.i

next-hop

Type: ipprefix

IP next-hop prefix in format i.i.i.i/m

nh-prefix

Type: interface

Interface for interface static multicast routes

interface

Type: integer

min: 1 max: 255 default: 1

Route preference

pref

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name
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Command Modes • /exec/configure
• /exec/configure/vrf
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ip mroute



ip msdp description
ip msdp description peer-address text|no ip msdp description peer-address [text]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Configure MSDP description for peerdescription

Type: ipaddr

IP address of MSDP peer

peer-address

Type: remainder

Text description

text

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp event-history cli
[no] ip msdp event-history cli size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Configure event-history bufferevent-history

CLI logs for MSDPcli

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip msdp event-history events
[no] ip msdp event-history events size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Configure event-history bufferevent-history

Peer events for MSDPevents

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip msdp event-history msdp-internal
[no] ip msdp event-history msdp-internal size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Configure event-history bufferevent-history

Internal logs for MSDPmsdp-internal

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1446

I Commands
ip msdp event-history msdp-internal



ip msdp event-history routes
[no] ip msdp event-history routes size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Configure event-history bufferevent-history

Route logs for MSDProutes

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip msdp event-history tcp
[no] ip msdp event-history tcp size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Configure event-history bufferevent-history

TCP logs for MSDPtcp

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip msdp flush-routes
[no] ip msdp flush-routes

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Remove routes when restartingMSDPflush-routes

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp group-limit source
[no] ip msdp group-limit limit source sprefix

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Limit the number of groups per sourcegroup-limit

Type: uinteger

Limit on number of groups

limit

Sources to limit groups tosource

Type: ipprefix

Prefix to match sources against

sprefix

Command Modes • /exec/configure
• /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1450

I Commands
ip msdp group-limit source



ip msdp keepalive
ip msdp keepalive peer-address interval timeout|no ip msdp keepalive peer-address [interval
timeout]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

ConfigureMSDP keepalive parameters for peerkeepalive

Type: ipaddr

IP address of MSDP peer

peer-address

Type: integer

min: 1 max: 60 default: 60

Keepalive interval in seconds

interval

Type: integer

min: 1 max: 90 default: 90

Keepalive timeout in seconds

timeout

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp mesh-group
ip msdp mesh-group peer-address name|no ip msdp mesh-group peer-address [name]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure member of mesh-groupmesh-group

Type: string

Name of mesh-group

name

Type: ipaddr

IP address ofMSDP peer in mesh-group

peer-address

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp no-sa-data
[no] ip msdp no-sa-data

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Don't send SA-encapsulated datano-sa-data

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp originator-id
ip msdp originator-id interface|no ip msdp originator-id [interface]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure alternative router-id for MSDPoriginator-id

Type: interface

Use IP address of interface for originator-id

interface

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp password
ip msdp password peer-address password|no ip msdp password peer-address [password]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

ConfigureMD5 authentication passwordpassword

Type: ipaddr

IP address of MSDP peer

peer-address

Type: password

MD5 password

password

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp peer
ip msdp peer peer-address connect-source interface [remote-as asn]|no ip msdp peer peer-address
[connect-source interface] [remote-as asn]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure MSDP peerpeer

Type: ipaddr

IP address of MSDP peer

peer-address

Configure local IP address for TCP connectionconnect-source

Type: interface

Use IP address of interface for peer address

interface

Configure remoteAutonomous SystemNumberremote-as

Type: asn

AS number

asn

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp reconnect-interval
ip msdp reconnect-interval interval|no ip msdp reconnect-interval [interval]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure connection reconnect intervalreconnect-interval

Type: integer

min: 1 max: 60 default: 10

Interval in seconds

interval

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp redistribute
[no] ip msdp redistribute [{route-map route-map-name|prefix-list prefix-list-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure SA policy for allMSDP peerredistribute

route-map policyroute-map

Type: string

length: 63

route-map policy name

route-map-name

Prefix list policyprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp sa-interval
ip msdp sa-interval interval|no ip msdp sa-interval [interval]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure Source-Activemessage transmission intervalsa-interval

Type: integer

min: 60 max: 65535 default: 60

Interval in seconds

interval

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp sa-limit
ip msdp sa-limit peer-address limit|no ip msdp sa-limit peer-address [limit]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configuremaximum (S,G) entries allowedsa-limit

Type: uinteger

Number of (S,G) entries

limit

Type: ipaddr

IP address of MSDP peer in mesh-group

peer-address

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp sa-policy in
[no] ip msdp sa-policy peer-address {route-map-name|prefix-list prefix-list-namertr_pol_name} in

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure SA policy for MSDP peersa-policy

Prefix list policyprefix-list

Input policyin

Type: ipaddr

IP address ofMSDP peer for SA policy

peer-address

Type: string

length: 63

route-map policy name

route-map-name

Type: string

length: 63

prefix-list name

prefix-list-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp sa-policy out
[no] ip msdp sa-policy peer-address {route-map-name|prefix-list prefix-list-namertr_pol_name} out

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDP global configuration commandsmsdp

Configure SA policy for MSDP peersa-policy

Prefix list policyprefix-list

Output policyout

Type: ipaddr

IP address ofMSDP peer for SA policy

peer-address

Type: string

length: 63

route-map policy name

route-map-name

Type: string

length: 63

prefix-list name

prefix-list-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip msdp shutdown
ip msdp shutdown peer-address|no ip msdp shutdown peer-address

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

MSDPglobal configuration commandsmsdp

Administratively shut down peershutdown

Type: ipaddr

IP address of MSDP peer

peer-address

Command Modes • /exec/configure
• /exec/configure/vrf
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ip multicast last-hop-meter
ip multicast last-hop-meter kbps [burst-size]|no ip multicast last-hop-meter [kbps [burst-size]]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPmulticast global parametersmulticast

RPF-failed meterlast-hop-meter

Type: uinteger

min: 8 max: 0 default: 100

Rate in kilobits/sec

kbps

Type: uinteger

min: 100 max: 0 default: 100

Burst size in kilobytes

burst-size

Command Modes • /exec/configure
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ip multicast multipath
[no] ip multicast multipath {none|s-g-hash next-hop-based}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IP multicast global parametersmulticast

Configure ECMP multicast load splittingmultipath

Disable ECMP multicast load splittingnone

Configure hash based on source and group addresss-g-hash

Configure hash based on source, group, next-hop addressnext-hop-based

Command Modes • /exec/configure
• /exec/configure/vrf
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ip multicast rpf-meter
ip multicast rpf-meter {kbps [burst-size]|hardware-drop-all}|no ip multicast rpf-meter [{kbps
[burst-size]|hardware-drop-all}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPmulticast global parametersmulticast

RPF-failed meterrpf-meter

Type: uinteger

min: 8 max: 0 default: 100

Rate in kilobits/sec

kbps

Type: uinteger

min: 100 max: 0 default: 100

Burst size in kilobytes

burst-size

Drop all RPF-failed packets in hardwarehardware-drop-all

Command Modes • /exec/configure
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ip name-server
[no] ip name-server {{ipv4_0ipv6_1} [{ipv4_2ipv6_3} [{ipv4_4ipv6_5} [{ipv4_6ipv6_7}
[{ipv4_8ipv6_9} [{ipv4_10ipv6_11}]]]]]|{ipv4_12ipv6_13} [use-vrf
{vrf-namevrf-known-name}]|{ipv4_14ipv6_15} [{ipv4_16ipv6_17} [use-vrf
{vrf-namevrf-known-name}]]|{ipv4_18ipv6_19} [{ipv4_20ipv6_21} [{ipv4_22ipv6_23} [use-vrf
{vrf-namevrf-known-name}]]]|{ipv4_24ipv6_25} [{ipv4_26ipv6_27} [{ipv4_28ipv6_29} [{ipv4_30ipv6_31}
[use-vrf {vrf-namevrf-known-name}]]]]|{ipv4_32ipv6_33} [{ipv4_34ipv6_35} [{ipv4_36ipv6_37}
[{ipv4_38ipv6_39} [{ipv4_40ipv6_41} [use-vrf {vrf-namevrf-known-name}]]]]]|{ipv4_42ipv6_43}
[{ipv4_44ipv6_45} [{ipv4_46ipv6_47} [{ipv4_48ipv6_49} [{ipv4_50ipv6_51} [{ipv4_52ipv6_53}
[use-vrf {vrf-namevrf-known-name}]]]]]]}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Specify nameserver addressname-server

Type: ipaddr

Enter an IPv4 address

ipv4_0

Type: ipv6addr

Enter an IPv6 address

ipv6_1

Type: ipaddr

Enter an IPv4 address

ipv4_2

Type: ipv6addr

Enter an IPv6 address

ipv6_3

Type: ipaddr

Enter an IPv4 address

ipv4_4

Type: ipv6addr

Enter an IPv6 address

ipv6_5

Type: ipaddr

Enter an IPv4 address

ipv4_6

Type: ipv6addr

Enter an IPv6 address

ipv6_7

Type: ipaddr

Enter an IPv4 address

ipv4_8
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Type: ipv6addr

Enter an IPv6 address

ipv6_9

Type: ipaddr

Enter an IPv4 address

ipv4_10

Type: ipv6addr

Enter an IPv6 address

ipv6_11

Type: ipaddr

Enter an IPv4 address

ipv4_12

Type: ipv6addr

Enter an IPv6 address

ipv6_13

Display per-VRF informationuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 64

VRF name

vrf-name

Type: vrf

length: 64

Known VRF name

vrf-known-name

Type: ipaddr

Enter an IPv4 address

ipv4_14

Type: ipv6addr

Enter an IPv6 address

ipv6_15

Type: ipaddr

Enter an IPv4 address

ipv4_16

Type: ipv6addr

Enter an IPv6 address

ipv6_17

Type: ipaddr

Enter an IPv4 address

ipv4_18

Type: ipv6addr

Enter an IPv6 address

ipv6_19

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1468

I Commands
ip name-server



Type: ipaddr

Enter an IPv4 address

ipv4_20

Type: ipv6addr

Enter an IPv6 address

ipv6_21

Type: ipaddr

Enter an IPv4 address

ipv4_22

Type: ipv6addr

Enter an IPv6 address

ipv6_23

Type: ipaddr

Enter an IPv4 address

ipv4_24

Type: ipv6addr

Enter an IPv6 address

ipv6_25

Type: ipaddr

Enter an IPv4 address

ipv4_26

Type: ipv6addr

Enter an IPv6 address

ipv6_27

Type: ipaddr

Enter an IPv4 address

ipv4_28

Type: ipv6addr

Enter an IPv6 address

ipv6_29

Type: ipaddr

Enter an IPv4 address

ipv4_30

Type: ipv6addr

Enter an IPv6 address

ipv6_31

Type: ipaddr

Enter an IPv4 address

ipv4_32

Type: ipv6addr

Enter an IPv6 address

ipv6_33

Type: ipaddr

Enter an IPv4 address

ipv4_34
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Type: ipv6addr

Enter an IPv6 address

ipv6_35

Type: ipaddr

Enter an IPv4 address

ipv4_36

Type: ipv6addr

Enter an IPv6 address

ipv6_37

Type: ipaddr

Enter an IPv4 address

ipv4_38

Type: ipv6addr

Enter an IPv6 address

ipv6_39

Type: ipaddr

Enter an IPv4 address

ipv4_40

Type: ipv6addr

Enter an IPv6 address

ipv6_41

Type: ipaddr

Enter an IPv4 address

ipv4_42

Type: ipv6addr

Enter an IPv6 address

ipv6_43

Type: ipaddr

Enter an IPv4 address

ipv4_44

Type: ipv6addr

Enter an IPv6 address

ipv6_45

Type: ipaddr

Enter an IPv4 address

ipv4_46

Type: ipv6addr

Enter an IPv6 address

ipv6_47

Type: ipaddr

Enter an IPv4 address

ipv4_48

Type: ipv6addr

Enter an IPv6 address

ipv6_49
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Type: ipaddr

Enter an IPv4 address

ipv4_50

Type: ipv6addr

Enter an IPv6 address

ipv6_51

Type: ipaddr

Enter an IPv4 address

ipv4_52

Type: ipv6addr

Enter an IPv6 address

ipv6_53

Command Modes • /exec/configure
• /exec/configure/vrf
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ip ospf advertise-subnet
[no] ip ospf advertise-subnet

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Advertise loopback interface IP subnet in router LSAadvertise-subnet

Command Modes • /exec/configure/if-loopback
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ip ospf authentication-key
ip ospf authentication-key key|no ip ospf authentication-key [key]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Configure the authentication key for the interfaceauthentication-key

Type: password

Authentication key

key

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1473

I Commands
ip ospf authentication-key



ip ospf authentication
[no] ip ospf authentication [{message-digest|null}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Authentication on the interfaceauthentication

Use message-digest authenticationmessage-digest

Use null(disable) authenticationnull

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf authentication key-chain
ip ospf authentication key-chain keychain|no ip ospf authentication key-chain [keychain]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Authentication on the interfaceauthentication

Authentication password key-chainkey-chain

Type: string

length: 63

Key-chain name

keychain

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf bfd
[no] ip ospf bfd [disable]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Enable BFD on this interfacebfd

Disable BFD on this interfacedisable

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf cost
ip ospf cost cost|no ip ospf cost [cost]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Cost associated with interfacecost

Type: integer

min: 1 max: 65535

Cost value

cost

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf dead-interval
ip ospf dead-interval interval|no ip ospf dead-interval [interval]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Dead intervaldead-interval

Type: integer

min: 1 max: 262140 default: 40

(seconds)

interval

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf event-history cli size
ip ospf event-history cli size {size_in_textsize_in_Kbytes}

Syntax Description IP eventsip

Debug OSPF eventsospf

log debug events into event history bufferevent-history

Cli logscli

Configure the size of the event-hist buffersize

Buffer size

default: medium

small value: 65536
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure/router-ospf
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ip ospf event-history detail size
ip ospf event-history detail size {size_in_textsize_in_Kbytes}

Syntax Description IP eventsip

Debug OSPF eventsospf

log debug events into event history bufferevent-history

Detailed event history bufferdetail

Configure the size of the verbose event-hist buffersize

Buffer size

default: small

small value: 65536
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure/router-ospf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1480

I Commands
ip ospf event-history detail size



ip ospf event-history size
ip ospf event-history {adjacency|event|ha|flooding|lsa|spf|redistribution|ldp|te|rib|hello|spf-trigger}
size {size_in_textsize_in_Kbytes}

Syntax Description IP eventsip

Debug OSPF eventsospf

log debug events into event history bufferevent-history

Adjacency formation logsadjacency

Internal event logsevent

HA and GR logsha

LSA flooding logsflooding

LSA generation and databse logslsa

SPF calculation logsspf

Redistribution logsredistribution

LDP related logsldp

MPLS TE related logste

RIB related logsrib

HELLO related logshello

SPF TRIGGER related logsspf-trigger

Configure the size of the event-hist buffersize

Buffer size

default: small

small value: 65536
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes
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Command Modes • /exec/configure/router-ospf
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ip ospf flood-bw-percentage
[no] ip ospf flood-bw-percentage percentage

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Percentage of bandwidth used for floodingflood-bw-percentage

Type: integer

min: 1 max: 25

Negate a command or set its defaults

percentage

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf hello-interval
ip ospf hello-interval interval|no ip ospf hello-interval [interval]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Hello intervalhello-interval

Type: integer

min: 1 max: 65535 default: 10

(seconds)

interval

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf message-digest-key
ip ospf message-digest-key keyid md5 key|no ip ospf message-digest-key keyid [md5 key]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Message digest authentication password (key)message-digest-key

Type: integer

min: 1 max: 255

Key ID

keyid

Use MD5 algorithmmd5

Type: password

The OSPF password (key)

key

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf mtu-ignore
[no] ip ospf mtu-ignore

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

DisableOSPFMTUmismatch detectionmtu-ignore

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf network broadcast point-to-point
ip ospf network {broadcast|point-to-point}|no ip ospf network [{broadcast|point-to-point}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Network typenetwork

Specify OSPF broadcast multi-access networkbroadcast

Specify OSPF point-to-point networkpoint-to-point

Command Modes • /exec/configure/if-broadcast
• /exec/configure/if-p2p
• /exec/configure/if-mgmt-ether
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ip ospf network point-to-point
ip ospf network point-to-point|no ip ospf network [point-to-point]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Network typenetwork

SpecifyOSPF point-to-point networkpoint-to-point

Command Modes • /exec/configure/if-loopback
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ip ospf passive-interface
[{default|no}] ip ospf passive-interface

Syntax Description Undo a commanddefault

Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Suppress routing updates on the interfacepassive-interface

Command Modes • /exec/configure/if-broadcast
• /exec/configure/if-p2p
• /exec/configure/if-mgmt-ether
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ip ospf priority
ip ospf priority prio|no ip ospf priority [prio]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Router prioritypriority

Type: integer

min: 0 max: 255 default: 1

Router priority

prio

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf retransmit-interval
ip ospf retransmit-interval interval|no ip ospf retransmit-interval [interval]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Packet retransmission intervalretransmit-interval

Type: integer

min: 1 max: 65535 default: 5

(seconds)

interval

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf shutdown
[no] ip ospf shutdown

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

shutdown ospf on this interfaceshutdown

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mgmt-ether
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ip ospf transmit-delay
ip ospf transmit-delay delay|no ip ospf transmit-delay [delay]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

OSPF configuration commandsospf

Packet transmission delaytransmit-delay

Type: integer

min: 1 max: 450 default: 1

(seconds)

delay

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip pim anycast-rp
[no] ip pim anycast-rp anycast-rp rp-addr

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Configure an RP in an Anycast-RP set (using PIM)anycast-rp

Type: ipaddr

Address for the Anycast-RP address

anycast-rp

Type: ipaddr

Address of RP in the Anycast-RP set

rp-addr

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim assert-rate-limit
ip pim assert-rate-limit rate|no ip pim assert-rate-limit [rate]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Rate limit for PIM Assertsassert-rate-limit

Type: uinteger

min: 1 max: 65535

Packets per second

rate

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim auto-rp listen forward
ip pim auto-rp {listen|forward}+|no ip pim auto-rp {listen|forward}+

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Listen to Auto-RP messageslisten

Forward Auto-RP messagesforward

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim auto-rp mapping-agent-policy
ip pim auto-rp mapping-agent-policy {route-map-namertr_pol_name}|no ip pim auto-rp
mapping-agent-policy [{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Specify policy for filteringMapping Agent messagesmapping-agent-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim auto-rp rp-candidate-policy
ip pim auto-rp rp-candidate-policy {route-map-namertr_pol_name}|no ip pim auto-rp
rp-candidate-policy [{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Specify policy for filtering RP candidate messagesrp-candidate-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim auto-rp send-rp-announce rp-candidate
ip pim {auto-rp rp-candidate|send-rp-announce} {interfaceipaddr} {group-list prefix|route-map
route-map-name|prefix-list prefix-list-name} {[scope ttl]|[interval interval]|[bidir]}+|no ip pim
{auto-rp rp-candidate|send-rp-announce} [{interfaceipaddr}] [{group-list prefix|route-map
route-map-name|prefix-list prefix-list-name}] {[scope ttl]|[interval interval]|[bidir]}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Configures router to send Auto-RP Announce messagessend-rp-announce

Configures router to be an Auto-RP candidate RPrp-candidate

Type: interface

Use IP address of interface for Auto-RPAnnounce messages

interface

Type: ipaddr

IP address of RP for group

ipaddr

Group range listgroup-list

Type: ipprefix

Prefix of group range

prefix

Group range policy for Auto-RP Candidate RProute-map

Type: string

length: 63

route-map name

route-map-name

Prefix List policy for Auto-RP Candidate RPprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Configure the scope of Auto-RP Announce messagesscope

Type: integer

min: 1 max: 255 default: 32

TTL value for scope

ttl
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Auto-RP Announce message transmission intervalinterval

Type: integer

min: 1 max: 0 default: 60

Interval in seconds

interval

Group range advertised in PIM bidirectional modebidir

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim auto-rp send-rp-discovery mapping-agent
ip pim {auto-rp mapping-agent|send-rp-discovery} interface [scope ttl]|no ip pim {auto-rp
mapping-agent|send-rp-discovery} [interface] [scope ttl]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Configures router to send Auto-RP Discovery messagessend-rp-discovery

Configures router as an Auto-RP RP-mapping agentmapping-agent

Type: interface

Use IP address of interface for Auto-RPAnnounce messages

interface

Configure the scope of Auto-RP Discovery messagesscope

Type: integer

min: 1 max: 255 default: 32

TTL value for scope

ttl

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim bfd-instance
[no] ip pim bfd-instance [disable]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Configures BFD on interfacebfd-instance

Disable BFD on interfacedisable

Command Modes • /exec/configure/if-igp
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ip pim bfd
[no] ip pim bfd

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Enable / Disable BFD for all PIM interfaces in the VRFbfd

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim border
[no] ip pim border

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Configures interface to be a boundary of a PIM domainborder

Command Modes • /exec/configure/if-igp
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ip pim bsr bsr-candidate
ip pim [bsr] bsr-candidate interface [hash-len hash-len] [priority priority]|no ip pim [bsr]
bsr-candidate [interface] [hash-len hash-len] [priority priority]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Configure router as a Bootstrap Router candidatebsr-candidate

Type: interface

Use IP address of interface for Bootstrap messages

interface

Hash mask length used in Bootstrap messageshash-len

Type: integer

min: 0 max: 32 default: 30

Hash mask length value

hash-len

BSR priority used in Bootstrap messagespriority

Type: integer

min: 64 max: 0

BSR priority value

priority

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim bsr bsr-policy
ip pim bsr bsr-policy {route-map-namertr_pol_name}|no ip pim bsr bsr-policy
[{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Specify policy for filtering BSR messagesbsr-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim bsr listen forward
ip pim bsr {listen|forward}+|no ip pim bsr {listen|forward}+

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Listen to Bootstrap/Candidate-RP messageslisten

Forward Bootstrap/Candidate-RP messagesforward

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim bsr rp-candidate
ip pim [bsr] rp-candidate interface {group-list prefix|route-map route-map-name|prefix-list
prefix-list-name} [priority priority] [interval interval] [bidir]|no ip pim [bsr] rp-candidate [interface]
[group-list prefix] [route-map route-map-name] [prefix-list prefix-list-name] [priority priority]
[interval interval] [bidir]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Configure router as a Rendezvous Point (RP) candidaterp-candidate

Type: interface

Use IP address of interface for Candidate-RPmessages

interface

Group range listgroup-list

Type: ipprefix

Prefix of group range

prefix

Group range policy for Candidate RProute-map

Type: string

length: 63

route-map name

route-map-name

Prefix List policy for Candidate RPprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

RP priority used in Candidate-RP messagespriority

Type: integer

min: 0 max: 0 default: 192

RP priority value

priority

Bootstrap message transmission intervalinterval
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Type: integer

min: 1 max: 0 default: 60

Interval in seconds

interval

Group range advertised in PIM bidirectional modebidir

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim bsr rp-candidate-policy
ip pim bsr rp-candidate-policy {route-map-namertr_pol_name}|no ip pim bsr rp-candidate-policy
[{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Specify policy for filtering RP candidate messagesrp-candidate-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim df-offer-burst-interval
[no] ip pim df-offer-burst-interval burst-interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Interval between DF offer burstsdf-offer-burst-interval

Type: uinteger

min: 1 max: 10000 default: 20

Interval in milliseconds

burst-interval

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim dr-priority
ip pim dr-priority priority|no ip pim dr-priority [priority]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Configures priority for PIMDR election on interfacedr-priority

Type: uinteger

min: 1 max: 0 default: 1

Priority value

priority

Command Modes • /exec/configure/if-igp
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ip pim event-history assert-receive
[no] ip pim event-history assert-receive size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

Assert receive events for PIMassert-receive

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history cli
[no] ip pim event-history cli size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

CLI events for PIMcli

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history hello
[no] ip pim event-history hello size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

Hello events for PIMhello

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history join-prune
[no] ip pim event-history join-prune size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

Join Prune events for PIMjoin-prune

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history join-prune-summary
[no] ip pim event-history join-prune-summary size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

JoinPrune-Summary for PIMjoin-prune-summary

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history mvpn
[no] ip pim event-history mvpn size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure PIM event historypim

Configure event-history bufferevent-history

MVPN events for PIMNot available in this release.mvpn

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history null-register
[no] ip pim event-history null-register size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

Null register events for PIMnull-register

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history packet
[no] ip pim event-history packet size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

Packet events for PIMpacket

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history pim-internal
[no] ip pim event-history pim-internal size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

Internal events for PIMpim-internal

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history rp
[no] ip pim event-history rp size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

RP events for PIMrp

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history vpc
[no] ip pim event-history vpc size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure PIM event historypim

Configure event-history bufferevent-history

vPC events for PIMvpc

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim event-history vrf
[no] ip pim event-history vrf size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Configure event-history bufferevent-history

VRF events for PIMvrf

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2097152
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip pim file-debug
[no] ip pim file-debug

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Collect all debugs to a filefile-debug

Command Modes • /exec/configure
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ip pim flush-routes
[no] ip pim flush-routes

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Remove routes when restarting PIMflush-routes

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim hello-authentication ah-md5
ip pim hello-authentication ah-md5 auth-key|no ip pim hello-authentication ah-md5 [auth-key]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Add AH header option to Helloshello-authentication

Use MD5 HMACah-md5

Type: password

MD5 authentication key

auth-key

Command Modes • /exec/configure/if-igp
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ip pim hello-interval
ip pim hello-interval interval|no ip pim hello-interval [interval]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Configures the Hello interval for interfacehello-interval

Type: uinteger

min: 1 max: 18724286 default: 30000

Interval in milliseconds

interval

Command Modes • /exec/configure/if-igp
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ip pim jp-delay
ip pim jp-delay delay|no ip pim jp-delay [delay]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Join-Prunemessage inter-packet delayjp-delay

Type: uinteger

min: 1 max: 0 default: 100

Delay value in microseconds

delay

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim jp-interval
[no] ip pim jp-interval interval

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Join-Prune interval used between peersjp-interval

Type: uinteger

min: 60 max: 65520 default: 60

Interval in seconds

interval

Command Modes • /exec/configure/if-igp
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ip pim jp-policy
ip pim jp-policy {route-map-name|prefix-list prefix-list-name} [{in|out}]|no ip pim jp-policy
{route-map-name|prefix-list prefix-list-name} [{in|out}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Specify policy for receiving Join-Prunemessagesjp-policy

Type: string

length: 63

route-map name

route-map-name

Prefix List policy for static RPprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Inboundin

Outboundout

Command Modes • /exec/configure/if-igp
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ip pim log-neighbor-changes
[no] ip pim log-neighbor-changes

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Log up/down PIMneighbor transitionslog-neighbor-changes

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim mtu
[no] ip pim mtu size

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

MTU for IP PIM packetmtu

Type: uinteger

min: 1500 max: 65536 default: 1500

MTU

size

Command Modes • /exec/configure
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ip pim neighbor-policy
ip pim neighbor-policy {route-map-name|prefix-list prefix-list-name}|no ip pim neighbor-policy
[{route-map-name|prefix-list prefix-list-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Configures a neighbor policy for filtering adjacenciesneighbor-policy

Type: string

length: 63

route-map name

route-map-name

Prefix List policy for neighborprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Command Modes • /exec/configure/if-igp
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ip pim null-reg-delay
ip pim null-reg-delay delay|no ip pim null-reg-delay [delay]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Null registers inter-batch delaynull-reg-delay

Type: uinteger

min: 1 max: 50000

Delay value in microseconds

delay

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim null-reg-routes
ip pim null-reg-routes num|no ip pim null-reg-routes [num]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Null registers number of routesnull-reg-routes

Type: uinteger

min: 1 max: 32000

Numerical value

num

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim pre-build-spt
ip pim pre-build-spt|no ip pim pre-build-spt

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Pre construct PIM trees for all known (S,G)spre-build-spt

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim register-policy
ip pim register-policy {route-map-name|prefix-list prefix-list-name}|no ip pim register-policy
[{route-map-name|prefix-list prefix-list-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Specify policy for receiving Register messagesregister-policy

Type: string

length: 63

A route-map name

route-map-name

Prefix List policy for Registersprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Command Modes • /exec/configure
• /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1538

I Commands
ip pim register-policy



ip pim register-rate-limit
ip pim register-rate-limit rate|no ip pim register-rate-limit [rate]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIMglobal configuration commandspim

Rate limit for PIM data registersregister-rate-limit

Type: uinteger

min: 1 max: 65535

Packets per second

rate

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim register-replicate
[no] ip pim register-replicate

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Enable software replication of decapsulated PIMRegister packetsregister-replicate

Command Modes • /exec/configure
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ip pim register-source
ip pim register-source src-interface|no ip pim register-source [src-interface]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Configure source address for Register messagesregister-source

Type: interface

Use IP address of this interface for Register messages

src-interface

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim register-until-stop
[no] ip pim register-until-stop

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Send Data Registers till Register Stop is receivedregister-until-stop

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1542

I Commands
ip pim register-until-stop



ip pim rp-address
ip pim rp-address rp-address [{group-list prefix|route-map route-map-name|prefix-list
prefix-list-name}] [bidir] [override]|no ip pim rp-address rp-address [{group-list prefix|route-map
route-map-name|prefix-list prefix-list-name}] [bidir] [override]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Configure static RP for group rangerp-address

Type: ipaddr

IP address of router which is RP for group range

rp-address

Group range for static RPgroup-list

Type: ipprefix

Group range prefix

prefix

Route Map policy for static RProute-map

Type: string

length: 63

route-map name

route-map-name

Prefix List policy for static RPprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Group range is treated in PIM bidirectional modebidir

RP address will override the dynamically learnt RPsoverride

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim sparse-mode
ip pim sparse-mode|no ip pim [sparse-mode]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM interface configuration commandspim

Configures sparse-mode PIM on interfacesparse-mode

Command Modes • /exec/configure/if-igp
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ip pim sparse sg-expiry-timer
ip pim [sparse] sg-expiry-timer {expiry-time|infinity} [{sg-list route-map-name|prefix-list
prefix-list-name}]|no ip pim [sparse] sg-expiry-timer {expiry-time|infinity} [{sg-list
route-map-name|prefix-list prefix-list-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

PIM ASMsparse

Adjust expiry time for PIM ASM (S,G) routessg-expiry-timer

Type: uinteger

min: 181 max: 604800 default: 180

Expiry timer interval in seconds

expiry-time

Never expire (S,G) route due to data inactivityinfinity

Specifies route-map for (S,G)s to apply the expiry timersg-list

Type: string

length: 100

Route-map name

route-map-name

Specifies prefix-list for (S,G)s to apply the expiry timerprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim ssm range
ip pim ssm {range {group+|none}|route-map route-map-name|prefix-list prefix-list-name}|no ip
pim ssm {range {group+|none}|route-map route-map-name|prefix-list prefix-list-name}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Source Specific Multicast (SSM) groupsssm

Configure explicit group rangesrange

Type: ipprefix

List of group range prefixes

group

Group range route-map policy for SSM rangeroute-map

Type: string

length: 63

A route-map name

route-map-name

Group range prefix-list policy for SSM rangeprefix-list

Type: string

length: 63

A prefix-list name

prefix-list-name

Remove all SSM group rangesnone

Command Modes • /exec/configure
• /exec/configure/vrf
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ip pim state-limit
ip pim state-limit max-states [reserved route-map-name max-reserved]|no ip pim state-limit
[max-states [reserved route-map-name max-reserved]]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Configures State limitstate-limit

Type: uinteger

min: 1 max: 4294967295

Maximum (*,G)/(S,G) entries allowed in this VRF

max-states

Configures Reserved limitreserved

Type: string

length: 100

Route-map name

route-map-name

Type: uinteger

min: 1 max: 4294967295

Maximum reserved (*,G)/(S,G) entries allowed in this VRF

max-reserved

Command Modes • /exec/configure
• /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1547

I Commands
ip pim state-limit



ip pim use-shared-tree-only spt-threshold infinity group-list
ip pim {use-shared-tree-only|spt-threshold infinity} group-list {route-map-name|prefix-list
prefix-list-name}|{no ip pim {use-shared-tree-only|spt-threshold infinity} group-list
route-map-name|prefix-list prefix-list-name}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

PIM global configuration commandspim

Use (*,G) only state, no source state is createduse-shared-tree-only

Source-tree switching thresholdspt-threshold

Never switch to source-treeinfinity

Specify group ranges through policygroup-list

Type: string

length: 63

route-map name

route-map-name

Prefix List policyprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Type: string

length: 100

Route-map name

route-map-name

Command Modes • /exec/configure
• /exec/configure/vrf
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ip port-unreachable
[no] ip port-unreachable

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Enable sending ICMPport-unreachableport-unreachable

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
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ip port access-group
[no] ip port access-group name inout

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Port policyport

Specify access control for packetsaccess-group

Type: string

length: 64

List name

name

Traffic direction

in value: 0
Inbound packets

inout

Command Modes • /exec/configure/if-set-acl-l2
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ip prefix-list (rpm)
ip prefix-list ipv4-pfl-name description line|no ip prefix-list ipv4-pfl-name description

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Build a prefix listprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

Known prefix-list name

ipv4-pfl-name

Description of the IP prefix listdescription

Type: remainder

IP prefix-list description string

line

Command Modes • /exec/configure
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ip prefix-list (rpm)
ip prefix-list ipv4-pfl-name [seq seq] {permit|deny} prefix {[eq equal]|[ge greater] [le lesser]}|no
ip prefix-list {ipv4-pfl-nameipv4-pfl-name} [seq seq] [{permit|deny} prefix {[eq equal]|[ge greater]
[le lesser]}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Build a prefix listprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

Known prefix-list name

ipv4-pfl-name

Sequence number of an entryseq

Type: uinteger

min: 1 max: 4294967294

Sequence number

seq

Specify routes to forwardpermit

Specify routes to rejectdeny

Type: ipprefix

IP prefix network/length, e.g., 35.0.0.0/8

prefix

Exact prefix length to be matchedeq

Type: integer

min: 1 max: 32

Exact prefix length

equal

Minimum prefix length to be matchedge
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Type: integer

min: 1 max: 32

Minimum prefix length

greater

Maximum prefix length to be matchedle

Type: integer

min: 1 max: 32

Maximum prefix length

lesser

Command Modes • /exec/configure
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ip proxy-arp
ip proxy-arp|no ip proxy-arp

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure proxy ARPproxy-arp

Command Modes • /exec/configure/if-igp
• /exec/configure/if-vlan-common
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ip redirects
ip redirects|no ip redirects

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Send ICMP Redirect messagesredirects

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1555

I Commands
ip redirects



ip rip authentication key-chain
ip rip authentication key-chain keychain|no ip rip authentication key-chain [keychain]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

RIP configuration commandsrip

Authentication controlauthentication

Set authentication key-chainkey-chain

Type: string

Name of key-chain

keychain

Command Modes • /exec/configure/if-igp
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ip rip authentication mode text md5
ip rip authentication mode {text|md5}|no ip rip authentication mode [{text|md5}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

RIP configuration commandsrip

RIP authentication controlauthentication

Set authentication modemode

Clear text authenticationtext

Keyed message digestmd5

Command Modes • /exec/configure/if-igp
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ip rip summary-address
[no] ip rip summary-address ip-prefix|no ipv6 rip summary-address ipv6-prefix|ipv6 rip
summary-address ipv6-prefix

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

RIP configuration commandsrip

RIP summarization addresssummary-address

Type: ipv6prefix

Exact prefix

ipv6-prefix

Type: ipprefix

Exact prefix

ip-prefix

Command Modes • /exec/configure/if-igp
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ip route
[no] ip route {ip-addr ip-maskip-prefix} {interface|{pin-interface
next-hop|{next-hopnh-prefix}|vlan-interface} [vrf {vrf-namevrf-known-name}]} [name rt-name] [{tag
tag-valuepref}]+

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Route informationroute

Type: ipaddr

IP prefix in format i.i.i.i

ip-addr

Type: ipaddr

IP network mask in format m.m.m.m

ip-mask

Type: ipprefix

IP prefix and network mask length in format x.x.x.x/m

ip-prefix

Type: interface

Pin interface

pin-interface

Type: ipaddr

IP next-hop address in format i.i.i.i

next-hop

Type: ipprefix

IP next-hop prefix in format i.i.i.i/m

nh-prefix

Type: interface

Interface for interface static routes

interface

Type: interface

vlan interface

vlan-interface

Specify name of the next hopname

Type: string

length: 50

Name of next hop

rt-name

Type: integer

min: 1 max: 255 default: 1

Route preference

pref
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Supply tag value with static routetag

Type: uinteger

min: 0 max: 0 default: 0

32-bit value for tag

tag-value

VRF for next-hop if different from this vrfvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure
• /exec/configure/config-mgmt
• /exec/configure/vrf
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ip route static bfd
[no] ip route static bfd pin-interface next-hop

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Route informationroute

Static route based configurationstatic

Enable bfd detection on static routebfd

Type: interface

Interface on which bfd has to be enabled

pin-interface

Type: ipaddr

IP next-hop address in format i.i.i.i

next-hop

Command Modes • /exec/configure
• /exec/configure/config-mgmt
• /exec/configure/vrf
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ip router isis
[no] ip router isis tag

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Enable a routing processrouter

Intermediate System to Intermediate System (IS-IS)isis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Process tag

tag

Command Modes • /exec/configure/if-igp
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ip router ospf area
[no] ip router ospf tag area {area-id-iparea-id-int} [secondaries none]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Enable a routing processrouter

OSPF configuration commandsospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Area associated with interfacearea

Type: ipaddr

OSPF area ID in IP address format

area-id-ip

Type: uinteger

min: 0 max: 4294967295

OSPF area ID as a decimal format

area-id-int

Do not include secondary IP addressessecondaries

Do not include secondary IP addressesnone

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip router ospf multi-area
[no] ip router ospf tag multi-area area-id-ip

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Enable a routing processrouter

OSPF configuration commandsospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory |
mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links |
vrf

length: 20

Process tag

tag

Multi area associated with interfacemulti-area

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ip routing event-history size
[no] ip routing event-history {urib-event-histurib-event-hist-hid} size {size_in_textsize_in_bytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure routing event logevent-history

Type: string

Configure routing event log

urib-event-hist

Type: string

Configure routing event log

urib-event-hist-hid

Size of buffersize

Buffer size

default: medium

small value: 8196
Small buffer

medium value: 512000
Medium buffer

large value: 1048576
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

min: 0 max: 1048576

Enter an integer value for the event history buffer

size_in_bytes

Command Modes • /exec/configure
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ip routing multicast enforce-rpf
[no] ip routing multicast enforce-rpf

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure routing informationrouting

Configure multicastmulticast

Enforce RPF Checkenforce-rpf

Command Modes • /exec/configure
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ip routing multicast event-history cli
[no] ip routing multicast event-history cli size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Configure event history buffersevent-history

CLI events for MRIBcli

Configure sizesize

Buffer size

default: medium

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast event-history mdt
[no] ip routing multicast event-history mdt size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Configure event history buffersevent-history

MDT events for MRIBmdt

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast event-history mfdm-debugs
[no] ip routing multicast event-history mfdm-debugs size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Configure event history buffersevent-history

MFDM debugs for MRIBmfdm-debugs

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast event-history mfdm-events
[no] ip routing multicast event-history mfdm-events size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configuremfdm-stats event-history buffermulticast

Configure event history buffersevent-history

Non-periodic MFDM events in MRIBmfdm-events

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast event-history mfdm-stats
[no] ip routing multicast event-history mfdm-stats size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Configure event history buffersevent-history

MFDM-Stats events for MRIBmfdm-stats

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast event-history rib
[no] ip routing multicast event-history rib size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Configure event-history buffersevent-history

RIB events for MRIBrib

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast event-history rib-summary
[no] ip routing multicast event-history rib-summary size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Configure event-history buffersevent-history

RIB events for MRIB-summaryrib-summary

Configure sizesize

Buffer size

default: large

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast event-history vrf
[no] ip routing multicast event-history vrf size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Configure event history buffersevent-history

VRF events for MRIBvrf

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 2048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ip routing multicast software-replicate
[no] ip routing multicast software-replicate

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Routing informationrouting

Configure multicastmulticast

Enable software replication of PIMASM leak packetssoftware-replicate

Command Modes • /exec/configure
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ip rsvp
[no] ip rsvp

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Command Modes • /exec/configure
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ip rsvp authentication challenge
[no] ip rsvp authentication challenge

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP neighbor cryptographic authenticationauthentication

Perform challenge/response handshake with newRSVP neighborschallenge

Command Modes • /exec/configure/if-igp
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ip rsvp authentication key-chain
ip rsvp authentication key-chain key-chain-name|no ip rsvp authentication key-chain

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP neighbor cryptographic authenticationauthentication

Authentication password key-chainkey-chain

Type: string

Key-chain name

key-chain-name

Command Modes • /exec/configure/if-igp
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ip rsvp authentication lifetime
[no] ip rsvp authentication lifetime time

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP neighbor cryptographic authenticationauthentication

Maximum lifetime of neighbor authentication statelifetime

Type: integer

min: 30 max: 86400 default: 1800

Lifetime value(in seconds)

time

Command Modes • /exec/configure/if-igp
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ip rsvp authentication type
[no] ip rsvp authentication type {md5|sha-1}

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP neighbor cryptographic authenticationauthentication

Type of authentication algorithmtype

RSA Message Digest 5 hash algorithm (default)md5

NIST Secure Hash Algorithm 1sha-1

Command Modes • /exec/configure/if-igp
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ip rsvp authentication window-size
[no] ip rsvp authentication window-size value

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP neighbor cryptographic authenticationauthentication

Receive window size for authenticated messageswindow-size

Type: integer

min: 1 max: 64 default: 1

Maximum number of messages allowed in receive window

value

Command Modes • /exec/configure/if-igp
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ip rsvp signalling dscp
[no] ip rsvp signalling dscp value

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP Signalling informationsignalling

Set DSCP for RSVP signallingmessagesdscp

Type: uinteger

min: 0 max: 63 default: 48

DSCP value

value

Command Modes • /exec/configure/if-igp
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ip rsvp signalling hello dscp
[no] ip rsvp signalling hello dscp value

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVPSignalling informationsignalling

RSVP Hello configuration commandshello

Set DSCP for RSVP hello messagesdscp

Type: uinteger

min: 0 max: 63 default: 48

DSCP value

value

Command Modes • /exec/configure/if-igp
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ip rsvp signalling hello reroute
[no] ip rsvp signalling hello reroute [override-graceful]

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP Signalling informationsignalling

RSVP Hello configuration commandshello

RSVP Reroute commandsreroute

Ignore existence of GR node neighbor for pure HST behavioroverride-graceful

Command Modes • /exec/configure/if-igp
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ip rsvp signalling hello reroute state-timeout refresh interval
[no] ip rsvp signalling hello reroute state-timeout refresh interval value

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP Signalling informationsignalling

RSVP Hello configuration commandshello

RSVP Reroute commandsreroute

RSVP Hello State timeout configurationstate-timeout

Configure RSVPHello refresh behavior for Rerouterefresh

Time between sending Hello Requests for Rerouteinterval

Type: integer

min: 2000 max: 30000 default: 2000

Hello interval in msec

value

Command Modes • /exec/configure/if-igp
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ip rsvp signalling hello reroute state-timeout refresh misses
[no] ip rsvp signalling hello reroute state-timeout refresh misses value

Syntax Description Negate a command or set its defaults'no'

Configure IP featuresip

RSVP configuration commandsrsvp

Configure RSVP Signalling informationsignalling

RSVP Hello configuration commandshello

RSVP Reroute commandsreroute

RSVP Hello State timeout configurationstate-timeout

Configure RSVP Hello refresh behavior for Rerouterefresh

Number of Hello misses for Reroutemisses

Type: uinteger

min: 4 max: 10 default: 4

Number of missed Hello Acks which triggers neighbor down

value

Command Modes • /exec/configure/if-igp
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ip source-route
[no] ip source-route

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IP source routing optionsource-route

Command Modes • /exec/configure
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ip source binding vlan interface
[no] ip source binding ipaddr1 macaddr vlan vlanid interface interface1

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

IP sourcesource

Static bindingbinding

Type: ipaddr

IP address

ipaddr1

Type: ethernet

MAC address

macaddr

VLANvlan

Type: vlan

VLAN id

vlanid

interfaceinterface

Type: interface

interface

interface1

Command Modes • /exec/configure
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ip source icmp-errors
[no] ip source interface icmp-errors

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure source-address for applicationssource

Type: interface

Interface to pick source-address from

interface

ICMP unreachable/TTL-exceeded/param-probmessagesicmp-errors

Command Modes • /exec/configure
• /exec/configure/vrf
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ip tcp path-mtu-discovery
ip tcp path-mtu-discovery|no ip tcp path-mtu-discovery

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Global TCP parameterstcp

Enable path-MTUdiscovery on TCPpath-mtu-discovery

Command Modes • /exec/configure
• /exec/configure/config-mgmt
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ip tcp synwait-time
no ip tcp synwait-time|ip tcp synwait-time time

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Global TCP parameterstcp

Set time to wait on new TCP connectionssynwait-time

Type: uinteger

min: 5 max: 300 default: 30

Wait time

time

Command Modes • /exec/configure
• /exec/configure/config-mgmt
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ip telnet source-interface
[no] ip telnet source-interface ifnum [vrf {vrf-namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure telnettelnet

Configure source interface feature for domain-lookupsource-interface

Type: interface

Source interface

ifnum

Configure VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1592

I Commands
ip telnet source-interface



ip tftp source-interface
[no] ip tftp source-interface ifnum [vrf {vrf-namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure TFTP clienttftp

Configure source interface feature for TFTP clientsource-interface

Type: interface

Source interface

ifnum

Configure VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure
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ip ttl
[no] ip ttl ttl_value

Syntax Description Negate a command or set its defaultsno

Set ERSPAN IP optionsip

Set the IP time-to-live valuettl

Type: integer

min: 1 max: 255

ttl_value

Command Modes • /exec/configure/config-monitor-erspan-src
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ip unnumbered
ip unnumbered interface|no ip unnumbered [interface]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure interface as unnumberedunnumbered

Type: interface

Interface with IP address

interface

Command Modes • /exec/configure/if-p2p
• /exec/configure/if-te
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ip unreachables
[no] ip unreachables

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Enable sending ICMP unreachables (other than port-unreachable)unreachables

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
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ip verify
[no] {platform|hardware} ip verify {address {source {broadcast|multicast}|class-e|destination
zero|identical|reserved}|checksum|protocol|fragment|length {minimum|consistent|maximum
{max-frag|udp|max-tcp}}|tcp tiny-frag|version|syslog}

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

IPip

Enable IPv4 and some IPv6 packet validation checks in hardware Not available in this release.verify

IPv4 Source and destination address validationaddress

Check source address Not available in this release.source

Source address is 255.255.255.255 Not available in this release.broadcast

Source address is 224.x.x.x Not available in this release.multicast

Check destination address Not available in this release.destination

Destination address is 0.0.0.0 Not available in this release.zero

Class E IDS check Not available in this release.class-e

Same IP SA and DAidentical

Source address is 127.x.x.x Not available in this release.reserved

Verify IPv4 and IPv6 packet checksum Not available in this release.checksum

Verify IP procotol Not available in this release.protocol

Check IPv4 and IPv6 fragment with non-zero offset and DF bit active Not available in this
release.

fragment

Validate IPv4 packet header and payload lengthlength

Minimum IPv4 header length Not available in this release.minimum

Actual frame size is equal to or more than IPv4 length plus ethernet headerconsistent

Check max fragment offset and payload length Not available in this release.maximum

Fragment offset field value Not available in this release.max-frag

Maximum UDP length has to be less than IPv4 payload length Not available in this release.udp

Maximum TCP length has to be less than IPv4 payload length Not available in this release.max-tcp
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Validate TCP packet headertcp

Check TCP tiny fragmenttiny-frag

Must be 4 for an ethertype of IPv4 (0x0800) Not available in this release.version

Syslog Messages logging configuration for IDS check drops Not available in this release.syslog

Command Modes • /exec/configure
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ip verify source dhcp-snooping-vlan
[no] ip verify source dhcp-snooping-vlan

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure Unicast Reverse Path Forwarding or IP Source Guardverify

IP Source Guard related commandssource

Vlans on which snooping is enableddhcp-snooping-vlan

Command Modes • /exec/configure/if-switching
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ipv6 access-class
[no] ipv6 access-class name inout

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Specify IPv6 access control for packetsaccess-class

Type: string

length: 64

List name

name

Traffic direction

in value: 0
Inbound packets

out value: 1
Outbound packets

inout

Command Modes • /exec/configure/line
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ipv6 access-list
[no] ipv6 access-list name

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure access listaccess-list

Type: string

length: 64

List name

name

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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ipv6 adjacency forcedownload
ipv6 adjacency [vrf {vrf-namevrf-known-name}] {interface {*ipv6-addr}|*} forcedownload

Syntax Description Configure IPv6 featuresipv6

Configure Adjmgradjacency

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: interface

Display specific interface adjacencies only

interface

Type: ipv6addr

IPV6 source address

ipv6-addr

for all adjacencies in this context*

Create consistancy in UFDMforcedownload

Command Modes • /exec/configure
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ipv6 adjacency peer-gmac
[no] ipv6 adjacency [vrf {vrf-namevrf-known-name}] {interface {*ipv6-addr}|*} peer-gmac

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure Adjmgradjacency

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: interface

Display specific interface adjacencies only

interface

Type: ipv6addr

IPV6 source address

ipv6-addr

for all adjacencies in this context*

Set/clear the peer-gmac bitpeer-gmac

Command Modes • /exec/configure
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ipv6 adjacency route distance
ipv6 adjacency route distance pref|no ipv6 adjacency route distance

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure Adjmgradjacency

routeroute

admin-distancedistance

Type: uinteger

min: 2 max: 250 default: 250

preference

pref

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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ipv6 auto-rp pim send-rp-discovery mapping-agent
ipv6 pim {auto-rp mapping-agent|send-rp-discovery} interface [scope ttl]|no ipv6 pim {auto-rp
mapping-agent|send-rp-discovery} [interface] [scope ttl]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Auto-RP protocol RP-distribution configurationauto-rp

PIM6 global configuration commandspim

Configures router to send Auto-RP Discovery messagessend-rp-discovery

Configures router as an Auto-RP RP-mapping agentmapping-agent

Type: interface

IPV6 address of interface for Auto-RPAnnounce messages

interface

Configure the scope of Auto-RP Discovery messagesscope

Type: integer

min: 1 max: 255 default: 32

TTL value for scope

ttl

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 cache disable
[no] ipv6 cache disable

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Disable cachecache

Disable cachedisable

Command Modes • /exec/configure
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ipv6 dhcp relay
[no] ipv6 dhcp relay

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure DHCPv6 relaydhcp

Configure DHCPv6 relay agentrelay

Command Modes • /exec/configure
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ipv6 dhcp relay addressipv6 dhcp relay address
ipv6 dhcp relay address ip-addr-val [use-vrf vrf-name] [interface interface-name]|ipv6 dhcp relay
address ip-addr-val [interface interface-name] [use-vrf vrf-name]

Syntax Description Configure IPv6 featuresipv6

Configure DHCPv6 relaydhcp

Configure DHCPv6 relay agentrelay

Configure DHCPv6 server relay addressaddress

Type: ipv6addr

IPv6 server address

ip-addr-val

server address VRF membershipuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf

length: 32

VRF name

vrf-name

Destination interface for the relay addressinterface

Type: interface

Destination interface

interface-name

Command Modes • /exec/configure/if-igp
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ipv6 dhcp relay option type cisco
[no] ipv6 dhcp relay option type cisco

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure DHCPv6 relaydhcp

DHCPv6 relay agent parametersrelay

Relay agent optionoption

Relay agent option typetype

Use Cisco propritery optionscisco

Command Modes • /exec/configure
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ipv6 dhcp relay option vpn
[no] ipv6 dhcp relay option vpn

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure DHCPv6 relaydhcp

DHCPv6 relay agent parametersrelay

Insert DHCPv6 relay information in Relay forwardoption

Enable DHCPv6 relay support across VRFsvpn

Command Modes • /exec/configure
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ipv6 dhcp relay source-interface
ipv6 dhcp relay source-interface interface-name

Syntax Description Configure IPv6 featuresipv6

Configure DHCPv6 relaydhcp

Configure DHCPv6 relay agentrelay

Configure source interface for DHCPv6 relaysource-interface

Type: interface

Source interface

interface-name

Command Modes • /exec/configure
• /exec/configure/if-igp
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(aclmgr)
{[seqno]|no} {addr wildprefix|host hostaddr}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Type: ipv6addr

IPv6 Network address of object-group member

addr

Type: ipv6addr

IPv6 wildcard

wild

Type: ipv6prefix

IPv6 Network prefix of the object-groupmember

prefix

Host address of the object-group memberhost

Type: ipv6addr

IPv6 Host address

hostaddr

Command Modes • /exec/configure/ipv6group
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ipv6 host
[no] ipv6 host s0 ipv6_0

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Add an entry to the ip hostname tablehost

Type: string

length: 64

Name of Host

s0

Type: ipv6addr

Enter an IPv6 address

ipv6_0

Command Modes • /exec/configure
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ipv6 icmp adjacency-stale-timer
ipv6 [icmp] adjacency-stale-timer stale-time|no ipv6 [icmp] adjacency-stale-timer [stale-time]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure icmp parametersicmp

When probing for an adjacency beginsadjacency-stale-timer

Type: uinteger

min: 1380 max: 0

Seconds after adjacency uptime

stale-time

Command Modes • /exec/configure
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ipv6 icmp vip vmac protocol group
[no] ipv6 icmp vip ipv6-addr vmac mac-addr protocol prot group id

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 commandsicmp

Virtual IPv6 addressvip

Type: ipv6addr

IPv6 address format: aaaa:bbbb:cccc:dddd:eeee:ffff:gggg:hhhh, aaaa::bbbb

ipv6-addr

Virtual MAC addressvmac

Type: ethernet

Layer-2 MAC address

mac-addr

FHRP protocolprotocol

Type: string

HSRP VRRP GLBP

prot

Group idgroup

Type: uinteger

Group id

id

Command Modes • /exec/configure/if-igp
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ipv6 mroute
[no] ipv6 mroute ipv6-prefix {{next-hopnh-prefix}interface} [pref] [vrf {vrf-namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure multicast RPF static routemroute

Type: ipv6prefix

IPv6 prefix in format x.x.x.x/m

ipv6-prefix

Type: ipv6addr

IPv6 next-hop address in format i.i.i.i

next-hop

Type: ipv6prefix

IPv6 next-hop prefix in format i.i.i.i/m

nh-prefix

Type: interface

Interface for interface static multicast routes

interface

Type: integer

min: 1 max: 255 default: 1

Route preference

pref

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 nd hop-limit
ipv6 nd hop-limit hop-limit|no ipv6 nd hop-limit [hop-limit]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Sent in RAmessages, tells hosts what hop-limit to use when originating IPv6 packetshop-limit

Type: uinteger

min: 0 max: 255 default: 64

Hop limit in IPv6 header

hop-limit

Command Modes • /exec/configure/if-igp
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ipv6 nd limit-incomplete-adjacency
ipv6 nd limit-incomplete-adjacency count|no ipv6 nd limit-incomplete-adjacency [count]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6NeighborDiscovery commandsnd

Number of incomplete adjacencieslimit-incomplete-adjacency

Type: uinteger

min: 0 max: 65536 default: 32767

Count

count

Command Modes • /exec/configure
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ipv6 nd limit_threshold_am_queue
ipv6 nd limit_threshold_am_queue count|no ipv6 nd limit_threshold_am_queue [count]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6NeighborDiscovery commandsnd

Threshold AM queuelimit_threshold_am_queue

Type: uinteger

min: 20000 max: 50000 default: 20000

Count

count

Command Modes • /exec/configure
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ipv6 nd managed-config-flag
[no] ipv6 nd managed-config-flag

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Sent in RA messages, tells hosts to use stateful address auto-configuration to obtain
address information

managed-config-flag

Command Modes • /exec/configure/if-igp
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ipv6 nd mtu
ipv6 nd mtu mtu|no ipv6 nd mtu [mtu]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Sent in RAmessages, tells hosts what MTU to use on this linkmtu

Type: uinteger

min: 1280 max: 0 default: 1500

MTU in bytes

mtu

Command Modes • /exec/configure/if-igp
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ipv6 nd ns-interval
ipv6 nd ns-interval interval [retry-count]|no ipv6 nd ns-interval [interval]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Retransmission interval between sending Neighbor-Solicitationmessagesns-interval

Type: uinteger

min: 1000 max: 3600000 default: 1000

Interval in milliseeconds

interval

Type: uinteger

min: 1 max: 100 default: 3

NS Retry count

retry-count

Command Modes • /exec/configure/if-igp
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ipv6 nd other-config-flag
[no] ipv6 nd other-config-flag

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Sent in RA messages, tells hosts to use stateful auto-configuration to obtain non-address
related information

other-config-flag

Command Modes • /exec/configure/if-igp
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ipv6 nd prefix
ipv6 nd prefix {defaultprefix} [{{val-life|infinite} {perf-life|infinite} [[no-autoconfig] [no-onlink]
[no-rtr-address] [off-link]]|no-advertise}]|no ipv6 nd prefix {defaultprefix}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

IPv6 Prefix to advertise in RAprefix

Type: ipv6prefix

IPv6 prefix x:x::y/<z>

prefix

Specify prefix default parametersdefault

Type: uinteger

Valid Lifetime (secs)

val-life

Infinite Valid Lifetimeinfinite

Do not advertise prefixno-advertise

Type: uinteger

Preferred Lifetime (secs)

perf-life

Infinite Preferred Lifetimeinfinite

Do not use prefix for autoconfigurationno-autoconfig

Do not use prefix for onlink determinationno-onlink

Do not send full router address in prefix advertno-rtr-address

Prefix is offlinkoff-link

Command Modes • /exec/configure/if-igp
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ipv6 nd process adjacency statistics
[no] ipv6 nd process adjacency statistics

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6NeighborDiscovery commandsnd

Process Adjacency Statisticsprocess

Adjacencyadjacency

Statisticsstatistics

Command Modes • /exec/configure
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ipv6 nd ra-interval
ipv6 nd ra-interval interval [min min-interval]|no ipv6 nd ra-interval [interval] [min min-interval]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Interval between sending Router-Advertisementmessagesra-interval

Type: uinteger

min: 4 max: 1800 default: 600

Interval in seconds

interval

Minimum interval between sending RA messagesmin

Type: uinteger

min: 0 max: 1800

Interval in seconds

min-interval

Command Modes • /exec/configure/if-igp
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ipv6 nd ra-lifetime
ipv6 nd ra-lifetime lifetime|no ipv6 nd ra-lifetime [lifetime]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Sent in RA messages, Router Lifetime of a default router, 0 means this router will not be the
default router

ra-lifetime

Type: uinteger

min: 0 max: 9000

Lifetime in seconds

lifetime

Command Modes • /exec/configure/if-igp
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ipv6 nd reachable-time
ipv6 nd reachable-time time|no ipv6 nd reachable-time [time]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Sent in RA messages, advertised time when a node considers a neighbor up after receiving
a reachability confirmation

reachable-time

Type: uinteger

min: 0 max: 3600000 default: 0

Time in milliseconds

time

Command Modes • /exec/configure/if-igp
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ipv6 nd retrans-timer
ipv6 nd retrans-timer time|no ipv6 nd retrans-timer [time]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Sent in RAmessages, advertised time between NSmessagesretrans-timer

Type: uinteger

min: 0 max: 0 default: 0

Time in milliseconds

time

Command Modes • /exec/configure/if-igp
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ipv6 nd suppress-ra
[no] ipv6 nd suppress-ra [mtu]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Disable sending Router-Advertisement messagessuppress-ra

Disable sendingMTU in Router-Advertisementmessagesmtu

Command Modes • /exec/configure/if-igp
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ipv6 nd synchronize (icmpv6)
ipv6 nd synchronize [{pull|push}]

Syntax Description Configure IPv6 featuresipv6

Display Neighbor Discovery interface informationnd

CFS synchronizesynchronize

Initiate CFS pull requestpull

Initiate CFS push messagepush

Command Modes • /exec
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ipv6 nd synchronize (icmpv6_mcec)
[no] ipv6 nd synchronize

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Display Neighbor Discovery interface informationnd

CFS synchronize Not available in this release.synchronize

Command Modes • /exec/configure/vpc-domain
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ipv6 pim anycast-rp
[no] ipv6 pim anycast-rp anycast-rp rp-addr

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure an RP in an Anycast-RP set (using PIM6)anycast-rp

Type: ipv6addr

Address for the Anycast-RP address

anycast-rp

Type: ipv6addr

Address of RP in the Anycast-RP set

rp-addr

Command Modes • /exec/configure
• /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1633

I Commands
ipv6 pim anycast-rp



ipv6 pim auto-rp listen forward
ipv6 pim auto-rp {listen|forward}+|no ipv6 pim auto-rp {listen|forward}+

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Enable listening or forwarding of Auto-RPmessagesauto-rp

Listen to Auto-RP messageslisten

Forward Auto-RP messagesforward

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim auto-rp mapping-agent-policy
ipv6 pim auto-rp mapping-agent-policy {route-map-namertr_pol_name}|no ipv6 pim auto-rp
mapping-agent-policy [{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Specify policy for filteringMapping Agent messagesmapping-agent-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim auto-rp rp-candidate-policy
ipv6 pim auto-rp rp-candidate-policy {route-map-namertr_pol_name}|no ipv6 pim auto-rp
rp-candidate-policy [{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Specify policy for filtering RP candidate messagesrp-candidate-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim auto-rp send-rp-announce rp-candidate
ipv6 pim {auto-rp rp-candidate|send-rp-announce} interface {group-list prefix|route-map
route-map-name} {[scope ttl]|[interval interval]|[bidir]}+|no ipv6 pim {auto-rp
rp-candidate|send-rp-announce} [interface] [group-list prefix] [route-map route-map-name] {[scope
ttl]|[interval interval]|[bidir]}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Auto-RP protocol RP-distribution configurationauto-rp

Configures router to send Auto-RPAnnouncemessagessend-rp-announce

Configures router to be an Auto-RP candidate RPrp-candidate

Type: interface

IPV6 address of interface for nnounce messages

interface

Group range listgroup-list

Type: ipv6prefix

Prefix of group range

prefix

Group range policy for Auto-RP Candidate RProute-map

Type: string

length: 63

route-map name

route-map-name

Configure the scope of Auto-RP Announce messagesscope

Type: integer

min: 1 max: 255 default: 32

TTL value for scope

ttl

Auto-RP Announce message transmission intervalinterval

Type: integer

min: 1 max: 0 default: 60

Interval in seconds

interval

Group range advertised in PIM6 bidirectional modebidir
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Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim bidir-rp-limit
[no] ipv6 pim bidir-rp-limit limit

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configures maximumBidir RPs for IPv6 PIM in this VRFbidir-rp-limit

Type: integer

min: 0 max: 8 default: 2

Set limit for Bidir RPs permitted in IPv6 PIM

limit

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim border
[no] ipv6 pim border

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 interface configuration commandspim

Configures interface to be a boundary of a PIM6 domainborder

Command Modes • /exec/configure/if-igp
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ipv6 pim bsr bsr-candidate
ipv6 pim [bsr] bsr-candidate interface [hash-len hash-len] [priority priority]|no ipv6 pim [bsr]
bsr-candidate [interface] [hash-len hash-len] [priority priority]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Configure router as a Bootstrap Router candidatebsr-candidate

Type: interface

Use IPV6 address of interface for Bootstrap messages

interface

Hash mask length used in Bootstrap messageshash-len

Type: integer

min: 0 max: 128 default: 126

Hash mask length value

hash-len

BSR priority used in Bootstrap messagespriority

Type: integer

min: 0 max: 0 default: 64

BSR priority value

priority

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim bsr bsr-policy
ipv6 pim bsr bsr-policy {route-map-namertr_pol_name}|no ipv6 pim bsr bsr-policy
[{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Specify policy for filtering BSR messagesbsr-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim bsr listen forward
ipv6 pim bsr {listen|forward}+|no ipv6 pim bsr {listen|forward}+

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Listen to Bootstrap/Candidate-RP messageslisten

Forward Bootstrap/Candidate-RP messagesforward

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim bsr rp-candidate
ipv6 pim [bsr] rp-candidate interface {group-list prefix|route-map route-map-name} [priority
priority] [interval interval] [bidir]|no ipv6 pim [bsr] rp-candidate [interface] [group-list prefix]
[route-map route-map-name] [priority priority] [interval interval] [bidir]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Configure router as a Rendezvous Point (RP) candidaterp-candidate

Type: interface

IPV6 address of interface for Candidate-RP messages

interface

Group range listgroup-list

Type: ipv6prefix

Prefix of group range

prefix

Group range policy for Candidate RProute-map

Type: string

length: 63

route-map name

route-map-name

RP priority used in Candidate-RP messagespriority

Type: integer

min: 0 max: 0 default: 192

RP priority value

priority

Bootstrap message transmission intervalinterval

Type: integer

min: 1 max: 0 default: 60

Interval in seconds

interval

Group range advertised in PIM6 bidirectional modebidir

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim bsr rp-candidate-policy
ipv6 pim bsr rp-candidate-policy {route-map-namertr_pol_name}|no ipv6 pim bsr
rp-candidate-policy [{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Bootstrap protocol RP-distribution configurationbsr

Specify policy for filtering RP candidate messagesrp-candidate-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim dr-priority
ipv6 pim dr-priority priority|no ipv6 pim dr-priority [priority]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 interface configuration commandspim

Configures priority for PIM6DR election on interfacedr-priority

Type: uinteger

min: 1 max: 0 default: 1

Priority value

priority

Command Modes • /exec/configure/if-igp
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ipv6 pim event-history assert-receive
[no] ipv6 pim event-history assert-receive size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Assert-receive events for PIM6assert-receive

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history bidir
[no] ipv6 pim event-history bidir size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Bidir events for PIM6bidir

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history hello
[no] ipv6 pim event-history hello size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Hello events for PIM6hello

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history join-prune
[no] ipv6 pim event-history join-prune size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Join/Prune events for PIM6join-prune

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history join-prune-summary
[no] ipv6 pim event-history join-prune-summary size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Join/Prune-Summary events for PIM6join-prune-summary

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1651

I Commands
ipv6 pim event-history join-prune-summary



ipv6 pim event-history null-register
[no] ipv6 pim event-history null-register size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Reg events for PIM6null-register

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history packet
[no] ipv6 pim event-history packet size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Packet events for PIM6packet

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history pim6-internal
[no] ipv6 pim event-history pim6-internal size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

Internal events for PIM6pim6-internal

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history rp
[no] ipv6 pim event-history rp size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

RP events for PIM6rp

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim event-history vrf
[no] ipv6 pim event-history vrf size {size_in_textsize_in_kbytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure event-history bufferevent-history

VRF events for PIM6vrf

Configure sizesize

Buffer size

default: small

disabled value: 0
Disabled

large value: 1048576
Large buffer

medium value: 512000
Medium buffer

small value: 8196
Small buffer

size_in_text

Type: integer

Size in kbytes

size_in_kbytes

Command Modes • /exec/configure
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ipv6 pim flush-routes
[no] ipv6 pim flush-routes

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Remove routes when restarting PIM6flush-routes

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim hello-authentication ah-md5
ipv6 pim hello-authentication ah-md5 auth-key|no ipv6 pim hello-authentication ah-md5 [auth-key]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 interface configuration commandspim

Add AH header option to Helloshello-authentication

Use MD5 HMACah-md5

Type: password

MD5 authentication key

auth-key

Command Modes • /exec/configure/if-igp
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ipv6 pim hello-interval
ipv6 pim hello-interval {interval-mininterval-max}|no ipv6 pim hello-interval
[{interval-mininterval-max}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 interface configuration commandspim

Configures the Hello interval for interfacehello-interval

Type: uinteger

min: 1 max: 1000

Interval in milliseconds

interval-min

Type: uinteger

min: 1000 max: 18724286 default: 30000

Interval in milliseconds

interval-max

Command Modes • /exec/configure/if-igp
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ipv6 pim jp-delay
ipv6 pim jp-delay delay|no ipv6 pim jp-delay [delay]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Join-Prunemessage inter-packet delayjp-delay

Type: uinteger

min: 1 max: 0 default: 100

Delay value in microseconds

delay

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim jp-policy
ipv6 pim jp-policy {route-map-namertr_pol_name} [{in|out}]|no ipv6 pim jp-policy
[{route-map-namertr_pol_name}] [{in|out}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 interface configuration commandspim

Specify policy for receiving Join-Prunemessagesjp-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Inboundin

Outboundout

Command Modes • /exec/configure/if-igp
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ipv6 pim log-neighbor-changes
[no] ipv6 pim log-neighbor-changes

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Log up/down PIM6 neighbor transitionslog-neighbor-changes

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim neighbor-policy
ipv6 pim neighbor-policy route-map-name|no ipv6 pim neighbor-policy [route-map-name]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 interface configuration commandspim

Configures a neighbor policy for filtering adjacenciesneighbor-policy

Type: string

length: 63

A route-map name

route-map-name

Command Modes • /exec/configure/if-igp
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ipv6 pim register-policy
ipv6 pim register-policy {route-map-namertr_pol_name}|no ipv6 pim register-policy
[{route-map-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Specify policy for receiving Register messagesregister-policy

Type: string

length: 63

A route-map name

route-map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 pim register-rate-limit
ipv6 pim register-rate-limit rate|no ipv6 pim register-rate-limit [rate]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Rate limit for PIM data registersregister-rate-limit

Type: uinteger

min: 1 max: 65535

Packets per second

rate

Command Modes • /exec/configure
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ipv6 pim rp-address
ipv6 pim rp-address rp-address [{group-list prefix|route-map route-map-name|prefix-list
prefix-list-name}] [bidir] [override]|no ipv6 pim rp-address rp-address [{group-list prefix|route-map
route-map-name|prefix-list prefix-list-name}] [bidir] [override]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configure static RP for group rangerp-address

Type: ipv6addr

IPV6 address of RP for group range

rp-address

Group range for static RPgroup-list

Type: ipv6prefix

Prefix of group range

prefix

Route Map policy for static RProute-map

Type: string

length: 63

route-map name

route-map-name

Prefix List policy for static RPprefix-list

Type: string

length: 63

prefix-list name

prefix-list-name

Group range is treated in PIM6 bidirectional modebidir

Overrides the dynamically learnt RPsoverride

Command Modes • /exec/configure
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ipv6 pim sparse-mode
ipv6 pim sparse-mode|no ipv6 pim [sparse-mode]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 interface configuration commandspim

Configures sparse-mode PIMv6 on interfacesparse-mode

Command Modes • /exec/configure/if-igp
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ipv6 pim ssm range
ipv6 pim ssm {range {group+|none}|route-map route-map-name}|no ipv6 pim ssm {range
{group+|none}|route-map route-map-name}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Source SpecificMulticast (SSM) groupsssm

Configure explicit group rangesrange

Type: ipv6prefix

List of group range prefixes

group

Remove all SSM group rangesnone

Group range policy for SSM rangeroute-map

Type: string

length: 63

A route-map name

route-map-name

Command Modes • /exec/configure
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ipv6 pim state-limit
ipv6 pim state-limit max-states [reserved route-map-name max-reserved]|no ipv6 pim state-limit
[max-states [reserved route-map-name max-reserved]]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Configures State limitstate-limit

Type: uinteger

min: 1 max: 4294967295

Maximum (*,G)/(S,G) entries allowed in this VRF

max-states

Configures Reserved limitreserved

Type: string

length: 100

Route-map name

route-map-name

Type: uinteger

min: 1 max: 4294967295

Maximum reserved (*,G)/(S,G) entries allowed in this VRF

max-reserved

Command Modes • /exec/configure
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ipv6 pim use-shared-tree-only spt-threshold infinity group-list
ipv6 pim {use-shared-tree-only|spt-threshold infinity} group-list route-map-name|no ipv6 pim
{use-shared-tree-only|spt-threshold infinity} [group-list route-map-name]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

PIM6 global configuration commandspim

Use (*,G) only state, no source state is createduse-shared-tree-only

Source-tree switching thresholdspt-threshold

Never switch to source-treeinfinity

Specify group ranges through policygroup-list

Type: string

length: 100

Route-map name

route-map-name

Command Modes • /exec/configure
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ipv6 port traffic-filter
[no] ipv6 port traffic-filter name inout

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Port policyport

Specify access control for packetstraffic-filter

Type: string

length: 64

List name

name

Traffic direction

in value: 0
Inbound packets

inout

Command Modes • /exec/configure/if-set-acl-l2
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ipv6 prefix-list (rpm)
ipv6 prefix-list ipv6-pfl-name description line|no ipv6 prefix-list ipv6-pfl-name description

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Build a prefix listprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

Known prefix-list name

ipv6-pfl-name

Description of the IPv6 prefix listdescription

Type: remainder

IPv6 prefix-list description string

line

Command Modes • /exec/configure
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ipv6 prefix-list (rpm)
ipv6 prefix-list ipv6-pfl-name [seq seq] {permit|deny} prefix {[eq equal]|[ge greater] [le lesser]}|no
ipv6 prefix-list {ipv6-pfl-nameipv6-pfl-name} [seq seq] [{permit|deny} prefix {[eq equal]|[ge
greater] [le lesser]}]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Build a prefix listprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

Known prefix-list name

ipv6-pfl-name

Sequence number of an entryseq

Type: uinteger

min: 1 max: 4294967294

Sequence number

seq

Specify routes to forwardpermit

Specify routes to rejectdeny

Type: ipv6prefix

IPv6 prefix network/length

prefix

Exact prefix length to be matchedeq

Type: integer

min: 1 max: 128

Exact prefix length

equal

Minimum prefix length to be matchedge
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Type: integer

min: 1 max: 128

Minimum prefix length

greater

Maximumprefix length to bematchedle

Type: integer

min: 1 max: 128

Maximum prefix length

lesser

Command Modes • /exec/configure
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ipv6 queue-packets
[no] ipv6 queue-packets

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Queue 1 packet when triggered NS is sentqueue-packets

Command Modes • /exec/configure
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ipv6 queue-packets-limit
[no] ipv6 queue-packets-limit [limit]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Maximum number of queue packets for unresolved NDSqueue-packets-limit

Type: uinteger

min: 5 max: 50 default: 10

Unresolved ND queue packet limit

limit

Command Modes • /exec/configure
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ipv6 redirects
ipv6 [nd] redirects|no ipv6 [nd] redirects

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 Neighbor Discovery commandsnd

Enable sending ICMPv6Redirect messagesredirects

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
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ipv6 route
[no] ipv6 route ipv6-prefix {interface|{link-local interface-link-local|pin-interface
next-hop|{next-hopnh-prefix}|vlan-interface} [vrf {vrf-namevrf-known-name}]} [name rt-name] [{pref|tag
tag-value}]+

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Configure IPv6 unicast static routeroute

Type: ipv6prefix

IPv6 prefix format: xxxx:xxxx/ml, xxxx:xxxx::/ml, xxxx::xx/128

ipv6-prefix

Type: ipv6addr

IPv6 address format: aaaa:bbbb:cccc:dddd:eeee:ffff:gggg:hhhh, aaaa::bbbb

next-hop

Type: ipv6prefix

IPv6 prefix format: xxxx:xxxx/ml, xxxx:xxxx::/ml, xxxx::xx/128

nh-prefix

Type: interface

Interface for interface static routes

interface

Specify name of the next hopname

Type: string

length: 50

Name of next hop

rt-name

Type: interface

Pin interface

pin-interface

Type: ipv6addr

Link-local next-hop requires interface also

link-local

Type: interface

Interface for interface static routes

interface-link-local

Type: interface

vlan interface

vlan-interface

VRF for next-hop if different from this vrfvrf
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Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf
| topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: integer

min: 1 max: 255 default: 1

Route preference

pref

Supply tag value with static routetag

Type: uinteger

min: 0 max: 0 default: 0

32-bit value for tag

tag-value

Command Modes • /exec/configure
• /exec/configure/vrf
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ipv6 router isis
[no] ipv6 router isis tag

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Enable a routing processrouter

Intermediate System to Intermediate System (IS-IS)isis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Process tag

tag

Command Modes • /exec/configure/if-igp
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ipv6 router ospfv3 area
[no] ipv6 router ospfv3 tag area {area-id-iparea-id-int} [secondaries none]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Enable a routing processrouter

OSPFv3 configuration commandsospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Area associated with interfacearea

Type: ipaddr

OSPFv3 area ID in IP address format

area-id-ip

Type: uinteger

min: 0 max: 4294967295

OSPFv3 area ID as a decimal format

area-id-int

Do not include secondary IPv6 addressessecondaries

Do not include secondary IPv6 addressesnone

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ipv6 router ospfv3 multi-area
[no] ipv6 router ospfv3 tag multi-area area-id-ip

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Enable a routing processrouter

OSPFv3 configuration commandsospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory |
mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links |
vrf

length: 20

Process tag

tag

Multi-Area associated with interfacemulti-area

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ipv6 routing event-history size
[no] ipv6 routing event-history {u6rib-event-histu6rib-event-hist-hid} size {size_in_textsize_in_bytes}

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Routing informationrouting

Configure routing event logevent-history

Type: string

Configure routing event log

u6rib-event-hist

Type: string

Configure routing event log

u6rib-event-hist-hid

Size of buffersize

Buffer size

default: medium

small value: 8196
Small buffer

medium value: 512000
Medium buffer

large value: 1048576
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

min: 0 max: 1048576

Enter an integer value for the event history buffer

size_in_bytes

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1683

I Commands
ipv6 routing event-history size



ipv6 routing multicast software-replication
[no] ipv6 routing multicast software-replication

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Routing informationrouting

Configure multicastmulticast

Enable software replication of PIMASM leak packetssoftware-replication

Command Modes • /exec/configure
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ipv6 source-route
[no] ipv6 source-route [rh0]

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Process IPv6 Routing Headersource-route

Process IPv6 Routing Header - Type 0 (RH0)rh0

Command Modes • /exec/configure
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ipv6 traffic-filter
[no] ipv6 traffic-filter name inout

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Specify access control for packetstraffic-filter

Type: string

length: 64

List name

name

Traffic direction

in value: 0
Inbound packets

out value: 1
Outbound packets

inout

Command Modes • /exec/configure/if-set-acl-l3
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ipv6 unreachables
[no] ipv6 [icmp] unreachables

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

ICMPv6 commandsicmp

Enable sending ICMPv6 Unreachable messages (port-unreachables are always rate-limit
enabled)

unreachables

Command Modes • /exec/configure/if-igp
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ipv6 verify
[no] {platform|hardware} ipv6 verify {length {consistent|maximum {max-frag|udp|max-tcp}}|tcp
tiny-frag|version}

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

IPv6ipv6

Enable IPv6 packet validation checks in hardwareNot available in this release.verify

Validate IPv6 packet header and payload lengthlength

Actual frame size is equal to or more than IPv6 length plus ethernet headerconsistent

Check max fragment offset and payload lengthmaximum

Fragment offset field valuemax-frag

Maximum UDP length has to be less than IPv6 payload lengthudp

Maximum TCP length has to be less than IPv6 payload lengthmax-tcp

Validate TCP packet headertcp

Check TCP tiny fragmenttiny-frag

Must be 6 for an ethertype of IPv6 (0x86DD) Not available in this release.version

Command Modes • /exec/configure
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ipv6 vip
[no] ipv6 vip ipv6-addr

Syntax Description Negate a command or set its defaultsno

Configure IPv6 featuresipv6

Virtual IPv6 addressvip

Type: ipv6addr

IPv6 address format: aaaa:bbbb:cccc:dddd:eeee:ffff:gggg:hhhh, aaaa::bbbb

ipv6-addr

Command Modes • /exec/configure/if-igp
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is-type
is-type is-type|no is-type [is-type]

Syntax Description Negate a command or set its defaultsno

IS type for this IS-IS processis-type

IS-IS IS type

level-1 value: 1
Act as L1 router only

level-2 value: 2
Act as L2 router only

level-1-2 value: 3
Act as both L1 and L2 router

is-type

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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ishow cli find nodes
ishow cli find nodes [component] [recurse]

Syntax Description Show internal
information

ishow

Show CLI informationcli

find

Command Modes • /exec
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ishow cli modes
ishow cli modes

Syntax Description Show internal
information

ishow

Show CLI informationcli

Command Modes • /exec
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ishow cli nodes
ishow cli nodes [mode]

Syntax Description Show internal
information

ishow

Show CLI informationcli

Command Modes • /exec
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ishow cli paths
ishow cli paths component [type]

Syntax Description Show internal
information

ishow

Show CLI informationcli

default: 0

cli value: 0
paths used by cli

xml value: 1
paths used by
xmlagent

xml-yes value: 2
just the yes
commands

xml-no value: 3
just the no
commands

type

Command Modes • /exec
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ishow cli tags
ishow cli tags

Syntax Description Show internal
information

ishow

Show CLI informationcli

Command Modes • /exec
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ishow core backtrace
ishow core pid backtrace

Syntax Description Show internal informationishow

display info from core filecore

Type: integer

PID from 'show cores'

pid

display backtrace -- needs enough space to unzip the core file!backtrace

Command Modes • /exec
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isis authentication-check
[no] isis authentication-check

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Check authentication on received hellosauthentication-check

Command Modes • /exec/configure/if-p2p
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isis authentication-check level-1
[no] isis authentication-check level-1

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Check authentication on received hellosauthentication-check

Configure authentication check for level-1 IIHslevel-1

Command Modes • /exec/configure/if-ma
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isis authentication-check level-2
[no] isis authentication-check level-2

Syntax Description Negate a command or set its defaultsno

IS-IS configuration commandsisis

Check authentication on received hellosauthentication-check

Configure authentication check for level-2 IIHslevel-2

Command Modes • /exec/configure/if-ma
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J Commands

• job name, on page 1702
• json, on page 1703
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job name
[no] job name s0

Syntax Description Negate a command or set its defaultsno

Assign a job to the schedulejob

Assign a job to the schedulename

Type: string

length: 31

Specify the job name

s0

Command Modes • /exec/configure/schedule
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json
" | " json

Syntax Description Pipe command output to
filter

|

output in json formatjson

Command Modes • /output
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K Commands

• key, on page 1706
• key-string 0, on page 1707
• key-string 7, on page 1708
• key chain, on page 1709
• key config-key, on page 1710
• kill-everyone, on page 1711
• kill background, on page 1712
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key
[no] key keyid

Syntax Description Negate a command or set its defaultsno

Configure a keykey

Type: integer

min: 0 max: 65535

Key identifier

keyid

Command Modes • /exec/configure/keychain
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key-string 0
key-string [0] keystring|no key-string

Syntax Description Negate a command or set its defaultsno

Set key stringkey-string

Encryption Type - No Encryption(default)0

Type: remainder

key string

keystring

Command Modes • /exec/configure/keychain-key
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key-string 7
key-string 7 keystring

Syntax Description Set key stringkey-string

Encryption Type -
Proprietary

7

Type: remainder

key string

keystring

Command Modes • /exec/configure/keychain-key
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key chain
[no] key chain keychain

Syntax Description Negate a command or set its defaultsno

Key Managementkey

Keychain Managementchain

Type: string

pattern: [!-~]*

antipattern: mode | decrypt

length: 63

key-chain name

keychain

Command Modes • /exec/configure
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key config-key
[no] key config-key {hex|ascii} [master-key]

Syntax Description Negate a command or set its defaultsno

Encryption key for strong encryptionkey

Master-key for strong encryption of secrets in configconfig-key

Key followed should be in hex formathex

Key followed should be in ascii formatascii

Type: string

Enter the Master-key

master-key

Command Modes • /exec
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kill-everyone
[no] [eigrp] kill-everyone

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Kill all adjacencies on SIAkill-everyone

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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kill background
kill background pid

Syntax Description terminate processeskill

kill background processes (started with 'source background <file>' command)background

Type: string

background script to terminate, by process-id or just a regex matching any line from 'show
background' command

pid

Command Modes • /exec
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L Commands

• l2 mfwd mroute add, on page 1718
• l2protocol tunnel, on page 1719
• l2protocol tunnel cos, on page 1720
• l2protocol tunnel drop-threshold, on page 1721
• l2protocol tunnel shutdown-threshold, on page 1722
• l3vm event-history, on page 1723
• label-allocation-mode per-vrf, on page 1724
• lacp fast-select-hot-standby, on page 1725
• lacp graceful-convergence, on page 1726
• lacp max-bundle, on page 1727
• lacp min-links, on page 1728
• lacp port-priority, on page 1729
• lacp rate, on page 1730
• lacp suspend-individual, on page 1731
• lacp system-priority, on page 1732
• last, on page 1733
• layer3 peer, on page 1734
• ldap-search-map, on page 1735
• ldap-server deadtime, on page 1736
• ldap-server host, on page 1737
• ldap-server port, on page 1739
• ldap-server timeout, on page 1740
• ldap search-map, on page 1741
• less, on page 1742
• license expiry check_interval, on page 1743
• license grace-period, on page 1744
• license grace-period days, on page 1745
• license grace-period seconds, on page 1746
• license grace period, on page 1747
• license reserve count package module, on page 1748
• limit-resource m4route-mem minimum, on page 1749
• limit-resource m6route-mem minimum, on page 1750
• limit-resource module-type, on page 1751
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• limit-resource port-channel minimum maximum, on page 1752
• limit-resource u4route-mem minimum, on page 1753
• limit-resource u6route-mem minimum, on page 1754
• limit-resource vlan minimum, on page 1756
• limit-resource vrf minimum, on page 1757
• line console (syscli), on page 1758
• line console (vsh), on page 1759
• line vty, on page 1760
• link debounce, on page 1761
• listobject-boolean not, on page 1762
• listobject, on page 1763
• listobject-weightthreshold-weight, on page 1764
• lldp (lldp), on page 1765
• lldp (lldp), on page 1766
• lldp eee, on page 1768
• lldp tlv-select eee, on page 1769
• load-balancing, on page 1770
• load (conditional_core), on page 1771
• load-interval (if_manager), on page 1772
• load-interval (oim), on page 1773
• load-interval (svi), on page 1774
• load (load), on page 1775
• local-as, on page 1776
• locator-led, on page 1777
• locator-led fex, on page 1778
• log-adjacency-changes (isis), on page 1779
• log-adjacency-changes (ospf), on page 1780
• log-adjacency-changes (ospfv3), on page 1781
• log-event-type, on page 1782
• log-neighbor-changes, on page 1783
• logging clear_console, on page 1784
• logging console, on page 1785
• logging drop thresholdlogging drop threshold, on page 1786
• logging event, on page 1787
• logging event port link-status, on page 1788
• logging event port trunk-status, on page 1789
• logging flush, on page 1790
• logging invalid-username, on page 1791
• logging ip access-list cache, on page 1792
• logging ip access-list include sgt, on page 1793
• logging level (certen_tree), on page 1794
• logging level (diag_port_lb), on page 1795
• logging level (eth_dstats), on page 1796
• logging level (eth_pcm_dc3), on page 1797
• logging level (icmpv6), on page 1798
• logging level (ifmgr), on page 1799
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• logging level (licmgr), on page 1800
• logging level (mcastfwd), on page 1801
• logging level (mrib), on page 1802
• logging level (nfcli), on page 1803
• logging level (qosmgr), on page 1804
• logging level (security_tree), on page 1805
• logging level (sksd), on page 1806
• logging level (stp), on page 1807
• logging level (vrrp_mgr), on page 1808
• logging level aaa, on page 1809
• logging level acllog, on page 1810
• logging level aclmgr, on page 1811
• logging level adjmgr, on page 1812
• logging level all, on page 1813
• logging level arp, on page 1817
• logging level ascii-cfg, on page 1818
• logging level bfd, on page 1819
• logging level bgp, on page 1820
• logging level bloggerd, on page 1821
• logging level bootvar, on page 1822
• logging level callhome, on page 1823
• logging level capability, on page 1824
• logging level cdp, on page 1825
• logging level cfs, on page 1826
• logging level clis, on page 1827
• logging level clk_mgr, on page 1828
• logging level confcheck, on page 1829
• logging level copp, on page 1830
• logging level core, on page 1831
• logging level device_test, on page 1832
• logging level dhcp_snoop, on page 1833
• logging level diagclient, on page 1834
• logging level diagmgr, on page 1835
• logging level eigrp, on page 1836
• logging level eltm, on page 1837
• logging level ethpm (ethpm), on page 1838
• logging level ethpm (if_manager), on page 1839
• logging level evmc, on page 1840
• logging level evmed, on page 1841
• logging level evms, on page 1842
• logging level feature-mgr, on page 1843
• logging level fex, on page 1844
• logging level fs-daemon, on page 1845
• logging level glbp, on page 1846
• logging level gpixm, on page 1847
• logging level hsrp, on page 1848
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• logging level igmp, on page 1849
• logging level interface-vlan, on page 1850
• logging level ip msdp, on page 1851
• logging level ip pim, on page 1852
• logging level ipconf, on page 1853
• logging level ipv6 pim, on page 1854
• logging level isis, on page 1855
• logging level l2fm, on page 1856
• logging level l2pt, on page 1857
• logging level l3vm, on page 1858
• logging level lacp, on page 1859
• logging level ldap, on page 1860
• logging level lldp, on page 1861
• logging level m2rib, on page 1862
• logging level mfdm, on page 1863
• logging level module, on page 1864
• logging level monitor, on page 1865
• logging level mpls switching, on page 1866
• logging level mvsh, on page 1867
• logging level netstack, on page 1868
• logging level ntp, on page 1869
• logging level nve, on page 1870
• logging level oim, on page 1871
• logging level onep, on page 1872
• logging level orib, on page 1873
• logging level ospf, on page 1874
• logging level ospfv3, on page 1875
• logging level otm, on page 1876
• logging level patch-installer, on page 1877
• logging level pfstat, on page 1878
• logging level pixm, on page 1879
• logging level platform, on page 1880
• logging level pltfm_config, on page 1881
• logging level plugin, on page 1882
• logging level poap, on page 1883
• logging level pong, on page 1884
• logging level port-security, on page 1885
• logging level port_client, on page 1886
• logging level private-vlan, on page 1887
• logging level radius, on page 1888
• logging level res_mgr, on page 1889
• logging level rip, on page 1890
• logging level rpm, on page 1891
• logging level rsvp, on page 1892
• logging level sal, on page 1893
• logging level scheduler, on page 1894
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• logging level session-mgr, on page 1895
• logging level smm, on page 1896
• logging level snmpd, on page 1897
• logging level spm, on page 1898
• logging level sysmgr, on page 1899
• logging level tacacs, on page 1900
• logging level track, on page 1901
• logging level tunnel, on page 1902
• logging level u2rib, on page 1903
• logging level u6rib, on page 1904
• logging level udld, on page 1905
• logging level ufdm (ufdm), on page 1906
• logging level ufdm (ufdm), on page 1907
• logging level urib, on page 1908
• logging level vdc_mgr, on page 1909
• logging level virtual-service, on page 1910
• logging level vlan_mgr, on page 1911
• logging level vmm, on page 1912
• logging level vntag, on page 1913
• logging level vpc, on page 1914
• logging level vshd, on page 1915
• logging level vtp, on page 1916
• logging level xbar, on page 1917
• logging logfile, on page 1918
• logging max_filesize, on page 1919
• logging max_messages, on page 1920
• logging message interface type ethernet, on page 1921
• logging module, on page 1922
• logging monitor, on page 1923
• logging reconcile, on page 1924
• logging server, on page 1925
• logging source-interface, on page 1927
• logging timestamp, on page 1928
• logit, on page 1929
• logout-warning, on page 1930
• low-memory exempt, on page 1931
• lshow, on page 1932
• lsp-gen-interval, on page 1933
• lsp-mtu, on page 1934
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l2 mfwd mroute add
[no] l2 mfwd mroute add vlan_id group source source_mac

Syntax Description Negate a command or set its defaultsno

Layer2l2

Multicast clientmfwd

Addadd

Multicast route informationmroute

Type: vlan

OTV enabled vlan

vlan_id

Type: ipaddr

Source to add

source

Type: ipaddr

Group to add

group

Type: ethernet

Source MAC

source_mac

Command Modes • /exec/configure
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l2protocol tunnel
[no] l2protocol tunnel [{cdp|dot1x|stp|vtp}]

Syntax Description Negate a command or set its defaultsno

Layer 2 Protocoll2protocol

Protocol Tunnelingtunnel

Enable l2pt for CDPcdp

Enable l2pt for DOT1Xdot1x

Enable l2pt for STPstp

Enable l2pt for VTPvtp

Command Modes • /exec/configure/if-switching
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l2protocol tunnel cos
l2protocol tunnel cos cos-value

Syntax Description Layer 2 Protocoll2protocol

Protocol Tunnelingtunnel

CoScos

Type: integer

min: 0 max: 7

CoS Value

cos-value

Command Modes • /exec/configure
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l2protocol tunnel drop-threshold
l2protocol tunnel drop-threshold [{cdp|dot1x|stp|vtp}] packets

Syntax Description Layer 2 Protocoll2protocol

Protocol Tunnelingtunnel

Configure l2pt drop-thresholddrop-threshold

Configure l2pt drop-threshold for CDPcdp

Configure l2pt drop-threshold for DOT1Xdot1x

Configure l2pt drop-threshold for STPstp

Configure l2pt drop-threshold for VTPvtp

Type: integer

min: 1 max: 4096

Packets/sec rate beyond which protocol packets will be dropped

packets

Command Modes • /exec/configure/if-switching
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l2protocol tunnel shutdown-threshold
l2protocol tunnel shutdown-threshold [{cdp|dot1x|stp|vtp}] packets

Syntax Description Layer 2 Protocoll2protocol

Protocol Tunnelingtunnel

Configure l2pt shut-thresholdshutdown-threshold

Configure l2pt shut-threshold for CDPcdp

Configure l2pt shut-threshold for DOT1Xdot1x

Configure l2pt shut-threshold for STPstp

Configure l2pt shut-threshold for VTPvtp

Type: integer

min: 1 max: 4096

Packets/sec rate beyond which interface is put to err-disable

packets

Command Modes • /exec/configure/if-switching
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l3vm event-history
[no] l3vm event-history {pss|errors|mts|reinit|cli|vrf|topology} size {size_in_textsize_in_Kbytes}

Syntax Description Negate a command or set its defaultsno

Debug L3VM informationl3vm

log debug events into event history bufferevent-history

L3VM pss operationpss

L3VM errorserrors

L3VM MTS messagesmts

L3VM reinit eventsreinit

Log L3VM CLI related eventscli

Log VRF related eventsvrf

Log Topology related eventstopology

Configure the size of the event-hist buffersize

Buffer size

default: small

small value: 65536
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec
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label-allocation-mode per-vrf
label-allocation-mode per-vrf|no label-allocation-mode [per-vrf]

Syntax Description Negate a command or set its defaultsno

Configure label allocation modeNot available in this release.label-allocation-mode

per VRF label allocation modeper-vrf

Command Modes • /exec/configure/router-bgp/router-bgp-vrf-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv6
• /exec/configure/router-bgp/router-bgp-af-ipv6
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lacp fast-select-hot-standby
lacp fast-select-hot-standby|no lacp fast-select-hot-standby

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Configure fast select for hot standby ports. Enabling this feature will allow fast
selection of hot standby port when last active port in the port-channel is going down.

fast-select-hot-standby

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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lacp graceful-convergence
lacp graceful-convergence|no lacp graceful-convergence

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Configure port-channel lacp graceful convergence. Disable this only with lacp ports
connected to Non-Nexus peer. Disabling this with Nexus peer can lead to port
suspension

graceful-convergence

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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lacp max-bundle
lacp max-bundle max-bundle-number|no lacp max-bundle [max-bundle-number]

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Configure the port-channelmax-bundlemax-bundle

Type: integer

min: 1 max: 32

Enter the max-bundle number

max-bundle-number

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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lacp min-links
lacp min-links min-links-number|no lacp min-links [min-links-number]

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Configure the port-channel min-linksmin-links

Type: integer

min: 1 max: 16

Enter the min-link number

min-links-number

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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lacp port-priority
lacp port-priority port-pri|no lacp port-priority

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Set LACP port priorityport-priority

Type: integer

min: 1 max: 65535

Enter port priority

port-pri

Command Modes • /exec/configure/if-eth-base
• /exec/configure/if-ethernet-all
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lacp rate
lacp rate rate-type|no lacp rate

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Configure rate at which PDUs are sent by LACPrate

Rate type

normal value: 0
Specifies that LACP control packets are transmitted at the normal rate, every 30 seconds after
the link is bundled

fast value: 1
Specifies that LACP control packets are transmitted at the fast rate, once every 1 second

rate-type

Command Modes • /exec/configure/if-ethernet
• /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-all
• /exec/configure/if-ethernet-m
• /exec/configure/if-ethernet-switch-m
• /exec/configure/if-remote-ethernet
• /exec/configure/if-remote-ethernet-switch
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lacp suspend-individual
lacp suspend-individual|no lacp suspend-individual

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Configure lacp port-channel state. Disabling this will cause lacp to put the port to
individual state and not suspend the port in case it does not get LACP BPDU from the
peer ports in the port-channel

suspend-individual

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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lacp system-priority
lacp system-priority sys-pri|no lacp system-priority

Syntax Description Negate a command or set its defaultsno

Set LACP parameters for the interfacelacp

Set LACP system prioritysystem-priority

Type: integer

min: 1 max: 65535

Enter System Priority

sys-pri

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1732

L Commands
lacp system-priority



last
" | " last [lines]

Syntax Description Pipe command output to
filter

|

Display last lineslast

Type: integer

min: 0 max: 9999

number of lines to print

lines

Command Modes • /output
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layer3 peer
layer3 peer|no layer3 peer

Syntax Description Negate a command or set its defaultsno

Enable layer 3 functionalitylayer3

no change for TTL of packets destined to the peerpeer

Command Modes • /exec/configure/vpc-domain
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ldap-search-map
ldap-search-map s0

Syntax Description Set one of the configured search-map as activeldap-search-map

Type: string

length: 128

Name of the search-map

s0

Command Modes • /exec/configure/ldap
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ldap-server deadtime
[no] ldap-server deadtime i0

Syntax Description Negate a command or set its defaultsno

Configure LDAP related parametersldap-server

Global LDAP server deadtime period in secondsdeadtime

Type: integer

min: 1 max: 60

LDAP server deadtime period in minutes (default 0 mins -disabled)

i0

Command Modes • /exec/configure
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ldap-server host
[no] ldap-server host hostipname [{enable-ssl|port i1 [timeout i2]|rootDN s0 [password {7 s1
{[port1 i3 [timeout1 i4]]|[timeout5 i9]}|s2 {[port2 i5 [timeout2 i6]]|[timeout4 i8]}}]|timeout3
i7}]

Syntax Description Negate a command or set its defaultsno

Configure LDAP related parametersldap-server

LDAP server's DNS name or IP addresshost

Type: nameorip

IPV4/IPV6 address or DNS name

hostipname

LDAP server enable sslenable-ssl

LDAP server's port (default: global config)port

Type: integer

min: 1 max: 65535

port number

i1

LDAP server timeout period in secondstimeout

Type: integer

min: 1 max: 60

LDAP server timeout in seconds (default: global config)

i2

LDAP server root DNrootDN

Type: string

length: 128

root DN

s0

LDAP server root passwordpassword

LDAP root password (encrypted)7

Type: string

length: 64

password (encrypted)

s1

LDAP server's port (default: global config)port1
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Type: integer

min: 1 max: 65535

port number

i3

LDAP server timeout period in secondstimeout1

Type: integer

min: 1 max: 60

LDAP server timeout in seconds (default: global config)

i4

Type: string

length: 64

password (clear text)

s2

LDAP server's port (default: global config)port2

Type: integer

min: 1 max: 65535

port number

i5

LDAP server timeout period in secondstimeout2

Type: integer

min: 1 max: 60

LDAP server timeout in seconds (default: global config)

i6

LDAP server timeout period in secondstimeout3

Type: integer

min: 1 max: 60

LDAP server timeout in seconds (default: global config)

i7

LDAP server timeout period in secondstimeout4

Type: integer

min: 1 max: 60

LDAP server timeout in seconds (default: global config)

i8

LDAP server timeout period in secondstimeout5

Type: integer

min: 1 max: 60

LDAP server timeout in seconds (default: global config)

i9

Command Modes • /exec/configure
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ldap-server port
[no] ldap-server port i0

Syntax Description Negate a command or set its defaultsno

Configure LDAP related parametersldap-server

Global LDAP server's port (default 389)port

Type: integer

min: 1 max: 65535

port number

i0

Command Modes • /exec/configure
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ldap-server timeout
[no] ldap-server timeout i0

Syntax Description Negate a command or set its defaultsno

Configure LDAP related parametersldap-server

Global LDAP server timeout period in secondstimeout

Type: integer

min: 1 max: 60

LDAP server timeout period in seconds (default 5 sec)

i0

Command Modes • /exec/configure
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ldap search-map
[no] ldap search-map s0

Syntax Description Negate a command or set its defaultsno

Configure information about ldapldap

Configure the search-mapsearch-map

Type: string

length: 128

Search Map Name

s0

Command Modes • /exec/configure
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less
" | " less [{-d|-E}]+

Syntax Description Pipe command output to
filter

|

Filter for pagingless

dumb terminal-d

quit at end of file-E

Command Modes • /output
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license expiry check_interval
license expiry check_interval i0

Syntax Description Enter the license configuration modelicense

Configure the expiry check intervalexpiry

Configure the expiry check intervalcheck_interval

Type: integer

min: 5 max: 86400

Specify the license expiry check interval in seconds

i0

Command Modes • /exec
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license grace-period
[no] license grace-period

Syntax Description Negate a command or set its defaultsno

Modify license featureslicense

Configure grace period support for licensesgrace-period

Command Modes • /exec/configure
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license grace-period days
license grace-period days i0

Syntax Description Enter the license configurationmodelicense

Configure the grace periodgrace-period

Congigure the grace period in daysdays

Type: integer

min: 0 max: 120

Number of days

i0

Command Modes • /exec
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license grace-period seconds
license grace-period seconds i0

Syntax Description Enter license configuration modelicense

Configure the grace periodgrace-period

Configure the grace period in secondsseconds

Type: integer

min: 0 max: 10368000

Specify the grace period in seconds

i0

Command Modes • /exec
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license grace period
license grace period i0

Syntax Description Enter the license configurationmodelicense

Configure the grace periodgrace

Specify the grace period in daysperiod

Type: integer

min: 0 max: 120

i0

Command Modes • /exec
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license reserve count package module
[no] license reserve count i0 package license-feature module i1

Syntax Description Negate a command or set its defaultsno

Display licensing informationlicense

Reserve the licenses for the specifiedmodulereserve

Count of licenses to reservecount

Type: integer

Count of licenses

i0

Name of the license package to reservepackage

Type: string

Name of the license package

license-feature

Module numbermodule

Type: integer

Module number

i1

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1748

L Commands
license reserve count package module



limit-resource m4route-mem minimum
limit-resource m4route-mem [minimum {minmin-hi}] maximum {max-lomaxmax-hi|equal-to-min}|no
limit-resource m4route-mem [[minimum {minmin-hi}] maximum {max-lomaxmax-hi|equal-to-min}]

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

set ipv4 route memory limitsm4route-mem

minimum route memory to allocateminimum

Type: integer

min: 3 max: 90

minimum route memory value

min

Type: integer

min: 91 max: 2147483647

minimum route memory value

min-hi

maximum route memory to allocatemaximum

Type: integer

min: 1 max: 89

maximum route memory value

max-lo

Type: integer

min: 3 max: 90

maximum route memory value

max

Type: integer

min: 91 max: 2147483647

maximum route memory value

max-hi

maximum value equal to minequal-to-min

Command Modes • /exec/configure/vdc-template
• /exec/configure/vdc
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limit-resource m6route-mem minimum
limit-resource m6route-mem [minimum {minmin-hi}] maximum {max-lomaxmax-hi}|no limit-resource
m6route-mem [[minimum {minmin-hi}] maximum {max-lomaxmax-hi}]

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

set ipv6 route memory limitsm6route-mem

minimum route memory to allocateminimum

Type: integer

min: 3 max: 20

minimum route memory value

min

Type: integer

min: 21 max: 2147483647

minimum route memory value

min-hi

maximum route memory to allocatemaximum

Type: integer

min: 1 max: 19

maximum route memory value

max-lo

Type: integer

min: 3 max: 20

maximum route memory value

max

Type: integer

min: 21 max: 2147483647

maximum route memory value

max-hi

Command Modes • /exec/configure/vdc-template
• /exec/configure/vdc
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limit-resource module-type
limit-resource module-type card-type+|no limit-resource module-type

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

Controls which type of modules are allowed in this vdc Not available in this release.module-type

Allowed module types

m1 value: 0
Enable m1 type modules in this vdc

f1 value: 1
Enable f1 type modules in this vdc

m1xl value: 2
Enable m1xl type modules in this vdc

f2 value: 3
Enable f2 type modules in this vdc

m2xl value: 4
Enable m2 type modules in this vdc

card-type

Command Modes • /exec/configure/vdc
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limit-resource port-channel minimum maximum
limit-resource port-channel minimum min-val maximum {max-val|equal-to-min}|no limit-resource
port-channel [minimum min-val maximum {max-val|equal-to-min}]

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

set port-channel limitsport-channel

minimum port-channels to allocateminimum

Type: integer

min: 0 max: 768

minimum port-channel value

min-val

maximum port-channels to allocatemaximum

Type: integer

min: 0 max: 768

maximum port-channel value

max-val

set maximum value equal to minequal-to-min

Command Modes • /exec/configure/vdc-template
• /exec/configure/vdc
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limit-resource u4route-mem minimum
limit-resource u4route-mem [minimum {min-lominmin-hi}] maximum
{max-lomaxmax-hi|equal-to-min}|no limit-resource u4route-mem [[minimum {min-lominmin-hi}]
maximum {max-lomaxmax-hi|equal-to-min}]

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

set ipv4 route memory limitsu4route-mem

minimum route memory to allocateminimum

Type: integer

min: 1 max: 512

minimum route memory value

min-lo

Type: integer

min: 1 max: 512

minimum route memory value

min

Type: integer

min: 513 max: 2147483647

minimum route memory value

min-hi

maximum route memory to allocatemaximum

Type: integer

min: 1 max: 511

maximum route memory value

max-lo

Type: integer

min: 1 max: 512

maximum route memory value

max

Type: integer

min: 513 max: 2147483647

maximum route memory value

max-hi

maximum value equal to minequal-to-min

Command Modes • /exec/configure/vdc-template
• /exec/configure/vdc
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limit-resource u6route-mem minimum
limit-resource u6route-mem [minimum {min-lominmin-hi}] maximum
{max-lomaxmax-hi|equal-to-min}|no limit-resource u6route-mem [[minimum {min-lominmin-hi}]
maximum {max-lomaxmax-hi|equal-to-min}]

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

set ipv6 route memory limitsu6route-mem

minimum route memory to allocateminimum

Type: integer

min: 1 max: 200

minimum route memory value

min-lo

Type: integer

min: 1 max: 200

minimum route memory value

min

Type: integer

min: 1 max: 200

minimum route memory value

min

Type: integer

min: 201 max: 2147483647

minimum route memory value

min-hi

maximum route memory to allocatemaximum

Type: integer

min: 1 max: 199

maximum route memory value

max-lo

Type: integer

min: 1 max: 200

maximum route memory value

max

Type: integer

min: 201 max: 2147483647

maximum route memory value

max-hi
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maximum value equal to minequal-to-min

Command Modes • /exec/configure/vdc-template
• /exec/configure/vdc
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limit-resource vlan minimum
limit-resource vlan minimum min-val maximum {max-val|equal-to-min}|no limit-resource vlan
[minimum min-val maximum {max-val|equal-to-min}]

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

set VLAN limitsvlan

minimum VLANs to allocateminimum

Type: integer

min: 16 max: 4094

minimum VLANs value

min-val

maximum VLANs to allocatemaximum

Type: integer

min: 16 max: 4094

maximum VLANs value

max-val

set maximum value equal to minequal-to-min

Command Modes • /exec/configure/vdc-template
• /exec/configure/vdc
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limit-resource vrf minimum
limit-resource vrf minimum number1 maximum {number2|equal-to-min}|no limit-resource vrf
[minimum number1 maximum {number2|equal-to-min}]

Syntax Description Negate a command or set its defaultsno

Resource configurationlimit-resource

set vrf resource limitsvrf

minimum vrf resources to allocateminimum

Type: integer

min: 2 max: 4096

minimum vrf resource value

number1

maximum vrf resources to allocatemaximum

Type: integer

min: 2 max: 4096

maximum vrf resource value

number2

set maximum value equal to minequal-to-min

Command Modes • /exec/configure/vdc-template
• /exec/configure/vdc
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line console (syscli)
[no] line console

Syntax Description Negate a command or set its defaultsno

Configure a terminal lineline

Primary terminal lineconsole

Command Modes • /exec/configure
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line console (vsh)
[no] line console

Syntax Description Negate a command or set its defaultsno

Configure a terminal lineline

Primary terminal lineconsole

Command Modes • /exec/configure
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line vty
line vty

Syntax Description Configure a terminal
line

line

Virtual terminal linevty

Command Modes • /exec/configure
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link debounce
link debounce [time time_val]|no link debounce [time time_val]

Syntax Description Negate a command or set its defaultsno

Configure linklink

Configure link debounce timerdebounce

Link debounce timetime

Type: integer

min: 0 max: 5000

Timer value (in milliseconds)

time_val

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
• /exec/configure/if-sub
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listobject-boolean not
listobject-boolean object-id not

Syntax Description Configure Object as member of tracking listlistobject-boolean

Type: integer

min: 1 max: 500

Tracked object

object-id

Negate Up statusnot

Command Modes • /exec/configure/tr-list-bool
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listobject
[no] listobject object-id

Syntax Description Negate a command or set its defaultsno

Configure Object as member of tracking listlistobject

Type: integer

min: 1 max: 500

Tracked Object

object-id

Command Modes • /exec/configure/tr-list-thrw
• /exec/configure/tr-list-thrp
• /exec/configure/tr-list-bool
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listobject-weightthreshold-weight
listobject-weight object-id weight weight-val|threshold-weight weight-thresh {weightup up-weight
[weightdown down-weight]|weightdown down-weight [weightup up-weight]}|no threshold-weight
weight-thresh

Syntax Description Negate a command or set its defaultsno

Configure Object as member of tracking listlistobject-weight

Type: integer

min: 1 max: 500

Tracked Object

object-id

Assign a weight to objectweight

Type: integer

min: 1 max: 255

Assign a weight to object

weight-val

Threshold parametersthreshold-weight

Weight thresholdweight-thresh

Up thresholdweightup

Type: integer

min: 0 max: 255

Up threshold weight

up-weight

Down thresholdweightdown

Type: integer

min: 0 max: 255

Down threshold weight

down-weight

Command Modes • /exec/configure/tr-list-thrw
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lldp (lldp)
[no] lldp {receive|transmit}

Syntax Description Negate a command or set its defaultsno

Configure Interface LLDP parameterslldp

Enable LLDP reception on interfacereceive

Enable LLDP transmission on interfacetransmit

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-gig-ether-all
• /exec/configure/if-gig-ether
• /exec/configure/if-eth-base
• /exec/configure/if-mgmt-ether
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lldp (lldp)
[no] lldp {holdtime i0|reinit i1|timer i2|portid-subtype i3|tlv-select
{management-address|port-description|port-vlan|system-capabilities|system-description|system-name|dcbxp}}

Syntax Description Negate a command or set its defaultsno

Configure global LLDP parameterslldp

Specify the holdtime (in sec) to be sent in packetsholdtime

Type: integer

min: 10 max: 255

holdtime in sec

i0

Delay (in sec) for LLDP initialisation on any interfacereinit

Type: integer

min: 1 max: 10

reinit in sec

i1

Specify the rate at which LLDP packets are sent (in sec)timer

Type: integer

min: 5 max: 254

rate of packets in sec

i2

config portid subtype for LLDP TLV and SNMP MIBsportid-subtype

Type: uinteger

min: 0 max: 1

0: long interface name (default), 1: short interface name

i3

Selection of LLDP to sendtlv-select

Management Address TLVmanagement-address

Port Description TLVport-description

Port Vlan ID TLVport-vlan

System Capabilities TLVsystem-capabilities

System Description TLVsystem-description

System Name TLVsystem-name

DCBXP TLVsdcbxp
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Command Modes • /exec/configure
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lldp eee
[no] lldp eee {rx_wake_time i0|tx_wake_time i1}

Syntax Description Negate a command or set its defaultsno

Configure LLDP parameterslldp

Configure LLDP EEE parameterseee

Specify the EEE rx wake timerx_wake_time

Type: integer

min: 1 max: 32

EEE rx wake time

i0

Specify the EEE tx wake timetx_wake_time

Type: integer

min: 1 max: 32

EEE tx wake time

i1

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-gig-ether-all
• /exec/configure/if-gig-ether
• /exec/configure/if-eth-base
• /exec/configure/if-mgmt-ether
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lldp tlv-select eee
[no] lldp tlv-select eee

Syntax Description Negate a command or set its defaultsno

Configure Interface LLDP parameterslldp

Configure EEE parametertlv-select

Enable/Disable LLDP EEE TLVeee

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-gig-ether-all
• /exec/configure/if-gig-ether
• /exec/configure/if-eth-base
• /exec/configure/if-mgmt-ether
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load-balancing
load-balancing load-bal|no load-balancing [load-bal]

Syntax Description Negate a command or set its defaultsno

Load balancing methodload-balancing

Load balancing method

host-dependent value: 3
Load balance equally, source MAC determines forwarder
choice

round-robin value: 1
Load balance equally using each forwarder in turn

weighted value: 2
Load balance in proportion to forwarder weighting

load-bal

Command Modes • /exec/configure/if-eth-any/glbp
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load (conditional_core)
load uri0 [s0]

Syntax Description Load system
image

load

Type: uri

Enter image URI

uri0

Type: string

Options

s0

Command Modes • /exec
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load-interval (if_manager)
load-interval [counter counter_val] interval|no load-interval [counter counter_val] [interval1]

Syntax Description Negate a command or set its defaultsno

Specify interval for load calculation for an interfaceload-interval

Specify counter for this load intervalcounter

Type: uinteger

min: 1 max: 3

Specify counter for this load interval

counter_val

Type: uinteger

min: 30 max: 300

Load interval delay in seconds

interval

Type: uinteger

min: 30 max: 300

Load interval delay in seconds

interval1

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
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load-interval (oim)
load-interval interval|no load-interval

Syntax Description Negate a command or set its defaultsno

Specify interval for load calculation for an interfaceload-interval

Type: uinteger

min: 120 max: 300

Load interval delay in seconds

interval

Command Modes • /exec/configure/if-te
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load-interval (svi)
load-interval [counter counter_val] interval|no load-interval [counter counter_val] [interval1]

Syntax Description Negate a command or set its defaultsno

Specify interval for load calculation for an interfaceload-interval

Specify counter for this load intervalcounter

Type: uinteger

min: 60 max: 600

Load interval delay in seconds

interval

Type: uinteger

min: 1 max: 3

Specify counter for this load interval

counter_val

Type: uinteger

min: 60 max: 600

Load interval delay in seconds

interval1

Command Modes • /exec/configure/if-vlan-common
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load (load)
load uri0 [s0]

Syntax Description Load system
image

load

Type: uri

Enter image URI

uri0

Type: string

Options

s0

Command Modes • /exec
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local-as
local-as asn|no local-as [asn]

Syntax Description Negate a command or set its defaultsno

Specify the local-as for this vrflocal-as

Type: asn

AS number

asn

Command Modes • /exec/configure/router-bgp/router-bgp-vrf
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locator-led
[no] locator-led {chassis|module module|fan fan_num}

Syntax Description Negate a command or set its defaultsno

blink locator led on devicelocator-led

blink chassis ledchassis

blink module ledmodule

Type: integer

please enter the module number

module

blink Fan ledfan

Type: uinteger

min: 1 max: 12

fan number

fan_num

Command Modes • /exec
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locator-led fex
[no] locator-led fex chas_no

Syntax Description Negate the commandno

Turn on locator
beacon

locator-led

Blink FEX IDfex

Type: uinteger

min: 100 max: 199

FEX number

chas_no

Command Modes • /exec
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log-adjacency-changes (isis)
[no] log-adjacency-changes

Syntax Description Negate a command or set its defaultsno

Log changes in adjacency statelog-adjacency-changes

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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log-adjacency-changes (ospf)
[no] log-adjacency-changes [detail]

Syntax Description Negate a command or set its defaultsno

Log changes in adjacency statelog-adjacency-changes

Notify all state changesdetail

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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log-adjacency-changes (ospfv3)
[no] log-adjacency-changes [detail]

Syntax Description Negate a command or set its defaultsno

Log changes in adjacency statelog-adjacency-changes

Notify all state changesdetail

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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log-event-type
[no] [eigrp] log-event-type [dual] [xmit] [transport]

Syntax Description Negate a command or set its defaultsno

EIGRP router configuration commandseigrp

Set event types loggedlog-event-type

Log DUAL eventsdual

Log transmission eventsxmit

Log transport eventstransport

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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log-neighbor-changes
[no] log-neighbor-changes

Syntax Description Negate a command or set its defaultsno

Log amessage for neighbor up/down eventlog-neighbor-changes

Command Modes • /exec/configure/router-bgp/vrf-cmds
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logging clear_console
logging clear_console

Syntax Description Exec logging
commands

logging

Clear Consoleclear_console

Command Modes • /exec
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logging console
[no] logging console [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Set console loggingconsole

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging drop thresholdlogging drop threshold
logging drop threshold threshold-in-packets [level level-value]|[no] logging drop threshold
[threshold-in-packets [level level-value]]

Syntax Description Negate a command or set its defaultsno

set logging for copp classlogging

logging for dropped packetsdrop

threshold value for dropped packetsthreshold

Type: long

dropped packet count

threshold-in-packets

syslog levellevel

Type: integer-range

specify the logging level between 1-7

level-value

Command Modes • /exec/configure/pmap/class
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logging event
[no] logging event {link-status|trunk-status} {enable|default}

Syntax Description Negate a command or set its defaultsno

Configure logging for interfacelogging

Interface eventsevent

UPDOWN and CHANGE messageslink-status

TRUNK status messagestrunk-status

To enable logging overriding port level configurationenable

default logging configuration used by interfaces not explicitly configureddefault

Command Modes • /exec/configure
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logging event port link-status
logging event port link-status [default]|no logging event port link-status

Syntax Description Negate a command or set its defaultsno

Configure logging for interfacelogging

Interface eventsevent

Port level eventsport

UPDOWNandCHANGEmessageslink-status

Use the global default valuedefault

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
• /exec/configure/if-port-channel
• /exec/configure/if-ether-sub
• /exec/configure/if-port-channel-sub
• /exec/configure/if-gig-ether-sub
• /exec/configure/if-loopback
• /exec/configure/if-remote-ethernet-sub
• /exec/configure/if-ether-sub-p2p
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logging event port trunk-status
logging event port trunk-status [default]|no logging event port trunk-status

Syntax Description Negate a command or set its defaultsno

Configure logging for interfacelogging

Interface eventsevent

Port level eventsport

TRUNK status messagestrunk-status

Use the global default valuedefault

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
• /exec/configure/if-port-channel
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logging flush
logging flush

Syntax Description Exec logging
commands

logging

Flushing loggingflush

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1790

L Commands
logging flush



logging invalid-username
[no] logging invalid-username

Syntax Description Negate a command or set its defaultsno

One Platform logginglogging

Display invalid usernames in ONE-P logmessagesinvalid-username

Command Modes • /exec/configure/onep
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logging ip access-list cache
[no] logging ip access-list cache {entries num_entries|interval seconds|threshold num_packets}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

IP configurationip

Access-listaccess-list

loggingcache

Maximum number of log entries cached in softwareentries

Type: uinteger

min: 0 max: 1048576 default: 8000

Number of entries

num_entries

Log-update interval (in sec)interval

Type: uinteger

min: 5 max: 86400 default: 300

Log-update interval in seconds

seconds

Log-update thresholdthreshold

Type: uinteger

min: 0 max: 1000000 default: 0

Log-update threshold (number of hits)

num_packets

Command Modes • /exec/configure
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logging ip access-list include sgt
[no] logging ip access-list include sgt

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

IP configurationip

Access-listaccess-list

Include additional fields in syslogsinclude

Include source group tag info in syslogssgt

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1793

L Commands
logging ip access-list include sgt



logging level (certen_tree)
[no] logging level {cert-enroll i0|cert_enroll i1}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Cert-enroll syslog levelcert-enroll

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Cert-enroll syslog levelcert_enroll

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i1

Command Modes • /exec/configure
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logging level (diag_port_lb)
[no] logging level {port_lb i0|diag_port_lb i0}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for Diagnostic Port Loopback Test syslogmessagesport_lb

Set level for Diagnostic Port Loopback Test syslogmessagesdiag_port_lb

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level (eth_dstats)
[no] logging level {ethdstats i0|eth_dstats i0}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

delta statistics syslog levelethdstats

delta statistics syslog leveleth_dstats

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level (eth_pcm_dc3)
[no] logging level {port-channel loglevel|port_channel loglevel|eth_port_channel loglevel}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for port-channel syslog messagesport-channel

Set level for port-channel syslog messagesport_channel

Set level for port-channel syslog messageseth_port_channel

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

loglevel

Command Modes • /exec/configure
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logging level (icmpv6)
[no] logging level {ipv6 icmp|icmpv6} level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Configure IPv6 featuresipv6

ICMPv6 Commandsicmp

ICMPv6 Commandsicmpv6

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level (ifmgr)
[no] logging level {im i0|ifmgr i0}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for im syslog messagesim

Set level for im syslog messagesifmgr

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level (licmgr)
logging level {license|licmgr} i0|no logging level {license|licmgr} [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Licensing syslog levellicense

Licensing syslog levellicmgr

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level (mcastfwd)
[no] logging level {mfwd|mcastfwd} level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Configures Global IP Multicast Forwardingmfwd

Configures Global IP Multicast Forwardingmcastfwd

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1801

L Commands
logging level (mcastfwd)



logging level (mrib)
[no] logging level {routing [{ip|ipv4}] multicast|mrib} level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Configure routing informationrouting

Configure IP featuresip

Configure IP featuresipv4

Set syslog filter level for MRIBmulticast

Set syslog filter level for MRIBmrib

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level (nfcli)
[no] logging level {xml server|xmlma} i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

xml agentxml

xml agent serverserver

xmlmaster agent. Same as combination of keywords xml serverxmlma

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level (qosmgr)
[no] logging level {ipqos|IPQOSMGR} i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for ipqosmgr syslog messagesipqos

Set level for ipqosmgr syslog messagesIPQOSMGR

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level (security_tree)
logging level {security|securityd} i0|no logging level {security|securityd} [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Security syslog levelsecurity

Security syslog levelsecurityd

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level (sksd)
logging level {keystore|sksd} i0|no logging level {keystore|sksd} [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslogmessageslevel

Keystore syslog levelkeystore

Keystore/sksd syslog levelsksd

Type: integer

min: 0 max: 7

i0

Command Modes • /exec/configure
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logging level (stp)
[no] logging level spanning-tree i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for stp syslog messagesspanning-tree

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level (vrrp_mgr)
[no] logging level {vrrp-cfg cfg_level_num|vrrp-eng eng_level_num}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vrrp configurationvrrp-cfg

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

cfg_level_num

Set level for vrrp enginevrrp-eng

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

eng_level_num
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logging level aaa
logging level aaa i0|no logging level aaa [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for aaa syslog messagesaaa

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level acllog
logging level acllog i0|no logging level acllog [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for acllog syslog messagesacllog

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level aclmgr
[no] logging level aclmgr i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for aclmgr syslog messagesaclmgr

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level adjmgr
[no] logging level adjmgr level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for Adjacency Manageradjmgr

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level all
logging level {all i0|auth i1|authpriv i2|cron i3|daemon i4|ftp i5|kernel i6|local0 i7|local1 i8|local2
i9|local3 i10|local4 i11|local5 i12|local6 i13|local7 i14|lpr i15|mail i16|news i17|syslog i18|user
i19|uucp i20}|no logging level {all [i0]|auth [i1]|authpriv [i2]|cron [i3]|daemon [i4]|ftp [i5]|kernel
[i6]|local0 [i7]|local1 [i8]|local2 [i9]|local3 [i10]|local4 [i11]|local5 [i12]|local6 [i13]|local7 [i14]|lpr
[i15]|mail [i16]|news [i17]|syslog [i18]|uucp [i20]}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for all facilitiesall

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Set level for Authorization Systemauth

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i1

Set level for Authorization (Private) systemauthpriv

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i2

Set level for Cron/at facilitycron

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i3

Set level for System daemonsdaemon

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i4

Set level for File Transfer Systemftp
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Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i5

Set level for kernelkernel

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i6

Set level for Local use daemonslocal0

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i7

Set level for Local use daemonslocal1

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i8

Set level for Local use daemonslocal2

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i9

Set level for Local use daemonslocal3

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i10

Set level for Local use daemonslocal4

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i11

Set level for Local use daemonslocal5

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i12
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Set level for Local use daemonslocal6

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i13

Set level for Local use daemonslocal7

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i14

Set level for Line Printer Systemlpr

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i15

Set level for Mail systemmail

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i16

Set level for USENET newsnews

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i17

Set level for Internal Syslog Messagessyslog

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i18

Set level for User Processuser

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i19

Set level for Unix-to-Unix copy systemuucp
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Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i20

Command Modes • /exec/configure
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logging level arp
[no] logging level arp level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for ARParp

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level ascii-cfg
[no] logging level ascii-cfg i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set logging level for ascii-cfgascii-cfg

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level bfd
[no] logging level bfd i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for bfd syslog messagesbfd

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level bgp
[no] logging level bgp level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for BGPbgp

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level bloggerd
[no] logging level bloggerd i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for BloggerD syslog messagesbloggerd

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level bootvar
[no] logging level bootvar i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for bootvarbootvar

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level callhome
logging level callhome i0|no logging level callhome [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Callhome syslog levelcallhome

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level capability
[no] logging level capability i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog level for mig utils daemoncapability

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level cdp
logging level cdp i0|no logging level cdp [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for CDP syslog messagescdp

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level cfs
[no] logging level cfs i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set logging level for CFScfs

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level clis
[no] logging level clis level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for CLISclis

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level clk_mgr
[no] logging level clk_mgr i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for clock manager syslog messagesclk_mgr

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level confcheck
logging level confcheck i0|no logging level confcheck [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

ConfCheck syslog levelconfcheck

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level copp
logging level copp i0|no logging level copp [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for copp syslog messagescopp

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1830

L Commands
logging level copp



logging level core
logging level core i0|no logging level core [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

core daemon syslog levelcore

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level device_test
[no] logging level device_test i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for GOLD Device Test syslog messagesdevice_test

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level dhcp_snoop
logging level dhcp_snoop level|no logging level dhcp_snoop [level]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for dhcp snoop syslog messagesdhcp_snoop

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level diagclient
[no] logging level diagclient i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for GOLD DiagClient syslog messagesdiagclient

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level diagmgr
[no] logging level diagmgr i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for GOLD DiagMgr syslog messagesdiagmgr

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level eigrp
[no] logging level eigrp [eigrp-ptag] level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for EIGRPeigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level eltm
logging level eltm i0|no logging level eltm

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for eltm syslog messageseltm

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level ethpm (ethpm)
[no] logging level ethpm i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for ethpm syslog messagesethpm

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level ethpm (if_manager)
[no] logging level ethpm {link-up|link-down} level

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for ethpm syslog messagesethpm

Configure logging level for link up syslog messageslink-up

Configure logging level for link down syslog messageslink-down

Type: _enum

Logging Level

level

Command Modes • /exec/configure
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logging level evmc
[no] logging level evmc i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for evmc syslog messagesevmc

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level evmed
[no] logging level evmed i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for evmed syslog messagesevmed

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level evms
[no] logging level evms i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for evms syslog messagesevms

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level feature-mgr
logging level feature-mgr i0|no logging level feature-mgr [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set feature manager syslog levelfeature-mgr

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level fex
[no] logging level fex i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for FEX syslog messagesfex

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level fs-daemon
logging level fs-daemon i0|no logging level fs-daemon [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

fs daemon syslog levelfs-daemon

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level glbp
[no] logging level glbp i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for glbp syslog messagesglbp

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level gpixm
[no] logging level gpixm i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for global-pixm syslog messagesgpixm

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level hsrp
[no] logging level hsrp i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for hsrp syslog messageshsrp

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level igmp
[no] logging level [ip] igmp level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Configure IP featuresip

IGMP global configuration commandsigmp

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level interface-vlan
[no] logging level interface-vlan i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for interface vlan syslog messagesinterface-vlan

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level ip msdp
[no] logging level ip msdp level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Configure IP featuresip

Set syslog filter level for MSDPmsdp

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level ip pim
[no] logging level ip pim level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Configure IP featuresip

Set syslog filter level for PIMpim

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level ipconf
[no] logging level ipconf {ipv6 i0i1}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for ipconf syslog messagesipconf

Set level for ipconf syslog messagesipv6

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i1
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logging level ipv6 pim
[no] logging level ipv6 pim level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Configure IPv6 featuresipv6

Set syslog filter level for PIM6pim

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level isis
[no] logging level isis level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for IS-ISisis

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level l2fm
logging level l2fm i0|no logging level l2fm

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for l2fm syslog messagesl2fm

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level l2pt
[no] logging level l2pt log-level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for l2pt syslog messagesl2pt

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

log-level
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logging level l3vm
[no] logging level l3vm level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for L3VMl3vm

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level lacp
[no] logging level lacp i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for lacp syslog messageslacp

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level ldap
logging level ldap i0|no logging level ldap [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for ldap syslog messagesldap

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level lldp
[no] logging level lldp i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for lldp syslog messageslldp

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level m2rib
[no] logging level m2rib i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for m2rib syslog messagesm2rib

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1862

L Commands
logging level m2rib



logging level mfdm
logging level mfdm i0|no logging level mfdm

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for mfdm syslog messagesmfdm

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level module
[no] logging level module i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for module(linecard) manager syslog messagesmodule

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level monitor
[no] logging level monitor i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for ethernet span syslog messagesmonitor

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level mpls switching
[no] logging level mpls switching level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for MPLS syslog messagesmpls

Set level for mpls switching syslog messagesswitching

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level mvsh
[no] logging level mvsh i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for mvsh syslog messagesmvsh

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level netstack
[no] logging level netstack level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for Netstacknetstack

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level ntp
[no] logging level ntp i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for NTPntp

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level nve
[no] logging level nve inp

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Display NVE informationnve

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

inp
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logging level oim
[no] logging level oim i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Display OIM informationoim

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level onep
[no] logging level onep 0-7

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

One Platformonep

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

0-7
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logging level orib
[no] logging level orib level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for ORIBorib

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level ospf
[no] logging level ospf level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for OSPFospf

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level ospfv3
[no] logging level ospfv3 level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for OSPFv3ospfv3

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level
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logging level otm
logging level otm i0

Syntax Description Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for otm syslog messagesotm

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level patch-installer
[no] logging level patch-installer i0

Syntax Description Negate a command or set its defaultsno

Set level for patch-installerlogging

Facility parameter for syslog messageslevel

Set level for patch-installer syslog messagespatch-installer

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level pfstat
logging level pfstat i0|no logging level pfstat

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for pfstat syslog messagespfstat

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level pixm
[no] logging level pixm i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vdc-local-pixm syslog messagespixm

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level platform
[no] logging level platform i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

platform manager syslog levelplatform

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level pltfm_config
[no] logging level pltfm_config i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for pltfm_config syslog messagespltfm_config

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level plugin
logging level plugin i0|no logging level plugin [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for plugin syslog messagesplugin

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level poap
[no] logging level poap i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for poap syslog messagespoap

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level pong
[no] logging level pong i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for Pong syslog messagespong

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level port-security
logging level port-security i0|no logging level port-security [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for port-security syslog messagesport-security

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level port_client
[no] logging level port_client i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for port_client syslog messagesport_client

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0
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logging level private-vlan
[no] logging level private-vlan i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for private VLAN syslog messagesprivate-vlan

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level radius
logging level radius i0|no logging level radius [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

RADIUS syslog levelradius

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level res_mgr
[no] logging level res_mgr i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for res_mgr syslog messagesres_mgr

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level rip
[no] logging level rip level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for RIPrip

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1890

L Commands
logging level rip



logging level rpm
[no] logging level rpm level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for RPMrpm

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level rsvp
[no] logging level rsvp i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for RSVP syslog messagesrsvp

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level sal
[no] logging level sal i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for sal syslog messagessal

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level scheduler
[no] logging level scheduler i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set logging level for schedulerscheduler

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level session-mgr
logging level session-mgr i0|no logging level session-mgr [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for session-manager syslog messagessession-mgr

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level smm
[no] logging level smm level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set logging level for Shared Memory Managersmm

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level snmpd
[no] logging level snmpd i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for SNMP syslog messagessnmpd

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level spm
[no] logging level spm i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for spm syslog messagesspm

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level sysmgr
logging level sysmgr i0|no logging level sysmgr [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

System Manager syslog levelsysmgr

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level tacacs
logging level "tacacs" i0|no logging level "tacacs" [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

TACACS+ syslog leveltacacs

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level track
[no] logging level track i0

Syntax Description Negate a command or set its defaults'no'

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for track syslog messagestrack

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level tunnel
logging level tunnel i0|no logging level tunnel [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for tunnel syslog messagestunnel

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level u2rib
[no] logging level u2rib i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for u2rib syslog messagesu2rib

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level u6rib
[no] logging level u6rib level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for U6RIBu6rib

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level udld
[no] logging level udld i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for udld syslog messagesudld

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level ufdm (ufdm)
[no] logging level ufdm i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for ufdm syslog messagesufdm

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level ufdm (ufdm)
logging level ufdm i00|no logging level ufdm

Syntax Description nono

logginglogging

levellevel

Set level for ufdm syslog msgsufdm

Type: integer

min: 0 max: 7

0-emerg; 1-alert; 2-crit; 3-err; 4-warn; 5-notif; 6-inform; 7-debug;

i00

Command Modes • /exec/configure
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logging level urib
[no] logging level urib level

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set syslog filter level for URIBurib

Type: uinteger

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

level

Command Modes • /exec/configure
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logging level vdc_mgr
[no] logging level vdc_mgr i0

Syntax Description Negate a command or set its defaults'no'

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vdc_mgr syslog messagesvdc_mgr

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level virtual-service
[no] logging level virtual-service i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vman syslog messagesvirtual-service

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level vlan_mgr
logging level vlan_mgr i0|no logging level vlan_mgr [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for VLAN syslog messagesvlan_mgr

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level vmm
[no] logging level vmm i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vmm syslog messagesvmm

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level vntag
[no] logging level vntag i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vntag syslog messagesvntag

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level vpc
[no] logging level vpc i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vPC syslog messagesvpc

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level vshd
[no] logging level vshd i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set logging level for vshdvshd

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level vtp
[no] logging level vtp i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

Set level for vtp syslog messagesvtp

Type: integer-range

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging level xbar
[no] logging level xbar i0

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Facility parameter for syslog messageslevel

xbar syslog levelxbar

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging logfile
logging logfile s0 i0 [size i1]|no logging logfile [s0 i0 [size i1]]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Set File logginglogfile

Type: string

Enter the logfile name

s0

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Set logfile sizesize

Type: integer

min: 4096 max: 4194304

Enter the logfile size in bytes

i1

Command Modes • /exec/configure
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logging max_filesize
logging max_filesize i0

Syntax Description Exec logging commandslogging

Increase default debug logfile sizemax_filesize

Type: integeri0

Command Modes • /exec
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logging max_messages
logging max_messages i0

Syntax Description Exec logging commandslogging

Increasemaximum syslogdmessage buffer sizemax_messages

Type: integeri0

Command Modes • /exec
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logging message interface type ethernet
logging message interface type ethernet info|no logging message interface type ethernet info

Syntax Description Negate a command or set its defaultsno

Configure logging for interfacelogging

Interface eventsmessage

Interface level eventsinterface

Interface typetype

Ethernet interfacesethernet

Field Names to be added to interface syslog

description value: 0x1
Add interface description to interface
syslogs

info

Command Modes • /exec/configure
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logging module
[no] logging module [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Set module(linecard) loggingmodule

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging monitor
[no] logging monitor [i0]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Set terminal line(monitor) logging levelmonitor

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i0

Command Modes • /exec/configure
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logging reconcile
logging reconcile {all [force]|files i0|vtys i1|dev s0}

Syntax Description Modify message logging facilitieslogging

Reconcile the internal data structures in syslogd, only use in console connection when all VTYs
are closed

reconcile

Reconcile all VTY elements in Files array & VTY list - only supported in consoleall

Reconcile all VTY elements in Files array & VTY list - force to run in VTYs or consoleforce

Reconcile specific element in Files arrayfiles

Type: integer

Enter Files array index to reconcile

i0

Reconcile specific element in VTY listvtys

Type: integer

Enter VTY list index to reconcile

i1

Reconcile specific dev elements in Files array & VTY listdev

Type: string

Enter the dev name to reconcile

s0

Command Modes • /exec/configure
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logging server
[no] logging server host0 [[i1] [{use-vrf {vrf-namevrf-known-name}|facility
{auth|authpriv|cron|daemon|ftp|kernel|local0|local1|local2|local3|local4|local5|local6|local7|lpr|mail|news|syslog|user|uucp}}]+]

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Enable forwarding to Remote Syslog Serverserver

Type: nameorip

Hostname/IPv4/IPv6 address of the Remote Syslog Server

host0

Type: integer

min: 0 max: 7

0-emerg;1-alert;2-crit;3-err;4-warn;5-notif;6-inform;7-debug

i1

Display per-VRF informationuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Facility to use when forwarding to serverfacility

Use auth facilityauth

Use authpriv facilityauthpriv

Use Cron/at facilitycron

Use daemon facilitydaemon

Use file transfer system facilityftp

Use kernel facilitykernel

Use local0 facilitylocal0

Use local1 facilitylocal1

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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Use local2 facilitylocal2

Use local3 facilitylocal3

Use local4 facilitylocal4

Use local5 facilitylocal5

Use local6 facilitylocal6

Use local7 facilitylocal7

Use lpr facilitylpr

Use mail facilitymail

Use USENET news facilitynews

Use syslog facilitysyslog

Use user facilityuser

Use Unix-to-Unix copy system facilityuucp

Command Modes • /exec/configure
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logging source-interface
logging source-interface ifName|no logging source-interface

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Enable Source-Interface for Remote Syslog Serversource-interface

Type: interface

Source interface name

ifName

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1927

L Commands
logging source-interface



logging timestamp
[no] logging timestamp {microseconds|milliseconds|seconds}

Syntax Description Negate a command or set its defaultsno

Modify message logging facilitieslogging

Set logging timestamp granularitytimestamp

Timestamp in micro-secondsmicroseconds

Timestamp in milli-secondsmilliseconds

Timestamp in seconds (Default)seconds

Command Modes • /exec/configure
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logit
logit log

Command Modes • /exec
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logout-warning
logout-warning i0|no logout-warning [i0]

Syntax Description Negate a command or set its defaultsno

Configure logout warninglogout-warning

Type: integer

min: 0 max: 60 default: 20

Enter logout warning time in seconds

i0

Command Modes • /exec/configure/line
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low-memory exempt
[{no|default}] low-memory exempt

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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lshow
lshow

Syntax Description local show: displays config of current interfacelshow

Command Modes • /exec/configure/if-igp
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lsp-gen-interval
lsp-gen-interval level max-wait [initial-wait second-wait]|no lsp-gen-interval level max-wait
[initial-wait second-wait]

Syntax Description Negate a command or set its defaultsno

Configure LSP generation intervallsp-gen-interval

IS-IS level

level-1 value: 1
Configure LSP generation level-1 interval

level-2 value: 2
Configure LSP generation level-2 interval

level

Type: uinteger

min: 50 max: 120000 default: 8000

Maximumwait between trigger and LSP generation (milli-secs)

max-wait

Type: uinteger

min: 50 max: 120000 default: 50

Initial wait between trigger and LSP generation (milli-secs)

initial-wait

Type: uinteger

min: 50 max: 120000 default: 50

Second wait used in LSP generation (milli-secs) during backoff

second-wait

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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lsp-mtu
lsp-mtu mtu|no lsp-mtu [mtu]

Syntax Description Negate a command or set its defaultsno

Set LSP MTUlsp-mtu

Type: integer

min: 128 max: 4352 default: 1492

Maximum LSP size in bytes

mtu

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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M Commands

• mac-address (hsrp_engine), on page 1938
• mac-address (if_manager), on page 1939
• mac-address (svi), on page 1940
• mac-list, on page 1941
• mac access-list, on page 1942
• mac address-table aging-time, on page 1943
• mac address-table core-port-learning, on page 1944
• mac address-table notification mac-move, on page 1945
• mac address-table static vlan, on page 1946
• mac packet-classify, on page 1947
• mac port access-group, on page 1948
• management, on page 1949
• match, on page 1950
• match access-group name, on page 1954
• match address, on page 1955
• match as-number, on page 1956
• match as-number as-path-list, on page 1957
• match as-path, on page 1958
• match class-map, on page 1959
• match community, on page 1960
• match cos (qosmgr), on page 1961
• match cos (qosmgr_dce), on page 1962
• match dscp (qosmgr), on page 1963
• match dscp (qosmgr), on page 1964
• match exception, on page 1967
• match extcommunity, on page 1968
• match interface, on page 1969
• match ip address, on page 1970
• match ip address prefix-list, on page 1971
• match ip multicast rp, on page 1972
• match ip next-hop prefix-list, on page 1973
• match ip route-source prefix-list, on page 1974
• match ipv6 address, on page 1975
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• match ipv6 address prefix-list, on page 1976
• match ipv6 multicast rp, on page 1977
• match ipv6 next-hop prefix-list, on page 1978
• match ipv6 route-source prefix-list, on page 1979
• match length, on page 1980
• match mac-list, on page 1981
• match metric, on page 1982
• match protocol (copp_cli), on page 1983
• match protocol (qosmgr_dce), on page 1984
• match qos-group (qosmgr), on page 1985
• match qos-group (qosmgr_dce), on page 1986
• match redirect, on page 1987
• match source-protocol, on page 1988
• match tag, on page 1989
• match vlan, on page 1990
• max-lsa (ospf), on page 1991
• max-lsa (ospfv3), on page 1992
• max-lsp-lifetime, on page 1993
• max-metric router-lsa (ospf), on page 1994
• max-metric router-lsa (ospfv3), on page 1995
• maxas-limit, on page 1996
• maximum-paths (bgp), on page 1997
• maximum-paths (eigrp), on page 1998
• maximum-paths (isis), on page 1999
• maximum-paths (ospf), on page 2000
• maximum-paths (ospfv3), on page 2001
• maximum-paths (rip), on page 2002
• maximum-paths eibgp, on page 2003
• maximum-peers, on page 2004
• maximum-prefix, on page 2005
• maximum-prefixmaximum-prefix, on page 2006
• maximum routes, on page 2007
• mcectest source, on page 2008
• mdt asm-use-shared-tree, on page 2009
• mdt data, on page 2010
• mdt data bidir-enable, on page 2011
• mdt data inhibit-reuse, on page 2012
• mdt default, on page 2013
• mdt enforce-bgp-mdt-safi, on page 2014
• mdt mtu, on page 2015
• mdt pim hello-interval, on page 2016
• mdt pim jp-interval, on page 2017
• mdt source, on page 2018
• media, on page 2019
• medium, on page 2020
• medium broadcast p2p, on page 2021
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• member vlan, on page 2022
• member vni mcast-group, on page 2023
• merge config, on page 2024
• message-digest-key (ospf), on page 2025
• message-digest-key (ospf), on page 2026
• metric-style, on page 2027
• metric direct 0, on page 2028
• metric maximum-hops, on page 2029
• metric rib-scale, on page 2030
• metric version 64bit, on page 2031
• metric weights, on page 2032
• mgmt-policy, on page 2033
• mkdir, on page 2035
• mod-serial, on page 2036
• mode, on page 2037
• monitor erspan granularity, on page 2038
• monitor erspan origin ip-address, on page 2039
• monitor erspan switch-id, on page 2040
• monitor session, on page 2041
• monitor session type acl-capture, on page 2042
• monitor session type erspan-source, on page 2043
• mount, on page 2044
• mount slot0, on page 2045
• move, on page 2046
• mping, on page 2047
• mpls label range, on page 2048
• mpls ldp autoconfig area, on page 2049
• mpls ldp sync, on page 2050
• mpls traffic-eng area, on page 2051
• mpls traffic-eng multicast-intact, on page 2052
• mpls traffic-eng router-id, on page 2053
• mrib mdt, on page 2054
• mrib mfdm-ack-delay, on page 2055
• mst designated priority, on page 2056
• mst root priority, on page 2057
• mtrace, on page 2058
• mtu (eth_span), on page 2059
• mtu (eth_span), on page 2060
• mtu (if_manager), on page 2061
• mtu (qosmgr_dce), on page 2062
• mtu (svi), on page 2063
• mtu (tm), on page 2064
• multi-topology, on page 2065
• multicast, on page 2066
• multipath compare-neighborid, on page 2067
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mac-address (hsrp_engine)
mac-address macaddress|no mac-address [macaddress]

Syntax Description Negate a command or set its defaultsno

Virtual MAC addressmac-address

Type: string

MACaddress(FORMAT:xxxx.xxxx.xxxx)

macaddress

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
• /exec/configure/if-eth-any/hsrp_ipv6
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mac-address (if_manager)
mac-address mac_address_val|no mac-address [mac_address_val]

Syntax Description Negate a command or set its defaultsno

Configure interface mac addressmac-address

Type: Ethernet

Static Router MAC address

mac_address_val

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-ether-sub
• /exec/configure/if-port-channel
• /exec/configure/if-port-channel-sub
• /exec/configure/if-remote-ethernet-sub
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mac-address (svi)
mac-address mac-addr|no mac-address

Syntax Description Negate a command or set its defaultsno

Manually set interfaceMAC addressmac-address

Type: ethernet

MAC address

mac-addr

Command Modes • /exec/configure/if-vlan-common
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mac-list
mac-list name [seq seq] {permit|deny} mac-addr [mac-mask]|no mac-list name [seq seq]
[{permit|deny} mac-addr [mac-mask]]

Syntax Description Negate a command or set its defaultsno

Build a mac listmac-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix list

name

Sequence number of an entryseq

Type: uinteger

min: 1 max: 4294967294

Sequence number

seq

Specify routes to forwardpermit

Specify routes to rejectdeny

Type: ethernet

MAC address

mac-addr

Type: ethernet

MACMask. Default Mask is ffff.ffff.ffff

mac-mask

Command Modes • /exec/configure
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mac access-list
[no] mac access-list name

Syntax Description Negate a command or set its defaultsno

MAC configuration commandsmac

Configure access listaccess-list

Type: string

length: 64

List name

name

Command Modes • /exec/configure
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mac address-table aging-time
mac address-table aging-time {disableseconds} [__readonly__ info_str]|no mac address-table
aging-time [{disableseconds}]

Syntax Description Negate a command or set its defaultsno

MAC configuration commandsmac

MAC Address Tableaddress-table

Aging timeaging-time

Type: uinteger

min: 0 max: 0

0 disables aging

disable

Type: uinteger

min: 120 max: 918000

Aging time in seconds.

seconds

__readonly__

Type: string

Information

info_str

Command Modes • /exec/configure
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mac address-table core-port-learning
mac address-table core-port-learning [__readonly__ info_str]|no mac address-table
core-port-learning

Syntax Description Negate a commandno

MAC configuration commandsmac

MAC Address Tableaddress-table

Trill Learning for F-PATHVLANScore-port-learning

__readonly__

Type: string

Information

info_str

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1944

M Commands
mac address-table core-port-learning



mac address-table notification mac-move
mac address-table notification mac-move|no mac address-table notification mac-move

Syntax Description Negate a commandno

MAC configuration commandsmac

MAC Address Tableaddress-table

Notify of mac-movenotification

MACmove notification on syslogmac-move

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1945

M Commands
mac address-table notification mac-move



mac address-table static vlan
mac address-table static mac-address vlan vlan-id {interface interface-name|drop} [__readonly__
info_str]|no mac address-table static mac-address vlan vlan-id

Syntax Description Negate a command or set its defaultsno

MAC configuration commandsmac

MAC Address Tableaddress-table

Static Entrystatic

Type: ethernet

MAC Address

mac-address

VLANvlan

Type: vlan

VLAN ID

vlan-id

Interfaceinterface

Type: interface

Interface name

interface-name

Drop all trafficdrop

__readonly__

Type: string

Information

info_str

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
1946

M Commands
mac address-table static vlan



mac packet-classify
[no] mac packet-classify

Syntax Description Negate a command or set its defaultsno

MAC configuration commandsmac

Force mac classification of packetsNot available in this release.packet-classify

Command Modes • /exec/configure/if-ethernet-switch
• /exec/configure/if-remote-ethernet-switch
• /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-ethernet-all
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mac port access-group
[no] mac port access-group name

Syntax Description Negate a command or set its defaultsno

MAC configuration commandsmac

Port policyport

Specify access control for packetsaccess-group

Type: string

length: 64

List name

name

Command Modes • /exec/configure/if-set-acl-l2
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management
[no] management

Syntax Description Negate a command or set its defaultsno

Allow in-bandmanagement access to VLAN Interface IP addressmanagement

Command Modes • /exec/configure/if-vlan-common
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match
[no] match {access-group name acl-name|[not] {cos cos-list|dscp {dscp-listdscp-enum}+|precedence
{precedence-listprec-enum}+|discard-class discard-class-list|qos-group qos-group-list|class-map
cmap-name|protocol protocol-enum|packet length len-list|ip rtp port-list|mpls experimental topmost
exp-list}}

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

Negate this match resultnot

Access groupaccess-group

Named Access Listname

Type: string

length: 64

Access List name

acl-name

IEEE 802.1Q class of servicecos

Type: integer-mrange

List of class-of-service values

cos-list

DSCP in IP(v4) and IPv6 packetsdscp

Type: integer-mrange

List of DSCP values

dscp-list
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum

Precedence in IP(v4) and IPv6 packetsprecedence

Type: integer-mrange

List of precedence values

precedence-list
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routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum

Discard class Not available in this release.discard-class

Type: integer-mrange

List of discard-class values

discard-class-list

Qos-group Not available in this release.qos-group

Type: integer-mrange

List of qos-group values

qos-group-list

Class map Not available in this release.class-map

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

Match class-map name

cmap-name

Protocolprotocol

arp value: 1
IP ARP

bridging value: 2
Bridging

cdp value: 3
Cisco Discovery Protocol

dhcp value: 7
Dynamic Host Configuration

isis value: 8
Intermediate System Intermediate System Protocol

protocol-enum

Packetpacket

Length of IP datagramlength
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Type: integer-mrange

list of IP packet length

len-list

IPip

Real Time Protocolrtp

Type: integer-mrange

UDP port list that are using RTP

port-list

Match on MPLS label Not available in this release.mpls

Match on MPLS Experimental labelexperimental

Match on topmost MPLS labeltopmost

Type: integer-mrange

List of MPLS exp values

exp-list

Command Modes • /exec/configure/class-map
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match access-group name
[no] match access-group name acs-grp-name

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

Match with given access groupaccess-group

Name of the access groupname

Type: string

antipattern: copp-system-p-+(([a-zA-Z0-9] | [- | . | _])*)

length: 64

Match parameter for class-map

acs-grp-name

Command Modes • /exec/configure/cmap
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match address
[no] match ip_ipv6_mac address name

Syntax Description Negate a command or set its defaultsno

Specify the match clausematch

IP/IPv6/MAC

ip value: 9
Display IP information

ipv6 value: 10
Display IPv6 information

mac value: 11
MAC configuration commands

ip_ipv6_mac

Match an access listaddress

Type: string

length: 64

List name

name

Command Modes • /exec/configure/vacl
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match as-number
[no] match as-number {asnumasnum_range}+ {asnum_trailasnum_range_trail}

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match BGP peer AS numberas-number

Type: string

pattern: ^[1-9][0-9]*,$ | ^[1-9][0-9]*\.[1-9][0-9]*,$

length: 11

<AA4>,

asnum

Type: string

pattern: ^[1-9][0-9]*-[1-9][0-9]*,$ | ^[1-9][0-9]*\.[1-9][0-9]*-[1-9][0-9]*\.[1-9][0-9]*,$

length: 22

<AA4>-<AA4>,

asnum_range

Type: string

pattern: ^[1-9][0-9]*$ | ^[1-9][0-9]*\.[1-9][0-9]*$

length: 11

<AA4>,

asnum_trail

Type: string

pattern: ^[1-9][0-9]*-[1-9][0-9]*$ | ^[1-9][0-9]*\.[1-9][0-9]*-[1-9][0-9]*\.[1-9][0-9]*$

length: 22

<AA4>-<AA4>,

asnum_range_trail

Command Modes • /exec/configure/route-map
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match as-number as-path-list
match as-number as-path-list aspl-name+|no match as-number as-path-list {aspl-nameaspl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match BGP peer AS numberas-number

AS-path access-listas-path-list

Type: string

pattern: [!-~]*

length: 63

AS path access list name

aspl-name

Type: string

pattern: [!-~]*

length: 63

AS path access list name

aspl-name

Type: string

Known as-path access-list name

aspl-name

Command Modes • /exec/configure/route-map
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match as-path
match as-path aspl-name+|no match as-path {aspl-nameaspl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match BGP AS path listas-path

Type: string

pattern: [!-~]*

length: 63

AS path access list name

aspl-name

Type: string

pattern: [!-~]*

length: 63

AS path access list name

aspl-name

Type: string

Known as-path access-list name

aspl-name

Command Modes • /exec/configure/route-map
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match class-map
[no] match class-map cmap-name

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

Class map Not available in this release.class-map

Type: string

antipattern: type | typ | ty | t | class-default | class | default

length: 40

class map name

cmap-name

Command Modes • /exec/configure/class-map/type/queuing
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match community
[no] match community name+ [exact-match]

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match BGP community listcommunity

Type: string

pattern: [!-~]*

length: 63

Community list name

name

Do exact matching of communitiesexact-match

Command Modes • /exec/configure/route-map
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match cos (qosmgr)
[no] match cos cos-list

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

IEEE 802.1Q class of serviceNot available in this release.cos

Type: integer-mrange

List of class-of-service values

cos-list

Command Modes • /exec/configure/class-map/type/queuing
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match cos (qosmgr_dce)
[no] match cos cos-list

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

IEEE 802.1Q class of serviceNot available in this release.cos

Type: integer-mrange

List of class-of-service values

cos-list

Command Modes • /exec/configure/class-map/type/uf
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match dscp (qosmgr)
[no] match dscp dscp-list+

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

DSCP in IP(v4) packetsNot available in this release.dscp

Type: integer-mrange

List of DSCP values

dscp-list

Command Modes • /exec/configure/class-map/type/queuing
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match dscp (qosmgr)
[no] match dscp {dscp-listdscp-enum}+

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

DSCP in IP(v4) and IPv6 packetsdscp

Type: integer-mrange

List of DSCP values

dscp-list
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp
(001000)

cs2 value: 16
CS2(precedence 2) dscp
(010000)

cs3 value: 24
CS3(precedence 3) dscp
(011000)

cs4 value: 32
CS4(precedence 4) dscp
(100000)

cs5 value: 40
CS5(precedence 5) dscp
(101000)

cs6 value: 48
CS6(precedence 6) dscp
(110000)

cs7 value: 56
CS7(precedence 7) dscp
(111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum
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Command Modes • /exec/configure/color-cmap
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match exception
[no] match exception {{ip|ipv6} {option|icmp
{redirect|unreachable}|municast}|ttl-failure|glean|mtu-failure|multicast
{rpf-failure|sg-rpf-failure|dest-miss}}

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

Match exception packetsexception

ipv4 match criteriaip

ipv6 match criteriaipv6

Match ip/ipv6 option exception packetsoption

Icmp redirect packetsicmp

Send redirected packets back to senderredirect

Send unreachable packets back to senderunreachable

IP unicast packets with multicast MACNot available in this release.municast

Failed in ttlttl-failure

mtu-failuremtu-failure

Glean packetsglean

multicast packetsmulticast

multicast rpf check failurerpf-failure

multicast sg rpf check failuresg-rpf-failure

L3 multicast destination lookup failuredest-miss

Command Modes • /exec/configure/cmap
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match extcommunity
[no] match extcommunity name+ [exact-match]

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match BGP community listextcommunity

Type: string

pattern: [!-~]*

length: 63

Extended Community list name

name

Do exact matching of extended communitiesexact-match

Command Modes • /exec/configure/route-map
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match interface
[no] match interface name+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match first hop interface of routeinterface

Type: interface

Interface name

name

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match ip address
[no] match ip address name+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IP featuresip

Match address of route or match packetaddress

Type: string

pattern: [!-~]*

length: 63

IP access-list name (for use in route-maps for PBR only)

name

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match ip address prefix-list
match ip address prefix-list ipv4-pfl-name+|no match ip address prefix-list
{ipv4-pfl-nameipv4-pfl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IP featuresip

Match address of route or match packetaddress

Match entries of prefix-listsprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

Known prefix-list name

ipv4-pfl-name

Command Modes • /exec/configure/route-map
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match ip multicast rp
match ip multicast {rp iprp [rp-type iprptype]|group gprefix|source ipsrc}+|match ip multicast
{rp iprp [rp-type iprptype]|group-range gaddr_start to gaddr_end|source ipsrc}+|no match ip
multicast

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IP featuresip

Match multicast attributesmulticast

Rendezvous pointrp

Type: ipprefix

IPv4 rendezvous prefix

iprp

Multicast rendezvous point typerp-type

IPv4 rendezvous point type

ASM value: 1
rp type ASM

Bidir value: 2
rp type Bidir

iprptype

Multicast Group prefixgroup

Type: ipprefix

IPv4 group prefix

gprefix

Multicast Group address rangegroup-range

Type: ipaddr

First Group address

gaddr_start

Rangeto

Type: ipaddr

Last Group address

gaddr_end

Multicast source addresssource

Type: ipprefix

IPv4 source prefix

ipsrc

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match ip next-hop prefix-list
match ip next-hop prefix-list ipv4-pfl-name+|no match match ip next-hop prefix-list
{ipv4-pfl-nameipv4-pfl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IP featuresip

Match next-hop address of routenext-hop

Match entries of prefix-listsprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

Known prefix-list name

ipv4-pfl-name

Command Modes • /exec/configure/route-map
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match ip route-source prefix-list
match ip route-source prefix-list ipv4-pfl-name+|no match ip route-source prefix-list
{ipv4-pfl-nameipv4-pfl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IP featuresip

Match advertising source address of routeroute-source

Match entries of prefix-listsprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv4-pfl-name

Type: string

Known prefix-list name

ipv4-pfl-name

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match ipv6 address
[no] match ipv6 address name

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IPv6 featuresipv6

Match address of route or match packetaddress

Type: string

pattern: [!-~]*

length: 63

IPv6 access-list name (for use in route-maps for PBR only)

name

Command Modes • /exec/configure/route-map
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match ipv6 address prefix-list
match ipv6 address prefix-list ipv6-pfl-name+|no match ipv6 address prefix-list
{ipv6-pfl-nameipv6-pfl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IPv6 featuresipv6

Match address of route or match packetaddress

Match entries of prefix-listsprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

Known prefix-list name

ipv6-pfl-name

Command Modes • /exec/configure/route-map
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match ipv6 multicast rp
match ipv6 multicast {rp ipv6rp [rp-type ipv6rptype]|group gprefix|source ipv6src}+|match ipv6
multicast {rp ipv6rp [rp-type ipv6rptype]|group-range gaddr_start to gaddr_end|source ipv6src}+|no
match ipv6 multicast

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IPv6 featuresipv6

Match multicast attributesmulticast

Rendezvous pointrp

Type: ipv6prefix

IPv6 rendezvous prefix

ipv6rp

Multicast rendezvous point typerp-type

IPv6 rendezvous point type

ASM value: 1
rp type ASM

Bidir value: 2
rp type Bidir

ipv6rptype

Multicast group addressgroup

Type: ipv6prefix

IPv6 group prefix

gprefix

Multicast Group address rangegroup-range

Type: ipv6addr

First Group address

gaddr_start

Rangeto

Type: ipv6addr

Last Group address

gaddr_end

Multicast source addresssource

Type: ipv6prefix

IPv6 source prefix

ipv6src

Command Modes • /exec/configure/route-map
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match ipv6 next-hop prefix-list
match ipv6 next-hop prefix-list ipv6-pfl-name+|no match ipv6 next-hop prefix-list
{ipv6-pfl-nameipv6-pfl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IPv6 featuresipv6

Match next-hop address of routenext-hop

Match entries of prefix-listsprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

Known prefix-list name

ipv6-pfl-name

Command Modes • /exec/configure/route-map
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match ipv6 route-source prefix-list
match ipv6 route-source prefix-list ipv6-pfl-name+|no match ipv6 route-source prefix-list
{ipv6-pfl-nameipv6-pfl-name}+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Configure IPv6 featuresipv6

Match advertising source address of routeroute-source

Match entries of prefix-listsprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

pattern: [!-~]*

length: 63

Name of prefix-list

ipv6-pfl-name

Type: string

Known prefix-list name

ipv6-pfl-name

Command Modes • /exec/configure/route-map
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match length
match length min max|no match length

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Packet lengthlength

Type: uinteger

min: 0 max: 2147483647

Minimum packet length

min

Type: uinteger

min: 0 max: 2147483647

Maximum packet length

max

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match mac-list
[no] match mac-list [dest] name+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match entries of mac-listsmac-list

Mac-list with destinationmac addressesdest

Type: string

pattern: [!-~]*

length: 63

Mac list

name

Command Modes • /exec/configure/route-map
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1981
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match metric
[no] match metric measure [plus-minus deviation]+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match metric of routemetric

Type: string

pattern: \+-?

length: 2

+-

plus-minus

Type: uinteger

min: 0 max: 4294967295

Metric value

measure

Type: uinteger

min: 0 max: 4294967295

Deviation value

deviation

Command Modes • /exec/configure/route-map
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match protocol (copp_cli)
[no] match protocol {arp|mpls [{router-alert|exp exp_value}]}

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

Protocolprotocol

IP ARParp

Multi-protocol Label Switching Not available in this release.mpls

Match packets with router-alert label set to 1 for OTVOverlay framesrouter-alert

Match packets on MPLS exp bitsexp

Type: uinteger

min: 6 max: 6

Exp bits value

exp_value

Command Modes • /exec/configure/cmap

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match protocol (qosmgr_dce)
[no] match protocol {fcoe|iscsi|tcp}

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

ProtocolNot available in this release.protocol

FCoEfcoe

ISCSIiscsi

TCPtcp

Command Modes • /exec/configure/class-map/type/uf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match qos-group (qosmgr)
[no] match qos-group qos-group-list+

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

QoS Groupqos-group

Type: integer-mrange

List of qos-group values

qos-group-list

Command Modes • /exec/configure/class-map/type/queuing

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match qos-group (qosmgr_dce)
[no] match qos-group qos-group-list

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

QoS Groupqos-group

Type: integer-mrange

List of qos-group values

qos-group-list

Command Modes • /exec/configure/class-map/type/uf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match redirect
[no] match redirect opt_match_redirect

Syntax Description Negate a command or set its defaultsno

Classification criteriamatch

Match redirected packetsNot available in this release.redirect

Match criteria for redirected packets

dhcp-snoop value: 3
Match redirected packets for dhcp

arp-inspect value: 6
Match redirected packets for arp-inspect

opt_match_redirect

Command Modes • /exec/configure/cmap
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match source-protocol
[no] match source-protocol src_prot+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match source protocolsource-protocol

Type: string

pattern: [!-~]*

length: 32

Protocol instance name

src_prot

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match tag
[no] match tag tagid+

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Match tag of routetag

Type: uinteger

min: 0 max: 4294967295

Tag value

tagid

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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match vlan
[no] match vlan vlan_range

Syntax Description Negate a command or set its defaultsno

Match values from routing tablematch

Vlan IDvlan

Type: vlan-mrange

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19

vlan_range

Command Modes • /exec/configure/route-map
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max-lsa (ospf)
[no] max-lsa maximum-number [threshold] [{warning-only|[ignore-time ignore-time-minutes]
[ignore-count ignore-count-number] [reset-time reset-time-minutes]}]

Syntax Description Negate a command or set its defaultsno

Feature to limit the number of non-self-originated LSAsmax-lsa

Type: uinteger

min: 1 max: 4294967295

Set maximum number of non self-generated LSAs

maximum-number

Type: uinteger

min: 1 max: 100 default: 75

Threshold value (%) at which to generate a warning message

threshold

Log a warning message when limit is exceededwarning-only

Set time during which all adjacencies are suppressedignore-time

Type: uinteger

min: 1 max: 71582788 default: 5

ignore-time in minutes

ignore-time-minutes

Set count on how many times adjacencies can be suppressedignore-count

Type: uinteger

min: 1 max: 4294967295 default: 5

ignore-count

ignore-count-number

Set number of minutes after which ignore-count is reset to zeroreset-time

Type: uinteger

min: 1 max: 71582788 default: 10

reset-time in minutes

reset-time-minutes

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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max-lsa (ospf)



max-lsa (ospfv3)
[no] max-lsa maximum-number [threshold] [{warning-only|[ignore-time ignore-time-minutes]
[ignore-count ignore-count-number] [reset-time reset-time-minutes]}]

Syntax Description Negate a command or set its defaultsno

Feature to limit the number of non-self-originated LSAsmax-lsa

Type: uinteger

min: 1 max: 4294967295

Set maximum number of non self-generated LSAs

maximum-number

Type: uinteger

min: 1 max: 100 default: 75

Threshold value (%) at which to generate a warning message

threshold

Log a warning message when limit is exceededwarning-only

Set time during which all adjacencies are suppressedignore-time

Type: uinteger

min: 1 max: 71582788 default: 5

ignore-time in minutes

ignore-time-minutes

Set count on how many times adjacencies can be suppressedignore-count

Type: uinteger

min: 1 max: 4294967295 default: 5

ignore-count

ignore-count-number

Set number of minutes after which ignore-count is reset to zeroreset-time

Type: uinteger

min: 1 max: 71582788 default: 10

reset-time in minutes

reset-time-minutes

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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max-lsp-lifetime
max-lsp-lifetime lifetime|no max-lsp-lifetime [lifetime]

Syntax Description Negate a command or set its defaultsno

Set maximum LSP lifetimemax-lsp-lifetime

Type: integer

min: 1 max: 65535 default: 1200

Maximum LSP lifetime in seconds

lifetime

Command Modes • /exec/configure/router-isis/router-isis-vrf-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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max-metric router-lsa (ospf)
[no] max-metric router-lsa [external-lsa [max-metric-extlsa]] [include-stub] [on-startup [timeout]
[wait-for bgp tag]] [summary-lsa [max-metric-sumlsa]]

Syntax Description Negate a command or set its defaultsno

Maximize the cost metricmax-metric

External LSAsexternal-lsa

Type: uinteger

min: 1 max: 16777215

Max metric value for external LSAs

max-metric-extlsa

AdvertiseMaxmetric for Stub links as wellinclude-stub

Effective only at startupon-startup

Type: integer

min: 5 max: 86400 default: 600

Wait period in seconds after startup

timeout

Wait for an event to advertise normal metricwait-for

BGP Convergencebgp

Type: string

length: 20

Tag of BGP to wait for

tag

Summary LSAssummary-lsa

Type: uinteger

min: 1 max: 16777215

Max metric value for summary LSAs

max-metric-sumlsa

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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max-metric router-lsa (ospfv3)
[no] max-metric router-lsa [external-lsa [max-metric-extlsa]] [stub-prefix-lsa] [on-startup [timeout]
[wait-for bgp tag]] [inter-area-prefix-lsa [max-metric-sumlsa]]

Syntax Description Negate a command or set its defaultsno

Maximize the cost metricmax-metric

External LSAsexternal-lsa

Type: uinteger

min: 1 max: 16777215

Max metric value for external LSAs

max-metric-extlsa

AdvertiseMaxmetric for Stub links as wellstub-prefix-lsa

Effective only at startupon-startup

Type: integer

min: 5 max: 86400 default: 600

Wait period in seconds after startup

timeout

Wait for an event to advertise normal metricwait-for

BGP Convergencebgp

Type: string

length: 20

Tag of BGP to wait for

tag

Inter-area-prefix LSAsinter-area-prefix-lsa

Type: uinteger

min: 1 max: 167777215

Max metric value for summary LSAs

max-metric-sumlsa

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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maxas-limit
maxas-limit as-limit|no maxas-limit [as-limit]

Syntax Description Negate a command or set its defaultsno

Allow AS-PATH attribute from EBGP neighbor imposing a limit on number of ASesmaxas-limit

Type: uinteger

min: 1 max: 512

Number of ASes in the AS-PATH attribute

as-limit

Command Modes • /exec/configure/router-bgp/vrf-cmds

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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maximum-paths (bgp)
maximum-paths [ibgp] mpath-count|no maximum-paths [ibgp] [mpath-count]

Syntax Description Negate a command or set its defaultsno

Forward packets overmultipath pathsmaximum-paths

Configure multipath for IBGP pathsibgp

Type: uinteger

min: 1 max: 64

Number of parallel paths

mpath-count

Command Modes • /exec/configure/router-bgp/router-bgp-af

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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maximum-paths (eigrp)
maximum-paths num-paths|no maximum-paths [num-paths]

Syntax Description Negate a command or set its defaultsno

Forward packets over multiple pathsmaximum-paths

Type: uinteger

min: 1 max: 32 default: 8

Number of paths

num-paths

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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maximum-paths (isis)
maximum-paths max-paths|no maximum-paths [max-paths]

Syntax Description Negate a command or set its defaultsno

Set maximum paths per destinationmaximum-paths

Type: integer

min: 1 max: 64 default: 8

Maximum paths per destination

max-paths

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-ipv6

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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maximum-paths (ospf)
maximum-paths max-paths|no maximum-paths [max-paths]

Syntax Description Negate a command or set its defaultsno

Maximum paths per destinationmaximum-paths

Type: integer

min: 1 max: 64 default: 8

Maximum paths per destination

max-paths

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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maximum-paths (ospfv3)
maximum-paths max-paths|no maximum-paths [max-paths]

Syntax Description Negate a command or set its defaultsno

Maximum paths per destinationmaximum-paths

Type: integer

min: 1 max: 64 default: 8

Maximum paths per destination

max-paths

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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maximum-paths (rip)
maximum-paths max-paths|no maximum-paths [max-paths]

Syntax Description Negate a command or set its defaultsno

RIP set maximum paths per routemaximum-paths

Type: integer

min: 1 max: 64 default: 16

Maximum paths per prefix

max-paths

Command Modes • /exec/configure/router-rip/router-rip-af-common
• /exec/configure/router-rip/router-rip-vrf-af-common
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maximum-paths eibgp
maximum-paths eibgp mpath-count|no maximum-paths eibgp [mpath-count]

Syntax Description Negate a command or set its defaultsno

Forward packets over multipath pathsmaximum-paths

Configure multipath for both EBGP and IBGP pathseibgp

Type: uinteger

min: 1 max: 64

Number of parallel paths

mpath-count

Command Modes • /exec/configure/router-bgp/router-bgp-vrf-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv6
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maximum-peers
maximum-peers limit|no maximum-peers [limit]

Syntax Description Negate a command or set its defaultsno

Maximum number of peers for this prefixmaximum-peers

Type: uinteger

min: 1 max: 1000

Max. peers limit

limit

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-prefix

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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maximum-prefix
maximum-prefix value [threshold] [warning-only] [restart time1] [restart-count count] [reset-time
time2] [dampened]|no maximum-prefix [value [threshold] [warning-only] [restart time1]
[restart-count count] [reset-time time2] [dampened]]

Syntax Description Negate a command or set its defaultsno

Maximum number of IP prefixes acceptable in aggregatemaximum-prefix

Type: uinteger

min: 1 max: 0

Number of IP prefixes for maximum-prefix limit

value

Type: integer

Threshold value (%) at which to generate a warningmessage

threshold

Only give warning message when limit is exceededwarning-only

Duration for which a prefix source is ignoredrestart

Type: integer

min: 1 max: 0

Restart interval in minutes

time1

Number of times sessions are auto-restartedrestart-count

Type: integer

min: 1 max: 0

Number of times

count

Duration after which restart history is clearedreset-time

Type: integer

min: 1 max: 0

Reset time in minutes

time2

Exponentially increase restart time intervaldampened

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2005

M Commands
maximum-prefix



maximum-prefixmaximum-prefix
maximum-prefix limit [percent] [{restart restart-time|warning-only}]|{no|default} maximum-prefix
[limit [percent] [{restart restart-time|warning-only}]]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Maximum number of prefixes from this neighbormaximum-prefix

Type: uinteger

min: 1 max: 4294967295

Max. prefix limit

limit

Type: uinteger

min: 1 max: 100

Threshold percentage at which to generate a warning

percent

Restart bgp connection after limit is exceededrestart

Type: uinteger

min: 1 max: 65535

Restart interval in minutes

restart-time

Only give a warning message when limit is exceededwarning-only

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-l2vpn-vpls

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2006

M Commands
maximum-prefixmaximum-prefix



maximum routes
[no] maximum routes limit [{warnlevel [reinstall threshold]|warning-only}]

Syntax Description Negate a command or set its defaultsno

Set a limitmaximum

Maximum number of routes allowed in this routing tableroutes

Type: uinteger

min: 1 max: 4294967295

Maximum number of routes allowed

limit

Type: integer

min: 1 max: 100

Threshold value (%) at which to generate a warning msg

warnlevel

Reinstall previous rejected route due to over maximum route limitreinstall

Type: integer

min: 1 max: 100

Threshold value (%) at which to reinstall routes back to VRF

threshold

Only give a warning message if limit is exceededwarning-only

Command Modes • /exec/configure/vrf-af-ipv4
• /exec/configure/vrf-af-ipv6

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2007

M Commands
maximum routes



mcectest source
[no] mcectest source {intfip-addr}

Syntax Description Negate a command or set its defaultsno

mcectest configuration commandsmcectest

source of oob packetssource

Type: interface

interface

intf

Type: ipaddr

IPv4 address (A.B.C.D)

ip-addr

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2008

M Commands
mcectest source



mdt asm-use-shared-tree
[no] mdt asm-use-shared-tree

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

Use (*,G) only state, no remote source state is createdasm-use-shared-tree

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2009

M Commands
mdt asm-use-shared-tree



mdt data
[no] mdt data prefix [threshold value] [route-map policy-name]

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

Configure settings for Data MDTdata

Type: ipprefix

List of group range prefixes

prefix

Data MDT switching thresholdthreshold

Type: uinteger

min: 0 max: 4294967 default: 0

Threshold in kilobits per sec

value

Specify policy for creating Data MDTsroute-map

Type: string

length: 63

A route-map name

policy-name

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2010

M Commands
mdt data



mdt data bidir-enable
[no] mdt data bidir-enable

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

Configure settings for Data MDTdata

Allow creation of data mdts for bidir customersbidir-enable

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2011

M Commands
mdt data bidir-enable



mdt data inhibit-reuse
[no] mdt data inhibit-reuse

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

Configure settings for Data MDTdata

No reusing data mdts in the backbone networkinhibit-reuse

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2012

M Commands
mdt data inhibit-reuse



mdt default
mdt default mdt-default|no mdt default [mdt-default]

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

The default groupdefault

Type: ipaddr

IP multicast group address

mdt-default

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2013

M Commands
mdt default



mdt enforce-bgp-mdt-safi
[no] mdt enforce-bgp-mdt-safi

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

Depend on BGP MDT SAFI for auto-discoveryenforce-bgp-mdt-safi

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2014

M Commands
mdt enforce-bgp-mdt-safi



mdt mtu
[no] mdt mtu mtu-value

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

The MTUmtu

Type: uinteger

min: 576 max: 65535 default: 1376

MTU value

mtu-value

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2015

M Commands
mdt mtu



mdt pim hello-interval
[no] mdt pim hello-interval interval

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

PIM protocol related parameterspim

Hello interval used between peershello-interval

Type: uinteger

min: 1 max: 18724286 default: 30000

Interval in milliseconds

interval

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2016

M Commands
mdt pim hello-interval



mdt pim jp-interval
[no] mdt pim jp-interval interval

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

PIM protocol related parameterspim

Join-Prune interval used between peersjp-interval

Type: uinteger

min: 60 max: 65520 default: 60

Interval in seconds

interval

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2017

M Commands
mdt pim jp-interval



mdt source
[no] mdt source interface

Syntax Description Negate a command or set its defaultsno

BackboneMulticast Distribution TreeNot available in this release.mdt

Source interface to be used in the backbone networksource

Type: interface

Use IP address of this interface

interface

Command Modes • /exec/configure/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2018

M Commands
mdt source



media
media vlanshowinfo-media-type|no media

Syntax Description Negate a command or set its defaultsno

Media type of the VLANmedia

Select media type

enet value: 1
Vlan type Ethernet

vlanshowinfo-media-type

Command Modes • /exec/configure/vlan

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2019
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medium
medium medium-type|no medium medium-type

Syntax Description Negate a command or set its defaultsno

Configure Interface medium modemedium

broadcast value: 0
Broadcast medium

p2p value: 1
Point-to-Point medium

medium-type

Command Modes • /exec/configure/if-vlan-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2020

M Commands
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medium broadcast p2p
medium {broadcast|p2p}|no medium {broadcast|p2p}

Syntax Description Negate a command or set its defaultsno

Configure Interface medium modemedium

Broadcast mediumbroadcast

Point-to-Point mediump2p

Command Modes • /exec/configure/if-ethernet-p2p-switch
• /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-p2p
• /exec/configure/if-ethernet-all
• /exec/configure/if-ether-sub
• /exec/configure/if-eth-l3-non-member
• /exec/configure/if-port-channel
• /exec/configure/if-remote-ethernet-sub
• /exec/configure/if-ether-sub-p2p
• /exec/configure/if-eth-port-channel-p2p
• /exec/configure/if-ethernet-p2p-m
• /exec/configure/if-port-channel-sub

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2021
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member vlan
member vlan vlan-range|no member vlan [vlan-range]

Syntax Description Negate a command or set its defaultsno

Set fabricpath topology VLAN membershipmember

Configure VLANs for Fabricpath Topologyvlan

Type: vlan-mrange

VLAN ID 1-4094 or range(s): 1-5, 10 or 2-5,7-19

vlan-range

Command Modes • /exec/configure/fp-topology

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2022

M Commands
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member vni mcast-group
member vni vni-range mcast-group maddr1 [maddr2]|no member vni vni-range [mcast-group
maddr1 [maddr2]]

Syntax Description Negate a command or set its defaultsno

NVE VN-Segment Membershipmember

Virtual Network Identifiervni

Type: integer-range

vni range, Example: 5000 or 5001-5008

vni-range

NVE Multicast Groupmcast-group

Type: ipaddr

Multicast IP Prefix

maddr1

Type: ipaddr

Multicast IP Prefix

maddr2

Command Modes • /exec/configure/if-nve

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2023

M Commands
member vni mcast-group



merge config
merge config from-file [show-only]

Syntax Description mergemerge

merge configuration (to running-config)config

Type: uri

the file containing the destination configuration, a patch will be created and applied to the
running-config's matching section (format accordning to 'show run section' command output)

from-file

only show the patch, don't execute itshow-only

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2024

M Commands
merge config



message-digest-key (ospf)
message-digest-key keyid md5 key|no message-digest-key [keyid md5 key]

Syntax Description Negate a command or set its defaultsno

Message digest authentication password (key)message-digest-key

Type: integer

min: 1 max: 255

Key ID

keyid

Use MD5 algorithmmd5

Type: password

OSPF password (key)

key

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2025

M Commands
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message-digest-key (ospf)
message-digest-key keyid md5 key|no message-digest-key [keyid md5 key]

Syntax Description Negate a command or set its defaultsno

Message digest authentication password (key)message-digest-key

Type: integer

min: 1 max: 255

Key ID

keyid

Use MD5 algorithmmd5

Type: password

The OSPF password (key)

key

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2026

M Commands
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metric-style
[no] metric-style transition

Syntax Description Negate a command or set its defaultsno

Configure metric style used in advertised LSPsmetric-style

Use both narrow and wide metric styletransition

Command Modes • /exec/configure/router-isis/router-isis-vrf-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2027

M Commands
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metric direct 0
[no] metric direct 0

Syntax Description Negate a command or set its defaultsno

Cost of direct routesmetric

Cost of direct routesdirect

direct route cost is zero to be compatible with IOS0

Command Modes • /exec/configure/router-rip

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2028

M Commands
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metric maximum-hops
metric maximum-hops hops|no metric maximum-hops [hops]

Syntax Description Negate a command or set its defaultsno

Modify EIGRP routing metrics and parametersmetric

Advertise EIGRP routes greater than <hops> as unreachablemaximum-hops

Type: uinteger

min: 1 max: 255 default: 100

Hop count

hops

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2029

M Commands
metric maximum-hops



metric rib-scale
metric rib-scale ribscale|no metric rib-scale [ribscale]

Syntax Description Negate a command or set its defaultsno

Modify EIGRP routingmetrics and parametersmetric

Defines RIB scaling valuerib-scale

Type: uinteger

min: 1 max: 255 default: 128

Rib scale

ribscale

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2030

M Commands
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metric version 64bit
metric version 64bit|no metric version [64bit]

Syntax Description Negate a command or set its defaultsno

Modify EIGRP routingmetrics and parametersmetric

Modify EIGRP metric versionversion

64 bit metric version64bit

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2031

M Commands
metric version 64bit



metric weights
metric weights tos k1 k2 k3 k4 k5 [k6]|no metric weights [tos k1 k2 k3 k4 k5 [k6]]

Syntax Description Negate a command or set its defaultsno

Modify EIGRP routingmetrics and parametersmetric

Modify EIGRP metric coefficientsweights

Type: uinteger

min: 0 max: 8 default: 0

Type Of Service (Only TOS 0 supported)

tos

Type: uinteger

min: 0 max: 255 default: 1

K1

k1

Type: uinteger

min: 0 max: 255 default: 0

K2

k2

Type: uinteger

min: 1 max: 255 default: 1

K3

k3

Type: uinteger

min: 0 max: 255 default: 0

K4

k4

Type: uinteger

min: 0 max: 255 default: 0

K5

k5

Type: uinteger

min: 0 max: 255 default: 0

K6

k6

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2032
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mgmt-policy
no mgmt-policy policy-name|mgmt-policy policy-name {permit|deny} [{[ip ip-addr [ip-mask]]|[ip6
ipv6-prefix]}] [protocol {tcp|udp|icmp}] [src-port srcport [srcport-end]] [dest-port dstport
[dstport-end]]

Syntax Description Negate a command or set its defaultsno

PM Management Policymgmt-policy

Type: string

length: 80

Name of the policy

policy-name

Permit accesspermit

Deny accessdeny

IPV4 addressip

Type: ipaddr

IPV4 source address/subnet

ip-addr

Type: ipaddr

IPV4 mask

ip-mask

IPV6 Addressip6

Type: ipv6prefix

IPV6 source address/subnet

ipv6-prefix

Protocolprotocol

TCP protocoltcp

UDP protocoludp

ICMP protocolicmp

Source portsrc-port

Type: integer

min: 0 max: 65535 default: 0

Source port

srcport

Type: integer

min: 0 max: 65535 default: 0

Source Port end

srcport-end

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2033

M Commands
mgmt-policy



Destination portdest-port

Type: integer

min: 0 max: 65535 default: 0

Destination port

dstport

Type: integer

min: 0 max: 65535 default: 0

Destination Port end

dstport-end

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2034

M Commands
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mkdir
mkdir uri0

Syntax Description Create new
directory

mkdir

Type: uri

Directory name

uri0

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2035

M Commands
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mod-serial
mod-serial mod-serial|no mod-serial

Syntax Description Negate the commandno

Module serial
number

mod-serial

Type: string

length: 20

Serial number

mod-serial

Command Modes • /exec/configure/fex

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2036

M Commands
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mode
[no] mode vmode

Syntax Description Negate a command or set its defaultsno

Operational mode of the VLANmode

ce value: 0
Classical Ethernet VLANmode

fabricpath value: 1
Fabricpath VLAN mode

vmode

Command Modes • /exec/configure/vlan

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2037

M Commands
mode



monitor erspan granularity
[no] monitor erspan granularity {100_ms|100_ns|1588|ns}

Syntax Description Negate a command or set its defaultsno

Configure Ethernet SPAN sessionsmonitor

Configure Ethernet ERSPAN sessionserspan

Configure granularity for ERSPAN Type III sessions Not available in this release.granularity

100 microseconds100_ms

100 nanoseconds100_ns

1588 in seconds/nanoseconds1588

nanosecondsns

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2038

M Commands
monitor erspan granularity



monitor erspan origin ip-address
[no] monitor erspan origin ip-address ip [global]

Syntax Description Negate a command or set its defaultsno

Configure Ethernet SPAN sessionsmonitor

Configure Ethernet ERSPAN sessionserspan

Configure the erspan origin ip addressorigin

Configure global origin IP addressip-address

Type: ipaddrip

Configure in default VDC across all VDCsglobal

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2039

M Commands
monitor erspan origin ip-address



monitor erspan switch-id
[no] monitor erspan switch-id switch_id

Syntax Description Negate a command or set its defaultsno

Configure Ethernet SPAN sessionsmonitor

Configure Ethernet ERSPAN sessionserspan

Configure the erspan switch-idswitch-id

Type: integer

min: 1 max: 1023

erspan-switch-id

switch_id

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2040

M Commands
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monitor session
monitor session session_number [type local]

Syntax Description Configure Ethernet SPAN sessionsmonitor

Configure session preferencessession

Type: integer

min: 1 max: 32

session_number

Specify a session typetype

Create a local sessionlocal

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2041
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monitor session type acl-capture
monitor session session_number type acl-capture

Syntax Description Configure Ethernet SPAN sessionsmonitor

Configure session preferencessession

Type: integer

min: 1 max: 32

session_number

Specify a session typetype

Create an acl-capture sessionNot available in this release.acl-capture

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2042
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monitor session type erspan-source
monitor session session_number type erspan-source

Syntax Description Configure Ethernet SPAN sessionsmonitor

Configure session preferencessession

Type: integer

min: 1 max: 32

session_number

Specify a session typetype

Create an erspan source sessionerspan-source

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2043
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mount
mount {usb1:|usb2:}

Syntax Description mount expansion flash or USB storagemount

mount USB drive in port 1usb1:

mount USB drive in port 2usb2:

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2044
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mount slot0
mount slot0:

Syntax Description mount expansion flash or USB storagemount

mount expansion flashslot0:

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2045
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move
move uri0 uri1

Syntax Description Move filesmove

Type: uri

Source file path

uri0

Type: uri

Destination file
path

uri1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2046
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move



mping
mping [{lc module i0|sup module i1}]

Syntax Description run mpingmping

mping line-cardslc

slot informationmodule

Type:
integer-range

i0

mping supervisorsup

slot informationmodule

Type:
integer-range

i1

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2047
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mpls label range
[no] mpls label range min-label max-label [static min-static-label max-static-label]

Syntax Description Negate a command or set its defaultsno

MPLS configuration commandsmpls

Label propertieslabel

Label rangerange

Type: integer

min: 16 max: 471804

Minimum label value

min-label

Type: integer

min: 16 max: 471804

Maximum label value

max-label

Specify block of labels for static bindingsstatic

Type: integer

min: 16 max: 471804

Minimum static label value

min-static-label

Type: integer

min: 16 max: 471804

Maximum static label value

max-static-label

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2048
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mpls ldp autoconfig area
[no] mpls ldp autoconfig area area-id-ip

Syntax Description Negate a command or set its defaultsno

MPLS related OSPF configmpls

LDP related OSPF configldp

LDPAutoconfig relatedOSPF configautoconfig

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Command Modes • /exec/configure/router-ospf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2049
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mpls ldp sync
[no] mpls ldp sync [send]

Syntax Description Negate a command or set its defaultsno

MPLS related OSPF configmpls

LDP related OSPF configldp

LDP Sync on all interfacessync

Simulate sync sendsend

Command Modes • /exec/configure/router-ospf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2050
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mpls traffic-eng area
[no] mpls traffic-eng area area-id-ip

Syntax Description Negate a command or set its defaultsno

OSPF MPLS configuration commandsmpls

OSPFMPLSTraffic Engineering commandstraffic-eng

Configure area propertiesarea

Type: ipaddr

Area Id as an integer or ip address

area-id-ip

Command Modes • /exec/configure/router-ospf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2051
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mpls traffic-eng multicast-intact
[no] mpls traffic-eng multicast-intact

Syntax Description Negate a command or set its defaultsno

OSPF MPLS configuration commandsmpls

OSPFMPLSTraffic Engineering commandstraffic-eng

MPLS TE multicast supportmulticast-intact

Command Modes • /exec/configure/router-ospf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2052
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mpls traffic-eng router-id
[no] mpls traffic-eng router-id interface

Syntax Description Negate a command or set its defaultsno

OSPF MPLS configuration commandsmpls

OSPFMPLSTraffic Engineering commandstraffic-eng

Router ID associated with TErouter-id

Type: interface

Routable Interface

interface

Command Modes • /exec/configure/router-ospf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2053

M Commands
mpls traffic-eng router-id



mrib mdt
[no] mrib mdt context-id encap-index mdt-group mdt-source src-if mdt-if

Syntax Description Negate a command or set its defaultsno

MRIB config commandmrib

MDT config commandmdt

Type: uinteger

Context ID

context-id

Type: uinteger

Encap Index

encap-index

Type: ipaddr

MDT Group

mdt-group

Type: ipaddr

MDT source

mdt-source

Type: interface

Source Interface Name

src-if

Type: interface

MDT Interface Name

mdt-if

Command Modes • /exec/configure
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mrib mfdm-ack-delay
[no] mrib mfdm-ack-delay ms

Syntax Description Negate a command or set its defaultsno

Artificially slow MFDM downmrib

Set ack delay inMRIB'sMFDM threadmfdm-ack-delay

Type: uinteger

min: 0 max: 0 default: 0

Delay MFDM acks, in milliseconds

ms

Command Modes • /exec
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mst designated priority
mst mst-id designated priority prio|no mst mst-id designated priority [prio]

Syntax Description Negate a command or set its defaultsno

Multiple spanning tree configurationmst

Type: integer-mrange

MST instance range, example: 0-3,5,7-9

mst-id

Set the designated bridge priority for the spanning treedesignated

Set the bridge priority for the spanning treepriority

Type: uinteger

min: 0 max: 61440

bridge priority in increments of 4096

prio

Command Modes • /exec/configure/spanning-tree/pseudo
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mst root priority
mst mst-id root priority prio|no mst mst-id root priority [prio]

Syntax Description Negate a command or set its defaultsno

Multiple spanning tree configurationmst

Type: integer-mrange

MST instance range, example: 0-3,5,7-9

mst-id

Set the root bridge priority for the spanning treeroot

Set the bridge priority for the spanning treepriority

Type: uinteger

min: 0 max: 61440

bridge priority in increments of 4096

prio

Command Modes • /exec/configure/spanning-tree/pseudo
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mtrace
mtrace source [receiver] [group] [vrf vrf-known-name]

Syntax Description Type: vrf

Known VRF
name

vrf-known-name

Command Modes • /exec
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mtu (eth_span)
mtu mtu_value|no mtu

Syntax Description Negate a command or set its defaultsno

Set the MTU size for ERSPAN packets Not available in this release.mtu

Type: integer

min: 176 max: 1518

Enter the value of MTU truncation size for ERSPAN packets (erspan header + truncated original
packet)

mtu_value

Command Modes • /exec/configure/monitor-erspan-src
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mtu (eth_span)
mtu mtu_value|no mtu

Syntax Description Negate a command or set its defaultsno

Set the MTU size for SPAN packets Not available in this release.mtu

Type: integer

min: 64 max: 1518

Enter the value of MTU truncation size for SPAN packets

mtu_value

Command Modes • /exec/configure/monitor-local-src
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mtu (if_manager)
mtu mtu_val|no mtu [mtu_val]

Syntax Description Negate a command or set its defaultsno

Configure mtu for the portmtu

Type: integermtu_val

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
• /exec/configure/if-sub
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mtu (qosmgr_dce)
[no] mtu value

Syntax Description Negate a command or set its defaultsno

MTU for the CoSmtu

Type: uinteger

min: 576 max: 9216

MTU value

value

Command Modes • /exec/configure/policy-map/type/uf/class
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mtu (svi)
mtu mtu_val|no mtu

Syntax Description Negate a command or set its defaultsno

Set the interfaceMaximumTransmission Unit (MTU)mtu

Type: uinteger

min: 64 max: 9216

MTU size in bytes

mtu_val

Command Modes • /exec/configure/if-vlan-common
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mtu (tm)
[no] mtu [mtu-val]

Syntax Description Negate a command or set its defaultsno

Configure MTUmtu

Type: integer

min: 64 max: 65535

Bytes

mtu-val

Command Modes • /exec/configure/if-any-tunnel
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multi-topology
[no] multi-topology [transition]

Syntax Description Negate a command or set its defaultsno

Enable multitopoloy for IPV6multi-topology

Configuremultitopology transitionmodetransition

Command Modes • /exec/configure/router-isis/router-isis-af-ipv6
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multicast
[no] multicast mode_enum

Syntax Description Negate a command or set its defaultsno

Enable multicast best-effort Not available in this release.multicast

best-effort value: 1
On egress LC, disable replication of multicast traffic egressing out of L2
interfaces

mode_enum

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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multipath compare-neighborid
[no] multipath compare-neighborid

Syntax Description Negate a command or set its defaultsno

Change multipath selection algorithmmultipath

Compare neighbor address for identical pathscompare-neighborid

Command Modes • /exec/configure/router-bgp/vrf-cmds
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N Commands

• name (glbp), on page 2071
• name (hsrp_engine), on page 2072
• name-lookup (ospf), on page 2073
• name-lookup (ospfv3), on page 2074
• name (stp_full), on page 2075
• name (vlan_mgr_cli), on page 2076
• neighbor (bgp), on page 2077
• neighbor (bgp), on page 2078
• neighbor (bgp), on page 2079
• neighbor (bgp), on page 2080
• neighbor-down fib-accelerate, on page 2081
• neighbor (eigrp), on page 2082
• net, on page 2084
• network (bgp), on page 2085
• network (bgp), on page 2086
• network (eigrp), on page 2087
• network (rip), on page 2088
• network area, on page 2089
• next-hop-self, on page 2090
• next-hop-self eigrp, on page 2091
• next-hop-third-party, on page 2092
• nexthop route-map, on page 2093
• nexthop trigger-delay critical non-critical, on page 2094
• no (aclmgr), on page 2095
• no (ldap_tree), on page 2096
• no-more, on page 2097
• ntp access-group, on page 2098
• ntp authenticate, on page 2099
• ntp authentication-key md5, on page 2100
• ntp drop-aged-packet, on page 2101
• ntp logging, on page 2102
• ntp master, on page 2103
• ntp peer, on page 2104
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• ntp rts-update, on page 2106
• ntp server, on page 2107
• ntp source-interface, on page 2109
• ntp source, on page 2110
• ntp sync-retry, on page 2111
• ntp trusted-key, on page 2112
• nxapi, on page 2113
• nxapi certificate httpskey httpscrt keyfile certfile enable, on page 2114
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name (glbp)
name redundancy-name|no name [redundancy-name]

Syntax Description Negate a command or set its defaultsno

Redundancy namename

Type: string

length: 250

Name String

redundancy-name

Command Modes • /exec/configure/if-eth-any/glbp
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name (hsrp_engine)
name name|no name

Syntax Description Negate a command or set its defaultsno

Redundancy name stringname

Type: string

length: 250

name string

name

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
• /exec/configure/if-eth-any/hsrp_ipv6
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name-lookup (ospf)
[no] name-lookup

Syntax Description Negate a command or set its defaultsno

Display OSPF router ids as DNS namesname-lookup

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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name-lookup (ospfv3)
[no] name-lookup

Syntax Description Negate a command or set its defaultsno

Enable NameLookup for OSPFNeighborsname-lookup

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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name (stp_full)
name name-val|no name [name-val]

Syntax Description Negate a command or set its defaultsno

Set configuration namename

Type: string

Configuration name

name-val

Command Modes • /exec/configure/spanning-tree/mst/configuration
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name (vlan_mgr_cli)
name vlan-name|no name

Syntax Description Negate a command or set its defaultsno

Ascii name of the VLANname

Type: string

length: 128

The ascii name for the VLAN

vlan-name

Command Modes • /exec/configure/vlan

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2076

N Commands
name (vlan_mgr_cli)



neighbor (bgp)
[no] neighbor {neighbor-idipv6-neighbor-id} [remote-as asn]

Syntax Description Negate a command or set its defaultsno

Configure a BGP neighborneighbor

Type: ipaddr

IP address of the neighbor

neighbor-id

Type: ipv6addr

IPv6 address of the neighbor

ipv6-neighbor-id

Specify Autonomous SystemNumber of the neighborremote-as

Type: asn

Autonomous System Number

asn

Command Modes • /exec/configure/router-bgp/router-bgp-vrf
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neighbor (bgp)
[no] neighbor {neighbor-prefixipv6-neighbor-prefix} [remote-as [{asn|route-map rmap-name}]]

Syntax Description Negate a command or set its defaultsno

Configure a BGP neighborneighbor

Type: ipprefix

IP prefix for neighbors

neighbor-prefix

Type: ipv6prefix

IPv6 prefix for neighbors

ipv6-neighbor-prefix

Specify Autonomous SystemNumber of the neighborremote-as

Type: asn

Autonomous System Number

asn

Route-map to match prefix peer AS numberroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp
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neighbor (bgp)
[no] neighbor {neighbor-prefixipv6-neighbor-prefix} [remote-as [{asn|route-map rmap-name}]]

Syntax Description Negate a command or set its defaultsno

Configure a BGP neighborneighbor

Type: ipprefix

IP prefix for neighbors

neighbor-prefix

Type: ipv6prefix

IPv6 prefix for neighbors

ipv6-neighbor-prefix

Specify Autonomous SystemNumber of the neighborremote-as

Type: asn

Autonomous System Number

asn

Route-map to match prefix peer AS numberroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-vrf
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neighbor (bgp)
[no] neighbor {neighbor-idipv6-neighbor-id} [remote-as asn]

Syntax Description Negate a command or set its defaultsno

Configure a BGP neighborneighbor

Type: ipaddr

IP address of the neighbor

neighbor-id

Type: ipv6addr

IPv6 address of the neighbor

ipv6-neighbor-id

Specify Autonomous SystemNumber of the neighborremote-as

Type: asn

Autonomous System Number

asn

Command Modes • /exec/configure/router-bgp
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neighbor-down fib-accelerate
[no] neighbor-down fib-accelerate

Syntax Description Negate a command or set its defaultsno

Handle BGP neighbor down event, due to various reasonsneighbor-down

Accelerate the hardware updates for IP/IPv6 adjacencies for neighborfib-accelerate

Command Modes • /exec/configure/router-bgp/vrf-cmds
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neighbor (eigrp)
{neighbor address {interface|maximum-prefix value [warning-only]}|no neighbor address
[{interface|maximum-prefix value [warning-only]}]}|{neighbor maximum-prefix value [threshold]
[warning-only] [restart time1] [restart-count count] [reset-time time2] [dampened]|no neighbor
maximum-prefix [value [threshold] [warning-only] [restart time1] [restart-count count]]}

Syntax Description Negate a command or set its defaultsno

Specify a neighbor routerneighbor

Type: interface

Interface

interface

Type: ipaddr

Neighbor address

address

Maximum number of IP prefixes acceptable from a neighbormaximum-prefix

Type: uinteger

min: 1 max: 0

Number of IP prefixes for maximum-prefix limit

value

Type: integer

Threshold value (%) at which to generate a warningmessage

threshold

Only give warning message when limit is exceededwarning-only

Duration for which a prefix source is ignoredrestart

Type: integer

min: 1 max: 0

Restart interval in minutes

time1

Number of times sessions are auto-restartedrestart-count

Type: integer

min: 1 max: 0

Number of times

count

Duration after which restart history is clearedreset-time

Type: integer

min: 1 max: 0

Reset time in minutes

time2
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Exponentially increase restart time intervaldampened

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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net
[no] net net

Syntax Description Negate a command or set its defaultsno

Configure Network Entity Title for IS-ISnet

Type: net

NET in form of XX.XXXX. ... .XXXX.XX

net

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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network (bgp)
[no] network ipv6-prefix [{route-map rmap-name|summarize}]+

Syntax Description Negate a command or set its defaultsno

Configure an IPv6 prefix to advertisenetwork

Type: ipv6prefix

IPv6 prefix format: xxxx:xxxx/ml, xxxx:xxxx::/ml, xxxx::xx/128

ipv6-prefix

Apply route-map to modify attributesroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Summarize more specific prefixes from routing tablesummarize

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv6
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv6
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network (bgp)
[no] network {ip-addr mask ip-maskip-prefix} [{route-map rmap-name|summarize}]+

Syntax Description Negate a command or set its defaultsno

Configure an IP prefix to advertisenetwork

Type: ipaddr

IP network to advertise

ip-addr

Configure the mask of the IP prefix to advertisemask

Type: ipaddr

Dotted 4-octet mask

ip-mask

Type: ipprefix

IP prefix in CIDR format

ip-prefix

Apply route-map to modify attributesroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Summarize more specific prefixes from routing tablesummarize

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv4
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network (eigrp)
[no] network {address maskprefix}

Syntax Description Negate a command or set its defaultsno

Enable routing on an IP networknetwork

Type: ipaddr

Network number

address

Type: ipaddr

EIGRP wild card bits

mask

Type: ipprefix

IP prefix in slash format

prefix

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-ipv4
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network (rip)
[no] network {ip-dest ip-maskip-prefix}

Syntax Description Negate a command or set its defaultsno

RIP IP networknetwork

Type: ipaddr

IP addr format

ip-dest

Type: ipaddr

IP network mask format

ip-mask

Type: ipprefix

Exact prefix

ip-prefix

Command Modes • /exec/configure/router-rip/router-rip-af-ipv4
• /exec/configure/router-rip/router-rip-vrf-af-ipv4
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network area
[no] network {ip-dest ip-maskip-prefix} area {area-id-iparea-id-int}

Syntax Description Negate a command or set its defaultsno

Enable routing on an IP networknetwork

Type: ipaddr

IP prefix format: i.i.i.i

ip-dest

Type: ipaddr

IP network mask format: m.m.m.m

ip-mask

Type: ipprefix

IP prefix format: x.x.x.x/ml

ip-prefix

Configure area propertiesarea

Type: ipaddr

OSPF area ID in IP address format

area-id-ip

Type: uinteger

min: 0 max: 4294967295

OSPF area ID as a decimal format

area-id-int

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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next-hop-self
[{no|default}] next-hop-self

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Set our peering address as nexthopnext-hop-self

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
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next-hop-self eigrp
[no] {ip|ipv6} next-hop-self eigrp eigrp-ptag

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Configures IP-EIGRP next-hop-selfnext-hop-self

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Command Modes • /exec/configure/if-igp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2091

N Commands
next-hop-self eigrp



next-hop-third-party
[{no|default}] next-hop-third-party

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Compute a third-party nexthop if possiblenext-hop-third-party

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
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nexthop route-map
[no] nexthop route-map rmap-name

Syntax Description Negate a command or set its defaultsno

Nexthop trackingnexthop

Route map for valid nexthopsroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-af
• /exec/configure/router-bgp/router-bgp-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-af-l2vpn-vpls
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nexthop trigger-delay critical non-critical
nexthop trigger-delay critical criticaldelay non-critical noncriticaldelay|no nexthop trigger-delay

Syntax Description Negate a command or set its defaultsno

Nexthop trackingnexthop

Set the delay to trigger nexthop trackingtrigger-delay

Nexthop changes affecting reachabilitycritical

Other nexthop changesnon-critical

Type: uinteger

min: 1 max: 4294967295 default: 10000

Delay value (miliseconds)

noncriticaldelay

Type: uinteger

min: 1 max: 4294967295 default: 3000

Delay value (miliseconds)

criticaldelay

Command Modes • /exec/configure/router-bgp/router-bgp-af
• /exec/configure/router-bgp/router-bgp-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-af-vpnv4
• /exec/configure/router-bgp/router-bgp-af-vpnv6
• /exec/configure/router-bgp/router-bgp-af-l2vpn-vpls
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no (aclmgr)
no seqno

Syntax Description Negate a command or set its defaultsno

Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Command Modes • /exec/configure/ipacl
• /exec/configure/ipv6acl
• /exec/configure/macacl
• /exec/configure/arpacl
• /exec/configure/ipgroup
• /exec/configure/ipv6group
• /exec/configure/portgroup
• /exec/configure/timerange
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no (ldap_tree)
no {userprofile|trustedCert|CRLLookup|user-switch-bind|user-certdn-match|user-pubkey-match}

Syntax Description Negate a command or set its defaultsno

Delete the userprofileuserprofile

Delete the trustedCerttrustedCert

Delete the CRLLookupCRLLookup

Delete the user-switch-binduser-switch-bind

Delete the certificate matchinguser-certdn-match

Delete the pubkey matchinguser-pubkey-match

Command Modes • /exec/configure/ldap/search
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no-more
" | " no-more

Syntax Description Pipe command output to filter|

Turn-off pagination for command outputno-more

Command Modes • /output
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ntp access-group
[no] ntp access-group {peer|serve-only|serve|query-only} acl-name

Syntax Description Negate a command or set its defaultno

NTP configurationntp

NTP access-groupaccess-group

access-group peerpeer

access-group serveserve

access-group serve-onlyserve-only

access-group query-onlyquery-only

Type: string

Name of access list

acl-name

Command Modes • /exec/configure
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ntp authenticate
[no] ntp authenticate

Syntax Description Negate a command or set its defaultno

NTP configurationntp

Enable/Disable authenticationauthenticate

Command Modes • /exec/configure
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ntp authentication-key md5
[no] ntp authentication-key number md5 md5 [{0|7}]

Syntax Description Negate a command or set its defaultno

NTP configurationntp

NTP authentication keyauthentication-key

Type: integer

min: 1 max: 65535

authentication key number (range 1-65535)

number

use md5 authentication schememd5

Type: string

length: 15

MD5 string

md5

clear text0

encrypted7

Command Modes • /exec/configure
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ntp drop-aged-packet
[no] ntp drop-aged-packet

Syntax Description Negate a command or set its defaultsno

NTP Configurationntp

Enable or disable Riviera TimestampCheck.drop-aged-packet

Command Modes • /exec/configure
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ntp logging
[no] ntp logging

Syntax Description Negate a command or set its defaultno

NTP configurationntp

Enable/Disable logging of NTPDEventslogging

Command Modes • /exec/configure
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ntp master
[no] ntp master [stratum-no]

Syntax Description Negate a command or set its defaultno

NTP configurationntp

Act as NTP master clockmaster

Type: integer

min: 1 max: 15

Stratum number

stratum-no

Command Modes • /exec/configure
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ntp peer
[no] ntp peer host0 [{prefer|key keyid|use-vrf {vrf-namevrf-known-name}|minpoll minpoll|maxpoll
maxpoll}]+

Syntax Description Negate a command or set its defaultsno

NTP Configurationntp

NTP Peer addresspeer

Type: nameorip

Hostname/IP address of the NTP Peer

host0

Preferred Serverprefer

Keyid to be used while communicating to this serverkey

Type: integer

min: 1 max: 65535

Value of keyid 1-65535

keyid

Display per-VRF informationuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Minimum interval to poll a peerminpoll

Type: integer

min: 4 max: 17

Poll interval in secs to a power of 2 [default 4]

minpoll

Maximum interval to poll a peermaxpoll

Type: integer

min: 4 max: 17

Poll interval in secs to a power of 2 [default 6]

maxpoll
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Command Modes • /exec/configure
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ntp rts-update
[no] ntp rts-update

Syntax Description Negate a command or set its defaultsno

NTP Configurationntp

Enable or disable RTS update to linecards.rts-update

Command Modes • /exec/configure
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ntp server
[no] ntp server host0 [{prefer|key keyid|use-vrf {vrf-namevrf-known-name}|minpoll minpoll|maxpoll
maxpoll}]+

Syntax Description Negate a command or set its defaultsno

NTP Configurationntp

NTP server addressserver

Type: nameorip

Hostname/IP address of the NTP Server

host0

Preferred Serverprefer

Keyid to be used while communicating to this serverkey

Type: integer

min: 1 max: 65535

Value of keyid 1-65535

keyid

Display per-VRF informationuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Minimum interval to poll a serverminpoll

Type: integer

min: 4 max: 16

Poll interval in secs to a power of 2 [default 4]

minpoll

Maximum interval to poll a servermaxpoll

Type: integer

min: 4 max: 16

Poll interval in secs to a power of 2 [default 6]

maxpoll
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Command Modes • /exec/configure
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ntp source-interface
[no] ntp source-interface if_index

Syntax Description Negate a command or set its defaultno

NTP configurationntp

Source interface sendingNTP packetssource-interface

Type: interface

Source interface

if_index

Command Modes • /exec/configure
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ntp source
[no] ntp source ip-addr

Syntax Description Negate a command or set its defaultno

NTP Configurationntp

Source of NTP packetssource

Type: string

IPv4/IPv6 address

ip-addr

Command Modes • /exec/configure
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ntp sync-retry
ntp sync-retry

Syntax Description NTP configurationntp

Retry synchronizationwith configured serverssync-retry

Command Modes • /exec
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ntp trusted-key
[no] ntp trusted-key number

Syntax Description Negate a command or set its defaultno

NTP configurationntp

NTP trusted-keytrusted-key

Type: integer

min: 1 max: 65535

trusted-key number

number

Command Modes • /exec/configure
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nxapi
nxapi {http|https} port s0|no nxapi {http|https}

Syntax Description Negate a command or set its defaultsno

Configure nxapinxapi

Type: integer

min: 1 max: 65535

Port number. Please do not use well-known protocol ports

s0

Http configurationhttp

Https configurationhttps

Port numberport

Command Modes • /exec/configure
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nxapi certificate httpskey httpscrt keyfile certfile enable
nxapi certificate {httpskey {keyfile uri0line}|httpscrt {certfile uri1line1}|enable}

Syntax Description Negate a command or set its defaultsno

Configure nxapinxapi

Https certificate configurationcertificate

Https private keyhttpskey

Https certificatehttpscrt

Https key filekeyfile

Https certificate filecertfile

Enable the current certificateenable

Type: uri

File containing https private key for the user

uri0

Type: remainder

nxapi https private key

line

Type: uri

File containing https certificate

uri1

Type: remainder

nxapi https certificate

line1

Command Modes • /exec/configure
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O Commands

• obfl logging uuid msg, on page 2116
• object-group ip address, on page 2119
• object-group ip port, on page 2120
• object-group ipv6 address, on page 2121
• offset-list, on page 2122
• offset-list eigrp, on page 2123
• onep, on page 2124
• onep applications, on page 2125
• onep install, on page 2126
• onep stop, on page 2127
• onep uninstall, on page 2128
• open-fsm, on page 2129
• ospfv3 cost, on page 2130
• ospfv3 dead-interval, on page 2131
• ospfv3 event-history cli size, on page 2132
• ospfv3 event-history detail size, on page 2133
• ospfv3 event-history size, on page 2134
• ospfv3 flood-bw-percentage, on page 2135
• ospfv3 hello-interval, on page 2136
• ospfv3 instance, on page 2137
• ospfv3 mtu-ignore, on page 2138
• ospfv3 network broadcast point-to-point, on page 2139
• ospfv3 network point-to-point, on page 2140
• ospfv3 passive-interface, on page 2141
• ospfv3 priority, on page 2142
• ospfv3 retransmit-interval, on page 2143
• ospfv3 shutdown, on page 2144
• ospfv3 transmit-delay, on page 2145
• overbudgetshut, on page 2146
• overbudgetsyslog, on page 2147
• overload rip, on page 2148
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obfl logging uuid msg
obfl logging uuid uuid log-file msg log_str

Syntax Description Perform the OBFL operationobfl

Perform the logginglogging

UUID of the processuuid

Type: hex

UUID of the process

uuid
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Log File of your process

PLOG_FILE_TYPE_OHMS value: 2
OHMS log file

PLOG_FILE_TYPE_OBFL_LOG value: 3
OBFL log file

PLOG_FILE_TYPE_DEV_LOG_SUP value: 4
DEV_LOG sup file

PLOG_FILE_TYPE_DEFAULT value: 5
Default log file

PLOG_FILE_TYPE_SENSOR_TEMP_HIST value: 6
Temp Hist log file

PLOG_FILE_TYPE_SENSOR_TEMP_ERROR value: 7
Temp Error log file

PLOG_FILE_TYPE_DEV_LOG_ERR_STATS value: 8
DEV_LOG error file

PLOG_FILE_TYPE_DEV_LOG_INT_CNTS value: 9
DEV_LOG interrupt file

PLOG_FILE_TYPE_CPUMON_EVENTS value: 10
cpu-mon log file

PLOG_FILE_TYPE_MEMMON_EVENTS value: 11
mem-mon log file

PLOG_FILE_TYPE_REGISTER_LOG value: 12
register-log file

PLOG_FILE_TYPE_EXCEPTION_LOGS value: 13
Exception Log file

PLOG_FILE_TYPE_CARDCL_LOGS value: 14
Cardclient log file

PLOG_FILE_TYPE_METRO_LOGS value: 15
metro log file

PLOG_FILE_TYPE_ASHBURTON_LOGS value: 16
ashburton log file

PLOG_FILE_TYPE_SOTRA_LOGS value: 17
sotra log file

PLOG_FILE_TYPE_NAXOS_LOGS value: 18
naxos log file

PLOG_FILE_TYPE_EDC_LOGS value: 19
edc log file

PLOG_FILE_TYPE_TBIRD_XBAR_LOGS value: 20
tbird_xbar log file

PLOG_FILE_TYPE_TBIRD_FWD_LOGS value: 21
tbird_fwd log file

PLOG_FILE_TYPE_TBIRD_QUE_LOGS value: 22
tbird_que log file

PLOG_FILE_TYPE_CRDCFG_LOGS value: 23
crdcfg log file

PLOG_FILE_TYPE_VIPER_XBAR_LOGS value: 24
viper_xbar log file

PLOG_FILE_TYPE_VIP_ICB_LOGS value: 25
vip_icb log file

log-file

Message to be Logged in the filemsg
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Type: string

length: 256

Type the message to be logged

log_str

Command Modes • /exec
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object-group ip address
[no] object-group ip address name

Syntax Description Negate a command or set its defaultsno

Configure ACL object groupsobject-group

IP Object groupsip

Address object groupaddress

Type: string

length: 64

object-group name

name

Command Modes • /exec/configure
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object-group ip port
[no] object-group ip port name

Syntax Description Negate a command or set its defaultsno

Configure ACL object groupsobject-group

IP Object groupsip

IP port object group (can be used in IPv4 and IPv6 access-lists)port

Type: string

length: 64

object-group name

name

Command Modes • /exec/configure
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object-group ipv6 address
[no] object-group ipv6 address name

Syntax Description Negate a command or set its defaultsno

Configure ACL object groupsobject-group

IPv6 Object groupsipv6

Address object groupaddress

Type: string

length: 64

object-group name

name

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2121

O Commands
object-group ipv6 address



offset-list
[no] offset-list {route-map map|prefix-list list} {in|out} offset interface

Syntax Description Negate a command or set its defaultsno

Add or subtract offset from EIGRPmetricsoffset-list

Use a route-map for offset-list selectionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map

Use a prefix-list for offset-list selectionprefix-list

Type: string

Reference to prefix-list name

list

Perform offset on incoming updatesin

Perform offset on outgoing updatesout

Type: uinteger

min: 0 max: 0

Offset

offset

Type: interface

Interface name

interface

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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offset-list eigrp
[no] {ip|ipv6} offset-list eigrp eigrp-ptag {route-map map|prefix-list list} {in|out} offset

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Add or subtract offset from EIGRP metricsoffset-list

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Use a route-map for offset-list selectionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map

Use a prefix-list for offset-list selectionprefix-list

Type: string

Reference to prefix-list name

list

Perform offset on incoming updatesin

Perform offset on outgoing updatesout

Type: uinteger

min: 0 max: 0 default: 0

Offset

offset

Command Modes • /exec/configure/if-igp
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onep
[no] onep

Syntax Description Negate a command or set its defaultsno

Enable/Disable One Platformonep

Command Modes • /exec/configure
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onep applications
[no] onep applications config-domain

Syntax Description Negate a command or set its defaultsno

One Platformonep

One platform applicationsapplications

Type: string

Virtual service name or tag used by remote onep applications to retrieve its configuration

config-domain

Command Modes • /exec/configure
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onep install
onep install xsd-location config-domain

Syntax Description One Platformonep

install a CLI definitioninstall

Type: uri

the xsd file containing the onep application CLI definition

xsd-location

Type: string

length: 20

virtual service name or tag used by remote onep applications to retrieve its configuration

config-domain

Command Modes • /exec
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onep stop
onep stop session {allonep-session-id}

Syntax Description One Platformonep

Stop specific activitystop

One Platform sessionsession

All sessionsall

Type: string

Specific session
name

onep-session-id

Command Modes • /exec
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onep uninstall
onep uninstall app-name app-version config-domain [force]

Syntax Description One Platformonep

uninstall a CLI definitionuninstall

Type: string

length: 124

application name

app-name

Type: string

length: 10

application version

app-version

Type: string

length: 20

virtual service name or tag used by remote onep applications to retrieve its configuration

config-domain

force uninstallationforce

Command Modes • /exec
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open-fsm
[no] open-fsm

Syntax Description Negate a command or set its defaultsno

Enable session open FSM for establishing BGP sessionsopen-fsm

Command Modes • /exec/configure/router-bgp
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ospfv3 cost
ospfv3 cost cost|no ospfv3 cost [cost]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Cost associated with interfacecost

Type: integer

min: 1 max: 65535

Cost value

cost

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 dead-interval
ospfv3 dead-interval interval|no ospfv3 dead-interval [interval]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Dead intervaldead-interval

Type: integer

min: 1 max: 262140 default: 40

(seconds)

interval

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 event-history cli size
ospfv3 event-history cli size {size_in_textsize_in_Kbytes}

Syntax Description Debugging functionsospfv3

log debug events into event history bufferevent-history

Cli logscli

Configure the size of the event-hist buffersize

Buffer size

default: medium

small value: 65536
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure/router-ospf3
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ospfv3 event-history detail size
ospfv3 event-history detail size {size_in_textsize_in_Kbytes}

Syntax Description Debugging functionsospfv3

log debug events into event history bufferevent-history

Detailed event history bufferdetail

Configure the size of the event-hist buffersize

Buffer size

default: small

small value: 65536
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure/router-ospf3
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ospfv3 event-history size
ospfv3 event-history {adjacency|event|ha|flooding|lsa|spf|redistribution|hello|spf-trigger} size
{size_in_textsize_in_Kbytes}

Syntax Description Debugging functionsospfv3

log debug events into event history bufferevent-history

Adjacency formation logsadjacency

Internal event logsevent

HA and GR logsha

LSA flooding logsflooding

LSA generation and databse logslsa

SPF calculation logsspf

Redistribution logsredistribution

HELLO related logshello

SPF TRIGGER related logsspf-trigger

Configure the size of the event-hist buffersize

Buffer size

default: small

small value: 65536
Small buffer

medium value: 512000
Medium buffer

large value: 1024000
Large buffer

disabled value: 0
Disabled

size_in_text

Type: uinteger

Size of the file in kbytes

size_in_Kbytes

Command Modes • /exec/configure/router-ospf3
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ospfv3 flood-bw-percentage
[no] ospfv3 flood-bw-percentage percentage

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Percentage of bandwidth used for floodingflood-bw-percentage

Type: integer

min: 1 max: 25

Negate a command or set its defaults

percentage

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 hello-interval
ospfv3 hello-interval interval|no ospfv3 hello-interval [interval]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Hello intervalhello-interval

Type: integer

min: 1 max: 65535 default: 10

(seconds)

interval

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 instance
ospfv3 instance instance-id|no ospfv3 instance [instance-id]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Instance identifierinstance

Type: integer

min: 0 max: 255 default: 0

Instance identifier value

instance-id

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 mtu-ignore
[no] ospfv3 mtu-ignore

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

DisableOSPFMTUmismatch detectionmtu-ignore

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 network broadcast point-to-point
ospfv3 network {broadcast|point-to-point}|no ospfv3 network [{broadcast|point-to-point}]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Network typenetwork

Specify OSPF broadcast multi-access networkbroadcast

Specify OSPF point-to-point networkpoint-to-point

Command Modes • /exec/configure/if-broadcast
• /exec/configure/if-p2p
• /exec/configure/if-mgmt-ether
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ospfv3 network point-to-point
ospfv3 network point-to-point|no ospfv3 network [point-to-point]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Network typenetwork

SpecifyOSPF point-to-point networkpoint-to-point

Command Modes • /exec/configure/if-loopback
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ospfv3 passive-interface
[{default|no}] ospfv3 passive-interface

Syntax Description Undo a commanddefault

Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Suppress routing updates on the interfacepassive-interface

Command Modes • /exec/configure/if-broadcast
• /exec/configure/if-p2p
• /exec/configure/if-mgmt-ether
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ospfv3 priority
ospfv3 priority prio|no ospfv3 priority [prio]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Router prioritypriority

Type: integer

min: 0 max: 255 default: 1

Router priority

prio

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 retransmit-interval
ospfv3 retransmit-interval interval|no ospfv3 retransmit-interval [interval]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Packet retransmission intervalretransmit-interval

Type: integer

min: 1 max: 65535 default: 5

(seconds)

interval

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 shutdown
[no] ospfv3 shutdown

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Shutdown ospf on this interfaceshutdown

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mgmt-ether
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ospfv3 transmit-delay
ospfv3 transmit-delay delay|no ospfv3 transmit-delay [delay]

Syntax Description Negate a command or set its defaultsno

OSPFv3 configuration commandsospfv3

Packet transmission delaytransmit-delay

Type: integer

min: 1 max: 450 default: 1

(seconds)

delay

Command Modes • /exec/configure/if-igp
• /exec/configure/if-gre-tunnel
• /exec/configure/if-mpls-tunnel
• /exec/configure/if-mgmt-ether
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overbudgetshut
overbudgetshut [module module]

Syntax Description Shut down the specified LCs due to power over budgetoverbudgetshut

Module Force Shut downmodule

Type: integer-mrange

please enter the module number

module

Command Modes • /exec
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overbudgetsyslog
overbudgetsyslog

Syntax Description Print Syslog to indicate power over budgetoverbudgetsyslog

Command Modes • /exec
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overload rip
overload rip

Syntax Description overload

Forced RIP
overload

rip

Command Modes • /exec
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P Commands

• parity (syscli), on page 2152
• parity (syscli), on page 2153
• passive-interface default (eigrp), on page 2154
• passive-interface default (isis), on page 2155
• passive-interface default (ospf), on page 2156
• passive-interface default (ospfv3), on page 2157
• passive-interface eigrp, on page 2158
• password secure-mode, on page 2159
• password strength-check, on page 2160
• passwordpassword, on page 2161
• pause, on page 2162
• peer-gateway, on page 2163
• peer-keepalive destination, on page 2164
• peer-switch, on page 2167
• perf, on page 2168
• periodic-inventory notification (callhome), on page 2169
• periodic-inventory notification (callhome), on page 2170
• periodic to (aclmgr), on page 2171
• periodic to (aclmgr), on page 2173
• permit interface, on page 2174
• permit vlan, on page 2175
• permit vrf, on page 2176
• permit vsan, on page 2177
• phone-contact, on page 2178
• ping, on page 2179
• ping6, on page 2180
• pinning max-links, on page 2181
• pinning mode, on page 2182
• pipe begin exclude include end -i -x, on page 2183
• pipe grep egrep -c -i -n -v -w -x (clic), on page 2184
• pipe grep egrep -c -i -n -v -w -x (clic), on page 2185
• pipe grep egrep count ignore-case line-number invert-match word-exp line-exp, on page 2186
• pktmgr cache disable, on page 2187
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• pktmgr discard detail direction, on page 2188
• plugin-test load, on page 2189
• plugin-test unload, on page 2190
• police (copp_cli), on page 2191
• police (qosmgr), on page 2195
• policy-map, on page 2205
• policy-map type control-plane, on page 2206
• policy-map type network-qos, on page 2207
• policy-map type queuing, on page 2208
• pong, on page 2209
• pop, on page 2212
• port-channel hash-distribution, on page 2213
• port-channel limit, on page 2214
• port-channel load-balance, on page 2215
• port-channel load-balance ethernet, on page 2217
• port-channel load-balance hash-modulo-f2, on page 2219
• port-channel load-balance hash enable, on page 2220
• port-channel load-balance resilient, on page 2221
• port-channel load-defer, on page 2222
• port-channel min-links, on page 2223
• port-channel port hash-distribution, on page 2224
• port-channel port load-defer, on page 2225
• port-security stop learning, on page 2226
• (aclmgr), on page 2227
• power efficient-ethernet auto, on page 2228
• power efficient-ethernet sleep threshold aggressive, on page 2229
• power redundancy-mode combined, on page 2230
• power redundancy-mode combined force, on page 2231
• power redundancy-mode insrc-redundant, on page 2232
• power redundancy-mode ps-redundant, on page 2233
• poweroff, on page 2234
• pps (ospf), on page 2235
• pps (ospfv3), on page 2236
• preempt (glbp), on page 2237
• preempt (vrrp_mgr), on page 2238
• preempt delay minimum reload, on page 2239
• priority-flow-control mode, on page 2240
• priority (glbp), on page 2241
• priority (hsrp_engine), on page 2242
• priority (qosmgr), on page 2243
• priority (vrrp_mgr), on page 2244
• private-vlan, on page 2245
• private-vlan association add remove, on page 2246
• private-vlan mapping add remove, on page 2247
• private-vlan release resource, on page 2248
• private-vlan synchronize, on page 2249
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• promiscuous-mode, on page 2250
• protocol-down, on page 2251
• protocol-reinit, on page 2252
• protocol-up, on page 2253
• protocol shutdown (ospf), on page 2254
• protocol shutdown (ospfv3), on page 2255
• publish-event sub-system type, on page 2256
• purge ip route, on page 2257
• purge ipv6 route, on page 2258
• purge module running-config, on page 2259
• push, on page 2260
• pwd, on page 2261
• python, on page 2262
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parity (syscli)
[no] parity {even|none|odd}

Syntax Description Negate a command or set its defaultsno

Set terminal parityparity

Even parityeven

No paritynone

Odd parityodd

Command Modes • /exec/configure/console
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parity (syscli)
[no] parity {even|none|odd}

Syntax Description Negate a command or set its defaultsno

Set terminal parityparity

Even parityeven

No paritynone

Odd parityodd

Command Modes • /exec/configure/com1
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passive-interface default (eigrp)
[no] passive-interface default

Syntax Description Negate a command or set its defaultsno

Suppress routing updates on the interfacepassive-interface

interfaces passive by defaultdefault

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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passive-interface default (isis)
[no] passive-interface default level

Syntax Description Negate a command or set its defaultsno

Suppress IS-IS PDUpassive-interface

Undo a commanddefault

IS-IS level

level-1 value: 1
Suppress level-1 PDU

level-2 value: 2
Suppress level-2 PDU

level-1-2 value: 3
Suppress level-1 and level-2
PDU

level

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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passive-interface default (ospf)
[no] passive-interface default

Syntax Description Negate a command or set its defaultsno

Suppress routing updates on the interfacepassive-interface

interfaces passive by defaultdefault

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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passive-interface default (ospfv3)
[no] passive-interface default

Syntax Description Negate a command or set its defaultsno

Suppress routing updates on the interfacepassive-interface

interfaces passive by defaultdefault

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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passive-interface eigrp
[{default|no}] {ip|ipv6} passive-interface eigrp eigrp-ptag

Syntax Description Undo a commanddefault

Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Suppress routing updates on an interfacepassive-interface

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor
| neighbors | notifications | packets | prefix | route | route-map | shutdown | summary |
topology | traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Command Modes • /exec/configure/if-igp
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password secure-mode
[no] password secure-mode

Syntax Description Negate a command or set its defaultsno

Password for the userpassword

Enable securemode for changing passwordsecure-mode

Command Modes • /exec/configure
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password strength-check
[no] password strength-check

Syntax Description Negate a command or set its defaultsno

Password for the userpassword

Strength check of passwordstrength-check

Command Modes • /exec/configure
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passwordpassword
password password-string|{no|default} password [password-string]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure a password for neighborpassword

Type: password

Neighbor password

password-string

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-neighbor-stmp
• /exec/configure/router-bgp/router-bgp-vrf-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
• /exec/configure/router-bgp/router-bgp-prefixneighbor
• /exec/configure/router-bgp/router-bgp-vrf-prefixneighbor
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pause
[no] pause {delayed-drop timeout|[buffer-size size-in-bytes pause-threshold xoff-bytes
resume-threshold xon-bytes] pfc-cos pfc-cos-list}

Syntax Description Negate a command or set its defaultsno

PAUSE charecteristics (CBFC) Available only in the 9500 series.pause

Enable delayed-drop for the CoSdelayed-drop

Type: uinteger

min: 1 max: 65535

Timer value for delayed drop

timeout

Ingress buffer size in bytesbuffer-size

Buffer limit for pausing in bytespause-threshold

Buffer limit at which to resume in bytesresume-threshold

Type: long

Ingress buffer for the no-drop class in bytes

size-in-bytes

Type: long

Buffer limit at which the port pauses the peer

xoff-bytes

Type: long

Buffer limit at which the port resumes the peer

xon-bytes

CoS values to assert PFC onpfc-cos

Type: integer-mrange

List of class-of-service values

pfc-cos-list

Command Modes • /exec/configure/policy-map/type/uf/class
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peer-gateway
peer-gateway [exclude-vlan vlan-list]|no peer-gateway

Syntax Description Negate a command or set its defaultsno

Enable L3 forwarding for packets destined to peer's gateway mac-addresspeer-gateway

Specify VLANs to be excluded from peer-gateway functionalityNot available in this release.exclude-vlan

Type: vlan-mrange

Specify the list of vlans

vlan-list

Command Modes • /exec/configure/vpc-domain
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peer-keepalive destination
peer-keepalive destination dst-ip [{[{source src-ip|udp-port udp-port-num|vrf
{vrf-namevrf-known-name}|interval interval-ms timeout time-out|tos-byte tos-byte-value|hold-timeout
hold-time-out}]+|[{source src-ip|udp-port udp-port-num|vrf {vrf-namevrf-known-name}|interval
interval-ms timeout time-out|tos
{tos-value|min-delay|max-throughput|max-reliability|min-monetary-cost|normal}|hold-timeout
hold-time-out}]+|[{source src-ip|udp-port udp-port-num|vrf {vrf-namevrf-known-name}|interval
interval-ms timeout time-out|precedence
{prec-vlaue|network|internet|critical|flash-override|flash|immediate|priority|routine}|hold-timeout
hold-time-out}]+}]

Syntax Description Keepalive/Hello with peer switchpeer-keepalive

specify destination ip address of peer switchdestination

Type: ipaddr

IPv4 address (A.B.C.D) of destination

dst-ip

source interface for hellosource

Type: ipaddr

IPv4 address (A.B.C.D) of source

src-ip

enter UDP port number used for helloudp-port

Type: integer

min: 1024 max: 65000

udp port number for hellos

udp-port-num

vrf to be used for hello messagesvrf

Type: string

vrf to be used for hellos

vrf-name

Type: vrf

Known VRF name

vrf-known-name

enter interval in millesecondsinterval

Type: integer

min: 400 max: 10000

Enter interval in milleseconds

interval-ms

enter timeout in secondstimeout
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Type: integer

min: 3 max: 20

enter timeout in seconds

time-out

Precedenceprecedence

Type: integer

min: 0 max: 7

Precedence value

prec-vlaue

network (7)network

internet (6)internet

critical (5)critical

flash-override (4)flash-override

flash (3)flash

immediate (2)immediate

priority (1)priority

routine (0)routine

Type of Servicetos

Type: integer

min: 0 max: 15

Enter 4-bit TOS value

tos-value

min-delay (8)min-delay

max-throughput (4)max-throughput

max-reliability (2)max-reliability

min-monetary-cost (1)min-monetary-cost

normal (0)normal

Type of Service Bytetos-byte

Type: integer

min: 0 max: 255

Enter 8-bit TOS value

tos-byte-value

hold timeout to ignore stale peer alive messageshold-timeout
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Type: integer

min: 3 max: 10

Enter hold-timeout in seconds

hold-time-out

Command Modes • /exec/configure/vpc-domain
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peer-switch
[no] peer-switch

Syntax Description Negate a command or set its defaultsno

Enable peer switch on vPC pair switchespeer-switch

Command Modes • /exec/configure/vpc-domain
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perf
perf [{record {context-switch|profile} {system|process i0} [s1]|stop {alls0}|list|create-archive
s2|remove {alls3}}]

Syntax Description Negate a command or set its defaultsno

Run perf tool to collect or process event dataperf

Record events to a file for later analysisrecord

Stop a perf record.stop

List recorded datasetslist

Create an archive of dataset for downloadcreate-archive

Remove recorded dataset(s)remove

Act on all recorded datasetsall

Record context-switch eventscontext-switch

Record periodic runtime samplesprofile

Record events for all processes on all CPUSsystem

Record events for a specific process with the given pidprocess

Type: integer

min: 1 max: 32768

pid of process to record events

i0

Type: string

id of perf record session to stop

s0

Type: string

id to use for perf record session

s1

Type: string

id of perf dataset to create an archive

s2

Type: string

id of perf dataset to remove

s3

Command Modes • /exec
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periodic-inventory notification (callhome)
periodic-inventory notification {interval i0|timeofday s0}

Syntax Description Configure periodic software inventory message dispatchperiodic-inventory

Enable periodic software inventory message dispatchnotification

Configure the time period for periodic inventoryinterval

Type: integer

min: 1 max: 30

Time period in days (default is 7 days)

i0

Configure the timeofday for periodic inventory in HH:MM formattimeofday

Type: string

length: 5

Time period in HH:MM format

s0

Command Modes • /exec/configure/callhome
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periodic-inventory notification (callhome)
[no] periodic-inventory notification

Syntax Description Negate a command or set its defaultsno

Configure periodic software inventorymessage dispatchperiodic-inventory

Enable periodic software inventory message dispatchnotification

Command Modes • /exec/configure/callhome

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2170

P Commands
periodic-inventory notification (callhome)



periodic to (aclmgr)
{[seqno]|no} periodic {Monday|Tuesday|Wednesday|Thursday|Friday|Saturday|Sunday} stime to
eday etime

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Periodic time and dateperiodic

MondayMonday

TuesdayTuesday

WednesdayWednesday

ThursdayThursday

FridayFriday

SaturdaySaturday

SundaySunday

Day of the week

Monday value: 1
Monday

Tuesday value: 2
Tuesday

Wednesday value: 3
Wednesday

Thursday value: 4
Thursday

Friday value: 5
Friday

Saturday value: 6
Saturday

Sunday value: 7
Sunday

eday

Type: time

Starting time

stime

Ending day and timeto
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Type: time

Ending time

etime

Command Modes • /exec/configure/timerange
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periodic to (aclmgr)
{[seqno]|no} periodic
{{Monday|Tuesday|Wednesday|Thursday|Friday|Saturday|Sunday}+|daily|weekdays|weekend} stime
to etime

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Periodic time and dateperiodic

MondayMonday

TuesdayTuesday

WednesdayWednesday

ThursdayThursday

FridayFriday

SaturdaySaturday

SundaySunday

Every day of the weekdaily

Monday thru Fridayweekdays

Saturday and Sundayweekend

Type: time

Starting time

stime

Ending day and timeto

Type: time

Ending time

etime

Command Modes • /exec/configure/timerange
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permit interface
[no] permit interface if0

Syntax Description Negate a command or set its defaultsno

Permit access to interfaces (applicable if interface policy is 'deny')permit

Enter the range of interfaces accessible the roleinterface

Type: interface-mrange

Enter the interface range

if0

Command Modes • /exec/configure/role/interface
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permit vlan
[no] permit vlan vlan-mrange

Syntax Description Negate a command or set its defaultsno

Permit access to vlans (applicable if vlan policy is 'deny')permit

Enter the range of vlans accessible the rolevlan

Type: vlan-mrange

Enter the vlan range

vlan-mrange

Command Modes • /exec/configure/role/vlan
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permit vrf
[no] permit vrf vrf-name

Syntax Description Negate a command or set its defaultsno

Permit access to vrf (applicable if vrf policy is 'deny')permit

Enter the range of vrf accessible the rolevrf

Type: vrf

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf | topology
| passive

length: 32

Enter the vrf name

vrf-name

Command Modes • /exec/configure/role/vrf
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permit vsan
[no] permit vsan vsan-mrange

Syntax Description Negate a command or set its defaultsno

Permit access to vsans (applicable if vsan policy is 'deny')permit

Enter the range of vsans accessible the rolevsan

Type: vsan-mrange

Enter the vsan range

vsan-mrange

Command Modes • /exec/configure/role/vsan
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phone-contact
phone-contact s0|no phone-contact

Syntax Description Negate a command or set its defaultsno

Contact person's phone numberphone-contact

Type: string

length: 17

Phone number in international format(such as +1-800-123-4567)

s0

Command Modes • /exec/configure/callhome
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ping
ping [{{alphanumeric}|multicast group interface interface [loopback]} [{count {count|unlimited}|vrf
{vrf-namevrf-known-name}|packet-size packetsize|interval interval|source {alphanumeric1}|df-bit|timeout
timeout}]+]

Syntax Description Type: ipaddr

IP address of remote system

numeric

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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ping6
ping6 {{hosthostname} [source {host1hostname}]|multicast group} [{count
{count|unlimited}|packet-size packetsize|vrf {vrf-namevrf-known-name}|timeout timeout|interval
interval}]+

Syntax Description Type: ipv6addr

IPv6 address format: aaaa:bbbb:cccc:dddd:eeee:ffff:gggg:hhhh, aaaa::bbbb

host

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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pinning max-links
pinning max-links max-flinks|no pinning max-links

Syntax Description Negate the commandno

Pinning configurationspinning

Number of Fabric
links

max-links

Type: integer

min: 1 max: 8

Number of fabric links

max-flinks

Command Modes • /exec/configure/fex
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pinning mode
pinning mode [{static|dynamic|least-used|static-dist}]|no pinning mode

Syntax Description Negate the commandno

Pinning configurationspinning

Pinning modemode

Static pinning modestatic

Dynamic pinning modedynamic

Least used pinning modeleast-used

Static uneven pinning
mode

static-dist

Command Modes • /exec/configure/fex
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pipe begin exclude include end -i -x
" | " {begin|exclude|include|end} [{-i|-x}]+ expr [{next num|prev num}]+

Syntax Description Pipe command output to filter|

Begin with the line that matchesbegin

Exclude lines that matchexclude

Include lines that matchinclude

End with the line that matchesend

Ignore case difference when comparing strings-i

Print only lines where the match is a whole line-x

Type: string

antipattern: | \ | -A\ | -B\ | -c\ | -i\ | -n\ | \-v\ | -w\ | -x

Search for the expression

expr

Print <num> lines of context after every matching linenext

Print <num> lines of context before every matching lineprev

Type: integer

min: 1 max: 999

Print <num> lines of context

num

Command Modes • /output
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pipe grep egrep -c -i -n -v -w -x (clic)
" | " {grep|egrep} [{-c|-i|-n|-v|-w|-xctx|-A num|-B num}]+ [--] expr

Syntax Description Pipe command output to filter|

Grepgrep

Egrepegrep

Print a total count of matching lines only-c

Ignore case difference when comparing strings-i

Print each match preceded by its line number-n

Print only lines that contain no matches for <expr>-v

Print only lines where the match is a complete word-w

Print only lines where the match is a whole line-x

Type: integer

Print <num> lines of context on each side of every match

ctx

Print <num> lines of context after every matching line-A

Print <num> lines of context before every matching line-B

Type: integer

min: 1 max: 999

Print <num> lines of context

num

----

Type: string

antipattern: | \ | -A\ | -B\ | -c\ | -i\ | -n\ | \-v\ | -w\ | -x

Search for the expression

expr

Command Modes • /output
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pipe grep egrep -c -i -n -v -w -x (clic)
" | " {grep|egrep} [{-c|-i|-n|-v|-w|-xctx|-A num|-B num}]+ expr

Syntax Description Pipe command output to filter|

Grep - print lines matching a patterngrep

Egrep - print lines matching a patternegrep

Print a total count of matching lines only-c

Ignore case difference when comparing strings-i

Print each match preceded by its line number-n

Print only lines that contain no matches for <expr>-v

Print only lines where the match is a complete word-w

Print only lines where the match is a whole line-x

Type: integer

Print <num> lines of context on each side of every match

ctx

Print <num> lines of context after every matching line-A

Print <num> lines of context before every matching line-B

Type: integer

min: 1 max: 999

Print <num> lines of context

num

Type: string

antipattern: | \ | -A\ | -B\ | -c\ | -i\ | -n\ | \-v\ | -w\ | -x

Search for the expression

expr

Command Modes • /output
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pipe grep egrep count ignore-case line-number invert-match
word-exp line-exp

" | " {grep|egrep} [{count|ignore-case|line-number|invert-match|word-exp|line-expctx|next num|prev
num}]+ expr

Syntax Description Pipe command output to filter|

Grep - print lines matching a patterngrep

Egrep - print lines matching a patternegrep

Print a total count of matching lines onlycount

Ignore case difference when comparing stringsignore-case

Print each match preceded by its line numberline-number

Print only lines that contain no matches for <expr>invert-match

Print only lines where the match is a complete wordword-exp

Print only lines where the match is a whole lineline-exp

Type: integer

Print <num> lines of context on each side of every match

ctx

Print <num> lines of context after every matching linenext

Print <num> lines of context before every matching lineprev

Type: integer

min: 1 max: 999

Print <num> lines of context

num

Type: string

antipattern: | \ | -A\ | -B\ | -c\ | -i\ | -n\ | \-v\ | -w\ | -x

Search for the expression

expr

Command Modes • /output
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pktmgr cache disable
[no] pktmgr cache disable

Syntax Description Negate a command or set its defaultsno

packet managerpktmgr

Disable cachecache

Disable cachedisable

Command Modes • /exec/configure
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pktmgr discard detail direction
[no] pktmgr discard [type type] [direction direction] [detail]

Syntax Description Negate a command or set its defaultsno

packet managerpktmgr

discard CPI-bound output packetsdiscard

detailed discard infodetail

pm debug-filter directiondirection

pm direction

inbound value: 1
pm inbound debug-filter

outbound value: 2
pm outbound debug-filter

both value: 0
pm bi-directional (default)

direction

Driver typetype

Driver type

inband value: 1
Inband

mgmt value: 3
Mgmt

type

Command Modes • /exec
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plugin-test load
plugin-test load uri0 [[uri1] [uri2]]

Syntax Description PLUGIN testplugin-test

PLUGIN test
load

load

Type: uri

Enter image
name

uri0

Type: uri

Enter image
name

uri1

Type: uri

Enter image
name

uri2

Command Modes • /exec
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plugin-test unload
plugin-test unload s0 [[s1] [s2]]

Syntax Description PLUGIN testplugin-test

plugin test
unload

unload

Type: string

Enter swid

s0

Type: string

Enter swid

s1

Type: string

Enter swid

s2

Command Modes • /exec
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police (copp_cli)
police [cir] {cir-val [opt_kbps_mbps_gbps_pps_cir]|percent cir-perc} [[bc] bc-val
[opt_kbytes_mbytes_gbytes_bc]] [pir {pir [opt_kbps_mbps_gbps_pps_pir]|percent1 pir-perc} [[be]
be-val [opt_kbytes_mbytes_gbytes_be]]] [conform {opt_drop_transmit_conform|set-cos-transmit
set-cos-val|set-dscp-transmit {set-dscp-valopt_set_dscp}|set-prec-transmit {set-prec-valopt_set_prec}}
[exceed {opt_drop_transmit_exceed|set dscp1 dscp2 table cir-markdown-map}] [violate
{opt_drop_transmit_violate|set1 dscp3 dscp4 table1 pir-markdown-map}]]

Syntax Description Policepolice

Specify committed information ratecir

Type: long

Committed Information Rate in pps

cir-val

Units

pps value: 8
Packets per second

opt_kbps_mbps_gbps_pps_cir

Specify rate as percentage of interface data-rateNot available in this release.percent

Type: long

Percentage

cir-perc

Specify peak information rate Not available in this release.pir

Type: long

Peak Information Rate in bps/kbps/mbps/gbps

pir

Units

bps value: 1
Bits per second

kbps value: 2
Kilo Bits per second

mbps value: 3
Mega Bits per second

gbps value: 4
Giga Bits per second

pps value: 8
Packets per second

opt_kbps_mbps_gbps_pps_pir

Specify rate as percentage of interface data-rateNot available in this release.percent1

Type: long

Percentage

pir-perc

Specify extended burst Not available in this release.be
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Type: long

Peak Burst Size in bytes/kbytes/mbytes/packets/ms/us

be-val

Units

bytes value: 1
Bytes

kbytes value: 2
Kilo Bytes

mbytes value: 3
Mega Bytes

packets value: 8
Packets

ms value: 5
Milli seconds

us value: 6
Micro seconds

opt_kbytes_mbytes_gbytes_be

Specify committed burstbc

Type: long

Committed Burst Size in packets

bc-val

Units

packets value: 8
Packets

opt_kbytes_mbytes_gbytes_bc

Specify a conform actionconform

Set the action

transmit value: 1
Transmit the packet

opt_drop_transmit_conform

Set conform action cos val Not available in this release.set-cos-transmit

Type: uinteger

min: 0 max: 7

802.1Q Class of Service value

set-cos-val

Set conform action dscp val Not available in this release.set-dscp-transmit

Type: uinteger

min: 0 max: 63

DSCP value

set-dscp-val
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

opt_set_dscp

Set conform action precedence val Not available in this release.set-prec-transmit

Type: uinteger

min: 0 max: 7

IP Precedence value

set-prec-val
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routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

opt_set_prec

Specify a exceed action Not available in this release.exceed

Set the action

drop value: 2
Drop the packet

transmit value: 1
Transmit the packet

opt_drop_transmit_exceed

Set exceed action to cir-markdown-map Not available in this release.set

Exceed from fielddscp1

Exceed to fielddscp2

To specify table nametable

Well known markdown mapcir-markdown-map

Specify a violate actionviolate

Set the action

drop value: 2
Drop the packet

opt_drop_transmit_violate

Set violate action to pir-markdown-map Not available in this release.set1

Violate from fielddscp3

Violate to fielddscp4

To specify table nametable1

Well known markdown mappir-markdown-map

Command Modes • /exec/configure/pmap/class

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2194

P Commands
police (copp_cli)



police (qosmgr)
[no] police {[cir] {cir-val [{bps|kbps|mbps|gbps|pps}]|percent cir-perc} [[bc] committed-burst
[{bytes|kbytes|mbytes|ms|us|packets}]] [pir {pir-val [{bps2|kbps2|mbps2|gbps2|pps2}]|percent
pir-perc} [[be] extended-burst [{bytes2|kbytes2|mbytes2|ms2|us2|packets2}]]] [conform
{transmit|set-prec-transmit {prec-valprec-enum}|set-dscp-transmit {dscp-valdscp-enum}|set-cos-transmit
cos-val|set-discard-class-transmit disc-class-val|set-qos-transmit
qos-grp-val|set-mpls-exp-imposition-transmit exp-value-imp|set-mpls-exp-topmost-transmit exp-value-top}
[exceed {drop1|set exc-frm-field exc-to-field table cir-markdown-map|set-prec-transmit1
{prec-val1prec-enum1}|set-dscp-transmit1 {dscp-val1dscp-enum1}|set-cos-transmit1
cos-val1|set-discard-class-transmit1 disc-class-val1|set-qos-transmit1
qos-grp-val1|set-mpls-exp-imposition-transmit1 exp-value-imp1|set-mpls-exp-topmost-transmit1
exp-value-top1}] [violate {drop2|set vio-frm-field vio-to-field table2
pir-markdown-map|set-prec-transmit2 {prec-val2prec-enum2}|set-dscp-transmit2
{dscp-val2dscp-enum2}|set-cos-transmit2 cos-val2|set-discard-class-transmit2
disc-class-val2|set-qos-transmit2 qos-grp-val2|set-mpls-exp-imposition-transmit2
exp-value-imp2|set-mpls-exp-topmost-transmit2 exp-value-top2}]]|aggregate policer-name}

Syntax Description Negate a command or set its defaultsno

policepolice

Specify committed information ratecir

Type: long

Committed Information Rate value in bps/kbps/mbps/gbps/pps

cir-val

Specify committed burstbc

Type: long

Committed Burst value in bytes/kbytes/mbytes/ms/us/packets

committed-burst

Specify rate as percentage of interface data-ratepercent

Type: uinteger

min: 1 max: 100

Percentage

cir-perc

Type: uinteger

min: 1 max: 100

Percentage

pir-perc

Specify peak information ratepir

Type: long

Peak Information Rate value in bps/kbps/mbps/gbps/pps

pir-val
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Specify extended burst (for 1R3C meter)be

Type: long

Value of extended burst in bytes/kbytes/mbytes/ms/us/packets

extended-burst

Bits per secondbps

Kilo bits per secondkbps

Mega bits per secondmbps

Giga bits per secondgbps

Packets per secondpps

Bits per secondbps2

Kilo Bits per secondkbps2

Mega Bits per secondmbps2

Giga Bits per secondgbps2

Packets per secondpps2

Bytesbytes

Kilo byteskbytes

Mega bytesmbytes

Micro second(s)us

Milli second(s)ms

Packetspackets

Bytesbytes2

Kilo Byteskbytes2

Mega Bytesmbytes2

Milli secondsms2

Micro secondsus2

Packetspackets2

Specify a conform actionconform

Specify a exceed actionexceed

Specify a violate actionviolate

Transmit packettransmit
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Drop packetdrop1

Drop packetdrop2

Set precedence and send itset-prec-transmit

Set precedence and send itset-prec-transmit1

Set precedence and send itset-prec-transmit2

Type: uinteger

min: 0 max: 7

Precedence value

prec-val

Type: uinteger

min: 0 max: 7

Precedence value

prec-val1

Type: uinteger

min: 0 max: 7

Precedence value

prec-val2

routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum
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routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum1

routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum2

Set dscp and send itset-dscp-transmit

Set dscp and send itset-dscp-transmit1

Set dscp and send itset-dscp-transmit2

Type: uinteger

min: 0 max: 63

DSCP value

dscp-val

Type: uinteger

min: 0 max: 63

DSCP value

dscp-val1
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Type: uinteger

min: 0 max: 63

DSCP value

dscp-val2

af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum1
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum2

Set cos and send itset-cos-transmit

Set cos and send itset-cos-transmit1

Set cos and send itset-cos-transmit2
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Type: uinteger

min: 0 max: 7

new cos value

cos-val

Type: uinteger

min: 0 max: 7

new cos value

cos-val1

Type: uinteger

min: 0 max: 7

new cos value

cos-val2

Set discard class and send it Not available in this release.set-discard-class-transmit

Set discard class and send it Not available in this release.set-discard-class-transmit1

Set discard class and send it Not available in this release.set-discard-class-transmit2

Type: uinteger

min: 0 max: 63

new discard-class value

disc-class-val

Type: uinteger

min: 0 max: 63

new discard-class value

disc-class-val1

Type: uinteger

min: 0 max: 63

new discard-class value

disc-class-val2

Set qos-group and send itset-qos-transmit

Set qos-group and send itset-qos-transmit1

Set qos-group and send itset-qos-transmit2

Type: uinteger

min: 0 max: 3

QoS group value

qos-grp-val

Type: uinteger

min: 0 max: 3

QoS group value

qos-grp-val1

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2202

P Commands
police (qosmgr)



Type: uinteger

min: 0 max: 3

QoS group value

qos-grp-val2

set-mpls-exp-imposition-transmit Not available in this release.set-mpls-exp-imposition-transmit

set-mpls-exp-imposition-transmit Not available in this release.set-mpls-exp-imposition-transmit1

set-mpls-exp-imposition-transmit Not available in this release.set-mpls-exp-imposition-transmit2

Type: uinteger

min: 0 max: 7

MPLS imposition value

exp-value-imp

Type: uinteger

min: 0 max: 7

MPLS imposition value

exp-value-imp1

Type: uinteger

min: 0 max: 7

MPLS imposition value

exp-value-imp2

Set MPLS topmost label Not available in this release.set-mpls-exp-topmost-transmit

Set MPLS topmost label Not available in this release.set-mpls-exp-topmost-transmit1

Set MPLS topmost label Not available in this release.set-mpls-exp-topmost-transmit2

Type: uinteger

min: 0 max: 7

MPLS topmost value

exp-value-top

Type: uinteger

min: 0 max: 7

MPLS topmost value

exp-value-top1

Type: uinteger

min: 0 max: 7

MPLS topmost value

exp-value-top2

Set a particular value using table or markdown mapset

dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

exc-frm-field
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dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

exc-to-field

dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

vio-frm-field

dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

vio-to-field

Set using the table-map Not available in this release.table

Set using the table-map Not available in this release.table2

Markdown map table name for exceed actioncir-markdown-map

Markdown map table name for violate actionpir-markdown-map

Choose aggregate policer for current classNot available in this release.aggregate

Type: string

length: 40

Enter aggregate-policer name

policer-name

Command Modes • /exec/configure/policy-map/class
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policy-map
[no] policy-map [type qos] [match-first] pmap-name-qos

Syntax Description Negate a command or set its defaultsno

Configure a policy mappolicy-map

Specify the type of this policy-maptype

Qos policyqos

Take the action for the first class that matchesmatch-first

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name (alphanumeric)

pmap-name-qos

Command Modes • /exec/configure
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policy-map type control-plane
[no] policy-map type control-plane pmap-name

Syntax Description Negate a command or set its defaultsno

Configure a policy mappolicy-map

Specify the type of this policy-maptype

Control-Planecontrol-plane

Type: string

antipattern: copp-system-p-+(([a-zA-Z0-9] | [- | . | _])*)

length: 64

Policy-map name (alphanumeric)

pmap-name

Command Modes • /exec/configure
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policy-map type network-qos
[no] policy-map type network-qos pmap-name-nq

Syntax Description Negate a command or set its defaultsno

Configure a policy mappolicy-map

Specify the type of this policy-maptype

Network QoS policynetwork-qos

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name

pmap-name-nq

Command Modes • /exec/configure
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policy-map type queuing
[no] policy-map type queuing [match-first] pmap-name-que

Syntax Description Negate a command or set its defaultsno

Configure a policy mappolicy-map

Specify the type of this policy-maptype

Queuing policyqueuing

Take the action for the first class that matchesmatch-first

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name (alphanumeric)

pmap-name-que

Command Modes • /exec/configure
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pong
pong {[source smac] destination dmac [vlan vlan-val] [count count-val] [interface interface-name]
[inject]|destination-swid swid destination-mac dmac [vlan vlan-val] [count count-val] [interface
interface-name]} [interval interval] [timeout timeout] [cos cos-val] [details] [__readonly__
TABLE_req_no req-no packet-lost TABLE_pong_time hop-no pong-switch-mac
pong-residence-time-sec pong-residence-time-nsec last-hop rtt-sec rtt-nsec used-vlan total-count
success-count min-rtt max-rtt avg-rtt]

Syntax Description PONG - Precision Time Protocol(IEEE 1588) based debuging toolpong

source mac EEEE.EEEE.EEEE (default is system-mac)source

destination macdestination

destination-switchiddestination-swid

destination-macdestination-mac

number of packets to send (default is 5)count

vlan (default is 1)vlan

Interfaceinterface

IEEE 802.1Q class of servicecos

injectinject

Type: integer

min: 1 max: 4094

vlan

vlan-val

Type: uinteger

min: 0 max: 7

802.1Q Class of Service value

cos-val

Type: ethernet

Mac address

dmac

Type: integer

min: 1 max: 4094

Destination switch-id

swid

Type: ethernet

Mac address

smac
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Type: integer

min: 1 max: 1000

number of packets to send

count-val

Type: uinteger

Round trip time Sec

rtt-sec

Type: uinteger

Round trip time nsec

rtt-nsec

Type: uinteger

if it is last hop

last-hop

Type: interface

Interface name

interface-name

Read Only__readonly__

Type: string

packet lost message

packet-lost

pong for request numberTABLE_req_no

Type: integer

Req number

req-no

pong residence time tableTABLE_pong_time

Type: integer

Hop number

hop-no

intervalinterval

Type: integer

min: 1 max: 5

interval

interval

timeout (should be greater that interval)timeout

Type: integer

min: 2 max: 10

timeout

timeout

details - displays alL timestamps instead of residence timesdetails

Type: string

switch-mac

pong-switch-mac
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Type: uinteger

residence time in sec

pong-residence-time-sec

Type: uinteger

residence time in nsec

pong-residence-time-nsec

Type: integer

used vlan

used-vlan

Type: integer

total count

total-count

Type: integer

successful pong

success-count

Type: integer

minimum round trip time

min-rtt

Type: integer

maximum round trip time

max-rtt

Type: integer

average round trip time

avg-rtt

Command Modes • /exec/
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pop
pop [name]

Syntax Description popmode from stack or restore from namepop

Type: string

name

name

Command Modes • /global
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port-channel hash-distribution
port-channel hash-distribution type|no port-channel hash-distribution [type]

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel hash-distributionNot available in this release.hash-distribution

adaptive/fixed (default adaptive)

adaptive value: 1
port-channel hash-distribution type is adaptive

fixed value: 2
port-channel hash-distribution type is fixed

type

Command Modes • /exec/configure/
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port-channel limit
port-channel limit|no port-channel limit

Syntax Description Negate a command or set its defaultsno

Configure themaximum number of supported vPCsport-channel

limit to 244 vPCslimit

Command Modes • /exec/configure/vpc-domain
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port-channel load-balance
port-channel load-balance bndl_hash bndl_sel [rotate rotate] [concatenation] [{module module|fex
{fex-range|all}}]|no port-channel load-balance [bndl_hash bndl_sel [rotate rotate] [concatenation]
[{module module|fex {fex-range|all}}]]

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel load balanceload-balance

bundle hash

dst value: 1
destination based parameters

src value: 2
source based parameters

src-dst value: 3
source-destination based parameters

bndl_hash

bundle select

mac value: 0
MAC

ip value: 1
IP

l4port value: 2
L4 port

ip-l4port value: 3
IP and L4 port

ip-vlan value: 4
IP and VLAN

ip-l4port-vlan value: 5
IP, L4 port and VLAN

bndl_sel

offset the hash-inputrotate

Type: integer

min: 1 max: 63

offset the hash-input

rotate

enable/disable concatenationconcatenation

Specify a module numberNot available in this release.module

Type: integer

Specify a module number

module

FEX devices Not available in this release.fex
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Type: integer

min: 100 max: 199

FEX device range

fex-range

Permit all FEX to configure port-channel LBall

Command Modes • /exec/configure
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port-channel load-balance ethernet
port-channel load-balance ethernet algorithm [module module]|no port-channel load-balance
ethernet [algorithm [module module]]

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel load balanceload-balance

Ethernet port-channelethernet

Specify a module numbermodule

Type: integer

Specify a module number

module

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2217

P Commands
port-channel load-balance ethernet



Configure port-channel load balance

destination-mac value: 1
Destination MAC address

source-mac value: 2
Source MAC address

source-dest-mac value: 3
Source & Destination MAC address

destination-ip-vlan value: 4
Destination IP address and VLAN

destination-ip-gre value: 17
Destination IP GRE key

source-ip-vlan value: 5
Source IP address and VLAN

source-ip-gre value: 16
Source IP GRE key

source-dest-ip-vlan value: 6
Source & Destination IP address and VLAN

destination-port value: 7
Destination L4 port

source-port value: 8
Source L4 port

source-dest-port value: 9
Source & Destination L4 port

dest-ip-port value: 10
Destination IP address and L4 port

source-ip-port value: 11
Source IP address and L4 port

source-dest-ip-port value: 12
Source & Destination IP address and L4 port

dest-ip-port-vlan value: 13
Destination IP address, L4 port and VLAN

source-ip-port-vlan value: 14
Source IP address, L4 port and VLAN

source-dest-ip-port-vlan value: 15
Source & Destination IP address, L4 port and
VLAN

source-dest-ip-gre value: 18
Source & Destination IP GRE key

algorithm

Command Modes • /exec/configure
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port-channel load-balance hash-modulo-f2
[no] port-channel load-balance hash-modulo-f2

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel load balanceload-balance

Enable/disable modulo hash for N7K-F248XP cardsNot available in this release.hash-modulo-f2

Command Modes • /exec/configure
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port-channel load-balance hash enable
[no] port-channel load-balance hash enable

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel load balanceload-balance

hash enhancementhash

enableenable

Command Modes • /exec/configure
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port-channel load-balance resilient
port-channel load-balance resilient|no port-channel load-balance resilient

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel load balanceload-balance

Configure port-channel load balance resilient moderesilient

Command Modes • /exec/configure
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port-channel load-defer
port-channel load-defer load-defer-timeout|no port-channel load-defer [load-defer-timeout]

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Load defer time interval Not available in this release.load-defer

Type: integer

min: 1 max: 1800

Load defer time interval in seconds (default 120 seconds)

load-defer-timeout

Command Modes • /exec/configure/

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2222

P Commands
port-channel load-defer



port-channel min-links
port-channel min-links min-links-number|no port-channel min-links [min-links-number]

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure the port-channelmin-linksmin-links

Type: integer

min: 1 max: 16

Enter the min-link number

min-links-number

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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port-channel port hash-distribution
port-channel port hash-distribution type|no port-channel port hash-distribution [type]

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel port hash-distributionport

Configure port-channel port hash-distributionhash-distribution

adaptive/fixed (default adaptive)

adaptive value: 1
port-channel port hash-distribution type is
adaptive

fixed value: 2
port-channel port hash-distribution type is
fixed

type

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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port-channel port load-defer
port-channel port load-defer|no port-channel port load-defer

Syntax Description Negate a command or set its defaultsno

Configure port channel parametersport-channel

Configure port-channel load-defer for member portsport

Configure port-channel load-deferload-defer

Command Modes • /exec/configure/if-eth-port-channel-switch
• /exec/configure/if-eth-port-channel
• /exec/configure/if-eth-port-channel-p2p
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port-security stop learning
[no] port-security stop learning

Syntax Description Negate a command or set its defaultsno

Port security related commandport-security

stopstop

learninglearning

Command Modes • /exec
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(aclmgr)
{[seqno]|no} {_port_op port0_num|_port_range port1_num port2_num}

Syntax Description Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Negate a command or set its defaultsno

Port operator

lt value: 4
Match only packets with a lower port
number

gt value: 5
Match only packets with a greater port
number

eq value: 6
Match only packets on a given port number

neq value: 7
Match only packets not on a given port
number

_port_op

Port range

range value: 8
Match only packets in the range of port
numbers

_port_range

Type: integer

min: 0 max: 65535

Port number

port0_num

Type: integer

min: 0 max: 65535

Port number

port1_num

Type: integer

min: 0 max: 65535

Port number

port2_num

Command Modes • /exec/configure/portgroup
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power efficient-ethernet auto
[no] power efficient-ethernet auto

Syntax Description Negate a command or set its defaultsno

Configure EEE for the portpower

Configure Energy Efficient Ethernet (EEE)efficient-ethernet

Auto negotiate EEEauto

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
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power efficient-ethernet sleep threshold aggressive
[no] power efficient-ethernet sleep threshold aggressive

Syntax Description Negate a command or set its defaultsno

Configure EEE for the portpower

Configure Energy Efficient Ethernet (EEE)efficient-ethernet

EEE LPI sleep configurationsleep

EEE LPI sleep thresholdthreshold

Enable/ Disable EEE LPI aggressive sleepmodeaggressive

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
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power redundancy-mode combined
[no] power redundancy-mode combined

Syntax Description Negate a command or set its defaultsno

Configure power supplypower

Configure power supply redundancy moderedundancy-mode

Configure power supply redundancymode as combinedcombined

Command Modes • /exec/configure
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power redundancy-mode combined force
[no] power redundancy-mode combined force

Syntax Description Negate a command or set its defaultsno

Configure power supplypower

Configure power supply redundancy moderedundancy-mode

Configure power supply redundancymode as combinedcombined

Force combined mode without promptingforce

Command Modes • /exec/configure
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power redundancy-mode insrc-redundant
[no] power redundancy-mode insrc-redundant

Syntax Description Negate a command or set its defaultsno

Configure power supplypower

Configure power supply redundancy moderedundancy-mode

Configure power supply redundancymode as grid/AC input source redundantinsrc-redundant

Command Modes • /exec/configure
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power redundancy-mode ps-redundant
[no] power redundancy-mode ps-redundant

Syntax Description Negate a command or set its defaultsno

Configure power supplypower

Configure power supply redundancy moderedundancy-mode

Configure power supply redundancymode as PS redundantps-redundant

Command Modes • /exec/configure
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poweroff
[no] poweroff {module module|s0 santa-cruz-range}

Syntax Description Negate a command or set its defaultsno

Power off a module in the switch Available only in the 9500 series.poweroff

enter a module numbermodule

Type: integer

please enter the module number

module

Type: xbar-str

Power off a specific xbar

s0

Type: integer

please enter the xbar number

santa-cruz-range

Command Modes • /exec/configure
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pps (ospf)
pps pps burst|no pps [pps] [burst]

Syntax Description Negate a command or set its defaultsno

OSPF packets per secondpps

Type: integer

min: 0 max: 25000

Packets per second value

pps

Type: integer

min: 50 max: 5000

Burst value

burst

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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pps (ospfv3)
pps pps burst|no pps [pps] [burst]

Syntax Description Negate a command or set its defaultsno

OSPFv3 packets per secondpps

Type: integer

min: 0 max: 25000

Packets per second value

pps

Type: integer

min: 50 max: 5000

Burst value

burst

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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preempt (glbp)
[no] preempt [delay minimum min-delay]

Syntax Description Negate a command or set its defaultsno

Overthrow lower priority designated routerspreempt

Wait before preemptingdelay

Delay atleast this longminimum

Type: integer

min: 0 max: 3600

Number of seconds for minimum delay

min-delay

Command Modes • /exec/configure/if-eth-any/glbp
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preempt (vrrp_mgr)
[no] preempt

Syntax Description Negate a command or set its defaultsno

Enable preemption of lower priority masterpreempt

Command Modes • /exec/configure/if-eth-any/vrrp
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preempt delay minimum reload
preempt delay minimum min-delay reload rel-delay sync sync-delay|preempt delay reload rel-delay
minimum min-delay sync sync-delay|preempt delay sync sync-delay minimum min-delay reload
rel-delay|preempt delay reload rel-delay sync sync-delay minimum min-delay|preempt delay sync
sync-delay reload rel-delay minimum min-delay|preempt delay minimum min-delay sync sync-delay
reload rel-delay|preempt delay reload rel-delay sync sync-delay|preempt delay sync sync-delay
reload rel-delay|preempt delay minimum min-delay sync sync-delay|preempt delay sync sync-delay
minimum min-delay|preempt delay minimum min-delay reload rel-delay|preempt delay reload
rel-delay minimum min-delay|preempt delay minimum min-delay|preempt delay reload
rel-delay|preempt delay sync sync-delay|preempt|no preempt|no preempt delay [{minimum
[min-delay] [{[reload [rel-delay]] [sync [sync-delay]]|[sync [sync-delay]] [reload [rel-delay]]}]|reload
[rel-delay] [{[minimum [min-delay]] [sync [sync-delay]]|[sync [sync-delay]] [minimum
[min-delay]]}]|sync [sync-delay] [{[reload [rel-delay]] [minimum [min-delay]]|[minimum [min-delay]]
[reload [rel-delay]]}]}]

Syntax Description Negate a command or set its defaultsno

Overthrow lower priority Active routerspreempt

Wait before preemptingdelay

Delay at least this longminimum

Type: integer

min: 0 max: 3600

Number of seconds for minimum delay

min-delay

Delay after reloadreload

Type: integer

min: 0 max: 3600

Number of seconds for reload delay

rel-delay

Wait for IP redundancy clientssync

Type: integer

min: 0 max: 3600

Number of seconds for sync delay

sync-delay

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
• /exec/configure/if-eth-any/hsrp_ipv6
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priority-flow-control mode
[no] priority-flow-control mode {auto|on|off} [force]

Syntax Description Negate a command or set its defaultsno

Enable/Disable PFCpriority-flow-control

PFC Modemode

Set Auto Modeauto

Force PFC to Onon

Force PFC to Offoff

Force apply PFC configforce

Command Modes • /exec/configure/if-switching
• /exec/configure/if-routing
• /exec/configure/if-ethernet-m
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priority (glbp)
priority pri-value|no priority

Syntax Description Negate a command or set its defaultsno

Priority levelpriority

Type: integer

min: 1 max: 255

Priority Value

pri-value

Command Modes • /exec/configure/if-eth-any/glbp
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priority (hsrp_engine)
priority priority [forwarding-threshold lower lower-value upper upper-value]|no priority
[forwarding-threshold]

Syntax Description Negate a command or set its defaultsno

Priority levelpriority

Type: integer

min: 0 max: 255

Priority value

priority

Set forwarding thresholdforwarding-threshold

Set lower threshold valuelower

Type: integer

min: 0 max: 255

Lower threshold value

lower-value

Set upper threshold valueupper

Type: integer

min: 0 max: 255

Upper threshold value

upper-value

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
• /exec/configure/if-eth-any/hsrp_ipv6
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priority (qosmgr)
[no] priority [level value]

Syntax Description Negate a command or set its defaultsno

Configure traffic class prioritypriority

Specify level of prioritylevel

Type: uinteger

min: 1 max: 4

Value of level, lower the number higher the priority

value

Command Modes • /exec/configure/policy-map/type/queuing/class
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priority (vrrp_mgr)
priority priority_value [forwarding-threshold lower lower-value upper upper-value]|no priority
[forwarding-threshold]

Syntax Description Negate a command or set its defaultsno

Configure the vr prioritypriority

Type: integer

min: 1 max: 254

Configure the vr priority

priority_value

Set forwarding thresholdforwarding-threshold

Set lower threshold valuelower

Type: integer

min: 1 max: 254

Lower threshold value

lower-value

Set upper threshold valueupper

Type: integer

min: 1 max: 254

Upper threshold value

upper-value

Command Modes • /exec/configure/if-eth-any/vrrp
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private-vlan
[no] private-vlan pvlan-type

Syntax Description Negate a command or set its defaultsno

Configure a private VLANprivate-vlan

isolated value: 1
Configure theVLANas isolated privateVLAN

community value: 2
Configure the VLAN as community private
VLAN

primary value: 3
Configure the VLAN as primary private
VLAN

pvlan-type

Command Modes • /exec/configure/vlan
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private-vlan association add remove
private-vlan association [{add|remove}] secondary_vlans|no private-vlan association [secondary_vlans]

Syntax Description Configure a private VLANprivate-vlan

Configure association between private VLANsassociation

Add a VLAN to private VLAN listadd

Remove a VLAN from private VLAN listremove

Negate a command or set its defaultsno

Type: vlan-mrange

VLAN IDs of the private VLANs to be configured

secondary_vlans

Command Modes • /exec/configure/vlan
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private-vlan mapping add remove
private-vlan mapping [{add|remove}] secondary_vlans|no private-vlan mapping [secondary_vlans]

Syntax Description Configure a private VLANprivate-vlan

Set the private VLAN interface mappingmapping

Add a VLAN to private VLAN listadd

Remove a VLAN from private VLAN listremove

Negate a command or set its defaultsno

Type: vlan-mrange

Secondary VLAN IDs of the private VLAN interface mapping

secondary_vlans

Command Modes • /exec/configure/if-vlan
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private-vlan release resource
private-vlan release resource {[vlan vlan-id]|global}

Syntax Description Show information about private VLANprivate-vlan

releaserelease

resourceresource

VLAN statusvlan

global ridglobal

Type: vlan-mrange

VLAN IDs of the private VLANs to be configured

vlan-id

Command Modes • /exec
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private-vlan synchronize
private-vlan synchronize

Syntax Description Set private-vlan synchronizationprivate-vlan

Synchronize vlanssynchronize

Command Modes • /exec/configure/spanning-tree/mst/configuration
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promiscuous-mode
promiscuous-mode {off|on}|no promiscuous-mode [{off|on}]

Syntax Description Negate a command or set its defaultsno

Configure promiscuousmode for the portpromiscuous-mode

Disable promiscuous modeoff

Enable promiscuous modeon

Command Modes • /exec/configure/if-port-channel
• /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
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protocol-down
protocol-down

Syntax Description Mark protocol state
down

protocol-down

Command Modes • /exec/configure/if-overlay
• /exec/configure/if-te
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protocol-reinit
protocol-reinit

Syntax Description Reinitialize the
interface

protocol-reinit

Command Modes • /exec/configure/if-overlay
• /exec/configure/if-te
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protocol-up
protocol-up

Syntax Description Mark protocol state
up

protocol-up

Command Modes • /exec/configure/if-overlay
• /exec/configure/if-te

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2253

P Commands
protocol-up



protocol shutdown (ospf)
[no] protocol shutdown

Syntax Description Negate a command or set its defaultsno

OSPF protocolprotocol

Shutdown theOSPF protocol instanceshutdown

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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protocol shutdown (ospfv3)
[no] protocol shutdown

Syntax Description Negate a command or set its defaultsno

OSPF protocolprotocol

shutdown theOSPF protocol instanceshutdown

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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publish-event sub-system type
publish-event sub-system sub-system-id type event-type [arg1 data1] [arg2 data2] [arg3 data3]
[arg4 data4]

Syntax Description Publish an application specific eventpublish-event

Sub-system ID to which the application event belongssub-system

Type: uinteger

Sub-system ID value

sub-system-id

Event type valuetype

Type: uinteger

Event type value

event-type

User specified data to be passed when the event is publishedarg1

Type: string

User specified data value

data1

User specified data to be passed when the event is publishedarg2

Type: string

User specified data value

data2

User specified data to be passed when the event is publishedarg3

Type: string

User specified data value

data3

User specified data to be passed when the event is publishedarg4

Type: string

User specified data value

data4

Command Modes • /exec
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purge ip route
purge ip route [vrf {vrf-namevrf-known-namevrf-all}] all

Syntax Description Purgepurge

IPv4ip

Purge routing informationroute

VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Purge all routes<all>

Command Modes • /exec
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purge ipv6 route
purge ipv6 route [vrf {vrf-namevrf-known-namevrf-all}] all

Syntax Description Purgepurge

IPv6ipv6

Purge routing informationroute

VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Purge all routes<all>

Command Modes • /exec
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purge module running-config
purge module module running-config

Syntax Description Deletes unused data Available only in the 9500 series.purge

Purge configuration for non-existent modulesmodule

Type: integer

Enter module number

module

purge running configuration for non-existent modulesrunning-config

Command Modes • /exec
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push
push [name]

Syntax Description push current mode to stack or save it under namepush

Type: string

name

name

Command Modes • /global
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pwd
pwd

Syntax Description View current
directory

pwd

Command Modes • /exec
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python
python [uri [pyargs]+]

Syntax Description run a python command/script, or enter python mode (if no arg)python

Type: uri

path to a python file

uri

Type: string

python command line arguments (maximum 32)

pyargs

Command Modes • /exec
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Q Commands

• qos (pltfm_config), on page 2264
• qos (pltfm_config), on page 2265
• qos copy policy-map type network-qos, on page 2266
• qos copy policy-map type queuing, on page 2267
• qos eoq, on page 2268
• qos statistics, on page 2269
• queue-limit, on page 2270
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qos (pltfm_config)
[no] {platform|hardware} qos ns-mcq3-alias qos-group qos-grp-val [module module]

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Configure QoS related configurationqos

Select qos-group to which to divert qos-group-3 Multicast traffic Available only in the 9300
series.

ns-mcq3-alias

Qos Groupqos-group

Type: integer

min: 0 max: 3

QoS group value

qos-grp-val

Specify a module number Not available in this release.module

Type: integer

Specify a module number

module

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2264

Q Commands
qos (pltfm_config)



qos (pltfm_config)
[no] {platform|hardware} qos ns-buffer-profile buff-prof-opts [module module]

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Configure qos related configurationqos

NorthStar buffer absorption profilesns-buffer-profile

mesh value: 0
mesh optimized

burst value: 1
burst optimized

ultra-burst value: 2
ultra burst optimzed

buff-prof-opts

Specify a module numberNot available in this release.module

Type: integer

Specify a module number

module

Command Modes • /exec/configure
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qos copy policy-map type network-qos
qos copy policy-map type network-qos pmap-nq-enum-name-dc3 {prefix|suffix} ix-name

Syntax Description QoS Managerqos

Copy (Clone) templatecopy

Configure a policy mappolicy-map

Specify the type of this policy-maptype

Network QoS policynetwork-qos

default-nq-policy value: 4
default network-qos policy

pmap-nq-enum-name-dc3

Policy map name prefixprefix

Policy map name suffixsuffix

Type: string

length: 40

Suffix/Prefix name, max size counted together with policy name

ix-name

Command Modes • /exec
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qos copy policy-map type queuing
qos copy policy-map type queuing pmap-name-que-temp {prefix|suffix} ix-name

Syntax Description QoS Managerqos

Copy (Clone) templatecopy

Configure a policy mappolicy-map

Specify the type of this policy-maptype

Queuing policyqueuing

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name

pmap-name-que-temp

Policy map name prefixprefix

Policy map name suffixsuffix

Type: string

length: 40

Suffix/Prefix name, max size counted together with policy name

ix-name

Command Modes • /exec
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qos eoq
[no] {platform|hardware} qos eoq stats-class qos-group {allqos-grp-val} [module module]

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Configure QoS related configurationqos

Extended Output Queue(EOQ) related configurationeoq

Select class for which to report the statisticsstats-class

Qos Groupqos-group

Type: integer

min: 0 max: 3

QoS group value

qos-grp-val

all Qos Groupsall

Specify a module numberNot available in this release.module

Type: integer

Specify a module number

module

Command Modes • /exec/configure
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qos statistics
[no] qos statistics

Syntax Description Negate a command or set its defaultsno

QoS Global Commandsqos

statisticsstatistics

Command Modes • /exec/configure
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queue-limit
[no] queue-limit [cos cos-val] {q-size [{packets|bytes|kbytes|mbytes|ms|us|dynamic}]|percent
perc-q-size|dynamic alpha}

Syntax Description Negate a command or set its defaultsno

Configure queue size for the classqueue-limit

IEEE 802.1Q class of service Not available in this release.cos

Type: uinteger

min: 0 max: 7

802.1Q Class of Service value

cos-val

Type: long

Queue size in bytes/kbytes/mbytes/ms/us

q-size

Specify queue size in Percentage Not available in this release.percent

Type: uinteger

min: 1 max: 100

Queue size in percentage of total tx/rx buffer size

perc-q-size

Queue size in dynamic alpha factordynamic

Type: uinteger

min: 0 max: 10

0-1/128, 1-1/64, 2-1/32, 3-1/16, 4-1/8, 5-1/4, 6-1/2, 7-1, 8-2, 9-4, 10-8

alpha

Packets Not available in this release.packets

Bytesbytes

Kilo byteskbytes

Mega bytesmbytes

Milli second(s) Not available in this release.ms

Micro second(s) Not available in this release.us

Command Modes • /exec/configure/policy-map/type/queuing/class
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R Commands

• radius-server deadtime, on page 2274
• radius-server directed-request, on page 2275
• radius-server host, on page 2276
• radius-server key 0, on page 2279
• radius-server pss-clean, on page 2280
• radius-server retransmit, on page 2281
• radius-server timeout, on page 2282
• random-detect (qosmgr), on page 2283
• random-detect (qosmgr), on page 2285
• random-detect cos-based, on page 2287
• rate-limit, on page 2289
• rate-limit cpu direction pps action log (pm), on page 2290
• rate-limit cpu direction pps action log (pm), on page 2291
• rate-limiter, on page 2292
• rate-mode, on page 2294
• rd, on page 2295
• redistribute-internal, on page 2296
• redistribute bgp (ospf), on page 2297
• redistribute bgp (ospfv3), on page 2298
• redistribute maximum-prefix (isis), on page 2299
• redistribute maximum-prefix (eigrp), on page 2300
• redistribute maximum-prefix (isis), on page 2301
• redistribute maximum-prefix (ospf), on page 2302
• redistribute maximum-prefix (ospfv3), on page 2303
• redistribute route-map (bgp), on page 2304
• redistribute route-map (eigrp), on page 2305
• redistribute route-map (isis), on page 2306
• redistribute route-map (rip), on page 2307
• redistribute route-map (bgp), on page 2308
• redistribute route-map (eigrp), on page 2309
• redistribute route-map (isis), on page 2310
• redistribute route-map (rip), on page 2311
• reference-bandwidth, on page 2312
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• reload, on page 2313
• reload fex, on page 2314
• reload force, on page 2315
• reload kexec, on page 2316
• reload module, on page 2317
• reload module force-dnld, on page 2318
• reload module hard, on page 2319
• reload restore, on page 2320
• reload vdc (vdc_mgr), on page 2321
• reload vdc (vdc_mgr), on page 2322
• remark, on page 2323
• remote-span, on page 2324
• remove-private-as, on page 2325
• remove-routes vni, on page 2326
• replication mode unicast, on page 2327
• resequence, on page 2328
• restart bgp, on page 2329
• restart eigrp, on page 2330
• restart igmp, on page 2331
• restart isis, on page 2332
• restart l3vm, on page 2333
• restart msdp, on page 2334
• restart nve, on page 2335
• restart oim, on page 2336
• restart orib, on page 2337
• restart ospf, on page 2338
• restart ospfv3, on page 2339
• restart pim, on page 2340
• restart pim6, on page 2341
• restart rip, on page 2342
• restart rpm, on page 2343
• retain route-target, on page 2344
• retransmit-interval (ospf), on page 2345
• retransmit-interval (ospf), on page 2346
• retransmit-interval (ospfv3), on page 2347
• revision, on page 2348
• revocation-check, on page 2349
• rfc1583compatibility, on page 2350
• rip, on page 2351
• rip passive-interface, on page 2352
• rip poison-reverse, on page 2353
• rip route-filter, on page 2354
• rip shutdown, on page 2355
• rmdir, on page 2356
• rmon alarm rising-threshold falling-threshold, on page 2357
• rmon event, on page 2359
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• rmon hcalarm startupalarm rising-threshold falling-threshold owner, on page 2360
• role feature-group name, on page 2362
• role name, on page 2363
• role priority, on page 2364
• rollback progress stats, on page 2365
• rollback running-config, on page 2366
• route-map, on page 2367
• route-map pbr-statistics, on page 2368
• route-reflector-client, on page 2369
• route-target both, on page 2370
• route-target export, on page 2371
• route-target import, on page 2372
• router-id (bgp), on page 2373
• router-id (ospf), on page 2374
• router-id (ospfv3), on page 2375
• router bgp, on page 2376
• router eigrp (eigrp), on page 2377
• router eigrp (eigrp), on page 2378
• router isis, on page 2379
• router ospf, on page 2380
• router ospfv3, on page 2381
• router rip (rip), on page 2382
• router rip (rip), on page 2383
• routing-context vrf, on page 2384
• routing multicast file-debug, on page 2385
• routing multicast holddown, on page 2386
• rsakeypair, on page 2387
• rule, on page 2388
• rule oid, on page 2389
• run-script, on page 2390
• run-show-tech-script, on page 2391
• run bash, on page 2392
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radius-server deadtime
[no] radius-server deadtime i0

Syntax Description Negate a command or set its defaultsno

Configure RADIUS related parametersradius-server

duration for which non-reachable server is skippeddeadtime

Type: integer

min: 0 max: 1440

Length of time, in minutes

i0

Command Modes • /exec/configure
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radius-server directed-request
[no] radius-server directed-request

Syntax Description Negate a command or set its defaultsno

Configure RADIUS related parametersradius-server

enable direct authentication requests to serverdirected-request

Command Modes • /exec/configure
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radius-server host
[no] radius-server host hostipname {key {0 s0|6 s6|7 s1s2} [pac] [auth-port i0 [acct-port
i1]]|[auth-port1 i2] [acct-port1 i3]} [{authentication [accounting [timeout i4] [retransmit
i5]]|[accounting1] [timeout1 i6] [retransmit1 i7]}]|no radius-server host hostipname key

Syntax Description Negate a command or set its defaultsno

Configure RADIUS related parametersradius-server

RADIUS server's DNS name or its IP addresshost

Type: nameorip

IPV4/IPV6 address or DNS name

hostipname

RADIUS shared secretkey

Secure Radius Enablepac

RADIUS shared secret(clear text)0

Type: string

length: 63

RADIUS shared secret(clear text)

s0

Use for accountingaccounting

RADIUS server retransmit countretransmit

Type: integer

min: 0 max: 5

RADIUS server retransmit count

i5

RADIUS server timeout period in secondstimeout

Type: integer

min: 1 max: 60

RADIUS server timeout period in seconds

i4

RADIUS server retransmit countretransmit1

Type: integer

min: 0 max: 5

RADIUS server retransmit count

i7

RADIUS server's port for authenticationauth-port
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Type: integer

min: 0 max: 65535

port number

i0

RADIUS server timeout period in secondstimeout1

Type: integer

min: 1 max: 60

RADIUS server timeout period in seconds

i6

RADIUS server's port for accountingacct-port

Type: integer

min: 0 max: 65535

port number

i1

Use for accountingaccounting1

Use for authenticationauthentication

Radius shared secret(type-6 encrypted)6

Type: string

length: 124

Tadius shared secret(encrypted)

s6

RADIUS shared secret(encrypted)7

Type: string

length: 63

RADIUS shared secret(encrypted)

s1

RADIUS server's port for authenticationauth-port1

Type: integer

min: 0 max: 65535

port number

i2

Type: string

length: 63

RADIUS shared secret(clear text)

s2

RADIUS server's port for accountingacct-port1
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Type: integer

min: 0 max: 65535

port number

i3

Command Modes • /exec/configure
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radius-server key 0
[no] radius-server key {0 s0|6 s6|7 s1s2}|no radius-server key

Syntax Description Negate a command or set its defaultsno

Configure RADIUS related parametersradius-server

Global RADIUS server shared secretkey

default RADIUS shared secret(clear text)0

Type: string

length: 63

default RADIUS shared secret(clear text)

s0

default RADIUS shared secret(type-6 encrypted)6

Type: string

length: 124

default RADIUS shared secret(type-6 encrypted)

s6

default RADIUS shared secret(encrypted)7

Type: string

length: 63

default RADIUS shared secret(encrypted)

s1

Type: string

length: 63

default RADIUS shared secret(clear text)

s2

Command Modes • /exec/configure
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radius-server pss-clean
[no] radius-server pss-clean

Syntax Description Negate a command or set its defaultsno

Configure RADIUS related parametersradius-server

Erase PSSpss-clean

Command Modes • /exec/configure
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radius-server retransmit
[no] radius-server retransmit i0

Syntax Description Negate a command or set its defaultsno

Configure RADIUS related parametersradius-server

Global RADIUS server retransmit countretransmit

Type: integer

min: 0 max: 5

Global RADIUS server retransmit count

i0

Command Modes • /exec/configure
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radius-server timeout
[no] radius-server timeout i0

Syntax Description Negate a command or set its defaultsno

Configure RADIUS related parametersradius-server

Global RADIUS server timeout period in secondstimeout

Type: integer

min: 1 max: 60

RADIUS server timeout period in seconds

i0

Command Modes • /exec/configure
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random-detect (qosmgr)
[no] random-detect cos cos-list [minimum-threshold] {min-thresh
[{packets|bytes|kbytes|mbytes|ms|us}]|percent min-percent-of-qsize} [maximum-threshold] {max-thresh
[{packets1|bytes1|kbytes1|mbytes1|ms1|us1}]|percent1 max-percent-of-qsize}

Syntax Description Negate a command or set its defaultsno

Configure WRED parametersrandom-detect

Parameters for each cos valueNot available in this release.cos

Type: integer-mrange

List of class-of-service values

cos-list

Specify minimum threshold for WREDminimum-threshold

Type: long

Minimum threshold value

min-thresh

Specify maximum threshold for WREDmaximum-threshold

Type: long

Maximum threshold value

max-thresh

Specify thresholds in percentpercent

Specify thresholds in percentpercent1

Type: uinteger

min: 1 max: 100

Minimum threshold percent of queue size

min-percent-of-qsize

Type: uinteger

min: 1 max: 100

Maximum threshold percent of queue size

max-percent-of-qsize

Packetspackets

Bytesbytes

Kilo byteskbytes

Mega bytesmbytes

Milli second(s)ms

Micro second(s)us
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Packetspackets1

Bytesbytes1

Kilo Byteskbytes1

Mega Bytesmbytes1

Milli second(s)ms1

Micro second(s)us1

Command Modes • /exec/configure/policy-map/type/queuing/class
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random-detect (qosmgr)
[no] random-detect [{minimum-threshold min-thresh {packets|bytes|kbytes|mbytes}
maximum-threshold max-thresh {packets1|bytes1|kbytes1|mbytes1} drop-probability drop-prob
weight weight [cap-average]|threshold {burst-optimized|mesh-optimized}}] [ecn]

Syntax Description Negate a command or set its defaultsno

Configure WRED parametersrandom-detect

Thresholdthreshold

Threshold optimized for bursty trafficburst-optimized

Threshold optimized for mesh trafficmesh-optimized

Specify minimum threshold for WREDminimum-threshold

Type: long

Minimum threshold value

min-thresh

Specify maximum threshold for WREDmaximum-threshold

Type: long

Maximum threshold value

max-thresh

Packetspackets

Bytesbytes

Kilo byteskbytes

Mega bytesmbytes

Packetspackets1

Bytesbytes1

Kilo Byteskbytes1

Mega Bytesmbytes1

Drop Probability at Maximum Thresholddrop-probability

Type: integer

min: 0 max: 100

Drop Probability Value

drop-prob

Queue length weightweight
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Type: integer

min: 0 max: 15

Queue length weight

weight

If average queue length is more, replace average queue length with current queue
length

cap-average

ECNecn

Command Modes • /exec/configure/policy-map/type/queuing/class
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random-detect cos-based
[no] random-detect cos-based [aggregate [minimum-threshold] {min-thresh
[{packets|bytes|kbytes|mbytes|ms|us}]|percent min-percent-of-qsize} [maximum-threshold] {max-thresh
[{packets1|bytes1|kbytes1|mbytes1|ms1|us1}]|percent1 max-percent-of-qsize}]

Syntax Description Negate a command or set its defaultsno

Configure WRED parametersrandom-detect

ConfigureWRED parameters for cos-based modeNot available in this release.cos-based

Configure WRED parameters to same value for all sub-classesaggregate

Specify minimum threshold for WREDminimum-threshold

Type: long

Minimum threshold value

min-thresh

Specify maximum threshold for WREDmaximum-threshold

Type: long

Maximum threshold value

max-thresh

Specify thresholds in percentpercent

Specify thresholds in percentpercent1

Type: uinteger

min: 1 max: 100

Minimum threshold percent of queue size

min-percent-of-qsize

Type: uinteger

min: 1 max: 100

Maximum threshold percent of queue size

max-percent-of-qsize

Packetspackets

Bytesbytes

Kilo byteskbytes

Mega bytesmbytes

Milli second(s)ms

Micro second(s)us

Packetspackets1
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Bytesbytes1

Kilo Byteskbytes1

Mega Bytesmbytes1

Milli second(s)ms1

Micro second(s)us1

Command Modes • /exec/configure/policy-map/type/queuing/class
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rate-limit
rate-limit {autorate_value}|no rate-limit

Syntax Description Negate a command or set its defaultsno

Set the Rate limit for SPAN packets Not available in this release.rate-limit

Set the Rate limit using auto value Not available in this release.auto

Type: integer

min: 1 max: 100

Enter the percentage of the maximum rate for SPAN packets

rate_value

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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rate-limit cpu direction pps action log (pm)
[no] rate-limit cpu direction {input|output|both} pps pps-val action log

Syntax Description Negate a command or set its defaultsno

set packet per second rate limitrate-limit

Supervisor CPU limitscpu

input/output directiondirection

set max input packet rateinput

set max output packet rateoutput

set max input and output packet rateboth

packet per secondpps

Type: uinteger

min: 0 max: 100000

pps value

pps-val

log actionaction

write a syslog message if PPS hits rate-limitlog

Command Modes • /exec/configure/if-eth-base
• /exec/configure/if-eth-any
• /exec/configure/if-mgmt-ether
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rate-limit cpu direction pps action log (pm)
[no] rate-limit cpu direction {input|output|both} pps pps-val action log

Syntax Description Negate a command or set its defaultsno

set packet per second rate limitrate-limit

Supervisor CPU limitscpu

input/output directiondirection

set max input packet rateinput

set max output packet rateoutput

set max input and output packet rateboth

packet per secondpps

Type: uinteger

min: 0 max: 100000

pps value

pps-val

log actionaction

write a syslog message if PPS hits rate-limitlog

Command Modes • /exec/configure
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rate-limiter
{platform|hardware} rate-limiter {layer-3 {l3-opts|multicast mcast-opts}|layer-2 l2-optsopts|f1
f1-opts} {pps [burst burst]|disable} [module module [port start end]]|no {platform|hardware}
rate-limiter {layer-3 {l3-opts|multicast mcast-opts}|layer-2 l2-optsopts|f1 f1-opts} [disable] [pps]
[burst burst] [module module [port start end]]

Syntax Description Negate a command or set its defaultsno

Platform configuration commandsplatform

Hardware Internal Informationhardware

Configure Rate-Limiter for packets forwarded to supervisorrate-limiter

Layer-3 control and Routed packetslayer-3

glean value: 3
Glean traffic

l3-opts

Multicast data packetsmulticast

local-groups value: 5
Data packets punted for initiating SPT join

mcast-opts

Layer-2 control and Bridged packets Not available in this release.layer-2

storm-control value: 7
Packets flooded in VLAN

port-security value: 12
Packets violating MAC restrictions on the ingress interface

mcast-snooping value: 13
IGMP Snoop packets for L2 Multicast

vpc-low value: 14
Control packets over vPC low q

l2pt value: 15
Layer2 tunnel protocol

vpc-peer-gw value: 21
Traffic to be redirected to vPC peer

lisp-map-cache value: 22
Traffic to be redirected to LISP peer

l2-opts

access-list-log value: 8
Packets copied to supervisor for access-list logging

bfd value: 23
BFD protocol traffic

exception value: 24
Catch-all exception traffic

opts

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2292

R Commands
rate-limiter



Type: integer

min: 0 max: 10000

value in packets per sec

pps

Control packets from F1 modules to supervisorNot available in this release.f1

rl-1 value: 16
STP and Fabricpath-ISIS

rl-2 value: 17
L3-ISIS and OTV-ISIS

rl-3 value: 18
UDLD, LACP, CDP and LLDP

rl-4 value: 19
Q-in-Q and ARP request

rl-5 value: 20
IGMP, NTP, DHCP-Snoop, Port-Security and Mgmt traffic

f1-opts

Disable the rate-limiter Not available in this release.disable

Specify a module numbermodule

Type: integer

Specify a module number

module

Port rangeport

Type: integer

min: 1 max: 48

Port start index

start

Type: integer

min: 1 max: 48

Port end index

end

Modify burst parameterburst

Type: integer

min: 0 max: 10000

value of burst size

burst

Command Modes • /exec/configure
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rate-mode
rate-mode ratemode [force]|no rate-mode [ratemode] [force]

Syntax Description Negate a command or set its defaultsno

Enter the rate moderate-mode

This option will shutdown all ports in port-group momentarilyforce

Interface port speed

dedicated value: 1
rate mode is dedicated

shared value: 2
rate mode is shared

ratemode

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
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rd
rd {ext-comm-rd-aa2nn4ext-comm-rd-aa4nn2}|no rd [{ext-comm-rd-aa2nn4ext-comm-rd-aa4nn2}]

Syntax Description Negate a command or set its defaultsno

VPNRoute DistinguisherNot available in this release.rd

Type: community

VPN route distinguisher in aa4:nn or ip:nn format

ext-comm-rd-aa4nn2

Type: community

VPN route distinguisher in aa:nn format

ext-comm-rd-aa2nn4

Command Modes • /exec/configure/vrf
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redistribute-internal
[no] redistribute-internal

Syntax Description Negate a command or set its defaultsno

iBGP redistribution into an IGPredistribute-internal

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv4
• /exec/configure/router-bgp/router-bgp-af-ipv6
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv6
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redistribute bgp (ospf)
redistribute {bgp as|{eigrp|isis|ospf|rip} tag|static|direct|amt|lisp} route-map
{policy-namertr_pol_name}|no redistribute {bgp as|{eigrp|isis|ospf|rip} tag|static|direct|amt|lisp}
[route-map {policy-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

ISO Intermediate-to-Intermediate (IS-IS)isis

Open Shortest Path First (OSPFv2)ospf

Enhanced Interior Gateway Protocol (EIGRP)eigrp

Routing Information Protocol (RIP)rip

Type: string

Protocol Tag

tag

Staticstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Policy to constrain redistributionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2297

R Commands
redistribute bgp (ospf)



redistribute bgp (ospfv3)
redistribute {bgp as|{eigrp|isis|ospfv3|rip} tag|static|direct|amt|lisp} route-map
{policy-namertr_pol_name}|no redistribute {bgp as|{eigrp|isis|ospfv3|rip} tag|static|direct|amt|lisp}
[route-map {policy-namertr_pol_name}]

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

Enhanced Interior Gateway Protocol (EIGRP)eigrp

ISO Intermediate-to-Intermediate (IS-IS)isis

Open Shortest Path First (OSPFv3)ospfv3

Routing Information Protocol (RIP)rip

Type: string

Process Tag

tag

Staticstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Policy to constrain redistributionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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redistribute maximum-prefix (isis)
redistribute maximum-prefix maximum [threshold] [{warning-only|withdraw [retries timeout]}]|no
redistribute maximum-prefix [maximum [threshold] [{warning-only|withdraw [retries timeout]}]]

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Max number of prefixes redistributedmaximum-prefix

Type: integer

min: 1 max: 65535

max number

maximum

Type: integer

min: 1 max: 100 default: 75

Threshold in %, at which message is generated

threshold

Warning msg is logged when max is reachedwarning-only

Withdraw all redistributed routeswithdraw

Type: integer

min: 1 max: 12 default: 1

No of times to retry to get redist routes again

retries

Type: integer

min: 60 max: 600 default: 300

Time between the retries

timeout

Command Modes • /exec/configure/router-isis/router-isis-af-ipv6
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redistribute maximum-prefix (eigrp)
redistribute maximum-prefix maximum [threshold] [{warning-only|withdraw [retries timeout]}]|no
redistribute maximum-prefix [maximum [threshold] [{warning-only|withdraw [retries timeout]}]]

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Max number of prefixes redistributedmaximum-prefix

Type: integer

min: 1 max: 65535

max number

maximum

Type: integer

min: 1 max: 100 default: 75

Threshold in %, at which message is generated

threshold

Warning msg is logged when threshold is reachedwarning-only

Withdraw all redistributed routeswithdraw

Type: integer

min: 1 max: 12 default: 1

Number of attempts to receive redistributed routes after max is reached

retries

Type: integer

min: 60 max: 600 default: 300

Retry interval

timeout

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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redistribute maximum-prefix (isis)
redistribute maximum-prefix maximum [threshold] [{warning-only|withdraw [retries timeout]}]|no
redistribute maximum-prefix [maximum [threshold] [{warning-only|withdraw [retries timeout]}]]

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Max number of prefixes redistributedmaximum-prefix

Type: integer

min: 1 max: 65535

max number

maximum

Type: integer

min: 1 max: 100 default: 75

Threshold in %, at which message is generated

threshold

Warning msg is logged when max is reachedwarning-only

Withdraw all redistributed routeswithdraw

Type: integer

min: 1 max: 12 default: 1

No of times to retry to get redist routes again

retries

Type: integer

min: 60 max: 600 default: 300

Time between the retries

timeout

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-ipv4
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redistribute maximum-prefix (ospf)
redistribute maximum-prefix maximum [threshold] [{warning-only|withdraw [retries timeout]}]|no
redistribute maximum-prefix maximum [threshold] [{warning-only|withdraw [retries timeout]}]

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Maximum number of prefixes redistributed to protocolmaximum-prefix

Type: integer

min: 1 max: 65535

Maximum number of IP prefixes redistributed

maximum

Type: integer

min: 1 max: 100 default: 75

Threshold value (%) at which to generate a warningmessage

threshold

Log a warning message when limit is exceededwarning-only

Withdraw all redistributed routeswithdraw

Type: integer

min: 1 max: 12 default: 1

Number of times to retry to get the redistributed routes again

retries

Type: integer

min: 60 max: 600 default: 300

Timeout between each retries

timeout

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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redistribute maximum-prefix (ospfv3)
redistribute maximum-prefix maximum [threshold] [{warning-only|withdraw [retries timeout]}]|no
redistribute maximum-prefix

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Maximum number of prefixes redistributed to protocolmaximum-prefix

Type: integer

min: 1 max: 65535

Maximum number of IP prefixes redistributed

maximum

Type: integer

min: 1 max: 100 default: 75

Threshold value (%) at which to generate a warningmessage

threshold

Log a warning message when limit is exceededwarning-only

Withdraw all redistributed routeswithdraw

Type: integer

min: 1 max: 12 default: 1

Number of times to retry to get the redistributed routes again

retries

Type: integer

min: 60 max: 600 default: 300

Timeout between each retries

timeout

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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redistribute route-map (bgp)
[no] redistribute {{eigrp|isis|ospfv3|rip} tag|static|direct|amt|lisp} route-map rmap-name

Syntax Description Negate a command or set its defaultsno

Configure redistributionredistribute

ISO IS-ISisis

Open Shortest Path First, version 3 (OSPFv3)ospfv3

Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Protocoleigrp

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixes in the non-default VRFlisp

Route-map applied to redistributed routesroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Type: string

Source protocol tag

tag

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv6
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv6
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redistribute route-map (eigrp)
[no] redistribute {bgp as|{eigrp|isis|ospfv3|rip} tag|static|direct|amt|lisp} route-map
{map-namertr_pol_name}

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

IS-IS Routing for IPv4isis

Open Shortest Path First (OSPF) V3ospfv3

Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

AMT Anycast prefixamt

LISP EID-prefixeslisp

Route-map to constrain redistributionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure/router-eigrp/router-eigrp-af-ipv6
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redistribute route-map (isis)
[no] redistribute {bgp as|{eigrp|isis|ospfv3|rip} tag|static|direct|amt|lisp} route-map
{map-namertr_pol_name}

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

IS-IS Routing for IPv6isis

Open Shortest Path First (OSPF) V3ospfv3

Enhanced Interior Gateway Protocoleigrp

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Route-map to constrain redistributionroute-map

Type: string

length: 63

A 'routing-rules' route-map name

map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure/router-isis/router-isis-af-ipv6
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redistribute route-map (rip)
[no] redistribute {bgp as|{eigrp|isis|ospf|rip} tag|static|direct|amt|lisp} route-map map-name

Syntax Description Negate a command or set its defaultsno

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: asn

Autonomous system number

as

Intermediate-to-intermediate (ISIS)isis

Routing Information Protocol (RIP)rip

Open Shortest Path First (OSPFv2)ospf

Type: string

Process tag

tag

Static routesstatic

Directly connected routesdirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Policy to constrain redistributionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map-name

Command Modes • /exec/configure/router-rip/router-rip-af-ipv4
• /exec/configure/router-rip/router-rip-vrf-af-ipv4
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redistribute route-map (bgp)
[no] redistribute {{eigrp|isis|ospf|rip} tag|static|direct|amt|lisp} route-map rmap-name

Syntax Description Negate a command or set its defaultsno

Configure redistributionredistribute

ISO IS-ISisis

Open Shortest Path First (OSPF)ospf

Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Protocoleigrp

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Route-map applied to redistributed routesroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Type: string

Source protocol tag

tag

Command Modes • /exec/configure/router-bgp/router-bgp-af-ipv4
• /exec/configure/router-bgp/router-bgp-vrf-af-ipv4
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redistribute route-map (eigrp)
[no] redistribute {bgp as|{eigrp|isis|ospf|rip} tag|static|direct|amt|lisp} route-map
{map-namertr_pol_name}

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

IS-IS Routing for IPv4isis

Open Shortest Path First (OSPF)ospf

Routing Information Protocol (RIP)rip

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

LISP EID-prefixeslisp

AMT Anycast prefixamt

Route-map to constrain redistributionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-ipv4
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redistribute route-map (isis)
[no] redistribute {bgp as|{eigrp|isis|ospf|rip} tag|static|direct|amt|lisp} route-map
{map-namertr_pol_name}

Syntax Description Negate a command or set its defaultsno

Redistribute information from another routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

IS-IS Routing for IPv4isis

Open Shortest Path First (OSPF)ospf

Enhanced Interior Gateway Protocoleigrp

RIP for IPv4rip

Type: string

Process tag

tag

Static routesstatic

Directly connecteddirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Route-map to constrain redistributionroute-map

Type: string

length: 63

A 'routing-rules' route-map name

map-name

Type: string

An existing routing-rules policy

rtr_pol_name

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-ipv4
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redistribute route-map (rip)
[no] redistribute {bgp as|{eigrp|isis|ospfv3|rip} tag|static|direct|amt|lisp} route-map map-name

Syntax Description Negate a command or set its defaultsno

RIP redistribute routes from other routing protocolredistribute

Border Gateway Protocol (BGP)bgp

Type: asn

Autonomous system number

as

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Intermediate-to-intermediate (ISIS)isis

Routing Information Protocol (RIP)rip

Open Shortest Path First (OSPFv3)ospfv3

Type: string

Process tag

tag

Static routesstatic

Directly connected routesdirect

AMT anycast prefixamt

LISP EID-prefixeslisp

Policy to constrain redistributionroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map-name

Command Modes • /exec/configure/router-rip/router-rip-af-ipv6
• /exec/configure/router-rip/router-rip-vrf-af-ipv6
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2311

R Commands
redistribute route-map (rip)



reference-bandwidth
[no] reference-bandwidth {ref-bw-mbps [Mbps]|ref-bw-gbps Gbps}

Syntax Description Negate a command or set its defaultsno

Change reference bandwidth used for setting interface metricreference-bandwidth

Type: uinteger

min: 1 max: 4000000 default: 40000

Bandwidth in Mbps (Default)

ref-bw-mbps

Specify in MbpsMbps

Type: uinteger

min: 1 max: 4000 default: 40

Bandwidth in Gbps

ref-bw-gbps

Specify in GbpsGbps

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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reload
reload

Syntax Description reboot the entire
box

reload

Command Modes • /exec
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reload fex
reload fex {alli}

Syntax Description reboot the entire boxreload

Reload Fexfex

Reload all Fex
Modules

all

Type: integer

min: 100 max: 199

Enter FEX identifier

i

Command Modes • /exec
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reload force
reload force

Syntax Description reboot the entire boxreload

reload without
prompting

force

Command Modes • /exec
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reload kexec
reload kexec s0 s1

Syntax Description reboot the entire boxreload

reboot using kexeckexec

Type: string

please enter the boot image name

s0

Type: string

please enter the isan image name

s1

Command Modes • /exec
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reload module
reload module module

Syntax Description reboot the entire boxreload

reboot a specific module Available only in the 9500 series.module

Type: integer

please enter the module number

module

Command Modes • /exec
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reload module force-dnld
reload module module force-dnld

Syntax Description reboot the entire boxreload

reboot a specific module Available only in the 9500 series.module

Type: integer

please enter the module number

module

reboot a specific module to force NetBoot and image downloadforce-dnld

Command Modes • /exec
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reload module hard
reload module module hard

Syntax Description reboot the entire boxreload

reboot a specific module Available only in the 9500 series.module

Type: integer

please enter the module number

module

hard reboot a specific modulehard

Command Modes • /exec
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reload restore
reload restore [delay time-out]|no reload restore

Syntax Description Negate a command or set its defaultsno

Settings for vpc action on reload with vpc configsreload

restore vpcs assuming peer is not functionalrestore

Duration to wait before assuming peer dead and restoring vpcsdelay

Type: integer

min: 240 max: 3600

Time-out for restoring vPC links (in seconds)

time-out

Command Modes • /exec/configure/vpc-domain
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reload vdc (vdc_mgr)
reload vdc

Syntax Description Restart the current
vdc

vdc

Power cyclereload

Command Modes • /exec
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reload vdc (vdc_mgr)
reload vdc d-vdc

Syntax Description Restart the current vdcvdc

Power cyclereload

Type: userdef

Enter Virtual Device Context <vdc-id>

d-vdc

Command Modes • /exec
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remark
{[seqno]|no} remark comment

Syntax Description Negate a command or set its defaultsno

Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Access list entry commentremark

Type: remainder

Comment, up to 100 characters

comment

Command Modes • /exec/configure/ipacl
• /exec/configure/ipv6acl
• /exec/configure/macacl
• /exec/configure/arpacl
• /exec/configure/timerange
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remote-span
[no] remote-span

Syntax Description Negate a command or set its defaultsno

Enable remote span VLANremote-span

Command Modes • /exec/configure/vlan
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remove-private-as
[{no|default}] remove-private-as [{all|replace-as}]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Remove private AS number from outbound updatesremove-private-as

Allall

Replacereplace-as

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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remove-routes vni
remove-routes vni vni-id

Syntax Description NVE Peerremove-routes

Virtual Network
Identifier

vni

Type: integer

VNI

vni-id

Command Modes • /exec/configure/if-nve
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replication mode unicast
replication mode unicast|no replication mode unicast

Syntax Description Negate a command or set its defaultsno

Replicationreplication

Replication modemode

Unicast modeunicast

Command Modes • /exec/configure/if-nve
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resequence
resequence {ip_ipv6_mac_arp access-list|time-range} name number increment

Syntax Description Resequence a list with sequence numbersresequence

IP/IPv6/MAC/ARP

ip value: 9
Display IP information

ipv6 value: 10
Display IPv6 information

mac value: 11
MAC configuration commands

arp value: 12
ARP access-list configuration
commands

ip_ipv6_mac_arp

Resequence an access listaccess-list

Resequence a time-rangetime-range

Type: string

length: 64

List name

name

Type: uinteger

min: 1 max: 4294967295

Starting sequence number

number

Type: uinteger

min: 1 max: 4294967295

Step to increment the sequence number

increment

Command Modes • /exec/configure
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restart bgp
restart bgp as

Syntax Description Manually restart a componentrestart

BorderGateway Protocol (BGP)bgp

Command Modes • /exec
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restart eigrp
restart eigrp eigrp-ptag

Syntax Description Manually restart a componentrestart

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Command Modes • /exec
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restart igmp
restart igmp

Syntax Description Manually restart a componentrestart

Restart the IGMPmulticast routing protocoligmp

Command Modes • /exec
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restart isis
restart isis tag

Syntax Description Manually restart a componentrestart

Intermediate System to Intermediate System (IS-IS)isis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

tag

Command Modes • /exec
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restart l3vm
restart l3vm

Syntax Description Manually restart a
component

restart

Display VRF informationl3vm

Command Modes • /exec
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restart msdp
restart msdp

Syntax Description Manually restart a componentrestart

Restart theMSDPmulticast routing protocolmsdp

Command Modes • /exec
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restart nve
restart nve

Syntax Description Restartrestart

NVE
Manager

nve

Command Modes • /exec
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restart oim
restart oim

Syntax Description Manually restart a
component

restart

oimoim

Command Modes • /exec/configure
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restart orib
restart orib

Syntax Description Manually restart a
component

restart

OTV RIB (ORIB)orib

Command Modes • /exec
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restart ospf
restart ospf tag

Syntax Description Manually restart a componentrestart

Open Shortest Path First (OSPF)ospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory | mpls
| neighbor | neighbors | packets | policy | redist | request-list | retransmission | retransmission-list |
route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links | vrf

length: 20

Process tag

tag

Command Modes • /exec
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restart ospfv3
restart ospfv3 tag

Syntax Description Manually restart a componentrestart

Open Shortest Path First (OSPF) (Version 3)ospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory | mpls
| neighbor | neighbors | packets | policy | redist | request-list | retransmission | retransmission-list |
route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links | vrf

length: 20

Process tag

tag

Command Modes • /exec
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restart pim
restart pim

Syntax Description Manually restart a componentrestart

Restart the PIMmulticast routing protocolpim

Command Modes • /exec
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restart pim6
restart pim6

Syntax Description Manually restart a componentrestart

Restart the PIM6multicast routing protocolpim6

Command Modes • /exec
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restart rip
restart rip tag

Syntax Description Manually restart a componentrestart

Routing Information Protocol (RIP)rip

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Process ID

tag

Command Modes • /exec
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restart rpm
restart rpm

Syntax Description Manually restart a componentrestart

Route Policy Manager
(RPM)

rpm

Command Modes • /exec
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retain route-target
[no] retain route-target {all|route-map rmap-name}

Syntax Description Negate a command or set its defaultsno

Retain the routes based on Target VPNExtended Communitiesretain

Specify Target VPN Extended Communitiesroute-target

All the routes regardless of Target-VPN communityall

Apply route-map to filter routesroute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-af-vpnv4
• /exec/configure/router-bgp/router-bgp-af-vpnv6
• /exec/configure/router-bgp/router-bgp-af-l2vpn-vpls
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retransmit-interval (ospf)
retransmit-interval interval|no retransmit-interval [interval]

Syntax Description Negate a command or set its defaultsno

Packet retransmission intervalretransmit-interval

Type: integer

min: 1 max: 65535 default: 5

(seconds)

interval

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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retransmit-interval (ospf)
retransmit-interval interval|no retransmit-interval [interval]

Syntax Description Negate a command or set its defaultsno

Packet retransmission intervalretransmit-interval

Type: integer

min: 1 max: 65535 default: 5

(seconds)

interval

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink
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retransmit-interval (ospfv3)
retransmit-interval interval|no retransmit-interval [interval]

Syntax Description Negate a command or set its defaultsno

Packet retransmission intervalretransmit-interval

Type: integer

min: 1 max: 65535 default: 5

(seconds)

interval

Command Modes • /exec/configure/router-ospf3/router-ospf3-vlink
• /exec/configure/router-ospf3/vrf/router-ospf3-vlink

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2347

R Commands
retransmit-interval (ospfv3)



revision
revision rev-id|no revision [rev-id]

Syntax Description Negate a command or set its defaultsno

Set configuration revision numberrevision

Type: uinteger

min: 0 max: 65535

Configuration revision number

rev-id

Command Modes • /exec/configure/spanning-tree/mst/configuration

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2348

R Commands
revision



revocation-check
[no] revocation-check {crl [none]|none}

Syntax Description Negate a command or set its defaultsno

Configure trustpoint revocation checkmethodsrevocation-check

Configure revocation check using crlcrl

Configure revocation check using nonenone

Configure revocation check using nonenone

Command Modes • /exec/configure/trustpoint
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rfc1583compatibility
[no] rfc1583compatibility

Syntax Description Negate a command or set its defaultsno

Configure 1583 compatibility for external path preferencesrfc1583compatibility

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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rip
{ip} rip {metric-offset|offset-list} metric|no {ip} rip {metric-offset|offset-list} [metric]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

RIP configuration commandsrip

RIP metric for interfacemetric-offset

RIP metric for interfaceoffset-list

Type: integer

min: 1 max: 15 default: 1

RIP metric value

metric

Command Modes • /exec/configure/if-igp
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rip passive-interface
[no] {ip} rip passive-interface

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

RIP configuration commandsrip

RIP passive interfacepassive-interface

Command Modes • /exec/configure/if-igp
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rip poison-reverse
[no] {ip} rip poison-reverse

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

RIP configuration commandsrip

RIP poison reverse (default split-horizon)poison-reverse

Command Modes • /exec/configure/if-igp
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rip route-filter
[no] {ip} rip route-filter {route-map map|prefix-list list} {in|out}

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

RIP configuration commandsrip

RIP route filteringroute-filter

route-map policy to constrain route filteringroute-map

prefix-list policy to constrain route filteringprefix-list

Type: string

pattern: [!-~]*

length: 63

Route-map name

map

Type: string

length: 100

prefix-list name

list

inboundin

outboundout

Command Modes • /exec/configure/if-igp
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rip shutdown
[no] rip shutdown

Syntax Description Negate a command or set its defaultsno

RIP configuration commandsrip

Shutdown RIP on this interfaceshutdown

Command Modes • /exec/configure/if-igp
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rmdir
rmdir {uri0uri1}

Syntax Description Delete a directoryrmdir

Type: uri

Delete a directory

uri0

Type: uri

Delete a directory on expansion flash

uri1

Command Modes • /exec
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rmon alarm rising-threshold falling-threshold
rmon alarm i0 s0 i1 {absolute|delta} rising-threshold i2 [i3] falling-threshold i4 [i5] [owner
s1]|no rmon alarm i0

Syntax Description Negate a command or set its defaultsno

Remote Monitoringrmon

Configure an RMON alarmalarm

Type: integer

min: 1 max: 65535

Alarm number

i0

Type: string

MIB object to monitor

s0

Type: uinteger

min: 1 max: 700000

Sample interval

i1

Test each sample directlyabsolute

Test delta between samplesdelta

Configure the rising thresholdrising-threshold

Type: integer

min: 2147483648 max: 2147483647

Rising threshold value

i2

Type: integer

min: 0 max: 65535

Event to fire on rising threshold crossing

i3

Configure the falling thresholdfalling-threshold

Type: integer

min: 2147483648 max: 2147483647

Falling threshold value

i4

Type: integer

min: 0 max: 65535

Event to fire on falling threshold crossing

i5
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2357

R Commands
rmon alarm rising-threshold falling-threshold



Specify an owner for the alarmowner

Type: string

Alarm owner

s1

Command Modes • /exec/configure
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rmon event
rmon event i0 [log] [trap s0] [description s1] [owner s2]|no rmon event i0

Syntax Description Negate a command or set its defaultsno

Remote Monitoringrmon

Configure an RMON eventevent

Type: integer

min: 1 max: 65535

Event number

i0

Generate RMON logwhen the event fireslog

Generate SNMP trap when event firestrap

Type: string

length: 32

SNMP community string

s0

Specify a description of the eventdescription

Type: string

Event description

s1

Specify an owner for the eventowner

Type: string

Event owner

s2

Command Modes • /exec/configure
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rmon hcalarm startupalarm rising-threshold falling-threshold
owner

rmon hcalarm i0 s0 i1 {absolute|delta} startupalarm i2 rising-threshold i3 i4 falling-threshold
i5 i6 owner s1|no rmon hcalarm i0

Syntax Description Negate a command or set its defaultsno

Remote Monitoringrmon

Configure an High Capacity RMON alarmhcalarm

Type: integer

min: 1 max: 65535

Alarm number

i0

Type: string

MIB object to monitor

s0

Type: uinteger

min: 1 max: 700000

Sample interval

i1

Test each sample directlyabsolute

Test delta between samplesdelta

Configure alarm typestartupalarm

Type: integer

min: 1 max: 3

Startup alarm type, rising(1) falling(2) risingorfalling(3)

i2

Configure the rising thresholdrising-threshold

Type: longlong

Rising threshold value in bytes

i3

Type: integer

min: 0 max: 65535

Event to fire on rising threshold crossing

i4

Configure the falling thresholdfalling-threshold
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2360

R Commands
rmon hcalarm startupalarm rising-threshold falling-threshold owner



Type: longlong

Falling threshold value in bytes

i5

Type: integer

min: 0 max: 65535

Event to fire on falling threshold crossing

i6

Specify an owner for the alarmowner

Type: string

Alarm owner

s1

Command Modes • /exec/configure
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role feature-group name
[no] role feature-group name arg6

Syntax Description Negate a command or set its defaultsno

Configure rolesrole

Configure role feature-groupfeature-group

Feature-group namename

Type: string

length: 32

Enter feature-group name

arg6

Command Modes • /exec/configure
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role name
[no] role name arg2

Syntax Description Negate a command or set its defaultsno

Configure rolesrole

Enter the role namename

Type: userdef

Enter the role name

arg2

Command Modes • /exec/configure
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role priority
role priority priority_value|no role priority

Syntax Description Negate a command or set its defaultsno

Role related configurationrole

Configure priority to be used during vPC role (primary/secondary) electionpriority

Type: integer

min: 1 max: 65535

specify priority value

priority_value

Command Modes • /exec/configure/vpc-domain
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rollback progress stats
[no] rollback progress stats

Syntax Description negate the commandno

Rollback configurationrollback

Rollback progressprogress

Enable rollback progress
stats

stats

Command Modes • /exec
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rollback running-config
rollback running-config {checkpoint chkpoint_name|file file_uri}
[{best-effort|stop-at-first-failure|atomic}] [verbose]

Syntax Description Rollback configurationrollback

Rollback running configurationrunning-config

Rollback running configuration to checkpointcheckpoint

Type: string

length: 80

Checkpoint name

chkpoint_name

Rollback running configuration to configuration filefile

Type: uri

Checkpoint file path

file_uri

Skip errors and proceed with rollbackbest-effort

Stop rollback at the first errorstop-at-first-failure

Stop rollback and revert to original configuration (default)atomic

Show the execution logverbose

Command Modes • /exec
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route-map
route-map route-map-name [{permit|deny}] [seq]|no route-map {route-map-nameroute-map-name}
[{permit|deny}] [seq]

Syntax Description Negate a command or set its defaultsno

Create route-map or enter route-map command moderoute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

route-map-name

Type: string

pattern: [!-~]*

length: 63

Route-map name

route-map-name

Type: string

Known route-map name

route-map-name

Route map permits set operationspermit

Route map denies set operationsdeny

Type: integer

min: 0 max: 65535

Sequence to insert to/delete from existing route-map entry

seq

Command Modes • /exec/configure
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route-map pbr-statistics
route-map route-map-name pbr-statistics|no route-map {route-map-nameroute-map-name} pbr-statistics

Syntax Description Negate a command or set its defaultsno

Create route-map or enter route-map commandmoderoute-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

route-map-name

Type: string

pattern: [!-~]*

length: 63

Route-map name

route-map-name

Type: string

Known route-map name

route-map-name

Statistics for policy based routingpbr-statistics

Command Modes • /exec/configure
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route-reflector-client
[{no|default}] route-reflector-client

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure a neighbor as Route reflector clientroute-reflector-client

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-l2vpn-vpls
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route-target both
route-target both {ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}|no route-target both
[{ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}]

Syntax Description Negate a command or set its defaultsno

Specify Target VPNExtended Communitiesroute-target

Export And Import Target-VPN communityboth

Type: community

RT extcommunity in aa4:nn or ip:nn format

ext-comm-rt-aa4nn2

Type: community

RT extcommunity in aa:nn format

ext-comm-rt-aa2nn4

Command Modes • /exec/configure/vrf-af-ipv4
• /exec/configure/vrf-af-ipv6
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route-target export
route-target export {ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}|no route-target export
{ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}

Syntax Description Negate a command or set its defaultsno

Specify Target VPNExtended Communitiesroute-target

Export Target-VPN communityexport

Type: community

RT extcommunity in aa4:nn or ip:nn format

ext-comm-rt-aa4nn2

Type: community

RT extcommunity in aa:nn format

ext-comm-rt-aa2nn4

Command Modes • /exec/configure/vrf-af-ipv4
• /exec/configure/vrf-af-ipv6
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route-target import
route-target import {ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}|no route-target import
{ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}

Syntax Description Negate a command or set its defaultsno

Specify Target VPNExtended Communitiesroute-target

Import Target-VPN communityimport

Type: community

RT extcommunity in aa4:nn or ip:nn format

ext-comm-rt-aa4nn2

Type: community

RT extcommunity in aa:nn format

ext-comm-rt-aa2nn4

Command Modes • /exec/configure/vrf-af-ipv4
• /exec/configure/vrf-af-ipv6
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router-id (bgp)
[no] router-id router-id

Syntax Description Negate a command or set its defaultsno

Specify the IP address to use as router-idrouter-id

Type: ipaddr

Manually configured router identifier

router-id

Command Modes • /exec/configure/router-bgp/vrf-cmds
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router-id (ospf)
router-id id|no router-id [id]

Syntax Description Negate a command or set its defaultsno

Set OSPF process router-idrouter-id

Type: ipaddr

Router ID Value

id

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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router-id (ospfv3)
router-id id|no router-id [id]

Syntax Description Negate a command or set its defaultsno

Set OSPFv3 process router-idrouter-id

Type: ipaddr

Router ID Value

id

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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router bgp
[no] router bgp as

Syntax Description Negate a command or set its defaultsno

Enable a routing processrouter

Border Gateway Protocol (BGP)bgp

Command Modes • /exec/configure
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router eigrp (eigrp)
[no] {ip|ipv6} router eigrp eigrp-ptag

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Enable a routing processrouter

Configure an EIGRP routing process on interfaceeigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Command Modes • /exec/configure/if-igp
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router eigrp (eigrp)
[no] router eigrp eigrp-ptag

Syntax Description Negate a command or set its defaultsno

Enable a routing processrouter

Enhanced Interior Gateway Routing Protocol (EIGRP)eigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology |
traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Command Modes • /exec/configure
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router isis
[no] router isis tag

Syntax Description Negate a command or set its defaultsno

Enable a routing processrouter

Intermediate System to Intermediate System (IS-IS)isis

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Routing process tag

tag

Command Modes • /exec/configure
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router ospf
[no] router ospf tag

Syntax Description Negate a command or set its defaultsno

Enable a routing processrouter

Open Shortest Path First (OSPF)ospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory | mpls
| neighbor | neighbors | packets | policy | redist | request-list | retransmission | retransmission-list |
route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links | vrf

length: 20

Process tag

tag

Command Modes • /exec/configure
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router ospfv3
[no] router ospfv3 tag

Syntax Description Negate a command or set its defaultsno

Enable a routing processrouter

Open Shortest Path First (OSPF) (Version 3)ospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory | mpls
| neighbor | neighbors | packets | policy | redist | request-list | retransmission | retransmission-list |
route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links | vrf

length: 20

Process tag

tag

Command Modes • /exec/configure
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router rip (rip)
[no] ip router rip tag

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Enable a routing processrouter

Routing Information Protocol (RIP)rip

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Process tag

tag

Command Modes • /exec/configure/if-igp
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router rip (rip)
[no] router rip tag

Syntax Description Negate a command or set its defaultsno

Enable a routing processrouter

Routing Information Protocol (RIP)rip

Type: string

pattern: [a-zA-Z0-9_][-a-zA-Z0-9_]*

length: 20

Process ID

tag

Command Modes • /exec/configure
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routing-context vrf
routing-context vrf vrf-known-name

Syntax Description Set the routing contextrouting-context

The new routing-context
VRF

vrf

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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routing multicast file-debug
[no] {ip|ipv4} routing multicast file-debug

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IP featuresipv4

Routing informationrouting

Configure multicastmulticast

Collect all debugs to a filefile-debug

Command Modes • /exec/configure
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routing multicast holddown
{ip|ipv4} routing multicast holddown {route-holddown-secnone}|no {ip|ipv4} routing multicast
holddown [{route-holddown-secnone}]

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IP featuresipv4

Routing informationrouting

Configure multicastmulticast

Initial holddown periodholddown

Type: uinteger

min: 90 max: 210 default: 210

Delay in seconds

route-holddown-sec

Type: uinteger

min: 0 max: 0

Disable holddown

none

Command Modes • /exec/configure
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rsakeypair
[no] rsakeypair s0 [i0]

Syntax Description Negate a command or set its defaultsno

Configure trustpoint rsa key-pair detailsrsakeypair

Type: string

length: 64

key-pair label

s0

Type: integer

min: 512 max: 2048

key-pair size

i0

Command Modes • /exec/configure/trustpoint

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2387

R Commands
rsakeypair



rule
rule number action {permission [featuretype name]|command cmd_line}|no rule number

Syntax Description Negate a command or set its defaultsno

Enter the rule numberrule

Type: integer

min: 1 max: 256

Enter the rule number

number

Action

permit value: 1
Permit rule

deny value: 2
Deny rule

action

Permission

read value: 1
Read access

read-write value: 2
Read and write access

permission

Command linecommand

Type: remainder

Enter the command (use space+';' for command separator) e.g. config t ; role
*

cmd_line

Feature type

feature value: 2
Feature name

feature-group value: 3
Feature group name

featuretype

Type: string

length: 32

Enter the access entity name

name

Command Modes • /exec/configure/role
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rule oid
rule number action permission oid snmp_oid|no rule number

Syntax Description Negate a command or set its defaultsno

Enter the rule numberrule

Type: integer

min: 1 max: 256

Enter the rule number

number

Action

permit value: 1
Permit rule

deny value: 2
Deny rule

action

Permission

read value: 1
Read access

read-write value: 2
Read and write access

permission

SNMP oid (up to 32 elements)oid

Type: string

length: 1024

Enter snmp oid instance name

snmp_oid

Command Modes • /exec/configure/role

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2389

R Commands
rule oid



run-script
run-script uri0

Syntax Description Run shell scriptsrun-script

Type: uri

Enter script file
name

uri0

Command Modes • /exec
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run-show-tech-script
run-show-tech-script s0

Syntax Description Run show tech
script

run-show-tech-script

Type: string

fname

s0

Command Modes • /exec
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run bash
run bash [cmd]

Syntax Description execute/run programNot available in this release.run

linux-bash Not available in this release.bash

Type: remainder

the command to execute

cmd

Command Modes • /exec
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S Commands

• sampling, on page 2401
• save, on page 2402
• scale-factor module, on page 2403
• scheduler aaa-authentication password 0, on page 2404
• scheduler enable, on page 2406
• scheduler job name, on page 2407
• scheduler logfile size, on page 2408
• scheduler schedule name, on page 2409
• scheduler transport email from, on page 2410
• scp (security_tree), on page 2411
• scp (security_tree), on page 2412
• scripting tcl init, on page 2413
• scripting tcl recursion-limit, on page 2414
• section, on page 2415
• sed, on page 2416
• send-community, on page 2417
• send-lifetime local, on page 2418
• send, on page 2420
• send session, on page 2421
• serial, on page 2422
• server (ldap_tree), on page 2423
• server (radius_tree), on page 2424
• server (tacacs_dynamic_tree), on page 2425
• service-policy (qosmgr), on page 2426
• service-policy (qosmgr), on page 2427
• service-policy (qosmgr), on page 2428
• service-policy (qosmgr), on page 2429
• service-policy input, on page 2430
• service-policy type network-qos, on page 2431
• service-policy type queuing (qosmgr), on page 2432
• service-policy type queuing (qosmgr), on page 2433
• service-policy type queuing (qosmgr_dce), on page 2434
• service dhcp, on page 2435
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• service set, on page 2436
• service unsupported-transceiver, on page 2437
• session-limit, on page 2438
• session domain-lookup, on page 2439
• session max, on page 2440
• set-attached-bit, on page 2441
• set (copp_cli), on page 2442
• set (qosmgr), on page 2445
• set (qosmgr_dce), on page 2449
• set as-path prepend last-as, on page 2450
• set comm-list, on page 2451
• set community additive internet local-AS no-advertise no-export none, on page 2452
• set cos, on page 2453
• set dampening, on page 2454
• set distance, on page 2455
• set extcomm-list, on page 2456
• set extcommunity 4byteas-generic additive none transitive non-transitive, on page 2457
• set extcommunity additive none, on page 2458
• set extcommunity cost igp pre-bestpath, on page 2459
• set extcommunity rt additive, on page 2460
• set forwarding-address, on page 2461
• set interface, on page 2462
• set ip address prefix-list, on page 2463
• set ip default next-hop, on page 2464
• set ip default next-hop verify-availability, on page 2465
• set ip next-hop, on page 2466
• set ip next-hop peer-address, on page 2467
• set ip next-hop unchanged, on page 2468
• set ip precedence, on page 2469
• set ipv6 address prefix-list, on page 2470
• set ipv6 default next-hop, on page 2471
• set ipv6 default next-hop verify-availability, on page 2472
• set ipv6 next-hop, on page 2473
• set ipv6 next-hop peer-address, on page 2474
• set ipv6 next-hop unchanged, on page 2475
• set ipv6 next-hop verify-availability, on page 2476
• set ipv6 precedence, on page 2477
• set level level-1 level-1-2 level-2, on page 2478
• set local-preference, on page 2479
• set metric, on page 2480
• set mpls-exp-topmost cos table exp-cos-map, on page 2481
• set nssa-only, on page 2482
• set origin egp, on page 2483
• set path-selection all advertise, on page 2484
• set tag, on page 2485
• set weight, on page 2486
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• setup, on page 2487
• shape, on page 2488
• shared-policer, on page 2490
• show (bgp), on page 2501
• show (eigrp), on page 2502
• show (l2fm), on page 2507
• show (stp_full), on page 2509
• show (u6rib), on page 2510
• show (urib), on page 2514
• show (vdc_mgr), on page 2518
• shut, on page 2519
• shutdown (bgp), on page 2520
• shutdown (if_manager), on page 2521
• shutdown (if_manager), on page 2522
• shutdown (bgp), on page 2523
• shutdown (eigrp), on page 2524
• shutdown (if_manager), on page 2525
• shutdown (isis), on page 2526
• shutdown (l3vm), on page 2527
• shutdown (ospf), on page 2528
• shutdown (ospfv3), on page 2529
• shutdown (rip), on page 2530
• shutdown (svi), on page 2531
• shutdown (tm), on page 2532
• shutdown (vlan_mgr_cli), on page 2533
• shutdown (vrrp_mgr), on page 2534
• shutdown force, on page 2535
• signalling client batch-time, on page 2536
• signalling hello graceful-restart, on page 2537
• signalling hello graceful-restart refresh interval, on page 2538
• signalling hello graceful-restart refresh misses, on page 2539
• signalling hello graceful-restart send recovery-time, on page 2540
• signalling hello graceful-restart send restart-time, on page 2541
• signalling hello reroute, on page 2542
• signalling initial-retransmit-delay, on page 2543
• signalling patherr state-removal, on page 2544
• signalling rate-limit, on page 2545
• signalling refresh interval, on page 2546
• signalling refresh misses, on page 2547
• signalling refresh pace, on page 2548
• signalling refresh reduction, on page 2549
• signalling refresh reduction ack-delay, on page 2550
• signalling refresh reduction bundle-max-size, on page 2551
• signalling refresh reduction bundle-transmit-time, on page 2552
• signalling refresh reduction rapid-retransmit, on page 2553
• signing level none cisco unsigned, on page 2554

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2395

S Commands



• site-id, on page 2555
• site-of-origin, on page 2556
• sleep, on page 2557
• slot, on page 2558
• smtp-host, on page 2559
• snmp-server aaa-user cache-timeout, on page 2560
• snmp-server community, on page 2561
• snmp-server community use-acl, on page 2562
• snmp-server contact, on page 2563
• snmp-server context, on page 2564
• snmp-server context type len val, on page 2565
• snmp-server counter cache-enable, on page 2566
• snmp-server counter cache enable, on page 2567
• snmp-server counter cache timeout, on page 2568
• snmp-server enable traps, on page 2569
• snmp-server enable traps bgp, on page 2570
• snmp-server enable traps eigrp, on page 2571
• snmp-server enable traps entity fru, on page 2572
• snmp-server enable traps msdp, on page 2573
• snmp-server enable traps ospf (ospf), on page 2574
• snmp-server enable traps ospf (ospf), on page 2575
• snmp-server enable traps ospf lsa, on page 2576
• snmp-server enable traps ospfv3 (ospfv3), on page 2577
• snmp-server enable traps ospfv3 (ospfv3), on page 2578
• snmp-server enable traps ospfv3 lsa, on page 2579
• snmp-server force-unload-feature, on page 2580
• snmp-server globalEnforcePriv, on page 2581
• snmp-server host (snmp), on page 2582
• snmp-server host (snmp), on page 2583
• snmp-server host (snmp), on page 2584
• snmp-server host filter-vrf, on page 2586
• snmp-server host use-vrf, on page 2587
• snmp-server load-cond-feature, on page 2588
• snmp-server load-mib, on page 2589
• snmp-server location, on page 2590
• snmp-server mib community-map context, on page 2591
• snmp-server mib mpls vpn max-threshold, on page 2592
• snmp-server packetsize, on page 2593
• snmp-server protocol enable, on page 2594
• snmp-server source-interface, on page 2595
• snmp-server system-shutdown, on page 2596
• snmp-server tcp-session, on page 2597
• snmp-server user, on page 2598
• snmp-trap event-type policy-name, on page 2600
• snmp ifmib ifalias long, on page 2601
• snmp trap link-status (if_manager), on page 2602
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• snmp trap link-status (if_manager), on page 2603
• snmp trap link-status (svi), on page 2604
• snmp trap link-status (tm), on page 2605
• sort, on page 2606
• source (clic), on page 2607
• source (eth_span), on page 2608
• source (clic), on page 2609
• source (eth_span), on page 2610
• source-group, on page 2611
• source-interface, on page 2612
• source copy-sys, on page 2613
• source ip, on page 2614
• source proxy-layer2-gateway tree-id switchid tx, on page 2615
• source vlan, on page 2616
• spanning-tree bpdufilter, on page 2617
• spanning-tree bpduguard, on page 2618
• spanning-tree bridge assurance, on page 2619
• spanning-tree cost, on page 2620
• spanning-tree cost auto, on page 2621
• spanning-tree fcoe, on page 2622
• spanning-tree guard, on page 2623
• spanning-tree lc-issu (stp_full), on page 2624
• spanning-tree lc-issu (stp_full), on page 2625
• spanning-tree link-type, on page 2626
• spanning-tree loopguard default, on page 2627
• spanning-tree mode, on page 2628
• spanning-tree mst configuration, on page 2629
• spanning-tree mst cost, on page 2630
• spanning-tree mst cost auto, on page 2631
• spanning-tree mst forward-time, on page 2632
• spanning-tree mst hello-time, on page 2633
• spanning-tree mst max-age, on page 2634
• spanning-tree mst max-hops, on page 2635
• spanning-tree mst port-priority, on page 2636
• spanning-tree mst pre-standard, on page 2637
• spanning-tree mst priority, on page 2638
• spanning-tree mst root, on page 2639
• spanning-tree mst simulate pvst, on page 2640
• spanning-tree mst simulate pvst global, on page 2641
• spanning-tree pathcost method, on page 2642
• spanning-tree port-priority, on page 2643
• spanning-tree port type, on page 2644
• spanning-tree port type edge bpdufilter default, on page 2645
• spanning-tree port type edge bpduguard default, on page 2646
• spanning-tree port type edge default, on page 2647
• spanning-tree port type edge trunk, on page 2648
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• spanning-tree port type network default, on page 2649
• spanning-tree portfast, on page 2650
• spanning-tree portfast bpdufilter default, on page 2651
• spanning-tree portfast bpduguard default, on page 2652
• spanning-tree portfast default, on page 2653
• spanning-tree pseudo-information, on page 2654
• spanning-tree vlan, on page 2655
• spanning-tree vlan forward-time, on page 2656
• spanning-tree vlan hello-time, on page 2657
• spanning-tree vlan max-age, on page 2658
• spanning-tree vlan priority, on page 2659
• spanning-tree vlan root, on page 2660
• speed (if_manager), on page 2661
• speed (syscli), on page 2662
• speed-group, on page 2663
• speed (if_manager), on page 2664
• speed (syscli), on page 2665
• spf-interval, on page 2666
• spf mode incremental (ospf), on page 2667
• spf mode incremental (ospfv3), on page 2668
• split-horizon eigrp, on page 2669
• sprom recover backplane, on page 2670
• ssh, on page 2671
• ssh6, on page 2672
• ssh key dsa force rsa, on page 2673
• ssh login-attempts, on page 2674
• ssh server enable, on page 2675
• state (vlan_mgr_cli), on page 2676
• state (vlan_mgr_cli), on page 2677
• stateful-ha (isis), on page 2678
• stateful-ha (rsvp), on page 2679
• statistics (aclmgr), on page 2680
• statistics (aclmgr), on page 2681
• statistics (aclmgr), on page 2682
• statistics per-entry (aclmgr), on page 2683
• statistics per-entry (aclmgr), on page 2684
• statistics per-entry (aclmgr), on page 2685
• stopbits (syscli), on page 2686
• stopbits (syscli), on page 2687
• storm-control, on page 2688
• streetaddress, on page 2689
• summary-address (isis), on page 2690
• summary-address (isis), on page 2691
• summary-address (ospf), on page 2692
• summary-address (ospfv3), on page 2693
• suppress-fib-pending, on page 2694
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• suppress-inactive (bgp), on page 2695
• suppress-inactive (bgp), on page 2696
• suppress-signaling-protocol ldp, on page 2697
• switch-priority (callhome), on page 2698
• switch-priority (satmgr), on page 2699
• switchback, on page 2700
• switchport, on page 2701
• switchport access vlan (vlan_mgr_cli), on page 2702
• switchport access vlan (vlan_mgr_cli), on page 2703
• switchport access vlan (vlan_mgr_cli), on page 2704
• switchport autostate exclude, on page 2705
• switchport host, on page 2706
• switchport mode, on page 2707
• switchport mode fabricpath, on page 2708
• switchport mode private-vlan, on page 2709
• switchport mode private-vlan trunk, on page 2710
• switchport monitor, on page 2711
• switchport port-security, on page 2712
• switchport port-security aging time, on page 2713
• switchport port-security aging type, on page 2714
• switchport port-security mac-address, on page 2715
• switchport port-security mac-address sticky, on page 2716
• switchport port-security maximum, on page 2717
• switchport port-security violation, on page 2718
• switchport private-vlan association trunk, on page 2719
• switchport private-vlan host-association, on page 2720
• switchport private-vlan mapping add remove, on page 2721
• switchport private-vlan mapping add remove trunk, on page 2722
• switchport private-vlan trunk allowed vlan, on page 2723
• switchport private-vlan trunk native vlan, on page 2724
• switchport trunk allowed vlan (vlan_mgr_cli), on page 2725
• switchport trunk allowed vlan (vlan_mgr_cli), on page 2726
• switchport trunk allowed vlan (vlan_mgr_cli), on page 2727
• switchport trunk native vlan (vlan_mgr_cli), on page 2728
• switchport trunk native vlan (vlan_mgr_cli), on page 2729
• switchport trunk native vlan (vlan_mgr_cli), on page 2730
• switchport trunk pruning vlan add remove except none all, on page 2731
• switchto vdc, on page 2732
• sync-snmp-password (aaa_tree), on page 2733
• sync-snmp-password (aaa_tree), on page 2734
• sync-snmp-password (aaa_tree), on page 2735
• syslog, on page 2736
• system-mac, on page 2738
• system, on page 2739
• system-priority, on page 2740
• system aclmgr cleanup-unused-policies, on page 2741
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• system auto-collect tech-support, on page 2742
• system cores, on page 2743
• system cores retain, on page 2744
• system default interface congestion pause timeout, on page 2745
• system default switchport, on page 2746
• system default switchport fabricpath, on page 2747
• system default switchport shutdown, on page 2748
• system hap-reset, on page 2749
• system health check bootflash, on page 2750
• system heartbeat, on page 2751
• system high-multicast-priority, on page 2752
• system inband queuing (pm), on page 2753
• system inband queuing (pm), on page 2754
• system jumbomtu, on page 2755
• system kernel-trace, on page 2756
• system kgdb, on page 2757
• system memlog, on page 2758
• system memory-thresholds minor severe critical, on page 2759
• system minlife, on page 2760
• system no hap-reset, on page 2761
• system no heartbeat, on page 2762
• system no kgdb, on page 2763
• system no standby manual-boot, on page 2764
• system no statistics, on page 2765
• system no watchdog, on page 2766
• system no watchdog kgdb, on page 2767
• system offline, on page 2768
• system pss shrink, on page 2769
• system qos, on page 2770
• system release mod-lock uuid nodeid, on page 2771
• system restart vdc service name, on page 2772
• system standby manual-boot, on page 2773
• system standby reload vdc, on page 2774
• system startup-config init, on page 2775
• system startup-config kill config-update, on page 2776
• system startup-config unlock, on page 2777
• system statistics, on page 2778
• system switchover, on page 2779
• system switchover force, on page 2780
• system swover-timeout-reset, on page 2781
• system trace, on page 2782
• system vlan long-name, on page 2783
• system vlan reserve, on page 2784
• system watchdog, on page 2785
• system watchdog kgdb, on page 2786

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2400

S Commands



sampling
sampling sampling_range|no sampling

Syntax Description Negate a command or set its defaultsno

Set the sampling range for SPAN packets Not available in this release.sampling

Type: integer

min: 2 max: 1023

Sampling range: N = every Nth packet will be spanned

sampling_range

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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save
save uri0

Syntax Description Save the current configuration session to urisave

Type: uri

Enter the complete uri where the session is to be stored

uri0

Command Modes • /exec/configure
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scale-factor module
[no] scale-factor sf-value module module-number

Syntax Description Negate a command or set its defaultsno

Scale factorscale-factor

Type: float

Specify scale factor value from 0.10 to 2.00

sf-value

Modulemodule

Type: integer-mrange

specify module number

module-number

Command Modes • /exec/configure/ctrl-plane
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scheduler aaa-authentication password 0
scheduler aaa-authentication {password {0 s0|7 s1s2}|username s3 password {01 s4|71 s5s6}}|no
scheduler aaa-authentication {password [{0 s0|7 s1s2}]|username s3 password [{01 s4|71 s5s6}]}

Syntax Description Negate a command or set its defaultsno

Config commands for schedulerscheduler

Password for AAA authentication(of logged in user)aaa-authentication

Specify the password of logged in user(for AAA authentication)password

Password (clear text) of logged in user0

Type: string

length: 64

password (clear text) of logged in user

s0

Encrypted password of logged in user7

Type: string

length: 64

Encrypted password (for AAA authentication)

s1

Type: string

length: 64

Password (clear text) of logged in user

s2

logged in user nameusername

Type: string

length: 32

user name (for AAA authentication)

s3

Specify the password of logged in user(for AAA authentication)password

Password (clear text) of logged in user01

Type: string

length: 64

password (clear text) of logged in user

s4

Encrypted password of logged in user71
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Type: string

length: 64

Encrypted password (for AAA authentication)

s5

Type: string

length: 64

Password (clear text) of logged in user

s6

Command Modes • /exec/configure
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scheduler enable
[no] scheduler enable

Syntax Description Negate a command or set its defaultsno

Config commands for schedulerscheduler

Command to enable/disable featuresenable

Command Modes • /exec/configure
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scheduler job name
[no] scheduler job name s0

Syntax Description Negate a command or set its defaultsno

Config commands for schedulerscheduler

Define a jobjob

Specify a name for the jobname

Type: string

length: 31

Name of the job

s0

Command Modes • /exec/configure
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scheduler logfile size
scheduler logfile size i0|no scheduler logfile size [i0]

Syntax Description Negate a command or set its defaultsno

Config commands for schedulerscheduler

Scheduler log file configurationlogfile

Specify the log file sizesize

Type: integer

min: 16 max: 1024

Size of the file in KB

i0

Command Modes • /exec/configure
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scheduler schedule name
[no] scheduler schedule name s0

Syntax Description Negate a command or set its defaultsno

Config commands for schedulerscheduler

Define a scheduleschedule

Specify a name for the schedulename

Type: string

length: 31

Name of the schedule

s0

Command Modes • /exec/configure
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scheduler transport email from
scheduler transport email {from s0|reply-to s1|smtp-server host0 [port i1]}|no scheduler transport
email {from|reply-to|smtp-server}

Syntax Description Negate a command or set its defaultsno

Config commands for schedulerscheduler

Configure transport related configurationtransport

Configure email transport related configurationemail

Configure from email addressfrom

Type: string

length: 255

Provide from email address, example: SJ-9500-1@xyz.com

s0

Configure replyto email addressreply-to

Type: string

length: 255

Provide reply-to email address, example: admin@xyz.com

s1

Configure SMTP server addresssmtp-server

Type: string

SMTP server(DNS name or IPv4 or IPv6 address)

host0

Configure SMTP server port (default:25)port

Type: integer

min: 1 max: 65535

SMTP server port

i1

Command Modes • /exec/configure
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scp (security_tree)
scp [recurse] [directory] [verbose] to [hyphen] dst-path

Syntax Description Launch scp
subsystem

scp

Type: string

pattern: -r

-r recurse

recurse

Type: string

pattern: -d

-d directory

directory

Type: string

pattern: -v

-v verbose

verbose

Type: string

pattern: -t

-t scp to

to

Type: string

pattern: --

--

hyphen

Type: uri

to URL

dst-path

Command Modes • /exec
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scp (security_tree)
scp [recurse] from [hyphen] src-path

Syntax Description Launch scp
subsystem

scp

Type: string

pattern: -r

-r recurse

recurse

Type: string

pattern: -f

-f scp from

from

Type: string

pattern: --

--

hyphen

Type: uri

from URL

src-path

Command Modes • /exec
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scripting tcl init
scripting tcl init uri0|no scripting tcl init

Syntax Description Negate a command or set its defaultsno

Configure scripting parametersscripting

Specify scripting parameter for tcltcl

Specify init parametersinit

Type: uri

Tcl init script name

uri0

Command Modes • /exec
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scripting tcl recursion-limit
scripting tcl recursion-limit limit|no scripting tcl recursion-limit

Syntax Description Negate a command or set its defaultsno

Configure scripting parametersscripting

Specify scripting parameter for tcltcl

Specify recursion-limitrecursion-limit

Type: uinteger

min: 10 max: 65534 default: 1000

Specify limit

limit

Command Modes • /exec
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section
" | " section pattern

Syntax Description Pipe command output to filter|

show lines that include the pattern as well as the subsequent lines that are more indented thanmatching
line

section

Type: string

the pattern (regular expression) to match

pattern

Command Modes • /output
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sed
" | " sed [-n]+ expr

Syntax Description Pipe command output to filter|

Stream Editorsed

suppress automatic printing of pattern space-n

Type: string

Edition command (script)

expr

Command Modes • /output

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2416

S Commands
sed



send-community
[{no|default}] send-community [{both|extended|standard}]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Send Community attribute to this neighborsend-community

Send Standard and Extended Community attributesboth

Send Extended Community attributeextended

Send Standard Community attributestandard

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-l2vpn-vpls
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send-lifetime local
send-lifetime [local] stime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
sday syear {duration dsec|infinite|etime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
eday eyear}|no send-lifetime [[local] stime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
sday syear {duration dsec|infinite|etime
{month_a|month_b|month_c|month_d|month_e|month_f|month_g|month_h|month_i|month_j|month_k|month_l}
eday eyear}]

Syntax Description Negate a command or set its defaultsno

Set send lifetime of keysend-lifetime

Specify time in local timezonelocal

Type: string

pattern: (0?[0-9] | 1[0-9] | 2[0-3]):([0-5]?[0-9]):([0-5]?[0-9])

length: 8

HH:MM:SS Time to start <0-23>:<0-59>:<0-59>

stime

Type: string

pattern: (0?[0-9] | 1[0-9] | 2[0-3]):([0-5]?[0-9]):([0-5]?[0-9])

length: 8

HH:MM:SS Time to end <0-23>:<0-59>:<0-59>

etime

month_a

month_b

month_c

month_d

month_e

month_f

month_g

month_h

month_i

month_j

month_k

month_l
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Type: integer

min: 1 max: 31

Day of the month to start

sday

Type: integer

min: 1 max: 31

Day of the month to end

eday

Type: integer

min: 1993 max: 2035

Year to start

syear

Type: integer

min: 1993 max: 2035

Year to end

eyear

Set key lifetime durationduration

Type: integer

min: 1 max: 2147483646

Duration in seconds

dsec

Never Expiresinfinite

Command Modes • /exec/configure/keychain-key
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send
send line

Syntax Description Send message to open sessionssend

Type: remainder

Sendmessage (a line) to all open sessions

line

Command Modes • /exec
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send session
send session s0 line

Syntax Description Send message to open sessionssend

Sendmessage to specific sessionsession

Type: string

Specify pts/tty device type

s0

Type: remainder

Enter a one line message

line

Command Modes • /exec
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serial
serial chas-ser|no serial

Syntax Description Negate the commandno

Chassis serial
number

serial

Type: string

length: 20

Serial number

chas-ser

Command Modes • /exec/configure/fex
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server (ldap_tree)
[no] server host0

Syntax Description Negate a command or set its defaultsno

LDAP server nameserver

Type: string

LDAP server name

host0

Command Modes • /exec/configure/ldap
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server (radius_tree)
[no] server hostipname

Syntax Description Negate a command or set its defaultsno

RADIUS server name or IP addressserver

Type: nameorip

IPV4/IPV6 address or DNS name

hostipname

Command Modes • /exec/configure/radius
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server (tacacs_dynamic_tree)
[no] server hostipname

Syntax Description Negate a command or set its defaultsno

TACACS+ server name or IP addressserver

Type: nameorip

IPV4/IPV6 address or DNS name

hostipname

Command Modes • /exec/configure/tacacs+
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service-policy (qosmgr)
[no] service-policy [type qos] inp-or-out pmap-name-qos [no-stats]

Syntax Description Negate a command or set its defaultsno

Configure service policy for an interfaceservice-policy

Specify the type of this policytype

Qos policyqos

input value: 1
Input Service Policy

output value: 2
Output Service Policy

inp-or-out

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name __nil__ You must create a policy-map before using this command

pmap-name-qos

Disable statistics for this policyno-stats

Command Modes • /exec/configure/vlan
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service-policy (qosmgr)
[no] service-policy [type qos] pmap-name-qos

Syntax Description Negate a command or set its defaultsno

Configure hierarchial policy-mapNot available in this release.service-policy

Specify the type of this policytype

Qos policyqos

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name

pmap-name-qos

Command Modes • /exec/configure/policy-map/class
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service-policy (qosmgr)
[no] service-policy [type qos] pmap-name

Syntax Description Negate a command or set its defaultsno
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service-policy (qosmgr)
[no] service-policy [type qos] inp-or-out pmap-name-qos [no-stats]

Syntax Description Negate a command or set its defaultsno

Configure service policy for an interfaceservice-policy

Specify the type of this policytype

Qos policyqos

input value: 1
Input Service Policy

output value: 2
Output Service Policy

inp-or-out

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name __nil__ You must create a policy-map before using this command

pmap-name-qos

Disable statistics for this policyno-stats

Command Modes • /exec/configure/if-set-qos
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service-policy input
[no] service-policy input policy_name

Syntax Description Negate a command or set its defaultsno

Attach a policy to control-plane interfaceservice-policy

Input the policy nameinput

Type: string

antipattern: copp-system-p-+(([a-zA-Z0-9] | [- | . | _])*)

length: 64

Name of the policy

policy_name

Command Modes • /exec/configure/ctrl-plane
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service-policy type network-qos
[no] service-policy type network-qos pmap-name-nq

Syntax Description Negate a command or set its defaultsno

Policy Mapservice-policy

Specify the type of this policy-maptype

Network QoS policynetwork-qos

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name

pmap-name-nq

Command Modes • /exec/configure/system/qos
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service-policy type network-qos



service-policy type queuing (qosmgr)
[no] service-policy type queuing pmap-name-que

Syntax Description Negate a command or set its defaultsno

Set the inner policy-map Not available in this release.service-policy

Specify the type of this policytype

Queuing policyqueuing

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name __nil__ You must create a policy-map before using this command

pmap-name-que

Command Modes • /exec/configure/policy-map/type/queuing/class
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service-policy type queuing (qosmgr)



service-policy type queuing (qosmgr)
[no] service-policy type queuing inp-or-out pmap-name-que [no-stats]

Syntax Description Negate a command or set its defaultsno

Configure service policy for an interfaceservice-policy

Specify the type of this policytype

Queuing policyqueuing

input value: 1
Input Service Policy

output value: 2
Output Service Policy

inp-or-out

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name

pmap-name-que

Disable statistics for this policyno-stats

Command Modes • /exec/configure/if-set-que
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service-policy type queuing (qosmgr_dce)
[no] service-policy type queuing inp-or-out pmap-name-que

Syntax Description Negate a command or set its defaultsno

Policy Mapservice-policy

Specify the type of this policy-maptype

DCE Queuing policyqueuing

output value: 2
Output Service Policy

inp-or-out

Type: string

antipattern: type | typ | ty | t

length: 40

Policy-map name

pmap-name-que

Command Modes • /exec/configure/system/qos
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service-policy type queuing (qosmgr_dce)



service dhcp
[no] service dhcp

Syntax Description Negate a command or set its defaultsno

Modify use of network based servicesservice

Enable DHCP relay agentdhcp

Command Modes • /exec/configure
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service set
[no] service set onep-service-set

Syntax Description Negate a command or set its defaultsno

ONEP service setservice

ONEP service setset

Type: string

service name

onep-service-set

Command Modes • /exec/configure/onep
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service set



service unsupported-transceiver
[no] service unsupported-transceiver

Syntax Description Negate a command or set its defaultsno

Serviceability Commandsservice

Configure support for transceivers not supported by Ciscounsupported-transceiver

Command Modes • /exec/configure
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service unsupported-transceiver



session-limit
[no] session-limit i0

Syntax Description Negate a command or set its defaultsno

Set the max no of concurrent vsh sessionssession-limit

Type: integer

min: 1 max: 64

Max concurrent vsh sessions

i0

Command Modes • /exec/configure/line
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session domain-lookup
session domain-lookup|no session domain-lookup

Syntax Description Configure session preferencessession

Negate a command or set its defaultsno

Command Modes • /exec
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session max
session max onep-maxsess

Syntax Description One Platform sessionsession

Maximum number of
sessions

max

Type: uinteger

Number of sessions

onep-maxsess

Command Modes • /exec/configure/onep
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set-attached-bit
[no] set-attached-bit

Syntax Description Negate a command or set its defaultsno

Configure L1|L2 router to set/unset attached bit in its L1 LSPset-attached-bit

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-ipv6
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set (copp_cli)
[no] set {cos [inner] cos-val|dscp [tunnel] {dscp-valopt_set_dscp}|precedence [tunnel1]
{prec-valopt_set_prec}}

Syntax Description Negate a command or set its defaultsno

Set attributeset

IEEE 802.1Q class of servicecos

Set inner 802.1Q class of service in QinQ environment Not available in this release.inner

Type: uinteger

min: 0 max: 7

802.1Q Class of Service value

cos-val

DSCP in IP(v4) and IPv6 packets Not available in this release.dscp

Set DSCP in tunnel encapsulationtunnel

Type: uinteger

min: 0 max: 63

DSCP value

dscp-val

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2442
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set (copp_cli)



af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

opt_set_dscp

Precedence in IP(v4) and IPv6 packets Not available in this release.precedence

Set DSCP in tunnel encapsulationtunnel1

Type: uinteger

min: 0 max: 7

IP Precedence value

prec-val
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routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

opt_set_prec

Command Modes • /exec/configure/pmap/class
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set (qosmgr)
[no] set {cos cos-val|dscp [tunnel] {dscp-valdscp-enum}|precedence [prec-tunnel]
{prec-valprec-enum}|discard-class dis-class-val|qos-group qos-grp-val|{cos1 cos2|dscp1 dscp2|prec1
prec2|dis-class1 dis-class2|dscp3 mpls-exp-imposition|mpls-exp-topmost dscp4|mpls-exp-topmost1
mpls-exp-topmost2} table table-map-name|mpls experimental {topmost exp-value|imposition
exp-value-imp}}

Syntax Description Negate a command or set its defaultsno

Set attributeset

IEEE 802.1Q class of servicecos

IEEE 802.1Q class of servicecos1

IEEE 802.1Q class of servicecos2

Type: uinteger

min: 0 max: 7

802.1Q Class of Service value

cos-val

DSCP in IP(v4) and IPv6 packetsdscp

DSCP in IP(v4) and IPv6 packetsdscp1

DSCP in IP(v4) and IPv6 packetsdscp2

Set DSCP in tunnel encapsulationtunnel

Type: uinteger

min: 0 max: 63

DSCP value

dscp-val
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum

Precedence in IP(v4) and IPv6 packetsprecedence

Precedence in IP(v4) and IPv6 packetsprec1

Precedence in IP(v4) and IPv6 packetsprec2

Set Precedence in tunnel encapsulationprec-tunnel
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S Commands
set (qosmgr)



Type: uinteger

min: 0 max: 7

IP Precedence value

prec-val

routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum

Discard class Not available in this release.discard-class

Discard class Not available in this release.dis-class1

Discard class Not available in this release.dis-class2

Type: uinteger

min: 0 max: 63

Discard class value

dis-class-val

Qos-groupqos-group

Type: uinteger

min: 0 max: 3

Qos-group value

qos-grp-val

Table defining mapping from input to output Not available in this release.table

Type: string

Table-map name

table-map-name

Set MPLS label Not available in this release.mpls

Set MPLS experimental labelexperimental

Set MPLS topmost labeltopmost

Push the label and set new one on topimposition
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Type: uinteger

min: 0 max: 7

MPLS value

exp-value

Type: uinteger

min: 0 max: 7

MPLS value

exp-value-imp

DSCP in IP(v4) and IPv6 packetsdscp3

mpls-exp-imposition Not available in this release.mpls-exp-imposition

mpls-exp-topmost Not available in this release.mpls-exp-topmost

DSCP in IP(v4) and IPv6 packetsdscp4

mpls-exp-topmost Not available in this release.mpls-exp-topmost1

mpls-exp-topmost Not available in this release.mpls-exp-topmost2

Command Modes • /exec/configure/policy-map/class
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set (qosmgr_dce)
[no] set load-sharing per-packet

Syntax Description Set attributeset

Load sharing across ECMP by set out-of-order bit Not available in this release.load-sharing

per MiM packetper-packet

Negate a command or set its defaultsno

Command Modes • /exec/configure/policy-map/class
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set (qosmgr_dce)



set as-path prepend last-as
set as-path {prepend {last-as lastasas+}|tag}|no set as-path {prepend [{last-as [lastas]as+}]|tag}

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Prepend string for a BGPAS-path attributeas-path

Prepend to the AS-Pathprepend

Prepend last AS to the as-pathlast-as

Type: integer

min: 1 max: 10

number of last-AS prepends

lastas

Type: asn

AS number

as

Set the tag as an AS-path attributetag

Command Modes • /exec/configure/route-map
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set comm-list
set comm-list name delete|no set comm-list

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

set BGP community list (for deletion)comm-list

Type: string

pattern: [!-~]*

length: 63

Community list name

name

Delete matching communitiesdelete

Command Modes • /exec/configure/route-map
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setcommunityadditiveinternetlocal-ASno-advertiseno-export
none

set community {none|{additive|internet|local-AS|no-advertise|no-exporthex_numnumbercommunity}+}|no
set community [{none|{additive|internet|local-AS|no-advertise|no-exporthex_numnumbercommunity}+}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set BGP community attributecommunity

Add to existing communityadditive

Internet (well-known community)internet

Do not send outside local AS (well-known community)local-AS

Do not advertise to any peer (well-known community)no-advertise

Do not export to next AS (well-known community)no-export

No community attributenone

Type: uinteger

min: 1 max: 4294967295

Community number

number

Type: hex

Community number in hex

hex_num

Type: community

Community number aa:nn format

community

Command Modes • /exec/configure/route-map
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set cos
[no] set cos cos-val

Syntax Description Negate a command or set its defaultsno

Set attributeNot available in this release.set

IEEE 802.1Q class of servicecos

Type: uinteger

min: 0 max: 7

802.1Q Class of Service value

cos-val

Command Modes • /exec/configure/policy-map/type/queuing/class
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set dampening
set dampening halflife reuse supress duration|no set dampening [halflife reuse supress duration]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set BGP route flap dampening parametersdampening

Type: integer

min: 1 max: 45

half-life time for the penalty

halflife

Type: integer

min: 1 max: 20000

penalty to start reusing a route

reuse

Type: integer

min: 1 max: 20000

penalty to start suppressing a route

supress

Type: integer

min: 1 max: 255

Maximum duration to suppress a stable route

duration

Command Modes • /exec/configure/route-map
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set distance
set distance external-dist [internal-dist [local-dist]]|no set distance

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set the Administrative distance of routedistance

Type: uinteger

min: 1 max: 255

Administrative distance for IGP or EBGP routes

external-dist

Type: uinteger

min: 1 max: 255

Administrative distance for internal routes

internal-dist

Type: uinteger

min: 1 max: 255

Administrative distance for local routes

local-dist

Command Modes • /exec/configure/route-map
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set extcomm-list
set extcomm-list name delete|no set extcomm-list [name delete]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

set BGP extcommunity list (for deletion)extcomm-list

Type: string

pattern: [!-~]*

length: 63

Extended Community list name

name

Delete matching extcommunitiesdelete

Command Modes • /exec/configure/route-map
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set extcommunity 4byteas-generic additive none transitive
non-transitive

set extcommunity 4byteas-generic {{transitive ext-comm-gen-trans|non-transitive
ext-comm-gen-nontrans}+ [additive]|additive|none}|no set extcommunity 4byteas-generic [{{transitive
ext-comm-gen-trans|non-transitive ext-comm-gen-nontrans}+ [additive]|additive|none}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set BGP extcommunity attributeextcommunity

Generic extended community4byteas-generic

Add to existing generic extcommunityadditive

No extcommunity generic attributenone

Transitive extended communitytransitive

Non-Transitive extended communitynon-transitive

Type: community

Extcommunity number aa4:nn format

ext-comm-gen-trans

Type: community

Extcommunity number aa4:nn format

ext-comm-gen-nontrans

Type: additive

<ext-comm-gen-nontrans>

ext-comm-gen-trans

Command Modes • /exec/configure/route-map
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set extcommunity additive none
set extcommunity {additive|none}|no set extcommunity [{additive|none}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set BGP extcommunity attributeextcommunity

Add to existing generic extcommunityadditive

No extcommunity attributenone

Command Modes • /exec/configure/route-map
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set extcommunity cost igp pre-bestpath
set extcommunity cost [{igp|pre-bestpath}] comm-id cost-value+|no set extcommunity cost
[[{igp|pre-bestpath}] comm-id cost-value]+

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set BGP extcommunity attributeextcommunity

Costcost

Compare following IGP cost comparisonigp

Compare before all other steps in bestpath calculationpre-bestpath

Type: uinteger

min: 0 max: 255

Community ID

comm-id

Type: uinteger

min: 0 max: 4294967295

Cost Community value

cost-value

Command Modes • /exec/configure/route-map
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set extcommunity rt additive
set extcommunity rt {{ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}+ [additive]|additive}|no set
extcommunity rt [{{ext-comm-rt-aa2nn4ext-comm-rt-aa4nn2}+ [additive]|additive}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set BGP extcommunity attributeextcommunity

Route-Targetrt

Add to existing rt extcommunityadditive

Type: community

Extcommunity number

ext-comm-rt-aa2nn4

Type: community

Extcommunity number

ext-comm-rt-aa4nn2

Type: additive

<ext-comm-rt-aa4nn2>

ext-comm-rt-aa2nn4

Command Modes • /exec/configure/route-map
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set forwarding-address
[no] set forwarding-address

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set the forwarding addressforwarding-address

Command Modes • /exec/configure/route-map
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set interface
[no] set interface iface

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Output interfaceinterface

Type: interface

Interface name

iface

Command Modes • /exec/configure/route-map
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set ip address prefix-list
[no] set ip address prefix-list name

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IP featuresip

Specify IP addressaddress

IP prefix-listprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix list

name

Command Modes • /exec/configure/route-map
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set ip default next-hop
[no] set ip default next-hop [recursive] {load-share|addr1+ [load-share]}

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IP featuresip

Use recursive lookuprecursive

Set default next-hopdefault

Next hop addressnext-hop

Type: ipaddr

IP address of next hop

addr1

Enables load sharingload-share

Command Modes • /exec/configure/route-map
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set ip default next-hop verify-availability
[no] set ip default next-hop verify-availability addr [track object_id] [load-share]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IP featuresip

Set default next-hopdefault

Next hop addressnext-hop

Verify the reachability of the tracked objectverify-availability

Type: ipaddr

IP address of next hop

addr

The tracking method is tracktrack

Type: integer

min: 1 max: 500

Object number that the tracking subsystem is tracking

object_id

Enables load sharingload-share

Command Modes • /exec/configure/route-map
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S Commands
set ip default next-hop verify-availability



set ip next-hop
[no] set ip next-hop [recursive] {load-share|addr1+ [load-share]}

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IP featuresip

Use recursive lookuprecursive

Next hop addressnext-hop

Type: ipaddr

IP address of next hop

addr1

Enables load sharingload-share

Command Modes • /exec/configure/route-map
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set ip next-hop peer-address
[no] set ip next-hop peer-address

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IP featuresip

Next hop addressnext-hop

Use peer address (for BGP only)peer-address

Command Modes • /exec/configure/route-map
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set ip next-hop unchanged
[no] set ip next-hop unchanged

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IP featuresip

Next hop addressnext-hop

Use unchanged address (for BGP only)unchanged

Command Modes • /exec/configure/route-map
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set ip precedence
set ip precedence {valuename}|no set ip precedence [{valuename}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IP featuresip

Set precedence fieldprecedence

Type: integer

min: 0 max: 7

Precedence value

value

Precedence value

routine value: 0
Set routine precedence (0)

priority value: 1
Set priority precedence (1)

immediate value: 2
Set immediate precedence (2)

flash value: 3
Set flash precedence (3)

flash-override value: 4
Set flash override precedence (4)

critical value: 5
Set critical precedence (5)

internet value: 6
Set internetwork control precedence
(6)

network value: 7
Set network control precedence (7)

name

Command Modes • /exec/configure/route-map
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set ipv6 address prefix-list
[no] set ipv6 address prefix-list name

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Specify IP addressaddress

IPv6 prefix-listprefix-list

Type: string

pattern: [!-~]*

length: 63

Name of prefix list

name

Command Modes • /exec/configure/route-map
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set ipv6 default next-hop
[no] set ipv6 default next-hop [recursive] {load-share|addr1+ [load-share]}

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Use recursive lookuprecursive

Set default next-hopdefault

Next hop addressnext-hop

Type: ipv6addr

IPv6 address of next hop

addr1

Enables load sharingload-share

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2471

S Commands
set ipv6 default next-hop



set ipv6 default next-hop verify-availability
[no] set ipv6 default next-hop verify-availability addr [track object_id] [load-share]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Next hop addressnext-hop

Set default next-hopdefault

Verify the reachability of the tracked objectverify-availability

Type: ipv6addr

IP address of next hop

addr

The tracking method is tracktrack

Type: integer

min: 1 max: 500

Object number that the tracking subsystem is tracking

object_id

Enables load sharingload-share

Command Modes • /exec/configure/route-map

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2472

S Commands
set ipv6 default next-hop verify-availability



set ipv6 next-hop
[no] set ipv6 next-hop {load-share|addr+ [load-share]}

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Next hop ipv6 addressnext-hop

Type: ipv6addr

IPv6 address of next hop

addr

Enables load sharingload-share

Command Modes • /exec/configure/route-map
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set ipv6 next-hop peer-address
[no] set ipv6 next-hop peer-address

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Next hop addressnext-hop

Use peer address (for BGP only)peer-address

Command Modes • /exec/configure/route-map
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set ipv6 next-hop unchanged
[no] set ipv6 next-hop unchanged

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Next hop addressnext-hop

Use unchanged address (for BGP only)unchanged

Command Modes • /exec/configure/route-map
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set ipv6 next-hop verify-availability
[no] set ipv6 next-hop verify-availability addr [track object_id] [load-share]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Next hop addressnext-hop

Verify the reachability of the tracked objectverify-availability

Type: ipv6addr

IP address of next hop

addr

The tracking method is tracktrack

Type: integer

min: 1 max: 500

Object number that the tracking subsystem is tracking

object_id

Enables load sharingload-share

Command Modes • /exec/configure/route-map
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set ipv6 precedence
set ipv6 precedence {valuename}|no set ipv6 precedence [{valuename}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Configure IPv6 featuresipv6

Set precedence fieldprecedence

Type: integer

min: 0 max: 7

Precedence value

value

Precedence value

routine value: 0
Set routine precedence (0)

priority value: 1
Set priority precedence (1)

immediate value: 2
Set immediate precedence (2)

flash value: 3
Set flash precedence (3)

flash-override value: 4
Set flash override precedence (4)

critical value: 5
Set critical precedence (5)

internet value: 6
Set internetwork control precedence
(6)

network value: 7
Set network control precedence (7)

name
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Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2477

S Commands
set ipv6 precedence



set level level-1 level-1-2 level-2
set level {level-1|level-1-2|level-2}|no set level [{level-1|level-1-2|level-2}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Where to import routelevel

Import into a level-1 arealevel-1

Import into level-1 and level-2level-1-2

Import into level-2 sub-domainlevel-2

Command Modes • /exec/configure/route-map
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set local-preference
set local-preference pref|no set local-preference [pref]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

BGP local preference path attributelocal-preference

Type: uinteger

min: 0 max: 4294967295

Preference value

pref

Command Modes • /exec/configure/route-map
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set metric
set metric metric0 [metric1 metric2 metric3 metric4]|no set metric [metric0 [metric1 metric2
metric3 metric4]]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Set metric for destination routing protocolmetric

Type: string

pattern: ^[0-9\+\-][0-9]*$

length: 11

[+/-] Metric value or Bandwidth in Kbits per second

metric0

Type: uinteger

min: 1 max: 4294967295

IGRP delay metric

metric1

Type: integer

min: 0 max: 255

IGRP reliability metric where 255 is 100% reliable

metric2

Type: integer

min: 1 max: 255

IGRP Effective bandwidth metric (Loading) 255 is 100%

metric3

Type: uinteger

min: 1 max: 16777215

IGRP MTU of the path

metric4

Command Modes • /exec/configure/route-map
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set mpls-exp-topmost cos table exp-cos-map
[no] set mpls-exp-topmost cos table exp-cos-map

Syntax Description Negate a command or set its defaultsno

Set attribute Not available in this release.set

MPLS experimental topmostNot available in this release.mpls-exp-topmost

IEEE 802.1Q class of servicecos

Table map Not available in this release.table

Exp to cos table map name (reserved)exp-cos-map

Command Modes • /exec/configure/policy-map/type/queuing/class
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set nssa-only
[no] set nssa-only

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

OSPF NSSA Areasnssa-only

Command Modes • /exec/configure/route-map
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set origin egp
set origin {egp [as]|igp|incomplete}|no set origin [{egp [as]|igp|incomplete}]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

BGP origin codeorigin

remote EGPegp

Type: asn

AS number

as

local IGPigp

unknown heritageincomplete

Command Modes • /exec/configure/route-map
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set path-selection all advertise
[no] set path-selection all advertise

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Path selection criteria for BGPpath-selection

Specifies all BGP Pathsall

Advertise add paths to its peers if receive capability enabledadvertise

Command Modes • /exec/configure/route-map
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set tag
set tag value|no set tag [value]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

Tag value for destination routing protocoltag

Type: uinteger

min: 0 max: 4294967295

Tag value

value

Command Modes • /exec/configure/route-map
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set weight
set weight count|no set weight [count]

Syntax Description Negate a command or set its defaultsno

Set values in destination routing protocolset

BGP weight for routing tableweight

Type: integer

min: 0 max: 65535

Weight value

count

Command Modes • /exec/configure/route-map
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setup
setup

Syntax Description Run the basic SETUP command facilitysetup

Command Modes • /exec
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shape
[no] shape {[average] {avg-rate [{bps|kbps|mbps|gbps}]|percent percentage}|min {min-rate
[{bps2|kbps2|mbps2|gbps2|pps2}]|percent2 percentage2} max {max-rate
[{bps3|kbps3|mbps3|gbps3|pps3}]|percent3 percentage3}}

Syntax Description Negate a command or set its defaultsno

shapeshape

Configure average shape rateaverage

Type: long

Target bit rate

avg-rate

Configure minimum shape ratemin

Type: long

Target bit rate

min-rate

Configure maximum shape ratemax

Type: long

Target bit rate

max-rate

Bits per secondbps

Kilo bits per secondkbps

Mega bits per secondmbps

Giga bits per secondgbps

Packets per secondpps

Bits per secondbps2

Kilo Bits per secondkbps2

Mega Bits per secondmbps2

Giga Bits per secondgbps2

Packets per secondpps2

Bits per secondbps3

Kilo Bits per secondkbps3

Mega Bits per secondmbps3

Giga Bits per secondgbps3
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Packets per secondpps3

Specify rate as percentage of interface data-ratepercent

Specify rate as percentage of interface data-ratepercent2

Specify rate as percentage of interface data-ratepercent3

Type: uinteger

min: 1 max: 100

Percentage

percentage

Type: uinteger

min: 1 max: 100

Percentage

percentage2

Type: uinteger

min: 1 max: 100

Percentage

percentage3

Command Modes • /exec/configure/policy-map/type/queuing/class
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shared-policer
qos shared-policer [type qos] policer-name [cir] {cir-val [{bps|kbps|mbps|gbps|pps}]|percent
cir-perc} [[bc] committed-burst [{bytes|kbytes|mbytes|ms|us|packets}]] [pir {pir-val
[{bps2|kbps2|mbps2|gbps2|pps2}]|percent pir-perc} [[be] extended-burst
[{bytes2|kbytes2|mbytes2|ms2|us2|packets2}]]] [conform {transmit|set-prec-transmit
{prec-valprec-enum}|set-dscp-transmit {dscp-valdscp-enum}|set-cos-transmit
cos-val|set-discard-class-transmit disc-class-val|set-qos-transmit
qos-grp-val|set-mpls-exp-imposition-transmit exp-value-imp|set-mpls-exp-topmost-transmit exp-value-top}
[exceed {drop1|set exc-frm-field exc-to-field table cir-markdown-map|set-prec-transmit1
{prec-val1prec-enum1}|set-dscp-transmit1 {dscp-val1dscp-enum1}|set-cos-transmit1
cos-val1|set-discard-class-transmit1 disc-class-val1|set-qos-transmit1
qos-grp-val1|set-mpls-exp-imposition-transmit1 exp-value-imp1|set-mpls-exp-topmost-transmit1
exp-value-top1}] [violate {drop2|set vio-frm-field vio-to-field table2
pir-markdown-map|set-prec-transmit2 {prec-val2prec-enum2}|set-dscp-transmit2
{dscp-val2dscp-enum2}|set-cos-transmit2 cos-val2|set-discard-class-transmit2
disc-class-val2|set-qos-transmit2 qos-grp-val2|set-mpls-exp-imposition-transmit2
exp-value-imp2|set-mpls-exp-topmost-transmit2 exp-value-top2}]]|no qos shared-policer [type qos]
policer-name

Syntax Description Negate a command or set its defaultsno

Shared policer Not available in this release.shared-policer

Type: string

length: 40

Shared policer name

policer-name

Specify the type of shared-policertype

QoS Global Commandsqos

QoS Global Commandsqos

Specify committed information ratecir

Type: long

Committed Information Rate value in bps/kbps/mbps/gbps/pps

cir-val

Specify committed burstbc

Type: long

Committed Burst value in bytes/kbytes/mbytes/ms/us/packets

committed-burst

Specify rate as percentage of interface data-ratepercent
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Type: uinteger

min: 1 max: 100

Percentage

cir-perc

Type: uinteger

min: 1 max: 100

Percentage

pir-perc

Specify peak information ratepir

Type: long

Peak Information Rate value in bps/kbps/mbps/gbps/pps

pir-val

Specify extended burst (for 1R3C meter)be

Type: long

Value of extended burst in bytes/kbytes/mbytes/ms/us/packets

extended-burst

Bits per secondbps

Kilo bits per secondkbps

Mega bits per secondmbps

Giga bits per secondgbps

Packets per secondpps

Bits per secondbps2

Kilo Bits per secondkbps2

Mega Bits per secondmbps2

Giga Bits per secondgbps2

Packets per secondpps2

Bytesbytes

Kilo byteskbytes

Mega bytesmbytes

Micro second(s)us

Milli second(s)ms

Packetspackets

Bytesbytes2

Kilo Byteskbytes2
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Mega Bytesmbytes2

Milli secondsms2

Micro secondsus2

Packetspackets2

Specify a conform actionconform

Specify a exceed actionexceed

Specify a violate actionviolate

Transmit packettransmit

Drop packetdrop1

Drop packetdrop2

Set precedence and send itset-prec-transmit

Set precedence and send itset-prec-transmit1

Set precedence and send itset-prec-transmit2

Type: uinteger

min: 0 max: 7

Precedence value

prec-val

Type: uinteger

min: 0 max: 7

Precedence value

prec-val1

Type: uinteger

min: 0 max: 7

Precedence value

prec-val2
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routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum

routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum1

routine value: 0
Routine precedence (0)

priority value: 1
Priority precedence (1)

immediate value: 2
Immediate precedence (2)

flash value: 3
Flash precedence (3)

flash-override value: 4
Flash override precedence (4)

critical value: 5
Critical precedence (5)

internet value: 6
Internetwork control precedence (6)

network value: 7
Network control precedence (7)

prec-enum2

Set dscp and send itset-dscp-transmit
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Set dscp and send itset-dscp-transmit1

Set dscp and send itset-dscp-transmit2

Type: uinteger

min: 0 max: 63

DSCP value

dscp-val

Type: uinteger

min: 0 max: 63

DSCP value

dscp-val1

Type: uinteger

min: 0 max: 63

DSCP value

dscp-val2

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2494

S Commands
shared-policer



af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum1
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af11 value: 10
AF11 dscp (001010)

af12 value: 12
AF12 dscp (001100)

af13 value: 14
AF13 dscp (001110)

af21 value: 18
AF21 dscp (010010)

af22 value: 20
AF22 dscp (010100)

af23 value: 22
AF23 dscp (010110)

af31 value: 26
AF31 dscp (011010)

af32 value: 28
AF32 dscp (011100)

af33 value: 30
AF33 dscp (011110)

af41 value: 34
AF41 dscp (100010)

af42 value: 36
AF42 dscp (100100)

af43 value: 38
AF43 dscp (100110)

cs1 value: 8
CS1(precedence 1) dscp (001000)

cs2 value: 16
CS2(precedence 2) dscp (010000)

cs3 value: 24
CS3(precedence 3) dscp (011000)

cs4 value: 32
CS4(precedence 4) dscp (100000)

cs5 value: 40
CS5(precedence 5) dscp (101000)

cs6 value: 48
CS6(precedence 6) dscp (110000)

cs7 value: 56
CS7(precedence 7) dscp (111000)

default value: 0
default dscp (000000)

ef value: 46
EF dscp (101110)

dscp-enum2

Set cos and send itset-cos-transmit

Set cos and send itset-cos-transmit1

Set cos and send itset-cos-transmit2
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Type: uinteger

min: 0 max: 7

new cos value

cos-val

Type: uinteger

min: 0 max: 7

new cos value

cos-val1

Type: uinteger

min: 0 max: 7

new cos value

cos-val2

Set discard class and send it Not available in this release.set-discard-class-transmit

Set discard class and send it Not available in this release.set-discard-class-transmit1

Set discard class and send it Not available in this release.set-discard-class-transmit2

Type: uinteger

min: 0 max: 63

new discard-class value

disc-class-val

Type: uinteger

min: 0 max: 63

new discard-class value

disc-class-val1

Type: uinteger

min: 0 max: 63

new discard-class value

disc-class-val2

Set qos-group and send itset-qos-transmit

Set qos-group and send itset-qos-transmit1

Set qos-group and send itset-qos-transmit2

Type: uinteger

min: 0 max: 3

QoS group value

qos-grp-val

Type: uinteger

min: 0 max: 3

QoS group value

qos-grp-val1
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Type: uinteger

min: 0 max: 3

QoS group value

qos-grp-val2

set-mpls-exp-imposition-transmitNot available in this release.set-mpls-exp-imposition-transmit

set-mpls-exp-imposition-transmitNot available in this release.set-mpls-exp-imposition-transmit1

set-mpls-exp-imposition-transmitNot available in this release.set-mpls-exp-imposition-transmit2

Type: uinteger

min: 0 max: 7

MPLS imposition value

exp-value-imp

Type: uinteger

min: 0 max: 7

MPLS imposition value

exp-value-imp1

Type: uinteger

min: 0 max: 7

MPLS imposition value

exp-value-imp2

Set MPLS topmost label Not available in this release.set-mpls-exp-topmost-transmit

Set MPLS topmost label Not available in this release.set-mpls-exp-topmost-transmit1

Set MPLS topmost label Not available in this release.set-mpls-exp-topmost-transmit2

Type: uinteger

min: 0 max: 7

MPLS topmost value

exp-value-top

Type: uinteger

min: 0 max: 7

MPLS topmost value

exp-value-top1

Type: uinteger

min: 0 max: 7

MPLS topmost value

exp-value-top2

Set a particular value using table or markdown mapset

dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

exc-frm-field
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dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

exc-to-field

dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

vio-frm-field

dscp value: 2
table map of dscp type (1)

discard-class value: 4
table map of discard-class type (2)

vio-to-field

Set using the table-map Not available in this release.table

Set using the table-map Not available in this release.table2

Markdown map table name for exceed actioncir-markdown-map

Markdown map table name for violate actionpir-markdown-map

Command Modes • /exec/configure
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show (bgp)
show {ip mbgp [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}]|ip bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] all|ip bgp [vrf
{vrf-namevrf-known-name|ALL_VRFS_012345678901234}] [ipv4 {unicast|multicast}]}
{rib-install|rib-uninstall|rib-pending} [vrf {vrf-namevrf-known-name|ALL_VRFS_012345678901234}]

Syntax Description Show running system informationshow

Display IP informationip

Display BGP status and configurationbgp

Display MBGP status and configurationmbgp

Virtual Router Contextvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member
| all | l2-vrf | topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

All VRFsALL_VRFS_012345678901234

Display BGP information for IPv4 address familyipv4

Display BGP information for unicast address familyunicast

Display BGP information for multicast address familymulticast

Display BGP information for all address familiesall

Routes installed in RIBrib-install

Routes not installed in RIBrib-uninstall

Routes not acknowledged by RIBrib-pending

Command Modes • /exec
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show (eigrp)
show {ipv6 eigrp [eigrp-ptag] {topology|route}
[{ipv6-prefix|active|summary|pending|zero-successors|detail-links|all-links}] [vrf
{vrf-namevrf-known-name|all}]|ip eigrp [eigrp-ptag] {topology|route} [{address
maskprefix|active|summary|pending|zero-successors|detail-links|all-links}] [vrf
{vrf-namevrf-known-name|all}]} [__readonly__ TABLE_asn asn TABLE_vrf vrf router_id [head_serial
next_serial route_count replies_pending dummies eigrp_name num_if num_neighbors num_active_if
[TABLE_quiescent_if ifname]] [TABLE_ent ip_prefix ipv6_prefix active num_successors
feasible_distance tag send_flag xmit_serno xmit_refcount xmit_anchored outstd_replies query_origin
retry_count act_min_time act_max_time act_avg_time act_count peers_sia_stuck [TABLE_succ
s_nexthop s_v6nexthop s_origin s_v6origin s_metric s_bandwidth s_delay s_reliability s_load
s_min_mtu s_hop_count s_int_tag s_succ_metric s_reply_status s_sia_status s_external [s_ext_routerid
s_ext_asn s_ext_proto s_ext_metric s_ext_admin_tag] [s_exterior_flag s_send_flag s_send_flag_hex
s_ifname s_xmit_serno s_xmit_anchored] [TABLE_reply_status rs_ipaddr rs_ipv6addr rs_ifname]
[TABLE_sia_status ss_ipaddr ss_ipv6addr ss_ifname]]]]

Syntax Description Show running system informationshow

Display IP informationip

Display IPv6 informationipv6

Display EIGRP status and configurationeigrp

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all |
l2-vrf | topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFsall

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal |
neighbor | neighbors | notifications | packets | prefix | route | route-map | shutdown |
summary | topology | traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag
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IP-EIGRP Topology Tabletopology

IP-EIGRP internal routesroute

Type: ipaddr

Network to display information about

address

Type: ipaddr

Network mask

mask

Type: ipprefix

IP prefix <network>/<length>, e.g., 192.168.0.0/16

prefix

Type: ipv6prefix

IPv6 prefix <network>/<length>

ipv6-prefix

Show only active entriesactive

Show a summary of the topology tablesummary

Show only entries pending transmissionpending

Show only zero successor entrieszero-successors

Show all links in topology table with detailsdetail-links

Show all links in topology tableall-links

__readonly__

TABLE_asn

Type: uintegerasn

TABLE_vrf

Type: stringvrf

Type: ipaddrrouter_id

Type: uintegerhead_serial

Type: uintegernext_serial

Type: uintegerroute_count

Type: uintegerreplies_pending

Type: uintegerdummies

Type: stringeigrp_name

Type: uintegernum_if

Type: uintegernum_neighbors
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Type: uintegernum_active_if

TABLE_quiescent_if

Type: interfaceifname

TABLE_ent

Type: ipprefixip_prefix

Type: ipv6prefixipv6_prefix

Type: boolactive

Type: uintegernum_successors

Type: uintegerfeasible_distance

Type: uintegertag

none value: 1
update value: 2
query value: 3
reply value: 4
siaquery value: 5
siareply value: 6

send_flag

Type: uintegerxmit_serno

Type: uintegerxmit_refcount

Type: boolxmit_anchored

Type: uintegeroutstd_replies

none value: 1
clear value: 2
local value: 3
multiple value: 4
successor value: 5

query_origin

Type: uintegerretry_count

Type: uintegeract_min_time

Type: uintegeract_max_time

Type: uintegeract_avg_time

Type: uintegeract_count

Type: uintegerpeers_sia_stuck

TABLE_succ

Type: ipaddrs_nexthop
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Type: ipv6addrs_v6nexthop

Type: ipaddrs_origin

Type: ipv6addrs_v6origin

Type: uintegers_metric

Type: uintegers_succ_metric

Type: uintegers_bandwidth

Type: uintegers_delay

Type: uintegers_reliability

Type: uintegers_load

Type: uintegers_min_mtu

Type: uintegers_hop_count

Type: uintegers_int_tag

Type: bools_reply_status

Type: bools_sia_status

Type: bools_external

Type: ipaddrs_ext_routerid

Type: uintegers_ext_asn

Type: strings_ext_proto

Type: uintegers_ext_metric

Type: uintegers_ext_admin_tag

Type: bools_exterior_flag

none value: 1
update value: 2
query value: 3
reply value: 4
siaquery value: 5
siareply value: 6

s_send_flag

Type: uintegers_send_flag_hex

Type: interfaces_ifname

Type: uintegers_xmit_serno

Type: bools_xmit_anchored
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TABLE_reply_status

Type: ipaddrrs_ipaddr

Type: ipv6addrrs_ipv6addr

Type: interfacers_ifname

TABLE_sia_status

Type: ipaddrss_ipaddr

Type: ipv6addrss_ipv6addr

Type: interfacess_ifname

Command Modes • /exec
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show (l2fm)
show {consistency-checker l2 module modnum|forwarding consistency l2 modnum} [__readonly__
l2entry header TABLE_mac_address disp_mac_addr disp_type disp_vlan disp_is_static disp_age
disp_is_secure disp_is_ntfy disp_port]

Syntax Description showshow

Consistency Checkerconsistency-checker

Display Forwarding Informationforwarding

consistencyconsistency

l2l2

Module numbermodule

Type: integer

min: 1 max: 16

Module Number

modnum

__readonly__

Type: string

Header

header

Type: string

L2 Entry String

l2entry

Mac address tableTABLE_mac_address

Type: string

GateWay or Primary Entry or OTV or None

disp_type

Type: uinteger

VLAN

disp_vlan

Type: ethernet

MAC Address

disp_mac_addr

Type: bool

Static/Dynamic

disp_is_static

Type: uinteger

Age of the Mac

disp_age

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2507

S Commands
show (l2fm)



Type: bool

Is mac secure

disp_is_secure

Type: bool

Is mac notified

disp_is_ntfy

Type: string

Interface/port info of the mac

disp_port

Command Modes • /exec
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show (stp_full)
show [pending]

Syntax Description Display region configurationsshow

Display the newmst configuration to be appliedpending

Command Modes • /exec/configure/spanning-tree/mst/configuration
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show (u6rib)
show {ipv6 route|routing [vrf {vrf-namevrf-known-namevrf-all}] ipv6 [unicast] [topology
topology-name]} [l3vm-info] [rpf] [{ipv6-addrhostname|ipv6-prefix [{longer-prefixes|shorter-prefixes}]}]
[{ipv6-protocol [all]|next-hop next-hop|interface interface|updated [since stime] [until utime]}]+
[{summary|[detail] [deleted]}] [vrf {vrf-namevrf-known-namevrf-all}] [__readonly__ TABLE_vrf
vrf-name-out TABLE_addrf addrf TABLE_prefix ipprefix ucast-nhops mcast-nhops attached
TABLE_path ubest mbest ipnexthop ifname pref metric uptime clientname [type] [tag] [stale]
[hidden]]

Syntax Description Show running system informationshow

Display IPv6 routing tableroute

Display routing informationrouting

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Display IPv6 informationipv6

Display unicast informationunicast

Display per-topology informationtopology

Type: string

topology name

topology-name

Display corresponding L3VM informationl3vm-info

Display RPF information for multicast sourcerpf

Type: ipv6addr

Display single route longest match lookup

ipv6-addr

Type: string

Display single route longest match lookup

hostname
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Type: ipv6prefix

Display single exact match route

ipv6-prefix

Display matching routes with mask-lengths >= prefixlonger-prefixes

Display matching routes with mask-lengths <= prefixshorter-prefixes

Type: string

antipattern: .*:.*\ | summary\ | deleted\ | detail

Display routes for protocol (or route type)

ipv6-protocol

Display routes for protocol for backup next-hops tooall

Display routes with this next-hop onlynext-hop

Type: ipv6addr

Next hop address

next-hop

Display routes with this output interface onlyinterface

Type: interface

Interface Name

interface

Display routes filtered by last updated timeupdated

Display those routes updated since this timesince

Type: string

Since this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]

stime

Display those routes updated until this timeuntil

Type: string

Until this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]

utime

Display route countssummary

Display delete-pending routes alsodeleted

Display routes in full detaildetail

__readonly__

TABLE_vrf

Type: vrfvrf-name-out

TABLE_addrf

ipv6 value: 1addrf

TABLE_prefix
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Type: ipv6prefixipprefix

Type: integerucast-nhops

Type: integermcast-nhops

Type: boolattached

TABLE_path

Type: boolubest

Type: boolmbest

Type: ipv6addripnexthop

Type: interfaceifname

Type: integerpref

Type: integertag

Type: integermetric

Type: stringuptime

Type: stringclientname

unknown value: 1
value: 2
value: 3
value: 4
rip value: 5
L1 value: 6
L2 value: 7
intra value: 8
inter value: 9
type-1 value: 10
type-2 value: 11
nssa type-1 value: 12
nssa type-2 value: 13
intra value: 14
inter value: 15
type-1 value: 16
type-2 value: 17
nssa type-1 value: 18
nssa type-2 value: 19
internal value: 20
external value: 21
internal value: 22
external value: 23
discard value: 24
internal value: 25
external value: 26

type
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Type: boolstale

Type: boolhidden

Command Modes • /exec
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show (urib)
show {routing|ip route} [vrf {vrf-namevrf-known-namevrf-all}] [{ip|ipv4}] [unicast] [topology
topology-name] [l3vm-info] [rpf] [{ip-addr|ip-prefix [{longer-prefixes|shorter-prefixes}]}] [{protocol
[all]|next-hop next-hop|interface interface|updated [since stime] [until utime]}]+ [{summary|detail}]
[vrf {vrf-namevrf-known-namevrf-all}] [__readonly__ TABLE_vrf vrf-name-out TABLE_addrf addrf
[TABLE_prefix ipprefix ucast-nhops mcast-nhops attached TABLE_path [ipnexthop] [ifname] uptime
pref metric clientname [type] [tag] [stale] [unres] [hidden] [stale-label] [ubest] [mbest]]]

Syntax Description Show running system informationshow

Display routing informationrouting

Display IP informationip

Display routing informationroute

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Display IP informationipv4

Display unicast informationunicast

Display per-topology informationtopology

Type: string

topology name

topology-name

Display corresponding L3VM informationl3vm-info

Display RPF information for multicast sourcerpf

Type: ipaddr

Display single route longest match lookup

ip-addr
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Type: ipprefix

Display single exact match route

ip-prefix

Display matching routes with mask-lengths >= prefixlonger-prefixes

Display matching routes with mask-lengths <= prefixshorter-prefixes

Type: string

antipattern: summary

Display routes for protocol (or route type)

protocol

Display routes for protocol for backup next-hops tooall

Display routes with this next-hop onlynext-hop

Type: ipaddr

Next hop address

next-hop

Display routes with this output interface onlyinterface

Type: interface

Interface Name

interface

Display routes filtered by last updated timeupdated

Display those routes updated since this timesince

Type: string

Since this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]

stime

Display those routes updated until this timeuntil

Type: string

Until this date/time [[CC]YY-][MM-DD-]HH:MM[:SS]

utime

Display route countssummary

Display routes in full detaildetail

__readonly__

TABLE_vrf

Type: vrfvrf-name-out

TABLE_addrf

ipv4 value: 1addrf

TABLE_prefix

Type: ipprefixipprefix
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Type: integerucast-nhops

Type: integermcast-nhops

Type: boolattached

TABLE_path

Type: ipaddripnexthop

Type: interfaceifname

Type: durationuptime

Type: integerpref

Type: integermetric

Type: stringclientname

unknown value: 1
value: 2
value: 3
value: 4
rip value: 5
L1 value: 6
L2 value: 7
intra value: 8
inter value: 9
type-1 value: 10
type-2 value: 11
nssa type-1 value: 12
nssa type-2 value: 13
intra value: 14
inter value: 15
type-1 value: 16
type-2 value: 17
nssa type-1 value: 18
nssa type-2 value: 19
internal value: 20
external value: 21
internal value: 22
external value: 23
discard value: 24
internal value: 25
external value: 26
invalid-route-type value: 27

type

Type: integertag

Type: boolstale

Type: boolunres
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Type: boolhidden

Type: boolstale-label

Type: boolubest

Type: boolmbest

Command Modes • /exec
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show (vdc_mgr)
show {hostname|switchname} [__readonly__ hostname]

Syntax Description Show running system informationshow

show the system's hostnamehostname

show the system's hostnameswitchname

Read Only__readonly__

Type: stringhostname

Command Modes • /exec
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shut
[no] shut

Syntax Description Negate a command or set its defaultsno

Shut a monitor sessionshut

Command Modes • /exec/configure/monitor-common
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shutdown (bgp)
[{no|default}] shutdown

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Administratively shutdown this neighborshutdown

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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shutdown (if_manager)
[no] shutdown [force]

Syntax Description Negate a command or set its defaultsno

Enable/disable an interfaceshutdown

Enable/disable an interfaceforce

Command Modes • /exec/configure/if-ethernet
• /exec/configure/if-ethernet-switch
• /exec/configure/if-cpp
• /exec/configure/if-fv
• /exec/configure/if-fa
• /exec/configure/if-svc
• /exec/configure/if-fc-tunnel
• /exec/configure/if-loopback
• /exec/configure/if-sme
• /exec/configure/if-ioa
• /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
• /exec/configure/if-sub
• /exec/configure/if-overlay
• /exec/configure/if-te
• /exec/configure/if-nve
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shutdown (if_manager)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Enable/disable an interfaceshutdown

Command Modes • /exec/configure/if-gig-ether
• /exec/configure/if-fc
• /exec/configure/if-bay
• /exec/configure/if-ext
• /exec/configure/if-vsan
• /exec/configure/if-iscsi
• /exec/configure/if-port-channel
• /exec/configure/if-fcip
• /exec/configure/if-sme
• /exec/configure/if-ioa
• /exec/configure/if-vfc
• /exec/configure/if-eth-port-channel
• /exec/configure/if-vfc-port-channel
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shutdown (bgp)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Administratively shutdownBGP protocolshutdown

Command Modes • /exec/configure/router-bgp
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shutdown (eigrp)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Shutdown this instance of EIGRPshutdown

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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shutdown (if_manager)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Enable/disable an interfaceshutdown

Command Modes • /exec/configure/if-mgmt-ether
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shutdown (isis)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Shutdown this IS-IS processshutdown

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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shutdown (l3vm)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Shutdown current VRFshutdown

Command Modes • /exec/configure/vrf
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shutdown (ospf)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Shutdown theOSPF protocol instanceshutdown

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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shutdown (ospfv3)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

shutdown theOSPF protocol instanceshutdown

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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shutdown (rip)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Shutdown this instance of RIPshutdown

Command Modes • /exec/configure/router-rip
• /exec/configure/router-rip/router-rip-vrf
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shutdown (svi)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Enable/disable an interfaceshutdown

Command Modes • /exec/configure/if-vlan-common
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shutdown (tm)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Shutdown tunnel interface(s)shutdown

Command Modes • /exec/configure/if-any-tunnel
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shutdown (vlan_mgr_cli)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Shutdown VLAN switchingshutdown

Command Modes • /exec/configure/vlan
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shutdown (vrrp_mgr)
[no] shutdown

Syntax Description Negate a command or set its defaultsno

Enable or disable a VRshutdown

Command Modes • /exec/configure/if-eth-any/vrrp
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shutdown force
[no] shutdown force

Syntax Description Negate a command or set its defaultsno

Enable/disable an interfaceshutdown

Enable/disable an interfaceforce

Command Modes • /exec/configure/if-mgmt-ether
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signalling client batch-time
[no] signalling client batch-time msec

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Client informationclient

Time interval between batched messages to clientbatch-time

Type: uinteger

min: 0 max: 10000 default: 50

Batch-time msec [use 0 to disble, else minimum timer value is 20 msec]

msec

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2536

S Commands
signalling client batch-time



signalling hello graceful-restart
[no] signalling hello graceful-restart

Syntax Description Negate a command or set its defaults'no'

Configure RSVPSignalling informationsignalling

RSVP Hello configuration commandshello

RSVP Graceful restart commandsgraceful-restart

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2537

S Commands
signalling hello graceful-restart



signalling hello graceful-restart refresh interval
[no] signalling hello graceful-restart refresh interval value

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

RSVP Hello configuration commandshello

RSVP Graceful restart commandsgraceful-restart

Configure RSVPHello refresh behavior for Graceful Restartrefresh

Time between sending Hello Requests for Graceful Restartinterval

Type: uinteger

min: 2000 max: 30000 default: 10000

Hello interval in msec

value

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2538

S Commands
signalling hello graceful-restart refresh interval



signalling hello graceful-restart refresh misses
[no] signalling hello graceful-restart refresh misses value

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

RSVP Hello configuration commandshello

RSVP Graceful restart commandsgraceful-restart

Configure RSVPHello refresh behavior for Graceful Restartrefresh

Number of Hello misses for Graceful Restartmisses

Type: uinteger

min: 4 max: 10 default: 4

Number of missed Hello Acks which triggers neighbor down

value

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2539

S Commands
signalling hello graceful-restart refresh misses



signalling hello graceful-restart send recovery-time
[no] signalling hello graceful-restart send recovery-time value

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

RSVP Hello configuration commandshello

RSVP Graceful restart commandsgraceful-restart

Configure the restart-time in outgoing Hello msgssend

Configure the recovery-time in outgoing GRHello msgsrecovery-time

Type: uinteger

min: 30000 max: 3600000 default: 120000

recovery-time in msec

value

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling hello graceful-restart send recovery-time



signalling hello graceful-restart send restart-time
[no] signalling hello graceful-restart send restart-time value

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

RSVP Hello configuration commandshello

RSVP Graceful restart commandsgraceful-restart

Configure the restart-time in outgoing Hello msgssend

Configure the restart-time in outgoing GRHello msgsrestart-time

Type: uinteger

min: 0 max: 600000 default: 30000

restart-time in msec

value

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2541

S Commands
signalling hello graceful-restart send restart-time



signalling hello reroute
[no] signalling hello reroute

Syntax Description Negate a command or set its defaults'no'

Configure RSVPSignalling informationsignalling

RSVP Hello configuration commandshello

RSVP Reroute commandsreroute

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling hello reroute



signalling initial-retransmit-delay
[no] signalling initial-retransmit-delay msec

Syntax Description Negate a command or set its defaults'no'

Configure RSVPSignalling informationsignalling

RSVP Initial retransmit delayinitial-retransmit-delay

Type: uinteger

min: 100 max: 30000 default: 5000

Initial retransmit delay in millisec

msec

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling initial-retransmit-delay



signalling patherr state-removal
[no] signalling patherr state-removal

Syntax Description Negate a command or set its defaults'no'

Configure RSVPSignalling informationsignalling

Configure Path-Error processingpatherr

Setup automatic removal of path-statestate-removal

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2544

S Commands
signalling patherr state-removal



signalling rate-limit
[no] signalling rate-limit [interval msec] [limit messages]|[limit messages] [interval msec]

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure rate-limitingrate-limit

Configure scheduling intervalinterval

Type: uinteger

min: 250 max: 2000 default: 1000

Interval in millisec

msec

Configure message limit per scheduling intervallimit

Type: uinteger

min: 1 max: 500 default: 100

Message limit value

messages

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling rate-limit



signalling refresh interval
[no] signalling refresh interval seconds

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Set signaling refresh intervalinterval

Type: uinteger

min: 10 max: 180 default: 45

Signaling refresh interval in seconds

seconds

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling refresh interval



signalling refresh misses
[no] signalling refresh misses value

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Set refresh misses tolerated before expiring a statemisses

Type: uinteger

min: 1 max: 8 default: 4

Refresh miss value

value

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2547

S Commands
signalling refresh misses



signalling refresh pace
[no] signalling refresh pace

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Pace sending of refresh messagespace

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling refresh pace



signalling refresh reduction
[no] signalling refresh reduction

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Enable, disable or set refresh reduction parametersreduction

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling refresh reduction



signalling refresh reduction ack-delay
[no] signalling refresh reduction ack-delay msec

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Enable, disable or set refresh reduction parametersreduction

Set delay for sending ACK messagesack-delay

Type: uinteger

min: 100 max: 5000 default: 400

ACK delay value in millisec

msec

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling refresh reduction ack-delay



signalling refresh reduction bundle-max-size
[no] signalling refresh reduction bundle-max-size value

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Enable, disable or set refresh reduction parametersreduction

Set bundle-maximum-sizebundle-max-size

Type: uinteger

min: 0 max: 65000 default: 4096

Bundle size in bytes, use zero to disable bundling

value

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling refresh reduction bundle-max-size



signalling refresh reduction bundle-transmit-time
[no] signalling refresh reduction bundle-transmit-time msec

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Enable, disable or set refresh reduction parametersreduction

Set bundle-transmit-timebundle-transmit-time

Type: uinteger

min: 10 max: 50000 default: 50

Bundle transmit time value in msec

msec

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signalling refresh reduction bundle-transmit-time



signalling refresh reduction rapid-retransmit
[no] signalling refresh reduction rapid-retransmit

Syntax Description Negate a command or set its defaults'no'

Configure RSVP Signalling informationsignalling

Configure RSVP signaling refresh parametersrefresh

Enable, disable or set refresh reduction parametersreduction

Rapid-retransmit of RSVP messagesrapid-retransmit

Command Modes • /exec/configure/ip-rsvp

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2553

S Commands
signalling refresh reduction rapid-retransmit



signing level none cisco unsigned
[no] signing level {none|cisco|unsigned}|no signing level

Syntax Description Negate a command or set its defaultsno

Virtual service package signing settingssigning

Package signing level allowed for virtual service installationlevel

Most restrictive, don't allow package installationnone

Allow only Cisco signed packagescisco

Least restrictive, allow unsigned and all signing methodsunsigned

Command Modes • /exec/configure/virt-serv-global

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
signing level none cisco unsigned



site-id
site-id s0|no site-id

Syntax Description Negate a command or set its defaultsno

site id of the network where switch is deployedsite-id

Type: remainder

Provide site id

s0

Command Modes • /exec/configure/callhome

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
site-id



site-of-origin
site-of-origin {ext-comm-soo-aa2nn4ext-comm-soo-aa4nn2}|no site-of-origin
[{ext-comm-soo-aa2nn4ext-comm-soo-aa4nn2}]

Syntax Description Negate a command or set its defaultsno

Site of Originsite-of-origin

Type: community

Extcommunity number

ext-comm-soo-aa2nn4

Type: community

Extcommunity number

ext-comm-soo-aa4nn2

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
site-of-origin



sleep
sleep i0

Syntax Description Sleep for the specified number of secondssleep

Type: integer

Enter the number of seconds to sleep

i0

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
sleep



slot
slot module {quoted quoted-cmdcmd}

Syntax Description run commands on specific linecard (or set slot for commands that take optional slot number)slot

Type: integer

the slot number (aka module number)

module

enter the command with quotes -> pipe redirection and semi-colon are localquoted

Type: string

the command(s) to run on lc; separated by <space> <semi-colon> <space>

quoted-cmd

Type: remainder

the command(s) to run on lc; separated by <space> <semi-colon> <space>

cmd

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
slot



smtp-host
{smtp-host {ipv4ipv6host} [smtp-port port]|smtp-port port|reply-to reply|from from|vrf
vrf-known-name}|no {smtp-host|smtp-port|reply-to|from|vrf}

Syntax Description Negate a command or set its defaultsno

SMTP server hostsmtp-host

Type: ipaddr

IPV4 address

ipv4

Type: ipv6addr

IPV6 address

ipv6

Type: string

length: 254

DNS name

host

SMTP server portsmtp-port

Type: uinteger

min: 1 max: 65535

Port for SMTP server

port

Reply to email addressreply-to

Type: string

length: 254

Provide reply-to email address

reply

From email addressfrom

Type: string

length: 254

Provide from email address

from

VRF for pipe email transmitvrf

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure/email

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2559

S Commands
smtp-host



snmp-server aaa-user cache-timeout
[no] snmp-server aaa-user cache-timeout timeout

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

set duration for which aaa-cached snmp user existsaaa-user

timeout for AAA cachecache-timeout

Type: integer

min: 1 max: 86400

timeout for which aaa-cached user exists(in secs)

timeout

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server aaa-user cache-timeout



snmp-server community
[no] snmp-server community s0 [{group s1|ro|rw}]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

set community string and access privscommunity

Type: string

length: 32

SNMP community string

s0

Group to which the community belongsgroup

Type: string

length: 32

Group to which the community belongs

s1

Read-only access with this community stringro

Read-write access with this community stringrw

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server community



snmp-server community use-acl
[no] snmp-server community community_name use-acl acl_name

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

set community string and access privscommunity

Type: string

length: 32

SNMP community string

community_name

acl name to filter snmp requestsuse-acl

Type: string

length: 32

acl name to filter snmp requests

acl_name

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server community use-acl



snmp-server contact
[no] snmp-server contact [line]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

modify sysContactcontact

Type: remainder

modify sysContact

line

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server contact



snmp-server context
[no] snmp-server context context_name [instance instance-name] [vrf {vrf-namevrf-known-name}]
[topology topology-name]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

SNMP context to be mappedcontext

Type: string

length: 32

name of the SNMP context

context_name

Protocol instance associated with the SNMP contextinstance

Type: string

length: 32

Name of the protocol instance

instance-name

VRF associated with the SNMP contextvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Topology associated with the SNMP contexttopology

Type: string

length: 32

name of the Topology

topology-name

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server context



snmp-server context type len val
[no] snmp-server context context_name type {vrf|topology|instance|vlan|mst} len i2 val i3

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

SNMP context to be mappedcontext

Type: string

length: 32

name of the SNMP context

context_name

type of association to contexttype

Protocol instance associated with the SNMP contextinstance

VRF associated with the SNMP contextvrf

Topology associated with the SNMP contexttopology

Vlan id associated with the SNMP contextvlan

Mst id associated with the SNMP contextmst

Length of valuelen

Type: integer

Length of value

i2

Valueval

Type: string

Value of variable associated with the SNMP context

i3

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server context type len val



snmp-server counter cache-enable
[no] snmp-server counter cache-enable

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Configure port counter configurationcounter

Enable port stats cachecache-enable

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server counter cache-enable



snmp-server counter cache enable
[no] snmp-server counter cache enable

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Configure port counter configurationcounter

port stats cachecache

enable port stats cacheenable

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server counter cache enable



snmp-server counter cache timeout
[no] snmp-server counter cache timeout timeout

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Configure port counter configurationcounter

Port stats cachecache

Timeout for port stats cachetimeout

Type: integer

min: 10 max: 3600

Timeout for which cached port stats exists(in secs)

timeout

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server counter cache timeout



snmp-server enable traps
[no] snmp-server enable traps [trap_arg trap_sub_category+]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Type: string

length: 64

Enable __left__ traps

trap_arg

Type: userdef

Enter the trap

trap_sub_category

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps



snmp-server enable traps bgp
[no] snmp-server enable traps bgp

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP BGP trapsbgp

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps bgp



snmp-server enable traps eigrp
[no] snmp-server enable traps eigrp [eigrp-ptag]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP EIGRP trapseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps eigrp



snmp-server enable traps entity fru
[no] snmp-server enable traps entity fru

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP agent trapsentity

Enable SNMP entity fru trapfru

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps entity fru



snmp-server enable traps msdp
[no] snmp-server enable traps msdp

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP MSDP trapsmsdp

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps msdp



snmp-server enable traps ospf (ospf)
no snmp-server enable traps ospf [tag] rate-limit [window rate]|snmp-server enable traps ospf
[tag] rate-limit window rate

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP OSPF trapsospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Trap rate limit valuesrate-limit

Type: integer

min: 2 max: 60 default: 10

Rate limit window size in seconds

window

Type: integer

min: 0 max: 255 default: 7

Max number of traps sent in window time

rate

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps ospf (ospf)



snmp-server enable traps ospf (ospf)
[no] snmp-server enable traps ospf [tag]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP OSPF trapsospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps ospf (ospf)



snmp-server enable traps ospf lsa
[no] snmp-server enable traps ospf [tag] lsa

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP OSPF trapsospf

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Allow sending LSA trapslsa

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps ospf lsa



snmp-server enable traps ospfv3 (ospfv3)
no snmp-server enable traps ospfv3 [tag] rate-limit|snmp-server enable traps ospfv3 [tag]
rate-limit swindow rate

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP OSPFv3 trapsospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Trap rate limit valuesrate-limit

Type: integer

min: 2 max: 60

Rate limit window size in seconds

swindow

Type: integer

min: 0 max: 255

Max number of traps sent in window time

rate

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
snmp-server enable traps ospfv3 (ospfv3)



snmp-server enable traps ospfv3 (ospfv3)
[no] snmp-server enable traps ospfv3 [tag]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP OSPFv3 trapsospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Command Modes • /exec/configure
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snmp-server enable traps ospfv3 lsa
[no] snmp-server enable traps ospfv3 [tag] lsa

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable SNMP Trapsenable

Enable SNMP trapstraps

Enable SNMP OSPFv3 trapsospfv3

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: adjacency | all | border-routers | database | database-timers | events | flooding |
graceful-restart | hello | interface | internal | lsa-content-changed-list | lsa-generation | memory
| mpls | neighbor | neighbors | packets | policy | redist | request-list | retransmission |
retransmission-list | route | spf | spf-trigger | statistics | summary-address | traffic | virtual-links
| vrf

length: 20

Process tag

tag

Enable SNMP OSPFv3 LSA trapslsa

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2579

S Commands
snmp-server enable traps ospfv3 lsa



snmp-server force-unload-feature
snmp-server force-unload-feature feature_name

Syntax Description Configure snmp serversnmp-server

unloadmibs of conditional feature forcefullyforce-unload-feature

Type: string

conditional feature name

feature_name

Command Modes • /exec/configure
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snmp-server globalEnforcePriv
[no] snmp-server globalEnforcePriv

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

globally enforce privacy for all the usersglobalEnforcePriv

Command Modes • /exec/configure
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snmp-server host (snmp)
[no] snmp-server host host0 {use_vrf s0|filter_vrf s1} [udp-port i1]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Specify hosts to receive SNMP notificationshost

Type: nameorip

IPv4 or IPv6 address or DNS Name of SNMP notification host

host0

Configures SNMP to use the selected VRF to communicate with the host receiveruse_vrf

Type: string

length: 32

VRF name

s0

Filters notifications to the notification host receiver based on the configured VRFfilter_vrf

Type: string

length: 32

VRF name

s1

The notification host's UDP port numberudp-port

Type: integer

min: 0 max: 65535

The notification host's UDP port number

i1

Command Modes • /exec/configure
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snmp-server host (snmp)
[no] snmp-server host host0 source-interface ifName [udp-port i1]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Specify hosts to send SNMP notificationshost

Type: nameorip

IPv4 or IPv6 address or DNS Name of SNMP notification host

host0

Source interface to be used for sending out SNMP notifications to this hostsource-interface

Type: interface

Source interface name

ifName

The notification host's UDP port numberudp-port

Type: integer

min: 0 max: 65535

The notification host's UDP port number

i1

Command Modes • /exec/configure
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snmp-server host (snmp)
[no] snmp-server host host0 [{[{informs {version {2c s1|3 {auth s2|noauth s3|priv s4}}s5}|traps
{version {1 s0|2c s1|3 {auth s2|noauth s3|priv s4}}s5}}]|{version {1 s0|2c s1|3 {auth s2|noauth
s3|priv s4}}s5}}] [udp-port i1]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Specify hosts to receive SNMP notificationshost

Type: nameorip

IPv4 or IPv6 address or DNSName of SNMP notification host

host0

Send Inform messages to this hostinforms

Send Traps messages to this hosttraps

SNMP version to use for notification messagesversion

Use SNMPv11

Type: string

length: 32

SNMP community string or SNMPv3 user name

s0

The notification host's UDP port numberudp-port

Type: integer

min: 0 max: 65535

The notification host's UDP port number

i1

Use SNMPv2c2c

Type: string

length: 32

SNMP community string or SNMPv3 user name

s1

Use SNMPv33

Use the SNMPv3 authNoPriv Security Levelauth

Type: string

length: 28

SNMP community string or SNMPv3 user name

s2

Use the SNMPv3 noAuthNoPriv Security Levelnoauth
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Type: string

length: 28

SNMP community string or SNMPv3 user name

s3

Use the SNMPv3 authPriv Security Levelpriv

Type: string

length: 28

SNMP community string or SNMPv3 user name

s4

Type: string

length: 32

SNMP community string or SNMPv3 user name

s5

Command Modes • /exec/configure
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snmp-server host filter-vrf
[no] snmp-server host host0 filter-vrf {vrf-namevrf-known-name} [udp-port i1]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Specify hosts to receive SNMP notificationshost

Type: nameorip

IPv4 or IPv6 address or DNS Name of SNMP notification host

host0

Filters notifications to the notification host receiver based on the configured VRFfilter-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

The notification host's UDP port numberudp-port

Type: integer

min: 0 max: 65535

The notification host's UDP port number

i1

Command Modes • /exec/configure
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snmp-server host use-vrf
[no] snmp-server host host0 use-vrf {vrf-namevrf-known-name} [udp-port i1]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Specify hosts to receive SNMP notificationshost

Type: nameorip

IPv4 or IPv6 address or DNS Name of SNMP notification host

host0

Configures SNMP to use the selected VRF to communicate with the host receiveruse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

The notification host's UDP port numberudp-port

Type: integer

min: 0 max: 65535

The notification host's UDP port number

i1

Command Modes • /exec/configure
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snmp-server load-cond-feature
[no] snmp-server load-cond-feature feature_name

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

load or unloadmibs of conditional featureload-cond-feature

Type: string

conditional feature name

feature_name

Command Modes • /exec/configure
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snmp-server load-mib
[no] snmp-server load-mib mib_name

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

load a given mibload-mib

Type: string

mib module name

mib_name

Command Modes • /exec/configure
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snmp-server location
[no] snmp-server location [line]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

modify sysLocationlocation

Type: remainder

modify sysLocation

line

Command Modes • /exec/configure
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snmp-server mib community-map context
[no] snmp-server mib community-map community_name context context_name

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

mib access parametersmib

SNMP communitycommunity-map

Type: string

length: 32

SNMP community string

community_name

SNMP context to be mappedcontext

Type: string

length: 32

name of the SNMP context

context_name

Command Modes • /exec/configure
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snmp-server mib mpls vpn max-threshold
[no] snmp-server mib mpls vpn max-threshold time

Syntax Description Negate a command or set its defaultsno

Modify non engine SNMP parameterssnmp-server

MIB commandsmib

Configurations for MPLSmibsNot available in this release.mpls

Config special SNMP MPLS VPN objectsvpn

Config to control MPLS-VPNmax threshold exceeded trapsmax-threshold

Type: uinteger

min: 0 max: 4294967295

Seconds before re-issuing maximum threshold trap

time

Command Modes • /exec/configure
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snmp-server packetsize
[no] snmp-server packetsize size

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Largest SNMP packet sizepacketsize

Type: uinteger

min: 484 max: 17382

Packet size

size

Command Modes • /exec/configure
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snmp-server protocol enable
[no] snmp-server protocol enable

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

snmp protocol operationsprotocol

Enable/Disable snmp protocol operationsenable

Command Modes • /exec/configure
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snmp-server source-interface
[no] snmp-server source-interface {traps|informs} ifName

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Source interface to be used for sending out SNMP notificationssource-interface

Type: interface

Source interface name

ifName

SNMP Trap notifications for which this source interface needs to be usedtraps

SNMP Inform notifications for which this source interface needs to be usedinforms

Command Modes • /exec/configure
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snmp-server system-shutdown
[no] snmp-server system-shutdown

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Configure snmp-server for reload(2)system-shutdown

Command Modes • /exec/configure
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snmp-server tcp-session
[no] snmp-server tcp-session [auth]

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Enable one time authentication for snmp over tcp session.tcp-session

Enable one time authentication for snmp over tcp session.auth

Command Modes • /exec/configure
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snmp-server user
[no] snmp-server user s0 {enforcePriv|[s1] [auth {md5|sha} s2 {priv [aes-128] s3 [localizedkey]
[{auto|engineID s4}]|[localizedkey1] [{auto1|engineID1 s5}]}]}

Syntax Description Negate a command or set its defaultsno

Configure snmp serversnmp-server

Define a user who can access the SNMP engineuser

Type: string

length: 28

Name of the user

s0

Enforce privacy for the userenforcePriv

Type: string

length: 28

Group name (ignored for notif target user)

s1

authentication parameters for the userauth

Use HMAC MD5 algorithm for authenticationmd5

Use HMAC SHA algorithm for authenticationsha

Type: string

length: 130

authentication password for user

s2

encryption parameters for the userpriv

Use 128-bit AES algorithm for privacyaes-128

Type: string

length: 130

privacy password for user

s3

specifies whether the passwords are in localized key formatlocalizedkey

specifies whether the user is auto created (volatile)auto

engineID for configuring notif target user (for V3 informs)engineID
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Type: string

length: 128

specifies notification target's SNMP engineID(colon separated)

s4

specifies whether the passwords are in localized key formatlocalizedkey1

specifies whether the user is auto created (volatile)auto1

engineID for configuring notif target user (for V3 informs)engineID1

Type: string

length: 128

specifies notification target's SNMP engineID(colon separated)

s5

Command Modes • /exec/configure
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snmp-trap event-type policy-name
snmp-trap [intdata1 integer-data1] [intdata2 integer-data2] [strdata string-data] event-type ev_type
policy-name name

Syntax Description Event typeevent-type

Type:
integer

Event type

ev_type

Policy
Name

policy-name

Type: string

Policy
Name

name

Command Modes • /exec
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snmp ifmib ifalias long
[no] snmp ifmib ifalias long

Syntax Description Negate a command or set its defaultsno

Configure snmpsnmp

Configure snmp interface mib featureifmib

Configure snmp interface alias attribute for interface mibifalias

Enable long description up to 256 characters for interface aliaslong

Command Modes • /exec/configure
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snmp trap link-status (if_manager)
snmp trap link-status|no snmp trap link-status

Syntax Description Negate a command or set its defaultsno

Modify SNMP interface parameterssnmp

Allow a specific SNMP traptrap

AllowSNMPLINKUP and LINKDOWN trapslink-status

Command Modes • /exec/configure/if-mgmt-ether
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snmp trap link-status (if_manager)
snmp trap link-status|no snmp trap link-status

Syntax Description Negate a command or set its defaultsno

Modify SNMP interface parameterssnmp

Allow a specific SNMP traptrap

AllowSNMPLINKUP and LINKDOWN trapslink-status

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
• /exec/configure/if-port-channel
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snmp trap link-status (svi)
snmp trap link-status|no snmp trap link-status

Syntax Description Negate a command or set its defaultsno

Modify SNMP interface parameterssnmp

Allow a specific SNMP traptrap

AllowSNMPLINKUP and LINKDOWN trapslink-status

Command Modes • /exec/configure/if-vlan-common
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snmp trap link-status (tm)
snmp trap link-status|no snmp trap link-status

Syntax Description Negate a commandno

Modify SNMP interface parameterssnmp

Allow a specific SNMP traptrap

AllowSNMPLINKUP and LINKDOWN trapslink-status

Command Modes • /exec/configure/if-any-tunnel
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sort
" | " sort [{-b|-d|-f|-g|-i|-M|-n|-r|-k key|-t delim|-u}]+

Syntax Description Pipe command output to filter|

Stream Sortersort

ignore leading blanks-b

consider only blanks and alphanumeric characters-d

fold lower case to upper case characters-f

compare according to general numerical value-g

consider only printable characters-i

month sort-M

compare according to string numerical value-n

reverse the result of comparisons-r

provide a key-k

use different separator instead of non-blank to blank transition-t

remove duplicate lines-u

Type: string

key in format POS1[,POS2] with POS = <field-nb>[.<char-pos>][<ordering>]

key

Type: string

field delimiter char

delim

Command Modes • /output
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source (clic)
" | " source file [args]+

Syntax Description Pipe command output to filter|

run a script (python, tcl,...) from bootflash:scriptssource

Type: userdef

the script file to run

file

Type: userdef

argument to be passed to script

args

Command Modes • /output
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source (eth_span)
[no] source interface interface [src_dir]

Syntax Description Negate a command or set its defaultsno

Source configurationsource

Configure interfacesinterface

Type: interfaceinterface

Source direction

rx value: 1
ingress

tx value: 2
egress

both value: 3
both

src_dir

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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source (clic)
source [background] file [args]+

Syntax Description run a script (python, tcl,...) from bootflash:scriptssource

run the script in the background, see also 'show background' and 'kill background'background

Type: userdef

the script file to run

file

Type: userdef

argument to be passed to script

args

Command Modes • /exec
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source (eth_span)
[no] source interface interface_range [src_dir]

Syntax Description Negate a command or set its defaultsno

Source configurationsource

Configure interfacesinterface

Type: interface-mrangeinterface_range

Source direction

rx value: 1
ingress

tx value: 2
egress

both value: 3
both

src_dir

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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source-group
[no] source-group source group

Syntax Description Negate a command or set its defaultsno

Source Groupsource-group

Type: ipaddr

Configure source address

source

Type: ipaddr

Configure group address

group

Command Modes • /exec/configure/if-nve
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source-interface
source-interface src_if|no source-interface

Syntax Description Negate a command or set its defaultsno

NVE Source-Interfacesource-interface

Type: interfacesrc_if

Command Modes • /exec/configure/if-nve
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source copy-sys
source copy-sys

Syntax Description run a script (python, tcl,...) from bootflash:scriptssource

copy the system provided example scripts of /sys to bootflash:scriptscopy-sys

Command Modes • /exec
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source ip
[no] source ip ipaddress

Syntax Description Negate a command or set its defaultsno

Source IP address configurationsource

Configure source IP addressip

Type: ipaddripaddress

Command Modes • /exec/configure/config-monitor-erspan-dst
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source proxy-layer2-gateway tree-id switchid tx
[no] source proxy-layer2-gateway tree-id tree-id switchid switchid tx

Syntax Description Negate a command or set its defaultsno

Source configurationsource

proxy layer2 gateway span, only in egress directionproxy-layer2-gateway

Tree-ID integertree-id

Type: integer

treeid

tree-id

Switchid integerswitchid

Type: integer

switchid

switchid

Proxy layer2 gateway is only egresstx

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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source vlan
[no] source vlan vlan_range [src_dir]

Syntax Description Negate a command or set its defaultsno

Source configurationsource

Vlan typevlan

Type: vlan-mrangevlan_range

Source direction

rx value: 1
ingress

src_dir

Command Modes • /exec/configure/monitor-local-src
• /exec/configure/config-monitor
• /exec/configure/config-monitor-erspan-src
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spanning-tree bpdufilter
spanning-tree bpdufilter port-bpdufilter|no spanning-tree bpdufilter [port-bpdufilter]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Don't send or receive BPDUs on this interfacebpdufilter

Don't send or receive BPDUs on this interface

enable value: 1
Enable BPDU filtering for this interface

disable value: 2
Disable BPDU filtering for this interface

port-bpdufilter

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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spanning-tree bpduguard
spanning-tree bpduguard port-bpduguard|no spanning-tree bpduguard [port-bpduguard]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Don't accept BPDUs on this interfacebpduguard

Don't accept BPDUs on this interface

enable value: 1
Enable BPDU Guard for this
interface

disable value: 2
Disable BPDU Guard for this
interface

port-bpduguard

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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spanning-tree bridge assurance
[no] spanning-tree bridge assurance

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree bridge optionsbridge

Enable Bridge Assurance on all network portsassurance

Command Modes • /exec/configure
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spanning-tree cost
spanning-tree [vlan vlan-id] cost port-cost|no spanning-tree [vlan vlan-id] cost [port-cost]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Change an interface's spanning tree port path costcost

Type: uinteger

min: 1 max: 200000000

port path cost

port-cost

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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spanning-tree cost auto
[no] spanning-tree [vlan vlan-id] cost auto

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Change an interface's spanning tree port path costcost

Determine cost based on media speed of this interfaceauto

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree cost auto



spanning-tree fcoe
[no] spanning-tree fcoe

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Enable STP for FCoE VLANsfcoe

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree fcoe



spanning-tree guard
spanning-tree guard guard-type|no spanning-tree guard [guard-type]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Change an interface's spanning tree guard modeguard

Change an interface's spanning tree guard mode

root value: 1
Set guard mode to root guard on interface

loop value: 2
Set guard mode to loop guard on interface

none value: 3
Set guard mode to none

guard-type

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree guard



spanning-tree lc-issu (stp_full)
spanning-tree lc-issu port-issu-type|no spanning-tree lc-issu [port-issu-type]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Configure Linecard ISSU typelc-issu

ISSU Type

disruptive value: 1
ISSU will be forced to be Disruptive

non-disruptive value: 2
ISSU will be forced to be
Non-Disruptive

auto value: 3
ISSU type will Auto-detected

port-issu-type

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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S Commands
spanning-tree lc-issu (stp_full)



spanning-tree lc-issu (stp_full)
spanning-tree lc-issu issu-type|no spanning-tree lc-issu [issu-type]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Configure Linecard ISSU typelc-issu

ISSU Type

disruptive value: 1
ISSU will be forced to be Disruptive

non-disruptive value: 2
ISSU will be forced to be
Non-Disruptive

auto value: 3
ISSU type will Auto-detected

issu-type

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree lc-issu (stp_full)



spanning-tree link-type
spanning-tree link-type link-type-val|no spanning-tree link-type [link-type-val]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Specify a link type for spanning tree tree protocol uselink-type

Specify a link type for spanning tree tree protocol use

point-to-point value: 1
Consider the interface as point-to-point

shared value: 2
Consider the interface as shared

auto value: 3
Detemine link type based on media duplex of this
interface

link-type-val

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree link-type



spanning-tree loopguard default
[no] spanning-tree loopguard default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree loopguard optionsloopguard

Enable loopguard by default on all portsdefault

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree loopguard default



spanning-tree mode
spanning-tree mode stp-mode|no spanning-tree mode [stp-mode]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning Tree operating modemode

Spanning Tree operating mode

rapid-pvst value: 5
Per-Vlan spanning tree mode

mst value: 4
Multiple spanning tree mode

stp-mode

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mode



spanning-tree mst configuration
spanning-tree mst configuration

Syntax Description Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Enter MST configuration submodeconfiguration

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mst configuration



spanning-tree mst cost
spanning-tree mst mst-id cost port-cost|no spanning-tree mst mst-id cost [port-cost]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning treemst

Type: integer-mrange

MST instance list, example 0,2-4,6,8-12

mst-id

Change an interface's spanning tree port path costcost

Type: uinteger

min: 1 max: 200000000

port path cost

port-cost

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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S Commands
spanning-tree mst cost



spanning-tree mst cost auto
[no] spanning-tree mst mst-id cost auto

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning treemst

Type: integer-mrange

MST instance list, example 0,2-4,6,8-12

mst-id

Change an interface's spanning tree port path costcost

Determine cost based on media speed of this interfaceauto

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mst cost auto



spanning-tree mst forward-time
spanning-tree mst forward-time fwd-time|no spanning-tree mst forward-time [fwd-time]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Set the forward delay for the spanning treeforward-time

Type: uinteger

min: 4 max: 30

number of seconds for the forward delay timer

fwd-time

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mst forward-time



spanning-tree mst hello-time
spanning-tree mst hello-time hello-time-val|no spanning-tree mst hello-time [hello-time-val]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Set the hello interval for the spanning treehello-time

Type: uinteger

min: 1 max: 10

number of seconds between generation of config bpdu

hello-time-val

Command Modes • /exec/configure
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S Commands
spanning-tree mst hello-time



spanning-tree mst max-age
spanning-tree mst max-age max-age-val|no spanning-tree mst max-age [max-age-val]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Set the max age interval for the spanning treemax-age

Type: uinteger

min: 6 max: 40

maximum number of seconds the information in a bpdu is valid

max-age-val

Command Modes • /exec/configure
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S Commands
spanning-tree mst max-age



spanning-tree mst max-hops
spanning-tree mst max-hops max-hops-val|no spanning-tree mst max-hops [max-hops-val]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Set the max hops value for the spanning treemax-hops

Type: uinteger

min: 1 max: 255

maximum number of hops a BPDU is valid

max-hops-val

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mst max-hops



spanning-tree mst port-priority
spanning-tree mst mst-id port-priority port-prio|no spanning-tree mst mst-id port-priority
[port-prio]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning treemst

Type: integer-mrange

MST instance list, example 0,2-4,6,8-12

mst-id

Change an interface's spanning tree port priorityport-priority

Type: uinteger

min: 0 max: 240

port priority in increments of 32

port-prio

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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S Commands
spanning-tree mst port-priority



spanning-tree mst pre-standard
[no] spanning-tree mst pre-standard

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning treemst

Force pre-standardMSTBPDU transmission on portpre-standard

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mst pre-standard



spanning-tree mst priority
spanning-tree mst mst-id priority prio|no spanning-tree mst mst-id priority [prio]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Type: integer-mrange

MST instance range, example: 0-3,5,7-9

mst-id

Set the bridge priority for the spanning treepriority

Type: uinteger

min: 0 max: 61440

bridge priority in increments of 4096

prio

Command Modes • /exec/configure
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S Commands
spanning-tree mst priority



spanning-tree mst root
spanning-tree mst mst-id root root-type [diameter diameter-val [hello-time hello-time-val]]|no
spanning-tree mst mst-id root [root-type [diameter diameter-val [hello-time hello-time-val]]]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Type: integer-mrange

MST instance range, example: 0-3,5,7-9

mst-id

Network diameter of this spanning treediameter

Type: uinteger

min: 2 max: 7

Maximum number of bridges between any two end nodes

diameter-val

configure switch as rootroot

configure switch as root

primary value: 1
Configure this switch as primary root for this spanning
tree

secondary value: 2
Configure switch as secondary root

root-type

Set the hello interval for the spanning treehello-time

Type: uinteger

min: 1 max: 10

number of seconds between generation of config bpdu

hello-time-val

Command Modes • /exec/configure
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S Commands
spanning-tree mst root



spanning-tree mst simulate pvst
[no] spanning-tree mst simulate pvst [simpvst-disable]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning treemst

Enable spanning tree simulationsimulate

Enable PVST simulationpvst

Disable PVST simulation on this interface

disable value: 2
Disable PVST simulation on this
interface

simpvst-disable

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mst simulate pvst



spanning-tree mst simulate pvst global
[no] spanning-tree mst simulate pvst global

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Multiple spanning tree configurationmst

Enable spanning tree simulationsimulate

Enable PVST simulationpvst

Enable PVST Simulation by default on all portsglobal

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree mst simulate pvst global



spanning-tree pathcost method
spanning-tree pathcost method method-val|no spanning-tree pathcost method [method-val]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree pathcost optionspathcost

Method to calculate default port path costmethod

Method to calculate default port path cost

long value: 2
Use 32 bit based values for default port path
costs

short value: 1
Use 16 bit based values for default port path
costs

method-val

Command Modes • /exec/configure
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S Commands
spanning-tree pathcost method



spanning-tree port-priority
spanning-tree [vlan vlan-id] port-priority port-prio|no spanning-tree [vlan vlan-id] port-priority
[port-prio]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Change an interface's spanning tree port priorityport-priority

Type: uinteger

min: 0 max: 224

port priority in increments of 32

port-prio

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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S Commands
spanning-tree port-priority



spanning-tree port type
spanning-tree port type port-type|no spanning-tree port type [port-type]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree port optionsport

Specify a port type for spanning tree protocol usetype

Specify a port type for spanning tree protocol use

edge value: 5
Consider the interface as edge port (enable
portfast)

network value: 4
Consider the interface as inter-switch link

normal value: 2
Consider the interface as normal spanning tree
port

port-type

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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S Commands
spanning-tree port type



spanning-tree port type edge bpdufilter default
[no] spanning-tree port type edge bpdufilter default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree port optionsport

Specify a port type for spanning tree protocol usetype

Consider the interface as edge port (enable portfast)edge

Enable edge port (portfast) bpdu filter on this switchbpdufilter

Enable bdpu filter by default on all edge (portfast) portsdefault

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree port type edge bpdufilter default



spanning-tree port type edge bpduguard default
[no] spanning-tree port type edge bpduguard default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree port optionsport

Specify a port type for spanning tree protocol usetype

Consider the interface as edge port (enable portfast)edge

Enable edge port (portfast) bpdu guard on this switchbpduguard

Enable bdpu guard by default on all edge (portfast) portsdefault

Command Modes • /exec/configure
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S Commands
spanning-tree port type edge bpduguard default



spanning-tree port type edge default
[no] spanning-tree port type edge default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree port optionsport

Specify a port type for spanning tree protocol usetype

Consider the interface as edge port (enable portfast)edge

Select edge port type by default on all access portsdefault

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree port type edge default



spanning-tree port type edge trunk
spanning-tree port type edge trunk|no spanning-tree port type edge [trunk]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree port optionsport

Specify a port type for spanning tree protocol usetype

Consider the interface as edge port (enable portfast)edge

Consider the interface as edge port (enable portfast) even in trunk modetrunk

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m
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S Commands
spanning-tree port type edge trunk



spanning-tree port type network default
[no] spanning-tree port type network default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Spanning tree port optionsport

Specify a port type for spanning tree protocol usetype

Consider the interface as inter-switch linknetwork

Select network port type by default on all portsdefault

Command Modes • /exec/configure
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S Commands
spanning-tree port type network default



spanning-tree portfast
spanning-tree portfast [port-portfast]|no spanning-tree portfast [port-portfast]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Enable an interface to move directly to fwd on link
up

portfast

Enable an interface to move directly to fwd on link
up

trunk value: 3
Enable portfast on the interface even in trunk
mode

disable value: 2
Disable portfast for this interface

port-portfast

Command Modes • /exec/configure/if-switching
• /exec/configure/if-ethernet-switch-m

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree portfast



spanning-tree portfast bpdufilter default
[no] spanning-tree portfast bpdufilter default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Enable an interface to move directly to fwd on link
up

portfast

Enable portfast bpdu filter on this switchbpdufilter

Enable bdpu filter by default on all portfast portsdefault

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree portfast bpdufilter default



spanning-tree portfast bpduguard default
[no] spanning-tree portfast bpduguard default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Enable an interface to move directly to fwd on link
up

portfast

Enable portfast bpdu guard on this switchbpduguard

Enable bdpu guard by default on all portfast portsdefault

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree portfast bpduguard default



spanning-tree portfast default
[no] spanning-tree portfast default

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

Enable an interface to move directly to fwd on link
up

portfast

Enable portfast by default on all access portsdefault

Command Modes • /exec/configure
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S Commands
spanning-tree portfast default



spanning-tree pseudo-information
spanning-tree pseudo-information

Syntax Description Spanning Tree Subsystemspanning-tree

configure spanning tree pseudo informationpseudo-information

Command Modes • /exec/configure
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S Commands
spanning-tree pseudo-information



spanning-tree vlan
[no] spanning-tree vlan vlan-id

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Command Modes • /exec/configure
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S Commands
spanning-tree vlan



spanning-tree vlan forward-time
spanning-tree vlan vlan-id forward-time fwd-time|no spanning-tree vlan vlan-id forward-time
[fwd-time]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Set the forward delay for the spanning treeforward-time

Type: uinteger

min: 4 max: 30

number of seconds for the forward delay timer

fwd-time

Command Modes • /exec/configure
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S Commands
spanning-tree vlan forward-time



spanning-tree vlan hello-time
spanning-tree vlan vlan-id hello-time hello-time-val|no spanning-tree vlan vlan-id hello-time
[hello-time-val]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Set the hello interval for the spanning treehello-time

Type: uinteger

min: 1 max: 10

number of seconds between generation of config bpdu

hello-time-val

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
spanning-tree vlan hello-time



spanning-tree vlan max-age
spanning-tree vlan vlan-id max-age max-age-val|no spanning-tree vlan vlan-id max-age
[max-age-val]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Set the max age interval for the spanning treemax-age

Type: uinteger

min: 6 max: 40

maximum number of seconds the information in a bpdu is valid

max-age-val

Command Modes • /exec/configure
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S Commands
spanning-tree vlan max-age



spanning-tree vlan priority
spanning-tree vlan vlan-id priority prio|no spanning-tree vlan vlan-id priority [prio]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Set the bridge priority for the spanning treepriority

Type: uinteger

min: 0 max: 61440

bridge priority in increments of 4096

prio

Command Modes • /exec/configure
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S Commands
spanning-tree vlan priority



spanning-tree vlan root
spanning-tree vlan vlan-id root root-type [diameter diameter-val [hello-time hello-time-val]]|no
spanning-tree vlan vlan-id root [root-type [diameter diameter-val [hello-time hello-time-val]]]

Syntax Description Negate a command or set its defaultsno

Spanning Tree Subsystemspanning-tree

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Network diameter of this spanning treediameter

Type: uinteger

min: 2 max: 7

Maximum number of bridges between any two end nodes

diameter-val

configure switch as rootroot

configure switch as root

primary value: 1
Configure this switch as primary root for this spanning
tree

secondary value: 2
Configure switch as secondary root

root-type

Set the hello interval for the spanning treehello-time

Type: uinteger

min: 1 max: 10

number of seconds between generation of config bpdu

hello-time-val

Command Modes • /exec/configure
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2660

S Commands
spanning-tree vlan root



speed (if_manager)
speed {speed_val|auto [100 [1000]]}|no speed [{speed_val|auto [100 [1000]]}]

Syntax Description Negate a command or set its defaultsno

Enter the port speedspeed

Interface port speed

100 value: 100
100Mb/s

1000 value: 1000
1Gb/s

speed_val

auto negotiate speedauto

10 Mbps speed10

100 Mbps speed100

1000 Mbps speed1000

Command Modes • /exec/configure/if-mgmt-ether

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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S Commands
speed (if_manager)



speed (syscli)
[no] speed i0

Syntax Description Negate a command or set its defaultsno

Set the transmit and receive speedsspeed

Type: integer

min: 9600 max: 115200

Transmit and receive speeds

i0

Command Modes • /exec/configure/console
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S Commands
speed (syscli)



speed-group
speed-group gspeed_val|no speed-group [gspeed_val]

Syntax Description Negate a command or set its defaultsno

port group speedspeed-group

Interface port speed

10000 value: 10000
10Gb/s

40000 value: 40000
40Gb/s

gspeed_val

Command Modes • /exec/configure/if-eth-base
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speed (if_manager)
speed {speed_val|auto [100 [1000]]}|no speed [{speed_val|auto [100 [1000]]}]

Syntax Description Negate a command or set its defaultsno

Enter the port speedspeed

Interface port speedspeed_val

auto negotiate speedauto

10 Mbps speed10

100 Mbps speed100

1000 Mbps speed1000

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
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speed (syscli)
[no] speed i0

Syntax Description Negate a command or set its defaultsno

Set the transmit and receive speedsspeed

Type: integer

min: 300 max: 115200

Transmit and receive speeds

i0

Command Modes • /exec/configure/com1
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spf-interval
spf-interval level max-wait [initial-wait second-wait]|no spf-interval level max-wait [initial-wait
second-wait]

Syntax Description Negate a command or set its defaultsno

Configure SPF intervalspf-interval

IS-IS level

level-1 value: 1
Configure SPF level-1 interval

level-2 value: 2
Configure SPF level-2 interval

level

Type: uinteger

min: 50 max: 120000 default: 8000

Maximumwait between trigger and SPF computation (milli-secs)

max-wait

Type: uinteger

min: 50 max: 120000 default: 50

Initial wait between trigger and SPF computation (milli-secs)

initial-wait

Type: uinteger

min: 50 max: 120000 default: 50

Second wait between trigger and SPF computation (milli-secs)

second-wait

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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spf mode incremental (ospf)
[no] spf mode incremental

Syntax Description Negate a command or set its defaultsno

Configure route computation related settingsspf

Set the mode of spf computationmode

If possible, recompute only parts of the SPTincremental

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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spf mode incremental (ospfv3)
[no] spf mode incremental

Syntax Description Negate a command or set its defaultsno

Configure route computation related settingsspf

Set the mode of spf computationmode

If possible, recompute only parts of the SPTincremental

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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split-horizon eigrp
[no] {ip|ipv6} split-horizon eigrp eigrp-ptag

Syntax Description Negate a command or set its defaultsno

Configure IP featuresip

Configure IPv6 featuresipv6

Configures IP-EIGRP split-horizon on interfacesplit-horizon

EIGRP interface configuration commandseigrp

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

antipattern: accounting | all | fsm | graceful-restart | interface | interfaces | internal | neighbor |
neighbors | notifications | packets | prefix | route | route-map | shutdown | summary | topology
| traffic | transmit | urib | vrf | vrf-events

length: 20

Process tag

eigrp-ptag

Command Modes • /exec/configure/if-igp
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S Commands
split-horizon eigrp



sprom recover backplane
sprom recover backplane i0

Syntax Description set SPROM contents should be done very carefullysprom

SPROM recoveryrecover

set backplane module sprom contentsbackplane

Type: integer

min: 1 max: 2

please enter instance of backplane sprom

i0

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2670
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ssh
ssh s0 [[vrf {vrf-namevrf-known-name}] [source-ip s1]]

Syntax Description SSH to another systemssh

Display per-VRF informationvrf

ip address to bindsource-ip

Type: string

antipattern: key | login-attempts

length: 64

Enter hostname or user@hostname

s0

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: string

length: 64

Enter source ip address to bind

s1

Command Modes • /exec
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S Commands
ssh



ssh6
ssh6 s0 [[vrf {vrf-namevrf-known-name}] [source-ip s2] [interface s1]]

Syntax Description SSH to another system using IPv6 addressingssh6

vrf to usevrf

ip address to bindsource-ip

interface to bindinterface

Type: string

length: 64

Enter hostname or user@hostname

s0

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: string

length: 64

Enter source ip address to bind

s2

Type: string

length: 64

Enter interface to bind

s1

Command Modes • /exec
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ssh key dsa force rsa
ssh key {dsa [force]|rsa [{i0oldrange} [force]]}|no ssh key [{dsa [force]|rsa [{i0oldrange}
[force]]}]

Syntax Description Negate a command or set its defaultsno

SSH to another systemssh

Generate SSH Keykey

Generate DSA keysdsa

Force the generation of keys even if previous ones are presentforce

Generate RSA keysrsa

Type: integer

min: 1024 max: 2048

Enter number of bits (in multiples of 8)

i0

Type: integer

min: 768 max: 1023

Enter number of bits

oldrange

Force the generation of keys even if previous ones are presentforce

Force the generation of keys even if previous ones are presentforce

Command Modes • /exec/configure
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ssh login-attempts
ssh login-attempts d0|no ssh login-attempts [d0]

Syntax Description Negate a command or set its defaultsno

SSH to another systemssh

Setmaximum login attempts from sshlogin-attempts

Type: integer

min: 1 max: 10

Specify max-attempt number

d0

Command Modes • /exec/configure/
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ssh server enable
[no] ssh server enable

Syntax Description Negate a command or set its defaultsno

Configure SSH parametersssh

Configure SSH Server parametersserver

Enable SSH serverenable

Command Modes • /exec/configure
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state (vlan_mgr_cli)
state vstate|no state

Syntax Description Negate a command or set its defaultsno

Operational state of the VLANstate

active value: 1
VLAN Active State

suspend value: 2
VLAN Suspended State

vstate

Command Modes • /exec/configure/vlan
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state (vlan_mgr_cli)



state (vlan_mgr_cli)
state vstate|no state

Syntax Description Negate a command or set its defaultsno

Operational state of the VLANstate

active value: 1
VLAN Active State

suspend value: 2
VLAN Suspended State

vstate

Command Modes • /exec/configure/vlan
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state (vlan_mgr_cli)



stateful-ha (isis)
[no] stateful-ha [test-recovery]

Syntax Description Negate a command or set its defaultsno

Enable stateful IS-IS HAstateful-ha

Test stateful HA recoverytest-recovery

Command Modes • /exec/configure/router-isis/router-isis-vrf-common

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2678
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stateful-ha (rsvp)
[no] stateful-ha [pss-partial-lsp]

Syntax Description Negate a command or set its defaults'no'

Configure RSVP stateful HAstateful-ha

Enable PSS of partial lspspss-partial-lsp

Command Modes • /exec/configure/ip-rsvp
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statistics (aclmgr)
[no] statistics

Syntax Description Negate a command or set its defaultsno

Enable statistics for the ACLstatistics

Command Modes • /exec/configure/ipv6acl
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statistics (aclmgr)
[no] statistics

Syntax Description Negate a command or set its defaultsno

Enable statistics for the ACLstatistics

Command Modes • /exec/configure/macacl
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statistics (aclmgr)
[no] statistics

Syntax Description Negate a command or set its defaultsno

Enable per-entry statistics for the ACLstatistics

Command Modes • /exec/configure/ipacl
• /exec/configure/vacl

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2682
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statistics per-entry (aclmgr)
[no] statistics per-entry

Syntax Description Negate a command or set its defaultsno

Enable per-entry statistics for the ACLstatistics

Collect stats for each ACL entryper-entry

Command Modes • /exec/configure/ipv6acl
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statistics per-entry (aclmgr)
[no] statistics per-entry

Syntax Description Negate a command or set its defaultsno

Enable per-entry statistics for the ACLstatistics

Collect stats for each ACL entryper-entry

Command Modes • /exec/configure/macacl
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statistics per-entry (aclmgr)
[no] statistics per-entry

Syntax Description Negate a command or set its defaultsno

Enable per-entry statistics for the ACLstatistics

Collect stats for each ACL entryper-entry

Command Modes • /exec/configure/ipacl
• /exec/configure/vacl
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stopbits (syscli)
[no] stopbits 1

Syntax Description Negate a command or set its defaultsno

Set async line stopbitsstopbits

One stop bit1

Command Modes • /exec/configure/console
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stopbits (syscli)
[no] stopbits {1|2}

Syntax Description Negate a command or set its defaultsno

Set async line stopbitsstopbits

One stop bit1

Two stop bits2

Command Modes • /exec/configure/com1
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storm-control
storm-control {broadcast blevel|multicast mlevel|unicast ulevel} level|no storm-control {broadcast
blevel|multicast mlevel|unicast ulevel} [level]

Syntax Description Negate a command or set its defaultsno

Configure Interface storm controlstorm-control

Broadcast address storm controlbroadcast

Multicast address storm controlmulticast

Unicast address storm controlunicast

Set allowed broadcast traffic level on this interfaceblevel

Set allowedmulticast traffic level on this interfacemlevel

Set allowed unicast traffic level on this interfaceulevel

Type: float

Enter the storm suppression level

level

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-non-member
• /exec/configure/if-port-channel
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streetaddress
streetaddress line|no streetaddress

Syntax Description Negate a command or set its defaultsno

Configure replacement part shipping address.streetaddress

Type: remainder

Provide street address (white spaces are fine)

line

Command Modes • /exec/configure/callhome
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summary-address (isis)
summary-address ipv6-prefix level|no summary-address ipv6-prefix [level]

Syntax Description Negate a command or set its defaultsno

Configure IP address summariessummary-address

Type: ipv6prefix

IPv6 summary prefix

ipv6-prefix

Level to summarize into

level-1 value: 1
Summarize into level-1 area

level-2 value: 2
Summarize into level-2 area

level-1-2 value: 3
Summarize into level-1 and level-2
area

level

Command Modes • /exec/configure/router-isis/router-isis-af-ipv6
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summary-address (isis)
summary-address {ip-addr ip-maskip-prefix} level|no summary-address {ip-addr ip-maskip-prefix}
[level]

Syntax Description Negate a command or set its defaultsno

Configure IP address summariessummary-address

Type: ipaddr

IP summary address

ip-addr

Type: ipaddr

IP summary mask

ip-mask

Type: ipprefix

IP summary prefix

ip-prefix

Level to summarize into

level-1 value: 1
Summarize into level-1 area

level-2 value: 2
Summarize into level-2 area

level-1-2 value: 3
Summarize into level-1 and level-2
area

level

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-ipv4
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summary-address (ospf)
[no] summary-address {ip-dest ip-maskip-prefix} [{tag tagval|not-advertise}]

Syntax Description Negate a command or set its defaultsno

Configure route summarization for redistributionsummary-address

Type: ipaddr

IP prefix format: i.i.i.i

ip-dest

Type: ipaddr

IP network mask format: m.m.m.m

ip-mask

Type: ipprefix

IP prefix format: x.x.x.x/ml

ip-prefix

32-bit tag valuetag

Type: integer

min: 1 max: 65535

32-bit tag value

tagval

Supress advertising the specified summarynot-advertise

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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summary-address (ospfv3)
[no] summary-address ipv6-prefix [{tag tagval|not-advertise}]

Syntax Description Negate a command or set its defaultsno

Configure route summarization for redistributionsummary-address

Type: ipv6prefix

IPv6 prefix format: xxxx:xxxx/ml, xxxx:xxxx::/ml, xxxx::xx/128

ipv6-prefix

32-bit tag valuetag

Type: integer

min: 1 max: 65535

32-bit tag value

tagval

Supress advertising the specified summarynot-advertise

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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suppress-fib-pending
[no] suppress-fib-pending

Syntax Description Negate a command or set its defaultsno

Advertise only routes that are programmed in hardware to peerssuppress-fib-pending

Command Modes • /exec/configure/router-bgp/vrf-cmds
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suppress-inactive (bgp)
[{no|default}] suppress-inactive

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Advertise only active routes to peersuppress-inactive

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-ipv4-mdt
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suppress-inactive (bgp)
[{no|default}] suppress-inactive

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Advertise only active routes to peerssuppress-inactive

Command Modes • /exec/configure/router-bgp/router-bgp-af
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suppress-signaling-protocol ldp
[{no|default}] suppress-signaling-protocol ldp

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Suppress VPLS BGPAD protocolNot available in this release.suppress-signaling-protocol

LDP signalingldp

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-l2vpn-vpls
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switch-priority (callhome)
switch-priority i0|no switch-priority

Syntax Description Negate a command or set its defaultsno

Priority of the switch(0-highest 7-lowest)switch-priority

Type: integer

min: 0 max: 7

Priority of the switch(0-highest 7-lowest)

i0

Command Modes • /exec/configure/callhome

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2698

S Commands
switch-priority (callhome)



switch-priority (satmgr)
switch-priority priority|no switch-priority

Syntax Description Negate the
command

no

Switch priorityswitch-priority

Type: integer

min: 1 max: 65535

Priority

priority

Command Modes • /exec/configure/fex
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switchback
switchback

Syntax Description switchback to default
vdc

switchback

Command Modes • /exec
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switchport
switchport

Syntax Description Configure switchport parametersswitchport

Command Modes • /exec/configure/if-port-channel
• /exec/configure/if-eth-non-member
• /exec/configure/if-ethernet-all
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switchport access vlan (vlan_mgr_cli)
switchport access vlan vlan-id-access|no switchport access vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Set access mode characteristics of the interfaceaccess

Set VLAN when interface is in access modevlan

Type: vlan

VLAN ID of the VLANwhen this port is in access mode

vlan-id-access

Command Modes • /exec/configure/if-ethernet-all
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switchport access vlan (vlan_mgr_cli)
switchport access vlan vlan-id-access|no switchport access vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Set access mode characteristics of the interfaceaccess

Set VLAN when interface is in access modevlan

Type: vlan

VLAN ID of the VLANwhen this port is in access mode

vlan-id-access

Command Modes • /exec/configure/if-eth-port-channel-switch
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switchport access vlan (vlan_mgr_cli)
switchport access vlan vlan-id-access|no switchport access vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Set access mode characteristics of the interfaceaccess

Set VLAN when interface is in access modevlan

Type: vlan

VLAN ID of the VLANwhen this port is in access mode

vlan-id-access

Command Modes • /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-p2p-switch
• /exec/configure/if-remote-ethernet-switch
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switchport autostate exclude
[no] switchport autostate exclude

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Include or exclude this port from vlan link up calculation Not available in this release.autostate

Exclude this port from vlan link up calculation Not available in this release.exclude

Command Modes • /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-all
• /exec/configure/if-gig-ether
• /exec/configure/if-port-channel-range
• /exec/configure/if-eth-port-channel-switch
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switchport host
[no] switchport host

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Set port hosthost

Command Modes • /exec/configure/if-eth-l2-non-member
• /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-switch-m
• /exec/configure/if-ethernet-all
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switchport mode
switchport mode port_mode|no switchport mode

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Enter the port modemode

port mode

access value: 0x00080000
port mode access

trunk value: 0x00100000
port mode trunk

port_mode

Command Modes • /exec/configure/if-eth-l2-non-member
• /exec/configure/if-ethernet-all
• /exec/configure/if-eth-port-channel-switch
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switchport mode fabricpath
[no] switchport mode fabricpath

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Enter the port modemode

port mode fabricpathfabricpath

Command Modes • /exec/configure/if-eth-l2-non-member
• /exec/configure/if-ethernet-all
• /exec/configure/if-eth-port-channel-switch
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switchport mode private-vlan
switchport mode private-vlan pvlan_mode|no switchport mode private-vlan [pvlan_mode]

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Enter the port modemode

Set port mode to private-vlan host or promiscuous Not available in this release.private-vlan

private vlan mode

host value: 0x00400000
port mode pvlan host

promiscuous value: 0x00800000
port mode pvlan promiscuous

pvlan_mode

Command Modes • /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-all
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switchport mode private-vlan trunk
switchport mode private-vlan trunk trunk_mode|no switchport mode private-vlan trunk
[trunk_mode]

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Enter the port modemode

Set port mode to private-vlan host or promiscuous or trunk promiscuous or trunk-promiscuous
or trunk-isolated

private-vlan

private-vlan trunktrunk

private vlan trunk mode

promiscuous value: 0x10000000
port mode trunk promiscuous

secondary value: 0x20000000
port mode trunk isolated

trunk_mode

Command Modes • /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-all
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switchport monitor
switchport monitor [ingress [learning]]|no switchport monitor

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configures an interface as span-destinationmonitor

Enables the forwarding on incoming packetsingress

Enables mac-learninglearning

Command Modes • /exec/configure/if-eth-l2-non-member
• /exec/configure/if-ethernet-all
• /exec/configure/if-eth-port-channel-switch
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switchport monitor



switchport port-security
[no] switchport port-security

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Port security related commandNot available in this release.port-security

Command Modes • /exec/configure/if-switching
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S Commands
switchport port-security



switchport port-security aging time
[no] switchport port-security aging time value

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Port security related commandport-security

Port-security aging commandsaging

Port-security aging timetime

Type: uinteger

min: 1 max: 1440

Aging time in minutes. Enter a value between 1 and 1440

value

Command Modes • /exec/configure/if-switching
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switchport port-security aging type
[no] switchport port-security aging type {absolute|inactivity}

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Port security related commandport-security

Port-security aging commandsaging

Type of timerstype

Absolute Timerabsolute

Inactivity Timerinactivity

Command Modes • /exec/configure/if-switching
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switchport port-security aging type



switchport port-security mac-address
[no] switchport port-security mac-address mac-address [vlan vlanid]

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Port security related commandport-security

MAC addressmac-address

Type: ethernet

48 bit mac address format HHHH.HHHH.HHHH

mac-address

Vlan on which the mac address should be securedvlan

Type: vlan

vlan id. Enter a value between 1 and 4094

vlanid

Command Modes • /exec/configure/if-switching
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switchport port-security mac-address sticky
[no] switchport port-security mac-address sticky

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Port security related commandport-security

MAC addressmac-address

Sticky MAC addresssticky

Command Modes • /exec/configure/if-switching
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switchport port-security mac-address sticky



switchport port-security maximum
[no] switchport port-security maximum value [vlan vlanid]

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Port security related commandport-security

Max secure addressesmaximum

Type: uinteger

min: 1 max: 1025

Maximum addresses 1 to 1025

value

Vlan on which the mac address should be securedvlan

Type: uinteger

min: 1 max: 4094

vlan id. Enter a value between 1 and 4094

vlanid

Command Modes • /exec/configure/if-switching
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switchport port-security violation
[no] switchport port-security violation {protect|restrict|shutdown}

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Port security related commandport-security

Security violation modeviolation

security violation protect modeprotect

security violation restrict moderestrict

security violation shutdown modeshutdown

Command Modes • /exec/configure/if-switching
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switchport private-vlan association trunk
switchport private-vlan association trunk primary-vlan secondary-vlan|no switchport private-vlan
association trunk [primary-vlan [secondary-vlan]]

Syntax Description Configure switchport parametersswitchport

Set the private VLAN configurationprivate-vlan

private vlan trunk associationassociation

private-vlan trunk secondarytrunk

Negate a command or set its defaultsno

Type: vlan

Primary VLAN ID

primary-vlan

Type: vlan

Secondary VLAN ID

secondary-vlan

Command Modes • /exec/configure/if-switching
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switchport private-vlan host-association
switchport private-vlan host-association primary-vlan secondary-vlan|no switchport private-vlan
host-association

Syntax Description Configure switchport parametersswitchport

Set the private VLAN configurationprivate-vlan

Set the private VLAN host associationhost-association

Negate a command or set its defaultsno

Type: vlan

Primary VLAN ID

primary-vlan

Type: vlan

Secondary VLAN ID

secondary-vlan

Command Modes • /exec/configure/if-switching
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switchport private-vlan host-association



switchport private-vlan mapping add remove
switchport private-vlan mapping primary-vlan [{add|remove}] secondary_vlans|no switchport
private-vlan mapping [primary-vlan secondary_vlans]

Syntax Description Configure switchport parametersswitchport

Set the private VLAN configurationprivate-vlan

Set the private VLAN access/trunk promiscuousmappingmapping

Add a VLAN to private VLAN listadd

Remove a VLAN from private VLAN listremove

Negate a command or set its defaultsno

Type: vlan

Primary private VLAN

primary-vlan

Type: vlan-mrange

Secondary VLAN IDs

secondary_vlans

Command Modes • /exec/configure/if-switching
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switchport private-vlan mapping add remove trunk
switchport private-vlan mapping trunk primary-vlan [{add|remove}] secondary_vlans|no switchport
private-vlan mapping trunk [primary-vlan [secondary_vlans]]

Syntax Description Configure switchport parametersswitchport

Set the private VLAN configurationNot available in this release.private-vlan

Set the private VLAN access/trunk promiscuous mappingmapping

Add a VLAN to private VLAN listadd

Remove a VLAN from private VLAN listremove

Negate a command or set its defaultsno

private-vlan trunk promiscuoustrunk

Type: vlan

Primary private VLAN

primary-vlan

Type: vlan-mrange

Secondary VLAN IDs

secondary_vlans

Command Modes • /exec/configure/if-switching
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switchport private-vlan mapping add remove trunk



switchport private-vlan trunk allowed vlan
switchport private-vlan trunk allowed vlan {allowed-vlans|add add-vlans|except except-vlans|remove
remove-vlans|all|none}|no switchport private-vlan trunk allowed vlan no-allowed-vlans

Syntax Description Configure switchport parametersswitchport

Set the private VLAN configurationprivate-vlan

Set the private vlan trunking configurationtrunk

Set allowed VLANs when interface is in private-vlan trunking modeallowed

VLAN statusvlan

Type: vlan-mrange

VLAN IDs of the allowed VLANs when interface is in private-vlan trunking mode

allowed-vlans

add VLANs to the current listadd

Type: vlan-mrange

VLAN IDs of the allowed VLANs when interface is in private-vlan trunking mode

add-vlans

all VLANs except the followingexcept

Type: vlan-mrange

VLAN IDs of disallowed VLANS when this port is in trunking mode

except-vlans

remove VLANs from the current listremove

Type: vlan-mrange

VLAN IDs of disallowed VLANS when this port is in trunking mode

remove-vlans

all VLANsall

no VLANsnone

Negate a command or set its defaultsno

Type: vlan-mrange

VLAN IDs of disallowed VLANs when this port is in trunking mode

no-allowed-vlans

Command Modes • /exec/configure/if-switching
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switchport private-vlan trunk native vlan
switchport private-vlan trunk native vlan native-vlan|no switchport private-vlan trunk native
vlan

Syntax Description Configure switchport parametersswitchport

Set the private VLAN configurationprivate-vlan

Negate a command or set its defaultsno

Set the private vlan trunking configurationtrunk

Set the private vlan trunking native configurationnative

VLAN statusvlan

Type: vlan

native vlan id

native-vlan

Command Modes • /exec/configure/if-switching
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switchport trunk allowed vlan (vlan_mgr_cli)
switchport trunk allowed vlan {allow-vlans|add add-vlans|except except-vlans|remove
remove-vlans|all|none}|no switchport trunk allowed vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configure trunking parameters on an interfacetrunk

Set allowedVLAN characteristics when interface is in trunkingmodeallowed

Set allowed VLANs when interface is in trunking modevlan

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

allow-vlans

add VLANs to the current listadd

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

add-vlans

all VLANsall

all VLANs except the followingexcept

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

except-vlans

no VLANsnone

remove VLANs from the current listremove

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

remove-vlans

Command Modes • /exec/configure/if-ethernet-all
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switchport trunk allowed vlan (vlan_mgr_cli)
switchport trunk allowed vlan {allow-vlans|add add-vlans|except except-vlans|remove
remove-vlans|none|all}|no switchport trunk allowed vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configure trunking parameters on an interfacetrunk

Set allowedVLAN characteristics when interface is in trunkingmodeallowed

Set allowed VLANs when interface is in trunking modevlan

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

allow-vlans

add VLANs to the current listadd

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

add-vlans

all VLANsall

all VLANs except the followingexcept

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

except-vlans

no VLANsnone

remove VLANs from the current listremove

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

remove-vlans

Command Modes • /exec/configure/if-eth-port-channel-switch
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switchport trunk allowed vlan (vlan_mgr_cli)
switchport trunk allowed vlan {allow-vlans|add add-vlans|except except-vlans|remove
remove-vlans|all|none}|no switchport trunk allowed vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configure trunking parameters on an interfacetrunk

Set allowedVLAN characteristics when interface is in trunkingmodeallowed

Set allowed VLANs when interface is in trunking modevlan

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

allow-vlans

add VLANs to the current listadd

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

add-vlans

all VLANsall

all VLANs except the followingexcept

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

except-vlans

no VLANsnone

remove VLANs from the current listremove

Type: vlan-mrange

VLAN IDs of the allowed VLANs when this port in trunking mode

remove-vlans

Command Modes • /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-p2p-switch
• /exec/configure/if-remote-ethernet-switch
• /exec/configure/if-ethernet-switch
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switchport trunk native vlan (vlan_mgr_cli)
switchport trunk native vlan vlan-id-native|no switchport trunk native vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configure trunking parameters on an interfacetrunk

Set trunking native characteristics when interface is in trunking modenative

Set native VLAN when interface is in trunking modevlan

Type: vlan

VLAN ID of the native VLAN when this port is in trunking mode

vlan-id-native

Command Modes • /exec/configure/if-ethernet-all
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switchport trunk native vlan (vlan_mgr_cli)
switchport trunk native vlan vlan-id-native|no switchport trunk native vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configure trunking parameters on an interfacetrunk

Set trunking native characteristics when interface is in trunking modenative

Set native VLAN when interface is in trunking modevlan

Type: vlan

VLAN ID of the native VLAN when this port is in trunking mode

vlan-id-native

Command Modes • /exec/configure/if-eth-port-channel-switch
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switchport trunk native vlan (vlan_mgr_cli)
switchport trunk native vlan vlan-id-native|no switchport trunk native vlan

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configure trunking parameters on an interfacetrunk

Set trunking native characteristics when interface is in trunking modenative

Set native VLAN when interface is in trunking modevlan

Type: vlan

VLAN ID of the native VLAN when this port is in trunking mode

vlan-id-native

Command Modes • /exec/configure/if-ethernet-switch
• /exec/configure/if-ethernet-p2p-switch
• /exec/configure/if-remote-ethernet-switch
• /exec/configure/if-ethernet-switch
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switchport trunk pruning vlan add remove except none all
no switchport trunk pruning vlan [vlan-ids]|switchport trunk pruning vlan vlan-ids|switchport
trunk pruning vlan except vlan-ids|switchport trunk pruning vlan add vlan-ids|switchport trunk
pruning vlan remove vlan-ids|switchport trunk pruning vlan none|switchport trunk pruning
vlan all

Syntax Description Negate a command or set its defaultsno

Configure switchport parametersswitchport

Configure trunking parameters on an interfacetrunk

Set pruning VLAN characteristics when interface is in trunkingmodeNot available in this release.pruning

Enter VLANsvlan

add VLANs to the current listadd

remove VLANs from the current listremove

all VLANs except the followingexcept

no VLANsnone

all VLANsall

Type: vlan-mrange

Enter VLANs

vlan-ids

Command Modes • /exec/configure/if-switching
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switchto vdc
switchto vdc e-vdc2 [force] [bypass] [__readonly__ vdc_id invalid_vdc_id noauth_vdc_id no_first]

Syntax Description Goto specific Virtual Device Context <vdc-name> | <vdc-id>switchto

Manage Virtual Device Contextvdc

Type: userdef

Enter Virtual Device Context <vdc-id>

e-vdc2

Read Only__readonly__

forceforce

Type: uinteger

Enter Virtual Device Context <vdc-id>

vdc_id

Type: uinteger

Enter Virtual Device Context <vdc-id>

invalid_vdc_id

Type: uinteger

Enter Virtual Device Context <vdc-id>

noauth_vdc_id

Type: uinteger

Enter Virtual Device Context <vdc-id>

no_first

Enter Virtual Device Context <vdc-id>bypass

Command Modes • /exec/
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sync-snmp-password (aaa_tree)
sync-snmp-password s0 s1 s2

Syntax Description sync snmp
password

sync-snmp-password

Type: string

length: 64

password

s0

Type: string

length: 64

user

s1

Type: string

length: 128

snmp client host

s2

Command Modes • /exec
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sync-snmp-password (aaa_tree)



sync-snmp-password (aaa_tree)
[no] sync-snmp-password s0

Syntax Description Negate a command or set its defaultsno

sync snmp passwordsync-snmp-password

Type: string

length: 64

password

s0

Command Modes • /exec/configure
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sync-snmp-password (aaa_tree)
sync-snmp-password s0

Syntax Description sync snmp
password

sync-snmp-password

Type: string

length: 64

password

s0

Command Modes • /exec
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syslog
syslog {msg s0|priority {i0 msg1 s1|alerts msg2 s2|critical msg3 s3|debugging msg4 s4|emergencies
msg5 s5|errors msg6 s6|informational msg7 s7|notifications msg8 s8|warnings msg9 s9}}

Syntax Description Execute a logging commandsyslog

Log EEM action messagemsg

Type: remainder

Enter the msg (max 300 chars)

s0

Priority of the log messagepriority

Type: integer

min: 0 max: 7

Enter priority of the logmessage

i0

Log EEM action messagemsg1

Type: remainder

Enter the msg (max 300 chars)

s1

Alert log messagealerts

Log EEM action messagemsg2

Type: remainder

Enter the msg (max 300 chars)

s2

Critical log messagecritical

Log EEM action messagemsg3

Type: remainder

Enter the msg (max 300 chars)

s3

Debugging log messagedebugging

Log EEM action messagemsg4

Type: remainder

Enter the msg (max 300 chars)

s4

Emergency log messageemergencies

Log EEM action messagemsg5
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Type: remainder

Enter the msg (max 300 chars)

s5

Error log messageerrors

Log EEM action messagemsg6

Type: remainder

Enter the msg (max 300 chars)

s6

Informational log messageinformational

Log EEM action messagemsg7

Type: remainder

Enter the msg (max 300 chars)

s7

Notifications log messagenotifications

Log EEM action messagemsg8

Type: remainder

Enter the msg (max 300 chars)

s8

Warning log messagewarnings

Log EEM action messagemsg9

Type: remainder

Enter the msg (max 300 chars)

s9

Command Modes • /exec
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system-mac
system-mac sysmac|no system-mac

Syntax Description Negate a command or set its defaultsno

Configure system mac addresssystem-mac

Type: ethernet

specify system mac address

sysmac

Command Modes • /exec/configure/vpc-domain
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system
[no] system {routing {non-hierarchical [max-mode l3]|max-mode host}|non-hierarchical-routing
[max-l3-mode]}

Syntax Description Negate a command or set its defaultsno

System Management Commandssystem

Layer-3 routingrouting

Disable mode of host routing on LC and LPM routing in Fabric modulesnon-hierarchical

Disable mode of host routing on LC and LPM routing in Fabric modulesnon-hierarchical-routing

Maximum scale to be enabledmax-mode

Layer-3 longest-prefix-match (LPM) routesl3

Enable ALPM mode (Mode-4 in T2)max-l3-mode

host routeshost

Command Modes • /exec/configure
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system-priority
system-priority syspri|no system-priority syspri

Syntax Description Negate a command or set its defaultsno

Configure system prioritysystem-priority

Type: integer

min: 1 max: 65535

specify system priority

syspri

Command Modes • /exec/configure/vpc-domain
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system aclmgr cleanup-unused-policies
system aclmgr cleanup-unused-policies

Syntax Description System management commandssystem

ACL commandsaclmgr

Release ACL resources cached on shutdown portscleanup-unused-policies

Command Modes • /exec
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system auto-collect tech-support
system [no] auto-collect tech-support [timeout time]

Syntax Description System management commandssystem

Negate a command or set its defaultsno

Auto collection of informationauto-collect

Collect tech-support in case of service causing supervisor resettech-support

Collect tech-support timeouttimeout

Type: integer

min: 600 max: 3600

Timeout in seconds

time

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2742

S Commands
system auto-collect tech-support



system cores
system cores {uri0|uri1 vrf vrf-known-name}|no system cores [{uri0|uri1 vrf vrf-known-name}]

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Copy cores to destinationcores

Type: uri

Select file on expansion flash

uri0

Type: uri

Select destination filesystem

uri1

Enter the vrf namevrf

Type: vrf

VRF name

vrf-known-name

Command Modes • /exec/configure
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system cores retain
[no] system cores retain

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Copy cores to destinationcores

keep the coresretain

Command Modes • /exec/configure
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system default interface congestion pause timeout
system default interface {congestion {timeout i0 mode {core|edge}|mode {core|edge}}|pause
{timeout i1 mode1 {core|edge}|mode1 {core|edge}}}|no system default interface {congestion
{timeout i0 mode {core|edge}|mode {core|edge}}|pause {timeout i1 mode1 {core|edge}|mode1
{core|edge}}}

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Configure system default valuesdefault

Configure system default interface valuesinterface

Configure system timeout values for congestion dropcongestion

Configure system timeout values for pause frameNot available in this release.pause

Configure system timeout valuestimeout

Type: integer

min: 100 max: 1000

Configure number of milliseconds

i0

Type: integer

min: 100 max: 500

Configure number of milliseconds

i1

Configure modemode

Configure modemode1

Enter the port typecore

Enter the port typeedge

Command Modes • /exec/configure
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system default switchport
system default switchport|no system default switchport

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Configure system default valuesdefault

Configure switchportswitchport

Command Modes • /exec/configure
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system default switchport fabricpath
system default switchport fabricpath|no system default switchport fabricpath

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Configure system default valuesdefault

Configure switchportswitchport

Configure default port mode as fabricpathfabricpath

Command Modes • /exec/configure
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system default switchport shutdown
system default switchport shutdown|no system default switchport shutdown

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Configure system default valuesdefault

Configure switchportswitchport

Configure admin stateshutdown

Command Modes • /exec/configure
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system hap-reset
system hap-reset

Syntax Description System management commandssystem

enables resetting of local or remote sup on ha failureshap-reset

Command Modes • /exec
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system health check bootflash
system health check bootflash [fix-errors]

Syntax Description System management commandssystem

system health exec commandshealth

run consistency check on compact flashcheck

check internal bootflashbootflash

fix bootflash errorsfix-errors

Command Modes • /exec
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system heartbeat
system heartbeat

Syntax Description Systemmanagement commandssystem

enables heartbeatheartbeat

Command Modes • /exec
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system high-multicast-priority
[no] system high-multicast-priority

Syntax Description Negate a command or set its defaultsno

System Management Commandssystem

high priority to multicasthigh-multicast-priority

Command Modes • /exec/configure
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system inband queuing (pm)
system inband queuing {clear-pm-counters|clear-klm-counters|clear-all-counters}

Syntax Description System-related show commandssystem

System Inband configurationinband

System Inband Queueing Algorithmqueuing

clear user space inband queue countersclear-pm-counters

clear KLMVDC inband queue countersclear-klm-counters

clear all inband queue countersclear-all-counters

Command Modes • /exec
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system inband queuing (pm)
[no] system inband queuing [[round-robin] [bpdu weight weight-val] [q0 weight weight-val]
[q1 weight weight-val] [q2 weight weight-val] [q3 weight weight-val] [q0 no-drop] [q1 no-drop]
[q2 no-drop] [q3 no-drop] [pick_packets] [bpdu map q-index] [arp map q-index] [q0 map
q-index] [q1 map q-index] [q2 map q-index] [q3 map q-index]]

Syntax Description Negate a command or set its defaultsno

System-related show commandssystem

System Inband configurationinband

System InbandQueueingAlgorithmqueuing

Simple Round-Robinround-robin

bpdu queuebpdu

arp queuearp

q0 queue (cos 5,6,7)q0

q1 queue (cos 3,4)q1

q2 queue (cos 2)q2

q3 queue (cos 0,1)q3

weight associated with the queueweight

set no drop option on queueno-drop

Type: uinteger

min: 0 max: 255

weights

weight-val

enable packet rxpick_packets

map to queuemap

Type: uinteger

min: 0 max: 4

queue index

q-index

Command Modes • /exec/configure
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system jumbomtu
system jumbomtu mtu|no system jumbomtu [mtu]

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Configure system jumbomtujumbomtu

Type: integer

min: 1500 max: 9216

Enter jumbomtu

mtu

Command Modes • /exec/configure
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system kernel-trace
system kernel-trace [{enable|disable}]

Syntax Description systemmanagement commandssystem

kernel tracingkernel-trace

enables kernel tracingenable

disables kernel tracingdisable

Command Modes • /exec
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system kgdb
system kgdb

Syntax Description Systemmanagement commandssystem

enables kgdbkgdb

Command Modes • /exec
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system memlog
system memlog

Syntax Description System management commandssystem

Generatememory log in bootflashmemlog

Command Modes • /exec
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system memory-thresholds minor severe critical
[no] system memory-thresholds minor minor severe severe critical crit

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Set memory thresholds on the cardmemory-thresholds

enter minor thresholdminor

Type: integer

min: 50 max: 100

please enter minor memory threshold as % memory

minor

enter severe tresholdsevere

Type: integer

min: 50 max: 100

please enter severe memory threshold as %memory

severe

enter critical tresholdcritical

Type: integer

min: 50 max: 100

please enter critical memory threshold as %memory

crit

Command Modes • /exec/configure
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system minlife
system minlife i0

Syntax Description Systemmanagement commandssystem

Set systemminlife (in seconds)minlife

Type: integer

Set minlife

i0

Command Modes • /exec
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system no hap-reset
system no hap-reset

Syntax Description System management commandssystem

Negate a command or set its defaultsno

enables resetting of local or remote sup on ha failureshap-reset

Command Modes • /exec
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system no heartbeat
system no heartbeat

Syntax Description System management commandssystem

Negate a command or set its defaultsno

enables heartbeatheartbeat

Command Modes • /exec
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system no kgdb
system no kgdb

Syntax Description System management commandssystem

Negate a command or set its defaultsno

enables kgdbkgdb

Command Modes • /exec
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system no standby manual-boot
system no standby manual-boot

Syntax Description System management commandssystem

Negate a command or set its defaultsno

System standby manual bootstandby

No action taken to force-download standby supmanual-boot

Command Modes • /exec
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system no statistics
system no statistics

Syntax Description System management commandssystem

Negate a command or set its defaultsno

disable the sysmgr statisticsstatistics

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2765

S Commands
system no statistics



system no watchdog
system no watchdog

Syntax Description System management commandssystem

Negate a command or set its defaultsno

enables watchdogwatchdog

Command Modes • /exec
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system no watchdog kgdb
system no watchdog kgdb

Syntax Description System management commandssystem

Negate a command or set its defaultsno

enables watchdogwatchdog

enter kgdb on watchdog failurekgdb

Command Modes • /exec
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system offline
system offline

Syntax Description Systemmanagement commandssystem

Go offlineoffline

Command Modes • /exec
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system pss shrink
system pss shrink

Syntax Description Systemmanagement commandssystem

PSS commandspss

shrink pss filesshrink

Command Modes • /exec
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system qos
system qos

Syntax Description Systemmanagement commandssystem

QoS parametersqos

Command Modes • /exec/configure
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system release mod-lock uuid nodeid
system release mod-lock uuid uuid-hex nodeid nodeid-hex

Syntax Description System management commandssystem

releaserelease

module lockmod-lock

uuid of the service holding the lockuuid

Type: hex

uuid

uuid-hex

node-idnodeid

Type: hex

nodeid

nodeid-hex

Command Modes • /exec
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system restart vdc service name
system restart vdc {e-vdc2vdc-id} service name s0

Syntax Description Systemmanagement commandssystem

Restart a servicerestart

VDC numbervdc

Type: userdef

Enter VDC <vdc-id>

e-vdc2

Type: integer

min: 1 max: 1

vdc number

vdc-id

Service to be restartedservice

Name of a servicename

Type: string

Name of service

s0

Command Modes • /exec/configure
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system standby manual-boot
system standby manual-boot

Syntax Description System management commandssystem

System standby management commandsstandby

No action taken to force-download standby supmanual-boot

Command Modes • /exec
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system standby reload vdc
system standby reload vdc {e-vdc2i0}

Syntax Description System management commandssystem

System standbymanagement commandsstandby

Reloadreload

vdc to reloadvdc

Type: userdef

Enter VDC <vdc-id>

e-vdc2

Type: integer

min: 1 max: 1

vdc number

i0

Command Modes • /exec
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system startup-config init
system startup-config init

Syntax Description System management commandssystem

System startup-config commandsstartup-config

Initialize the startup-configurationinit

Command Modes • /exec
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system startup-config kill config-update
system startup-config kill config-update

Syntax Description Systemmanagement commandssystem

System startup-config commandsstartup-config

Kill configuration updatekill

Kill configuration updateconfig-update

Command Modes • /exec
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system startup-config unlock
system startup-config unlock i0

Syntax Description Systemmanagement commandssystem

System startup-config commandsstartup-config

Unlock startup-configunlock

Type: uinteger

min: 0 max: 4294967295

Startup-config lock id

i0

Command Modes • /exec
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system statistics
system statistics

Syntax Description Systemmanagement commandssystem

enables sysmgr statisticsstatistics

Command Modes • /exec
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system switchover
system switchover

Syntax Description System management commandssystem

Switch over to the standby supervisorswitchover

Command Modes • /exec
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system switchover force
system switchover force

Syntax Description System management commandssystem

Switch over to the standby supervisorswitchover

Force switch over to the standby supervisorforce

Command Modes • /exec
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system swover-timeout-reset
[no] system swover-timeout-reset

Syntax Description Negate a command or set its defaultsno

System management commandssystem

switchover timeout and resetswover-timeout-reset

Command Modes • /exec
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system trace
system trace i0|no system trace [i0]

Syntax Description Negate a command or set its defaultsno

System management commandssystem

To configure system trace leveltrace

Type: hex

Select the mask

i0

Command Modes • /exec/configure
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system vlan long-name
[no] system vlan long-name

Syntax Description Negate a command or set its defaultsno

System management commandssystem

Vlan commandsvlan

Configure 128 character VLANnameslong-name

Command Modes • /exec/configure
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system vlan reserve
system vlan start-val reserve|no system vlan start-val reserve

Syntax Description system wide configurationsystem

Select default reserved vlans group vlan 3968-4094no

Vlan commands Not available in this release.vlan

Type: integer

min: 2 max: 3968

minimum VLANs value

start-val

reservation Not available in this release.reserve

Command Modes • /exec/configure
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system watchdog
system watchdog

Syntax Description Systemmanagement commandssystem

enables watchdogwatchdog

Command Modes • /exec
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system watchdog kgdb
system watchdog kgdb

Syntax Description Systemmanagement commandssystem

enables watchdogwatchdog

enter kgdb on watchdog failurekgdb

Command Modes • /exec
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T Commands

• table-map (isis), on page 2790
• table-map (qosmgr), on page 2791
• table-map (bgp), on page 2792
• table-map (eigrp), on page 2793
• table-map (isis), on page 2794
• table-map (ospf), on page 2795
• table-map (ospfv3), on page 2796
• table-map (qosmgr), on page 2797
• tac-pac (syscli), on page 2798
• tac-pac (syscli), on page 2799
• tacacs-server deadtime, on page 2800
• tacacs-server directed-request, on page 2801
• tacacs-server host, on page 2802
• tacacs-server key 0, on page 2804
• tacacs-server timeout, on page 2806
• tacacs+ enable, on page 2807
• tag happens in, on page 2808
• tail (clic), on page 2809
• tail (util_cli), on page 2810
• tar, on page 2811
• tclsh (clic), on page 2812
• tclsh (clic), on page 2813
• telnet, on page 2814
• telnet6, on page 2815
• telnet server enable, on page 2816
• template, on page 2817
• template peer, on page 2818
• template peer-policy, on page 2819
• template peer-session, on page 2820
• terminal, on page 2821
• terminal alias, on page 2822
• terminal color, on page 2823
• terminal context management, on page 2824
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• terminal deep-help, on page 2825
• terminal dont-ask, on page 2826
• terminal edit-mode vi, on page 2827
• terminal event-manager bypass, on page 2828
• terminal history no-exec-in-config (clic), on page 2829
• terminal history no-exec-in-config (clic), on page 2830
• terminal history no-exec-in-config (clic), on page 2831
• terminal length (vsh), on page 2832
• terminal length (vsh), on page 2833
• terminal lock, on page 2834
• terminal log-all, on page 2835
• terminal no, on page 2836
• terminal output xml, on page 2837
• terminal password, on page 2838
• terminal redirection-mode, on page 2839
• terminal reset-role, on page 2840
• terminal reset vlan-config-mutex, on page 2841
• terminal session-timeout, on page 2842
• terminal sticky-mode, on page 2843
• terminal terminal-type, on page 2844
• terminal tree-update, on page 2845
• terminal unlock, on page 2846
• terminal verify-only, on page 2847
• terminal width (vsh), on page 2848
• terminal width (vsh), on page 2849
• threshold-percent, on page 2850
• time-range, on page 2851
• time daily, on page 2852
• timers (eigrp), on page 2854
• timers (glbp), on page 2855
• timers (hsrp_engine), on page 2857
• timers basic, on page 2858
• timers bestpath-defer maximum, on page 2859
• timers bestpath-limit, on page 2860
• timers bgp, on page 2861
• timers lsa-arrival (ospf), on page 2862
• timers lsa-arrival (ospfv3), on page 2863
• timers lsa-group-pacing (ospf), on page 2864
• timers lsa-group-pacing (ospfv3), on page 2865
• timers prefix-peer-timeout, on page 2866
• timers throttle lsa (ospf), on page 2867
• timers throttle lsa (ospfv3), on page 2868
• timers throttle spf (ospf), on page 2869
• timers throttle spf (ospfv3), on page 2870
• timerstimers, on page 2871
• tr, on page 2872
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• traceroute, on page 2873
• traceroute6, on page 2874
• track (hsrp_engine), on page 2875
• track (mcecm), on page 2876
• track (otm), on page 2877
• track interface, on page 2879
• traffic-share, on page 2880
• transmit-delay (ospf), on page 2881
• transmit-delay (ospf), on page 2882
• transmit-delay (ospfv3), on page 2883
• transport connection-mode passive, on page 2884
• transport email from, on page 2885
• transport email mail-server, on page 2887
• transport http proxy enable, on page 2888
• transport http proxy server, on page 2889
• transport http use-vrf, on page 2890
• transport type, on page 2891
• trap bfd session-down, on page 2893
• trap bfd session-up, on page 2895
• trap lldp lldpRemTablesChange, on page 2897
• trap pim pimNeighborLoss, on page 2898
• trigger forwarding distribution module, on page 2899
• trigger route download vrf, on page 2900
• tunnel destination, on page 2901
• tunnel mode gre, on page 2902
• tunnel path-mtu-discovery (tm), on page 2903
• tunnel path-mtu-discovery (tm), on page 2904
• tunnel source, on page 2905
• tunnel ttl, on page 2906
• tunnel use-vrf, on page 2907
• typetype, on page 2908
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table-map (isis)
[no] table-map policy-name [filter]

Syntax Description Negate a command or set its defaultsno

Table-map policy used to filter routes & tune attributes before downloading to RIBtable-map

Filter the routes based on policy resultsfilter

Type: string

length: 63

A 'routing-rules' route-map name

policy-name

Command Modes • /exec/configure/router-isis/router-isis-af-ipv6
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table-map (qosmgr)
table-map default-tmap-enum-name

Syntax Description Configure a table mapNot available in this release.table-map

cir-markdown-map value: 1
Exceed color markdown map

pir-markdown-map value: 2
Violate color markdown map

default-tmap-enum-name

Command Modes • /exec/configure
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table-map (bgp)
[no] table-map rmap-name [filter]

Syntax Description Negate a command or set its defaultsno

Apply table-map to filter routes downloaded into URIBtable-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

rmap-name

Selective route downloadfilter

Command Modes • /exec/configure/router-bgp/router-bgp-af
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2792

T Commands
table-map (bgp)



table-map (eigrp)
[no] table-map map [filter]

Syntax Description Negate a command or set its defaultsno

Configure Table Map informationtable-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

map

Filter routes which are rejected by route-mapfilter

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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table-map (isis)
[no] table-map policy-name [filter]

Syntax Description Negate a command or set its defaultsno

Table-map policy used to filter routes & tune attributes before downloading to RIBtable-map

Filter the routes based on policy resultsfilter

Type: string

length: 63

A 'routing-rules' route-map name

policy-name

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
• /exec/configure/router-isis/router-isis-af-ipv4
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table-map (ospf)
[no] table-map policy-name [filter]

Syntax Description Negate a command or set its defaultsno

Policy for filtering/modifyingOSPF routes before sending them to RIBtable-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

To block the OSPF routes from being sent to RIBfilter

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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table-map (ospfv3)
[no] table-map policy-name [filter]

Syntax Description Negate a command or set its defaultsno

Policy for filtering/modifyingOSPFV3 routes before sending them to RIBtable-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

policy-name

To block the OSPFV3 routes from being sent to RIBfilter

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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table-map (qosmgr)
[no] table-map table-map-name

Syntax Description Negate a command or set its defaultsno

Configure a table mapNot available in this release.table-map

Type: string

length: 40

Table map name

table-map-name

Command Modes • /exec/configure
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tac-pac (syscli)
tac-pac [uri0 [vrf vrf-known-name]]

Syntax Description save tac info in a compressed .gz file at specific locationtac-pac

Type: uri

Select destination filesystem

uri0

Display per-VRF informationvrf

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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tac-pac (syscli)
tac-pac [uri0]

Syntax Description save tac info in a compressed .gz file at specific locationtac-pac

Type: uri

Select destination filesystem

uri0

Command Modes • /exec
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tacacs-server deadtime
[no] tacacs-server deadtime i0

Syntax Description Negate a command or set its defaultsno

Configure TACACS+ server related parameterstacacs-server

duration for which non-reachable server is skippeddeadtime

Type: integer

min: 0 max: 1440

Length of time, in minutes

i0

Command Modes • /exec/configure
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tacacs-server directed-request
[no] tacacs-server directed-request

Syntax Description Negate a command or set its defaultsno

Configure TACACS+ server related parameterstacacs-server

enable direct authentication requests to serverdirected-request

Command Modes • /exec/configure
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tacacs-server host
[no] tacacs-server host hostipname {key {0 s0|6 s6|7 s1s2} [port i1] [timeout i2]|[port1 i3]
[timeout1 i4]}|no tacacs-server host hostipname key

Syntax Description Negate a command or set its defaultsno

Configure TACACS+ server related parameterstacacs-server

TACACS+ server's DNS name or its IP addresshost

Type: nameorip

IPV4/IPV6 address or DNS name

hostipname

TACACS+ shared secretkey

TACACS+ shared secret(clear text)0

Type: string

length: 63

TACACS+ shared secret(clear text)

s0

TACACS+ server portport

Type: integer

min: 1 max: 65535

TACACS+ server port

i1

TACACS+ server timeout period in secondstimeout

Type: integer

min: 1 max: 60

TACACS+ server timeout period in seconds

i2

TACACS+ shared secret(type-6 encrypted)6

Type: string

length: 124

TACACS+ shared secret(encrypted)

s6

TACACS+ shared secret(encrypted)7

Type: string

length: 63

TACACS+ shared secret(encrypted)

s1

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2802

T Commands
tacacs-server host



TACACS+ server portport1

Type: integer

min: 1 max: 65535

TACACS+ server port

i3

TACACS+ server timeout period in secondstimeout1

Type: integer

min: 1 max: 60

TACACS+ server timeout period in seconds

i4

Type: string

length: 63

TACACS+ shared secret(clear text)

s2

Command Modes • /exec/configure
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tacacs-server key 0
[no] tacacs-server key {0 s0 [timeout i0]|6 s6 [timeout6 i6]|7 s1 [timeout1 i1]|s2 [timeout2
i2]}|no tacacs-server key

Syntax Description Negate a command or set its defaultsno

Configure TACACS+ server related parameterstacacs-server

Global TACACS+ server shared secretkey

default TACACS+ shared secret(clear text)0

Type: string

length: 63

default TACACS+ shared secret(clear text)

s0

Global TACACS+ server timeout period in secondstimeout

Type: integer

min: 1 max: 60

Global TACACS+ server timeout period in seconds

i0

default TACACS+ shared secret(type-6 encrypted)6

Type: string

length: 124

default TACACS+ shared secret(type-6 encrypted)

s6

Global TACACS+ server timeout period in secondstimeout6

Type: integer

min: 1 max: 60

Global TACACS+ server timeout period in seconds

i6

default TACACS+ shared secret(encrypted)7

Type: string

length: 63

default TACACS+ shared secret(encrypted)

s1

Global TACACS+ server timeout period in secondstimeout1

Type: integer

min: 1 max: 60

Global TACACS+ server timeout period in seconds

i1
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Type: string

length: 63

default TACACS+ shared secret(clear text)

s2

Global TACACS+ server timeout period in secondstimeout2

Type: integer

min: 1 max: 60

Global TACACS+ server timeout period in seconds

i2

Command Modes • /exec/configure
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tacacs-server timeout
[no] tacacs-server timeout i0

Syntax Description Negate a command or set its defaultsno

Configure TACACS+ server related parameterstacacs-server

Global TACACS+ server timeout period in secondstimeout

Type: integer

min: 1 max: 60

Global TACACS+ server timeout period in seconds

i0

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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tacacs+ enable
[no] "tacacs+" enable

Syntax Description Negate a command or set its defaultsno

Enable tacacs+tacacs+

Enable tacacs+enable

Command Modes • /exec/configure
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tag happens in
[no] tag tag_id op tag_id [op tag_id [op tag_id]] happens threshold in interval|no tag

Syntax Description Negate a command or set its defaultsno

event tag identifiertag

Type: string

length: 029

tag name

tag_id

boolean operator

and value: 001
Use boolean and logic

or value: 003
Use boolean or logic

andnot value: 002
Use boolean andnot logic

op

The number of occurrences before raising the eventhappens

Type: uinteger

min: 1 max: 4294967295

Occurs value

threshold

Number of occurrences must occur within this time periodin

Type: uinteger

min: 0 max: 4294967295

Enter seconds value

interval

Command Modes • /exec/configure/event-manager-applet
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tail (clic)
" | " tail [-n lines]

Syntax Description Pipe command output to filter|

Display last linestail

modify number of lines (default 10)-n

Type: integer

number of lines to print

lines

Command Modes • /output
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2809

T Commands
tail (clic)



tail (util_cli)
tail uri0 [i1]

Syntax Description Display the last part of a filetail

Type: uri

Filename to be displayed

uri0

Type: integer

min: 0 max: 80

Enter the number of lines to be displayed

i1

Command Modes • /exec
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tar
tar {create new-archive-file [{gz-compress|bz2-compress|uncompressed}]+
[{remove|absolute|verbose}]+ files+|append archive-file [{remove|absolute|verbose}]+ files+|extract
archive-file [{screen|to dest-dir|keep-old|verbose}]+|list archive-file}

Syntax Description archiving operationstar

create an archive (merge several files together)create

append some files to an existing archiveappend

extract files from archive (unmerge them)extract

display files while merging/extractingverbose

compress archive with gzip, the default -> .tar.gzgz-compress

compress archive with bzip2 -> .tar.bz2bz2-compress

dont compress archive -> .taruncompressed

remove files after adding them to the archiveremove

don't strip leading `/'s from file namesabsolute

don't replace existing files when extractingkeep-old

extract files to screenscreen

shows the list of files which are part of the archivelist

Type: uri

the name of the archive (extension will be added if none of tar/tgz/tar.gz/tar.bz2/tbz2/tar.Z
specified)

new-archive-file

Type: uri

the name of the archive (extension will be added if none of tar/tgz/tar.gz/tar.bz2/tbz2/tar.Z
specified)

archive-file

Type: uri

name of file to be added into archive

files

extract to specific directory (default is bootflash)to

Type: uri

destination dir where to extract to (created if not exist), default is bootflash

dest-dir

Command Modes • /exec
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tclsh (clic)
tclsh

Syntax Description Execute
tclsh

tclsh

Command Modes • /exec
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tclsh (clic)
tclsh file [args]+

Syntax Description source tclsh
script

tclsh

Type: uri

the file to run

file

Type: string

args to tcl script

args

Command Modes • /exec
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telnet
telnet {sohost} [i0] [[source {host_srcinterface}] [vrf {vrf-namevrf-known-name}]]

Syntax Description Telnet to another systemtelnet

Type: string

length: 64

Enter hostname

so

Type: ipaddr

Enter a valid IPv4 address

host

Set source address in IPv4 headersource

Type: ipaddr

Set IPV4 address as source

host_src

Type: interface

Set interface to send IPv4 packet

interface

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: integer

min: 1 max: 65535

Enter the port number

i0

Command Modes • /exec
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telnet6
telnet6 {s1host1} [i0] [[source {host1_srcinterface}] [vrf {vrf-namevrf-known-name}]]

Syntax Description Telnet6 to another system using IPv6 addressingtelnet6

Type: string

length: 64

Enter hostname

s1

Type: ipv6addr

Enter a valid IPv6 address

host1

Set source address in IPv6 headersource

Type: ipv6addr

Set IPV6 address as source

host1_src

Type: interface

Set interface to send IPv6 packet

interface

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Type: integer

min: 1 max: 65535

Enter the port number

i0

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2815

T Commands
telnet6



telnet server enable
[no] telnet server enable

Syntax Description Negate a command or set its defaultsno

Enable telnettelnet

Enable telnetserver

Enable telnetenable

Command Modes • /exec/configure
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template
template res-mgr-template-known-name-all

Syntax Description Change the template for this vdctemplate

Type: string

Resource template for this vdc

res-mgr-template-known-name-all

Command Modes • /exec/configure/vdc
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template peer
[no] template peer peer-template-name

Syntax Description Negate a command or set its defaultsno

Enter template command modetemplate

Template configuration for peer parameterspeer

Type: string

length: 80

Neighbor template name

peer-template-name

Command Modes • /exec/configure/router-bgp
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template peer-policy
[no] template peer-policy peer-policy-template-name

Syntax Description Negate a command or set its defaultsno

Enter template command modetemplate

Template configuration for policy parameterspeer-policy

Type: string

length: 80

Name of peer-policy template

peer-policy-template-name

Command Modes • /exec/configure/router-bgp
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template peer-session
[no] template peer-session peer-session-template-name

Syntax Description Negate a command or set its defaultsno

Enter template command modetemplate

Template configuration for session parameterspeer-session

Type: string

length: 80

Name of peer-session template

peer-session-template-name

Command Modes • /exec/configure/router-bgp
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terminal
terminal {monitor|no {monitor1|monitor-force}}

Syntax Description Set terminal line parametersterminal

Copy Syslog output to the current terminal linemonitor

Negate a command or set its defaultsno

Copy Syslog output to the current terminal linemonitor1

Copy Syslog output to the current terminal linemonitor-force

Command Modes • /exec
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terminal alias
[no] terminal alias [persist] [alias-name [command]]

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

show aliases (if no arugments); create 'exec' aliases (not persistent). Persistent aliases are in config
mode, see 'cli alias'

alias

add terminal alias to <username>.rc.cli file (auto-execed at login time)persist

Type: string

Name of the alias. (if last argument: shows the value of that alias) Command lines can start with
an alias and it will be expanded before parsing. An alias can also be used right after a pipe. The
substitution text can contain things like '$1 $2' and those $<number> will be substituted by
correspondingly numbered token from the command line starting the counting after the alias.

alias-name

Type: remainder

Value of the alias (what the alias will be substituted with)

command

Command Modes • /exec
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terminal color
[no] terminal color [persist]

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

enable colorization of prompt(green if last command ok, red if error), command line (blue), output
(default color)

color

add command to <username>.rc.cli file (auto-execed at login time)persist

Command Modes • /exec
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terminal context management
[no] terminal context management

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

set the vrf contextcontext

vrf context managementmanagement

Command Modes • /exec
• /exec
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terminal deep-help
[no] terminal deep-help

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

enable cli syntax and listdeep-help

Command Modes • /exec
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terminal dont-ask
[no] terminal dont-ask [persist]

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

Don't ask 'are you sure' questions, take default answer insteaddont-ask

add command to <username>.rc.cli file (auto-execed at login time)persist

Command Modes • /exec
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terminal edit-mode vi
[no] terminal edit-mode vi [persist]

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

set command line edition keys (vi or emacs; emacs is default)edit-mode

edit like in vi; by default in insert-mode, use ~ for command-modevi

add command to <username>.rc.cli file (auto-execed at login time)persist

Command Modes • /exec
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terminal event-manager bypass
terminal [noarg] event-manager bypass

Syntax Description Set terminal line parametersterminal

no value: 1
Negate a command or set its
defaults

noarg

Event manager cli eventevent-manager

Bypass event manager cli event publishbypass

Command Modes • /exec
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terminal history no-exec-in-config (clic)
[no] terminal history no-exec-in-config

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

configure terminal history propertieshistory

don't recall exec commands while in config modeno-exec-in-config

Command Modes • /exec
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terminal history no-exec-in-config (clic)
[no] terminal history no-exec-in-config

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

configure terminal history propertieshistory

don't recall exec commands while in config modeno-exec-in-config

Command Modes • /exec
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terminal history no-exec-in-config (clic)
[no] terminal history no-exec-in-config

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

configure terminal history propertieshistory

don't recall exec commands while in config modeno-exec-in-config

Command Modes • /exec
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terminal length (vsh)
terminal length i0

Syntax Description Set terminal line parametersterminal

Set number of lines on a screenlength

Type: uinteger

min: 0 max: 511

Number of lines on screen (0 for no pausing)

i0

Command Modes • /exec/configure/console
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terminal length (vsh)
terminal length i0

Syntax Description Set terminal line parametersterminal

Set number of lines on a screenlength

Type: uinteger

min: 0 max: 511

Number of lines on screen (0 for no pausing)

i0

Command Modes • /exec
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terminal lock
terminal lock

Syntax Description Set terminal line
parameters

terminal

Locks the CLI Config
mode

lock

Command Modes • /exec
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terminal log-all
[noarg] terminal log-all

Syntax Description Configure terminal settingsterminal

no value: 1
Negate a command or set its defaults

noarg

Accounting log all commands including the show commandslog-all

Command Modes • /exec/configure
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terminal no
terminal no {length|terminal-type|width}

Syntax Description Set terminal line parametersterminal

Negate a command or set its defaultsno

Set number of lines on a screenlength

Set the terminal typeterminal-type

Set width of the display terminalwidth

Command Modes • /exec
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terminal output xml
[no] terminal output xml

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

how output of show commands should be formatedoutput

xml outputxml

Command Modes • /exec
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terminal password
terminal password password|no terminal password [password]

Syntax Description Negate a command or set its defaultsno

Set terminal line parametersterminal

set a password to be used in copy scp/ftp commands; use online help on the argument to disable
echo so you don't need to type control-x-e twice (to toggle echo), echo will be re-enabled after
carriage-return

password

Type: userdef

Enter the password (online help that you just did disabled echo so type your password and press
return

password

Command Modes • /exec
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terminal redirection-mode
terminal redirection-mode mode

Syntax Description Set terminal line parametersterminal

Set the redirection moderedirection-mode

ascii value: 0
Set the redirection mode to
ASCII

zipped value: 1
Set the redirection mode to
ZIPPED

mode

Command Modes • /exec
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terminal reset-role
terminal reset-role num

Syntax Description Set terminal line parametersterminal

Reset the privilege role to defaultreset-role

Type: integer

min: 0 max: 15

Enter the role num

num

Command Modes • /exec
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terminal reset vlan-config-mutex
terminal reset vlan-config-mutex

Syntax Description Set terminal line parametersterminal

Force reset of the vlan config modemutexreset

Vlan configuration mutexvlan-config-mutex

Command Modes • /exec
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terminal session-timeout
terminal session-timeout i0

Syntax Description Set terminal line parametersterminal

Set session timeoutsession-timeout

Type: uinteger

min: 0 max: 525600

Enter timeout in minutes, 0 to disable

i0

Command Modes • /exec
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terminal sticky-mode
terminal [noarg] sticky-mode

Syntax Description Set terminal line parametersterminal

no value: 1
Negate a command or set its defaults

noarg

Search for the commandmatch in current mode onlysticky-mode

Command Modes • /exec
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terminal terminal-type
terminal terminal-type s0

Syntax Description Set terminal line
parameters

terminal

Set the terminal typeterminal-type

Type: string

Terminal type

s0

Command Modes • /exec
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terminal tree-update
terminal tree-update

Syntax Description Set terminal line
parameters

terminal

Updates themain parse treetree-update

Command Modes • /exec
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terminal unlock
terminal unlock

Syntax Description Set terminal line parametersterminal

Force unlocking of the CLI config modeunlock

Command Modes • /exec
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terminal verify-only
terminal [noarg] verify-only [username user]

Syntax Description Set terminal line parametersterminal

no value: 1
Negate a command or set its
defaults

noarg

Verify command and do not executeverify-only

Username for aaa authorizationusername

Type: string

length: 32

Username for aaa authorization

user

Command Modes • /exec
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terminal width (vsh)
terminal width i0

Syntax Description Set terminal line parametersterminal

Set width of the display terminalwidth

Type: integer

min: 24 max: 511

Number of characters on a screen line

i0

Command Modes • /exec/configure/console
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terminal width (vsh)
terminal width i0

Syntax Description Set terminal line parametersterminal

Set width of the display terminalwidth

Type: integer

min: 24 max: 511

Number of characters on a screen line

i0

Command Modes • /exec
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threshold-percent
Syntax Description Negate a command or set its defaultsno

Threshold parametersthreshold-percent

Percentage thresholdpercent-threshold

Up thresholdpercentup

Type: integer

min: 0 max: 100

Up threshold percentage

up-percentage

Down thresholdpercentdown

Type: integer

min: 0 max: 100

Down threshold percentage

down-percentage

Command Modes • /exec/configure/tr-list-thrp
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time-range
[no] time-range name

Syntax Description Negate a command or set its defaultsno

Define time range entriestime-range

Type: string

length: 64

Time range name

name

Command Modes • /exec/configure
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time daily
time {daily s0|monthly s1|start {now repeat s2|s3 [repeat s4]}|weekly s5}|no time [{daily
s0|monthly s1|start {now repeat s2|s3 [repeat s4]}|weekly s5}]

Syntax Description Negate a command or set its defaultsno

Specify a schedule to run jobstime

Specify a daily scheduledaily

Type: string

length: 5

[HH:]MM

s0

Specify a monthly schedulemonthly

Type: string

length: 8

Day-of-month {[[dm:]HH:]MM} dm = 1 .. 31

s1

Specify a future time schedulestart

Start-time = 2 minutes from `now'now

Specify an intervalrepeat

Type: string

length: 8

Interval {[[dd:]HH:]MM} dd,HH,MM are +ve integers

s2

Type: string

length: 18

Start-time {[[[[yyyy:]mmm:]dd:]HH]:MM | +[[dd:]HH:]MM}

s3

Specify an intervalrepeat

Type: string

length: 8

Interval {[[dd:]HH:]MM} dd,HH,MM are +ve integers

s4

Specify a weekly scheduleweekly

Type: string

length: 10

Day-of-week {[[dow:]HH:]MM} dow = 1 (Sun) .. 7 (Sat)

s5
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Command Modes • /exec/configure/schedule
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timers (eigrp)
[no] timers {nsf {route-hold hold-interval|converge converge-interval|signal signal-interval}|active-time
[{max-active-time|disabled}]}

Syntax Description Negate a command or set its defaultsno

Set EIGRP timerstimers

EIGRP NSF timernsf

EIGRP hold time for routes learned from nsf peerroute-hold

Type: integer

min: 20 max: 300 default: 240

Seconds

hold-interval

EIGRP time limit for active stateactive-time

Type: integer

min: 1 max: 0 default: 3

EIGRP active-state time limit in minutes

max-active-time

disable EIGRP time limit for active statedisabled

EIGRP time limit for convergence after switchoverconverge

Type: integer

min: 60 max: 180 default: 120

Seconds

converge-interval

EIGRP time limit for signaling NSF restartsignal

Type: integer

min: 10 max: 360 default: 20

Seconds

signal-interval

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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timers (glbp)
timers {hello-time {hold-time|ms-hold hold-time-msec}|ms-hello hello-time-msec
{hold-time-sec|msec-hold hold-time-msec}|redirect redirect-time sec-hold-time}|no timers [{hello-time
[{hold-time|ms-hold hold-time-msec}]|ms-hello [hello-time-msec [{hold-time-sec|msec-hold
hold-time-msec}]]|redirect [redirect-time [sec-hold-time]]}]

Syntax Description Negate a command or set its defaultsno

Adjust GLBP timerstimers

Type: integer

min: 1 max: 60

Specify Hello interval in seconds

hello-time

Type: integer

min: 2 max: 180

Specify Hold time in seconds

hold-time

Specify hold time in millisecondsms-hold

Type: integer

min: 1020 max: 180000

Hold time in milliseconds

hold-time-msec

Specify hello interval in millisecondsms-hello

Type: integer

min: 250 max: 60000

hello interval in milliseconds

hello-time-msec

Type: integer

min: 2 max: 180

Hold time in seconds

hold-time-sec

Specify hold time in millisecondsmsec-hold

Specify time-out value for failed forwardersredirect

Type: integer

min: 0 max: 3600

Interval in seconds to redirect to failed forwarders

redirect-time
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Type: integer

min: 610 max: 64800

Time-out interval in seconds for failed forwarders

sec-hold-time

Command Modes • /exec/configure/if-eth-any/glbp
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timers (hsrp_engine)
timers {hello-time {hold-time|msec-hold msec-hold}|msec-hello msec-hello {hold-time|msec-hold
msec-hold}}|no timers

Syntax Description Negate a command or set its defaultsno

Hello and hold timerstimers

Type: integer

min: 1 max: 254

Hello interval in seconds

hello-time

Type: integer

min: 3 max: 255

Hold time in seconds

hold-time

Specify hold interval in millisecondsmsec-hold

Type: integer

min: 750 max: 3000

Hold interval in milliseconds

msec-hold

Specify hello interval in millisecondsmsec-hello

Type: integer

min: 250 max: 999

Hello interval in milliseconds

msec-hello

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
• /exec/configure/if-eth-any/hsrp_ipv6
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timers basic
timers basic update invalid holddown garbage|no timers basic [update invalid holddown garbage]

Syntax Description Negate a command or set its defaultsno

RIP set timerstimers

RIP set basic timersbasic

Type: uinteger

min: 5 max: 4294967295 default: 30

RIP update period

update

Type: uinteger

min: 1 max: 4294967295 default: 180

RIP route timeout period

invalid

Type: uinteger

min: 0 max: 4294967295 default: 180

RIP route holddown period

holddown

Type: uinteger

min: 1 max: 4294967295 default: 120

RIP route garbage period

garbage

Command Modes • /exec/configure/router-rip/router-rip-af-common
• /exec/configure/router-rip/router-rip-vrf-af-common
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timers bestpath-defer maximum
[no] timers bestpath-defer bestpath-defer-time maximum bestpath-defer-time-max

Syntax Description Negate a command or set its defaultsno

Configure bgp related timerstimers

Configure bestpath defer timer value for batch prefix processingbestpath-defer

Type: integer

min: 0 max: 30

Bestpath defer time (seconds)

bestpath-defer-time

Configure bestpath defer timer maximum valuemaximum

Type: integer

min: 0 max: 300

Maximum bestpath defer time (seconds)

bestpath-defer-time-max

Command Modes • /exec/configure/router-bgp/router-bgp-af
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timers bestpath-limit
timers bestpath-limit bestpath-timeout [always]|no timers bestpath-limit [bestpath-timeout]

Syntax Description Negate a command or set its defaultsno

Configure bgp related timerstimers

Configure timeout for first bestpath after restartbestpath-limit

Type: integer

min: 1 max: 3600 default: 300

Bestpath timeout (seconds)

bestpath-timeout

Configure update-delay-always optionalways

Command Modes • /exec/configure/router-bgp/vrf-cmds
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timers bgp
[no] timers bgp keepalive-interval hold-time

Syntax Description Negate a command or set its defaultsno

Configure bgp related timerstimers

Configure different bgp keepalive and holdtimesbgp

Type: integer

min: 0 max: 3600 default: 60

Keepalive interval (seconds)

keepalive-interval

Type: integer

min: 0 max: 3600 default: 180

Holdtime (seconds)

hold-time

Command Modes • /exec/configure/router-bgp/vrf-cmds
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timers lsa-arrival (ospf)
timers lsa-arrival interval|no timers lsa-arrival [interval]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

Mimimum interval between arrival of a LSAlsa-arrival

Type: integer

min: 10 max: 600000 default: 1000

Interval value (milliseconds)

interval

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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timers lsa-arrival (ospfv3)
timers lsa-arrival interval|no timers lsa-arrival [interval]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

Mimimum interval between arrival of a LSAlsa-arrival

Type: integer

min: 10 max: 600000 default: 1000

Interval value (millisecond)

interval

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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timers lsa-group-pacing (ospf)
timers lsa-group-pacing interval|no timers lsa-group-pacing [interval]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

LSA group refresh/maxage intervallsa-group-pacing

Type: integer

min: 1 max: 1800

Interval value (seconds)

interval

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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timers lsa-group-pacing (ospfv3)
timers lsa-group-pacing interval|no timers lsa-group-pacing [interval]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

LSA group refresh/maxage intervallsa-group-pacing

Type: integer

min: 1 max: 1800

Interval value (seconds)

interval

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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timers prefix-peer-timeout
timers prefix-peer-timeout prefixpeer-timeout|no timers prefix-peer-timeout [prefixpeer-timeout]

Syntax Description Negate a command or set its defaultsno

Configure bgp related timerstimers

Configure how long state for a prefix peer is maintainedprefix-peer-timeout

Type: integer

min: 0 max: 1200 default: 30

Prefix Peer timeout (seconds)

prefixpeer-timeout

Command Modes • /exec/configure/router-bgp/vrf-cmds

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2866

T Commands
timers prefix-peer-timeout



timers throttle lsa (ospf)
timers throttle lsa start-time hold-time max-time|no timers throttle lsa [start-time hold-time
max-time]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

Set rate-limiting values (milliseconds)throttle

Set rate-limiting for LSA generationlsa

Type: integer

min: 0 max: 5000 default: 0

Start interval (milliseconds)

start-time

Type: integer

min: 50 max: 30000 default: 5000

Hold interval (milliseconds)

hold-time

Type: integer

min: 50 max: 30000 default: 5000

Max interval (milliseconds)

max-time

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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timers throttle lsa (ospfv3)
timers throttle lsa start-time hold-time max-time|no timers throttle lsa [start-time hold-time
max-time]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

Set rate-limiting values (milliseconds)throttle

Set rate-limiting for LSA generationlsa

Type: integer

min: 0 max: 5000 default: 0

Start interval (milliseconds)

start-time

Type: integer

min: 50 max: 30000 default: 5000

Hold interval (milliseconds)

hold-time

Type: integer

min: 50 max: 30000 default: 5000

Max interval (milliseconds)

max-time

Command Modes • /exec/configure/router-ospf3
• /exec/configure/router-ospf3/vrf
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timers throttle spf (ospf)
timers throttle spf start-time hold-time max-time|no timers throttle spf [start-time hold-time
max-time]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

Configure timer related constantsthrottle

OSPF SPF timersspf

Type: integer

min: 1 max: 600000 default: 200

Initial SPF schedule delay in milliseconds

start-time

Type: integer

min: 1 max: 600000 default: 1000

Minimum hold time between SPF calculations

hold-time

Type: integer

min: 1 max: 600000 default: 5000

Maximumwait time between SPF calculations

max-time

Command Modes • /exec/configure/router-ospf
• /exec/configure/router-ospf/vrf
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timers throttle spf (ospfv3)
timers throttle spf start-time hold-time max-time|no timers throttle spf [start-time hold-time
max-time]

Syntax Description Negate a command or set its defaultsno

Configure timer related constantstimers

Configure timer related constantsthrottle

OSPF SPF timersspf

Type: integer

min: 1 max: 600000 default: 200

Initial SPF schedule delay in milliseconds

start-time

Type: integer

min: 1 max: 600000 default: 1000

Minimum hold time between SPF calculations

hold-time

Type: integer

min: 1 max: 600000 default: 5000

Maximumwait time between SPF calculations

max-time

Command Modes • /exec/configure/router-ospf3/router-ospf3-af-ipv6
• /exec/configure/router-ospf3/vrf/router-ospf3-af-ipv6
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timerstimers
timers keepalive-interval hold-time|{no|default} timers [keepalive-interval hold-time]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Configure keepalive and hold timerstimers

Type: integer

min: 0 max: 3600 default: 60

Keepalive interval (seconds)

keepalive-interval

Type: integer

min: 0 max: 3600 default: 180

Holdtime (seconds)

hold-time

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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tr
" | " tr [{-c|-d|-s|-t}]+ SET1 [SET2]

Syntax Description Pipe command output to filter|

Translate, squeeze, and/or delete characterstr

first complement SET1-c

delete characters in SET1, do not translate-d

replace each sequence of a repeated character from SET1 with single occurrence of that character-s

first truncate SET1 to length of SET2-t

Type: string

character SET1: CHAR1-CHAR2 = all characters from CHAR1 to CHAR2 in ascending order; special
chars: \t (tab) \n (new line) [:alnum:] [:alpha:] [:digit:] [:graph:] (printable, no space) [:print:] (printable,
with space) [:lower:] [:upper:] [:space:] (tab or space)

SET1

Type: string

character SET2 (for translation; length is extended to length of SET1 by repeating last char, excess
chars are ignored): format same as SET1; [CHAR*] = copies of CHAR until length of SET1;
[CHAR*REPEAT] = REPEAT copies of CHAR

SET2

Command Modes • /output
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traceroute
traceroute {alphanumeric} [source {alphanumericinterface}] [vrf {vrf-namevrf-known-name}]

Syntax Description Type: ipaddr

IP address of remote system

numeric

Set source address in IP headersource

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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traceroute6
traceroute6 {hosthostname} [source {hosthostnameinterface}] [vrf {vrf-namevrf-known-name}]

Syntax Description Type: ipv6addr

IPv6 address format: aaaa:bbbb:cccc:dddd:eeee:ffff:gggg:hhhh, aaaa::bbbb

host

Type: string

Hostname of remote system

hostname

Set source address in IPv6 headersource

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec
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track (hsrp_engine)
[no] track object-number [decrement value]

Syntax Description Negate a command or set its defaultsno

Associates track object to HSRP grouptrack

Type: integer

min: 1 max: 500

Set the object number to the group

object-number

Decrements when tracked object goes downdecrement

Type: integer

min: 1 max: 255

Set the value to decrement from priority

value

Command Modes • /exec/configure/if-eth-any/hsrp_ipv4
• /exec/configure/if-eth-any/hsrp_ipv6
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track (mcecm)
track track-obj|no track track-obj

Syntax Description Negate a command or set its defaultsno

Tracking object to suspend vPC if object goes downtrack

Type: integer

min: 1 max: 500

Tracked object

track-obj

Command Modes • /exec/configure/vpc-domain
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track (otm)
track object-id [{interface ifnum {line-protocol|ipv4 routing|ipv6 routingv6}|{ip_v4 route
route-prefix|ip_v6 routev6 v6route-prefix} reachability|list boolean bool-val|list threshold
threshold-val}]|no track object-id [force]

Syntax Description Negate a command or set its defaultsno

Object tracking configuration commandstrack

Type: uinteger

min: 1 max: 500

Tracked Object

object-id

Interface to trackinterface

Type: interface

Interface type and number

ifnum

Track interface line-protocolline-protocol

IPv4 parametersipv4

Track interface ipv4 routingrouting

IPv6 parametersipv6

Track interface ipv6 routingroutingv6

IPv4 protocolip_v4

IPv4 routeroute

Type: ipprefix

Specify ipv4 route prefix

route-prefix

IPv6 protocolip_v6

IPv6 routeroutev6

Type: ipv6prefix

Specify ipv6 route prefix

v6route-prefix

Route reachability statereachability

Completely remove the objectforce

Object tracking listlist

boolean list typeboolean

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
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boolean list type

and value: 0
List is TRUE if all Objects are TRUE

or value: 1
List is TRUE if any Object is TRUE

bool-val

threshold typethreshold

threshold type

weight value: 3
Thresholds described by weight values

percentage value: 4
Thresholds described as a percentage of
total

threshold-val

Command Modes • /exec/configure
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track interface
track {interface intf_num priority priority_value|object-num [decrement decrement-value]}|no track
[{interface intf_num priority priority_value|object-num [decrement decrement-value]}]

Syntax Description Negate a command or set its defaultsno

Track the availability of another interface/objecttrack

Select the tracked interface(Native tracking)interface

Type: interfaceintf_num

Vr priority used when the tracked interface is downpriority

Type: integer

min: 1 max: 254

priority_value

Type: integer

min: 1 max: 500

Set the object number to the group(Object tracking)

object-num

Decrements priority when tracked object goes downdecrement

Type: integer

min: 1 max: 254

Set the value to decrement from priority

decrement-value

Command Modes • /exec/configure/if-eth-any/vrrp
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traffic-share
[no] traffic-share {balanced|min across-interfaces}

Syntax Description Negate a command or set its defaultsno

How to compute traffic share over alternate pathstraffic-share

Share inversely proportional to metricbalanced

All traffic shared among min metric pathsmin

Use different interfaces for equal-cost pathsacross-interfaces

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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transmit-delay (ospf)
transmit-delay delay|no transmit-delay [delay]

Syntax Description Negate a command or set its defaultsno

Packet transmission delaytransmit-delay

Type: integer

min: 1 max: 450 default: 1

(seconds)

delay

Command Modes • /exec/configure/router-ospf/vrf/router-ospf-slink
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transmit-delay (ospf)
transmit-delay delay|no transmit-delay [delay]

Syntax Description Negate a command or set its defaultsno

Packet transmission delaytransmit-delay

Type: integer

min: 1 max: 450 default: 1

(seconds)

delay

Command Modes • /exec/configure/router-ospf/router-ospf-vlink
• /exec/configure/router-ospf/vrf/router-ospf-vlink
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transmit-delay (ospfv3)
transmit-delay delay|no transmit-delay [delay]

Syntax Description Negate a command or set its defaultsno

Packet transmission delaytransmit-delay

Type: integer

min: 1 max: 450 default: 1

(seconds)

delay

Command Modes • /exec/configure/router-ospf3/router-ospf3-vlink
• /exec/configure/router-ospf3/vrf/router-ospf3-vlink
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transport connection-mode passive
[{no|default}] transport connection-mode passive

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

BGP transport connectiontransport

Specify type of connectionconnection-mode

Allow passive connection setup onlypassive

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor
• /exec/configure/router-bgp/router-bgp-neighbor-stmp
• /exec/configure/router-bgp/router-bgp-vrf-neighbor
• /exec/configure/router-bgp/router-bgp-template-neighbor
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transport email from
transport email {from s0|reply-to s1|smtp-server {hostipv4hostipv6hostname} [port i1] [use-vrf
s2]}|no transport email smtp-server|no transport email {from|reply-to}

Syntax Description Negate a command or set its defaultsno

Configure transport related configurationtransport

Configure email transport related configurationemail

Configure from email addressfrom

Type: string

length: 255

Provide from email address, example: SJ-9500-1@xyz.com

s0

Configure replyto email addressreply-to

Type: string

length: 255

Provide reply-to email address, example: admin@xyz.com

s1

Configure SMTP server addresssmtp-server

Type: string

SMTP server(DNS name or IPv4 or IPv6 address)

hostname

Type: ipaddr

IPV4 address of SMTP server

hostipv4

Type: ipv6addr

IPV6 address of SMTP server

hostipv6

Configure SMTP server port (default:25)port

Type: integer

min: 1 max: 65535

SMTP server port

i1

Configure vrf nameuse-vrf

Type: string

length: 32

vrf name

s2
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Command Modes • /exec/configure/callhome

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2886

T Commands
transport email from



transport email mail-server
[no] transport email mail-server {hostipv4hostipv6hostname} [port i1] [priority i2] [use-vrf s2]

Syntax Description Negate a command or set its defaultsno

Configure transport related configurationtransport

Configure email transport related configurationemail

Configure SMTP server address (for supporting multiple SMTP-servers)mail-server

Type: string

SMTP server(DNS name or IPv4 or IPv6 address)

hostname

Type: ipaddr

IPV4 address of SMTP server

hostipv4

Type: ipv6addr

IPV6 address of SMTP server

hostipv6

Configure SMTP server port (default:25)port

Type: integer

min: 1 max: 65535

SMTP server port

i1

Configure vrf nameuse-vrf

Type: string

length: 32

vrf name

s2

Configure SMTP server priority (1-100) (default:50)priority

Type: integer

min: 1 max: 100

SMTP server priority

i2

Command Modes • /exec/configure/callhome
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transport http proxy enable
[no] transport http proxy enable

Syntax Description Negate a command or set its defaultsno

Configure transport related configurationtransport

Configure transport option for http urlshttp

Configure proxy for http transportproxy

Enable the usage of proxy server for messages sent over http(s)enable

Command Modes • /exec/configure/callhome
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transport http proxy server
transport http proxy server hostname [port i1]|no transport http proxy server

Syntax Description Negate a command or set its defaultsno

Configure transport related configurationtransport

Configure transport option for http urlshttp

Configure proxy for http transportproxy

Configure proxy server address and portserver

Type: nameorip

Proxy server name or IP address(DNS name or IPv4 or IPv6 address)

hostname

Configure Proxy server port (default:8080)port

Type: integer

min: 1 max: 65535

Proxy server port

i1

Command Modes • /exec/configure/callhome
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transport http use-vrf
transport http use-vrf s2|no transport http use-vrf

Syntax Description Negate a command or set its defaultsno

Configure transport related configurationtransport

Configure transport option for http urlshttp

Configure vrf nameuse-vrf

Type: string

length: 32

vrf name

s2

Command Modes • /exec/configure/callhome
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transport type
[no] transport type {tcp [port tportnum] [access-class aclname]|tls [{disable-remotecert-validation
[{localcert localtp [{port tportnum [access-class aclname]|access-class aclname [port tportnum]}]|port
tportnum [{localcert localtp [access-class aclname]|access-class aclname [localcert
localtp]}]|access-class aclname [{localcert localtp [port tportnum]|port tportnum [localcert
localtp]}]}]|localcert localtp [{disable-remotecert-validation [{port tportnum [access-class
aclname]|access-class aclname [port tportnum]}]|port tportnum [{disable-remotecert-validation
[access-class aclname]|access-class aclname [disable-remotecert-validation]}]|access-class aclname
[{disable-remotecert-validation [port tportnum]|port tportnum [disable-remotecert-validation]}]}]|port
tportnum [{disable-remotecert-validation [{localcert localtp [access-class aclname]|access-class
aclname [localcert localtp]}]|localcert localtp [{disable-remotecert-validation [access-class
aclname]|access-class aclname [disable-remotecert-validation]}]|access-class aclname
[{disable-remotecert-validation [localcert localtp]|localcert localtp
[disable-remotecert-validation]}]}]|access-class aclname [{disable-remotecert-validation [{localcert
localtp [port tportnum]|port tportnum [localcert localtp]}]|localcert localtp
[{disable-remotecert-validation [port tportnum]|port tportnum [disable-remotecert-validation]}]|port
tportnum [{disable-remotecert-validation [localcert localtp]|localcert localtp
[disable-remotecert-validation]}]}]|remotecert remotetp [{localcert localtp [{port tportnum
[access-class aclname]|access-class aclname [port tportnum]}]|port tportnum [{localcert localtp
[access-class aclname]|access-class aclname [localcert localtp]}]|access-class aclname [{localcert
localtp [port tportnum]|port tportnum [localcert localtp]}]}]|localcert localtp [{remotecert remotetp
[{port tportnum [access-class aclname]|access-class aclname [port tportnum]}]|port tportnum
[{remotecert remotetp [access-class aclname]|access-class aclname [remotecert remotetp]}]|access-class
aclname [{remotecert remotetp [port tportnum]|port tportnum [remotecert remotetp]}]}]|port
tportnum [{remotecert remotetp [{localcert localtp [access-class aclname]|access-class aclname
[localcert localtp]}]|localcert localtp [{remotecert remotetp [access-class aclname]|access-class
aclname [remotecert remotetp]}]|access-class aclname [{remotecert remotetp [localcert
localtp]|localcert localtp [remotecert remotetp]}]}]|access-class aclname [{remotecert remotetp
[{localcert localtp [port tportnum]|port tportnum [localcert localtp]}]|localcert localtp [{remotecert
remotetp [port tportnum]|port tportnum [remotecert remotetp]}]|port tportnum [{remotecert remotetp
[localcert localtp]|localcert localtp [remotecert remotetp]}]}]}]}

Syntax Description Negate a command or set its defaultsno

Transport commandtransport

Session transporttype

TCP transport Not available in this release.tcp

TLS transporttls

Disable Remote Certificate Validationdisable-remotecert-validation

Local Certificatelocalcert

Type: string

Local Trust Point Name

localtp
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Remote Certificate Validationremotecert

Type: string

Remote Trust Point Name

remotetp

Port numberport

Type: uinteger

min: 1025 max: 65535

Number

tportnum

Filter incoming connections based on IP access listaccess-class

Type: string

IP access list name

aclname

Command Modes • /exec/configure/onep
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trap bfd session-down
trap bfd session-down startIndex startIndex-key endIndex endIndex-key

Syntax Description snmp traptrap

BFD commandsbfd

Sesssion going DOWNsession-down

Session diagnostic code

noDiagnostic value: 1
noDiagnostic

controlDetectionTimeExpired value: 2
controlDetectionTimeExpired

echoFunctionFailed value: 3
echoFunctionFailed

neighborSignaledSessionDown value: 4
neighborSignaledSessionDown

forwardingPlaneReset value: 5
forwardingPlaneReset

pathDown value: 6
pathDown

concatenatedPathDown value: 7
concatenatedPathDown

administrativelyDown value: 8
administrativelyDown

reverseConcatenatedPathDown value: 9
reverseConcatenatedPathDown

startIndex

Type: uinteger

help

startIndex-key
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Session diagnostic code

noDiagnostic value: 1
noDiagnostic

controlDetectionTimeExpired value: 2
controlDetectionTimeExpired

echoFunctionFailed value: 3
echoFunctionFailed

neighborSignaledSessionDown value: 4
neighborSignaledSessionDown

forwardingPlaneReset value: 5
forwardingPlaneReset

pathDown value: 6
pathDown

concatenatedPathDown value: 7
concatenatedPathDown

administrativelyDown value: 8
administrativelyDown

reverseConcatenatedPathDown value: 9
reverseConcatenatedPathDown

endIndex

Type: uinteger

help

endIndex-key

Command Modes • /exec
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trap bfd session-up
trap bfd session-up startIndex startIndex-key endIndex endIndex-key

Syntax Description snmp traptrap

BFD commandsbfd

Sesssion going UPsession-up

Session diagnostic code

noDiagnostic value: 1
noDiagnostic

controlDetectionTimeExpired value: 2
controlDetectionTimeExpired

echoFunctionFailed value: 3
echoFunctionFailed

neighborSignaledSessionDown value: 4
neighborSignaledSessionDown

forwardingPlaneReset value: 5
forwardingPlaneReset

pathDown value: 6
pathDown

concatenatedPathDown value: 7
concatenatedPathDown

administrativelyDown value: 8
administrativelyDown

reverseConcatenatedPathDown value: 9
reverseConcatenatedPathDown

startIndex

Type: uinteger

help

startIndex-key
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Session diagnostic code

noDiagnostic value: 1
noDiagnostic

controlDetectionTimeExpired value: 2
controlDetectionTimeExpired

echoFunctionFailed value: 3
echoFunctionFailed

neighborSignaledSessionDown value: 4
neighborSignaledSessionDown

forwardingPlaneReset value: 5
forwardingPlaneReset

pathDown value: 6
pathDown

concatenatedPathDown value: 7
concatenatedPathDown

administrativelyDown value: 8
administrativelyDown

reverseConcatenatedPathDown value: 9
reverseConcatenatedPathDown

endIndex

Type: uinteger

help

endIndex-key

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2896

T Commands
trap bfd session-up



trap lldp lldpRemTablesChange
trap lldp lldpRemTablesChange lldpStatsRemTablesInserts lldpStatsRemTablesDeletes
lldpStatsRemTablesDrops lldpStatsRemTablesAgeouts

Syntax Description snmp traptrap

lldp traplldp

lldp remote table change
trap

lldpRemTablesChange

Type: uinteger

lldp remote table inserts

lldpStatsRemTablesInserts

Type: uinteger

lldp remote table deletes

lldpStatsRemTablesDeletes

Type: uinteger

lldp remote table drops

lldpStatsRemTablesDrops

Type: uinteger

lldp remote table ageouts

lldpStatsRemTablesAgeouts

Command Modes • /exec
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trap pim pimNeighborLoss
trap pim pimNeighborLoss pimNeighborIfIndex pimNeighborAddress-in

Syntax Description Generate traps from clitrap

PIMglobal configuration commandspim

pim trap for pimNeighborLosspimNeighborLoss

Type: integer

Neighbor ifindex

pimNeighborIfIndex

Type: ipaddr

Neighbor Address

pimNeighborAddress-in

Command Modes • /exec
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trigger forwarding distribution module
trigger forwarding distribution module module

Syntax Description Triggertrigger

Trigger related to forwardingforwarding

Trigger distribution of forwarding data to LCsdistribution

distribute to a particular modulemodule

Type: integer

module number

module

Command Modes • /exec
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trigger route download vrf
trigger route download vrf vrf-name {ipv4 route4|ipv6 route6} [module slot-num]

Syntax Description Triggertrigger

IP route relatedroute

Downloaddownload

vrfvrf

Type: string

vrf name

vrf-name

ipv4ipv4

Type: ipprefix

ipv4 prefix

route4

ipv6ipv6

Type: ipv6prefix

ipv6 prefix

route6

Modulemodule

Type: integer

Slot number of the
module

slot-num

Command Modes • /exec
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tunnel destination
tunnel destination {host-nameip-addripv6-addr}|no tunnel destination [{host-nameip-addripv6-addr}]

Syntax Description Negate a command or set its defaultsno

protocol-over-protocol tunnelingtunnel

destination of tunnel packetsdestination

Type: string

host name

host-name

Type: ipaddr

IPv4 address (A.B.C.D)

ip-addr

Type: ipv6addr

IPv6 address

ipv6-addr

Command Modes • /exec/configure/if-gre-tunnel
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tunnel mode gre
tunnel mode gre [{ip|ipv6}]|no tunnel mode

Syntax Description Negate a command or set its defaultsno

protocol-over-protocol tunnelingtunnel

tunnel encapsulation methodmode

generic route encapsulation protocolgre

over IPip

over IPv6ipv6

Command Modes • /exec/configure/if-any-tunnel
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tunnel path-mtu-discovery (tm)
tunnel path-mtu-discovery {age-timer [{age-time|infinite}]|min-mtu mtu}|no tunnel
path-mtu-discovery {age-timer [{age-time|infinite}]|min-mtu mtu}

Syntax Description Negate a command or set its defaultsno

protocol-over-protocol tunnelingtunnel

Enable PathMTUDiscovery on tunnelpath-mtu-discovery

Set PMTUD aging timerage-timer

Type: integer

min: 10 max: 30

Aging time

age-time

Disable pathmtu aging timerinfinite

Min pmtud mtu allowedmin-mtu

Type: integer

min: 64 max: 65535

Bytes

mtu

Command Modes • /exec/configure/if-any-tunnel
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tunnel path-mtu-discovery (tm)
[no] tunnel path-mtu-discovery

Syntax Description Negate a command or set its defaultsno

protocol-over-protocol tunnelingtunnel

Enable PathMTUDiscovery on tunnelpath-mtu-discovery

Command Modes • /exec/configure/if-any-tunnel
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tunnel source
tunnel source {intfip-addripv6-addr}|no tunnel source [{intfip-addripv6-addr}]

Syntax Description Negate a command or set its defaultsno

protocol-over-protocol tunnelingtunnel

source of tunnel packetssource

Type: interface

interface

intf

Type: ipaddr

IPv4 address (A.B.C.D)

ip-addr

Type: ipv6addr

IPv6 address

ipv6-addr

Command Modes • /exec/configure/if-gre-tunnel
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tunnel ttl
tunnel ttl ttl_val|no tunnel ttl [ttl_val]

Syntax Description Negate a command or set its defaultsno

protocol-over-protocol tunnelingtunnel

set time to livettl

Type: integer

min: 1 max: 255

time to line value

ttl_val

Command Modes • /exec/configure/if-any-tunnel
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tunnel use-vrf
tunnel use-vrf {vrf-namevrf-known-name}|no tunnel use-vrf [{vrf-namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

protocol-over-protocol tunnelingtunnel

set tunnel vrf membershipuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure/if-any-tunnel
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typetype
type fextype|type swcardid|no type

Syntax Description Negate the commandno

FEX Card typetype

Fex Type

N2248T value: 99
Fabric Extender 48x1G 4x10G Module

N2232P value: 82
Fabric Extender 32x10G 8x10G Module

N2224TP value: 132
Fabric Extender 24x1G 2x10G SFP+ Module

N2232TM value: 164
Fabric Extender 32x10GBase-T 8x10G SFP+
Module

N2248TP-E value: 149
Fabric Extender 48x1G 4x10G SFP+ Module

fextype

Type: string

length: 30

Card type

swcardid

Command Modes • /exec/configure/fex
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U Commands

• udld aggressive (udld), on page 2910
• udld aggressive (udld), on page 2911
• udld continue-on-err, on page 2912
• udld disable, on page 2913
• udld enable, on page 2914
• udld message-time, on page 2915
• udld reset, on page 2916
• undebug all, on page 2917
• uniq, on page 2918
• unmount, on page 2919
• unmount slot0, on page 2920
• unsuppress-map, on page 2921
• update-sourceupdate-source, on page 2922
• update ip route, on page 2923
• update ipv6 route, on page 2924
• update license, on page 2925
• urib debugs-dump-to-file, on page 2926
• use-vrf (ldap_tree), on page 2927
• use-vrf (radius_tree), on page 2928
• use-vrf (tacacs_dynamic_tree), on page 2929
• username (security_tree), on page 2930
• username (security_tree), on page 2932
• username (priv), on page 2933
• username (security_tree), on page 2935
• username keypair export force dsa rsa, on page 2936
• username keypair import force dsa rsa, on page 2937
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udld aggressive (udld)
[no] udld aggressive

Syntax Description Negate a command or set its defaultsno

UDLD protocoludld

Enable UDLD aggressivemode for interface(s)aggressive

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
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udld aggressive (udld)
[no] udld aggressive

Syntax Description Negate a command or set its defaultsno

UDLD protocoludld

Enable UDLD aggressive mode on all fiber optic portsaggressive

Command Modes • /exec/configure
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udld continue-on-err
[no] udld continue-on-err

Syntax Description Negate a command or set its defaultsno

UDLD protocoludld

Force UDLD continue without disabling the portcontinue-on-err

Command Modes • /exec
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udld disable
[no] udld disable

Syntax Description Negate a command or set its defaultsno

UDLD protocoludld

Disable UDLD for fiber interface(s)disable

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2913

U Commands
udld disable



udld enable
[no] udld enable

Syntax Description Negate a command or set its defaultsno

UDLD protocoludld

Enable UDLD for non-fiber interface(s)enable

Command Modes • /exec/configure/if-ethernet-all
• /exec/configure/if-eth-base
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udld message-time
udld message-time i0|no udld message-time

Syntax Description Negate a command or set its defaultsno

UDLD protocoludld

Setting the time in seconds between UDLD probe messagesmessage-time

Type: integer

min: 7 max: 90

Enter the message timer value [default = 15]

i0

Command Modes • /exec/configure
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udld reset
udld reset

Syntax Description UDLD protocoludld

Reset all ports shut down byUDLDreset

Command Modes • /exec/configure
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undebug all
undebug all

Syntax Description Disable Debugging functions (See also debug)undebug

Disable all debuggingall

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2917

U Commands
undebug all



uniq
" | " uniq [{-c|-d|-f nb-of-fields|-s nb-of-chars|-u|-w nb-chars-to-compare|-i}]+

Syntax Description Pipe command output to filter|

Discard all but one of successive identical linesuniq

prefix lines by the number of occurrences-c

only print duplicate lines-d

avoid comparing the first N fields-f

avoid comparing the first N characters-s

only print unique lines-u

compare no more than N characters in lines-w

ignore differences in case when comparing-i

Type: integer

min: 0 max: 10000

number of initial fields to ignore

nb-of-fields

Type: integer

min: 0 max: 10000

number of initial chars to ignore

nb-of-chars

Type: integer

min: 0 max: 10000

max number of chars to compare

nb-chars-to-compare

Command Modes • /output
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unmount
unmount {usb1:|usb2:}

Syntax Description unmount expansion flash or USB storageunmount

Unmount USB drive in port 1usb1:

Unmount USB drive in port 2usb2:

Command Modes • /exec
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unmount slot0
unmount slot0:

Syntax Description unmount expansion flash or USB storageunmount

Unmount expansion flashslot0:

Command Modes • /exec
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unsuppress-map
[no] unsuppress-map unsupp-rmap-name

Syntax Description Negate a command or set its defaultsno

Route-map to selectively unsuppress suppressed routesunsuppress-map

Type: string

pattern: [!-~]*

length: 63

Route-map name

unsupp-rmap-name

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv4
• /exec/configure/router-bgp/router-bgp-neighbor/router-bgp-neighbor-af-vpnv6
• /exec/configure/router-bgp/router-bgp-af-ipv6-label
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update-sourceupdate-source
update-source interface|{no|default} update-source [interface]

Syntax Description Negate a command or set its defaultsno

Inherit values from a peer templatedefault

Specify source of BGP session and updatesupdate-source

Type: interface

Interface name

interface

Command Modes • /exec/configure/router-bgp/router-bgp-neighbor-sess
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update ip route
update ip route [vrf {vrf-namevrf-known-namevrf-all}] all

Syntax Description Updateupdate

IPv4ip

Update routing informationroute

VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Update all routes<all>

Command Modes • /exec
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update ipv6 route
update ipv6 route [vrf {vrf-namevrf-known-namevrf-all}] all

Syntax Description Updateupdate

IPv6ipv6

Update routing informationroute

VRFvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Display information for all VRFs<vrf-all>

Update all routes<all>

Command Modes • /exec
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update license
update license uri0 {license-file [force]s0}

Syntax Description Update licenseupdate

Update a license filelicense

Type: uri

Specify URL for the new license file

uri0

Type: string

length: 32

License file to be updated

license-file

Force update license (don't prompt)force

Type: string

License file to be updated

s0

Command Modes • /exec
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urib debugs-dump-to-file
urib debugs-dump-to-file

Syntax Description Unicast Routing InformationBaseurib

Dump all urib debugs to a filedebugs-dump-to-file

Command Modes • /exec
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use-vrf (ldap_tree)
[no] use-vrf {vrf-namevrf-known-name}

Syntax Description Negate a command or set its defaultsno

Display per-VRF informationuse-vrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure/ldap
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use-vrf (radius_tree)
[no] use-vrf {management|defaultvrf_name}

Syntax Description Negate a command or set its defaultsno

vrf to be used to contact servers in this groupuse-vrf

management vrfmanagement

default vrfdefault

Type: vrf

name of the vrf

vrf_name

Command Modes • /exec/configure/radius
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use-vrf (tacacs_dynamic_tree)
[no] use-vrf {management|defaultvrf_name}

Syntax Description Negate a command or set its defaultsno

vrf to be used to contact servers in this groupuse-vrf

management vrfmanagement

default vrfdefault

Type: vrf

name of the vrf

vrf_name

Command Modes • /exec/configure/tacacs+
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username (security_tree)
username s0 [password {0 s2|5 s3s4}] [expire s5 [past]] [role s6]|username s0 [password {0
s2|5 s3s4}] [role s6] [expire s5 [past]]|username s0 [expire s5 [past]] [password {0 s2|5 s3s4}]
[role s6]|username s0 [expire s5 [past]] [role s6] [password {0 s2|5 s3s4}]|username s0 [role
s6] [password {0 s2|5 s3s4}] [expire s5 [past]]|username s0 [role s6] [expire s5 [past]] [password
{0 s2|5 s3s4}]|no username s7 [role s8]

Syntax Description Negate a command or set its defaultsno

Configure user information.username

Type: string

pattern: [-a-zA-Z0-9+=_.\\']*

length: 28

user name

s0

Password for the userpassword

Indicates that the password that follows should be in clear text0

Type: string

length: 80

Password for the user (clear text)

s2

Indicates that the password that follows should be encrypted5

Type: string

pattern: ([$][156][$][a-zA-Z0-9./]*[$].*) | [!]

length: 64

strongly encrypted password

s3

Type: string

length: 80

Password for the user (clear text)

s4

Expiry date for this user account(in YYYY-MM-DD format)expire

Type: string

length: 10

Expiry in YYYY-MM-DD format

s5

Expiry date is in pastpast

role which the user is to be assigned torole
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Type: userdef

role name

s6

Type: string

length: 28

user name

s7

Type: userdef

role name

s8

Command Modes • /exec/configure
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username (security_tree)
[no] username s0 {ssh-cert-dn s1 {dsa|rsa}|sshkey {file uri0line}}

Syntax Description Negate a command or set its defaultsno

Configure user information.username

Type: string

pattern: [-a-zA-Z0-9+=_.\\']*

length: 28

user name

s0

Update cert dnssh-cert-dn

Type: string

length: 512

distinguished name to be used

s1

Use dsa algorithmdsa

Use rsa algorithmrsa

Update ssh key for the user for ssh authenticationsshkey

ssh key filefile

Type: uri

file containing host public key for the user

uri0

Type: remainder

ssh key for the user

line

Command Modes • /exec/configure
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username (priv)
username s0 [password {0 s2|5 s3s4}] [expire s5 [past]] [priv-lvl p]|username s0 [password
{0 s2|5 s3s4}] [priv-lvl p] [expire s5 [past]]|username s0 [expire s5 [past]] [password {0 s2|5
s3s4}] [priv-lvl p]|username s0 [expire s5 [past]] [priv-lvl p] [password {0 s2|5 s3s4}]|username
s0 [priv-lvl p] [password {0 s2|5 s3s4}] [expire s5 [past]]|username s0 [priv-lvl p] [expire s5
[past]] [password {0 s2|5 s3s4}]|no username s6 [priv-lvl p]

Syntax Description Negate a command or set its defaultsno

Configure user information.username

Type: string

pattern: [-a-zA-Z0-9+=_.\\]*

length: 28

user name

s0

Password for the userpassword

Indicates that the password that follows should be in clear text0

Type: string

length: 64

Password for the user (clear text)

s2

Indicates that the password that follows should be encrypted5

Type: string

pattern: ([$][156][$][a-zA-Z0-9./]*[$].*) | [!]

length: 64

strongly encrypted password

s3

Type: string

length: 64

Password for the user (clear text)

s4

Expiry date for this user account(in YYYY-MM-DD format)expire

Type: string

length: 10

Expiry in YYYY-MM-DD format

s5

Expiry date is in pastpast
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Type: string

length: 28

user name

s6

privilege level which the user is to be assigned topriv-lvl

Type: integer

min: 0 max: 15

privilege level

p

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2934

U Commands
username (priv)



username (security_tree)
username s0 keypair generate {dsa [force]|rsa [{i0oldrange}] [force]}|no username s0 keypair
generate [{dsa [force]|rsa [{i0oldrange}] [force]}]

Syntax Description Negate a command or set its defaultsno

Configure user information.username

Type: string

pattern: [-a-zA-Z0-9+=_.\\'$]*

length: 28

user name

s0

Generate ssh key pairsgenerate

Generate SSH User Keyskeypair

Generate DSA keysdsa

Force the generation of keys even if previous ones are presentforce

Generate RSA keysrsa

Type: integer

min: 1024 max: 2048

Enter number of bits (in multiples of 8)

i0

Type: integer

min: 768 max: 1023

Enter number of bits

oldrange

Command Modes • /exec/configure
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username keypair export force dsa rsa
username s0 keypair export s1 {dsa|rsa} [force]

Syntax Description Configure user information.username

Use existing ssh keypairkeypair

Export keypair to Bootflash/Remote directoryexport

Force the export of keys even if the destination files are presentforce

Use DSA Keysdsa

Use RSA Keysrsa

Type: string

pattern: [-a-zA-Z0-9+=_.\\']*

length: 28

user name

s0

Type: uri

Enter filename to export to

s1

Command Modes • /exec/configure
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username keypair import force dsa rsa
username s0 keypair import s1 {dsa|rsa} [force]

Syntax Description Configure user information.username

Use existing ssh keypairkeypair

Import keypair from Bootflash/Remote directoryimport

Force the generation of keys even if previous ones are presentforce

Use DSA Keysdsa

Use RSA Keysrsa

Type: string

pattern: [-a-zA-Z0-9+=_.\\']*

length: 28

user name

s0

Type: uri

Enter filename to import

s1

Command Modes • /exec/configure
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• variance, on page 2941
• vdc (vdc_mgr), on page 2942
• vdc (vdc_mgr), on page 2943
• vdc combined-hostname, on page 2945
• vdc resource template, on page 2946
• vdc suspend, on page 2947
• verify, on page 2948
• verify verbose, on page 2949
• version, on page 2950
• virtual-service (vman), on page 2951
• virtual-service (vman), on page 2952
• virtual-service (vman), on page 2953
• virtual-service connect name, on page 2954
• virtual-service move name to, on page 2955
• vlan2, on page 2956
• vlan access-map, on page 2957
• vlan configuration, on page 2958
• vlan designated priority, on page 2959
• vlan dot1Q tag native, on page 2960
• vlan filter, on page 2961
• vlan policy deny, on page 2962
• vlan root priority, on page 2963
• vn-segment, on page 2964
• vpc, on page 2965
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• vpc orphan-port suspend, on page 2967
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• vpc suspend, on page 2969
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• vpn id, on page 2971
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• vrf (isis), on page 2975
• vrf (ospf), on page 2976
• vrf (ospfv3), on page 2977
• vrf (rip), on page 2978
• vrf context, on page 2979
• vrf member (l3vm), on page 2980
• vrf member (otm), on page 2981
• vrf policy deny, on page 2982
• vrrp, on page 2983
• vrrp bfd, on page 2984
• vsan policy deny, on page 2985
• vsh, on page 2986
• vtp, on page 2987
• vtp domain, on page 2988
• vtp file, on page 2989
• vtp mode, on page 2990
• vtp password, on page 2991
• vtp pruning, on page 2992
• vtp version, on page 2993
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variance
variance variance|no variance [variance]

Syntax Description Negate a command or set its defaultsno

Control load balancing variancevariance

Type: integer

min: 1 max: 128 default: 1

Metric variance multiplier

variance

Command Modes • /exec/configure/router-eigrp/router-eigrp-vrf-common
• /exec/configure/router-eigrp/router-eigrp-af-common
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vdc (vdc_mgr)
vdc e-vdc [id new_id] [type vtype]

Syntax Description Manage Virtual Device Contextvdc

Type: userdef

Enter Virtual Device Context <vdc-id>

e-vdc

force this vdc into a specific idid

Type: integer

force this vdc into a specific id

new_id

Create vdc with a special set of servicesNot available in this release.type

type of vdc

storage value: 1
VDC to be used for Storage only

vtype

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2942

V Commands
vdc (vdc_mgr)



vdc (vdc_mgr)
vdc new-vdc [{id new_id|template res-mgr-template-known-name-all|ha-policy {single-sup
hap-set|dual-sup sw-set}+|type vtype}]+

Syntax Description Manage Virtual Device Contextvdc

Type: userdef

Enter Virtual Device Context <vdc-id>

new-vdc

force this vdc into a specific idid

Type: integer

force this vdc into a specific id

new_id

Resource template for this vdctemplate

Type: string

Resource template for this vdc

res-mgr-template-known-name-all

Change HA policy for this VDCha-policy

Set hap policy

bringdown value: 1
Bring down the vdc

restart value: 2
Bring down the vdc, then bring the vdc back up

reload value: 3
Reload the supervisor

hap-set

Change HA policy for this VDC for single-sup situationssingle-sup

Change HA policy for this VDC for dual-sup situationsdual-sup

Set hap policy

bringdown value: 1
Bring down the vdc

restart value: 2
Bring down the vdc, then bring the vdc back up

switchover value: 3
Switchover the supervisor

sw-set

Create vdc with a special set of servicesNot available in this release.type

type of vdc

storage value: 1
VDC to be used for Storage only

vtype
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Command Modes • /exec/configure
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vdc combined-hostname
[no] vdc combined-hostname

Syntax Description Negate a command or set its defaultsno

Manage Virtual Device Contextvdc

The hostname of non-default vdcs will be <default vdc name>-<nondefault vdc name>combined-hostname

Command Modes • /exec/configure
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vdc resource template
[no] vdc resource template {nameres-mgr-template-known-name}

Syntax Description Negate a command or set its defaultsno

Manage Virtual Device Contextvdc

Configure resource templateresource

Configure resource templatetemplate

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

length: 100

Resource template name

name

Type: string

pattern: [a-zA-Z0-9_][a-zA-Z0-9_-]*

length: 100

Resource template name

res-mgr-template-known-name

Command Modes • /exec/configure
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vdc suspend
vdc en-vdc suspend

Syntax Description Manage Virtual Device Contextvdc

Type: userdef

Enter Virtual Device Context <vdc-id>

en-vdc

Put the vdc in a paused state. When resumed vdc will come up with its startup configsuspend

Command Modes • /exec/configure
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verify
verify

Syntax Description Verify the current configuration sessionverify

Command Modes • /exec/configure
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verify verbose
verify verbose

Syntax Description Verify the current configuration sessionverify

Verify the current configuration session with more detailsverbose

Command Modes • /exec/configure
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version
[no] version s0

Syntax Description Negate a command or set its defaultsno

Version infoversion

Type: string

Version

s0

Command Modes • /exec/configure
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virtual-service (vman)
[no] virtual-service virt_serv_name

Syntax Description Negate a command or set its defaultsno

Configure a virtual servicevirtual-service

Type: string

pattern: [a-zA-Z0-9_]+

length: 20

Virtual service name

virt_serv_name

Command Modes • /exec/configure
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virtual-service (vman)
virtual-service {install name virt_serv_name package file_uri [media target_media]|upgrade name
virt_serv_name package file_uri|uninstall name virt_serv_name}

Syntax Description Virtualization manager actionsvirtual-service

Add a virtual service to install databaseinstall

Upgrade a virtual service package to a different versionupgrade

Name of the virtual servicename

Type: string

pattern: [a-zA-Z0-9_]+

length: 20

Virtual service name

virt_serv_name

Package locationpackage

Type: uri

File name (with .ova extension) for the virtual service

file_uri

Target media to use to explode the virtual service packagemedia

Type: uri

Target media

target_media

Remove a virtual service from the install databaseuninstall

Command Modes • /exec
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virtual-service (vman)
[no] virtual-service

Syntax Description Negate a command or set its defaultsno

Virtual service global settingsvirtual-service

Command Modes • /exec/configure
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virtual-service connect name
virtual-service connect name virt_serv_name {console|aux}

Syntax Description Virtualization service actionsvirtual-service

Request a virtual service shellconnect

Name of the virtual servicename

Type: string

pattern: [a-zA-Z0-9_]+

length: 20

Name of existing virtual service

virt_serv_name

Request a virtual service console shellconsole

Request a virtual service auxiliary console shellaux

Command Modes • /exec
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virtual-service move name to
virtual-service move name virt_serv_name {log|core} to dir_uri

Syntax Description Virtualization service actionsvirtual-service

Move a virtual service log or core filesmove

Name of the virtual servicename

Type: string

pattern: [a-zA-Z0-9_]+

length: 20

Name of existing virtual service

virt_serv_name

Move log fileslog

Move core filescore

Destination directory to move log or core files
to

to

Type: uri

Destination directory name

dir_uri

Command Modes • /exec
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vlan2
[no] vlan2 vlan-id-create-delete

Syntax Description Negate a command or set its defaultsno

Vlan commandsvlan2

Type: vlan-mrange

VLAN ID 1-3967 or range(s): 1-5, 10 or 2-5,7-19

vlan-id-create-delete

Command Modes • /exec/configure
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vlan access-map
[no] vlan access-map name [seqno]

Syntax Description Negate a command or set its defaultsno

Vlan commandsvlan

Type: string

length: 64

List name

name

Configure a VLAN access mapaccess-map

Type: uinteger

min: 1 max: 4294967295

Sequence number

seqno

Command Modes • /exec/configure
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vlan configuration
[no] vlan configuration vlan-id-create-delete

Syntax Description Negate a command or set its defaultsno

Vlan commandsvlan

vlan feature configuration modeconfiguration

Type: vlan-mrange

VLAN ID 1-3967 or range(s): 1-5, 10 or 2-5,7-19

vlan-id-create-delete

Command Modes • /exec/configure
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vlan designated priority
vlan vlan-id designated priority prio|no vlan vlan-id designated priority [prio]

Syntax Description Negate a command or set its defaultsno

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Set the designated bridge priority for the spanning treedesignated

Set the bridge priority for the spanning treepriority

Type: uinteger

min: 0 max: 61440

bridge priority in increments of 4096

prio

Command Modes • /exec/configure/spanning-tree/pseudo
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vlan dot1Q tag native
vlan dot1Q tag native|no vlan dot1Q tag native

Syntax Description Negate a command or set its defaultsno

Vlan commandsvlan

IEEE 802.1Q Virtual LANdot1Q

tag parameterstag

tag native vlannative

Command Modes • /exec/configure
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vlan filter
[no] vlan filter name {vlan-list vlans|vlan-list-include-reserved vlans-include-reserved}

Syntax Description Negate a command or set its defaultsno

Vlan commandsvlan

Specify access control for packetsfilter

Type: string

length: 64

List name

name

Specify list of VLANs to apply access controlvlan-list

Type: vlan-mrange

List of VLANs

vlans

Specify list of VLANs to apply access controlvlan-list-include-reserved

Type: vlan-mrange

List of VLANs

vlans-include-reserved

Command Modes • /exec/configure
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vlan policy deny
[no] vlan policy deny

Syntax Description Negate a command or set its defaultsno

Configure the vlan policy for this rolevlan

Configure the vlan policy for this rolepolicy

Deny access to a vlan unless specifically permitteddeny

Command Modes • /exec/configure/role
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vlan root priority
vlan vlan-id root priority prio|no vlan vlan-id root priority [prio]

Syntax Description Negate a command or set its defaultsno

VLAN Switch Spanning Treesvlan

Type: vlan-mrange

vlan range, Example: 1,3-5,7,9-11

vlan-id

Set the root bridge priority for the spanning treeroot

Set the bridge priority for the spanning treepriority

Type: uinteger

min: 0 max: 61440

bridge priority in increments of 4096

prio

Command Modes • /exec/configure/spanning-tree/pseudo
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vn-segment
vn-segment segment-id|no vn-segment

Syntax Description Negate a command or set its defaultsno

VN Segment id of the VLANvn-segment

Type: integer

min: 4096 max: 16773119

segment-id

segment-id

Command Modes • /exec/configure/vlan
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vpc
vpc [{vpc_num|peer-link}]|no vpc [{vpc_num|peer-link}]

Syntax Description Negate a command or set its defaultsno

Virtual Port Channel configurationvpc

Type: integer

min: 1 max: 4096

specify a Virtual Port Channel number

vpc_num

specify if this link is used for peer communicationpeer-link

Command Modes • /exec/configure/if-eth-port-channel-switch

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
2965

V Commands
vpc



vpc domain
vpc domain domain_id|no vpc domain domain_id

Syntax Description Negate a command or set its defaultsno

Virtual Port Channel configurationvpc

Specify domaindomain

Type: uinteger

min: 1 max: 1000

domain id

domain_id

Command Modes • /exec/configure
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vpc orphan-port suspend
[no] vpc orphan-port suspend

Syntax Description Negate a command or set its defaultsno

Virtual Port Channel configurationvpc

orphan-port (non-vpc port)orphan-port

suspend - when vPC secondary peerlink goes downsuspend

Command Modes • /exec/configure/if-eth-phy
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vpc role preempt
vpc role preempt

Syntax Description Virtual Port Channel configurationvpc

vPC role related commandrole

Enable/Trigger preemption of lower priority masterpreempt

Command Modes • /exec
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vpc suspend
vpc suspend [n-secs]

Syntax Description Virtual Port Channel configurationvpc

Suspend the vPC on primarysuspend

Type: integer

min: 15 max: 60

Suspension duration in seconds

n-secs

Command Modes • /exec/configure/vpc-domain
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vpc upgrade-done
vpc upgrade-done

Syntax Description Virtual Port Channel configurationvpc

Unlock the cli and remove ISSU stateupgrade-done

Command Modes • /exec
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vpn id
vpn id vpn-id|no vpn id [vpn-id]

Syntax Description Negate a command or set its defaultsno

Configure VPN ID in rfc2685 formatNot available in this release.vpn

Configure VPN ID in rfc2685 formatid

Type: string

pattern: ^[0-9a-fA-F]+:[0-9a-fA-F]+$

OUI:VPN-Index, format (hex) <3 bytes OUI:4 bytes VPN-Index>

vpn-id

Command Modes • /exec/configure/vrf
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vrf (bgp)
[no] vrf vrf-name

Syntax Description Negate a command or set its defaultsno

Virtual Router Contextvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | default | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/router-bgp
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vrf (eigrp)
[no] vrf vrf-name

Syntax Description Negate a command or set its defaultsno

Configure VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | default | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/router-eigrp
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vrf (eth_span)
[no] vrf {vrf-namevrf-known-name}

Syntax Description Negate a command or set its defaultsno

set vrf membershipvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf |
topology | passive

length: 32

VRF name

vrf-name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure/monitor-erspan
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vrf (isis)
[no] vrf vrf-name

Syntax Description Negate a command or set its defaultsno

Configure ISIS VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | default | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/router-isis
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vrf (ospf)
[no] vrf vrf-name

Syntax Description Negate a command or set its defaultsno

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | default | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/router-ospf
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vrf (ospfv3)
[no] vrf vrf-name

Syntax Description Negate a command or set its defaultsno

Display per-VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | default | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/router-ospf3
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vrf (rip)
[no] vrf vrf-name

Syntax Description Negate a command or set its defaultsno

Configure RIP VRF informationvrf

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | default | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/router-rip
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vrf context
vrf context vrf-name|no vrf context {vrf-namevrf-name}

Syntax Description Negate a command or set its defaultsno

Configure VRF parametersvrf

Create VRF and enter VRF modecontext

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf | topology
| passive

length: 32

VRF name

vrf-name

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf | topology
| passive | management

length: 32

VRF name

vrf-name

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | l2-vrf | topology
| passive | management

length: 32

VRF name

vrf-name

Command Modes • /exec/configure
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vrf member (l3vm)
vrf member vrf-name|no vrf member [vrf-name]

Syntax Description Negate a command or set its defaultsno

Configure VRF parametersvrf

Set interface's VRF membershipmember

Type: vrf

pattern: [-a-zA-Z0-9_:;$#@]*

antipattern: vrf | detail | interface | definition | context | forwarding | member | all | default | l2-vrf

length: 32

VRF name

vrf-name

Command Modes • /exec/configure/if-igp
• /exec/configure/if-mgmt-ether
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vrf member (otm)
vrf member {vrf_namevrf-known-name}|no vrf member [{vrf_namevrf-known-name}]

Syntax Description Negate a command or set its defaultsno

ConfigureVPNRouting/Forwarding tablevrf

Set route's VRF membershipmember

Type: vrf

VRF name

vrf_name

Type: vrf

Known VRF name

vrf-known-name

Command Modes • /exec/configure/track
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vrf policy deny
[no] vrf policy deny

Syntax Description Negate a command or set its defaultsno

Configure the vrf policy for this rolevrf

Configure the vrf policy for this rolepolicy

Deny access to a vrf unless specifically permitteddeny

Command Modes • /exec/configure/role
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vrrp
[no] vrrp vr_id

Syntax Description Negate a command or set its defaultsno

VRRP configuration commandsvrrp

Type: integer

min: 1 max: 255

IPv4 VR group number

vr_id

Command Modes • /exec/configure/if-legacy-eth
• /exec/configure/if-ethernet
• /exec/configure/if-port-channel
• /exec/configure/if-vlan-common
• /exec/configure/if-eth-any
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vrrp bfd
vrrp bfd peer_intf_ip|no vrrp bfd [peer_intf_ip]

Syntax Description VRRP configuration commandsvrrp

BFD protocolbfd

Type: ipaddr

Neighbor IP address

peer_intf_ip

Negate a command or set its defaultsno

Command Modes • /exec/configure/if-eth-any/vrrp
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vsan policy deny
[no] vsan policy deny

Syntax Description Negate a command or set its defaultsno

Configure the vsan policy for this rolevsan

Configure the vsan policy for this rolepolicy

Deny access to a vsan unless specifically permitteddeny

Command Modes • /exec/configure/role
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vsh
" | " vsh

Syntax Description Pipe command output to filter|

the shell that understands cli commandvsh

Command Modes • /output
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vtp
[no] vtp

Syntax Description Negate a command or set its defaultsno

Enable VTP on this interfacevtp

Command Modes • /exec/configure/if-switching
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vtp domain
vtp domain domain_name

Syntax Description Configure global VTP statevtp

Set the name of the VTP administrative domaindomain

Type: string

length: 32

The ascii name for the VTP administrative domain

domain_name

Command Modes • /exec/configure
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vtp file
vtp file file_name|no vtp file

Syntax Description Negate a command or set its defaultsno

Configure global VTP statevtp

Set the name of the VTP file namefile

Type: uri

URI for vlan.dat

file_name

Command Modes • /exec/configure
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vtp mode
vtp mode mode-name|no vtp mode

Syntax Description Negate a command or set its defaultsno

Configure global VTP statevtp

Configure VTP device modeNot available in this release.mode

transparent value: 1
Set the device to transparent mode

mode-name

Command Modes • /exec/configure
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vtp password
vtp password password_name|no vtp password

Syntax Description Negate a command or set its defaultsno

Configure global VTP statevtp

Set the password for the VTP administrative domainpassword

Type: string

length: 64

The ascii password for the VTP administrative domain

password_name

Command Modes • /exec/configure
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vtp pruning
vtp pruning|no vtp pruning

Syntax Description Negate a command or set its defaultsno

Configure global VTP statevtp

Set the adminstrative domain to permit pruningNot available in this release.pruning

Command Modes • /exec/configure
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vtp version
vtp version version_num|no vtp version

Syntax Description Negate a command or set its defaultsno

Configure global VTP statevtp

Set the adminstrative domain to VTP versionversion

Type: uinteger

min: 1 max: 2

Set the adminstrative domain to VTP version

version_num

Command Modes • /exec/configure
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W Commands

• wc, on page 2996
• weighting, on page 2997
• where, on page 2998
• where detail, on page 2999
• which, on page 3000
• wide-metric-only, on page 3001
• write erase, on page 3002
• write erase boot, on page 3003
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wc
" | " wc [{-c|-l|-w}]

Syntax Description Pipe command output to filter|

Count words, lines,
characters

wc

Output character count-c

Output line count-l

Output word count-w

Command Modes • /output
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weighting
weighting {weight-max-val [{lower low-thresh [upper upper-thresh]|upper upper-thresh}]|track
track-obj [decrement dec-val]}|no weighting [{weight-max-val [{lower low-thresh [upper
upper-thresh]|upper upper-thresh}]|track track-obj [decrement dec-val]}]

Syntax Description Negate a command or set its defaultsno

Gateway weighting and trackingweighting

Type: integer

min: 1 max: 254

Weighting maximum value

weight-max-val

Weighting lower thresholdlower

Type: integer

min: 1 max: 253

Weighting lower threshold value

low-thresh

Weighting upper thresholdupper

Type: integer

min: 1 max: 254

Weighting upper threshold value

upper-thresh

Interface trackingtrack

Type: integer

min: 1 max: 500

Tracked object

track-obj

Weighting decrementdecrement

Type: integer

min: 1 max: 255

Decrement value 1 255

dec-val

Command Modes • /exec/configure/if-eth-any/glbp
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where
where

Syntax Description shows the cli context you are
in

where

Command Modes • /global
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where detail
where detail

Syntax Description shows the cli context you are inwhere

shows each entry on separate linedetail

Command Modes • /global
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which
which

Syntax Description shows which cli commands are available in current mode (see also 'show cli syntax' which has more
options)

which

Command Modes • /global
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wide-metric-only
[no] wide-metric-only

Syntax Description Negate a command or set its defaultsno

Advertise only wide metricwide-metric-only

Command Modes • /exec/configure/router-isis/router-isis-vrf-common
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write erase
write erase

Syntax Description Write current configurationwrite

Destroys the configuration on persistent mediaerase

Command Modes • /exec
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write erase boot
write erase boot

Syntax Description Write current configurationwrite

Destroys the configuration on persistent mediaerase

Destroys boot configuration on persistent mediaboot

Command Modes • /exec

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
3003

W Commands
write erase boot



Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
3004

W Commands
write erase boot



X Commands

• xml, on page 3006
• xml server max-session, on page 3007
• xml server terminate session, on page 3008
• xml server timeout, on page 3009
• xml server validate, on page 3010
• xml server xml-debug, on page 3011
• xmlin (vsh), on page 3012
• xmlin (vsh), on page 3013
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xml
" | " xml

Syntax Description Pipe command output to filter|

output in xml format (according to .xsd definitions)xml

Command Modes • /output
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xml server max-session
[no] xml server max-session number

Syntax Description Negate a command or set its defaultsno

xml agentxml

xml agent serverserver

configure maximum number of xml sessions allowedmax-session

Type: integer

min: 1 max: 8

number of the sessions

number

Command Modes • /exec/configure
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xml server terminate session
xml server terminate session session_id

Syntax Description xml agentxml

xml agent serverserver

command to terminate anXML sessionterminate

terminate an XML sessionsession

Type: integer

sessions number

session_id

Command Modes • /exec
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xml server timeout
[no] xml server timeout value [session_id]

Syntax Description Negate a command or set its defaultsno

xml agentxml

xml agent serverserver

configure xml agent session timeouttimeout

Type: longlong

timeout in seconds

value

Type: integer

xml agent session id

session_id

Command Modes • /exec/configure
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xml server validate
[no] xml server validate {allsession_id}

Syntax Description Negate a command or set its defaultsno

xml agentxml

xml agent serverserver

command to validate anXML sessionvalidate

all sessionsall

Type: integer

session number

session_id

Command Modes • /exec/configure
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xml server xml-debug
[no] xml server xml-debug

Syntax Description Negate a command or set its defaultsno

xml agentxml

xml serverserver

xml server xml-debugxml-debug

Command Modes • /exec/configure

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
3011

X Commands
xml server xml-debug



xmlin (vsh)
" | " xmlin

Syntax Description Pipe command output to filter|

Convert CLI show commands to their XML formatsxmlin

Command Modes • /output
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xmlin (vsh)
xmlin

Syntax Description Convert CLI commands to their XML formatsxmlin

Command Modes • /exec
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I N D E X

A

aaa_accounting_default command 77
aaa_accounting_onep_default_group command 79
aaa_authentication_login_ascii-authentication command 80
aaa_authentication_login_console command 81
aaa_authentication_login_default command 83
aaa_authentication_login_enable command 85
aaa_authentication_login_error-enable command 86
aaa_authentication_login_fallback_error_local command 87
aaa_authentication_login_password-aging_enable command 88
aaa_authentication_onep_default_group command 89
aaa_authorization command 90
aaa_authorization_default command 91
aaa_group_server_ldap command 93
aaa_group_server_radius command 94
aaa_group_server_tacacs command 95
aaa_test-authentication command 96
aaa_test-radius-authentication command 97
aaa_user_default-role command 98
abort command 99, 100
absolute command 101
absolute-timeout command 103
accept-lifetime_local command 104
access-class command 106
access-list_capture command 107
access-list_cleanup-unused-policies command 108
access-list_fp_dnl command 109
access-list_update command 110
acllog_match-log-level command 111
action command 112
action_cli command 113
action_counter_name_value_op command 114
action_event-default command 115
action_exceptionlog_module_syserr_devid_errtype_errcode_phylayer_ports_harderror

command 116
action_forceshut_reset-reason command 118
action_overbudgetshut command 119
action_policy-default command 120
action_publish-event_sub-system_type command 121
action_reload command 123
action_snmp-trap command 124
action_syslog_msg command 125
activate command 126
additional-paths_receive command 127

additional-paths_selection_route-map command 128
additional-paths_send command 129
address command 160
address-family_ipv4 command 130, 131, 132, 133
address-family_ipv4_mdt command 134, 135
address-family_ipv4_unicast command 136, 137, 138, 139, 140
address-family_ipv6 command 141, 142, 143, 144
address-family_ipv6_labeled-unicast command 145, 146
address-family_ipv6_unicast command 147, 148, 149, 150, 151, 152, 

153
address-family_l2vpn_vpls command 154, 155
address-family_vpnv4_unicast command 156, 157
address-family_vpnv6_unicast command 158, 159
adjacency-check command 161
advertisement-interval command 162
aggregate-address command 163, 164
alert-group_user-def-cmd command 165
allocate-label command 166
allocate2_fcoe-vlan-range command 167
allocate3_shared_interface3 command 168
allow_delete_boot-image command 169
allow_feature-set command 170
allowas-in command 171
area command 172, 173, 174, 175, 176, 177
area_authentication command 178
area_nssa command 179, 180
area_range command 181, 182
area_sham-link command 183
area_stub command 184, 185
area_virtual-link command 186, 187, 188, 189
arp_access-list command 190
arp_acl_rule command 8
as-format_asdot command 191
as-override command 192
ascii-cfg-test command 193
attach_console_module command 194
attach_fex command 195
attach_module command 196
attach_module_node command 197
attach_module_port command 198
attribute-name_search-filter_base-dn command 199
auth-mechanism command 200
authentication command 201, 202, 205, 206, 207, 210, 211
authentication_challenge command 213
authentication_key-chain command 214, 215, 216, 217
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authentication_lifetime command 218
authentication_text command 219
authentication_type command 220
authentication_window-size command 221
authentication-check_level-1 command 203
authentication-check_level-2 command 204
authentication-key command 208, 209
authentication-type_cleartext_md5 command 212
auto-cost_reference-bandwidth command 222, 223
auto-recovery command 224
autonomous-system command 225
awk command 226

B

bandwidth command 229, 230, 231, 232, 233
banner_motd command 234
bcm-shell_module command 235, 236
beacon command 237
bestpath command 238
bfd command 242, 243, 244, 245
bfd_authentication_key-id command 246
bfd_echo command 247
bfd_echo-interface command 248
bfd_interval_min_rx_multiplier command 249
bfd_ipv4 command 250
bfd_move-session_target command 251
bfd_neighbor_src-ip command 252
bfd_optimize_subinterface command 253
bfd_per-link command 254
bfd_session_state_state command 257
bfd_session-store_remove_client command 255
bfd_session-store_source-ip_dest-ip_intf_client command 256
bfd_slow-timer command 258
bfd-app_session_auto-expiry command 239
bfd-app_session_remove command 240
bfd-app_session_src-ip command 241
blink command 259
bloggerd_delete command 260
bloggerd_live-process-core_process_pid command 261
bloggerd_live-process-core_sap command 262
bloggerd_log-dump command 263
bloggerd_log-dump_once_log-buffer_sap_event-history command 264
bloggerd_log-dump_once_pss_uuid command 265
bloggerd_log-throttle command 266
bloggerd_log-transfer command 267
bloggerd_mleak-check_directory1_directory2 command 268
bloggerd_mleak-dump_all command 269
bloggerd_parse_log-buffer command 270
bloggerd_parse_log-buffer_file_sap command 271
bloggerd_parse_pss_file command 272
boot command 273
boot_auto-copy command 276
boot_nxos command 277, 278
boot-install_nxos command 274

boot-order command 275
bootmode_boot command 279
bootmode_extruntime command 280
bootmode_hitless command 281
bootmode_module command 282
bootmode_nodiagruntime command 283
bootmode_runtime command 284
buffer-boost command 285

C

callhome command 296
callhome_send_configuration command 297
callhome_send_diagnostic command 298
callhome_send_eem_subject_body command 299
capability_additional-paths_receive command 300
capability_additional-paths_send command 301
capability_suppress_4-byte-as command 302
capture_session command 303
carrier-delay command 304
cd command 305
cdp_advertise command 306
cdp_enable command 307, 308
cdp_format_device-id command 309
cdp_holdtime command 310
cdp_timer command 311
cfs_clear_message-context_name_session-id command 312
cfs_distribute command 313
cfs_eth_cos command 314
cfs_eth_distribute command 315
cfs_ipv4 command 316
cfs_ipv6 command 317
cfs_merge_all-fabrics_name command 318
cfs_region command 319
change-password command 320
channel-group command 321
channel-group_force command 322
chassis-serial command 323
checkpoint command 324
class command 325, 332
class_class-default command 333
class_type_network-qos command 334
class_type_network-qos_class-default command 335
class_type_queuing command 336
class-map command 326
class-map_type_control-plane command 327
class-map_type_network-qos_match-any command 328
class-map_type_queuing command 329
clean_ip_bfd command 340
clear command 341, 343, 345, 346, 348
clear_access-list_counters command 350
clear_access-list_hardware_counters command 351
clear_accounting_log command 352
clear_bfd_statistics command 353
clear_bgp command 354
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clear_bgp_event-history command 356
clear_bootvar_log command 357
clear_cdp command 358
clear_checkpoint_database command 359
clear_cli_history command 360
clear_copp_statistics command 361
clear_cores command 362
clear_cores_archive command 363
clear_counters command 364
clear_counters_buffers command 365
clear_counters_interface command 366
clear_counters_interface_all command 367
clear_eigrp_accounting command 368
clear_eigrp_event-history command 369
clear_eigrp_events command 370
clear_eigrp_logging command 371
clear_eigrp_redistribution command 372
clear_eigrp_traffic command 373
clear_fabricpath_counters_dropped command 374
clear_forwarding_cumulative_counter command 375
clear_forwarding_distribution_lisp_counters_all command 376
clear_forwarding_inconsistency command 377
clear_forwarding_ipv4_multicast_counters command 378
clear_forwarding_ipv6_adjacency_module command 380
clear_forwarding_ipv6_inconsistency command 381
clear_forwarding_ipv6_module command 382
clear_forwarding_ipv6_multicast_counters command 383
clear_forwarding_ipv6-l3-route-history command 379
clear_forwarding_l2-oiflist-history command 384
clear_forwarding_l2-route-history command 385
clear_forwarding_l2mcast_info_statistics command 386
clear_forwarding_l2vpn_trace_member-history command 387
clear_forwarding_l3-route-history command 388
clear_forwarding_module command 389, 390
clear_forwarding_mpls_trace_adj-history command 391
clear_forwarding_mpls_trace_ecmp-history command 392
clear_forwarding_mpls_trace_label-history command 393
clear_forwarding_mpls_trace_te-history command 394
clear_forwarding_oiflist-history command 395
clear_forwarding_otv_oiflist-history command 396
clear_forwarding_trace_ecmp-history command 397
clear_forwarding_trace_mfib_oif-history command 398
clear_forwarding_trace_mfib_oiflist-history command 399
clear_forwarding_trace_mfib_otv_oif-history command 400
clear_forwarding_trace_mfib_otv_oiflist-history command 401
clear_forwarding_trace_mfib_otv_v4-route-history command 402
clear_forwarding_trace_mfib_otv_v6-route-history command 403
clear_forwarding_trace_mfib_platform_oiflist-historycommand 404
clear_forwarding_trace_mfib_v4-route-history command 405
clear_forwarding_trace_mfib_v6-route-history command 406
clear_forwarding_trace_otv-adj-history command 407
clear_forwarding_trace_otv-vlan-history command 408
clear_forwarding_trace_v4-adj-history command 409
clear_forwarding_trace_v4-pfx-history command 410
clear_forwarding_trace_v4-rnh-history command 411
clear_forwarding_trace_v6-adj-history command 412

clear_forwarding_trace_v6-pfx-history command 413
clear_forwarding_trace_v6-rnh-history command 414
clear_forwarding_trace_vobj-history command 415
clear_frame_traffic command 416
clear_fs-daemon_log command 417
clear_hardware_ip_verify command 418
clear_hardware_rate-limiter command 420
clear_hsrp_countersclear_hsrp_state-history command 422
clear_icmpv6_cache command 423
clear_inactive-config command 424
clear_install_all_failed-standby command 425
clear_install_failure-reason command 426
clear_install_log-history command 427
clear_install_status command 428
clear_ip command 429
clear_ip_adjacency_cache command 430
clear_ip_adjacency_no-ufdm command 431
clear_ip_adjacency_statistics command 432
clear_ip_arp command 433
clear_ip_arp_cache command 434
clear_ip_arp_event-history command 435
clear_ip_arp_inspection_log command 436
clear_ip_arp_inspection_statistics_vlan command 437
clear_ip_arp_statistics command 438
clear_ip_arp_tunnel-statistics command 439
clear_ip_arp_vpc-statistics command 440
clear_ip_cache command 441
clear_ip_dhcp_global_statistics command 442
clear_ip_dhcp_relay_statistics command 443
clear_ip_dhcp_snooping_binding command 444
clear_ip_dhcp_snooping_statistics command 445
clear_ip_dns_all_config command 446
clear_ip_dns_use-vrf_config command 447
clear_ip_eigrp_event-history_bfd command 448
clear_ip_eigrp_route-map_statistics_redistribute command 449
clear_ip_ftm_statistics command 451
clear_ip_igmp command 452
clear_ip_igmp_event-history command 453
clear_ip_igmp_interface_statistics command 454
clear_ip_igmp_snooping_event-history command 455
clear_ip_igmp_snooping_explicit-tracking_vlan command 456
clear_ip_igmp_snooping_groups command 457
clear_ip_igmp_snooping_proxy_querier_ports_vlan command 458
clear_ip_igmp_snooping_statistics command 459
clear_ip_igmp_snooping_statistics_vlan command 460
clear_ip_igmp_snooping_vpc_peer-link-exclude_vlan command 461
clear_ip_interface_statistics command 462
clear_ip_lisp_data-cache command 463
clear_ip_mfwd_event-history command 464
clear_ip_mroute command 465
clear_ip_mroute_statistics command 466
clear_ip_msdp command 467
clear_ip_msdp_event-history command 468
clear_ip_msdp_peer command 469
clear_ip_msdp_policy_statistics_sa-policy command 470
clear_ip_msdp_statistics command 471
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clear_ip_ospf_database command 472
clear_ip_ospf_event-history command 473
clear_ip_ospf_event-history_detail command 475
clear_ip_ospf_interface command 476
clear_ip_ospf_neighbor command 477
clear_ip_ospf_policy_statistics command 478
clear_ip_ospf_redistribution command 480
clear_ip_ospf_statistics command 481
clear_ip_ospf_traffic command 482
clear_ip_pim_event-history command 483
clear_ip_pim_interface_statistics command 484
clear_ip_pim_policy_statistics command 485, 486
clear_ip_pim_route command 487
clear_ip_pim_statistics command 488
clear_ip_rip_policy_statistics_redistribute_bgp_eigrp command 489
clear_ip_routing_multicast_event-history command 491
clear_ip_rsvp_authentication command 492
clear_ip_rsvp_counters command 493
clear_ip_rsvp_hello_instance_counters command 494
clear_ip_rsvp_reservation command 495
clear_ip_rsvp_sender command 496
clear_ip_rsvp_signalling command 497
clear_ip_stats command 498
clear_ip_traffic command 499
clear_ip_vip command 500
clear_ip_vrf command 501, 503
clear_ipv6 command 505
clear_ipv6_adjacency_no-ufdm command 506
clear_ipv6_adjacency_statistics command 507
clear_ipv6_cache command 508
clear_ipv6_dhcp_relay_statistics command 509
clear_ipv6_eigrp_route-map_statistics_redistribute command 510
clear_ipv6_icmp_vpc-statistics command 512
clear_ipv6_interface_statistics command 513
clear_ipv6_lisp_data-cache command 514
clear_ipv6_mld command 515
clear_ipv6_mtu command 516
clear_ipv6_neighbor command 517
clear_ipv6_netstack_mroute command 518
clear_ipv6_pim_event-history command 519
clear_ipv6_pim_interface_statistics command 520
clear_ipv6_pim_policy_statistics command 521
clear_ipv6_pim_route command 522
clear_ipv6_pim_statistics command 523
clear_ipv6_rip_policy_statistics_redistribute_bgp command 524
clear_ipv6_statistics command 526
clear_ipv6_traffic command 527
clear_isis_adjacency command 528
clear_isis_dpi command 529
clear_isis_event-history command 530
clear_isis_ipv6_route-map_statistics command 531
clear_isis_redistribution command 533
clear_isis_route-map_statistics command 534
clear_isis_spf-log command 536
clear_isis_statistics command 537
clear_isis_traffic command 538

clear_l2dbg command 539
clear_l2protocol_tunnel_counters command 540
clear_l3vm_event-history command 541
clear_lacp_counters command 542
clear_ldap-server_statistics command 543
clear_license command 545
clear_line command 546
clear_lldp_counters command 547
clear_lldp_counters_interface command 548
clear_logging_ip_access-list_cache command 549
clear_logging_logfile command 550
clear_logging_nvram command 551
clear_logging_onboard command 552
clear_mac_address-table_dynamic command 553
clear_mac_address-table_dynamic_interface_peer-ip command 554
clear_mpls_switching_label_statistics command 555
clear_ntp_session command 556
clear_ntp_statistics command 557
clear_nvram command 558
clear_onep_error command 559
clear_onep_history command 560
clear_onep_session_rate-limit command 561
clear_onep_statistics command 562
clear_onep_trace command 563
clear_ospfv3_database command 564
clear_ospfv3_event-history command 565
clear_ospfv3_event-history_detail command 566
clear_ospfv3_interface command 567
clear_ospfv3_neighbor command 568
clear_ospfv3_policy_statistics command 569
clear_ospfv3_redistribution command 571
clear_ospfv3_statistics command 572
clear_ospfv3_traffic command 573
clear_otv_route command 574
clear_pktmgr_cache command 575
clear_pktmgr_client command 576
clear_pktmgr_interface command 577
clear_port-security_dynamic_address_vlan command 578
clear_port-security_dynamic_interface command 579
clear_port-security_nvram command 580
clear_processes_log_all command 581
clear_processes_log_all_vdc-all command 582
clear_processes_log_archive command 583
clear_processes_log_pid command 584
clear_processes_vdc_log_all command 585
clear_processes_vdc_log_pid command 586
clear_qos_mpls-snmp command 587
clear_qos_policies command 588
clear_qos_policies_force command 589
clear_qos_statistics command 590
clear_radius_session command 593
clear_radius-server_statistics command 591
clear_rip_statistics command 594
clear_rmon command 595
clear_route-map_pbr-statistics command 596
clear_routing_event-history command 597
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clear_routing_ipv6_event-history command 598
clear_routing_memstats command 599
clear_routing_multicast command 600
clear_rpm_pss command 601
clear_scheduler_logfile command 602
clear_screen command 603
clear_session_state_name command 604
clear_snmp_counters command 605
clear_snmp_hostconfig command 606
clear_sockets_statistics command 607
clear_spanning-tree_counters command 608
clear_spanning-tree_detected-protocols command 609
clear_spanning-tree_sps-hist command 610
clear_ssh_hosts command 611
clear_system_reset-reason command 612
clear_system_reset-reason_history command 613
clear_tacacs-server_statistics command 614
clear_tech-support_lock command 617, 618
clear_user command 619
clear_veobc_counters command 620
clear_vlan_access-list_counters command 621
clear_vlan_counters command 622
clear_vpc_statistics command 623
clear_vpc_statistics_all command 624
clear_vpc_statistics_peer-keepalive command 625
clear_vpc_transport_statistics command 626
clear_vrf command 627
clear_vrrp_statistics command 629
clear_vtp_counters command 630
clear_xl command 631
cli_alias_name command 632
cli_comment_cmd command 4
cli_no_var_name command 633
cli_redirection_append_cmd command 5
cli_redirection_cmd command 6
cli_reload_parsetree command 634
cli_show_running-config_local command 635
cli_var_name command 636, 637
cli_verifynrun command 638
client-to-client_reflection command 639
clock_format command 640
clock_format_show-timezone_syslog command 641
clock_protocol_vdc command 642
clock_set command 643
clock_summer-time command 645
clock_sync-interval command 647
cluster-id command 648
commit command 649
commit_verbose command 650
compress-bitfields_ipv6_multicast command 651
compress-bitfields_multicast command 652
confederation_identifier command 653
confederation_peers command 654
configure command 655
configure_session command 656
congestion-control_ecn command 657

congestion-control_random-detect command 658
congestion-control_tail-drop command 660
continue command 661
contract-id command 662
control-plane command 663
copp_copy_profile command 664
copp_distributed-policing_enable command 665
copp_profile command 666
copy command 667, 668
copy_licenses command 669
copy_vdc-all command 670, 671
core-on-no-memory command 672, 673
cost command 674
count command 675
counter_name_value_op command 676
cpu_threshold_rising_falling_interval command 677
crypto_ca_authenticate command 678
crypto_ca_crl_request command 679
crypto_ca_enroll command 680
crypto_ca_export_pkcs12 command 681
crypto_ca_import_certificate command 682
crypto_ca_import_pkcs12 command 683
crypto_ca_lookup command 684
crypto_ca_remote_ldap command 685
crypto_ca_trustpoint command 686
crypto_cert_ssh-authorize command 687
crypto_certificatemap_mapname command 688
crypto_key_generate_rsa command 689
crypto_key_param_rsa_label_modulus command 690
crypto_key_zeroize_rsa command 691
cts_enable command 692
customer-id command 693
cut command 694

D

dampen-igp-metric command 699
dampening command 700
databits command 701, 702
datapath_transport_mts command 703
dead-interval command 704, 705, 706
deadtime command 707, 708, 709
dec command 710
default_advertise-map command 723
default_copy command 724
default_interface command 725
default_local-as command 726
default_remote-as command 727
default_route-map command 728
default_soft-reconfiguration_inbound_always command 729
default_soo command 730
default_weight command 731
default-information_originate command 711, 712, 713, 714, 715, 716
default-metric command 717, 718, 719, 720, 721
default-originate command 722
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delay command 732, 733, 734
delay_restore command 735
delay_restore_interface-vlan command 736
delete command 737
delete_ca-certificate command 738
delete_certificate command 739
delete_crl command 740
demand-circuit command 741
description command 742, 743, 744, 745, 746, 747, 748, 749, 750, 751, 

752, 753, 754, 755, 756, 757, 758
descriptiondescription command 759
destination_interface command 790
destination_ip command 791
destination-profile command 760, 761
destination-profile_alert-group command 762
destination-profile_ciscotac-1_alert-group command 763
destination-profile_ciscotac-1_email-addr command 764
destination-profile_ciscotac-1_http command 765
destination-profile_ciscotac-1_message-level command 766
destination-profile_ciscotac-1_message-size command 767
destination-profile_ciscotac-1_transport-method_email command 768
destination-profile_ciscotac-1_transport-method_http command 769
destination-profile_email-addr command 770
destination-profile_format command 771
destination-profile_full-txt-destination_alert-group command 772
destination-profile_full-txt-destination_email-addr command 773
destination-profile_full-txt-destination_http command 774
destination-profile_full-txt-destination_message-level command 775
destination-profile_full-txt-destination_message-size command 776
destination-profile_full-txt-destination_transport-method_email

command 777
destination-profile_full-txt-destination_transport-method_http

command 778
destination-profile_message-level command 779
destination-profile_message-size command 780
destination-profile_short-txt-destination_alert-group command 781
destination-profile_short-txt-destination_email-addr command 782
destination-profile_short-txt-destination_http command 783
destination-profile_short-txt-destination_message-level command 784
destination-profile_short-txt-destination_message-size command 785
destination-profile_short-txt-destination_transport-method_email

command 786
destination-profile_short-txt-destination_transport-method_http

command 787
destination-profile_transport-method_email command 788
destination-profile_transport-method_http command 789
devtest_sap command 792
diagnostic_bootup_level command 793
diagnostic_eem_action_aggressive command 794
diagnostic_ondemand_action-on-failure_continue_failure-countdiagnostic_ondemand_action-on-failure_stop

command 795
diagnostic_ondemand_iteration command 796
diagnostic_pss_shrink command 797
diff command 800
diff-clean command 798
diff-clean_all-users command 799

dir command 801
disable command 802
disable-connected-check command 803
disable-memory-alert-check command 804
disable-peer-as-check command 805
disable-policy-batching command 806
distance command 807, 808, 809, 810, 811, 812
distribute command 813
distribute-list command 814
distribute-list_eigrp command 815
domain-id command 816
domain-id_secondary command 817
domain-tag command 818
dont-capability-negotiate command 819
dos2nxos command 820
down-bit-ignore command 821
dual-active_exclude_interface-vlan command 822
duplex command 823, 824
duplicate-message_throttle command 825
dynamic-capability command 826
dynamic-med-interval command 827

E

ebgp-multihopebgp-multihop command 834
echo command 835
eigrp_event-history command 836
eigrp_event-history_size command 837
eigrp_event-log-size command 839
eigrp_file-debug command 840
eigrp_graceful-restart_nsf command 841
eigrp_log-adjacency-changes_log-neighbor-changes command 842
eigrp_log-neighbor-warnings command 843
eigrp_router-id command 844
eigrp_shutdown command 845
eigrp_stub_direct_connected_static_summary_redistributed_leak-map

command 846
eltm_distribute command 847
email command 849, 851
email-addr command 848
email-contact command 850
enable command 852, 853, 854
encapsulation_dot1q command 855
encryption_decrypt_type6 command 856
encryption_delete_type6 command 857
encryption_re-encrypt_obfuscated command 858
end command 859
end-job command 860
enforce-first-as command 861
enrollment_terminal command 862
errdisable command 863
errdisable_detect_cause_acl-exception command 865
errdisable_port_detect_cause_acl-exception command 866
erspan-id command 867
eth-port-manager_internal-errdisable command 868
ethanalyzer_local command 869
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event_application_sub-system_type command 989
event_cli_match command 990
event_counter_name_entry-val_entry-op command 991
event_fanabsent_time command 993
event_fanbad_time command 994
event_fib_adjacency_extra command 995
event_fib_resource_tcam_usage command 996
event_fib_route command 997
event_interface_name_parameter_entry-val_entry-op_entry-type_poll-interval

command 998
event_manager_applet command 1001
event_manager_clear_counter command 1002
event_manager_clear_history_events command 1003
event_manager_command_maximum-timeout command 1004
event_manager_environment command 1005
event_manager_policy command 1006
event_manager_run command 1007
event_manager_run_none command 1008
event_manager_script command 1010
event_memory command 1011
event_module_status_module1 command 1015
event_module-failure_type_module_count command 1012
event_none command 1016
event_oir_fan command 1017
event_oir_module command 1018
event_oir_powersupply command 1019
event_policy-default_count command 1020
event_poweroverbudget command 1021
event_snmp_oid_get-type_entry-op_entry-val_poll-interval

command 1022
event_storm-control command 1024
event_syslog_pattern command 1025
event_sysmgr_memory_major_minor_clear command 1027
event_sysmgr_switchover_count_time command 1028
event_temperature_threshold command 1029
event_timer command 1030
event_track_state command 1032
event-history command 871, 872
event-history_acllog_category_all command 873
event-history_acllog_category_fc2 command 874
event-history_acllog_category_mts command 875
event-history_acllog_no_category_all command 876
event-history_acllog_no_category_fc2 command 877
event-history_acllog_no_category_mts command 878
event-history_callhome command 879
event-history_capability command 880
event-history_copp_category_all command 881
event-history_copp_category_fc2 command 882
event-history_copp_category_mts command 883
event-history_copp_no_category_all command 884
event-history_copp_no_category_fc2 command 885
event-history_copp_no_category_mts command 886
event-history_detail command 887
event-history_ethpm command 888
event-history_exceptionlog command 889
event-history_fex_category_all command 890

event-history_fex_category_fc2 command 891
event-history_fex_category_mts command 892
event-history_fex_no_category_all command 893
event-history_fex_no_category_fc2 command 894
event-history_fex_no_category_mts command 895
event-history_im_no_category_mts command 896
event-history_interface_vlan_category_all command 897
event-history_interface_vlan_category_mts command 898, 899
event-history_lacp_category_all command 900
event-history_lacp_category_fc2 command 901
event-history_lacp_category_mts command 902
event-history_lacp_no_category_all command 903
event-history_lacp_no_category_fc2 command 904
event-history_lacp_no_category_mts command 905
event-history_license command 906
event-history_lldp_category_all command 907
event-history_lldp_category_fc2 command 908
event-history_lldp_category_mts command 909
event-history_lldp_no_category_all command 910
event-history_lldp_no_category_fc2 command 911
event-history_lldp_no_category_mts command 912
event-history_m2rib_category_all command 913
event-history_mfdm_category_all command 914
event-history_mfdm_category_fc2 command 915
event-history_mfdm_category_mts command 916
event-history_mfdm_no_category_all command 917
event-history_mfdm_no_category_fc2 command 918
event-history_mfdm_no_category_mts command 919
event-history_module command 920
event-history_pfstat_category_all command 921
event-history_pfstat_category_fc2 command 922
event-history_pfstat_category_mts command 923
event-history_pfstat_no_category_all command 924
event-history_pfstat_no_category_fc2 command 925
event-history_pfstat_no_category_mts command 926
event-history_platform_buffer-size command 927
event-history_platform_category command 928
event-history_platform_no_category command 929
event-history_pltfm_config_category_all command 930
event-history_pltfm_config_category_fc2 command 931
event-history_pltfm_config_category_mts command 932
event-history_pltfm_config_no_category_all command 933
event-history_pltfm_config_no_category_fc2 command 934
event-history_pltfm_config_no_category_mts command 935
event-history_plugin command 936
event-history_poap_category_all command 937
event-history_poap_category_fc2 command 938
event-history_poap_category_mts command 939
event-history_poap_no_category_all command 940
event-history_poap_no_category_fc2 command 941
event-history_poap_no_category_mts command 942
event-history_port_client_category_all command 949
event-history_port_client_category_fc2 command 950
event-history_port_client_category_mts command 951
event-history_port_client_no_category_all command 952
event-history_port_client_no_category_fc2 command 953
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event-history_port_client_no_category_mts command 954
event-history_port-security_category_all command 943
event-history_port-security_category_fc2 command 944
event-history_port-security_category_mts command 945
event-history_port-security_no_category_all command 946
event-history_port-security_no_category_fc2 command 947
event-history_port-security_no_category_mts command 948
event-history_private-vlan_category_all command 955
event-history_private-vlan_category_mts command 956, 957
event-history_sensor command 958
event-history_session-mgr_category_all command 959
event-history_session-mgr_category_mts command 960
event-history_session-mgr_no_category_all command 961
event-history_session-mgr_no_category_mts command 962
event-history_snmp command 963
event-history_spanning-tree_category_all command 964
event-history_spm_category_all command 965
event-history_spm_category_fc2 command 966
event-history_spm_category_mts command 967
event-history_spm_no_category_all command 968
event-history_spm_no_category_fc2 command 969
event-history_spm_no_category_mts command 970
event-history_udld_category_all command 971
event-history_ufdm_category_all command 972
event-history_ufdm_category_fc2 command 973
event-history_ufdm_category_mts command 974
event-history_ufdm_no_category_all command 975
event-history_ufdm_no_category_fc2 command 976
event-history_ufdm_no_category_mts command 977
event-history_vdc_category_all command 978
event-history_vdc_no_category_all command 979
event-history_vdc_no_category_mts command 980
event-history_vlan_category_all command 981
event-history_vlan_category_mts command 982, 983
event-history_xbar_category_all command 984
event-history_xbar_category_mts command 985
event-history_xbar_no_category_all command 986
event-history_xbar_no_category_mts command 987
event-logging command 988
exceptionlog_module_syserr_devid_errtype_errcode_phylayer_ports_harderror

command 1033
exec-timeout command 1035, 1036
exit command 1037
export_map command 1038

F

fast-external-fallover command 1041
fast-flood_enable command 1042
fast-flood_interval command 1043
feature command 1045
feature_bash-shell command 1046
feature_bfd command 1047
feature_bgp command 1048
feature_cts command 1049
feature_dhcp command 1050

feature_eigrp command 1051
feature_evmed command 1052
feature_glbp command 1053
feature_hsrp command 1054
feature_interface-vlan command 1055
feature_isis command 1056
feature_lacp command 1057
feature_ldap command 1058
feature_lldp command 1059
feature_msdp command 1060
feature_ntp command 1061
feature_nv_overlay command 1062
feature_nxapi command 1063
feature_ospf command 1064
feature_ospfv3 command 1065
feature_password_encryption_aes command 1066
feature_pim command 1067
feature_poap command 1068
feature_pong command 1069
feature_private-vlan command 1070
feature_privilege command 1071
feature_rip command 1072
feature_scheduler command 1073
feature_scp-server command 1074
feature_sftp-server command 1075
feature_ssh command 1076
feature_tacacs+ command 1077
feature_telnet command 1078
feature_udld command 1079
feature_vn-segment-vlan-based command 1080
feature_vpc command 1081
feature_vrrp command 1082
feature_vtp command 1083
feature-set command 1044
fex command 1084
fex_associate command 1085
fex_management-instance_fabric command 1086
fex_pinning_redistribute command 1087
filesys_delete command 1088
filter command 1089
filter_access-group command 1090
filter_vlan command 1091
filter_vlan_include-untagged command 1092
find command 1093
fips_mode_enable command 1094
flowcontrol command 1095
flowcontrol_hardware command 1096
flush-routes command 1097, 1098, 1099, 1100, 1101, 1102
forceshut_reset-reason command 1103
format_bootflash command 1104
format_bootflash_check-filesystem command 1105
format_logflash command 1106
format_logflash_check-filesystem command 1107
format_usb1 command 1108
format_usb2 command 1109
forwarder_preempt command 1110
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forwarding_interface_statistics_mode command 1111
forwarding_layer-2_f1_exclude_supervisor command 1112
fragments command 1113
from command 1114

G

getnext command 1116
graceful_consistency-check command 1129
graceful-restart command 1117, 1119, 1120, 1121
graceful-restart_grace-period command 1122, 1123
graceful-restart_helper-disable command 1124, 1125
graceful-restart_restart-time command 1126
graceful-restart_stalepath-time command 1127
graceful-restart_t3_manual command 1128
graceful-restart-helper command 1118
gunzip command 1130
gzip command 1131

H

ha-policy command 1135
ha-stateful command 1136
hardware_access-list_lou_resource_threshold command 1137
hardware_access-list_module command 1138
hardware_access-list_tcam_region command 1139
hardware_ejector_enable command 1143
hardware_fan-zone_raise-speed command 1144
hardware_forwarding_funcstats_clear command 1145
hardware_forwarding_funcstats_disable command 1146
hardware_forwarding_funcstats_enable command 1147
hardware_forwarding_l3_resource_route_non-deterministic

command 1148
hardware_forwarding_unicast_trace command 1149
hardware_ip_glean_throttle command 1150
hardware_ip_glean_throttle_maximum command 1151
hardware_ip_glean_throttle_syslog command 1152
hardware_ip_glean_throttle_timeout command 1153
hardware_ipv6_glean_throttle command 1154
hardware_ipv6_glean_throttle_maximum command 1155
hardware_ipv6_glean_throttle_syslog command 1156
hardware_ipv6_glean_throttle_timeout command 1157
hardware_module_boot-order_reverse command 1158
hardware_profile_buffer_info_port-threshold_threshold command 1159
hardware_profile_ipv6_lpm-entries_maximum command 1160
hardware_profile_multicast_max-limit command 1161
head command 1162
header-type_3 command 1163
hello-interval command 1164, 1165, 1166
hex command 1167
history_buffer command 1168
history_syslog command 1169
hold_timeout command 1170
hostname_dynamic command 1171
hostname_switchname command 1172

hsrp command 1173
hsrp_bfd command 1174
hsrp_bfd_all-interfaces command 1175
hsrp_delay command 1176
hsrp_ipv6 command 1177
hsrp_timers_extended-hold command 1178
hsrp_use-bia command 1179
hsrp_version command 1180
human command 1181
hw-module_logging_onboard command 1182, 1183

I

icmpv6_cache_disable command 1196
icmpv6_cfs-queue command 1197
icmpv6_library_mts-queue command 1198
icmpv6_mts-queue command 1199
import_map command 1200
import_vrf_default_map command 1201
in-order-guarantee command 1202
inherit_peer command 1203
inherit_peer-policy command 1204
inherit_peer-session command 1205
inject-map_exist-map command 1206
install command 1207
install_activate command 1208
install_add command 1209
install_commit command 1210
install_deactivate command 1211
install_epld command 1212, 1213, 1214, 1215
install_feature-set_fex command 1216
install_license command 1217
install_module command 1218
install_remove command 1219
instance_vlan command 1220
interface command 1221
interface_breakout_module command 1224
interface_breakout_slot command 1225
interface_policy_deny command 1226
interface-vlan_reset_credits command 1222
interface-vlan_reset_fsm command 1223
ip command 1227, 1228, 1229
ip_access-class command 1230
ip_access-group command 1231
ip_access-list command 1232
ip_acl_rule command 12, 18, 24, 29, 37
ip_adjacency_cache_disable command 1233
ip_adjacency_forcedownload command 1234
ip_adjacency_notify_interval command 1235
ip_adjacency_peer-gmac command 1236
ip_adjacency_route_distance command 1237
ip_adjacency_statistics_collect command 1238
ip_adjacency_statistics_interval command 1239
ip_allow_address-overlap command 1240
ip_arp command 1241
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ip_arp_broadcast_mac-mismatch command 1242
ip_arp_cache_disable command 1243
ip_arp_cfs-queue command 1244
ip_arp_event-history_size command 1285
ip_arp_gratuitous_hsrp_duplicate command 1287
ip_arp_gratuitous_request command 1288
ip_arp_gratuitous_update command 1289
ip_arp_inspection_filter_vlan command 1290
ip_arp_inspection_log-buffer command 1291
ip_arp_inspection_trust command 1292
ip_arp_inspection_validate command 1293
ip_arp_inspection_vlan command 1294
ip_arp_mts-queue command 1295
ip_arp_request command 1296
ip_arp_synchronize command 1297, 1298
ip_arp_timeout command 1299
ip_as-path_access-list command 1300
ip_auto-discard command 1301
ip_cache_disable command 1302
ip_community-list_expanded command 1303
ip_community-list_standard command 1304
ip_default-gateway command 1305
ip_dhcp_packet_strict-validation command 1306
ip_dhcp_relay command 1307
ip_dhcp_relay_address command 1308
ip_dhcp_relay_information_option command 1309
ip_dhcp_relay_information_option_vpn command 1310
ip_dhcp_relay_sub-option_type_cisco command 1311
ip_dhcp_relay_subnet-broadcast command 1312
ip_dhcp_smart-relay command 1313
ip_dhcp_smart-relay_global command 1314
ip_dhcp_snooping command 1315
ip_dhcp_snooping_information_option command 1316
ip_dhcp_snooping_trust command 1317
ip_dhcp_snooping_verify_mac-address command 1318
ip_dhcp_snooping_vlan command 1319
ip_directed-broadcast command 1320
ip_dns_source-interface command 1321
ip_domain-list command 1322
ip_domain-lookup command 1323
ip_domain-name command 1324
ip_dscp command 1325
ip_eigrp_bfd command 1326
ip_eigrp_event-history_bfd_size command 1327
ip_extcommunity-list_expanded command 1328
ip_extcommunity-list_standard command 1329
ip_group command 1331
ip_host command 1332
ip_igmp command 1333
ip_igmp_allow-v3-asm command 1334
ip_igmp_any-query-destination command 1335
ip_igmp_bootup-delay command 1336
ip_igmp_enforce-router-alert command 1337
ip_igmp_event-history command 1338, 1339
ip_igmp_event-history_cli command 1340
ip_igmp_event-history_ha command 1341

ip_igmp_event-history_igmp-internal command 1342
ip_igmp_event-history_mtrace command 1343
ip_igmp_event-history_policy command 1344
ip_igmp_event-history_vrf command 1345
ip_igmp_file-debug command 1346
ip_igmp_flush-routes command 1347
ip_igmp_group-specific-strict command 1348
ip_igmp_group-timeout command 1349
ip_igmp_ha-stateful command 1350
ip_igmp_immediate-leave command 1351
ip_igmp_join-group command 1352
ip_igmp_last-member-query-count command 1353
ip_igmp_last-member-query-response-time command 1354
ip_igmp_querier-timeout_query-timeout command 1355
ip_igmp_query-interval command 1356
ip_igmp_query-max-response-time command 1357
ip_igmp_report-link-local-groups command 1358
ip_igmp_report-policy_access-group command 1359
ip_igmp_robustness-variable command 1360
ip_igmp_snooping command 1361, 1362, 1363, 1364, 1365
ip_igmp_snooping_event-history_igmp-snoop-internal command 1366
ip_igmp_snooping_event-history_mfdm command 1367
ip_igmp_snooping_event-history_mfdm-sum command 1368
ip_igmp_snooping_event-history_rib command 1369
ip_igmp_snooping_event-history_vlan command 1371
ip_igmp_snooping_event-history_vlan-events command 1370
ip_igmp_snooping_event-history_vpc command 1372
ip_igmp_snooping_explicit-tracking command 1373, 1374
ip_igmp_snooping_fast-leave command 1375, 1376
ip_igmp_snooping_group-timeout command 1377, 1378
ip_igmp_snooping_last-member-query-count command 1379, 1380
ip_igmp_snooping_last-member-query-interval command 1381, 1382
ip_igmp_snooping_link-local-groups-suppression command 1383, 

1384, 1385
ip_igmp_snooping_mrouter_interface command 1386, 1387
ip_igmp_snooping_optimise-multicast-flood command 1388, 1389
ip_igmp_snooping_optimised-multicast-flood command 1390
ip_igmp_snooping_proxy_general-queries command 1391, 1392
ip_igmp_snooping_querier command 1393, 1394
ip_igmp_snooping_querier-timeout command 1395, 1396
ip_igmp_snooping_query-interval command 1397, 1398
ip_igmp_snooping_query-max-response-time command 1399, 1400
ip_igmp_snooping_report-policy_access-group_prefix-list_route-map

command 1401
ip_igmp_snooping_report-suppression command 1402, 1403, 1404
ip_igmp_snooping_robustness-variable command 1405, 1406
ip_igmp_snooping_self-mac-check command 1407
ip_igmp_snooping_startup-query-count command 1408, 1409
ip_igmp_snooping_startup-query-interval command 1410, 1411
ip_igmp_snooping_static-group command 1412, 1413
ip_igmp_snooping_v3-report-suppression command 1414, 1415, 1416
ip_igmp_snooping_version command 1417, 1418
ip_igmp_snooping_vpc command 1419, 1420
ip_igmp_snooping_vpc_peer-link-exclude command 1421
ip_igmp_snooping_vpc_peer-routes-download command 1422
ip_igmp_ssm-translate command 1423
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ip_igmp_startup-query-count command 1424
ip_igmp_startup-query-interval command 1425
ip_igmp_state-limit command 1426
ip_igmp_version command 1427
ip_ipv6_bandwidth_eigrp command 1429
ip_ipv6_bandwidth-percent_eigrp command 1428
ip_ipv6_delay_eigrp command 1430
ip_ipv6_hello-interval_eigrp command 1431
ip_ipv6_hold-time_eigrp command 1432
ip_ipv6_summary-address_eigrp command 1433
ip_load-sharing_address command 1434
ip_load-sharing_per-packet command 1435
ip_local-proxy-arp command 1436
ip_mfwd_event-history_cli command 1437
ip_mfwd_event-history_l2 command 1438
ip_mfwd_event-history_packet command 1439
ip_mfwd_event-history_vrf command 1440
ip_mroute command 1441
ip_msdp_description command 1443
ip_msdp_event-history_cli command 1444
ip_msdp_event-history_events command 1445
ip_msdp_event-history_msdp-internal command 1446
ip_msdp_event-history_routes command 1447
ip_msdp_event-history_tcp command 1448
ip_msdp_flush-routes command 1449
ip_msdp_group-limit_source command 1450
ip_msdp_keepalive command 1451
ip_msdp_mesh-group command 1452
ip_msdp_no-sa-data command 1453
ip_msdp_originator-id command 1454
ip_msdp_password command 1455
ip_msdp_peer command 1456
ip_msdp_reconnect-interval command 1457
ip_msdp_redistribute command 1458
ip_msdp_sa-interval command 1459
ip_msdp_sa-limit command 1460
ip_msdp_sa-policy_in command 1461
ip_msdp_sa-policy_out command 1462
ip_msdp_shutdown command 1463
ip_multicast_last-hop-meter command 1464
ip_multicast_multipath command 1465
ip_multicast_rpf-meter command 1466
ip_name-server command 1467
ip_ospf_advertise-subnet command 1472
ip_ospf_authentication command 1474
ip_ospf_authentication_key-chain command 1475
ip_ospf_authentication-key command 1473
ip_ospf_bfd command 1476
ip_ospf_cost command 1477
ip_ospf_dead-interval command 1478
ip_ospf_event-history_cli_size command 1479
ip_ospf_event-history_detail_size command 1480
ip_ospf_event-history_size command 1481
ip_ospf_flood-bw-percentage command 1483
ip_ospf_hello-interval command 1484
ip_ospf_message-digest-key command 1485

ip_ospf_mtu-ignore command 1486
ip_ospf_network_broadcast_point-to-point command 1487
ip_ospf_network_point-to-point command 1488
ip_ospf_passive-interface command 1489
ip_ospf_priority command 1490
ip_ospf_retransmit-interval command 1491
ip_ospf_shutdown command 1492
ip_ospf_transmit-delay command 1493
ip_pim_anycast-rp command 1494
ip_pim_assert-rate-limit command 1495
ip_pim_auto-rp_listen_forward command 1496
ip_pim_auto-rp_mapping-agent-policy command 1497
ip_pim_auto-rp_rp-candidate-policy command 1498
ip_pim_auto-rp_send-rp-announce_rp-candidate command 1499
ip_pim_auto-rp_send-rp-discovery_mapping-agent command 1501
ip_pim_bfd command 1503
ip_pim_bfd-instance command 1502
ip_pim_border command 1504
ip_pim_bsr_bsr-candidate command 1505
ip_pim_bsr_bsr-policy command 1506
ip_pim_bsr_listen_forward command 1507
ip_pim_bsr_rp-candidate command 1508
ip_pim_bsr_rp-candidate-policy command 1510
ip_pim_df-offer-burst-interval command 1511
ip_pim_dr-priority command 1512
ip_pim_event-history_assert-receive command 1513
ip_pim_event-history_cli command 1514
ip_pim_event-history_hello command 1515
ip_pim_event-history_join-prune command 1516
ip_pim_event-history_join-prune-summary command 1517
ip_pim_event-history_mvpn command 1518
ip_pim_event-history_null-register command 1519
ip_pim_event-history_packet command 1520
ip_pim_event-history_pim-internal command 1521
ip_pim_event-history_rp command 1522
ip_pim_event-history_vpc command 1523
ip_pim_event-history_vrf command 1524
ip_pim_file-debug command 1525
ip_pim_flush-routes command 1526
ip_pim_hello-authentication_ah-md5 command 1527
ip_pim_hello-interval command 1528
ip_pim_jp-delay command 1529
ip_pim_jp-interval command 1530
ip_pim_jp-policy command 1531
ip_pim_log-neighbor-changes command 1532
ip_pim_mtu command 1533
ip_pim_neighbor-policy command 1534
ip_pim_null-reg-delay command 1535
ip_pim_null-reg-routes command 1536
ip_pim_pre-build-spt command 1537
ip_pim_register-policy command 1538
ip_pim_register-rate-limit command 1539
ip_pim_register-replicate command 1540
ip_pim_register-source command 1541
ip_pim_register-until-stop command 1542
ip_pim_rp-address command 1543
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ip_pim_sparse_sg-expiry-timer command 1545
ip_pim_sparse-mode command 1544
ip_pim_ssm_range command 1546
ip_pim_state-limit command 1547
ip_pim_use-shared-tree-only_spt-threshold_infinity_group-list

command 1548
ip_port_access-group command 1550
ip_port-unreachable command 1549
ip_prefix-list command 1551, 1552
ip_proxy-arp command 1554
ip_redirects command 1555
ip_rip_authentication_key-chain command 1556
ip_rip_authentication_mode_text_md5 command 1557
ip_rip_summary-address command 1558
ip_route command 1559
ip_route_static_bfd command 1561
ip_router_isis command 1562
ip_router_ospf_area command 1563
ip_router_ospf_multi-area command 1564
ip_routing_event-history_size command 1565
ip_routing_multicast_enforce-rpf command 1566
ip_routing_multicast_event-history_cli command 1567
ip_routing_multicast_event-history_mdt command 1568
ip_routing_multicast_event-history_mfdm-debugs command 1569
ip_routing_multicast_event-history_mfdm-events command 1570
ip_routing_multicast_event-history_mfdm-stats command 1571
ip_routing_multicast_event-history_rib command 1572
ip_routing_multicast_event-history_rib-summary command 1573
ip_routing_multicast_event-history_vrf command 1574
ip_routing_multicast_software-replicate command 1575
ip_rsvp command 1576
ip_rsvp_authentication_challenge command 1577
ip_rsvp_authentication_key-chain command 1578
ip_rsvp_authentication_lifetime command 1579
ip_rsvp_authentication_type command 1580
ip_rsvp_authentication_window-size command 1581
ip_rsvp_signalling_dscp command 1582
ip_rsvp_signalling_hello_dscp command 1583
ip_rsvp_signalling_hello_reroute command 1584
ip_rsvp_signalling_hello_reroute_state-timeout_refresh_interval

command 1585
ip_rsvp_signalling_hello_reroute_state-timeout_refresh_misses

command 1586
ip_source_binding_vlan_interface command 1588
ip_source_icmp-errors command 1589
ip_source-route command 1587
ip_tcp_path-mtu-discovery command 1590
ip_tcp_synwait-time command 1591
ip_telnet_source-interface command 1592
ip_tftp_source-interface command 1593
ip_ttl command 1594
ip_unnumbered command 1595
ip_unreachables command 1596
ip_verify command 1597
ip_verify_source_dhcp-snooping-vlan command 1599
ipv6_access-class command 1600

ipv6_access-list command 1601
ipv6_acl_rule command 42, 48, 53, 58, 65
ipv6_adjacency_forcedownload command 1602
ipv6_adjacency_peer-gmac command 1603
ipv6_adjacency_route_distance command 1604
ipv6_auto-rp_pim_send-rp-discovery_mapping-agent command 1605
ipv6_cache_disable command 1606
ipv6_dhcp_relay command 1607
ipv6_dhcp_relay_addressipv6_dhcp_relay_address command 1608
ipv6_dhcp_relay_option_type_cisco command 1609
ipv6_dhcp_relay_option_vpn command 1610
ipv6_dhcp_relay_source-interface command 1611
ipv6_group command 1612
ipv6_host command 1613
ipv6_icmp_adjacency-stale-timer command 1614
ipv6_icmp_vip_vmac_protocol_group command 1615
ipv6_mroute command 1616
ipv6_nd_hop-limit command 1617
ipv6_nd_limit_threshold_am_queue command 1619
ipv6_nd_limit-incomplete-adjacency command 1618
ipv6_nd_managed-config-flag command 1620
ipv6_nd_mtu command 1621
ipv6_nd_ns-interval command 1622
ipv6_nd_other-config-flag command 1623
ipv6_nd_prefix command 1624
ipv6_nd_process_adjacency_statistics command 1625
ipv6_nd_ra-interval command 1626
ipv6_nd_ra-lifetime command 1627
ipv6_nd_reachable-time command 1628
ipv6_nd_retrans-timer command 1629
ipv6_nd_suppress-ra command 1630
ipv6_nd_synchronize command 1631, 1632
ipv6_pim_anycast-rp command 1633
ipv6_pim_auto-rp_listen_forward command 1634
ipv6_pim_auto-rp_mapping-agent-policy command 1635
ipv6_pim_auto-rp_rp-candidate-policy command 1636
ipv6_pim_auto-rp_send-rp-announce_rp-candidate command 1637
ipv6_pim_bidir-rp-limit command 1639
ipv6_pim_border command 1640
ipv6_pim_bsr_bsr-candidate command 1641
ipv6_pim_bsr_bsr-policy command 1642
ipv6_pim_bsr_listen_forward command 1643
ipv6_pim_bsr_rp-candidate command 1644
ipv6_pim_bsr_rp-candidate-policy command 1645
ipv6_pim_dr-priority command 1646
ipv6_pim_event-history_assert-receive command 1647
ipv6_pim_event-history_bidir command 1648
ipv6_pim_event-history_hello command 1649
ipv6_pim_event-history_join-prune command 1650
ipv6_pim_event-history_join-prune-summary command 1651
ipv6_pim_event-history_null-register command 1652
ipv6_pim_event-history_packet command 1653
ipv6_pim_event-history_pim6-internal command 1654
ipv6_pim_event-history_rp command 1655
ipv6_pim_event-history_vrf command 1656
ipv6_pim_flush-routes command 1657
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ipv6_pim_hello-authentication_ah-md5 command 1658
ipv6_pim_hello-interval command 1659
ipv6_pim_jp-delay command 1660
ipv6_pim_jp-policy command 1661
ipv6_pim_log-neighbor-changes command 1662
ipv6_pim_neighbor-policy command 1663
ipv6_pim_register-policy command 1664
ipv6_pim_register-rate-limit command 1665
ipv6_pim_rp-address command 1666
ipv6_pim_sparse-mode command 1667
ipv6_pim_ssm_range command 1668
ipv6_pim_state-limit command 1669
ipv6_pim_use-shared-tree-only_spt-threshold_infinity_group-list

command 1670
ipv6_port_traffic-filter command 1671
ipv6_prefix-list command 1672, 1673
ipv6_queue-packets command 1675
ipv6_queue-packets-limit command 1676
ipv6_redirects command 1677
ipv6_route command 1678
ipv6_router_isis command 1680
ipv6_router_ospfv3_area command 1681
ipv6_router_ospfv3_multi-area command 1682
ipv6_routing_event-history_size command 1683
ipv6_routing_multicast_software-replication command 1684
ipv6_source-route command 1685
ipv6_traffic-filter command 1686
ipv6_unreachables command 1687
ipv6_verify command 1688
ipv6_vip command 1689
is-type command 1690
ishow_cli_find_nodes command 1691
ishow_cli_modes command 1692
ishow_cli_nodes command 1693
ishow_cli_paths command 1694
ishow_cli_tags command 1695
ishow_core_backtrace command 1696
isis_authentication_key-chain command 1247, 1248
isis_authentication-check command 1697
isis_authentication-check_level-1 command 1698
isis_authentication-check_level-2 command 1699
isis_authentication-type_cleartext_md5 command 1245, 1246
isis_bfd command 1249
isis_circuit-type command 1250
isis_csnp-interval command 1251
isis_event-history_adjacency command 1252
isis_event-history_cli command 1253
isis_event-history_csnp command 1254
isis_event-history_dis command 1255
isis_event-history_events command 1256
isis_event-history_graceful command 1257
isis_event-history_ha command 1258
isis_event-history_iih command 1259
isis_event-history_lsp-flood command 1260
isis_event-history_lsp-gen command 1261
isis_event-history_mtr command 1262

isis_event-history_psnp command 1263
isis_event-history_redist command 1264
isis_event-history_spf-leaf command 1265
isis_event-history_spf-tree command 1266
isis_event-history_tlv command 1267
isis_event-history_urib command 1268
isis_hello-interval command 1269, 1270
isis_hello-multiplier command 1271, 1272
isis_hello-padding_always command 1273, 1274
isis_ipv6_metric command 1275
isis_lsp-interval command 1276
isis_mesh-group command 1277
isis_metric command 1278
isis_network_point-to-point command 1279
isis_passive-interface command 1280
isis_priority command 1281
isis_retransmit-interval command 1282
isis_retransmit-throttle-interval command 1283
isis_shutdown command 1284

J

job_name command 1702
json command 1703

K

key command 1706
key_chain command 1709
key_config-key command 1710
key-string_0 command 1707
key-string_7 command 1708
kill_background command 1712
kill-everyone command 1711

L

l2_mfwd_mroute_add command 1718
l2protocol_tunnel command 1719
l2protocol_tunnel_cos command 1720
l2protocol_tunnel_drop-threshold command 1721
l2protocol_tunnel_shutdown-threshold command 1722
l3vm_event-history command 1723
label-allocation-mode_per-vrf command 1724
lacp_fast-select-hot-standby command 1725
lacp_graceful-convergence command 1726
lacp_max-bundle command 1727
lacp_min-links command 1728
lacp_port-priority command 1729
lacp_rate command 1730
lacp_suspend-individual command 1731
lacp_system-priority command 1732
last command 1733
layer3_peer command 1734
ldap_search-map command 1741
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ldap-search-map command 1735
ldap-server_deadtime command 1736
ldap-server_host command 1737
ldap-server_port command 1739
ldap-server_timeout command 1740
less command 1742
license_expiry_check_interval command 1743
license_grace_period command 1747
license_grace-period command 1744
license_grace-period_days command 1745
license_grace-period_seconds command 1746
license_reserve_count_package_module command 1748
limit-resource_m4route-mem_minimum command 1749
limit-resource_m6route-mem_minimum command 1750
limit-resource_module-type command 1751
limit-resource_port-channel_minimum_maximum command 1752
limit-resource_u4route-mem_minimum command 1753
limit-resource_u6route-mem_minimum command 1754
limit-resource_vlan_minimum command 1756
limit-resource_vrf_minimum command 1757
line_console command 1758, 1759
line_vty command 1760
link_debounce command 1761
listobject command 1763
listobject-boolean_not command 1762
listobject-weightthreshold-weight command 1764
lldp command 1765, 1766
lldp_eee command 1768
lldp_tlv-select_eee command 1769
load command 1771, 1775
load-balancing command 1770
load-interval command 1772, 1773, 1774
local-as command 1776
locator-led command 1777
locator-led_fex command 1778
log-adjacency-changes command 1779, 1780, 1781
log-event-type command 1782
log-neighbor-changes command 1783
logging_clear_console command 1784
logging_console command 1785
logging_drop_thresholdlogging_drop_threshold command 1786
logging_event command 1787
logging_event_port_link-status command 1788
logging_event_port_trunk-status command 1789
logging_flush command 1790
logging_invalid-username command 1791
logging_ip_access-list_cache command 1792
logging_ip_access-list_include_sgt command 1793
logging_level command 1794, 1795, 1796, 1797, 1798, 1799, 1800, 1801, 

1802, 1803, 1804, 1805, 1806, 1807, 1808
logging_level_aaa command 1809
logging_level_acllog command 1810
logging_level_aclmgr command 1811
logging_level_adjmgr command 1812
logging_level_all command 1813
logging_level_arp command 1817

logging_level_ascii-cfg command 1818
logging_level_bfd command 1819
logging_level_bgp command 1820
logging_level_bloggerd command 1821
logging_level_bootvar command 1822
logging_level_callhome command 1823
logging_level_capability command 1824
logging_level_cdp command 1825
logging_level_cfs command 1826
logging_level_clis command 1827
logging_level_clk_mgr command 1828
logging_level_confcheck command 1829
logging_level_copp command 1830
logging_level_core command 1831
logging_level_device_test command 1832
logging_level_dhcp_snoop command 1833
logging_level_diagclient command 1834
logging_level_diagmgr command 1835
logging_level_eigrp command 1836
logging_level_eltm command 1837
logging_level_ethpm command 1838, 1839
logging_level_evmc command 1840
logging_level_evmed command 1841
logging_level_evms command 1842
logging_level_feature-mgr command 1843
logging_level_fex command 1844
logging_level_fs-daemon command 1845
logging_level_glbp command 1846
logging_level_gpixm command 1847
logging_level_hsrp command 1848
logging_level_igmp command 1849
logging_level_interface-vlan command 1850
logging_level_ip_msdp command 1851
logging_level_ip_pim command 1852
logging_level_ipconf command 1853
logging_level_ipv6_pim command 1854
logging_level_isis command 1855
logging_level_l2fm command 1856
logging_level_l2pt command 1857
logging_level_l3vm command 1858
logging_level_lacp command 1859
logging_level_ldap command 1860
logging_level_lldp command 1861
logging_level_m2rib command 1862
logging_level_mfdm command 1863
logging_level_module command 1864
logging_level_monitor command 1865
logging_level_mpls_switching command 1866
logging_level_mvsh command 1867
logging_level_netstack command 1868
logging_level_ntp command 1869
logging_level_nve command 1870
logging_level_oim command 1871
logging_level_onep command 1872
logging_level_orib command 1873
logging_level_ospf command 1874
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logging_level_ospfv3 command 1875
logging_level_otm command 1876
logging_level_patch-installer command 1877
logging_level_pfstat command 1878
logging_level_pixm command 1879
logging_level_platform command 1880
logging_level_pltfm_config command 1881
logging_level_plugin command 1882
logging_level_poap command 1883
logging_level_pong command 1884
logging_level_port_client command 1886
logging_level_port-security command 1885
logging_level_private-vlan command 1887
logging_level_radius command 1888
logging_level_res_mgr command 1889
logging_level_rip command 1890
logging_level_rpm command 1891
logging_level_rsvp command 1892
logging_level_sal command 1893
logging_level_scheduler command 1894
logging_level_session-mgr command 1895
logging_level_smm command 1896
logging_level_snmpd command 1897
logging_level_spm command 1898
logging_level_sysmgr command 1899
logging_level_tacacs command 1900
logging_level_track command 1901
logging_level_tunnel command 1902
logging_level_u2rib command 1903
logging_level_u6rib command 1904
logging_level_udld command 1905
logging_level_ufdm command 1906, 1907
logging_level_urib command 1908
logging_level_vdc_mgr command 1909
logging_level_virtual-service command 1910
logging_level_vlan_mgr command 1911
logging_level_vmm command 1912
logging_level_vntag command 1913
logging_level_vpc command 1914
logging_level_vshd command 1915
logging_level_vtp command 1916
logging_level_xbar command 1917
logging_logfile command 1918
logging_max_filesize command 1919
logging_max_messages command 1920
logging_message_interface_type_ethernet command 1921
logging_module command 1922
logging_monitor command 1923
logging_reconcile command 1924
logging_server command 1925
logging_source-interface command 1927
logging_timestamp command 1928
logit command 1929
logout-warning command 1930
low-memory_exempt command 1931
lshow command 1932

lsp-gen-interval command 1933
lsp-mtu command 1934

M

mac_access-list command 1942
mac_acl_rule command 69
mac_address-table_aging-time command 1943
mac_address-table_core-port-learning command 1944
mac_address-table_notification_mac-move command 1945
mac_address-table_static_vlan command 1946
mac_packet-classify command 1947
mac_port_access-group command 1948
mac-address command 1938, 1939, 1940
mac-list command 1941
management command 1949
match command 1950
match_access-group_name command 1954
match_address command 1955
match_as-number command 1956
match_as-number_as-path-list command 1957
match_as-path command 1958
match_class-map command 1959
match_community command 1960
match_cos command 1961, 1962
match_dscp command 1963, 1964
match_exception command 1967
match_extcommunity command 1968
match_interface command 1969
match_ip_address command 1970
match_ip_address_prefix-list command 1971
match_ip_multicast_rp command 1972
match_ip_next-hop_prefix-list command 1973
match_ip_route-source_prefix-list command 1974
match_ipv6_address command 1975
match_ipv6_address_prefix-list command 1976
match_ipv6_multicast_rp command 1977
match_ipv6_next-hop_prefix-list command 1978
match_ipv6_route-source_prefix-list command 1979
match_length command 1980
match_mac-list command 1981
match_metric command 1982
match_protocol command 1983, 1984
match_qos-group command 1985, 1986
match_redirect command 1987
match_source-protocol command 1988
match_tag command 1989
match_vlan command 1990
max-lsa command 1991, 1992
max-lsp-lifetime command 1993
max-metric_router-lsa command 1994, 1995
maxas-limit command 1996
maximum_routes command 2007
maximum-paths command 1997, 1998, 1999, 2000, 2001, 2002
maximum-paths_eibgp command 2003
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maximum-peers command 2004
maximum-prefix command 2005
maximum-prefixmaximum-prefix command 2006
mcectest_source command 2008
mdt_asm-use-shared-tree command 2009
mdt_data command 2010
mdt_data_bidir-enable command 2011
mdt_data_inhibit-reuse command 2012
mdt_default command 2013
mdt_enforce-bgp-mdt-safi command 2014
mdt_mtu command 2015
mdt_pim_hello-interval command 2016
mdt_pim_jp-interval command 2017
mdt_source command 2018
media command 2019
medium command 2020
medium_broadcast_p2p command 2021
member_vlan command 2022
member_vni_mcast-group command 2023
merge_config command 2024
message-digest-key command 2025, 2026
metric_direct_0 command 2028
metric_maximum-hops command 2029
metric_rib-scale command 2030
metric_version_64bit command 2031
metric_weights command 2032
metric-style command 2027
mgmt-policy command 2033
mkdir command 2035
mod-serial command 2036
mode command 2037
monitor_erspan_granularity command 2038
monitor_erspan_origin_ip-address command 2039
monitor_erspan_switch-id command 2040
monitor_session command 2041
monitor_session_type_acl-capture command 2042
monitor_session_type_erspan-source command 2043
mount command 2044
mount_slot0 command 2045
move command 2046
mping command 2047
mpls_label_range command 2048
mpls_ldp_autoconfig_area command 2049
mpls_ldp_sync command 2050
mpls_traffic-eng_area command 2051
mpls_traffic-eng_multicast-intact command 2052
mpls_traffic-eng_router-id command 2053
mrib_mdt command 2054
mrib_mfdm-ack-delay command 2055
mst_designated_priority command 2056
mst_root_priority command 2057
mtrace command 2058
mtu command 2059, 2060, 2061, 2062, 2063, 2064
multi-topology command 2065
multicast command 2066
multipath_compare-neighborid command 2067

N

name command 2071, 2072, 2075, 2076
name-lookup command 2073, 2074
neighbor command 2077, 2078, 2079, 2080, 2082
neighbor-down_fib-accelerate command 2081
net command 2084
network command 2085, 2086, 2087, 2088
network_area command 2089
next-hop-self command 2090
next-hop-self_eigrp command 2091
next-hop-third-party command 2092
nexthop_route-map command 2093
nexthop_trigger-delay_critical_non-critical command 2094
no command 2095, 2096
no-more command 2097
ntp_access-group command 2098
ntp_authenticate command 2099
ntp_authentication-key_md5 command 2100
ntp_drop-aged-packet command 2101
ntp_logging command 2102
ntp_master command 2103
ntp_peer command 2104
ntp_rts-update command 2106
ntp_server command 2107
ntp_source command 2110
ntp_source-interface command 2109
ntp_sync-retry command 2111
ntp_trusted-key command 2112
nxapi command 2113
nxapi_certificate_httpskey_httpscrt_keyfile_certfile_enable

command 2114

O

obfl_logging_uuid_msg command 2116
object-group_ip_address command 2119
object-group_ip_port command 2120
object-group_ipv6_address command 2121
offset-list command 2122
offset-list_eigrp command 2123
onep command 2124
onep_applications command 2125
onep_install command 2126
onep_stop command 2127
onep_uninstall command 2128
open-fsm command 2129
ospfv3_cost command 2130
ospfv3_dead-interval command 2131
ospfv3_event-history_cli_size command 2132
ospfv3_event-history_detail_size command 2133
ospfv3_event-history_size command 2134
ospfv3_flood-bw-percentage command 2135
ospfv3_hello-interval command 2136
ospfv3_instance command 2137
ospfv3_mtu-ignore command 2138
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ospfv3_network_broadcast_point-to-point command 2139
ospfv3_network_point-to-point command 2140
ospfv3_passive-interface command 2141
ospfv3_priority command 2142
ospfv3_retransmit-interval command 2143
ospfv3_shutdown command 2144
ospfv3_transmit-delay command 2145
overbudgetshut command 2146
overbudgetsyslog command 2147
overload_rip command 2148

P

parity command 2152, 2153
passive-interface_default command 2154, 2155, 2156, 2157
passive-interface_eigrp command 2158
password_secure-mode command 2159
password_strength-check command 2160
passwordpassword command 2161
pause command 2162
peer-gateway command 2163
peer-keepalive_destination command 2164
peer-switch command 2167
perf command 2168
periodic_to command 2171, 2173
periodic-inventory_notification command 2169, 2170
permit_interface command 2174
permit_vlan command 2175
permit_vrf command 2176
permit_vsan command 2177
phone-contact command 2178
ping command 2179
ping6 command 2180
pinning_max-links command 2181
pinning_mode command 2182
pipe_begin_exclude_include_end_-i_-x command 2183
pipe_grep_egrep_-c_-i_-n_-v_-w_-x command 2184, 2185
pipe_grep_egrep_count_ignore-case_line-number_invert-match_word-exp_line-exp

command 2186
pktmgr_cache_disable command 2187
pktmgr_discard_detail_direction command 2188
plugin-test_load command 2189
plugin-test_unload command 2190
police command 2191, 2195
policy-map command 2205
policy-map_type_control-plane command 2206
policy-map_type_network-qos command 2207
policy-map_type_queuing command 2208
pong command 2209
pop command 2212
port_group command 2227
port-channel_hash-distribution command 2213
port-channel_limit command 2214
port-channel_load-balance command 2215
port-channel_load-balance_ethernet command 2217
port-channel_load-balance_hash_enable command 2220

port-channel_load-balance_hash-modulo-f2 command 2219
port-channel_load-balance_resilient command 2221
port-channel_load-defer command 2222
port-channel_min-links command 2223
port-channel_port_hash-distribution command 2224
port-channel_port_load-defer command 2225
port-security_stop_learning command 2226
power_efficient-ethernet_auto command 2228
power_efficient-ethernet_sleep_threshold_aggressive command 2229
power_redundancy-mode_combined command 2230
power_redundancy-mode_combined_force command 2231
power_redundancy-mode_insrc-redundant command 2232
power_redundancy-mode_ps-redundant command 2233
poweroff command 2234
pps command 2235, 2236
preempt command 2237, 2238
preempt_delay_minimum_reload command 2239
priority command 2241, 2242, 2243, 2244
priority-flow-control_mode command 2240
private-vlan command 2245
private-vlan_association_add_remove command 2246
private-vlan_mapping_add_remove command 2247
private-vlan_release_resource command 2248
private-vlan_synchronize command 2249
promiscuous-mode command 2250
protocol_shutdown command 2254, 2255
protocol-down command 2251
protocol-reinit command 2252
protocol-up command 2253
publish-event_sub-system_type command 2256
purge_ip_route command 2257
purge_ipv6_route command 2258
purge_module_running-config command 2259
push command 2260
pwd command 2261
python command 2262

Q

qos command 2264, 2265
qos_copy_policy-map_type_network-qos command 2266
qos_copy_policy-map_type_queuing command 2267
qos_eoq command 2268
qos_statistics command 2269
queue-limit command 2270

R

radius-server_deadtime command 2274
radius-server_directed-request command 2275
radius-server_host command 2276
radius-server_key_0 command 2279
radius-server_pss-clean command 2280
radius-server_retransmit command 2281
radius-server_timeout command 2282

Cisco Nexus 9000 Series NX-OS Command Reference (Configuration Commands), Release 6.1(2)I2(2)
IN-17

INDEX



random-detect command 2283, 2285
random-detect_cos-based command 2287
rate-limit command 2289
rate-limit_cpu_direction_pps_action_log command 2290, 2291
rate-limiter command 2292
rate-mode command 2294
rd command 2295
redistribute_bgp command 2297, 2298
redistribute_maximum-prefix command 2299, 2300, 2301, 2302, 2303
redistribute_route-map command 2304, 2305, 2306, 2307, 2308, 2309, 

2310, 2311
redistribute-internal command 2296
reference-bandwidth command 2312
reload command 2313
reload_fex command 2314
reload_force command 2315
reload_kexec command 2316
reload_module command 2317
reload_module_force-dnld command 2318
reload_module_hard command 2319
reload_restore command 2320
reload_vdc command 2321, 2322
remark command 2323
remote-span command 2324
remove-private-as command 2325
remove-routes_vni command 2326
replication_mode_unicast command 2327
resequence command 2328
restart_bgp command 2329
restart_eigrp command 2330
restart_igmp command 2331
restart_isis command 2332
restart_l3vm command 2333
restart_msdp command 2334
restart_nve command 2335
restart_oim command 2336
restart_orib command 2337
restart_ospf command 2338
restart_ospfv3 command 2339
restart_pim command 2340
restart_pim6 command 2341
restart_rip command 2342
restart_rpm command 2343
retain_route-target command 2344
retransmit-interval command 2345, 2346, 2347
revision command 2348
revocation-check command 2349
rfc1583compatibility command 2350
rip command 2351
rip_passive-interface command 2352
rip_poison-reverse command 2353
rip_route-filter command 2354
rip_shutdown command 2355
rmdir command 2356
rmon_alarm_rising-threshold_falling-threshold command 2357
rmon_event command 2359

rmon_hcalarm_startupalarm_rising-threshold_falling-threshold_owner
command 2360

role_feature-group_name command 2362
role_name command 2363
role_priority command 2364
rollback_progress_stats command 2365
rollback_running-config command 2366
route-map command 2367
route-map_pbr-statistics command 2368
route-reflector-client command 2369
route-target_both command 2370
route-target_export command 2371
route-target_import command 2372
router_bgp command 2376
router_eigrp command 2377, 2378
router_isis command 2379
router_ospf command 2380
router_ospfv3 command 2381
router_rip command 2382, 2383
router-id command 2373, 2374, 2375
routing_multicast_file-debug command 2385
routing_multicast_holddown command 2386
routing-context_vrf command 2384
rsakeypair command 2387
rule command 2388
rule_oid command 2389
run_bash command 2392
run-script command 2390
run-show-tech-script command 2391

S

sampling command 2401
save command 2402
scale-factor_module command 2403
scheduler_aaa-authentication_password_0 command 2404
scheduler_enable command 2406
scheduler_job_name command 2407
scheduler_logfile_size command 2408
scheduler_schedule_name command 2409
scheduler_transport_email_from command 2410
scp command 2411, 2412
scripting_tcl_init command 2413
scripting_tcl_recursion-limit command 2414
section command 2415
sed command 2416
send command 2420
send_session command 2421
send-community command 2417
send-lifetime_local command 2418
serial command 2422
server command 2423, 2424, 2425
service_dhcp command 2435
service_set command 2436
service_unsupported-transceiver command 2437
service-policy command 2426, 2427, 2428, 2429
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service-policy_input command 2430
service-policy_type_network-qos command 2431
service-policy_type_queuing command 2432, 2433, 2434
session_domain-lookup command 2439
session_max command 2440
session-limit command 2438
set command 2442, 2445, 2449
set_as-path_prepend_last-as command 2450
set_comm-list command 2451
set_community_additive_internet_local-as_no-advertise_no-export_none

command 2452
set_cos command 2453
set_dampening command 2454
set_distance command 2455
set_extcomm-list command 2456
set_extcommunity_4byteas-generic_additive_none_transitive_non-transitive

command 2457
set_extcommunity_additive_none command 2458
set_extcommunity_cost_igp_pre-bestpath command 2459
set_extcommunity_rt_additive command 2460
set_forwarding-address command 2461
set_interface command 2462
set_ip_address_prefix-list command 2463
set_ip_default_next-hop command 2464
set_ip_default_next-hop_verify-availability command 2465
set_ip_next-hop command 2466
set_ip_next-hop_peer-address command 2467
set_ip_next-hop_unchanged command 2468
set_ip_precedence command 2469
set_ipv6_address_prefix-list command 2470
set_ipv6_default_next-hop command 2471
set_ipv6_default_next-hop_verify-availability command 2472
set_ipv6_next-hop command 2473
set_ipv6_next-hop_peer-address command 2474
set_ipv6_next-hop_unchanged command 2475
set_ipv6_next-hop_verify-availability command 2476
set_ipv6_precedence command 2477
set_level_level-1_level-1-2_level-2 command 2478
set_local-preference command 2479
set_metric command 2480
set_mpls-exp-topmost_cos_table_exp-cos-map command 2481
set_nssa-only command 2482
set_origin_egp command 2483
set_path-selection_all_advertise command 2484
set_tag command 2485
set_weight command 2486
set-attached-bit command 2441
setup command 2487
shape command 2488
shared-policer command 2490
show command 2501, 2502, 2507, 2509, 2510, 2514, 2518
shut command 2519
shutdown command 2520, 2521, 2522, 2523, 2524, 2525, 2526, 2527, 2528, 

2529, 2530, 2531, 2532, 2533, 2534
shutdown_force command 2535
signalling_client_batch-time command 2536

signalling_hello_graceful-restart command 2537
signalling_hello_graceful-restart_refresh_interval command 2538
signalling_hello_graceful-restart_refresh_misses command 2539
signalling_hello_graceful-restart_send_recovery-time command 2540
signalling_hello_graceful-restart_send_restart-time command 2541
signalling_hello_reroute command 2542
signalling_initial-retransmit-delay command 2543
signalling_patherr_state-removal command 2544
signalling_rate-limit command 2545
signalling_refresh_interval command 2546
signalling_refresh_misses command 2547
signalling_refresh_pace command 2548
signalling_refresh_reduction command 2549
signalling_refresh_reduction_ack-delay command 2550
signalling_refresh_reduction_bundle-max-size command 2551
signalling_refresh_reduction_bundle-transmit-time command 2552
signalling_refresh_reduction_rapid-retransmit command 2553
signing_level_none_cisco_unsigned command 2554
site-id command 2555
site-of-origin command 2556
sleep command 2557
slot command 2558
smtp-host command 2559
snmp_ifmib_ifalias_long command 2601
snmp_trap_link-status command 2602, 2603, 2604, 2605
snmp-server_aaa-user_cache-timeout command 2560
snmp-server_community command 2561
snmp-server_community_use-acl command 2562
snmp-server_contact command 2563
snmp-server_context command 2564
snmp-server_context_type_len_val command 2565
snmp-server_counter_cache_enable command 2567
snmp-server_counter_cache_timeout command 2568
snmp-server_counter_cache-enable command 2566
snmp-server_enable_traps command 2569
snmp-server_enable_traps_bgp command 2570
snmp-server_enable_traps_eigrp command 2571
snmp-server_enable_traps_entity_fru command 2572
snmp-server_enable_traps_msdp command 2573
snmp-server_enable_traps_ospf command 2574, 2575
snmp-server_enable_traps_ospf_lsa command 2576
snmp-server_enable_traps_ospfv3 command 2577, 2578
snmp-server_enable_traps_ospfv3_lsa command 2579
snmp-server_force-unload-feature command 2580
snmp-server_globalenforcepriv command 2581
snmp-server_host command 2582, 2583, 2584
snmp-server_host_filter-vrf command 2586
snmp-server_host_use-vrf command 2587
snmp-server_load-cond-feature command 2588
snmp-server_load-mib command 2589
snmp-server_location command 2590
snmp-server_mib_community-map_context command 2591
snmp-server_mib_mpls_vpn_max-threshold command 2592
snmp-server_packetsize command 2593
snmp-server_protocol_enable command 2594
snmp-server_source-interface command 2595
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snmp-server_system-shutdown command 2596
snmp-server_tcp-session command 2597
snmp-server_user command 2598
snmp-trap_event-type_policy-name command 2600
sort command 2606
source command 2607, 2608, 2609, 2610
source_copy-sys command 2613
source_ip command 2614
source_proxy-layer2-gateway_tree-id_switchid_tx command 2615
source_vlan command 2616
source-group command 2611
source-interface command 2612
spanning-tree_bpdufilter command 2617
spanning-tree_bpduguard command 2618
spanning-tree_bridge_assurance command 2619
spanning-tree_cost command 2620
spanning-tree_cost_auto command 2621
spanning-tree_fcoe command 2622
spanning-tree_guard command 2623
spanning-tree_lc-issu command 2624, 2625
spanning-tree_link-type command 2626
spanning-tree_loopguard_default command 2627
spanning-tree_mode command 2628
spanning-tree_mst_configuration command 2629
spanning-tree_mst_cost command 2630
spanning-tree_mst_cost_auto command 2631
spanning-tree_mst_forward-time command 2632
spanning-tree_mst_hello-time command 2633
spanning-tree_mst_max-age command 2634
spanning-tree_mst_max-hops command 2635
spanning-tree_mst_port-priority command 2636
spanning-tree_mst_pre-standard command 2637
spanning-tree_mst_priority command 2638
spanning-tree_mst_root command 2639
spanning-tree_mst_simulate_pvst command 2640
spanning-tree_mst_simulate_pvst_global command 2641
spanning-tree_pathcost_method command 2642
spanning-tree_port_type command 2644
spanning-tree_port_type_edge_bpdufilter_default command 2645
spanning-tree_port_type_edge_bpduguard_default command 2646
spanning-tree_port_type_edge_default command 2647
spanning-tree_port_type_edge_trunk command 2648
spanning-tree_port_type_network_default command 2649
spanning-tree_port-priority command 2643
spanning-tree_portfast command 2650
spanning-tree_portfast_bpdufilter_default command 2651
spanning-tree_portfast_bpduguard_default command 2652
spanning-tree_portfast_default command 2653
spanning-tree_pseudo-information command 2654
spanning-tree_vlan command 2655
spanning-tree_vlan_forward-time command 2656
spanning-tree_vlan_hello-time command 2657
spanning-tree_vlan_max-age command 2658
spanning-tree_vlan_priority command 2659
spanning-tree_vlan_root command 2660
speed command 2661, 2662, 2664, 2665

speed-group command 2663
spf_mode_incremental command 2667, 2668
spf-interval command 2666
split-horizon_eigrp command 2669
sprom_recover_backplane command 2670
ssh command 2671
ssh_key_dsa_force_rsa command 2673
ssh_login-attempts command 2674
ssh_server_enable command 2675
ssh6 command 2672
state command 2676, 2677
stateful-ha command 2678, 2679
statistics command 2680, 2681, 2682
statistics_per-entry command 2683, 2684, 2685
stopbits command 2686, 2687
storm-control command 2688
streetaddress command 2689
summary-address command 2690, 2691, 2692, 2693
suppress-fib-pending command 2694
suppress-inactive command 2695, 2696
suppress-signaling-protocol_ldp command 2697
switch-priority command 2698, 2699
switchback command 2700
switchport command 2701
switchport_access_vlan command 2702, 2703, 2704
switchport_autostate_exclude command 2705
switchport_host command 2706
switchport_mode command 2707
switchport_mode_fabricpath command 2708
switchport_mode_private-vlan command 2709
switchport_mode_private-vlan_trunk command 2710
switchport_monitor command 2711
switchport_port-security command 2712
switchport_port-security_aging_time command 2713
switchport_port-security_aging_type command 2714
switchport_port-security_mac-address command 2715
switchport_port-security_mac-address_sticky command 2716
switchport_port-security_maximum command 2717
switchport_port-security_violation command 2718
switchport_private-vlan_association_trunk command 2719
switchport_private-vlan_host-association command 2720
switchport_private-vlan_mapping_add_remove command 2721
switchport_private-vlan_mapping_add_remove_trunk command 2722
switchport_private-vlan_trunk_allowed_vlan command 2723
switchport_private-vlan_trunk_native_vlan command 2724
switchport_trunk_allowed_vlan command 2725, 2726, 2727
switchport_trunk_native_vlan command 2728, 2729, 2730
switchport_trunk_pruning_vlan_add_remove_except_none_all

command 2731
switchto_vdc command 2732
sync-snmp-password command 2733, 2734, 2735
syslog command 2736
system command 2739
system_aclmgr_cleanup-unused-policies command 2741
system_auto-collect_tech-support command 2742
system_cores command 2743
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system_cores_retain command 2744
system_default_interface_congestion_pause_timeout command 2745
system_default_switchport command 2746
system_default_switchport_fabricpath command 2747
system_default_switchport_shutdown command 2748
system_hap-reset command 2749
system_health_check_bootflash command 2750
system_heartbeat command 2751
system_high-multicast-priority command 2752
system_inband_queuing command 2753, 2754
system_jumbomtu command 2755
system_kernel-trace command 2756
system_kgdb command 2757
system_memlog command 2758
system_memory-thresholds_minor_severe_critical command 2759
system_minlife command 2760
system_no_hap-reset command 2761
system_no_heartbeat command 2762
system_no_kgdb command 2763
system_no_standby_manual-boot command 2764
system_no_statistics command 2765
system_no_watchdog command 2766
system_no_watchdog_kgdb command 2767
system_offline command 2768
system_pss_shrink command 2769
system_qos command 2770
system_release_mod-lock_uuid_nodeid command 2771
system_restart_vdc_service_name command 2772
system_standby_manual-boot command 2773
system_standby_reload_vdc command 2774
system_startup-config_init command 2775
system_startup-config_kill_config-update command 2776
system_startup-config_unlock command 2777
system_statistics command 2778
system_switchover command 2779
system_switchover_force command 2780
system_swover-timeout-reset command 2781
system_trace command 2782
system_vlan_long-name command 2783
system_vlan_reserve command 2784
system_watchdog command 2785
system_watchdog_kgdb command 2786
system-mac command 2738
system-priority command 2740

T

table-map command 2790, 2791, 2792, 2793, 2794, 2795, 2796, 2797
tac-pac command 2798, 2799
tacacs-server_deadtime command 2800
tacacs-server_directed-request command 2801
tacacs-server_host command 2802
tacacs-server_key_0 command 2804
tacacs-server_timeout command 2806
tacacs+_enable command 2807

tag_happens_in command 2808
tail command 2809, 2810
tar command 2811
tclsh command 2812, 2813
telnet command 2814
telnet_server_enable command 2816
telnet6 command 2815
template command 2817
template_peer command 2818
template_peer-policy command 2819
template_peer-session command 2820
terminal command 2821
terminal_alias command 2822
terminal_color command 2823
terminal_context_management command 2824
terminal_deep-help command 2825
terminal_dont-ask command 2826
terminal_edit-mode_vi command 2827
terminal_event-manager_bypass command 2828
terminal_history_no-exec-in-config command 2829, 2830, 2831
terminal_length command 2832, 2833
terminal_lock command 2834
terminal_log-all command 2835
terminal_no command 2836
terminal_output_xml command 2837
terminal_password command 2838
terminal_redirection-mode command 2839
terminal_reset_vlan-config-mutex command 2841
terminal_reset-role command 2840
terminal_session-timeout command 2842
terminal_sticky-mode command 2843
terminal_terminal-type command 2844
terminal_tree-update command 2845
terminal_unlock command 2846
terminal_verify-only command 2847
terminal_width command 2848, 2849
threshold-percent command 2850
time_daily command 2852
time-range command 2851
timers command 2854, 2855, 2857
timers_basic command 2858
timers_bestpath-defer_maximum command 2859
timers_bestpath-limit command 2860
timers_bgp command 2861
timers_lsa-arrival command 2862, 2863
timers_lsa-group-pacing command 2864, 2865
timers_prefix-peer-timeout command 2866
timers_throttle_lsa command 2867, 2868
timers_throttle_spf command 2869, 2870
timerstimers command 2871
tr command 2872
traceroute command 2873
traceroute6 command 2874
track command 2875, 2876, 2877
track_interface command 2879
traffic-share command 2880
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transmit-delay command 2881, 2882, 2883
transport_connection-mode_passive command 2884
transport_email_from command 2885
transport_email_mail-server command 2887
transport_http_proxy_enable command 2888
transport_http_proxy_server command 2889
transport_http_use-vrf command 2890
transport_type command 2891
trap_bfd_session-down command 2893
trap_bfd_session-up command 2895
trap_lldp_lldpremtableschange command 2897
trap_pim_pimneighborloss command 2898
trigger_forwarding_distribution_module command 2899
trigger_route_download_vrf command 2900
tunnel_destination command 2901
tunnel_mode_gre command 2902
tunnel_path-mtu-discovery command 2903, 2904
tunnel_source command 2905
tunnel_ttl command 2906
tunnel_use-vrf command 2907
typetype command 2908

U

udld_aggressive command 2910, 2911
udld_continue-on-err command 2912
udld_disable command 2913
udld_enable command 2914
udld_message-time command 2915
udld_reset command 2916
undebug_all command 2917
uniq command 2918
unmount command 2919
unmount_slot0 command 2920
unsuppress-map command 2921
update_ip_route command 2923
update_ipv6_route command 2924
update_license command 2925
update-sourceupdate-source command 2922
urib_debugs-dump-to-file command 2926
use-vrf command 2927, 2928, 2929
username command 2930, 2932, 2933, 2935
username_keypair_export_force_dsa_rsa command 2936
username_keypair_import_force_dsa_rsa command 2937

V

variance command 2941
vdc command 2942, 2943
vdc_combined-hostname command 2945
vdc_resource_template command 2946
vdc_suspend command 2947
verify command 2948
verify_verbose command 2949
version command 2950

virtual-service command 2951, 2952, 2953
virtual-service_connect_name command 2954
virtual-service_move_name_to command 2955
vlan_access-map command 2957
vlan_configuration command 2958
vlan_designated_priority command 2959
vlan_dot1q_tag_native command 2960
vlan_filter command 2961
vlan_policy_deny command 2962
vlan_root_priority command 2963
vlan2 command 2956
vn-segment command 2964
vpc command 2965
vpc_domain command 2966
vpc_orphan-port_suspend command 2967
vpc_role_preempt command 2968
vpc_suspend command 2969
vpc_upgrade-done command 2970
vpn_id command 2971
vrf command 2972, 2973, 2974, 2975, 2976, 2977, 2978
vrf_context command 2979
vrf_member command 2980, 2981
vrf_policy_deny command 2982
vrrp command 2983
vrrp_bfd command 2984
vsan_policy_deny command 2985
vsh command 2986
vtp command 2987
vtp_domain command 2988
vtp_file command 2989
vtp_mode command 2990
vtp_password command 2991
vtp_pruning command 2992
vtp_version command 2993

W

wc command 2996
weighting command 2997
where command 2998
where_detail command 2999
which command 3000
wide-metric-only command 3001
write_erase command 3002
write_erase_boot command 3003

X

xml command 3006
xml_server_max-session command 3007
xml_server_terminate_session command 3008
xml_server_timeout command 3009
xml_server_validate command 3010
xml_server_xml-debug command 3011
xmlin command 3012, 3013
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